SERVICE CLASS CONTROL SYSTEM, SERVICE CLASS CONTROL DEVICE, TERMINAL DEVICE, SERVICE CLASS CONTROL METHOD, AND PROGRAM

There is provided a service class control system and the like for facilitating modification of a service class of a terminal device or disabling unauthorized modification of the service class. A service class management server (1) contains service class data for specifying a range of service provided by the user terminals 2-1 to 2-n. When a user terminal 2-k transmits data requiring a start of providing a service, in response to this, service class data indicating the service class of the user terminal 2-k is transmitted to the user terminal 2-k. After receiving the service class data, the user terminal 2-k provides a service of the range specified by the service class data.

FIG. 1

![Diagram of service class control system]
Description

Technical Field

[0001] The present invention relates to a service class control system, a service class control device, a terminal device, a service class control method, and a program.

Background Art

[0002] A terminal device such as a cellular phone uses a method of defining service range classes (service classes) for the purpose of making a difference in the range of service which users can enjoy among terminal devices (see, e.g., Japanese Patent No. 2,659,342). In this method, each terminal device stores data indicating its own service class and provides a service within a range corresponding to a service class indicated by the data, in accordance with operation by an administrator who has the authority to provide or manage services.

Disclosure of the Invention

[0003] Since data indicating the service classes of terminal devices are important pieces of information for designating the range of service provided to users of the terminal devices, it is necessary to prevent unauthorized tampering of the data by those without the authority to modify assignment of the service classes. For this reason, conventionally, in order to cause a terminal device to store data indicating a service class, a writer exclusively used to write such data into nonvolatile memory (e.g., EEPROM (Electrically Erasable Programmable Read Only Memory) or the like) in the terminal device is cable-connected to the terminal device, and an administrator operates the writer.

[0004] In this case, to transmit data between the terminal device and the writer, it is necessary to use a special procedure for ensuring a high level of security. It is also necessary for each of the writer and terminal device to have a special mechanism for preventing unauthorized external access and ensuring a high level of security.

[0005] However, in the above-described method, each time the need to, e.g., modify the service class of the terminal device or erase the service class data arises, a user needs to pass the terminal device to the administrator. This causes the user inconvenience.

[0006] In the method, if data which the terminal device stores is once modified without authorization, it is difficult to check whether the tampered data is valid unless there is any good reason such as a defect in the tampered data itself.

[0007] The present invention has been made in consideration of the circumstances, and has as its object to provide a service class control system, service class control device, terminal device, service class control method, and program for facilitating modification of a service class of a terminal device or disabling unauthorized modification of the service class.

[0008] To achieve the object, a service class control system according to a first aspect of the present invention is a service class control system comprising a service class control device and a plurality of terminal devices connected to the service class control device:

said service class control device comprising:

means for storing, for each terminal device, service class data indicative of the range of service served by the terminal device; and

means for specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services; and

the terminal device comprising:

means for transmitting the identification data for identifying the terminal device to the service class control device and requesting a start of providing a service by the terminal device; and

means for and storing data indicative of the range of service which the terminal device can serve and providing one or more services lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the service class control device is received at the terminal device.

[0009] A service class control device according to a second aspect of the present invention is characterized by comprising:

means for storing, for each external terminal device, service class data indicative of the range of service served by the terminal device, said external terminal device performing predetermined processing so as to provide one or more services to a user; and

means for specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device...
requests the start of providing one or more services.

A terminal device according to a third aspect of the present invention is a terminal device which provides one or more services to a user by executing predetermined processing, comprising:

means for transmitting, to an external device, identification data which identifies the terminal device and for requiring a start of providing the service; and
means for obtaining and storing the data indicative of the range of service which the terminal device can serve and for providing the service lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the external device is received at the terminal device.

A service class control method according to a fourth aspect of the present invention is a service class control method for controlling the range of service provided by each external terminal device which provides one or more services to a user by executing predetermined processing, comprising the steps of:

storing, for each terminal device, service class data indicative of the range of service served by the terminal device; and
specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services.

A service class control method according to a fifth aspect of the present invention is a service class control method for controlling the range of service served by a terminal device in the terminal device which performs predetermined processing so as to provide one or more services to a user, characterized by including:

transmitting identification data for identifying the terminal device to an external device and requesting a start of providing the service; and
obtaining and storing data indicative of the range of service which the terminal device can serve and providing one or more services lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the external device is received at the terminal device.

A program according to a sixth aspect of the present invention is characterized by causing a computer to operate as a service class control device, the service class control device comprising:

means for storing, for each external terminal device, service class data indicative of the range of service served by the terminal device, said external terminal device performing predetermined processing so as to provide one or more services to a user; and
means for specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services.

A program according to a seventh aspect of the present invention is characterized by causing a computer to operate as a terminal device which provides one or more services to a user by executing predetermined processing, the terminal device comprising:

means for transmitting, to an external device, identification data which identifies the terminal device and for requiring a start of providing the service; and
means for obtaining and storing the data indicative of the range of service which the terminal device can serve and for providing the service lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the external device is received at the terminal device.

**Brief Description of the Drawings**

**Best Mode for Carrying Out the Invention**

An embodiment of the present invention will be explained below with reference to the drawings, taking a mobile telephone system as an example.

Figure 1 is a block diagram showing the configuration of a mobile telephone system according to an embodiment of the present invention;
Figure 2 is a block diagram showing the configuration of a service class management server;
Figure 3 is a block diagram showing the configuration of a user terminal; and
Figure 4 is a flowchart showing the procedure for a service class control process.
telephone system according to the embodiment of the present invention. As shown in Figure 1, the mobile telephone system is composed of a service class management server 1 and a plurality of user terminals 2-1 to 2-n (n is the total number of terminals).

[0008] A unique identification code is assigned to each of the service class management server 1 and user terminals 2-1 to 2-n. For example, an IP (Internet Protocol) address assigned to each of the service class management server 1 and user terminals 2-1 to 2-n suffices as an identification code.

[0009] The service class management server 1 is composed of, e.g., a server computer and connected to the user terminals 2-1 to 2-n through a network N, a packet network P, and a telephone network T. The user terminals 2-1 to 2-n are connected to each other through the telephone network T.

[0010] Note that the network N is composed of, e.g., the Internet and the like. The telephone network T is composed of a wireless base station used for mobile telephone communication and a telephone line. The packet network P is composed of a server computer and the like connected to the telephone network T and network N.

[0011] The telephone network T receives and demodulates a modulated wave (to be described later) transmitted by each of the user terminals 2-1 to 2-n and supplies data obtained by the demodulation to the packet network P. The packet network P transfers the data according to the destination of the data. Specifically, if the data is addressed to any of the user terminals 2-1 to 2-n (to be more specific, the identification code of any of the user terminals 2-1 to 2-n is affixed as information indicating the destination), the packet network P transmits the data to the corresponding user terminal through the telephone network T. If, for example, the data is addressed to the service class management server 1, the packet network P transmits the data to the network N.

[0012] The packet network P receives data addressed to any of the user terminals 2-1 to 2-n, having been transmitted from the service class management server 1, through the network N and supplies the received data to the telephone network T. The telephone network T generates a modulated wave representing the supplied data and wirelessly transmits the modulated wave to the destination user terminal.

[0013] Note that if the telephone network T wirelessly transmits data to any of the user terminals 2-1 to 2-n, a wireless base station which actually performs location registration (to be described later) of the destination user terminal performs the wireless transmission operation.

[0014] The service class management server 1 is composed of a control unit 11, a main storage unit 12, an external storage unit 13, and a transceiver 14, as shown in, e.g., Figure 2. Each of the main storage unit 12, external storage unit 13, and transceiver 14 is connected to the control unit 11 through an internal bus.

[0015] The control unit 11 is composed of a CPU (Central Processing Unit) and the like and performs processing (to be described later) in accordance with a program stored in the external storage unit 13.

[0026] The main storage unit 12 is composed of volatile memory such as RAM (Random Access Memory) and used as a work area of the control unit 11.

[0027] The external storage unit 13 is composed of rewritable nonvolatile memory such as a hard disk drive and stores in advance the program for causing the control unit 11 to perform the processing (to be described later). The external storage unit 13 supplies data which it stores to the control unit 11 in accordance with an instruction of the control unit 11.

[0028] The external storage unit 13 rewritingly stores a database of terminal-specific service classes in accordance with an operation by an administrator or the like of the mobile telephone system. The database of terminal-specific service classes holds, for each of the user terminals 2-1 to 2-n, service class data (to be described later) for designating the range of service (service class) which the user terminal is allowed to provide.

[0029] The transceiver 14 is composed of a modem and the like. The transceiver 14 is connected to the control unit 11 through the internal bus and also connected to the network N.

[0030] The transceiver 14 sends out data supplied from the control unit 11 to one of the user terminals 2-1 to 2-n (i.e., affixes the identification code of the destination user terminal which is one of the user terminals 2-1 to 2-n and transmits the data to the network N) in accordance with an instruction of the control unit 11. The transceiver 14 receives data addressed to it (i.e., data with the identification code of the service class management server 1 affixed) from the network N and supplies the data to the control unit 11.

[0031] The user terminals 2-1 to 2-n have substantially the same configuration. Each of the user terminals 2-1 to 2-n generates data representing voice, characters, an image, and the like by, for example, performing the function of a mobile phone handset (e.g., a cellular phone, PHS (Personal Handyphone System), GSM (Global System for Mobile communication), or the like) as a terminal. The user terminals 2-1 to 2-n exchange the generated data with each other through the telephone network T and packet network P.

[0032] The user terminal 2-k (k is an integer not less than 1 and not more than n) comprises a control unit 21-k, a main storage unit 22-k, an external storage unit 23-k, a transceiver 24-k, a data input unit 25-k, a voice input unit 26-k, an image input unit 27-k, a voice output unit 28-k, and an image output unit 29-k, as shown in Figure 3. Each of the main storage unit 22-k, external storage unit 23-k, transceiver 24-k, data input unit 25-k, voice input unit 26-k, image input unit 27-k, voice output unit 28-k, and image output unit 29-k is connected to the control unit 21-k through an internal bus.

[0033] The control unit 21-k is composed of a CPU and the like and controls ones executed by the user terminal
2-\(k\) of processes in steps S1 to S12 (to be described later) in accordance with a service class control program (to be described later) stored in the external storage unit 23-\(k\). The control unit 21-\(k\) controls components of the user terminal 2-\(k\) (to be specific, the main storage unit 22-\(k\), external storage unit 23-\(k\), transceiver 24-\(k\), data input unit 25-\(k\), voice input unit 26-\(k\), image input unit 27-\(k\), voice output unit 28-\(k\), image output unit 29-\(k\), and other devices that can be controlled by the control unit 21-\(k\)) in accordance with a service provision program (to be described later) stored in the external storage unit 23-\(k\), thereby providing a service to a user. Note that the control unit 21-\(k\) provides a service of a range designated by service class data (to be described later) stored in the external storage unit 23-\(k\).

[0034] Note that a service to be provided by the user terminal 2-\(k\) may be arbitrary as long as the service is implemented by the control unit 21-\(k\) controlling the components of the user terminal 2-\(k\) in accordance with the service provision program. Accordingly, the service may be e-mail transmission and reception or Web browsing. Alternatively, the service may be access to a Web site or the like which provides specific content or transmission and reception of a specific type of content.

[0035] The main storage unit 22-\(k\) is composed of volatile memory such as RAM and used as a work area of the control unit 21-\(k\). The main storage unit 22-\(k\) stores the service class data described above for designating the range of service which the user terminal 2-\(k\) is allowed to provide, according to processing (to be described later).

[0036] The specific data structure of the service class data may be arbitrary. For example, if the external storage unit 23-\(k\) stores a plurality of service provision programs, the service class data may include data for specifying a service provision program which the control unit 21-\(k\) is allowed to execute (e.g., the name or the like of a corresponding service provision program).

[0037] If the service provision program is composed of a plurality of modules, the service class data may include data for specifying a module which the control unit 21-\(k\) is allowed to execute.

[0038] The service class data may be composed of data for designating a device which the control unit 21-\(k\) is allowed to control in accordance with the service provision program.

[0039] If the service provision program is one for causing the user terminal 2-\(k\) to perform the function of a Web browser, the service class data may include, e.g., data for designating a Web site which the user terminal 2-\(k\) is allowed to access.

[0040] The service class data may represent the class of a service which is allowed to be provided to a user of the user terminal 2-\(k\). In this case, each service provision program (or each module of the service provision program or the like) only needs to cause the control unit 21-\(k\) to specify the range of processing which the user terminal 2-\(k\) is allowed to perform on the basis of the class and the control unit 21-\(k\) and the other components of the user terminal 2-\(k\) to perform only processing within the specified range.

[0041] The external storage unit 23-\(k\) is composed of nonvolatile memory such as EEPROM (Electrically Erasable Programmable Read Only Memory) and stores in advance data such as the service class control program and service provision programs described above. The external storage unit 23-\(k\) supplies the data which it stores to the control unit 21-\(k\) in accordance with an instruction of the control unit 21-\(k\).

[0042] The transceiver 24-\(k\) is composed of a modulation circuit, demodulation circuit, RF (Radio Frequency) amplifier circuit, and the like. The transceiver 24-\(k\) is connected to the control unit 21-\(k\) through the internal bus and also connected to the network N.

[0043] The transceiver 24-\(k\) sends out data supplied from the control unit 21-\(k\) to the service class management server 1 or another destination in accordance with an instruction of the control unit 21-\(k\). More specifically, a carrier wave is modulated in a predetermined format using the data supplied from the control unit 21-\(k\) and wirelessly transmits the obtained modulated wave.

[0044] The transceiver 24-\(k\) receives data addressed to the user terminal 2-\(k\) from the telephone network T and supplies the data to the control unit 21-\(k\). More specifically, when the telephone network T generates and wirelessly transmits a modulated wave representing data, having reached the telephone network T via the packet network P and the like, the transceiver 24-\(k\) receives and demodulates the modulated wave and supplies the data addressed to the user terminal 2-\(k\) obtained by the demodulation to the control unit 21-\(k\).

[0045] The data input unit 25-\(k\) is composed of a touch panel, push button, and the like and supplies data in line with operation by an operator to the control unit 21-\(k\).

[0046] A voice input unit 26-\(k\) is composed of a microphone, AF (Audio Frequency) amplifier, A/D (Analog-to-Digital) converter, and the like. The voice input unit 26-\(k\) converts voice collected by the microphone into a voice signal, converts the voice signal into a signal in digital form and supplies the signal to the control unit 21-\(k\).

[0047] The image input unit 27-\(k\) is composed of a CCD (Charge Coupled Device) and the like. The image input unit 27-\(k\) takes an image in its visual field, generates a signal in digital form representing the image, and supplies the signal to the control unit 21-\(k\).

[0048] The voice output unit 28-\(k\) is composed of a D/A (Digital-to-Analog) converter, AF amplifier, speaker, and the like and reproduces voice in accordance with an instruction of the control unit 21-\(k\).

[0049] The image output unit 29-\(k\) is composed of an LCD (Liquid Crystal Display) and the like and displays an image in line with an instruction of the control unit 21-\(k\) on its display screen.

[0050] The operation of the mobile telephone system will be explained taking, as an example, a case where the user terminal 2-\(k\) provides a service.
(Normal Location Registration Process)

[0051] A wireless base station constituting the telephone network T wirelessly transmits a signal for checking an area where each of the user terminals 2-1 to 2-n is located (to be referred to as an interrogation wave henceforward) at a predetermined timing (e.g., at regular intervals). Assume that such an interrogation wave contains data for identifying the wireless base station which is the source of the interrogation wave.

[0052] Upon receipt of an interrogation wave, the transceiver 24-k of the user terminal 2-k demodulates the interrogation wave and supplies data obtained by the demodulation to the control unit 21-k. When the data is supplied from the transceiver 24-k to the control unit 21-k, the control unit 21-k generates response data indicating that it has received the interrogation wave and wirelessly transmits the response data through the transceiver 24-k, in response to the data. That is, the control unit 21-k supplies the response data to the transceiver 24-k and instructs the transceiver 24-k to wirelessly transmit the response data. The transceiver 24-k generates a modulated wave representing the response data and wirelessly transmits the modulated wave, in accordance with the instruction.

[0053] Note that response data only needs to include, e.g., data for identifying the source of an interrogation wave obtained by demodulating the interrogation wave.

[0054] The wireless base station, having wirelessly transmitted the interrogation wave, receives and demodulates the modulated wave representing the response data wirelessly transmitted from the user terminal 2-k and stores the source identified by the obtained response data (i.e., the user terminal 2-k in this example) as a user terminal currently existing in an area over which the wireless base station has jurisdiction. In other words, the wireless base station performs location registration of the user terminal 2-k.

(Service Class Control Process)

[0055] Assume that a user who wants to receive a service using the user terminal 2-k operates the data input unit 25-k and instructs the user terminal 2-k to start providing the service. In this case, the mobile telephone system performs a service class control process shown in Figure 4.

[0056] More specifically, when a user instructs the user terminal 2-k to start providing a service by operating the data input unit 25-k (step S1 of Figure 4), the control unit 21-k responds to data supplied by the data input unit 25-k and transmits service start requiring data requiring the start of providing the service and data indicating the source of the service start requiring data (to be explained below as being composed of the identification code of the user terminal 2-k) to the service class management server 1 through the transceiver 24-k in accordance with the operation (step S2). That is, the control unit 21-k supplies these data to the transceiver 24-k and instructs the transceiver 24-k to send out these supplied data to the service class management server 1. The transceiver 24-k sends out these data to the service class management server 1 in accordance with the instruction.

[0057] The service class management server 1 receives the service start requiring data and the identification code of the user terminal 2-k transmitted from the user terminal 2-k in step S2 (step S3). That is, the transceiver 14 of the service class management server 1 receives the service start requiring data and identification code through the packet network P and supplies them to the control unit 11.

[0058] The control unit 11 performs the processes in steps S4 and S5 (to be described later) in response to the received service start requiring data.

[0059] More specifically, the control unit 11 searches the database of terminal-specific service classes using the received identification code (i.e., the identification code of the user terminal 2-k in this example) as a search key and retrieves service class data for designating the range of service which the user terminal 2-k is allowed to provide (step S4).

[0060] The control unit 11 transmits the retrieved service class data to the source of the service start requiring data indicated by the identification code used as the search key (i.e., the user terminal 2-k in this example) through the transceiver 14 (step S5). That is, the control unit 11 supplies the service class data to the transceiver 14 and instructs the transceiver 14 to send out the service class data to the user terminal 2-k. The transceiver 14 sends out the service class data to the user terminal 2-k in accordance with the instruction.

[0061] The user terminal 2-k receives the service class data, having been transmitted from the service class management server 1 in step S5, through the network N and packet network P and causes the main storage unit 22-k to store the service class data (step S6).

[0062] After the user terminal 2-k stores the service class data in step S6, it provides a service of the range designated by the service class data. That is, the control unit 21-k of the user terminal 2-k controls the components of the user terminal 2-k in accordance with a service provision program stored in the user terminal 2-k, thereby implementing the service of the range designated by the service class data.

[0063] After the control unit 21-k of the user terminal 2-k stores the service class data in step S6, it transmits the service class data stored in the main storage unit 22-k and the identification code of the user terminal 2-k for indicating the source of the service class data to the service class management server 1 through the transceiver 24-k at a predetermined timing (e.g., each time the user terminal 2-k receives an interrogation wave described above from the telephone network T) (step S7).

[0064] The service class management server 1 receives the service class data and the identification code of the user terminal 2-k transmitted from the user terminal
2-k in step S7 (step S8). The control unit 11 of the service class management server 1 searches the database of terminal-specific service classes using the received identification code (i.e., the identification code of the user terminal 2-k) as a search key and retrieves service class data for designating the range of service which the user terminal 2-k is allowed to provide, as in the process in step S4 (step S9).

0065 The control unit 11 determines whether the service class data retrieved in step S9 coincides with that received in step S8 (step S10). If it is determined that they coincide with each other, the service class management server 1 waits for the user terminal 2-k to perform the process in step S7 again to transmit the service class data and the identification code of the user terminal 2-k. When the data are transmitted, the service class management server 1 receives them again (i.e., the flow returns to step S8).

0066 On the other hand, if it is determined in step S10 that the two service class data do not coincide with each other, the control unit 11 generates data for giving an instruction to stop providing the service (to be referred to as stop instruction data hereinafter) and transmits the stop instruction data to the user terminal 2-k, having transmitted the service class data in step S7, through the transceiver 14 (step S11).

0067 The user terminal 2-k receives the stop instruction data, having been transmitted from the service class management server 1 in step S11, through the network N and packet network P (step S12). The control unit 21-k erases the service class data stored in the main storage unit 22-k and stops providing the service, in response to the stop instruction data. That is, the control unit 21-k stops execution of the service provision program.

0068 Examples of a service to be provided by the user terminal 2-k may include one classified as a minimal service which the user terminal 2-k is allowed to provide at all times regardless of the presence or absence and contents of service class data. In this case, the control unit 21-k of the user terminal 2-k, having been supplied with the stop instruction data, may perform processing intended only to provide the minimal service, instead of stopping execution of the service provision program.

0069 In the mobile telephone system explained above, data indicating a service class is managed by the service class management server 1. Each of the user terminals 2-1 to 2-n is notified of its service class when it is to provide a service and provides the service in accordance with the contents of the notification. For this reason, it is difficult for those who have the user terminals 2-1 to 2-n to modify their service classes without authorization.

0070 In the mobile telephone system, to modify the service class of any of the user terminals 2-1 to 2-n for good reason (e.g., under a contract made between the operator of the mobile telephone system and a user of the target user terminal whose service class is to be modified), it is only necessary to modify service class data stored in the service class management server 1. The user of the user terminal whose service class is to be modified need not perform the operation of passing the user terminal to others or the like. Accordingly, it is easy to modify a service class.

0071 Note that configuration of the voice transmission and reception system is not limited to the above-described one.

0072 For example, the user terminals 2-1 to 2-n need not necessarily perform the function of a mobile telephone terminal. The user terminal may be wired to the telephone network T. The user terminals 2-1 to 2-n need not necessarily be connected to the telephone network T or packet network P and may be connected only to the network N.

0073 The service class management server 1 may store service class data in an encrypted state and decrypt the service class data prior to transmission. Alternatively, service class data in an encrypted state may be transmitted, and a user terminal having received the service class data may decrypt it.

0074 The service class management server 1 may store a program for controlling the process of generating, for each of the user terminals 2-1 to 2-n, service class data to be supplied to the user terminal, instead of storing service class data. Each time the service class management server 1 receives service start requiring data, it may generate service class data for the source of the service start requiring data in accordance with the program and transmit the service class data to the source.

0075 When service class data which the service class management server 1 stores is updated, the service class management server 1 may transmit modification notification data for notifying a user terminal corresponding to the updated service class data that it is ready for modification of the service class, in response to the update.

0076 In this case, upon receipt of the modification notification data, the user terminal transmits data requiring modification of the service class using substantially the same procedure as that for transmitting service start requiring data in step S2. After that, the mobile telephone system may complete modification of the service class of the user terminal by performing substantially the same processing as the processes in steps S3 to S6 described above. Note that if the user terminal already stores old service class data which it stores in a process corresponding to step S6, it erases the old service class data (e.g., overwrites the old service class data with new service class data).

0077 Instead of voluntary transmission of service class data which the user terminal 2-k stores by the user terminal 2-k in step S7, the service class management server 1 may transmit data requiring transmission of service class data to the user terminal 2-k at an arbitrary time, and the user terminal 2-k may transmit the service class data in response to the data.

0078 The embodiment of the present invention has
been explained. A service class control system, service class control device, and terminal device according to the invention need not be implemented using a special-purpose system and can be implemented using a normal computer system.

[0079] The service class management server 1, which executes the above-described process, can be configured by installing a program for causing a computer connectable to a network to execute the operation of the service class management server 1 from a recording medium (a CD-ROM, flexible disk, or the like) storing the program.

[0080] The user terminal 2-k, which executes the above-described process, can be configured by installing a program for causing a computer comprising, e.g., a microphone, speaker, AF amplifier, A/D. converter, D/A converter, RF amplifier, and the like to execute the operation of the user terminal 2-k from a recording medium storing the program.

[0081] These programs may be uploaded to, e.g., a BBS for communication lines and distributed through the communication lines. Careers may be modulated using signals representing these programs, the obtained modulated waves may be transmitted, and a device having received the modulated waves may demodulate the modulated waves to restore the programs.

[0082] The above-described processes can be executed by activating these programs and executing them under the control of an OS in the same manner as other application programs.

[0083] If the OS takes charge of part of processing or constitutes part of one component of the present invention, a program with that part removed may be stored in a recording medium. In this case, according to this invention, a program for executing functions or steps to be executed by a computer is stored in the recording medium.

Claims

1. A service class control system comprising a service class control device and a plurality of terminal devices connected to the service class control device:

   means for storing, for each terminal device, service class data indicative of the range of service served by the terminal device; and
   means for specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services; and
   the terminal device comprising:

   means for transmitting the identification data for identifying the terminal device to the service class control device and requesting a start of providing a service by the terminal device; and
   means for obtaining and storing data indicative of the range of service which the terminal device can serve and providing one or more services lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the service class control device is received at the terminal device.

2. A service class control device comprising:

   means for storing, for each external terminal device, service class data indicative of the range of service served by the terminal device, said external terminal device performing predetermined processing so as to provide one or more services to a user; and
   means for specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services.

3. A terminal device which provides one or more services to a user by executing predetermined processing, comprising:

   means for transmitting, to an external device, identification data which identifies the terminal device and for requiring a start of providing the service; and
   means for obtaining and storing the data indicative of the range of service which the terminal device can serve and for providing the service the range indicated by the stored data, when the data indicative of the range of service transmitted from the external device is received at the
4. A service class control method for controlling the range of service provided by each external terminal device which provides one or more services to a user by executing predetermined processing, comprising the steps of:

storing, for each terminal device, service class data indicative of the range of service served by the terminal device; and

specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services.

5. A service class control method for controlling the range of service served by a terminal device in the terminal device which performs predetermined processing so as to provide one or more services to a user, characterized by including:

transmitting identification data for identifying the terminal device to an external device and requesting a start of providing the service; and

obtaining and storing data indicative of the range of service which the terminal device can serve and providing one or more services lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the external device is received at the terminal device and the terminal device requests the start of providing one or more services.

6. A program for causing a computer to operate as a service class control device, the service class control device comprising:

means for transmitting, to an external device, identification data which identifies the terminal device and for requiring a start of providing the service; and

means for obtaining and storing the data indicative of the range of service which the terminal device can serve and for providing the service lying within the range indicated by the stored data, when the data indicative of the range of service transmitted from the external device is received at the terminal device.

7. A program for causing a computer to operate as a terminal device which provides one or more services to a user by executing predetermined processing, the terminal device comprising:

means for storing, for each external terminal device, service class data indicative of the range of service served by the terminal device, said external terminal device performing predetermined processing so as to provide one or more services to a user; and

means for specifying, on the basis of the identification data and service class data, the range of service which the terminal device can serve and transmitting data indicative of the specified range of service to the terminal device, in response to a signal carrying identification data for identifying the terminal device and a request for a start of providing one or more services, when the identification data transmitted from the terminal device is received at the service class control device and the terminal device requests the start of providing one or more services.
FIG. 1
FIG. 2

11
CONTROL UNIT

12
MAIN STORAGE UNIT

13
EXTERNAL STORAGE UNIT

DATABASE OF TERMINAL-SPECIFIC SERVICE CLASSES

14
TRANSCEIVER

(TO NETWORK N)
FIG. 3

(TO TELEPHONE NETWORK)

CONTROL UNIT

MAIN STORAGE UNIT

EXTERNAL STORAGE UNIT

TRANSCEIVER

IMAGE OUTPUT UNIT

VOICE OUTPUT UNIT

IMAGE INPUT UNIT

VOICE INPUT UNIT

DATA INPUT UNIT
FIG. 4

START

S1
A USER GIVES INSTRUCTION TO START PROVIDING SERVICE

S2
TRANSMIT SERVICE START REQUIRING DATA AND DATA INDICATING TRANSMISSION SOURCE TO SERVICE CLASS MANAGEMENT SERVER

S3
RECEIVE, AT SERVICE CLASS MANAGEMENT SERVER, DATA TRANSMITTED IN STEP S2

S4
RETRIEVE SERVICE CLASS DATA OF THE TRANSMISSION SOURCE

S5
TRANSMIT SERVICE CLASS DATA TO A USER TERMINAL WHICH TRANSMITTED OF SERVICE START REQUIRING DATA

S6
RECEIVE SERVICE CLASS DATA AT THE USER TERMINAL WHICH TRANSMITTED SERVICE START REQUIRING DATA

S7
TRANSMIT SERVICE CLASS DATA STORED IN USER TERMINAL AND DATA INDICATING THE TRANSMISSION SOURCE TO SERVICE CLASS MANAGEMENT SERVER AT A PREDETERMINED TIMING

S8
RECEIVE, AT SERVICE CLASS MANAGEMENT SERVER, DATA TRANSMITTED IN STEP S7

S9
RETRIEVE SERVICE CLASS DATA OF TRANSMISSION SOURCE

S10
TWO SERVICE CLASS DATA COINCIDE WITH EACH OTHER?

S11
NO
TRANSMIT STOP INSTRUCTION DATA TO THE TRANSMISSION SOURCE

S12
STOP PROVIDING SERVICE AT THE TRANSMISSION SOURCE

END
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
   Int.Cl. H04L2/24, H04M3/42, H04Q7/38

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
   Int.Cl. H04B7/24-7/26, H04Q7/00-7/38, H04L2/24, H04M3/42

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
   Jitsuyo Shihan Koho 1922-1996
   Jitsuyo Shihan Toroku Koho 1996-2005
   Kokai Jitsuyo Shihan Koho 1971-2005
   Toroku Jitsuyo Shihan Koho 1994-2005

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>JP 2002-142010 A (NBC Corp.), 17 May, 2002 (17.05.02), Par. Nos. [0039], [0045] to [0047], [0082] (Family: none)</td>
<td>1-7</td>
</tr>
<tr>
<td>Y</td>
<td>US 5233656 A1 (France Telecom), 03 August, 1993 (03.08.93), Claims 1, 7 &amp; JP 06-237484 A &amp; EP 0459065 A1</td>
<td>1-7</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

'Y' Later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X' Document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y' Document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'S' Document member of the same patent family

Date of the actual completion of the international search
15 June, 2005 (15.06.05)

Date of mailing of the international search report
28 June, 2005 (28.06.05)

Name and mailing address of the ISA/
Japanese Patent Office

Authorized officer

Facsimile No.

Telephone No.

Form PCT/ISA/210 (second sheet) (January 2004)
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 2659342 B [0002]