Electrical device cooling structure in vehicle

A rear seat (16) is foldable by moving downward a seat cushion (11, 14) and folding forward a seat back (12, 15). A power source unit (19) is disposed below a rear floor (27) to the rear of the rear seat (16). When the rear seat (16) is in an unfolded state, cooling air can be introduced from inside a vehicle compartment, through a space between a lower surface of the seat cushion (11, 14) and an upper surface of an underseat floor (21), into a cooling-air introduction port (34) in the power source unit (19). When the rear seat (16) is in a folded state, the cooling air is introduced from inside the vehicle compartment, through cooling-air introduction passages, into the cooling-air introduction port (34). Thus, the power source unit (19) can be cooled irrespective of whether the rear seat (16) is in the folded state, without reducing the foldability of the rear seat (16).
Description

RELATED APPLICATION DATA

[0001] The Japanese priority application No. 2005-208041 upon which the present application is based is incorporated in its entirety herein by reference.

BACKGROUND OF THE INVENTION

Field of the Invention

[0002] The present invention relates to an electrical device cooling structure in a vehicle, in which an electrical device disposed under a rear floor to the rear of a foldable rear seat is cooled by cooling air introduced from inside a vehicle compartment.

Description of the Related Art

[0003] Japanese Patent Application Laid-open No. 2004-1683 discloses an electrical device cooling structure, in which a battery pack for driving a motor for driving an automobile is mounted in a luggage space to the rear of a rear seat, and an intake duct for supplying cooling air to the battery back opens sideways of a seat back of a rear seat.

[0004] Japanese Patent Application Laid-open No. 2004-98722 discloses a so-called diving-down foldable seat, in which a seat cushion is moved downward and a seat back is declined forward to cause an upper surface of the thus-folded seat back to be continuous substantially flatly to a rear floor in the rear of a seat.

[0005] However, Japanese Patent Application Laid-open No. 2004-1683 has a problem that because the intake duct for supplying the cooling air to the battery pack opens sideways of the seat back of the rear seat, the opening situates near an occupant’s ear and generates noise. In order to avoid this problem, it is conceivable that the cooling air is supplied from below the rear seat to the battery pack. However, in a vehicle provided with the diving-down foldable seat described in Japanese Patent Application Laid-open No. 2004-98722, it is difficult to secure a cooling-air passage when the seat is folded.

SUMMARY OF THE INVENTION

[0006] Accordingly, it is an object of the present invention to effectively cool an electrical device mounted in the rear of a rear seat without reducing the foldability of the rear seat.

[0007] In order to achieve the above object, there is provided an electrical device cooling structure in a vehicle, including, a rear seat including a seat cushion and a seat back, the rear seat foldable by moving downward the seat cushion and folding forward the seat back so that an upper surface of the folded seat back becomes substantially flatly continuous to the rear floor which is located to the rear of the seat back; and a cooling-air introduction port provided in an electrical device which is disposed under a rear floor to drive a motor for driving the vehicle, cooling air being introduced into the cooling-air introduction port through a space between a lower surface of the seat cushion of the rear seat in an unfolded state and an upper surface of an underseat floor, wherein when the rear seat is in a folded state a cooling-air introduction passage is formed for introducing the cooling air in the vehicle compartment into the cooling-air introduction port in the electrical device.

[0008] With the arrangement of the first feature, a luggage chamber having a larger capacity can be formed in a rear portion of a vehicle body, because of the provision of the rear seat foldable by moving downward the seat cushion and folding forward the seat back so that the upper surface of the folded seat back becomes substantially flatly continuous to the rear floor which is located to the rear of the seat back. When the rear seat is in an unfolded state, the cooling air can be introduced from inside the vehicle compartment through the space between the lower surface of the seat cushion and the upper surface of the underseat floor, into the cooling-air introduction port in the electrical device disposed below the rear floor to drive the motor for driving the vehicle. When the rear seat is in a folded state, the cooling air can be introduced from inside the vehicle compartment, through the cooling-air introduction passage, into the cooling-air introduction port. Therefore, the electrical device can be cooled irrespective of whether the rear seat is in the folded state or the unfolded state.

[0009] According to a second feature, in addition to the first feature, the cooling-air introduction passage is formed between the lower surface of the seat cushion of the rear seat in the folded state and the upper surface of the underseat floor.

[0010] With the arrangement of the second feature, the cooling-air introduction passage is formed between the lower surface of the seat cushion of the rear seat in the folded state and the upper surface of the underseat floor. Therefore, the cooling-air introduction passage is located in a position distant and lower from the occupant’s ear, thereby reducing noise.

[0011] According to a third feature, in addition to the first or second feature, a fuel tank is disposed below a front seat located in front of the rear seat.

[0012] With the arrangement of the third feature, the fuel tank is disposed introduction passage for introducing the cooling air into the cooling-air introduction port is not blocked by the fuel tank, thereby improving the effect of cooling the electrical device.

[0013] According to a fourth feature, in addition to the first or second feature, a hollow cross member is disposed below the rear seat to interconnect left and right side frames, and the cooling-air introduction passage passes through the inside of the cross member.

[0014] With the arrangement of the fourth feature, the cooling-air introduction passage passes through the in-
side of the hollow cross member interconnecting the left and right side frames below the rear seat. Therefore, it is possible to secure a sufficient sectional area of the cooling-air introduction passage, thereby improving the effect of cooling the electrical device.

[0015] According to a fifth feature, in addition to the first or second feature, a bridge plate is pivotally supported at a front end of the rear floor so that the bridge plate covers a gap between the folded seat back and the rear floor.

[0016] With the arrangement of the fifth feature, the gap between the folded seat back and the rear floor is covered by the bridge plate which is pivotally supported at the front end of the rear floor. Therefore, it is possible to eliminate a gap between the seat back and the rear floor, thereby improving the appearance and preventing the dropping-in of articles.

[0017] According to a sixth feature, in addition to the first or second feature, the electrical device is at least one of a battery and a motor control device.

[0018] With the arrangement of the sixth feature, it is possible to reliably cool the battery or the motor control device which is the electrical device heated due to the driving of the motor.

[0019] A power source unit 19 in the above embodiments corresponds to the electrical device of the present invention, and a battery module 35 in the embodiments corresponds to the battery of the present invention.

[0020] The above and other objects, features and advantages of the invention will become apparent from the following description of preferred embodiments taken in conjunction with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] Figs. 1 to 12 show a first embodiment of the present invention in which:

[0022] Fig. 1 is a side view of the entire hybrid vehicle;

[0023] Fig. 2 is an enlarged view of essential portions of Fig. 1;

[0024] Fig. 3 is a view taken in a direction indicated by arrow 3 in Fig. 2 (a use state of a rear seat);

[0025] Fig. 4 is a view taken in a direction indicated by arrow 3 in Fig. 2 (a diving-down state of the rear seat);

[0026] Fig. 5 is a sectional view taken along a line 5-5 in Fig. 3;

[0027] Fig. 6 is a sectional view taken along a line 6-6 in Fig. 3;

[0028] Fig. 7 is a sectional view taken along a line 7-7 in Fig. 4;

[0029] Fig. 8 is a sectional view taken along a line 8-8 in Fig. 4;

[0030] Fig. 9 is a sectional view taken along a line 9-9 in Fig. 3;

[0031] Fig. 10 is a sectional view taken along a line 10-10 in Fig. 3;

[0032] Fig. 11 is a sectional view taken along a line 11-11 in Fig. 4; and

[0033] Fig. 12 is an exploded perspective view of a power source unit.

[0034] Figs. 13 and 14 show a second embodiment of the present invention.

[0035] Fig. 13 is a view corresponding to Fig. 3, but according to a second embodiment of the present invention; and

[0036] Fig. 14 is a sectional view taken along a line 14-14 in Fig. 13.

DETAILED DESCRIPTION OF PREFERRED EMBODIMENT

[0037] As shown in Figs. 1 to 3, a vehicle including an engine (not shown) and a motor (not shown) as driving sources includes, a front seat 13 including a seat cushion 11 and a seat back 12; and a rear seat 16 including a seat cushion 14 and a seat back 15. A fuel tank 17 is disposed below the seat cushion 11 of the front seat 13. A power source unit 19 for driving the motor is mounted below a luggage space 18 to the rear of the rear seat 16.

[0038] A pair of left and right stays 20, 20 are foldably mounted on a lower surface of the seat cushion 14 of the rear seat 16. In a state where the rear seat 16 is used, lower ends of the stays 20, 20 are engaged with hooks 22, 22 provided on an underseat floor 21 under the rear seat 16, and a rear end of the seat cushion 14 is engaged with a seat-cushion locking portion 24 provided on a bulging portion 23 in the rear of the underseat floor 21. The seat back 15 is capable of being folded down forward through a reclining shaft 25 mounted at the rear end of the seat cushion 14.

[0039] Therefore, when the rear end of the seat cushion 14 is disengaged from the seat-cushion locking portion 24 on the bulging portion 23, the stays 20, 20 are swung forward about the hooks 22, 22, whereby the seat cushion 14 is shifted downward to a position closely along the underside floor 21 while being moved in parallel forward and downward. Then, the rear seat 16 is folded by swinging the seat back 15 forward about the reclining shaft 25, so that the seat back 15 becomes substantially horizontal (see a dashed line in Fig. 2).

[0040] A power-source-unit accommodating section 26 recessed downward is continuously formed rearward from the bulging portion 23 provided in the rear of the underseat floor 21. An opening in an upper surface of the power-source-unit accommodating section 26 is covered by a rear floor 27 constituting a floor of the luggage space 18. The height of the rear floor 27 is substantially the same as that of an upper surface of the seat cushion 14 of the rear seat 16 in a use state, and is also substantially the same as that of an upper surface of the seat back 15 of the rear seat 16 in a folded state. A bridge plate 29 is pivotally supported at a front end of the rear floor 27 through a hinge 28. In a state where the seat back 15 of the rear seat 16 is folded forward, the bridge plate 29 is swung forward to be placed on the upper surface of the seat back 15 (see Fig. 7), thereby covering a
gap between the rear floor 27 and the seat back 25 to prevent the dropping-in of articles.

[0041] The structure of the power source unit 19 will be described below with reference to Figs. 9 and 12.

[0042] The power source unit 19 comprises a vessel-shaped lower case 31 and a lid-shaped upper case 32 which are coupled to each other by bolts 33. In this state, a laterally longer oblong cooling-air introduction port 34 opens forward between the lower case 31 and the upper case 32. A plurality of cylindrical battery modules 35 are bundled by a pair of holders 36, 36. A pair of front and rear battery support frames 37, 37 are fixed to upper surfaces of the holders 36, 36 by bolts 38. The battery support frames 37, 37 penetrate through upper portions of the lower case 31 to project in left and right directions, and are fixed at their end to left and right side frames 39, 39 by bolts 40. By connecting the opposite ends of the battery support frames 37, 37 to the left and right side frames 39, 39 in this manner, the battery support frames 37, 37 can function as cross members, thereby enhancing the rigidity of a vehicle body.

[0043] A heat transfer plate 41 and a control-unit accommodating box 42 are fastened together to upper surfaces of the battery support frames 37, 37 by bolts 43. A motor control device 44 such as PDU (a power drive unit) and D/B (a down-converter) is accommodated in the control-unit accommodating box 42. Two fans 45, 45 are disposed in the rear of the lower case 31 and the upper case 32. A cooling-air discharge port 46 is formed in the rear of the fans 45, 45. The cooling-air discharge port 46 faces an opening 47a in a cross member 47 which interconnects rear ends of the left and right side frames 39, 39, so that a portion of cooling air exiting the cooling-air discharge port 46 flows through the inside of the cross member 47, and is partially discharged to the outside of the vehicle and partially returned to the inside of the vehicle.

[0044] A muffler 48 is disposed on a right side of a lower surface of a rear portion of the vehicle body. Thus, in order to avoid the interference with the muffler 48, the power source unit 19 is slightly offset to the left side of the vehicle body with respect to a centerline L of the vehicle body, and correspondingly, the cooling-air introduction port 34 is also slightly offset to the left side of the vehicle body with respect to the centerline L of the vehicle body.

[0045] The operation of the first embodiment having the above-described arrangement will be described below.

[0046] As shown in Figs. 5, 6 and 9, when the rear seat 16 is in a use state, the cooling-air introduction port 34 between the lower case 31 and the upper case 32 of the power source unit 19 opens toward the rear end of the seat cushion 14. When the fans 45, 45 within the power source unit 19 are driven, conditioned cooling air existing in a space in front of the rear seat 16 is drawn rearward through a gap between the lower surface of the cooling-air introduction port 34 and the upper surface of the underside floor 21, and flows through the cooling-air introduction port 34 into the lower case 31 and the upper case 32 of the power source unit 19. A portion of the cooling air cools the bundled battery modules 35 while flowing through gaps between the battery modules 35.

[0047] Heat generated by the motor control device 44 accommodated in the control-unit accommodating box 42 is transmitted through a bottom wall of the control-unit accommodating box 42 to the heat transfer plate 41, and dissipated to the cooling air flowing along the lower surface of the heat transfer plate 41. The cooling air, which has cooled the battery modules 35 and the motor control device 44 in this manner, is passed through the fans 45, 45 and discharged from the cooling-air discharge port 46.

[0048] When the rear seat 16 is in a use (or unfolded) state, a sufficient space is present between the lower surface of the seat cushion 14 and the upper surface of the underside floor 21, either at the opposite ends of the rear seat 16 shown in Fig. 5 or at the central portion of the rear seat 16 shown in Fig. 6. Thus, the cooling air within a vehicle compartment is supplied to the cooling-air introduction port 34 without hindrance.

[0049] As shown in Figs. 7 and 8, when the rear seat 16 is in a folded state, the seat cushion 14 and the seat back 15 of the rear seat 16 are superposed on the upper surface of the underside floor 21. However, either at the opposite ends of the rear seat 16 shown in Fig. 7 or at the central portion of the rear seat 16 shown in Fig. 8, a first cooling-air introduction passage P1 is formed between the underside floor 21 and the seat cushion 14, and a second cooling-air introduction passage P2 is formed between the seat cushion 14 and the seat back 15. Therefore, the cooling air within the vehicle compartment can be supplied to the cooling-air introduction port 34 without hindrance to cool the battery modules 35 and the motor control device 44.

[0050] Because the rear seat 16 foldable in a so-called diving-down manner is provided as described above, the cooling air within the vehicle compartment can be introduced into the cooling-air introduction port 34 by securing the first and second cooling-air introduction passages P1 and P2 along the folded rear seat 16, while forming a luggage chamber of a large capacity by connecting generally flatly the upper surface of the folded seat back 15 and the rear floor 27. Moreover, when an occupant is sitting on the rear seat 16, the cooling air flows along the underside floor 21 which is distant from the occupant’s ears, thereby reducing noise heard by the occupant.

[0051] A second embodiment of the present invention will now be described with reference to Figs. 13 and 14.

[0052] A cross member 49 interconnecting left and right side frames 39, 39 is laterally disposed in the rear of a seat cushion 14 of a rear seat 16 in a folded state. The cross member 49 is formed to have a box-shaped section including a portion of a bulging portion 23 of a floor, and openings 49a and 49b are formed in front and upper surfaces of the cross member 49. When the rear seat 16 is folded, a first cooling-air introduction passage
P1 is narrowed in the rear of the seat cushion 14, but cooling air is passed through the cross member 49 at such a narrowed portion, that is, the inside of the cross member 49 is used as the first cooling-air introduction passage P1, thereby enabling a smooth flowing of the cooling air to enhance the cooling effect.

[0053] Although the embodiments of the present invention have been described, various modifications in design may be made without departing from the subject matter of the invention.

[0054] For example, although the vehicle including the front seat 13 and the rear seat 16 has been illustrated in the embodiments, the present invention is also applicable to a vehicle including a middle seat between the front seat 13 and the rear seat 16.

Claims

1. An electrical device cooling structure in a vehicle, comprising:

   a rear seat (16) including a seat cushion (11, 14) and a seat back (12, 15), the rear seat (16) being foldable by moving downward the seat cushion (11, 14) and folding forward the seat back (12, 15) so that an upper surface of the folded seat back (12, 15) becomes substantially flatly continuous to a rear floor (27) which is located to the rear of the seat back (12, 15); and

   a cooling-air introduction port (34) provided in an electrical device which is disposed under the rear floor (27) to drive a motor for driving the vehicle, cooling air being introduced into the cooling-air introduction port (34) through a space between a lower surface of the seat cushion (11, 14) of the rear seat (16) in an unfolded state and an upper surface of an underseat floor (21), wherein when the rear seat (16) is in a folded state a cooling-air introduction passage is formed for introducing the cooling air from the vehicle compartment into the cooling-air introduction port (34) in the electrical device.

2. An electrical device cooling structure in a vehicle according to claim 1, wherein the cooling-air introduction passage is formed between the lower surface of the seat cushion (11, 14) of the rear seat (16) in the folded state and the upper surface of the underseat floor (21).

3. An electrical device cooling structure in a vehicle according to claim 1 or 2, wherein a fuel tank (17) is disposed below a front seat (13) located in front of the rear seat (16).

4. An electrical device cooling structure in a vehicle ac-
FIG. 5

IN STATE WHERE REAR SEAT IS USED
FIG. 6

IN STATE WHERE REAR SEAT IS USED
FIG. 11
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 2005/037583 A (DAIMLERCHRYSLER AG; APPT, ULRICH; CURRLE, JOACHIM; RIEMANN, HERIBERT;) 28 April 2005 (2005-04-28) * the whole document *</td>
<td>1</td>
<td>INV. B60N2/30</td>
</tr>
</tbody>
</table>

**TECHNICAL FIELDS SEARCHED (IPC)**

B60N
B60K

The present search report has been drawn up for all claims.

**Examiner**
The Hague
9 October 2006
Clasen, Martin

**CATEGORY OF CITED DOCUMENTS**

- **T:** theory or principle underlying the invention
- **E:** earlier patent document, but published on, or after the filing date
- **D:** document cited in the application
- **L:** document cited for other reasons
- **O:** non-written disclosure
- **P:** intermediate document
- **X:** particularly relevant if taken alone
- **Y:** particularly relevant if combined with another document of the same category
- **A:** technological background
- **&:** member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 09-10-2006

The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2004041431 A1</td>
<td>04-03-2004</td>
<td>CN 1490200 A</td>
<td>21-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3706093 B2</td>
<td>12-10-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004098722 A</td>
<td>02-04-2004</td>
</tr>
<tr>
<td>JP 2004001683 A</td>
<td>08-01-2004</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/02
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 2005208041 A [0001]
- JP 2004098722 A [0004] [0005]