Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention relates to an apparatus and a method of controlling beverage dispensing machines, in particular of controlling automatic beverage dispensing machines for home or office use, or to be installed in food-service sites or in so called HoReCa (Hotel-Restaurant-Café) sites.

[0002] For the purposes of the present invention, the word "beverage" means the product resulting from several preparation methods such as, for instance, brewing, solubilisation of instant edible powders, freezing, chilling or heating drinking water, etc.

[0003] Available dispensing machines provide several types of beverages such as, for instance, coffee, tea, cappuccino, juices, chocolate, water, drinks, which are automatically prepared with no need for the user to intervene in the preparation process.

[0004] Usually preparation of a beverage is carried out by the dispensing machine according to preset sequences. Each preparation sequence requires the machine to perform one or more tasks such as, grinding a measured amount of coffee beans, brewing the coffee for a preset time lapse, mixing the liquid coffee with milk, etc. Each task is carried out by one or more machine units, for instance a boiler, a grinder, a mixer, a feeder, etc.

[0005] Recently, beverage dispensing machines have been provided with apparatuses for controlling their operation. Control apparatuses check several operating parameters of the related machine and eventually intervene to modify operation of one or more units to compensate undesired alterations in the beverage preparation process. For instance this allows for preserving the quality of the dispensed beverage despite of undesired changes of the machine operating parameters (i.e. the brewing parameters), or switching the machine into a "sold-out" condition when a certain ingredient is no more available.

[0006] Some beverage dispensing machines are equipped with micro-processors capable of executing multiple checks and controls over the machine units.

[0007] European patent application n. EP 04031014.6, in the name of Rhea Vendors S.p.A., discloses a method for controlling coffee dispensing machines through monitoring of real-time data concerning brewing parameters, comparing said real-time data to a set of historic data and/or threshold parameters and altering at least one of said relevant brewing parameters, when required to bring said real time parameters in line with said recorded parameters.

[0008] Dispensing machines are known provided with simple on-off switches which do control the presence of an ingredient in the related container, but this information is used to simply block dispensing of the beverage prepared with such ingredient, i.e. to set the machine in the "sold-out" condition.

[0009] For instance EP 0010448, in the name of "VGL IND LTD", relates to an apparatus for indicating the availability of ingredients to be dispensed. The apparatus is provided with a light source and a sensor which together define a light path across the neck portion of a suitable ingredient container. When the ingredient level falls below the light path the incident light impinging the sensor is increased, thereby providing an indication that the ingredients are "sold out". An alternative optical apparatus is disclosed in the Japanese patent application n. JP2004354143, in the name of "Fuji Seiki KK".

[0010] Other known apparatuses provide recognition of an ingredient sold-out condition on the basis of the statistical evaluation of the ingredient consumption. For instance the average throughputs per ingredient type are taken into account, thereby deducting a correspondent theoretical amount at each dispensing cycle (reverse counting feature) and blocking the access to that particular dispensing cycle if the ingredient is estimated run out. These apparatuses do not tolerate changes in the ingredient throughputs from the estimated average values without occurring in mistakes when evaluating the sold-out condition for the ingredient. Another drawback of such apparatuses is that they require to re-set the "reverse counting" at each machine filling, usually by intervening on a suitable controller means, and also require to fully fill the container with the ingredient or, alternatively, to manually input the exact level of the container (or of each container) into a controller unit. These procedures are rather complex, potentially inaccurate and time consuming. A problem common to known beverage dispensing machines relates to the proper dosing of the ingredient.

[0011] FR 2367275 discloses a device for monitoring or dosing the volume of an ingredient in a machine for beverage dispensing. The disclosed ingredient is a liquid (water or syrup) contained in a container in which a piston is axially movable to dispense the ingredient. The piston is connected to a shaft that is provided with sensor means that generate a signal correlated with the position of the piston in the container, the signal can be processed by a control unit to control dispensing of the ingredient.

[0012] US6321506 discloses a machine for grinding coffee beans and provided with a wall hinged to the top of the container of the beans; the rotation of the walls activates electric switches to provide an indication of the level of the coffee beans.

[0013] EP0728664 discloses another apparatus for treating coffee, in which ground coffee is fed to a container having a lever indicator. The filling speed of the apparatus is controlled in function of the level of the ground coffee.

[0014] Dispensing machines are usually provided with an endless feeding screw for drawing a powder ingredient from the relevant container and supply it to another unit of the machine, for processing and beverage preparation. Such screw is located at the bottom of the container and is operated for a preset time, corresponding to a preset number of turns and, therefore, to a preset amount of powder. It is recognized that the ingredient dose supplied by the feeding screw depends on the pres-
sure exerted by the mass of the ingredient on the portion of ingredient located at the inlet of the feeding screw. In fact when the container is almost empty, the pressure exerted on the ingredient at the inlet of the feeding screw is minimum, and a lesser amount of ingredient enters the screw. Therefore, the ingredient dose supplied by the feeding screw is less than the dose fed when operating with full container, this causing undesired changes in the operating parameters and in the characteristics of the dispensed beverage. The same or similar drawback has been found in "R&G" (roast and ground) coffee dispensing machines and in machines wherein coffee beans or ice-cubes are processed.

[0015] Still another problem of known beverage dispensing machines relates to clogging of the feeding screw by ingredient aggregates. In certain circumstances, such as at high humidity levels or when using hygroscopic ingredients, the same ingredients tend to aggregate and form lumps or bridges in the container. Aggregates interfere with normal free-flowing movement of the ingredient toward and within the feeding screw or other, equivalent drawing means. When such a situation occurs, attendance by an operator is required to disaggregate the lumps and restore the proper operation of the machine.

[0016] It is an object of the present invention to provide an apparatus and a method for controlling beverage dispensing machines which effectively overcome the drawbacks of prior art solutions, being at the same time simple to implement and operate.

[0017] It is another object of the present invention to provide an apparatus and a method for controlling beverage dispensing machines, in particular for controlling automatic hot and cold beverage dispensing machines for home or office/HoReCa use, which allow for the effective monitoring of the ingredient(s) content in one or more containers of the machine and for controlling the machine operation on the basis of the monitored information.

[0018] It is still another object of the present invention to provide an apparatus and a method for controlling beverage dispensing machines, in particular for controlling automatic hot and cold beverage dispensing machines for home or office/HoReCa use, which allow for the monitoring of the ingredient amount in one or more containers of the machine and for implementing a feedback control over the machine operation on the basis of the acquired data related to such ingredient(s), thereby compensating possible variations from the preset operative parameters.

[0019] It is another object of the present invention to provide an apparatus and a method for controlling beverage dispensing machines, which allow for the monitoring the presence of ingredient aggregates in one or more containers, thus permitting to intervene with the necessary attendance.

[0020] These and other objects are achieved by the present invention which relates to a method for controlling a beverage dispensing machine as set forth in claim 1.

[0021] Advantageously, the method according to the present invention allows for compensating possible variations from the preset routines due to shortage of the ingredient within the container or to the formation of aggregates which interfere with the ingredient drawing. The sensing means collect information concerning the ingredient amount, or level, within the container and/or information concerning the shape of the ingredient surface, i.e. the way the ingredient settle or stand at its free surface, this permitting recognition of the aggregates.

[0022] Differently from prior art solutions, wherein monitoring of the amount/level of the ingredient in the container is only for setting the machine in the "sold out" configuration, the method according to the present invention provides a control over the machine operation, on the basis of such monitoring.

[0023] By carrying out the method of the present invention it is possible to avoid the machine from dispensing the so called "aborted vends", i.e. dispensing only a part of the drink (e.g. the cup and water but no soluble ingredient, or an insufficient amount of ingredient), this evidently bothering the customer. When an ingredient is running out, or when its proper supply is reduced due to the clogging (at least partially) of the feeding screw by an aggregate, the machine control unit operates so as to compensate the reduction in the amount of ingredient available for a drink.

[0024] For instance, when the ingredient is running out and the amount entering the feeding screw diminishes, the control unit controls the feeding screw so as to increase its operating time, thus restoring the proper amount of ingredient supplied for the drink.

[0025] When the ingredient is run out, the control means sets the machine into the "sold-out" condition for the drinks prepared with that ingredient.

[0026] When ingredient aggregates are detected by monitoring the shape of the upper ingredient surface, i.e. the surface facing the container lid, the control unit activates a means for breaking such aggregates, for instance mechanical means such as wheels or blades rotating in the container, or a device to selectively impart vibrations to the container or to a metallic base holding the container or other equivalent means.

[0027] Acquiring information about the ingredient content is accomplished by way of a sensing means capable of detecting the amount or the level of the ingredient in the container by measuring its distance from at least one point of the top surface of the ingredient. A sensor is preferably located on the container lid and generates a signal which is directed toward the ingredient upper surface. A receiver, preferably integrated with the sensor, is provided for receiving the signal coming back from the ingredient mass, for instance reflected. Processing such a signal by the control unit, typically by comparing the value of the signal with one or with a set of reference/threshold values, allows for detecting the amount of ingredient contained in the container.
[0028] Preferably the signal emitted by the sensing means trespasses the wall of the container (or of the lid) but not the ingredient contained therein. Thus the signal is reflected by the ingredient and tracked by the sensing means for processing.

[0029] By detecting the distance between sensing means and at least two points of the surface, or by scanning the surface of the ingredient, for instance by way of a plurality of optical sensors/receivers or by way of an ultrasonic emitter/receiver, the control unit can acquire information about the shape of the ingredient surface. By valuating and comparing such information at each dispensing cycle, the control unit can detect the presence of ingredient agglomerates.

[0030] Moreover the method according to the present invention allows for collecting information about the ingredient consumption for statistical purposes. This can be accomplished by providing the control unit with transmission means for providing the acquired information to a remote monitoring unit, for example the dispensing machine manufacturer. The control unit can communicate with the monitoring unit through a telephone line or internet, via bluetooth, sms, etc... In this way the manufacturer can acquire useful information about customers' preferences and the machine operation.

[0031] Another advantage of the method according to the present invention is that incongruous consumptions of ingredients can be detected by comparing the monitored amount of ingredient(s) with a set of standard and/or historical data, thus allowing the control unit for compensating inconsistencies (by changing one or more operative parameters of the dispensing machine) or generating an error signal for a maintenance operation.

[0032] Monitoring of the amount/level of each ingredient within the respective container permits to correlate such quantities with other information, such as the loading routines performed by the personnel in charge for filling and cleaning the dispensers, the amount/level of each ingredient loaded, thus providing useful statistical information about the machine operation in time, with particular regard for the operations carried out in a drink preparation process. In general, the acquired information is used by the control unit for compensating possible inconsistencies of the operative parameters, when necessary upon comparison between the data gained by the sensing means and the data stored in a memory of the same control unit.

[0033] The present invention also relates to an apparatus for controlling a beverage dispensing machine as set forth in claim 9.

[0034] The sensing means comprises a sensor, which can be magnetic, optical, ultrasonic, etc., for generating a signal travelling toward the ingredient contained within the container and a receiver for receiving the signal back from the ingredient. The signal received by the sensing means is processed by the control unit for estimating the amount/level of the ingredient in the respective container and/or the shape of the ingredient surface.

[0035] The control unit is provided with a memory into which reference values or thresholds of the monitored quantities are stored. The control unit carries out a comparison between the signal collected by the receiver and the stored information, in order to recognize the actual amount or level of the ingredient or the actual shape of its surface. At each dispensing cycle a dose of the ingredient is drawn from the container, thereby diminishing the level of the same ingredient or affecting the shape of its upper surface. At preset time intervals the control unit carries out the aforesaid comparison and recognized the new level of the ingredient. According to the method of the present invention, such information can be sent to a remote monitoring unit, for instance to the manufacturer or the service provider, via internet, telephone line, wireless, etc..

[0036] As above mentioned, the shape of the ingredient surface can be monitored by detecting the distance of the ingredient from the sensor in at least two points e.g. by scanning the ingredient surface, with the sensing means. Preferably the sensor is located on the container lid and emits a signal for scanning the upper surface of the ingredient. For example an ultrasonic emitter/receiver can detect, at least approximately, the shape of the upper surface of the ingredient standing in the container. Alternatively a plurality of sensors can be used, for instance infrared emitters/receivers, each sensor for scanning a region of the surface and detecting its height with respect to a reference level, thus permitting to define, at least approximately, the shape of the surface.

[0037] If drawing of the ingredient form the container is achieved through a feeding screw centrally located at the container bottom, the ingredient surface has a regular or funnel shape, which can be considered as the reference shape. It is understood that other reference shapes can be considered depending on the shape of the container and the location of the screw. If clogging occurs, due to formation of ingredient aggregates, the shape of the surface changes, for instance turning hilly. The control unit can activate suitable mechanical means for breaking such aggregates. For instance rotating blades or other tools can be used.

[0038] Further advantages and features of the present invention will become apparent from the following detailed description with reference to the drawings enclosed as a non-restrictive example, where:

- figure 1 is a flow chart of the method according to the present invention;
- figure 2 is a schematic perspective view of an apparatus according to the present invention.

[0039] With reference to figures 1 and 2, the beverage dispensing machine, usually enclosed in a frame cabinet to meet different design needs, typically has several functions managed by an electronic controller CPU (Control Processing Unit). The CPU performs multiple tasks, such as operating the proper dosing of the ingredients, heating
of the water, control over the pumps, etc..

[0040] The beverage dispensing machine is provided with one or more containers for the beverage ingredients, e.g. containers 1, each containing an ingredient, such as coffee, chocolate, syrups, water, ice, etc., to be supplied for preparing a drink. Container 1 is usually made in blow-moulded or injection-moulded plastic materials, although it can be made of other materials such as rubber, metal or glass.

[0041] Each container 1 is provided with a top lid or cover 2 which avoids the ingredient contained therein from directly contacting contaminants which may be present in the air and on surfaces inside the machine cabinet, such as dust, humidity, etc.. Lid 2 can be hinged to the body of the container 1, or can be separated from the same.

[0042] The lid 2 can be made of the same material of the container 1 or, alternatively, a different one. Preferably, at least a portion of lid 2 is transparent to the signals generated by the sensor means.

[0043] The container 1, has a conical shape to promote gathering of the ingredient at the bottom, wherein a drawing device 3 is provided, such as a feeding screw, a centrifugal milling unit, etc.. The device 3 allows for supplying the dose for the preparation of the related drink.

[0044] The apparatus according to the present invention is provided with sensing means S1, S2 for detecting the amount or the level of the ingredient contained in the respective container 1. Such sensing means is preferably located on the lid 2. Alternatively it can be provided on the body of container 1, in a lateral position.

[0045] Sensing means S1, S2 can detect the amount/level of a powder or a liquid contained in the container 1 by generating at least one signal that is reflected by the top surface of the ingredient and detected by the sensor. This can be accomplished by using sensors S1, S2 which emit a signal (ultrasonic, infrared, laser, magnetic, etc.) impinging the ingredient top surface and respective receivers which receive the signal reflected by the same ingredient for processing by the CPU.

[0046] Preferably a single infrared sensor S1 is used which emits an infrared beam toward the upper surface of the ingredient in the container 1 and receives the reflected beam (sensor S1 operates as emitter and receiver). The CPU evaluates the time the beam spends to travel from the sensor S1 to the ingredient upper surface and back to the sensor S1, thus providing a measure of the distance of the top surface 4 of the ingredient 5 from the sensor 1 located on lid 2. The level of ingredient 5 within container 1 can thus be assessed.

[0047] In general sensors S1, S2 are chosen to generate a signal which trespasses the solid surface of the lid 2 from outside but not the solid upper surface of the ingredient, thus permitting the CPU to determine the height of said ingredient within the container 1 with a fair approximation. In other words the lid is transparent for the signal emitted by the sensor S1, S2 located on its outside.

[0048] According to the method of the present invention, the information about the amount or the level of the ingredient is used by the CPU for optimizing the beverage preparation process.

[0049] For instance, when the CPU detects a condition wherein the ingredient is running out, i.e. when the height of the ingredient is close to the minimum, the same CPU operates the feeding screw so as to run for a longer time with respect to normal conditions, thereby compensating any diminishing of the ingredient amount processed by the screw.

[0050] The sensor means S1, S2 can be operated for recognizing the shape of the ingredient upper surface. In other words, the sensor S1 and/or the sensor S2 can detect the distance, i.e. the level, of the top surface 4 of ingredient 5 at two or more points of the surface and thus operate a scanning of the ingredient surface 4 facing the container lid 2; the correspondent signals are processed by the CPU to allow for detecting, at least approximately, the shape of surface 4.

[0051] One or more sensors S1, S2 can be provided for this purpose. The shape of the upper surface 4 can be obtained by using laser sensors scanning the surface 4 or by using other sensors (infrared, ultrasonic, etc.) and detecting the height of the ingredient at two or more surface 4 locations, thereby allowing the CPU to create a virtual map of the surface 4.

[0052] By comparing the shape of the upper surface 4 before and after one or more dispensing cycle, it is possible to check if aggregates or clumps are generated within the ingredient. If the level of the ingredient does not vary substantially, aggregates or "stuck ingredients" may be present in the container, clogging the drawing means 3. The CPU will then activate the means for breaking the aggregates. The same applies if the shape of the upper surface 4 changes to, for instance, a hilly shape.

[0053] An expected drop (with respect to the dispensed drinks) of the ingredient level, and the upper surface 4 remaining funnel-shaped, are indications that the ingredient did not generate aggregates ("unstuck ingredients").

[0054] An unexpected drop of the ingredient level and a changing of the upper surface 4 shape from hilly to a funnel shape indicate that the aggregates have been broken and the ingredient is being drawing correctly, i.e. the proper dose of ingredient is drawn for preparing the drink.

[0055] On the basis of the aforesaid comparison, the CPU is able to rapidly signal possible malfunctions or abnormal situations requiring a change in the preset parameters. This can be made visible to the user or the technicians for example by way of appropriate communication means such as displays, modem lines, optical ports, bluetooth interfaces, etc..

[0056] All the information gained by the CPU through the sensing means and other units of the dispensing machine is stored in a memory. This allows for processing such information, for instance for statistical purposes, any time.
The CPU can compare a set of pre-programmed reference data, such as average data related to the deviation from the dosing as made by the dosing device in a full container situation, to the volume of the remaining ingredient detected by the sensing means S1, S2 in order to provide several information, such as the number of servings available in the container before a re-fill is needed.

The method and the apparatus according to the present invention can be applied also for optimizing the performance of dispensing machines wherein the containers contain, ice cubes, powder ingredients, coffee beans, syrup, etc. Liquid ingredient containers, such as bag-in-box plastic containers, may also be provided.

Rotating blades or wheels can be used for breaking the aggregates, such blades or wheels being immersed in the ingredient.

The apparatus according to the present invention can carry out a checking of the type and quality of the ingredient filled in the container. A bar-code reader can be installed on the container lid 2 to read a bar-code associated to the ingredient being filled into the container. The bar code can be provided by the ingredient seller, giving information about the quality and the amount of ingredient sold in a container, bag, blister, etc..

The apparatus can also comprise a switch operated by the lid 2 during opening. The CPU, connected to the switch, can measure the time lapse corresponding to the lid 2 being opened, for instance during re-fill of the ingredient. This information, i.e. counting the time to the lid 2 being opened, for instance during re-fill, can measure the time lapse corresponding to the lid 2 during opening. The CPU, connected to the switch, can measure the time lapse corresponding to the lid 2 being opened, for instance during re-fill of the ingredient. This information, i.e. counting the time corresponding to the opened container, can be useful for ascertaining proper storage of the ingredient.

Claims

1. A method of controlling a beverage dispensing machine provided with at least one container (1) containing an ingredient (5) for preparing said beverage, comprising the steps of detecting the level of said ingredient in said container; comparing the monitored level with a reference value stored in a machine control unit (CPU); and changing one or more operative parameters of said beverage dispensing machine, when necessary on the basis of said comparison, characterized in that at least one operative parameter is selected from ultrasonic, optic, laser, magnetic signals or a combination thereof.

2. The method according to claim 1, wherein said sensing means (S1, S2) emits a signal passing through a surface (2) of said container (1) to scan the upper surface (4) of the ingredient (5) contained therein.

3. The method according to any claim 1 or 2, wherein the distance between said sensing means (S1, S2) and at least two points of the top surface (4) of said ingredient (5) is detected to provide information on the shape of said ingredient surface (4).

4. The method according to claim 3, wherein said surface (4) shape is monitored after more than one dispensing operation and the surface information of subsequent dispensing operations is compared to recognize formation of ingredient aggregates.

5. The method according to any previous claim, wherein said signal is selected from ultrasonic, optic, laser, magnetic signals or a combination thereof.

6. The method according to any previous claim 1 to 5, wherein said at least one operative parameter is selected between the operating time of the device (3) drawing the ingredient from the container (1), the amount of ingredient (5) drawn from the same container, the operating time/conditions of other machine units.

7. The method according to any previous claim, wherein said level values are transmitted to a remote monitoring unit.

8. An apparatus for controlling a beverage dispensing machine provided with at least one container (1) containing an ingredient (5) for preparing said beverage; means for detecting at least the value of the level of said ingredient in said container; and a machine control unit (CPU) having means for storing at least one reference value of the level, means for comparing the monitored value with said stored reference values and means of changing one or more operative parameters of said beverage dispensing machine, when necessary on the basis of said comparison, characterized in that at least one sensing means (S1, S2) is positioned above said surface (4) of said ingredient (5) to generate a signal directed to at least one point of the top surface (4) of the ingredient (5) and to receive the signal arriving from said top surface (4) of said ingredient.

9. The apparatus according to claim 8, wherein said sensing means (S1, S2) is positioned outside said container (1) and said signal can pass through a surface (2) of said container (1).

10. The apparatus according to claim 8, comprising sensing means to detect the distance between said sensing means (S1, S2) and at least two points of
11. The apparatus according to any claim 8 to 10, wherein said sensing means (S1, S2) emits a signal selected from ultrasonic, optic, laser, magnetic signals or a combination thereof.

12. The apparatus of any claim 8 to 11, wherein said sensing means (S1, S2) are located on the container lid (2).

13. The apparatus according to any previous claim 8 to 12, further comprising transmission means, connected to said control unit, for providing a remote monitoring unit with the detected value(s) of said ingredient (4) content.

14. Use of the apparatus according to any previous claim 8 to 13 for controlling operation of a beverage dispensing machine.

15. Use of the apparatus according to any previous claim 8 to 13 for collecting statistical information about the consumption of at least one ingredient within a beverage dispensing machine.

16. A beverage dispensing machine for preparing and dispensing a beverage starting from at least one ingredient provided within a container, characterized in comprising the apparatus according to any previous claim 8 to 13.

Patentansprüche

1. Verfahren zur Steuerung einer Getränkeausgabe­maschine, die mit wenigstens einem Behälter (1) versehen ist, welcher wenigstens eine Zutat (5) zur Zubereitung des Getränks beinhaltet, umfassend die Schritte:

- Erfassen des Füllstands der Zutat in dem Behälter, Vergleich des überwachten Füllstands mit einem in der Maschinensteuerung (CPU) gespeicherten Referenzwert, und erforderlichenfalls Ändern eines oder mehrerer Betriebsparameter der Getränkeausgabemaschine auf der Basis des Vergleichs, dadurch gekennzeichnet, dass der Schritt der Erfassung des Füllstandes der Zutat in dem Behälter Folgendes umfasst:
  - Erfassen des Abstands zwischen wenigstens einem Sensormittel (S1, S2), welches oberhalb der Zutat angeordnet ist und wenigstens einen Punkt auf der oberen Fläche (4) der Zutat durch Erzeugen eines auf die obere Fläche (4) der Zutat (5) gerichteten Signals, und Empfangen des von der Zutat ankommenden Signals, um einen den Füllstand der Zutat repräsentierenden Wert zu erzeugen.

2. Verfahren nach Anspruch 1, bei welchem das Sensormittel (S1, S2) ein Signal emittiert, das durch die Oberfläche (2) des Behälters (1) hindurchdringt, um die obere Fläche (4) der darin enthaltenen Zutat (5) abzutasten.

3. Verfahren nach einem der Ansprüche 1 oder 2, bei welchem der Abstand zwischen dem Sensormittel (S1, S2) und wenigstens zwei Punkten auf der oberen Fläche (4) der Zutat (5) erfasst wird, um eine Information über die Gestalt der Oberfläche (4) der Zutat bereitzustellen.

4. Verfahren nach Anspruch 3, bei welchem die Gestalt der Oberfläche (4) nach mehr als einem Ausgabevorgang überwacht wird und die Oberflächeninformationen von folgenden Ausgabevorgängen verglichen werden, um die Bildung von Zutatenanhäufungen zu erkennen.


6. Verfahren nach einem der vorhergehenden Ansprüche 1 bis 5, bei welchem wenigstens ein Betriebsparameter aus der Gruppe Betriebszeit der Vorrichtung (3) innerhalb derer eine Zutat aus dem Behälter (1) bezogen wird, Menge der Zutaten (5), die aus dem gleichen Behälter bezogen werden, oder Betriebszeit/Betriebsbedingungen von anderen MaschinenEinheiten, ausgewählt wird.

7. Verfahren nach einem der vorstehenden Ansprüche, bei welchem die Füllstandswerte zu einer entfernt angeordneten Überwachungseinheit übertragen werden.

8. Vorrichtung zur Steuerung einer Getränkeausgabemaschine, versehen mit wenigstens einem Behälter (1), der eine Zutat (5) zur Zubereitung des Getränks beinhaltet, mit Mitteln zur Erfassung wenigstens eines Werts des Füllstands der Zutat in dem Behälter; und mit einer Maschinensteuerungseinheit (CPU) mit Mitteln zur Speicherung wenigstens eines Referenzwertes für den Füllstand, mit Mitteln zum Vergleichen des überwachten Wertes mit den gespeicherten Referenzwerten und Mitteln, um erforderlichenfalls einen oder mehrere Betriebsparameter der
Revendications

1. Procédé pour commander une machine de distribution de boisson munie d’au moins un conteneur (1) contenant un ingrédient (5) pour préparer ladite boisson, comprenant les étapes consistant à détecter le niveau dudit ingrédient dans ledit conteneur ; comparer le niveau surveillé à une valeur de référence mémorisée dans une unité de commande de machine (CPU) ; et changer un ou plusieurs paramètres opérationnels de ladite machine de distribution de boisson, lorsque cela est nécessaire sur la base de ladite comparaison, caractérisé en ce que l’étape de détection du niveau dudit ingrédient dans ledit conteneur comprend les étapes consistant à : déterminer la distance entre au moins un moyen de détection (S1, S2) positionné au-dessus dudit ingrédient et au moins un point de la surface supérieure (4) dudit ingrédient en générant un signal dirigé vers ladite surface supérieure (4) de l’ingrédient (5) et recevoir le signal arrivant dudit ingrédient pour générer une valeur du niveau dudit ingrédient.

2. Procédé selon la revendication 1, dans lequel ledit moyen de détection (S1, S2) émet un signal traversant une surface (2) dudit conteneur (1) pour balayer la surface supérieure (4) de l’ingrédient (5) contenu à l’intérieur de celui-ci.

3. Procédé selon la revendication 1 ou 2, dans lequel la distance entre ledit moyen de détection (S1, S2) et au moins deux points de la surface supérieure (4) dudit ingrédient (5) est détectée pour fournir des informations sur la forme de ladite surface (4) d’ingrédient.

4. Procédé selon la revendication 3, dans lequel la forme de ladite surface (4) est surveillée après plus d’une opération de distribution et les informations de surface des opérations de distribution suivantes sont comparées pour reconnaître la formation d’agrégats d’ingrédient.

5. Procédé selon l’une quelconque des revendications précédentes, dans lequel ledit signal est sélectionné parmi des signaux ultrasoniques, optiques, laser et magnétiques ou une combinaison de ceux-ci.

6. Procédé selon l’une quelconque des revendications 1 à 5, dans lequel ledit au moins un paramètre opérationnel est sélectionné parmi des signaux ultrasoniques, optiques, laser et magnétiques ou une combinaison de ceux-ci.

7. Procédé selon l’une quelconque des revendications précédentes, dans lequel ledits valeurs de niveau sont transmises à une unité de surveillance à distance.
8. Appareil pour commander une machine de distribution de boissons munie d’au moins un conteneur (1) contenant un ingrédient (5) pour préparer ladite boisson ; un moyen pour détecter au moins la valeur du niveau dudit ingrédient dans ledit conteneur ; et une unité de commande de machine (CPU) ayant un moyen pour mémoriser au moins une valeur de référence du niveau, un moyen pour comparer la valeur surveillée aux dites valeurs de référence mémorisées et un moyen pour changer un ou plusieurs paramètres opérationnels de ladite machine de distribution de boisson, lorsque cela est nécessaire sur la base de ladite comparaison, caractérisé en ce que l’au moins un moyen de détection (S1, S2) est positionné au-dessus de ladite surface (4) dudit ingrédient (5) pour générer un signal dirigé vers au moins un point de ladite surface supérieure (4) d’l’ingrédient (5) et recevoir le signal arrivant de ladite surface supérieure (4) dudit ingrédient.

9. Appareil selon la revendication 8, dans lequel ledit moyen de détection (S1, S2) est positionné à l’extérieur dudit conteneur (1) et ledit signal peut traverser une surface (2) dudit conteneur (1).

10. Appareil selon la revendication 8, comprenant un moyen de détection pour détecter la distance entre ledit moyen de détection (S1, S2) et au moins deux points de la surface supérieure (4) dudit ingrédient (5) et fournir des informations sur la forme de ladite surface d’ingrédient (4).

11. Appareil selon l’une quelconque des revendications 8 à 10, dans lequel ledit moyen de détection (S1, S2) émet un signal sélectionné parmi des signaux ultrasoniques, optiques, laser et magnétiques ou une combinaison de ceux-ci.

12. Appareil selon l’une quelconque des revendications 8 à 11, dans lequel ledit moyen de détection (S1, S2) est situé sur le couvercle du conteneur (2).

13. Appareil selon l’une quelconque des revendications 8 à 12, comprenant en outre un moyen de transmission connecté à ladite unité de commande pour fournir à une unité de surveillance à distance la ou les valeurs détectées de contenu dudit ingrédient (4).

14. Utilisation de l’appareil selon l’une quelconque des revendications 8 à 13 pour commander le fonctionnement d’une machine de distribution de boisson.

15. Utilisation de l’appareil selon l’une quelconque des revendications 8 à 13 pour collecter des informations statistiques sur la consommation d’au moins un ingrédient à l’intérieur d’une machine de distribution de boisson.

START

SENSING THE LEVEL/AMOUNT OF INGREDIENT CONTAINED IN THE CANISTER, OR SENSING THE SHAPE OF THE INGREDIENT UPPER SURFACE, THROUGH AT LEAST ONE SENSING MEANS

COMPARING THE SENSED DATA WITH REFERENCE DATA STORED IN A MACHINE CONTROL UNIT

IS THE SENSED VALUE ACCEPTABLE?

CONTROL UNIT COMPENSATES BY CHANGING AT LEAST ONE OPERATIVE PARAMETER OF THE MACHINE

YES

PREPARING AND DISPENSING THE BEVERAGE

STOP

FIG. 1
FIG. 2
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- EP 0010448 A [0009]
- JP 2004354143 B [0009]
- FR 2367275 [0011]
- US 6321506 B [0012]
- EP 0728664 A [0013]