(54) **Tire air pressure monitoring system, tire air pressure sensor unit and method of monitoring-controlling tire air pressure**

(57) A tire air pressure monitoring system includes:

- A sensor unit mounted to a tire and including: an air pressure sensor for outputting a tire air pressure, and a transmitter; a receiver for receiving a radio wave from the sensor unit; a tire air pressure monitoring controller for warning a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold. A puncture sensor for sensing a puncture of the tire, and a puncture repairing agent use sensor for sensing whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed. When the puncture repairing agent use sensor senses that the punctured tire is repaired using the puncture repairing agent, the tire air pressure monitoring controller continues the warning even though the tire air pressure from the air pressure sensor is normal.

![Diagram of a car with tire air pressure monitor system]
Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a tire air pressure monitoring system and a tire air pressure sensor unit which directly sense a tire air pressure of each wheel. Moreover, the present invention relates to a method of monitoring-controlling the tire air pressure.

2. Description of the Related Art

[0002] JP2005526649T discloses a conventional device and a conventional method which are directed to coping with a tire pressure loss and running flat phenomenon. Specifically, in the case of puncture occurrence according to JP2005526649T, a sealing compound is automatically filled, followed by alarming a flat traveling.

[0003] However, with a tire air pressure monitoring system (TPMS: Tire Pressure Monitoring System) for directly sensing the tire air pressure of each wheel, when a vehicular occupant manually repairs the puncture by using a puncture repairing agent, the hole of an air pressure sensor is blocked, making it impossible to sense the air pressure in the tire, or resulting in sensing of an erroneous value. Therefore, an abnormal air pressure decrease to be caused afterward cannot be sensed, failing to warn the vehicular occupant of the tire air pressure decrease.

SUMMARY OF THE INVENTION

[0004] In view of the above background of the invention, it is an object of the present invention to provide a tire air pressure monitoring system and a tire air pressure sensor unit (1, 2, 3, 4) which are capable of informing the vehicular occupant of a possible tire air pressure decrease after the user repairs the puncture by using a puncture repairing agent.

[0005] According to a first aspect of the present invention, there is provided a tire air pressure monitoring system, comprising: 1) a sensor unit configured to be mounted to each tire of a vehicle and including: i) an air pressure sensor configured to output a tire air pressure, and ii) a transmitter configured to transmit a radio wave; 2) a receiver configured to receive the radio wave transmitted from the sensor unit; 3) a air pressure monitoring controller configured to warn a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold, the tire air pressure monitoring system further comprising: 4) a puncture sensor configured to sense a puncture of the tire, and 5) a puncture repairing agent use sensor configured to sense whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed, wherein when the puncture repairing agent use sensor senses that the punctured tire is repaired by using the puncture repairing agent, the tire air pressure monitoring controller continues the warning even though the tire air pressure from the air pressure sensor is normal.

[0006] According to a second aspect of the present invention, there is provided a method of monitoring-controlling a tire air pressure, comprising: 1) sensing the tire air pressure, including the following sub-operations: i) outputting the tire air pressure, and ii) transmitting a radio wave; 2) receiving the radio wave transmitted from the transmitting; 3) monitoring-controlling to warn a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold, the monitoring-controlling further comprising: 4) puncture sensing for sensing a puncture of a tire, and 5) puncture repairing agent use sensing for sensing whether or not the puncture is repaired by using a puncture repairing agent after the puncture sensing, wherein when the puncture repairing agent use sensing senses that the punctured tire is repaired by using the puncture repairing agent, the monitoring-controlling continues the warning even though the tire air pressure from the outputting is normal.

[0007] According to a third aspect of the present invention, there is provided a tire air pressure monitoring system, comprising: 1) sensing means mounted to each tire of a vehicle and including: i) air pressure sensing means for outputting a tire air pressure, and ii) transmitting means for transmitting a radio wave; 2) receiving means for receiving the radio wave transmitted from the transmitting means; 3) monitoring-controlling means for warning a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold, the tire air pressure monitoring system further comprising: 4) puncture sensing means for sensing a puncture of the tire, and 5) puncture repairing agent use sensing means for sensing whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed, wherein when the puncture repairing agent use sensing means senses that the punctured tire is repaired by using the puncture repairing agent, the monitoring-controlling means continues the warning even though the tire air pressure from the air pressure sensing means is normal.

[0008] According to a fourth aspect of the present invention, there is provided a tire air pressure monitoring system, comprising: 1) a sensor unit configured to be mounted to each tire of a vehicle and including: i) an air pressure sensor configured to output a tire air pressure, and ii) a transmitter configured to transmit a radio wave; and 2) a receiver...
configured to receive the radio wave transmitted from the sensor unit; wherein the tire air pressure monitoring system is configured to warn a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold, and in a case that a puncture is sensed to occur to the tire: when the punctured tire is sensed to be repaired by using a puncture repairing agent, the tire air pressure monitoring system continues the warning even though the tire air pressure from the air pressure sensor is normal.

[0009] According to a fifth aspect of the present invention, there is provided a tire air pressure sensor unit configured to be mounted to each tire of a vehicle and including an air pressure sensor and a transmitter, the tire air pressure sensor unit comprising: 1) a puncture sensor configured to sense a puncture of the tire, and 2) a puncture repairing agent use sensor configured to sense whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed, wherein when the punctured tire is sensed to be repaired by using the puncture repairing agent, the tire air pressure sensor unit stops transmitting a piece of tire air pressure information or transmits a piece of repairing agent use information.

[0010] The other object(s) and feature(s) of the present invention will become understood from the following description with reference to the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] Fig. 1 is an entire perspective view of a vehicle to which a tire air pressure monitoring system is applied, according to first to fifth embodiments of the present invention.

[0012] Fig. 2 is a control block diagram of the tire air pressure monitoring system, according to the first to fifth embodiments of the present invention.

[0013] Fig. 3 is a flow chart of tire air pressure monitoring control operations implemented by a control ECU, according to the first embodiment of the present invention.

[0014] Fig. 4 sets forth issues brought about when the puncture is repaired by using a puncture repairing agent, according to a background art, where Fig. 4A shows an ordinary state, Fig. 4B shows that the puncture has occurred and the puncture repairing agent is used, and Fig. 4C shows a state where the tire air pressure is decreased.

[0015] Fig. 5 shows air pressure characteristics of each tire, where [I] denotes burst or puncture occurrence, [II] denotes an ordinary tire air pressure decrease, [III] denotes a puncture sensing threshold Ts, [IV] denotes tire air pressure decrease after puncture occurrence, and [V] denotes tire air pressure decrease after burst occurrence.

[0016] Fig. 6 shows tire air pressure characteristics including: i) an actual tire air pressure obtained when the puncture is repaired by using the puncture repairing agent, ii) the puncture sensing threshold Ts [II], and iii) a repairing agent use sensing threshold Traus [VI].

[0017] Fig. 7 shows tire air pressure characteristics including: i) an actual tire air pressure obtained when the user resets the tire air pressure (which was set high for high speed way traveling) to a placard pressure (tire setting pressure) and ii) the puncture sensing threshold Ts.

[0018] Fig. 8 is a flow chart of the tire air pressure monitoring control operations implemented by the control ECU, according to the second embodiment of the present invention.

[0019] Fig. 9 shows acceleration characteristics of tires wherein, Fig. 9A shows a state where the user repairs the puncture by using the puncture repairing agent with the punctured tire mounted to the vehicle, and Fig. 9B shows a state where the user repairs the puncture by using rubber, putty and the like with the punctured tire dismounted from the vehicle.

[0020] Fig. 10 is a flow chart of the tire air pressure monitoring control operations implemented by the control ECU, according to the third embodiment of the present invention.

[0021] Fig. 11 shows variation characteristics of the air pressure sensor values wherein, Fig. 11A shows a first pattern in which the punctured hole is blocked with the puncture repairing agent, and Fig. 11B shows a second pattern in which the punctured hole is blocked with rubber, putty and the like instead of the puncture repairing agent.
DESCRIPTION OF THE PREFERRED EMBODIMENTS

Hereinafter, a tire air pressure monitoring system 20 is to be set forth, according to first to fifth embodiments of the present invention.

[First embodiment]

(Structure)

First, a structure of the tire air pressure monitoring system 20 is to be set forth, according to the first embodiment. Fig. 1 shows an entire perspective view of a vehicle 21 to which the tire air pressure monitoring system 20 is applied, according to the first embodiment; while Fig. 2 shows a control block diagram of the tire air pressure monitoring system 20, according to the first embodiment. As shown in Fig. 1 and Fig. 2, the tire air pressure monitoring system 20 according to the first embodiment includes: a first sensor unit 1, a second sensor unit 2, a third sensor unit 3, a fourth sensor unit 4, a right front wheel speed sensor 5, a left front wheel speed sensor 6, a right rear wheel speed sensor 7, a left rear wheel speed sensor 8, a receiver 9, a control ECU 10 (tire air pressure monitoring controller), a display 11, and a warning lamp 12.

Each of the above sensor units 1, 2, 3, 4 is mounted to one of respective tires 13, 14, 15, 16, for example, by the following methods: i) integrating with a tire valve and ii) directly mounting to a disk wheel. Each of the sensor units 1, 2, 3, 4 includes: i) an air pressure sensor 22 for sensing tire air pressure, ii) a battery 23 as a power source, iii) a centrifugal switch 24 for outputting a trigger signal for data transmission, iv) a transmitter 25 provided with a coil antenna, v) a temperature sensor 26 for sensing tire temperature, and vi) a sensor controller (ASIC: Application Specific Integrated Circuit) 27 for transacting each piece of information. Then, for example, based on the trigger signal from the centrifugal switch 24, tire air pressure information and tire temperature information are transmitted according to speed of the vehicle 21, together with a sensor ID (identification code) at a certain time interval. In addition, the battery 23 has a finite lifetime. With the following structures and operations, however, each of the sensor units 1, 2, 3, 4 can be free from the battery 23 (i.e., battery-less): Replacing the receiver 9 with a transceiver capable of transmitting and receiving measurement results. Allowing the transmitter 25 to serve as a transponder for transmitting results from the tire air pressure sensor 22 and tire temperature sensor 26, thereby returning a signal based on an energy per se of a signal transmitted from the transceiver.

Each of the wheel speed sensors 5, 6, 7, 8 includes: i) a sensor rotor mounted to a rotary shaft of each of the respective wheels and ii) a pick up mounted on body side of the vehicle 21. For example, in the vehicle 21 having an ABS (Antilock Brake System), a sensor for obtaining wheel speed information is used for the wheel speed sensors 5, 6, 7, 8. The right front wheel speed sensor 5 senses right front wheel speed, the left front wheel speed sensor 6 senses left front wheel speed, the right rear wheel speed sensor 7 senses right rear wheel speed, and the left rear wheel speed sensor 8 senses left rear wheel speed, outputting respective signals to the control ECU 10.

The receiver 9 having a receiving antenna and a receiving circuit receives radio waves transmitted from the sensor units 1, 2, 3, 4 of the respective tires 13, 14, 15, 16. Then, the tire air pressure information, the tire temperature information and the sensor ID which three are received by the receiver 9 are outputted to the control ECU 10. The tire air pressure monitoring system 20 according to the first embodiment has the only one receiver 9 added to the control ECU 10.

When an air pressure of one of the tires 13, 14, 15, 16 is less than or equal to an air pressure warning threshold Tw, the control ECU 10 lights the warning lamp 12 for informing a vehicular occupant of the tire air pressure decrease, and turns on the display 11 (for example, display screen of a navigation system and the like) for displaying which of the tires 13, 14, 15, 16 has the air pressure decrease specified by the sensor ID. The control ECU 10 includes: i) a puncture sensing program 10A for sensing the puncture based on the tire air pressure information transmitted from each of the sensor units 1, 2, 3, 4 and ii) a puncture repairing agent use sensing program 10B for sensing whether or not the puncture is repaired by using a puncture repairing agent.

Fig. 3 is a flow chart showing a tire air pressure monitoring control operations implemented by the control ECU 10, according to the first embodiment. Each step is to be set forth hereinafter.
At step S101, a routine senses whether or not at least one of the four wheel tires 13, 14, 15, 16 has an air pressure decrease. In addition, the routine senses whether or not a value (= absolute value of decrease slope) showing decrease rate of the tire air pressure is more than or equal to a puncture sensing threshold Ts.

* When No at step S101, the routine moves to step S102.
* When Yes at step S101, the routine moves to step S105.

Herein, the puncture sensing threshold Ts is a value having a slope larger than that of a value showing a decrease rate at an ordinary tire air pressure decrease.

At step S102, following the sensing at step S101 that the value showing the decrease rate of the tire air pressure is less than the puncture sensing threshold Ts, the routine senses that the value is the ordinary tire air pressure decrease which is a gradual air pressure release (decrease) due to traveling and the like.

Then, the routine moves to step S 103.

At step S103, following the sensing of the ordinary tire air pressure decrease at step S 102, the routine senses that the puncture repairing agent is not used due to no puncture occurrence. Then, the routine moves to step S 104.

At step S104, following the sensing at step S103 that the puncture repairing agent is not used, the routine moves to an ordinary TPMS (= Tire Pressure Monitoring System) sensing logic which, like that implemented by an existing tire air pressure monitoring system, outputs warning when the air pressure sensor value is simply less than or equal to the air pressure warning threshold Tw.

At step S105, following the sensing at step S101 that the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts, the routine senses whether or not the tire air pressure from the air pressure sensor is less than or equal to a puncture warning threshold Tpw.

* When Yes at step S105, the routine moves to step S107.
* When No at step S 105, the routine moves to step S 106.

Herein, the puncture warning threshold Tpw may be set to a value equal to the air pressure warning threshold Tw, or set to a discrete value from the air pressure warning threshold Tw. For example, the puncture warning threshold Tpw can be set to a tire air pressure which is decreased by about 25% relative to a placard pressure (= tire setting pressure) (Fig. 7).

At step S106, following the sensing at step S105 that the tire air pressure is more than the puncture warning threshold Tpw, the routine takes the following operations:
Even though the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts at Step S 101, the routine senses that the above air pressure decrease is within a range of a tire air pressure adjustment by a user until the tire air pressure decrease reaches the puncture warning threshold Tpw.
Then, the routine returns to step S101.

At step S107, following the sensing at step S105 that the tire air pressure is less than or equal to the puncture warning threshold Tpw, the routine senses that puncture or burst is caused to the tire. Then, the routine moves to step
S 108. That is, even though the value showing the tire air pressure decrease is more than or equal to the puncture sensing threshold Ts, the routine keeps from the puncture sensing (i.e., not implementing the puncture sensing) until the tire air pressure is less than or equal to the puncture warning threshold Tpw, since the above air pressure decrease may be caused by the user adjusting the tire air pressure. Then, at a time point when the tire air pressure is less than or equal to the puncture warning threshold Tpw, the routine senses occurrence of the puncture or burst to the tire.

**<S108>**

**[0038]** At step S 108, following the sensing at step S107 that the tire puncture has occurred, the routine senses whether or not the tire air pressure recovers to more than or equal to the puncture warning threshold Tpw.

* When Yes at step S108, the routine moves to step S 110.
* When No at step S 108, the routine moves to step S 109.

**<S109>**

**[0039]** At step S109, following the sensing at step S108 that the tire air pressure does not recover to more than or equal to the puncture warning threshold Tpw, the routine continues to light the warning lamp 12. Then, the routine returns to step S108.

**<S110>**

**[0040]** At step S110, following the sensing at step S108 that the tire air pressure recovered to more than or equal to the puncture warning threshold Tpw, the routine monitors change in the tire air pressure after the recovery of the tire air pressure. Then, the routine senses whether or not the value showing the decrease rate of the tire air pressure is more than or equal to a repairing agent use sensing threshold Traus which is smaller than the value showing the decrease rate attributable to the ordinary tire air pressure decrease.

* When Yes at step S 110, the routine moves to step S111.
* When No at step S110, the routine moves to step S112.

**<S111>**

**[0041]** At step S 111, following the sensing at step S 110 that the value showing the decrease rate of the tire air pressure after the recovery of the tire air pressure is more than or equal to the repairing agent use sensing threshold Traus, the routine senses that the puncture repairing agent is not used. Then, the routine moves to step S104.

**<S 112> (sensing puncture repairing agent use)**

**[0042]** At step S 112, following the sensing at step S 110 that the value showing the decrease rate of the tire air pressure after the recovery of the tire air pressure is less than the repairing agent use sensing threshold Traus, the routine senses that the puncture repairing agent is used. Then, the routine moves to step S 113.

**<S113>**

**[0043]** At step S 113, following the sensing at step S 112 that the puncture repairing agent is used, the routine senses whether or not the punctured tire is changed.

* When Yes at step S113, the routine moves to step S 104.
* When No at step S113, the routine moves to step S114.

Herein, a method for sensing that the tires 13, 14, 15, 16 or the sensor units 1, 2, 3, 4 is changed includes: i) sensing that the sensor ID sent from the sensor units 1, 2, 3, 4 to the control ECU 10 is changed, ii) a failure diagnoser at a dealer giving an instruction to the control ECU 10, iii) and the like.

**<S114>**

**[0044]** At step S 114, following the sensing at step S113 that the punctured tire is not changed, the routine continues.
to light the warning lamp 12. Then, the routine repeats the sensing at step S 113.

[Conventional operation]

[0045] Then, the operation of the tire air pressure monitoring system is to be set forth, according to a conventional technology.

[Background art]

[0046] First, the tire air pressure monitoring system is configured to include the following simple operations:

i) sensing whether or not the air pressure value sent to the receiver from the air pressure sensor mounted to each of the four wheel tires is less than or equal to a certain threshold,

ii) with the air pressure value less than or equal to the certain threshold, informing the user of the status by lightning the warning lamp or the like,

iii) with the air pressure recovering to more than or equal to the certain value, turning off the warning lamp.

[0047] Herein, there used to be one problem. When the puncture repairing agent is used for repairing the puncture of the vehicle including the tire air pressure monitoring system, blocking of the air pressure sensor’s hole for sensing pressure or other causes may send a false information to the user. That is, as shown in Fig. 4A, ordinarily, the air pressure sensor measures and outputs the pressure in the tire denoted by oblique lines, causing no problem (see [I] of Fig. 4A). As shown in Fig. 4B, using the puncture repairing agent, however, may block the hole of the air pressure sensor, disabling sensing of the air pressure in the tire, or sensing an erroneous value (see [II] of Fig. 4B). Namely, such a phenomenon may occur as the air pressure sensor outputs an air pressure value of a space in the air pressure sensor, thereby the control ECU turns off the warning lamp with the air pressure from the sensor reaching more than or equal to the certain threshold. When the tire air pressure is decreased due to the traveling after the puncture is repaired by using the puncture repairing agent, it is necessary to output the warning. Fig. 4C shows a state where the puncture has occurred, the puncture repairing agent is used, and then the tire air pressure is decreased. The air pressure sensor continues transmitting to the control ECU the certain value in the sensor which value is not decreased despite the tire air pressure decrease, failing to sense an abnormality.

[0048] Therefore, once the puncture repairing agent is used, as the case may be, the warning lamp is not lighted with the sensed value kept normal even though the air pressure is decreased. Therefore, reliability of the tire air pressure monitoring system cannot be secured. As a result, the puncture repairing agent cannot be used for the vehicle including the tire air pressure monitoring system, failing to setting a spare tireless. Hereinabove, the setting of the spare tireless is defined as continuously providing the vehicle with the puncture repairing agent in place of a spare tire, bringing about effects such as: i) the space for the spare tire usable otherwise, and ii) contribution to lighter weight and lower cost. Thereby, sensing whether or not the puncture repairing agent is necessary.

[0049] Meanwhile, according to the related art disclosed in the JP2005526649T, the device installed outside the vehicle automatically fills the puncture repairing agent at the puncture occurrence, then lights a flat traveling warning lamp. According to the related art disclosed in the JP2005526649T, however, when the user manually uses the puncture repairing agent, whether or not the puncture repairing agent is used cannot be sensed. Moreover, further installing the external device as set forth above may increase cost and restrict vehicular layout.

(Operation of tire air pressure monitoring control)

[0050] On the contrary, the tire air pressure monitoring system 20 according to the first embodiment of the present invention pays attention to a point that the decrease rate of the tire air pressure after the recovery of the tire air pressure is differentiated by whether or not the puncture repairing agent is used. At the puncture occurrence, whether or not the puncture repairing agent is used is sensed. When the routine senses that the puncture repairing agent is used, the warning is kept outputted. With the above operations according to the first embodiment of the present invention, when the puncture is repaired by using the puncture repairing agent, the vehicular occupant thereafter can be informed of a possible decrease in the tire air pressure.

[0051] Hereinafter, the operation of tire air pressure monitoring control is to be set forth based on the flow chart of Fig. 3. First, the receiver 9 which is one in number receives the radio wave transmitted from each of the sensor units 1, 2, 3, 4 of one of the respective tires 13, 14, 15, 16, allowing the control ECU 10 to take in the tire air pressure information. Herein, with the tire air pressure decrease, the air pressure sensor 22 of each of the sensor units 1, 2, 3, 4 transmits, at least once, the tire air pressure information to the control ECU 10. Then, the larger the value showing the decrease rate of the tire air pressure, the shorter the frequency of transmitting to the control ECU 10 the tire air pressure information.
from the air pressure sensor 22 of each of the sensor units 1, 2, 3, 4.

In a normal state where the tire is free from causing the puncture or the like in the vehicle traveling and the like, the routine moves from step S101 → step S102 → step S 103 → step S 104 in the flow chart of Fig. 3. At step S102, the routine senses that the tire air pressure decrease is ordinary. At step S103, the routine senses that the puncture repairing agent is not used due to no puncture occurrence. At step S104, like the existing tire air pressure monitoring system, the routine moves to the ordinary TPMS sensing logic for outputting warning when the air pressure sensor value is simply less than or equal to the air pressure warning threshold Tw.

Then, when the tire air pressure is more than the puncture warning threshold Tpw even though the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts, the routine repeats step S101 → step S105 → step S 106 in the flow chart of Fig. 3. That is, with the air pressure decrease attributable to the puncture or burst, the user, as a matter of course, adjusts the tire air pressure. With this, even though the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts (at step S101), the routine senses (at step S106) that the above value is attributable to the user adjusting the tire air pressure, as long as the tire air pressure is more than the puncture warning threshold Tpw (at step S 105).

Then, when the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts, and the tire air pressure is less than or equal to the puncture warning threshold Tpw, the routine moves step S101 → step S105 → step S 107 in the flow chart of Fig. 3. That is, when the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts due to the puncture or burst (at step S101), and the tire air pressure is less than or equal to the puncture warning threshold Tpw (at step S 105), the routine senses that the puncture or burst is caused (at step S107).

Then, when the routine senses at step S107 that the puncture is caused, the routine repeats step S 108 → step S109 until the tire air pressure recovers to more than or equal to the puncture warning threshold Tpw, continuing the lighting of the warning lamp 12. With the decreased tire air pressure recovering to more than or equal to the puncture warning threshold Tpw after the sensing at step S 107 that the puncture is caused, the routing moves from step S 106 to step S 110, monitors at step S 110 the change in the tire air pressure after the recovery of the tire air pressure. Thereby, the routine senses whether or not the value showing the decrease rate of the tire air pressure is more than or equal to the repairing agent use sensing threshold Traus which is smaller than the value showing the decrease rate attributable to the ordinary tire air pressure decrease. In other words, the routine senses whether or not the puncture is repaired by using the puncture repairing agent.

Then, when the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Traus, the routine moves from step S 110 to step S 111 → step S 104. Namely, based on the sensing that the puncture repairing agent is not used (at step S111), the routine moves to the ordinary TPMS sensing logic (at step S104).

Meanwhile, when the value showing the decrease rate of the tire air pressure is less than the repairing agent use sensing threshold Traus, the routine moves from step S 110 to step S112 → step S113 → step S114, and repeats step S113 → step S114 unless the tire of the puncture-occurred wheel is changed. Namely, based on the sensing that the puncture is repaired by using the puncture repairing agent (at step S112), the routine continues lighting of the warning lamp 12 (at step S114) unless the tire is changed (at step S113). Herein, when the tire of the puncture-occurred wheel is changed after the puncture repairing by using the puncture repairing agent, the routine moves from step S 113 to step S104, turns off the warning lamp 12 and then moves to the ordinary TPMS sensing logic (at step S 104).

First, set forth below is a principle of sensing "whether or not the puncture is caused" based on the difference in the decrease rate of the tire air pressure, through the monitoring of the tire air pressure. As shown by the tire air pressure characteristic in Fig. 5, ordinarily, the air pressure is naturally decreased without the puncture and the like tire, the decrease rate is, however, as slow as by 3% to 5% per month (see [II] in Fig. 5). In Fig. 5, [I] denotes the burst or puncture occurrence, [II] denotes an ordinary tire air pressure decrease, [III] denotes the puncture sensing threshold Ts, [IV] denotes tire air pressure decrease after puncture occurrence, and [V] denotes tire air pressure decrease after burst occurrence. Once the burst is caused, however, the tire air pressure is rapidly decreased. Otherwise, the punctured tire (nail-stuck tire and the like) will also show a larger decrease rate of the air pressure than the normal tire does. Therefore, defining the threshold (= the puncture sensing threshold Ts) of the decrease rate of the tire air pressure can allow the control ECU 10 to sense whether the air pressure decrease is: i) caused by the puncture or burst or ii) caused naturally.

However, sensing the puncture occurrence based only on the decrease rate of the tire air pressure may cause a possibility that a manual adjustment of the air pressure is erroneously sensed as puncture, for example, in the following occasion: the user changes from a high tire air pressure (for high speed way traveling) to about the placard pressure (=
tire setting pressure). That is, as shown in Fig. 7, when the user changes the high tire air pressure (for high speed way traveling) to about the placard pressure, an erroneous sensing is implemented in the following manner:

The air pressure is decreased (puncture occurrence) at the certain threshold or over → the air pressure is adjusted to about the placard pressure → the decrease rate of the tire air pressure is in the ordinary state.

With this, the control ECU senses the manually adjusted air pressure as the puncture occurrence, which is the erroneous sensing.

In Fig. 7, [I] denotes manual setting of air pressure, [II] denotes the puncture sensing threshold Ts and [III] denotes the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts.

Thereby, according to the first embodiment, even though the value showing the decrease rate of the tire air pressure is more than or equal to the puncture sensing threshold Ts (at step S 101), the routine senses that the decrease is attributable to the tire air pressure adjustment by the user (at step S106) as long as the tire air pressure is more than the puncture warning threshold Tpw (at step S105), thereby preventing the erroneous sensing of the manually adjusted air pressure as the puncture occurrence.

[0061] Then, set forth below is a principle of sensing at the puncture occurrence “whether or not the puncture repairing agent is used” based on the difference in the decrease rate of the tire air pressure, through the monitoring of the tire air pressure after the recovery of the tire air pressure.

In Fig. 6, [I] denotes burst or puncture occurrence, [II] denotes the puncture sensing threshold Ts, [III] denotes sensing that puncture repairing agent is used, [IV] denotes tire air pressure decrease after puncture occurrence, [V] denotes sensing that puncture repairing agent is not used, and [VI] denotes the repairing agent use sensing threshold Traus.

With the tire air pressure decreased by the puncture, the user, as a matter of course, adjusts the air pressure. When the puncture repairing agent is used for adjusting the air pressure, the punctured tire is repaired. Therefore, as shown in Fig. 6, the tire air pressure decrease is equivalent to an ordinary decrease rate of the air pressure, or is fixed to a certain value (when the sensing hole of the air pressure sensor is blocked with the repairing agent).

Meanwhile, simply supplying the tire air pressure without using the puncture repairing agent does not repair the punctured tire, causing the decrease rate of the tire air pressure more than the ordinary decrease rate of the air pressure.

Thereby, setting a threshold (= the repairing agent use sensing threshold Traus) to the decrease rate of the tire air pressure through the monitoring of the change of the tire air pressure after the user’s adjustment of the tire air pressure at the puncture occurrence can sense whether or not the puncture repairing agent is used.

[0062] Herein, the repairing agent use sensing threshold Traus (see [VI] in Fig. 6) is to be set, for example, to a position between i) an air pressure decrease characteristic using the puncture repairing agent (see [III] in Fig. 6) and ii) an air pressure decrease characteristic not using the puncture repairing agent (see [V] in Fig. 6), as shown in Fig. 6.

In this cases, the repairing agent use sensing threshold Traus may be set to a certain value, that is, a constant value (Δ air pressure/Δ time), or set to a value which is variable with sensing time.

For example, when the repairing agent use sensing threshold Traus is set to the certain value based on decrease rate of the air pressure by 12% in 24 hours, an air pressure decrease of 0.5% per hour and 0.01% per 1 minute are each defined as a sensing standard. As a result, there is a possibility of erroneous sensing attributable to the sensor’s noise or in relation to the air pressure sensor’s bit rate.

For solving the above possible problem, the repairing agent use sensing threshold Traus (Δ air pressure/Δ time) may be varied with the sensing time, specifically, decrease of more than or equal to 1% per 1 minute, decrease of more than or equal to 3% per hour, and decrease of more than or equal to 12% per 24 hours may be defined as the sensing standard.

(Effect)

[0063] Then, effects of the tire air pressure monitoring system 20 are to be set forth, according to the first embodiment.

[0064] (1) A tire air pressure monitoring system, comprises: 1) a sensor unit configured to be mounted to each tire of a vehicle and including: i) an air pressure sensor configured to output a tire air pressure, and ii) a transmitter configured to transmit a radio wave; 2) a receiver configured to receive the radio wave transmitted from the sensor unit; 3) a tire air pressure monitoring controller configured to warn a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold. The tire air pressure monitoring system further comprises: 4) a puncture sensor (step S107) configured to sense a puncture of the tire, and 5) a puncture repairing agent use sensor (step S112) configured to sense whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed. When the puncture repairing agent use sensor senses that the punctured tire is repaired by using the puncture repairing agent, the tire air pressure monitoring controller continues the warning (step S 114) even though the tire air pressure from the air pressure sensor is normal.

With this, the vehicular occupant can be informed of a possible decrease in the tire air pressure after the puncture is repaired by using the puncture repairing agent.

In addition, sensing the puncture repairing agent use can bring about effects such as: i) the puncture repairing agent can be continuously provided for the vehicle, replacing the spare tire (accomplishing spare tireless), ii) the space for the
spare tire can be used otherwise, and iii) contribution to lighter weight and lower cost compared with the conventional technology.

(2) The puncture repairing agent use sensor (step S112) senses, in the following state, that the puncture is repaired by using the puncture repairing agent: a first state where i) the tire air pressure recovers (step S108) to more than or equal to the warning threshold after the puncture is sensed, and ii) a value showing a decrease rate of the tire air pressure after the recovery of the tire air pressure is less than a repairing agent use sensing threshold (step S110) which is smaller than a value showing the decrease rate attributable to the tire air pressure decrease caused at an air pressure adjustment only without using the puncture repairing agent.

With this, though being an easy sensing method focusing on the difference in the decrease rate of the tire air pressure after the tire air pressure adjustment, the above sensing is accurate in sensing the puncture repairing agent use.

(3) The puncture sensor (step S107) senses, in the following state, that the tire is punctured: a second state where i) the value showing the decrease rate of the tire air pressure shows a decrease more than or equal to a puncture sensing threshold (step S101), and ii) the tire air pressure shows less than or equal to a puncture warning threshold (S105).

With this, though being an easy sensing method combining two tire air pressure monitorings, the puncture sensing can be accurately implemented at the puncture occurrence, the above accuracy including prevention of an erroneous sensing in a state where the user changes high pressure (for high speed way traveling) to a placard pressure (= tire setting pressure).

(4) With the tire air pressure decreased, the sensor unit transmits at least once a piece of tire air pressure information from the air pressure sensor to the tire air pressure monitoring controller, the tire air pressure monitoring controller includes: i) the puncture sensor (step S107) configured to sense the puncture based on the tire air pressure information transmitted from the sensor unit, and ii) the puncture repairing agent use sensor (step S112) configured to sense the puncture repairing agent use.

With this, despite the vehicle stop causing a long frequency of transmission from the sensor units 1, 2, 3, 4 to the control ECU 10, the puncture sensing and the puncture repairing agent use sensing can be implemented at a proper timing. For protecting the battery 23, the frequency of transmission from the air pressure sensor to the control ECU 10 is elongated during the vehicle stop. Herein, during the stop vehicle causing the long transmission frequency, implementing the flow including puncture occurrence → rapid pressure decrease → user repairs the puncture cannot sense occurrence of puncture and the like. As a result, the puncture repairing agent use cannot be sensed, failing to send a proper warning to the user. Adding the above logic, however, can securely send the tire air pressure information to the control ECU 10 when the air pressure is decreased, thereby removing the above failing possibility.

(5) When the value showing the decrease rate of the tire air pressure is larger, the sensor unit shortens a frequency of transmitting to the tire air pressure monitoring controller the tire air pressure information from the air pressure sensor.

With this, the puncture sensing and the puncture repairing agent use sensing can be implemented at an early timing having a good responsivity.

[Second embodiment]

When the tire is dismounted after the recovery of the tire air pressure, the routine senses that the puncture is repaired without using the puncture repairing agent, according to the second embodiment.

[Structure]

First, the structure of the tire air pressure monitoring system 20 is to be set forth. The entire system structure and the control block structure according to the second embodiment are, however, respectively like those in Fig. 1 and Fig. 2 according to the first embodiment. Therefore, repeated drawings and descriptions are to be omitted.

Fig. 8 is a flow chart of the tire air pressure monitoring control operations implemented by the control ECU 10, according to the second embodiment. Each step is to be set forth hereinafter. Hereinafter, step S201 to step S210 and step S212 to step S214 in Fig. 8 are respectively substantially the same as step S101 to step S110 and step S112 to step S114 in Fig. 3. Therefore, description of step S201 to step S210 and step S212 to step S214 is to be omitted.

At step S215, following the sensing at step S208 that the tire air pressure recovered to more than or equal to the puncture warning threshold Tpw, the routine senses, with an ignition switch being off, whether or not a strong acceleration G is caused only to the puncture-occurred wheel.
* When Yes at step S215, the routine moves to step S216.
* When No at step S215, the routine moves to step S210.

That is, monitoring an acceleration signal from the air pressure sensor 22 mounted to each of the tires 13, 14, 15, 16, the routine senses the vibration caused to each of the tires 13, 14, 15, 16, thereby sensing whether or not an acceleration more than or equal to an acceleration threshold Tacc is caused only to the puncture-occurred wheel, in other words, sensing whether or not the tire is dismounted after the recovery of the tire air pressure.

<S216> (sensing puncture repairing agent use)

[0073] At step S216, following the sensing at step S215 that the strong acceleration G is caused only to the puncture-occurred wheel, the routine senses that the puncture is repaired without using the puncture repairing agent. Then, the routine moves to step S217.

<S217>

[0074] At step S217, following the sensing at step S216 that the puncture is repaired without using the puncture repairing agent, the routine turns off the warning lamp 12. Then, the routine moves to step S204.

[0075] Then, the operation of the tire air pressure monitoring system 20 is to be set forth, according to the second embodiment.

(Operation of tire air pressure monitoring control)

[0076] With the decreased tire air pressure recovering to more than or equal to the puncture warning threshold Tpw after the sensing at step S207 that the puncture is caused, the routine moves from step S208 to step S215. At step S215, the routine senses, with the ignition switch being off, whether or not the strong acceleration G is caused only to the puncture-occurred wheel.

[0077] Then, when the strong acceleration G is caused only to the puncture-occurred wheel, the routine moves from step S215 to step S216 → step S217 → step S204. Namely, based on the sensing that the puncture repairing agent is not used (at step S216), the routine turns off the warning lamp 12 (at step S217) and then moves to the ordinary TPMS sensing logic (at step S204).

[0078] Meanwhile, when the strong acceleration G is not caused only to the puncture-occurred wheel, the routine moves from step S215 to step S210. At step S210, the routine monitors change in the tire air pressure after the recovery of the tire air pressure. Then, the routine senses whether or not the value showing the decrease rate of the tire air pressure is more than or equal to the repairing agent use sensing threshold Traus which is smaller than the value showing the decrease rate attributable to the ordinary tire air pressure decrease. In other words, the routine senses whether or not the puncture is repaired by using the puncture repairing agent.

[0079] Then, when the value showing the decrease rate of the tire air pressure is more than or equal to the repairing agent use sensing threshold Traus, the routine moves from step S210 to step S216 → step S217 → step S204. Namely, based on the sensing that the puncture repairing agent is not used (at step S216), the routine turns off the warning lamp 12 (at step S217) and then moves to the ordinary TPMS sensing logic (at step S204).

[0080] Meanwhile, when the value showing the decrease rate of the tire air pressure is less than the repairing agent use sensing threshold Traus, the routine moves from step S210 to step S212 → step S213 → step S214. Unless the tire of the puncture-occurred wheel is changed, the routine repeats movement of step S213 → step S214. Namely, based on the sensing that the puncture is repaired by using the puncture repairing agent (at step S212), the routine continues lighting of the warning lamp 12 (at step S214) unless the tire is changed (at step S213). In addition, when the tire of the puncture-occurred wheel is changed after the puncture repairing by using the puncture repairing agent, the routine moves from step S213 to step S204, turns off the warning lamp 12 and then moves to the ordinary TPMS sensing logic (at step S204).

[Principle of tire air pressure monitoring control]

[0081] The logic added to the second embodiment is summed up below: After the puncture occurrence: when the strong acceleration G is caused only to the puncture-occurred wheel with the ignition switch being off, the routine does not sense that the puncture repairing agent is used, even though the decrease ratio of the tire air pressure value meets the condition (at step S210) for sensing that the puncture repairing agent is used. Based on the decrease rate of the tire air pressure, the routine senses that the puncture repairing agent is used, according to the first embodiment. However, from the above logic alone according to the first embodiment, the
following two puncture repairing patterns cannot be distinguished:

i) Fig. 9A: A first pattern in which the user blocks the punctured hole by using the puncture repairing agent.
ii) Fig. 9B: A second pattern in which the user blocks the punctured hole by using rubber, putty and the like, instead of the puncture repairing agent.

[0083] Herein, when using the puncture repairing agent, the user ordinarily repairs the puncture with the punctured tire mounted to the vehicle 21. Meanwhile, when repairing the puncture by using rubber, putty and the like, the user ordinarily dismounts at first the punctured tire alone from the vehicle 21.

[0084] Again, when repairing the puncture by using the puncture repairing agent, the user ordinarily repairs the puncture with the punctured tire mounted to the vehicle 21. With this, as shown in Fig. 9A, i) an acceleration from the transmitter 25 (of the sensor units 1,2,3,4) mounted to the tire of the puncture-occurred wheel (left in Fig. 9A) and ii) an acceleration from the transmitter 25 (of the sensor units 1, 2, 3, 4) mounted to a tire other than the tire of the puncture-occurred wheel (right in Fig. 9A) show substantially the similar characteristic. Namely, repairing the puncture with the punctured tire mounted to the vehicle 21 does not cause the acceleration G more than that caused to the other tire, in view of the acceleration signal from the sensor unit mounted to the tire of the puncture-occurred wheel.

[0085] Meanwhile, when repairing the puncture without using the puncture repairing agent, the user ordinarily dismounts the punctured tire from the vehicle. With this, as shown in Fig. 9B, the acceleration from the transmitter 25 (of the sensor units 1, 2, 3, 4) mounted to the tire of the puncture-occurred wheel (left in Fig. 9B) shows a characteristic in which the acceleration G more than the acceleration threshold Tacc is caused at the tire dismounting. Contrary to the above, the acceleration from the transmitter 25 (of the sensor units 1, 2, 3, 4) mounted to the tire other than the tire of the puncture-occurred wheel (right in Fig. 9B) shows a characteristic in which the acceleration G is less than or equal to the acceleration threshold Tacc. Namely, repairing the puncture with the punctured tire dismounted from the vehicle causes the acceleration G more than that caused to the other tire, in view of the acceleration signal from the sensor unit mounted to the tire of the puncture-occurred wheel.

[0086] After the puncture occurrence, the routine measures acceleration of each of upper, lower, left, right, front and rear parts of the puncture-occurred wheel, with the ignition switch being off (vehicle stopped for repairing puncture). With the above measurements, Fig. 9A (the first pattern in which the user blocks the punctured hole by using the puncture repairing agent) can be distinguished from Fig. 9B (the second pattern in which the user blocks the punctured hole by using rubber, putty and the like, instead of the puncture repairing agent). Other principles according to the second embodiment are substantially the same as those according to the first embodiment.

(Effect)

[0087] Then, effects of the tire air pressure monitoring system 20 are to be set forth, according to the second embodiment. The tire air pressure monitoring system 20 according to the second embodiment can bring about the following effects in addition to those according to the first embodiment.

[0088] (6) The puncture repairing agent use sensor (step S215), in the following state, senses that the puncture is repaired without using the puncture repairing agent: a third state where i) the tire air pressure recovers to more than or equal to the warning threshold after the puncture is sensed, and ii) the tire is dismounted in a stop of the vehicle after the recovery of the tire air pressure.

With this, sensing the dismounting of the tire during the vehicle stop can distinguish i) the first pattern in which the user blocks the punctured hole by using the puncture repairing agent from ii) the second pattern in which the user blocks the punctured hole by using rubber, putty and the like.

[0089] (7) Monitoring an acceleration signal from the air pressure sensor mounted to the each tire, the puncture repairing agent use sensor (step S215) senses a vibration caused to the each tire, and when the acceleration more than or equal to an acceleration threshold is caused only to a puncture-occurred wheel, the puncture repairing agent use sensor senses that the tire is dismounted.

With this, the low-cost vibration sensing by using the acceleration signal from the existing air pressure sensor can accurately sense the tire dismounting.

[Third embodiment]

[0090] Instead of sensing the puncture repairing agent use based on the decrease rate of the tire air pressure according to the first embodiment, the above sensing is implemented based on variation degree of the tire air pressure according to the third embodiment.
First, the structure of the tire air pressure monitoring system 20 is to be set forth. The entire system structure and the control block structure according to the third embodiment are, however, respectively like those in Fig. 1 and Fig. 2 according to the first embodiment. Therefore, repeated drawings and descriptions are to be omitted.

Fig. 10 is a flow chart of the tire air pressure monitoring control operations implemented by the control ECU 10, according to the third embodiment. Each step is to be set forth hereinafter. Hereinafter, step S301 to step S309 and step S312 to step S314 in Fig. 10 are respectively substantially the same as step S101 to step S109 and step S 112 to step S114 in Fig. 3. Moreover, step S315 to step S317 in Fig. 10 are respectively substantially the same as step S215 to step S217 in Fig. 8. Therefore, description of step S301 to step S309 and step S312 to step S317 is to be omitted.

At step S318, following the sensing at step S315 that the strong acceleration G is not caused only to the puncture-occurred wheel with the ignition switch being off, the routine senses i) whether or not a certain air pressure sensor value is outputted from the puncture-occurred wheel only and ii) whether or not a varied air pressure sensor value is outputted from the other tires.

* When Yes at step S318, the routine moves to step S312.
* When No at step S318, the routine moves to step S316.

With the tire air pressure recovering to more than or equal to the warning threshold Tw after sensing the puncture, the routine, in the following state, senses that the picture is repaired by using the puncture repairing agent:

The variation of the tire air pressure of the puncture-occurred wheel is different from the variation of the tire air pressure of the other wheels.

Specifically, at step S318 for sensing the puncture repairing agent use, when a deviation between the following first and second values is more than or equal to the repairing agent use sensing threshold Traus which is determined in view of I) air pressure change attributable to temperature increase and II) air pressure fluctuation attributable to wheel rotation, the routine senses that the puncture is repaired by using the puncture repairing agent:

i) a first value showing a slope of the tire air pressure characteristic approximated by a linear function of the variation of the tire air pressure of the puncture-occurred wheel, and
ii) a second value showing a slope of the tire air pressure characteristic approximated by a linear function of the variation of the tire air pressure of the wheel other than the puncture-occurred wheel.

Then, the operation of the tire air pressure monitoring system 20 is to be set forth, according to the third embodiment.

With the decreased tire air pressure recovering to more than or equal to the puncture warning threshold Tpw after the sensing at step S307 that the puncture is caused, the routine moves from step S308 to step S315. At step S315, the routine senses, with the ignition switch being off, whether or not the strong acceleration G is caused only to the puncture-occurred wheel.

Then, when the strong acceleration G is caused only to the puncture-occurred wheel, the routine moves from step S315 to step S316 → step S317 → step S304. Namely, based on the sensing that the puncture repairing agent is not used (at step S316), the routine turns off the warning lamp 12 (at step S317) and then moves to the ordinary TPMS sensing logic (at step S304).

Meanwhile, when the strong acceleration G is not caused only to the puncture-occurred wheel, the routine moves from step S315 to step S318. At step S318, the routine senses i) whether or not a certain air pressure sensor value is outputted from the puncture-occurred wheel only and ii) whether or not a varied air pressure sensor value is outputted from the other tires. In other words, the routine senses whether or not the puncture is repaired by using the puncture repairing agent.

Then, sensing that i) the certain air pressure sensor value is outputted from the puncture-occurred wheel only and ii) the varied air pressure sensor value is not outputted from the other tires, the routine moves from step S318 to step S316 → step S317 → step S304. Namely, based on the sensing that the puncture repairing agent is not used (at step S316), the routine turns off the warning lamp 12 (at step S317) and then moves to the ordinary TPMS sensing logic (at step S304).
Meanwhile, sensing that i) the certain air pressure sensor value is outputted from the puncture-occurred wheel only and ii) the varied air pressure sensor value is outputted from the other tires, the routine moves from step S318 to step S312 → step S313 → step S314, and repeats step S313 → step S314 unless the tire of the puncture-occurred wheel is changed. Namely, based on the sensing that the puncture is repaired by using the puncture repairing agent (at step S312), the routine continues lighting of the warning lamp 12 (at step S314) unless the tire of the puncture-occurred wheel is changed (at step S313).

In addition, when the tire of the puncture-occurred wheel is changed after the puncture repairing by using the puncture repairing agent, the routine moves from step S313 to step S304, turns off the warning lamp 12 and then moves to the ordinary TPMS sensing logic (at step S304).

**[Principle of tire air pressure monitoring control]**

**[0099]** Meanwhile, sensing that i) the certain air pressure sensor value is outputted from the puncture-occurred wheel only and ii) the varied air pressure sensor value is outputted from the other tires, the routine moves from step S318 to step S312 → step S313 → step S314, and repeats step S313 → step S314 unless the tire of the puncture-occurred wheel is changed. Namely, based on the sensing that the puncture is repaired by using the puncture repairing agent (at step S312), the routine continues lighting of the warning lamp 12 (at step S314) unless the tire of the puncture-occurred wheel is changed (at step S313).

In addition, when the tire of the puncture-occurred wheel is changed after the puncture repairing by using the puncture repairing agent, the routine moves from step S313 to step S304, turns off the warning lamp 12 and then moves to the ordinary TPMS sensing logic (at step S304).

**[0100]** The logic added to the third embodiment is summed up below:

**[0101]** After the puncture occurrence: for sensing the puncture repairing agent use based on the change of the tire air pressure value, the routine compares i) the air pressure sensor value sent from the transmitter of the puncture-occurred wheel with ii) the air pressure sensor value sent from the transmitter of the other tire. When the variation of the air pressure sensor value of the puncture-occurred wheel is different from the variation of the air pressure sensor value of the other wheels, the routine senses that the puncture repairing agent is used.

**[0102]** Based on the decrease rate of the tire air pressure, the routine senses (at step S110) that the puncture repairing agent is used, according to the first embodiment. Meanwhile, the sensing is implemented based on the variation degree of the tire air pressure, according to the third embodiment.

**[0103]** In general, due to the puncture repairing agent use, reliability of the tire air pressure monitoring system cannot be secured. Most causes for the above insecurity include the following:

- The puncture repairing agent blocks the sensor hole of the air pressure sensor unit, thus allowing the transmitter to make a transmission of a certain value which is inherent in the space in the sensor.
- Herein, the tire of the vehicle is to be set forth from the ignition switch off-state to the ignition switch on-state for starting traveling. With the vehicle traveling, the temperature in the tire changes, thereby changing slightly and gradually the volume in the tire. As a result, the air pressure value in the tire will slightly change according to the Boyle-Charles law. Moreover, the air pressure value may slightly change according to the rotary number (speed) of the tire.

**[0104]** When the puncture is repaired by using the puncture repairing agent, the air pressure sensing hole is blocked. With this, as shown in Fig. 11A, i) the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire of the puncture-occurred wheel shows the certain value (left in Fig. 11A), and ii) the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire other than the tire of the puncture-occurred wheel shows a variation, i.e., the variation approximated by a linear function shows a slack increase slope (right in Fig. 11A). Namely, with the air pressure sensing hole blocked, the variation of the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire of the puncture-occurred wheel is different from the variation of the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire other than the tire of the puncture-occurred wheel.

**[0105]** Meanwhile, when the puncture is repaired without using the puncture repairing agent, the air pressure sensing hole is not blocked. With this, as shown in Fig. 11B, each of i) the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire of the puncture-occurred wheel (left in Fig. 11B), and ii) the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire other than the tire of the puncture-occurred wheel (right in Fig. 11B) shows a variation, i.e., the variation approximated by a linear function shows a slack increase slope (right and left in Fig. 11B). Namely, with the air pressure sensing hole not blocked, the variation of the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire of the puncture-occurred wheel is unlikely to be different from the variation of the air pressure sensor value from the transmitter (the sensor unit) mounted to the tire other than the tire of the puncture-occurred wheel.

**[0106]** Therefore, in the vehicular traveling with the ignition switch being on after the puncture occurrence, the routine monitors the variation of the tire air pressure sensor value of the sensor unit from each of i) the tire of the puncture-occurred wheel and ii) the tire other than the tire of the puncture-occurred wheel, thereby distinguishing Fig. 11 A from Fig. 11B. Namely, the routine makes a distinction between: i) the first pattern in which the user blocks the punctured hole by using the puncture repairing agent and ii) the second pattern in which the user blocks the punctured hole by using rubber, putty and the like instead of the puncture repairing agent.

**[0107]** Herein, for sensing the difference in the variation, the routine takes the following method:

Instead of digitizing the variation per se, measuring the deviation between the following two:

Left in Fig. 11 A: i) the first value showing the slope of the tire air pressure characteristic approximated by the linear function of the variation of the puncture-occurred wheel, and
Right in Fig. 11A: ii) the second value showing the slope of the tire air pressure characteristic approximated by the linear function of the variation of the wheel other than the puncture-occurred wheel.

The variation is caused, as set forth above, by the tire temperature or the wheel rotation. Thereby, the puncture repairing agent use sensing threshold \( \text{T}^{\text{aus}} \) of the deviation is determined in view of i) the air pressure change attributable to temperature increase and ii) the air pressure fluctuation attributable to wheel rotation.

Other principles according to the third embodiment are substantially the same as those according to the first embodiment.

(Effect)

[0108] Then, effects of the tire air pressure monitoring system 20 are to be set forth, according to the third embodiment. The tire air pressure monitoring system 20 according to the third embodiment can bring about the following effects in addition to (1), (3), (4) and (5) according to the first embodiment and (6) and (7) according to the second embodiment.

(8) The puncture repairing agent use sensor (step S318), in the following state, senses that the puncture is repaired by using the puncture repairing agent: a fourth state where the tire air pressure recovers to more than or equal to the warning threshold after the puncture is sensed, and a variation of the tire air pressure of the puncture-occurred wheel is different from a variation of the tire air pressure of a wheel other than the puncture-occurred wheel, when the vehicle is traveling after the recovery of the tire air pressure.

With this, when the air pressure sensing hole is blocked at the puncture repairing by using the puncture repairing agent, the sensing of the puncture repairing agent use can be accurately implemented.

(9) The puncture repairing agent use sensor (step S318) senses, in the following state, that the puncture is repaired by using the puncture repairing agent: a fifth state where a deviation between the following values is more than or equal to the repairing agent use sensing threshold which is determined in view of i) an air pressure change attributable to a temperature increase and ii) an air pressure fluctuation with a wheel rotation: i) a first value showing a slope of a tire air pressure characteristic approximated by a linear function of the variation of the tire air pressure of the puncture-occurred wheel, and ii) a second value showing a slope of a tire air pressure characteristic approximated by a linear function of the variation of the tire air pressure of the wheel other than the puncture-occurred wheel.

With this, though each of i) the air pressure change attributable to temperature increase and ii) the air pressure fluctuation attributable to wheel rotation is varied with the traveling state in the sensing, the sensing of the puncture repairing agent use can be accurately implemented.

[Fourth embodiment]

[0111] Instead of sensing the puncture repairing agent use by the control ECU 10 according to the first embodiment to the third embodiment, the above sensing is implemented by each of the sensor units 1, 2, 3, 4 according to the fourth embodiment.

(Structure)

[0112] First, the structure of the tire air pressure monitoring system 20 is to be set forth. The entire system structure and the control block structure according to the fourth embodiment are, however, respectively like those in Fig. 1 and Fig. 2 according to the first embodiment. Therefore, repeated drawings and descriptions are to be omitted. In addition, according to the fourth embodiment, the logic for sensing the puncture repairing agent use is set in the sensor controller (ASIC) 27 in the sensor units 1, 2, 3, 4.

[0113] Fig. 12 is a flow chart of the tire air pressure monitoring control operations implemented by the control ECU 10, according to the fourth embodiment. Each step is to be set forth hereinafter. Hereinafter, step S401 to step S409 and step S411 to step S414 in Fig. 12 are respectively substantially the same as step S101 to step S109 and step S111 to step S114 in Fig. 3. Therefore, description of step S401 to step S409 and step S411 to step S414 is to be omitted.

At step S415, following the sensing at step S408 that the tire air pressure recovered to more than or equal to the puncture warning threshold \( \text{T}_{\text{pw}} \), the routine senses whether or not the transmission from the sensor unit of the puncture-occurred wheel is stopped or whether or not the repairing agent use information is received.

* When Yes at step S415, the routine moves to step S412.
* When No at step S415, the routine moves to step S411.
That is, each of the sensor units 1, 2, 3, 4 has a puncture repairing agent use sensor for sensing the puncture repairing agent use based on the tire air pressure measured by the air pressure sensor 22. Then, when the puncture repairing agent use sensor senses the puncture repairing agent use, the routine stops transmission of the tire air pressure information which is to be transmitted at a certain frequency, or transmits information on the repairing agent use. In addition, the puncture repairing agent use sensor in each of the sensor units 1, 2, 3, 4 may be the sensor according to any of the first, second and third embodiments.

0115 Then, the operation of the tire air pressure monitoring system 20 is to be set forth, according to the fourth embodiment.

(Operation of tire air pressure monitoring control)

0116 With the decreased tire air pressure recovering to more than or equal to the puncture warning threshold Tpw after the sensing at step S407 that the puncture is caused, the routine moves from step S408 to step S415. At step S415, the routine senses whether or not the transmission from the sensor unit 1, 2, 3, 4 of the puncture-occurred wheel is stopped or whether or not the repairing agent use information is received. In other words, the routine senses whether or not the puncture is repaired by using the puncture repairing agent.

0117 Then, when the transmission from the sensor unit 1, 2, 3, 4 of the puncture-occurred wheel is not stopped or the repairing agent use information is not received, the routine moves from step S415 to step S411 → step S404. Namely, based on the sensing that the puncture repairing agent is not used (at step S411), the routine moves to the ordinary TPMS sensing logic (at step S404).

0118 Meanwhile, when the transmission from the sensor unit 1, 2, 3, 4 of the puncture-occurred wheel is stopped or the repairing agent use information is received, the routine moves from step S415 to step S412 → step S413 → step S414. In this case, unless the tire of the puncture-occurred wheel is changed, the routine repeats movement from step S413 → step S414. Namely, based on the sensing that the puncture is repaired by using the puncture repairing agent (at step S412), the routine continues lighting of the warning lamp 12 (at step S414) unless the tire is changed (at step S413). In addition, after the puncture repairing by using the puncture repairing agent, when the tire of the puncture-occurred wheel is changed, the routine moves from step S413 step S404, turns off the warning lamp 12 and then moves to the ordinary TPMS sensing logic (at step S404).

[Principle of tire air pressure monitoring control]

0119 The logic of the fourth embodiment is summed up below:
0120 According to the first embodiment to the third embodiment, it is the control ECU 10 that senses whether or not the puncture repairing agent is used. According to the fourth embodiment, however, it is the sensor units 1, 2, 3, 4 that senses whether or not the puncture repairing agent is used.

0121 With the tire air pressure monitoring system 20 according to the fourth embodiment, when the sensor unit 1, 2, 3, 4 mounted to the puncture-occurred wheel senses the puncture repairing agent use, the routine is so configured as to stop transmission of the tire air pressure information or transmit the repairing agent use information. Meanwhile, when the tire air pressure recovers to more than or equal to the puncture warning threshold Tpw (at step S408) after the puncture sensing, the control ECU 10 side continues lighting of the warning lamp 12 (at step S414) in the following state: the transmission of the tire air pressure information from the sensor unit 1, 2, 3, 4 is stopped or the repairing agent use information is received (at step S415). With this, after the puncture is repaired by using the puncture repairing agent, the tire air pressure monitoring system 20 according to the fourth embodiment, like the first embodiment, can inform the vehicular occupant of a possible decrease in the tire air pressure.

0122 Moreover, when the sensor unit 1, 2, 3, 4 side has both of i) the puncture sensing function and ii) the puncture repairing agent use sensing function, and is so made as to stop the transmission from the sensor unit 1, 2, 3, 4 of the puncture-occurred wheel at the sensing of the puncture repairing agent use, the control ECU has an effect that the logic is in no need of changing from the status quo.

That is, with the present tire air pressure monitoring system, when the sensor unit 1, 2, 3, 4 does not send signals for a certain time, the routine ordinarily lights the warning lamp 12 as system failure. Therefore, stopping the transmission from the sensor unit 1, 2, 3, 4 of the puncture-occurred wheel can light the warning lamp 12 when the puncture is repaired by using the puncture repairing agent.

0123 Furthermore, when the sensor unit 1, 2, 3, 4 side has the puncture repairing agent use sensing function and the information such as “puncture repairing agent is used” and the like is transmitted from the sensor unit 1, 2, 3, 4 of the puncture-occurred wheel to the control ECU 10, it is not necessary to shorten the frequency of transmitting signals from the sensor unit 1, 2, 3, 4 to the control ECU 10 or to increase the number of transmissions, thereby saving consumption of the battery of the sensor unit 1, 2, 3, 4.
That is, during the vehicle stop, the present tire air pressure monitoring system elongates the frequency of transmitting signals to the control ECU for saving the battery. On the contrary, with the tire air pressure decrease sensed according to the fourth embodiment, the transmission frequency is shortened, thereby promptly sensing the puncture or the puncture repairing agent use, like the first embodiment. The sensor unit 1, 2, 3, 4 per se, however, has the following operations: i) sensing the puncture repairing agent use, and ii) transmitting to the control ECU 10 the information such as "puncture repairing agent is used" when the ignition switch is on. With this, once the control ECU 10 side receives the repairing agent use information, it not necessary to shorten the frequency of transmitting signals from the sensor unit 1, 2, 3, 4 to the control ECU 10.

[0124] Herein, when i) the sensor unit side has both of the puncture sensing function and the puncture repairing agent use sensing function and ii) the control ECU is totally free of changing the logic from the status quo, the following occasion may occur:

When the dealer changes the tire after the puncture repairing agent is used, changing the tire without changing the sensor unit continues the warning, despite the above tire change.

However, once the puncture repairing agent is used, the reliability of the sensor unit cannot be completely secured. Therefore, replacing the sensor unit is indispensable. With this, unless the sensor unit is replaced, continuing the warning is proper. In a nutshell, the above occasion causes no problem.

Other principles according to the fourth embodiment are substantially the same as those according to the first embodiment.

(Effect)

[0125] Then, effects of the tire air pressure monitoring system 20 are to be set forth, according to the fourth embodiment. The tire air pressure monitoring system 20 according to the fourth embodiment can bring about the following effects in addition to (1) and (3) according to the first embodiment.

[0126] (10) The sensor unit includes the puncture repairing agent use sensor configured to sense the puncture repairing agent use based on the tire air pressure measured by the air pressure sensor.

With this, the following effects are bought about:

i) The logic is in no need of changing from the status quo, and
ii) When the puncture is repaired by using the puncture repairing agent in such a manner as to save consumption of the battery of the sensor unit 1, 2, 3, 4, the vehicular occupant can be informed thereafter of a possible decrease in the tire air pressure.

[0127] (11) When the puncture repairing agent use sensor senses the puncture repairing agent use, the sensor unit stops transmitting a piece of tire air pressure information or transmits a piece of repairing agent use information, and when the tire air pressure recovers (step S408) to more than or equal to the warning threshold after the puncture is sensed (step S407), the tire air pressure monitoring controller is configured to continue the warning (step S414), in one of the following states: i) a sixth state where the transmission of the tire air pressure information from the sensor unit is stopped (step S415), and ii) a seventh state where the repairing agent use information is received (step S415).

With this, the easy logic omitting from the control ECU 10 side the puncture repairing agent use sensing can inform the vehicular occupant of the puncture repairing using the puncture repairing agent

[Fifth embodiment]

[0128] The puncture sensing threshold Ts and the repairing agent use sensing threshold Traus are changed based on the tire temperature information, according to the fifth embodiment.

(Structure)

[0129] First, the structure of the tire air pressure monitoring system 20 is to be set forth. The entire system structure and the control block structure according to the fifth embodiment are, however, respectively like those in Fig. 1 and Fig. 2 according to the first embodiment. Therefore, repeated drawings and descriptions are to be omitted.

Fig. 13 is a flow chart of the tire air pressure monitoring control operations implemented by the control ECU 10, according to the fifth embodiment. Each step is to be set forth hereinafter. Hereinafter, step S501 to step S510 and step S512 to step S514 in Fig. 13 are respectively substantially the same as step S101 1 to step S110 and step S112 to step S114 in Fig. 3. Moreover, step S515 to step S518 in Fig. 13 are respectively substantially the same as step S315 to step S318 in Fig. 10. Therefore, description of step S501 to step S510, step S512 to step S514 and step S515 to step S518 is to be omitted.
At step S500, the control operation is started with pieces of information received from each of the sensor units 1, 2, 3, 4. Then, based on the tire temperature information of the thus received pieces of information, the routine sets the puncture sensing threshold \( T_s \) showing the decrease rate of the tire air pressure for sensing the puncture. Then, the routine moves to step S501.

At step S519, following the sensing at step S515 sensing that the strong acceleration \( G \) is not caused only to the puncture-occurred wheel with the ignition switch being off, the routine sets the repairing agent use sensing threshold \( T_{ras} \) (showing the decrease rate of the tire air pressure for sensing the puncture repairing agent use) based on the tire temperature information of the thus received pieces of information from each of the sensor units 1, 2, 3, 4. Then, the routine moves to step S510.

Then, the operation of the tire air pressure monitoring system 20 is to be set forth, according to the fifth embodiment (Operation of tire air pressure monitoring control)

First, the puncture sensing is to be set forth. In the flow chart of Fig. 13, the routine moves from step S500 \( \rightarrow \) step S501. At step S500, the routine sets the puncture sensing threshold \( T_s \) based on the tire temperature. At step S501, when the value showing the decrease rate of the tire air pressure is more or equal to the puncture sensing threshold \( T_s \) set at step S500, the routine senses that the puncture is highly possible, then moves to step S505. Then, with the tire air pressure less than or equal to the puncture warning threshold \( T_{pw} \) at step S505, the routine moves to step S507, sensing the puncture occurrence.

Then, the puncture repairing agent use sensing is to be set forth. With the decreased tire air pressure recovering to more or equal to the puncture warning threshold \( T_{pw} \) value after the sensing at step S507 that the puncture is caused, and the strong acceleration \( G \) is not caused only to the puncture-occurred wheel, the routine moves from step S507 to step S508 \( \rightarrow \) step S515 \( \rightarrow \) step S519 \( \rightarrow \) step S510 in the flow chart of Fig. 13. At step S519, the routine sets the repairing agent use sensing threshold \( T_{ras} \) based on the tire temperature. At step S510, the routine monitors the change in the tire air pressure after the recovery of the tire air pressure, to thereby sense whether or not the value showing the decrease rate of the tire air pressure is more than or equal to the repairing agent use sensing threshold \( T_{ras} \) which was set based on the tire temperature at step S519. Then, at step S510, when the value showing the decrease rate of the tire air pressure is less than the repairing agent use sensing threshold \( T_{ras} \), the routine moves from step S510 to step S512, to thereby sense that the puncture is repaired by using the puncture repairing agent.

First, a method of correcting the puncture sensing threshold \( T_s \) based on the tire temperature is to be set forth. Ordinary, the Boyle–Charles law shows temperature relative to air pressure in the following expression.

\[
PV = nRT \quad \text{..... (1)}
\]

\( P \): pressure
\( V \): volume (volume in tire is substantially constant)
\( n \): Mol (constant in a closed space, e.g., in tire)
\( R \): constant
\( T \): absolute temperature (Celsius temperature + 273.15)

Thus, in the tire, the expression (1) can be simplified to \( P \approx kT \) (\( k \): constant).

For easier calculation, such a logic is premised that the puncture repairing agent use sensing threshold \( T_{ras} \) is defined as 10% decrease in air pressure per hour. For example, the premises is so made that the temperature in the tire is rapidly decreased due to stop of the vehicle from traveling (decreased from 77° C to 27° C per hour). In this case, the absolute temperature drops from 350° C to
300° C. Being substantially proportional to the absolute temperature, the tire air pressure theoretically decreases by 
(50/350) ≈ 14 % per hour, without the puncture.
As a result, without correcting the threshold based on temperature, the puncture repairing agent use is likely to be 
erroneously sensed.

[0137] On the contrary, in terms of a basic method of correcting the threshold in the above example (absolute tem-
perature decreased from 350° C to 300° C), the threshold is to be changed in the following expression.
Herein, the repairing agent use sensing threshold Traus at a constant temperature as the premise is set to 0.9 (= 
on ordinarily, 10 % air pressure decrease per hour).

\[
100 - \{(300/350) \times 0.9\} \times 100 \approx 23 \%
\]

Thus, with the temperature in the tire decreased from 77° C to 27° C per hour, the tire air pressure decrease more than 
or equal to 23 % per hour is defined as the threshold. Namely, the repairing agent use sensing threshold Traus is changed 
from 10 % 23 % at a constant temperature.

Other principles according to the fifth embodiment are substantially the same as those according to the first, second 
and third embodiments.

(Effect)

[0138] Then, effects of the tire air pressure monitoring system 20 are to be set forth, according to the fifth embodiment
[0139] The tire air pressure monitoring system 20 according to the fifth embodiment can bring about the following 
effects in addition to those according to the first, second, third and fourth embodiments.
[0140] (12) Based on a piece of tire temperature information, the puncture sensor (step S501) sets the puncture 
sensing threshold showing the decrease rate of the tire air pressure for sensing the puncture.
With this, the puncture sensing can be implemented accurately irrespective of the tire temperature change in the above 
sensing.
[0141] (13) Based on a piece of tire temperature information, the puncture repairing agent use sensor (step S501) 
sets the repairing agent use sensing threshold showing the decrease rate of the tire air pressure for sensing the puncture 
repairing agent use.
With this, the puncture repairing agent use sensing can be implemented accurately irrespective of the tire temperature 
change in the above sensing.
[0142] The tire air pressure monitoring system 20 has been set forth according to the first embodiment to the fifth 
embodiment of the present invention. The present invention is, however, not limited to the above embodiments. Namely, 
change, addition and the like of design are allowed within the scope of the present invention.
[0143] The puncture sensing and the puncture repairing agent use sensing are implemented by the tire air pressure 
monitoring controller (the control ECU 10), according to the first, second, third and fifth embodiments. Meanwhile, the 
puncture repairing agent use sensing is implemented by the sensor units 1, 2, 3, 4 and the puncture sensing is implemented 
by the tire air pressure monitoring controller (the control ECU 10), according to the fourth embodiment. The present 
invention is, however, not limited to the above. Both of the puncture sensing and the puncture repairing agent use sensing 
may be implemented by the sensor units 1, 2, 3, 4. Or a puncture sensing signal may be inputted from other control 
system. In a nutshell, any other tire air pressure monitoring system including the following structural elements 1) and 2) 
and the following operation is within the scope of the present invention:

1) a puncture sensor for sensing puncture of each tire, and
2) a puncture repairing agent use sensor for sensing, after the puncture sensing, whether or not the puncture is 
repaired by using a puncture repairing agent

Operation: with the punctured tire sensed to be repaired by using the puncture repairing agent, a tire air pressure 
monitoring controller continues warning even though a tire air pressure value from an air pressure sensor is in a normal 
state.
[0144] According to the first to fifth embodiments, the tire air pressure monitoring system 20 is applied to the engine 
vehicle. The tire air pressure monitoring system 20 is, however, also applicable to a hybrid vehicle, an electric vehicle, 
a fuel cell vehicle and the like.
in Japan). The entire contents of the Japanese Patent Application No. P2006-017180 from which priority is claimed are 
incorporated herein by reference, in order to take some protection against translation errors or omitted portions.
The scope of the present invention is defined with reference to the following claims.

Claims

1. A tire air pressure monitoring system (20), comprising:
   1) a sensor unit (1, 2, 3, 4) configured to be mounted to each tire (13, 14, 15, 16) of a vehicle (21) and including:
      i) an air pressure sensor (22) configured to output a tire air pressure, and
      ii) a transmitter (25) configured to transmit a radio wave;
   2) a receiver (9) configured to receive the radio wave transmitted from the sensor unit (1,2,3,4);
   3) a tire air pressure monitoring controller (10) configured to warn a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold (Tw, Tpw),

   the tire air pressure monitoring system (1, 2, 3, 4, 10) further comprising:
   4) a puncture sensor ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]) configured to sense a puncture of the tire (13, 14, 15, 16), and
   5) a puncture repairing agent use sensor ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412, S415], [S510, S512, S515, S518, S519]) configured to sense whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]),

   wherein when the puncture repairing agent use sensor ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412, S415], [S510, S512, S515, S518, S519]) senses that the punctured tire (13, 14, 15, 16) is repaired by using the puncture repairing agent, the tire air pressure monitoring controller (10) continues the warning (S114, S214, S314, S414, S514) even though the tire air pressure from the air pressure sensor (22) is normal.

2. The tire air pressure monitoring system (20) as claimed in claim 1, wherein
the puncture repairing agent use sensor ([S 110, S 112], [S210, S212, S215], [S310, S312, S315, S318], [S412, S415], [S510, S512, S515, S518, S519]) senses, in the following state, that the tire (13, 14,15, 16) is punctured:
   a second state where
      i) the value showing the decrease rate of the tire air pressure shows a decrease more than or equal to a puncture sensing threshold (Ts) (S101, S201, S301, S401, S501), and
      ii) the tire air pressure shows less than or equal to a puncture warning threshold (Tpw) (S105, S205, S305, S405, S505).

3. The tire air pressure monitoring system (20) as claimed in one of claim 1 and claim 2, wherein
the puncture sensor ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]) senses, in the following state, that the tire (13, 14,15, 16) is punctured:
   a second state where
      i) the value showing the decrease rate of the tire air pressure shows a decrease more than or equal to a puncture sensing threshold (Ts) (S101, S201, S301, S401, S501), and
      ii) the tire air pressure shows less than or equal to a puncture warning threshold (Tpw) (S105, S205, S305, S405, S505).

4. The tire air pressure monitoring system (20) as claimed in any one of claim 1 to claim 3, wherein
with the tire air pressure decreased, the sensor unit (1, 2, 3, 4) transmits at least once a piece of tire air pressure information from the air pressure sensor (22) to the tire air pressure monitoring controller (10), the tire air pressure monitoring controller (10) includes:
i) the puncture sensor (10A: S107, S207, S307, S507) configured to sense the puncture based on the tire air pressure information transmitted from the sensor unit (1, 2, 3, 4), and
ii) the puncture repairing agent use sensor (10B: [S110, S112], [S210, S212, S215], [S312, S315, S318], [S510, S512, S515, S518, S519]) configured to sense the puncture repairing agent use.

5. The tire air pressure monitoring system (20) as claimed in claim 4, wherein when the value showing the decrease rate of the tire air pressure is larger, the sensor unit (1, 2, 3, 4) shortens a frequency of transmitting to the tire air pressure monitoring controller (10) the tire air pressure information from the air pressure sensor (22).

6. The tire air pressure monitoring system (20) as claimed in any one of claim 1 to claim 5, wherein the puncture repairing agent use sensor ([S210, S212, S215], [S312, S315, S318], [S510, S512, S515, S518, S519]), in the following state, senses that the puncture is repaired without using the puncture repairing agent:
   a third state where
   i) the tire air pressure recovers (S208, S308, S508) to more than or equal to the warning threshold (Tw, Tpw) after the puncture is sensed (S207, S307, S507), and
   ii) the tire (13, 14, 15, 16) is dismounted in a stop of the vehicle (21) after the recovery (S208, S308, S508) of the tire air pressure.

7. The tire air pressure monitoring system (20) as claimed in claim 6, wherein monitoring an acceleration signal from the air pressure sensor (22) mounted to the each tire (13, 14, 15, 16), the puncture repairing agent use sensor ([S210, S212, S215], [S312, S315, S318], [S510, S512, S515, S518, S519]) senses a vibration caused to the each tire (13, 14, 15, 16), and when the acceleration more than or equal to an acceleration threshold (Tacc) is caused only to a puncture-occurred wheel, the puncture repairing agent use sensor ([S210, S212, S215], [S312, S315, S318], [S510, S512, S515, S518, S519]) senses that the tire (13, 14, 15, 16) is dismounted.

8. The tire air pressure monitoring system (20) as claimed in any one of claim 1 to claim 7, wherein the puncture repairing agent use sensor ([S312, S315, S318], [S510, S512, S515, S518, S519]) senses, in the following state, that the puncture is repaired by using the puncture repairing agent:
   a fourth state where
   the tire air pressure recovers (S308, S508) to more than or equal to the warning threshold (Tw, Tpw) after the puncture is sensed (S307, S507), and
   a variation of the tire air pressure of the puncture-occurred wheel is different from a variation of the tire air pressure of a wheel other than the puncture-occurred wheel, when the vehicle (21) is traveling after the recovery (S308, S508) of the tire air pressure.

9. The tire air pressure monitoring system (20) as claimed in claim 8, wherein the puncture repairing agent use sensor ([S312, S315, S318], [S510, S512, S515, S518, S519]) senses, in the following state, that the puncture is repaired by using the puncture repairing agent:
   a fifth state where
   a deviation between the following values is more than or equal to the repairing agent use sensing threshold (Traus) which is determined in view of I) an air pressure change attributable to a temperature increase and II) an air pressure fluctuation with a wheel rotation:
   i) a first value showing a slope of a tire air pressure characteristic approximated by a linear function of the variation of the tire air pressure of the puncture-occurred wheel, and
   ii) a second value showing a slope of a tire air pressure characteristic approximated by a linear function of the variation of the tire air pressure of the wheel other than the puncture-occurred wheel.

10. The tire air pressure monitoring system (20) as claimed in one of claim 1 and claim 3, wherein the sensor unit (1,2,3,4) includes the puncture repairing agent use sensor ([S412, S415], [S510, S512, S515, S518, S519]) configured to sense the puncture repairing agent use based on the tire air pressure measured by the air pressure sensor (22).

11. The tire air pressure monitoring system (20) as claimed in claim 10, wherein
when the puncture repairing agent use sensor ([S412, S415], [S510, S512, S515, S518, S519]) senses the puncture
repairing agent use, the sensor unit (1, 2, 3, 4) stops transmitting a piece of tire air pressure information or transmits
a piece of repairing agent use information, and
when the tire air pressure recovers (S408, S508) to more than or equal to the warning threshold (Tw, Tpw) after the
puncture is sensed ([S405, S407], [S500, S501, S505, S507]), the tire air pressure monitoring controller (10) is
configured to continue the warning (S414), in one of the following states:
   i) a sixth state where the transmission of the tire air pressure information from the sensor unit (1, 2, 3, 4) is
      stopped (S415), and
   ii) a seventh state where the repairing agent use information is received (S415).

12. The tire air pressure monitoring system (20) as claimed in any one of claim 1 to claim 11, wherein
based on a piece of tire temperature information, the puncture sensor (S500, S501, S505, S507) sets the puncture
sensing threshold (Ts) showing the decrease rate of the tire air pressure for sensing the puncture.

13. The tire air pressure monitoring system (20) as claimed in any one of claim 1 to claim 12, wherein
based on a piece of tire temperature information, the puncture repairing agent use sensor (S510, S512, S515, S518,
S519) sets the repairing agent use sensing threshold (Traus) showing the decrease rate of the tire air pressure for
sensing the puncture repairing agent use.

14. A method of monitoring-controlling a tire air pressure, comprising:
   1) sensing (1, 2, 3, 4) the tire air pressure, including the following sub-operations:
      i) outputting (22) the tire air pressure, and
      ii) transmitting (25) a radio wave;
   2) a receiving (9) the radio wave transmitted from the transmitting (25);
   3) monitoring-controlling (10) to warn a vehicular occupant of a tire air pressure decrease when the tire air
      pressure is less than or equal to a warning threshold (Tw, Tpw),
   the monitoring-controlling ([1, 2, 3, 4], 10) further comprising:
   4) puncture sensing ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]) for
      sensing a puncture of a tire (13, 14, 15, 16), and
   5) puncture repairing agent use sensing ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412, S415],
      [S510, S512, S515, S518, S519]) for sensing whether or not the puncture is repaired by using a puncture
      repairing agent after the puncture sensing ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500,
      S501, S505, S507]),
   wherein
when the puncture repairing agent use sensing ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412,
S415], [S510,S512, S515, S518, S519]) senses that the punctured tire (13, 14, 15, 16) is repaired by using the
puncture repairing agent, the monitoring-controlling (10) continues the warning (S114, S214, S314, S414, S514)
even though the tire air pressure from the outputting (22) is normal.

15. A tire air pressure monitoring system (20), comprising:
   1) sensing means (1, 2, 3, 4) mounted to each tire (13, 14, 15,16) of a vehicle (21) and including:
      i) air pressure sensing means (22) for outputting a tire air pressure, and
      ii) transmitting means (25) for transmitting a radio wave;
   2) receiving means (9) for receiving the radio wave transmitted from the sensing means (1,2,3,4);
   3) monitoring-controlling means (10) for warning a vehicular occupant of a tire air pressure decrease when the
      tire air pressure is less than or equal to a warning threshold (Tw, Tpw),
   the tire air pressure monitoring system ([1, 2, 3, 4], 10) further comprising:
4) puncture sensing means ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]) for sensing a puncture of the tire (13, 14, 15, 16), and
5) puncture repairing agent use sensing means ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412, S415], [S510, S512, S515, S518, S519]) for sensing whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]).

wherein
when the puncture repairing agent use sensing means ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412, S415], [S510, S512, S515, S518, S519]) senses that the punctured tire (13, 14, 15, 16) is repaired by using the puncture repairing agent, the monitoring-controlling means (10) continues the warning (S114, S214, S314, S414, S514) even though the tire air pressure from the air pressure sensing means (22) is normal.

16. A tire air pressure monitoring system (20), comprising:

1) a sensor unit (1, 2, 3, 4) configured to be mounted to each tire (13, 14, 15, 16) of a vehicle (21) and including:
   i) an air pressure sensor (22) configured to output a tire air pressure, and
   ii) a transmitter (25) configured to transmit a radio wave; and
2) a receiver (9) configured to receive the radio wave transmitted from the sensor unit (1, 2, 3, 4);

wherein
the tire air pressure monitoring system (20) is configured to warn a vehicular occupant of a tire air pressure decrease when the tire air pressure is less than or equal to a warning threshold (Tw, Tpw), and
in a case that a puncture is sensed to occur to the tire (13, 14, 15, 16):

when the punctured tire (13, 14, 15, 16) is sensed to be repaired by using a puncture repairing agent, the tire air pressure monitoring system (20) continues the warning even though the tire air pressure from the air pressure sensor (22) is normal.

17. A tire air pressure sensor unit (1, 2, 3, 4) configured to be mounted to each tire (13, 14, 15, 16) of a vehicle (21) and including an air pressure sensor (22) and a transmitter (25), the tire air pressure sensor unit (1, 2, 3, 4) comprising:

1) a puncture sensor ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]) configured to sense a puncture of the tire (13, 14, 15, 16), and
2) a puncture repairing agent use sensor ([S110, S112], [S210, S212, S215], [S312, S315, S318], [S412, S415], [S510, S512, S515, S518, S519]) configured to sense whether or not the puncture is repaired by using a puncture repairing agent after the puncture is sensed ([S105, S107], [S205, S207], [S305, S307], [S405, S407], [S500, S501, S505, S507]),

wherein
when the punctured tire (13, 14, 15, 16) is sensed to be repaired by using the puncture repairing agent, the tire air pressure sensor unit (1, 2, 3, 4) stops transmitting a piece of tire air pressure information or transmits a piece of repairing agent use information.
FIG. 3

START

TIRE AIR PRESSURE IS DECREASED: DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO PUNCTURE SENSING THRESHOLD Ts?

YES

S101

NO

SENSING AN ORDINARY AIR PRESSURE DECREASE

S102

S103

PUNCTURE NOT OCCUR: PUNCTURE REPAIRING AGENT NOT USED

AIR PRESSURE LESS THAN OR EQUAL TO PUNCTURE WARNING THRESHOLD Tpw?

YES

S105

NO

AIR PRESSURE ADJUSTED BY USER

S106

SENSING PUNCTURE OCCURRENCE

S107

CONTINUE TO LIGHT WARNING LAMP 12

S109

NO

YES

PUNCTURE REPAIRING AGENT NOT USED

S111

NO

PUNCTURE REPAIRING AGENT USED

S112

TO AN ORDINARY TPMS SENSING LOGIC

S104

TIRE CHANGED?

YES

S113

NO

CONTINUE TO LIGHT WARNING LAMP 12

S114
FIG. 4A

I

WHEEL

AIR PRESSURE SENSOR

ORDINARY STATE (TIRE CROSS SECTION)

FIG. 4B

II

WHEEL

PUNCTURE OCCUR, PUNCTURE REPAIRING AGENT USED (TIRE CROSS SECTION)

FIG. 4C

WHEEL

PUNCTURE OCCUR, PUNCTURE REPAIRING AGENT USED, THEN TIRE AIR PRESSURE DECREASED (TIRE CROSS SECTION)

FIG. 5

TIRE AIR PRESSURE

TIME

I

II

III

IV

V

Ts

27
FIG. 8

START

S201 TIRE AIR PRESSURE IS DECREASED; DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO PUNCTURE SENSING THRESHOLD Ts? 

NO S202 SENSING AN ORDINARY AIR PRESSURE DECREASE

S203 PUNCTURE NOT OCCUR; PUNCTURE REPAIRING AGENT NOT USED

AIR PRESSURE LESS THAN OR EQUAL TO PUNCTURE WARNING THRESHOLD Tpw?

NO S206 AIR PRESSURE ADJUSTED BY USER

YES S205 SENSING PUNCTURE OCCURRENCE

S208 AIR PRESSURE VALUE RECOVERING TO MORE THAN OR EQUAL TO PUNCTURE WARNING THRESHOLD Tpw?

NO S209 CONTINUE TO LIGHT WARNING LAMP 12

YES S215 WITH IGNITION BEING OFF, STRONG ACCELERATION G CAUSED ONLY TO PUNCTURE OCCURRED WHEEL?

NO S208

YES S210 TIRE AIR PRESSURE IS DECREASED; DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO REPAIRING AGENT USE SENSING THRESHOLD Traus?

NO S212 S216 PUNCTURE REPAIRING AGENT NOT USED

YES S217 TURN OFF WARNING LAMP 12

TO AN ORDINARY TPMS SENSING LOGIC

S204 S213 TIRE CHANGED?

NO S214 CONTINUE TO LIGHT WARNING LAMP 12
FIG. 9A

OUTPUT FROM A TRANSMITTER MOUNTED TO A TIRE OF PUNCTURE-OCCURRED WHEEL

FIG. 9B

OUTPUT FROM A TRANSMITTER MOUNTED TO A TIRE OF PUNCTURE-OCCURRED WHEEL
FIG. 11A

- AIR PRESSURE SENSOR VALUE vs. OUTPUT FROM A TRANSMITTER MOUNTED TO A TIRE OF PUNCTURE-occurred wheel
- AIR PRESSURE SENSOR VALUE vs. OUTPUT FROM A TRANSMITTER MOUNTED TO OTHER TIRE

FIG. 11B

- AIR PRESSURE SENSOR VALUE vs. OUTPUT FROM A TRANSMITTER MOUNTED TO A TIRE OF PUNCTURE-occurred wheel
- AIR PRESSURE SENSOR VALUE vs. OUTPUT FROM A TRANSMITTER MOUNTED TO OTHER TIRE

Certain value
FIG. 12

START

TIRE AIR PRESSURE IS DECREASED: DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO PUNCTURE SENSING THRESHOLD Ts?

YES

SENSING AN ORDINARY AIR PRESSURE DECREASE

NO

S402

S403

PUNCTURE NOT OCCURED: PUNCTURE REPAIRING AGENT NOT USED

AIR PRESSURE LESS THAN OR EQUAL TO PUNCTURE WARNING THRESHOLD Tpw?

YES

SENSING PUNCTURE OCCURRENCE

NO

AIR PRESSURE ADJUSTED BY USER

S406

CONTINUE TO LIGHT WARNING LAMP 12

S409

TRANSMISSION STOPPED? OR REPAIRING AGENT USE INFORMATION RECEIVED?

YES

S415

NO

PUNCTURE REPAIRING AGENT NOT USED

S411

TO AN ORDINARY TPMS SENSING LOGIC

S404

TIRE CHANGED?

YES

S413

NO

CONTINUE TO LIGHT WARNING LAMP 12

S414

PUNCTURE REPAIRING AGENT USED

S412
FIG. 13

1. START

2. SET PUNCTURE SENSING THRESHOLD TS BASED ON TIRE TEMPERATURE

3. TIRE AIR PRESSURE IS DECREASED; DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO PUNCTURE SENSING THRESHOLD Ts?

   - YES
     - S505
     - AIR PRESSURE LESS THAN OR EQUAL TO PUNCTURE WARNING THRESHOLD Tpw?
       - NO
       - S508
       - AIR PRESSURE VALUE RECOVERING TO MORE THAN OR EQUAL TO PUNCTURE WARNING THRESHOLD Tpw?
         - NO
         - S509
         - CONTINUE TO LIGHT WARNING LAMP 12
       - YES
       - S510
       - TIRE AIR PRESSURE IS DECREASED; DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO PUNCTURE SENSING THRESHOLD TS?
         - NO
         - S512
         - PUNCTURE REPAIRING AGENT NOT USED
         - S513
         - TIRE CHANGED?
           - NO
           - S514
           - CONTINUE TO LIGHT WARNING LAMP 12
         - YES
         - S518
         - A CERTAIN VALUE IS OUTPUTTED FROM A TRANSMITTER OF PUNCTURE OCCURRED WHEEL ONLY A VARIED VALUE OUTPUTTED FROM OTHER WHEELS?
           - NO
           - S504
           - TURN OFF WARNING LAMP 12
           - S506
           - PUNCTURE REPAIRING AGENT NOT USED
         - YES
         - S515
         - WITH IGNITION BEING OFF, STRONG ACCELERATION G CAUSED ONLY TO PUNCTURE OCCURRED WHEEL?
           - NO
           - S519
           - SET REPAIRING AGENT USE SENSING THRESHOLD Ts BASED ON TIRE TEMPERATURE
           - S507
           - SENSING PUNCTURE OCCURRENCE
           - S502
           - SENSING AN ORDINARY AIR PRESSURE DECREASE
           - S503
           - PUNCTURE NOT OCCURRED, PUNCTURE REPAIRING AGENT NOT USED
           - S501
           - TIRE AIR PRESSURE IS DECREASED; DECREASE RATE OF TIRE AIR PRESSURE MORE THAN OR EQUAL TO PUNCTURE SENSING THRESHOLD TS?
             - NO
             - AIR PRESSURE ADJUSTED BY USER
             - S500
             - START

4. AIR PRESSURE ADJUSTED BY USER

5. SENSING PUNCTURE OCCURRENCE

6. CONTINUE TO LIGHT WARNING LAMP 12
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader's convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 2005526649 T [0002] [0002] [0049] [0049]
- JP P2006017180 B [0145] [0145]