A device for mixing and dispensing dental materials is provided, comprising a drive shaft for driving a mixer. The mixer is placeable on the drive shaft in a first and a second position, wherein in the first position a guiding section of the drive shaft is mated with an engagement section of the mixer, but an engagement section of the drive shaft is not engaged with the engagement section of the mixer, and in the second position the engagement section of the drive shaft is also engaged with the engagement section of the mixer.

![FIG. 3a](image-url)
Description

Field of the invention

[0001] The present invention relates to a device for mixing and dispensing dental materials, such as dental impression materials. The present invention also relates to a dynamic mixer for use with a device for mixing and dispensing dental materials, and a system including a device and a mixer. The invention is also directed to a method of mounting a mixer to a device, and to driving such a mixer.

Background of the invention

[0002] Pasty multi-component materials, such as dental impression materials, are often stored separately from each other as individual components, because once the components come into contact with each other a chemical reaction is initiated that eventually turns the mixed composition into a hardened mass. For that reason, such materials are widely available in packages that include two compartments or two separate containers that keep the components initially isolated from each other.

[0003] Dental materials as mentioned are generally mixed together shortly prior to use in the dental practice by the dentist or the dentist’s assistant. In recent years, devices have been developed which provide for the automatic mixing and dispensing dental impression materials, which provide high precision with regard to the ratio of the two components to be mixed, and the homogeneity of the mixture. The dental impression material components are simultaneously supplied from separate material chambers to a mixer, which mixes and dispenses the mixed paste from a front end. The mixer may be a static mixer (meaning that the structures that cause mixing do not move relative to the mixing chamber) or a dynamic mixer (meaning that the structures that cause mixing do move relative to the mixing chamber, normally in a rotary manner). The paste exiting from the front end of the mixer may be supplied directly onto a dental impression tray that can be placed in a patient’s mouth. When the mixed components harden, the tray is removed and the hardened impression material provides an impression of the patient’s teeth.

[0004] Once the material components have come into contact with each other, normally near or within the mixing chamber, the material in the mixing chamber can only be stored for a relatively short time because the mixed material will soon harden inside the mixing chamber if it is not dispensed and used. Therefore mixers used with such devices generally can only be used once, and are therefore generally exchangeable and often disposable parts. Dentists and their assistants may have to remove and replace mixers several times each day.

[0005] Examples of dynamic mixers are found in, e.g., WO 00/21652, EP-A-1 149 627, US-A-5 249 862 or DE-U-297 05 741. These known dynamic mixers have at their rear end (the inlet side) a central opening for coupling to a drive shaft of a motorized mixing and dispensing device, and two additional inlet connectors for receiving the material components which are to be mixed. The central opening has a hexagonal cross-section for engagement with a corresponding drive shaft also having a hexagonal cross-section, which enables the motor of the mixing and dispensing device to rotate a mixing rotor having mixing paddles.

[0006] To ensure proper mixing and dispensing, the mixer has to be coupled correctly to the drive shaft of the device and the connectors for the material components. If the mixer is improperly coupled to the drive shaft, the motor will not be able to drive the mixing rotor correctly, resulting in unmixed or poorly mixed material components. If the connectors for the material components are improperly aligned and connected, material components can escape from the mixer and make a really big mess. With a device for mixing and dispensing two-component materials, a three-way-coupling is thus provided at the device, comprising two material connectors and the drive shaft, which has to be combined with corresponding parts of the mixer. The connectors and the drive shaft are linearly arranged side by side, with the drive shaft located in the middle.

[0007] Because the drive shaft, with its hexagonal cross-sectional shape, is oriented by random, coupling of the mixer to the device normally requires a two-step process. First, the user orients the drive-shaft opening of the mixer with respect to the orientation of the drive shaft, and places the mixer at least partly onto the drive shaft without regard to whether the material component connectors are aligned. Then the user aligns the component connectors on the mixer with the corresponding connectors on the device, and finishes connecting the mixer to the device. The drive shaft and the material component connectors are thus all aligned and connected, and the device should operate as expected. However, because the mixer is often attached to the dispenser quickly, the two may not be properly engaged or seated, resulting in unsatisfactory performance.

Summary of the invention

[0008] The present invention in a first aspect is related to an improved device for mixing and dispensing multi-component materials, such as dental impression materials. According to a preferred embodiment, the present invention relates to a device for mixing and dispensing dental impression material, comprising a drive shaft for driving a mixer, wherein the mixer can be placed on the drive shaft in a first and a second position. In the first position a guiding section of the drive shaft is mated with an engagement section of the mixer, but an engagement section of the drive shaft is not engaged with the engagement section of the mixer, and in the second position the engagement section of the drive shaft is also engaged with the engagement section of the mixer. In other words,
when the mixer is placed on the drive shaft in the first position a loose fit, force-fit or frictional connection is provided, while when the mixer is placed on the drive shaft in the second position a positive engagement between the mixer and the drive shaft is created.

[0009] Preferably the first position further represents a position in which a guiding section of the drive shaft is mated or associated with the engagement section of the mixer, meaning that the mixer placed on the drive shaft in its first position is preferably axially guided with radial restraint by the drive shaft but the engagement sections of the mixer and the drive shaft are disengaged. In contrast, when the mixer is placed on the drive shaft in its second position, i.e. after it has been further pushed or moved towards the device, the engagement sections are engaged and transmission of torque from the drive shaft to the mixer is enabled. In this context it is pointed out that the transmittable torque is preferably sufficient for mixing the material when the mixer is placed on the drive shaft in its second position, while when the mixer is placed on the drive shaft in its first position the transmittable torque is lower.

[0010] The term "guiding section" encompasses structures serving as radial restraint providing axial guidance of a counterpart mated with the guiding section but rotatability between the mated parts. Preferably the guiding section allows guided axial movement of a counterpart over a length of the guiding section, preferably a length of at least 2 mm, and more preferably over a length of 3.5 mm of the guiding section.

[0011] Thus, the invention allows the mixer to be initially placed on the drive shaft in a first position without the need of aligning the engagement sections, for example sections with hexagonal cross-sectional shapes, for mating with each other.

[0012] In a preferred embodiment of the invention the drive shaft has a front end comprising the guiding section and just to the rear of it separates the engagement section for engagement with the mating engagement section of the mixer. Thus, the engagement section of the mixer in a first position can be placed on the guiding section of the drive shaft. To engage the engagement section of the mixer with the engagement section of the drive shaft the mixer can be moved further towards the rear end on the drive shaft (which is a direction towards the device).

[0013] In a further preferred embodiment, the guiding section is adapted such that, when the mixer is placed on the drive shaft in its first position the guiding section is freely rotatable around its longitudinal axis relative to the engagement section of the mixer. Preferably the guiding section of the drive shaft and the engagement section of the mixer form a loose fit or a force-fit, in any case providing free rotatability of both, the guiding section of the drive shaft and the engagement section of the mixer, relative to each other. In this context the terms loose fit and force-fit encompass also a transition fit and a fit providing for very low play between the mating parts but permitting axial guiding with radial restraint of one another.

[0014] In another preferred embodiment, the guiding section has a generally circular cross-section. For example the guiding section may comprise cylindrical and/or conical shapes. Preferably the guiding section is of a generally cylindrical shape having a conical section at its front most end (which is the end corresponding to the front end of the drive shaft). Preferably the largest diameter of the guiding section is equal to or less than the smallest width of the engagement section of the mixer, in case the guiding section is the male part and the engagement section of the mixer is the female part. Preferably the dimensions of the guiding section and the corresponding width of the engagement section are in a range of 4 to 6 mm. Preferably the largest diameter of the guiding section is 5 mm and the smallest width of the engagement section is also 5 mm so that preferably a transition fit is provided. The length of guiding section is preferably approximately 5 mm and the length of the engagement section of the drive shaft is preferably approximately 10 mm. The transmittable torque between the drive shaft and the mixer having hexagonal engagement sections is approximately 1.5 Nm, when the engagement section of the drive shaft engages with the engagement section of the mixer. Such a torque can be transmitted when the engagements sections are mated properly, meaning when the engagement section of the mixer is engaged over its full length with the engagement section of the drive shaft.

[0015] In an alternate embodiment, the guiding section comprises a non-circular cross-section, for example a generally polygon-shaped cross-section. Preferably such a polygon-shaped cross-section is one of the shapes selected from among a square, a rectangle, a hexagon, a cross and a star.

[0016] Preferably such a guiding section is adapted to engage with a mating second engagement section of the mixer. A so formed guiding section engaging with a second, additional engagement section of the mixer may allow for transmitting higher torque relative to a mating with only one engagement section at each mating part.

[0017] In a preferred embodiment of the present invention the engagement section of the drive shaft comprises a non-circular cross-section, preferably a hexagonal cross-section. Optionally both, the engagement section and the guiding section of the drive shaft, have generally polygon shaped cross-sections, and the polygon of the guiding section has at least one more side or flat than that of the engagement section of the drive shaft. In a preferred embodiment the engagement section of the drive shaft comprises a female hexagonal cross-section and the guiding section comprises a male star shaped cross-section. With such a configuration the guiding section still provides axial guiding with radial restraint with respect to the hexagonal counters-structure as well as rotatability between the mating parts, because the outer periphery of star shape guides the flats of the hexagonal shape.
In a further optional embodiment the engagement section of the drive shaft comprises a spline or a plurality of splines. This encompasses also a drive shaft comprising any kind of splines or detents which allow for engagement with a structure of the mixer and transmission of a torque. Such splines or detents may be integrally formed or separate parts.

Preferably the drive shaft comprises the male part of the mating of the corresponding engagement sections of the drive shaft and the mixer. Alternatively the drive shaft comprises the female part of the mating of the corresponding engagement sections of the drive shaft and the mixer.

According to another embodiment the drive shaft further comprises a socket that is preferably arranged concentrically around at least a part of the engagement section of the drive shaft. The socket is preferably arranged at the rear end of the engagement section of the drive shaft (which is the end of the engagement section further remote from the front end of the drive shaft). The socket is preferably formed as a rim, collar or flange concentrically arranged on the drive shaft comprising a recess extending axially from the front face of the flange toward the rear end of the drive shaft. Preferably the recess has an outer circular cross-section and the inner cross-section corresponds to the outer size and shape of the mixing shaft (in case the mixing shaft comprises the male part of the mating engagement sections). In an optional embodiment the outer cross-section of the recess is non-circular, for example has a shape as mentioned above for the engagement/guiding sections providing for engagement with a third mating engagement section at the mixer.

In a preferred embodiment the device of the present invention further comprises a chamber for storing a component of the dental impression material, wherein the chamber opens into an outlet which is connectable with a corresponding inlet of the mixer, when the mixer is placed on the drive shaft in its second position. Such a chamber could for example be a foil bag provided exchangeably within a cartridge, wherein the foil bag has a cap with the outlets. Preferably the device further comprises a plunger for expelling the component from the chamber into the mixer, so as to mix and dispense the dental impression material.

Preferably the device of the present invention comprises at least two chambers for storing components of the dental impression material and at least two plungers for expelling the components from the chambers into the mixer, so as to mix and dispense the dental impression material.

Preferably each chamber opens into an outlet and the individual outlets are connectable with corresponding inlets of the mixer, when the mixer is placed on the drive shaft in its second position. Preferably the outlet(s) is/are at least partially connectable with (a) corresponding inlet(s) of a mixer when the mixer is placed on the mixing shaft in its first position. With this configuration placement of the mixer on the drive shaft and connecting it to the outlets is facilitated, because a user of the device can place the mixer on the drive shaft in a first position without taking care of the angular orientation of the engagement sections of the mating parts relative to each other, as required in the prior art. Once the mixer is placed on the guiding section it is easy to connect the inlets of the mixer to the outlets of the chambers because the mixer then is already supported in two dimensions. Thus, the inlets can be aligned to the outlets by just rotating the mixer to the appropriate angular orientation.

According to another aspect of the present invention a mixer for mixing dental impression material is provided for use with a device for mixing and dispensing dental impression material. In contrast to the drive shaft of the invention, now the mixer preferably has a guiding section and separate therefrom an engagement section. According to a preferred embodiment the mixer has a front end and an opposite rear end. The rear end comprises the guiding section for mating with an engagement section of the drive shaft and just to the front of the guiding section the engagement section for engagement with the engagement section of the drive shaft.

The mixer according to a preferred embodiment is placeable on the drive shaft of the device for mixing and dispensing dental impression material in a first and a second position, wherein in the first position the guiding section of the mixer is mated with the engagement section of the drive shaft, but the engagement section of the mixer is not engaged with the engagement section of the drive shaft, and in the second position the engagement section of the mixer is also engaged with the engagement section of the drive shaft.

In a preferred embodiment of the invention the cross-section of the engagement section of the mixer comprises a polygon shape. Preferably the cross-section of the engagement section of the mixer comprises a shape selected from among a square, a rectangle, a hexagon, a cross and a star. Further it is preferred that the engagement section of the mixer comprises a cross-section generally corresponding to the cross-sectional shape of the engagement section of the drive shaft. Alternatively the mixer comprises an engagement section having a substantially different cross-section relative to the cross-sectional shape of the engagement section of the drive shaft.

A device having a drive shaft according to the invention is advantageous because it is generally compatible to conventional mixers as commercially available. Thus, such a device provides the advantages of the invention to a variety of mixers available on the market. In contrast, a mixer of the invention is advantageous because it is generally compatible to conventional mixers as commercially available. Thus, such a device provides the advantages of the invention to a variety of mixers available on the market.

In an alternate embodiment of the invention the mixer further comprises a second engagement section for engagement with the guiding section of the drive shaft. Preferably the cross-sectional shape of such a second...
engagement section of the mixer corresponds to a non-circular shaped guiding section of the drive shaft as mentioned above. A second engagement section as mentioned preferably is adapted to allow transmission of a torque from the drive shaft to the mixer when the mixer is placed on the drive shaft in its second position. Such a second engagement section is preferably a distinct section located between the engagement section and the front end of the mixer.

[0029] In a preferred embodiment of the invention the mixer comprises a mixing rotor having a front end and a rear end, the rear end of the mixing rotor extending from the rear end of the mixer and comprising the engagement section for engagement with the mating engagement section of the drive shaft. Preferably the rear end of the mixing rotor is adapted to plug into a socket arranged on the drive shaft of the device according to the invention when the mixer is placed on the drive shaft, preferably when it is placed on the drive shaft in its second position.

[0030] According to a another aspect of the present invention a system for mixing and dispensing dental impression material is provided, comprising a mixer and a device, wherein one of the mixer and the device corresponds to an embodiment according to the invention.

[0031] Another aspect of the invention provides a method of mounting a mixer on a drive shaft of a device according to the invention, comprising the steps of:

i) placing the mixer on the drive shaft in its first position;
ii) aligning the mixer with an outlet of the device;
iii) placing the mixer on the drive shaft in its second position by advancing it further along the drive shaft axis.

[0032] In still another aspect of the invention a kit is provided comprising a device according to the invention and a plurality of mixers. The kit preferably comprises at least one improved device according to the invention and one or more mixers as available under the designation 3M™ ESPE™ Penta™ Mixing Tips from the 3M ESPE Company of Seefeld, Germany. Alternatively a kit is provided comprising a device as available under the designation 3M™ ESPE™ Penta™ Mixing Tips from the 3M ESPE Company of Seefeld, Germany and a plurality of improved mixers according to the invention.

[0033] The present invention is advantageous because it allows for easy and fast coupling of a mixer to a device for mixing and dispensing dental impression material. Further it reduces the potential of incorrect coupling of the mixer to the drive shaft and therefore helps ensuring that the torque required for mixing can be transmitted from the drive shaft to the mixer.

[0034] The guiding section can also be used to align the mixer coaxially to the mixing shaft during use. In this case the guiding section of the drive shaft fits with a blind hole arranged in the mixer adjacent to the engagement section. This prevents the shaft to unintentionally move out of the mixer in an axial direction during mixing. Such a gradually axial movement is an effect that generally may occur when a rotating shaft engages an axially dis-aligned borehole or bearing for torque transmission.

[0035] The invention further provides for transmission of high torques between the drive shaft and the mixer without making coupling of the mixer to the drive shaft complicated. It further provides the use of engagement sections providing transmission of higher torques relative to the prior art, for example the guiding section may comprise a star-shaped cross section. Such a configuration according to the invention still provides convenient coupling of the mixer to the drive shaft.

[0036] Further the invention is advantageous, as it allows the use of prior art mixers to be used with a device of the invention or prior art devices with a mixer of the invention.

[0037] It is pointed out that the discussion of the mating features of the drive shaft as well as of the mixer encompasses that either of them can be considered to be the male or the female part.

Brief description of the drawings

[0038] Preferred embodiments of the invention are described in more detail below with reference to the attached drawings, which are by way of example only.

Fig. 1 is a perspective view of a device for mixing and dispensing dental impression material according to an embodiment of the invention;
Fig. 2a is a perspective view showing cross-sections of further details according to an embodiment of the device of the invention;
Fig. 2b is a magnified view on the details showed in Fig. 2a
Figs. 3a to 3c are cross-sectional views of the mixer and the drive shaft according to an embodiment of the invention, illustrating different stages of placement of the mixer on the drive shaft;
Figs. 4a to 4c are schematic views of the front end of the drive shaft according to different embodiments of the invention;
Fig. 5 shows different cross-sectional shapes for the engagement sections and/or the guiding sections of the drive shaft and/or of the mixer according to further embodiments of the invention;
Fig. 6a shows a cross-sectional view of a star-shaped guiding section of the drive shaft associated with a hexagonal engagement section of the mixer according to an embodiment of the invention;
Fig. 6b shows the drive shaft of Fig. 6a having a hexagonal engagement section and
Detailed description of preferred embodiments

[0039] Fig. 1 is a perspective view of the mixing and dispensing device according to an embodiment of the invention. The device 1 receives a cartridge 10 comprising material chambers 11, 12 for storing two components of a dental impression material. Preferably the cartridge 10 is exchangeable, e.g. it can be removed from the device and replaced by another cartridge of a similar configuration. This permits a user to change materials easily, and makes the device convenient to use with different dental materials.

[0040] As can be seen from Fig. 2a and 2b, a mixer 20 is placed on a drive shaft 30, and mixer inlets 23, 24 are connected to respective outlets 13, 14 of the material chambers 11, 12. The mixer is secured against unintentional detachment by a locking lever 15 (shown in Fig. 1). The device further comprises plungers 51, 52 which are adapted to be displaced into the cartridge 10 in order to expel the dental material from the material chambers 11, 12 via the outlets 13, 14 into the mixer 20. In one embodiment of the invention, the dental material is stored in foil bags forming the material chambers (not shown), wherein the foil bags carry a rigid cap comprising the outlets. The foil bags are accommodated within channels of the cartridge. The plungers at their front end (which is the end facing the cartridge/material chambers) may comprise pressing members that are part of or connected to the plungers. Such pressing members may be in the form of pressing plates, pistons or the like, and preferably have cross-sections generally corresponding in size and shape to the channels of the cartridge. Preferably such pressing members are adapted to fit snugly into the channels of the cartridge. Alternatively or additionally, additional pressing members are displaceably accommodated in the channels of the cartridge, and preferably provide sealing with them. In this case the channels of the cartridge may form the material chambers for storing the dental material.

[0041] Fig. 3a to 3c are cross-sectional views of the mixer and the drive shaft, illustrating different stages of placement of the mixer on the drive shaft according to an embodiment of the invention. The drive shaft 30 comprises an engagement section 31 and a guiding section 32. The guiding section 32 of this embodiment has a cylindrical and an adjacent conical section, as illustrated. The mixer 20 is shown in Fig. 3a when it is separated from the drive shaft 30. As shown, the mixer 20 comprises a blind hole 25 and an engagement section 21. The engagement section 21 of the mixer 20 may extend along the whole length of the blind hole 25, or only along a part of it as shown. The engagement section 21 of the mixer 20 in the Figures is shown as a cylindrical hole, however the invention encompasses structures having different cross-sectional shapes, for example those shown in Fig. 5. Preferably the engagement section 21 of the mixer 20 has a hexagonal cross-section for mating with a hexagonal engagement section 31 of a drive shaft 30 as illustrated at the drive shaft 30. Preferably, the diameter of the blind hole 25 is equal or less than the diameter between the opposed flat sides of the hexagonal engagement section 31 in order to enable manufacturing by injection molding, and optionally to provide a stop at the transition between the engagement section 31 and the blind hole 25, to prevent the engagement section of the drive shaft to enter the blind hole.

[0042] In an alternative embodiment (not shown), the blind hole may have a diameter substantially smaller than the smallest dimension of the engagement section of the mixer. In this case, the guiding section of the drive shaft would preferably have a diameter substantially corresponding to the diameter of the blind hole, but a greater length than the engagement section of the mixer so as to be mating with the blind hole for guiding, instead of with the engagement section.

[0043] Fig. 3b shows the mixer 20 being placed on the guiding section 32 of the drive shaft 30, i.e., in the first position. The guiding section 32 of the drive shaft 30 is adapted to provide axial guidance with radial restraint within the engagement section 21 of the mixer 20, while the two remain rotatable around the rotation axis A relative to each other. This means that a user of the device can place the mixer 20 on the drive shaft in a first position without regard to the angular orientation of the engagement sections 31, 21 of the drive shaft 30 and the mixer 20 relative to each other, as required in the prior art. A guiding section as referred to can be for example a portion at the front end of the drive shaft having a generally circular shape as shown in Figs. 3a to 3c. In this embodiment the guiding section 32 has a cylindrical section of a diameter equal or slightly less than the width between the flats of the hexagonal shape of the engagement sec-
Engagement sections 31 of the drive shaft 30a and radial edge is arranged between the guiding section 32a. As illustrated, a further conical section or chamfered smaller diameter relative to the diameter between the having a circular cross-section 3c), and causing the engagement sections 31, 21 to re-

match, the engagement sections are hindered to mate relative to them. In cases the angular orientation of their hexagonal shapes are randomly positioned relative to each other. This may happen because the engagement section of the mixer is arranged at a part which is rotatable relative to the inlets of the mixer and therefore has a random angular orientation relative to them. In cases the angular orientation of the engagement sections 31, 21 relative to each other do not match, the engagement sections are hindered to mate with one another when the mixer 20 is pushed onto the drive shaft. For this reason the drive shaft 30 is axially movable against a spring, thus allowing the drive shaft to be displaced backwards (to the right, in Figures 3a-3c), and causing the engagement sections 31, 21 to remain temporarily disengaged. In other words the mixer 20 with its inlets 23, 24 may be connected to the outlets 23, 24 while the engagement sections 31, 21 are still temporarily disengaged. In such a case mating of the engagement sections 31, 21 happens automatically as soon as the device is activated and the drive shaft starts rotating, because the drive shaft will be pushed forward by the spring and pop into place as soon as the angular orientation of the engagement sections 31, 21 match.

Figs. 4a to 4c show optional embodiments of the drive shaft 30a to 30c, respectively, with hexagonal engagement sections 31 and different guiding sections 32a to 32c, respectively. The guiding section 32a of Fig. 4a is similar to the guiding section 32 of Figs. 3a to 3c having a circular cross-section, but it has a substantially smaller diameter relative to the diameter between the flats of the hexagonal shape of the engagement member 31. As illustrated, a further conical section or chamfered radial edge is arranged between the guiding section 32a and the engagement section 31 to facilitate mating of the engagement sections 31 of the drive shaft 30a and engagement section 21 of the mixer 20. In Fig. 4b, the guiding section 32b has a generally hexagonal cross-sectional shape but is tapered toward the front end of the drive shaft 30b. In Fig. 4c, the guiding section 32c has a generally conical shape.

Fig. 5 shows different cross-sectional shapes for the guiding and/or the engagement sections of the drive shaft and/or the mixer according to further embodiments of the invention. The shapes (labeled to (e) are: (a) a hexagon, (b) an octagon, (c) a cross, (d) a first star having a plurality of points, and (e) a second star having less points relative to shape (d).

Fig. 6a illustrates a cross-sectional view of a guiding section 32d associated with a hexagonal engagement section 21 of the mixer. As can be seen, although the guiding section 32d has a star shaped cross-section, it guides the hexagonal engagement section 21 axially but restricts radial movement and still allows rotation of both sections relative to each other. Fig. 6b shows a corresponding drive shaft 30d according to an alternative embodiment of the invention, with the guiding section 32d and a hexagonal engagement section 31. A guiding section shaped in that manner provides for axial guiding with radial restraint of an engagement section of a mixer when the mixer is placed on the drive shaft in its first position. Furthermore a guiding section as shown can serve as a second engagement section of the drive shaft when engaging with an optional second engagement section of the mixer, i.e. when the mixer is placed on the drive shaft in its second position the engagement sections 31 and 21 engage with one another, and the guiding section 32d engages with a second engaging section of the mixer (not shown).

In such an embodiment the guiding section 32d is preferably shorter than the length of the engagement section 21 of the mixer. Thus, during placement of the mixer on the drive shaft and movement of the two from the first to the second position, the engagement sections first engage and establish an angular orientation appropriate for mating of the second engagement sections. This is of advantage because compared to the star shape the hexagon provides a lower degree of freedom for the angular orientation of the parts to be mated relative to each other. This means that the star shape can be designed to mate in any of the 6 possible angular orientations the hexagon allows. Thus, if first the hexagonal shapes are at least partially mated the star shapes will fit in any of the 6 angular positions, which can be achieved by making the star shaped guiding section shorter then the engagement section of the mixer.

In contrast, the star shape would allow for more than 6 possibilities for the angular orientation. This means, that in case the star shaped sections would be mated first, there are some angular orientations which would not allow for subsequently mating the hexagonal shapes. As a consequence a user would have to find an angular orientation by trial and error allowing for mating of both structures, which is not desirable.
Device for mixing and dispensing dental impression material, comprising
a drive shaft for driving a mixer;
the mixer being placeable on the drive shaft in a first and a second position,
wherein in the first position a guiding section of the drive shaft is mated with an engagement section of the mixer, but an engagement section of the drive shaft is not engaged with the engagement section of the mixer, and
in the second position the engagement section of the drive shaft is also engaged with the engagement section of the mixer.

2. The device of claim 1, wherein the drive shaft has a front end comprising the engagement section for engagement with the engagement section of the mixer and, at its front end, the guiding section.

Claims
3. The device of claims 1 or 2, wherein the guiding section is adapted such that, when the mixer is placed on the drive shaft in its first position the guiding section is freely rotatable around its longitudinal axis (A) relative to the engagement section of the mixer.

4. The device of claim 3, wherein the guiding section of the drive shaft and the engagement section of the mixer are loosely connected in the first position, providing free rotatability of one relative to the other.

5. The device of any of the preceding claims, wherein the guiding section of the drive shaft has a generally circular cross-section.

6. The device of claim 5, wherein the guiding section comprises a conical shape.

7. The device of any of the claims 1 to 4, wherein the guiding section has a non-circular cross-section.

8. The device of claim 7, wherein the guiding section has a generally polygon-shaped cross-section.

9. The device of claims 7 or 8, wherein the guiding section has a cross-sectional shape selected from among a square, a rectangle, a hexagon, a cross and a star.

10. The device of any of the claims 7 to 9, wherein the guiding section is adapted to engage with a mating second engagement section of the mixer.

11. The device of any of the preceding claims, wherein the engagement section of the drive shaft has a non-circular cross-section.

12. The device of any of the preceding claims, wherein the engagement section of the drive shaft comprises a spline.

13. The device of any of the preceding claims, wherein the engagement section and the guiding section of the drive shaft have generally polygon-shaped cross-sections, and the polygon of the guiding section has at least one more side than that of the engagement section of the drive shaft.

14. The device of any of the preceding claims, wherein the engagement section of the drive shaft has a hexagonal cross-section, and the guiding section has a star shaped cross-section.

15. The device of any of the preceding claims, wherein the drive shaft comprises the male part of the corresponding engagement sections of the drive shaft and the mixer.

16. The device of claim 15, wherein the drive shaft further comprises a socket arranged concentrically around at least a part of the engagement section of the drive shaft.

17. The device of any of the preceding claims, wherein the drive shaft comprises the female part of the corresponding engagement sections of the drive shaft and the mixer.

18. The device of any of the preceding claims, further comprising a chamber for storing a component of the dental impression material, wherein the chamber opens into an outlet which is connectable with a corresponding inlet of the mixer, when the mixer is placed on the drive shaft in its second position.

19. The device of claim 18, wherein the outlet is at least partially connectable with a corresponding inlet of a mixer when the mixer is placed on the mixing shaft in its first position.

20. The device of claim 18, further comprising a plunger for expelling the at least one component from the chamber into the mixer, so as to mix and dispense the dental impression material.

21. Mixer for mixing dental impression material, wherein the mixer has a front end and a rear end, the rear end comprising a guiding section for mating with an engagement section of a drive shaft of a device for mixing and dispensing of dental impression material and just to the front of it an engagement section for engagement with the engagement section of the drive shaft.

22. The mixer of claim 21, wherein the mixer is placeable on a drive shaft of a device for mixing and dispensing dental impression material in a first and a second position, wherein in the first position the guiding section of the mixer is mated with the engagement section of the drive shaft, but the engagement section of the mixer is not engaged with the engagement section of the drive shaft, and in the second position the engagement section of the mixer is also engaged with the engagement section of the drive shaft.

23. The mixer of claim 22, wherein the first position further represents a position in which the guiding section of the mixer is associated with the engagement section of the drive shaft.

24. The mixer of claims 21 to 23, wherein the cross-section of the engagement section of the mixer has a polygon shape.

25. The mixer of claims 21 to 24, wherein the cross-sec-
tion of the engagement section of the mixer has a shape selected from among a square, a rectangle, a hexagon, a cross and a star.

26. The mixer of claims 21 to 25, wherein the engagement section of the mixer has a cross-section generally corresponding to the cross-sectional shape of the engagement section of the drive shaft.

27. The mixer of claims 21 to 25, wherein the engagement section of the mixer has a substantially different cross-section relative to the cross-sectional shape of the engagement section of the drive shaft.

28. The mixer of claims 21 to 27, further comprising a second engagement section for engagement with the guiding section of the drive shaft.

29. The mixer of claims 21 to 28, comprising a mixing rotor having a front end and a rear end, the rear end of the mixing rotor extending from the rear end of the mixer and comprising the engagement section for engagement with the mating engagement section of the drive shaft.

30. The mixer of claim 30, wherein the rear end of the mixing rotor is adapted to plug into the socket of the device of claim 16 when the mixer is placed on the drive shaft.

31. System for mixing and dispensing dental impression material, comprising
   - a mixer and
   - a device according to any of claims 1 to 21.

32. Method of mounting a mixer on a drive shaft of a device according to any of the claims 1 to 20, comprising the steps of:
   i) placing the mixer on the drive shaft in its first position;
   ii) connecting the mixer with an outlet of the device;
   iii) placing the mixer on the drive shaft in its second position;

33. Kit comprising a device of claims 1 to 20 and a plurality of mixers.

34. The kit of claim 33, wherein at least one mixer is a mixer according to one of claims 21 to 30.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>3-6,8,10,12-30,32</td>
<td>A61C5/06 F16D1/10</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>1-20,22-24,27,31-34</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>EP 1 602 342 A (3M ESPE AG) 7 December 2005 (2005-12-07) * the whole document *</td>
<td>1-34</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**INCOMPLETE SEARCH**

The Search Division considers that the present application, or one or more of its claims, does/do not comply with the EPC to such an extent that a meaningful search into the state of the art cannot be carried out, or can only be carried out partially, for these claims.

Claims searched completely:

Claims searched incompletely:

Claims not searched:

Reason for the limitation of the search:

see sheet C

---

**Placed of search:** Munich  
**Date of completion of the search:** 10 August 2006  
**Examiner:** Kerner, B

---

**CATEGORY OF CITED DOCUMENTS**

- X: particularly relevant if taken alone
- Y: particularly relevant if combined with another document of the same category
- A: technological background
- O: non-written disclosure
- P: intermediate document

T: theory or principle underlying the invention
E: earlier patent document, but published on, or after the filing date
D: document cited in the application
L: document cited for other reasons
&A: member of the same patent family, corresponding document
Claim(s) searched incompletely:
1-34

Reason for the limitation of the search:
Claims 1-34 are so unclear (Article 84 EPC) that a complete search was not possible.

It is not clear whether the mixer mentioned in claim 1 is a feature of the claimed device. On the one hand, claim 1 is formulated as if the device only comprised a drive shaft and NO mixer, cf. "comprising a drive shaft for driving a mixer". On the other hand, the device is specified as being suitable "for MIXING and dispensing dental impression material". A device not comprising a mixer, however, cannot perform such a mixing task.

Claim 21 specifies that the guiding section of the mixer is intended for mating with an ENGAGEMENT section of the drive shaft. When considering figures 3a-3c this is apparently wrong as the guiding section of the mixer should be intended for mating with a GUIDING section of the drive shaft.

Due to reference to the unclear claims 1-20, also independent claim 32 is unclear.
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

10-08-2006

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 4212546 A</td>
<td>15-07-1980</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 3233366 A1</td>
<td>22-09-1983</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>EP 1602342 A</td>
<td>07-12-2005</td>
<td>WO 2005117741 A1</td>
<td>15-12-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 10164385 C1</td>
<td>06-03-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1458467 A1</td>
<td>22-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005512801 T</td>
<td>12-05-2005</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• WO 0021652 A [0005]
• EP 1149627 A [0005]
• US 5249862 A [0005]
• DE 29705741 U [0005]