A storage console assembly for a motor vehicle having a floor comprising a bracket removably coupled to the floor, a lower rail attached to the bracket and a main body slidably engaged with the lower rail. An upper rail attached to a top portion of the main body. An upper body having a top portion and a handle is slidably engaged with the upper rail. The main body is arranged to be moved longitudinally within the vehicle with respect to the bracket, and the upper body is arranged to be moved longitudinally within the vehicle with respect to the bracket and the main body.
Description

[0001] The present invention relates to motor vehicle consoles, and specifically to a multiple-tiered sliding console system for a motor vehicle which can be adjusted longitudinally within the vehicle.

[0002] Automotive vehicle interiors typically include storage console assemblies positioned in the center of bench type seats or between a pair of bucket type seats. These storage console assemblies, also known as center console assemblies, often act as an armrest for the vehicle passengers and usually include at least one storage compartment. The storage compartment may also include a pivotal lid for accessing the interior of the storage compartment. Finally, the center console assembly may include cup holders accessible to vehicle passengers located next to, or behind the center console assembly.

[0003] In recent years, many efforts have been made to increase the flexibility of storage options within a vehicle interior. One such effort has been the provision of removable or slidably center console assemblies that may be positioned alternatively between either the front or the rear passenger seats in a vehicle. For example, U.S. Patent No. 6,135,529 discloses a center console assembly capable of sliding along a guide member extending longitudinally within the vehicle. Similarly, U.S. Patent No. 6,203,088 discloses a center console assembly capable of sliding along a stationary rail member attached to the vehicle body and extending longitudinally within the vehicle. Finally, U.S. Patent No. 6,367,857 discloses removable console assembly which may be attached to one of two mounting assemblies located between the front and rear seats of a vehicle. However, one drawback of such assemblies is that removable center console assemblies are generally unavailable to the second row passengers when the console is in the forward position of the center console assembly within the vehicle and must be removed and reinstalled in a second position within the vehicle to be accessible to the second row passengers. The slidable center console assemblies disclosed in the prior art have a similar disadvantage in that such assemblies require the use a track extending longitudinally within the vehicle which may obstruct the ability of a vehicle occupant to move laterally within the vehicle.

[0004] Accordingly, one aspect of the present invention is to provide a storage console assembly for a motor vehicle that is capable of being repositioned to be accessible to passengers located in both the front and rear passenger seats.

[0005] Another aspect of the present invention is to provide a storage console assembly that does not obstruct the ability of a vehicle occupant to move laterally within the vehicle.

[0006] In accordance with the foregoing aspects of the invention, a storage console assembly for a motor vehicle having a floor is provided comprising a bracket removably coupled to the floor, a lower rail attached to the bracket and a main body slidably engaged with the lower rail. An upper rail attached to a top portion of the main body. An upper body having a top portion and a handle is slidably engaged with the upper rail. The main body is arranged to be moved longitudinally within the vehicle with respect to the bracket, and the upper body is arranged to be moved longitudinally within the vehicle with respect to the bracket and the main body.

[0007] Further areas of applicability of the present invention will become apparent from the detailed description provided hereinafter. It should be understood that the detailed description and specific examples, while indicating the preferred embodiment of the invention, are intended for purposes of illustration only and are not intended to limit the scope of the invention.

[0008] The present invention will become more fully understood from the detailed description and the accompanying drawings, wherein:

FIG. 1 is a perspective view of a storage console assembly for a motor vehicle according to an exemplary embodiment of the present invention;
FIG. 2 is a perspective view of a storage console assembly for a motor vehicle according to an exemplary embodiment of the present invention;
FIG. 3 is a perspective view of a storage console assembly for a motor vehicle according to an exemplary embodiment of the present invention;
FIG. 4 is a perspective view of a storage console assembly for a motor vehicle according to an exemplary embodiment of the present invention; and
FIG. 5 is a perspective view of a storage console assembly for a motor vehicle according to an exemplary embodiment of the present invention.

[0009] The following description of the preferred embodiment(s) is merely exemplary in nature and is in no way intended to limit the invention, its application, or uses.

[0010] Turning now to the drawings, FIG. 1 shows a storage console assembly 1 for a motor vehicle according to an exemplary embodiment of the present invention. The motor vehicle includes a floor 10, a pair of front passenger seats 22 and 24, and a pair of similar rear passenger seats 26 and 28 placed behind the front passenger seats 22 and 24. As those skilled in the art will appreciate, the subject invention is not dependent on any particular type of vehicle or seating arrangement.

[0011] The storage console assembly 1 includes a bracket 30 removably coupled to the floor 10 of the vehicle between the front passenger seats 22 and 24. Two lower rails 32 and 34 are attached to the right and left sides of the top portion of the bracket 30. The storage console assembly 1 further includes a main body 40 slidably engaged with the lower rails 32 and 34. Two upper rails 62 and 64 are attached to a top portion of the main body 40. The main body 40 includes a storage bin 46 formed in the interior of the main body 40. Finally, an
upper body 50 is slidably engaged with the upper rails 62 and 64. The upper body 50 includes a storage bin 54 formed in the interior of the upper body 50, front and rear cupholders 72 and 74, and a cover 60 pivotally attached to the upper body 50 which functions to permit access to the storage bin 54. The main body 40 is arranged to be moved longitudinally within the vehicle with respect to the bracket 30, and the upper body 50 is arranged to be moved longitudinally within the vehicle with respect to the bracket 30 and the main body 40.

[0012] As shown in FIGS. 1-5, the upper 62 and 64 and lower rails 32 and 34 permit the main body 40 and the upper body 50 to slide forward and backward within the vehicle independent of both each other and the bracket 30. As shown in FIG. 2, a handle 42 is attached to the main body 40 which functions to bias the main body 40 along the lower rails 32 and 34 between a forward position and a rearward position within the vehicle with respect to the bracket 30. Similarly, as best shown in FIG. 1, a handle 52 is attached to the upper body 50 which functions to bias the upper body 50 along the upper rails 62 and 64 between a forward position and a rearward position within the vehicle with respect to the main body 40. Although the handle 52 is shown in FIG. 1 as positioned on the rearward edge of the upper body 50, it will be appreciated by those skilled in the art that the handle 52 may also be positioned on the forward edge of the upper body 50. The storage console assembly 1 may also include a lip 44 extending downward from a rearward section of the bottom portion of the main body 40 which functions to engage the main body 40 with the floor 10 of the vehicle and support the main body 40 in an upright position when the main body 40 is in its rearward position. [0013] In this manner, the storage console assembly 1 is capable of assuming a variety of positions within the vehicle. For example, as shown in FIG. 2, the storage console assembly 1 may assume a full forward position in which the main body 40 and upper body 50 are both in their respective forward positions. When the storage console assembly 1 is in the full forward position a latch system (not shown) located in the storage console assembly 1 locks the upper body 50 in position to prevent the upper body 50 from sliding forward in the vehicle relative to the main body 40. Similarly, as shown in FIG. 1, the storage console assembly 1 may assume a full rearward position in which the main body 40 and the upper body 50 are both in their respective rearward positions. In this position, access is provided to both the upper body 50 of the storage console assembly 1, as well as to the storage bin 46 provided in the main body 40 of the storage console assembly 1. In the event that the storage bin 46 of the main body 40 permitted by the configuration shown in FIG. 1 is not required by the rear passenger seats, the upper body 50 may be biased forward along the upper rails 62 and 64 until the upper body is aligned to cover the storage bin 46 provided in the main body 40 of the storage console assembly 1, as shown in FIG. 4.

[0014] Finally, there may be situations in which the passenger configuration within the vehicle requires that access to the upper body 50 of the storage console assembly 1 be provided to the front passenger seats 22 and 24, while access to the main body 40 is provided to the rear passenger seats 26 and 28. This may be accomplished, as shown in FIG. 5, by sliding the main body 40 along the lower rails to its rearward position and sliding the upper body 50 along the upper rails to its forward position. Likewise, there may be situations in which the passenger configuration within the vehicle requires that access to the upper body 50 be provided to the rear passenger seats 26 and 28, while access to the main body 40 is provided to the front passenger seats 22 and 24. This may be accomplished, as shown in FIG. 3, by sliding the main body 40 along the lower rails to its forward position and sliding the upper body 50 along the upper rails to its rearward position.

Claims

1. An storage console assembly for a vehicle having a floor, said storage console assembly comprising:

   a bracket removably coupled to said floor of said vehicle;
   at least one lower rail attached to said bracket;
   a main body slidably engaged with said at least one lower rail, said main body having a top portion;
   at least one upper rail attached to said top portion of said main body;
   an upper body having a top portion and a handle, said upper body slidably engaged with said at least one upper rail; and

   wherein said main body is arranged to be moved longitudinally within said vehicle with respect to said bracket and said upper body is arranged to be moved longitudinally within said vehicle with respect to said bracket and said main body.

2. The storage console assembly of claim 1 wherein said main body further includes a handle for moving said main body longitudinally within said vehicle with respect to said bracket.

3. The storage console assembly of claim 2 wherein said handle is integrally formed in the main body.

4. The storage console assembly of claim 1 wherein said upper body includes a storage bin formed within said upper body.

5. The storage console assembly of claim 4 wherein said upper body includes a cover pivotally attached said top portion of said upper body for covering said
storage bin.

6. The storage console assembly of claim 1 wherein said upper body further includes a handle for moving said upper body longitudinally within said vehicle with respect to said bracket and said main body.

7. The storage console assembly of claim 6 wherein said handle is integrally formed in the upper body.

8. The storage console assembly of claim 1 wherein said upper body includes at least one cupholder.

9. The storage console assembly of claim 1 wherein said main body includes a storage bin formed within said main body.

10. The storage console assembly of claim 1 wherein said main body further includes a lower lip arranged to rest on said floor.

11. A vehicle having a floor, said vehicle comprising:

   a storage console assembly, said storage console assembly further including:

   a bracket removably coupled to said floor of said vehicle;
   at least one lower rail attached to said bracket;
   a main body slidably engaged with said at least one lower rail, said main body having a top portion;
   at least one upper rail attached to said top portion of said main body;
   an upper body having a top portion and a handle, said upper body slidably engaged with said at least one upper rail; and

   wherein said main body is arranged to be moved longitudinally within said vehicle with respect to said bracket and said upper body is arranged to be moved longitudinally within said vehicle with respect to said bracket and said main body.

12. The vehicle of claim 11 wherein said main body further includes a handle for moving said main body longitudinally within said vehicle with respect to said bracket.

13. The vehicle of claim 12 wherein said handle is integrally formed in the main body.

14. The vehicle of claim 11 wherein said upper body includes a storage bin formed within said upper body.

15. The vehicle of claim 14 wherein said upper body includes a cover pivotally attached said top portion of said upper body for covering said storage bin.

16. The vehicle of claim 11 wherein said upper body further includes a handle for moving said upper body longitudinally within said vehicle with respect to said bracket and said main body.

17. The vehicle of claim 16 wherein said handle is integrally formed in the upper body.

18. The vehicle of claim 11 wherein said upper body includes at least one cupholder.

19. The vehicle of claim 11 wherein said main body includes a storage bin formed within said main body.

20. The vehicle of claim 11 wherein said main body further includes a lower lip arranged to rest on said floor.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description