Corrector ring driving device of microscopic objective lens provided with corrector ring

A device (1) driving a corrector ring (4a) of a corrector ring mounting objective lens (4) mounted to an objective mounting and dismounting section (3a) of a revolver (3) includes a rotation driving mechanism (1) having a motor (1a) and a turning effort transmitting section (1b) which transmits a turning effort of the motor (1a) to the corrector ring (4a) of the corrector ring mounting objective lens (4) mounted to the revolver (3) to drive the corrector ring (4a); and a connection unit (2) for connecting the turning effort transmitting section (1b) to the corrector ring (4a) of the corrector ring mounting objective lens (4) introduced into an observation optical path in association with a switching operation performed by the revolver (3) and disconnecting the turning effort transmitting section (1b) from the corrector ring (4a) of the corrector ring mounting objective lens (4) removed from the observation optical path.

FIG. 2A
Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] This invention relates to a corrector ring driving device of a microscopic objective lens provided with a corrector ring.

2. Description of Related Art

[0002] With the purpose of correcting aberration caused by variation of the thickness of a sample (specimen) vessel or a cover member in microscopy, a microscopic objective lens with a corrector ring (or a correction collar) mechanism (a corrector ring mounting objective lens) adjusting an internal lens position has been known. However, in the manual operation of this corrector ring, time is required for observation. Thus, in a conventional microscope, a structure for driving the corrector ring of the corrector ring mounting objective lens is proposed, for example, by Japanese Patent Kokai No. 2002-169101.

[0003] Fig. 1 shows schematically a microscope provided with the structure for driving the corrector ring set forth in Kokai No. 2002-169101. The structure for driving the corrector ring in a microscope 50 is such that the corrector ring (not shown) of a corrector ring mounting objective lens 51 and the shaft of a stepping motor 52 for turning the corrector ring are provided with pulleys 53 and 54, respectively, to which a belt 55 is connected, and the turning effort of the stepping motor 52 is transmitted to the corrector ring through the pulleys 53 and 54 and the belt 55 connected to the pulleys to turn the corrector ring. Also, in Fig. 1, reference numeral 56 represents a stage and 57 represents a sample (specimen) placed on the stage 56.

[0004] However, in the structure that the turning effort of the motor is transmitted to the corrector ring through the pulleys and the belt, such as that set forth in Kokai No. 2002-169101, whenever the corrector ring mounting objective lens is exchanged with a desired corrector ring mounting objective lens, the belt is disconnected from the pulleys of the corrector ring mounting objective lens and the stepping motor and must be reconnected. This imposes a working load on a viewer.

[0005] In particular, the microscope may be provided with an objective switching device, like a revolver, which has a plurality of mounting and dismounting sections capable of mounting and dismounting a plurality of kinds of objective lenses and allows a desired objective lens to be introduced into an observation optical path by rotating on a shaft fixed to a microscope body. In this case, when the structure set forth in Kokai No. 2002-169101 is adopted, it is necessary that the belt is disconnected from the pulleys of the corrector ring mounting objective lens and of the stepping motor and is reconnected in a state where the working space is narrowed by other objective lenses mounted to the revolver, each time the objective lens mounted to the revolver is exchanged with a desired corrector ring mounting objective lens and the desired objective lens is introduced into the observation optical path through the revolver. Thus, the exchange of the corrector ring mounting objective lens mounted to the revolver and the introduction of the objective lens into the observation optical path become difficult and the working load imposed on the viewer is considerably increased.

SUMMARY OF THE INVENTION

[0006] It is, therefore, an object of the present invention to provide a corrector ring driving device of a microscopic objective lens provided with a corrector ring in which the exchange of a corrector ring mounting objective lens and the introduction of the objective lens into the observation optical path can be facilitated even in a state where the corrector ring mounting objective lens is mounted to a revolver, the working load of a viewer is lessened, and the corrector ring can be automatically driven.

[0007] In order to achieve the above object, the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention is adapted to drive the corrector ring of a corrector ring mounting objective lens mounted to an objective switching device that has a plurality of mounting and dismounting sections for mounting and dismounting a plurality of kinds of objective lenses, to each of which is mounted the corrector ring mounting objective lens, and allows a desired objective lens to be introduced into an observation optical path by rotating on a shaft fixed to a microscope body. The corrector ring driving device comprises a rotation driving mechanism having a motor and a turning effort transmitting section which transmits the turning effort of the motor to the corrector ring of the corrector ring mounting objective lens mounted to the objective switching device to drive the corrector ring. The rotation driving mechanism is constructed to connect the turning effort transmitting section to the corrector ring of the corrector ring mounting objective lens introduced into the observation optical path in a switching operation performed by the objective switching device and to disconnect the turning effort transmitting section from the corrector ring of the corrector ring mounting objective lens removed from the observation optical path.

[0008] The corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention is adapted to drive the corrector ring of a corrector ring mounting objective lens mounted to an objective switching device that has a plurality of mounting and dismounting sections for mounting and dismounting a plurality of kinds of objective lenses, to each of which is mounted the corrector ring mounting objective lens, and allows a desired objective lens to be introduced into an observation optical path by rotating on a shaft fixed to a microscope body. The corrector ring
driving device comprises a rotation driving mechanism having a motor and a turning effort transmitting section which transmits the turning effort of the motor to the corrector ring mounting objective lens mounted to the objective switching device to drive the corrector ring; and a connection means for connecting the turning effort transmitting section to the corrector ring of the corrector ring mounting objective lens introduced into the observation optical path in association with a switching operation performed by the objective switching device and disconnecting the turning effort transmitting section from the corrector ring of the corrector ring mounting objective lens removed from the observation optical path.

[0009] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that an annular member having a spur gear portion is provided to be mountable with respect to the corrector ring of the corrector ring mounting objective lens and the turning effort transmitting section has a gear portion engaging with the spur gear portion of the annular member mounted to the corrector ring of the corrector ring mounting objective lens along a direction of rotation and a disengagement portion disengaging the gear portion from the spur gear portion of the annular member.

[0010] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the connection means controls the amount of rotation of the motor so that when the corrector ring mounting objective lens is introduced into the observation optical path, the gear portion of the turning effort transmitting section engages with the spur gear portion of the annular member mounted to the corrector ring of the corrector ring mounting objective lens, while when the corrector ring mounting objective lens is removed from the observation optical path, the spur gear portion of the annular member mounted to the corrector ring of the corrector ring mounting objective lens is disengaged through the disengagement portion of the turning effort transmitting section.

[0011] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the turning effort transmitting section has a rotary roller constructed of an elastic member and the connection means is constructed so that the rotary roller is pressed against the corrector ring of the corrector ring mounting objective lens.

[0012] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the turning effort transmitting section has a pressure exerting portion pressed against the corrector ring of the corrector ring mounting objective lens along a direction of rotation and a pressure release portion releasing a pressure on the corrector ring.

[0013] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the connection means controls the amount of rotation of the motor so that when the corrector ring mounting objective lens is introduced into the observation optical path, the pressure exerting portion of the turning effort transmitting section is pressed against the corrector ring of the corrector ring mounting objective lens, while when the corrector ring mounting objective lens is removed from the observation optical path, the pressure on the corrector ring of the corrector ring mounting objective lens is released through the pressure release portion of the turning effort transmitting section.

[0014] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the rotation driving mechanism is supported by a support fixed to a microscope body which is the center of rotation of the objective switching device.

[0015] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the rotation driving mechanism is constructed to be mountable and dismountable with respect to each of the mounting and dismounting sections of the objective switching device.

[0016] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the support is constructed of an elastic member fixed to the microscope body.

[0017] In the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is desirable that the support is constructed to be movable and the connection means has a travel control means making the support movable with respect to positions where the turning effort transmitting section is connected to, and disconnected from, the corrector ring of the corrector ring mounting objective lens introduced into, and removed from, the observation optical path in association with a switching operation performed by the objective switching device.

[0018] According to the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the present invention, it is possible that the exchange of a corrector ring mounting objective lens and the introduction of the objective lens into the observation optical path is facilitated even in a state where the corrector ring mounting objective lens is mounted to a revolver, the working load of a viewer is lessened, and the corrector ring is automatically driven.

[0019] These and other features and advantages of the present invention will become apparent from the fol-
Fig. 1 is an explanatory view showing schematically a microscope provided with the structure for driving the corrector ring set forth in Kokai No. 2002-169101; Fig. 2A is a view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a first embodiment of the present invention; Fig. 2B is a plan view showing the positional relationship between the corrector ring mounting objective lens and the corrector ring driving device, attached to a revolver, in Fig. 2A; Fig. 3A is a view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a second embodiment of the present invention; Fig. 3B is a plan view showing the positional relationship between the corrector ring mounting objective lens and the corrector ring driving device, attached to a revolver, in Fig. 3A; Fig. 4A is a view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a third embodiment of the present invention; Fig. 4B is a plan view showing the positional relationship between the corrector ring mounting objective lens and the corrector ring driving device, attached to a revolver, in Fig. 4A; Fig. 5A is a view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a fourth embodiment of the present invention; Fig. 5B is a plan view showing the positional relationship between the corrector ring mounting objective lens and the corrector ring driving device, attached to a revolver, in Fig. 5A; Fig. 6 is an explanatory view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a fifth embodiment of the present invention; Fig. 7 is an explanatory view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a sixth embodiment of the present invention; Fig. 8 is an explanatory view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to a seventh embodiment of the present invention; and Fig. 9 is an explanatory view showing schematically the essential parts, viewed from the side, of a corrector ring driving device of a microscopic objective lens provided with a corrector ring according to an eighth embodiment of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

First embodiment

[0022] Figs. 2A and 2B show the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the first embodiment of the present invention.

[0023] In Figs. 2A and 2B, reference numeral 3 represents a revolver; 4, a corrector ring mounting objective lens; 5, an imaging section forming light from a sample (specimen) passing through the objective lens as an image; 6, an illumination section illuminating a sample (specimen) with illumination light through the objective lens; 7, a stage on which a sample (specimen) vessel is placed; 8, a sample (specimen) vessel; and 9, a sample (specimen). The imaging section 5 includes an image sensor 5a, an imaging lens 5b, and a path splitting member 5c. The illumination section 6 includes a light source 6a, an illumination lens 6b, and the path splitting member 5c. The sample (specimen) vessel 8 is provided with a plurality of wells 8a. Also, since this arrangement is only shown as one example of a microscope to which the corrector ring driving device of the first embodiment is applicable, any arrangement may be made.

[0024] The corrector ring driving device of the first embodiment has a rotation driving mechanism 1 and a connection means 2. On the periphery of a corrector ring 4a of the corrector ring mounting objective lens 4 driven through the corrector ring driving device of the first embodiment, a spur gear 4b is mounted. The rotation driving mechanism 1 has a motor 1a and a turning effort transmitting section 1b.

[0025] The motor 1a is constructed, for example, as a stepping motor, and is incorporated in a housing 1c of the rotation driving mechanism 1. The rotary shaft of the motor 1a projects into the exterior of the housing 1c. A mounting and dismounting section 1d in which the objective lens can be mounted and dismounted with respect to any of objective mounting and dismounting sections 3a provided in the revolver 3 of the microscope is configured at the end of the housing 1c opposite to the side into which the rotary shaft of the motor 1a projects. In Fig. 2B, the rotation driving mechanism 1 is attached to the objective mounting and dismounting section 3a next to the objective mounting and dismounting section 3a to which the corrector ring mounting objective lens 4 is attached to a revolver, in Fig. 3A;
The turning effort transmitting section 1b includes a spur gear 1b1, a spur gear 1b2, a bevel gear 1b3, a shaft member 1b4, and a support 1b5. The spur gear 1b1 is provided at the top of the rotary shaft of the motor 1a. The spur gear 1b2 and the bevel gear 1b3 are coaxially provided on the shaft member 1b4. The shaft member 1b4 is rotatably supported by the support 1b5. The support 1b5 is fixed to a preset part of the housing 2c of the rotation driving mechanism 1.

The spur gear 1b2 is constructed to engage with the spur gear 4b provided on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path of the microscope in association with the switching operation performed by the revolver 3 and to disconnect the turning effort transmitting section 1b from the corrector ring 4a of the corrector ring mounting objective lens 4 removed from the observation optical path.

More specifically, the connection means 2 is provided with a function of controlling the amount of rotation of the motor 1a so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path, the gear portion 1b31 engaging with the spur gear 4b provided on the periphery of the corrector ring mounting objective lens 4 is removed from the observation optical path.

In the calculation, by the rotation-amount arithmetic means 2b, of the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 and in addition, the amount and direction of rotation of the motor 1a required for this are also calculated. The drive control means 2c is constructed so that the rotation driving mechanism 1 is driven and controlled by the amount and direction of rotation of the motor 1a calculated through the rotation-amount arithmetic means 2b.

In the connection means 2 further detects the thickness of the sample (specimen) vessel or a cover member. It has a thickness detecting means 2d constructed, for example, with a sensor, so that the rotation-amount arithmetic means 2b calculates the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 for correcting aberration caused by the corrector ring mounting objective lens 4 introduced into the observation optical path, with a thickness obtained through the thickness detecting means 2d as a parameter.

More specifically, the detection means 2d is constructed with at least a light source (not shown), a relay optical system (not shown) condensing light from the light source through the corrector ring mounting objective lens 4, and at least a photodetector (not shown) detecting reflected light from a sample (specimen) surface passing through the corrector ring mounting objective lens 4. The microscope of this embodiment is constructed to include a sequence that the corrector ring mounting objective lens 4 is driven along the optical axis by an alignment section of the microscope electrically driven, both surfaces of a sample (specimen) vessel or a cover member are detected by the detection means 2d, and the thickness of the sample (specimen) vessel or the cover member is measured.

In the calculation, by the rotation-amount arithmetic means 2b, of the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 for correcting aberration caused by the corrector ring mounting objective lens 4 introduced into the observation optical path, index information of the objective lens introduced into the observation optical path is used as a parameter. When the corrector ring mounting objective lens 4 is mounted to the revolver 3, this index information is detected through an index information sensing means 2e and transmitted to the rotation-amount arithmetic means 2b. The index information sensing means 2e includes, for example, a data section previously recording the refractive index varying with the kind of the objective lens mounted to the objective mounting and dismounting section 3a of the revolver 3 and an objective distinction section provided with a switch or a sensor, distinguishing the kind of the objective lens mounted to the objective mounting and dismounting section 3a of the revolver 3.
In the corrector ring driving device of the first embodiment constructed as mentioned above, the drive of the corrector ring 4a of the corrector ring mounting objective lens 4 is carried out as described below.

A viewer first mounts the mounting and dismounting section 1d of the rotation driving mechanism 1 to the objective mounting and dismounting section 3a of the revolver 3. In this case, the corrector ring mounting objective lens 4 is not mounted to the next objective mounting and dismounting section 3a. Then, through the objective sensing means 2a, the rotation-amount arithmetic means 2b, and the drive control means 2c, the connection means 2 drives the motor 1a of the rotation driving mechanism 1 by a preset amount so that when the corrector ring 4a of the corrector ring mounting objective lens 4 is mounted to the next objective mounting and dismounting section 3a, the spur gear 4b does not interfere with the bevel gear 1b3. By transmitting the turning effort of the motor 1a to the spur gear 1b1, the spur gear 1b2, and the bevel gear 1b3 of the turning effort transmitting section 1b, the disengagement portion 1b32 of the bevel gear 1b3 is located on the spur-gear-4b side.  

The viewer, after attaching the mounting and dismounting section 1d of the rotation driving mechanism 1 to the objective mounting and dismounting section 3a of the revolver 3, mounts the desired corrector ring mounting objective lens 4 to the objective mounting and dismounting section 3a next to the objective mounting and dismounting section 3a to which the rotation driving mechanism 1 is mounted. After that, the viewer rotates the revolver 3 to introduce the corrector ring mounting objective lens 4 into the observation optical path. At this time, by the connection means 2, the motor 1a of the rotation driving mechanism 1 is driven by a preset amount and the turning effort of the motor 1a is transmitted to the spur gear 1b1, the spur gear 1b2, and the bevel gear 1b3 through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c. The gear portion 1b31 of the bevel gear 1b3 is brought to a position where it engages the drive control means 2c. Whereby, the viewer can remove the existing corrector ring mounting objective lens 4 from the objective mounting and dismounting section 3a of the revolver 3 to mount the desired corrector ring mounting objective lens 4 to the objective mounting and dismounting section 3a of the revolver 3. After the viewer mounts the desired corrector ring mounting objective lens 4 to the objective mounting and dismounting section 3a of the revolver 3 and rotates the revolver 3 to introduce the corrector ring mounting objective lens 4 into the observation optical path, the connection means 2 likewise drives the motor 1a of the rotation driving mechanism 1 by a preset amount and the corrector ring 4a of the corrector ring mounting objective lens 4 through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c.

As mentioned above, according to the corrector ring driving device of the first embodiment, in contrast with the conventional corrector ring driving device, the corrector ring can be automatically driven without reconnecting the belt to the pulley. Moreover, even in a state where the revolver is mounted with the corrector ring mounting objective lens, the exchange of the corrector ring mounting objective lens and the introduction of the corrector ring mounting objective lens into the observation optical path can be done with great ease, and the operation load of the viewer is extremely lessened. By using such a corrector ring driving device in the microscope with the revolver, the microscope with the revolver that is capable of automatically adjusting the corrector ring of the objective lens to the optimum position in accordance with variation of the thickness of the sample (specimen) vessel or the cover member is obtained.

Also, when the corrector ring driving device of the first embodiment is provided to the objective mounting and dismounting section 3a so that it makes a pair with the corrector ring mounting objective lens 4 mounted to the revolver 3, the corrector rings 4a equal in number to the corrector ring mounting objective lenses 4 mounted to the revolver 3 can be driven only by rotating the revolver 3. When the revolver 3 is of a five-hole type as shown in Fig. 2B, two sets of combinations, each of the corrector ring mounting objective lenses 4 with the corrector ring driving device, can be obtained. If the revolver is of a six-hole type, three sets of combinations, each of the corrector ring mounting objective lens with the corrector ring driving device, can be used.
Second embodiment

[0041] Figs. 3A and 3B show the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the second embodiment of the present invention.

[0042] In the corrector ring driving device of the second embodiment, as shown in Fig. 3B, the rotation driving mechanism 1 is secured to a shaft 3b fixed to the microscope body (not shown) that is the center of rotation of the revolver 3 of the microscope. Other features are almost the same as in the corrector ring driving device of the first embodiment.

[0043] In the corrector ring driving device of the second embodiment constructed as mentioned above, the drive of the corrector ring 4a of the corrector ring mounting objective lens 4 is carried out as described below.

[0044] By the connection means 2, first, through the objective sensing means 2a, the rotation-amount arithmetic means 2b, and the drive control means 2c, the motor 1a of the rotation driving mechanism 1 is driven by a preset amount and the turning effort of the motor 1a is transmitted to the spur gear 1b1, the spur gear 1b2, and the bevel gear 1b3 of the turning effort transmitting section 1b so that when the corrector ring 4a of the corrector ring mounting objective lens 4 is introduced into the observation optical path, the spur gear 4b does not interfere with the bevel gear 1b3. Whereby, the disengagement portion 1b32 of the bevel gear 1b3 is located on the spur-gear-4b side. The viewer mounts the desired corrector ring mounting objective lens 4 to the desired objective mounting and dismounting section 3a in the revolver 3.

[0045] Subsequently, the viewer rotates the revolver 3 to introduce the desired corrector ring mounting objective lens 4 into the observation optical path. At this time, through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c, the connection means 2 drives the motor 1a of the rotation driving mechanism 1 by a preset amount so that the disengagement portion 1b32 of the bevel gear 1b3 of the turning effort transmitting section 1b is located on the spur-gear-4b side through the objective sensing means 2a, the rotation-amount arithmetic means 2b, and the drive control means 2c. Whereby, the viewer can introduce another corrector ring mounting objective lens 4 into the observation optical system. After that, the connection means 2 likewise drives the motor 1a of the rotation driving mechanism 1 by a preset amount and the corrector ring 4a of the corrector ring mounting objective lens 4 through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c.

[0047] According to the corrector ring driving device of the second embodiment, as mentioned above, when the corrector rings 4a of a plurality of corrector ring mounting objective lenses 4 mounted to the revolver 3 are driven, the single turning effort transmitting section 1b is needed and it is not necessary that the turning effort transmitting section 1b is provided to the objective mounting and dismounting section 3a so that it makes a pair with the corrector ring mounting objective lens 4 mounted to the revolver 3. Hence, the cost is kept down accordingly and the operation load of the viewer is further lessened. Other functions and effects are nearly the same as in the corrector ring driving device of the first embodiment.

Third embodiment

[0048] Figs. 4A and 4B show the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the third embodiment of the present invention.

[0049] In the corrector ring driving device of the third embodiment, the turning effort transmitting section 1b is designed to use a rotary roller 1b3' instead of the bevel gear 1b3 in the turning effort transmitting section 1b of the corrector ring driving device of the first embodiment shown in Figs. 2A and 2B. The rotary roller 1b3' has a taper-shaped pressure exerting portion 1b31' pressed against the corrector ring 4a of the corrector ring mounting objective lens 4 along the direction of rotation and a pressure release portion 1b32' with a diameter of a length required to release the pressure applied to the corrector ring 4a.

[0050] The connection means 2 has a function of controlling the amount of rotation of the motor 1a so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path, the pressure exerting portion 1b31' of the rotary roller 1b3' of the turning effort transmitting section 1b is pressed against the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, while when the corrector ring...
mounting objective lens 4 is removed from the observation optical path, the pressure applied to the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 is released through the pressure release portion 1b32’ of the rotary roller 1b3’ of the turning effort transmitting section 1b. Other features are nearly the same as in the corrector ring driving device of the first embodiment shown in Figs. 2A and 2B.

**Fourth embodiment**

**[0052]** Figs. 5A and 5B show the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the fourth embodiment of the present invention.

**[0053]** In the corrector ring driving device of the fourth embodiment, the turning effort transmitting section 1b is designed to use the rotary roller 1b3’ instead of the bevel gear 1b3 in the turning effort transmitting section 1b of the corrector ring driving device of the second embodiment shown in Figs. 3A and 3B. The rotary roller 1b3’ has the taper-shaped pressure exerting portion 1b31’ pressed against the corrector ring 4a of the corrector ring mounting objective lens 4 along the direction of rotation and the pressure release portion 1b32’ with a diameter of a length required to release the pressure applied to the corrector ring 4a.

**[0054]** The connection means 2 is constructed to control the amount of rotation of the motor 1a so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path, the pressure exerting portion 1b31’ of the rotary roller 1b3’ of the turning effort transmitting section 1b is pressed against the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, while when the corrector ring mounting objective lens 4 is removed from the observation optical path, the pressure applied to the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 is released through the pressure release portion 1b32’ of the rotary roller 1b3’ of the turning effort transmitting section 1b. Other features are nearly the same as in the corrector ring driving device of the second embodiment shown in Figs. 3A and 3B.

**[0055]** Even in the corrector ring driving device of the fourth embodiment, the pressure exerting portion 1b31’ of the rotary roller 1b3’ of the turning effort transmitting section 1b is pressed against the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, and thereby the turning effort of the motor 1a can be transmitted to the corrector ring 4a of the objective lens 4, so that nearly the same function and effect as in the corrector ring driving device of the second embodiment are obtained.

**Fifth embodiment**

**[0056]** Fig. 6 shows the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the fifth embodiment of the present invention.

**[0057]** Also, on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 driven through the corrector ring driving device of the fifth embodiment, the spur gear 4b is mounted. In the corrector ring driving device of the fifth embodiment, the rotation driving mechanism 1 is supported by a support 11 independently of the revolver 3. The support 11 is constructed, for example, of an elastic member having an elastic function like a plate spring and is secured to a microscope body 10.

**[0058]** The motor 1a is fixed in a state where a convexity 1e provided at the end of a housing 1c from which the rotary shaft of the motor 1a protrudes is fitted into a hole 11a provided in the support 11. The turning effort transmitting section 1b includes the spur gear 1b1, the spur gear 1b2, a spur gear 1b3”, and the shaft member 1b4. The spur gear 1b1 is provided at the top of the rotary shaft of the motor 1a. The spur gear 1b2 and the spur gear 1b3” are coaxially provided to the shaft member 1b4. The shaft member 1b4 is rotatably supported by the support 11.

**[0059]** The spur gear 1b2 is constructed to engage with the spur gear 1b1. The spur gear 1b3” has a gear portion 1b31” engaging with the spur gear 4b provided on the periphery of the correction ring 4a of the correction ring mounting objective lens 4 along the direction of rotation and a disengagement portion 1b32” with a diameter of a length required to disengage the spur gear 4b.

**[0060]** The connection means 2 has a function of controlling the amount of rotation of the motor 1a so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path, the gear portion 1b31” of the spur gear 1b3” of the turning effort transmitting section 1b engages with the spur gear 4b mounted on the periphery of the correction ring 4a of the correction ring mounting objective lens 4, while when the corrector ring mounting objective lens 4 is removed from the observation optical path, the spur gear 4b mounted on the periphery of the correction ring 4a of the correction ring mounting objective lens 4 is disengaged through the disengagement portion 1b32” of the spur gear 1b3” of the turning effort transmitting section 1b.

**[0061]** Additionally, the corrector ring driving device of the fifth embodiment is such that the gear portion 1b31” of the spur gear 1b3” of the turning effort transmitting section 1b can be pressed so that the turning effort of the
rotation driving mechanism is transmitted to the spur gear 4b mounted to the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path through the revolver 3 by the elastic deformation of the support 11 and thus a stable engaged state can be maintained although they are supported by different members.

[0064] In the exchange for another corrector ring mounting objective lens 4, the viewer rotates the revolver 3 so that the existing corrector ring mounting objective lens 4 is removed from the observation optical path. As a result, the connection means drives the motor 1a of the rotation driving mechanism 1 by a preset amount so that the disengagement portion of the spur gear 1b3 of the turning effort transmitting section 1b is located on the spur-gear 4b side through the objective sensing means 2a, the rotation-amount arithmetic means 2b, and the drive control means 2c. This way, the viewer can introduce another corrector ring mounting objective lens 4 into the observation optical path. After that, the connection means 2f drives the motor 1a of the rotation driving mechanism 1 by a preset amount and the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path, the spur gear 4b does not interfere with the spur gear 1b3", to transmit the turning effort of the motor 1a to the spur gear 1b1, the spur gear 1b2, and the spur gear 1b3" of the turning effort transmitting section 1b. Whereby, the disengagement portion of the spur gear 1b3" is located on the spur-gear 4b side. The viewer mounts the desired corrector ring mounting objective lens 4 to the desired objective mounting and dismounting section 3a in the revolver 3.

[0063] Subsequently, the viewer rotates the revolver 3 to introduce the desired corrector ring mounting objective lens 4 into the observation optical path. At this time, through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c, the connection means 2f drives the motor 1a of the rotation driving mechanism 1 by a preset amount to transmit the turning effort of the motor 1a to the spur gear 1b1, the spur gear 1b2, and the spur gear 1b3". The gear portion 1b31" of the spur gear 1b3" is brought to a position where it engages with the spur gear 4b provided on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 and is rotated by a preset amount. In this way, a preset amount of turning effort is transmitted to the corrector ring 4a of the objective lens 4 and the corrector ring 4a is driven. Whereby, in an observation image formed by the corrector ring mounting objective lens 4 introduced into the observation optical path, aberration is automatically corrected in the optimum state according to variation of the thickness of the sample (specimen) vessel or the cover member. At this time, the gear portion 1b31" of the spur gear 1b3" is pressed against the spur gear 4b provided on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 by the elastic deformation of the support 11, and thus a stable engaged state can be maintained although they are supported by different members.

Sixth embodiment

[0066] Fig. 7 shows the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the sixth embodiment of the
present invention.

In the corrector ring driving device of the sixth embodiment, the turning effort transmitting section 1b is designed to use a cylindrical rotary roller 1b3’’ instead of the spur gear 1b3” in the turning effort transmitting section 1b of the corrector ring driving device of the fifth embodiment shown in Fig. 6. The rotary roller 1b3” has a pressure exerting portion 1b31”’ pressed against the spur gear 4a of the actuator of the objective lens 44 along the direction of rotation and a pressure release portion 1b32”’ with a diameter of a length required to release the pressure applied to the actuator of the objective lens 4.  

The connection means 2 has a function of controlling the amount of rotation of the motor 1a so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path, the pressure exerting portion 1b31”’ of the rotary roller 1b3” of the turning effort transmitting section 1b is pressed against the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, while when the corrector ring mounting objective lens 4 is removed from the observation optical path, the pressure applied to the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 is released through the pressure release portion 1b32”’ of the rotary roller 1b3” of the turning effort transmitting section 1b. Other features are nearly the same as in the corrector ring driving device of the fifth embodiment shown in Fig. 6.

Even in the corrector ring driving device of the sixth embodiment, the pressure exerting portion 1b31”’ of the rotary roller 1b3” of the turning effort transmitting section 1b is pressed against the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, and thereby the turning effort of the motor 1a can be transmitted to the corrector ring 4a of the objective lens 4, so that nearly the same function and effect as in the corrector ring driving device constructed to provide the turning effort transmitting section 1b with the spur gear 1b3”, shown in Fig. 6, are obtained.

Seventh embodiment

Fig. 8 shows the corrector ring driving device of the microscopic objective lens provided with the corrector ring 4 according to the seventh embodiment of the present invention. Also, on the periphery of the corrector ring 4a of the actuator of the objective lens 4 driven through the corrector ring driving device of the seventh embodiment, the spur gear 4b is mounted. In the corrector ring driving device of the seventh embodiment, the rotation driving mechanism 1 is supported by the support 11 independent of the motor 1a. The support 11 is constructed of a member that the elastic deformation is hard to occur, and is fixed to a moving member 12. The moving member 12 is constructed to be movable with respect to the microscope body 10.

The turning effort transmitting section 1b includes the spur gear 1b1, the spur gear 1b2, a spur gear 1b3”, and the shaft member 1b4. The spur gear 1b1 is provided at the top of the rotary shaft of the motor 1a. The spur gear 1b2 and the spur gear 1b3” are coaxially provided to the shaft member 1b4. The shaft member 1b4 is rotatably supported by the support 11. The spur gear 1b2 is constructed to engage with the spur gear 1b1. The spur gear 1b3” has a gear portion 1b31”’ engaging with the spur gear 4b provided on the periphery of the actuator of the objective lens 4a of the corrector ring mounting objective lens 4 throughout the whole of the direction of rotation.

The connection means 2 is provided with a travel control means 2f in addition to the objective sensing means 2a, the rotation-amount arithmetic means 2b, the drive control means 2c, the thickness detecting means 2d, and the index information sensing means 2e. The travel control means 2f is constructed so that the support 11 fixed to the moving member 12 is moved to connection and disconnection positions of the turning effort transmitting section 1b relative to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path in association with the switching operation performed by the revolver 3.

Specifically, the travel control means 2f has a function of controlling the amount and direction of travel of the moving member 12 so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path in accordance with a sense signal from the objective sensing means 2a, the gear portion 1b31”’ of the spur gear 1b3” of the turning effort transmitting section 1b engages with the spur gear 4b mounted on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, while when the corrector ring mounting objective lens 4 is removed from the observation optical path, the gear portion 1b31”’ of the spur gear 1b3” of the turning effort transmitting section 1b is disengaged from the spur gear 4b mounted on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4.

In the corrector ring driving device of the seventh embodiment, the rotation-amount arithmetic means 2b has a function of calculating the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path of the microscope in accordance with the sense signal from the objective sensing means 2a. More specifically, in the case where the corrector ring mounting objective lens 4 is introduced into the observation optical path, the optimum amount of turn is calculated relative to the corrector ring 4a of the corrector ring mounting objective lens 4 and in addition, the amount and direction of rotation of the motor 1a required for this are also calculated. Other features are almost the same as the corrector ring driving device of the fifth embodiment shown in Fig. 6.

In the corrector ring driving device of the seventh embodiment constructed as mentioned above, the drive of the corrector ring 4a of the corrector ring mount-
ing objective lens 4 is carried out as described below. First, through the objective sensing means 2a and the travel control means 2f, the connection means 2 moves the moving member 12, away from the revolver 3, by a preset amount so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path, the spur gear 4b does not interfere with the spur gear 1b3''. The viewer mounts the desired corrector ring mounting objective lens 4 to the desired objective mounting and dismounting section 3a in the revolver 3.

[0076] Subsequently, the viewer rotates the revolver 3 to introduce the desired corrector ring mounting objective lens 4 into the observation optical path. At this time, through the objective sensing means 2a and the travel control means 2f, the connection means 2 moves the moving member 12 by a preset amount so that the gear portion 1b31'''' of the spur gear 1b3'''' of the turning effort transmitting section 1b engages with the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path. Next, through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c, the connection means 2 drives the motor 1a of the rotation driving mechanism 1 by a preset amount so that the turning effort of the motor 1a is transmitted to the spur gear 1b1, the spur gear 1b2, and the spur gear 1b3'''' and the gear portion 1b31''''' of the spur gear 1b3''''' is rotated by a preset amount while engaging with the spur gear 4b provided on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4. Whereby, in the observation image formed by the corrector ring mounting objective lens 4 introduced into the observation optical path, aberration is automatically corrected in the optimum state according to variation of the thickness of the sample (specimen) vessel or the cover member.

[0077] In the exchange for another corrector ring mounting objective lens 4, the viewer rotates the revolver 3 so that the existing corrector ring mounting objective lens 4 is removed from the observation optical path. As a result, through the objective sensing means 2a and the travel control means 2f, the connection means 2 moves the moving member 12, away from the revolver 3, by a preset amount so that when the spur gear 1b3'''' is disengaged from the corrector ring 4a of the corrector ring mounting objective lens 4 and the next corrector ring mounting objective lens 4 is introduced into the observation optical path, the spur gear 4b does not interfere with the spur gear 1b3''''. Whereby, the viewer can introduce another corrector ring mounting objective lens 4 into the observation optical path.

[0078] After that, likewise, the moving member 12 is moved by a preset amount through the objective sensing means 2a and the travel control means 2f so that the gear portion 1b31'''' of the spur gear 1b3'''' of the turning effort transmitting section 1b engages with the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path. Next, the connection means 2 drives the motor 1a of the rotation driving mechanism 1 by a preset amount and turns the corrector ring 4a of the corrector ring mounting objective lens 4 through the objective sensing means 2a, the thickness detecting means 2d, the index information sensing means 2e, the rotation-amount arithmetic means 2b, and the drive control means 2c.

[0079] According to the corrector ring driving device of the seventh embodiment, the support 11 is constructed to be movable through the moving member 12 and the connection means 2 is provided with the travel control means 2f making the support 11 movable through the moving member 12 by the connection and disconnection positions of the turning effort transmitting section 1b relative to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path in association with the switching operation performed by the revolver 3. Hence, when the corrector ring mounting objective lens 4 is mounted to, and dismounted from, the objective mounting and dismounting section 3a, the moving member 12 is moved so that the rotation driving mechanism 1 lies at some distance away from the revolver 3, and thereby a wide space for mounting and dismounting the objective lens 4 can be ensured.

Eighth embodiment

[0080] Fig. 9 shows the corrector ring driving device of the microscopic objective lens provided with the corrector ring according to the eighth embodiment of the present invention. In the corrector ring driving device of the eighth embodiment, the turning effort transmitting section 1b is designed to use a cylindrical rotary roller 1b3''''' instead of the spur gear 1b3'''' in the turning effort transmitting section 1b of the corrector ring driving device of the seventh embodiment shown in Fig. 8. The rotary roller 1b3''''' has a pressure exerting portion 1b31''''' pressed against the corrector ring 4a of the corrector ring mounting objective lens 4 throughout the whole of the direction of rotation.

[0081] The travel control means 2f of the connection means 2 has a function of controlling the amount and direction of travel of the moving member 12 so that when the corrector ring mounting objective lens 4 is introduced into the observation optical path in accordance with the sense signal from the objective sensing means 2a, the pressure exerting portion 1b31''''' of the rotary roller 1b3''''' of the turning effort transmitting section 1b is pressed against the corrector ring 4a of the corrector ring mounting objective lens 4, while when the corrector ring mounting objective lens 4 is removed from the observation optical path, the pressure of the pressure exerting portion 1b31''''' of the rotary roller 1b3''''' of the turning effort transmitting section 1b applied to the corrector ring 4a of the corrector ring mounting objective lens 4 is released.

[0082] Other features are almost the same as in the
corrector ring driving device of the seventh embodiment shown in Fig. 8.

[0083] Even in the corrector ring driving device of the eighth embodiment, the pressure exerting portion 1b3'”, of the rotary roller 1b3'” of the turning effort transmitting section 1b is pressed against the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4, and thereby the turning effort of the motor 1a can be transmitted to the corrector ring 4a of the objective lens 4, so that nearly the same function and effect as in the corrector ring driving device constructed to provide the turning effort transmitting section 1b with the spur gear 1b3’”, shown in Fig. 8, are obtained.

[0084] Also, although some embodiments according to the corrector ring driving device of the microscopic objective lens provided with the corrector ring in the present invention have been described, the corrector ring driving device of the microscopic objective lens provided with the corrector ring in the present invention is not limited to the structure of each embodiment mentioned above.

[0085] For example, the turning effort transmitting section 1b in the corrector ring driving device of the third or fourth embodiment shown in Figs. 4A and 4B or 5A and 5B, instead of using the rotary roller 1b3', may be constructed to use the rotary roller 1b3'” having the pressure exerting portion 1b3’”” pressed against the corrector ring 4a of the corrector ring mounting objective lens 4 throughout the whole of the direction of rotation, such as that shown in Fig. 9, so that the rotation-amount arithmetic means 2b has the function of calculating the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path of the microscope in accordance with the sense signal from the objective sensing means 2a, and more specifically, in the case where the corrector ring mounting objective lens 4 is introduced into the observation optical path, the optimum amount of turn is calculated relative to the corrector ring 4a of the corrector ring mounting objective lens 4 and in addition, the amount and direction of rotation of the motor 1a required for this are also calculated.

[0086] Even when the turning effort transmitting section 1b is constructed as mentioned above, it becomes possible that the rotation driving mechanism 1 is constructed to connect the turning effort transmitting section 1b to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path, by the elastic deformation of the rotary roller 1b3’””, a switching operation performed by the revolver 3 and to release the connection of the turning effort transmitting section 1b with the corrector ring 4a of the corrector ring mounting objective lens 4 removed from the observation optical path. Hence, as in each embodiment mentioned above, the corrector ring driving device, in contrast with the conventional corrector ring driving device, is capable of automatically driving the corrector ring without reconnecting the belt to the pulley. Moreover, even in a state where the revolver is mounted with the corrector ring mounting objective lens, the exchange of the corrector ring mounting objective lens and the introduction of the corrector ring mounting objective lens into the observation optical path can be done with great ease, and the operation load of the viewer is extremely lessened. By using such a corrector ring driving device in the microscope with the revolver, the microscope with the revolver that is capable of automatically adjusting the corrector ring of the objective lens to the optimum position in accordance with variation of the thickness of the sample (specimen) vessel or the cover member is obtained.

[0087] Similarly, the turning effort transmitting section 1b in the corrector ring driving device of the fifth embodiment shown in Fig. 6, instead of using the rotary roller 1b3’”, may be constructed to use the spur gear 1b3” having the gear portion 1b3”” engaging with the spur gear 4b provided on the periphery of the corrector ring 4a of the corrector ring mounting objective lens 4 throughout the whole of the direction of rotation, such as that shown in Fig. 8, so that the rotation-amount arithmetic means 2b has the function of calculating the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path of the microscope in accordance with the sense signal from the objective sensing means 2a, and more specifically, in the case where the corrector ring mounting objective lens 4 is introduced into the observation optical path, the optimum amount of turn is calculated relative to the corrector ring 4a of the corrector ring mounting objective lens 4 and in addition, the amount and direction of rotation of the motor 1a required for this are also calculated.

[0088] Even when the turning effort transmitting section 1b is constructed as mentioned above, it becomes possible that the rotation driving mechanism 1 is constructed to connect the turning effort transmitting section 1b to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path, by the elastic deformation of the support 11, in a switching operation performed by the revolver 3 and to release the connection of the turning effort transmitting section 1b with the corrector ring 4a of the corrector ring mounting objective lens 4 removed from the observation optical path. Hence, as in each embodiment mentioned above, the corrector ring driving device, in contrast with the conventional corrector ring driving device, is capable of automatically driving the corrector ring without reconnecting the belt to the pulley. Moreover, even in a state where the revolver is mounted with the corrector ring mounting objective lens, the exchange of the corrector ring mounting objective lens and the introduction of the corrector ring mounting objective lens into the observation optical path can be done with great ease, and the operation load of the viewer is extremely lessened. By using such a corrector ring driving device in the microscope with the revolver, the microscope with the revolver that is capable of automatically adjusting the corrector
ring of the objective lens to the optimum position in accordance with variation of the thickness of the sample (specimen) vessel or the cover member is obtained.

[0089] Further, similarly, the turning effort transmitting section 1b in the corrector ring driving device of the sixth embodiment shown in Fig. 7, instead of using the rotary roller 1b31""", may be constructed to use the rotary roller 1b3"""" having the pressure exerting portion 1b31"""" pressed against the corrector ring 4a of the corrector ring amounting objective lens 4 throughout the whole of the direction of rotation, such as that shown in Fig. 9, so that the rotation-amount arithmetic means 2b has the function of calculating the optimum amount of turn relative to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path of the microscope in accordance with the sense signal from the objective sensing means 2a, and more specifically, in the case where the corrector ring mounting objective lens 4 is introduced into the observation optical path, the optimum amount of turn is calculated relative to the corrector ring 4a of the corrector ring mounting objective lens 4 and in addition, the amount and direction of rotation of the motor 1a required for this are also calculated.

[0090] Even when the turning effort transmitting section 1b is constructed as mentioned above, it becomes possible that the rotation driving mechanism 1 is constructed to connect the turning effort transmitting section 1b to the corrector ring 4a of the corrector ring mounting objective lens 4 introduced into the observation optical path, by the elastic deformation of the support 11 and the rotary roller 1b3"""", in a switching operation performed by the revolver 3 and to release the connection of the turning effort transmitting section 1b with the corrector ring 4a of the corrector ring mounting objective lens 4 removed from the observation optical path. Hence, as in each embodiment mentioned above, the corrector ring driving device, in contrast with the conventional corrector ring driving device, is capable of automatically driving the corrector ring without reconnecting the belt to the pulley. Moreover, even in a state where the revolver is mounted with the corrector ring mounting objective lens, the exchange of the corrector ring mounting objective lens and the introduction of the corrector ring mounting objective lens into the observation optical path can be done with great ease, and the operation load of the viewer is extremely lessened. By using such a corrector ring driving device in the microscope with the revolver, the microscope with the revolver that is capable of automatically adjusting the corrector ring of the objective lens to the optimum position in accordance with variation of the thickness of the sample (specimen) vessel or the cover member is obtained.

[0091] Also, the arrangement of gears of the rotation driving mechanism 1 in each embodiment mentioned above is not limited to the arrangement shown in each figure. Any arrangement that the turning effort of the motor 1a is transmitted to the corrector ring 4a of the corrector ring mounting objective lens 4 attached to the objective mounting and dismounting section 3a to enable the corrector ring 4a to be driven is satisfactory.

[0092] As described above, the corrector ring driving device of the microscopic objective lens provided with the corrector ring of the present invention and the microscope having the corrector ring driving device of the objective lens provided with the corrector ring have additional features listed below.

1) A microscope is mounted with at least a corrector ring mounting objective lens and has a corrector ring control device of the objective lens that is capable of automatically controlling the corrector ring of the corrector ring mounting objective lens at the optimum position in accordance with variation of the thickness of a sample (specimen) vessel or a cover member. This microscope having the corrector ring control device of the corrector ring mounting objective lens comprises a detection means detecting the thickness of the sample (specimen) vessel or the cover member; a rotation driving mechanism including at least a motor turning the corrector ring of the corrector ring mounting objective lens; an arithmetic means calculating the amount of turn of the corrector ring most suitable for the corrector ring mounting objective lens obtained from information of the thickness of the sample (specimen) vessel or the cover member; and a control means controlling the drive of the rotation driving mechanism so that the corrector ring of the corrector ring mounting objective lens is turned by the amount of turn calculated through the arithmetic means in accordance with a detection signal from the detection means.

(2) In the microscope having the corrector ring control device of the corrector ring mounting objective lens set forth in item (1), the arithmetic means is constructed so that information of an optical index of refraction is used together with the information of the thickness of the sample (specimen) vessel or the cover member as parameters to calculate the amount of turn of the corrector ring most suitable for the corrector ring mounting objective lens, and an input mean inputting the information of the optical index of refraction is further provided.

(3) The microscope having the corrector ring control device of the corrector ring mounting objective lens set forth in item (1) or (2) further comprises a plurality of mounting and dismounting sections allowing a plurality of kinds of objective lenses to be mounted and dismounted; an objective switching device for introducing a desired objective lens into an observation optical path by rotating on a shaft fixed to a microscope body; a connection mechanism connecting the rotation driving mechanism to the corrector ring of the corrector ring mounting objective lens in association with a switching operation performed by the objective switching device; an objective sensing means sensing the objective lens introduced into the
A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 1, characterized in that an annular member having a spur gear portion is provided to be mountable with respect to the corrector ring of the corrector ring mounting objective lens and the turning effort transmitting section has a gear portion engaging with the spur gear portion of the annular member mounted to the corrector ring of the corrector ring mounting objective lens along a direction of rotation and a disengagement portion disengaging the gear portion from the spur gear portion of the annular member.

3. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 2, characterized in that the connection means controls an amount of rotation of the motor so that when the corrector ring mounting objective lens is removed from the observation optical path, the spur gear portion of the annular member mounted to the corrector ring of the corrector ring mounting objective lens is disengaged through the disengagement portion of the turning effort transmitting section.

4. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 1, characterized in that the turning effort transmitting section has a rotary roller constructed of an elastic member and the connection means is constructed so that the rotary roller is pressed against the corrector ring of the corrector ring mounting objective lens.

5. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 4, characterized in that the turning effort transmitting section has a pressure exerting portion pressed against the corrector ring of the corrector ring mounting objective lens along a direction of rotation and a pressure release portion releasing a pressure on the corrector ring.

6. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 5, characterized in that the connection means controls an amount of rotation of the motor so that when the corrector ring mounting objective lens is removed from the observation optical path, the turning effort transmitting section has a gear portion engaging with the spur gear portion of the annular member mounted to the corrector ring of the corrector ring mounting objective lens along a direction of rotation and a disengagement portion disengaging the gear portion from the spur gear portion of the annular member.
lens is introduced into the observation optical path, the pressure exerting portion of the turning effort transmitting section is pressed against the corrector ring of the corrector ring mounting objective lens, while when the corrector ring mounting objective lens is removed from the observation optical path, a pressure on the corrector ring of the corrector ring mounting objective lens is released through the pressure release portion of the turning effort transmitting section.

7. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to any one of claims 1-6, characterized in that the rotation driving mechanism is constructed to be mountable and dismountable with respect to each of the mounting and dismounting sections of the objective switching device.

8. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to any one of claims 1-6, characterized in that the rotation driving mechanism is secured to a shaft fixed to a microscope body which is a center of rotation of the objective switching device.

9. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to any one of claims 1-6, characterized in that the rotation driving mechanism is supported by a support independent of the objective switching device.

10. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 9, characterized in that the support is constructed of an elastic member fixed to a microscope body.

11. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 9, characterized in that the support is constructed to be movable and the connection means has a travel control means making the support movable with respect to positions where the turning effort transmitting section is connected to, and disconnected from, the corrector ring of the corrector ring mounting objective lens introduced into, and removed from, the observation optical path in association with a switching operation performed by the objective switching device.

12. A corrector ring driving device of a microscopic objective lens provided with a corrector ring which drives the corrector ring of a corrector ring mounting objective lens mounted to an objective switching device having a plurality of mounting and dismounting sections for mounting and dismounting a plurality of kinds of objective lenses, to each of which is mounted the corrector ring mounting objective lens, and allowing a desired objective lens to be introduced into an observation optical path by rotating on a shaft fixed to a microscope body, the corrector ring driving device comprising:

- a rotation driving mechanism having a motor and a turning effort transmitting section which transmits the turning effort of the motor to the corrector ring of the corrector ring mounting objective lens mounted to the objective switching device to drive the corrector ring,

characterized in that the rotation driving mechanism is constructed to connect the turning effort transmitting section to the corrector ring of the corrector ring mounting objective lens introduced into the observation optical path in a switching operation performed by the objective switching device and to disconnect the turning effort transmitting section from the corrector ring of the corrector ring mounting objective lens removed from the observation optical path.

13. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 12, characterized in that the turning effort transmitting section has a rotary roller constructed of an elastic member and a connection means is constructed so that the rotary roller is pressed against the corrector ring of the corrector ring mounting objective lens.

14. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 13, characterized in that the rotation driving mechanism is constructed to be mountable and dismountable with respect to each of the mounting and dismounting sections of the objective switching device.

15. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 13, characterized in that the rotation driving mechanism is secured to a shaft fixed to the microscope body which is a center of rotation of the objective switching device.

16. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 13, characterized in that the rotation driving mechanism is supported by a support independent of the objective switching device.

17. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 12, characterized in that the support is constructed of an elastic member fixed to the micro-
scope body.

18. A corrector ring driving device of a microscopic objective lens provided with a corrector ring according to claim 13, **characterized in that** the support is constructed of an elastic member fixed to the microscope body.
# EUROPEAN SEARCH REPORT

## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>JP 2005 017643 A (HAMAMATSU PHOTONICS KK) 20 January 2005 (2005-01-20) <em>abstract; figures</em> -----</td>
<td>1-7,9, 12-14,16</td>
<td>INV. G02B21/24 G02B21/00 G02B27/00</td>
</tr>
<tr>
<td>X</td>
<td>JP 2004 138898 A (OLYMPUS CORP) 13 May 2004 (2004-05-13) <em>abstract; figure 6</em> <em>paragraph [0049] - paragraph [0050]</em> -----</td>
<td>1,12</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.

<table>
<thead>
<tr>
<th>Place of search</th>
<th>Date of completion of the search</th>
<th>Examiner</th>
</tr>
</thead>
<tbody>
<tr>
<td>Munich</td>
<td>23 June 2008</td>
<td>Windecker, Robert</td>
</tr>
</tbody>
</table>

### CATEGORY OF CITED DOCUMENTS

- **X**: particularly relevant if taken alone
- **Y**: particularly relevant if combined with another document of the same category
- **A**: technological background
- **O**: non-written disclosure
- **P**: intermediate document
- **T**: theory or principle underlying the invention
- **E**: earlier patent document, but published on, or after the filing date
- **D**: document cited in the application
- **L**: document cited for other reasons
- **&**: member of the same patent family, corresponding document
ANNEX TO THE EUROPEAN SEARCH REPORT  
ON EUROPEAN PATENT APPLICATION NO. EP 08 00 2761

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDI file on 23-06-2008. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>JP 2005017643 A</td>
<td>20-01-2005</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>JP 2004138898 A</td>
<td>13-05-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>JP 2005017454 A</td>
<td>20-01-2005</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6109962 A</td>
<td>22-04-1994</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 2002169101 A [0002] [0003] [0005] [0021]