**Light source comprising a plurality of semiconductor lasers mounted in one can and optical measurement instrument comprising such a light source**

A living body measuring instrument having a sub-mount (4) on which plural light-emitting devices (1,2,3) oscillating at different wavelengths are mounted in proximity, one optical output monitoring device (9) that detects the optical outputs of these light-emitting devices, wherein said light emitting devices and said monitoring device are mounted on the same heat sink and are housed in one can-package, a light-receiving device that detects a signal from a living body, and a circuit that separates the optical output signals from the light-emitting devices, wherein at least one light-emitting device has a light-emitting layer including a $\text{In}_{1-x}\text{Ga}_x\text{As}_y\text{P}_{1-y}$ quantum well layer and a barrier layer on a GaAs substrate, the strain $\epsilon$ satisfies $0.4\% \leq \epsilon \leq 1.4\%$, wherein y in the composition satisfies $0.10 \leq y \leq 0.45$, and the wavelength of the emitted light is from 700 nm to 760 nm.

**FIG. 1**
Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to an optical measurement instrument using a semiconductor light-emitting device, and in particular to a living body measuring instrument using light and a light source operating in a wavelength range from the visible to the infrared used in this device.

Description of the Related Arts

[0002] Spectroscopy using a light source in a wavelength range from the visible to the infrared is a widely practiced technique, and wavelengths suitable for measuring information pertaining to the living body have been indicated. For example, according to Patent Document 1 (JP-A Hei 2-290534), it is widely known that specific light wavelengths ranging from the visible to the infrared are absorbed by metabolic substrates, and the use of wavelengths of 700 nm to 1300 nm is preferred since their scattering in biological tissues is small and their absorption by water is small.

[0003] In Patent Document 1, the light source used to measure deoxy-hemoglobin concentration of blood uses two wavelengths, 760 nm which is a unique absorption wavelength of this substance, and a wavelength near this wavelength (e.g., 800 nm), or three wavelengths including these two wavelengths at which there is a large difference in the absorption coefficient of the substance and an intermediate wavelength.

[0004] To measure the concentration of oxy-hemoglobin at the same time as that of deoxy-hemoglobin, a total of four wavelengths, i.e., a unique absorption wavelength at which there is a difference between the two hemoglobins, e.g., 650 nm, a wavelength near this wavelength, an absorption wavelength at which the absorption of the two hemoglobins is the same, e.g., 805 nm, and a wavelength near this wavelength, are used. Patent Document 1 discloses that prior to performing living body light measurement, the shape of the living body must be determined by x-ray CT (computed tomography) or NMR (nuclear magnetic resonance).

[0005] Patent Document 2 (JP-A Hei 8-103434) discloses that, in an instrument that measures information in a living body using only light, an information processing method is performed wherein a light source is intensity-modulated at an arbitrary frequency, and a signal from the living body is processed by a lock-in-amplifier or the like and displayed as time series data. It is mentioned that a semiconductor laser diode may also be used as the light source, but no detailed description is given except as regards to wavelength.

[0006] When semiconductor lasers are used as plural light sources having different oscillation wavelengths for these measurements, the devices in a commercial can-package are used alongside each other. In semiconductor laser devices of the conventional art, there is usually a semiconductor laser of one wavelength in one can-package.

[0007] As an exception, Patent Document 3 (JP-A Hei 11-186651) discloses semiconductor lasers having two wavelengths, i.e., 780 nm for CD read and 650 nm for DVD read/write used in optical disk record regeneration devices installed on a sub-mount in one can-package, which is commercially available. Further, Patent Document 4 (JP-A 2001-230502) discloses a technology wherein semiconductor lasers having three wavelengths, i.e., a wavelength of 405 nm for Blu-Ray or HD-DVD record regeneration in addition to the first two wavelengths, are simultaneously housed in one can-package. These semiconductor lasers having plural wavelengths are not made to oscillate simultaneously due to their different applications.

[0008] Patent Document 5 (JP-A 2006-186243) discloses a light source wherein semiconductor lasers having three wavelengths are disposed in proximity to each other in one package. These three wavelengths correspond for example to red, green and blue for display applications. By using a can-package housing semiconductor lasers having plural wavelengths, devices that contain this light source can be made more compact.

[0009] The semiconductor lasers used as a light source in measurement instruments, optical disk record regeneration devices and displays, must be detected an optical output, and provided with an electrical feedback circuit to stabilize the optical output. The optical output detection method may be for example a front monitor method which is frequently used in optical disk record regeneration devices (Patent Document 6 (JP-A 2004-207420)), or a rear monitor method used with semiconductor lasers for commercial products (Non-patent Document 1 (Ryoichi Ito, Michio Nakamura, Semiconductor Lasers [Fundamentals and Application], Baifukan, (1989), p.236)).

[0010] Since, in the former front monitor method, the semiconductor lasers having plural wavelengths are not often driven simultaneously, it there is usually one optical output power monitoring device, and in Patent Document 6, a device is disclosed wherein plural lasers are operated on a time-sharing basis, and an optical output power is detected in synchronism with their operation interval.

[0011] In the latter rear monitor method, as described in Patent Document 7 (JP-A Hei 9-164722), there is a printing device having a light intensity corrector that uses one optical output power monitoring device for the light from plural light-emitting points. Since these beam-emitting elements are used for printing applications, they use an identical wavelength at which the photoreceptor that detects the light has a good sensitivity, and they are not made to emit light simultaneously.

[0012] In the wavelength range of 700 nm-1300 nm which is described as preferable in Patent Document 1,
since it is difficult to improve the characteristics and reliability of semiconductor lasers oscillating at a wavelength of 700 nm to 760 nm, there are very few of them on the market. The active layer material may be obtained by increasing the A1 proportion of AlGaAs, by making GaInP highly strained, or by adding As to GaInP. According to Non-patent Document 2 (IEEE Journal of Selected Topics in Quantum Electronics, Vol. 5, No. 3, p. 785-791 (1999)), when the quantum well layer is InGaAsP (strain 1.6%), a wavelength of 730 nm is obtained, but the strain is large and these lasers are not reliable. Also, in Patent Document 8 (J.P-A. Hei 9-307183), there is a numerical limitation of y≤0.15 in an In$_{1-x}$Ga$_x$AS$_y$P$_{1-y}$ quantum well layer, and the wavelength is 635 nm which is not contained within the wavelength range of the present invention.

SUMMARY OF THE INVENTION

[0013] In the conventional art, living body light measuring devices are usually used only by a few medical institutions or research organizations, and for these devices to have wider application, they need to be more compact. Likewise, a light source having plural light-emitting devices of different wavelengths which are part thereof, needs to be more compact. One solution to this problem is to use a light source having plural wavelengths mounted on one sub-mount, such as is disclosed in disc recorder regeneration device applications or display applications, and house it in one can-package.

[0014] Another problem is increasing the precision of living body light measuring devices. Since the state of a living body is constantly changing and it is difficult to distinguish the measurement signal from noise, which tends to lead to confusion, the optical output and the wavelength of the light source must be stable. Hence, since the noise in the signal from a living body is of the order of 1%, the optical fluctuation of the light source must be less than 0.1%.

[0015] Regarding the method of detecting the optical output of these semiconductor lasers, the problem in the conventional front monitor method is that when the optical output power monitoring device used for detection is taken out of the can-package in which the semiconductor laser is housed, the number of components increases. On the other hand, in the rear monitor method, the optical output power monitoring device used for detection can be mounted on the same heat sink as the light-emitting devices, and housed in one can-package.

[0016] In Patent Document 5, a diagram is disclosed wherein optical output power monitoring devices of equal number to a number of semiconductor laser diodes are installed to the rear of the semiconductor lasers, but the detection method is not described in detail. In another method wherein plural semiconductor lasers used for living body measurement are operated simultaneously in a certain time interval, in the layout of Patent Document 5, the rear optical output of the semiconductor laser installed in front of one optical output power monitoring device and the rear optical output of the semiconductor laser adjacent to it are both input, so there is a possibility that a correct optical output power detection might not be possible, and it is difficult to separate the influence of the adjacent device.

[0017] Further, in the wavelength band from 700 nm to 1300 nm which is described as preferred in Patent Document 1, in semiconductor lasers that oscillate at a wavelength of 700 nm to 760 nm, the active layer material is AlGaAs used for 780 nm band lasers where the A1 proportion is increased. GaInP used in the 600 nm band which was highly strained, or InGaAsP which is difficult to obtain by crystal growth. In the case of AlGaAs, when the A1 proportion is large, oxidation occurs easily and reliability decreases, and since the difference of composition from the AlGaAs cladding layer is small, confinement of the carrier is impaired which may lead to a deterioration of characteristics. With GaInP, if the material is highly strained, crystal defects tend to occur and reliability decreases. As for InGaAsP, it is said that crystal growth of this material is difficult, and there are very few reports. Hence, since it is difficult to improve the characteristics and reliability of light-emitting devices in this wavelength band, there are very few on the market.

[0018] The problem therefore is to develop technology to improve the characteristics and reliability of semiconductor lasers in this wavelength band, and allow them to be manufactured stably.

[0019] It is therefore an object of the present invention to provide, as a light source for living body measurement, a compact light source wherein light-emitting devices oscillating at plural different wavelengths from the visible to the infrared are housed in one can-package, and an optical measurement instrument for a living body on which this light source is mounted. It is a further object of the invention to provide a design in which the characteristics of semiconductor lasers oscillating at a wavelength of 700 nm to 760 nm, which are difficult to acquire on the market as light sources for living body measurement, are stable and highly reliable.

[0020] To attain the aforesaid object, the invention provides a design wherein plural semiconductor light-emitting devices oscillating at plural different wavelengths from the visible to the infrared are mounted on one sub-mount in proximity to each other together with one optical output power monitoring device that detects the optical output of these semiconductor light-emitting devices on the same heat sink, the whole being housed in one can-package, and having a circuit which separates the optical output signals from the light-emitting devices from the detection signal of the optical output power monitoring device. The method used by the circuit may be to modulate the semiconductor light-emitting devices at plural frequencies and separate the signals by a lock-in-amplifier, to operate the semiconductor light-emitting devices on a time division basis and perform detection in synchronism with their operation, or a combination of the
both methods.

[0021] FIG. 1 and FIG. 2 show the basic construction of the invention. FIG. 1 shows the construction of a light source used in the optical measurement instrument of the invention, three of the plural semiconductor lasers being shown in the diagram. Semiconductor lasers 1 to 3 are joined to a sub-mount 4 by solder. An anode side 5 to 7 of a bonding pad and a cathode side 8 are wired to drive the semiconductor lasers. In this example, the cathode side was common, but the anode side may be common. At the same time, an optical output power monitoring device 9 is disposed to the rear of the semiconductor lasers 1 to 3, and mounted together with the sub-mount 4 on a heat sink 10. The signal received from the optical output power monitoring device 9 arrives at a monitored signal separation circuit 11. Depending on the separated signals, electrical feedback signals such that the optical outputs of the semiconductor lasers 1 to 3 remain constant, are sent to light-emitting device driving power supplies 12 to 14.

[0022] To use this light source for living body measurement, a wavelength must be selected with reference to a unique absorption wavelength of the material to be measured. For example, as the wavelength of the light source used to measure deoxy-hemoglobin, referring to the absorption coefficients of deoxy- and oxy-hemoglobin shown in FIG. 3, two wavelengths, i.e., 760 nm which is the unique absorption wavelength of this substance and a wavelength near this wavelength (e.g., 800 nm) may be used, or three wavelengths, i.e. these two wavelengths for which there is a large difference in the absorption coefficient of this substance and one intermediate wavelength may be used. From FIG. 3, the first of these three wavelengths is selected from a region just below 730 nm at which the absorption coefficient of deoxy-hemoglobin is large, and above 650 nm at which the absorption of the living body is not too large so that sufficient signal strength can be obtained (e.g., 690 nm). The second is a wavelength selected from a region just above 830 nm at which the absorption coefficient of oxy-hemoglobin is large (e.g., 830 nm). The third is selected at 760 nm, which is between these two wavelengths. Since the absorption coefficient of deoxy-hemoglobin has a local maximal value between 750 nm to 760 nm, at this wavelength the absorbed signal increases, and it is a unique absorption wavelength which contributes to enhancing measurement precision. Therefore, selecting one wavelength of the light source in the range 750 nm to 760 nm is advantageous.

[0023] When selecting the first wavelength, referring to safety standards (JIS C 6802) and world standards (IEC 60825) for laser products, if a wavelength above 700 nm is selected, the permissible strength can be increased even for the same class of laser and the measurement signal can be increased, so precision can be increased. Since there is little scattering in biological tissue, measurement precision can be increased even while respecting safety standards, so selecting a wavelength above 700 nm is advantageous.

[0024] The light generated from the light source having the construction of FIG. 1 may be guided into an optical fiber and transmitted as it is, may be propagated in the air, or a living body may be exposed to it directly. If it is guided into an optical fiber, the original optical power is attenuated in the optical fiber, so the optical output of the light source must be designed for fiber output with due regard to safety. On the other hand, in the case of air propagation and living body exposure, there are safety restrictions on the optical output of the light source depending on wavelength. From safety considerations, to ensure safety of the operator’s eyes, there is a restriction on the light intensity in a circle of diameter 7 mm corresponding to the pupil size at a distance of 10 cm which is the shortest focal distance, therefore the light should be made to diverge using a light diverging modality such as a lens or the like.

[0025] From FIG. 3, it is seen also that the absorption coefficient of deoxy-hemoglobin in the region below 805 nm is sensitive to wavelength fluctuations, so wavelength fluctuations are preferably small. According to semiconductor laser catalogs, the wavelength specification is set to ±10 nm. If the optical source is disposed in proximity to the living body, considering that there may be a wavelength variation from a room temperature of 25°C to about 50°C which results from adding 10°C due to the heat of the device to the body temperature of about 40°C, the wavelength fluctuation rate relative to temperature variation is 0.2 nm/K, so the wavelength fluctuation would be about 5 nm. In addition, if sufficient tolerance is allowed for compositional variations in the active layer per lot during fabrication, the wavelength fluctuation would then be double this, i.e., about ±5 nm.

[0026] In an optical measurement instrument where the subject is directly exposed to the light source, fluctuation of the light source due to optical feedback from the subject leads to measurement errors, so some tolerance must be allowed. In one solution, it is preferred to set the reflectance of the front facet high so that the reflected optical feedback from the subject does not enter the resonator of the semiconductor laser. In the case of an edge-emitter semiconductor laser, if silicon dioxide and silicon nitride which are well known materials, are alternately laminated (-> deposited/stacked?) respectively to a quarter-wave film thickness, a film having a high reflectance of about 50% is obtained. If plural growth cycle layers are stacked, a film of even higher reflectance can be manufactured and a better tolerance can be obtained. In a vertical cavity surface emitting laser, in a stacked film of semiconductor AlGaAs, a reflectance exceeding 95% is often used. A light-emitting diode may also be used as the light-emitting device, and in this case the light is not coherent from the beginning, which is robust to optical feedback.

[0027] If on the other hand it is desired to decrease the reflectance of the light source and increase the optical output from the front facet, another solution is to convert
the longitudinal mode to multimode by self-pulsation so that coupling is more difficult, which is a technique known in the art.

[0028] When biological information is to be measured in proximity to a living body using this optical source, positioning is easier by using a probe, in which the optical source device brought into intimate contact with the living body, and a detector that detects light that has been partially absorbed by the living body and fed back, are disposed in an optimum position. The optical source has at least two light-emitting devices having different light emission wavelengths, and these light-emitting devices are operated either by intensity modulation of different frequencies or by time division. By having plural these optical sources and detectors, and using probes disposed in two dimensions, a wide variety of biological information can be obtained in one session.

[0029] Next, the method of implementing the semicon- 
ductor light-emitting device oscillating at a wavelength of 700 nm to 760 nm, will be described in detail.

[0030] As an active layer which can provide this wave- 
length region, we have selected InGaAsP on a GaAs 
substrate which is difficult to manufacture since a suitable 
crystal growth technique had not been developed. Using a 
metal organic vapor phase epitaxy (MOVPE) system 
and experimentally optimizing the growth conditions, we 
have succeeded in obtaining epitaxial growth of InGaAsP 
having a film thickness corresponding to that of the active 
layer of a semiconductor laser on a GaAs substrate. The 
growth conditions are within the normal range when using a 
GaAs substrate, but each system must be optimized.

[0031] FIG. 12 shows a light-emitting device oscillating 
at a wavelength of 700 nm to 760 nm. On an n-type GaAs 
substrate 201, an n-type GaAs buffer layer 202, an n-
type AlGaInP cladding layer 203, an n-type AlGaInP opt-
cal guiding layer 204, a strained quantum well active 
layer 205, a p-type AlGaInP optical guiding layer 206, a 
first p-type AlGaInP cladding layer 207, a second p-type 
AlGaInP cladding layer 208, a p-type GaInP capping lay-
er 209 and a p-type GaAs capping layer 210 are grown sequentially by the MOVPE method.

[0032] The second p-type AlGaInP cladding layer 208, a p-type GaInP capping layer 209 and p-type GaAs capping 
layer 210 are formed in a striped shape by a prede-
termined etching, the side walls of the stripes being sub-
jected to passivation by a dielectric film 211. Moreover, 
on the p-type GaAs capping layer 210, a p-side electrode 
212 is formed, and under the n-type GaAs substrate 201, an 
n-side electrode 213 is formed.

[0033] The strained quantum well active layer 205 in-
cludes an In$_{1-y}$Ga$_y$As$_x$P$_{1-x}$ (0.10 ≤ y ≤ 0.45) quantum well 
layer (lattice constant $a$ in the surface), and 
(AlGa$_{1-z}$In$_z$)$_y$N$_{1-y}$P barrier layer. The strain of the InGaAsP 
quantum well layer can be determined by experiment to 
evaluate characteristics and reliability. As a result of the 
oretical calculation and experiment, it is clear that the 
strain $\varepsilon$ defined by $\varepsilon(%)=(a_{\text{w}}-a)/a \times 100$ is preferably 
0.4% ≤ $\varepsilon$ ≤ 1.4. In particular, when the wavelength is from 
700 nm to 720 nm, 0.4% ≤ $\varepsilon$ ≤ 1.2% is preferred, and 
0.4% ≤ $\varepsilon$ ≤ 0.9% is optimum. When the wavelength is from 
725 nm to 760 nm, it was clear that a strain range of 
0.6% ≤ $\varepsilon$ ≤ 1.4% is preferred.

[0034] The GaAs substrate may be an off substrate 
wherein the orientation is inclined from the (100) plane 
to the <011> direction, and the quantum well active layer 
205 may be a strain-compensated structure wherein a 
tensile strain is applied to the barrier layer.

[0035] Here, the difference between the invention and 
the conventional art will be described.

[0036] According to Patent Document 1, to obtain bi-
ological information, CT measurement is required prior 
to optical measurement, but according to the invention, 
biological information can be obtained via optical meas-
urement alone. Patent Document 2 describes that bio-
logical information can be displayed in a time series by 
optical measurement, but apart from the wavelength, the 
light source is not described in detail. According to the 
present invention, the signal processing theory of Patent 
Document 2 is used without modification, and a construc-
tion for the light source used for the optical measurement 
instrument and control of optical output stabilization is 
proposed.

[0037] Patent Documents 3, 4, 7 describe a semicon-
ductor light source having plural semiconductor light-
emitting devices installed therein, but since the main 
application is optical recording and optical printing, there is 
no way of having the respective light-emitting points func-
tion simultaneously, whereas the present invention has 
semiconductor light-emitting devices emit plural different 
wavelengths simultaneously. The fact that one optical 
output power monitoring device is used is in common 
describes a construction wherein a control signal is fed 
back and the optical output is stabilized for only one de-
vice which emits in a specific time, the present invention 
has plural semiconductor light-emitting devices that emit 
light simultaneously, and by operating these at different 
frequencies or by time division, the signals entering one 
optical output power monitoring device are separated, so 
the output powers of the respective semiconductor 
light-emitting devices can be stabilized. Hence, the de-
sign is different insofar as concerns optical output power 
stabilization.

[0038] In the features of this optical output stabilization 
method, there is also a distinction from Patent Document 5. In Patent Document 5, in a semiconductor light source 
wherein plural light-emitting devices of different wave-
length are installed, since the main application is a dis-
play, the plural light-emitting devices are operated simulta-
nuously, but the same number of optical output power 
monitoring devices is provided to measure the optical 
outputs of these light-emitting devices. According to the 
present invention, to solve the problem of stabilization, 
the signals entering one optical output power monitoring 
device are separated.

[0039] In Patent Document 6, an optical output power
monitoring device is placed midway in the light path in front of the plural light-emitting devices, but since the present invention is used in applications where the light source is placed in proximity with a living body, the optical output power monitoring device cannot be placed midway in the light path, and it is therefore placed to the rear of the light-emitting points of the light-emitting devices.

[0040] The light-emitting device of Patent Document 8 uses InGaAsP for the active layer, and at a light-emitting wavelength of 635 nm, it uses a composition which can be stably obtained by crystal growth even by the conventional art, but with the same design, a composition providing a wavelength band above 700 nm as in the present invention cannot be obtained. On the other hand, Non-patent Document 2 uses the same light-emitting wavelength band as that of the invention, but the present invention differs from the conventional art in that, to supply crystals which give a light-emitting device having a light-emitting wavelength of 700 nm to 760 nm which is more reliable, a limitation is placed on the composition particularly with regard to strain.

[0041] Even if all of the conventional arts are combined, they cannot measure information in proximity with a living body. The difference of the present invention from the conventional art is that it employs a light source in proximity with a living body and a detector that detects a signal from the living body, and the timing at which the light source is activated is selected, so the optical output is stabilized and the light emission wavelength is stabilized.

[0042] Further, since a light imaging device having a light emission wavelength of 700 nm to 760 nm cannot be supplied by a reliable semiconductor light-emitting device, in the conventional art, a semiconductor light source having a different wavelength range is used for living body light measurement. The highly reliable construction of the present invention makes it possible to use a light-emitting device having a light emission wavelength of 700 nm to 760 nm for the first time as a light source of an optical measurement instrument for a living body.

[0043] As an optical measurement instrument for a living body, compared to the case where plural can-packages containing light-emitting devices are arranged alongside each other, one can-package containing light-emitting devices having plural wavelengths is used, thus permitting compactness and lightness. Also, by having one optical output power monitoring device that detects the optical outputs of the light-emitting devices which is mounted to the rear of and in proximity to the plural light-emitting devices, and a circuit that separates the signals from the plural light-emitting devices, the effect of adjacent devices can be separated. And, a semiconductor laser having a wavelength of 700 nm to 760 nm which has been so far difficult to manufacture, can now be supplied as a light source of living body measurement.

**BRIEF DESCRIPTION OF THE DRAWINGS**

(0044)

FIG. 1 is a diagram showing a semiconductor laser integrated light source according to one embodiment of the invention;

FIG. 2 is a diagram showing a semiconductor laser integrated light source and its optical output control system according to one embodiment of the invention;

FIG. 3 is a diagram showing a wavelength dependence of an extinction coefficient of deoxy-hemoglobin and hemoglobin;

FIG. 4 is a diagram showing a semiconductor laser crystal growth structure used in the invention;

FIG. 5 is a diagram showing a living body measuring instrument using a semiconductor laser integrated light source according to one embodiment of the invention;

FIG. 6 is a diagram showing a semiconductor laser integrated light source according to one embodiment of the invention;

FIG. 7 is a cross-sectional view showing a semiconductor laser integrated light source according to one embodiment of the invention;

FIG. 8 is a diagram showing a semiconductor laser integrated light source and its optical output control system according to one embodiment of the invention;

FIG. 9 is a diagram showing a living body measuring instrument using a light source module according to one embodiment of the invention;

FIG. 10 is a block cross-sectional view showing a living body measuring instrument using a light source module according to one embodiment of the invention;

FIG. 11 is a cross-sectional view showing a semiconductor laser integrated light source according to one embodiment of the invention; and

FIG. 12 is a cross-sectional view of a semiconductor laser according to one embodiment of the invention.

**DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS**

(0045) Some embodiments of the invention will now be described referring to the drawings.

First embodiment

(0046) A first embodiment of the invention will be described referring to the device shown in FIG. 1 and FIG. 2. For the semiconductor lasers 1 to 3, crystals are grown in the order of an n-type cladding layer 102, an active layer 103, a p-type cladding layer 104, and a p-type contact layer 105 on an n-type GaAs substrate 101 as shown by the cross-sectional structure of FIG. 4 using a metal
oxide vapor phase epitaxy (MOVPE) system. Among the three semiconductor lasers, 1, 2 targeting an oscillation wavelength below 760 nm use an AlGaInP layer of thickness 15 μm for the n-type and p-type cladding layers 102, 104, and a multi quantum well structure including a well layer of GaIn(As)P of thickness 10 nm and a barrier layer of AlGaInP of thickness 15 nm, together with an optical guiding layer which is an AlGaInP layer of thickness 25 nm sandwiching the structure, as the active layer 103, and uses a GaAs layer for the p-type contact layer 105. The remaining semiconductor laser 3 targeting an oscillation wavelength of 800 nm uses an AlGaAs layer of thickness 15 μm for the n-type, p-type cladding layers 102, 104, and has a multi quantum well structure including a well layer of GaAs of thickness 10 nm and a barrier layer of AlGaAs of thickness 15 nm, together with an optical guiding layer which is an AlGaAs layer of thickness 25 nm sandwiching the structure, as the active layer 103, and uses a GaAs layer for the p-type contact layer 105.

Second embodiment

A second embodiment of the invention will now be described in the case of the optical measurement instrument for a living body shown in FIG. 5. An optical source 15 on which semiconductor lasers having plural wavelengths are mounted, is obtained by an identical fabrication method to that of the first embodiment. A pulse signal from a pulse generator 19 in a transmitter 18, which is controlled by a control and display personal computer, 17, is supplied to a light source driver 16 as a modulated signal from a CDMA (code division multiple access) encoder circuit 20 to drive the light source 15. The signal monitored optical outputs received at the rear of the semiconductor laser are separated by CDMA-decoding. This light source 15 oscillates at oscillation wavelengths of 695 nm, 780 nm and 850 nm, and at an optical output of 50 mW from 25°C to 60°C, it operates with an optical output fluctuation of less than 0.1%. The light of three wavelengths emitted from this light source 15 has an emitting point distance of 220 μm, and this light is guided to a bundle fiber 21 having a core of diameter 1 mm. The fiber output light is frequency-modulated, a living body 22 is exposed to it, and the light fed back after absorption in the biological material is captured by a light-receiving device module 23. This light source 15 and light-receiving device module 23 are detachably fixed to a probe 24 at the optimum interval for signal processing, so positioning on the surface of the living body 22 is easy, and the module can be replaced in the event of a fault. Signal processing is performed using a receiver 27 combining an analog amplifier 25 and CDMA decode circuit 26, and analyzed/displayed by the control and display...
personal computer 17. The optical output fluctuation of the light source 15 is small, so the reliability of the signal is increased.

Third embodiment

A third embodiment of the invention has an identical construction to the device shown in FIG. 5. The light source 15 on which semiconductor lasers having plural wavelengths are mounted is fabricated by an identical method to that of the first embodiment, oscillates at oscillation wavelengths of 680 nm, 755 nm and 830 nm, and at an optical output of 50 mW from 25°C to 60°C, it operates with an optical output fluctuation of less than 0.1%. These wavelengths, from FIG. 3, are selected to be 680 nm at which the absorption coefficient of deoxy-hemoglobin is very high, 830 nm at which the absorption coefficient of oxy-hemoglobin is relatively high, and 750 nm, which is an intermediate wavelength. The light of three wavelengths emitted by this light source 15 is guided into the bundle fiber 21 having a core of diameter 1 mm. This fiber output light is frequency-modulated and the living body 22 is exposed to it. The light fed back after absorption in the biological material is captured by the light-receiving device module 23, signal processing is performed using the receiver 27 similarly to the second embodiment, and the signal from the living body is analyzed. The optical output fluctuation of the light source 15 is small, and since two wavelengths are selected at which there is a large difference in the absorption coefficients of deoxy-hemoglobin and oxy-hemoglobin in the measurement target, and an intermediate wavelength, a high precision measurement can be performed.

Fourth embodiment

In a fourth embodiment of the invention, the wavelength of the semiconductor laser of the light source device shown in FIG. 1 is limited. The active layer composition is determined so that the oscillation wavelengths of the semiconductor lasers 1, 2, 3 are respectively 705±5 nm, 755±5 nm, and 830±5 nm. The semiconductor lasers 1, 2 may be manufactured using a multi quantum well structure having an InGaAsP well layer in the active layer, and the semiconductor laser 3 may be manufactured using a multi-quantum well structure having a GaAs well layer in the active layer.

In particular, since the wavelength of 700 nm to 1300 nm is selected, which has a small scattering in biomedical tissue and a low absorption in water, a signal from the living body can be extracted with high precision. Among these, the semiconductor laser 1 has the shortest wavelength of 705±5 nm, and it is a wavelength with a small scattering in biomedical tissue at which the absorption coefficient of deoxy-hemoglobin is as high as it can be above 700 nm, considering safety standards. Also, since the semiconductor laser 2 oscillates at 750 to 760 nm which is a unique absorption wavelength having an extremely high value of absorption coefficient for deoxy-hemoglobin, the absorbed signal is large. Due to these facts, the selection of 705±5 nm and 755±5 nm as the oscillation wavelengths of the semiconductor lasers contributes to increasing measurement precision.

Fifth embodiment

A fifth embodiment of the invention will now be described referring to the devices shown in FIG. 6 and FIG. 7. FIG. 6 is a view of the light source from the emitting facet, and FIG. 7 is a cross-sectional view from the side. The semiconductor lasers 120, 121, 122 are vertical cavity surface emitting lasers, and their wavelengths are 780 nm, 805 nm, 830 nm. These semiconductor lasers are mounted on a sub-mount 123, and fixed to a heat sink 125 together with a monitor PD 124. They are then sealed with a cap 126 which has a reflectance of about 10% at these wavelengths, having a window, which is slightly inclined from the vertical with respect to the light propagation direction. This light source 28 gave an optical output of 2 mW at each of these three wavelengths.

A construction which stabilizes the optical output will now be described referring to FIG. 8. The output from the monitor PD 124 is guided to the monitored signal separation circuit 11, the signals separated here are fed back to the light source driver 16 of the semiconductor lasers 120 to 122, and a correction is applied to eliminate optical output fluctuation. Here, to increase the precision of the spectrophotometric analysis of the living body measurement, the semiconductor lasers 120 to 122 are driven by time division, and in the monitor signal, only the signal synchronized with the semiconductor lasers 120 to 122 is detected by the monitored signal separation circuit 11. The overall construction forms a light source module 29.

The light source of this embodiment is used in proximity to the living body at a distance of several mm, and since the operating temperature is maintained at about 40°C, the wavelength fluctuation is small, and within ±5 nm for each device. Further, with a vertical cavity surface emitting laser, since the reflectance of the light-emitting surface is approximately 95%, there is optical feedback tolerance, and the optical output fluctuation is within 0.05%. Due to this, a stable signal with little noise is obtained from the living body.

The semiconductor lasers 120, 121, 122 may be replaced by light-emitting diodes. Since light-emitting diodes do not give coherent light, they have a good optical feedback tolerance.

Sixth embodiment

A sixth embodiment of the invention will now be described referring to the device shown in FIG. 9. The light source module 29 on which semiconductor lasers having plural wavelengths are mounted, is obtained by an identical fabrication method to that of the fifth embodi-
iment. Here, the lasers oscillate at two oscillation wavelengths, i.e., 780 nm and 830 nm, and in the operating temperature range of 25°C to 40°C, at an optical output of 2 mW, the wavelength fluctuation was within ±5 nm and the optical output fluctuation was within 0.05%. This light source module 29 receives a signal that determines the operation timing by the transmitter 18, and the living body 22 is exposed to the light. The light fed back after absorption by the biomedical tissue is captured by the light-receiving device module 23. The signal is processed by the receiver 27, and analyzed/displayed by the control and display personal computer 17 as a signal from the living body.

Eighth embodiment

A seventh embodiment of the invention will now be described referring to the device shown in FIG. 11. A semiconductor laser 130 is an edge emitting laser fabricated by the dual wavelength integrated semiconductor laser technique known in the art, its oscillation wavelengths being 690 nm and 760 nm. The reflectance of the light-emitting surface is made 68% by forming two growth cycle layers of a quarter wave film thickness of silicon dioxide and silicon nitride. The optical output is 4 mW at these respective wavelengths. To avoid safety problems, considering the risk of the laser directly entering the observer's eyes, the optical source package has a modality that widens the beam, e.g., a lens 131.

The construction that stabilizes the optical output is identical to that of FIG. 8. The semiconductor laser 130 is driven by time division, and regarding the monitor signal, only a signal synchronized with light of each wavelength from the semiconductor laser 130 is detected by an identical circuit to the monitored signal separation circuit 11. Here, to improve the measurement precision, operating at plural wavelengths simultaneously is preferred since plural signals can be obtained at the same time, but a method can also be used where light of each wavelength from the semiconductor laser 130 is intensity-modulated at different frequencies, and the light intensity of each wavelength is stabilized using a lock-in-amplifier as the circuit 11 which separates the monitored signals. To improve precision still further, the light of plural wavelengths can be driven at two drive timings combined together, i.e., time division and intensity modulation at different frequencies. In both cases, a circuit identical to the monitored signal separation circuit 11 may be manufactured to separate the signals entering the monitor PD 9 according to the drive timing of the light-emitting devices.

 Ninth embodiment

An eighth embodiment of the invention will now be described referring to FIG. 11. Here, the semiconductor laser 130 has increased optical feedback tolerance by generating a pulsation by providing a saturable absorbing area near the facet that emits light. To stabilize the optical output, for example, in the same way as in the construction of FIG. 2, the semiconductor lasers may be driven at different frequencies, and the signals from the monitor PD may be separated by a lock-in-amplifier.

 Ninth embodiment

A ninth embodiment will be described using a cross-sectional structural view (FIG. 12) of the semiconductor laser. On a predetermined n-type GaAs substrate 201, an n-type GaAs buffer layer 202, an n-type AlGaInP cladding layer 203, an n-type AlGaInP optical guiding layer 204, a strained quantum well active layer 205, a p-type AlGaInP optical guiding layer 206, a first p-type Al-
In 0.5 Ga 0.5 As 0.16 P 0.84 quantum well (compressive strain 1.2%), and an In 0.5 Ga 0.5 As 0.32 P 0.68 quantum well layer provided on a predetermined GaAs substrate 201, an n-type GaAs substrate 201, an n-side electrode 212 is formed, and on the n-type GaAs substrate 201, an n-side electrode 213 is formed.

According to the ninth embodiment, the strained quantum well layer 205 has an In0.3Ga0.7As0.16P0.84 quantum well (compressive strain 0.7%), and a (Al0.5Ga0.5)0.5In0.5P barrier layer. In this case, a semiconductor laser device oscillating at a wavelength of 705 nm is obtained by adjusting the quantum well thickness to within 7 to 12 nm.

By applying this to the semiconductor laser 1 of the first embodiment, a light source suitable for living body measurement can be supplied.

According to the tenth embodiment, the strained quantum well layer 205 has an In0.3Ga0.7As0.16P0.84 quantum well (compressive strain 0.7%), and a (Al0.5Ga0.5)0.5In0.5P barrier layer. In this case, a semiconductor laser device oscillating at a wavelength of 705 nm is obtained by adjusting the quantum well thickness to within 7 to 12 nm.

By applying this to the semiconductor laser 2 of the first embodiment, a light source suitable for living body measurement can be supplied.

Tenth embodiment

A tenth embodiment will be described using the cross-sectional structural view (FIG. 12) of the semiconductor laser. According to this embodiment, the strained quantum well layer 205 has an In0.3Ga0.7As0.33P0.66 quantum well (compressive strain 1.2%), and an (Al0.5Ga0.5)0.5In0.5P barrier layer. In this case, a semiconductor laser device oscillating at a wavelength of 755 nm is obtained by adjusting the quantum well thickness to within 7 to 12 nm.

By applying this to the semiconductor laser 2 of the first embodiment, a light source suitable for living body measurement can be supplied.

The GaAs substrate 201 may be an off substrate wherein the surface orientation is inclined from the (100) plane to the <011> direction. The strained quantum well layer 205, may be a strain compensated structure in which a tensile strength is applied to the barrier layer. The strain of the InGaAsP quantum well layer can be determined experimentally to evaluate characteristics and reliability. As a result of theoretical calculation and experiment, it has been found that 0.4% ≤ ε ≤ 1.4% is preferred regardless of wavelength. Particularly, in the case where the wavelength is from 700 nm to 720 nm, 0.4% ≤ ε ≤ 1.2% is preferred, and the optimum range is 0.4% ≤ ε ≤ 0.9%. Also, in the case where the wavelength is from 725 nm to 760 nm, it has been found that a strain in the range of 0.6% ≤ ε ≤ 1.4% is preferred.

The semiconductor laser devices which can be manufactured by this embodiment and its modifications are as follows.

1. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

2. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

3. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

4. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

5. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

6. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a predetermined GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

7. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a predetermined GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

8. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a predetermined GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.

9. A semiconductor laser device having a light-emitting layer including an In1-x,Ga x As y P 1-y quantum well layer having a lattice constant a w in the surface and barrier layer provided on a predetermined GaAs substrate having a lattice constant a, wherein the strain ε defined by ε (%) = (a w - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein ε in the composition satisfies 0.1% ≤ ε ≤ 0.45, and the wavelength of the emitted light is from 700 nm to 760 nm.
0.10≤y≤0.20, and the wavelength of the emitted light is from 700 nm to 720 nm.

8. A semiconductor laser device having a light-emitting layer including an In₁ₓGaₙAsₚ₁₋ₙ quantum well layer having a lattice constant aₚ in the surface and barrier layer provided on a predetermined GaAs substrate having a lattice constant a, wherein the strain ε defined by ε(%) = (aₚ - a)/a × 100 satisfies 0.6% ≤ ε ≤ 1.4%, wherein y in the composition satisfies 0.20≤y≤0.35, and the wavelength of the emitted light is from 725 nm to 760 nm.

[0075] The present invention may be used as a high precision living body light measuring device and a light source using plural wavelengths.

Claims

1. An optical measurement instrument for a living body (22), the instrument comprising:

- a light source (15) that emits a plurality of optical signals to the surface of the living body (22), wherein the light source (15) includes a plurality of semiconductor light-emitting devices (1 to 3) having mutually different wavelengths from the visible to the infrared mounted on a sub-mount (4), a driving circuit (16) that controls the optical signal output connected to the plurality of semiconductor light-emitting devices (1 to 3), and an optical output power monitoring device (9) that detects the optical signal outputs emitted from the plurality of semiconductor light-emitting devices (1 to 3), these elements being housed in one package;
- a light-receiving device (27) that detects the plurality of optical signals emitted from the surface of the living body (22) after they have passed through the interior of the living body; and
- a signal separation circuit (11) that separates the plurality of optical signals detected by the optical output power monitoring device (9) for each wavelength,

wherein the optical signal output of the plurality of semiconductor light-emitting devices (1 to 3) is controlled by feeding the optical signals having different wavelengths separated via the monitored signal separation circuit (11) back to the driving circuit (16) connected to the semiconductor light-emitting devices that emit the wavelengths.

2. The instrument of claim 1, wherein the optical signals emitted from the plurality of semiconductor light-emitting devices (1 to 3) contain two wavelengths selected so that the difference between the absorption coefficient for each wavelength of the optical signals emitted from the plurality of semiconductor light-emitting devices to a plurality of biological materials forming the living body (22) is greater than a predetermined value, and at least one wavelength intermediate between these two wavelengths.

3. The instrument of claim 1 or 2, wherein the light source (15) and light-receiving device (27) are disposed at a distance at which the temperature of the living body (22) can be detected.

4. The instrument of claim 3, wherein the semiconductor light-emitting devices (1 to 3) perform self-pulsation.

5. The instrument of claim 3, wherein the reflectance of a light-emitting facet at the wavelength of the light emitted from the light-emitting facet, is 50% or more.

6. A semiconductor laser installation, wherein a plurality of laser devices (130) respectively emitting light of two wavelengths such that the difference between the absorption coefficient for each wavelength of the measurement light of a plurality of biological materials forming the living body (22) to be measured is greater than a predetermined value, and at least one wavelength intermediate between these two wavelengths, are mounted in one package.

7. The instrument of claim 1, or the installation of claim 5, wherein the shortest wavelength among the plurality of wavelengths is 705≤5 nm.

8. The instrument of claim 1, or the installation of claim 5, wherein the plurality of wavelengths includes the wavelength of 755≤5 nm.

9. The instrument of claim 3, or the installation of claim 5, having a device (131) that causes the light emitted from the light-emitting devices (1 to 3; 130) to diverge.

10. The instrument of claim 3, or the installation of claim 5, wherein the wavelength fluctuation according to the usage environment of each light-emitting device (1 to 3; 130) is within ±5 nm.

11. The instrument of claim 1, or the installation of claim 5, wherein at least one of the light-emitting devices (1 to 3; 130) has an emission layer including an In₁ₓGaₙAsₚ₁₋ₙ quantum well layer having a lattice constant aₚ in the surface and a barrier layer provided on a GaAs substrate having a lattice constant a, wherein the emission layer is such that the strain ε defined by ε(%) = (aₚ - a)/a × 100 satisfies 0.4% ≤ ε ≤ 1.4%, wherein y in the composition satisfies 0.10≤y≤0.45, and the wavelength of the emitted light is from 700 nm to 760 nm, or
the strain \( \varepsilon \) defined by \( \varepsilon(\%) = \frac{(a_w - a)}{a} \times 100 \) satisfies
0.4\% \leq \varepsilon \leq 1.2\%, wherein \( y \) in the composition satisfies
0.10 \leq y \leq 0.25, and the wavelength of the emitted light
is from 700 nm to 730 nm, or
the strain \( \varepsilon \) defined by \( \varepsilon(\%) = \frac{(a_w - a)}{a} \times 100 \) satisfies
0.4\% \leq \varepsilon \leq 0.9\%, wherein \( y \) in the composition satisfies
0.10 \leq y \leq 0.20, and the wavelength of the emitted light
is from 700 nm to 720 nm, or
the strain \( \varepsilon \) defined by \( \varepsilon(\%) = \frac{(a_w - a)}{a} \times 100 \) satisfies
0.6\% \leq \varepsilon \leq 1.4\%, wherein \( y \) in the composition satisfies
0.20 \leq y \leq 0.35, and the wavelength of the emitted light
is from 725 nm to 760 nm.
FIG. 3

EXTINCTION COEFFICIENT (mM$^{-1}$cm$^{-1}$)

DEOXY-HEMOGLOBIN

OXY-HEMOGLOBIN

WAVE LENGTH (nm)
FIG. 11

Diagram with labeled parts 9, 10, 130, 131, and 126.
### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>EP 1 690 495 A (HITACHI LTD [JP]; HITACHI MEDICAL CORP [JP]) 16 August 2006 (2006-08-16) * paragraphs [0023], [0041]; figure 1 *</td>
<td>1-3</td>
<td>INV. G01N21/31 A61B5/00 H01S/40</td>
</tr>
</tbody>
</table>

---

The present search report has been drawn up for all claims

**Place of search:** Munich

**Date of completion of the search:** 24 July 2008

**Examiner:** Hoogen, Ricarda

**CATEGORY OF CITED DOCUMENTS**

- **X:** particularly relevant if taken alone
- **Y:** particularly relevant if combined with another document of the same category
- **A:** technological background
- **O:** non-written disclosure
- **P:** intermediate document

**TECHNICAL FIELDS SEARCHED (IPC):**

- **G01N**
- **A61B**
- **H01S**
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

24-07-2008

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>EP 1690495 A</td>
<td>16-08-2006</td>
<td>CN 1874724 A</td>
<td>06-12-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005041771 A1</td>
<td>12-05-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007135694 A1</td>
<td>14-06-2007</td>
</tr>
<tr>
<td>EP 0679890 A</td>
<td>02-11-1995</td>
<td>DE 69527673 D1</td>
<td>12-09-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69527673 T2</td>
<td>28-11-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3364819 B2</td>
<td>08-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8010245 A</td>
<td>16-01-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5766125 A</td>
<td>16-06-1998</td>
</tr>
<tr>
<td>JP 2006186243 A</td>
<td>13-07-2006</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 8103434 A [0005]
- JP 2006186243 A [0008]
- JP 9307183 A [0012]

Non-patent literature cited in the description