EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent: 27.02.2013 Bulletin 2013/09

Application number: 07864556.1

Date of filing: 16.11.2007

Int Cl.: H04B 1/69 (2011.01)

International application number: PCT/US2007/085013

International publication number: WO 2008/061245 (22.05.2008 Gazette 2008/21)

MULTIPLE ACCESS TECHNIQUES FOR A WIRELESS COMMUNICATION MEDIUM

MEHRFACHE ZUGANGSVERFAHREN FÜR EIN DRAHTLOSES KOMMUNIKATIONSMEDIUM

TECHNIQUES D’ACCÈS MULTIPLES POUR MILIEU DE COMMUNICATION SANS FIL

Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC MT NL PL PT RO SE SI SK TR

Priority: 16.11.2006 US 560740

Date of publication of application: 29.07.2009 Bulletin 2009/31

Proprietor: QUALCOMM Incorporated San Diego, CA 92121 (US)

Inventors: • EKBAL, Amal San Diego, California 92121 (US) • LEE, Chong U. San Diego, California 92121 (US) • JULIAN, David Jonathan San Diego, California 92121 (US)

Representative: Carstens, Dirk Wilhelm Wagner & Geyer Gewürzmühlstrasse 5 80538 München (DE)


Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

BACKGROUND

Field

[0001] This application relates generally to communications, and to techniques that enable multiple devices to access a wireless medium.

Background

[0002] In a wireless communication system multiple wireless devices may communicate with one another via signals having frequencies within a given radio frequency band. Here, provisions may be made to prevent transmissions from one device from interfering with transmissions from another device. For example, some systems employ media access control that allows only one device to use a given medium (e.g., a radio frequency band) at a time. One way of accomplishing this is to require that each device check the medium to determine whether another device is currently transmitting over the medium. If the medium is in use, the device will delay transmitting until a later time when the medium is not in use. Alternatively, some systems use a signaling technique such as spread spectrum that modifies transmitted signals to reduce the likelihood of transmissions from one device interfering with simultaneous transmissions of another device within the same frequency band.

[0003] Techniques such as these may be employed in a variety of wireless communication systems. An example of such a wireless communication system is an ultra-wide band system. In some implementations an ultra-wide band system may employ pulse signaling and bandwidths on the order of 500 MHz or more.

[0004] Various multiple access schemes have been proposed for use in ultra-wide band systems. One example is code division multiple access ("CDMA") incorporating direct sequence, time hopping or an appropriate combination of these two schemes. Another example is frequency division multiple access ("FDMA"). Use of the ALOHA family of ad hoc multiple access techniques also has been proposed, for example, for intra-piconet conflict resolution. Chaos-based ultra-wide band systems have been proposed that use length division multiple access ("LDMA") by varying the time duration of the ultra-wide band pulse.

[0005] In a typical application an ultra-wide band system is used for communication over relatively short distances. For example, ultra-wide band technology may be employed in a physical layer implementation for a body area network ("BAN") or a personal area network ("PAN"). A wide variety of wireless devices having different power and data rate requirements may be deployed in such a BAN or a PAN. Consequently, various ultra-wide band receiver design approaches may be employed. For example, a receiver design may employ a coherent RAKE receiver design, a non-coherent energy detector design, or a transmitted reference design. Given the disparate requirements of applications such as these, a need exists for effective and adaptable multiple access techniques for wireless communications.

[0006] Attention is drawn to WO 2005/018159 A which relates to a method and system for communicating via transmission signals in a multiple-user communication system comprising multiple user devices and an access point device. The transmission signals, also referred to as rate division multiple access ("RDMA") signals, enable implementations of efficient multiple-user communication, identification, sensor or localization systems and networks. A multiple-user communication system for communicating via transmission signals comprises an access point device for receiving the transmission signals from multiple user devices, thereby each of the transmission signals has a pulse rate 1/Tm, with Tm being the pulse period and m = 1, 2, 3, ... M. The system further comprises a first user device using a first pulse rate 1/T1 for communicating to the access point device and each additional user device using yet a further pulse rate 1/Ti that is different to each other pulse rate 1/Tm in use, with i = 1, 2, 3, ... M, where m <> i, to communicate to the access point device. The access point device differentiates the multiple user devices based on the pulse rate 1/Ti of received transmission signals.

[0007] Attention is further drawn to US 2001/053175 A1 which describes an ultra-wideband (UWB) communications system that combines the techniques of a transmitted reference (TR) and a multiple access scheme called delay hopping (DH). Combining these two techniques using UWB signaling results in a penalty in signal-to-noise ratio (SNR) over conventional pulse position modulation (PPM) techniques but avoids the synchronization difficulties associated with conventional approaches. The signaling pulse waveforms are designed to insure that their power spectral densities, after any frequency translation to the center of an operating band, are essentially spectrally disjoint with frequencies that must be protected. This TR technique is combined with the DH multiple access technique to create a UWB communications scheme that has a greater multiple access capacity than does the UWB TR technique by itself.

SUMMARY

[0008] In accordance with the present invention there is provided a method, and an apparatus, as set forth in the independent claims, respectively, are provided. Preferred embodiments of the invention are described in the dependent claims.

[0009] A summary of selected aspects of the disclosure follows. For convenience, one or more aspects may be referred to herein simply as "an aspect" or "aspects."

[0010] In some aspects a multiple access technique for a wireless system defines different time intervals for different channels that concurrently access a common
and wireless medium. For example, in a pulse-based wireless system, pulses for one channel are separated by a given time period or periods while pulses for another channel are separated by a different time period or periods. Through the use of such a technique two or more devices (e.g., associated with one or more users) may communicate via two or more concurrently active channels.

In some aspects a multiple access technique is provided for a transmitted reference system. Here, different delay periods may be defined between transmitted reference pulses and associated data pulses for different channels. For example, in a system that utilizes a fixed delay period between a reference pulse and an associated data pulse, one delay period is defined for one channel and a different delay period is defined for another channel. In a system that utilizes multiple delay periods between a reference pulse and an associated data pulse, one set of delay periods is defined for one channel and a different set of delay periods is defined for another channel. In a system that utilizes adjustable delay periods between a reference pulse and an associated data pulse, one delay adjust sequence is defined for one channel and a different delay adjust sequence is defined for another channel.

In some aspects a multiple access technique uses a common reference pulse for multiple channels. For example, a system may generate a reference-pulse followed by two data pulses. Here, a first data pulse associated with a first channel may follow the reference pulse by a delay period defined for the first channel. A second data pulse associated with a second channel follows the reference pulse by a different delay period defined for the second channel.

In some aspects a multiple access technique defines different pulse repetition periods for different channels. For example, pulses transmitted over one channel may be separated by one pulse repetition period while pulses transmitted over another channel may be separated by a different pulse repetition period. The pulse repetition period for a given channel may be adjustable. In this case, different pulse repetition period sequences may be assigned to different channels. As an example, one pseudorandom pulse repetition period sequence may be assigned to one channel while a different pseudorandom pulse repetition period sequence may be assigned to another channel.

In some aspects a multiple access technique incorporating different pulse repetition periods may be implemented in a transmitted reference system. Here, one or more of the transmitted reference techniques described above also may be employed. For example, a system may define different channels through the use of different pulse repetition periods and different reference to data pulse delay periods.

In some aspects one or more of the above techniques may be employed in an ultra-wide band system. For example, multiple ultra-wide band channels may be defined by defining different pulse repetition periods and or different reference pulse to data pulse delay periods for each channel.

BRIEF DESCRIPTION OF THE DRAWINGS

These and other features, aspects and advantages of the disclosure will be more fully understood when considered with respect to the following detailed description, appended claims and accompanying drawings, wherein:

FIG. 1 is a simplified block diagram of several exemplary aspects of a communication system adapted to provide concurrent channels;

FIG. 2 is a flowchart of several exemplary aspects of operations that may be performed to establish and communicate via one or more channels;

FIG. 3 is a simplified diagram illustrating an example of different reference pulse to data pulse delays for different channels;

FIG. 4 is a simplified diagram illustrating an example of different pulse repetition periods for different channels;

FIG. 5 is a simplified block diagram of several exemplary aspects of a transmitter for a pulse-based system;

FIG. 6 is a flowchart of several exemplary aspects of operations that may be performed to transmit pulse-based signals;

FIG. 7 is a flowchart of several exemplary aspects of operations that may be performed to define delay periods for transmitted or received pulses;

FIG. 8 is a simplified block diagram of several exemplary aspects of a receiver for a pulse-based system;

FIG. 9 is a flowchart of several exemplary aspects of operations that may be performed to receive pulse-based signals;

FIG. 10 is a simplified diagram illustrating an example of the use of a common reference pulse for multiple channels;

FIG. 11 is a simplified block diagram of several exemplary aspects of a system providing a common reference pulse for multiple channels;

FIG. 12 is a flowchart of several exemplary aspects of operations that may be performed in conjunction with providing a common reference pulse for multiple channels;

FIG. 13 is a simplified diagram illustrating an example of different pulse repetition periods for different channels;

FIG. 14 is a flowchart of several exemplary aspects of operations that may be performed to transmit pulses using different pulse repetition periods;

FIG. 15 is a simplified diagram illustrating an example of transmitted reference signals implementing binary phase shift keying;

FIG. 16 is a simplified diagram illustrating an
example of transmitted reference signals implementing binary pulse position modulation;
[0033] FIG. 17 is a simplified block diagram of several exemplary aspects of an apparatus adapted to transmit signals;
[0034] FIG. 18 is a simplified block diagram of several exemplary aspects of an apparatus adapted to receive and generate signals; and
[0035] FIG. 19 is a simplified block diagram of several exemplary aspects of an apparatus adapted to provide pulses in accordance with a pulse repetition period.
[0036] In accordance with common practice the various features illustrated in the drawings may not be drawn to scale. Accordingly, the dimensions of the various features may be arbitrarily expanded or reduced for clarity. In addition, some of the drawings may be simplified for clarity. Thus, the drawings may not depict all of the components of a given apparatus or method. Finally, like reference numerals may be used to denote like features throughout the specification and figures.

DETAILED DESCRIPTION

[0037] Various aspects of the disclosure are described below. It should be apparent that the teachings herein may be embodied in a wide variety of forms and that any specific structure and/or function disclosed herein is merely representative. Based on the teachings herein one skilled in the art should appreciate that an aspect disclosed herein may be implemented independently of any other aspects and that two or more of these aspects may be combined in various ways. For example, an apparatus may be implemented and/or a method practiced using any number of the aspects set forth herein. In addition, an apparatus may be implemented and/or a method practiced using other structure and/or functionality in addition to or other than one or more of the aspects set forth herein.

[0038] A multiple access technique employed in a wireless communication system enables two or more devices to communicate over a shared communication medium. As an example, FIG. 1 illustrates certain aspects of a system 100 where several wireless communication devices 102, 104, 106 and 108 are adapted to establish wireless communication channels 110, 112, 114 and 116 with one another. To reduce the complexity of FIG. 1 selected aspects of the devices are only illustrated in conjunction with the device 102. It should be appreciated, however, that the devices 104, 106 and 108 may incorporate similar functionality.

[0039] In the example of FIG. 1, the devices 102, 104, 106 and 108 communicate via a pulsed-based physical layer. In some aspects the physical layer may utilize ultra-wide band pulses that have a relatively short length (e.g., on the order of a few nanoseconds) and a relatively wide bandwidth. In some aspects an ultra-wide band signal may be defined as a signal having a fractional bandwidth greater than approximately 20% or having a bandwidth greater than approximately 500 MHz.

[0040] In some aspects the system 100 may comprise a transmitted reference system. In this case, a device sends data by transmitting a reference pulse followed by an associated data pulse. A device that receives the pulses may then use the reference pulse as a “noisy matched filter” to detect the data represented by the data pulse.

[0041] The device 102 illustrates several components that may be used to establish and communicate over one or more channels. For example, a processor 118 may cooperate with a transceiver 120 to transmit signals over a channel and receive signals from a channel. Here, the processor 118 implements functionality 122 to set up a channel. This channel setup component 122 may be used to define and implement different signaling parameters (e.g., intervals between pulses) for different channels. The processor 118 also implements functionality 124 to associate with other devices so that each device will use the same signaling parameters to communicate over a given channel.

[0042] Advantageously, through the use of multiple access techniques as taught herein, the devices 102, 104, 106 and 108 may concurrently (e.g., simultaneously) utilize a shared medium. For example, the devices 102, 104, 106 and 108 may concurrently transmit signals within the same ultra-wide band frequency band. As depicted in FIG. 1, the device 102 may communicate with the device 104 via two or more concurrently operating channels (e.g., channels 110 and 112). In addition, the device 102 may concurrently communicate with multiple devices (e.g., devices 104 and 106) over different channels (e.g., channels 110 and 114). Furthermore, one set of devices (e.g., devices 102 and 104) may communicate via one channel (e.g., channel 110) while another set of devices (e.g., devices 106 and 108) concurrently communicate via another channel (e.g., channel 116).

[0043] The system 100 of FIG. 1 is provided as an example of one possible system that may employ a multiple access technique. It should be appreciated that the teachings herein may be incorporated into other types of systems implemented using various types of devices that support various communication techniques and protocols.

[0044] Exemplary operations that may be used to establish a channel and communicate over the channel will now be discussed in conjunction with the flowchart of FIG. 2. For convenience, the operations of FIG. 2 (or any other flowchart herein) may be described as being performed by specific components. It should be appreciated, however, that these operations may be performed in conjunction with and/or by other components.

[0045] Devices in a wireless communication system may be configured to establish a channel with another device by initially communicating over a known channel. Here, a wireless device seeking to establish a channel may send preliminary messages (e.g., polling messages) over the known channel. In addition, each device in the system may be configured to periodically scan the known channel for preliminary messages.
channel for any preliminary messages. Accordingly, as represented by block 202, the devices may configure their respective transceivers to initially use default parameter values for sending signals to and receiving signals from the wireless medium. For example, a device may set the pulse repetition period to a value defined for a known channel. In addition, in a transmitted reference system, the device may set the reference pulse to data pulse delay to a value defined for a known channel. Also, in an implementation that uses adjustable intervals for the known channel, the device may configure the transceiver to use a default sequence (e.g., a default pseudorandom sequence) for adjusting the intervals.

As represented by block 204, once preliminary communications are established between two or more devices over the known channel, the devices may perform an association procedure whereby the devices learn the respective capabilities of each device. Based on those capabilities, the devices may negotiate to establish a channel for subsequent communication.

As represented by block 206, one or more of the devices may select channel parameters to be used for the channel. These channel parameters may include, for example, one or more reference pulse to data pulse delay values, one or more pulse repetition periods, some other suitable parameter(s), or a combination of two or more of these parameters. As will be discussed in more detail below, in general, these channel parameters are selected to avoid or reduce the probability of interference with other channels in the communication system.

In some cases a device may unilaterally define the parameters to be used for a given channel. For example, the device may randomly select the channel parameters. Alternatively, the device may select channel parameters based on a set of one or more device-related parameters (e.g., a device address, a device location, a time of the day, etc.). In other cases a device may select a channel parameter based on information it has regarding the channel parameters of other channels that are or have been defined in the system (e.g., currently active channels). In any case, as represented by block 208, the device may send this channel parameter information to each device that will communicate over the channel.

Alternatively, in some cases a device may communicate with one or more other devices to define the channel parameters. For example, a device may select a channel based on information it obtains from other devices regarding the channel parameters of other channels defined in the system. In some cases, in conjunction with the association procedure two or more devices may negotiate to select the channel parameters.

As represented by block 210, once all of the devices have generated or obtained the selected channel parameters, the devices may set up their respective transceivers to transmit and receive signals in accordance with the selected channel parameters.

Operations similar to those discussed above may be performed to establish and use other channels in the communication system. In this case, however, a wireless device may select different channel parameters at block 206 to establish a channel that may be used concurrently with other channels in the system. Here, the channel parameters (e.g., reference to data delay, pulse repetition period, adjustment sequence) for one or more channels may be selected such that concurrent channels may operate with relatively little interference between the signals (e.g., pulses) of the channels. FIGS. 3 and 4 illustrate two examples of signaling that may be used to establish concurrent channels.

FIG. 3 illustrates defining different reference pulse to data pulse delay periods for different channels. Referring to channel 1, a data pulse 302 follows a reference pulse 304 by a delay period 306. Referring to channel 2, a data pulse 308 follows a reference pulse 310 by a delay period 312. As shown in FIG. 3, the delay period 312 is different than the delay period 306. In this way, the probability of the pulses for channel 1 interfering with the pulses of channel 2 may be reduced or substantially eliminated.

In addition, each delay period 306 or 312 may be selected to avoid interference between its respective reference and data pulses. For example, each delay period 306 or 312 may be greater than a maximum channel delay spread. This delay spread represents a time interval within which most of the energy from a pulse (e.g., reference pulse 304 or 310) is captured.

FIG. 4 illustrates defining different pulse repetition periods for different channels. Referring to channel 1, a second set of pulses 402 follows a first set of pulses 406 by a pulse repetition period 408. Referring to channel 2, a second set of pulses 410 follows a first set of pulses 412 by a pulse repetition period 414. Again, the pulse repetition period 408 is different than the pulse repetition period 414. Again, this enables interference between the two channels to be reduced or substantially eliminated.

The use of different pulse repetition periods is applicable to a variety of pulse-based communication systems. The specific example of FIG. 4 relates to a transmitted reference system. Here, the reference pulse to data pulse delay period is represented by the arrows 402. As will be discussed in more detail below, the same delay period 402 or different delay periods 402 may be defined for the two channels.

Exemplary components and operations of a wireless system will now be described in conjunction with FIGS. 5 - 9. FIGS. 5 and 6 relate in some aspects to transmitting transmitted reference signals. FIG. 7 relates to operations that may be performed to define channel delay parameters. FIGS. 8 and 9 relate in some aspects to receiving transmitted reference signals.

FIG. 5 depicts a transmitter 500 including a signal generator (e.g., a pulse generator 502), a delay circuit 504 and a combining circuit (e.g., including a multiplier 506 and an adder 508) adapted to generate pulses. Exemplary operations of the transmitter 500 will be de-
As represented by block 602 in FIG. 6, initially scribed in conjunction with the flowchart of FIG. 6. A wireless device including the transmitter 500 may define channel delay parameters, for example, as discussed in conjunction with FIG. 2 above. These operations will be treated in some detail with reference to the flowchart of FIG. 7.

Block 602 in FIG. 7 represents that the operations to follow may be performed to define one or more channel delay parameters for each of one or more channels in a communication system. In general, these operations may be performed in conjunction with selecting a reference to data delay, a pulse repetition period or some other parameter that may be used to define a channel. Multiple operations may be performed for each channel. For example, the operations may be performed once to select a fixed or variable reference to data delay and performed another time to select a fixed or variable pulse repetition period for the same channel. These operations may be performed for one or more channels. For example, the parameters for any one channel may be selected as discussed herein to avoid interference with other channels. In addition, the parameters for more than one channel may be selected as discussed herein to avoid interference between these channels or with other channels.

As represented by block 702, a delay parameter for a channel may be a fixed delay or an adjustable delay. As an example of the latter, a delay parameter may be continually adjusted through a range of delay values in accordance with a known sequence. In this case, a receiver having information regarding the sequence may recover data sent using the sequence once the receiver synchronizes to the transmitted sequence.

As represented by block 704, if the delay is fixed the device selects one or more delay time periods for the channel. For example, as will be discussed in more detail below, in a transmitted reference system that employs binary phase shift keying or some other n-ary phase shift keying, a data pulse will follow a reference pulse by a given delay period. Alternatively, in a transmitted reference system that employs binary pulse position modulation or some other n-ary pulse position modulation, a data pulse will follow a reference pulse by one of a predefined set of different delay periods.

The device may include one or more components adapted to select a delay. For example, the transmitter 500 may include a fixed delay selector 510 adapted to select the reference to data delay time period(s). The receiver 800 may include a similar fixed delay selector 808. In addition, the transmitter 500 may include a fixed delay selector 512 adapted to select a pulse repetition period and the receiver 800 may include a similar fixed delay selector 810. In practice, common fixed delay selectors may be used by the transmitter 500 and the receiver 800. That is, the selectors 510 and 808 may comprise the same selector while the selectors 512 and 810 may comprise the same selector. The corresponding selection process or processes may be performed in various ways as represented, for example, by blocks 706, 708 and 710 of FIG. 7.

In general, a device selects the time period(s) to avoid or reduce the probability of interference with other channels (block 706). For example, the time period(s) selected for different channels may be orthogonal or substantially orthogonal. In this way, pulses for one channel may be prevented from colliding with pulses for another channel. As discussed above, a device may take into account information regarding the parameters of other active or inactive channels when selecting parameters for a new channel. Such information may be acquired, for example, based on prior channels used by the device or based on information provided by other devices (e.g., a peer device or a central controller device).

As represented by block 708, in some applications a device may randomly select the time period(s). This approach may be suitable, for example, in applications where the duty cycle of the signaling is relatively low. Here, there may be a relatively low probability of pulses for one channel colliding with pulses for another channel. Accordingly, random selection of the time period(s) by each device may prove adequate to prevent or reduce the likelihood of collisions.

As represented by block 710, in some applications a device may communicate with another device to select the time period(s). As discussed above, a device may select the time period(s) based on information it obtains from other devices regarding the time period(s) of other channels that are currently active or were previously active in the system. In addition, in some cases two or more devices may negotiate to select the time period(s) in conjunction with an association procedure or some other procedure.

In some aspects, as represented by block 711, a delay may be selected based on one or more parameters (e.g., a device-related parameter). These parameters may relate to one or more of the devices that will be communicating via the channel. For example, a delay may be selected based on one or more of an address of a device, a location of a device, a time of day, a device type, or some other suitable parameter. In this way, one or more devices may select a delay that is (or has a high probability of being) unique with respect to delays selected based on other parameters.

In a typical application, one or more of these parameters may be stored in a data memory (e.g., a register) in the device. For example, a data memory 522 in FIG. 5 may include device parameters 524. Similarly a data memory 820 in FIG. 8 may include device parameters 822. In practice, a common data memory that stores the device parameters may be used by the transmitter 500 and the receiver 800. That is, the data memories 522 and 820 may comprise the same data memory and the parameters 524 and 822 may comprise the same parameters.

Referring now to block 712, in applications that
use an adjustable delay, the device may select a type of adjustable delay and, for the selected type, a particular sequence that will be used to adjust the delay. In some applications, a non-random sequence may be selected. This type of sequence may be used, for example, in applications where orthogonality with other channels may be achieved through the selection of the timing and width of the time periods defined by the sequence.

[0070] Typically, however, a pseudorandom sequence will be used to adjust the delay. Such a sequence may be implemented as a time hopping sequence or some other suitable type of sequence. To this end, the transmitter 500 in the receiver 800 may incorporate one or more pseudorandom sequence generators. As shown in FIG. 5, a pseudorandom sequence generator 514 may be used to generate a pseudorandom sequence for the reference to data delay. The receiver 800 in FIG. 8 may include a similar pseudorandom sequence generator 812. A pseudorandom sequence generator 516 in the transmitter 500 may be used to generate a pseudorandom sequence for the pulse repetition period. The receiver 800 may include a similar pseudorandom sequence generator 814. In some implementations a common generator may be used for one or more of the pseudorandom sequence generators depicted as separate components of the transmitter 500 and the receiver 800.

[0071] Once a particular type of delay is selected, the device may then select a particular sequence for that delay type. Again, the device may include one or more components adapted to select a delay sequence. For example, the transmitter 500 may include a variable delay sequence selector 518 adapted to select the reference to data delay sequence. The receiver 800 may include a similar variable delay sequence selector 816. In addition, the transmitter 500 may include a variable delay sequence selector 520 adapted to select a pulse repetition period sequence. The receiver 800 may include a similar variable delay sequence selector 818. In a similar manner as discussed above, common variable delay sequence selectors may be used by the transmitter 500 and the receiver 800.

[0072] The corresponding selection process or processes may be performed in various ways as represented, for example, by blocks 714, 716, 718 and 720. The operations of the blocks 714, 716 and 718 may be similar to the operations of blocks 706, 708, and 710 discussed above.

[0073] In some aspects, as represented by block 720, a sequence may be selected based on one or more parameters (e.g., a device-related parameter). As discussed above, such parameters may relate to one or more of the devices that will be communicating via the channel. For example, a pseudorandom sequence may be selected based on one or more of an address of a device, a location of a device, a time of day, a device type, or some other suitable parameter.

[0074] Again, one or more of these parameters may be stored in a data memory (e.g., a register) in the device. For example, the data memory 522 in FIG. 5 may include device parameters 524 and the data memory 820 in FIG. 8 may include device parameters 822. In some aspects, a common data memory that stores the device parameters may be used by the transmitter 500 and the receiver 800 as discussed above.

[0075] Once the device defines the delay parameters, the device may configure appropriate components to enable transmission and reception of signals in accordance with the selected parameters. For example, in FIG. 5 delay information 526 may include delay parameters such as reference to data delay(s) and/or pulse repetition period(s). Similarly, in FIG. 8 delay information 824 may include the delay parameters. Again, this type of information may be stored in a common data memory and shared by the transmitter 500 and the receiver 800.

[0076] Referring again to FIG. 6, as represented by block 604, the pulse generator 502 generates a reference pulse in accordance with the defined a pulse repetition period. In applications that support a programmable or an adjustable pulse repetition period, a pulse repetition controller 528 may provide a control signal 530 to the pulse generator 502 to control the time interval between generated pulses. As discussed above, this time interval may be based on the delay information 526.

[0077] As represented by block 606, the delay circuit 504 delays the reference signal in accordance with the defined reference to data delay. In applications that support a programmable or an adjustable reference to data delay, a reference to data delay controller 532 may generate a control signal 534 to control the delay of the delay circuit 504. As discussed above, this delay may be based on the delay information 526.

[0078] At block 608 the transmitter 500 derives a data pulse from the delayed reference pulse. For example, the delayed reference pulse may be modulated by data to be transmitted in accordance with a given modulation scheme. In FIG. 5 a data stream consisting of data bits to be transmitted 536 is provided to a spreading code generator 538. In the binary phase shift keying example shown in FIG. 5 the multiplier 506 multiplies the delayed reference pulse with the output (e.g., +1 or -1) of the spreading code generator 538 representative of the data to be transmitted. Alternatively, a phase shifter may be used to modulate the delayed pulse with the data to be transmitted (e.g., the output of the spreading code generator 538) for phase shift keying employing two or more phases (M-PSK with M = 2, 3, 4, etc.). In any event, the adder 508 may be used to couple the resultant data pulse to an output path to a shaping filter (e.g., a bandpass filter) 540.

[0079] As represented by block 610, a transmitter circuit 542 may then process the transmitted reference signal (including the reference and data pulses) and provide the resultant signal to an antenna 544 for transmission over the medium. As represented by block 612 and as discussed above in conjunction with block 604, the pulse generator 502 will wait to generate another pulse until...
the end of the defined pulse repetition period.

[0080] As represented by block 614, in applications that support an adjustable reference to data delay and/or an adjustable pulse repetition period, the corresponding time interval may be adjusted in accordance with a corresponding sequence. Again, such an adjustment may be initiated upon application of the appropriate control signal 530 and/or 534.

[0081] Referring now to FIG. 8, the receiver 800 includes a receiver circuit 802 (e.g., a signal generator), a delay circuit 804 and a combiner circuit (e.g., a multiplier 806) adapted to generate received pulses and process the received pulses to recover transmitted data. EXEMPLARY operations of the receiver 800 will be described in conjunction with the flowchart of FIG. 9. Here, it will be assumed that the receiver has already generated or acquired the channel parameters, for example, as discussed above.

[0082] As represented by block 902, the receiver circuit 802 receives signals from the channel at intervals corresponding to the pulse repetition period for that channel. To this end, the receiver circuit 802 includes circuitry (e.g., an amplifier 826 and a filter 828) adapted to receive signals from an antenna 830 and process the signals to provide received reference pulses and data pulses corresponding to the signals sent over the channel (block 904). The circuitry may thus detect pulses in the received signals to generate the received pulses.

[0083] As represented by block 906, the delay circuit 804 delays the reference pulse generated at block 904 in accordance with the defined reference to data delay. In applications that support a programmable or an adjustable reference to data delay, a reference to data delay controller 830 may generate a control signal 832 to control the delay of the delay circuit 804. As discussed above, this delay may be based on the delay information 824.

[0084] As represented by block 908, the multiplier 806 multiplies the delayed reference pulse with the data pulse that corresponds to that reference pulse. Here, the reference pulse effectively provides a matched filter for recovering the data from the data pulse. In some applications multiple pulses may have been transmitted for each pulse (e.g., using a spreading code) to improve the accuracy of the data recovery. In addition, in some applications several reference pulses may be averaged to reduce the effects of noise. In this way, the characteristics of the effective matched filter may be improved.

[0085] As represented by block 910, an integrator 834 integrates the multiplied signal to provide a detected data pulse. In some aspects the operation of the integrator 834 may be based, in part, on the pulse repetition period associated with the channel. For example, a pulse repetition period controller 838 may generate a control signal 840 that is used to turn the integrator 834 on and off at the appropriate times to capture only each data pulse.

[0086] In some aspects the detected pulse is fed directly to an analog-to-digital converter ("ADC") 836 that converts the signal to digital data. Here, the controller 838 may generate a control signal 842 that is used to turn the analog-to-digital converter 836 on and off at appropriate times to capture a signal output by the integrator 834 at an appropriate time. By turning off the converter 836 when it is not needed, the power consumed by the converter 836 may be reduced.

[0087] Various mechanisms may be employed to maintain synchronization between a transmitter and the receiver 800 to generate the control signals 840 and 842 at the appropriate times. For example, the transmitter may occasionally send timing signals to the receiver 800. Also, a receiver may employ an appropriate time tracking algorithm to maintain synchronization.

[0088] In some aspects a peak detector (not shown) may be employed between the integrator 834 and the converter 836. In this case, the converter 836 may simply convert the detected peaks (e.g., positive and negative peaks) to provide the received data. Such a configuration may be used, for example, when precise timing information is not used to control the integrator 834 and/or the converter 836. This may be the case when the timing of the peaks is not known or is not known with a high degree of certainty. In such a case, the control signals 840 and 842 may be much less precise or, in some cases, may not be employed.

[0089] It should be appreciated that the components and operations described above in conjunction with FIGS. 5 - 9 may be adapted to generate and receive other types of signals. For example, the circuits may be modified as will be discussed in conjunction with FIGS. 10 - 12 to provide an implementation where a common reference pulse is used for multiple channels. In addition, by eliminating the delay circuits and associated operations these components may simply generate and process pulses in accordance with the defined pulse repetition period(s) and the data bits as will be discussed in more detail in conjunction with FIGS. 13 and 14. Furthermore, the circuits may be adapted to generate and process transmitted reference signals embodying different modulation schemes as will be discussed in more detail in conjunction with FIGS. 15 and 16.

[0090] Referring now to FIGS. 10 - 12, in some aspects a common reference pulse may be utilized for multiple channels in the case where a transmitter is simultaneously transmitting data over multiple channels. For example, FIG. 10 depicts a reference pulse 1002 followed by a data pulse 1004 associated with a first channel and by a data pulse 1006 associated with a second channel. Here, a first reference to data delay time period 1008 is defined for the first channel while a second reference to data delay time period 1010 is defined for the second channel. In addition, it should be appreciated that this aspect may be used in conjunction with pulse position modulation and/or an adjustable reference to data delay implemented using an adjustment sequence. Furthermore, this aspect may be used in conjunction with any pulse repetition period technique as taught herein.

[0091] FIG. 11 illustrates an example of an adaptation
of FIG. 5 that may be used to generate pulses such as those shown in FIG. 10. FIG. 12 describes corresponding operations that may be performed to generate these pulses.

[0092] As represented by block 1202 in FIG. 12, a pulse generator 1102 (e.g., pulse generator 502) generates a single reference pulse for the first channel and a second channel. As represented by block 1204, a delay circuit 1104 (e.g., delay circuit 504) delays the reference pulse in accordance with the reference to data delay time period(s) defined for the first channel. As represented by block 1206, a multiplier 1206 (e.g., multiplier 506) and, if applicable, other circuitry (not shown) multiplies the data for the first channel with the delayed reference signal to derive a data pulse for the first channel.

[0093] As represented by block 1208, a delay circuit 1108 delays the reference pulse in accordance with the reference to data delay time period(s) defined for the second channel. As represented by block 1210, a multiplier 1110 (and other optional circuitry, not shown) multiplies the data for the second channel with the delayed reference signal to derive a data pulse for the second channel.

[0094] As represented by block 1212, an adder 1112 (e.g., similar to adder 508) couples the reference pulse and the data pulses to the transmit output stream. The pulses are then conditioned as necessary and provided to an antenna for transmission over a wireless medium as discussed above. Advantageously, through the use of the above technique, the power consumption of the transmitter may be reduced since fewer references pulses are transmitted.

[0095] It should be appreciated that modifications may not need to be made to the receiver 800 of FIG. 8 to process pulses generated in the manner of FIG. 10. For example, a receiver 800 configured to receive pulses on the first channel will configure the delay circuit 804 to delay a period of time corresponding to delay 1008. The data pulse 1006 may then be ignored. Conversely, a receiver 800 configured to receive pulses on the second channel will configure the delay circuit 804 to delay a period of time corresponding to delay 1010. In this case, the data pulse 1004 may be ignored.

[0096] Referring now to FIGS. 13 and 14, in some aspects multiple access in an ultra-wide band system may be provided by allocating different pulse repetition periods for different channels. FIG. 13 illustrates an example where two channels use different pulse repetition periods 1302 and 1304. Specifically, channel 1 pulses 1306 and 1308 are transmitted at times separated by the pulse repetition period 1302. In channel 2, pulses 1310 and 1312 are transmitted at times separated by the pulse repetition period 1304.

[0097] FIG. 13 also illustrates that the pulses may not be transmitted reference pulses. That is, other pulse modulation schemes may be used in conjunction with this ultra-wide band multiple access technique.

[0098] Referring now to the operations of FIG. 14, it will be appreciated that the transmitter 500 of FIG. 5 or some other suitable transmitter may be readily adapted to generate signals in accordance with this multiple access technique. As represented by block 1402 a pulse repetition period is defined for a given channel. As represented by block 1404 a pulse generator (e.g., pulse generator 502) generates pulses that may be modulated, for example, by multiplying a data bit stream with the generated pulses (e.g., in a similar manner as discussed above). As represented by block 1406 the generated pulses are provided to a transmitter output circuit that processes and transmits the pulses over a wireless medium. As represented by block 1408 the pulse generator may generate the pulses at intervals defined by the pulse repetition period (e.g., under the control of the controller 528). In addition, as represented by block 1410 the pulse repetition period may be adjusted according to a sequence as discussed herein.

[0099] In some aspects a device may be configured to support different modulation schemes. FIGS. 15 and 16 illustrate two examples of modulation schemes for a transmitted reference signal. It should be appreciated that these examples are provided for illustration purposes and that other modulation schemes or modifications of these schemes (e.g., other n-ary modulation such as M-PSK, M-PPM, etc.) may be employed in accordance with the teachings herein.

[0100] FIG. 15 illustrates an example of a binary phase shift keying modulation scheme. Here, a reference pulse 1502 is followed by a data pulse 1504 having an opposite polarity thereby representing a binary zero. Alternatively, a reference pulse 1506 followed by a data pulse 1508 having the same polarity represents a binary one. To provide data in this format, the transmitter 500 of FIG. 5 may be adapted to, for example, multiply the delayed reference pulse by a -1 or a +1 depending on the value of the data bits 536. In other n-ary modulation schemes the delayed reference pulse may be phase shifted in accordance with other phase values.

[0101] FIG. 16 illustrates an example of a binary pulse position modulation scheme. Here, a reference pulse 1602 followed by a data pulse 1604 at an interval ΔTR represents a binary one. Alternatively, a reference pulse 1606 followed by a data pulse 1608 at an interval ΔTR + ΔPPM represents a binary zero. Thus, the reference to data delay is modulated by the ΔPPM value. In other n-ary modulation schemes the reference pulse may be delayed in accordance with other delay values.

[0102] To provide data in the format of FIG. 16, the transmitter 500 may be configured to provide different delays for the reference pulse. For example, the transmitter 500 may be adapted to adjust the delay of the delay circuit 504 based on the value of the data bits 536 (and the n-ary scheme). Here, the reference to data delay controller 532 or some other suitable component may be adapted to generate an appropriate delay control signal for the delay circuit 504 in accordance with the data bits 536. In this case, the portion of the transmitter 500 related to the multiplier 506 may be omitted.
FIG. 17, an apparatus 1700 includes components 1702, implemented in a variety of ways. For example, the circuit may include a second delay circuit (e.g., with a delay of ΔTR + ΔPPM) and multiplier pair that is connected in parallel with the delay circuit 804 (e.g., with a delay of ΔTR) and the multiplier 806. Thus, one delay circuit and multiplier pair may be used to recover one pulse value (e.g., "-1") and another delay circuit and multiplier pair used to recover another pulse value (e.g., "+1"). Additional circuitry may be used for other n-ary schemes.

The examples of FIGS. 15 and 16 illustrate that a system may provide reference and data pulses separated in time by one or more delay periods. For example, the reference and data pulses may be separated in time by at least one first delay period (e.g., separated by a first fixed period, or separated by ΔTR1 or ΔTR1 + ΔPPM) for a first channel. In addition, the system may provide reference and data pulses separated in time by at least one second delay period (e.g., separated by a second fixed period or separated by ΔTR2, or ΔTR2 + ΔPPM) for a second channel. Moreover, the delay period(s) associated with the first channel are different than the delay period(s) associated with the second channel.

It should be appreciated that the teachings herein may be applicable to a wide variety of applications other than those specifically mentioned herein. For example, the teachings herein may be applicable to systems utilizing different bandwidths, signal types (e.g., shapes), modulation schemes or signal periodicities. Also, the delay circuit may take various forms including, without limitation, a delay line, one or more delay elements, a transmission line, or any other suitable mechanism that imparts a given delay on a signal. The delay circuit may be fixed or adjustable. In the former case the delay circuit may be fixed to provide a given delay value that is different than the delay value assigned for other delay circuits in a device.

The teachings herein also may be incorporated into a variety of devices. For example, one or more aspects taught herein may be incorporated into a phone (e.g., a cellular phone), a personal data assistant ("PDA"), an entertainment device (e.g., a music or video device), a headset, a microphone, a biometric sensor (e.g., a heart rate monitor, a pedometer, an EKG device, etc.), a user I/O device (e.g., a watch, a remote control, etc.) or any other suitable communication device. Moreover, these devices may have different power and data requirements. Advantageously, the teachings herein may be adapted for use in low power applications (e.g., through the use of a pulse-based signaling scheme) and may support a variety of data rates including relatively high data rates (e.g., through the use of high-bandwidth pulses).

The components described herein may be implemented in a variety of ways. For example, referring to FIG. 17, an apparatus 1700 includes components 1702, 1704, 1706, 1708, 1710, 1712, 1714, 1716, 1718, and 1720 that may correspond to components 502, 504, 506 and 508, 510 and 518, 512 and 520, 514, 528, 532, 532, and 540 and 542, respectively, of transmitter 500 in FIG. 5. In FIG. 18, an apparatus 1800 includes components 1802, 1804, 1806, and 1808 that may correspond to components 502, 512 and 520, 516, 520, 528, 528, and 528, respectively, in FIG. 5. FIGS. 17 - 19 illustrate that in some aspects these components may be implemented via appropriate processor components. These processor components may in some aspects be implemented, at least in part, using structure as taught herein. In some aspects the components represented by dashed boxes are optional.

In addition, the components and functions represented by FIGS. 17 - 19, as well as other components and functions described herein, may be implemented using any suitable means. Such means also may be implemented, at least in part, using structure as taught herein. For example, in some aspects means for providing or generating pulses may comprise a pulse generator, means for delaying may comprise a delay circuit, means for deriving or modulating may comprise a modulator, means for selecting or defining may comprise a selector, means for generating may comprise a generator, means for adjusting may comprise an adjuster, means for communicating may comprise a communication circuit, means for transmitting may comprise a transmitter, means for generating received pulses may comprise a receiver circuit, means for combining may comprise a combiner, and means for controlling a comprise a controller. One or more of such means also may be implemented in accordance with one or more of the processor components of FIGS. 17 - 19.

Those of skill in the art would understand that information and signals may be represented using any of a variety of different technologies and techniques. For example, data, instructions, commands, information, signals, bits, symbols, and chips that may be referenced throughout the above description may be represented by voltages, currents, electromagnetic waves, magnetic fields or particles, optical fields or particles, or any combination thereof.

Those of skill would further appreciate that the various illustrative logical blocks, modules, processors, means, circuits, and algorithm steps described in connection with the aspects disclosed herein may be implemented as electronic hardware, various forms of program or design code incorporating instructions (which may be referred to herein, for convenience, as "software" or a "software module"), or combinations of both. To clearly illustrate this interchangeability of hardware and software, various illustrative components, blocks, modules, circuits, and steps have been described above generally in terms of their functionality. Whether such functionality...
is implemented as hardware or software depends upon the particular application and design constraints imposed on the overall system. Skilled artisans may implement the described functionality in varying ways for each particular application, but such implementation decisions should not be interpreted as causing a departure from the scope of the present disclosure.

[0111] The various illustrative logical blocks, modules, and circuits described in connection with the aspects disclosed herein may be implemented or performed with a general purpose processor, a digital signal processor (DSP), an application specific integrated circuit (ASIC), a field programmable gate array (FPGA) or other programmable logic device, discrete gate or transistor logic, discrete hardware components, or any combination thereof designed to perform the functions described herein. A general purpose processor may be a microprocessor, but in the alternative, the processor may be any conventional processor, controller, microcontroller, or state machine. A processor may also be implemented as a combination of computing devices, e.g., a combination of a DSP and a microprocessor, a plurality of microprocessors, one or more microprocessors in conjunction with a DSP core, or any other such configuration.

[0112] It is understood that the specific order or hierarchy of steps in the processes disclosed is an example of exemplary approaches. Based upon design preferences, it is understood that the specific order or hierarchy of steps in the processes may be rearranged while remaining within the scope of the present disclosure. The accompanying method claims present elements of the various steps in a sample order, and are not meant to be limited to the specific order or hierarchy presented.

[0113] The steps of a method or algorithm described in connection with the aspects disclosed herein may be embodied directly in hardware, in a software module executed by a processor, or in a combination of the two. A software module (e.g., including executable instructions and related data) and other data may reside in a data memory such as RAM memory, flash memory, ROM memory, EPROM memory, EEPROM memory, registers, a hard disk, a removable disk, a CD-ROM, or any other form of computer-readable storage medium known in the art. An exemplary storage medium may be coupled to a machine such as, for example, a computer/processor (which may be referred to herein, for convenience, as a "processor") such the processor can read information (e.g., code) from and write information to the storage medium. An exemplary storage medium may be integral to the processor. The processor and the storage medium may reside in an ASIC. The ASIC may reside in user equipment. In the alternative, the processor and the storage medium may reside as discrete components in user equipment.

[0114] The previous description of the disclosed aspects is provided to enable any person skilled in the art to make or use the present disclosure. Various modifications to these aspects will be readily apparent to those skilled in the art, and the generic principles defined herein may be applied to other aspects without departing from the spirit or scope of the disclosure. Thus, the present disclosure is not intended to be limited to the aspects shown herein but is to be accorded the widest scope consistent with the principles and novel features disclosed herein.

FURTHER EXAMPLES

[0115] 1. A multiple access method for an ultra-wide band system, comprising:

   controlling a first pulse repetition period associated with a first channel of the ultra-wide band system; and

   providing pulses separated in time by the first pulse repetition period;

   wherein the first pulse repetition period is different than a second pulse repetition period associated with a second ultra-wide band channel of the ultra-wide band system.

2. The method of claim 1, wherein:

   the ultra-wide band system is a transmitted reference system employing associated reference and data pulses; and

   reference pulses associated with the first channel are separated in time by the first pulse repetition period.

3. The method of claim 2, further comprising selecting at least one of the group consisting of the first pulse repetition period and the second pulse repetition period, such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

4. The method of claim 2, further comprising randomly selecting at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

5. The method of claim 2, further comprising communicating with a communication device to select at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

6. The method of claim 2, wherein the first pulse repetition period is adjustable.

7. The method of claim 6, further comprising adjusting the first pulse repetition period such that pulses associated with the first channel do not interfere with
pulses associated with the second channel.

8. The method of claim 6, further comprising using pulse position modulation to adjust the first pulse repetition period.

9. The method of claim 6, further comprising adjusting the first pulse repetition period in accordance with a first pseudorandom sequence, wherein the second pulse repetition period is adjusted in accordance with a second pseudorandom sequence that is different than the first pseudorandom sequence.

10. The method of claim 9, further comprising selecting the first pseudorandom sequence to reduce interference between pulses associated with the first channel and pulses associated with the second channel.

11. The method of claim 9, further comprising generating the first pseudorandom sequence in accordance with a first set of device parameters, wherein the second pseudorandom sequence is generated in accordance with a second set of device parameters.

12. The method of claim 1, further comprising concurrently communicating via the first and second channels.

13. The method of claim 1, wherein a bandwidth of each channel is at least 500 MHz.

14. The method of claim 1, wherein providing the pulses further comprises generating pulses for transmission over the first channel.

15. The method of claim 1, wherein providing the pulses further comprises generating received pulses from signals received via the first channel.

16. An apparatus for providing multiple access for an ultra-wide band system, comprising:

   at least one pulse repetition controller adapted to control a first pulse repetition period associated with a first channel of the ultra-wide band system; and
   at least one signal generator adapted to provide pulses separated in time by the first pulse repetition period;
   wherein the first pulse repetition period is different than a second pulse repetition period associated with a second channel of the ultra-wide band system.

17. The apparatus of claim 16, wherein:

   the ultra-wide band system is a transmitted reference system employing associated reference and data pulses; and
   reference pulses associated with the first channel are separated in time by the first pulse repetition period.

18. The apparatus of claim 17, further comprising at least one selector adapted to select at least one of the group consisting of the first pulse repetition period and the second pulse repetition period, such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

19. The apparatus of claim 18, wherein the at least one selector is further adapted to communicate with a communication device to select at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

20. The apparatus of claim 17, wherein the first pulse repetition period is adjustable.

21. The apparatus of claim 20, wherein the at least one controller is further adapted to adjust the first pulse repetition period such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

22. The apparatus of claim 20, further comprising at least one pseudorandom sequence generator adapted to generate a first pseudorandom sequence, wherein the at least one pulse repetition controller is further adapted to adjust the first pulse repetition period in accordance with the first pseudorandom sequence, and wherein the second pulse repetition period is adjusted in accordance with a second pseudorandom sequence that is different than the first pseudorandom sequence.

23. The apparatus of claim 22, further comprising at least one data memory adapted to store a first set of device parameters, wherein the at least one pseudorandom sequence generator is further adapted to generate the first pseudorandom sequence in accordance with the first set of device parameters, and wherein the second pseudorandom sequence is generated in accordance with the second set of device parameters.

24. The apparatus of claim 16, wherein a bandwidth of each channel is at least 500 MHz.

25. The apparatus of claim 16, wherein the at least one signal generator further comprises at least one pulse generator adapted to generate pulses for transmission over the first channel.
26. The apparatus of claim 16, wherein the at least one signal generator further comprises a least one receiver circuit adapted to generate received pulses from signals received via the first channel.

27. An apparatus for providing multiple access for an ultra-wide band system, comprising:

means for controlling a first pulse repetition period associated with a first channel of the ultra-wide band system; and
means for providing pulses separated in time by the first pulse repetition period;
wherein the first pulse repetition period is different than a second pulse repetition period associated with a second channel of the ultra-wide band system.

28. The apparatus of claim 27, wherein:

the ultra-wide band system is a transmitted reference system employing associated reference and data pulses; and
reference pulses associated with the first channel are separated in time by the first pulse repetition period.

29. The apparatus of claim 28, further comprising means for selecting at least one of the group consisting of the first pulse repetition period and the second pulse repetition period, such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

30. The apparatus of claim 28, further comprising means for randomly selecting at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

31. The apparatus of claim 28, further comprising means for communicating with a communication device to select at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

32. The apparatus of claim 28, wherein the first pulse repetition period is adjustable.

33. The apparatus of claim 32, further comprising means for adjusting the first pulse repetition period such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

34. The apparatus of claim 32, further comprising means for adjusting the first pulse repetition period in accordance with a first pseudorandom sequence, wherein the second pulse repetition period is adjusted in accordance with a second pseudorandom sequence that is different than the first pseudorandom sequence.

35. The apparatus of claim 34, further comprising means for selecting the first pseudorandom sequence to reduce interference between pulses associated with the first channel and pulses associated with the second channel.

36. The apparatus of claim 34, further comprising means for generating the first pseudorandom sequence in accordance with a first set of device parameters, wherein the second pseudorandom sequence is generated in accordance with a second set of device parameters.

37. The apparatus of claim 27, wherein a bandwidth of each channel is at least 500 MHz.

38. The apparatus of claim 27, wherein the means for providing pulses further comprises means for generating pulses for transmission over the first channel.

39. The apparatus of claim 27, wherein the means for providing pulses further comprises means for generating received pulses from signals received via the first channel.

40. A computer-program product for providing multiple access for an ultra-wide band system comprising:

a computer-readable medium comprising codes for causing a computer to:

control a first pulse repetition period associated with a first channel of the ultra-wide band system; and
provide pulses separated in time by the first pulse repetition period;
wherein the first pulse repetition period is different than a second pulse repetition period associated with a second channel of the ultra-wide band system.

41. A processor for providing multiple access for an ultra-wide band system, the processor being adapted to:

control a first pulse repetition period associated with a first channel of the ultra-wide band system; and
provide pulses separated in time by the first pulse repetition period;
wherein the first pulse repetition period is different than a second pulse repetition period associated with a second channel of the ultra-wide band system.
A multiple access method for an ultra-wide band system (100), comprising:

- controlling (612, 1408) a first pulse repetition period (408) associated with a first channel of the ultra-wide band system;
- providing (1404) pulses separated in time by the first pulse repetition period;

wherein:

- the first pulse repetition period is different than a second pulse repetition period (414) associated with a second channel of the ultra-wide band system;
- the ultra-wide band system is a transmitted reference system employing associated reference and data pulses;
- reference pulses associated with the first channel are separated in time by the first pulse repetition period; and
- further comprising adjusting (612, 712, 1410) the first pulse repetition period in accordance with a first pseudorandom sequence, wherein the second pulse repetition period is adjusted in accordance with a second pseudorandom sequence that is different than the first pseudorandom sequence; and
- randomly selecting at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

5. The apparatus of claim 4, further comprising means for selecting at least one of the group consisting of the first pulse repetition period and the second pulse repetition period, such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

6. The apparatus of claim 4, further comprising means for communicating with a communication device to select at least one of the group consisting of the first pulse repetition period and the second pulse repetition period.

7. The apparatus of claim 4, wherein further the means for adjusting are adapted to adjust the first pulse repetition period such that pulses associated with the first channel do not interfere with pulses associated with the second channel.

8. The apparatus of claim 4, further comprising means for selecting the first pseudorandom sequence to reduce interference between pulses associated with the first channel and pulses associated with the second channel.

9. The apparatus of claim 4, further comprising means for generating the first pseudorandom sequence in accordance with a first set of device parameters, wherein the second pseudorandom sequence is generated in accordance with a second set of device parameters.

10. The apparatus of claim 4, wherein a bandwidth of each channel is at least 500 MHz.
11. The apparatus of claim 4, wherein the means for providing pulses further comprises means for generating pulses for transmission over the first channel.

12. The apparatus of claim 4, wherein the means for providing pulses further comprises means for generating received pulses from signals received via the first channel.

13. The apparatus of claim 4, wherein:

the means for controlling comprises at least one pulse repetition controller adapted to control the first pulse repetition period associated with the first channel of the ultra-wide band system; and

the means for providing pulses comprises at least one signal generator adapted to provide the pulses separated in time by the first pulse repetition period.

14. A processor for providing multiple access for an ultra-wide band system, the processor being adapted to carry out the method of any of claims 1 - 3.

15. A computer-program product for providing multiple access for an ultra-wide band system comprising:

a computer-readable medium comprising codes for causing a computer to carry out the method of any of claims 1 - 3.

Patentansprüche

1. Ein Mehrfachzugriffsverfahren für ein Ultrabreitbandsystem (100), das Folgendes aufweist:

Steuern (612, 1408) einer ersten Impulsrepetitionperiode (408), die mit einem ersten Kanal des Ultrabreitbandsystems assoziiert ist; Vorsehen (1404) von Impulsen, die zeitlich von der ersten Impulsrepetitionperiode getrennt sind;

wobei:

sich die erste Impulsrepetitionperiode von einer zweiten Impulsrepetitionperiode (414) unterscheidet, die mit einem zweiten Ultrabreitbandkanal des Ultrabreitbandsystems assoziiert ist; wobei das Ultrabreitbandsystem ein System mit gesendeter bzw. übertragender Referenz ist, das assozierte Referenz- und Datenimpulse einsetzt; Referenzimpulse, die mit dem ersten Kanal assoziiert sind, zeitlich durch die erste Impulsrepetitionperiode getrennt sind; und

das weiter das Einstellen (612, 712, 1410) der ersten Impulsrepetitionperiode gemäß einer ersten pseudorandomen Sequenz aufweist, wobei die zweite Impulsrepetitionperiode gemäß einer zweiten pseudorandomen Sequenz eingestellt ist, die sich von der ersten pseudorandomen Sequenz unterscheidet; und zufälliges Auswählen wenigstens eines Elements der Gruppe, die aus der ersten Impulsrepetitionperiode und der zweiten Impulsrepetitionperiode besteht.

2. Verfahren nach Anspruch 1, das weiter Auswählen der ersten pseudorandomen Sequenz zum Verringern von Interferenz zwischen Impulsen, die mit dem ersten Kanal assoziiert sind und Impulsen, die mit dem zweiten Kanal assoziiert sind, aufweist.

3. Verfahren nach Anspruch 1, das weiter gleichzeitiges Kommunizieren über den ersten und den zweiten Kanal aufweist.

4. Vorrichtung (500, 800) zum Vorsehen von Mehrfachzugriff für ein Ultrabreitbandsystem (100), das Folgendes aufweist:

Mittel zum Steuern (528, 838) einer ersten Impulsrepetitionperiode (408), die mit einem ersten Kanal des Ultrabreitbandsystems assoziiert ist;

Mittel zum Vorsehen (502, 838) von Impulsen, die zeitlich von der ersten Impulsrepetitionperiode getrennt sind;

sich die erste Impulsrepetitionperiode von einer zweiten Impulsrepetitionperiode (414) unterscheidet, die mit einem zweiten Kanal des Ultrabreitbandsystems assoziiert ist; das Ultrabreitbandsystem ein System mit gesendeter bzw. übertragender Referenz ist, das assozierte Referenz- und Datenimpulse einsetzt; Referenzimpulse, die mit dem ersten Kanal assoziiert sind, zeitlich durch die erste Impulsrepetitionperiode getrennt sind; und das weiter Mittel zum Anpassen bzw. Einstellen (520, 818) der ersten Impulsrepetitionperiode gemäß einer ersten pseudorandomen Sequenz aufweist, wobei die zweite Impulsrepetitionperiode gemäß einer zweiten pseudorandomen Sequenz eingestellt ist, die sich von der ersten pseudorandomen Sequenz unterscheidet; und
Mittel zum zufälligen Auswählen wenigstens eines Elements der Gruppe, die aus der ersten Impulswiederholungsperiode und der zweiten Impulswiederholungsperiode besteht.

5. Vorrichtung nach Anspruch 4, die weiterhin Mittel aufweist zum Auswählen wenigstens eines Elements der Gruppe, die aus der ersten Impulswiederholungsperiode und der zweiten Impulswiederholungsperiode besteht, so dass die Impulse, die mit dem ersten Kanal assoziiert sind, nicht mit Impulsen interferieren, die mit dem zweiten Kanal assoziiert sind.

6. Vorrichtung nach Anspruch 4, die weiterhin Mittel aufweist zum Kommunikieren mit einer Kommunikationseinrichtung zum Auswählen wenigstens eines Elements der Gruppe, die aus der ersten Impulswiederholungsperiode und der zweiten Impulswiederholungsperiode besteht.

7. Vorrichtung nach Anspruch 4, wobei die Möglichkeit besteht, die Mittel zum Anpassen bzw. Einstellen zum Auswechseln der ersten Impulswiederholungsperiode, so dass Impulse, die mit dem ersten Kanal assoziiert sind, nicht mit Impulsen interferieren, die mit dem zweiten Kanal assoziiert sind.

8. Vorrichtung nach Anspruch 4, die weiterhin Mittel aufweist zum Auswählen der ersten pseudorandom sequenz zum Verringern von Interferenz zwischen Impulsen, die mit dem ersten Kanal assoziiert sind und Impulsen, die mit dem zweiten Kanal assoziiert sind.

9. Vorrichtung nach Anspruch 4, die weiterhin Mittel aufweist zum Generieren der ersten pseudorandom sequenz gemäß dem ersten Satz von Einrichtungsparametern, wobei die zweite pseudorandom sequenz gemäß einem zweiten Satz von Einrichtungsparametern generiert wird.

10. Vorrichtung nach Anspruch 4, wobei eine Bandbreite jedes Kanals wenigstens 500 MHz ist.

11. Vorrichtung nach Anspruch 4, wobei die Mittel zum Vorsehen von Impulsen weiterhin Mittel zum Generieren von Impulsen zur Sendung über den ersten Kanal aufweisen.

12. Vorrichtung nach Anspruch 4, wobei die Mittel zum Vorsehen von Impulsen weiterhin Mittel zum Generieren von empfangenen Impulsen von Signalen aufweisen, die über den ersten Kanal empfangen wurden.

13. Vorrichtung nach Anspruch 4, wobei:


15. Ein Computerprogrammprodukt zum Vorsehen von Mehrfachzugriff für ein Ultradreitbandsystem, das Folgendes aufweist:

ein computerlesbares Medium, das Codes aufweist um zu bewirken, dass ein Computer das Verfahren nach einem der Ansprüche 1 - 3 ausführt.

Revendications

1. Procédé d'accès multiple pour un système à bande ultra-large (100), comprenant les étapes suivantes :

contrôler (612, 1408) une première période de répétition d’impulsions (408) associée à un premier canal du système à bande ultra-large ;

fournir (1404) des impulsions espacées temporellement de la première période de répétition d’impulsions ;

dans lequel :

la première période de répétition d’impulsions est différente d’une deuxième période de répétition d’impulsions (414) associée à un deuxième canal à bande ultra-large du système à bande ultra-large ; le système à bande ultra-large est un système de référence transmis utilisant des impulsions de référence et des impulsions de données associées ; les impulsions de référence associées au premier canal sont espacées temporellement de la première période de répétition d’impulsions ; et
comprenant en outre d’ajuster (612, 712, 1410) la première période de répétition d’impulsions conformément à une première séquence pseudoaléatoire, la deuxième
période de répétition d’impulsions étant ajustée conformément à une deuxième séquence pseudoaléatoire qui est différente de la première séquence pseudoaléatoire ; et sélectionner de façon aléatoire au moins l’un du groupe constitué de la première période de répétition d’impulsions et de la deuxième période de répétition d’impulsions.

2. Procédé selon la revendication 1, comprenant en outre la sélection de la première séquence pseudoaléatoire pour réduire les interférences entre des impulsions associées au premier canal et des impulsions associées au deuxième canal.

3. Procédé selon la revendication 1, comprenant en outre une communication simultanée par l’intermédiaire des premier et deuxième canaux.

4. Dispositif (500, 800) pour assurer un accès multiple pour un système à bande ultra-large (100), comprenant :

- des moyens pour contrôler (528, 838) une première période de répétition d’impulsions (408) associée à un premier canal du système à bande ultra-large ;
- des moyens pour fournir (502, 838) des impulsions espacées temporellement de la première période de répétition d’impulsions ;

la première période de répétition d’impulsions est différente d’une deuxième période de répétition d’impulsions (414) associée à un deuxième canal du système à bande ultra-large ; le système à bande ultra-large est un système de référence transmis utilisant des impulsions de référence et des impulsions de données associées ; les impulsions de référence associées au premier canal sont espacées temporellement de la première période de répétition d’impulsions ; et comprenant en outre des moyens pour ajuster (520, 818) la première période de répétition d’impulsions conformément à une première séquence pseudoaléatoire, la deuxième période de répétition d’impulsions étant ajustée conformément à une deuxième séquence pseudoaléatoire qui est différente de la première séquence pseudoaléatoire ; et des moyens pour sélectionner de façon aléatoire au moins l’un du groupe constitué de la première période de répétition d’impulsions et de la deuxième période de répétition d’impulsions.

5. Dispositif selon la revendication 4, comprenant en outre des moyens pour sélectionner au moins l’un du groupe constitué de la première période de répétition d’impulsions et de la deuxième période de répétition d’impulsions, de telle sorte que des impulsions associées au premier canal n’interfèrent pas avec des impulsions associées au deuxième canal.

6. Dispositif selon la revendication 4, comprenant en outre des moyens pour communiquer avec un dispositif de communication pour sélectionner au moins l’un du groupe constitué de la première période de répétition d’impulsions et de la deuxième période de répétition d’impulsions.

7. Dispositif selon la revendication 4, dans lequel en outre les moyens pour ajuster sont adaptés à ajuster la première période de répétition d’impulsions de telle sorte que des impulsions associées au premier canal n’interfèrent pas avec des impulsions associées au deuxième canal.

8. Dispositif selon la revendication 4, comprenant en outre des moyens pour sélectionner la première séquence pseudoaléatoire pour réduire les interférences entre des impulsions associées au premier canal et des impulsions associées au deuxième canal.

9. Dispositif selon la revendication 4, comprenant en outre des moyens pour générer la première séquence pseudoaléatoire conformément à un ensemble de paramètres de dispositif, la deuxième séquence pseudoaléatoire étant générée conformément à un deuxième ensemble de paramètres de dispositif.

10. Dispositif selon la revendication 4, dans lequel une largeur de bande de chaque canal est d’au moins 500 MHz.

11. Dispositif selon la revendication 4, dans lequel les moyens pour fournir des impulsions comprennent en outre des moyens pour générer des impulsions pour transmission sur le premier canal.

12. Dispositif selon la revendication 4, dans lequel les moyens pour fournir des impulsions comprennent en outre des moyens pour générer des impulsions reçues à partir de signaux reçus par l’intermédiaire du premier canal.

13. Dispositif selon la revendication 4, dans lequel:

- les moyens pour contrôler comprennent au
moins un contrôleur de répétition d’impulsions adapté à contrôler la première période de répétition d’impulsions associée au premier canal du système à bande ultra-large ; et
les moyens pour fournir des impulsions comprennent au moins un générateur de signaux adapté à fournir les impulsions espacées temporellement de la première période de répétition d’impulsions.

14. Processeur pour assurer un accès multiple pour un système à bande ultra-large, le processeur étant adapté à réaliser le procédé de l’une quelconque des revendications 1 à 3.

15. Produit programme d’ordinateur pour assurer un accès multiple pour un système à bande ultra-large comprenant :

un support lisible par un ordinateur comprenant des codes pour amener un ordinateur à réaliser le procédé de l’une quelconque des revendications 1 à 3.
SET CHANNEL PARAMETERS TO DEFAULT VALUES FOR A KNOWN CHANNEL

ESTABLISH PRELIMINARY COMMUNICATIONS WITH ANOTHER DEVICE OVER A KNOWN CHANNEL

SELECT CHANNEL PARAMETERS (E.G., REFERENCE TO DATA DELAY, PULSE REPETITION PERIOD)

PROVIDE CHANNEL PARAMETERS TO OTHER DEVICE

COMMUNICATE WITH OTHER DEVICE VIA CHANNEL DEFINED BY SELECTED CHANNEL PARAMETERS

FIG. 2
FIG. 5
DEFINE CHANNEL DELAY PARAMETERS (E.G., REFERENCE TO DATA DELAY, PULSE REPETITION PERIOD)

PROVIDE REFERENCE PULSE

DELAY REFERENCE PULSE ACCORDING TO REFERENCE TO DATA DELAY

DERIVE DATA PULSE

TRANSMIT TRANSMITTED REFERENCE SIGNAL

DELAY ACCORDING TO PULSE REPETITION PERIOD

ADJUST REFERENCE TO DATA DELAY; ADJUST PULSE REPETITION PERIOD

FIG. 6
RECEIVE SIGNALS FROM CHANNEL AT PULSE REPETITION PERIOD INTERVALS

PROVIDE RECEIVED PULSES

DELAY RECEIVED REFERENCE PULSE ACCORDING TO REFERENCE TO DATA DELAY

COMBINE DELAYED REFERENCE PULSE AND DATA PULSE

DERIVE DATA

FIG. 9
FIG. 10

FIG. 13
SELECT PULSE REPETITION PERIOD (E.G., PERIOD VALUE OR SEQUENCE)  
1402

GENERATE PULSE(S)  
1404

TRANSMIT PULSE(S)  
1406

DELAY ACCORDING TO PULSE REPETITION PERIOD  
1408

ADJUST PULSE REPETITION PERIOD  
1410

FIG. 14
FIG. 15

FIG. 16
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader's convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• WO 2005018159 A [0006]
  • US 2001053175 A1 [0007]