A method for producing a polyisocyanate includes a purification step of purifying an unpurified polyisocyanate, the purification step including a tar ingredient removal step of removing tar ingredients from an unpurified polyisocyanate, and a distillation step of distilling the unpurified polyisocyanate from which tar ingredients have been removed through a dividing wall distillation column.
Description

TECHNICAL FIELD

[0001] The present invention relates to a method for producing a polyisocyanate, and more specifically to a method for producing a polyisocyanate including a purification step of purifying an unpurified polyisocyanate.

BACKGROUND ART

[0002] Polyisocyanate, which is used as a raw material of polyurethane, is industrially produced, for example, by allowing polyamine and carbonyl chloride to react under a solvent.

In a polyisocyanate production plant, first, in a solvent recovery chamber, the solvent is removed from a reaction solution obtained by the above-mentioned reaction to obtain an unpurified polyisocyanate, and subsequently, in a distillation column, the unpurified polyisocyanate is purified by removing tar ingredients from the unpurified polyisocyanate (see, for example, the following Patent Document 1).

[0003] Further, in the distillation column, low boiling impurities and high boiling impurities are removed from the unpurified polyisocyanate from which tar ingredients have been removed (hereinafter referred to as crude polyisocyanate) to obtain a product polyisocyanate.


DISCLOSURE OF THE INVENTION

PROBLEMS TO BE SOLVED

[0004] However, the product polyisocyanate requires quality such as hue (coloring) and acidity. On the other hand, when the crude polyisocyanate is distilled, the distillation system is selected from a double-column system or a single-column system (side cut system).

With the double-column system, first, in a first distillation column, low boiling impurities are distilled off from the top of the column while the crude polyisocyanate containing high boiling impurities is discharged from the bottom thereof, and subsequently, in a second distillation column, the high boiling impurities are removed off from the bottom of the column while a product polyisocyanate is discharged from the middle thereof.

Since the single-column system includes one distillation column, energy consumption can be reduced as compared with the double-column system. However, regarding the quality, the product polyisocyanate is disadvantageously colored and has high acidity.

[0005] Further, when the unpurified polyisocyanate

is discharged from the middle thereof.

[0006] It is an object of the present invention to provide a method for producing a polyisocyanate, the method capable of producing a product polyisocyanate with little coloring and low acidity while achieving reduction in energy consumption and purification of an unpurified polyisocyanate.

MEANS FOR SOLVING THE PROBLEM

[0007] To achieve the above object, the method for producing a polyisocyanate according to the present invention includes a purification step of purifying an unpurified polyisocyanate, the purification step including a tar ingredient removal step of removing tar ingredients from an unpurified polyisocyanate, and a distillation step of distilling the unpurified polyisocyanate from which tar ingredients have been removed through a dividing wall distillation column.

[0008] In the method for producing a polyisocyanate according to the present invention, it is preferable that the purification step includes a solvent removal step of removing a solvent from a reaction solution containing a solvent and an unpurified polyisocyanate as a preceding step of the tar ingredient removal step.

In the method for producing a polyisocyanate according to the present invention, it is preferable that a product polyisocyanate obtained after the distillation step has an acidity of 50 ppm or less.

[0009] In the method for producing a polyisocyanate according to the present invention, it is preferable that a polyisocyanate discharge temperature is from 100 to 200°C in the distillation step.

In the method for producing a polyisocyanate according to the present invention, it is preferable that the purification step includes a cooling step of cooling a polyisocyanate discharged by distillation as a post step of the distillation step, and a residence time from the distillation step to the cooling step is 30 minutes or less.

EFFECT OF THE INVENTION

[0010] According to the method for producing a polyisocyanate of the present invention, in the tar ingredient removal step, tar ingredients are removed from an unpurified polyisocyanate, and subsequently, in the distillation step, the unpurified polyisocyanate from which tar ingredients have been removed is distilled through a dividing wall distillation column.

In the distillation step, since the dividing wall distillation column is used for distillation, energy consumption can be reduced as compared with a double-column system.

[0011] Further, when the unpurified polyisocyanate
from which tar ingredients have already been removed is distilled through the dividing wall distillation column, a product polyisocyanate with less coloring and low acidity can be discharged.

**BRIEF DESCRIPTION OF THE DRAWINGS**

**[0012]** FIG. 1 is a schematic configurational diagram illustrating an embodiment of a purification system used in the method for producing a polyisocyanate according to the present invention.

**EMBODIMENT OF THE INVENTION**

**[0013]** FIG. 1 is a schematic configurational diagram illustrating an embodiment of a purification system used in the method for producing a polyisocyanate according to the present invention. An embodiment of the method for producing a polyisocyanate according to the present invention will be described below with reference to this purification system 1.

In FIG. 1, the purification system 1 is provided for a purification step of purifying an unpurified polyisocyanate, which is subsequent to the step of producing a polyisocyanate in a polyisocyanate production plant.

**[0014]** The purification system 1 includes a desolvating apparatus 2, a tar cutting apparatus 3, and a purifying apparatus 4.

The desolvating apparatus 2 is not particularly limited as long as a reaction solution can be separated into a solvent and an unpurified polyisocyanate, and for example, it is composed of a distillation column 5. The distillation column 5 may be a simple distillation column, or may be a tray or a packed distillation column designed with the required number of theoretical plates. Further, the distillation column 5 usually includes a reboiler and a condenser on its bottom and top, respectively, though not shown.

**[0015]** The middle tray (middle portion), top, and bottom of the distillation column 5 are connected to a feed pipe 6, an upstream end portion of a distillate discharge pipe 7, and an upstream end portion of a bottoms discharge pipe 8, respectively. A downstream end portion of the distillate discharge pipe 7 is used for drainage or returned to the polyisocyanate production step as shown by dotted lines.

A reaction solution is fed from the feed pipe 6 to the distillation column 5. In the polyisocyanate production step, the reaction solution contains, for example, a polyisocyanate produced by a reaction between carbonyl chloride and polyamine, and a solvent used for the reaction. The reaction solution, from which preferably, excessive carbonyl chloride and a by-product, hydrogen chloride gas have been removed as off gas after the reaction, specifically contains 5 to 40% by weight of a polyisocyanate and 60 to 95% by weight of a solvent, and further contains carbonyl chloride, hydrogen chloride, tar ingredients, and impurities each in a small amount.

**[0016]** Polyisocyanate varies depending on the production plant, and examples thereof include aromatic diisocyanates such as tolylene diisocyanate (TDI) and polymethylene polyphenylene polyisocyanate (MDI); aralkyl diisocyanates such as xylene diisocyanate (XDI) and tetramethylxylene diisocyanate (TMXDI); alicyclic diisocyanates such as bis(isocyanatomethyl)norborene (NBDI), 3-isocyanatomethyl-3,5,5-trimethyl cyclohexylisocyanate (IPDI), 4,4’-methylene-bis(cyclohexyl isocyanate) (H₂MDI) and bis(isocyanatomethyl)cyclohexane (H₈XDI); aliphatic diisocyanates such as hexamethylene diisocyanate (HDI), and polymethylene polyphenyl polyisocyanates (crude MDI, polymeric MDI).

**[0017]** The solvent is an organic solvent inert to carbonyl chloride, polyamine, and polyisocyanate, and examples thereof include aromatic hydrocarbons such as toluene and xylene; halogenated aromatic hydrocarbons such as chlorotoluene, chlorobenzene, and dichlorobenzene; esters such as butyl acetate and amyl acetate; and ketones such as methyl isobutyl ketone and methyl ethyl ketone. Among them, chlorobenzene or dichlorobenzene is preferable.

**[0018]** The tar ingredients, which are polyisocyanate residues primarily containing a high molecular weight polyisocyanate, contain a dimer, trimer or higher multimer of polyisocyanate, or carbodiimide, urethodione, and uretonimine.

Then, the reaction solution is continuously fed from the feed pipe 6 into the distillation column 5. In the distillation column 5, the bottom thereof is heated (e.g., at 150 to 200°C) with a reboiler (not shown) and decompressed (e.g., at 5 to 20 kPa) so that the reaction solution is boiled. As factors such as type and concentration of the polyisocyanate or solvent contained in the reaction solution, desired concentration of the polyisocyanate in the bottoms, and form and capacity of the distillation column 5 are judged in a comprehensive manner, the bottom temperature and the pressure reduction degree in the distillation column 5 is appropriately selected from the above range.

**[0019]** At the bottom of the distillation column 5, unpurified polyisocyanate which is rich in polyisocyanate or tar ingredients is discharged as bottoms and continuously flown out to the bottoms discharge pipe 8. At the top of the distillation column 5, the solvent or chlorine-containing gas such as hydrogen chloride and carbonyl chloride is discharged as a distillate and continuously flown out from the distillate discharge pipe 7. Thus, in the desolvating apparatus 2, the solvent is removed from the reaction solution and the unpurified polyisocyanate is discharged as bottoms (solvent removal step).

**[0020]** In the unpurified polyisocyanate thus discharged as bottoms, for example, the content ratio of the polyisocyanate ranges from 90 to 99% by weight and the content ratio of the tar ingredients ranges from 1 to 10% by weight. The unpurified polyisocyanate also contains the solvent in a proportion of 9% by weight or less and has an acidity of 0.05 to 0.2%.
The tar cutting apparatus 3 is not particularly limited as long as the unpurified polyisocyanate can be separated into a crude polyisocyanate and tar ingredients, and is composed of, for example, an evaporator 9. The evaporator 9 is, for example, a thin-film evaporator, though not limited thereto and includes a wiper 11 and an internal condenser 12 in a casing 10.

[0021] The casing 10 is formed in a sealed cylindrical shape having a lower portion formed in a funnel shape. The peripheral side wall of the casing 10 is connected to a downstream end portion of the bottoms discharge pipe 8. The lower side wall of the casing 10 is connected to an upstream end portion of a high boiling fraction discharge pipe 13. In this connection, a downstream end portion of the high boiling fraction discharge pipe 13 is used for drainage. Further, the bottom wall of the casing 10 is connected to an upstream end portion of a low boiling fraction discharge pipe 14. The casing 10 is connected to a vacuum suction pipe (not shown) for reducing pressure in the casing 10.

[0022] The wiper 11 is arranged in opposition to the inner peripheral surface of the peripheral side wall of the casing 10 at a slight gap and is provided so as to circumferentially rotate by drive of a motor M. The internal condenser 12 is composed of a heat exchanger through which a refrigerant circulates, arranged on the bottom wall along the axial direction of the casing 10, and is connected to the low boiling fraction discharge pipe 14.

A jacket 15 for heating the inside of the casing 10 is provided on the outer peripheral surface of the peripheral side wall of the casing 10.

[0023] The unpurified polyisocyanate that continuously flows out from the distillation column 5 to the bottoms discharge pipe 8 is then flown into the casing 10. In the casing 10, the drive of the motor M circumferentially moves the wiper 11 at a slight gap from the inner peripheral side wall of the peripheral side wall of the casing 10. In addition, the inside of the casing 10 is reduced in pressure to 0.01 to 20 kPa by the vacuum suction pipe (not shown) and is heated to 80 to 230°C by the jacket 15.

[0024] When the unpurified polyisocyanate flows into the casing 10, a centrifugal force of the wiper 11 that is circumferentially moving causes the unpurified polyisocyanate to be formed in a film of liquid in the gap between the wiper 11 and the inner peripheral surface of the peripheral side wall of the casing 10. Then, a crude polyisocyanate contained in the film of liquid evaporates by heating with the jacket 15, condensed by the internal condenser 12, discharged as a low boiling fraction, and flown out from the low boiling fraction discharge pipe 14.

[0025] On the other hand, tar ingredients contained in the film of liquid are condensed as are without evaporating from the film of liquid, discharged as a high boiling fraction, and then flown out of the high boiling fraction discharge pipe 13.

Thus, in the tar cutting apparatus 3, the tar ingredients are removed from the unpurified polyisocyanate and the crude polyisocyanate (i.e., the unpurified polyisocyanate from which tar ingredients have been removed) is discharged as a low boiling fraction (tar ingredient removal step).

[0026] The crude polyisocyanate thus discharged as a low boiling fraction contains a polyisocyanate in a proportion of 90 to 99.5% by weight, low boiling impurities other than the polyisocyanate (including a solvent or, when the polyisocyanate is, for example, TDI, chlorotoluene isocyanate) in a proportion of 10% by weight or less, and high boiling impurities (including ethylbenzene diisocyanate when the polyisocyanate is, for example, TDI) in a proportion of 0.01 to 1% by weight, and has an acidity of 100 to 500 ppm.

[0027] The tar cutting apparatus 3 is not limited to the thin-film evaporator equipped with the internal condenser as described above, and can also be composed of a thin-film evaporator equipped with an external condenser, a multipipe falling film evaporator, or the like.

The purifying apparatus 4 includes a dividing wall distillation column 16 and a cooling device 32. The dividing wall distillation column 16 includes a distillation column 17, a heating unit 18, and a cooling unit 19.

[0028] The distillation column 17 is composed of a tray or a packed distillation column which is designed with the required number of theoretical plates. For example, the upper portion in the distillation column 17 is provided with an upper packed bed 30 at a position downward from the top of the column, and the lower portion in the distillation column 17 is provided with a lower packed bed 31 at a position upward from the bottom of the column. The upper packed bed 30 and the lower packed bed 31 are filled with regular packing or irregular packing. The number and arrangement of the packed beds are appropriately selected, and two packed beds are arranged at a spaced interval to each other in the vertical direction in each of a feed-side space 21 and a discharge-side space 22 to be described later.

[0029] In the distillation column 17, the middle portion between the upper packed bed 30 and the lower packed bed 31 is provided with a dividing wall 20. In the middle portion, the dividing wall 20 is positioned along the diametrical direction in the distillation column 17 so as to partition the inside of the distillation column 17. This divides the middle portion of the distillation column 17 into two, i.e., the feed-side space 21 and the discharge-side space 22, in the vertical direction.

In the middle portion of the distillation column 17, a downstream end portion of the low boiling fraction discharge pipe 14 is connected to the feed-side space 21, and an upstream end portion of a product discharge pipe 23 is connected to the discharge-side space 22.

[0030] The upstream end portion of the product discharge pipe 23 is provided in a position where the product polyisocyanate can be discharged at a temperature of 100 to 200°C, or preferably 160 to 190°C in the vertical direction of the distillation column 17. The downstream end portion of the product discharge pipe 23 is connected
The product polyisocyanate to be discharged, and form contained in the crude polyisocyanate, desired purity of such as type and concentration of the polyisocyanate is heated by the heating unit 18 (e.g., 160 to 200°C) which a refrigerant is fed, and is interposed on the way of the heating circulating line 26 on the upstream side of the distillation column 17. The component rich in polyisocyanate to ascend into the feed-side space 21 and the discharge-side space 22.

The heating unit 18 includes a heating circulating line 26 and a heater 27. An upstream end portion of the heating circulating line 26 is connected to the bottom of the distillation column 17. The heater 27 is composed of a reboiler (a heat exchanger) to which a heating medium is fed, and is interposed on the way of the heating circulating line 26. In the heating unit 18, the temperature of the heating medium at the heater 27 is set in the range of, for example, 200 to 260°C and the bottoms that circulates through the heating circulating line 26 is heated.

The heating unit 18 can also be composed of a heating pot equipped with a jacket or a coil to which a heating medium is fed. The cooling unit 19 includes a cooling circulating line 28 and a cooler 29. An upstream end portion of the cooling circulating line 28 is connected to the way of the distillate discharge pipe 25. A downstream end portion of the cooling circulating line 28 is connected to the bottom of the distillation column 17. The cooler 29 is composed of a condenser (a heat exchanger used as a condenser) from which a refrigerant is fed, and is interposed on the way of the distillate discharge pipe 25 on the upstream side from the connection portion of the cooling circulating line 28. In the cooling unit 19, the cooling temperature of the cooler 29 is set in the range of, for example, 50 to 150°C, and a distillate which flows out into the distillate discharge pipe 25 is cooled.

Therefore, the component rich in polyisocyanate flows into the discharge-side space 22 of the distillation column 17. The component rich in polyisocyanate in the discharge-side space 22 is continuously discharged as a product polyisocyanate from the product discharge pipe 23. The product polyisocyanate contains a polyisocyanate at high purity level (e.g., a purity of 99% to 100% by weight, or preferably 99.5% to 100% by weight).

Thus, in the purifying apparatus 4, the product polyisocyanate is discharged by distilling the crude polyisocyanate through the dividing wall distillation column 16 (distillation step). The cooling device 32 is not particularly limited as long as the product polyisocyanate can be cooled, and is composed of, for example, a cooler from which a refrigerant is fed. The cooling device 32 is connected to a downstream end portion of the product discharge pipe 23.

The product polyisocyanate discharged from the distillation column 17 is left undischarged for a residence time of 30 minutes or less in the product discharge pipe 23 and is then flown into the cooling device 32. The product polyisocyanate discharged from the distillation column 17 has a relatively high temperature (at 100
to 200°C). Therefore, the product polyisocyanate is discharged through the product discharge pipe 23 and is then immediately cooled, thereby suppressing a side reaction to prevent degradation of the product polyisocyanate.

[0041] Thereafter, the product polyisocyanate is cooled to 100°C or lower, or preferably 60°C or lower in the cooling device 32 and is thereafter provided as a product polyisocyanate.

Thus, the product polyisocyanate is cooled in the cooling device 32 (cooling step). According to the above-mentioned method for producing a polyisocyanate, in the tar ingredient removal step, tar ingredients are removed from an unpurified polyisocyanate to discharge a crude polyisocyanate, and subsequently, in the distillation step, the crude polyisocyanate is distilled through the dividing wall distillation column 16 to discharge a product polyisocyanate.

[0042] In the distillation step, since the dividing wall distillation column 16 is used for distillation, energy consumption can be reduced as compared with a double-column system. Further, in the distillation step, since the crude polyisocyanate from which tar ingredients have already been removed is distilled through the dividing wall distillation column 16, a product polyisocyanate with less coloring and low acidity can be discharged.

In short, as for coloring, with a usual single-column system (side cut system), in the crude polyisocyanate that flows into the distillation column, the high boiling impurities are distributed to the bottom of the column, the low boiling impurities are distributed to the top of the column, and the product polyisocyanate is discharged from the middle portion without being processed. In this case, the product polyisocyanate contains many impurities (particularly, high boiling impurities), resulting in an increase in coloring.

[0043] On the other hand, in the above-mentioned method, the crude polyisocyanate flows into the feed-side space 21 of the dividing wall distillation column 16 and is distributed once to the bottom or the top of the column. Subsequently, the components rich in polyisocyanate therein flow into the discharge-side space 22. Therefore, the product polyisocyanate discharged from the product discharge pipe 23 contains few impurities (particularly, high boiling impurities), and as a result, a product polyisocyanate with little coloring can be discharged.

[0044] According to the above-mentioned method, the hue (Hazen unit) of the product polyisocyanate can be specifically set to 20 or less, or further 10 or less. The hue (Hazen unit) can be determined according to JIS K0071-1 (1998) Testing methods for colour of chemical products - Part 1: Estimation of colour in Hazen units. As for acidity, with a double-column system, in a second distillation column, high boiling impurities are distilled off from the bottom of the column and a product polyisocyanate is discharged from the top of the column. In other words, since the product polyisocyanate is discharged at relatively low temperature, a by-product, carbamoyl chloride produced by a reaction between the product polyisocyanate and hydrogen chloride, which is a low boiling impurity, increases, resulting in an increase in acidity.

[0045] With the usual single-column system (side cut system), the product polyisocyanate is also discharged from the middle portion of the distillation column without being processed as described above. In other words, the product polyisocyanate is discharged while still containing a by-product, carbamoyl chloride. As a result, the acidity of the product polyisocyanate increases.

On the other hand, in the above-mentioned method, at the top of the column, the low boiling impurities continuously flow out from the distillate discharge pipe 25 while cooling of the cooling unit 19 causes the component rich in polyisocyanate to flow into the discharge-side space 22. Then, the component rich in polyisocyanate is continuously discharged as a product polyisocyanate from the product discharge pipe 23 arranged in the middle portion of the distillation column 17.

[0046] Thus, in the above-mentioned method, since the hydrogen chloride that produces carbamoyl chloride as a by-product is discharged from the top of the column, the hydrogen chloride contained in the component rich in polyisocyanate can be reduced. In addition, since the product discharge pipe 23 is arranged in the middle portion of the distillation column 17, it can discharge the product polyisocyanate at relatively high temperature as compared with the case where the product discharge pipe 23 is arranged at the top of the column. This can suppress the reaction between the product polyisocyanate and hydrogen chloride, which can reduce production of carbamoyl chloride.

[0047] In particular, since the product discharge pipe 23 is provided at a position where the product polyisocyanate can be discharged at 100 to 200°C, or preferably 160 to 190°C in the vertical direction of the distillation column 17, the product polyisocyanate is discharged at the above-mentioned temperature. This can more suppress the reaction between the product polyisocyanate and hydrogen chloride, which can still further reduce the production of carbamoyl chloride. As a result, in the above-mentioned method, a product polyisocyanate with low acidity can be discharged.

[0048] According to the above-mentioned method, the acidity of the product polyisocyanate can be made specifically, to 50 ppm or less, further 20 ppm or less, or particularly 10 ppm or less. The acidity can be determined according to the acidity test for aromatic isocyanates described in Appendix 2 of JIS K 1556 (2006), Polyurethane raw materials - Testing methods for toluene diisocyanate.

EXAMPLES

[0049] The present invention will now be described in more detail by way of Example and Comparative Example.
Example 1

[0050] A product tolylene diisocyanate (TDI) was purified from a reaction solution using a purification system shown in FIG. 1.

1. Solvent Removal Step

[0051] First, in the distillation column 5 of the desolvating apparatus 2, a reaction solution (19% by weight of tolylene diisocyanate, 80% by weight of dichlorobenzene (DCB), 0.01% by weight of carbonyl chloride, and 1% by weight of tar ingredients) obtained in the production step was separated into an unpurified TDI and DCB under the following operating conditions.

(Operating Conditions of Distillation Column 5)

[0052] Temperature on the bottom of column: 180°C
Pressure reduction degree in the column: 10kPa
Amount of reaction solution fed: 200 kg/h
Amount of bottoms (unpurified TDI) discharged: 50 kg/h
Amount of distillate (DCB) discharged: 150 kg/h

[0053] The discharged unpurified TDI contained 96.3% by weight of TDI, 2.6% by weight of tar ingredients, and 0.5% by weight of DCB, and had an acidity of 0.1%.

2. Tar Ingredient Removal Step

[0054] Next, in the evaporator 9 (thin-film evaporator equipped with an internal condenser) of the tar cutting apparatus 3, the unpurified TDI thus discharged was separated into a crude TDI and tar ingredients under the following operating conditions.

(Operating Conditions of Evaporator 9)

[0055] Jacket-heating temperature: 200°C
Pressure reduction degree in the casing: 1 kPa
Amount of unpurified TDI fed: 50 kg/h
Amount of high boiling fraction (tar ingredients) discharged: 1 kg/h
Amount of low boiling fraction (crude TDI) discharged: 49 kg/h

[0056] The crude TDI thus discharged contained 98.7% by weight of TDI, 0.1% by weight of high boiling impurities, and 1.2% by weight of low boiling impurities (including a solvent), and had an acidity of 150 ppm.

3. Distillation Step and Cooling Step

[0057] Next, the crude TDI thus discharged was separated into a product TDI, and high boiling impurities and low boiling impurities in the dividing wall distillation column 16 (packing material: 7 theoretical plates x 3 beds, product discharge pipe: 187°C position (lower portion of the second bed)) of the purifying apparatus 4 under the following operating conditions (distillation step).

(Operating Conditions of Dividing Wall Distillation Column 16)

[0058] Heat-medium temperature: 220°C
Cooler cooling temperature: 55°C
Temperature at the bottom of the column: 190°C
Pressure reduction degree in the column: 17 kPa
Amount of crude TDI fed: 50.6 kg/h
Amount of product TDI discharged: 46.7 kg/h
Amount of bottoms (high boiling impurities) discharged: 2.2 kg/h
Amount of distillate (low boiling impurities) discharged: 1.7 kg/h

The discharged product TDI was cooled to 60°C or lower with the condenser 32 for a residence time of 7 minutes (cooling step).

[0059] The product TDI thus obtained had a purity of 99.5% by weight or more, a hue (Hazen unit) of 5 or less, and an acidity of 6 ppm.

Comparative Example 1

[0060] The product TDI was obtained in the same manner as in Example 1, except that in the distillation step, the crude TDI was separated into the product TDI, and high boiling impurities and low boiling impurities under the following operating conditions using a distillation column where the dividing wall 20 was removed from the dividing wall distillation column 16.

(Operating Conditions of Distillation Column (Without Partition Wall))

[0061] Heat-medium temperature: 220°C
Cooler cooling temperature: 85°C
Temperature at the bottom of the column: 189°C
Pressure reduction degree in the column: 17 kPa
Amount of crude TDI fed: 61.7 kg/h
Amount of product TDI discharged: 56.9 kg/h
Amount of bottoms (high boiling impurities) discharged: 2.7 kg/h
Amount of distillate (low boiling impurities) discharged: 2.1 kg/h
The product TDI thus obtained had a purity of 99.5% by weight or more, a hue (Hazen unit) of 20 or more, and an acidity of 33 ppm.

While the illustrative embodiments of the present invention are provided in the above description, such is for illustrative purpose only and it is not to be construed restrictively. Modification and variation of the present invention that will be obvious to those skilled in the art is to be covered by the following claims.

INDUSTRIAL APPLICABILITY

The present invention is suitably used in order to industrially produce a polyisocyanate which is a raw material of polyurethane.

Claims

1. A method for producing a polyisocyanate comprising a purification step of purifying an unpurified polyisocyanate, the purification step comprising:
   a tar ingredient removal step of removing tar ingredients from an unpurified polyisocyanate, and
   a distillation step of distilling the unpurified polyisocyanate from which tar ingredients have been removed through a dividing wall distillation column.

2. The method for producing a polyisocyanate according to claim 1, wherein the purification step comprises a solvent removal step of removing a solvent from a reaction solution containing a solvent and an unpurified polyisocyanate as a preceding step of the tar ingredient removal step.

3. The method for producing a polyisocyanate according to claim 1, wherein a product polyisocyanate obtained after the distillation step has an acidity of 50 ppm or less.

4. The method for producing a polyisocyanate according to claim 1, wherein a polyisocyanate discharge temperature is from 100 to 200°C in the distillation step.

5. The method for producing a polyisocyanate according to claim 4, wherein the purification step comprises a cooling step of cooling a polyisocyanate discharged by distillation as a post step of the distillation step, and a residence time from the distillation step to the cooling step is 30 minutes or less.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
C07C263/20 (2006.01)i, B01D3/14 (2006.01)i, B01D3/32 (2006.01)i, C07C265/14 (2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
C07C263/20, B01D3/14, B01D3/32, C07C265/14

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>JP 2006-281083 A (Mitsui Chemicals Polyurethanes, Inc.), 19 October, 2006 (19.10.06), Claims; Par. Nos. [0002], [0027], [0030], [0036]; drawings (Family: none)</td>
<td>1-5</td>
</tr>
<tr>
<td>Y</td>
<td>JP 2004-155760 A (Bayer AG.), 03 June, 2004 (03.06.04), Claims; Par. No. [0030]; examples; drawings. &amp; US 2003/0230476 A1 &amp; EP 1371635 A1</td>
<td>1-5</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means of publication prior to the international filing date but later than the priority date claimed

"I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"K" document member of the same patent family

Date of the actual completion of the international search
28 November, 2008 (28.11.08)

Date of mailing of the international search report
09 December, 2008 (09.12.08)

Name and mailing address of the ISA/Japanese Patent Office
Authorized officer

Facsimile No. Telephone No.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>JP 2002-128850 A (Nippon Polyurethane Industry Co., Ltd.), 09 May, 2002 (09.05.02), Claims; examples (Family: none)</td>
<td>1-5</td>
</tr>
</tbody>
</table>
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description