HIGH-SIDE DRIVER

A high-side driver has a semiconductor element being connected in series in a power supply path extending from a DC power source to a linear solenoid and turned on/off to control a current of the linear solenoid. The high-side driver includes a current detector of a current of the linear solenoid, a controller of the semiconductor element, a state detector of the high-side driver or the linear solenoid and output a state signal, a first transmit buffer to latch and output the state signal, a second transmit buffer to output the state signal without latching the same, and a transmit shift register to convert the state signal into serial data and transmit the serial data to an external device at predetermined timing. The state detector selects at least one of the first and second transmit buffers and outputs the state signal to the selected one.
Description

TECHNICAL FIELD

[0001] The present invention relates to a high-side driver to drive a load such as a linear solenoid, and particularly, to a high-side driver having a serial communication function.

BACKGROUND TECHNOLOGY

[0002] To drive a solenoid, there has been used a solenoid drive circuit that passes a current with the use of a semiconductor element such as an FET (Field Effect Transistor). For example, a linear solenoid that applies a voltage to an exciting coil and generates a magnetic force to directly provide a movable iron core with linear motion is capable of linearly controlling hydraulic pressure in response to a control current provided by the solenoid drive circuit and is frequently used, for example, in a car electronics field. [0003] For example, Japanese Unexamined Patent Application Publication No. 2005-150550 describes a solenoid drive apparatus that precisely controls a solenoid with good response. This solenoid drive apparatus includes a DC power source, a switching element and solenoid connected to the DC power source in series, a PWM signal generation circuit to provide a control terminal of the switching element with a control signal and control ON/OFF of the switching element, and a control circuit configured to output a solenoid current command value to the PWM signal generation circuit thereby control the PWM signal generation circuit. The control circuit includes a current detector to detect a current passing through the solenoid and output a voltage value corresponding to the detected current, an amplifier to amplify the voltage value detected by the current detector, an integrator to integrate the amplified output from the amplifier, an operational comparison circuit to compare the integrated value from the integrator held in a hold circuit with a solenoid current target value and output the comparison result as the solenoid current command value to the PWM signal generation circuit, and a reset circuit to reset the output of the integrator.

[0004] The PWM signal generation circuit provides the control terminal of the switching element with a control signal having a pulse width corresponding to the solenoid current command value from the operational comparison circuit and provides the reset circuit with a reset signal whenever providing the switching element with the control signal, to reset the output of the integrator in synchronization with the control signal. Since the reset circuit resets the output of the integrator to zero in synchronization with the control signal from the PWM signal generation circuit, the operational comparison circuit compares, at every cycle of the control signal from the PWM signal generation circuit, an integrated value of the integrator with a target current value and outputs a solenoid current command value to the PWM signal generation circuit.

[0005] Accordingly, the related art can precisely control the solenoid in response to a current passed to the solenoid and detected by the current detector. Even if the current detector detects a voltage value containing noise caused by, for example, the switching operation of a MOSFET, or a fluctuating voltage value caused by a sudden change in a power source voltage and even if the amplifier amplifies such a noise-containing voltage value, the integrator smoothes the noise in the output of the amplifier so that the noise may not cause a serious error. Due to this, there is no need of improving the accuracy of solenoid control by frequently conducting sampling at short intervals with the hold circuit. Namely, there will be no increase in the number of operations to increase operation load on the operational comparison circuit.

[0006] The solenoid drive apparatus of the above-mentioned document compares a solenoid current target value calculated from output signals of various sensors with a solenoid current detected value, and based on a result of the comparison, controls the PWM signal generation circuit. It will be possible to use, for example, an external microcomputer to set the target value. In this case, the external microcomputer is capable of not only setting the target value but also transmitting information about the functions and setting of the solenoid drive apparatus, and therefore, is convenient. In addition, the external microcomputer can receive state information, such as overvoltage information and overheat information, from the solenoid drive apparatus. Accordingly, the external microcomputer or an operator of the microcomputer may take a measure appropriate for a situation to quickly and flexibly deal with the situation.

[0007] To achieve such communication with the external microcomputer, serial communication is generally used. The serial communication uses a single signal line to transmit/receive a bit of data per a clock and has advantages that it employs a small number of signal lines and can conduct long-distance communication.

[0008] Figure 1 is a block diagram illustrating a conventional transmission circuit 11 used for standard serial communication. A transmit buffer 25 receives IC internal data to be transmitted and outputs the data as parallel data to a shift register 23. The shift register 23 converts the parallel data from the transmit buffer 25 into a serial signal and outputs the signal at predetermined timing. At this time, to surely output the IC internal data to the shift register 23, the transmit buffer 25 latches the parallel data, and then, outputs the same. With this, data inputted to the transmit buffer 25 during a period from the preceding serial communication conducted by the shift register 23 to the next serial signal output by the shift register 23 can be transmitted from the transmit buffer 25 to the shift register 23 without omission.
DISCLOSURE OF INVENTION

[0009] The transmission circuit 11 of the related art of Fig. 1 has problems. As mentioned above, the shift register 23 conducts data writing by serial communication to an external device such as a microcomputer at predetermined timing. If an abnormal operation flag is sent as IC internal data to the transmit buffer 25, the transmit buffer 25 latches the abnormal operation flag until the next serial communication timing of the shift register 23, and then, outputs the same to the shift register 23. Even if the abnormal operation is solved before the next serial communication timing of the shift register 23, the transmit buffer 25 surely notifies the shift register 23 of the occurrence of the abnormal operation by outputting the abnormal operation flag to the shift register 23. As a result, although the abnormal operation has been solved, the shift register 23 transmits the occurrence of the abnormal operation to the external device such as a microcomputer by serial communication. If the external microcomputer is configured to carry out some control process in response to the abnormal operation, the microcomputer unnecessarily carries out the control process, to cause an overall processing delay.

[0010] If noise irrelevant to IC internal data is inputted to the transmit buffer 25, the transmit buffer 25 latches and outputs the noise, to cause an erroneous operation. However, if the transmit buffer 25 is configured not to latch input data, the transmit buffer 25 provides the shift register 23 with only data that is in the transmit buffer 25 at the serial communication timing of the shift register 23. Then, necessary data will not be always transferred to the shift register 23.

[0011] The present invention solves the above-mentioned problems of the related art and provides a high-side driver that prevents a processing delay due to an output latching operation of a transmit buffer and surely transmits necessary data by serial communication.

MEANS TO SOLVE THE PROBLEMS

[0012] To solve the above-mentioned problems, the high-side driver according to the present invention has a semiconductor element that is connected in series in a power supply path extending from a DC power source to a load and is turned on/off to control a current passing through the load. The high-side driver includes a current detector to detect a current passing through the load, a controller to control ON/OFF of the semiconductor element according to the current detected by the current detector, a state detector to detect a state of the high-side driver or a state of the load and output a state signal, a first transmit buffer to latch and output the state signal from the state detector, a second transmit buffer to output the state signal from the state detector without latching the same, and a transmit shift register to convert the state signal from the first or second transmit buffer into serial data and transmit the serial data to an external device at predetermined timing. The state detector selects at least one of the first and second transmit buffers according to the detected state and outputs the state signal to the selected one.

BRIEF DESCRIPTION OF DRAWINGS

[0013] Figure 1 is a block diagram illustrating a serial communication transmission circuit used for a high-side driver according to a related art.

Figure 2 is a block diagram illustrating a high-side driver according to an embodiment of the present invention.

Figure 3 is a block diagram illustrating a transmit-receive circuit of the high-side driver according to the embodiment of the present invention.

Figure 4 is a timing chart illustrating operation of the high-side driver according to the embodiment of the present invention.

MODE OF IMPLEMENTING INVENTION

[0014] A high-side driver according to an embodiment of the present invention will be explained in detail with reference to the drawings.

[0015] The embodiment of the present invention will be explained by referring to the drawings. Figure 2 is a block diagram illustrating the high-side driver 10 according to the embodiment. Figure 3 is a block diagram illustrating the details of a transmit-receive circuit 12 of the high-side driver 10 illustrated in Fig. 2.

[0016] A configuration of the embodiment will be explained. As illustrated in Fig. 2, the high-side driver 10 has a semiconductor element Q1, a resistor R1, a DC power source 5, a transmit-receive circuit 12, a control circuit 14, a current detection circuit 16, a temperature detection circuit 17, a state detection circuit 18, and a voltage detection circuit 19 and drives a linear solenoid 7 serving as a load. A circulation diode D1 is connected between a first end of the linear solenoid 7 (on the source side of the semiconductor element Q1) and the ground, to prevent a counter electromotive voltage from occurring at both ends of the linear solenoid 7.

[0017] The transmit-receive circuit 12 is connected to an external device 9 such as a microcomputer and is capable of conducting serial communication to transmit and receive data to and from the external device 9.

[0018] The semiconductor element Q1 serves as a switch, is generally an FET, is connected in series in a power supply path extending from the DC power source 5 to the linear solenoid 7, i.e., the load, and is turned on/off to control a current passing through the linear solenoid 7. The semiconductor element Q1 may be a bipolar transistor.

[0019] The current detection circuit 16 corresponds to a current detection part (a current detector) of the present invention.
invention and detects a current passing through the linear solenoid 7. In practice, the resistor R1 is connected in series between the linear solenoid 7 and the ground and the current detection circuit 16 calculates a current passing through the linear solenoid 7 based on a voltage across the resistor R1. According to the embodiment, the resistor R1 is arranged inside the high-side driver 10. It may be arranged outside the high-side driver 10.

**[0020]** The control circuit 14 corresponds to a control part (a controller) of the present invention and conducts, based on the current detected by the current detection circuit 16, PWM control of ON/OFF of the semiconductor element Q1. For example, the control circuit 14 stores a target current value to that passing through the linear solenoid 7, compares the target current value with the current detected by the current detection circuit 16, and controls the semiconductor element Q1 to bring the current passing through the linear solenoid 7 closer to the target current value. The semiconductor element Q1 is used as a high-side switch. Accordingly, the control circuit 14 is imperative for turning on the semiconductor element Q1 and outputs a voltage higher than an output voltage of the DC power source 5 to a gate of the semiconductor element Q1, thereby controlling the semiconductor element Q1.

**[0021]** The state detection circuit 18 corresponds to a state detection part (a state detector) of the present invention, detects a state of the high-side driver 10 or a state of the linear solenoid 7, and outputs a state signal. The high-side driver 10 involves various states, and for example, a temperature state of the high-side driver 10 is used as the state of the high-side driver 10. Also, the linear solenoid 7 involves various states, and for example, a passing current state or an applied voltage state of the linear solenoid 7 is used as the state of the solenoid 7.

**[0022]** The temperature detection circuit 17 corresponds to a temperature detection part (a temperature detector) of the present invention, detects a temperature of the high-side driver 10, and outputs the temperature to the state detection circuit 18. The temperature detection circuit 17 is, for example, a temperature sensor and is set to measure the temperature of a location inside the high-side driver 10 where temperature easily increases, or where heat resistance is low.

**[0023]** The voltage detection circuit 19 corresponds to a voltage detection part (a voltage detector) of the present invention, detects an output voltage of the DC power source 5 or a voltage applied to the linear solenoid 7, and outputs the detected voltage to the state detection circuit 18.

**[0024]** According to the present embodiment, the voltage detection circuit 19 detects only the output voltage of the DC power source 5. Accordingly, although wiring is not illustrated in Fig. 2, the voltage detection circuit 19 detects a voltage applied between an output terminal of the DC power source 5 (on the drain side of the semiconductor element Q1) and the ground. When the voltage detection circuit 19 is to detect a voltage applied to the linear solenoid 7, it detects a voltage applied to both ends of the linear solenoid 7.

**[0025]** The temperature detection circuit 17 and voltage detection circuit 19 are not always required for realizing the present invention and play supplementary roles when the state detection circuit 18 detects the states of the high-side driver 10 and linear solenoid 7. The high-side driver 10 may employ another configuration to detect the states of the high-side driver 10 and linear solenoid 7. The state detection circuit 18 may include a sensor to detect, for example, the state of the high-side driver 10 or the state of the linear solenoid 7.

**[0026]** According to the present embodiment, the state detection circuit 18 selects, based on a detected state, at least one of a non-latching transmit buffer 24 and a latching transmit buffer 26 and outputs a state signal to the selected one. Accordingly, the state detection circuit 18 detects, based on the temperature detected by the temperature detection circuit 17, that the temperature of the high-side driver 10 in an overheat state, selects at least one of the non-latching transmit buffer 24 and latching transmit buffer 26, and outputs a state signal indicating the overheat state to the selected one. The non-latching transmit buffer 24 and latching transmit buffer 26 will be explained later.

**[0027]** For example, the state detection circuit 18 has reference temperature data, and if the temperature detected by the temperature detection circuit 17 is above the reference temperature, outputs a state signal indicating the overheat state. Instead of the state detection circuit 18, the temperature detection circuit 17 may determine whether or not it is an overheat state. Instead of whether or not it is an overheat state, the state detection circuit 18 may output the temperature data from the temperature detection circuit 17 as it is as a state signal.

**[0028]** The state detection circuit 18 also detects, based on the voltage detected by the voltage detection circuit 19, that an output voltage of the DC power source 5 or a voltage applied to the linear solenoid 7 is in an overvoltage state, selects at least one of the non-latching transmit buffer 24 and latching transmit buffer 26, and outputs a state signal indicating the overvoltage state to the selected one.

**[0029]** According to the present embodiment, the voltage detection circuit 19 detects only the output voltage of the DC power source 5, and therefore, the state detection circuit 18 detects that the output voltage of the DC power source 5 is in an overvoltage state based on the voltage detected by the voltage detection circuit 19. Instead of the state detection circuit 18, the voltage detection circuit 19 may determine whether or not it is an overvoltage state. Instead of detecting whether or not it is an overvoltage state, the state detection circuit 18 may output the voltage data from the voltage detection circuit 19 as it is as a state signal.

**[0030]** Also, the state detection circuit 18 selects at least one of the non-latching transmit buffer 24 and latch-
As illustrated in Fig. 3, the transmit-receive circuit 12 has a receive shift register 20, a receive buffer 22, a transmit shift register 28, and the latching transmit buffer 26.

The receive shift register 20 receives serial data transmitted by the external device 9, converts the same into parallel data, and outputs the parallel data to the receive buffer 22. The serial data transmitted by the external device 9 is, for example, data to change the setting and function of the high-side driver 10.

Based on the parallel data outputted from the receive shift register 20, the receive buffer 22 outputs a set signal to change the setting or function of the high-side driver 10. As an example, the receive buffer 22 outputs, as the set signal, a target current value of the linear solenoid 7. In this case, the control circuit 14 sets the target current value based on the set signal outputted from the receive buffer 22, compares the current detected by the current detection circuit 16 with the target current value, and controls ON/OFF of the semiconductor element Q1.

The latching transmit buffer 26 corresponds to a first transmit buffer of the present invention and outputs the state signal outputted from the state detection circuit 18 after latching the same.

The non-latching transmit buffer 24 corresponds to a second transmit buffer of the present invention and outputs the state signal outputted from the state detection circuit 18 without latching the same.

The transmit shift register 28 converts the state signal outputted from the latching transmit buffer 26 or from the non-latching transmit buffer 24 into serial data, and at predetermined timing, transmits the serial data to the external device 9. At the time of serial data conversion, the transmit shift register 28 forms frame data by assigning a specific bit to the inputted state signal, and at predetermined timing, transmits the frame data. For example, a specific bit among the frame data is a bit related to an overheat state and the bit is set if it is an overheat state. Another specific bit among the frame data is a bit related to an overvoltage and the bit is set if it is an overvoltage state. The transmit shift register 28 may employ a plurality of bits to convert a current value into serial data. The timing when the transmit shift register 28 conducts serial transmission is determined by, for example, the external device 9.

The present invention is achievable without regard to the type of an interface used for serial communication. For example, a three-wire synchronous communication interface called SPI (Serial Peripheral Interface) is employed. The SPI communication simultaneously carries out transmission and reception and operates to change the contents of a master and slave by simultaneously conducting transmission and reception with the use of one shift register. When the SPI communication is adopted for the present invention, there is no need of separately preparing the receive shift register 20 and transmit shift register 28 as illustrated in Fig. 3. Instead, the transmit-receive circuit 12 may have one shift register having transmission and reception functions.

Like the transmit buffer 25 of the related art, the latching transmit buffer 26 latches a state signal inputted to the latching transmit buffer 26 until the next serial communication timing of the transmit shift register 28, and then, outputs the state signal to the transmit shift register 28.

Unlike the latching transmit buffer 26, the non-latching transmit buffer 24 outputs the state signal outputted from the state detection circuit 18 as it is to the transmit shift register 28 without latching the same. Accordingly, even if a state signal is once inputted into the non-latching transmit buffer 24, it outputs no state signal to the transmit shift register 28 if no state signal is inputted into the non-latching transmit buffer 24 at the serial communication timing of the transmit shift register 28.

Operation of the embodiment with the above-mentioned configuration will be explained. The control circuit 14 controls ON/OFF of the semiconductor element Q1 based on a current detected by the current detection circuit 16. For example, the control circuit 14 beforehand stores a target current value of the linear solenoid 7, or receives through the transmit-receive circuit 12 the target current value from the external device 9 by serial communication, compares the target current value with the current detected by the current detection circuit 16, and controls the semiconductor element Q1 in such a way as to bring the current passing through the linear solenoid 7 closer to the target current value.

When the semiconductor element Q1 turns on, a current is supplied from the DC power source 5 to the linear solenoid 7 and passes through the resistor R1 to the ground. The current detection circuit 16 detects, based on a voltage across the resistor R1, the current passing through the linear solenoid 7 and outputs the detected current value to the control circuit 14 and state detection circuit 18.

The temperature detection circuit 17 detects a temperature of the high-side driver 10 and outputs the detected temperature to the state detection circuit 18. The voltage detection circuit 19 detects an output voltage of the DC power source 5 and outputs the detected voltage to the state detection circuit 18.

The state detection circuit 18 detects a state of the high-side driver 10 or a state of the linear solenoid 7 and outputs a state signal. According to the embodiment, the state detection circuit 18 outputs a state signal related to the current value of the linear solenoid 7 detected by the current detection circuit 16, a state signal related to the temperature of the high-side driver 10 detected by the temperature detection circuit 17, and a state signal related to the output voltage of the DC power source 5 detected by the voltage detection circuit 19.
[0044] In Fig. 2, a single line is symbolically depicted from the state detection circuit 18 to the transmit-receive circuit 12. In practice, the state detection circuit 18 may use a plurality of lines to output the plurality of state signals mentioned above in parallel to the transmit-receive circuit 12. At this time, the state detection circuit 18 may select, depending on the kinds of the state signals, at least one of the non-latching transmit buffer 24 and latching transmit buffer 26 and outputs the state signals to the selected one.

[0045] Figure 4 is a timing chart illustrating operation of the high-side driver 10 according to the embodiment. At time t1, t2, t3, and t4 of Fig. 4, the external device 9 outputs a transmit-receive start signal to the transmit-receive circuit 12. The state detection circuit 18 can select at least one of the non-latching transmit buffer 24 and latching transmit buffer 26 and output the state signal to the selected one. In this example, the state signal is outputted to both of them.

[0046] At time t11, the state detection circuit 18 outputs a high (H)-level state signal to the transmit-receive circuit 12. The state detection circuit 18 can select at least one of the non-latching transmit buffer 24 and latching transmit buffer 26 and output the state signal to the selected one. In this example, the state signal is outputted to both of them.

[0047] The non-latching transmit buffer 24 outputs, at time t11, the state signal as it is to the transmit shift register 28. On the other hand, the latching transmit buffer 26 outputs, after a small delay (time t12), the state signal to the transmit shift register 28. This time delay occurs because the latching transmit buffer 26 samples the state signal inputted in synchronization with a clock.

[0048] At time t13, the state detection circuit 18 outputs a low (L)-level state signal. The non-latching transmit buffer 24 outputs the low-level state signal as it is to the transmit shift register 28. On the other hand, the latching transmit buffer 26 latches the state signal until the next serial communication timing (time t13), and then, outputs the state signal. Accordingly, the latching transmit buffer 26 outputs, even at time t23, the high-level state signal to the transmit shift register 28.

[0049] At time t12, the transmit shift register 28 converts the state signal outputted from the latching transmit buffer 26 or the state signal from the non-latching transmit buffer 24 into serial data and transmits the serial data to the external device 9 by serial communication. Here, the state signal outputted from the latching transmit buffer 26 is high and the state signal outputted from the non-latching transmit buffer 24 is low. The latching transmit buffer 26 unlatches as soon as the transmit shift register 28 conducts the serial communication.

[0050] At time t13, the state detection circuit 18 outputs a high-level state signal to the transmit-receive circuit 12. The non-latching transmit buffer 24 outputs, at time t13, the state signal as it is to the transmit shift register 28. On the other hand, the latching transmit buffer 26 outputs, after a small delay (time t22), the state signal to the transmit shift register 28.

[0051] At time t13, the transmit shift register 28 converts the state signal outputted from the latching transmit buffer 26 or the state signal from the non-latching transmit buffer 24 into serial data and transmits the serial data to the external device 9 by serial communication. At time t13, the state signal outputted from the state detection circuit 18 is high, and therefore, the state signal outputted from the latching transmit buffer 26 and the state signal outputted from the non-latching transmit buffer 24 each are high. The latching transmit buffer 26 generally unlatches as soon as the transmit shift register 28 conducts the serial communication (time t13). Since the state signal outputted from the state detection circuit 18 is high at time t13, the latching transmit buffer 26 conducts no unlatching operation and continuously outputs the high-level state signal to the transmit shift register 28.

[0052] At time t23, the state detection circuit 18 outputs a low-level state signal. The non-latching transmit buffer 24 outputs the low-level state signal as it is to the transmit shift register 28. On the other hand, the latching transmit buffer 26 latches the state signal until the next serial communication timing (time t4), and then, outputs the state signal. Accordingly, the latching transmit buffer 26 outputs, even at time t23, the high-level state signal to the transmit shift register 28.

[0053] At time t4, the transmit shift register 28 converts the state signal outputted from the latching transmit buffer 26 or the state signal from the non-latching transmit buffer 24 into serial data and transmits the serial data to the external device 9 by serial communication. At this moment, the state signal outputted from the latching transmit buffer 26 is high and the state signal outputted from the non-latching transmit buffer 24 is low. The latching transmit buffer 26 unlatches as soon as the transmit shift register 28 conducts the serial communication.

[0054] As an example, an assumption is made that the state signal outputted from the state detection circuit 18 is a signal indicating an overvoltage state. At time t11 of Fig. 4, the state detection circuit 18 outputs the high-level state signal (overvoltage state) to the transmit-receive circuit 12. At time t13, the state detection circuit 18 outputs the low-level state signal to the transmit-receive circuit 12. Namely, at time t13 or t12, the overvoltage state has been solved. If there is only the latching transmit buffer 26 like the related art, the transmit shift register 28 outputs, based on the state signal outputted from the latching transmit buffer 26, serial data indicating the overvoltage state to the external device 9 by serial communication at time t12. Similarly at time t14 when the overvoltage state has been solved, the transmit shift register 28 outputs serial data indicating the overvoltage state to the external device 9 by serial communication at time t14.

[0055] If this happens, the transmit-receive circuit 12 is unable to inform the external device 9 of a correct state at the moment. If the external device 9 is set to output,
in response to the overvoltage state, a stop signal to stop operation of the control circuit 14 in the high-side driver 10, the external device 9 will output the stop signal to the transmit-receive circuit 12 by serial communication, although there is no overvoltage state. Then, the high-side driver 10 must carry out unnecessary operation, to more or less delay overall operation. There is another possibility that the latching transmit buffer 26 provides an incorrect output based on spike noise that is irrelevant to an overvoltage.

This problem will not occur if the state detection circuit 18 selects the non-latching transmit buffer 24 and outputs the overvoltage state signal thereto. Then, the transmit shift register 28 will always output a correct state signal to the external device 9 by serial communication.

In connection with a hazardous state that must be dealt with, the state detection circuit 18 may select the latching transmit buffer 26. For example, the state detection circuit 18 outputs a state signal representative of an overheat state by selecting the latching transmit buffer 26. Even if the temperature momentarily drops during serial communication, the transmit shift register 28 outputs serial data indicating the overheat state to the external device 9 by serial communication.

The overheat state hardly returns to a normal temperature state and has a risk of causing various faults and malfunctions. Accordingly, it must quickly be dealt with. If the latching transmit buffer 26 receives an overheat state signal at least once, it latches the output thereof, so that the transmit shift register 28 may output serial data indicating that the high-side driver 10 is in a dangerous overheat state to the external device 9, so that the external device 9 may take a quick action (for example, stopping operation of the high-side driver 10).

The state detection circuit 18 may select both the non-latching transmit buffer 24 and latching transmit buffer 26 and outputs state signals. In this case, the transmit shift register 28 can output serial data indicative of three kinds of information for a given state. The three kinds of information will be explained.

1. The state has been experienced once and is continuing at present.
   In this case, the latching transmit buffer 26 provides a high-level output and the non-latching transmit buffer 24 provides a high-level output at the time of serial communication.
2. The state has been experienced once but a normal state has been restored at present.
   In this case, the latching transmit buffer 26 provides a high-level output and the non-latching transmit buffer 24 provides a low-level output at the time of serial communication.
3. The state has not been experienced before and a normal state is continuing.
   In this case, the latching transmit buffer 26 provides a low-level output and the non-latching transmit buffer 24 provides a low-level output at the time of serial communication.

There will never occur that the latching transmit buffer 26 provides a low-level output and the non-latching transmit buffer 24 provides a high-level output at the time of serial communication. Accordingly, four kinds of information will never occur. Depending on the above-mentioned three kinds of information, the external device 9 outputs serial data to the transmit-receive circuit 12, to properly change the function and setting of the high-side driver 10.

As mentioned above, the high-side driver according to the embodiment of the present invention has the latching transmit buffer 26 and the non-latching transmit buffer 24, to prevent a processing delay that may occur when the latching transmit buffer 26 latches an output, as well as reducing an unnecessary processing operation to be carried out by the external device 9. When an abnormal state is solved to restore a normal state, the external device 9 can instantaneously start the next control without wasting a control cycle, thereby realizing high-speed response.

The state detection circuit 18 selects at least one of the latching transmit buffer 26 and non-latching transmit buffer 24 and outputs a state signal to the selected one. Therefore, necessary data can surely be transmitted by serial communication at proper timing.

With the use of the receive shift register 20 and receive buffer 22, it is possible to receive serial data from the external device 9, and based on the serial data, change the setting and function of the high-side driver 10. If the external device 9 outputs a target current value through serial communication, the receive buffer 22 outputs, as a set signal, the target current value to be passed to the linear solenoid 7. Based on the set signal outputted from the receive buffer 22, the control circuit 14 sets the target current value, compares a current detected by the current detection circuit 16 with the target current value, and controls ON/OFF of the semiconductor element Q1. Accordingly, the external device 9 can easily control the current.

With the voltage detection circuit 19, it is possible to speedily cope with an overvoltage state of the DC power source 5. In particular, when the state detection circuit 18 selects the non-latching transmit buffer 24 and outputs a state signal indicative of the overvoltage state to the selected buffer, the transmit shift register 28 can always output latest information related to the overvoltage state to the external device 9 by serial communication. Accordingly, the external device 9 can quickly take a countermeasure.

With the temperature detection circuit 17, it is possible to immediately deal with an overheat state of the high-side driver 10. In particular, when the state detection circuit 18 selects the latching transmit buffer 26 and outputs a state signal indicative of the overheat state to the selected buffer, the transmit shift register 28 can output information related to the overheat state to the
external device 9 by serial communication when the overheat state is experienced at least once. Accordingly, the external device 9 can quickly take a countermeasure.

[0067] The state detection circuit 18 provides the transmit-receive circuit 12 with a current state based on a current detected by the current detection circuit 16. This enables the external device 9 to monitor the state of a current passing through the linear solenoid 7.

[0068] The state signal outputted from the state detection circuit 18 is not limited to a signal related to the state of temperature, current, or voltage. It is possible to use the state signal to represent any state related to the high-side driver 10 and linear solenoid 7.

EFFECT OF INVENTION

[0069] The present invention is capable of preventing a processing delay that may occur when a transmit buffer latches an output and surely transmitting necessary data by serial communication without omission.

INDUSTRIAL APPLICABILITY

[0070] The high-side driver according to the present invention is applicable to drive a load such as a linear solenoid and is usable as a high-side driver that achieves serial communication with an external device such as a microcomputer.

(United States Designation)


Claims

1. A high-side driver having a semiconductor element that is connected in series in a power supply path extending from a DC power source to a load and is turned on/off to control a current passing through the load, the high-side driver comprising:
   a current detector detecting a current passing through the load;
   a controller configured to control ON/OFF of the semiconductor element based on the current detected by the current detector;
   a state detector configured to detect a state of the high-side driver or a state of the load and output a state signal;
   a first transmit buffer configured to latch and output the state signal of the state detector;
   a second transmit buffer configured to output the state signal of the state detector without latching the same; and
   a transmit shift register configured to convert the state signal of the first or second transmit buffer into serial data and transmit the serial data to an external device at predetermined timing, wherein the state detector selects, based on the detected state, at least one of the first and second transmit buffers and outputs the state signal to the selected one.

2. The high-side driver according to claim 1, comprising:
   a receive shift register configured to receive serial data transmitted from the external device, convert the serial data into parallel data, and output the parallel data; and
   a receive buffer configured to output a set signal to change the setting or function of the high-side driver based on the parallel data of the receive shift register.

3. The high-side driver according to claim 2, wherein the controller sets a target current value based on the set signal of the receive buffer, compares the current value detected by the current detector with the target current value, and controls ON/OFF of the semiconductor element.

4. The high-side driver according to claim 1, comprising:
   a voltage detector configured to detect an output voltage of the DC power source or a voltage applied to the load, wherein the state detector detects, based on the voltage detected by the voltage detector, an overvoltage state of the DC power source or the load, selects at least one of the first and second transmit buffers, and outputs a state signal indicative of the overvoltage state to the selected one.

5. The high-side driver according to claim 1, comprising:
   a temperature detector configured to detect a temperature of the high-side driver, wherein the state detector detects, based on the temperature detected by the temperature detector, an overheat state of the high-side driver, selects at least one of the first and second transmit buffers, and outputs a state signal indicative of the overheat state to the selected one.

6. The high-side driver according to claim 1, wherein the state detector selects at least one of the first and second transmit buffers, and based on the current
detected by the current detector, outputs a state signal indicative of a current state of the current of the load to the selected one.
**INTERNATIONAL SEARCH REPORT**

**Class**

A. CLASSIFICATION OF SUBJECT MATTER

H03K17/09 (2006.01)i, B60R16/02 (2006.01)i, H01F7/18 (2006.01)i, H03K17/695 (2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

H03K17/00-17/70, B60R16/02, H01F7/18

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched


Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>JP 2006-294694 A (Denso Corp.), 26 October, 2006 (26.10.06), Par. No. [0033]; Fig. 8 &amp; US 2006/0226704 A1 &amp; DE 10206015395 A1</td>
<td>1-6</td>
</tr>
<tr>
<td>A</td>
<td>JP 2002-278632 A (Denso Corp.), 27 September, 2002 (27.09.02), Par. Nos. [0065] to [0082]; Figs. 3 to 4 (Family: none)</td>
<td>1-6</td>
</tr>
<tr>
<td>A</td>
<td>JP 2008-17611 A (Denso Corp.), 24 January, 2008 (24.01.08), Par. Nos. [0108] to [0126]; Figs. 1 to 2 (Family: none)</td>
<td>1-6</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☐ See patent family annex.

☐ Special categories of cited documents:
- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier application or patent but published on or after the international filing date
- "L" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more, other such documents, such combination being obvious to a person skilled in the art
- "S" document member of the same patent family

Date of the actual completion of the international search 22 May, 2009 (22.05.09)

Date of mailing of the international search report 02 June, 2009 (02.06.09)

Name and mailing address of the ISA/Authorized officer
Japanese Patent Office

Facsimile No. Telephone No.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description