Method and apparatus for managing defects in recording media, and a defect managed recording medium obtained using the same method

A method, apparatus and computer readable medium for managing recording medium defects and a defect managed recording medium. The recording medium includes a spare area in which a replacement area, which is a substitute for a defective area of the recording medium, is formed, and a temporary defect management area in which temporary management information that specifies the defective area and the corresponding replacement area is recorded. The method includes determining whether defect management of the recording medium has been previously successfully completed; scanning a portion of the recording medium purportedly containing no recorded data, as identified in a spare bit map (SBM), and verifying whether the portion contains no recorded data; and updating the SBM to reflect a recording state of the recording medium based on the verification of the portion of the recording medium. In this way, a write operation and restoration of data can be performed.

FIG. 7

START

RESTORE DEFECT MANAGEMENT INFORMATION -- 701

IS THERE REPLACEMENT CLUSTER THAT IS NOT UPDATING WITH DEFECT MANAGEMENT INFORMATION?

NO

YES

RESTORE REPLACEMENT CLUSTER TO OBTAIN INFORMATION REGARDING THE POSITION AND STATE OF DEFECTIVE CLUSTER -- 703

CREATE DEFECT LIST NAMING DEFECTIVE CLUSTER AND REPLACEMENT CLUSTER -- 704

CREATE NEW DEFECT INFORMATION BASED ON THE CREATED DEFECT LIST AND PREVIOUS TEMPORARY DEFECT INFORMATION -- 705

RECORD UPDATED TEMPORARY DEFECT MANAGEMENT INFORMATION IN TIMA -- 706

END
Description

Technical Field

[0001] The present invention relates to defect management for recording media, and more particularly, to a method, apparatus, and computer readable medium for performing management of defects of a recording medium even when defect management of the recording medium is abnormally terminated, and a defect managed recording medium obtained using the same method, apparatus, and computer readable medium.

Background Art

[0002] Defect management includes a process of rewriting data stored in a defective area of a user data area of a recording medium in a new portion of the user data area, thereby compensating for data loss caused by the defective area. In general, defect management is performed using linear replacement or slipping replacement. In linear replacement, data stored in the defective area of the user data area is recorded in a spare data area having no defects. In slipping replacement, the defective area of the user data area is skipped and the next available area of the user data area having no defects is used.

[0003] Both linear replacement and slipping replacement are, however, applicable only to recording media such as a DVD-RAM/RW discs, on which data can be repeatedly written and recording can be performed using a random access method. It is difficult to perform linear replacement and slipping replacement on write once recording media, where recording is allowed only once. In general, the presence of defects in a recording medium is detected by recording data on the recording medium and then confirming whether or not data has been written correctly on the recording medium. However, once data is written on a write once recording medium, it is impossible to thereafter overwrite new data and manage defects on the write once recording medium.

[0004] Other methods, apparatuses, and computer readable media for managing defects on write once recording media, where written data cannot be erased or rewritten, include the methods, apparatuses, and media potentially including the use of a reproducing and/or recording medium drive, to produce a defect managed write once recording medium.

[0005] However, the defect management performed by a reproducing and/or recording medium drive can be abnormally discontinued due to an unavoidable accident, e.g., when power supplied to the reproducing and/or recording medium drive is interrupted due to a power failure. Therefore, an apparatus, method, and computer readable medium has been developed and described herein to generate a resultant defect managed recording medium regardless of such interruptions.

[0006] The present invention provides a method, apparatus, and computer readable medium for performing defect management on a recording medium as set forth in the appended claims. Preferred features of the invention will be apparent from the dependent claims and the description which follows.

[0007] Preferred aspects of the present invention are particularly applicable where defect management was abnormally terminated due at least to an unavoidable accident such as a power failure, and a defect managed write once disc implementing compensation for the same.

[0008] Additional aspects and/or advantages of the invention will be set forth in part in the description which follows and, in part, will be obvious from the description, or may be learned by practice of the invention.

[0009] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide a recording medium, including a spare area storing a replacement area that is a substitute for a defective area of the recording medium, and a temporary defect management area storing temporary management information identifying the defective area and the replacement area, wherein position information and state information regarding the defective area are recorded in the replacement area.

[0010] Preferably, wherein the temporary management information is updated in the temporary defect management area every recording operation or in response to a predetermined number of recording operations.

[0011] Preferably, further comprising a defect management area (DMA) in which temporary management information lastly updated in the temporary defect management area is recorded. Preferably, wherein the DMA is in at least one of a lead-in area and a lead-out area of the recording medium.

[0012] Preferably, wherein the temporary defect management area is in at least one of the lead-in area and the lead-out area.

[0013] Preferably, wherein state information regarding the defective area is recorded in the replacement area.

[0014] The position information and state information regarding the defective area may be error-correction code (ECC) encoded during ECC encoding of data recorded in the replacement area. Alternatively, ECC encoded data and the position information and state information are recorded in the replacement area.

[0015] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide a method of managing a defect in a recording medium, including recording a replacement area for a defective area of the recording medium in a spare area, and recording temporary management information identifying the defective area and the corresponding replacement area in a temporary defect management area of the recording medium, wherein position information and state information regarding the defective area are recorded in the replacement area.

[0016] The method may further include recording temporary management information, which is lastly recorded
in the temporary defect management area, in a defect management area (DMA) during a finalizing of the recording medium. The lastly recorded temporary management information may be recorded in the DMA in at least one of a lead-in area and a lead-out area of the recording medium.

[0017] Preferably, wherein state information regarding the defective area is recorded in the replacement area. Preferably, wherein the position information and state information are ECC encoded along with an ECC encoding of data to be recorded in the replacement area. Preferably, wherein the position information and state information and ECC encoded data are recorded in the replacement area.

[0018] Preferably, wherein the recording of the temporary defect management information is performed whenever the recording with respect to the replacement area or recording with respect to multiple replacement areas is performed.

[0019] Preferably, wherein the recording with respect to the replacement area, or recording with respect to multiple replacement areas, represents a recording operation, and the recording of the temporary defect management information is performed every recording operation.

[0020] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide an apparatus, including a recording/reading unit recording data to and/or from a recording medium, and a controller controlling the recording of data to a replacement area, for a defective area of the recording medium, in a spare area of the recording medium, the recording/reading unit to record temporary management information identifying the defective area and the replacement area in a temporary defect management area, and controlling the recording/reading unit to record position information and state information regarding the defective area in the replacement area.

[0021] Preferably, wherein the controller controls the recording/reading unit to record the temporary management information in the temporary defect management area formed in at least one of a lead-in area and a lead-out area of the recording medium.

[0022] Preferably, wherein the controller controls the recording/reading unit to record temporary management information lastly recorded in the temporary defect management area in a defect management area (DMA), during a finalizing of the recording medium.

[0023] Preferably, wherein the controller controls the recording/reading unit to record temporary management information lastly recorded in the temporary defect management area in a defect management area (DMA) in at least one of the lead-in area and the lead-out area.

[0024] Preferably, wherein the controller controls the recording/reading unit to record state information regarding the defective area in the replacement area. Preferably, wherein the controller controls the recording/reading unit to ECC encode the position information and the state information with data to be recorded in the replacement area. Preferably, wherein the controller controls the recording/reading unit to record the position information and state information and ECC encoded data in the replacement area.

[0025] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide a method of managing a defect in a recording medium, including determining whether recording medium defect management has been successfully completed, reading lastly recorded defect information from a replacement area, of the recording medium, for a defective area of the recording medium, and creating new defect information when the recording medium defect management is determined to have not been successfully completed, and updating defect management information in a defect management area (DMA) of the recording medium based on the generated defect information.

[0026] The determining of whether the recording medium defect management was successfully completed may be determined by checking a consistency flag on the recording medium.

[0027] The generating of the new defect information may further include reading position information regarding the defective area from the replacement area. The generating of the new defect information may further include generating new defect information based on previous defect information and the read defect information.

[0028] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide a method of managing a defect in a recording medium, including determining whether recording medium defect management has been previously successfully completed, scanning a portion of the recording medium purportedly containing no recorded data, as identified in a spare bit map (SBM), and verifying whether the portion contains no recorded data, and updating the SBM to precisely reflect a recording state of the recording medium based on the verification of the portion of the recording medium.

[0029] The updating of the SBM may further include recording an updated SBM as temporary management information in a temporary defect management area on the recording medium.

[0030] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide an apparatus, including a recording/reading unit recording data to and/or from a recording medium, and a controller determining whether recording medium defect management has previously been successfully completed, controlling the recording/reading unit to record lastly recorded defect information from a replacement area and generate new defect information when the recording medium defect management is determined to not have previously been successfully completed, and controlling the recording/reading unit to update a defect management area (DMA) of the recording medium, based on the generated defect information.

[0031] To accomplish the above and/or other aspects
and advantages, embodiments of the present invention provide an apparatus, including a pickup recording data to and/or from a recording medium, and a controller controlling the pickup to record and/or read data to determine whether recording medium defect management has previously been successfully completed, and scanning a portion of the recording medium purportedly containing no recorded data, as identified in a lastly recorded spare bit map (SBM) on the recording medium, in order to verify whether data is recorded in the portion when the recording medium defect management is determined to not have previously been successfully completed, and updating the SBM to precisely reflect the recording state of the portion of the recording medium.

The controller may control the recording of the updated SBM as temporary management information in a temporary defect management area of the recording medium.

Also, the invention provides a method of managing a defect in a recording medium, characterised by: determining whether defect management of the recording medium has been successfully completed; in response to the defect management of the recording medium determined to have not been successfully completed, reading information regarding a defective area of the recording medium from a replacement area of the recording medium; and generating defect information of the recording medium based on the information of the replacement area.

Preferably, wherein the generating of the defect information comprises generating temporary defect information of the recording medium based on the information of the replacement area.

Preferably, further comprising updating defect management information in a defect management area of the recording medium based on the information of the replacement area.

Preferably, further comprising generating a defect list based on the information of the replacement area, wherein the generating of the defect information comprises generating the defect information based on previous temporary defect information of the recording medium and the defect list.

Preferably, wherein the generating of the temporary defect information comprises generating new temporary defect information of the recording medium based on lastly recorded temporary defect information of the recording medium and the defect list.

Preferably, wherein the determining of whether the defect management was successfully completed is determined by checking a consistency flag on the recording medium.

Preferably, wherein the reading of the information of the replacement area comprises reading position information regarding the defective area from the replacement area.

Preferably, wherein the recording of the information of the replacement area comprises reading position information and state information regarding the defective area from the replacement area.

Also, the invention provides a method of re-building temporary defect information of a recording medium, characterised by: reading information regarding a defective area of the recording medium from a replacement area of the recording medium, the replacement area including position information regarding the defective area; and generating temporary defect information based on previous temporary defect information of the recording medium and the information of the replacement area of the recording medium.

Preferably, further comprising generating a defect list based on the information of the replacement area, wherein the generating of the temporary defect information comprises generating the temporary defect information based on the previous temporary defect information and the defect list.

Also, the invention provides an apparatus comprising: a recording/reading unit recording and/or reading data with respect to a recording medium; characterised by: a controller determining whether defect management of the recording medium has been successfully completed, controlling the recording/reading unit to read information regarding a defective area of the recording medium from a replacement area of the recording medium, and generating defect information of the recording medium based on the information of the replacement area.

Preferably, wherein the controller controls the recording/reading unit to update a defect management area of the recording medium based on the generated defect information.

Preferably, wherein the controller controls reading of a consistency flag from the recording medium and determines whether the defect management of the recording medium has been successfully completed based on the consistency flag.

Preferably, wherein the controller controls reading of position information regarding the defective area from the replacement area and generates the defect information.

Preferably, wherein the controller controls reading of state information regarding the defective area from the replacement area and generates the defect information.

Preferably, wherein the controller creates the defect information based on previous defect information of the recording medium and the information of the replacement area.

Also, the invention provides an apparatus comprising: a recording/reading unit recording and/or reading data with respect to a recording medium; characterised by: a controller controlling the recording/reading unit to read information regarding a defective area of the recording medium from a replacement area of the recording medium, the replacement area including position information regarding the defective area, and generating temporary
defect information based on previous temporary defect information of the recording medium and the information of the replacement area of the recording medium.

[0050] Preferably, wherein the controller generates a defect list based on the information of the replacement area, and rebuilds the temporary defect information based on the previous temporary defect information and the defect list.

[0051] To accomplish the above and/or other aspects and advantages, embodiments of the present invention provide a computer-readable medium including computer readable code for controlling a reproducing and/or recording apparatus to perform any of the above methods.

Brief Description of the Drawings

[0052] The above and/or other aspects and advantages of the present invention will become more readily appreciated from the following description of the embodiments taken in conjunction with the accompanying drawings in which:

FIGS. 1A and 1B illustrate data structures of a write once recording medium with a temporary defect management area (TDMA) and a defect management area, according to reproducing and/or recording embodiments of the present invention;

FIG. 2 is a block diagram of an apparatus for performing defect management of a recording medium, according to an embodiment of the present invention;

FIG. 3 is a block diagram of a reproducing and/or recording medium drive that includes the reproducing and/or recording apparatus of FIG. 2, according to an embodiment of the present invention;

FIG. 4 illustrates a data frame format for a recording medium, according to an embodiment of the present invention;

FIG. 5 illustrates a spare area in the recording medium formed when defect management of the recording medium is abnormally terminated due to an unavoidable accident such as a power failure;

FIGS. 6A-6C illustrate diagrams explaining a method of restoring a spare bit map (SBM), which is a type of temporary management information, according to another embodiment of the present invention; and

FIG. 7 is a flowchart illustrating a recording medium defect management method, according to another embodiment of the present invention.

Best mode for carrying out the Invention

[0053] Reference will now be made in detail to the embodiments of the present invention, examples of which are illustrated in the accompanying drawings, wherein like reference numerals refer to the like elements throughout. The embodiments are described below to explain the present invention by referring to the figures. Hereinafter, preferred embodiments of the present invention will be described with reference to the accompanying drawings.

[0054] FIGS. 1A and 1B illustrate structures of a recording medium representation of the recording medium 100 having a recording layer L0. The recording medium 100 includes a lead-in area, a data area, and a lead-out area. The lead-in area is located in an inner part of the recording medium 100 and the lead-out area is located in an outer part of the recording medium 100. The data area is present between the lead-in area and the lead-out area. In this embodiment, the start and end of the data area are the same as those of a CD rewritable (CD RW), and the data area is sequentially divided into a spare area, a user data area, and a spare area, starting from the inner part of the recording medium 100. The user data area is an area where user data is written, and the spare areas serve to compensate for loss in the recording space of the user data area due to defects. Since defects may occur on the recording medium 100, it is preferable that the sizes of the spare areas be allocated such that a large amount of data can still be written on the recording medium 100. In this embodiment, positions of the spare areas are not fixed. At least one of a defect management area and a temporary defect management area is present in at least one of the lead-in area and the lead-out area.

[0055] FIG. 1A illustrates a single recording layer recording medium representation of the recording medium 100 of FIG. 1B, having two recording layers L0 and L1. A lead-in area, a data area, and an outer area are sequentially formed from the inner part of the first recording layer L0 to its outer part of first recording layer L0. Similarly, an outer area, a data area, and a lead-out area are sequentially formed from the outer part of the second recording layer L1 to the inner part of the second recording layer L1. Unlike the single recording layer recording medium of FIG. 1A, the lead-out area is present in the inner part of the recording medium 100 of FIG. 1B. That is, the recording medium 100 of FIG. 1B has an opposite track path (OTP) where data is written starting from the lead-in area of the first recording layer L0 toward the outer area of the first recording layer and continuing from the outer area of the second recording layer L1 to its lead-out area of the second recording layer L1. The spare area is allocated to each of the recording layers L0 and L1.

[0056] In these embodiments, the spare areas can be present between the lead-in area and the user data area, between the user data area and the lead-out area and between the user data area and the outer areas. If necessary, a portion of the user data area may be used as another spare area, that is, more than one spare area may be present between the lead-in area and the lead-out area.
FIG. 2 is a block diagram of a reproducing and/or recording apparatus for performing recording medium defect management, according to an embodiment of the present invention. Referring to FIG. 2, the recording apparatus includes a recording/reading unit 1, a controller 2, and a memory 3. The recording/reading unit 1 writes data on a recording medium 100 according to an embodiment of the present invention, and reads back the data from the recording medium 100 to verify the written data.

The controller 2 performs recording medium defect management according to an embodiment of the present invention. In this embodiment, the controller 2 uses a verify-after-write method in which data is written on the recording medium 100 in predetermined units of data, and the written data is then verified to detect if an area of the recording medium 100 has a defect. More specifically, the controller 2 writes user data on the recording medium 100 in predetermined units of data, verifies the written user data to detect an area of the recording medium 100 in which a defect exists, and replaces a detected defective area with a replacement area. Thereafter, the controller 2 creates information identifying both positions of the defective area and the replacement area, and stores the created information in the memory 3. If the amount of the stored information reaches a predetermined level, the controller 2 writes the stored information in a temporary defect management area (TDMA) of the recording medium 100. Information written to the TDMA is called temporary management information, corresponding to defect management information written to a defect management area (DMA). The temporary management information contains temporary defect information identifying the defective areas and corresponding replacement areas, and temporary defect management information for managing the temporary defect information. In particular, in this embodiment, the temporary defect management information includes a space bit map (SBM) that provides information for identifying available areas from unavailable areas of the recording medium 100.

The information regarding the defective area is written to the replacement area, so as to restore this information when temporary management information cannot be updated, e.g., when an unavoidable accident such as a power failure occurs, even though the defective area has been replaced with the replacement area. The information regarding the defective area specifies the position and state of the defective area. For instance, information initially designated for a defective cluster is written to a new cluster, i.e., a replacement cluster, that is a substitute for the defective cluster. The information regarding the defective cluster, in the replacement cluster, identifies the position and state of the defective cluster. Recording medium defects include defects caused during recording of data and defects caused during verification of the written data. The position information regarding the defective cluster is considered address information. For instance, if several continuous physical sector numbers (PSNs) are initially designated for the defective cluster, a first PSN of the defective cluster is recorded as the position information thereof. The size of the position information is a unit of bytes, so that all addresses of the recording medium 100 can be expressed as the position information. For instance, the position information may be about 4 bytes long. The state information regarding the defective cluster identifies whether user data written in the defective cluster is equivalent to user data written in a replacement cluster, or identifies whether the defect is a complete defect or an incomplete defect. The complete defect represents data that is completely damaged and cannot be corrected, and thus cannot be read out, whereas the incomplete defect represents data that has been corrected but is more likely to be damaged again. If the defect is a complete defect, data written in the replacement cluster may not be the same as data written in the defective cluster. This is because data, which should have been written in the defective cluster, compared to the data that actually ends up being written in the defective cluster, may be written in the replacement cluster when a complete defect occurs during recording of data that smoothly changes, such as video data.

When a user presses an eject button (not shown) of the reproducing and/or recording apparatus to remove the recording medium 100, after recording of data, the controller 2 expects write operations to have been terminated. Next, the controller 2 reads the defect information from the memory 3, provides it to the recording/reading unit 1, and controls the recording/reading unit 1 to write that defect information to the recording medium 100. The temporary management information is updated for every write operation. Alternatively, the temporary management information can be updated whenever recording is completed in a predetermined recording unit.

Also, the controller 2 sets a consistency flag when recording the temporary management information in the TDMA, in order to restore the temporary management information when the temporary management information is not updated due to an unavoidable accident such as a power failure, even though the defect area has been replaced with the replacement area. The consistency flag identifies the start of an updating of the temporary management information. For example, in this case, the consistency flag may be set to 1. When the recording medium 100 needs to be removed from a recording medium drive after recording data in predetermined units or after a write operation, the consistency flag may be reset to 0 so as to represent a successful updating of the temporary management information, while the temporary management information is finally updated.

When recording in the next recording unit starts or the recording medium 100 is reloaded, the controller 2 checks the consistency flag. If the consistency flag is 1, the controller 2 determines that the recording was abnormally terminated and starts restoration of the temporary management information and other additional information. That is, the controller 2 reads information regard-
ing the defective area from a most recently replaced area, and updates the temporary management information and other additional information based on the read information. A detailed description thereof will be provided later.

When the recording of data is complete, i.e., when additional data will not be written to the recording medium 100 (the recording medium 100 needs to be finalized), the controller 2 controls the recording/reading unit 1 to record the most recently updated temporary management information in the Disc Management Area (DMA) of the recording medium 100.

The information regarding a defective area is also written in a replacement area when a defect occurs during reproduction of data. For instance, the position information, e.g., a first PSN of a defective cluster and state information regarding the defective area are also written in a replacement cluster.

FIG. 3 is a block diagram illustrating the structure of a recording medium drive included in the reproducing and/or recording apparatus of FIG. 2. Referring to FIG. 3, the recording medium drive includes a pickup 10, and corresponds to the recording/reading unit 1 of FIG. 2. A recording medium 100 is loaded onto the pickup 10. Similarly, the recording drive includes a controller 2 that has a PC I/F 21, a digital signal processor (DSP) 22, a radio-frequency (RF) amplifier 23, a servo 24, and a system controller 25. The memory 3, of FIG. 2, can be included in the system controller 25 of the controller 2.

During a write operation, the PC I/F 21 receives data to be written and a write command from a host (not shown). The system controller 25 performs an initialization of the recording medium, required for the write operation. The DSP 22 performs the error correcting code (ECC) encoding on the data transmitted from the PC I/F 21 by adding additional data, such as data parity to the data, and modulates the ECC encoded data in a predetermined data format. The RF amplifier 23 converts the data output from the DSP 22 into an RF signal. The pickup 10 then writes to the recording medium 100 using the RF signal output from the RF amplifier 23. Accordingly, the servo 24 receives a servo control command from the system controller 25 and performs servo control with respect to the pickup 10. The system controller 25 also instructs the pickup 10 to read data from the recording medium 100 or to record information, such as temporary management information, to the recording medium 100.

More specifically, the system controller 25 writes data to the recording medium 100 in predetermined numbers of clusters and verifies the data written to the clusters. If a defect is detected in a cluster, the position information regarding the defective cluster and the state information regarding the defect are stored in the memory 3. When the data verification is complete or the defect is detected, the system controller 25 receives user data from the memory 3 containing the write command and user data transmitted from the host. The user data specifies the position of the defective cluster. Then, the system controller 25 incorporates the position information regarding the defective cluster and the state information regarding the defect into the user data and writes the user data to the replacement cluster.

During a reproduction operation, the PC I/F 21 receives a read command from the host. The system controller 25 performs initialization of the recording medium 100, required for the read operation. The pickup 10 outputs a laser beam to the recording medium 100 and obtains and outputs a reflected optical signal, from the laser beam reflected from the recording medium 100. The RF amplifier 23 converts the optical signal output from the pickup 10 into an RF signal, provides data modulated from the RF signal to the DSP 22, and provides a servo signal for servo control, obtained from the RF signal to the servo 24. The DSP 22 demodulates the modulated data, performs ECC decoding on the demodulated data, and outputs the ECC decoded data. The servo 24 performs servo control on the pickup 10, in response to the servo signal output from the RF amplifier 23 and the servo control command output from the system controller 25. The PC I/F 21 then sends the data received from the DSP 22 to the host. Also, the system controller 25 may instruct the pickup 10 to read defect management information from the recording medium 100 during the read operation.

More specifically, if an incomplete defect is detected during a read operation, in response to a read command given from the host, and if the system controller 25 determines there is sufficient time to make a replacement for the incomplete defect after the read operation or even during the read operation, the system controller 25 can reproduce the user data initially designated for the defective cluster containing the incomplete defect, by adding information regarding the defective cluster into the user data and writing the user data in a replacement cluster. The user data previously written in the defective cluster and the information regarding the defective cluster may be ECC encoded and written in the replacement cluster. Otherwise, only the user data is ECC encoded and written together with the information regarding the defective cluster in the replacement cluster.

Examples of methods of restoring data written in a defective cluster are as follows:

US Patent No. 6,367,049 illustrates a method of recording data in an ECC format with an ECC cluster consisting of 304 long distance Reed-Solomon ECCS, and a burst indicator subcode (BIS) cluster consisting of 24 BISs. During the making of the BIS cluster, a portion of control data may be allocated as a field to which information regarding defective clusters is written.

More specifically, in the recording of data in such an ECC format, when a defect is detected during a verifying process after the initial recording, user data previously written in the defective cluster containing the defect is read from a memory, in response to a write command given from a host, and is encoded into an ECC cluster. Next, control data with a physical address of the defective cluster is encoded into a BIS cluster in a portion
of the control data, so as to make a physical cluster. Here, the portion of the control data is used as a field in which 16 physical addresses of a replacement cluster and information regarding the position and state of the defective cluster are recorded. Next, the physical cluster is written in a replacement cluster.

[0074] US Patent No. 6,367,049 illustrates a method of recording in an ECC format when an incomplete defect is detected, during a read operation, in response to a read command given from a host, i.e., a defective cluster containing the defect can be replaced with a replacement cluster. Thus, in view of the embodiments of the present invention, and upon application to the data structure illustrated in U.S. Patent No. 6,367,049, a defective cluster can be reproduced and errors in an ECC cluster and a BIS cluster are corrected so as to obtain user data. Next, the user data can be encoded into an ECC cluster. Then, control data with a physical address and state information of the defective cluster are encoded into a BIS cluster, in a portion of control data, thereby obtaining a physical cluster. Here, the portion of the control data is used as a field in which 16 addresses of the replacement cluster and information regarding the position and state of the defective cluster are recorded. Next, the physical cluster can be written in the replacement cluster.

[0075] It is also possible to perform recording medium defect management on a DVD-RAM using a recording medium drive. Data can be written in an ECC format using Reed_Solomon product codes (RSPCs) (see the data format of a DVD-RAM specification). Therefore, the present invention is similarly applicable to information storage media such as DVD-RAM and DVDs on which information can be recorded using RSPCs.

[0076] Information regarding the position and state of a defective cluster can also be stored in a linking area between recording units of a recording medium when a defective cluster is replaced with a replacement cluster. To increase the reliability of recorded data, the position and state information regarding the defective cluster can preferably be written in an error correction structure in the linking area so that an error in the information can be easily corrected.

[0077] Hereinafter, a method of restoring temporary management information written to a temporary defect management area (TDMA) will be described.

[0078] FIG. 5 illustrates a recording medium spare area formed when recording medium defect management is abnormally terminated, e.g., due to an unavoidable accident such as a power failure. Referring to FIG. 5, replacement clusters, which are substitutes for defective clusters, are written to a spare area. In general, replacement clusters are sequentially formed in the spare area, starting from a portion thereof with the smallest PSN. If necessary, replacements can be sequentially formed starting from a portion of the spare area with the largest PSN. The replacement clusters are divided into two types of clusters: clusters whose information is updated with temporary management information (TDMS) and clusters whose information has not been updated. Here, the updating of the replacement cluster information indicates that recording medium defect management was successfully completed. Replacement clusters whose information has not been updated represent that recording medium defect management was abnormally terminated, requiring data written in the defective clusters to be restored.

[0079] FIG. 6 illustrates diagrams explaining a method of updating a spare bit map (SBM) which is a type of temporary management information. In detail, FIG. 6A illustrates a recording medium recording state being described in an SBM of a recording medium 100, where recording medium defect management was abnormally terminated and restoration of data written in defective clusters is required, and FIG. 6B illustrates the actual recording state of the recording medium 100. Here, black rectangles denote portions of the recording medium 100 that contain data, gray rectangles denote portions of the recording medium 100 that actually contain data but are indicated not to include the data in the SBM, and white rectangles denote portions of the recording medium 100 that contain no data. If the recording medium defect management abnormally ends, the SBM will not reflect updated recording appropriately.

[0080] When the recording medium 100 is inserted into a recording medium drive, the recording medium drive checks a consistency flag. If the consistency flag is '1', the recording medium drive determines that the recording medium 100 was removed from a recording medium drive without successfully updating temporary management information written in a TDMA of the recording medium 100.

[0081] The recording medium drive scans a portion of the recording medium 100 containing no data, indicated in the SBM, and checks whether data is actually written in that portion. In this way, the recording medium drive corrects the SBM to precisely reflect the recording state of the recording medium 100. As mentioned above, the SBM is a map that specifies a recording medium recording state with bit values, i.e., it indicates whether clusters, which are allocated to a physically recordable area of the recording medium 100, contain data or not. The recording medium drive scans all of clusters that are determined to have no data, specified in the SBM, checks if these clusters actually do not contain data, and makes a new SBM reflecting the checking result, i.e., it updates the previous SBM. When the updated SBM is written as temporary management information in the TDMA, the updating of the SBM is complete.

[0082] FIG. 6C illustrates a recording state of the recording medium 100, with in a new SBM that precisely indicates whether the clusters contain data or not. The recording medium drive makes the new SBM by updating the previous SBM with bit values.

[0083] FIG. 7 is a flowchart illustrating a recording medium defect management method according to an embodiment of the present invention. Referring to FIG. 7, in
operation 701, when a write once recording medium, on which recording medium defect management has never been performed, is loaded into a recording medium drive (or reproducing and/or recording apparatus), the recording medium drive reads temporary management information from a TDMA, stores the read information in a memory, and performs initialization of the recording medium, required for a write/read operation. In operation 702, if the loaded recording medium is not an empty recording medium, the recording medium drive reads a consistency flag set value $C_{flag}$ from temporary defect management information recorded in the TDMA, and determines whether defect information regarding the write once recording medium was successfully updated. For example, if the consistency flag $C_{flag} = 1$, the defect information was abnormally terminated, and if the consistency flag $C_{flag} = 0$, the defect information was successfully completed. If it is determined in operation 702 that the defect information was not successfully updated, temporary defect information contained in the temporary management information recorded in the memory is read, the position of a most recently formed replacement area is detected, data written in a next replacement cluster is reproduced, and information regarding the position and state of a defective cluster is detected, in operation 703. In operation 704, a defect list naming the defective cluster and the replacement cluster is created based on the detected position and state information. In operation 705, new defect information is created based on the created defect list and the previous temporary defect information. In operation 706, the temporary defect management area TDMA is updated.

[0084] As noted above, US Patent No. 6,367,049 illustrates a method of recording data in an ECC format, in which a physical address of, and information regarding, a defective cluster are written in a replacement cluster during defect management. Thus, in view of embodiments of the present invention, and upon application to the data structure illustrated in U.S. Patent No. 6,367,049, a most recently updated replacement cluster can be detected from a spare area of a recording medium, based on temporary defect information contained in defect management information. Next, data written in replacement clusters next to the detected replacement cluster is read. Next, an error in a BIS cluster of a replaced physical cluster can be corrected. Next, defect lists naming defective clusters and replacement clusters can be created by referring to the physical addresses and state information of the defective clusters, specified in control data. Next, new temporary defect information can be created based on the defect lists and final temporary defect information that was read and stored in a memory, when loading the write once recording medium onto a recording medium drive. Also, if data to be contained in the temporary management information exists and needs to be updated, the data is also updated and recorded as temporary management information in the TDMA. This embodiment is applicable to both write once recording media and rewritable recording media while changing particulars of data updating according to the characteristics of a recording medium used.

[0085] Similarly, to restore data contained in a defective cluster of a DVD, where data is written in an RSPC format, and the physical address and state information of the defective cluster are written to a replacement block, first, a most recently formed replacement block is detected from a spare area of the DVD, based on temporary defect information contained in the TDMA. Next, data written to a next block is read and reproduced and an error in the data is corrected. Next, information regarding the positions and states of defective clusters written in a reserved area RSV shown in FIG. 4 is obtained, and defect lists naming the defective clusters and replacement clusters are created based on the obtained information. Next, new temporary defect information is created, based on the defect lists and final temporary defect information, which is read and stored in a memory when loading the DVD onto a recording medium drive. If data to be contained in the temporary management information exists and needs to be updated, the data is again updated and written as temporary management information in the TDMA. This method can be performed on both write once recording media and rewritable recording media while changing particulars of data updating, according to the characteristics of a recording medium used.

[0086] Further, to restore data written in defective clusters in a linking area containing information regarding the positions and states of the defective clusters, a most recently updated replacement block can be detected from a spare area of a recording medium, based on temporary defect information contained in temporary management information. Next, data regarding replacement clusters allotted to the replacement block is read from the linking area to obtain information regarding the positions and states of the defective clusters. Next, defect lists naming the defective clusters and replacement clusters can be created based on the read information. Next, new temporary defect information is created, based on the defect lists and final temporary defect information, which is temporary management information read and stored in a memory when the recording medium was loaded into a recording medium drive. If information to be added to the temporary management information exists and needs to be updated, the information is updated and written as the temporary management information in a TDMA. This method can also be performed on both write once recording media and rewritable recording media while changing particulars of data updating, according to the characteristics of a recording medium used.

[0087] These above data restoration methods are applicable both to write once recording media and rewritable recording media. However, the write once recording media require a defect management area and a TDMA for recording medium defect management, whereas the inclusion of the TDMA into the rewritable recording media is optional. To be compatible with rewritable recording
media, it is recommended that the defect management area in the write once recording media be equal to that of the rewritable recording media, and most recently updated temporary management information written in the TDMA be written in the defect management area during recording medium finalization.

[0088] The defect management method described herein may be embodied as a computer program that can be run by a computer. The program can be stored in a computer readable medium. When the program is read and run by a computer, the defect management is performed. Here, the computer-readable medium may be a magnetic recording medium, an optical recording medium, or a carrier wave, for example.

[0089] Thus, as described above, embodiments of the present invention provide a method, apparatus, and computer readable medium for restoring temporary management information, including; temporary defect information contained which is written to temporary defect management area (TDMA).

[0090] According to embodiments of the present invention, it is possible to restore defect information written to a defect management area of each of rewritable recording media. For instance, although replacement clusters may have substituted for defective clusters, caused during a write/read operation performed on a write once recording medium (or a rewritable recording medium), a recording medium may be removed from a recording medium drive without successfully updating defect information in a TDMA/defect management area, e.g., due to an unavoidable accident such as a system power failure. Thus, even in this case, according to embodiments of the present invention, it is possible to restore temporary defect information/defect information written to the TDMA/defect management area. It is also possible to restore a spare bit map (SBM) that has not been updated.

[0091] Although a few embodiments of the present invention have been shown and described, the present invention is not limited to the disclosed embodiments. Rather, it would be appreciated by those skilled in the art that changes may be made in this embodiment without departing from the principles and spirit of the invention, the scope of which is defined by the claims and their equivalents.

Industrial Applicability

[0092] In particular, the present invention can be advantageously applied to a recording medium drive, or reproducing and/or recording apparatus capable of checking whether a system may have been improperly powered off. However, even if a recording medium drive cannot check whether a system has been improperly powered off, the present invention enables the recording medium drive to perform a write operation and restoration of data, in response to a host command or when a recording medium is loaded into the recording medium drive.

Claims

1. A method of managing a defect in a recording medium, characterised by:
   determining whether defect management of the recording medium has been previously successfully completed;
   scanning a portion of the recording medium purportedly containing no recorded data, as identified in a spare bit map (SBM), and verifying whether the portion contains no recorded data; and
   updating the SBM to reflect a recording state of the recording medium based on the verification of the portion of the recording medium.

2. The method of claim 1, wherein the updating of the SBM further comprises recording an updated SBM as temporary management information in a temporary defect management area of the recording medium.

3. An apparatus, comprising:
   a pickup recording and/or reading data with respect to a recording medium;
   characterised by:
   a controller determining whether defect management of the recording medium has successfully completed, controlling the pickup to scan a portion of the recording medium purportedly containing no recorded data, as identified in a lastly recorded spare bit map (SBM) on the recording medium, in order to verify whether data is recorded in the portion, and updating the SBM to reflect the recording state of the recording medium based on the verification of the portion of the recording medium.

4. The apparatus of claim 3, wherein the controller controls the recording of the updated SBM as temporary management information in a temporary defect management area of the recording medium.

5. A computer-readable medium comprising computer readable code for controlling a reproducing and/or recording apparatus to perform the method of claim 1.
**FIG. 4**

<table>
<thead>
<tr>
<th>4 bytes</th>
<th>2 bytes</th>
<th>6 bytes</th>
<th>172 bytes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Data ID</td>
<td>IED</td>
<td>RSV</td>
<td>Main data 160 bytes</td>
</tr>
</tbody>
</table>

- Main Data 172 bytes
- Main Data 172 bytes
- Main Data 172 bytes
- Main Data 168 bytes  EDC

<table>
<thead>
<tr>
<th>4 bytes</th>
</tr>
</thead>
<tbody>
<tr>
<td>12 rows</td>
</tr>
</tbody>
</table>
FIG. 5

SPARE AREA

REPLACEMENT CLUSTER THAT IS MOST RECENTLY UPDATED AS TDMS IN TDMA

REPLACEMENT CLUSTER THAT IS UPDATED AS TDMS IN TDMA

REPLACEMENT CLUSTER THAT IS NOT UPDATED AS TDMS IN TDMA

UNUSED SPARE AREA
FIG. 6A

SBM OBJECT AREA

RECORDING MEDIUM RECORDING STATE INDICATED IN SBM AS NOT BEING RESTORED

FIG. 6B

FIG. 6C

RECORDING MEDIUM RECORDING STATE INDICATED IN SBM AS BEING RESTORED
FIG. 7

START

RESTORE DEFECT MANAGEMENT INFORMATION

IS THERE REPLACEMENT CLUSTER THAT IS NOT UPDATED WITH DEFECT MANAGEMENT INFORMATION?

NO

YES

RESTORE REPLACEMENT CLUSTER TO OBTAIN INFORMATION REGARDING THE POSITION AND STATE OF DEFECTIVE CLUSTER

CREATE DEFECT LIST NAMING DEFECTIVE CLUSTER AND REPLACEMENT CLUSTER

CREATE NEW DEFECT INFORMATION BASED ON THE CREATED DEFECT LIST AND PREVIOUS TEMPORARY DEFECT INFORMATION

RECORD UPDATED TEMPORARY DEFECT MANAGEMENT INFORMATION IN TDMA

END
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 01/22416 A1 (KONINKL PHILIPS ELECTRONICS NV [NL]) 29 March 2001 (2001-03-29) * abstract; figures 1,2,4,14 * * page 4, line 5 - page 19, line 6 *</td>
<td>1-5</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims

---

**EXAMINATION REPORT**

**Place of search:** The Hague  
**Date of completion of the search:** 21 February 2011  
**Examiner:** Bükker, Martin
**ANNEX TO THE EUROPEAN SEARCH REPORT**
**ON EUROPEAN PATENT APPLICATION NO.**

21-02-2011

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CN 1627373 A</td>
<td>15-06-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1901069 A</td>
<td>24-01-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1877730 A</td>
<td>13-12-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2267705 A2</td>
<td>29-12-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3853530 B2</td>
<td>06-12-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 11086418 A</td>
<td>30-03-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6243338 B1</td>
<td>05-06-2001</td>
</tr>
<tr>
<td>JP 11242850 A</td>
<td>07-09-1999</td>
<td>TW 417104 B</td>
<td>01-01-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6633724 B3</td>
<td>14-10-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 417104 B</td>
<td>01-01-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 781790 B2</td>
<td>16-06-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 0007168 A</td>
<td>31-07-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2351502 A1</td>
<td>29-03-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1338102 A</td>
<td>27-02-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CZ 2001179 A3</td>
<td>16-01-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 1141956 A3</td>
<td>11-08-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2304976 T3</td>
<td>01-11-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HU 0104869 A2</td>
<td>28-03-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003510742 T</td>
<td>18-03-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 347801 A1</td>
<td>22-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 518573 B</td>
<td>21-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6606285 B1</td>
<td>12-08-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1471601 A</td>
<td>06-06-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1587101 A</td>
<td>06-06-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1409857 A</td>
<td>09-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1423815 A</td>
<td>11-06-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1431210 A</td>
<td>30-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60007554 D1</td>
<td>05-02-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60007554 T2</td>
<td>30-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60009946 D1</td>
<td>19-05-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60009946 T2</td>
<td>04-05-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60017584 D1</td>
<td>24-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60017584 T2</td>
<td>06-04-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1230639 A1</td>
<td>14-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1230640 A1</td>
<td>14-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1236203 A1</td>
<td>04-09-2002</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on.

The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

21-02-2011

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 0135406 A1</td>
<td></td>
<td>ES 2216988 T3</td>
<td>01-11-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2233475 T3</td>
<td>16-06-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 1051596 A1</td>
<td>11-11-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 1051740 A1</td>
<td>19-08-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4498655 B2</td>
<td>07-07-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003514328 T</td>
<td>15-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003514329 T</td>
<td>15-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4588280 B2</td>
<td>24-11-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003514330 T</td>
<td>15-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA02004748 A</td>
<td>19-01-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA02004750 A</td>
<td>30-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA02004753 A</td>
<td>30-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 355310 A1</td>
<td>05-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 355311 A1</td>
<td>05-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 511075 B</td>
<td>21-11-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 479235 B</td>
<td>11-03-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0135407 A1</td>
<td>17-05-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0135408 A1</td>
<td>17-05-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7469095 B1</td>
<td>23-12-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7000152 B1</td>
<td>14-02-2006</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader's convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- US 6367049 B [0072] [0074] [0084]