EUROPEAN PATENT SPECIFICATION

(54) IMPROVEMENTS IN OCEAN WAVE ENERGY EXTRACTION
VERBESSERTE ENERGIEGEWINNUNG AUS MEERESWELLEN
AMÉLIORATIONS DANS L’EXTRACTION D’ÉNERGIE DES VAGUES OCÉANIQUES

(84) Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR
HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL
PT RO SE SI SK SM TR

(30) Priority: 01.09.2008 AU 2008904516
23.02.2009 AU 2009900774

(43) Date of publication of application:
11.05.2011 Bulletin 2011/19

(73) Proprietor: Wave Power Renewables Limited
Wanchai, Hong Kong (CN)

(72) Inventors:
• DENNISS, Tom
  Randwick
  New South Wales 2031 (AU)

• HUNTER, Scott
  Glebe
  New South Wales 2037 (AU)

(74) Representative: Handsome I.P. Ltd
27-28 Monmouth Street
Bath BA1 2AP (GB)

(56) References cited:
EP-B1- 0 950 812
WO-A1-2005/095790
CA-A1- 2 286 545
GB-A- 2 325 964
US-A- 1 455 718

EP-B1- 0 950 812
WO-A1-2006/011817
GB-A- 1 572 086
JP-A- 63 277 868

(45) Date of publication and mention
of the grant of the patent:
27.02.2019 Bulletin 2019/09

(21) Application number: 09809127.5

(22) Date of filing: 31.08.2009

(51) Int Cl:
F03B 13/24 (2006.01) F03B 13/10 (2006.01)
F03B 13/14 (2006.01) E02B 9/08 (2006.01)

(19)

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

FIELD OF THE INVENTION

[0001] This invention relates to sustainable energy generation. More particularly, the present invention relates to improvements in ocean wave energy extraction and to systems and methods therefor.

BACKGROUND TO THE INVENTION

[0002] Any discussion of the prior art throughout the specification should in no way be considered as an admission that such prior art is widely known or forms parts of common general knowledge in the field.

[0003] Environmental concerns and the awareness of the finite resources of traditional combustible hydrocarbon fuel sources has lead to research into sustainable non-polluting energy sources such as waves, wind, tidal, geothermal and solar.

[0004] Numerous different types of wave power generation systems have been proposed. One system employs the basic principle of using the vertical motion inherent in the movement of waves to effect a rotary movement of a turbine to drive directly or indirectly a generator to produce electricity. In such systems, there is frequently reversing air flow conditions present, caused by the oscillatory motion of the waves. A number of specially configured unidirectional turbines have been designed to allow the turbine to continue operating in response to such reversing air flow conditions.


[0006] However, many, if not all, of these prior systems operate at a relatively low efficiency due to losses in the system when converting the oscillatory motion of the waves into rotational mechanical energy.

[0007] In addition, many prior wave power generation systems are heavily reliant upon the direction of travel of the prevailing ocean wave. Furthermore, many existing wave power generation systems are moored to constantly face in one direction and therefore operate below optimum efficiency for long periods due to changes in wave direction arising from natural tidal changes.

[0008] Another disadvantage of many known wave power generation systems operating on the basic principle of using the vertical motion of waves to effect rotary movement of a turbine which in turn drives a generator to produce electricity in that these systems commonly rely on the principle of gravity-induced resonant amplification to ensure efficiency of operation to attain the desired levels of power output. In such systems, it is necessary to convert the oscillatory motion of the water to an airflow. That is, many currently known systems typically require a hydraulic to pneumatic conversion process, further reducing the efficiency of the total energy conversion process.

[0009] In addition, many known wave power generation systems must be built to withstand the large unpredictable forces to which they are subjected from ocean waves. To ensure the sustainability of a system over its working life a level of redundancy is required to be built into the system. For example, ocean power generating systems are commonly required to withstand the forces associated with the large waves of “once in a hundred year storms”. The magnitude of the forces in these extreme cases is many times that of the forces arising in most storms and, as such, significant additional costs are necessarily incurred when manufacturing, installing and maintaining the system. It has been found that these additional costs are often so high that they can render systems commercial unviable.

[0010] Systems built to withstand the most extreme forces are necessarily larger in size and, consequently, the visual appeal of these systems is reduced. The visual appeal or aesthetics of sustainable energy systems such as ocean wave energy extraction systems is an important factor, not only for reducing the visual impact on the surrounding environment, but also for gaining public acceptance of these alternative means of producing energy.

[0011] It is an object of the present invention to overcome or ameliorate one or more of the disadvantages of the prior art, or at least provide a useful alternative.

SUMMARY OF THE INVENTION

[0012] According to a first aspect of the invention, there is provided an ocean wave energy extraction system comprising: at least one duct for receiving an oscillating water column, the duct having a first segment that, in use, is entirely submergible below the mean surface level of a body of water, said first segment having an inlet, wherein the inlet of the first segment is configurable to face the prevailing ocean wave; a second segment arranged transversely to the first segment and a flow control segment intermediate the first and second segments, the flow control segment is operable to cause a gradual change in direction of water flowing from the first segment into the second segment and thereby inhibit turbulent flow of the oscillating water column flowing within the duct; a turbine in fluid communication with the second segment of the duct such that the turbine is drivable by a fluid flow from the second segment, the fluid flow being generated by oscillations of the oscillating water column within the duct; and an electric generator configured for rotation by the turbine to generate electrical energy; and characterised in that the flow control segment includes a sloped portion arranged at the junction of, and extending between, the first and second segments of the duct.

[0013] The flow control segment includes a planar sloped portion and is configured to produce a smooth and gradual change in direction of the oscillating water column, thereby inhibiting the extent of turbulent flow.
within the duct.

[0014] The duct is preferably located in a body of water such as an ocean, whereby the water column oscillates in response to the rise and fall of waves passing the duct. The fluid flow is preferably bi-directional. Preferably, the fluid associated with the fluid flow is one of a gas and a liquid. In certain embodiments, the fluid is air. In these embodiments, the turbine is preferably, but not necessarily, located above the mean surface level of the body of water in which the duct is located. In other embodiments, the fluid is water. In these embodiments, the turbine may be, for example, a water turbine which is preferably, but not necessarily, submerged below the mean surface level of the body of water. Accordingly, it will be appreciated that the turbine may be driven directly or indirectly by the fluid flow associated with the oscillating water column.

[0015] The first segment, the second segment and the flow control segment of the duct may be integrally formed as a one-piece unit. Preferably, the duct is an L-shaped pipe. The duct is preferably configured such that, in use, the first segment is arranged in a substantially horizontal orientation and the second segment is arranged in a substantially vertical orientation.

[0016] In certain preferred embodiments, the length of the first segment of the duct is greater than the length of the second segment of the duct. In other preferred forms, the length of the second segment is greater than the length of the first segment. In yet further preferred embodiments, the first and second segments are substantially the same length. The length of the first segment of the duct is preferably determined by the formula,

\[ L = \frac{T^2}{4}, \]

where \( L \) is the length of the first segment in metres, and \( T \) is the period of the waves of an ocean in seconds. In one preferred form, the length of the first segment is approximately 25m. Preferably, the length of the first segment of the duct is variable for tuning the duct to suit the period of the waves of an ocean. In various embodiments, the first segment of the duct has a telescopic configuration for varying the length of the first segment. The telescopic configuration of the first segment may include a plurality of portions, such as tubes, arranged to facilitate relative sliding movement of the tubes. Each pair of telescopic segments may have a locking means to lock the tubes relative to one another to set the desired length of the first segment of the duct. In other preferred forms, the length of the second segment can be similarly adjustable.

[0018] Preferably, the duct has a constant inner cross-sectional area. The inner cross-sectional area is preferably circular. In other embodiments, the inner cross-sectional area may be square or rectangular. It will be appreciated that the inner cross-sectional area of the duct may be any suitable shape, including irregular shapes and may vary in size and shape along the length of the duct or segment. In one preferred form, the inner cross-sectional area has a diameter of approximately 10m.

[0019] Preferably, the turbine operates unidirectionally in response to the bi-directional fluid flow. The turbine may be an air-driven turbine or a water-driven turbine.

[0020] The ocean wave energy extraction system may include a mooring system for mooring the duct in a desired location. The mooring system is preferably one of a fixed-mooring system, a floating-mooring system, a tensioned-mooring system and a slack-mooring system.

[0021] The ocean wave energy extraction system may include a buoyancy element for facilitating floatation of the or each duct. Preferably, the buoyancy element is laterally mounted to the duct. The buoyancy element may be laterally mounted on one or both sides of the or each duct. More preferably, the buoyancy element may be laterally mounted on one or both sides of the second segment of the duct.

[0022] The ocean wave energy extraction system may include a plurality of ducts, each duct being configured to receive an associated oscillating water column. Each of the plurality of ducts may be arranged to face in the same direction relative to the prevailing ocean wave. Alternatively, each duct of the plurality of ducts may be arranged to face a different direction relative to each other and thus relative to the prevailing ocean wave. The ocean wave energy extraction system may include two ducts arranged at 180 degrees to each other such that one duct faces the prevailing ocean wave and the other duct faces away from the ocean wave. The plurality of ducts may be arranged along a common axis. Alternatively, the plurality of ducts may be arranged about a common axis. Preferably, the plurality of ducts are arranged to form one of a linear array and a polar array. In some preferred embodiments, the plurality of ducts includes groups of ducts, whereby two or more groups are arranged to form the array of ducts. In certain embodiments, each group of ducts has the same formation. In other preferred forms, at least one group of ducts has a different formation to one or more of the other groups. Preferably, the ducts of each group are arranged to be one of along or about a common axis.

[0023] In one particularly preferred form, each duct is rotated relative to an axis which extends transversely to the common axis and about which the ducts are arranged. For example, each duct could be rotated by an angle \( \alpha \) of, for example, approximately 15 degrees relative to the common axis. It will of course be appreciated that the angle \( \alpha \) is not limited to any particular angle and can be selected to suit the particular wave climate of the location where the system is to be installed. In certain embodiments, a first group of ducts are rotated to extend at a first angle relative to the common axis and a second group of ducts are rotated to extend at a second angle relative to the common axis. In one preferred form, the first group of ducts are rotated to extend at an angle of approximately 15 degrees to the common axis and the second group of ducts are rotated to extend at an angle of approximately minus 15 degrees to the common axis.
[0024] The ocean wave energy extraction system is preferably configured such that an open end (or inlet) of each duct is substantially at the same depth below the mean surface level of the body of water in which the system is located, in use.

[0025] Preferably, a separate turbine is mounted to each duct of the plurality of ducts such that each turbine is independently driven by the oscillating water column of the associated duct.

[0026] According to a second aspect of the invention, there is provided a wave amplitude magnification device for an ocean wave energy extraction system, the device including:

a plurality of ducts for magnifying an amplitude of an ocean wave, the plurality of ducts being arranged about a common axis, each duct extending transversely from the common axis, and configured to receive an oscillating water column such that oscillation of each water column produces a corresponding fluid flow for driving a turbine.

[0027] Each fluid flow produced by the water column may be a liquid flow such as a water flow, or a gas flow such as an airflow. Each fluid flow is preferably bi-directional.

[0028] In one preferred form, the wave amplitude magnification device has two ducts arranged about the common axis such that an efficiency of the ocean wave energy extraction system is largely independent of the direction of travel of an ocean wave.

[0029] In another particularly preferred form, the wave amplitude magnification device preferably has three ducts arranged about the common axis such that an efficiency of the ocean wave energy extraction system is largely independent of the direction of travel of an ocean wave. Preferably, the three ducts are equally spaced about the common axis at about 120 degrees relative to each other. It will of course be appreciated by those skilled in the art that the number of ducts is not limited to either two or three but may be any suitable number suitable for reducing the effect of wave direction on system performance.

[0030] Each bi-directional fluid flow may be used to drive the same turbine. Alternatively, each fluid flow may drive a separate independent turbine. Preferably, the or each turbine rotates unidirectionally in response to the bi-directional fluid flows.

[0031] Preferably, the turbine includes a rotor comprising:

- a central hub; and
- a plurality of straight radially extending aerofoil sectioned blades each connected with the hub, a cross-section of each of the blades being approximately symmetrical about a line defining the maximum camber height and generally constant along its radially extending length, wherein the approximately symmetrical shape of the blades and their orientation in relation to the hub facilitates unidirectional rotation of the rotor in response to reversing axial fluid flows therethrough.

[0032] Each duct preferably has a first segment, a second segment arranged transversely to the first segment and a flow control segment intermediate the first and second segments, the flow control segment being configured to inhibit turbulent flow of the oscillating water column flowing within the duct. Preferably, each first segment is a substantially horizontal segment with an open end (or inlet) facing away from the common axis. Preferably, the plurality of ducts are configured such that the open end (or inlet) of each duct is substantially at the same depth below the mean surface level of the body of water in which the system is located, in use.

[0033] According to a third aspect of the invention, there is provided an oscillating water column receiving duct for an ocean wave energy extraction system, the duct including:

- a first segment;
- a second segment arranged transversely to the first segment; and
- a flow control segment intermediate the first and second segments, the flow control segment being arranged to allow fluid communication between the first and second segments and configured to inhibit turbulent fluid flow within the duct.

[0034] According to a fourth aspect of the invention, there is provided an ocean wave energy extraction system including:

- at least one duct submerged below the mean surface level of a body of water, the at least one duct receiving a water column which oscillates within the duct in response to a pressure differential caused by the rise and fall of waves passing the at least one duct, and
- an energy conversion unit in fluid communication with the at least one duct for hydraulically converting energy in the oscillating water column into electrical energy.

[0035] In this aspect of the invention, the at least one duct is fully submerged so that the entire duct, including both ends of the duct and an operatively upper surface of the duct, lie completely below the mean surface level of the body of water.

[0036] The duct of the fourth aspect of the invention may be straight, L-shaped, U-shaped or any other suitable shape for being submerged below the mean surface level of the body of water.

[0037] The energy conversion unit preferably includes a turbine in hydraulic communication with the oscillating water column, the turbine being hydraulically driven by the oscillating water column; and an electric generator configured for rotation by the hydraulically driven turbine to generate the electrical energy.
Preferably, the turbine is a water turbine. The water turbine is preferably configured to operate unidirectionally in response to the bi-directional flow of the oscillating water column. In various embodiments, the water turbine is selected from the group including Den- niss-Auld, Wells, Setoguchi, Darrieus and Gorlov turbines. However, it will be appreciated by those skilled in the art that the type of turbine used is not limited to those listed here and that any other suitable turbine can be used.

In certain embodiments, the turbine is arranged such that its axis of rotation is transverse to a longitudinal axis of the duct. In other embodiments, the turbine is arranged such that its axis of rotation is substantially parallel to the longitudinal axis of the duct. In some embodiments, the axis of rotation of the turbine is coaxial with the duct.

In some embodiments, the duct rests on the floor of the body of water. In other embodiments, the duct is preferably held in a desired position and orientation in the body of water by a mooring system. The mooring system may hold the duct at a predetermined height above the floor of the body of water.

To maintain the duct substantially at the predetermined height, the mooring system may include a buoyancy element for facilitating floatation of the duct.

Preferably, the submerged duct is arranged in a substantially horizontal orientation.

The length of the duct is preferably related to the period (and, therefore, wavelength) of waves in the body of water. In certain preferred forms, the length of the duct is in the range of about 25% to 45%, more preferably approximately 37%, of the wavelength of the prevailing waves.

In some preferred embodiments, the length of the duct is variable for tuning the duct to suit the period of the prevailing wave over time. In various embodiments, the duct has a telescopic configuration for varying the length of the duct. The telescopic configuration of the duct may include a plurality of discrete portions, such as tubes, arranged to facilitate relative sliding movement of the tubes to vary the length of the duct. Each pair of telescopic segments preferably has an associated locking means to lock the tubes relative to one another to set the desired length of the duct.

Preferably, the duct has a constant inner cross-sectional area. In some preferred embodiments, the inner cross-sectional area may be square or rectangular. In other embodiments, the inner cross-sectional area is circular. It will be appreciated that the inner cross-sectional area of the duct may be any suitable shape, including irregular shapes. In some embodiments, the cross-sectional area of the duct varies along the length of the duct or along one or more sections of the duct.

In various preferred embodiments, the ocean wave energy extraction system includes two or more ducts arranged to form an array of ducts, each duct in the array being arranged to receive an associated oscillating water column. The two or more ducts are preferably arranged to face in the same direction relative to the prevailing ocean wave. In some preferred embodiments, the two or more ducts are arranged in side-by-side relation. However, in certain embodiments it is advantageous to have an array of ducts in which the two or more ducts are oriented in different directions relative to each other and thus relative to the prevailing ocean wave. In certain embodiments, the ducts can be aligned transversely to each other.

In certain embodiments, each duct in the array of ducts has substantially the same length as the other ducts. In other preferred forms, the array of ducts can include ducts of different lengths to account for waves of different wavelengths.

In some embodiments, the array of ducts is configured such that each of the associated oscillating water columns drive a single turbine. In other embodiments, each oscillating water column, or a group of oscillating water columns, from the respective duct, or group of ducts, drives an associated turbine. In other embodiments, the array of ducts can be formed of discrete groups of ducts, whereby each group has an associated turbine which the group is configured to drive.

Preferably, the system includes a support frame for holding the ducts in relative spaced relation to each other.

According to a fifth aspect of the invention, there is provided a method of extracting energy from an ocean wave, the method including:

- placing at least one duct into a body of water such that the duct receives a column of water, the water column oscillating within the duct in response to a pressure differential caused by the rise and fall of waves passing the at least one duct; and
- hydraulically converting the energy in the oscillating water column into electrical energy.

BRIEF DESCRIPTION OF THE DRAWINGS

Preferred embodiments of the invention will now be described, by way of example only, with reference to the accompanying drawings in which:-

FIG. 1 is a schematic view of an embodiment of an ocean wave energy extraction system according to the invention;
FIG. 2 is a side view of an embodiment of a telescopic segment of a duct for the present ocean wave energy extraction system;
FIG. 3 is a plan view of an embodiment of a plurality of ducts arranged about a common axis;
FIG. 4 is a schematic view of another embodiment of an ocean wave energy extraction system according to the invention;
FIG. 5 is a schematic view of another embodiment of an ocean wave energy extraction system according to the invention;
FIG. 6 is a perspective view of an array of ducts arranged substantially perpendicular to each other;
FIG. 7 is a perspective view of a further embodiment of an ocean wave energy extraction system according to the invention;
FIG. 8 is a top plan view of the ocean wave energy extraction system of FIG. 7;
FIG. 9 is a left side view of the ocean wave energy extraction system of FIG. 7; and
FIG. 10 is an end view of the ocean wave energy extraction system of FIG. 7.

DETAILED DESCRIPTION OF THE DRAWINGS

[0052] Referring to the drawings, an ocean wave energy extraction system 1 is located in a body of water such as an ocean 2. The ocean wave energy extraction system 1 includes a duct 3 for receiving ocean water to form a water column 4. As will be described in greater detail below, the water column 4 oscillates within the duct 3 in response to the rise and fall of ocean waves moving past the ocean wave energy extraction system 1.

[0053] The duct 3 has a first segment 5, a second segment 6 arranged transversely to the first segment and a flow control segment 7 intermediate the first and second segments. As shown in FIG. 1, the duct 3 is substantially L-shaped and constructed such that the first segment 5, the second segment 6 and the flow control segment 7 form a one-piece unit. Each segment of the duct 3 is open at its ends to form a continuous through-bore along the duct. In the embodiment illustrated in the drawings, the bore of the duct has a circular cross-sectional area. However, it will of course be appreciated that in other embodiments the cross-section may be any suitable shape, and may be a constant or varying area.

[0054] The duct 3 amplifies the amplitude of each ocean wave passing the ocean wave energy extraction system 1 such that the amplitude of the oscillations of the oscillating water column 4 within the duct is greater than the amplitude of the passing ocean waves.

[0055] The length $L_1$ of the first segment 5 of the duct 3 has more influence on the performance of the system 1 than the length $L_2$ of the second segment 6. In particular, the length $L_1$ of the first segment 5 influences the extent to which the amplitude of the ocean waves is amplified by the duct 3. It is preferable that the length $L_1$ of the first segment 5 of the duct is greater than the length $L_2$ of the second segment 6 of the duct.

[0056] It has been found that the level of amplification produced by the duct 3 is advantageous when the length of the first segment 5 is related to the period of the ocean waves by the formula,

$$L_1 = \frac{T^2}{4},$$

where $L_1$ is the length of the first segment in metres, and $T$ is the period of the ocean waves in seconds. For example, for a wave period of 10 seconds, the preferred length $L_1$ of the first segment 5 of the duct 3 is approximately 25m.

[0057] The flow control segment 7 is curved in a manner to inhibit turbulent flow of the oscillating water column 4 flowing within the duct 3. In particular, the curve of the flow control segment 7 is configured to provide a smooth and gradual change in direction as the water flows from the first segment 5 to the second segment 6. This gradual change in direction reduces the amount of turbulent flow in the oscillating water column 4 as the column flows through the duct. It will be appreciated that there will still be a degree of turbulent flow as the water column 4 moves through the duct 3 from the first segment 5 to the second segment 6 via the curved flow control segment 7, and vice versa. However, the flow control segment 7 reduces the level of turbulent flow through the duct 3 to such an extent that there is a positive impact on the amplification of the amplitude of the ocean waves, as demonstrated by the increase in the oscillations of the water column within the duct. It will be appreciated that this reduction in turbulent flow leads to a corresponding increase in the overall efficiency of energy conversion by the system 1.

[0058] In the embodiment illustrated in FIG. 1, the oscillating water column 4 does not fill the entire duct 3 and therefore does not extend to the end of the second segment 6 of the duct. Accordingly, as most clearly shown in FIG. 1, the second segment 6 defines an air chamber 8 located above the oscillating water column 4. As an ocean wave rises, there is a corresponding upward oscillation of the oscillating water column 4 within the duct 3. This upward oscillation forces the volume of air from the air chamber 8 of the second segment 6 of the duct 3 to create an upward airflow. This upward airflow is indicated in FIG. 1 by arrow 9. Similarly, a downward airflow is generated in response to a downward oscillation of the water column 4 as an ocean wave falls.

[0059] It will, however, be appreciated that in other forms, the oscillating water column fills the second segment such that the turbine is directly driven by the water flow. In such embodiments, an output line may connect the second segment of the duct to the turbine.

[0060] Returning to FIG. 1, a unidirectional turbine 10 is arranged above the second segment 6 of the duct 3 to be in fluid communication with the second segment 6. The turbine 10 is driven or rotated by the upward and downward airflows. Although the airflow is bi-directional due to the rise and fall of the ocean waves, the turbine 10 is configured to rotate unidirectionally in response to the bi-directional airflow.

[0061] An electric generator 11 is coupled to the turbine 10 such that rotation of the turbine causes a corresponding rotation of the generator. The generator is used to generate electrical energy.

[0062] In use, the first segment 5 of the duct 3 is submerged in the ocean 2 in a substantially horizontal ori-
entation as shown in FIG. 1. The length $L_2$ of the second segment 6 is greater than the depth $D$ at which the first segment is submerged below the surface of the ocean. As such, the second segment 6 extends through and stands proud of the surface of the ocean to facilitate mounting of the turbine 10 and generator 11.

Referring to FIG. 2, it will be appreciated that the period of ocean waves is not constant, but varies from wave to wave and over time the average wave period of a region may also vary. To account for such variations, in particular embodiments the first segment 5 of the duct 3 is configured to be telescopic such that the length $L_1$ is variable to enable the duct 3 to be tuned to suit the period $T$ of the prevailing ocean waves. The telescopic segment 5 shown in FIG. 2 includes a number of tubes 12 fitted within each other to enable relative sliding movement between the tubes 12. A locking means 13 is provided to lock the tubes relative to one another to set the desired length of the first segment 5 of the duct 3.

Referring to FIG. 3, an embodiment of a wave amplitude magnification device 14 for an ocean wave energy extraction system 1 is shown. The wave amplitude magnification device 14 includes three ducts 3 for magnifying the amplitude of ocean waves. The ducts 3 are arranged about a common axis X-X at about 120 degrees relative to each other such that the efficiency of the ocean wave energy extraction system 1 is largely independent of the direction of the prevailing ocean waves.

Each duct 3 is configured to independently receive a volume of ocean water to form an oscillating water column 4. Each water column 4 produces a corresponding bi-directional airflow for driving a turbine 10 of the ocean wave energy extraction system 1.

In the embodiment of FIG. 3, the wave amplitude magnification device 14 will produce three airflows of varying strength. The three airflows are directed to drive the same turbine 10. It will be appreciated that as the direction of travel of the ocean waves changes, the dominant airflow will change accordingly. That is, for a certain wave direction, one of the three ducts 3 will provide the dominant airflow for driving the turbine 10. The other two ducts 3 will also produce an airflow for driving the turbine, but these airflows will not drive the turbine to the extent at which the dominant airflow does. However, it will be appreciated that the combination of the three airflows increases the work done on the turbine and results in a corresponding increase in the amount of electrical energy produced by the generator. As the wave direction changes, the airflow from the ducts will also change such that a different duct 3 will produce the dominant airflow.

Referring now to Figures 4, 5 and 6, there is illustrated another embodiment of an ocean wave energy extraction system 100 according to the invention. The system 100 is again located in a body of water such as an ocean 102 and includes a duct 103 for receiving ocean water to form a water column 104. The duct 103 is entirely submerged below the mean surface level of the ocean 102.

The water column 104 oscillates within the submerged duct 103 in response to a pressure differential caused by the rise and fall of ocean waves moving past the ocean wave energy extraction system 100, particularly, moving along the length of the duct 103. It will be appreciated that the pressure differential is a result of variations in the head of water along the length of the duct.

It has been found that, in order to achieve advantageous energy conversion and power output from the ocean wave energy extraction system 100, the length of the duct 103 should be approximately 37% of the wavelength of the prevailing ocean waves. However, the duct 103 is not limited to this preferred duct length to wavelength relationship and, it will be appreciated, that the length of the duct 103 will be determined to suit the particular conditions and location in which the ocean wave energy extraction system 100 is to be installed.

In the embodiment of FIG. 4, the submerged duct 103 rests in a substantially horizontal position on the floor 105 of the ocean 102.

In other embodiments, such as that shown in FIG. 5, a mooring system 106 is used to hold the submerged duct 103 in a substantially horizontal position at a predetermined height 'H' above the ocean floor 105.

It is to be appreciated that, although the duct 103 is entirely submerged below the mean surface level of the ocean 102, it is possible that there will be instances in which unusually large waves result in the water level falling to such an extent that the upper portion of the duct 103 is not submerged for a portion of time. This has the effect of producing an air passage and/or air pockets within the duct 103. However, it has been found that the system 100 continues to operate in such circumstances, albeit at a reduced efficiency and lower output. Once the normal wave conditions return, the efficiency and output of the system 100 will also return to normal. This is a particularly advantageous characteristic of the present ocean wave energy extraction system 100.

An energy conversion unit 107 having a water turbine 108 and an electric generator 109 is in fluid communication with the submerged duct 103.

The turbine 108 is arranged to be in hydraulic communication with the duct 103 such that the turbine 108 is hydraulically driven by the oscillating water column 104. In the embodiments of FIG. 4 and FIG. 5, the water turbine 108 is aligned with the duct 103 so that its axis of rotation is coaxial with the longitudinal axis of the duct 103. However, it will be appreciated that the turbine 108 need not be coaxial with the duct. For example, other types of water turbines in which the axis of rotation is transverse to the longitudinal axis of the duct can also be used.

The water turbine 108 is configured to rotate unidirectionally in response to the reversing or bi-directional flows of the oscillating water column 104. It will be appreciated by those skilled in the art that the unidirec-
The electric generator 109 of the energy conversion unit 107 is driven by the water turbine 108. The electric generator 109 is coupled to the water turbine 108 by a shaft 110 such that rotation of the turbine 108 causes a corresponding rotation of the generator 109. The generator 109 is used to generate electrical energy for supply to an electrical grid.

In the embodiment of FIG. 4, the electrical generator 109 is inline or coaxial with the water turbine 108 such that the duct 103, the water turbine 108 and generator 109 are entirely submerged below the surface of the ocean 102.

In certain applications of the ocean wave energy extraction system 100 such as the embodiment of FIG. 5, it is beneficial to have the electrical generator 109 arranged above the surface of the ocean 102. This can be readily achieved by a suitable mechanical coupling 111 between the turbine 108 and the generator 109. In this embodiment, the water turbine 108 and generator 109 are again entirely submerged below the surface of the ocean 102.

Referring now to FIG. 6, an array 112 of ducts 203 is shown. Each duct 103 in the array 112 is arranged to receive an associated oscillating water column 104. The oscillations of each water column 104 are then used to drive the water turbine 108 of the ocean wave energy extraction system 100. It will be appreciated by those skilled in the art that, the use of a plurality of smaller ducts 103 to form an array 112 of ducts is advantageous when installing the system, as handling of the individual ducts is relatively easier. It will also be appreciated that ducts of different lengths could also be used to form the array.

Those skilled in the art will appreciate that, by submerging the duct 103 below the surface of the ocean 102, the duct 103 will not be subjected to the large and unpredictable dynamic forces arising when ocean waves crash into the system. Thus, the level of redundancy required to be built into the system to ensure the sustainability of the system over its working life is dramatically reduced. Consequently, costs associated with the system are significantly decreased and the commercial viability of the system is increased.

Referring now to the embodiment shown in Figures 7 to 10, the illustrated ocean wave energy extraction system 201 is located in a body of water such as an ocean 202. The system 201 includes an array of eight L-shaped ducts 203. Each duct 203 has a first generally horizontal segment 205 and a second generally vertical segment 206 extending transversely from the first segment, to form the L-shape. A flow control segment in the form of a sloped portion 207 is arranged at the junction of each duct to reduce or inhibit turbulent flow within the associated duct.

The first segment 205 of each duct 203 has an open end or inlet 208 for receiving water from the body of water, in use. With reference to FIGs. 9 and 10, it can be seen that the array of ducts 203 is configured such that the inlet 208 of each duct 203 is submerged substantially at the same depth below the mean surface level of the body of water. The water received by each duct 203 forms an oscillating water column which drives a separate turbine 216, associated with each duct.

Each duct 203 has a buoyancy element for facilitating floatation of the system 201 at a predetermined depth relative to the mean surface level of the body of water. Each buoyancy element is formed of a left buoyancy module 209 and a right buoyancy module 210 which are laterally arranged on the respective left and right outer sidewalls of the associated second segment. With reference to FIG. 8, it can be seen that the buoyancy modules are in the form of wedge-shaped structures so as to aid assembly of the system.

The system 201 includes a first group 214 and a second group 215 of ducts 203. The first group 214 is arranged along a common axis I-I which extends between, and substantially parallel to, the left outer brace member 211 and the inner intermediate brace member 213. As is most clearly shown in FIG. 8, each duct is oriented at an angle 'α' of approximately 15 degrees from the common axis I-I. The second group 215 of ducts is arranged along a common axis II-II which extends between, and substantially parallel to, the inner brace member 213 and the right outer brace member 212. The ducts in the second group 215 are oriented at an angle of approximately minus 15 degrees from the common axis II-II, such that the inlet of the ducts of the second group faces in a different direction to the inlet of the ducts of the first group, and thus in a different direction relative to the prevailing ocean wave. It will be appreciated by those skilled in the art that the effect which wave direction has on the overall efficiency of the system will be reduced by having an array of ducts in which the inlet to certain ducts faces in a different direction relative to the inlet of other ducts in the array. It will be further appreciated that the actual angle at which the ducts 203 are rotated relative to the common axis is not limited to plus/minus 15 degrees, but will be determined to best suit the local wave climate conditions.

Accordingly, it is an advantage of at least a preferred embodiment of the invention to provide an ocean wave energy extraction system in which the level of turbulent flow is reduced such that the system is more efficient at generating electricity.

It is another advantage of at least a preferred embodiment of the invention to provide a wave amplification magnification device for an ocean wave energy extraction system which reduces the effect of wave direction on system efficiency.

It is a further advantage of at least a preferred embodiment of the invention to provide an ocean wave
energy extraction system in which one or more of the main components of the system is/are entirely submerged below the surface of the ocean such that these components are largely protected from the relatively large, inconsistent and unpredictable dynamic forces associated with the prevailing ocean waves. Advantageously, the submerged duct and other elements of the system require less reinforcement as they are not required to withstand forces which are known to occur only in extremely rare storms, thus substantially reducing the manufacturing, installation and on-going maintenance costs of the system.

[0089] It is yet a further advantage of at least a preferred embodiment of the present invention to provide an ocean wave energy extraction system which uses a hydraulic conversion process to efficiently and effectively convert energy in an oscillating water column into electrical energy;

[0090] It is yet still a further advantage of at least a preferred embodiment of the present invention to provide an ocean wave energy extraction system which reduces the visual impact on the surrounding environment.

[0091] Although the invention has been described with reference to specific examples it will be appreciated by those skilled in the art that the invention may be embodied in many other forms.

Claims

1. An ocean wave energy extraction system (1) comprising:

- at least one duct (3) for receiving an oscillating water column (4), the duct having a first segment (5) that, in use, is entirely submergible below the mean surface level of a body of water, said first segment having an inlet, wherein the inlet of the first segment is configurable to face the prevailing ocean wave;
- a second segment (6) arranged transversely to the first segment and a flow control segment (7) intermediate the first and second segments, the flow control segment is operable to cause a gradual change in direction of water flowing from the first segment to the second segment and thereby inhibit turbulent flow of the oscillating water column flowing within the duct;
- a turbine (10) in fluid communication with the second segment of the duct such that the turbine is drivable by a fluid flow from the second segment, the fluid flow being generated by oscillations of the oscillating water column within the duct; and
- an electric generator (11) configured for rotation by the turbine to generate electrical energy; and characterised in that the flow control segment includes a sloped portion (207) arranged at the junction of, and extending between, the first and second segments of the duct.

2. An ocean wave energy extraction system as claimed in claim 1, wherein a length of the first segment of the duct is greater than a length of the second segment of the duct.

3. An ocean wave energy extraction system as claimed in any of the preceding claims, wherein the length of the first segment of the duct is determined by the formula, \( L = \frac{T^2}{4} \), in which \( L \) is the length of the first segment in metres, and \( T \) is the period of the waves of an ocean in seconds.

4. An ocean wave energy extraction system as claimed in any of the preceding claims, wherein the length of the first segment of the duct is variable for tuning the duct to suit the period of the waves of an ocean.

5. An ocean wave energy extraction system as claimed in any of the preceding claims, wherein the first segment of the duct has a telescopic configuration for varying the length of the first segment.

6. An ocean wave energy extraction system as claimed in any of the preceding claims, wherein the turbine operates uni-directionally in response to the bi-directional airflow.

7. An ocean wave energy extraction system as claimed in claim 6, wherein the turbine includes a rotor comprising: a central hub and a plurality of straight radially extending aerofoil sectioned blades each connected with the hub, a cross-section of each of the blades being substantially symmetrical about a line defining the maximum camber height and generally constant along its radially extending length, wherein the substantially symmetrical shape of the blades and their orientation in relation to the hub facilitates uni-directional rotation of the rotor in response to the reversing axial fluid flows therethrough.

8. An ocean wave energy extraction system as claimed in any one of the preceding claims, further comprising a mooring system operable to hold the duct in a desired location at a predetermined height above the floor of the body of water in which it is disposed.

9. An ocean wave energy extraction system as claimed in claim 9, further comprising a buoyancy element for facilitating floatation of the duct above the floor of the body of water in which it is disposed.

10. An ocean wave energy extraction system as claimed in any one of the preceding claims, wherein the duct is operable to rest on the floor of the body of water in which it is disposed.
11. An ocean wave energy extraction system as claimed in any one of the preceding claims, including a plurality of ducts arranged along a common axis, each duct being configured to receive an associated oscillating water column.

Patentansprüche

1. System (1) zur Gewinnung von Energie aus Meereswellen umfassend:

wenigstens einen Schacht zur Aufnahme einer oszillierenden Wassersäule (4), wobei dieser Schacht ein erstes Segment (5) aufweist, welches im Gebrauch vollständig tauchbar ist unter das mittlere Oberflächenniveau einer Wassermasse, wobei dieses erste Segment einen Einlass hat, wobei dieser Einlass des ersten Segments so ausrichtbar ist, dass er der vorherrschenden Meereswelle gegenüberliegt;
ein zweites Segment (6), quer zu dem ersten Segment angeordnet und ein Strömungssteu ersegment (7) zwischen dem ersten und dem zweiten Segment, wobei das Strömungssteuersegment so betreibbar ist, dass es eine graduelle Änderung in Richtung des von dem ersten Segment zu dem zweiten Segment strömenden Wassers verursacht und dabei eine turbulente Strömung der oszillierenden Wassersäule, die in dem Schacht strömte, verhindert;
eine Turbine (10) in Fluidverbindung mit dem zweiten Segment des Schachts, derart dass die Turbine von einer Fluidströmung aus dem zweiten Segment antreibbar ist, wobei die Fluidströmung erzeugt wird durch Schwingungen der oszillierenden Wassersäule in dem Schacht; und
einen elektrischen Generator (11), eingerichtet für eine Rotation durch die Turbine, um elektrische Energie zu erzeugen,
dadurch gekennzeichnet, dass das Strömungssteuersegment einen geneigten Abschnitt (207) umfasst, welcher im Bereich einer Verbindung von erstem und zweitem Segment des Schachts angeordnet ist und sich zwischen dem ersten und dem zweiten Segment des Schachts erstreckt.

2. System zur Gewinnung von Energie aus Meereswellen nach Anspruch 1, bei dem die Länge des ersten Segments des Schachts größer ist als die Länge des zweiten Segments des Schachts.

3. System zur Gewinnung von Energie aus Meereswellen nach einem der vorhergehenden Ansprüche, bei dem die Länge des ersten Segments des Schachts bestimmt wird durch die Formel $L = T^2/4$, worin $L$ die Länge des ersten Segments in Metern ist und $T$ die Periode der Meereswelle in Sekunden ist.


5. System zur Gewinnung von Energie aus Meereswellen nach einem der vorhergehenden Ansprüche, bei dem die Länge des ersten Segments des Schachts eine teleskopierende Ausgestaltung hat, um die Länge des ersten Segments zu variieren.


7. System zur Gewinnung von Energie aus Meereswellen nach Anspruch 6, bei dem die Turbine einenRotor aufweist umfassend: eine zentrale Nabe und eine Mehrzahl von geraden sich radial erstreckenden in Flügel unterteilten Schaufeln, die jeweils mit der Nabe verbunden sind, wobei ein Querschnitt der Schaufeln im Wesentlichen symmetrisch ist zu einer Linie, die die maximale Wölbungshöhe definiert und im allgemeinen entlang ihrer sich radial erstreckenden Länge konstant ist, wobei die im Wesentlichen symmetrische Form der Schaufeln und deren Orientierung in Bezug auf die Nabe die Rotation des Rotors in einer Richtung erleichtert in Antwort auf ein sich Umkehren der axialen Fluidströmung durch diesen.


10. System zur Gewinnung von Energie aus Meereswellen nach einem der vorhergehenden Ansprüche, bei dem der Schacht so betreibbar ist, dass dieser auf dem Grund der Wassermasse ruht, in der er sich befindet.

11. System zur Gewinnung von Energie aus Meereswellen nach einem der vorhergehenden Ansprüche, umfassend eine Mehrzahl von Schächten entlang einer gemeinsamen Achse angeordnet, wobei jeder
Schacht konfiguriert ist zur Aufnahme einer diesem zugeordneten oszillierenden Wassersäule.

Revendications

1. Système d'extraction d'énergie de vagues océaniques (1) comprenant :
   au moins une conduite (3) pour recevoir une colonne d'eau oscillante (4), la conduite ayant un premier segment (5) qui, en utilisation, est apte à être entièrement immergé sous le niveau moyen de surface d'un plan d'eau, ledit premier segment ayant une entrée, l'entrée du premier segment étant apte à être configurée pour faire face aux vagues océaniques dominantes ; un second segment (6) agencé transversalement au premier segment et un segment de commande d'écoulement (7) entre les premier et second segments, le segment de commande d'écoulement étant apte à entrainer un changement progressif de direction de l'eau s'écoulant du premier segment au second segment et, de ce fait, empêcher un écoulement turbulent de la colonne d'eau oscillante s'écoulant à l'intérieur de la conduite ; une turbine (10) en communication fluidique avec le second segment de la conduite de telle sorte que la turbine est apte à être entraînée par un écoulement de fluide provenant du second segment, l'écoulement de fluide étant généré par des oscillations de la colonne d'eau oscillante à l'intérieur de la conduite ; et un générateur électrique (11) configuré pour une rotation par la turbine pour générer de l'énergie électrique ; et caractérisé par le fait que le segment de commande d'écoulement comprend une partie inclinée (207) agencée à la jonction des premier et second segments de la conduite et s'étendant entre eux.

2. Système d'extraction d'énergie de vagues océaniques selon la revendication 1, dans lequel la longueur du premier segment de la conduite est supérieure à une longueur du second segment de la conduite.

3. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, dans lequel la longueur du premier segment de la conduite est déterminée par la formule, 
   \[ L = \frac{T^2}{4}, \]
   dans laquelle \( L \) est la longueur du premier segment en mètres, et \( T \) est la période des vagues d'un océan en secondes.

4. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, dans lequel la longueur du premier segment de la conduite est variable pour régler la conduite pour qu'elle soit adaptée à la période des vagues d'un océan.

5. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, dans lequel le premier segment de la conduite a une configuration télescopique pour faire varier la longueur du premier segment.

6. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, dans lequel le turbine fonctionne de manière unidirectionnelle en réponse à l'écoulement d'air bidirectionnel.

7. Système d'extraction d'énergie de vagues océaniques selon la revendication 6, dans lequel la turbine comprend un rotor comprenant : un moyeu central et une pluralité d'aubes segmentées droites s'étendant radialement, à profil aérodynamique, reliées chacune au moyeu, une section transversale de chacune des aubes étant sensiblement symétrique autour d'une ligne définissant la hauteur de cambrure maximale et généralement constante le long de sa longueur s'étendant radialement, et la forme sensiblement symétrique des aubes et leur orientation par rapport au moyeu facilitant la rotation unidirectionnelle du rotor en réponse aux écoulements de fluide axiaux en va-et-vient à travers celui-ci.

8. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, comprenant en outre un système d'amarrage apte à maintenir la conduite dans un emplacement souhaité à une hauteur prédéterminée au-dessus du plancher du plan d'eau dans lequel il est disposé.

9. Système d'extraction d'énergie de vagues océaniques selon la revendication 9, comprenant en outre un élément de flottabilité pour faciliter la flottaison de la conduite au-dessus du plancher du plan d'eau dans lequel il est disposé.

10. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, dans lequel la conduite est apte à reposer sur le plancher du plan d'eau dans lequel il est disposé.

11. Système d'extraction d'énergie de vagues océaniques selon l'une quelconque des revendications précédentes, comprenant une pluralité de conduites agencées le long d'un axe commun, chaque conduite étant configurée pour recevoir une colonne d'eau.
oscillante associée.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- WO 2005095790 A [0005]
- EP 0950812 A [0005]
- WO 2006011817 A [0005]
- US 1455718 A [0005]
- CA 2286545 [0005]
- JP 63277868 B [0005]
- GB 2325964 A [0005]
- US 5770893 A [0005]