Plastic fuel tank

A plastic fuel tank (16) having polyethylene layers (35, 38) is disclosed. The polyethylene layer (35) positioned as the outermost layer of the plastic fuel tank is a high-density polyethylene layer admixed with an ultraviolet inhibitor for minimizing transmission of ultraviolet light.
Description

[0001] The present invention relates to a plastic or resinous fuel tank wherein a polyethylene layer is laminated via an adhesive plastic layer onto both sides of an ethylene/vinyl alcohol layer for preventing fuel seepage or permeation.

[0002] In recent years, plastic fuel tanks have also come to be used in general-purpose engines and the like, and known plastic fuel tanks offering a possible solution with respect to environmental pollution are disclosed, for example, in JP-A 2004-52659.


[0004] Referring to FIG. 7, a coupling member 102 is mounted on a tank assembly 101 in a plastic fuel tank 100. The tank assembly 101 includes a barrier layer 103 constructed from an ethylene/vinyl alcohol copolymer for preventing fuel seepage; an innermost layer 104 laminated onto an interior side of the barrier layer 103, and constructed from polyethylene; and an outermost layer 105 laminated onto an exterior side of the barrier layer 103 and constructed from polyethylene. The fuel would seep to the exterior from inside the tank assembly 101, but is blocked by the barrier layer 103.

[0005] It is known that the ethylene/vinyl alcohol copolymer will degrade when exposed to ultraviolet light for a long period of time. For example, there have been instances in which the plastic fuel tank 100 used in general-purpose engines has been bleached by long exposure to ultraviolet light, and the barrier layer 103 constructed from the ethylene/vinyl alcohol copolymer is degraded by ultraviolet light. Specifically, a need exists for a plastic fuel tank that will prevent fuel seepage and be weather resistant with regard to ultraviolet light or the like.

[0006] It is therefore an object of the present invention to provide a plastic fuel tank that prevents fuel seepage and is weather resistant.

[0007] According to an aspect of the present invention, there is provided a plastic fuel tank including a tank assembly and a filler neck, which comprises: an ethylene/vinyl alcohol layer for preventing fuel seepage; an outermost polyethylene layer laminated onto one surface of the ethylene/vinyl alcohol layer; an innermost layer laminated onto another surface of the ethylene/vinyl alcohol layer; and the outermost polyethylene layer being a high-density polyethylene layer admixed with an ultraviolet inhibitor for minimizing transmission of ultraviolet light.

[0008] The outermost polyethylene layer minimizes the transmission of ultraviolet light, enabling degradation of the ethylene/vinyl alcohol layer or the like to be prevented, and weather resistance to be improved. As a result, it is possible to provide a plastic fuel tank that prevents fuel seepage and is weather resistant.

[0009] In addition, an ultraviolet inhibitor is admixed into the high-density polyethylene layer to color the layer, whereby the fuel from can be prevented from being degraded by the transmission of ultraviolet light. In particular, depending on the type of gasoline used as the fuel, the gasoline is sometimes discolored by gasoline seepage, but the present invention can prevent fuel discoloration and improve the appearance of the plastic fuel tank through which the fuel can be seen.

[0010] Preferably, the ultraviolet inhibitor is titanium oxide, which acts as a white colorant.

[0011] Generally, carbon black is effective in preventing aging of a polyethylene layer due to exposure to sunlight, but when the polyethylene layer is compounded with carbon black, the layer is colored black and the fuel remaining inside the tank assembly cannot be discerned from the outside. In light of this, with the present invention, the polyethylene layer is colored a light white by compounding with titanium oxide, allowing the remaining fuel to be discerned from the outside because the tank assembly can be seen through.

[0012] Desirably, the titanium oxide is added in a compounding ratio within a range of from 0.04 to 0.50 wt%.

[0013] In recent years, a continuous performance of five years or more is sometimes needed because of the requirements to limit fuel seepage. Weather resistance can be made to last for five years or more as long as the compounding ratio of titanium oxide is 0.04 wt% or more. As long as the ratio is 0.50 wt% or less, the high-density polyethylene layers are lightly colored, allowing the fuel remaining inside the tank assembly to be discerned from the outside. Specifically, it is possible to ensure that the remaining fuel will be visible and that the weather resistance can be maintained for five years or more.

[0014] In a preferred form, at least one colorless recycled polyethylene layer is interposed between the outermost layer and the innermost layer. Recycled polyethylene material is inexpensive, allowing the costs associated with the plastic fuel tank to be reduced. In addition, weather resistance can be maintained because the outermost layer and the innermost layer are layers compounded with titanium oxide. The term "colorless" refers to colorless or to an extremely light color that allows transmission of light.

[0015] The tank assembly is preferably molded integrally with the filler neck. Since there is no joint between the tank assembly and the filler neck, any concern that fuel will leak through the joint is eliminated. In addition, there is no need to produce the components of the filler neck separately, allowing the costs associated with the entire plastic fuel tank to be reduced.

[0016] The tank assembly is preferably provided to a lower part of a general-purpose engine. Only the side of the plastic fuel tank can be seen in a state in which the general-purpose engine is placed on the ground when the tank assembly is located in the lower part of the general-purpose engine. According to the present invention, the remaining fuel can be discerned from the side of the plastic fuel tank, making it possible to readily discern remaining fuel even when the tank assembly is located in the lower part of the general-purpose engine.

[0017] A preferred embodiment of the present inven-
FIG. 1 is a perspective view showing a general-purpose engine having a plastic fuel tank according to the present invention;

FIG. 2 is a front view showing, partially in section, the plastic fuel tank shown in FIG. 1;

FIG. 3 is an enlarged view of region 3 of FIG. 2;

FIG. 4 is a graph showing a relationship between a compounding ratio of titanium oxide and weather resistance;

FIG. 5 is a graph showing a relationship between a compounding ratio of titanium oxide and visibility;

FIG. 6A is a front view of a fuel tank showing an example of poor visibility of remaining fuel, and FIG. 6B is a front view of the plastic fuel tank according to the present embodiment; and

FIG. 7 is a partial enlarged cross-sectional view showing a conventional plastic fuel tank.

[0018] As shown in FIG. 1, a general-purpose engine 10 includes an engine assembly 11, a suction part 12 provided to a lower part of the engine assembly 11 and used to draw outside air into the engine assembly 11, an exhaust part 13 provided to a side part of the engine assembly 11 and used to discharge exhaust from the engine assembly 11 to the exterior, a recoil starter 14 provided to a lower part of the engine assembly 11 and used to start up the engine assembly 11, and a recoil starter cover 15 for covering the recoil starter 14.

[0019] The general-purpose engine 10 is also provided with a plastic fuel tank 16 for storing fuel in the lower part of the engine assembly 11. The plastic fuel tank 16 includes a tank assembly 17 molded integrally with the engine assembly 11 and used to block the filler neck 18. A filler cap 21 mounted on the filler neck 18 is fastened to the thread part 22. The section from the tank assembly 17 of the engine assembly 11 to the exterior, a recoil starter 14 provided to a lower part of the engine assembly 11 and used to start up the engine assembly 11, and a recoil starter cover 15 for covering the recoil starter 14.

The plastic fuel tank 16 is supported by inserting the protrusion 26 protruding toward the front of the tank assembly 17 of the engine assembly 11 and used to draw outside air into the engine assembly 11, an exhaust part 13 provided to a side part of the engine assembly 11 and used to discharge exhaust from the engine assembly 11 to the exterior, a recoil starter 14 provided to a lower part of the engine assembly 11 and used to start up the engine assembly 11, and a recoil starter cover 15 for covering the recoil starter 14.

[0020] As shown in FIG. 2, the tank assembly 17 of the plastic fuel tank 16 includes a center part 22, a first extending part 23 extending from the center part 22 to the filler neck 18, a second extending part 24 extending from the center part 22 to the side opposite the filler neck 18, and a depression 25 sunk into the vicinity of the center of the tank assembly 17.

A protrusion 26 protruding toward the front of the engine assembly 11 is provided to the center part 22. The plastic fuel tank 16 is supported by inserting the protrusion 26 into the recoil starter cover 15 (FIG. 1).

A threaded part 27 is provided to the filler neck 18, and the filler cap 21 (FIG. 1) is fastened to the threaded part 27. The section from the tank assembly 17 of the plastic fuel tank 16 to an opening 28 of the filler neck 18 is molded as an integrated unit.

Due to the fact that the plastic fuel tank 16 has the depression 25, the plastic fuel tank 16 can be disposed on the lower part of the engine assembly 11 with the shape of the tank conforming to the contour of the engine assembly 11 (FIG. 1), allowing the entire general-purpose engine 10 (FIG. 1) to be made more compact. The presence of the first and second extending parts 23, 24 enables the capacity of the plastic fuel tank 16 to be increased.

[0024] The plastic fuel tank 16 of the present embodiment is produced by laminating together a plurality of layers. The laminated structure will be described next.

As shown in FIG. 3, the plastic fuel tank 16 includes an ethylene/vinyl alcohol layer 31 for preventing the fuel from seeping, an upper adhesive plastic layer 33 laminated onto an upper surface 32 of the ethylene/vinyl alcohol layer 31, a polyethylene layer 34 laminated onto the upper adhesive plastic layer 33 and formed of a colorless, recycled polyethylene material, a polyethylene layer 35 laminated onto the polyethylene layer 34 and used as the outermost layer, a lower adhesive plastic layer 37 laminated onto a lower surface 36 of the ethylene/vinyl alcohol layer 31, and a polyethylene layer 38 laminated onto the lower adhesive plastic layer 37 and used as the innermost layer.

The outermost polyethylene layer 35 is a high-density polyethylene layer 35 admixed with titanium oxide, which acts to minimize transmission of ultraviolet light and to color the layer white. The innermost polyethylene layer 38 is also a high-density polyethylene layer 38 admixed with titanium oxide for coloring the layer white so as to minimize transmission of ultraviolet light.

For example, titanium oxide, azo yellow, iron oxide, and carbon black can be used for the coloring pigment when the tank is to be colored beige.

[0028] The innermost high-density polyethylene layer 38 need not necessarily be colored.

[0029] Color imperfections in the plastic fuel tank 16 molded by blow molding can be rendered less noticeable and the outer appearance improved when the innermost layer is colored.

[0030] The recycled polyethylene material of the recycled polyethylene layer 34 may be a mixture of adhesive plastic and an ultraviolet inhibitor, and may be a recycled material having recycled polyethylene as the main component.

[0031] The compounding ratio of titanium oxide in the high-density polyethylene layers 35, 38 will be described next.

As shown in FIG. 4, the number of years that the weather resistance of the plastic fuel tank 16 (FIG. 2) can be maintained increases with increased compounding ratio of titanium oxide in the high-density polyethylene layers 35, 38 (FIG. 3).

[0033] A continuous performance of five years or more is sometimes needed because of the requirements to limit fuel seepage. Specifically, weather resistance can be made to last for five years or more when the compounding ratio of titanium oxide in the high-density pol-
ethylene layers 35, 38 is 0.04 wt% or more. [0034] As shown in FIG. 5, the ability to see the fuel remaining in the plastic fuel tank 16 from the outside improves with reduced compounding ratio of titanium oxide in the high-density polyethylene layers 35, 38.

[0035] It is necessary to be able to discern the fuel remaining in the plastic fuel tank 16 of the general-purpose engine 10 (FIG. 1) from the outside. Specifically, it is possible to visually discern the remaining fuel when the compounding ratio of titanium oxide in the high-density polyethylene layers 35, 38 is 0.50 wt% or less.

[0036] As described with reference to FIGS. 4 and 5 above, the compounding ratio of titanium oxide in the high-density polyethylene layers 35, 38 is preferably within a range of from 0.04 to 0.50 wt%.

[0037] The operation of the above-described plastic fuel tank 16 will be described next.

[0038] The compounding ratio of titanium oxide in the outermost polyethylene layer of the plastic fuel tank 110 shown in FIG. 6A is greater than 0.50 wt%, and the remaining fuel cannot be discerned from the outside due to poor visibility.

[0039] FIG. 6B shows the plastic fuel tank according to the present embodiment. The plastic fuel tank 16 of the present embodiment has good visibility, allowing the remaining fuel to be discerned from the outside. The symbol 41 indicates the level of remaining fuel seen from the outside.

[0040] As shown in FIGS. 1 to 3, in the plastic fuel tank 16 having the polyethylene layers 34, 35, 38 respectively laminated via the adhesive plastic layer 33 onto one surface 32 and the other surface 36 of the ethylene/vinyl alcohol layer 31 for preventing fuel seepage, the polyethylene layer 35 disposed as the outermost layer 35 of the plastic fuel tank 16 is a high-density polyethylene layer 35, and is a high-density polyethylene layer 35 in which an ultraviolet inhibitor is admixed for minimizing the transmission of ultraviolet light.

[0041] With this structure, the outermost polyethylene layer 35 minimizes the transmission of ultraviolet light, enabling degradation of the ethylene/vinyl alcohol layer 31 or the like to be prevented, and weather resistance to be improved. As a result, it is possible to provide a plastic fuel tank 16 that prevents fuel seepage and is weather resistant.

[0042] In addition, an ultraviolet inhibitor is admixed into the high-density polyethylene layer 35 to color the layer, whereby the fuel can be prevented from being degraded by the transmission of ultraviolet light. In particular, depending on the type of gasoline used as the fuel, discoloration is sometimes caused by the penetration of ultraviolet light, but the present invention can prevent fuel discoloration and improve the appearance of the plastic fuel tank 16 through which the fuel can be seen.

[0043] As shown in FIG. 3, the ultraviolet inhibitor is titanium oxide, which acts to color the layer white.

[0044] Generally, carbon black is effective in preventing aging of a polyethylene layer due to exposure to sunlight, but when the polyethylene layer is compounded with carbon black, the layer is colored black and it becomes impossible to discern the fuel remaining inside the tank assembly from the outside. In light of this, with the present invention the polyethylene layer 35 is colored a light white by compounding with titanium oxide, allowing the remaining fuel to be discerned from the outside because it is possible to see through the tank assembly.

[0045] The compounding ratio of titanium oxide in the high-density polyethylene layers 35, 38 is within a range of from 0.04 to 0.50 wt%, as shown in FIGS. 4, 5, and 6.

[0046] With this structure, weather resistance can be made to last for five years or more, as long as the compounding ratio of titanium oxide is 0.04 wt% or greater. As long as the ratio is 0.50 wt% or less, the high-density polyethylene layers 35, 38 are lightly colored, allowing the fuel remaining inside the tank assembly to be discerned from the outside. Specifically, it is possible to ensure that the remaining fuel will be visible, and to ensure weather resistance for five years or more.

[0047] At least one colorless recycled polyethylene layer 34 is interposed between the outermost layer 35 and the innermost layer 38, as shown in FIG. 3. Recycled polyethylene material is inexpensive, allowing the costs associated with the plastic fuel tank 16 to be reduced.

[0048] In addition, weather resistance can be maintained because the outermost layer 35 and the innermost layer 38 are layers compounded with titanium oxide.

[0049] The section from the tank assembly 17 of the plastic fuel tank 16 to the opening 28 of the filler neck 18 is molded as an integrated unit, as shown in FIG. 2.

[0050] With this structure, there is no joint between the tank assembly 17 and the filler neck 18, eliminating concern that fuel will leak through the joint. In addition, there is no need to produce the components of the filler neck 18 separately, allowing the costs associated with the entire plastic fuel tank 16 to be reduced.

[0051] The tank assembly 17 is provided to the lower part of the general-purpose engine 10, as shown in FIG. 1.

[0052] With this structure, only the side of the plastic fuel tank 16 can be seen in a state in which the general-purpose engine 10 is placed on the ground when the tank assembly 17 is located in the lower part of the general-purpose engine 10. According to the present invention, the remaining fuel can be discerned from the side of the plastic fuel tank 16, making it possible to readily discern remaining fuel even when the tank assembly 17 is located in the lower part of the general-purpose engine 10.

[0053] The plastic fuel tank 16 of the present invention was applied in this embodiment to a general-purpose engine, but the tank can also be applied to an electric generator, a cultivator, or other machines. The present invention may be applied to any typical machine that uses fuel or to the fuel tank itself.

[0054] The plastic fuel tank of the present invention is suitable for a plastic fuel tank in which a polyethylene layer is laminated via an adhesive plastic layer onto both
sides of an ethylene/vinyl alcohol layer for preventing fuel seepage.

Claims

1. A plastic fuel tank including a tank assembly (17) and a filler neck (18), comprising:
   - an ethylene/vinyl alcohol layer (31) for preventing fuel seepage;
   - an outermost polyethylene layer (35) laminated onto one surface (32) of the ethylene/vinyl alcohol layer (31); and
   - an innermost layer (38) laminated onto another surface (36) of the ethylene/vinyl alcohol layer (31),
   wherein the outermost polyethylene layer (35) comprises a high-density polyethylene layer admixed with an ultraviolet inhibitor for minimizing transmission of ultraviolet light.

2. The fuel tank of claim 1, wherein the ultraviolet inhibitor is titanium oxide which acts as a white colorant.

3. The fuel tank of claim 2, wherein the titanium oxide is added in a compounding ratio within a range of from 0.04 to 0.50 wt%.

4. The fuel tank of any of claims 1 to 3, further comprising at least one colorless recycled polyethylene layer (34) interposed between the outermost layer and the innermost layer.

5. The fuel tank of any of claims 1 to 4, wherein the tank assembly (17) is formed integrally with the filler neck (18).

6. The fuel tank of any of claims 1 to 5, wherein the tank assembly (17) is provided to a lower part of a general-purpose engine (10).
FIG. 7
(PRIOR ART)
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>1-6</td>
<td>INVT.  B60K15/03</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1,5</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP 2 018 961 A1 (FTS CO LTD [JP]) 28 January 2009 (2009-01-28) * paragraphs [0036], [0040], [0041], [0044], [0065] * figures 1, 2 * -----</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>1,4,5</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>1,4</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims

Place of search: Munich
Date of completion of the search: 26 April 2011
Examiner: Adacker, Jürgen

### CATEGORY OF CITED DOCUMENTS

- **X:** particularly relevant if taken alone
- **Y:** particularly relevant if combined with another document of the same category
- **A:** technological background
- **O:** non-written disclosure
- **P:** intermediate document
- **T:** theory or principle underlying the invention
- **E:** earlier patent document, but published on, or after the filing date
- **D:** document cited in the application
- **I:** document cited for other reasons
- **S:** member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EPO file on EPO-CORR-PD01. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

26-04-2011

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2007146216 A1</td>
<td>21-12-2007</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 10214900 A1</td>
<td>29-04-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009006858 A</td>
<td>15-01-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009000686 A1</td>
<td>01-01-2009</td>
</tr>
<tr>
<td>EP 1955887 A2</td>
<td>13-08-2008</td>
<td>CN 101269717 A</td>
<td>24-09-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008190943 A1</td>
<td>14-08-2008</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2004052659 A [0002] [0003]