Method and apparatus for sending and receiving random access response in a wireless communication system

Verfahren und Vorrichtung zum Senden und Empfangen von Direktzugriffantworten in einem drahtlosen Kommunikationssystem

Procédé et appareil pour envoyer et recevoir une réponse d'accès aléatoire dans un système de communication sans fil

Inventor: Meylan, Arnaud
San Diego, CA 92121 (US)

Representative: Wegner, Hans
Bardehle Pagenberg Partnerschaft
Patentanwälte, Rechtsanwälte
Prinzregentenplatz 7
81675 München (DE)

References cited:

MOTOROLA: “LTE Random Access Procedure”,
3GPP TSG-RAN WG2,
vol. R2-061463 8 May 2006 (2006-05-08), pages 1-4,
XP007905045, Retrieved from the Internet: URL:http://www.3gpp.org/ftp/tsg_ran/WG2_RL/2/TSGR2_53/Documents/
BACKGROUND

Field

[0001] The present disclosure relates generally to communication, and more specifically to techniques for supporting random access in a wireless communication system.

Background

[0002] Wireless communication systems are widely deployed to provide various communication services such as voice, video, packet data, messaging, broadcast, etc. These systems may be multiple-access systems capable of supporting multiple users by sharing the available system resources. Examples of such multiple-access systems include Code Division Multiple Access (CDMA) systems, Time Division Multiple Access (TDMA) systems, Frequency Division Multiple Access (FDMA) systems, Orthogonal FDMA (OFDMA) systems, and Single-Carrier FDMA (SC-FDMA) systems.


[0004] The 3GPP document “LTE Random Access Procedure” by Motorola discloses a random access flowchart and discusses non-synchronized and synchronized random access.

[0005] The International patent application publication WO 2007/091831 relates to a method for transmitting response information in mobile communication systems. The method includes receiving a random access channel (RACH) preamble from a plurality of UEs and transmitting response information associated with the received preambles over a common channel wherein the plurality UEs can access the common channel and receive corresponding information.

[0006] The US patent application publication US 2005/0186959 relates to signaling methods in cellular systems, such as the UMTS system.

[0007] A wireless communication system may include a number of base station that can support communication for a number of user equipments (UEs). A UE may transmit a random access preamble on the uplink when the UE desires to gain access to the system. A base station may receive the RA preamble and may respond with a random access response containing pertinent information for the UE. Radio resources are consumed to exchange messages between the UE and the base station for random access. It is desirable to efficiently send messages for random access.

SUMMARY

[0008] Techniques for supporting random access by UEs in a wireless communication system are described herein. In one design, a UE may transmit a random access (RA) preamble for random access. The UE may thereafter receive a random access response comprising a first part and a second part. The first part may include a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, where N may be a value of one or greater. The second part may include N individual RA responses for the N RA preambles being responded to.

[0009] The UE may receive a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload. In one design, the UE may obtain the first part from the MAC header and the second part from the MAC payload. The MAC PDU may be sent using a Random Access Radio Network Temporary Identifier (RA-RNTI). The UE may identify the MAC PDU as carrying the random access response based on the RA-RNTI. In another design, the UE may identify the MAC PDU as carrying the random access response based on a predefined value for a designated field of the MAC header. The UE may then obtain the first and second parts from the MAC payload.

[0010] The UE may process the first part to detect for an RA preamble ID of the RA preamble transmitted by the UE. If this RA preamble ID is not detected, then the UE may skip the second part. Otherwise, the UE may process the second part to obtain an individual RA response for the RA preamble transmitted by the UE.

[0011] Various aspects and features of the disclosure are described in further detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] FIG. 1 shows a wireless communication system.

[0013] FIG. 2 shows a message flow for a random access procedure.

[0014] FIG. 3 shows a MAC PDU for sending a random access response.

[0015] FIG. 4 shows another MAC PDU for sending a random access response.

[0016] FIG. 5 shows a design of a random access response.

[0017] FIG. 6 shows a process for performing random access by a UE.
The techniques described herein may be used for various wireless communication systems such as CDMA, TDMA, FDMA, OFDMA, SC-FDMA and other systems. The terms “system” and “network” are often used interchangeably. A CDMA system may implement a radio technology such as Universal Terrestrial Radio Access (UTRA), cdma2000, etc. UTRA includes Wideband CDMA (WCDMA) and other variants of CDMA. cdma2000 covers IS-2000, IS-95 and IS-856 standards. A TDMA system may implement a radio technology such as Global System for Mobile Communications (GSM). An OFDMA system may implement a radio technology such as Evolved UTRA (E-UTRA), Ultra Mobile Broadband (UMB), IEEE 802.11 (Wi-Fi), IEEE 802.16 (WiMAX), IEEE 802.20, Flash-OFDM®, etc. EUTRA is also referred to as 3GPP Long Term Evolution (LTE) and employs OFDMA on the downlink and SC-FDMA on the uplink. UTRA, E-UTRA, UMTS, LTE and GSM are described in documents from an organization named “3rd Generation Partnership Project” (3GPP). cdma2000 and UMB are described in documents from an organization named “3rd Generation Partnership Project 2” (3GPP2). For clarity, certain aspects of the techniques are described below for LTE, and LTE terminology is used in much of the description below.

UEs 120 may be dispersed throughout the system, and each UE may be stationary or mobile. A UE may also be referred to as a mobile station, a terminal, an access terminal, a subscriber unit, a station, etc. A UE may be a cellular phone, a personal digital assistant (PDA), a wireless modem, a wireless communication device, a handheld device, a laptop computer, a cordless phone, etc. A UE may communicate with an eNB via the downlink and uplink. The downlink (or forward link) refers to the communication link from the eNB to the UE, and the uplink (or reverse link) refers to the communication link from the UE to the eNB. In FIG. 1, a solid line with double arrows indicates active communication between an eNB and a UE. A dashed line with double arrows indicates a UE performing random access.

A UE may perform a random access procedure in order to access the system and/or for other purposes. The terms “random access” and “system access” may be used interchangeably.

FIG. 2 shows a message flow 200 for a random access procedure. A given UE $x$ may transmit a random access (RA) preamble on a Physical Random Access Channel (PRACH) whenever UE $x$ desires to access the system (step 1). The RA preamble may also be referred to as Message 1, an access signature, an access probe, a random access probe, a signature sequence, etc. The RA preamble may be identified by an RA preamble ID.

An eNB may receive the RA preamble from UE $x$ and possibly RA preambles from other UEs. The eNB may asynchronously respond to the RA preambles within a predetermined time period, which may be referred to as a Random Access Response (RAR) time period. The eNB may send a RAR on a Downlink Shared Channel (DL-SCH) to respond to one or more RA preambles (step 2). The eNB may send the random access response to a set of UEs using a RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include temporary C-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs. The random access response may also be referred to as Message 2 and may include RAR-RNTI applicable for these UEs.
multiple UEs send the same RA preamble on the PRACH. Contention resolution may be performed to resolve which UE is granted access. The message in step 4 may be addressed to a specific UE based on (i) a C-RNTI assigned to the UE prior to the random access procedure or (ii) a temporary C-RNTI assigned to the UE by the eNB in step 2 and a unique UE identity included in Message 3.


The random access response sent by the eNB in step 2 may include one or more individual RA responses for one or more RA preambles received from one or more UEs. One individual RA response may be provided for each RA preamble being responded to by the eNB. For clarity, in much of the description herein, "random access response" refers to a response sent by an eNB for one or more RA preambles, and "individual RA response" refers to a response for one RA preamble.

An individual RA response may include various types of information that may be pertinent for communication between a UE and an eNB. In one design, an individual RA response may have a fixed size and may include a predefined set of fields. This design may simplify processing at the eNB and the UE. In another design, an individual RA response may have a variable size and may include a set of fields that may be dependent on the type of RA preamble being responded to by the eNB. This design may result in fewer bits being used for the individual RA response in some scenarios. Table 1 shows a set of fields for an individual RA response in accordance with one design.

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Length (# bits)</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>RA preamble ID</td>
<td>6</td>
<td>Identify an RA preamble being responded to.</td>
</tr>
<tr>
<td>Timing advance (TA)</td>
<td>11</td>
<td>Indicate adjustment to the transmit timing of a UE.</td>
</tr>
<tr>
<td>Uplink grant</td>
<td>21</td>
<td>Indicate resources granted to the UE for uplink transmission.</td>
</tr>
<tr>
<td>Temporary C-RNTI</td>
<td>16</td>
<td>Temporary UE identity during random access.</td>
</tr>
</tbody>
</table>

In one design, the RA preamble ID (RAPID) is a 6-bit value composed of (i) a 5-bit random ID that may be randomly selected by a UE and (ii) one additional bit used to convey additional information in the RA preamble. In one design, the timing advance is an 11-bit value indicating the amount of timing adjustment for the uplink by the UE. In one design, the uplink grant comprises 40 or fewer bits (e.g., 21 bits) to indicate the resources to use on the uplink by the UE. The uplink grant in the individual RA response may have the same format as an uplink grant sent on a Physical Downlink Control Channel (PDCCH) for uplink data transmission. Alternatively, the uplink grant in the individual RA response may have fewer bits than the uplink grant for uplink data transmission due to fewer degrees of freedom and less channel information available when determining the uplink grant in the individual RA response. In one design, the temporary C-RNTI is a 16-bit value selected by the eNB and assigned to the UE for use as a temporary UE identity during random access. The temporary C-RNTI may be used as a C-RNTI if the UE does not already have a C-RNTI.

The various parameters/fields of the individual RA response may also have other lengths. For example, the length of the timing advance may be dependent on the maximum cell size and the desired granularity of the timing advance. The length of the uplink grant may be dependent on the types of information to send for the uplink grant (e.g., modulation and coding scheme (MCS), resource block, validity time for time division duplexing (TDD), etc.) and the number of possible choices for each type of information.

An individual RA response may also include different and/or other fields for other information. For example, an individual RA response may include backoff control information, which may be used to control transmission of RA preambles by a UE in case of collision. For clarity, much of the description below assumes the design shown in Table 1.

In one design, a random access response may carry a variable number of individual RA responses and may be sent in a MAC PDU. The random access response may be sent using various MAC PDU formats, two of which are described below.

FIG. 3 shows a design of a MAC PDU 300 that may be used to send a random access response. In this design, MAC PDU 300 includes a MAC header 310 and a MAC payload 320. MAC header 310 carries a first part of the random access response, which includes a list of N RA preamble IDs 1 through N for N RA preambles being responded to by the random access response, where N may be a value of one or greater. In general, the RA preamble IDs may be arranged in any order by an eNB. In one design, the eNB may order the RA preamble IDs in increasing or decreasing order according to the values of the RA preamble IDs. When ordered, a UE may stop parsing the random access response after seeing an RA preamble ID with a value past (e.g., larger or smaller than) the one used by the UE. The
variable number of RA preamble IDs in the first part may be indicated in various manners. In the design shown in Fig. 3, each RA preamble ID may be associated with one or more additional bits (denoted as "H") that may be used to indicate (i) whether another RA preamble ID or the first individual RA response will follow, (ii) the type of information being sent for the RA preamble ID, and/or (iii) other information. In another design not shown in Fig. 3, MAC header 310 may include a length field that indicates the number of RA preambles being responded to.

**[0038]** MAC payload 320 carries a second part of the random access response, which includes N individual RA responses 1 through N for the N RA preambles being responded to. Each individual RA response may have a fixed size and may include the set of fields shown in Table 1. The N individual RA responses in the second part may be arranged in the same order as the N RA preamble IDs in the first part. Thus, the n-th individual RA response in MAC payload 320 may correspond to the n-th RA preamble ID in MAC header 310, for n = 1, ..., N.

**[0039]** FIG. 4 shows a design of a MAC PDU 400 that may also be used to send a random access response. In this design, MAC PDU 400 includes a MAC header 410 and a MAC payload 420. MAC header 410 carries an R/R/E/LCID MAC subheader composed of a reserved (R) field, another R field, an extension (E) field, and a logical channel ID (LCID) field. The R fields are reserved for future use. The E field indicates whether another set of R, R, E and LCID fields will follow. Data for one or more logical channels may be sent in a stream of MAC PDUs, with each logical channel being assigned a different logical channel ID. The LCID field typically carries a logical channel ID of a logical channel having its data sent in MAC payload 420. In the design shown in FIG. 4, a specific logical channel ID may be reserved and used to indicate that MAC payload 420 carries a random access response instead of data for a logical channel. This design treats the random access response as a MAC control element of a variable size.

**[0040]** MAC payload 420 carries a MAC control element for a random access response. This MAC control element may be referred to as a Random Access Response MAC Control Element, an RA Response Control Element, etc. The MAC control element carries the first and second parts of the random access response. The first part includes a list of N RA preamble IDs 1 through N for N RA preambles being responded to by the random access response, where N may be a value of one or greater. Each RA preamble ID may be associated with one or more additional bits (denoted as "H") that may be used to indicate any of the information described above for FIG. 3. The second part includes N individual RA responses 1 through N for the N RA preambles being responded to. Each individual RA response may have a fixed size and may include the set of fields shown in Table 1. The N individual RA responses in the second part may be arranged in the same order as the N RA preamble IDs in the first part.

**[0041]** Other predefined MAC subheaders may also be used to indicate that MAC payload 420 carries a MAC control element for a random access response. For example, a 2-byte R/R/E/LCID/F/L MAC subheader with six fields of R, R, E, LCID, F and L may be used to indicate the presence of a MAC control element for a random access response, where L denotes the length of MAC payload 420 and F denotes the length of the L field.

**[0042]** FIGS. 3 and 4 show two example MAC PDU formats that may be used to send a random access response for a variable number of RA preambles. In the design shown in FIG. 3, a special MAC PDU format is defined for the random access response, and this MAC PDU format excludes normal MAC header fields. An eNB may generate a cyclic redundancy check (CRC) for a MAC PDU carrying a random access response. The eNB may mask this CRC with an RA-RNTI and may send the masked CRC with the MAC PDU. A UE that transmitted an RA preamble may detect for a MAC PDU carrying a random access response. The UE may de-mask a CRC for a received MAC PDU with the RA-RNTI and may check the received MAC PDU with the de-masked CRC. A physical layer at the UE may perform the CRC check, and a MAC layer at the UE may process the received MAC PDU to obtain the random access response. In this case, the MAC layer may wait for the CRC check result from the physical layer before processing the received MAC PDU to obtain the random access response. The design in FIG. 3 may reduce MAC overhead while still allowing UEs to detect for MAC PDUs carrying random access responses.

**[0043]** In the design shown in FIG. 4, a random access response may be sent using an existing MAC PDU format for a MAC control element. A specific LCID value may be reserved and used to indicate that the MAC control element is for a random access response instead of some other control information. This design may simplify implementation and operation of a UE. For example, the UE may employ a single parser to read the MAC header of each received MAC PDU and determine the content sent in the MAC payload based on the parsed results. The MAC layer at the UE can determine whether a received MAC PDU carries a random access response without requiring outputs from other layers such as the physical layer.

**[0044]** FIG. 5 shows a design of a random access response 500, which may be used for both MAC PDU 300 in FIG. 3 and MAC PDU 400 in FIG. 4. Random access response 500 includes a first part 510 followed by a second part 520. In the design shown in FIG. 5, first part 510 includes N entries 512a through 512n for N RA preamble IDs. Each entry 512 may have a fixed size (e.g., of 8 bits or one octet) and may include an extension (E) field, a RA preamble ID field, and a reserved (R) field. For each entry 512, the E field may be set to (i) a first value (e.g., ‘1’) to indicate that another entry for another RA preamble ID will follow or (ii) a second value (e.g., ‘0’) to indicate that no other entry will follow. The E field of each entry 512 except for the last entry may be set to ‘1’, and the E field of the last entry 512n may be set to ‘0’, as shown in FIG. 5. First part 510 may end after the last entry 512n having its E field set to ‘0’, and second part 520
may start after the last entry 512n. The RA preamble ID field may carry the RA preamble ID of an RA preamble being responded to by the random access response. The R field may be used to convey any pertinent information, e.g., an indication of the type of information being sent in an individual RA response or in place of the individual RA response for the associated RA preamble ID.

[0045] In the design shown in FIG. 5, second part 520 includes N individual RA responses 522a through 522n for the N RA preamble IDs included in first part 510. The N individual RA responses may be arranged in the same order as the N corresponding RA preamble IDs. Each individual RA response 522 may have a fixed size (e.g., of 48 bits or six octets for the design shown in Table 1) and may be referred to as a block. In the design shown in FIG. 5, each individual RA response 522 may include a timing advance field, an uplink grant field, and a temporary C-RNTI field. For a given individual RA response 522, the timing advance field may carry a timing advance for a UE whose RA preamble is being responded to by the individual RA response. The uplink grant field may carry an uplink grant for the UE. The temporary C-RNTI field may carry a temporary C-RNTI assigned to the UE.

[0046] FIG. 5 shows a specific design of random access response 500. In general, each entry in the first part may include any set of fields, and each field may have any length. The fields in each entry may also be arranged differently than shown in FIG. 5. Each individual RA response may also include any set of fields for any parameters, and each field may have any length. The fields in the individual RA response may also be arranged in any order.

[0047] In the design shown in FIG. 5, random access response 500 may include a variable number of individual RA responses. Furthermore, the list of RA preamble IDs for the RA preambles being responded to is located up-front. This arrangement may allow a UE to quickly scan through the list of RA preamble IDs to determine whether the RA preamble transmitted by the UE is being responded to by the random access response. The UE may skip the processing of the second part if the RA preamble ID for the UE is not found in the first part. If an RA preamble match is found, then the UE may process the second part to obtain the individual RA response sent to the UE.

[0048] FIG. 6 shows a design of a process 600 for performing random access by a UE. The UE may transmit an RA preamble for random access (block 612). The UE may thereafter receive a random access response comprising a first part and a second part (block 614). The first part may comprise a list of N RA preamble IDs for N RA preambles being responded to by the random access response, where N may be a value of one or greater. The second part may comprise N individual RA responses for the N RA preambles. The first and second parts may have the format shown in FIG. 5 or some other format.

[0049] The UE may receive a MAC PDU comprising a MAC header and a MAC payload. In one design, the UE may obtain the first part from the MAC header and the second part from the MAC payload, e.g., as shown in FIG. 3. The UE may process the MAC PDU with an RA-RNTI applicable for a set of UEs and may identify the MAC PDU as carrying the random access response if the processing with the RA-RNTI is successful, e.g., if the CRC check passes. In another design, the UE may identify the MAC PDU as carrying the random access response based on a predefined value for a designated field of the MAC header. If the MAC PDU carries the random access response, then the UE may obtain the first and second parts from the MAC payload, e.g., as shown in FIG. 4.

[0050] The UE may process the first part of the random access response to detect for an RA preamble ID of the RA preamble transmitted by the UE (block 616). In one design, the N RA preamble IDs may be ordered in the first part of the random access response, for example, according to increasing or decreasing RA preamble IDs. In this case, the UE may stop processing the random access response as soon as an RA preamble ID past (e.g., higher or lower than) the RA preamble ID selected by the UE is detected in the first part. The UE may skip the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part (block 618). The UE may process the second part to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part (block 620). In one design, the order of the N individual RA responses in the second part corresponds to the order of the N RA preamble IDs in the first part. The individual RA response corresponding to the n-th RA preamble ID in the first part may thus be the n-th individual RA response in the second part.

[0051] FIG. 7 shows a design of an apparatus 700 for performing random access. Apparatus 700 includes a module 712 to transmit an RA preamble for random access and a module 714 to receive a random access response comprising a first part and a second part, with the first part comprising a list of N RA preamble IDs for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles. Apparatus 700 further includes a module 716 to process the first part to detect for an RA preamble ID of the transmitted RA preamble, a module 718 to skip the second part if the RA preamble ID of the transmitted RA preamble is not detected in the first part, and a module 720 to process the second part to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part.

[0052] FIG. 8 shows a design of a process 800 for supporting random access. Process 800 may be performed by an eNB (as described below) or by some other entity. The eNB may receive at least one RA preamble from at least one UE for random access (block 812). The eNB may transmit a random access response comprising a first part and a second part (block 814). The first part may comprise a list of N RA preamble IDs for N RA preambles being responded to by the random access response, where N may be a value of one or greater. The second part may comprise N individual
RA responses for the N RA preambles. The first and second parts may have the format shown in FIG. 5 or some other format. The eNB may receive the at least one RA preamble in at least one subframe. The eNB may transmit the random access response asynchronously within a predetermined time window of each RA preamble being responded to.

[0053] The eNB may generate a MAC PDU comprising a MAC header and a MAC payload. In one design, the eNB may map the first part of the random access response to the MAC header and may map the second part of the random access response to the MAC payload, e.g., as shown in FIG. 3. The eNB may process the MAC PDU with an RA-RNTI applicable for a set of UEs, and the RA-RNTI may be used to identify the MAC PDU as carrying the random access response. In another design, the eNB may set a designated field of the MAC header to a predefined value to indicate the MAC PDU carrying the random access response. The eNB may then map the first and second parts of the random access response to the MAC payload, e.g., as shown in FIG. 4.

[0054] FIG. 9 shows a design of an apparatus 900 for supporting random access. Apparatus 900 includes a module 912 to receive at least one RA preamble from at least one UE for random access, and a module 914 to transmit a random access response comprising a first part and a second part, with the first part comprising a list of N RA preamble IDs for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N may be a value of one or greater.

[0055] The modules in FIGS. 7 and 9 may comprise processors, electronic devices, hardware devices, electronic components, logical circuits, memories, etc., or any combination thereof.

[0056] FIG. 10 shows a block diagram of a design of an eNB/base station 110 and a UE 120, which may be one of the eNBs and one of the UEs in FIG. 1. In this design, UE 120 is equipped with T antennas 1034a through 1034t, and eNB 110 is equipped with R antennas 1052a through 1052r, where in general T ≥ 1 and R ≥ 1.

[0057] At UE 120, a transmit processor 1020 may receive data from a data source 1012, process the data based on one or more modulation and coding schemes, and provide data symbols. Transmit processor 1020 may also process signaling/control information (e.g., an RA preamble) and provide signaling symbols. A transmit (TX) multiple-input multiple-output (MIMO) processor 1030 may multiplex the data symbols, the signaling symbols, pilot symbols, and possibly other symbols. TX MIMO processor 1030 may perform spatial processing (e.g., precoding) on the multiplexed symbols, if applicable, and provide T output symbol streams to T modulators (MODs) 1032a through 1032t. Each modulator 1032 may process a respective output symbol stream (e.g., for SC-FDMA) to obtain an output sample stream. Each modulator 1032 may further process (e.g., convert to analog, amplify, filter, and upconvert) the output sample stream to obtain an uplink signal. T uplink signals from modulators 1032a through 1032t may be transmitted via T antennas 1034a through 1034t, respectively.

[0058] At eNB 110, antennas 1052a through 1052r may receive the uplink signals from UE 120 and possibly other UEs and may provide received signals to demodulators (DEMODs) 1054a through 1054r, respectively. Each demodulator 1054 may condition (e.g., filter, amplify, downconvert, and digitize) a respective received signal to obtain received samples. Each demodulator 1054 may further process the received samples (e.g., for SC-FDMA) to obtain received symbols. A MIMO detector 1056 may obtain received symbols from all R demodulators 1054a through 1054r, perform MIMO detection on the received symbols if applicable, and provide detected symbols. A receive processor 1058 may process (e.g., demodulate, deinterleave, and decode) the detected symbols and provide decoded data for UE 120 and/or other UEs to a data sink 1060. Receive processor 1058 may also provide detected RA preambles from UEs performing random access to a controller/processor 1080.

[0059] On the downlink, at eNB 110, data for one or more UEs from a data source 1062 and signaling (e.g., a random access response) from controller/processor 1080 may be processed by a transmit processor 1064, precoded by a TX MIMO processor 1066 if applicable, conditioned by modulators 1054a through 1054r, and transmitted to UE 120 and other UEs. At UE 120, the downlink signals from eNB 110 may be received by antennas 1034, conditioned by demodulators 1032, processed by a MIMO detector 1036 if applicable, and further processed by a receive processor 1038 to obtain the data and signaling (e.g., a random access response) transmitted by eNB 110.

[0060] Controllers/processors 1040 and 1080 may direct the operation at UE 120 and eNB 110, respectively. Controller/processor 1040 at UE 120 may perform or direct process 600 in FIG. 6 and/or other processes for the techniques described herein. Controller/processor 1080 at eNB 110 may perform or direct process 800 in FIG. 8 and/or other processes for the techniques described herein. Memories 1042 and 1082 may store data and program codes for UE 120 and eNB 110, respectively. A scheduler 1084 may schedule UEs for downlink and/or uplink transmission and may provide assignments of resources for the scheduled UEs.

[0061] Those of skill in the art would understand that information and signals may be represented using any of a variety of different technologies and techniques. For example, data, instructions, commands, information, signals, bits, symbols, and chips that may be referenced throughout the above description may be represented by voltages, currents, electromagnetic waves, magnetic fields or particles, optical fields or particles, or any combination thereof.

[0062] Those of skill would further appreciate that the various illustrative logical blocks, modules, circuits, and algorithm steps described in connection with the disclosure herein may be implemented as electronic hardware, computer software, or combinations of both. To clearly illustrate this interchangeability of hardware and software, various illustrative com-
ponents, blocks, modules, circuits, and steps have been described above generally in terms of their functionality. Whether such functionality is implemented as hardware or software depends upon the particular application and design constraints imposed on the overall system. Skilled artisans may implement the described functionality in varying ways for each particular application, but such implementation decisions should not be interpreted as causing a departure from the scope of the present disclosure.

[0063] The various illustrative logical blocks, modules, and circuits described in connection with the disclosure herein may be implemented or performed with a general-purpose processor, a digital signal processor (DSP), an application specific integrated circuit (ASIC), a field programmable gate array (FPGA) or other programmable logic device, discrete gate or transistor logic, discrete hardware components, or any combination thereof designed to perform the functions described herein. A general-purpose processor may be a microprocessor, but in the alternative, the processor may be any conventional processor, controller, microcontroller, or state machine. A processor may also be implemented as a combination of computing devices, e.g., a combination of a DSP and a microprocessor, a plurality of microprocessors, one or more microprocessors in conjunction with a DSP core, or any other such configuration.

[0064] The steps of a method or algorithm described in connection with the disclosure herein may be embodied directly in hardware, in a software module executed by a processor, or in a combination of the two. A software module may reside in RAM memory, flash memory, ROM memory, EPROM memory, EEPROM memory, registers, hard disk, a removable disk, a CD-ROM, or any other form of storage medium known in the art. An exemplary storage medium is coupled to the processor such that the processor can read information from, and write information to, the storage medium. In the alternative, the storage medium may be integral to the processor. The processor and the storage medium may reside in an ASIC. The ASIC may reside in a user terminal. In the alternative, the processor and the storage medium may reside as discrete components in a user terminal.

[0065] In one or more exemplary designs, the functions described may be implemented in hardware, software, firmware, or any combination thereof. If implemented in software, the functions may be stored on or transmitted over as one or more storage instructions or code on a computer-readable medium. Computer-readable media includes both computer storage media and communication media including any medium that facilitates transfer of a computer program from one place to another. A storage media may be any available media that can be accessed by a general purpose computer or special purpose computer. By way of example, and not limitation, such computer-readable media can comprise RAM, ROM, EEPROM, CD-ROM or other optical disk storage, magnetic disk storage or other magnetic storage devices, or any other medium that can be used to carry or store desired program code means in the form of instructions or data structures and that can be accessed by a general-purpose or special-purpose processor, or a general-purpose or special-purpose processor. Also, any connection is properly termed a computer-readable medium. For example, if the software is transmitted from a website, server, or other remote source using a coaxial cable, fiber optic cable, twisted pair, digital subscriber line (DSL), or wireless technologies such as infrared, radio, and microwave, then the coaxial cable, fiber optic cable, twisted pair, DSL, or wireless technologies such as infrared, radio, and microwave are included in the definition of medium. Disk and disc, as used herein, includes compact disc (CD), laser disc, optical disc, digital versatile disc (DVD), floppy disk and blu-ray disc where disks usually reproduce data magnetically, while discs reproduce data optically with lasers. Combinations of the above should also be included within the scope of computer-readable media.

[0066] The previous description of the disclosure is provided to enable any person skilled in the art to make or use the disclosure. Various modifications to the disclosure will be readily apparent to those skilled in the art, and the generic principles defined herein may be applied to other variations without departing from the scope of the disclosure. Thus, the disclosure is not intended to be limited to the examples and designs described herein but is to be accorded the widest scope consistent with the principles and novel features disclosed herein.

[0067] In the following, further examples are described to facilitate the understanding of the invention:

1. A method for wireless communication, comprising:
   transmitting a random access (RA) preamble for random access; and
   receiving a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, and
   the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater.

2. The method of example 1, wherein the second part comprises the N individual RA responses arranged in same order as the N RA preamble IDs in the first part.

3. The method of example 1, further comprising:
   processing the first part of the random access response to detect for an RA preamble ID of the transmitted RA
4. The method of example 3, where the N RA preamble IDs are arranged in increasing or decreasing order in the first part, and wherein the processing the first part comprises reading the first part until an RA preamble ID in the first part is past the RA preamble ID of the transmitted RA preamble.

5. The method of example 3, further comprising:

- skipping the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part; and
- processing the second part of the random access response to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part.

6. The method of example 1, wherein the first part comprises N entries, each entry comprising an extension (E) field and an RA preamble ID field, the extension field being set to a first value to indicate another entry will follow in the first part or a second value to indicate no other entry will follow in the first part, and the RA preamble ID field carrying an RA preamble ID of an RA preamble being responded to by the random access response.

7. The method of example 1, wherein each individual RA response has a fixed size and comprises at least one of a timing advance, an uplink grant, and a temporary Cell Radio Network Temporary Identifier (C-RNTI) for one user equipment (UE).

8. The method of example 1, wherein the receiving the random access response comprises receiving a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, obtaining the first part of the random access response from the MAC header, and obtaining the second part of the random access response from the MAC payload.

9. The method of example 8, wherein the receiving the random access response further comprises processing the MAC PDU with a Random Access Radio Network Temporary Identifier (RA-RNTI) applicable for a set of user equipments (UEs), and identifying the MAC PDU as carrying the random access response if the processing with the RA-RNTI is successful.

10. The method of example 1, wherein the receiving the random access response comprises receiving a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, identifying the MAC PDU as carrying the random access response based on a predefined value for a designated field of the MAC header, and obtaining the first and second parts of the random access response from the MAC payload if the MAC PDU carries the random access response.

11. An apparatus for wireless communication, comprising:

- at least one processor configured to transmit a random access (RA) preamble for random access, and to receive a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater.

12. The apparatus of example 11, wherein the at least one processor is configured to process the first part of the random access response to detect for an RA preamble ID of the transmitted RA preamble, to skip the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part, and to process the second part of the random access response to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part.

13. The apparatus of example 11, wherein the at least one processor is configured to receive a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, to obtain the first part of the random access response from the MAC header, and to obtain the second part of the random access response from the MAC payload.

14. The apparatus of example 11, wherein the at least one processor is configured to receive a Medium Access
Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, to identify the MAC PDU as carrying the random access response based on a predefined value for a designated field of the MAC header, and to obtain the first and second parts of the random access response from the MAC payload if the MAC PDU carries the random access response.

15. An apparatus for wireless communication, comprising:

- means for transmitting a random access (RA) preamble for random access; and
- means for receiving a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater.

16. The apparatus of example 15, further comprising:

- means for processing the first part of the random access response to detect for an RA preamble ID of the transmitted RA preamble;
- means for skipping the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part; and
- means for processing the second part of the random access response to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part.

17. The apparatus of example 15, wherein the means for receiving the random access response comprises means for receiving a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload,

- means for obtaining the first part of the random access response from the MAC header, and
- means for obtaining the second part of the random access response from the MAC payload.

18. The apparatus of example 15, wherein the means for receiving the random access response comprises means for receiving a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload,

- means for identifying the MAC PDU as carrying the random access response based on a predefined value for a designated field of the MAC header, and
- means for obtaining the first and second parts of the random access response from the MAC payload if the MAC PDU carries the random access response.

19. A computer program product, comprising:

- a computer-readable medium comprising:

  - code for causing at least one computer to transmit a random access (RA) preamble for random access, and
  - code for causing the at least one computer to receive a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater.

20. A method for wireless communication, comprising:

- receiving at least one random access (RA) preamble from at least one user equipment (UE) for random access; and
- transmitting a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater.

21. The method of example 20, wherein the first part comprises N entries, each entry comprising an extension (E) field and an RA preamble ID field, the extension field being set to a first value to indicate another entry will follow in the first part or a second value to indicate no other entry will follow in the first part, and the RA preamble ID field
22. The method of example 20, further comprising:

arranging the N RA preamble IDs in increasing or decreasing order in the first part.

23. The method of example 20, wherein the second part comprises the N individual RA responses arranged in same order as the N RA preamble IDs in the first part, and wherein each individual RA response has a fixed size and comprises at least one of a timing advance, an uplink grant, and a temporary Cell Radio Network Temporary Identifier (C-RNTI) for one UE.

24. The method of example 20, wherein the sending the random access response comprises generating a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, mapping the first part of the random access response to the MAC header, and mapping the second part of the random access response to the MAC payload.

25. The method of example 24, wherein the sending the random access response further comprises processing the MAC PDU with a Random Access Radio Network Temporary Identifier (RA-RNTI) applicable for a set of user equipments (UEs), the RA-RNTI being used to identify the MAC PDU as carrying the random access response.

26. The method of example 20, wherein the sending the random access response comprises generating a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, setting a designated field of the MAC header to a predefined value to indicate the MAC PDU carrying the random access response, and mapping the first and second parts of the random access response to the MAC payload.

27. The method of example 20, wherein the receiving the at least one RA preamble comprises receiving the at least one RA preamble in at least one subframe, and wherein the transmitting the random access response comprises transmitting the random access response asynchronously within a predetermined time window of each of the N RA preambles being responded to by the random access response.

28. An apparatus for wireless communication, comprising:

at least one processor configured to receive at least one random access (RA) preamble from at least one user equipment (UE) for random access, and to transmit a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers (IDs) for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater.

29. The apparatus of example 28, wherein the at least one processor is configured to generate a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, to map the first part of the random access response to the MAC header, and to map the second part of the random access response to the MAC payload.

30. The apparatus of example 28, wherein the at least one processor is configured to generate a Medium Access Control (MAC) protocol data unit (PDU) comprising a MAC header and a MAC payload, to set a designated field of the MAC header to a predefined value to indicate the MAC PDU carrying the random access response, and to map the first and second parts of the random access response to the MAC payload.

Claims

1. A method (600) for wireless communication, comprising:

transmitting (612) from a user equipment, UE, (120) a random access, RA, preamble for random access; and receiving (614) at the UE (120) a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers, IDs, for N RA preambles being responded to by the random
access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater, wherein each individual RA response has a fixed size and comprises at least one of a timing advance, an uplink grant, and a temporary Cell Radio Network Temporary Identifier, C-RNTI, for a UE (120).

2. The method (600) of claim 1, wherein the timing advance includes an 11-bit value indicating an amount of timing adjustment for an uplink transmission.

3. The method (600) of claim 1, further comprising:

processing (616) the first part of the random access response to detect for an RA preamble ID of the transmitted RA preamble;
skipping (618) the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part; and
processing (620) the second part of the random access response to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part.

4. An apparatus (700) for wireless communication, comprising:

means for transmitting (712) from a user equipment, UE, (120) a random access, RA, preamble for random access; and
means for receiving (714) at the UE (120) a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble identifiers, IDs, for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater, wherein each individual RA response has a fixed size and comprises at least one of a timing advance, an uplink grant, and a temporary Cell Radio Network Temporary Identifier, C-RNTI, for a UE (120).

5. The apparatus (700) of claim 4, wherein the timing advance includes an 11-bit value indicating an amount of timing adjustment for an uplink transmission.

6. The apparatus (700) of claim 4, further comprising:

means for processing (716) the first part of the random access response to detect for an RA preamble ID of the transmitted RA preamble;
means for skipping (718) the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part; and
means for processing (720) the second part of the random access response to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part.

7. A method (800) for wireless communication, comprising:

receiving (812) at least one random access, RA, preamble from at least one user equipment, UE, (120) for random access; and
transmitting (814) a random access response comprising a first part and a second part, the first part comprising N RA preamble identifiers, IDs, for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater, wherein each individual RA response has a fixed size and comprises at least one of a timing advance, an uplink grant, and a temporary Cell Radio Network Temporary Identifier, C-RNTI, for a user equipment (120).

8. The method (800) of claim 7, wherein the timing advance includes an 11-bit value indicating an amount of timing adjustment for an uplink transmission.

9. The method (800) of claim 7, wherein the transmitting the random access response comprises:

generating a Medium Access Control, MAC, protocol data unit, PDU, comprising a MAC header and a MAC payload;
mapping the first part of the random access response to the MAC header; and
mapping the second part of the random access response to the MAC payload.

10. The method (800) of claim 9, wherein the transmitting the random access response further comprises processing the MAC PDU with a Random Access Radio Network Temporary Identifier, RA-RNTI, applicable for a set of user equipments, UEs, (120) the RA-RNTI being used to identify the MAC PDU as carrying the random access response.

11. An apparatus (900) for wireless communication, comprising:

- means for receiving (912) at least one random access, RA, preamble from at least one user equipment, UE, (120) for random access; and
- means for transmitting (914) a random access response comprising a first part and a second part, the first part comprising N RA preamble identifiers, IDs, for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater, wherein each individual RA response has a fixed size and comprises at least one of a timing advance, an uplink grant, and a temporary Cell Radio Network Temporary Identifier, C-RNTI, for a user equipment (120).

12. The apparatus of claim 11, wherein the timing advance includes an 11-bit value indicating an amount of timing adjustment for an uplink transmission.

13. The apparatus of claim 11, wherein the means for transmitting comprises:

- means for generating a Medium Access Control, MAC, protocol data unit, PDU, comprising a MAC header and a MAC payload;
- means for mapping the first part of the random access response to the MAC header; and
- means for mapping the second part of the random access response to the MAC payload.

14. The apparatus of claim 11, wherein the means for transmitting further comprises means for processing the MAC PDU with a Random Access Radio Network Temporary Identifier, RA-RNTI, applicable for a set of user equipments, UEs, (120) the RA-RNTI being used to identify the MAC PDU as carrying the random access response.

15. A computer-readable medium embodying machine executable instructions for causing at least one computer to perform a method according to one of the claims 1 to 3 or claims 7 to 10 when executed.

 Patentansprüche

1. Ein Verfahren (600) zur drahtlosen Kommunikation, aufweisend:

- Übermitteln (612), von einem User Equipment, UE, (120) aus, einer Random Access, RA, Präambel für Random Access; und

2. Das Verfahren (600) nach Anspruch 1, wobei der Timing Vorschub einen 11-Bit Wert enthält, welcher einen Betrag an Timing Anpassung für eine Uplink Übermittlung anzeigt.

3. Das Verfahren (600) nach Anspruch 1, weiter aufweisend:

- Verarbeiten (616) des ersten Teils der Random Access Antwort, um eine RA Präambel ID der übermittelten RA Präambel zu detektieren;
- Überspringen (618) des zweiten Teils der Random Access Antwort, wenn die RA Präambel ID der übermittelten RA Präambel nicht im ersten Teil detektiert wird; und
- Verarbeiten (620) des zweiten Teils der Random Access Antwort, um eine individuelle RA Antwort für die
übermittelte RA Präambel zu erhalten, wenn die RA Präambel ID im ersten Teil detektiert wird.

4. Eine Vorrichtung (700) zur drahtlosen Kommunikation, aufweisend:

Mittel zum Übermitteln (712), von einem User Equipment, UE, (120) aus, einer Random Access, RA, Präambel für Random Access; und
Mittel zum Empfangen (714), an dem UE (120), einer Random Access Antwort, welche einen ersten Teil und einen zweiten Teil aufweist, wobei der erste Teil eine Liste von N RA Präambel Identifikatoren, IDs, für N RA Präambeln, auf welche die Random Access Antwort antwortet, aufweist, und wobei der zweite Teil N individuelle RA Antworten für die N RA Präambeln aufweist, wobei N ein Wert größer oder gleich eins ist, und wobei jede individuelle RA Antwort eine festgelegte Größe hat und zumindest eines aus einem Timing Vorschub, einer Uplink Bewilligung und einem temporären Cell Radio Network Temporary Identifier, C-RNTI, für ein User Equipment (120) aufweist.

5. Die Vorrichtung (700) nach Anspruch 4, wobei der Timing Vorschub einen 11-Bit Wert enthält, welcher einen Betrag an Timing Anpassung für eine Uplink Übermittlung anzeigt.

6. Die Vorrichtung (700) nach Anspruch 4, weiter aufweisend:

Mittel zum Verarbeiten (716) des ersten Teils der Random Access Antwort, um eine RA Präambel ID der übermittelten RA Präambel zu detektieren;
Mittel zum Überspringen (718) des zweiten Teils der Random Access Antwort, wenn die RA Präambel ID der übermittelten RA Präambel nicht im ersten Teil detektiert wird; und
Mittel zum Verarbeiten (720) des zweiten Teils der Random Access Antwort, um eine individuelle RA Antwort für die übermittelte RA Präambel zu erhalten, wenn die RA Präambel ID im ersten Teil detektiert wird.

7. Ein Verfahren (800) zur drahtlosen Kommunikation, aufweisend:

Empfangen (812) mindestens einer Random Access, RA, Präambel von mindestens einem User Equipment, UE, (120) für Random Access; und


9. Das Verfahren (800) nach Anspruch 7, wobei das Übermitteln der Random Access Antwort beinhaltet:

Erzeugen einer Medium Access Control, MAC, Protocol Data Unit, PDU, welche einen MAC Header und MAC Nutzdaten aufweist;
Abbild des ersten Teils der Random Access Antwort auf den MAC Header; und
Abbild des zweiten Teils der Random Access Antwort auf die MAC Nutzdaten.


11. Eine Vorrichtung (900) zur drahtlosen Kommunikation, aufweisend:

Mittel zum Empfangen (912) mindestens einer Random Access, RA, Präambel von mindestens einem User Equipment, UE, (120) für Random Access; und
Mittel zum Übermitteln (914) einer Random Access Antwort, welche einen ersten Teil und einen zweiten Teil aufweist, wobei der erste Teil N RA Präambel Identifikatoren, IDs, für N RA Präambeln, auf welche die Random
Access Antwort antwortet, aufweist, und wobei der zweite Teil N individuelle RA Antworten für die N RA Prä-
ambeln aufweist, wobei N ein Wert größer oder gleich eins ist, und wobei jede individuelle RA Antwort eine
festgelegte Größe hat und zumindest eines aus einem Timing Vorschub, einer Uplink Bewilligung und einem
temporären Cell Radio Network Temporary Identifier, C-RNTI, für ein User Equipment (120) aufweist.


13. Die Vorrichtung nach Anspruch 11, wobei die Mittel zum Übermitteln beinhalten:
Mittel zum Erzeugen einer Medium Access Control, MAC, Protocol Data Unit, PDU, welche einen MAC Header
und MAC Nutzdaten aufweist;
Mittel zum Abbilden des ersten Teils der Random Access Antwort auf den MAC Header; und
Mittel zum Abbilden des zweiten Teils der Random Access Antwort auf die MAC Nutzdaten.


15. Ein computerlesbares Medium, welches Maschinenanweisungen verkörperlicht, welche bei Ausführung mindestens einen Computer veranlassen, ein Verfahren nach einem der Ansprüche 1 bis 3 oder 7 bis 10 auszuführen.

Revendications

1. Un procédé (600) de communication sans fil, comprenant :
l’émission (612) à partir d’un équipement utilisateur, UE, (120) d’un préambule d’accès aléatoire, RA, pour un
accès aléatoire ; et
la réception (614) par l’UE (120) d’une réponse d’accès aléatoire comprenant une première partie et une seconde
partie, la première partie comprenant une liste de N identifiants, IDs, de préambule RA pour N préambules RA
auxquels il a été répondu par la réponse d’accès aléatoire, et la seconde partie comprenant N réponses RA
individuelles pour les N préambules RA, N étant une valeur égale à l’unité ou supérieure, chaque réponse RA
individuelle présentant une taille fixe et comprenant au moins l’une d’entre une avance de séquencement, une
autorisation de liaison montante et un identifiant temporaire de réseau radio cellulaire, C-RNTI, pour un UE (120).

2. Le procédé (600) de la revendication 1, dans lequel l’avance de séquencement comprend une valeur sur 11 bits indiquant une quantité d’ajustement de séquencement pour une émission de liaison montante.

3. Le procédé (600) de la revendication 1, comprenant en outre :
le traitement (616) de la première partie de la réponse d’accès aléatoire pour détecter un ID de préambule RA
du préambule RA émis ;
le saut (618) de la seconde partie de la réponse d’accès aléatoire si l’ID de préambule RA du préambule RA
émis n’est pas détecté par la première partie ; et
le traitement (620) de la seconde partie de la réponse d’accès aléatoire pour obtenir une réponse RA individuelle
pour le préambule RA émis si l’ID de préambule RA est détecté dans la première partie.

4. Un dispositif (700) de communication sans fil, comprenant :
des moyens d’émission (712) à partir d’un équipement utilisateur, UE, (120) d’un préambule d’accès aléatoire,
RA, pour un accès aléatoire ; et
des moyens de réception (714) par l’UE (120) d’une réponse d’accès aléatoire comprenant une première partie
et une seconde partie, la première partie comprenant une liste de N identifiants, IDs, de préambule RA pour N
préambules RA auxquels il a été répondu par la réponse d’accès aléatoire, et la seconde partie comprenant N
réponses RA individuelles pour les N préambules RA, N étant une valeur égale à l’unité ou supérieure, chaque
réponse RA individuelle présentant une taille fixe et comprenant au moins l’une d’entre une avance de séquen-
cement, une autorisation de liaison montante et un identifiant temporaire de réseau radio cellulaire, C-RNTI, pour un UE (120).

5. Le dispositif (700) de la revendication 4, dans lequel l'avance de séquencement comprend une valeur sur 11 bits indiquant une quantité d'ajustement de séquencement pour une émission de liaison montante.

6. Le dispositif (700) de la revendication 4, comprenant en outre :

   des moyens de traitement (716) de la première partie de la réponse d'accès aléatoire pour détecter un ID de préambule RA du préambule RA émis ;
   des moyens de sauve (718) de la seconde partie de la réponse d'accès aléatoire si l'ID de préambule RA du préambule RA émis n'est pas détecté par la première partie ; et
   des moyens de traitement (720) de la seconde partie de la réponse d'accès aléatoire pour obtenir une réponse RA individuelle pour le préambule RA émis si l'ID de préambule RA est détecté dans la première partie.

7. Un procédé (800) de communication sans fil, comprenant :

   la réception (812) d'au moins un préambule d'accès aléatoire, RA, en provenance d'au moins un équipement utilisateur, UE, (120) pour un accès aléatoire ; et
   l'émission (814) d'une réponse d'accès aléatoire comprenant une première partie et une seconde partie, la première partie comprenant N identifiants, IDs, de préambule RA pour N préambules RA auxquels il a été répondu par la réponse d'accès aléatoire, et la seconde partie comprenant N réponses RA individuelles pour les N préambules RA, N étant une valeur égale à l'unité ou supérieure, chaque réponse RA individuelle présentant une taille fixe et comprenant au moins l'une d'entre une avance de séquencement, une autorisation de liaison montante et un identifiant temporaire de réseau radio cellulaire, C-RNTI, pour un équipement utilisateur (120).

8. Le procédé (800) de la revendication 7, dans lequel l'avance de séquencement comprend une valeur sur 11 bits indiquant une quantité d'ajustement de séquencement pour une émission de liaison montante.

9. Le procédé (800) de la revendication 7, dans lequel l'émission de la réponse d'accès aléatoire comprend :

   la génération d'une unité de données de protocole, PDU, de contrôle d'accès au support, MAC, comprenant un en-tête MAC et une charge utile MAC ;
   le mappage de la première partie de la réponse d'accès aléatoire vers l'en-tête MAC ; et
   le mappage de la seconde partie de la réponse d'accès aléatoire vers la charge utile MAC.

10. Le procédé (800) de la revendication 9, dans lequel l'émission de la réponse d'accès aléatoire comprend en outre le traitement de la PDU MAC avec un identifiant temporaire de réseau radio à accès indépendant, RA-RNTI, applicable à un ensemble d'équipements utilisateurs, UEs, (120), le RA-RNTI étant utilisé pour identifier le fait que la PDU MAC porte la réponse d'accès aléatoire.

11. Un dispositif (900) de communication sans fil, comprenant :

   des moyens de réception (912) d'au moins un préambule d'accès aléatoire, RA, en provenance d'au moins un équipement utilisateur, UE, (120) pour un accès aléatoire ; et
   des moyens d'émission (914) d'une réponse d'accès aléatoire comprenant une première partie et une seconde partie, la première partie comprenant N identifiants, IDs, de préambule RA pour N préambules RA auxquels il a été répondu par la réponse d'accès aléatoire, et la seconde partie comprenant N réponses RA individuelles pour les N préambules RA, N étant une valeur égale à l'unité ou supérieure, chaque réponse RA individuelle présentant une taille fixe et comprenant au moins l'une d'entre une avance de séquencement, une autorisation de liaison montante et un identifiant temporaire de réseau radio cellulaire, C-RNTI, pour un équipement utilisateur (120).

12. Le dispositif de la revendication 11, dans lequel l'avance de séquencement comprend une valeur sur 11 bits indiquant une quantité d'ajustement de séquencement pour une émission de liaison montante.

13. Le dispositif de la revendication 11, dans lequel les moyens d'émission de la réponse d'accès aléatoire comprennent :
des moyens de génération d’une unité de données de protocole, PDU, de contrôle d’accès au support, MAC, comprenant un en-tête MAC et une charge utile MAC ; des moyens de mappage de la première partie de la réponse d’accès aléatoire vers l’en-tête MAC ; et des moyens de mappage de la seconde partie de la réponse d’accès aléatoire vers la charge utile MAC.

14. Le dispositif de la revendication 11, dans lequel les moyens d’émission de la réponse d’accès aléatoire comprennent en outre des moyens de traitement de la PDU MAC avec un identifiant temporaire de réseau radio à accès indépendant, RA-RNTI, applicable à un ensemble d’équipements utilisateurs, UEs, (120), le RA-RNTI étant utilisé pour identifier le fait que la PDU MAC porte la réponse d’accès aléatoire.

15. Un support lisible par calculateur incorporant des instructions exécutables par machine pour faire en sorte qu’au moins un calculateur mette en œuvre un procédé selon l’une des revendications 1 à 3 ou 7 à 10 lorsqu’elles sont exécutées.
FIG. 2

1. Random Access Preamble
2. Random Access Response
3. Scheduled Transmission
4. Contention Resolution

UE → eNB
FIG. 4
Start

Transmit an RA preamble for random access

Receive a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble IDs for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater

Process the first part of the random access response to detect for an RA preamble ID of the transmitted RA preamble

Skip the second part of the random access response if the RA preamble ID of the transmitted RA preamble is not detected in the first part

Process the second part of the random access response to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part

End

Module to transmit an RA preamble for random access

Module to receive a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble IDs for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater

Module to process the first part to detect for an RA preamble ID of the transmitted RA preamble

Module to skip the second part if the RA preamble ID of the transmitted RA preamble is not detected in the first part

Module to process the second part to obtain an individual RA response for the transmitted RA preamble if the RA preamble ID is detected in the first part

FIG. 7

FIG. 6
FIG. 9

Start

Receive at least one RA preamble from at least one UE for random access

Transmit a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble IDs for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater

End

Module to receive at least one RA preamble from at least one UE for random access

Module to transmit a random access response comprising a first part and a second part, the first part comprising a list of N RA preamble IDs for N RA preambles being responded to by the random access response, and the second part comprising N individual RA responses for the N RA preambles, where N is a value of one or greater

FIG. 8
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- WO 2007091831 A [0005]
- US 20050186959 A [0006]