STRUCTURE FOR VEHICLE BODY UPPER PORTION

A structure for a vehicle body upper portion, having sufficient rigidity, using a reduced number of parts, and capable of being assembled with reduced man-hours. A structure (15) for a vehicle body upper portion includes a roof rail (26) and a center pillar (27) which are connected together at respective ends thereof. The roof rail (26) is formed to have a closed cross-section by an upper member (31) and a lower member (32). An upper joint end section (45) of the upper member projects further toward the outside of the vehicle body than a lower joint end section (46) of the lower member. The center pillar (27) is formed to have a closed cross-section by an inner member (51) and an outer member (52). An outer joint end section (66) of the outer member extends up to the upper joint end section (45) while an inner joint end section (73) of the inner member extends up to the lower joint end section (46). The upper joint end section (45) is joined to the outer joint end section (66), the lower joint end section (46) is joined to the inner joint end section (73), and the closed cross-sections are connected to each other at the joint section (28) between each joint end section.
[0001] The present invention relates to a structure for a vehicle body upper portion in which a roof rail and a pillar of a vehicle are joined together to form an inner framework.

SUMMARY OF INVENTION

Technical Problem

[0006] However, in the structure for a vehicle body upper portion in Patent Literature 1, the roof corner gusset needs to be bolted to secure the rigidity at the non-continuous part. In such a manner, for bolting the roof corner gusset, the number of parts is increased, and the number of man-hours for assembling is increased.

[0007] It is an object of the present invention to provide a structure for a vehicle body upper portion, which can secure sufficient rigidity, is able to reduce the number of parts used, and is capable of being assembled with reduced man-hours.

Solution to Problem

[0008] According to one aspect of the present invention, there is provided a structure for a vehicle body upper portion including a vehicle body framework structure, comprising: an inner framework formed by a roof rail and a pillar joined together; a roof side rail extending in a direction intersecting with the inner framework; a roof panel joined to the inner framework; and an outer panel joined to the inner framework, wherein the roof rail has an upper member and a lower member and the upper member and the lower member are joined together to jointly define a closed cross-section, wherein a joint end section of the upper member projects further to an outside of a vehicle body than a joint end section of the lower member, wherein the pillar has an inner member and an outer member and the inner member and the outer member are joined together to jointly define a closed cross-section, wherein a joint end section of the outer member extends up to the joint end section of the lower member, and wherein the respective joint end sections of the upper member and the outer member are joined together and the respective joint end sections of the lower member and the inner member are joined together to thereby form the inner framework, and the respective closed cross-sections are connected to each other at a joint section of the respective joint end sections.

[0009] Preferably, the roof panel has a stepped portion, the outer panel has a stepped portion, the stepped portion of the roof panel and the stepped portion of the outer panel are joined together to form a recess having a U-shaped cross-section by the respective stepped portions, and the inner member of the pillar has at a lower side portion of the recess a vertical bead extending in an up-down direction and a horizontal bead extending in a front-rear direction of the vehicle body.

[0010] Preferably, the vertical bead transmits a side collision load to the lower member of the roof rail.

[0011] Preferably, the horizontal bead transmits a frontal collision or rear collision load to the roof side rail.

[0012] Preferably, the vertical beads constituting a pair are provided to be spaced in the front-rear direction of the vehicle body, and the horizontal bead is located between the vertical beads constituting the pair.

[0013] Preferably, the joint end sections of the roof rail are piled from an upper side on and joined to the joint end sections at an upper end of the pillar.

Advantageous Effects of Invention

[0014] According to the present invention, the respective joint end sections of the upper member of the roof rail and the outer member of the pillar are joined while the respective joint end sections of the lower member of
the roof rail and the inner member of the pillar are joined. Thereby, the joint section at which the respective joint end sections are joined can be formed to have a closed cross-section. Accordingly, the closed cross-section of the roof rail and the closed cross-section of the pillar are connected to each other at the joint section. The closed cross-section of the roof rail and the closed cross-section of the pillar are connected to each other at the joint section of the respective joint end sections in such a manner to secure sufficient rigidity at the joint section of the respective joint end sections.

[0015] In addition, by securing the rigidity at the joint section of the respective joint end sections, the joint section of the respective joint end sections does not need to be reinforced by a reinforcing member. Since this can dispense with the reinforcing member, the number of parts can be reduced, and the assembling man-hours can be reduced.

[0016] The vertical bead extending in the up-down direction is provided in the inner member of the pillar on the lower side of the recess. Thus, in a case where a load in a vehicle width direction (side collision load) acts on the pillar, the load can be transmitted to the roof rail via the vertical bead efficiently.

[0017] The horizontal bead extending in the front-rear direction of the vehicle body is provided in the inner member of the pillar on the lower side of the recess. Thus, in a case where a load in the front-rear direction of the vehicle body (a frontal collision load or a rear collision load) is effected, the effected load can be transmitted via the horizontal bead efficiently in the front-rear direction of the vehicle body.

[0018] In this manner, by providing the vertical bead and the horizontal bead on the lower side of the recess, the load in the vehicle width direction (side collision load) and the load in the front-rear direction of the vehicle body (the frontal collision load or the rear collision load) can be transmitted efficiently even in a case where no reinforcing member is provided on the lower side of the recess.

DESCRIPTION OF EMBODIMENTS

[0019]

FIG. 1 is a side view of a vehicle having a structure for a vehicle body upper portion according to the present invention;
FIG. 2 is a perspective view of the structure for a vehicle body upper portion according to the present invention;
FIG. 3 is an enlarged view of the area 3 in FIG. 2;
FIG. 4 is a cross-sectional view taken along line 4-4 of FIG. 2;
FIG. 5 is a cross-sectional view taken along line 5-5 of FIG. 4;
FIG. 6 is a cross-sectional view taken along line 6-6 of FIG. 4;
FIGS. 7(a) and 7(b) are views illustrative of a manner in which an outer panel is joined to a center pillar shown in FIG. 4;
FIGS. 8(a) through 8(d) are views illustrative of a manner in which an upper member and a lower member constituting a roof of FIG. 4 are joined together;
FIG. 9 is a view illustrative of a manner in which the roof rail is joined to the center pillar; and
FIG. 10 is a view exemplifying a manner of transmission of loads via a vertical bead and a horizontal bead of the structure for a vehicle body upper portion.

[0020] One preferred structural embodiment of the present invention will be described below with reference to the accompanying drawings.

[0021] As shown in FIG. 1, a vehicle 10 has a side sill 11, a side door 12 provided on the upper side of the side sill 11, a rear fender 13 provided on the back side of the side door 12, and a structure 15 for a vehicle body upper portion provided on the upper sides of the rear fender 13 and the side door 12.

[0022] As shown in FIGS. 2 and 3, the structure 15 for a vehicle body upper portion has an inverted U-shaped inner framework 21 provided on the back side of the side door 12 (FIG. 1), a roof side rail 22 extending in a direction intersecting with the inner framework 21, a roof panel 23 covered at the upper portions of the roof side rail 22 and the inner framework 21, and an outer panel 24 (FIG. 4) covered at the outside portion of the inner framework 21.

[0023] The inner framework 21 has a roof rail 26 extending in a vehicle width direction and a center pillar (pillar) 27 whose upper end portion 27a is connected to an end portion 26a of the roof rail 26.

[0024] The roof rail 26 has an upper member 31 extending in the vehicle width direction and a lower member 32 provided on the lower side of the upper member 31.

[0025] The upper member 31 has an upper swelling portion 34 swelling upward, a front flange 35 provided along the front side of the upper swelling portion 34, and a back flange 36 provided along the back side of the upper swelling portion 34. The lower member 32 has a lower swelling portion 41 swelling downward, a front flange 42 provided along the front side of the lower swelling portion 41, and a back flange 43 provided along the back side of the lower swelling portion 41.

[0026] The front flange 35 of the upper member 31 and the front flange 42 of the lower member 32 are joined (by spot welding) while the back flange 36 of the upper member 31 and the back flange 43 of the lower member 32 are joined (by spot welding). Thereby, the roof rail 26 is formed to have a closed cross-section as the upper member 31 and the lower member 32 are joined. In this state, the upper swelling portion 34 of the upper member 31 and the lower swelling portion 41 of the lower member 32 are spaced apart from each other with a space S1.

[0027] As shown in FIG. 4, an upper joint end section

DESCRIPTION OF DRAWINGS

[0019]
The outer swelling portion 61 of the outer member 52 is set to the swelling portion 54 of the inner member 51 and the cross-section. In this state, the distance between the longitudinal direction, which is formed to be a closed cross-section, is reduced. As shown in FIGS. 4 and 5, the center pillar 27 has an inner member 51 extending in an inclined manner in a vertical or up-down direction and an outer member 52 provided being spaced apart from the inner member 51 to be further to the outside of the vehicle body than the inner member 51.

The inner member 51 has an inner swelling portion 54 swelling in a direction of a cabin 53, a front flange 55 provided along the front side of the inner swelling portion 54, and a back flange 56 provided along the back side of the inner swelling portion 54.

The outer member 52 has an outer swelling portion 61 swelling in a direction of the outside of the vehicle body, a front flange 62 provided along the front side of the outer swelling portion 61, and a back flange 63 provided along the back side of the outer swelling portion 61.

The front flange 55 of the inner member 51 and the front flange 62 of the outer member 52 are joined together (by spot welding) while the back flange 56 of the inner member 51 and the back flange 63 of the outer member 52 are joined together (by spot welding).

Thus, as for the center pillar 27, the inner member 51 and the outer member 52 are joined together to have a cross-section in a direction perpendicular to a longitudinal direction, which is formed to be a closed cross-section. In this state, the distance between the inner swelling portion 54 of the inner member 51 and the outer swelling portion 61 of the outer member 52 is set to a space S2.

The outer member 52 has an upper outer bent portion 65 bent in a direction toward a vehicle width center. An outer joint end section (joint end section) 66 of the outer member 52 is continued from the upper outer bent portion 65 and extends up to the upper joint end section 45 of the upper member 31 of the roof rail 26. The inner member 51 has an upper curved portion 71 bent in a curve in the vehicle width center direction. An upper inner bent portion 72 continued from the upper curved portion 71 is bent in the vehicle width center direction, and an inner joint end section (joint end section) 73 of the inner member 51 extends up to the lower joint end section 46 of the lower member 32.

The outer joint end section 66 extends to the upper joint end section 45 while the inner joint end section 73 extends to the lower joint end section 46 to cause the inner joint end section 73 to be projected further in the vehicle width center direction by a length L2 than the outer joint end section 66.

The upper joint end section 45 and the outer joint end section 66 are joined together, and the lower joint end section 46 and the inner joint end section 73 are joined together, whereby the roof rail 26 and the center pillar 27 are joined together at a joint section 28. By thus joining the roof rail 26 and the center pillar 27 at the joint section 28, the roof rail 26 and the center pillar 27 jointly form the inner framework 21.

The front flange 55 of the inner member 51 and the front flange 62 provided being spaced apart from the inner member 51 to be further to the outside of the vehicle body, a front flange 62 provided along the front side of the outer swelling portion 61, and a back flange 63 provided along the back side of the outer swelling portion 61.

The front flange 55 of the inner member 51 and the front flange 62 of the outer member 52 are joined together (by spot welding) while the back flange 56 of the inner member 51 and the back flange 63 of the outer member 52 are joined together (by spot welding).

Thus, as for the center pillar 27, the inner member 51 and the outer member 52 are joined together to have a cross-section in a direction perpendicular to a longitudinal direction, which is formed to be a closed cross-section. In this state, the distance between the inner swelling portion 54 of the inner member 51 and the outer swelling portion 61 of the outer member 52 is set to a space S2.

The outer member 52 has an upper outer bent portion 65 bent in a direction toward a vehicle width center. An outer joint end section (joint end section) 66 of the outer member 52 is continued from the upper outer bent portion 65 and extends up to the upper joint end section 45 of the upper member 31 of the roof rail 26. The inner member 51 has an upper curved portion 71 bent in a curve in the vehicle width center direction. An upper inner bent portion 72 continued from the upper curved portion 71 is bent in the vehicle width center direction, and an inner joint end section (joint end section) 73 of the inner member 51 extends up to the lower joint end section 46 of the lower member 32.

The outer joint end section 66 extends to the upper joint end section 45 while the inner joint end section 73 extends to the lower joint end section 46 to cause the inner joint end section 73 to be projected further in the vehicle width center direction by a length L2 than the outer joint end section 66.

The upper joint end section 45 and the outer joint end section 66 are joined together, and the lower joint end section 46 and the inner joint end section 73 are joined together, whereby the roof rail 26 and the center pillar 27 are joined together at a joint section 28. By thus joining the roof rail 26 and the center pillar 27 at the joint section 28, the roof rail 26 and the center pillar 27 jointly form the inner framework 21.

As shown in FIG. 6, the joint section 28 is formed to have a closed cross-section in a similar manner to those of the roof rail 26 and the center pillar 27. By forming the joint section 28 to have the closed cross-section, the closed cross-section of the roof rail 26 and the closed cross-section of the center pillar 27 are connected or continued to each other in a closed cross-sectional state at the joint section 28. Because the closed cross-section of the roof rail 26 and the closed cross-section of the center pillar 27 are thus connected to each other at the joint section 28, it is possible to secure sufficient rigidity of the joint section 28.

In addition, by securing the rigidity at the joint section 28, the joint section 28 does not need to be reinforced by a reinforcing member. Since this can dispense with the reinforcing member, the number of parts can be reduced, and the assembling man-hours can be reduced.

The upper portions of the inner framework 21 and the roof side rail 22 are covered with the roof panel 23. In the roof panel 23, there is formed a roof stepped portion (stepped portion) 76 on the outer side toward the outside of the vehicle body. The outside portion of the inner framework 21 is covered with the outer panel 24. In the outer panel 24 is formed with an outer stepped portion (stepped portion) 77 on the upper side.

In a state that the outer stepped portion 77 is piled on the upper outer bent portion 65 of the outer member 52 of the center pillar 27, and where the roof stepped portion 76 is piled on the outer stepped portion 77, the upper outer bent portion 65, the roof stepped portion 76, and the outer stepped portion 77 are joined (by spot welding). The outer stepped portion 77 and the roof stepped portion 76 are joined together to form a recess 78 having a U-shaped cross-section by and between the outer stepped portion 77 and the roof stepped portion 76.

On the lower side of the recess 78 having the U-shaped cross-section is provided with the upper curved portion 71 of the inner member 51. The upper curved portion 71 has a plurality of vertical beads 81 (FIG. 3) extending in a curve in the up-down direction and a plurality of horizontal beads 83 extending linearly in a longitudinal or front-rear direction of the vehicle body. By thus providing the vertical beads 81 and the horizontal beads 83 on the upper curved portion 71, the vertical beads 81 and the horizontal beads 83 are provided on the lower side of the recess 78 having the U-shaped cross-section. Here, the upper curved portion 71 is provided at a part of the inner framework 21 intersecting with the roof side rail 22. That is, the vertical beads 81 and the horizontal beads 83 are provided at parts intersecting with the roof side rail 22.

The plurality of vertical beads 81 are parts swelling to the side of the cabin 53 at both the side portions of the upper curved portion 71 in the front-rear direction.
of the vehicle body and a pair of reinforcing parts extending in a curve in the up-down direction (extending direction of the inner framework 21). The vertical beads 81 constituting a pair are provided to be spaced at a predetermined distance, and the horizontal beads 83 are provided between the vertical beads 81 constituting a pair.

[0043] The plurality of horizontal beads 83 are parts (refer to FIG. 4 as well) swelling to the side of the cabin 53 between the vertical beads 81 constituting a pair and a plurality of reinforcing parts extending linearly in the front-rear direction of the vehicle body (extending direction of the inner framework 21). By providing the pair of vertical beads 81 at both the side portions of the upper curved portion 71 in the front-rear direction of the vehicle body and providing the plurality of horizontal beads 83 between the vertical beads 81 constituting a pair, the vertical beads 81 and the horizontal beads 83 can be provided at the upper curved portion 71 in a compact manner.

[0044] By providing the vertical beads 81 extending in the up-down direction at the upper curved portion 71, in a case where a load in the vehicle width direction (side collision load) acts on the center pillar 27, the load can be transmitted to the roof rail 26 via the vertical beads 81 efficiently.

[0045] In addition, by providing the plurality of horizontal beads 83 extending in the front-rear direction of the vehicle body at the upper curved portion 71, in a case where a load in the front-rear direction of the vehicle body (a frontal collision load or a rear collision load) is effected, the effected load can be transmitted to the roof side rail 22 via the horizontal beads 83 efficiently (in the front-rear direction of the vehicle body).

[0046] In this manner, by providing the vertical beads 81 and the horizontal beads 83 on the lower side of the recess 78, the load in the vehicle width direction (side collision load) and the load in the front-rear direction of the vehicle body (the frontal collision load or the rear collision load) can be transmitted efficiently even in a case where no reinforcing member is provided on the lower side of the recess 78.

[0047] Next, a procedure to join the roof rail 26 and the center pillar 27 of the structure 15 for a vehicle body upper portion will be described based on FIGS. 5 and 7 to 9.

[0048] As shown in FIG. 5, the front flange 55 of the inner member 51 and the front flange 62 of the outer member 52 are joined (by spot welding) while the back flange 56 of the inner member 51 and the back flange 63 of the outer member 52 are joined (by spot welding). The inner member 51 and the outer member 52 are thus joined together to form the center pillar 27.

[0049] As shown in FIG. 7(a), the outer stepped portion 77 of the outer panel 24 is piled on the upper outer bent portion 65 of the center pillar 27 (specifically, the outer member 52) as indicated by the arrow A.

[0050] As shown in FIG. 7(b), the outer stepped portion 77 is joined (by spot welding) to the upper outer bent portion 65.
applied to the back portion of the roof side rail 22 can be transmitted via the horizontal beads 83 in the direction of the front portion of the vehicle body of the roof side rail 22 as the load F7 efficiently.

By providing the horizontal beads 83 at the upper curved portion 71 (FIG. 4), it is also possible for a load effected on the front portion of the roof side rail 22 to be transmitted via the horizontal beads 83 in a direction of the back portion of the vehicle body of the roof side rail 22 efficiently.

The structure 15 for a vehicle body upper portion according to the present invention is not limited to the foregoing embodiments but can be altered or improved arbitrarily. For example, although the center pillar 27 has been illustrated as a pillar in the foregoing embodiment, the invention is not limited to the illustrated embodiment, and other pillars such as a front pillar and a rear pillar can also be used.

Although the plurality of vertical beads 81 and the plurality of horizontal beads 83 have been illustrated in the foregoing embodiment, the invention is not limited to the illustrated embodiment, and a single vertical bead 81 and a single horizontal bead 83 can be provided, for example.

Also, although both the vertical beads 81 and the horizontal beads 83 have been provided in the foregoing embodiment, the invention is not limited to the illustrated embodiment, and either the vertical beads 81 or the horizontal beads 83 may be provided.

Further, the shapes of the inner framework 21, the roof panel 23, the outer panel 24, the roof rail 26, the center pillar 27, the joint section 28, the upper member 31, the lower member 32, the upper joint end section 45, the lower joint end section 46, the inner member 51, the outer member 52, the outer joint end section 66, the inner joint end section 73, the roof stepped portion 76, the outer stepped portion 77, the vertical bead 81, and the horizontal bead 83 are not limited to those illustrated but can be altered arbitrarily.

INDUSTRIAL APPLICABILITY

The present invention is particularly suitable for application to an automobile having a structure for a vehicle body upper portion in which a roof rail and a pillar are joined together to form an inner framework.

Claim 1.

1. A structure for a vehicle body upper portion including a vehicle body framework structure, comprising:

an inner framework formed by a roof rail and a pillar joined together;

a roof side rail extending in a direction intersecting with the inner framework;

a roof panel joined to the inner framework, wherein the roof rail has an upper member and a lower member and the upper member and the lower member are joined together to jointly define a closed cross-section, wherein a joint end section of the upper member projects further to an outside of a vehicle body than a joint end section of the lower member, wherein the pillar has an inner member and an outer member and the inner member and the outer member are joined together to jointly define a closed cross-section, wherein a joint end section of the outer member extends up to the joint end section of the upper member, and a joint end section of the inner member extends up to the joint end section of the lower member, and wherein the respective joint end sections of the upper member and the outer member are joined together and the respective joint end sections of the lower member and the inner member are joined together to thereby form the inner framework, and the respective closed cross-sections are connected to each other at a joint section of the respective joint end sections.

Reference Signs List

15 structure for a vehicle body upper portion
21 inner framework
23 roof panel
24 outer panel
26 roof rail
27 center pillar (pillar)
28 joint section
wherein the inner member of the pillar has at a lower side portion of the recess a vertical bead extending in an up-down direction and a horizontal bead extending in a front-rear direction of the vehicle body.

3. The structure for a vehicle body upper portion according to claim 2, wherein the vertical bead transmits a side collision load to the lower member of the roof rail.

4. The structure for a vehicle body upper portion according to claim 2, wherein the horizontal bead transmits a frontal collision or rear collision load to the roof side rail.

5. The structure for a vehicle body upper portion according to claim 2, wherein the vertical beads constituting a pair are provided to be spaced in the front-rear direction of the vehicle body, and the horizontal bead is located between the vertical beads constituting the pair.

6. The structure for a vehicle body upper portion according to claim 1, wherein the joint end sections of the roof rail are piled from an upper side on and joined to the joint end sections at an upper end of the pillar.

Amended claims under Art. 19.1 PCT

1. A structure for a vehicle body upper portion including a vehicle body framework structure, comprising:
   - an inner framework formed by a roof rail and a pillar joined together;
   - a roof side rail extending in a direction intersecting with the inner framework;
   - a roof panel joined to the inner framework; and
   - an outer panel joined to the inner framework, wherein the roof rail has an upper member and a lower member and the upper member and the lower member are joined together to jointly define a closed cross-section, wherein a joint end section of the upper member projects further to an outside of a vehicle body than a joint end section of the lower member, wherein the pillar has an inner member and an outer member and the inner member and the outer member are joined together to jointly define a closed cross-section, wherein a joint end section of the outer member extends up to the joint end section of the upper member, and a joint end section of the inner member extends up to the joint end section of the lower member, and wherein the respective joint end sections of the upper member and the outer member are joined together and the respective joint end sections of the lower member and the inner member are joined together to thereby form the inner framework, and the respective closed cross-sections are connected to each other at a joint section of the respective joint end sections, wherein the roof panel has a stepped portion, the outer panel has a stepped portion, and the stepped portion of the roof panel and the stepped portion of the outer panel are joined together to form a recess having a U-shaped cross-section by the respective stepped portions, and wherein the inner member of the pillar has at a lower side portion of the recess a vertical bead extending in an up-down direction and a horizontal bead extending in a front-rear direction of the vehicle body.

2. (Deleted)

3. (Amended) The structure for a vehicle body upper portion according to claim 1, wherein the vertical bead transmits a side collision load to the lower member of the roof rail.

4. (Amended) The structure for a vehicle body upper portion according to claim 1, wherein the horizontal bead transmits a frontal collision or rear collision load to the roof side rail.

5. (Amended) The structure for a vehicle body upper portion according to claim 1, wherein the vertical beads constituting a pair are provided to be spaced in the front-rear direction of the vehicle body, and the horizontal bead is located between the vertical beads constituting the pair.

6. The structure for a vehicle body upper portion according to claim 1, wherein the joint end sections of the roof rail are piled from an upper side on and joined to the joint end sections at an upper end of the pillar.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
B62D25/06(2006.01)i, B62D25/04(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B62D25/06, B62D25/04

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Jitsuyo Shinan Koho 1922-1996 Jitsuyo Shinan Toroku Koho 1996-2010
Rokai Jitsuyo Shinan Koho 1971-2010 Toroku Jitsuyo Shinan Koho 1994-2010

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X A</td>
<td>JP 2006-137208 A (Mitsubishi Motors Corp.), 01 June 2006 (01.06.2006), fig. 1 to 4 &amp; CH 1772548 A &amp; TW 276563 B</td>
<td>1, 6 2-5</td>
</tr>
<tr>
<td>A</td>
<td>JP 2002-96758 A (Nissan Motor Co., Ltd.), 02 April 2002 (02.04.2002), fig. 5 (Family: none)</td>
<td>2</td>
</tr>
<tr>
<td>E A</td>
<td>JP 2009-67232 A (Mazda Motor Corp.), 02 April 2009 (02.04.2009), all drawings (Family: none)</td>
<td>1-6</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☐ See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

*T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle of theory underlying the invention
*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
*Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
*K* document member of the same patent family

Date of the actual completion of the international search
12 February, 2010 (12.02.10)

Date of mailing of the international search report
23 February, 2010 (23.02.10)

Name and mailing address of the ISA
Japanese Patent Office

Facsimile No.

Authorized officer
Telephone No.

Form PCT/ISA/210 (second sheet) (April 2007)
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 3796777 B [0005]