Communication terminal, communication system, communication method, and communication control program

Terminal de communication, système de communication, procédé de communication et programme de contrôle de communication

Date of publication and mention of the grant of the patent:
11.06.2014 Bulletin 2014/24

Application number: 11175913.0

Date of filing: 29.07.2011

Designated Contracting States:
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Priority:
29.07.2010 JP 2010171063
19.05.2011 JP 20111112153
19.05.2011 JP 20111112158
19.05.2011 JP 20111112166
29.07.2010 JP 2010171059
29.07.2010 JP 2010171054

Date of publication of application:
22.02.2012 Bulletin 2012/08

Proprietor: Ricoh Company, Ltd.
Tokyo 143-8555 (JP)

Inventor: Kato, Yoshinaga
Tokyo, 143-8555 (JP)

Representative: Schwabe - Sandmair - Marx
Patentanwälte
Stuntzstraße 16
81677 München (DE)

References cited:
US-A1- 2010 080 382

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention generally relates to a communication terminal, communication system, communication method, and communication control program, each of which allows users to communicate between or among remotely located sites.

[0002] The communication systems allow users, who are located at different sites, to communicate with one another through a communication network such as the Internet through communication terminals. For example, the communication terminal provided at one site obtains an image and/or voice of a user, and transmits image data and/or voice data to a counterpart communication terminal provided at the other site. The counterpart terminal displays an image of the user onto a display and/or outputs the voice of the user through a speaker. Using this communication system, videoconference can be carried out among users located at different sites.

[0003] The user, who participates the videoconference, may sometimes want to activate the mute function of the communication terminal, for example, to prevent the user at the other site from hearing the user's voice. When the mute function is activated, the user at the other site, who cannot hear the voice of the user, may think that there is an error in communication systems. In view of this, Japanese Patent Application Publication No. 2008-61060 transmits data indicating the operation state of the communication terminal to the counterpart terminal, thus notifying the user at the other site that mute function of the communication terminal is activated.

[0004] The mute function of the communication terminal is often activated by controlling data obtained through an internal microphone that is originally incorporated in the body of the communication terminal as described in Japanese Patent Application Publication Nos. 2008-61060 and 2008-28885. In such case, a mute button that activates the mute function is usually provided in the body of the communication terminal.

[0005] On the other hand, the mute function of the communication terminal may be activated by controlling data obtained through an external microphone that is connected to the communication terminal. The external microphone is usually provided with a mute button that activates the mute function of the external microphone. However, in order to know that the mute function of the external microphone is activated, the communication terminal needs to be installed with a device driver, or application specific to the external microphone in use. Without the device driver specific to the external microphone in use, the communication terminal connected to the microphone is not able to detect that the mute function of the external microphone is selected. As a result, without the device driver, the communication terminal is not able to notify the counterpart terminal that the mute function is activated.

[0006] Further, the external microphone that is connected to the communication terminal may not be provided with a mute button. In such case, the communication terminal does not activate the mute function of the communication terminal as there is no other way to receive a user instruction for activating the mute function.

[0007] US 5,794,018 A pertains to a conferencing application in windowed environments on personal computer systems.

[0008] JP 6233737 A pertains to a mute detector to minimize the effect on a sound program.

[0009] US 5,970,054 A pertains to a teleconference/telephone terminal.


[0012] The present invention is defined by the subject-matter of the appended claims.

[0013] It is a general object of the present invention to provide a communication terminal, in which the above-described problems are eliminated.

[0014] The present invention may reside in a communication terminal, communication system, communication method, and control program stored in a recording medium each capable of detecting activation of a mute function of a sound input device connected to the communication terminal, even when the sound input device is not provided with a function of notifying its mute state to the communication terminal, for example, as the device driver specific to the sound input device is not installed onto the communication terminal.

[0015] The present invention may reside in a communication terminal, communication system, communication method, control program stored in a recording medium each capable of registering information regarding a sound input device that is not provided with function of notifying its mute state to the communication terminal, and managing such registered information.

[0016] The present invention may reside in a communication terminal, communication system, communication method, control program stored in a recording medium each capable of detecting activation of the mute function of the communication terminal even when a mute function is not provided at the sound input device connected to the communication terminal.

[0017] In addition to the above-described example embodiments, the present invention may be practiced in various other ways.

[0018] A more complete appreciation of the disclosure and many of the attendant advantages and features thereof can be readily obtained and understood from the following detailed description with reference to the accompanying drawings, wherein:

[0019] FIG. 1 is a schematic block diagram illustrating a communication system according to an example embodiment of the present invention;

[0020] FIG. 2 is a schematic block diagram illustrating a hardware structure of a terminal of the communication
FIG. 3 is a perspective view illustrating the outer appearance of the terminal of the communication system of FIG. 1, according to an example embodiment of the present invention;

FIG. 4 is a schematic block diagram illustrating a hardware structure of any one of a communication management system, a relay terminal, and a program providing system of the communication system of FIG. 1;

FIG. 5 is a schematic block diagram illustrating functional structures of the communication management system, the terminal, and the relay terminal, of the communication system of FIG. 1;

FIGS. 6A and 6B are a schematic block diagram illustrating circuit structures of a sound input and a sound output of the terminal of FIG. 5;

FIGS. 7A to 7C are illustrations for explaining image quality of image data transmitted or received by the communication system of FIG. 1;

FIG. 8 is an example data structure of a data quality management table, managed by the relay terminal of FIG. 5;

FIG. 9 is an example data structure of a relay terminal management table, managed by the communication management system of FIG. 5;

FIG. 10 is an example data structure of a terminal authentication management table, managed by the communication management system of FIG. 5;

FIG. 11 is an example data structure of a terminal management table, managed by the communication management system of FIG. 5;

FIG. 12 is an example data structure of a candidate list management table, managed by the communication management system of FIG. 5;

FIG. 13 is an example data structure of a session management table, managed by the communication management system of FIG. 5;

FIG. 14 is an example data structure of an address priority management table, managed by the communication management system of FIG. 5;

FIG. 15 is an example data structure of a transmission speed priority management table, managed by the communication management system of FIG. 5;

FIG. 16 is an example data structure of a quality management table, managed by the communication management system of FIG. 5;

FIG. 17 is a data sequence diagram illustrating operation of managing state information indicating an operation state of the relay terminal of the communication system of FIG. 1, according to an example embodiment of the present invention;

FIG. 18 is a data sequence diagram illustrating operation of establishing communication among two or more terminals of the communication system of FIG. 1, according to an example embodiment of the present invention;

FIG. 19 is a data sequence diagram illustrating operation of limiting a number of candidate relay terminals, performed by the communication system of FIG. 1;

FIG. 20 is a flowchart illustrating operation of limiting a number of candidate relay terminals, performed by the communication management system of FIG. 5;

FIG. 21 is a table storing priority points of the relay terminals that are respectively calculated by the communication management system of FIG. 5 during the operation of limiting a number of candidate relay terminals;

FIGS. 22A and 22B are a data sequence diagram illustrating operation of selecting a relay terminal, performed by the communication system of FIG. 1;

FIG. 23 is a flowchart illustrating operation of selecting a relay terminal, performed by the terminal of FIG. 5;

FIG. 24 is a data sequence diagram illustrating operation of transmitting or receiving data such as image data and voice data, performed by two or more terminals of the communication system of FIG. 1;

FIG. 25 is a flowchart illustrating operation of transmitting a message generated based on the mute state data of a microphone of the terminal of FIG. 5, performed by the terminal of FIG. 5, according to an example embodiment of the present invention;

FIG. 26A is a table storing information regarding a microphone with the function of notifying mute state, managed by the terminal of FIG. 5;

FIG. 26B is a table storing information regarding a microphone without the function of notifying mute state, managed by the terminal of FIG. 5;

FIG. 27 is a table illustrating microphone state data of one or more terminals of FIG. 1, managed by the communication management system of FIG. 5;

FIG. 28 is an illustration for explaining example messages generated by the terminal of FIG. 5, based on mute state data of a microphone of the terminal of FIG. 5;

FIG. 29 is an illustration for explaining example messages generated by the terminal of FIG. 5, based on mute state data of a microphone of the terminal of FIG. 5;

FIG. 30 is a flowchart illustrating operation of managing mute state data of a microphone when the microphone has the function of notifying mute state, performed by the terminal of FIG. 5;

FIG. 31 is a flowchart illustrating operation of managing mute state data of a microphone when the microphone is not provided with the function of notifying mute state, performed by the terminal of FIG. 5;

FIG. 32 is a flowchart illustrating operation of processing a message generated based on mute state data, which is received from the request terminal, performed by the counterpart terminal of FIG. 5;

FIG. 33 is an example screen displayed by the counterpart terminal of FIG. 5 based on the message received from the request terminal;

FIG. 34 is an example menu screen, which allows the user to switch between a conference mode and a microphone registration mode of the terminal of FIG. 5;

FIG. 35 is a flowchart illustrating operation of
registering a microphone for use by the terminal of FIG. 5, performed by the terminal of FIG. 5;

- FIG. 36 is an example dialog screen displayed by the terminal of FIG. 5 when the operation of registering a microphone is started;

- FIG. 37 is an example dialog screen displayed by the terminal of FIG. 5 when the operation of registering a microphone is completed;

- FIG. 38 is a flowchart illustrating operation of registering a microphone, when the microphone is provided with the function of notifying mute state, performed by the terminal of FIG. 5;

- FIG. 39 is a flowchart illustrating operation of registering a microphone, when the microphone is not provided with the function of notifying mute state, performed by the terminal of FIG. 5;

- FIG. 40 is an example dialog screen displayed by the terminal of FIG. 5 when registration of a microphone cannot be started;

- FIG. 41 is a flowchart illustrating operation of transmitting a message based on mute state data, when an event indicating the change in volume output from a speaker is detected, according to an example embodiment of the present invention;

- FIG. 42 is an illustration for explaining example messages generated based on mute state data;

- FIG. 43 is an illustration for explaining example messages generated based on mute state data;

- FIG. 44 is a flowchart illustrating operation of transmitting a message generated based on mute state data, when an event indicating the change in volume output from a speaker is detected, according to an example embodiment of the present invention;

- FIG. 45 is a flowchart illustrating operation of selecting between the process shown in FIG. 41 and the process shown in FIG. 44;

- FIG. 46 is an illustration of an example screen displayed by the request terminal, which includes a message indicating that the mute function of the counterpart terminal is on;

- FIG. 47 is a flowchart illustrating operation of processing a message generated based on mute state data, performed by the request terminal, according to an example embodiment of the present invention;

- FIG. 48 is an illustration of an example screen displayed by the counterpart terminal, which includes a message indicating that the mute function of the request terminal is on;

- The accompanying drawings are intended to depict example embodiments of the present invention and should not be interpreted to limit the scope thereof. The accompanying drawings are not to be considered as drawn to scale unless explicitly noted.

- The terminology used herein is for the purpose of describing particular embodiments only and is not intended to be limiting of the present invention. As used herein, the singular forms "a," "an" and "the" are intended to include the plural forms as well, unless the context clearly indicates otherwise. It will be further understood that the terms "includes" and/or "including", when used in this specification, specify the presence of stated features, integers, steps, operations, elements, and/or components, but do not preclude the presence or addition of one or more other features, integers, steps, operations, elements, components, and/or groups thereof.

- In describing example embodiments shown in the drawings, specific terminology is employed for the sake of clarity. However, the present disclosure is not intended to be limited to the specific terminology so selected and it is to be understood that each specific element includes all technical equivalents that operate in a similar manner.

- Referring now to FIGS. 1 to 24, a communication system is explained according to an example embodiment of the present invention. FIG. 1 is a schematic diagram illustrating a configuration of a remote communication system 1, which is one example of the communication system. Further, in this example, the communication system is implemented by any desired system that allows communication between or among a plurality of users by transmitting or receiving contents data such as image data and/or voice data.

- The communication system 1 of FIG. 1 includes a plurality of communication terminals 10aa, 10ab, 10ba, 10bb, 10ca, 10cb, 10da, and 10db, a plurality of displays 11aa, 11ab, 11ba, 11bb, 11ca, 11cb, 11da, and 11db, a plurality of relay terminals 30a, 30b, 30c, and 30d, and a communication management system 50. In this example, the communication terminal 10 may be implemented by a remote communication terminal, which may have the appearance as illustrated in FIG. 3. Alternatively, the communication terminal 10 may be implemented by a portable phone. Further, the communication management system 50 may be implemented by a remote communication management system 50.

- For the descriptive purposes, in this example, any number of the plurality of communication terminals 10aa to 10db may be collectively or each referred to as the terminal 10. Any number of the plurality of displays 11aa to 11db may be collectively or each referred to as the display 11. Any one of the plurality of relay terminals 30a, 30b, 30c, and 30d may be collectively or each referred to as the relay terminal 30.

- The communication management system 50 may be referred to as the "management system" 50. The terminal 10 that transmits data to another terminal 10 to carry out videoconference is referred to as the request terminal 10A. The terminal 10 that receives data from another terminal 10 to carry out videoconference is referred to as the counterpart terminal 10B. For example, the request terminal 10A includes any terminal 10 that requests another terminal 10 to start videoconference, and the counterpart terminal 10B includes any terminal 10 that is requested by the request terminal 10A to start videoconference.

- The terminal 10 transmits or receives contents
data to or from another terminal 10. Examples of contents data include, but not limited to, image data and/or voice data to be transmitted or received through a session established between or among the terminals 10 for communication. In this example, it is assumed that a moving image is transmitted as the image data. Alternatively, a still image, or both of the still image and the moving image, may be transmitted as the image data. Further, the voice data is not limited to data generated based on the human's voice such that the voice data may include any desired type of data generated based on the sound. The relay terminal 30 relays image data and/or voice data between or among the plurality of terminals 10. The communication management system 50 centrally manages the terminal 10 and the relay terminal 30.

[0076] The plurality of routers 70a to 70f, which may be collectively or each referred to as the router 70, selects a route that is most suitable for transmitting contents data such as image data and voice data.

[0077] The program providing system 90 includes a hard disk device (HD) 204 (FIG. 4), which stores a terminal control program that causes the terminal 10 to perform various functions or operations. For example, the program providing system 90 sends the terminal control program to the terminal 10 through the Internet 2i to cause the terminal 10 to install the terminal control program. Further, the HD 204 of the program providing system 90 may store a relay control program that causes the relay terminal 30 to perform various functions or operations. For example, the program providing system 90 sends the relay control program to the relay terminal 30 through the Internet 2i; to cause the relay terminal 30 to install the relay control program. Further, the HD 204 of the program providing system 90 may store a communication management program that causes the communication management system 50 to perform various functions or operations. For example, the program providing system 90 sends the communication management program to the management system 50 to cause the management system 50 to install the communication management program.

[0078] Still referring to FIG. 1, the terminals 10aa and 10ab, the relay terminal 30a, and the router 70a are connected to a local area network (LAN) 2a. The terminals 10ba and 10bb, the relay terminal 30b, and the router 70b are connected to a LAN 2b. The LAN 2a and the LAN 2b are connected to a leased line 2ab in which the router 70c is provided. It is assumed that these devices including the terminals 10aa to 10bb are located in an area A. For example, assuming that the area A is any area in Japan, the LAN 2a could be located within an office in a city such as Tokyo, and the LAN 2b could be located within an office in another city such as Osaka.

[0079] The terminals 10ca and 10cb, the relay terminal 30c, and the router 70c are connected to a LAN 2c. The terminals 10da and 10db, the relay terminal 30d, and the router 70d are connected to a LAN 2d. The LAN 2c and the LAN 2d are connected to a leased line 2cd in which the router 70e is provided. It is assumed that these devices including the terminals 10ca to 10dc are located in an area B apart from the area A. For example, assuming that the area is any area in the United States, the LAN 2c could be located within an office in a city such as New York, and the LAN 2d could be located within an office in another city such as Washington, D.C. The area A and the area B are connected through the Internet 2i, via the routers 70c and 70e.

[0080] The management system 50 and the program providing system 90 are connected through the Internet 2i and the relay terminal 30. Any one of the management system 50 and the program providing system 90 may be located at any location within or outside any one of the area A and the area B.

[0081] In this example, the communication network 2 includes the LAN 2a, LAN 2b, leased line 2ab, Internet 2i, leased line 2cd, LAN 2c, and LAN 2d. Any one or any portion of these lines or any other lines that may be included in the communication network 2 may be implemented as wired network or wireless network such as Wireless Fidelity (WiFi) network or Bluetooth network.

[0082] The management system 50, the terminal 10, and the relay terminal 30 may exchange XML-based messages according to the extensible messaging and presence protocol (XMPP) for notification regarding the operation state of each terminal or system. More specifically, the management system 50 manages information regarding the operation state of each terminal 10, which indicates, for example, the online state, the offline state, the state in which the terminal 10 is having videoconference, and the error state in case the terminal 10 is having troubles. When the management system 50 receives information indicating the operation state of one terminal 10 from the one terminal 10, the management system 50 sends information indicating the operation state of the one terminal 10 to another terminal 10.

[0083] The terminal 10 transmits contents data such as image data and/or voice data to another terminal 10 through the relay terminal 30, according to real-time transport protocol (RTP), for example, user datagram protocol (UDP).

[0084] As shown in FIG. 1, the terminal 10, the relay terminal 30, the management system 50, and the router 70, and the program providing system 90 are each provided with four digit numbers. These four digit numbers separated by dots are the simple expressions of IP addresses respectively assigned to any one of the devices shown in FIG. 1, each of which has a function of communication device. For example, the IP address of the terminal 10aa is "1.2.1.3". For simplicity, it is assumed that the IP address is expressed in IPv4. Alternatively, the IP address may be expressed in IPv6.

[0085] In the above-described examples, the communication system 1 allows videoconference to be performed between or among remotely located offices that are respectively located at different cities or countries. Alternatively, the communication system 1 is able to car-
Further, in the above-described examples, the communication system 1 is implemented as a videoconference system for use at offices. Other examples of use of the communication system 1 include, but not limited to, meetings, casual conversation among family members or friends, and distribution of information in one direction.

Further, any desired type of contents data may be transmitted in alternative or addition to image data and/or voice data. For example, when image data is transmitted without voice data, voice of a user may be displayed as text data on a screen.

Further, contents data to be transmitted during videoconference includes any desired type of data that is available from videoconference, including, for example, objects such as samples, materials distributed to attendants, and images displayed on a screen of a display device such as a projector.

Further, this example, voice data includes not only data generated based on the human voice, but also includes data generated based on sounds other than the human voice.

<Hardware structure of communication system>

Next, a hardware structure of the communication system 1 is explained according to an example embodiment of the present invention. In this example, when any delay in data reception is observed at the counterpart terminal 10B or the relay terminal 30, the relay terminal 30 changes resolution of image data to obtain converted image data and sends the converted image data to the counterpart terminal 10B or the request terminal 10A.

FIG. 2 illustrates a hardware structure of the terminal 10 according to an example embodiment of the present invention. The terminal 10 includes a central processing unit (CPU) 101, a read only memory (ROM) 102, a random access memory (RAM) 103, a flash memory 104, a solid state drive (SSD) 105, a medium drive 107, an operation button 108, a power switch 109, a network interface (I/F) 111, a camera 112, an imaging element I/F 113, an internal microphone 114, an internal speaker 115, a sound input/output interface (I/O I/F) 116, and a display interface (I/F) 117, which are electrically connected through a bus 110 such as an address bus or data bus.

The CPU 101 controls entire operation of the terminal 10. The ROM 102 stores therein a control program for execution by the CPU 101, such as an initial program loader (IPL). In this example, the ROM 102 stores the terminal control program. The RAM 103 functions as a work area of the CPU 101. The flash memory 104 stores various data such as image data or voice data. The SSD 105 controls reading or writing of various data with respect to the flash memory 104 under control of the CPU 101. The medium drive 107 controls reading or writing of various data with respect to a removable recording medium 106 such as a flash memory.

The operation button 108 allows the user to input a user instruction, for example, by allowing the user to select a communication destination such as the counterpart terminal 10B. In this example, the operation button 108 includes or operates as a mute button and a volume adjuster button. The power switch 109 allows the user to switch on or off the power of the terminal 10. The network I/F 111 allows the terminal 10 to transmit data through the communication network 2.

The camera 112 takes an image of an object to obtain image data under control of the CPU 101. The imaging element I/F 113 controls operation of the camera 112. The internal microphone 114 catches sounds such as voice of the user at the terminal 10. The internal speaker 115 outputs sounds such as sounds generated based on voice of the user at the counterpart terminal 10. The sound I/O I/F 116 controls input or output of sound signals such as voice signals with respect to the internal microphone 114 and the internal speaker 115 under control of the CPU 101. The display I/F 117 transmits image data to the display 11 under control of the CPU 101.

The display 11 may be implemented by a liquid crystal display (LCD) or an organic light emitting display, which displays various data such as an image of an object or an operation icon. As illustrated in FIGS. 2 and 3, the display 11 is connected to the display I/F 117 through a cable. The cable may be implemented by an analog RCB (VGA) signal cable, a component video cable, a high-definition multimedia interface (HDMI) signal cable, or a digital video interactive (DVI) signal cable.

The camera 112 includes a plurality of devices such as a lens system, and a solid-state image sensing device that photo-electrically converts a light to generate an image of an object. For example, the solid-state image sensing device includes a complementary metal oxide semiconductor (CMOS) or a charge coupled device (CCD).

The internal microphone 114 and the internal speaker 115 are each incorporated in the body of the terminal 10. The terminal 10 is further provided with one or more connection ports through which any external device is connected. For example, referring to FIG. 2, the terminal 10 is connected to an external microphone 114a that is connected to the sound I/O I/F 116 through the port, and to an external speaker 115a that is connected to the sound I/O I/F 116 through the port. With this external device, the user is able to collect sounds at various places using the external microphone 114a, or outputs sounds at various places using the external speaker 115a. More specifically, the user is able to freely choose a specific microphone or speaker to use depending on...
In this example, a part of the operation button 108 functions as a mute button, which causes the internal microphone 114 to be in the mute on state. The external microphone 114a is provided with a volume adjuster button 115b, which causes the external speaker 115a to change its volume. Further, in this example, the volume adjuster button 115b of the external speaker 115a may function as a mute button that causes the communication terminal 10 to be in the mute on state.

When the external speaker 115a is in use, data input through the external speaker 115a and the volume adjuster button 115b is accepted as it is valid, but data input through the internal speaker 115 and the volume adjuster button of the operation button 108 is not accepted as it is invalid.

The external microphone 114a and the external speaker 115a are connected through the ports, which are in compliance with the USB standards. The external microphone 114a and the external speaker 115a may be connected to the sound I/O I/F 116 through a wireless or wired network. In this example, the mute button of the internal microphone 114 and the volume adjuster button of the internal speaker 115, which are a part of the operation button 108, are each made invalid when the internal microphone 114 and the internal speaker 115 are made invalid. Alternatively, the mute button and the volume adjuster button of the operation button 108 may be continued to be valid even when the internal microphone 114 and the internal speaker 115 are made invalid.

The recording medium 106, which can be freely attached to or detached from the terminal 10, includes any desired type of recording medium. In alternative to the flash memory 104, any nonvolatile memory that is readable and writable under control of the CUP 101 may be used such as Electrically Erasable and Programmable ROM (EEPROM).

The terminal control program may be written onto a recording medium that is readable by a general-purpose computer such as the recording medium 106 in any format that is installable or executable by a general-purpose computer. Once the terminal control program is written onto the recording medium, the recording medium may be distributed. Further, the terminal control program may be stored in any desired memory other than the flash memory 104, such as the ROM 102.

FIG. 3 is a perspective view illustrating the outer appearance of the terminal 10 of the communication system 1. As illustrated in FIG. 3, the terminal 10 includes a body 1100, an arm 1200, and a camera housing 1300.

The body 1100 includes a back side wall 1110 having a plurality of air intake holes that are formed over the nearly entire surface of the intake surface of the back side wall 1110. The body 1100 further includes a front side wall 1120 provided with an exhaust surface 1121 having a plurality of exhaust holes over the nearly entire surface of the exhaust surface 1121. When a cooling fan that is provided within the body 1100 is driven, air flows in through the intake holes of the intake surface and out through the exhaust holes of the exhaust surface 1121. The body 1100 further includes a right side wall 1130 formed with a sound pickup hole 1131. Through the sound pickup hole 1131, the internal microphone 114 (FIG. 2) of the terminal 10 is able to catch sounds such as human voice or any sound including noise.

The right side wall 1130 is further provided with a plurality of connection ports 1132. The connection ports 1132 allow connection to an external device according to the Universal Serial Bus (USB) standards, such as the external microphone 114a and the external speaker 115a, to be connected to the sound I/O I/F 116.

The body 1100 further includes a left side wall 1140, which is provided with a connection port to connect the external display 11 to the display I/F 117.

The body 1100 has an operation panel 1150, which is provided at a front surface toward the right side wall 1130. The operation panel 1150 includes a plurality of operation buttons 108 ("the operation button 108"), the power switch 109, and a plurality of sound output holes 1151. Through the sound output holes 1151, the speaker 115 (FIG. 2) of the terminal 10 is able to output sounds such as sounds generated based on human voice. The body 1100 further includes a holder 1160, which is provided at the front surface toward the left side wall 1140. The holder 1160, which has a concave shape, accommodates therein the arm 1200 and the camera housing 1300.

The arm 1200 is fixed to the body 1100 via a torque hinge 1210. With the torque hinge 1210, the arm 1200 can be rotated in directions of up and down with respect to the body 1100, while making a tilt angle θ1 of up to 135 degrees. FIG. 3 illustrates the case where the tilt angle θ1 is 90 degrees.

The camera housing 1300 incorporates therein the camera 112 (FIG. 2) that takes an image of an object. The object may be a part of a user, document, or a room where the terminal 10 is located. The camera housing 1300 is fixed to the arm 1200 through a torque hinge 1310. With the torque hinge 1310, the camera housing 1300 can be rotated with respect to the arm 1200, in the direction of up, down, right, and left, such that the camera housing 1300 is kept at a desired position. More specifically, the camera housing 1300 can be rotated, while making a pan angle 02 from about -180 degrees to +180 degrees in the direction right and left, and a tilt angle 03
that ranges from about -45 degrees to +45 degrees in the direction of up and down. In FIG. 4, the pan angle $\theta_2$ and the tilt angle $\theta_3$ are each 0 degree.

[0111] The relay terminal 30, the management system 50, and the program providing system 90 are each implemented by a general-purpose computer such as a personal computer or a server computer. For simplicity, explanation of the outer appearance of the computer is omitted.

[0112] FIG. 4 illustrates a hardware structure of the communication management system 50 of FIG. 1. The management system 50 includes a CPU 201, a ROM 202, a RAM 203, the HD 204, a hard disk drive (HDD) 205, a medium drive 207, a display 208, a network interface (I/F) 209, a keyboard 211, a mouse 212, and a CD-ROM drive 214, which are electrically connected through a bus 210 such as an address bus or a data bus.

[0113] The CPU 201 controls entire operation of the management system 50. The ROM 202 stores a control program for execution by the CPU 201, such as the communication management program. The RAM 203 functions as a work area of the CPU 201. The HD 204 stores therein various data. The HDD 205 controls reading or writing of various data with respect to the HD 204 under control of the CPU 201. The medium drive 207 controls reading or writing of various data with respect to a removable recording medium 206 such as a flash memory. The display 208 displays various data such as a cursor, menu, window, character, or image. The network I/F 209 allows the management system 50 to transmit data through the communication network 2. The keyboard 211 includes a plurality of keys, each of which is used for inputting a user instruction through a character, a numeral, or a symbol. The mouse 212 allows the user to input a user instruction including, for example, selection or execution of a specific instruction, selection of an area to be processed, and instruction of cursor movement. The CD-ROM drive 214 controls reading or writing of various data with respect to a CD-ROM 213. In alternative to the CD-ROM 213, any removable recording medium may be used.

[0114] The communication management program may be written onto a recording medium that is readable by a general-purpose computer such as the recording medium 206 or the CD-ROM 213 in any format that is installable or executable by the general-purpose computer. Once the communication management program is written onto the recording medium, the recording medium may be distributed. Further, the communication management program may be stored in any desired memory other than the HD 204, such as the ROM 202.

[0115] The relay terminal 30 is substantially similar in hardware structure to the management system 50 of FIG. 3, except for replacement of the communication management program with a relay terminal control program that is used for controlling the relay terminal 30. The relay terminal control program may be written onto a recording medium that is readable by a general-purpose computer such as the recording medium 206 or the CD-ROM 213 in any format that is installable or executable by the general-purpose computer. Once the relay terminal control program is written onto the recording medium, the recording medium may be distributed. Further, the relay terminal control program may be stored in any desired memory other than the HD 204, such as the ROM 202.

[0116] The program providing system 90 is substantially similar in hardware structure to the management system 50 of FIG. 3, except for replacement of the communication management program with a program providing program that is used for controlling the program providing system 90. The program providing program may be written onto a recording medium that is readable by a general-purpose computer such as the recording medium 206 or the CD-ROM 213 in any format that is installable or executable by the general-purpose computer. Once the program providing program is written onto the recording medium, the recording medium may be distributed. Further, the program providing program may be stored in any desired memory other than the HD 204, such as the ROM 202.

[0117] Other examples of removable recording medium, which may be used in replace of the CD-ROM 213, include, but not limited to, compact disc recordable (CD-R), digital versatile disk (DVD), and blue ray disc.

[0118] <Functional Structure of System>

[0119] Referring now to FIG. 5, a functional structure of the communication system 1 of FIG. 1 is explained according to an example embodiment of the present invention. More specifically, FIG. 5 illustrates a functional structure of the communication terminal 10, the relay terminal 30, and the communication management system 50. As illustrated in FIG. 1, the terminal 10, the relay terminal 30, and the communication management system 50 exchange data with one another through the communication network 2. In FIG. 5, the program providing system 90 of FIG. 1 is omitted.

[0120] <Functional structure of terminal>

[0121] The terminal 10 includes a data transmit/receive 11, an operation input 12, a login request 13, an imaging unit 14a, a display control 14b, a sound input 15a, a sound output 15b, a secondary relay terminal selection unit 16, a delay detector 17a, a mute processor 18, and a memory control 19. These units shown in FIG. 5 correspond to a plurality of functions or functional modules, which are executed according to an instruction of the CPU 101 (FIG. 2) that is generated according to the terminal control program being loaded from the ROM 102 onto the RAM 103. The terminal 10 further includes a memory 1000 that may be implemented by the SSD 105 of FIG. 2.

[0122] The mute processor 18, which controls the mute function, includes a processor 18a, a determiner 18b, a state manager 18c, a memory 18d, a mode switch 18e, a registrar 18f, and a monitor 18g.

[0123] (Functional structure of terminal)

[0124] Next, a functional structure of the terminal 10 is
explained with reference to FIG. 5. The data transmit/receive 11, which may be implemented by the network I/F 111 (FIG. 2), transmits or receives various data or information to or from another terminal, device, or system, through the communication network 2.

[0125] The operations or functions of the operation input 12 of the terminal 10 of FIG. 5 are performed by the operation button 108 and the power switch 109 (FIG. 2) according to an instruction received from the CPU 101. The operation input 12 receives a user instruction input by the user through the operation button 108 or the power switch 109. For example, when the user selects "ON" using the power switch 109, the operation input 12 receives a user instruction for turning the power on, and causes the terminal 10 to turn on the power.

[0126] The operations or functions of the login request 13 are performed according to an instruction received from the CPU 101. When the power of the terminal 10 is turned on, the login request 13 automatically causes the data transmit/receive 11 to send login request information that requests the login process, and a current IP address of the terminal 10, to the management system 50 through the communication network 2.

[0127] The operations or functions of the imaging unit 14a of the terminal 10 of FIG. 5 are performed by the camera 112 and the imaging element I/F 113 according to an instruction received from the CPU 101. The imaging unit 14a takes an image of an object to output image data of the object. The display control 14b may be implemented by the display I/F 117 (FIG. 2), and sends various data to the display 11 for display.

[0128] The operations or functions of the sound input 15a of the terminal 10 of FIG. 5 are performed by the sound I/O I/F 116 according to an instruction received from the CPU 101, in cooperation with any one of the internal microphone 114, a part of the operation button 108 functioning as the mute button of the internal microphone 114, the external microphone 114a, and the mute button 114b. After the internal microphone 114 or the external microphone 114a converts voice of the user at the terminal 10 to a voice signal, the sound input 15a inputs the voice signal in the form of voice data for further processing.

[0129] The operations or functions of the sound output 15b of the terminal 10 of FIG. 5 are performed by the sound I/O I/F 116 according to an instruction received from the CPU 101, in cooperation with any one of the internal speaker 115, the external speaker 115a, a part of the operation button 108 functioning as the volume adjuster button of the internal speaker 115, and the voice input 15a. The sound output 15b outputs a voice signal of voice data that is received from the counterpart terminal 10 through the speaker 115 or the external speaker 115a.

[0130] The secondary relay terminal selection unit 16 selects one of the relay terminals 30 that is suitable for communication to start videoconference. More specifically, according to an instruction received from the CPU 101 (FIG. 2), the secondary relay terminal selection unit 16 performs selection of the relay terminal 30 using a counter 16a, a calculator 16b, and a secondary selector 16c. The counter 16a obtains date and time information indicating the date and time at which the data transmit/receive 11 of the terminal 10 receives preparatory transmit information when the preparatory transmit information is transmitted from another terminal 10. The calculator 16b calculates a time period T between the time when the preparatory information is transmitted by another terminal 10 and the time when the preparatory information is received at the terminal 10, based on the difference between the time and date information obtained by the counter 16a and time and date information included in the preparatory transmit information. The secondary selector 16c selects one of the relay terminals 30 having the minimum value of the time period T calculated by the calculator 16b.

[0131] The delay detector 17 detects a delay time indicating a time period in which contents data such as image data or voice data sent through the relay terminal 30 from another terminal 10 is delayed, according to an instruction received from the CPU 101 (FIG. 2).

[0132] The memory control 19 is implemented by the SSD 105 (FIG. 2) according to an instruction received from the CPU 101. The memory control 19 stores various data in the memory 1000, and read out various data from the memory 1000. The memory 1000 stores various data such as terminal identification (ID) information for identifying the terminal 10, a password for authenticating a user at the terminal 10, image data, and voice data. The memory 1000 overwrites its memory space to store image data and/or voice data every time the terminal 10 communicates with another terminal 10. Before overwriting image data with new image data, the memory control 19 reads out the image data for display on the display 11, and the voice data for output through the internal speaker 115 or the external speaker 115a.

[0133] In this example, any one of the terminal ID of the terminal 10 and the relay terminal ID of the relay terminal 30 includes any type of identification information that can be expressed by any language, character, symbol, mark, or any combination of language, character, symbol, and mark.

[0134] The mute processor 18 controls mute processing of the terminal 10, for example, by activating or inactivating the mute function of the terminal 10 through the sound input 15a according to a user instruction. In this example, the mute processor 18 may be realized by the CPU 201, which operates in cooperation with the sound I/O I/F 116 functioning as the sound input 15a and/or the sound output 15b. Further, as described below, the mute processor 18 determines that the mute function of the terminal 10 is activated when a sound input device, such as the external microphone 114a, connected to the sound I/O I/F 116 activates its mute function such that the sound signal is not input to the sound I/O I/F 116 or the volume level of the sound signal is minimized. The mute proces-
The processor 18a controls entire mute described in this specification.

The processor 18a controls entire mute processing. The processor 18a obtains information indicating whether the mute function of the terminal 10 is activated, and causes the state manager 18c to generate and send notification indicating the mute state of the terminal 10. For example, the processor 18a obtains information indicating whether the mute function of the external microphone 114a is turned on, and information regarding the counterpart terminal 10B to which information regarding the mute state of the external microphone 114a at the request terminal 10A is to be transmitted. Based on the obtained information, the processor 18a sends an instruction to the state manager 18c to cause the state manager 18c to generate and send notification regarding the mute state of the external microphone 114a to the counterpart terminal 10B. The processor 18a further controls operation of registering a new external microphone 114a, which has not been registered to the terminal 10.

The determination 18b determines a type of the external microphone 114a, for example, based on information obtainable from the external microphone 114a. Examples of the microphone type include, but are not limited to, a microphone name, a model name, a model number, and a manufacturing name of the external microphone 114a. The determination 18b determines the mute state of the external microphone 114a, which indicates whether the external microphone 114a is in mute state, the mute off state, or the mute none state, for example, by referring to information stored in the memory 18d.

The state manager 18c obtains information indicating the mute state of the terminal 10, generates notification indicating the mute state of the terminal 10, and sends notification to another terminal 10 to notify whether the terminal 10 is in the mute state.

The memory 18d stores various information such as registration information indicating the type of the external microphone 114a that is previously registered to the terminal 10, settings of the mute state of the external microphone 114a, or the mute state data indicating whether the external microphone 114a is in the mute state.

The mode switch 18e allows the user to change the operation mode of the terminal 10 between a conference mode in which videoconference is performed and a microphone registration mode in which registration of a new microphone 114a is performed. In the conference mode, the mute state data regarding the mute state of the microphone 114a is notified.

When registering a new microphone 114a to the terminal 10, the registrar 18f measures characteristics of the microphone 114a to be registered, and registers the microphone 114a to the terminal 10.

The monitor 18g monitors the volume level of the sound signal output from the sound output 15b, and sends information indicating that the volume is changed to the state manager 18c when any change in volume is detected. For example, the monitor 18g monitors whether the volume of sound output from the sound output 15b is set to minimum. When it is determined that the volume level of the sound signal output from the sound output 15b is set to minimum, the monitor 18g causes the sound input 15a to turn on the mute function.

Referring to FIG. 6, operation and function of the sound input 15a and the sound output 15b of FIG. 5 are explained according to an example embodiment of the present invention.

Fig. 6A illustrates a circuit structure of the sound input 15a to which the external microphone 114a is connected. The sound input 15a includes an acoustic echo canceller circuit 15a1, a noise reduction circuit 15a2, an echo suppressor circuit 15a3, an automatic gain control circuit 15a4, and a mute switch 15a5. The sound input 15a is input with a sound signal received through the external microphone 114a.

The acoustic echo canceller 15a1 removes echo signals from the input signal. When the sound collected by the microphone at the request terminal 10 is output through a speaker at the counterpart terminal 10, the microphone at the counterpart terminal 10 picks up this sound and sends it back to the request terminal 10 for output through the speaker at the request terminal 10, thus causing echo. The acoustic echo canceller 15a1 is in compliance with the ITU-T (International Telecommunication Union Telecommunication standardization sector) Recommendation G.16.

The noise reduction 15a2 detects noise signals, which may be generated by any peripheral devices of the terminal 10 such as computers, projectors, or air conditioners, and reduces the detected noise signals, for example, using a spectral subtraction method.

The echo suppressor 15a3 is provided downstream of the acoustic echo canceller 15a1 to remove echo signals, which may be still present after being processed by the acoustic echo canceller 15a1. For example, echo signals may be present when the acoustic echo canceller 15a1 does not efficiently work due to nonlinearity of echo signals, noises, two-way communication such as double talk, etc. The echo suppressor 15a3 is made in compliance with the ITU-T Recommendation G.165.

The automatic gain control 15a4 keeps the output signal level constant regardless of whether the input signal level is high or low. For example, when the input signal is low, the sensitivity is made high so as to keep the output signal level constant. When the input signal is high, the sensitivity is made low so as to keep the output signal level constant.

The mute switch 15a5 detects the on or off of the mute button 114b of the external microphone 114a,
which is pressed by the user of the external microphone 114a. According to the detection of the on or off of the mute button 114b, the mute switch 15a5 controls passing of the signal input from the circuits located upstream of the mute switch 15a5, such as the echo suppressor 15a3 and the automatic gain control 15a4. In alternative or in addition to turning on or off the mute function based on detection of the on or off of the mute button 114b of the external microphone 114a, the mute switch 15a5 may turn on or off the mute function based on instructions received from the monitor 18g.

[0149] FIG. 6B illustrates a circuit structure of the sound output 15b to which the external speaker 115a is connected. The sound output 15b includes a line echo canceller circuit 15b1, a noise reduction circuit 15b2, an echo suppressor circuit 15b3, an automatic gain control circuit 15b4, and a volume adjuster control circuit 15b5.

[0150] The sound output 15b outputs a sound signal, which is processed by the line echo canceller 15b1, the noise reduction 15b2, the echo suppressor 15b3, the automatic gain control 15b4, and the volume adjuster control 15b5, to the external speaker 115a. Based on the received signal, the external speaker 115a outputs sounds.

[0151] The line echo canceller 15b1 removes the line echo, which may be caused in the Internet Protocol or telephone line, to keep the quality of communication sufficient for double talk. The line echo canceller 15b1 is made in compliance with the ITU-T Recommendation G.168.

[0152] The noise reduction 15b2, the echo suppressor 15b3, the automatic gain control 15b4 of the sound output 15b are substantially similar in function and structure to the noise reduction 15a2, the echo suppressor 15a3, and the automatic gain control 15a4 of the sound input 15a.

[0153] The volume adjuster control 15b5 changes the volume level of the sound signal processed by the automatic gain control 15b4, according to an instruction for adjusting the volume that is input through the volume adjuster button 115b of the external speaker 115a. As described above, the monitor 18g of the mute processor 18 monitors the change in volume of the sound signal, for example, by monitoring the sounds output from the speaker 115a or by monitoring the signal processed by the volume adjuster control 15b5.

[0154] In this example illustrated in FIGS. 6A and 6B, the sound input 15a and the sound output 15b each have circuit structures that are separate from each other. Alternatively, any desired portion of the circuits of the sound input 15a and the sound output 15b may be commonly shared, thus reducing the overall circuit size. For example, any one of the automatic gain control, the echo suppressor, and the noise reduction may be made in common.

[0155] Alternatively, any one of the above-described circuits illustrated in FIGS. 6A and 6B may be implemented by software, such as the audio mixer API.

[0156] (Functional structure of relay terminal)
performed by the units shown in FIG. 5, are performed in relation to one or more hardware devices of the relay terminal 30 that are shown in FIG. 4.

**[0164]** The data transmit/receive 31 of FIG. 5 is implemented by the network I/F 209 of FIG. 4 according to an instruction received from the CPU 201. The data transmit/receive 31 transmits or receives various data or information to or from another terminal, device, or system through the communication network 2.

**[0165]** The state detector 32, which is implemented by the CPU 201 of FIG. 4, detects an operation state of the relay terminal 30. For example, the operation state includes the on-line state ("ON LINE"), the off-line state ("OFF LINE"), the communicating state, the holding state, and the error state. The on-line state is a state in which the relay terminal 30 is turned on and available for data transmission/reception. The off-line state is a state in which the relay terminal 30 is not available for data transmission/reception, for example, as the power is not turned on. The communicating state is a state in which the relay terminal 30 is on-line, but is communicating with another terminal. The holding state is a state in which the relay terminal 30 is on-line, but is not available at least for temporarily. The error state is a state in which the relay terminal 30 is not available due to an error.

**[0166]** The data quality checker 33, which is implemented by the CPU 201 of FIG. 4, checks the data quality information that is received from the relay terminal 30 and stores a plurality of terminal IDs respectively assigned to the terminals 10 that are managed by the communication management apparatus 50. These terminal IDs are stored in the terminal authentication management database (DB) 5002, which includes a terminal authentication management table of FIG. 9. The relay terminal management table indicates that the relay terminal 30, and the maximum data transmission speed of the relay terminal 30 in Mbps. For example, for the relay terminal 30a having the relay terminal ID "111a", the relay terminal management table indicates that the operation state is "ON LINE", the received date and time at which the management system 50 receives the state information is "13:00PM of 11/10/2009", the IP address of the relay terminal 30a is "1.2.1.2", and the maximum data transmission speed of the relay terminal 30a is 100 Mbps.

**[0167]** The data quality manager 34, which may be implemented by the CPU 201 of FIG. 4, changes the contents of the data quality management DB 3001 based on the quality information that is received from the management system 50. For example, assuming that the request terminal 10aa having the terminal ID "01aa" communicates with the counterpart terminal 10db having the terminal ID "01db" to transmit or receive high quality image data during videoconference, transmission of image data may delay for various reasons. For example, if a request terminal 10bb and a counterpart terminal 10ca start videoconference over the communication network 2, transmission of image data from the request terminal 10aa to the counterpart terminal 10db tends to slow down due to the increase in traffic. In such case, the relay terminal 30 changes the quality of image data to be transmitted from high image quality to lower image quality. More specifically, the contents in the data quality management DB 3001 is changed from high-level image quality to medium-level image quality, based on the quality information indicating the use of medium-level image quality.

**[0168]** The data quality changer 35, which may be implemented by the CPU 201 of FIG. 4, changes the quality of image data received from the request terminal 10 to the quality of image data according to the contents of the data quality management DB 3001. The memory control 39 is implemented by the HDD 205 of FIG. 4 according to an instruction received from the CPU 201. The memory control 39 stores various data in the memory 3000, or reads out various data from the memory 3000.

**[0169]** Functional structure of communication management apparatus

**[0170]** Next, a functional structure of the communication management system 50 is explained according to an example embodiment of the present invention. In this example, the operations or functions that are performed by the communication management system 50, which include the operations or functions performed by the units shown in FIG. 5, are performed in relation to one or more hardware devices of the communication management system 50 that are shown in FIG. 4. Referring to FIG. 5, the communication management system 50 includes a data transmit/receive 51, a terminal authenticator 52, a state manager 53, a terminal extractor 54, a terminal state obtainer 55, a primary relay terminal selection unit 56, a session manager 57, a quality determiner 58, a memory control 59, a delay time manager 60, and a message processor 61. Upon execution, the CPU 201 (FIG. 4) loads the communication management program from the HD 204 onto the RAM 203 to cause the units shown in FIG. 5 to perform operations or functions as illustrated in FIG. 5. The communication management system 50 further includes a memory 5000, which may be implemented by the HD 204 of FIG. 4.

**[0171]** Relay terminal management table

**[0172]** The memory 5000 includes a relay terminal management database (DB) 5001, which stores therein a relay terminal management table of FIG. 9. The relay terminal management table of FIG. 9 stores, for each relay terminal ID of the terminal 30, the operation state of the relay terminal 30, the received date and time at which the management system 50 receives the state information indicating the operation state of the relay terminal 30 from the relay terminal 30, the IP address of the relay terminal 30, and the maximum data transmission speed of the relay terminal 30 in Mbps. For example, for the relay terminal 30a having the relay terminal ID "111a", the relay terminal management table indicates that the operation state is "ON LINE", the received date and time at which the management system 50 receives the state information is "13:00PM of 11/10/2009", the IP address of the relay terminal 30a is "1.2.1.2", and the maximum data transmission speed of the relay terminal 30a is 100 Mbps.

**[0173]** Terminal authentication management table

**[0174]** The memory 5000 further includes a terminal authentication management database (DB) 5002, which stores a terminal authentication management table of FIG. 10. The terminal authentication management table of FIG. 10 stores a plurality of terminal IDs respectively assigned to the terminals 10 that are managed by the
management system 50, in association with a plurality of passwords that are previously determined for the respective terminals 10. For example, referring to the terminal authentication management table of FIG. 10, the terminal 10aa having the terminal ID "01aa" is assigned with the password "aaaa".

[0175] (Terminal management table)

[0176] The memory 5000 further includes a terminal management database (DB) 5003, which stores a terminal management table of FIG. 11. The terminal management table of FIG. 11 stores, for each one of the terminal IDs assigned to the terminals 10, the operation state of the terminal 10, the received date and time at which the management system 50 receives the login request information from the terminal 10, and the IP address of the terminal 10. For example, for the terminal 10aa having the terminal ID "01aa", the terminal management table of FIG. 11 indicates that the operation state of the terminal 10aa is on-line ("ON LINE"), the received date and time is "13:40PM, 11/10/2009", and the IP address of the terminal 10aa is "1.2.1.3". The terminal management database (DB) 5003 may store information regarding the mute state of one or more terminals 10 managed by the communication system 50, for example, in the form of table illustrated in FIG. 27.

[0177] (Candidate list management table)

[0178] The memory 5000 further includes a candidate list management database (DB) 5004, which stores a candidate list management table of FIG. 12. The candidate list management table of FIG. 12 stores, for each one of a plurality of request terminals 10A capable of requesting for videoconference communication, the terminal ID of the request terminal 10A, and one or more terminal IDs that are respectively assigned to candidate terminals 10 that are previously registered for the request terminal 10A. In this example, for the request terminal 10A, one or more terminals 10 of the communication system 1 for the purpose of selecting the relay terminal 30 that is most suitable for communication between at least two terminals 10. More specifically, for each session ID that uniquely identifies each session, the session management table of FIG. 13 stores a relay terminal ID of the relay terminal 30 to be used for transmitting or receiving contents data such as image data and voice data, a terminal ID of the request terminal 10A, a terminal ID of the counterpart terminal 10B, a delay time ms indicating a time period required for receiving contents data at the counterpart terminal 10B, the date and time information indicating the time at which the management system 50 receives delay information from the counterpart terminal 10B. For example, referring to the session management table of FIG. 13, for the session having the session ID "se1", the relay terminal 30a having the relay terminal ID "111a" is selected to relay contents data between the request terminal 10aa having the terminal ID "01aa" and the counterpart terminal 10db having the terminal ID "01db". Further, the management system 50 receives the delay information from the counterpart terminal 10db at 14:00PM, 11/10/2009. Based on this date and time information, the delay time ms of 200 milliseconds (ms) is obtained. In case of having videoconference between only two terminals 10, the delay time may be determined based on the time when the management system 50 receives the delay information transmitted from the request terminal 10A rather than based on the time when the management system 50 receives the delay information transmitted from the counterpart terminal 10B. In case of having videoconference with more than two terminals 10, the delay information transmitted from the counterpart terminal 10B that receives the contents data is used to manage the date and time at which the delay information is received.

[0181] (Address priority management table)

[0182] The memory 5000 further includes a priority management database (DB) 5006, which stores an address priority management table of FIG. 14. The address priority management table of FIG. 14 defines a number of address priority points to be assigned to an arbitrary set of terminal 10 and relay terminal 30 based on the degree of similarity between the IP address of the terminal 10 and the IP address of the relay terminal 30. Assuming that the IP address of the terminal 10 and the IP address of the relay terminal 30 are each expressed in the form of four digital numbers as described above referring to FIG. 1, as the degree of similarity between the terminal IP address and the relay terminal IP address increases, a larger number of address priority points is assigned. In FIG. 14, the "S" indicates that one digit of the IP address, which may be referred to as the dot address, is the same for both of the terminal 10 and the relay terminal 30. The "D" indicates that one digit of the
IP address, or the dot address, is different between the terminal 10 and the relay terminal 30. More specifically, in this example, when the first to third digits or dot addresses are the same between the terminal 10 and the relay terminal 30, the address priority point is 5. When the first and second digits or dot addresses are the same between the terminal 10 and the relay terminal 30, the address priority point is 3. In such case, the fourth digit or dot address does not affect the address priority point. When the first digit or dot address is different between the terminal 10 and the relay terminal 30, the address priority point is 1. In such case, the second to fourth digits or dot addresses do not affect the address priority point. When the first digit or dot address is different between the terminal 10 and the relay terminal 30, the address priority point is 0. In such case, the second to fourth digits or dot addresses do not affect the address priority point. When the first digit or dot address is the same between the terminal 10 and the relay terminal 30, the address priority point is 3. In such case, the fourth digit or dot address does not affect the address priority point. When the first digit or dot address is the same between the terminal 10 and the relay terminal 30, the address priority point is 5. When the maximum data transmission speed at the relay terminal 30 is equal to or greater than 10Mbps, the transmission speed priority point of 3 is assigned. When the maximum data transmission speed at the relay terminal 30 is equal to or greater than 10Mbytes but less than 100Mbytes, the transmission speed priority point of 1 is assigned. When the maximum data transmission speed at the relay terminal 30 is less than 10Mbytes, the transmission speed priority point of 0 is assigned.

The memory 5000 further includes a quality management database (DB) 5007, which stores a quality management table of FIG. 16. The quality management table of FIG. 16 stores the delay time ms of image data in association with the quality of image data. More specifically, the quality management table of FIG. 16 indicates that the quality of image data to be processed by the relay terminal 30 is lowered, as the delay time ms of the image data at the request terminal 10A or the counterpart terminal 10B increases. For example, when the delay time ms is equal to or greater than 0 milliseconds (ms), but less than 100 ms, the image data quality is high. When the delay time ms is equal to or greater than 100 ms but less than 300 ms, the image data quality is medium. When the delay time ms is equal to or greater than 300 but less than 500 ms, the image data quality is low. When the delay time ms is equal to or greater than 500 ms, the management system 50 interrupts operation of transmitting data.
The primary relay terminal selection unit 56, which operates according to an instruction received from the CPU 201 (FIG. 4), limits a number of relay terminals 30 each of which is a candidate relay terminal 30 that may be used for relaying contents data between at least two terminals 10. Based on the result obtained by the primary relay terminal selection unit 56, the secondary relay terminal selection unit 16 of the terminal 10 selects one terminal 30 that is most suitable for communication between at least two terminals 10. As illustrated in FIG. 5, the primary relay terminal selection unit 56 includes a session ID generator 56a, a terminal IP address extractor 56b, a primary selector 56c, and a priority determiner 56d.

The session ID generator 56a of the primary relay terminal selection unit 56 generates a session ID for identifying a session that is used for selecting the relay terminal 30. The terminal IP address extractor 56b extracts the terminal ID of the request terminal 10A and the terminal ID of the counterpart terminal 10B respectively from the session request information received from the request terminal 10A, and searches the terminal management DB 5003 (FIG. 11) to obtain the IP address of the request terminal 10A and the IP address of the counterpart terminal 10B. The primary selector 56c selects one or more relay terminals 30 having the online state from the relay terminal management DB 5001 (FIG. 9) to obtain the relay terminal ID of the selected relay terminal 30. In this example, it is assumed that more than two relay terminals 30 are selected as having the on-line state.

Further, the primary selector 56c obtains the IP address of each of the selected relay terminals 30. Once the IP address of the relay terminal 30 is obtained for each relay terminal 30, the primary selector 56c compares the IP address of the relay terminal 30 with at least one of the IP address of the request terminal 10A and the IP address of the counterpart terminal 10B that are respectively obtained by the terminal IP address extractor 56b to analyze the degree of similarity between the IP address of the terminal 10 and the IP address of the relay terminal 30. More specifically, the primary selector 56c compares between the IP address of the terminal 10 and the IP address of the relay terminal 30, digit by digit, or dot address by dot address, to determine the degree of similarity. Using the address priority management table of FIG. 14, the primary selector 56c obtains the address priority point for each of the relay terminals 30. Assuming that the primary selector 56c compares the IP address of the terminal 10 with the IP address of the relay terminal 30, respectively for the request terminal 10A and the counterpart terminal 10B, the primary selector 56c obtains two address priority points for each one of the relay terminals 30. In such case, the primary selector 56c selects the highest one of the address priority points as the address priority point for the relay terminal 30.

Additionally, for each of the selected relay terminals 30 having the on-line state, the primary selector 56c obtains the maximum data transmission speed of the relay terminal 30 from the relay terminal management table of FIG. 9. Using the transmission speed priority management table of FIG. 15, the primary selector 56c obtains the transmission speed priority point that corresponds to the maximum data transmission speed of the selected relay terminal 30, for each of the selected relay terminals 30.

For each of the relay terminals 30, the primary selector 56c obtains a total priority point by adding the address priority point and the transmission speed priority point together. In this example, the primary selector 56c selects two relay terminals 30 including the relay terminal 30 having the highest total priority point and the relay terminal 30 having the second highest total priority point.

In this example, a number of relay terminals 30 that is finally selected by the primary selector 56c is not limited to two such that more than two relay terminals 30 may be finally selected for further processing as long as a number of relay terminals 30 is sufficiently reduced.

The priority determiner 56d refers to the priority management DB 5006 (FIG. 14) to determine the address priority point for each one of the relay terminals 30 that is selected by the primary selector 56c. The priority determiner 56d obtains the maximum data transmission speed of the relay terminal 30 from the relay terminal management DB 5001 (FIG. 9), and refers to the priority management DB 5006 (FIG. 15) to obtain the transmission speed priority point of the relay terminal 30 that is selected by the primary selector 56c.

Referring back to FIG. 4, the session manager 57, which operates according to an instruction received from the CPU 201, stores the session ID generated by the session ID generator 56a, the terminal ID of the request terminal 10A, and the terminal ID of the counterpart terminal 10B, in a corresponding manner, in the session management DB 5005 (FIG. 13) of the memory 5000. The session manager 57 further stores the relay terminal ID of the relay terminal 30 that is finally selected by the secondary selector 16c of the terminal 10 for each session ID, in the session management DB 5005 (FIG. 13).

The quality determiner 58, which operates according to an instruction received from the CPU 201 (FIG. 4), searches the quality management DB 5007 (FIG. 16) using the delay time ms obtained for the selected relay terminal 30 to obtain the image data quality that is desirable for communication using the relay terminal 30.

The memory control 59, which operates according to an instruction received from the CPU 201 (FIG. 4) in relation with the HDD 205 (FIG. 4), stores various data in the memory 5000 or read out various data from the memory 5000.

The delay time manager 60 searches the terminal management DB 5003 (FIG. 11) using the IP address of the counterpart terminal 10B to obtain the terminal ID of the counterpart terminal 10B. The delay time manager 60 further manages the session management.
table of FIG. 13 stored in the session management DB 5005 so as to keep updated the value stored in the "delay time" field for the obtained terminal ID of the counterpart terminal 10B.

[0204] The message processor 61 analyzes contents of a message, when the data transmit/receive 51 receives the message from the terminal 10 addressed to another terminal 10, and transmits the message to the destination terminal 10.

[0205] <Operations of communication system>

[0206] Referring now to FIGS. 17 to 24, operation performed by the communication system 1 is explained according to an example embodiment of the present invention. FIG. 17 is a data sequence diagram illustrating operation of managing state information indicating the operation state of the relay terminal 30, which is sent from the relay system 50 to the management system 50, according to an example embodiment of the present invention. FIG. 18 is a data sequence diagram illustrating operation of preparing for communication to be established between or among two or more of terminals 10. FIG. 19 is a data sequence diagram illustrating operation of selecting the relay terminal 30. FIG. 20 is a flowchart illustrating operation of selecting the relay terminal 30. FIG. 21 is a table for explaining operation of calculating a total priority point to be used for operation of selecting the relay terminal 30. FIGS. 22A and 22B are a data sequence diagram illustrating operation of selecting the relay terminal 30. FIG. 23 is a flowchart illustrating operation of selecting the relay terminal 30, performed by the terminal 10. FIG. 24 is a data sequence diagram illustrating operation of transmitting or receiving contents data such as image data and/or voice data to or from one terminal to another terminal.

[0207] Referring now to FIG. 17, operation of managing state information of the relay terminal 30, which is sent from each relay terminal 30 to the management system 50, performed by the communication system 1 is explained according to an example embodiment of the present invention. In this example, it is assumed that the relay terminals 30a, 30b, 30c, and 30d, which may be each or collectively referred to as the relay terminal 30, exist in the communication system 1.

[0208] At S1-1, S1-2 S1-3, and S1-4, the relay terminals 30a, 30b, 30c, and 30d each periodically monitors the operation state of the relay terminal 30. This monitoring is performed by the state detector 32 (FIG. 5) of the relay terminal 30.

[0209] At S2-1, S2-2, S2-3, and S2-4, the data transmit/receive 31 of the relay terminal 30 periodically transmits state information of the relay terminal 30 to the management system 50 through the communication network 2. With the state information of the relay terminal 30 that is periodically received, the management system 50 is able to manage the operation state of the relay terminal 30 in realtime. The state information of the relay terminal 30 includes an operation state of the relay terminal 30 that is detected by the state detector 32 of the relay terminal 30, which is sent together with a relay terminal ID that uniquely identifies each relay terminal 30. For the descriptive purposes, in this example, it is assumed that the relay terminals 30a, 30b, and 30d each have the online state, and the relay terminal 30c has the off-line state due to the failure in relay control program of the relay terminal 30c.

[0210] At S3-1, S3-2, S3-3, and S3-4, the management system 50 receives the state information from the relay terminal 30 at the data transmit/receive 51, and stores the received state information of the relay terminal 30 in the memory 5000 through the memory control 59. More specifically, the memory control 59 stores the state information of each relay terminal 30 in association with the relay terminal ID of the corresponding relay terminal 30 in the relay terminal management DB 5001 (FIG. 9).

[0211] For example, referring to FIG. 9, the management system 50 stores the state information of the relay terminal 30 indicating whether the relay terminal 30 is on-line, off-line, or in trouble, etc., in association with the relay terminal ID of the relay terminal 30. Additionally, the management system 50 stores the date and time information indicating the time when the management system 50 receives the state information of the relay terminal 30 in association with the relay terminal ID of the relay terminal 30. When the management system 50 does not receive any state information from the relay terminal 30, the relay terminal management table of FIG. 9 has an empty value for the "operation state" field and the "date and time" field for the subject relay terminal 30. Alternatively, the value of the "operation state" field and the value of the "date and time" field may reflect the state information that is previously sent by the subject relay terminal 30 to the management system 50 such that the relay terminal management table of FIG. 9 retains such value.

[0212] Referring now to FIG. 18, operation of transmitting and receiving various management data before starting videoconference by the request terminal 10aa is explained, according to an example embodiment of the present invention.

[0213] At S21, the user at the request terminal 10aa turns on the power of the request terminal 10aa through the power switch 109 (FIG. 2). The operation input 12 of the request terminal 10aa (FIG. 5) turns on the power of the request terminal 10aa.

[0214] At S22, as the power of the request terminal 10aa is turned on, the login request 13 of the request terminal 10aa automatically causes the data transmit/receive 11 to send the login request information that requests the login process to the management system 50 through the communication network 2. The login request information includes a terminal ID that identifies the request terminal 10aa, and a password assigned to the request terminal 10aa. The terminal ID and the password may be obtained by the memory control 19 from the memory 1000, and sent to the data transmit/receive 11. At the time of sending the login request information from the
request terminal 10aa to the management system 50, the request terminal 10aa sends an IP address of the request terminal 10aa such that the management system 50 knows the IP address of the request terminal 10aa.

At S23, the terminal authenticator 52 of the management system 50 searches the terminal authentication management DB 5002 (FIG. 10) stored in the memory 5000 using the terminal ID and the password of the login request information received through the data transmit/receive 51. When it is determined that the terminal ID and the password of the login request information is stored in the terminal authentication management DB 5002, the terminal authenticator 52 determines that the terminal 10aa is authenticated.

At S24, when the terminal authenticator 52 authenticates that the login request information is received from the authenticated terminal 10aa, the state manager 53 of the management system 50 searches the operation state, the date and time at which the login request information is received, and the IP address of the terminal 10aa, with respect to the terminal ID in the terminal management DB 5003 (FIG. 11) to create a record of the terminal 10aa. Using the terminal management table of FIG. 11, which stores the operations state of online, the date and time of "13:40, 11/10/2009", and the terminal IP address of "1.2.1.3" in association with the terminal ID "01aa", various information regarding the terminal 10aa can be managed.

At S25, the data transmit/receive 51 of the management system 50 sends the authentication result obtained by the terminal authenticator 52 to the request terminal 10aa that has sent the login request information through the communication network 2. As described above, in this example, it is assumed that the terminal authenticator 52 determines that the terminal 10aa is an authenticated terminal.

At S26, the terminal extractor 54 of the management system 50 searches the candidate list management table of FIG. 12 using the terminal ID "01aa" of the request terminal 10aa that has sent the login request information to extract a terminal ID of a candidate terminal 10 that is previously registered for the request terminal 10aa. For example, referring to FIG. 12, the terminal extractor 54 extracts terminal IDs including "01ab", "01ba", and "01db" of the candidate terminals 10ab, 10ba, and 10db for the request terminal 10aa having the terminal ID of "01aa".

At S27, the terminal state obtainer 55 searches the terminal management table of FIG. 11 using the terminal IDs of the candidate terminals 10 that are extracted by the terminal extractor 504, such as the terminal IDs "01ab", "01ba", and "01db", as a search key to obtain the operation states of the candidate terminals 10. Referring to FIG. 11, the operation states including "OFFLINE", "ONLINE", and "ONLINE" are obtained, respectively, for the candidate terminals 10ab, 10ba, and 10db.

At S28, the data transmit/receive 51 sends the candidate list information including the terminal ID used as a search key at S27, and the operation state of each candidate terminal 10, to the request terminal 10aa through the communication network 2. With this candidate list information, the request terminal 10aa is able to know the current operation state of each of the candidate terminals 10ab, 10ba, and 10db that are registered for the request terminal 10aa.

At S29, the terminal extractor 54 of the management system 50 searches the candidate list management table of FIG. 12 using the terminal ID "01aa" of the request terminal 10aa that has sent the login request information as a search key to extract a terminal ID of a terminal 10 that registers the request terminal 10aa as a candidate terminal. Referring to FIG. 12, the terminal IDs including "01ab", "01ba", and "01db" of the terminals 10ab, 10ba, and 10db are extracted as the terminal 10 having the request terminal 10aa as a candidate terminal.

At S30, the terminal state obtainer 55 searches the terminal management table of FIG. 11, stored in the terminal management DB 5003, using the terminal ID "01aa" of the request terminal 10aa that has sent the login request information to obtain the operation state of the request terminal 10aa.

At S31-1 and S31-2, the data transmit/receive 51 sends the terminal state information including the terminal ID "01aa" and the operation state "ONLINE" of the request terminal 10aa, which are obtained at S30, respectively, to the terminals 10ba and 10db. At this step, the data transmit/receive 51 sends the terminal state information to the terminal 10 having the operation state of "ONLINE". When transmitting the terminal state information to the terminals 10ba and 10db, the data transmit/receive 51 refers to the terminal management table of FIG. 11 to obtain an IP address of each of the terminals 10ba and 10db using the terminal ID "01ba" and "01db". With the IP address, the data transmit/receive 51 is able to communicate with the terminals 10ba and 10db to notify the terminal ID "01aa" of the request terminal 10aa and the operation state of the request terminal 10aa.

The above-described operation of S22 to S31-1 and S31-2 is performed by any desired terminal 10 as the power of the terminal 10 is turned on through the power switch 109 (FIG. 2).

Referring now to FIG. 19, operation of limiting a number of candidate relay terminals 30 is explained according to an example embodiment of the present invention.

When the terminal state information is received from the management system 50, the operation input 12 (FIG. 5) of the request terminal 10aa generates a candidate list based on the terminal state information such as the operation state of each of the candidate terminals 10 for display through the display 11. In this example, the request terminal 10aa is able to start videoconference with at least one of the terminals 10ba and 10db each having the on-line state and is available. For the descriptive purposes, it is assumed that the user at the request terminal 10aa starts videoconference with the terminal...
At S41, the user at the request terminal 10aa
operates the operation button 108 to select the terminal 10db as a counterpart terminal. Upon selection, the operation input 12 (FIG. 5) of the request terminal 10aa receives a user instruction for starting communication with the counterpart terminal 10db.

At S42, the data transmit/receive 11 of the request terminal 10aa sends the communication start request information that requests the management system 50 to start communication with the counterpart terminal 10db. The communication start request information at least includes identification information such as the terminal ID "01aa" of the request terminal 10aa and the terminal ID "01db" of the counterpart terminal 10db, with a message requesting to start videoconference.

At the time of receiving the communication start request information, the data transmit/receive 51 of the management system 50 obtains the IP address "1.2.1.3" of the request terminal 10aa.

At S43, the state manager S3 looks for records in the terminal management table of FIG. 11 stored in the terminal management DB 5003 based on the terminal ID "01aa" of the request terminal 10aa and the terminal ID "01db" of the counterpart terminal 10db, which are included in the communication start request information. The state manager 53 changes each of the operation states of the request terminal 10aa and the counterpart terminal 10db in the records, from the online state to the communicating state.

At S44, the management system 50 prepares for a session that is performed for selecting the relay terminal 30 for communication between the request terminal 10aa and the counterpart terminal 10db. More specifically, at S44, the session ID generator 56a (FIG. 5) of the management system 50 generates a session ID for a session that is to be performed for selection of the relay terminal 30 that relays data between the request terminal 10aa and the counterpart terminal 10db.

At S45, the session manager 57 stores the session ID "ses1" generated at S44, the terminal ID "01aa" of the request terminal 10aa, and the terminal ID "01db" of the counterpart terminal 10db, in the session management DB 5005 (FIG. 13) stored in the memory 5000.

At S46, the primary relay terminal selection unit S6 of the management system 50 limits a number of candidate relay terminals 30 from which one relay terminal 30 to be used for communication between the request terminal 10aa and the counterpart terminal 10db is selected, using the relay terminal management DB 5001, the terminal management DB 5003, and the priority management DB 5006.

Referring now to FIG. 20, operation performed at S46 of FIG. 19 is explained in detail.

At S46-1, the terminal IP address extractor 56b of the management system 50 searches the terminal management DB 5003 (FIG. 11) using the terminal ID "01aa" of the request terminal 10aa and the terminal ID "01db" of the counterpart terminal 10db included in the communication start request information sent from the request terminal 10aa as a key to obtain the IP addresses of the terminals 10aa and 10db, i.e., the IP address "1.2.1.3" and the IP address "1.3.2.4".

At S46-2, the primary selector 56c refers to the relay terminal management DB 5001 (FIG. 9) to select one or more relay terminals 30 having the on-line operation state, and obtains the relay terminal ID of the selected relay terminal 30. More specifically, in this example, the primary selector 56c obtains the relay terminal IDs 111a, 111b, and 111d of the relay terminals 30a, 30b, and 30d.

At S46-3, the primary selector 56c searches the relay terminal management DB 5001 (FIG. 9) to obtain the IP address of each of the relay terminals 30a, 30b, and 30d, using the relay terminal IDs 111a, 111b, and 111d obtained at S46-2. Further, the primary selector 56c compares each one of the IP addresses "1.2.1.2", "1.2.2.2", and "1.3.2.2" of the relay terminals 30a, 30b, and 30d, with each one of the IP addresses "1.2.1.3" and "1.3.2.4" obtained at S46-1, and selects the relay terminal 30 with a degree of similarity between the relay terminal IP address and the terminal IP address.

At S46-4, the priority determiner 56d refers to the priority management DB 5006 (FIG. 14) to determine a value of address priority point for each one of the relay terminals 30a, 30b, and 30d. In this example, as illustrated in FIG. 21, for each one of the relay terminals 30a, 30b, and 30d, the priority determiner 56d obtains an address priority point with respect to the request terminal 10aa and an address priority point with respect to the counterpart terminal 10db.

FIG. 21 illustrates a table storing a calculation result of a priority point, which is used for limiting a number of candidate relay terminals 30. The table of FIG. 21 stores an address priority point, a transmission speed priority point, and a total priority point, for each one of the relay terminals ID5s of the relay terminals 30. The address priority point includes a first address priority point with respect to the request terminal 10aa, and a second address priority point with respect to the counterpart terminal 10db. The total priority point is obtained by adding
the highest one of the first and second address priority points with the transmission speed priority point.

[0242] In this example, based on comparison between the IP address "1.2.1.2" of the relay terminal 30a and the IP address "1.2.1.3" of the request terminal 10aa, the degree of similarity is "S.S.S.D" such that the address priority point of 5 is obtained. Similarly, based on comparison between the IP address "1.2.1.2" of the relay terminal 30a and the IP address "1.3.2.4" of the counterpart terminal 10db, the degree of similarity is "S.S.D.D" such that the address priority point of 1 is obtained.

[0243] Based on comparison between the IP address "1.2.2.2" of the relay terminal 30b and the IP address "1.2.1.3" of the request terminal 10aa, the degree of similarity is "S.S.D.D" such that the address priority point of 1 is obtained. Similarly, based on comparison between the IP address "1.2.2.2" of the relay terminal 30b and the IP address "1.3.2.4" of the counterpart terminal 10db, the degree of similarity is "S.D.D.D" such that the address priority point of 3 is obtained. Similarly, based on comparison between the IP address "1.2.2.2" of the relay terminal 30b and the IP address "1.3.2.4" of the counterpart terminal 10db, the degree of similarity is "S.D.S.D" such that the address priority point of 5 is obtained.

[0244] Based on comparison between the IP address "1.3.2.2" of the relay terminal 30d and the IP address "1.2.1.3" of the request terminal 10aa, the degree of similarity is "S.D.S.D" such that the address priority point of 1 is obtained. Similarly, based on comparison between the IP address "1.3.2.2" of the relay terminal 30d and the IP address "1.3.2.4" of the counterpart terminal 10db, the degree of similarity is "S.S.S.D" such that the address priority point of 1 is obtained.

[0245] Referring back to FIG. 20, at S46-5, the priority determiner 56d searches the priority management table of FIG. 15 of the priority management DB 5006 using the maximum data transmission speed of the relay terminal 30 that is stored in the relay terminal management table of FIG. 9 of the relay terminal management DB 5001 to determine a transmission priority point for each one of the relay terminals 30a, 30b, and 30d that are selected at S46-2.

[0246] In this example, referring to FIG. 9 and FIG. 15, the relay terminal 30a having the maximum data transmission speed of 100 Mbps is assigned with the transmission priority point of 3. Similarly, the relay terminal 30b having the maximum data transmission speed of 1000 Mbps is assigned with the transmission priority point of 5. Similarly, the relay terminal 30d having the maximum data transmission speed of 10 Mbps is assigned with the transmission priority point of 1. Accordingly, the priority determiner 56d stores the transmission priority point for each one of the relay terminals 30a, 30b, and 30d in the table of FIG. 23.

[0247] At S46-6, for each one of the relay terminals 30a, 30b, and 30d, the primary selector 56c adds the highest one of the first and second address priority points with the transmission speed priority point to obtain a total priority point. The primary selector 56c selects the total of two relay terminals 30 having the highest priority point. For example, the primary selector 56c selects the relay terminal 30 having the highest total priority point and the relay terminal 30 having the second highest total priority point as a candidate relay terminal 30 for further processing. In this example, referring to FIG. 21, the relay terminals 30a, 30b, and 30d having the relay terminal IDs 111a, 111b, and 111d respectively have the total priority points of 8, 8, and 6. Accordingly, the primary selector 56c selects the relay terminal 30a having the relay terminal ID 111a, and the relay terminal 30b having the relay terminal ID 111b.

[0248] After the operation of 546 described above referring to FIG. 20 completes, at S47 of FIG. 19, the data transmit/receive 51 (FIG. 5) of the management system 50 sends the relay terminal selection information to the counterpart terminal 10db through the communication network 2. The relay terminal selection information includes a number of candidate relay terminals 30, which is "2", the terminal ID "01aa" of the request terminal 10aa, and the session ID "se1" for relay terminal selection. With this relay terminal selection information, the counterpart terminal 10db is able to obtain information including the number of candidate relay terminals 30, the request terminal 10aa that requests for videoconference, and the session ID "se1" of the session for relay terminal selection. In addition, the counterpart terminal 10db obtains the IP address "1.1.1.2" of the management system 50 that has sent the relay terminal selection information.

[0249] At S48, the data transmit/receive 11 of the counterpart terminal 10db sends confirmation information indicating that the relay terminal selection information is received, to the management system 50 through the communication network 2, with the IP address of the counterpart terminal 10db. The confirmation information includes the session ID "se1". With this confirmation information, the management system 50 is able to know that the counterpart terminal 10db is notified with the number of candidate relay terminals 30 obtained during the session se1, and the IP address "1.3.2.4" of the counterpart terminal 10db.

[0250] Referring now to FIGS. 22A, 22B, and 23, operation of selecting the relay terminal 30, performed by the counterpart terminal 10db, is explained according to an example embodiment of the present invention.

[0251] Referring now to FIGS. 22A and 22B, operation of selecting the relay terminal 30, performed by the request terminal 10aa, is explained according to an example embodiment of the present invention.

[0252] Before starting videoconference between the terminals 10aa and 10db, at S61-1 and S61-2, the communication management system 50 sends preparatory relay request information, respectively, to the relay terminals 30a and 30b, which are selected by the management system 50 at S46 as candidate relay terminals. The preparatory relay request information requests the relay terminal 30 to perform relay processing before starting the videoconference. More specifically, the preparatory relay request information includes the session ID "se1", the IP address "1.2.1.3" of the request terminal 10aa, and the IP address "1.3.2.4" of the counterpart terminal...
At S62-1 and S62-2, the relay terminals 30a and 30b each cause the data transmit/receive 31 to send preparatory transmit request information to the request terminal 10aa through the communication network 2. The preparatory transmit request information requests the request terminal 10aa to send preparatory transmit information including the Packet Internet Grouper (PING) to each one of the relay terminals 30a and 30b before starting the videoconference. More specifically, the preparatory transmit request information includes the session ID "se1", and is transmitted with the IP addresses of the relay terminals 30a and 30b. With this preparatory transmit request information, the request terminal 10aa is able to know that the preparatory transmit information is to be sent during the session with the session ID "se1", as well as the IP addresses "1.2.1.2" and "1.2.2.2" of the relay terminals 30a and 30b.

As described above, the management system 50 does not directly send the IP address of the counterpart terminal 10db to the request terminal 10aa. Instead, as described above referring to S61-1 and S61-2, the management system 50 sends the IP address of the counterpart terminal 10db respectively to the relay terminal 30a and the relay terminal 30b. As described above referring to S62-1, the relay terminal 30aa requests the request terminal 10aa to send the preparatory transmit information to the relay terminal 30aa. In this manner, the management system 50 prevents the terminal 10 from obtaining the IP address of another terminal 10, thus improving the security.

At S63-1 and S63-2, the request terminal 10aa causes the data transmit/receive 11 to send the preparatory transmit information, respectively, to the relay terminals 30a and 30b through the communication network 2. The preparatory transmit information is sent to the counterpart terminal 10db through each one of the relay terminals 30a and 30b before the contents data such as the image data and the voice data is transmitted. By sending the preparatory transmit information in place of the contents data, the management system 50 is able to calculate a time period required for transmitting the contents data from the request terminal 10aa to the counterpart terminal 10db through each one of the relay terminals 30a and 30b. Further, the preparatory transmit information includes PING information used for checking whether the request terminal 10aa, the relay terminal 30a or 30b, and the counterpart terminal 10db are each connected to allow communication, the date and time of which the request terminal 10aa sends the preparatory transmit information, and the session ID "se1". With this preparatory transmit information, each of the relay terminals 30a and 30b knows that the preparatory transmit information is transmitted in the session with the session ID "se1", and the IP address "1.2.1.3" of the request terminal 10aa that has sent the preparatory transmit information.

At S64-1 and S64-2, the relay terminals 30a and 30b each transmit the preparatory transmit information to the counterpart terminal 10db having the IP address "1.3.2.4", which is obtained from the preparatory transmit information. With the preparatory transmit information, the counterpart terminal 10db is able to know that the preparatory transmit information is transmitted during the session with the session ID "se1", and the IP addresses "1.2.1.2" and "1.2.2.2" of the relay terminals 30a and 30b that respectively send the preparatory transmit information.

Referring to FIG. 22B, at S65, the secondary relay terminal selection unit 16 of the counterpart terminal 10db selects one of the relay terminals 30a and 30b to be used for videoconference, based on the preparatory transmit information.

Referring now to FIG. 5 and FIG. 23, operation of selecting the relay terminal 30 for videoconference, which is performed at S65 of FIG. 22B, is explained.

At S65-1, the counter 16a of the secondary relay terminal selection unit 16 (FIG. 5) obtains the date and time at which the data transmit/receive 11 of the counterpart terminal 10db receives the preparatory transmit information for each one of the relay terminals 30a and 30b.

At S65-2, the calculator 16b calculates, for each one of the relay terminals 30a and 30b, a time period between the time when the preparatory transmit information is transmitted by the request terminal 10aa and the time when the preparatory transmit information is received by the counterpart terminal 10db. The date and time at which the preparatory transmit information is transmitted by the request terminal 10aa is obtainable from the preparatory transmit information. The date and time of which the preparatory transmit information is received at the counterpart terminal 10db is obtained by the counter 16a.

At S65-3, the secondary selector 16c determines whether all items of preparatory transmit information is received for all of candidate relay terminals, during the session with the session ID "se1". In this example, the secondary selector 16c counts a total number of items of preparatory transmit information that have been received, and compares with the total number of candidate relay terminals 30 of "2".

When it is determined that the preparatory transmit information has not been received for at least one relay terminal 30 ("NO" at S65-3), the operation proceeds to S65-4. When it is determined that the preparatory transmit information has been received for all of the candidate relay terminals 30 ("YES" at S65-3), the operation proceeds to S65-5.

At S65-4, the secondary selector 16c determines whether a predetermined time period passes after
the preparatory transmit information is received at the counterpart terminal 10db. In this example, the predetermined time period is set to one minute. When it is determined that the predetermined time period has not passed ("NO" at S65-4), the operation returns to S65-1. When it is determined that the predetermined time period has passed ("YES" at S65-4), the operation proceeds to S65-5.

[0264] At S65-5, the secondary selector 16c selects one of the relay terminals 30, which has the least value of the time period required for transmitting the preparatory transmit information based on the calculation of the calculator 16b.

[0265] In this example, it is assumed that the relay terminal 30a is selected as a time period for transmitting the preparatory transmit information that is relayed through the relay terminal 30a has a value less than the value of the time period for transmitting the preparatory transmit information that is relayed through the relay terminal 30b.

[0266] Referring back to FIG. 22B, at S66, the data transmit/receive 11 of the counterpart terminal 10db sends the relay terminal selection information to the management system 50 through the communication network 2. In this example, the relay terminal selection information indicates that the relay terminal 30a is selected. More specifically, the relay terminal selection information includes the session ID "se1", and the relay terminal ID "111a" of the selected relay terminal 30a, and is transmitted with the terminal IP address of the counterpart terminal 10db. With the relay terminal selection information, the management system 50 is able to know that the relay terminal 30a has been selected during the session with the session ID "se1", and the IP address "1.3.2.4" of the counterpart terminal 10db that has sent the relay terminal selection information.

[0267] At S67, the session manager 57 of the management system 50 stores, in the session management table of FIG. 13 stored in the session management database 5005, the relay terminal ID "111a" of the relay terminal 30a, which is finally selected for communication, in the "relay terminal ID" field of a record provided for the session with the session ID "se1".

[0268] At S68, the data transmit/receive 51 of the management system 50 sends the relay start request information to the relay terminal 30a through the communication network 2. The relay start request information requests the relay terminal 30a to start relay operation. More specifically, the relay start request information includes the IP address "1.2.1.3" of the request terminal 10aa, and the IP address "1.3.2.4" of the counterpart terminal 10db.

[0269] At S69, the relay terminal 30a establishes four sessions between the request terminal 10aa and the counterpart terminal 10db including a session for transmission of low-level resolution image data, a session for transmission of medium-level resolution image data, a session for transmission of high-level resolution image data, and a session for transmission of voice data. Once these sessions are established, the request terminal 10aa is able to start videoconference with the counterpart terminal 10db.

[0270] In the above-described example, the communication management system 50 sends the relay terminal selection information to the counterpart terminal 10db at S47 (FIG. 19), and the counterpart terminal 10db performs operation of S48, S64-1 (FIG. 22A), S64-2 (FIG. 22B), and S65 (FIG. 22B) to select the relay terminal 30a. In alternative to this example, the communication management system 50 may send the relay terminal selection information to the request terminal 10aa to cause the request terminal 10aa to perform selection of the relay terminal 30m. In such case, the request terminal 10aa performs operation of S48, S64-1 (FIG. 22A), S64-2 (FIG. 22B), and S65 (FIG. 22B) in a substantially similar manner as described above. Further, at S66, the request terminal 10aa sends the relay terminal selection information to the communication management system 50.

[0271] Alternatively, the counterpart terminal 10db may send information indicating a time period counted from the time when the preparatory transmit information is transmitted and the time when the preparatory transmit information is received to any one of the request terminal 10aa or the management system 50. Based on this information, the request terminal 10aa or the management system 50 may select one relay terminal 30a.

[0272] Referring now to FIG. 5 and FIG. 24, operation of transmitting and receiving contents data such as image data and voice data between the request terminal 10A and the counterpart terminal 10B to carry out videoconference, performed by the communication system 1, is explained according to an example embodiment of the present invention.

[0273] In this example, the contents data such as the image data and the voice data flows in a direction from the request terminal 10aa to the counterpart terminal 10db, or in another direction from the counterpart terminal 10db to the request terminal 10aa. Since operation such as transmission and reception of the contents data or detection of delay time is the same for both of the directions, the following example focuses on communication in which data flows from the request terminal 10aa to the counterpart terminal 10db.

[0274] Referring to FIG. 24, at S81, the data transmit/receive 11 of the request terminal 10aa sends the contents data to the relay terminal 30a through the communication network 2. The contents data includes image data such as image data of an object captured by the imaging unit 14a and voice data that is input through the sound input 15a. In this example, it is assumed that the high-quality image data based on the low-level resolution image data, the medium-level resolution image data, and the high-level resolution image data, and the voice data, are transmitted. Accordingly, the data transmit/receive 31 of the relay terminal 30a receives the image data of three different resolution levels, and the voice data.
At S82, the data quality checker 33 searches the data quality management DB 3001 (FIG. 8) using the IP address "1.3.2.4" of the counterpart terminal 10db as a key to obtain the quality of the image data to be transmitted to the relay terminal 30a.

In this example, the quality of image data to be transmitted to the relay terminal 30a is the high-quality image data. Since the image data that is received at the data transmit/receive 31 has the quality that is the same as the quality of the image data obtained from the data quality management DB 3001, at S83, the relay terminal 30a sends the high-quality image data and the voice data to the counterpart terminal 10db, without applying further image image processing.

The counterpart terminal 10db receives the high-quality image data that is generated based on the low-level resolution image data, medium-level resolution image data, and high-resolution resolution image data, and the voice data, at the data transmit/receive 11. The display control 14b combines the image data of three different resolution levels into the high-quality image data for display onto the display 12. Further, the sound output 15db outputs the voice sound based on the voice data.

At S84, the delay detector 17 of the counterpart terminal 10db periodically detects a delay time indicating the time at which the image data is received at the data transmit/receive 11, for example, every one second. In this example, it is assumed that the delay time of 200 ms is obtained.

At S85, the data transmit/receive 11 of the counterpart terminal 10db sends the delay time information indicating the delay time of 200 ms to the communication management system 5 through the communication network 2. With the delay time information, the communication management system 50 is notified of the delay time, and the IP address "1.3.2.4" of the counterpart terminal 10db that has sent the delay time information.

At S86, the delay time manager 60 of the communication management system 50 searches the terminal management DB 5003 (FIG. 11) using the IP address "1.3.2.4" of the counterpart terminal 10db as a search key to extract the image data of the counterpart terminal 10db. The delay time manager 60 stores the delay time of 200 ms obtained from the delay time information in a "delay time" field of the record of the terminal ID "01db" of the session management table stored in the session management DB 5005 (FIG. 13).

At S87, the quality determiner 58 searches the quality management DB 5007 (FIG. 16) using the delay time of 200 ms to extract the image data quality of "MEDIUM". Based on the extracted image data quality, the quality determiner 58 determines that the quality of image data suitable for the delay time of 200 ms is medium.

At S88, the data transmit/receive 51 searches the relay terminal management DB 5001 (FIG. 9) using the relay terminal ID "111a", which is stored in the session management DB (FIG. 13) in association with the counterpart terminal ID "01db", to extract the IP address "1.2.1.2" of the relay terminal 30a.

At S89, the data transmit/receive 31 sends the quality information indicating that the image data quality that has been determined at S87 is medium-level, to the relay terminal 30a through the communication network 2. The image quality information is transmitted with the IP address "1.3.2.4" of the counterpart terminal 10db, which was used as a search key at S86.

At S90, the change quality manager 34 of the relay terminal 30a stores the IP address "1.3.2.4" of the counterpart terminal 10db in association with the "medium-level" quality image data to be relayed by the counterpart terminal 10db, in the data quality management DB 3001 (FIG. 8).

At S91, the request terminal 10aa transmits the high-quality image data including the low-level resolution image data, the medium-level resolution image data, and the high-level resolution image data, and the voice data, to the relay terminal 30a, in a substantially similar manner as described above referring to S81.

At S92, the data quality checker 33 of the relay terminal 30a searches the data quality management DB 3001 (FIG. 8) using the IP address "1.3.2.4" of the counterpart terminal 10db as a search key to extract the quality of the image data suitable for the counterpart terminal 10db, in a substantially similar manner as described above referring to S82.

At S93, since the image data quality that is stored for the counterpart terminal 10db is the medium-level, which is lower than the quality of the image data that is received at the data transmit/receive 31, the data qualitychanger 35 changes the quality of the image data from the high-level to the medium level. In this example, the quality of the voice data remains the same.

At S94, the data transmit/receive 31 of the relay terminal 30 sends the image data having the quality that is lowered to the medium-level, and the voice data, to the counterpart terminal 10db through the communication network 2. The data transmit/receive 11 of the counterpart terminal 10db receives the medium-quality image data that is generated based on the low-level resolution image data and the medium-level resolution image data, and the voice data. The display control 16 of the counterpart terminal 10db combines the image data of two different resolution levels to generate the medium-level image data for display on the display 12. Further, the sound output 15db outputs the voice sound generated based on the voice data.

As described above, when any delay in receiving the image data at the counterpart terminal 10db is observed, the relay terminal 30a changes the quality of image data by lowering the quality of image data. Accordingly, the users participating the videoconference are able to carry out communication more smoothly.

Referring now to FIG. 25, operation of transmitting information indicating the mute state of the external microphone 114a through the communication network 2, performed by the terminal 10, is explained according to
an example embodiment of the present invention. The operation of FIG. 25 is performed while the session is established between or among the terminals 10, for example, through the relay terminal 30 that is previously selected during the session for selecting the relay terminal 30 of FIG. 22. In this example, it is assumed that the external microphone 114a is caused to be in the mute on state during the session for transmitting contents data including voice data between or among the terminals 10. More specifically, it is assumed that the terminal 10aa having the terminal ID "01aa" and the IP address "1.2.3.4" executes mute processing, after the terminal 10aa logs in the communication system 1 for including voice data between or among the terminals 10.

At S101-1, the processor 18a of the mute processor 18 obtains identification information of the external microphone 114a, through the sound input 15a. In this example, the processor 18a, which operates under the Windows operating system, uses the audio mixer API to obtain the name of the external microphone 114a ("the microphone name") as identification information of the external microphone 114a.

When it is determined that the external microphone 114a is capable of notifying the mute state of the external microphone 114a, which is referred to as the "mute state data" of the external microphone 114a, the processor 18a sends the microphone name of the external microphone 114a to the determiner 18b, and requests the determiner 18b to determine whether the external microphone 114a is capable of notifying the mute processor 18 of information indicating the mute state of the external microphone 114a, which is illustrated in FIG. 26A.

At S101-2, the determiner 18b searches microphone data, which is stored in the memory 18d, to determine whether the external microphone 114a is capable of notifying the terminal 10 of the mute state data of the external microphone 114a. FIG. 26A illustrates example microphone data, which lists one or more microphone names of the microphones each capable of notifying the terminal 10 of the mute state data.

When the determiner 18b determines that the microphone name of the external microphone 114a that is obtained at S101-1 has been registered to the microphone data of FIG. 26A, the determiner 18b determines that the external microphone 114a is capable of notifying the terminal 10 of the mute state data, and the operation proceeds to S101-3. When the determiner 18b determines that the microphone name of the external microphone 114a that is obtained at S101-1 has not been registered to the microphone data of FIG. 26A, the determiner 18b determines that the external microphone 114a is not capable of notifying the terminal 10 of the mute state data, and the operation proceeds to S101-4.

The operation performed at S101-3 will be described below referring to FIG. 30.

The operation performed at S101-4 will be described below referring to FIG. 31.

At S101-5, the processor 18a obtains information regarding the counterpart terminal 10. For example, the terminal 10aa receives information regarding one or more counterpart terminals 10 each having videoconference with the request terminal 10aa, such as identification information of each counterpart terminal 10B and mute state data of each terminal 10B, from the communication management system 50 according to XMPP. FIG. 27 illustrates an example data structure of such information, which stores, for each terminal 10, terminal ID and mute state data. In addition to information regarding the counterpart terminal 10B, the communication terminal 10aa may receive the terminal ID and the mute state data of its own. Referring to FIG. 27, the request terminal 10aa is having videoconference with the terminal 10ab having the terminal ID 01aa, the terminal 10ba having the terminal ID 01ba, and the terminal 10bb having the terminal ID 01bb. Once the processor 18a identifies each counterpart terminal 10, the operation proceeds to S101-4.

At S101-6, the processor 18a determines whether there is at least one counterpart terminal 10B, to which the terminal 10aa needs to transmit a message. When it is determined that there is at least one counterpart terminal 10B to which the message is to be transmitted ("YES" at S101-6), the operation proceeds to S101-7. When it is determined that there is no counterpart terminal 10B to which the message is to be transmitted ("NO" at S101-6), the operation ends.

At S101-7, the processor 18a requests the state manager 18c to generate a message for transmission to the counterpart terminal 10B, which is identified at S101-6. The state manager 18c generates an XML-based message according to Extensible Messaging and Presence Protocol: Instant Messaging and Presence (XMPP IM) defined by RFC3921, for example, as illustrated in FIG. 28.

More specifically, in the example illustrated in FIG. 28, it is assumed that the request terminal 10aa sends the mute state data of the terminal 10aa to the counterpart terminal 10bb. In FIG. 28, the state manager 18c enters the terminal ID "01aa" of the request terminal 10aa into the "from" attribute of the presence tag, and the terminal ID "01bb" of the counterpart terminal 10bb into the "to" attribute of the presence tag. The state manager 18c enters the value of the mute state data of each terminal 10B, from the communication management system 50 according to XMPP.

In the present specification, "MUTE_ON" value, shown in FIG. 28(a), indicates that the microphone 114a of the terminal 10aa is in the mute state, and the status tag, which may be selected from "MUTE_ON", "MUTE_OFF", and "MUTE_NONE". The "MUTE_ON" value, shown in FIG. 28(b), indicates that the microphone 114a of the terminal 10aa is in the mute state, and the "MUTE_OFF" value, shown in FIG. 28(c), indicates that the microphone 114a of the terminal 10aa is not capable of notifying its mute state and is not registered to the terminal 10. Further, the state manager 18c enters "CHAT" into the "show" tag, which indicates that the terminal 10aa is having videoconference with the counterpart terminal 10bb.

At S101-8, the state manager 18c requests the
data transmit/receive 11 to transmit the message generated at S101-7. The data transmit/receive 11 transmits the message according to XMPP to the counterpart terminal 10B. In the example case illustrated in Fig. 28, the message is sent to the counterpart terminal 10bb.

[0302] After transmitting of the message, the operation returns to S101-6 to determine whether there is at least one counterpart terminal 10B to which the message is to be transmitted. When there is no counterpart terminal 10B to which the message is to be transmitted, the operation ends.

[0303] In this example, at the time of transmitting the message, the data transmit/receive 11 replaces the terminal ID "01aa" of the request terminal 10aa and the terminal ID "01 bb" of the counterpart terminal 10bb, respectively, with the IP address of the request terminal 10aa and the IP address of the counterpart terminal 10bb. The IP address of the counterpart terminal 10 may be obtained, for example, at the time when the session is established.

[0304] Alternatively, the state manager 18c may enter the IP address of the request terminal 10aa into the "from" attribute, and the IP address of the counterpart terminal 10bb into the "to" attribute such that conversion from the terminal ID to the IP address is not performed by the data transmit/receive 11.

[0305] In the above-described example of Fig. 25, the request terminal 10aa sends the message to the counterpart terminal 10 through the communication network 2. Alternatively, the request terminal 10aa may send the message to the counterpart terminal 10 through the management system 50. In such case, the request terminal 10 performs operation of Fig. 25 in a substantially similar manner as described above, except that the message is generated differently and the message is transmitted to the management system 50. The management system 50 receives the message from the request terminal 10aa, and sends the message to the counterpart terminal 10.

[0306] In case of transmitting the message via the management system 50, the state manager 18c generates a message as illustrated in Fig. 29. Assuming that the request terminal 10aa sends the message to the counterpart terminal 10bb through the management system 50, the state manager 18c enters the IP address "1.2.1.3" of the request terminal 10aa into the attribute "from" of the presence tag, and the IP address "1.1.1.2" of the management system 50 into the attribute "to" of the presence tag. The IP address of the management system 50 may be obtained, for example, when the session is established.

[0307] When the request terminal 10aa transmits the message at S101-8, the management system 50 receives the message at the data transmit/receive 51. The message processor 61 analyzes the "ID" attribute of the presence tag according to XMPP IM to obtain the terminal ID "01aa" of the terminal 10aa. The message processor 61 further refers to the session management table stored in the session management DB 5005 (Fig. 13) to obtain the terminal ID "01db" of the counterpart terminal 10db having videoconference with the request terminal 10aa having the terminal ID "01aa". The message processor 61 refers to the terminal management table stored in the terminal management DB 5003 (Fig. 11) to specify the IP address "1.3.2.4" of the counterpart terminal 10db.

[0308] The message processor 61 generates a message to be transmitted to the counterpart terminal 10db, for example, as follows. The data transmit/receive 51 transmits the message generated by the message processor 61 to the counterpart terminal 10db.

[0309] <presence from = "1.1.1.2" to = "1.3.2.4">
<show>CHAT</show>
</presence>

[0310] <id>01aa</id>

[0311] <status>MUTE_ON</status>

[0312] <presence>

[0313] In the above-described example, the mute state data indicates that the microphone of the request terminal 10aa is in the mute on state. The value of the status tag to be included in the message should be the same as the value of the status tag included in the message that is transmitted from the request terminal 10aa.

[0314] As described above, when the request terminal 10aa generates a message of Fig. 29, which has the IP address of the request terminal 10aa and the IP address of the management system 50, and sends the message to the management system 50, the management system 50 specifies the IP address of the counterpart terminal 10 to generate a new message addressed to the counterpart terminal 10. In this way, the request terminal 10A is able to send a message to the counterpart terminal 10B even when the request terminal 10A does not know the IP address of the counterpart terminal 10B.

[0315] In alternative to generating a message addressed to the management system 50 or the counterpart terminal 10, the request terminal 10 may generate a message addressed to the relay terminal 30, if the request terminal 10 and the counterpart terminal 10 communicate with each other through the relay terminal 30. In such case, the relay terminal 30 generates a message addressed to the counterpart terminal 10 based on the message received from the request terminal 10, and sends the message to the counterpart terminal 10.

[0316] Referring now to Fig. 30, operation of obtaining mute state data, performed at S101-3 of Fig. 25, is explained according to an example embodiment of the present invention. The operation of Fig. 30 is performed when the mute processor 18 determines that the external microphone 114a connected to the sound input 15a of the terminal 10 is capable of transmitting mute state data, for example, when the mute button 114b of the external microphone 114a is pressed by the user.

[0317] At S105-1, the processor 18a determines whether the mute state data, which is expected to be notified when the mute button 114b is pressed by the user, is received. When it is determined that the mute state data is received ("YES" at S105-1), the operation proceeds to S105-2. When it is determined that the mute
state data is not received ("NO" at S105-1), the operation repeats S105-1.

[0319] At S105-2, the processor 18a analyzes the mute state data that is notified to determine whether the mute state data indicates on or off of the mute function. When it is determined that the mute state data indicates that the mute function is on ("YES" at S105-2), the operation proceeds to S105-3. When it is determined that the mute state data indicates that the mute function is off ("NO" at S105-2), the operation proceeds to S105-4.

[0320] At S105-3, the processor 18a requests the state manager 18c to change the mute state data of the request terminal 10aa, which is stored in the form of table as illustrated in FIG. 27, to the mute on state.

[0321] At S105-4, the processor 18a requests the state manager 18c to change the mute state data of the request terminal 10aa, which is stored in the form of table as illustrated in FIG. 27, to the mute off state.

[0322] After performing the above-described steps, the operation proceeds to S101-5 of FIG. 25, and ends after transmitting the message at S101-8.

[0323] Referring now to FIG. 31, operation of obtaining mute state data, performed at S101-4 of FIG. 25, is explained according to an example embodiment of the present invention. The operation of FIG. 31 is performed when the mute processor 18 determines that the external microphone 114a connected to the sound input 15a of the terminal 10 is not capable of transmitting mute state data, for example, when the mute button 114b of the external microphone 114a is pressed by the user.

[0324] At S106-1, the processor 18a requests the determiner 18b to refer to the microphone data of FIG. 26B, which is stored in the memory 18d, to search for the microphone name of the external microphone 114a that is obtained at S101-1 of FIG. 25. As described below, the microphone data of FIG. 26B stores a list of names of microphones not provided with the function of notifying mute state, each of which is previously registered.

[0325] When the determiner 18b finds the microphone name of the microphone 114a in the memory 18d ("YES" at S106-1), the operation proceeds to S106-2. When the determiner 18b does not find the microphone name of the microphone 114a in the memory 18d ("NO" at S106-1), the operation proceeds to S106-9.

[0326] At S106-9, the processor 18a changes the mute state data of the request terminal 10aa having the terminal ID 01aa, which is stored in the form of table illustrated in FIG. 27, to the mute none state. The mute none state indicates that the microphone currently used by the terminal 10 is not capable of notifying its mute state and is not registered to the terminal 10. The operation then proceeds to S101-5 of FIG. 25, and ends after transmitting the message at S101-8.

[0327] At S106-2 of FIG. 31, the determiner 18b refers to the microphone data of FIG. 26B to obtain a threshold value x that is stored in association with the microphone name of the microphone 114a obtained at S101-1 of FIG. 25.

[0328] At S106-3, the determiner 18b samples the level of the sound signal that passes the mute switch 15a5 of the sound input 15a for a predetermined time. In this example, the predetermined time is set to 16 samples, which is equal to 1 milliseconds (ms) when a sample frequency is 16 kHz.

[0329] The determiner 18b determines whether the level of the sound signal, sampled at S146-3, is within a predetermined range. In this example, the sound signal is encoded into a 16-bit digital audio signal. The determiner 18b determines whether the level of the sound signal ranges between the value -x and the value x to output a determination result. In this example, the value x is the threshold value previously set and stored as the microphone data in the form of table as illustrated in FIG. 26B. For example, referring to FIG. 26B, for the microphone 114a having the name "MIC3", the threshold value x is 3. The determination result is output to the processor 18a. When the determination result indicates that the level of the sound signal is within the range, that is, when the level of the sound signal within the predetermined range is continued for the predetermined time ("YES" at S106-4), the operation proceeds to S106-5. When the determination result indicates that the level of the sound signal is not within the range, that is, when the level of the sound signal within the predetermined range is not continued for the predetermined time ("NO" at S106-4), the operation proceeds to S106-7.

[0330] At S106-5, the processor 18a requests the state manager 18c to refer to the mute state data of the request terminal 10aa, which is stored in the memory 18d in the form of table illustrated in FIG. 27, to determine whether the mute state data indicates that the mute function is off. When it is determined that the mute state data indicates that the mute function is off ("YES" at S106-5), the operation proceeds to S106-6. When it is determined that the mute state data indicates that the mute function is not off, that is, the mute function is on ("NO" at S106-5), the operation returns to S106-3.

[0331] At S106-6, the state manager 18c changes the mute state data of the terminal 10aa, which is stored in the memory 18d in the form of table illustrated in FIG. 27, to the mute on state, and the operation of FIG. 31 ends to proceed to S101-5 of FIG. 25. The operation also returns to S106-3 of FIG. 31 to repeat S106-3. In this manner, the level of the sound signal is constantly measured during when the communication terminal 10 is having videoconference with the counterpart terminal 10. Based on the measurement, the communication terminal 10 determines whether the mute state of the communication terminal 10 changes, and generates a message when the mute state is changed.

[0332] At S106-7, the state manager 18c refers to the mute state data of the request terminal 10aa having the terminal ID 01aa, which is stored in the memory 18d in the form of table illustrated in FIG. 27, to determine whether the mute state data indicates that the mute function is on. When it is determined that the mute state data indicates that the mute function is on ("YES" at S106-7),...
the operation proceeds to S106-8. When it is determined that the mute state data indicates that the mute function is not on, that is the mute function is off ("NO" at S106-7), the operation returns to S106-3.

[0333] When the mute state data indicates that the mute function is on ("YES" at S106-7), at S 106-8, the state manager 18c changes the mute state data of the request terminal 10aa, which is stored in the memory 18d in the form of table illustrated in FIG. 27, to the mute off state, and the operation of FIG. 31 ends to proceed to S101-5 of FIG. 25. The operation also returns to S106-3 of FIG. 31 to repeat S106-3. In this manner, the level of the sound signal is constantly measured during when the communication terminal 10 is having videoconference with the counterpart terminal 10. Based on the measurement, the communication terminal 10 determines whether the mute state of the communication terminal 10 changes, and generates a message when the mute state is changed.

[0334] In the above-described example, the threshold x is a previously stored value, which is defined to be a value smaller than the value obtained by measuring the minimum level of the sound signal input to the sound input 15a through the external microphone 114a. This process of registering the threshold x is described below referring to FIG. 39.

[0335] In case when the external microphone 114a is provided with the function of adjusting volume, the level of the sound signal is made lower as long as the volume of the microphone 114a is set to minimum, even when the mute switch 15a5 of the sound input 15a (FIG. 6) is released, i.e., the mute function is off, according to the instruction received from the mute button 114b of the microphone 114a. If this level of the sound signal is the same with a value obtained when the mute switch 15a5 is activated, it would be impossible for the mute processor 18 of the terminal 10 to determine whether the microphone 114a is in the mute on state or mute off state, based on the processed input signal of the sound input 15a. In view of this, in this example, the mute switch 15a5 of the sound input 15a is provided at most downstream of the signal processing circuits of the sound input 15a. With this circuit structure, the level of the sound signal obtained when the mute switch 15a5 is on and the level of the sound signal obtained when the mute switch 15a5 is off can be distinguish from each other, even when the volume of the microphone 114a is set to minimum.

[0336] Referring now to FIG. 32, operation of processing the message including the mute state data received from the request terminal 10aa, performed by the counterpart terminal 10B that communicates with the request terminal 10A, is explained according to an example embodiment of the present invention. In this example, the counterpart terminal 10bb having the terminal ID 01bb is assumed to receive the message including the mute state data from the request terminal 10aa.

[0337] At S107-1, when the data transmit/receive 11 receives the message including the mute state data, the processor 18a of the mute processor 18 requests the state manager 18c to analyze the message.

[0338] At S107-2, the state manager 18c analyzes the received message to obtain the terminal ID of the request terminal from the "from" attribute of the presence tag, which is the terminal ID "01aa" of the request terminal 10aa in this example. Further, the state manager 18c obtains the mute state data from the status tag. The state manager 18c changes the mute state data of the terminal 10aa having the terminal ID 01aa, which is stored in the memory 18d in the form of table illustrated in FIG. 27, to the mute state specified by the obtained mute state data.

[0339] At S107-3, the processor 18a determines whether the obtained mute state data indicates that the mute function is on. When it is determined that the mute state data indicates that the mute function is on ("YES" at S107-3), the operation proceeds to S107-4. When it is determined that the mute state data does not indicate that the mute function is on ("NO" at S107-3), the operation proceeds to S107-5.

[0340] At S107-4, the processor 18a requests the display control 14b to display data generated based on the mute state data indicating that the mute function is on, together with the terminal ID 01aa of the request terminal 10aa, onto the display 11, and the operation ends.

[0341] At S107-5, the processor 18a determines whether the mute state data indicates that the mute function is none, meaning that there is no function to notify mute state and is not registered to the terminal 10. When it is determined that the mute function is none ("YES" at S107-5), the operation proceeds to S 107-6. When it is determined that the mute function is not none ("NO" at S107-5), the operation proceeds to S 107-7.

[0342] At S107-6, the processor 18a requests the display control 14b to display data generated based on the mute state data indicating that the mute function is none, together with the terminal ID 01aa of the request terminal 10aa, onto the display 11, and the operation ends.

[0343] At S107-7, the processor 18a requests the display control 14b to display data generated based on the mute state data indicating that the mute function is off, together with the terminal ID 01aa of the request terminal 10aa, onto the display 11, and the operation ends.

[0344] The above-described control of display or not to display a message may be realized using any desired known method of image layering. For example, the display control 14b generates a mute state data display/undispaly layer separately from a layer of the moving image that is transmitted from the request terminal 10, for example, through the relay terminal 30. When displaying through the display 11, the mute state data display/undispaly layer is superimposed over the moving image layer.

[0345] FIG. 33 illustrates an example screen, displayed by the display 11 of the terminal 10ab, which is generated based on information regarding the mute state data of the terminals 10, which is obtainable from the table of FIG. 27. In this example, it is assumed that the
terminal 10ab is having video conference with the terminal 10aa and the terminal 10ba.

[0346] In this example, since the terminal 10aa having the terminal ID 01aa is in the mute on state, an icon indicating the mute on state and the text "01aa" indicating the terminal ID of the terminal 10aa are displayed side by side.

[0347] Since the terminal 10ab having the terminal ID 01ab is in the mute off state, no icon is displayed to indicate that the terminal 10ab is in the mute off state while displaying the text "01ab" indicating the terminal ID of the terminal 10ab.

[0348] Since the terminal 10ba having the terminal ID 01ba is in the mute none state, an icon indicating the mute none state and the text "01ba" indicating the terminal ID of the terminal 10ba are displayed side by side.

[0349] As described above, in this example, when the external microphone 114a is used, even without installing a device driver having the function of notifying the mute function of the microphone 114a, information indicating the mute state data of the microphone 114a can be transmitted to the terminal 10 for display, thus carrying out videoconference more smoothly. For example, even when the user at the request terminal 10 realizes that there is no voice from the counterpart terminal 10, the user at the request terminal 10 is able to instantly know that the user at the counterpart terminal 10 is using the mute function through data generated based on the mute state data received from the counterpart terminal 10. In this manner, the user at the request terminal 10 does not have to worry about whether there is an error.

[0350] Further, since a device driver specific to each terminal 10 or each microphone does not have to be developed, the overall development costs that are otherwise required can be reduced.

[0351] Further, since a device driver is not needed, any desired microphone may be used for the terminal 10, thus improving operability for the user.

[0352] In the above-described example, the message indicating the mute state data of the external microphone 114a is transmitted for display onto the display 11 at the counterpart terminal 10. Alternatively, the counterpart terminal 10, which receives the message, may notify the user at the counterpart terminal 10 of the mute state of the request terminal 10 in various other ways. For example, the counterpart terminal 10 may generate alarm sounds indicating the mute state of the request terminal 10.

[0353] Further, in the above-described example, information indicating the mute state of each terminal 10, which is constantly updated by the terminal 10 during the session, may be synchronized with the information indicating the mute state of each terminal 10 managed by the management system 50 at any desired time.

[0354] Next, operation of registering a new microphone to the terminal 10 is explained according to an example embodiment of the present invention.

[0355] FIG. 34 illustrates an example menu screen, which is displayed onto the display 11 under control of the display control 14b when the terminal 10 is turned on. The menu screen of FIG. 34 includes the "START CONFERENCE" button, and the "REGISTER MICROPHONE" button. For example, the user at the terminal 10 may move the cursor being displayed on the menu screen using the cursor key of the operation button 108 to selected one of the buttons, and selects the selected button by pressing the enter key of the operation button 108. When the enter key is pressed, the operation input 12 of the terminal 10 detects a user input through the operation button 108 and sends the user input regarding the selection to the mute processor 18. Using these buttons, the user is able to switch between a conference mode and a registration mode.

[0356] When the user selects the "START CONFERENCE" button, the mode switch 18e of the mute processor 18 changes the mode of the terminal 10 to a conference mode, which allows the user to start videoconference with another terminal 10. During the videoconference, when the microphone is in the mute on state, the terminal 10 transmits mute state data indicating that the mute function is on to the counterpart terminal 10.

[0357] When the "REGISTER MICROPHONE" button of FIG. 34 is selected, the registrar 18f of the mute processor 18 performs operation of FIG. 35. The operation of FIG. 35 is performed, when the microphone to be registered is connected to the terminal 10 such that it is ready to receive input sounds. Further, in this example, it is assumed that the mute processor 18 operates under the Windows operating system, and performs one or more processes described below using the audio mixer API. In this example, it is assumed that a new external microphone 114a is connected to the terminal 10.

[0358] At S202-1, the processor 18a of the mute processor 18 obtains the microphone name of the microphone 114a connected to the sound input 15a.

[0359] At S202-2, the registrar 18f requests the processor 18a to display a dialog screen, such as the dialog screen of FIG. 36, onto the display 11. The registrar 18f sets a mute function flag of the registrar 18f to FALSE. The mute function flag of the registrar 18f indicates whether the mute state data of the microphone 114a is obtainable. The mute function flag with TRUE indicates that the mute state data is obtainable. The mute function flag with FALSE indicates that the mute state data is not obtainable. Further, at this step, the registrar 18f determines whether a user input that requests for continuation of registration process is received. For example, when the registrar 18f determines that "CANCEL" button of the dialog screen of FIG. 36 is selected by the user, the registrar 18f determines that registration process is not continued ("NO" at S202-2), and the operation proceeds to S202-6.

[0360] At S202-6, the display control 14b switches the display on the display 11 from the dialog screen of FIG. 36 to the menu screen of FIG. 34. The user may want to press the cancel button of the dialog screen of FIG. 36,
when the user knows that the microphone 114a is not provided with the mute function. The user can easily determine that the mute function is not provided by checking whether the microphone 114a is not provided with the mute button 114b. Alternatively, the user may press the cancel button at any time when the user decides to cancel the registration process.

At S202-2, when the user wants to proceed with the registration process, the user presses the mute button 114b of the microphone 114a that is connected to the terminal 10, and presses the "OK" button of the dialog screen of FIG. 36. When the "OK" button is detected, the operation proceeds to S202-3.

At S202-3, the registrar 18f determines whether the mute state data is obtained. More specifically, in this example, the registrar 18f determines whether the mute state data is received from the microphone 114a, which is in the mute on state as the mute button 114b is pressed. When the mute state data is obtained, the registrar 18f determines that the mute state data is obtainable ("YES" at S202-3), and changes the mute function flag of the registrar 18f to TRUE. When the mute state data is not obtained, the registrar 18f determines that the mute state data is not obtainable ("NO" at S202-3), and changes the mute function flag of the registrar 18f to FALSE.

When the mute function flag is TRUE, the operation proceeds to S202-4 to perform operation described below referring to FIG. 38. When the mute function flag is FALSE, the operation proceeds to S202-5 to perform operation described referring to FIG. 39.

At S202-4, the registrar 18f requests the processor 18a to switch the display 11 from the dialog screen of FIG. 36 to the menu screen of FIG. 34, and the operation ends.

At S202-5, the processor 18a obtains the current volume level of the sound signal input from the microphone 114a, and stores information regarding the current volume level in any desired memory such as the memory 18d. The processor 18a then sets the volume level of the sound signal input from the microphone 114a to the maximum level.

By setting the volume level of the microphone 114a to maximum, the threshold x, which is used to determine the mute state of the microphone 114a, does not have to be obtained for each one of different types of microphones. Once the maximum volume level is set, as long as the input level of the sound signal input from the microphone 114a having the mute off state is obtained, the threshold x that is applicable to various types of microphones can be obtained.

At S206-1, the processor 18a obtains the current volume level of the sound signal input from the microphone 114a, and stores information regarding the current volume level in any desired memory such as the memory 18d. The processor 18a then sets the volume level of the sound signal input from the microphone 114a to the maximum level.

For example, at S206-2, using the audio mixer API under the Windows operating system, the level of sound signal after being digitalized is sampled for a predetermined time period, such as for five seconds. In this example, the sound signal is digitalized into 16 bit encoded data, with sampling frequency of 16 kHz such that about 80000 samples of the measured levels "x" of sound signals are obtained. The processor 18a selects the level x_max, which has the absolute maximum value, from the measured levels x of sound signals obtained through sampling. When the level x_max is less than a predetermined value, such as 100, the processor 18a sets this level x_max to a threshold x, and the operation proceeds to S206-3.

At S205-1, the registrar 18f requests the processor 18a to add the microphone name of the microphone 114a that is obtained at S202-1 of FIG. 35 to the microphone data, which is stored in the memory 18d. For example, assuming that the obtained microphone name is "MIC2", the microphone name "MIC2" is added to a list of microphone names of the microphones having the function of notifying mute state as illustrated in FIG. 26A. The table of FIG. 26A shows that the microphone name "MIC1" has already been registered, and the microphone name "MIC2" is added to the list. In this example, the microphone data stored in the table of FIG. 26A lists one or more microphone names of microphones provided with the function of notifying mute state. Using the table of FIG. 26A, the mute processor 18 is able to determine whether a specific microphone has the function of notifying mute state. Using the table of FIG. 26A, the mute processor 18 is able to determine whether the microphone 114a is not provided with the function of notifying mute state. Using the table of FIG. 26A, the mute processor 18 is able to determine whether the microphone 114a is not provided with the function of notifying mute state.

Referring now to FIG. 39, operation performed at S202-5 of FIG. 35 is explained according to an example embodiment of the present invention. As described above, the mute processor 18 performs operation of FIG. 39 when the mute function flag of the registrar 18f is FALSE, and pressing of the "OK" button of the dialog screen of FIG. 36 is detected.

At S206-1, the processor 18a obtains the current volume level of the sound signal input from the microphone 114a, and stores information regarding the current volume level in any desired memory such as the memory 18d. The processor 18a then sets the volume level of the sound signal input from the microphone 114a to the maximum level.

By setting the volume level of the microphone 114a to maximum, the threshold x, which is used to determine the mute state of the microphone 114a, does not have to be obtained for each one of different types of microphones. Once the maximum volume level is set, as long as the input level of the sound signal input from the microphone 114a having the mute off state is obtained, the threshold x that is applicable to various types of microphones can be obtained.

For example, at S206-2, using the audio mixer API under the Windows operating system, the level of sound signal after being digitalized is sampled for a predetermined time period, such as for five seconds. In this example, the sound signal is digitalized into 16 bit encoded data, with sampling frequency of 16 kHz such that about 80000 samples of the measured levels "x" of sound signals are obtained. The processor 18a selects the level x_max, which has the absolute maximum value, from the measured levels x of sound signals obtained through sampling. When the level x_max is less than a predetermined value, such as 100, the processor 18a sets this level x_max to a threshold x, and the operation proceeds to S206-3.

When the level x_max is greater than the predetermined value, such as 100, the processor 18a requests the display control 14b to display a dialog screen of FIG. 40 onto the display 11. When the "OK" button of the dialog screen of FIG. 40 is detected, the operation repeats sampling of the sound signal to obtain measured levels x to determine a threshold x. Since the threshold x is set only when the level x_max is less than the predetermined value, the threshold x has a value small enough to indicate whether the microphone is in the mute on state. This process at S206-2 may be repeated until the threshold x is determined. Alternatively, the process at S206-2 may be only repeated for a predetermined time. In case the threshold x is not determined after repeating the process for the predetermined time, the terminal 10 may return an error message.

At S206-3, the processor 18a adds the microphone name obtained at S202-1 of FIG. 35 and the threshold x_max obtained at S206-2 to the microphone data stored in the memory 18d. For example, when the
microphone is in the mute on state.

the threshold \( x \), which is used to determine whether the microphone is in the mute on state.

In FIG. 26B, the microphone name "MIC3" and the threshold \( x_{\text{max}} \) of 3 has been previously registered. The microphone name "MIC4" and the threshold \( x_{\text{max}} \) of 4 are now added. In this example, it is assumed that the microphone data of FIG. 26B lists one or more microphone names of the microphones without the function of notifying mute state.

At S206-4, the processor 18a adjusts the volume level of the microphone 114a to the level stored in the memory at S206-1, using the audio mixer API, and the operation ends.

As described above, even when the user uses an external microphone 114a, which is not provided with the function of notifying mute state, the terminal 10 can obtain the mute state data from the external microphone 114a once it is registered to the microphone data of the terminal 10, and transmit a message based on the mute state data to the counterpart terminal 10. The user is able to register any desired microphone 114a for use at the terminal 10, for example, by performing the operation of FIG. 39, thus improving user operability.

In the above-described examples, the mute processor 18 of the terminal 10 executes mute processing when the mute button 114b of the external microphone 114a is selected. Alternatively, the mute processor 18 of the terminal 10 may execute mute processing when the volume adjuster button 115b of the external speaker 115a is selected. For example, when mute processing is executed in response to the volume adjuster button 115b of the external speaker 115a, the data transmit/receive 11 of the request terminal 10A transmits a message indicating that mute function is on to the counterpart terminal 10B. For this reason, the volume adjuster button 115b of the speaker 115a functions as the mute button 114b of the microphone 114a such that the mute button 114b does not have to be provided with the microphone 114a. With this function, even when the microphone is not provided with the mute button, the user is able to activate the mute function of the terminal 10.

Referring now to FIG. 41, operation of transmitting a message to the counterpart terminal 10B to indicate that the mute function is on in response to the selection of the volume adjuster button 115a, performed by the request terminal 10A, is explained according to an example embodiment of the present invention. In this example, it is assumed that the request terminal 10aa transmits mute state data to the counterpart terminal 10bb, during when the session for videoconference is carried out between or among the terminals 10, for example, through the relay terminal 30.

At S301-1, the monitor 18g of the mute processor 18 monitors the event indicating the change in output level of the sound output 15b. When the event of the output level change is received at S301-1, the operation proceeds to S301-2.

In this example, the event indicating the change in output level may be detected using the audio mixer API under the Windows operating system. More specifically, when the operation input 12 receives a user input through the volume adjuster button 115b of the external speaker 115a, the volume adjuster control 15b of the sound output 15b (FIG. 6) analyzes the user input and changes the output level of the sound output 15b, thus causing the event indicating the change in output level to occur. Accordingly, when the user presses the volume adjuster button 115b of the external speaker 115a, the event indicating the change in output level is generated.

At S301-2, the monitor 18g obtains the output level of the sound signal, which is changed by the sound output 15b, and determines whether the obtained output level is set to minimum. For example, the monitor 18g compares the obtained output level with the minimum value, such as 0, to generate a determination result.

When it is determined that the obtained output level is set to minimum ("YES" at S301-2), the operation proceeds to S301-3. When it is determined that the obtained output level is not set to minimum ("NO" at S301-2), the operation proceeds to S301-7. Information regarding the minimum output level is stored in any desired memory.

At S301-3, the monitor 18g turns on the mute function of the sound input 15a, for example, using the audio mixer API such that any input signal to the sound input 15a will be ignored. For example, the monitor 18g may instruct the mute switch 15a5 to turn off the mute function, thus not allowing passing of the input signal to the mute switch 15a5. This process is applicable when the sound I/O I/F 116 supports an interface for mute function such that the function of the mute switch 15a5 is provided. In case the sound I/O I/F 116 does not support the interface for mute function, the monitor 18g may cause the level of the input signal input to the sound input 15a to be minimum, such as 0.

At S301-4, the monitor 18g sets the mute state data, which is stored in the memory 18d, to the mute on state. The processor 18a requests the display control 14b to display through the display 11 the icon indicating that the terminal 10aa is in the mute on state and the text "MUTE ON", and displays the obtained data over the moving image layer. The screen of FIG. 46 further displays that the volume level of the external speaker 115a is set to minimum, such as 0.

At S301-5, the state manager 18c generates a message, for example a message indicating the mute on state as illustrated in FIG. 42(a) or FIG. 43(a).

In one example, when the request terminal 10aa is to transmit the message to the counterpart terminal...
Referring back to FIG. 41, at S301-6, the state manager 18c requests the data transmit/receive 11 to transmit the message generated at S301-5. The data transmit/receive 11 transmits the message to another apparatus on the network, such as the counterpart terminal 10bb, the management system 50, or the relay terminal 30, according to XMPP.

When it is determined that the output level is not set to minimum at S301-2 ("NO" at S301-2), at S301-7, the monitor 18g determines whether the mute function is on by referring to the mute state data of the request terminal 10aa stored in the memory 18d. When the mute state data indicates that the mute function is on ("YES" at S301-7), the operation proceeds to S301-8. When the mute state data indicates that the mute function is not on, i.e., off ("NO" at S301-7), the operation ends.

At S301-8, when the mute state data indicates that the mute function is on, the monitor 18g turns off the mute function of the sound input 15a, for example, using the audio mixer API, thus allowing the sound input 15a to receive sound signals input through the microphone 114a.

At S301-9, the monitor 18g changes the mute state data, which is stored in the memory 18d, from the mute on state to the mute off state. The monitor 18g requests the display control 14b to stop displaying the icon and the text each indicating the mute on state, which is displayed on the display 11.

At S301-5, the state manager 18c generates a message indicating the mute off state, for example, as described in FIG. 42(b) or 43(b).

At S301-6, the state manager 18c requests the data transmit/receive 11 to transmit the message generated at S301-5 to the destination apparatus, such as the counterpart terminal 10bb, the management system 50, or the relay terminal 30. When the message is transmitted to the destination apparatus such as the counterpart terminal 10bb, the management system 50, or the relay terminal 30, the operation ends.

As described above, even when the external microphone 114a is not provided with the mute button 114b, when the request terminal 10a determines that the output level of the external speaker 115a is set to minimum through the volume adjuster button 115b, the request terminal 10A is able to turn on the mute function of the request terminal 10A and transmits a message indicating that the mute function is on to the counterpart terminal 10B.

When the user at the request terminal 10A sets the output level of the external speaker 15a to minimum, videoconference will be interrupted, as the user at the request terminal 10A cannot hear the voice of the user at the counterpart terminal 10B. In this example, when the user at the request terminal 10A sets the output level of the external speaker 15a to minimum, the request terminal 10A determines that the user desires to interrupt videoconference. In order to notify the user at the counterpart terminal 10B that the user at the request terminal 10A wants to hold the videoconference, the request terminal 10A generates a message based on the mute state data indicating that mute function is turned on, and transmits the message to the counterpart terminal 10B.
manner, the user at the counterpart terminal 10B is able to instantly know that the user at the request terminal 10A turns on the mute function such that interruption is not due to an error in system.

[0395] Referring now to FIG. 44, operation of transmitting a message to the counterpart terminal 10B to indicate that the mute function is on in response to the selection of the volume adjuster button 115a, performed by the request terminal 10A, is explained according to another example embodiment of the present invention. In this example, it is assumed that the request terminal 10aa transmits mute state data to the counterpart terminal 10bb, during when the session for videoconference is established between or among the terminals 10.

[0396] At S303-1, the monitor 18g of the mute processor 18 monitors the event indicating the change in output level of the sound output 15b, in a substantially similar manner as described above referring to S301-1 of FIG. 41. When the event of the output level change is received at S301-1, the operation proceeds to S303-2.

[0397] At S303-2, the monitor 18g obtains the output level of the sound signal, which is changed by the sound output 15b, and determines whether the obtained output level is set to minimum, for example, the value 0. When it is determined that the obtained output level is set to minimum ("YES" at S301-2), the operation proceeds to S303-3. When it is determined that the obtained output level is not set to minimum ("NO" at S303-2), the operation proceeds to S303-8.

[0398] At S303-3, the monitor 18g obtains the input level of the sound signal input to the sound input 15a, and stores the obtained input level in any desired memory such as the memory 18d as a variable "INPUT_LEVEL.

[0399] At S303-4, the monitor 18g sets the input level of the sound input 15a to minimum, such as the value 0, for example, using the audio mixer API.

[0400] At S303-5, the monitor 18g sets the mute state data, which is stored in the memory 18d as a variable "MUTE", to the mute on state ("MUTE=ON"). The monitor 18g further requests the display control 114b to display an icon indicating that the mute function is on and a text indicating the mute on state, which are respectively displayed on the display 11.

[0401] At S303-6, the state manager 18c generates a message indicating the mute function in response to the selection of the volume adjuster button 115b of the external speaker 115a, specifically, by setting the input level of the sound input 15a to minimum. Further, the request terminal 10A is able to send a message indicating the mute on state to the counterpart terminal 10B.

[0402] At S303-7, the state manager 18c requests the data transmit/receive 11 to send the message generated at S303-6 to the destination apparatus such as the counterpart terminal 10bb or the management system 50, and the operation ends.

[0403] At S303-2, when it is determined that the output level is not set to minimum ("NO" at S303-2), the operation proceeds to S303-8.

[0404] At S303-8, the monitor 18g determines whether the mute function is on by referring to the mute state data of the request terminal 10aa stored in the memory 18d. When the mute state data indicates that the mute function is on ("YES" at S303-8), the operation proceeds to S303-9. When the mute state data indicates that the mute function is not on, i.e., off ("NO" at S303-8), the operation ends.

[0405] At S303-9, the monitor 18g refers to the input level of the sound input 15a stored in the memory 18d as the INPUT_LEVEL variable at S303-3, and sets the current input level of the sound input 15a, which is set minimum at S303-4, to the original input level stored at S303-3.

[0406] At S303-10, the monitor 18g sets the mute state data stored in the memory 18d to the mute off state. The processor 18a requests the display control 14b to stop displaying the icon indicating the mute on state and the text indicating the mute on state, which are respectively displayed on the display 11.

[0407] At S303-6, the state manager 18c generates a message indicating the mute function, for example, as illustrated in FIG. 42(b) or FIG. 43(b).

[0408] At S303-7, the state manager 18c requests the data transmit/receive 11 to send the message generated at S303-6 to the destination apparatus such as the counterpart terminal 10bb or the management system 50, and the operation ends.

[0409] As described above, even when the mute button 114b is not provided with the external microphone 114a of the request terminal 10A, and/or even when the sound I/O I/F 116 of the request terminal 10A supports the mute function, the request terminal 10A is able to execute mute function in response to the selection of the volume adjuster button 115b of the external speaker 115a, specifically, by setting the input level of the sound input 15a to minimum. Further, the request terminal 10A is able to send a message indicating the mute function to the counterpart terminal 10B.

[0410] Whether to perform operation of FIG. 41 or operation of FIG. 44 is determined on a determination result indicating whether the sound I/O I/F 16 supports mute function as described above referring to FIG. 45. The operation of FIG. 45 may be performed when the terminal 10 is turned on.

[0411] At S304-1, the monitor 18g determines whether the sound I/O I/F 116 supports the mute function of the sound input 15a. When it is determined that the sound I/O I/F 116 supports the mute function ("YES" at S304-1), the operation proceeds to S304-2. When it is determined that the sound I/O I/F 116 does not support the mute function ("NO" at S304-1), the operation proceeds to S304-3. In order to determine whether the sound I/O I/F 116 supports the mute function, the monitor 18g may obtain property information of the sound I/O I/F 116, using the audio mixer API.

[0412] At S304-2, the monitor 18g sets data indicating the mute function support, such as the variable "MUTE_FUNC" to ON, and the operation ends. The variable "MUTE_FUNC" is stored in the memory 18d.

[0413] At S304-3, the monitor 18g sets data indicating the mute function support, such as the variable
in order to determine whether to perform operation of FIG. 41 or operation of FIG. 44, the mute processor 18 may refer to the variable MUTE_FUNC, which is stored in the memory 18d, and select one of the operation of FIG. 41 and the operation of FIG. 44 based on the obtained variable MUTE_FUNC. More specifically, when the variable MUTE_FUNC is ON, the mute processor 18 determines that the sound I/O I/F 116 supports mute function, and performs operation of FIG. 41. When the variable MUTE_FUNC is OFF, the mute processor 18 determines that the sound I/O I/F 116 does not support mute function, and performs operation of FIG. 44.

As described above, with or without the mute function support of the sound I/O I/F 116 for the sound input 15a, the request terminal 10A is able to execute mute processing based on determination that the user at the request terminal 10A sets the output level of the external speaker 115a to minimum, and transmit a message indicating the mute on state to the counterpart terminal 10B.

Referring now to FIG. 47, operation of processing a message indicating the mute state of the request terminal 10A, performed by the counterpart terminal 10B, is explained according to an example embodiment of the present invention.

At S306-1, the data transmit/receive 11 of the counterpart terminal 10B receives a message, which includes the mute state data of the request terminal 10A, from the request terminal 10A.

At S306-2, the state manager 18c analyzes the message received from the request terminal 10A, and obtains the mute state data from the status tag of the message.

At S306-3, the processor 18a determines whether the mute state data obtained at S306-2 indicates that mute function is on. When it is determined that the mute state data indicates that mute function is on ("YES" at S306-3), the operation proceeds to S306-4. When it is determined that the mute state data indicates that mute function is not on ("NO" at S306-3), the operation proceeds to S306-5.

At S306-4, the processor 18a requests the display control 14b of the counterpart terminal 10B to display the icon indicating the mute on state of the request terminal 10A and the text indicating the mute on state of the request terminal 10A onto the display 11 of the counterpart terminal 10B, and the operation ends.

At S306-5, the processor 18a requests the display control 14b of the counterpart terminal 10B to display the icon indicating the mute on state of the request terminal 10A and the text indicating the mute on state are displayed.
In one example, the present invention may reside in a communication terminal, which transmits or receives at least sound data to or from a counterpart terminal through a network. The communication terminal includes: a sound input to be input with a sound signal from a sound input device; a determiner to determine a type of the sound input device; a processor to manage mute processing of the communication terminal; a state manager to manage a mute state of the sound input device; and a data transmit/receive to communicate data through the network. The determiner determines whether the sound input device is capable of notifying the communication terminal of the mute state of the sound input device. When the determiner determines that the sound input device is capable of notifying the communication terminal of the mute state of the sound input device, the processor determines the mute state of the sound input device based on mute state data obtained from the sound input device. When the determiner determines that the sound input device is not capable of notifying the mute state of the sound input device, the determiner determines the mute state of the sound input device based on a volume level of the sound signal input from the sound input device. The processor notifies the state manager of the mute state of the sound input device determined by the determiner. The state manager generates a message including information indicating the mute state of the sound input device, identification information for identifying the communication terminal, and identification information for identifying a destination apparatus to which the message is addressed. The state manager further requests the data transmit/receive to send the message to the destination apparatus.

The communication terminal further includes a first list of sound input devices each of which is capable of notifying the mute state of each sound input device. The processor obtains a type of the sound input device, and sends the type of the sound input device to the determiner. The determiner searches the first list of sound input devices for the obtained type of the sound input device. When it is determined that the obtained type of the sound input device is stored in the first list, the determiner determines that the sound input device is capable of notifying the communication terminal of the mute state of the sound input device. When it is determined that the obtained type of the sound input device is not stored in the first list, the determiner further searches the second list of sound input devices for the obtained type of the sound input device. When it is determined that the obtained type of the sound input device is not stored in the second list, the determiner instructs the state manager to send a message indicating that the mute state of the sound input device is not obtainable.

The second list of sound input devices stores, for each of sound input device types, a threshold previously determined for each of sound input device types. The determiner refers to the threshold stored in the second list. When it is determined that the measured volume level of the sound signal is within a range specified by the threshold, the determiner determines that the sound input device is in the mute on state. When it is determined that the measured volume level of the sound signal is out of the range specified by the threshold, the determiner determines that the sound input device is in the mute off state.

The threshold of the sound volume level stored in the second list is set to be lower than the minimum volume level of the sound signal input to the sound input from the sound input device.

In the mute on state, the mute switch of the sound input is provided at most downstream of the signal processing circuits of the sound input such that the mute switch controls transmission of the signal processed by the signal processing circuits of the sound input.

The communication terminal further includes a display to display information indicating the mute state of the counterpart terminal. When the data transmit/receive of the communication terminal receives a message through the network from the counterpart terminal, the data transmit/receive sends the message to the state manager. The state manager analyzes the message to specify the counterpart terminal and the mute state of the counterpart terminal. The display displays identification information for identifying the counterpart terminal specified by the state manager, and displays or stops displaying information indicating the mute state of the counterpart terminal.

When the mute state of the counterpart terminal is on, the display displays information indicating that the mute function of the counterpart terminal is on.

When the mute state of the counterpart terminal is off, the display stops displaying information indicating that the mute function of the counterpart terminal is on.

When the mute state of the counterpart terminal is none, indicating that mute state cannot be notified, the display displays information indicating that the mute state of the counterpart terminal is not configurable.

In another example, the present invention may reside in a communication terminal control program, which causes the communication terminal to perform any one of the above-described functions.

In one example, a communication management system is provided, which is connected to the communi-
cation terminal through the network. The communication management system receives the message transmitted from the communication terminal, and sends the message to the counterpart terminal through the network.

[0443] The communication management system includes a message processor and a data transmit/receive. When the data transmit/receive receives the message from the communication terminal, the data transmit/receive sends the message to the message processor. The message processor obtains the identification information for identifying the communication terminal, and refers to a management table that stores identification information for identifying the counterpart terminal that is communicating with the communication terminal to specify the identification information for identifying the counterpart terminal. The message processor generates a message including the information indicating the mute state of the communication terminal, the identification information for identifying the communication terminal, and the identification information for identifying the counterpart terminal. The data transmit/receive receives the message from the message processor, and sends the message to the counterpart terminal.

[0444] In another example, the present invention may reside in a communication management control program, which causes the communication management system to perform any one of the above-described functions.

[0445] As described above, in case the communication terminal is connected to the sound input device, such as the microphone, with the mute function, even when the communication terminal cannot be notified from the sound input device of the mute state of the sound input device, such as when no device driver for the sound input device is installed onto the communication terminal, the communication terminal is able to send information indicating the mute state of the sound input device to the counterpart terminal, either directly, or via the communication management system or the relay terminal.

[0446] In one example, the present invention may reside in a communication terminal, which transmits or receives at least sound data to or from a counterpart terminal through a network. The communication terminal includes: a sound input to be input with a sound signal from a sound input device; a determiner to determine a type of the sound input device; a processor to manage mute processing of the communication terminal; a state manager to manage the mute state of the communication terminal; and a data transmit/receive to communicate data through the network. The determiner determines whether the sound input device is capable of notifying the communication terminal of the mute state of the sound input device. When the determiner determines that the sound input device is capable of notifying the communication terminal of the mute state, the processor determines that the sound input device is not capable of notifying the communication terminal of the mute state, the determiner determines the mute state of the sound input device based on a volume level of the sound signal input to the sound input. The processor notifies the state manager of the mute state of the sound input device determined by the determiner. The state manager generates a message including information indicating the mute state of the sound input device, identification information for identifying the communication terminal, and identification information for identifying a destination apparatus to which the message is addressed. The state manager further requests the data transmit/receive to send the message to the destination apparatus. The communication terminal further includes a mode switch to switch between a communication mode in which communication is performed between the communication terminal and the counterpart terminal, and a registration mode in which information regarding the sound input device is registered. When the mode switch switches the operation mode to the registration mode, and when the determiner determines that the sound input device is capable of notifying mute state, the communication terminal samples the volume level of the sound signal input from the sound input device that is in the mute state, and registers the sampled volume level with the identification information for identifying the sound input device.

[0447] In prior to sampling, the registrar stores the current volume level of the sound signal input to the sound input device. When the determiner determines that the sound input device is not capable of notifying mute state, the communication terminal samples the volume level of the sound signal input to the sound input device. When the determiner determines that the sound input device is not capable of notifying mute state, the communication terminal registers the sampled volume level with the identification information for identifying the sound input device.

[0448] The registrar of the communication terminal obtains the samples of the volume level of the sound signal for a predetermined time period, and selects the maximum value of the samples for registration.

[0449] When the value of the samples selected for registration is greater than a predetermined value, the communication terminal repeats sampling.

[0450] In one example, the present invention may reside in a method of registering a sound input device using a communication terminal having a registration mode in which information regarding the sound input device is registered. The method includes the steps of requesting a user to activate the mute function of the sound input device; determining that the sound input device is capable of notifying mute state when mute state data indicating the mute state of the sound input device is obtained; and registering identification information for identifying the sound input device; determining that the sound input device is not capable of notifying mute state when mute state data indicating the mute function of the sound input device is not obtained and registering identification infor-
mation for identifying the sound input device in association with the volume level obtained through sampling the volume levels of the sound signal input to the sound input device.

[0451] When it is determined that the mute function is not provided with the sound input device, the communication terminal allows the user to cancel registration of the sound input device.

[0452] When it is determined that mute state data indicating the mute function of the sound input device is not obtained, the communication terminal requests the user to activate the mute function of the sound input device.

[0453] The method further includes determining whether the maximum value of the samples of volume levels of the sound signal input to the sound input is less than a predetermined value; and registering the value of at least one sample in association with the identification information for identifying the sound input device when it is determined that the maximum value is less than the predetermined value.

[0454] In one example, the present invention may reside in a communication terminal control program, which causes the communication terminal to perform any one of the above-described functions or operations.

[0455] In one example, the present invention may reside in a communication terminal, which transmits or receives at least sound data to or from a counterpart terminal through a network. The communication terminal includes a sound output to output a sound signal based on data transmitted from the counterpart terminal; a volume adjuster operation unit to control the change in volume level of the sound signal output by the sound output; a monitor to monitor the volume level of the sound signal output by the sound output after being adjusted by the volume adjuster operation unit; and a data transmit/receive to communicate data through the network. When the volume level of the sound signal is set to minimum, the monitor causes a sound input to be in the mute on state. The communication terminal further includes a state in which the volume level of the sound input device is 0 or approximately 0. The communication terminal further includes a display control that displays information based on the contents of the received message onto a display. When the monitor is notified from the data transmit/receive that the message is received, the monitor analyzes information indicating the mute state of the sound input, which is included in the received message, and requests the display control to display or not display data corresponding to the information indicating the mute state of the sound input.

[0456] When the sound input is in the mute on state, and the volume level of the sound signal output from the sound output according to instructions through the volume adjuster operation unit is set to a value other than the minimum value, the communication terminal changes the mute state of the sound input to off, generates a message including identification information for identifying the destination apparatus such as the counterpart terminal. The state manager further requests the data transmit/receive to send the message to the destination apparatus such as the counterpart terminal.

[0457] The monitor stores the volume level of the sound signal input before the mute function of the sound input is activated, and causes the sound input to be in the mute on state.

[0458] When the sound input is in the mute on state, and the volume level of the sound signal output from the sound output according to instructions through the volume adjuster operation unit is set to a value other than the minimum value, the communication terminal changes the volume level of the input sound signal to the stored volume level, generates a message including identification information for identifying the destination apparatus such as the counterpart terminal and information indicating the mute state of the sound input, and requests the data transmit/receive to send the message to the destination apparatus such as the counterpart terminal.

[0459] The mute state of the communication terminal includes a state in which the sound input of the communication terminal is not input with the sound signal from the sound input device.

[0460] The mute state of the communication terminal includes a state in which the volume level of the sound signal input to the sound input device is 0 or approximately 0.

[0461] The monitor determines whether the communication terminal has an interface provided with the function of blocking the sound signal from being input to the sound input of the communication terminal. When it is determined that the interface with the blocking function is provided, the interface blocks the sound signal from being input such that the sound input is not input with the sound signal when the mute function is activated. When it is determined that the interface is not provided with the blocking function, the volume level of the sound signal input to the sound input is made at about 0.

[0462] The communication terminal further includes a display control that displays information based on the contents of the received message onto a display. When the monitor is notified from the data transmit/receive that the message is received, the monitor analyzes information indicating the mute state of the sound input, which is included in the received message, and requests the display control to display or not display data corresponding to the information indicating the mute state of the sound input.

Claims

1. A communication terminal (10) to transmit sound data to a counterpart terminal (10) through a network (2i), the communication terminal (10) comprising:
   a sound input output interface (15a, 116) to receive a sound signal input from a sound input device (114a) connected to the sound input output interface (15a, 116);
a processor (18, 101) configured to:

obtain information for identifying a type of the sound input device (114a); determine whether the sound input device (114a) is capable of notifying the communication terminal (10) of a mute state of the sound input device (114a) based on the obtained type of the sound input device (114a) to generate a determination result, the mute state of the sound input device (114a) indicating whether a mute function of the sound input device (114a) is activated or inactivated; determine the mute state of the sound input device (114a) based on notification received from the sound input device (114a) when the determination result indicates that the sound input device (114a) is capable of notifying the communication terminal (10) of the mute state of the sound input device (114a); set the volume level of the sound signal input from the sound input device (114a) to a maximum level, and determine the mute state of the sound input device (114a) based on a volume level of the sound signal input to the sound input output interface (15a, 116) from the sound input device (114a) when the determination result indicates that the sound input device (114a) is not capable of notifying the communication terminal (10) of the mute state of the sound input device (114a); and generate a message including identification information for identifying the communication terminal (10), mute state data indicating a mute state of the communication terminal (10), and identification information for identifying a destination apparatus (10, 30, 50); and

sound input output interface (15a, 116) is not capable of notifying the communication terminal (10) of the mute state when the obtained type of the sound input device (114a) does not match any one of the one or more types of sound input devices stored in the first table.

3. The communication terminal of claim 2, wherein:

the storage device (18d, 105) is further configured to store a second table including information indicating one or more types of sound input devices each of which is not capable of notifying the communication terminal (10) of the mute state, and

the processor (18, 101) is further configured to:

determine whether the obtained type of the sound input device (114a) matches any one of the one or more types of sound input devices stored in the second table; and

cause the message to include the mute state data indicating that the mute state of the communication terminal (10) is not available when the obtained type of the sound input device (114a) does not match any one of the one or more types of sound input devices stored in the second table.

4. The communication terminal (10) of claim 3, wherein:

the second table further stores, for each one of the one or more types of sound input devices stored in the second table, a threshold volume level that is previously determined for each one of the one or more types of sound input devices, and

the processor (18, 101) determines that the mute function of the sound input device (114a) is activated when the volume level of the sound signal input from the sound input device (114a) is within a range specified by the threshold volume level.

5. The communication terminal (10) of claim 4, wherein

the threshold volume level of the sound signal is set lower than a minimum volume level of the sound signal that can be input to the sound input output interface (15a, 116) from the sound input device (114a).

6. The communication terminal (10) of claim 5, wherein

the processor (18, 101) is further configured to:

measure the volume level of the sound signal input to the sound input output interface (15a, 116) for a predetermined time period to obtain a predetermined number of samples of the volume level of the sound signal; and

a storage device (18d, 105) to store a first table including information indicating one or more types of sound input devices each of which is capable of notifying the communication terminal (10) of the mute state, wherein

the processor (18, 101) determines that the sound input device (114a) connected to the
determine that the volume level of the sound signal is within the range specified by the threshold volume level when none of the samples of the volume level of the sound signal is out of the range specified by the threshold volume level.

7. The communication terminal (10) of claim 6, wherein the sound input output interface (15a, 116) includes:

- signal processing circuits (15a1, 15a2, 15a3, 15a4) to process the sound signal input from the sound input device; and
- a mute switch (15a5) circuit provided downstream of the signal processing circuits (15a1, 15a2, 15a3, 15a4) and to control transmission of the sound signal processed by the signal processing circuits (15a1, 15a2, 15a3, 15a4) based on an instruction for activating the mute function of the sound input device (114a).

8. The communication terminal (10) of any one of claims 1 to 7, further comprising:

- a display device (11) to display data based on mute state data indicating a mute state of the counterpart terminal (10), the mute state data being extracted from a message received from the counterpart terminal (10) through the network.

9. The communication terminal (10) of claim 8, wherein the processor (18, 101) is further configured to:

- switch an operation mode of the communication terminal (10) from a conference mode in which the communication terminal (10) communicates with the counterpart terminal (10) to a registration mode in which a sound input device for use by the communication terminal (10) is registered comprising information for identifying the name of the sound input device (114a), and a threshold volume level obtained for the sound input device (114a);
- request a user at the communication terminal (10) to activate the mute function of the sound input device (114a) to be registered;
- determine whether notification indicating the mute state of the sound input device (114a) to be registered is obtained from the sound input device (114a);
- store information for identifying a type of the sound input device (114a) to be registered, and a threshold volume level obtained for the sound input device (114a) to be registered, in the storage device (18d), the threshold volume level being determined based on a volume level of the sound signal input to the sound input output interface (15a, 116) from the sound input device (114a) while activating the mute function of the sound input device (114a).

10. The communication terminal (10) of claim 9, wherein the processor (18, 101) is further configured to:

- change the volume level of the sound signal input from the sound input device (114a) to be registered to a maximum volume level;
- measure a volume level of the sound signal input from the sound input device (114a) while activating the mute function of the sound input device (114a) for a predetermined time period to obtain a predetermined number of samples of the volume level of the sound signal;
- determine whether one of the samples of the volume level of the sound signal having the largest value is less than a predetermined value; and store the one of the samples of the volume level of the sound signal having the largest value as the threshold volume level for the sound input device (114a) to be registered when the one of the samples of the volume level is less than the predetermined value.

11. The communication terminal (10) of claim 8 or 9, wherein the processor (18, 101) is further configured to:

- monitor a volume level of a sound signal output from a sound output device (115a) connected to the sound input output interface (15b, 116);
- cause the sound signal output from the sound input output interface (15b, 116) to be blocked or to be minimum in volume level, when the volume level of the sound signal output from the sound output device (115a) is set to minimum; and
- cause the message to include the mute state data indicating that the mute function of the communication terminal (10) is activated.

12. A communication system (1), comprising:

- the communication terminal (10) of any one of the preceding claims; and
- the counterpart terminal (10) connected to the communication terminal via the network, wherein the counterpart terminal (10) includes:

  - a display device (11) to display data based on the mute state data extracted from the message.
13. The communication system of claim 12, further comprising:

- a communication management apparatus (50) connected to the network, wherein the communication management apparatus (50) includes:
  - a network interface (51, 209) to receive the message transmitted from the communication terminal through the network, when the identification information for identifying the destination apparatus, being extracted from the message, is the identification information for identifying the communication management apparatus; and
  - a processor (61, 201) to obtain identification information for identifying the counterpart terminal using the identification information for identifying the communication terminal and to replace the identification information for identifying the destination apparatus with the identification information for identifying the counterpart terminal to cause the network interface to transmit the message to the counterpart terminal.

14. A method of controlling a communication terminal (10) to notify a counterpart terminal (10) of a mute state of the communication terminal (10), the method comprising:

- receiving a sound signal that is input from a sound input device (114a) connected to the communication terminal (10);
- obtaining information for identifying a type of the sound input device (114a);
- determining whether the sound input device (114a) is capable of notifying the communication terminal (10) of a mute state of the sound input device (114a) based on the obtained type of the sound input device (114a) to generate a determination result, the mute state of the sound input device (114a) indicating whether a mute function of the sound input device (114a) is activated or inactivated;
- setting the volume level of the sound signal input from the sound input device (114a) to a maximum level, and determining the mute state of the sound input device (114a) based on notification received from the sound input device (114a) when the determination result indicates that the sound input device (114a) is capable of notifying the communication terminal (10) of the mute state of the sound input device (114a);
- determining the mute state of the sound input device (114a) based on a volume level of the sound signal that is input from the sound input device (114a) when the determination result indicates that the sound input device (114a) is not capable of notifying the communication terminal (10) of the mute state of the sound input device (114a);
- generating a message including identification information for identifying the communication terminal (10), mute state data indicating a mute state of the communication terminal (10), and identification information for identifying a destination apparatus (10, 30, 50); and
- sending the message to the destination apparatus (10, 30, 50) through the network to cause the counterpart terminal (10) to output data based on the mute state data extracted from the message.

15. A computer program comprising program code means that, when executed on a computer system, instructs the computer system to perform the method of claim 14.

Patentansprüche

1. Kommunikationsendgerät (10) zum Senden von Schalldaten zu einem Gegenendgerät (10) über ein Netz (2i), wobei das Kommunikationsendgerät (10) umfasst:

- eine Schalleingabe/Schallausgabe-Schnittstelle (15a, 116), um ein Schallsignal, das von einer Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) verbundenen Schalleingabevorrichtung (114a) eingegeben wird, zu empfangen;
- einen Prozessor (18, 101), der konfiguriert ist, um:
  - Informationen zum Identifizieren eines Typs der Schalleingabevorrichtung (114a) zu erhalten;
  - zu bestimmen, ob die Schalleingabevorrichtung (114a) in der Lage ist, dem Kommunikationsendgerät (10) einen Stummzustand der Schalleingabevorrichtung (114a) anhand des erhaltene Typs der Schalleingabevorrichtung (114a) zu melden, um ein Bestimmungsergebnis zu erzeugen, wobei der Stummzustand der Schalleingabevorrichtung (114a) angibt, ob eine Stummsschaltschaltung der Schalleingabevorrichtung (114a) aktiviert oder deaktiviert ist; den Stummzustand der Schalleingabevorrichtung (114a) anhand der empfangenen Meldung zu bestimmen, wenn das Bestimmungsergebnis angibt, dass die Schalleingabevorrichtung (114a) in der Lage ist, dem
Kommunikationsendgerät (10) den Stummzustand der Schalleingabevorrichtung (114a) zu melden;
den Lautstärkepegel des von der Schalleingabevorrichtung (114a) eingegebenen Schallsignals auf einen maximalen Pegel einzustellen und den Stummzustand der Schalleingabevorrichtung (114a) anhand eines Lautstärkeepegels des in die Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) eingegebenen Schallsignals von der Schalleingabevorrichtung (114a) zu bestimmen, wenn das Bestimmungsergebnis angibt, dass die Schalleingabevorrichtung (114a) nicht in der Lage ist, dem Kommunikationsendgerät (10) den Stummzustand zu melden; und
eine Nachricht zu erzeugen, die Identifizierungsinformationen, um das Kommunikationsendgerät (10) zu identifizieren, Stummzustandsdaten, die einen Stummzustand des Kommunikationsendgeräts (10) angeben, und Identifizierungsinformationen zum Identifizieren einer Zielvorrichtung (10, 30, 50) enthält; und
eine Netzsschnittstelle (11, 111), um die durch den Prozessor (18, 101) erzeugte Nachricht zu der Zielvorrichtung (10, 30, 50) über das Netz (2i) zu senden, um das Gegenendgerät (10) dazu zu veranlassen, anhand der aus der Nachricht extrahierten Stummzustandsdaten Daten auszugeben.

2. Kommunikationsendgerät (10) nach Anspruch 1, das ferner umfasst:
eine Speichervorrichtung (18d, 105), um eine erste Tabelle zu speichern, die Informationen enthält, die einen oder mehrere Typen von Schalleingabevorrichtungen angeben, wonov jeder in der Lage ist, dem Kommunikationsendgerät (10) den Stummzustand zu melden, wobei der Prozessor (18, 101) bestimmt, dass die mit der Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) verbundene Schalleingabevorrichtung (114a) nicht in der Lage ist, dem Kommunikationsendgerät (10) den Stummzustand zu melden, wenn der erhaltene Typ der Schalleingabevorrichtung (114a) nicht mit irgendeinem des einen oder der mehreren Typen von Schalleingabevorrichtungen, die in der ersten Tabelle gespeichert sind, übereinstimmt.

3. Kommunikationsendgerät nach Anspruch 2, wobei:
die Speichervorrichtung (18d, 105) ferner konfiguriert ist, eine zweite Tabelle zu speichern, die Informationen enthält, die einen oder mehrere Typen von Schalleingabevorrichtungen angeben, wovon keiner in der Lage ist, dem Kommunikationsendgerät (10) den Stummzustand zu melden, und

der Prozessor (18, 101) ferner konfiguriert ist, um:
zu bestimmen, ob der erhaltene Typ der Schalleingabevorrichtung (114a) mit irgendeinem des einen oder der mehreren Typen von Schalleingabevorrichtungen, die in der zweiten Tabelle gespeichert sind, übereinstimmt; und
zu bewirken, dass die Nachricht die Stummzustandsdaten enthält, die angeben, dass der Stummzustand des Kommunikationsendgeräts (10) nicht verfügbar ist, wenn der erhaltene Typ der Schalleingabevorrichtung (114a) nicht mit irgendeinem des einen oder der mehreren Typen von Schalleingabevorrichtungen, die in der zweiten Tabelle gespeichert sind, übereinstimmt.

4. Kommunikationsendgerät (10) nach Anspruch 3, wobei:
die zweite Tabelle ferner für jeden des einen oder der mehreren Typen von Schalleingabevorrichtungen, die in der zweiten Tabelle gespeichert sind, einen Schwellenlautstärkepegel speichert, der vorher für jeden des einen oder der mehreren Typen von Schalleingabevorrichtungen bestimmt worden ist, und
der Prozessor (18, 101) bestimmt, um:
zu bestimmen, ob der erhaltene Typ der Schalleingabevorrichtung (114a) mit irgendeinem des einen oder der mehreren Typen von Schalleingabevorrichtungen, die in der zweiten Tabelle gespeichert sind, übereinstimmt;
den Stummschaltfunktion der Schalleingabevorrichtung (114a) aktiviert ist, wenn der Lautstärkepegel des von der Schalleingabevorrichtung (114a) eingegebenen Schallsignals in einem durch den Schwellenlautstärkepegel spezifizierten Bereich liegt.

5. Kommunikationsendgerät (10) nach Anspruch 4, wobei der Schwellenlautstärkepegel des Schallsignals niedriger als ein minimaler Lautstärkepegel des Schallsignals, das von der Schalleingabevorrichtung (114a) in die Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) eingegeben werden kann, eingestellt wird.

6. Kommunikationsendgerät (10) nach Anspruch 5, wobei der Prozessor (18, 101) ferner konfiguriert ist, um:
den Lautstärkepegel des in die Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) eingegebenen Schallsignals für eine vorgegebene Zeitdauer zu messen, um eine vorgegebene An-

7. Kommunikationsendgerät (10) nach Anspruch 6, wobei die Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) umfasst:

Signalverarbeitungsschaltungen (15a1, 15a2, 15a3, 15a4), um die Schallsignaleingabe von der Schalleingabevorrichtung zu verarbeiten; und

- eine Stummschalter-Schaltung (15a5), die stromabseitig der Signalverarbeitungsschaltungen (15a1, 15a2, 15a3, 15a4) vorgesehen ist, um die Übertragung des durch die Signalverarbeitungsschaltungen (15a1, 15a2, 15a3, 15a4) verarbeiteten Schallsignals anhand eines Befehls zum Aktivieren der Stummschaltfunktion der Schalleingabevorrichtung (114a) zu steuern.

8. Kommunikationsendgerät (10) nach einem der Ansprüche 1 bis 7, das ferner Folgendes umfasst:

- eine Anzeigevorrichtung (11), um Daten anhand der Stummzustandsdaten anzuzeigen, die einen Stummzustand des Gegenendgeräts (10) angeben, wobei die Stummzustandsdaten aus einer Nachricht extrahiert werden, die von dem Gegenendgerät (10) über das Netz empfangen wird.

9. Kommunikationsendgerät (10) nach Anspruch 8, wobei der Prozessor (18, 101) ferner konfiguriert ist, um:

- eine Betriebsart des Kommunikationsendgeräts (10) von einer Konferenzbetriebsart, in der das Kommunikationsendgerät (10) mit dem Gegenendgerät (10) kommuniziert, in einer Registrierungsbetriebsart, in der eine Schalleingabevorrichtung für die Verwendung durch das Kommunikationsendgerät (10) registriert wird, die Informationen enthält, um den Namen der Schalleingabevorrichtung (114a) und einen Schwellenlautstärkepegel, der durch die Schalleingabevorrichtung (114a) erhalten wird, zu identifizieren, umzuschalten; einen Anwender bei dem Kommunikationsendgerät (10) aufzufordern, die Stummschaltfunktion der zu registrierenden Schalleingabevorrichtung (114a) zu aktivieren; zu bestimmen, ob eine Meldung, die den Stummzustand der zu registrierenden Schalleingabevorrichtung (114a) angibt, von der zu registrierenden Schalleingabevorrichtung (114a) erhalten wird; Informationen zum Identifizieren eines Typs der zu registrierenden Schalleingabevorrichtung (114a) in einer Speichervorrichtung (18d) zu speichern, wenn die Meldung erhalten wird; und die Informationen zum Identifizieren des Typs der zu registrierenden Schalleingabevorrichtung (114a) und einen Schwellenlautstärkepegel, der für die zu registrierende Schalleingabevorrichtung (114a) erhalten wird, in der Speichervorrichtung (18d) zu speichern, wobei der Schwellenlautstärkepegel anhand eines Lautstärkepegels des in die Schalleingabe/Schallausgabe-Schnittstelle (15a, 116) eingegebenen Schallsignals von der Schalleingabevorrichtung (114a) bestimmt wird, während die Stummschaltfunktion der Schalleingabevorrichtung (114a) aktiviert ist.

10. Kommunikationsendgerät (10) nach Anspruch 9, wobei der Prozessor (18, 101) ferner konfiguriert ist, um:

den Lautstärkepegel der Schallsignaleingabe von der zu registrierenden Schalleingabevorrichtung (114a) auf einen maximalen Lautstärkepegel zu ändern; einen Lautstärkepegel des von der Schalleingabevorrichtung (114a) eingegangenen Schallsignals zu messen, während die Stummschaltfunktion der Schalleingabevorrichtung (114a) für eine vorgegebene Zeitspanne aktiviert ist, um eine vorgegebene Anzahl von Abtastwerten des Lautstärkepegels des Schallsignals zu erhalten; zu bestimmen, ob einer der Abtastwerte des Lautstärkepegels des Schallsignals, der den größten Wert hat, kleiner als ein vorgegebener Wert ist; und
den einen der Abtastwerte des Lautstärkepegels von der mit der Schalleingabe/Schallausgabe-Schnittstelle (15b, 116) verbundenen Schall-
ausgabevorrichtung (115a) ausgegeben wird, zu überwachen; zu bewirken, dass das von der Schalleingabe/Schallausgabe-Schnittstelle (15b, 116) ausgegebene Schallsignal blockiert wird oder einen minimalen Lautstärkepegel hat, wenn der Lautstärkepegel des von der Schallausgabevorrichtung (115a) ausgegebenen Schallsignals auf ein Minimum eingestellt ist; und zu bewirken, dass die Nachricht die Stummzustandsdaten enthält, die angeben, dass die Stummschaltfunktion des Kommunikationsendgeräts (10) aktiviert ist.

12. Kommunikationssystem (1), das Folgendes umfasst:

  das Kommunikationsendgerät (10) nach einem der vorhergehenden Ansprüche; und
  das Gegenendgerät (10), das mit dem Kommunikationsendgerät über das Netz verbunden ist, wobei das Gegenendgerät (10) umfasst:

    eine Anzeigevorrichtung (11), um Daten anhand der aus der Nachricht extrahierten Stummzustandsdaten anzuzeigen.

13. Kommunikationssystem nach Anspruch 12, das ferner Folgendes umfasst:

  eine Kommunikationsmanagementvorrichtung (50), die mit dem Netz verbunden ist, wobei die Kommunikationsmanagementvorrichtung (50) umfasst:

    eine Netzschmittstellene (51, 209), um die von dem Kommunikationsendgerät über das Netz gesendete Nachricht zu empfangen, wenn die Identifizierungsinformationen zum Identifizieren der Zielvorrichtung, die aus der Nachricht extrahiert werden, die Identifizierungsinformationen zum Identifizieren der Kommunikationsmanagementvorrichtung sind; und einen Prozessor (61, 201), um Identifizierungsinformationen zum Identifizieren des Gegenendgeräts unter Verwendung der Identifizierungsinformationen zum Identifizieren des Kommunikationsendgeräts zu erhalten und die Identifizierungsinformationen zum Identifizieren der Zielvorrichtung durch die Identifizierungsinformationen zum Identifizieren des Gegenendgeräts zu ersetzen, um die Netzschmittstelle zu veranlassen, die Nachricht zu dem Gegenendgerät zu senden.

14. Verfahren zum Steuern eines Kommunikationsendgeräts (10), um einem Gegenendgerät (10) einen Stummzustand des Kommunikationsendgeräts (10) zu melden, wobei das Verfahren Folgendes umfasst:

  Empfang eines Schallsignals, das von einer mit dem Kommunikationsendgerät (10) verbundenen Schalleingabevorrichtung (114a) eingegeben wird;
  Erhalten von Informationen zum Identifizieren eines Typs der Schalleingabevorrichtung (114a);
  Bestimmen, ob die Schalleingabevorrichtung (114a) in der Lage ist, dem Kommunikationsendgerät (10) einen Stummzustand der Schalleingabevorrichtung (114a) anhand des erhaltenen Typs der Schalleingabevorrichtung (114a) zu melden, um ein Bestimmungsergebnis zu erzeugen, wobei der Stummzustand der Schalleingabevorrichtung (114a) angibt, ob eine Stummschaltfunktion der Schalleingabevorrichtung (114a) aktiviert oder deaktiviert ist; Einstellen des Lautstärkepegels des von der Schalleingabevorrichtung (114a) eingegebenen Schallsignals auf einen maximalen Pegel und Bestimmen des Stummzustands der Schalleingabevorrichtung (114a) anhand einer Mel dung, die von der Schalleingabevorrichtung (114a) empfangen wird, wenn das Bestimmungsergebnis angibt, dass die Schalleingabevorrichtung (114a) in der Lage ist, dem Kommunikationsendgerät (10) den Stummzustand der Schalleingabevorrichtung (114a) zu melden; Bestimmen des Stimmzustands der Schalleingabevorrichtung (114a) anhand eines Lautstärkepegels des Schallsignals, das von der Schalleingabevorrichtung (114a) eingegeben wird, wenn das Bestimmungsergebnis angibt, dass die Schalleingabevorrichtung (114a) nicht in der Lage ist, dem Kommunikationsendgerät (10) den Stimmzustand der Schalleingabevorrichtung (114a) zu melden; Erzeugen einer Nachricht, die Identifizierungsinformationen zum Identifizieren des Kommunikationsendgeräts (10), Stummzustandsdaten, die einen Stummzustand des Kommunikationsendgeräts (10) angeben, und Identifizierungsinformationen zum Identifizieren einer Zielvorrichtung (10, 30, 50) enthalten; und Senden der Nachricht zu der Zielvorrichtung (10, 30, 50) über das Netz, um das Gegenendgerät (10) zu veranlassen, Daten anhand der aus der Nachricht extrahierten Stimmzustandsdaten auszugeben.

15. Computerprogramm, das Programmcodemittel enthält, die dann, wenn sie in einem Computersystem ausgeführt werden, das Computersystem anweisen, das Verfahren nach Anspruch 14 auszuführen.
Revdendications

1. Terminal de communication (10) pour transmettre des données de son à un terminal de contreparti e (10) par l’intermédiaire d’un réseau (2i), le terminal de communication (10) comprenant :

une interface d’entrée-sortie de son (15a, 116) pour recevoir un signal de son entré depuis un dispositif d’entrée de son (114a) connecté à l’interface d’entrée-sortie de son (15a, 116) ;
un processeur (18, 101) configuré pour :

- obtenir des informations pour identifier un type du dispositif d’entrée de son (114a) ;
- déterminer si le dispositif d’entrée de son (114a) est capable de notifier au terminal de communication (10) un état de sourdine du dispositif d’entrée de son (114a) sur la base du type obtenu du dispositif d’entrée de son (114a) pour générer un résultat de détermination, l’état de sourdine du dispositif d’entrée de son (114a) indiquant si une fonction de sourdine du dispositif d’entrée de son (114a) est activée ou désactivée ;
- déterminer l’état de sourdine du dispositif d’entrée de son (114a) sur la base d’une notification reçue du dispositif d’entrée de son (114a) lorsque le résultat de détermination indique que le dispositif d’entrée de son (114a) est capable de notifier au terminal de communication (10) l’état de sourdine, dans lequel

le processeur (18, 101) détermine que le dispositif d’entrée de son (114a) connecté à l’interface d’entrée-sortie de son (15a, 116) n’est pas capable de notifier au terminal de communication (10) l’état de sourdine, le processeur (18, 101) est en outre configuré pour :

- déterminer si le type obtenu du dispositif d’entrée de son (114a) concorde avec l’un quelconque des un ou plusieurs types de dispositifs d’entrée de son stockés dans la seconde table.

3. Terminal de communication selon la revendication 2, dans lequel :

le dispositif de stockage (18d, 105) est en outre configuré pour stocker une seconde table comprenant des informations indiquant un ou plusieurs types de dispositifs d’entrée de son dont chacun n’est pas capable de notifier au terminal de communication (10) l’état de sourdine, et

le processeur (18, 101) est en outre configuré pour :

- déterminer si le type obtenu du dispositif d’entrée de son (114a) concorde avec l’un quelconque des un ou plusieurs types de dispositifs d’entrée de son stockés dans la seconde table ; et
- amener le message à inclure les données d’état de sourdine indiquant que l’état de sourdine du terminal de communication (10) n’est pas disponible lorsque le type obtenu du dispositif d’entrée de son (114a) n’est pas capable de notifier au terminal de communication (10) l’état de sourdine, la seconde table stocke en outre, pour chacun des un ou plusieurs types de dispositifs d’entrée de son stockés dans la seconde table, un niveau de volume de seuil qui est déterminé au préalable pour chacun des un ou plusieurs types de dispositifs d’entrée de son, et
le processeur (18, 101) détermine que la fonction de sourdine du dispositif d’entrée de son (114a) est activée lorsque le niveau de volume du signal de son entré depuis le dispositif d’entrée de son (114a) est dans une plage spécifiée par le niveau de volume de seuil.

5. Terminal de communication (10) selon la revendication 4, dans lequel le niveau de volume de seuil du signal de son est réglé inférieur à un niveau de volume minimum du signal de son qui peut être entré dans l’interface d’entrée-sortie de son (15a, 116) depuis le dispositif d’entrée de son (114a).

6. Terminal de communication (10) selon la revendication 5, dans lequel le processeur (18, 101) est en outre configuré pour:

mesurer le niveau de volume du signal de son entré dans l’interface d’entrée-sortie de son (15a, 116) pendant une période de temps prédéterminée pour obtenir un nombre prédéterminé d’échantillons du niveau de volume du signal de son ; et
déterminer que le niveau de volume du signal de son est dans la plage spécifiée par le niveau de volume de seuil lorsqu’aucun des échantillons du niveau de volume du signal de son n’est en dehors de la plage spécifiée par le niveau de volume de seuil.

7. Terminal de communication (10) selon la revendication 6, dans lequel l’interface d’entrée-sortie de son (15a, 116) comprend:

des circuits de traitement de signal (15a1, 15a2, 15a3, 15a4) pour traiter le signal de son entré depuis le dispositif d’entrée de son ; et
un circuit de commutateur de sourdine (15a5) pourvu en aval des circuits de traitement de signal (15a1, 15a2, 15a3, 15a4) et pour commander la transmission du signal de son traité par les circuits de traitement de signal (15a1, 15a2, 15a3, 15a4) sur la base d’une instruction pour activer la fonction de sourdine du dispositif d’entrée de son (114a).

8. Terminal de communication (10) selon l’une quelconque des revendications 1 à 7, comprenant en outre:

un dispositif d’affichage (11) pour afficher des données sur la base de données d’état de sourdine indiquant un état de sourdine du terminal de contrepartie (10), les données d’état de sourdine étant extraites d’un message reçu du terminal de contrepartie (10) par l’intermédiaire du réseau.

9. Terminal de communication (10) selon la revendication 8, dans lequel le processeur (18, 101) est en outre configuré pour:

comme un processeur de fonctionnement du terminal de communication (10) d’un mode de conférence dans lequel le terminal de communication (10) communique avec le terminal de contrepartie (10) à un mode d’enregistrement dans lequel un dispositif d’entrée de son pour une utilisation par le terminal de communication (10) est enregistré comprenant des informations pour identifier le nom du dispositif d’entrée de son (114a), et un niveau de volume de seuil obtenu pour le dispositif d’entrée de son (114a) ;
changer à un utilisateur du terminal de communication (10) d’activer la fonction de sourdine du dispositif d’entrée de son (114a) avant être enregistré ;
déterminer si une notification indiquant l’état de sourdine du dispositif d’entrée de son (114a) avant être enregistré est obtenue à partir du dispositif d’entrée de son (114a) avant être enregistré ;
stocker les informations pour identifier un type de dispositif d’entrée de son (114a) avant être enregistré dans un dispositif de stockage (18d) lorsque la notification est obtenue ; et
stocker les informations pour identifier le type du dispositif d’entrée de son (114a) avant être enregistré, et un niveau de volume de seuil obtenu pour le dispositif d’entrée de son (114a) avant être enregistré, dans le dispositif de stockage (18d), le niveau de volume de seuil étant déterminé sur la base d’un niveau de volume du signal de son entré dans l’interface d’entrée-sortie de son (15a, 116) depuis le dispositif d’entrée de son (114a) pendant l’activation de la fonction de sourdine du dispositif d’entrée de son (114a).

10. Terminal de communication (10) selon la revendication 9, dans lequel le processeur (18, 101) est en outre configuré pour:

changer le niveau de volume du signal de son entré depuis le dispositif d’entrée de son (114a) avant être enregistré à un niveau de volume maximum ;
mesurer un niveau de volume du signal de son entré depuis le dispositif d’entrée de son (114a) pendant l’activation de la fonction de sourdine du dispositif d’entrée de son (114a) pendant une période de temps prédéterminée pour obtenir un nombre prédéterminé d’échantillons du niveau de volume du signal de son ;
déterminer si un des échantillons du niveau de volume du signal de son ayant la plus grande valeur est inférieur à une valeur prédéterminée ;
et stocker ledit un des échantillons du niveau de volume du signal de son ayant la plus grande valeur comme le niveau de volume de seuil pour le dispositif d'entrée de son (114a) avant de l'être enregistré lorsque ledit un des échantillons du niveau de volume est inférieur à la valeur prédéterminée.

11. Terminal de communication (10) selon la revendication 8 ou 9, dans lequel le processeur (18, 101) est en outre configuré pour :

surveiller un niveau de volume d'un signal de son sorti d'un dispositif de sortie de son (115a) connecté à l'interface d'entrée-sortie de son (15b, 116) ;

amener le signal de son sorti de l'interface d'entrée-sortie de son (15b, 116) à être bloqué ou à être au minimum de niveau de volume, lorsque le niveau de volume du signal de son sorti du dispositif de sortie de son (115a) est réglé au minimum ; et

amener le message à inclure les données d'état de sourdine indiquant que la fonction de sourdine du terminal de communication (10) est activée.

12. Système de communication (1), comprenant :

le terminal de communication (10) selon l'une quelconque des revendications précédentes ; et

le terminal de contrepartie (10) connecté au terminal de communication via le réseau, dans lequel le terminal de contrepartie (10) comprend :

un dispositif d'affichage (11) pour afficher des données sur la base des données d'état de sourdine extraites du message.

13. Système de communication selon la revendication 12, comprenant en outre :

un appareil de gestion de communication (50) connecté au réseau, dans lequel l'appareil de gestion de communication (50) comprend :

une interface réseau (51, 209) pour recevoir le message transmis depuis le terminal de communication par l'intermédiaire du réseau, lorsque les informations d'identification pour identifier l'appareil de destination, qui sont extraites du message, sont les informations d'identification pour identifier l'appareil de gestion de communication ; et

un processeur (61, 201) pour obtenir des informations d'identification pour identifier le terminal de contrepartie en utilisant les informations d'identification pour identifier le terminal de communication et pour remplacer les informations d'identification pour identifier l'appareil de destination par les informations d'identification pour identifier le terminal de contrepartie afin d'amener l'interface réseau à transmettre le message au terminal de contrepartie.

14. Procédé de commande d'un terminal de communication (10) pour notifier à un terminal de contrepartie (10) un état de sourdine du terminal de communication (10), le procédé comprenant :

la réception d'un signal de son qui est entré depuis un dispositif d'entrée de son (114a) connecté au terminal de communication (10) ;

l'obtention d'informations pour identifier un type du dispositif d'entrée de son (114a) ;

la détermination de si le dispositif d'entrée de son (114a) est capable de notifier au terminal de communication (10) un état de sourdine du dispositif d'entrée de son (114a) sur la base du type obtenu du dispositif d'entrée de son (114a) pour générer un résultat de détermination, l'état de sourdine du dispositif d'entrée de son (114a) indiquant si une fonction de sourdine du dispositif d'entrée de son (114a) est activée ou désactivée ;

le réglage du niveau de volume du signal de son entré depuis le dispositif d'entrée de son (114a) à un niveau maximum, et la détermination de l'état de sourdine du dispositif d'entrée de son (114a) sur la base d'une notification reçue du dispositif d'entrée de son (114a) lorsque le résultat de détermination indique que le dispositif d'entrée de son (114a) est capable de notifier au terminal de communication (10) l'état de sourdine du dispositif d'entrée de son (114a) ;

la détermination de l'état de sourdine du dispositif d'entrée de son (114a) sur la base d'un niveau de volume du signal de son qui est entré depuis le dispositif d'entrée de son (114a) lorsque le résultat de détermination indique que le dispositif d'entrée de son (114a) n'est pas capable de notifier au terminal de communication (10) l'état de sourdine du dispositif d'entrée de son (114a) ;

la génération d'un message comprenant des informations d'identification pour identifier le terminal de communication (10), des données d'état de sourdine indiquant un état de sourdine du terminal de communication (10), et des informations d'identification pour identifier un appareil de destination (10, 30, 50) ; et

l'envoi du message à l'appareil de destination (10, 30, 50) par l'intermédiaire du réseau pour
amener le terminal de contrepartie (10) à sortir des données sur la base des données d'état de sourdine extraites du message.

15. Programme informatique comprenant un moyen de code de programme qui, lorsqu'il est exécuté sur un système informatique, donne pour instruction au système informatique d'effectuer le procédé selon la revendication 14.
FIG. 4
FIG. 7A

FIG. 7B

FIG. 7C

FIG. 8
DATA QUALITY MANAGEMENT TABLE

<table>
<thead>
<tr>
<th>TERMINAL IP ADDRESS</th>
<th>IMAGE DATA QUALITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.3.2.4</td>
<td>HIGH</td>
</tr>
<tr>
<td>1.3.1.3</td>
<td>LOW</td>
</tr>
<tr>
<td>1.3.2.3</td>
<td>MEDIUM</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
</tr>
</tbody>
</table>

FIG. 9
RELAY TERMINAL MANAGEMENT TABLE

<table>
<thead>
<tr>
<th>RELAY TERMINAL ID</th>
<th>OPERATION STATE</th>
<th>DATE AND TIME RECEIVED</th>
<th>RELAY TERMINAL IP ADDRESS</th>
<th>MAXIMUM DATA TRANSMISSION SPEED (Mbps)</th>
</tr>
</thead>
<tbody>
<tr>
<td>111a</td>
<td>ON LINE</td>
<td>2009.11.10.13:00</td>
<td>1.2.1.2</td>
<td>100</td>
</tr>
<tr>
<td>111b</td>
<td>ON LINE</td>
<td>2009.11.10.13:10</td>
<td>1.2.2.2</td>
<td>1000</td>
</tr>
<tr>
<td>111c</td>
<td>OFF LINE</td>
<td>2009.11.10.13:20</td>
<td>1.3.1.2</td>
<td>100</td>
</tr>
<tr>
<td>111d</td>
<td>ON LINE</td>
<td>2009.11.10.13:30</td>
<td>1.3.2.2</td>
<td>10</td>
</tr>
</tbody>
</table>

FIG. 10
TERMINAL AUTHENTICATION MANAGEMENT TABLE

<table>
<thead>
<tr>
<th>TERMINAL ID</th>
<th>PASSWORD</th>
</tr>
</thead>
<tbody>
<tr>
<td>01aa</td>
<td>aaaa</td>
</tr>
<tr>
<td>01ab</td>
<td>abab</td>
</tr>
<tr>
<td>01ba</td>
<td>baba</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
</tr>
</tbody>
</table>
### FIG. 11

**TERMINAL MANAGEMENT TABLE**

<table>
<thead>
<tr>
<th>TERMINAL ID</th>
<th>OPERATING STATE</th>
<th>RECEIVED DATE</th>
<th>TERMINAL IP ADDRESS</th>
</tr>
</thead>
<tbody>
<tr>
<td>01aa</td>
<td>ON LINE</td>
<td>2009.11.10.13:40</td>
<td>1.2.1.3</td>
</tr>
<tr>
<td>01ab</td>
<td>OFF LINE</td>
<td>2009.11.09.12:00</td>
<td>1.2.1.4</td>
</tr>
<tr>
<td>01ba</td>
<td>ON LINE</td>
<td>2009.11.10.13:45</td>
<td>1.2.2.3</td>
</tr>
<tr>
<td></td>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td>01db</td>
<td>ON LINE</td>
<td>2009.11.10.13:50</td>
<td>1.3.2.4</td>
</tr>
</tbody>
</table>

### FIG. 12

**CANDIDATE LIST MANAGEMENT TABLE**

<table>
<thead>
<tr>
<th>REQUEST TERMINAL ID</th>
<th>COUNTERPART TERMINAL ID</th>
</tr>
</thead>
<tbody>
<tr>
<td>01aa</td>
<td>01ab, 01ba, 01db</td>
</tr>
<tr>
<td>01ab</td>
<td>01aa, 01ba, 01ca</td>
</tr>
<tr>
<td>01ba</td>
<td>01aa, 01ab, 01cb, 01da</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td>01db</td>
<td>01aa, 01ab, 01da</td>
</tr>
</tbody>
</table>
### FIG. 13

**SESSION MANAGEMENT TABLE**

<table>
<thead>
<tr>
<th>SESSION ID</th>
<th>RELAY TERMINAL ID</th>
<th>REQUEST TERMINAL ID</th>
<th>COUNTERPART TERMINAL ID</th>
<th>DELAY TIME (ms)</th>
<th>DATE AND TIME RECEIVED</th>
</tr>
</thead>
<tbody>
<tr>
<td>se1</td>
<td>111a</td>
<td>01aa</td>
<td>01db</td>
<td>200</td>
<td>2009.11.10.14:00</td>
</tr>
<tr>
<td>se2</td>
<td>111b</td>
<td>01ba</td>
<td>01ca</td>
<td>50</td>
<td>2009.11.10.14:10</td>
</tr>
<tr>
<td>se3</td>
<td>111d</td>
<td>01bb</td>
<td>01da</td>
<td>400</td>
<td>2009.11.10.14:20</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
</tbody>
</table>

### FIG. 14

**ADDRESS PRIORITY MANAGEMENT TABLE**

<table>
<thead>
<tr>
<th>DOT ADDRESS SIMILARITY</th>
<th>ADDRESS PRIORITY POINT</th>
</tr>
</thead>
<tbody>
<tr>
<td>S. S. S. D</td>
<td>5</td>
</tr>
<tr>
<td>S. S. D.</td>
<td>3</td>
</tr>
<tr>
<td>S. D. -</td>
<td>1</td>
</tr>
<tr>
<td>D. - -</td>
<td>0</td>
</tr>
</tbody>
</table>
### FIG. 15

**TRANSMISSION SPEED PRIORITY MANAGEMENT TABLE**

<table>
<thead>
<tr>
<th>MAXIMUM DATA TRANSMISSION SPEED (Mbps)</th>
<th>TRANSMISSION SPEED PRIORITY POINT</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000 -</td>
<td>5</td>
</tr>
<tr>
<td>100 - 1000</td>
<td>3</td>
</tr>
<tr>
<td>10 - 100</td>
<td>1</td>
</tr>
<tr>
<td>- 10</td>
<td>0</td>
</tr>
</tbody>
</table>

### FIG. 16

**QUALITY MANAGEMENT TABLE**

<table>
<thead>
<tr>
<th>DELAY TIME (ms)</th>
<th>IMAGE DATA QUALITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>0 - 100</td>
<td>HIGH</td>
</tr>
<tr>
<td>100 - 300</td>
<td>MEDIUM</td>
</tr>
<tr>
<td>300 - 500</td>
<td>LOW</td>
</tr>
<tr>
<td>500 -</td>
<td>(INTERRUPT)</td>
</tr>
</tbody>
</table>
FIG. 20

START

EXTRACT IP ADDRESS OF COUNTERPART TERMINAL USING COMMUNICATION START REQUEST INFORMATION

SELECT ON-LINE RELAY TERMINALS

SELECT ON-LINE RELAY TERMINALS

DETECT SIMILARITY BETWEEN RELAY TERMINAL IP ADDRESS WITH TERMINAL IP ADDRESS

DETECT SIMILARITY BETWEEN RELAY TERMINAL IP ADDRESS WITH TERMINAL IP ADDRESS

OBTAIN ADDRESS PRIORITY POINT

OBTAIN TRANSMISSION SPEED PRIORITY POINT

OBTAIN TOTAL PRIORITY POINT

END
<table>
<thead>
<tr>
<th>RELAY TERMINAL ID</th>
<th>FIRST ADDRESS PRIORITY POINT FOR REQUEST</th>
<th>SECOND ADDRESS PRIORITY POINT FOR COUNTERPART TERMINAL</th>
<th>TOTAL PRIORITY POINT</th>
</tr>
</thead>
<tbody>
<tr>
<td>111a</td>
<td>5</td>
<td>1</td>
<td>8</td>
</tr>
<tr>
<td>111b</td>
<td>3</td>
<td>1</td>
<td>5</td>
</tr>
<tr>
<td>111c</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>111d</td>
<td>1</td>
<td>5</td>
<td>6</td>
</tr>
</tbody>
</table>
FIG. 23

START

S65-1

OBTAIN TIME WHEN PREPARATORY TRANSMIT INFORMATION IS RECEIVED

S65-2

CALCULATE TIME PERIOD FOR TRANSMIT AND RECEIVE OF PREPARATORY TRANSMIT INFORMATION

S65-3

PREPARATORY TRANSMIT INFORMATION RECEIVED FOR ALL RELAY TERMINALS?

YES

S65-5

SELECT RELAY TERMINAL FOR COMMUNICATION

END

NO

S65-4

REACHES PREDETERMINED TIME?

YES

NO

END
FIG. 25

START

S101-1

OBTAINT MICROPHONE NAME

S101-2

CAN TRANSMIT MUTE STATE DATA?

YES

S101-3

FIG. 30

NO

S101-4

FIG. 31

S101-5

IDENTIFY COUNTERPART TERMINAL

S101-6

COUNTERPART TERMINAL FOR MESSAGE TRANSMIT?

NO

YES

S101-7

GENERATE MESSAGE

S101-8

TRANSMIT MESSAGE

END
FIG. 26A

<table>
<thead>
<tr>
<th>MIC NAME</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>MIC1</td>
<td></td>
</tr>
<tr>
<td>MIC2</td>
<td></td>
</tr>
<tr>
<td>...</td>
<td></td>
</tr>
</tbody>
</table>

FIG. 26B

<table>
<thead>
<tr>
<th>MIC NAME</th>
<th>THRESHOLD</th>
</tr>
</thead>
<tbody>
<tr>
<td>MIC3</td>
<td>3</td>
</tr>
<tr>
<td>MIC4</td>
<td>4</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
</tr>
</tbody>
</table>

FIG. 27

<table>
<thead>
<tr>
<th>TERMINAL ID</th>
<th>MUTE STATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>01aa</td>
<td>MUTE_ON</td>
</tr>
<tr>
<td>01ab</td>
<td>MUTE_OFF</td>
</tr>
<tr>
<td>01ba</td>
<td>MUTE_NONE</td>
</tr>
<tr>
<td>01bb</td>
<td>MUTE_OFF</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
</tr>
</tbody>
</table>
FIG. 28

(a)  
<presence from = "01aa" to = "01bb">
<show>CHAT</show>
=status>MUTE_ON</status>
</presence>

(b)  
<presence from = "01aa" to = "01bb">
<show>CHAT</show>
=status>MUTE_OFF</status>
</presence>

(c)  
<presence from = "01aa" to = "01bb">
<show>CHAT</show>
=status>MUTE_NONE</status>
</presence>

FIG. 29

(a)  
<presence from = "1.2.1.3" to = "1.1.1.2">
<show>CHAT</show>
<id>01aa</id>
=status>MUTE_ON</status>
</presence>

(b)  
<presence from = "1.2.1.3" to = "1.1.1.2">
<show>CHAT</show>
<id>01aa</id>
=status>MUTE_OFF</status>
</presence>

(c)  
<presence from = "1.2.1.3" to = "1.1.1.2">
<show>CHAT</show>
<id>01aa</id>
=status>MUTE_NONE</status>
</presence>
FIG. 31

START

MICROPHONE NAME?

YES S106-2

OBTAIN THRESHOLD

MEASURE SIGNAL LEVEL

LEVEL CONTINUED FOR PREDETERMINED TIME?

YES S106-4

NO

MUTE STATE DATA OFF?

YES S106-5

NO S106-7

MUTE STATE DATA ON?

YES S106-8

NO

CHANGE MUTE STATE TO ON

END

CHANGE MUTE STATE TO OFF

END

CHANGE MUTE STATE TO NONE

END
FIG. 32

START

RECEIVE MESSAGE $\rightarrow$ S107-1

ANALYZE MESSAGE AND CHANGE MUTE STATE DATA OF TERMINAL $\rightarrow$ S107-2

MUTE STATE DATA ON? $\rightarrow$ S107-3

NO

YES $\rightarrow$ S107-4

REQUEST DISPLAY OF DATA BASED ON MUTE ON DATA

MUTE STATE DATA NONE? $\rightarrow$ S107-5

NO

YES $\rightarrow$ S107-6

REQUEST DISPLAY OF DATA BASED ON MUTE NONE DATA

REQUEST NOT TO DISPLAY DATA BASED ON MUTE STATE DATA $\rightarrow$ S107-7

END

FIG. 33

[Diagram of two people with microphone symbols and text 01aa, 01ba, and 01ab]
FIG. 34

START

CONFERENCE

REGISTER

MICROPHONE

FIG. 35

START

OBTAIR MICROPHONE NAME S202-1

CONTINUE? S202-2

NO

YES

MUTE STATE DATA OBTAINABLE? S202-3

NO

YES S202-4

FIG. 38

FIG. 39

SWITCH SCREEN S202-5

S202-6

END

71
FIG. 36

To register microphone, please press mute button, and "OK". If mute button is not available, please press "cancel" to cancel registration.

CANCEL  OK

FIG. 37

Microphone registered.

OK

FIG. 38

START

ADD MICROPHONE NAME TO MICROPHONE DATA ~S205-1

END
FIG. 39

START

SET VOLUME TO MAX. - S206-1

DETERMINE THRESHOLD - S206-2

ADD MICROPHONE NAME AND THRESHOLD TO MICROPHONE DATA - S206-3

ADJUST VOLUME - S206-4

END

FIG. 40

MUTE BUTTON IS NOT PRESSSED. PLEASE PRESS MUTE BUTTON, AND "OK".

OK
FIG. 41

START

RECEIVE EVENT INDICATING OUTPUT LEVEL CHANGE

S301-1

S301-2

OUTPUT LEVEL MINIMUM?

NO

YES

S301-7

MUTE = ON?

NO

YES

MUTE = ON?

TURN ON MUTE FUNCTION OF VOICE INPUT

S301-3

S301-8

TURN OFF MUTE FUNCTION OF VOICE INPUT

MUTE = OFF

S301-9

S301-4

MUTE = ON

S301-5

GENERATE MESSAGE

S301-6

TRANSMIT MESSAGE

END

S301-10
**FIG. 42**

(a)

```xml
<presence from = "01aa" to = "01bb">
  <show>CHAT</show>
  <status>MUTE_ON</status>
</presence>
```

(b)

```xml
<presence from = "01aa" to = "01bb">
  <show>CHAT</show>
  <status>MUTE_OFF</status>
</presence>
```

**FIG. 43**

(a)

```xml
<presence from = "1.2.1.3" to = "1.1.1.2">
  <show>CHAT</show>
  <id>01aa</id>
  <status>MUTE_ON</status>
</presence>
```

(b)

```xml
<presence from = "1.2.1.3" to = "1.1.1.2">
  <show>CHAT</show>
  <id>01aa</id>
  <status>MUTE_OFF</status>
</presence>
```
FIG. 44

START

S303-1

RECEIVE EVENT OF
OUTPUT LEVEL
CHANGE

S303-2

OUTPUT LEVEL
MINIMUM?

NO

S303-3

STORE INPUT LEVEL

S303-4

LOWER INPUT LEVEL

S303-5

MUTE = ON

S303-6

GENERATE MESSAGE

S303-7

TRANSMIT MESSAGE

S303-8

MUTE ON?

NO

YES

S303-9

INCREASE INPUT LEVEL

S303-10

MUTE = OFF

END
FIG. 45

START

VOICE I/O
I/F SUPPORT MUTE FUNCTION?

NO

S304-1

YES

S304-2

MUTE_FUNC = ON

S304-3

MUTE_FUNC = OFF

END

FIG. 46

COUNTERPART TERMINAL

YOUR TERMINAL

SPEAKER VOLUME: 0

MUTE ON
FIG. 47

START

RECEIVE MESSAGE

ANALYZE MUTE STATE DATA

MUTE STATE DATA ON?

YES

REQUEST DISPLAY OF DATA BASED ON MUTE STATE DATA

END

NO

REQUEST NOT TO DISPLAY DATA BASED ON MUTE STATE DATA

FIG. 48

COUNTERPART TERMINAL

YOUR TERMINAL

SPEAKER VOLUME: 5

MUTE ON
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 2008028885 A [0004]
- US 5794018 A [0007]
- JP 6233373 A [0008]
- US 5970054 A [0009]