A flight deck having a dual-view display and a method for operating same

A flight deck (18) for an aircraft (10) having a first display (24) associated with a first pilot and displaying a first image comprising a first set of flight information for the first pilot and a second display (28) associated with a second pilot and displaying a second image comprising a second set of flight information for the second pilot. The second display (28) is a dual-view display simultaneously generating second and third images.
Contemporary aircraft cockpits include a flight deck having multiple flight displays, which display to the pilots a wide range of aircraft, flight, navigation, and other information used in the operation and control of the aircraft. The multiple flight displays may be shared by multiple pilots, who sit in a side-by-side arrangement, because crew members must be able to view the flight displays across the flight deck to be able to see what is on another pilot’s displays for cross-checking purposes. It is common that when a second pilot reads the first pilot’s display the information displayed may be harder to read or distorted due to the angle the second pilot is at from the first pilot’s display. The displays are typically designed to be readable from such a cross-side viewing angle, but it is difficult to maintain color and contrast. Further, the information provided by each display may not be best suited for cross-checking as a pilot may need more information than the pilot who is cross-checking the information.

BRIEF DESCRIPTION OF THE INVENTION

In one embodiment, a flight deck for an aircraft includes a first display associated with a first pilot and displaying a first image comprising a first set of flight information for the first pilot and a second display associated with a second pilot and displaying a second image comprising a second set of flight information for the second pilot. The second display is a dual-view display simultaneously generating a third image along with the second image, with the second image viewable by the second pilot, but not the first pilot, the third image viewable by the first pilot, but not the second pilot, and the third image containing a subset of information from the second set of flight information.

In another embodiment, a method of providing information on an aircraft flight deck having a first display for a first pilot and a second display for a second pilot includes displaying on the first display a first image comprising a first set of flight information for the first pilot, displaying on the second display a second image comprising a second set of flight information, which is viewable by the second pilot, but not the first pilot, and displaying on the third display a third image comprising a subset of the second set of flight information, which is viewable by the first pilot, but not the second pilot. The second display is a dual-view display generating a first image viewable by the first pilot, but not the second pilot, and a second image viewable by the second pilot, but not the first pilot, with the second image containing a subset of information from the second set of flight information.
dual-view displays according to the invention. However, in the remainder of the description only the dual-view display 28 will be illustrated and described as being a dual-view display, which is configured to simultaneously generate two different images, which are typically viewable from either the left side or the right side of the dual-view display 28. The dual-view display 28 provides different images to each observer based on their viewing angle. More specifically, the dual-view display 28 may generate an image viewable within a viewing region 32, which is illustrated as encompassing the pilot’s seat 14. The dual-view display 28 may generate a separate image viewable within a separate viewing region 34, which is illustrated as encompassing the co-pilot’s seat 16. Each image is visible only in a specific direction so that an observer viewing the dual-view display 28 from one direction will see one image whereas an observer viewing the dual-view display 28 from another different direction will see a different image.

[0010] For example, the viewing region 32 may by way of non-limiting example be defined such that the image is viewable from a viewing angle of 40 to 90 degrees to the left measured from the normal of the dual-view display 28. The viewing region 34 may by way of non-limiting example be defined such that the alternative image is viewable from a viewing angle of 20 to 80 degrees to the right measured from the normal of the dual-view display 28. Such viewing angles and viewing regions may be adjusted for aircrafts having alternative seat spacing and seating arrangements.

[0011] The regions between the viewing regions 32 and 34 may form a region wherein an observer located in the region will perceive cross-talk of the first image and the second image; thus, the viewing regions 32 and 34 may be separated enough from each other to ensure that such cross-talk does not occur when the pilot and co-pilot are seated in the pilot’s seat 14 and co-pilot’s seat 16, respectively.

[0012] The dual-view display 28 may have one or more processors (not shown) capable of generating an image 36 readily viewable by the pilot on the left side and simultaneously generating a different image 38 readily viewable by the co-pilot on the right side, both of which are schematically illustrated in Fig. 2. It should be appreciated that the images 36 and 38 may be simultaneously displayed on the dual-view display 28 to provide separate image content to the separate viewing regions 32 and 34.

[0013] During operation the displays 22-30 may display various images, which may include various flight information that may be used in operating and controlling the aircraft 10. The images may include video images, picture images, text messages, and other content and are not limited to the described illustration. By way of non-limiting example, the display 22 may display a first image (not shown) comprising a first set of flight information for the first pilot while the dual-view display 28 may display a second image 38, which includes a second set of flight information for the second pilot. Simultaneously the dual-view display 28 may generate a third image 36 along with the second image 38. The second image 38 is viewable by the second pilot, but not the first pilot and the third image 36 is viewable by the first pilot, but not the second pilot.

[0014] It may be seen in the illustrative example that the third image 36 contains a subset of information from the second set of flight information shown in the image 38. It is contemplated that the second set of flight information will have at least some different information than the first set of flight information and that the at least some different information is displayed on the third image. By way of non-limiting example the image 38 may display various air speed, altitude, and vertical speed indicators in the form scales as well as an aircraft reference symbol, a ladder representing the pitch scale, and an artificial horizon. The image 36 on the other hand displays numerically the air speed, altitude, vertical speed, reference air speed of the aircraft 10 as well as an indicator of standard altitude and a universal time code. Also shown in the image 36 is a listing of the last few on-side pilot actions, including by way of non-limiting examples, that the standard altitude was set, that a heading was selected, and that the autopilot was engaged.

[0015] Thus, it is contemplated that the information may be displayed in a different format on the third image than on second image. Further, the different information may be displayed in a different arrangement on the third image than on the second image. This allows for the tailoring of viewable data for each user and acts to produce efficient display formats to simplify cross-side checks as a selective set of parameters may be picked to optimize the cross-checking and the format including size and color may be enhanced for readability. It is contemplated that many alternative images and various alternative information may be shown in such a third image.

[0016] Further, it is contemplated that the images may be adjusted such that the images displayed compensate for the viewing angle of the user. The pilot’s seat 14 and co-pilot seat 16 are fixed with respect to the displays 22, 24, 26, 28, and 30; thus, the images may be adjusted by the processors so that they do not look skewed due to the observer’s position relative to the display. Essentially, the images may be de-skewed and the images presented to the observer in the viewing regions 32 and 34 may be displayed in what appears to be an undistorted fashion.

[0017] The above described embodiment and method allow for a dual-view display that may show different images to multiple users and provides a considerable saving in space and cost compared with the use of two or more separate displays. Further, as the pilot may see a subset of information the pilot may not be distracted by image content that is not relevant to the cross-checking function, while at the same time allowing the co-pilot to view other additional image content. The above described embodiment would allow each pilot to potentially use all of the displays for their own independent needs,
which may double the dedicated viewing area for each user. It is also contemplated that various other information could be shown on such cross-side views including various instrumentation including, but not limited to, a ships clock view of the on-side pilot’s instruments, which is corrected for the perspective of cross-side pilot viewing them, which may save on cost of the instruments themselves, and allow for better visibility of such instruments. [0018] It will be understood that although the above example refers to the pilot receiving an image that contains a subset of the information shown the co-pilot this may obviously be switched such that the dual-view display is associated with the pilot and that an image may be generated that is viewable by the co-pilot, which illustrates a subset of the information shown to the pilot.

[0019] This written description uses examples to disclose the invention, including the best mode, and also to enable any person skilled in the art to practice the invention, including making and using any devices or systems and performing any incorporated methods. The patentable scope of the invention is defined by the claims, and may include other examples that occur to those skilled in the art. Such other examples are intended to be within the scope of the claims if they have structural elements that do not differ from the literal language of the claims, or if they include equivalent structural elements with insubstantial differences from the literal languages of the claims.

[0020] Various aspects and embodiments of the invention are indicated in the following clauses:

1. A flight deck for an aircraft, comprising:

   a first display associated with a first pilot and displaying a first image comprising a first set of flight information for the first pilot;

   a second display associated with a second pilot and displaying a second image comprising a second set of flight information for the second pilot;

   wherein the second display is a dual-view display simultaneously generating a third image along with the second image, with the second image viewable by the second pilot, but not the first pilot, the third image viewable by the first pilot, but not the second pilot, and the third image containing a subset of information from the second set of flight information.

2. The flight deck of clause 1 wherein the first and second displays are in a spaced, side-by-side arrangement.

3. The flight deck of clause 2 wherein the first display is positioned in front of the first pilot and the second display is positioned in front of the second pilot.

4. The flight deck of clause 1 wherein the third image is viewable from a viewing angle of 40 to 90 degrees left of normal of the second display.

5. The flight deck of clause 1 wherein the second image is viewable from a viewing angle of 20 to 80 degrees right of normal of the second display.

6. The flight deck of clause 1 wherein the second set of flight information has at least some different information than the first set of flight information.

7. The flight deck of clause 6 wherein at least some of the different information is displayed on the third image.

8. The flight deck of clause 6 wherein the different information is displayed in a different format on the third image than on second image.

9. The flight deck of clause 6 wherein the different information is displayed in a different arrangement on the third image than on the second image.

10. The flight deck of clause 1 wherein the subset of information is displayed in a different format on the third image than on second image.

11. The flight deck of clause 1 wherein the subset of information is displayed in a different arrangement on the third image than on the second image.

12. A method of providing information on an aircraft flight deck having a first display for a first pilot and a second display for a second pilot, the method comprising:

   displaying on the first display a first image comprising a first set of flight information for the first pilot;

   displaying on the second display a second image comprising a second set of flight information, which is viewable by the second pilot, but not the first pilot; and

   displaying on the second display a third image comprising a subset of the second set of flight information, which is viewable by the first pilot, but not the second pilot.

   wherein the second display is a dual-view display generating a first image viewable by the first pilot, but not the second pilot, and a second image viewable by the second pilot, but not the first pilot, with the second image containing a subset of information from the second set of flight information.
13. The method of clause 12 wherein the first display is directly viewable by first pilot and the second display is directly viewable by the second pilot.

14. The method of clause 12 wherein the third image is viewable from a viewing angle of 40 to 90 degrees left of normal of the second display.

15. The method of clause 12 wherein the second image is viewable from a viewing angle of 20 to 80 degrees right of normal of the second display.

16. The method of clause 12 wherein the second set of flight information has at least some different information than the first set of flight information.

17. The method of clause 16 wherein at least some of the different information is displayed on the third image.

18. The method of clause 16 wherein the different information is displayed in a different format on the third image than on second image.

19. The method of clause 16 wherein the different information is displayed in a different arrangement on the third image than on the second image.

20. The method of clause 12 wherein the subset of information is displayed in a different format on the third image than on the second image.

21. The method of clause 12 wherein the subset of information is displayed in a different arrangement on the third image than on the second image.

Claims

1. A flight deck for an aircraft, comprising:

   a first display associated with a first pilot and displaying a first image comprising a first set of flight information for the first pilot;
   a second display associated with a second pilot and displaying a second image comprising a second set of flight information for the second pilot; and
   wherein the second display is a dual-view display simultaneously generating a third image along with the second image, with the second image viewable by the second pilot, but not the first pilot, the third image viewable by the first pilot, but not the second pilot, and the third image containing a subset of information from the second set of flight information.

2. The flight deck of claim 1 wherein the third image is viewable from a viewing angle of 40 to 90 degrees left of normal of the second display.

3. The flight deck of either of claims 1 or 2 wherein the second image is viewable from a viewing angle of 20 to 80 degrees right of normal of the second display.

4. The flight deck of any of claims 1 to 3 wherein the second set of flight information has at least some different information than the first set of flight information.

5. The flight deck of claim 4 wherein at least some of the different information is displayed on the third image.

6. The flight deck of any of claims 1 to 5 wherein the subset of information is displayed in a different format on the third image than on the second image.

7. The flight deck of any of claims 1 to 6 wherein the subset of information is displayed in a different arrangement on the third image than on the second image.

8. A method of providing information on an aircraft flight deck having a first display for a first pilot and a second display for a second pilot, the method comprising:

   displaying on the first display a first image comprising a first set of flight information for the first pilot;
   displaying on the second display a second image comprising a second set of flight information for the second pilot; and
   displaying on the second display a third image comprising a subset of the second set of flight information, which is viewable by the first pilot, but not the second pilot.

9. The method of claim 8 wherein the second set of flight information has at least some different information than the first set of flight information.

10. The method of either of claim 8 or 9 wherein the subset of information is displayed in a different format on the third image than on the second image.