ELECTRIC POWER TOOL UTILIZING BATTERY PACK AS POWER SOURCE, AND ADAPTER FOR SAME

An adapter for an electric power tool couples battery packs with the electric power tool. The adapter is provided with a voltage regulator circuit 130 interposed between the battery packs and the electric power tool. The voltage regulator circuit regulates a supply voltage from the battery packs to the electric power tool to a level corresponding to a rated voltage of the electric power tool. The voltage regulator is capable of raising the supply voltage higher than nominal voltages of the battery packs.
Description

TECHNICAL FIELD

[0001] The present teachings relate to a battery powered electric power tool.

DESCRIPTION OF RELATED ART

[0002] An electric power tool that uses a battery pack as a power supply is widely used. Normally this kind of power tool can use only a battery pack corresponding to a rated voltage thereof. For example, an electric power tool of which rated voltage is 36 V can use only a battery pack of which nominal voltage is 36 V. This means that a user who purchases a new electric power tool of which rated voltage is 36 V must also purchase a battery pack of which nominal voltage is 36 V.

[0003] With the foregoing in view, US Patent Specification No. 5028858 discloses an electric power tool which uses two battery packs as a power supply. This electric power tool has two battery packs as the power supply, wherein these two battery packs are connected in series. According to this configuration, a battery pack of which nominal voltage is 18 V can be used for an electric power tool of which rated voltage is 36 V, for example. This means that a user who purchases the electric power tool of which rated voltage is 36 V need not always purchase a battery pack of which nominal voltage is 36 V, if the user already has the battery packs of which nominal voltage is 18 V.

BRIEF SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0004] According to the above mentioned electric power tool, a user who purchases a new electric power tool can effectively use already owned battery packs. However in some cases battery packs owned by the user may not be used merely by connecting two battery packs in series. For example, if a rated voltage of the electric power tool is 36 V, the electric power tool requires two battery packs of which nominal voltage is 18 V respectively. In this case, no matter how many battery packs of which nominal voltage is 14.4 V the user has, the user cannot use these battery packs for the electric power tool. The user must purchase two new battery packs of which nominal voltage is 18 V respectively.

[0005] With the foregoing in view, the present description discloses a technology to effectively use battery packs the user already has.

SOLUTION TO THE TECHNICAL PROBLEM

[0006] The present description discloses an adapter for connecting at least one battery pack with an electric power tool. This adapter comprises a battery-side unit, a tool-side unit and an electric cord. The battery-side unit is configured to attach at least one battery pack, and be electrically connected to at least one battery pack that is attached. The tool-side unit is configured to attach the electric power tool, and be electrically connected to the attached electric power tool. The battery-side unit and the tool-side unit are electrically connected via the electric cord, and the discharge power from the battery pack is sent from the battery-side unit to the tool-side unit.

[0007] The adapter further comprises a voltage regulator circuit. The voltage regulator circuit is interposed between at least one battery pack attached to the battery-side unit, and the electric power tool attached to the tool-side unit. The voltage regulator circuit can regulate a supply voltage from the battery pack to the electric power tool to a level corresponding to a rated voltage of the electric power tool, even if a nominal voltage of the battery pack is different from the rated voltage of the electric power tool.

[0008] The present description also discloses an integral type adapter that has no electric cord. This adapter has a battery interface, a tool connector and a voltage regulator circuit. A battery interface is configured to attach at least one battery pack, and be electrically connected to at least one attached battery pack. The tool connector is configured to attach an electric power tool, and to be electrically connected to the attached electric power tool. The voltage regulator circuit is configured to be interposed between at least one battery pack attached to the battery interface and the electric power tool to which the tool connector is attached. Thereby a supply voltage from the battery pack to the electric power tool can be regulated to a level corresponding to the rated voltage of the electric power tool, even if a nominal voltage of the battery pack is different from the rated voltage of the electric power tool.

[0009] The present description also discloses an electric power tool enclosing the above mentioned configuration. This electric power tool comprises a motor configured to drive a tool, a battery interface and a voltage regulator circuit. The battery interface is configured to be attached to at least one battery pack, and to be electrically connected to at least one attached battery pack. The voltage regulator circuit is configured to be interposed between at least one battery pack attached to the battery interface and the motor. Thereby a supply voltage from the battery pack to the motor can be regulated to a level corresponding to a rated voltage of the motor, even if a nominal voltage of the battery pack is different from the rated voltage of the motor.

[0010] Here the above mentioned voltage regulator circuit can be constituted by a DC-DC converter (also called a "switching power supply"), for example. By using the DC-DC converter, the supply voltage from the battery pack to the electric power tool (that is, the motor) can be set to be higher than the nominal voltage of the battery pack, or can be set to be lower than the nominal voltage of the battery pack. The DC-DC converter here is not
limited to a circuit having a specific structure, but refers widely to a circuit that steps up or steps down the DC voltage. A known example of the DC-DC converter is comprised of a coil, a switching element, a capacitor and a diode. This kind of DC-DC converter intermittently supplies current to the coil by turning the switching element ON/OFF, generating an AC voltage that steps up or steps down by an induced electromagnetic force generated in the coil, and generates the stepped up or stepped down DC voltage by rectifying the AC voltage using the capacitor and the diode.

[0011] The above mentioned voltage regulator circuit may be a circuit connecting a plurality of battery packs combining series and parallel connections. According to this circuit, all the battery packs are not connected in series, but at least a part of the plurality of battery packs are connected in parallel, whereby a supply voltage from the battery packs to the electric power tool can be regulated to a level corresponding to a rated voltage of the electric power tool (that is, a rated voltage of the motor).

BRIEF DESCRIPTION OF DRAWINGS

[0012] FIG. 1 is an external view of an adapter of First Embodiment.
[0013] FIG. 2 is a schematic diagram depicting a circuit structure of the adapter of First Embodiment.
[0014] FIG. 3 illustrates an example of a voltage regulator circuit of First Embodiment.
[0015] FIG. 4 illustrates an example of a battery connector circuit of First Embodiment.
[0016] FIG. 5 illustrates another example of a voltage regulator circuit.
[0017] FIG. 6 illustrates a modification of the circuit structure of the adapter of First Embodiment.
[0018] FIG. 7 illustrates a modification of the circuit structure of the adapter of First Embodiment.
[0019] FIG. 8 is an external view of an adapter of Second Embodiment.
[0020] FIG. 9 is a schematic diagram depicting a circuit structure of the adapter of Second Embodiment.
[0021] FIG. 10 illustrates an example of a voltage regulator circuit of Second Embodiment.
[0022] FIG. 11 illustrates an example of a battery connector circuit of Second Embodiment.
[0023] FIG. 12 is an external view of an adapter of Third Embodiment.
[0024] FIG. 13 is a schematic diagram depicting a circuit structure of the adapter of Third Embodiment.
[0025] FIG. 14 is an external view of an adapter of Fourth Embodiment.
[0026] FIG. 15 is a schematic diagram depicting a circuit structure of the adapter of Fourth Embodiment.
[0027] FIG. 16 illustrates an example of a battery connector circuit of Fourth Embodiment.
[0028] FIG. 17 is an external view of an adapter of Fifth Embodiment.
[0029] FIG. 18 is an external view of the adapter of Fifth Embodiment.

FIG. 19 is a schematic diagram depicting a circuit structure of the adapter of Fifth Embodiment.
FIG. 20 is an external view of an adapter of Sixth Embodiment.
FIG. 21 is an external view of the adapter of Sixth Embodiment.
FIG. 22 is a schematic diagram depicting a circuit structure of the adapter of Sixth Embodiment.
FIG. 23 is an external view of an adapter of Seventh Embodiment.
FIG. 24 is a schematic diagram depicting a circuit structure of the adapter of Seventh Embodiment.
FIG. 25 is an external view of an electric power tool of Eighth Embodiment.
FIG. 26 is an external view of an electric power tool of Eighth Embodiment.
FIG. 27 is a schematic diagram depicting a circuit structure of the electric power tool of Eighth Embodiment.
FIG. 28 is a schematic diagram depicting a circuit structure of an electric power tool of Ninth Embodiment.

DETAILED DESCRIPTION OF INVENTION

[0040] According to an embodiment of the present invention, it is preferable that a voltage regulator circuit is provided with at least one DC-DC converter. According to this embodiment, an output voltage from a battery pack can be regulated to a level corresponding to a rated voltage of an electric power tool (that is, a rated voltage of a motor thereof) by the DC-DC converter.
[0041] According to an embodiment of the present invention, it is preferable that a voltage regulator circuit is provided with a battery connector circuit configured to electrically connect a plurality of battery packs, and a DC-DC converter configured to step-up or step-down an output voltage from the battery connector circuit. Here the battery connector circuit may be a series circuit configured to connect a plurality of battery packs in series, or a parallel circuit configured to connect a plurality of battery packs in parallel, or a series-parallel circuit configured to connect a plurality of battery packs in a combination of a series and parallel connections.
[0042] According to an embodiment of the present invention, it is preferable that a voltage regulator is provided with a battery connector circuit configured to electrically connect a plurality of DC-DC converters and a plurality of battery packs, and each battery pack is connected to the battery connector circuit via the DC-DC converter. According to this embodiment, an output voltage of each battery pack can be regulated by the corresponding DC-DC converter. Therefore even if the plurality of battery packs has a mutually different nominal voltage, the plurality of battery packs can be connected in parallel in the battery connector circuit.
[0043] According to an embodiment of the present in-
vention, it is preferable that a voltage regulator circuit is provided with means for detecting a rated voltage of the electric power tool. In this case, it is preferable that the voltage regulator circuit is configured to regulate the supply voltage to the electric power tool (that is, the motor thereof) in at least two levels according to the detected rated voltage. According to this embodiment, a same battery pack can be used for a plurality of electric power tools having mutually different rated voltage.

[0044] In the above mentioned embodiment, it is preferable that the electric power tool is provided with storing means for storing data indicative of the rated voltage. In this case, it is preferable that the voltage regulator circuit is configured to read this data from the storing means of the electric power tool to detect the rated voltage of the electric power tool. According to this embodiment, the rated voltage of the electric power tool can be accurately detected.

[0045] According to an embodiment of the present invention, it is preferable that a voltage regulator circuit is provided with means of detecting a nominal voltage of each battery pack. In this case, it is preferable that the voltage regulator circuit is configured to change a mode of operation according to the respective nominal voltage that is detected. According to this embodiment, various battery packs having different nominal voltages can be used for an electric power tool having one rated voltage.

[0046] In the above mentioned embodiment, it is preferable that each battery pack is provided with storing means for storing data indicative of the nominal voltage. In this case, it is preferable that the voltage regulator circuit is configured to read the data from the storing means of each battery pack to detect the nominal voltage of each battery pack. According to this embodiment, the nominal voltage of each battery pack can be accurately detected.

[0047] According to an embodiment of the present invention, it is preferable that an adapter is provided with a plurality of tool-side units, which include at least a first tool-side unit and a second tool-side unit which are configured to be alternatively attachable to a battery-side unit. In this case, the first tool-side unit is configured to be attachable to an electric power tool having a first rated voltage, and not be attachable to an electric power tool having a second rated voltage. It is preferable that the second tool-side unit is configured to be attachable to the electric power tool having the second rated voltage, and to be attachable to the electric power tool having the first rated voltage. It is preferable that a voltage regulator circuit is configured to regulate the supply voltage to the electric power tool corresponding to the tool-side unit attached to the battery-side unit. According to this embodiment, the tool-side unit to be used can be identified with certainty.

[0048] According to the above mentioned embodiment, the user selectively uses a corresponding tool-side unit according to the rated voltage of the electric power tool. The adapter regulates the supply voltage to the electric power tool according to the tool-side unit to be used. As a result, a voltage corresponding to the rated voltage is supplied with certainty to the electric power tool. In other words, a voltage corresponding to the first rated voltage is supplied with certainty to the electric power tool having the second rated voltage. According to this embodiment, the voltage regulator circuit can identify the tool-side unit to be used, and need not directly detect the rated voltage of the electric power tool. Hence, the electric power tool does not necessarily have to have the abovementioned storing means. In other words, the adapter of this embodiment can also be used as a general electric power tool that does not have storing means.

[0049] In the above mentioned embodiment, it is preferable that each tool-side unit is provided with storing means configured to store data by which identification can be made from the other tool-side units. In this case, the voltage regulator circuit is configured to read the data from the storing means of the tool-side unit to identify the tool-side unit attached to the battery-side unit. According to this embodiment, the tool-side unit to be used can be identified with certainty.

[0050] According to an embodiment of the present invention, it is preferable that an adapter is provided with a plurality of tool-side units including at least a first tool-side unit and a second tool-side unit, and a plurality of electric cords including a first electric cord having a tip end coupled with the first-tool side unit and a second electric cord having a tip end coupled with the second tool-side unit. It is preferable that a battery-side unit is provided with a first cord connection for connecting a base end of the first electric cord and a second cord connection for connecting a base end of the second electric cord.

[0051] In the above mentioned embodiment, it is preferable that the first tool-side unit is configured to be attachable to an electric power tool having a first rated voltage, and not attachable to an electric power tool having a second rated voltage. It is preferable that the second tool-side unit is configured to be attachable to the electric power tool having the second rated voltage, and not attachable to the electric power tool having the first rated voltage. It is preferable that the base ends of the first and second electric cords have shapes different from one another. Thereby the first cord connection can be configured to accept the base end of the first electric cord, and not accept the base end of the second electric cord; the second cord connection can be configured to accept the base end of the second electric cord, and not accept the base end of the first electric cord. It is preferable that the
connection.

To the second rated voltage from the second cord connection, and output a voltage regulated to a level that is substantially equal to the first voltage. The voltage regulator circuit is configured to output a voltage of the battery-side unit. The battery-side unit outputs only the corresponding voltage from the respective cord connection. As a result, the voltage corresponding to the rated voltage is correctly supplied to the electric power tool. In other words, the voltage corresponding to the first rated voltage is supplied with certainty to the electric power tool having the first rated voltage via the first cord connection, and the voltage corresponding to the second rated voltage is supplied with certainty to the electric power tool having the second rated voltage via the second cord connection. According to this embodiment, the voltage regulator circuit need not detect a rated voltage of an electric power tool, or identify a tool-side unit to be used. Therefore the configuration of the voltage regulator circuit can be simplified.

According to an embodiment of the present invention, it is preferable that a voltage regulator circuit is provided with means for detecting a number of battery packs attached to the battery-side unit. In this case, it is preferable that the voltage regulator circuit is configured to change a mode of operation according to the detected number of battery packs. According to this embodiment, the voltage corresponding to the rated voltage can be correctly supplied to the electric power tool regardless of the number of battery packs to be used.

According to an embodiment of the present invention, an adapter may be provided with a battery connector circuit, instead of the voltage regulator circuit. In this case, the battery connector is configured to be interconnected between a plurality of battery packs and an electric power tool (that is, a motor thereof), and connected to at least some of the plurality of battery packs in parallel. Thereby a supply voltage from the plurality of battery packs to the electric power tool can be regulated to the level corresponding to the rated voltage of the electric power tool, even if the nominal voltage of each battery pack is different from the rated voltage of the electric power tool.

In the above mentioned embodiment, a nominal voltage of each battery pack may be the same as the rated voltage of the electric power tool. In this case, the battery connector circuit can be configured to connect all the battery packs attached to the battery-side unit in parallel. Thereby the user can continuously use the electric power tool for a long time using the already owned plurality of battery packs. Conventionally, the user must purchase a new large capacity battery pack in order to use the electric power tool for a long period of time. Whereas according to this embodiment, the user can continuously use the electric power tool for a long period of time without purchasing the new large capacity battery pack.

As mentioned above, for an adapter or an electric power tool according to an embodiment, a battery connector circuit may be configured to connect all the battery packs in parallel. In this case, it is preferable that the battery-side unit (or battery interface) is configured to be attachable to a battery pack having a nominal voltage equal to a rated voltage of the electrical power tool (that is, a rated voltage of a motor thereof), and to be not attachable to a battery pack having another nominal voltage. According to this structure, parallel connection of battery packs having mutually different nominal voltages can be prevented. Furthermore, a voltage different from the rated voltage of the electric power tool being supplied to the electric power tool can be prevented.

According to an embodiment of the present invention, it is preferable that an adapter is provided with a plurality of battery interfaces. In this case, a voltage regulator circuit or a battery connector circuit is provided with at least one switching element that is configured to electrically connect battery interfaces, that have received battery packs, to another, and disconnect a battery interface that has not received a battery pack from the battery interfaces that have received battery packs. Accordingly, it can be prevented that voltage from the battery pack, attached to the battery interface, is unnecessarily applied to a terminal exposed in another battery interface that has not received a battery pack.

First Embodiment

An adapter 100 of First Embodiment will now be described with reference to the drawings. FIG. 1 is an external view of the adapter 100, and FIG. 2 is a schematic diagram of a circuit structure of the adapter 100. As FIG. 1 and FIG. 2 illustrate, the adapter 100 is an apparatus configured to alternatively connect a maximum of four battery packs 10 to a first electric power tool 50a or a second electric power tool 50b. The adapter 100 is provided with a battery-side unit 110, a first tool-side unit 150a and a second tool-side unit 150b.

The battery-side unit 110 has four battery interfaces 112. Each battery interface 112 removably receives one battery pack 10. This means that the maximum of four battery packs 10 can be attached to the battery-side unit 110. Each battery interface 112 mechanically and electrically connects the attached battery pack 10.

Each battery pack 10 is a battery pack for a standard electric power tool, and is normally used by itself as a power supply for a corresponding electric power tool. As FIG. 2 illustrates, each battery pack 10 is provided with a plurality of battery cells 12 and a storage device 14. The battery cell 12 is a lithium ion cell, for example.
The storage device 14 stores various data including product information of the battery pack 10. The product information of the battery pack 10 is determined for each product type of battery pack, and a nominal voltage and a charge capacity of the battery pack 10 can be specified based on this product information.

Each battery interface 112 can receive a battery pack 10 having various nominal voltages not limited to a specific nominal voltage. For example, according to the adapter 100 of this example, each battery interface 112 can alternatively receive a battery pack 10 of which nominal voltage is 14.4 V and a battery pack 10 of which nominal voltage is 18 V. Therefore the battery-side unit 110 can attach four battery packs 10 of which nominal voltages are the same, or four battery packs 10 of which nominal voltages are different from one another. In the example in FIG. 1, two battery packs 10 of which nominal voltages are 14.4 V and two battery packs 10 of which nominal voltages are 18 V are attached to the battery-side unit 110.

Further, the battery-side unit 110 need not always have four battery packs 10 attached, but can attach at least one battery pack 10. The user can attach one or a plurality of battery packs 10 which he/she owns to the battery-side unit 110, regardless of the nominal voltages thereof. If a shape of a battery pack 10 does not interfit with the battery interface 112, a relay adapter, to be inserted therebetween, may be provided.

The battery-side unit 110 is provided with an output port 114 and an indicator 116. The output port 114 outputs discharge power from the battery pack 10. The indicator 116 indicates an output voltage outputted from the output port 114. The battery-side unit 110 encloses a voltage regulator circuit 130 (see FIG. 2), which can regulate the output voltage outputted from the output port 114 with respect to the output voltage (nominal voltage) of the battery pack 10. The voltage regulator circuit 130 will be described in detail later.

The first tool-side unit 150a has a structure to be attachable to a battery interface 52a of the first electric power tool 50a, and to not be attachable to a battery interface 52b of the second electric power tool 50b. The second tool-side unit 150b, on the other hand, has a structure to be attachable to the battery interface 52b of the second electric power tool 50b, and to not be attachable to the battery interface 52a of the first electric power tool 50a. Therefore the user always uses the first tool-side unit 150a if the first electric power tool 50a is used, and always uses the second tool-side unit 150b if the second electric power tool 50b is used.

The first tool-side unit 150a has a first electric cord 160a, and is connected to the output port 114 of the battery-side unit 110 via the first electric cord 160a. If the first tool-side unit 150a is connected to the output port 114, the first electric power tool 50a is electrically connected to the battery-side unit 110 via the first electric cord 160a. Therefore only one of the first tool-side unit 150a and the second tool-side unit 150b can be alternatively connected to the battery-side unit 110. If the user uses the first electric power tool 50a, only the first tool-side unit 150a is connected to the battery-side unit 110, and if the user uses the second electric power tool 50b, only the second tool-side unit 150b is connected to the battery-side unit 110.

Each electric cord 160a and 160b has a plug 162a or 162b conforming to the output port 114 at a base end thereof. The battery-side unit 110 is provided with only one output port 114. Therefore only one of the first tool-side unit 150a and the second tool-side unit 150b can be alternatively connected to the battery-side unit 110. Hence if the user uses the first electric power tool 50a, only the first tool-side unit 150a is connected to the battery-side unit 110, and if the user uses the second electric power tool 50b, only the second tool-side unit 150b is connected to the battery-side unit 110.
power tool 50b in this description is not limited to an electric screw driver. The rated voltage of the first electric power tool 50a is not limited to 36 V, and the rated voltage of the second electric power tool 50b is not limited to 18 V either. These values of the rated voltages are only examples to indicate that the rated voltage of the first electric power tool 50a is higher than the rated voltage of the second electric power tool 50b.

[0069] The first tool-side unit 150a and the second tool-side unit 150b have the storage device 154a and the storage device 154b respectively. In each tool-side unit 150a or 150b, the storage device 154a or 154b stores product information of the tool-side unit 150a or 150b respectively. In other words, the storage device 154a of the first tool-side unit 150a stores the product information of the first tool-side unit 150a, and the storage device 154b of the second tool-side unit 150b stores the product information of the second tool-side unit 150b. The product information of the first tool-side unit 150a and that of the second tool-side unit 150b are different from one another, and the product information is an example of information of which the first tool-side unit 150a and the second tool-side unit 150b can be identified.

[0070] As FIG. 2 illustrates, in the battery-side unit 110, four battery interfaces 112 are electrically connected to the output port 114 via the voltage regulator circuit 130. Therefore the power from the battery pack 10 is outputted from the output port 114 via the voltage regulator circuit 130. The voltage regulator circuit 130 is a circuit to transform DC voltage. The voltage regulator circuit 130 can transform the output voltage outputted from the output port 114 to be higher or lower than the output voltage (nominal voltage) of the battery pack 10. In other words, the voltage regulator circuit 130 can regulate the supply voltage from the battery pack 10 to the electric power tool 50a or 50b on at least two levels.

[0071] The voltage regulator circuit 130 is provided with a microcomputer 132, and the microcomputer 132 controls the operation of the voltage regulator circuit 130. If the first tool-side unit 150a or the second tool-side unit 150b is attached to the output port 114, the microcomputer 132 is electrically connected to the storage device 154a or 154b of the attached tool-side unit 150a or 150b. The microcomputer 132 accesses the connected storage device 154a or 154b, and reads the product information stored therein. As a result, the microcomputer 132 can detect a nominal voltage of the attached battery pack 10. By accessing the storage device 14 of the attached battery pack 10, the microcomputer 132 can also detect a number of battery packs 10 attached to the battery-side unit 110. The microcomputer 132 switches a mode of operation of the voltage regulator circuit 130 according to the detected number of battery packs 10 and the respective nominal voltages thereof. Thereby the supply voltage from the battery packs 10 to the electric power tool 50a or 50b can be regulated to a level corresponding to the rated voltage of the electric power tool 50a or 50b, regardless of the number of battery packs 10 attached to the battery-side unit 110 and the nominal voltages thereof.

[0072] Furthermore, if the battery pack 10 is attached to the battery interface 112, the microcomputer 132 is electrically connected to the storage device 14 of the battery pack 10. The microcomputer 132 accesses the storage device 14 of the battery pack 10, and reads the product information stored therein. As a result, the microcomputer 132 can detect a nominal voltage of the attached battery pack 10. By accessing the storage device 14 of the battery pack 10, the microcomputer 132 can also detect a number of battery packs 10 attached to the battery-side unit 110. The microcomputer 132 switches a mode of operation of the voltage regulator circuit 130 according to the detected number of battery packs 10 and the respective nominal voltages thereof. Thereby the supply voltage from the battery packs 10 to the electric power tool 50a or 50b can be regulated to a level corresponding to the rated voltage of the electric power tool 50a or 50b, regardless of the number of battery packs 10 attached to the battery-side unit 110 and the nominal voltages thereof.

[0073] As described above, the adapter 100 of this example is provided with the voltage regulator circuit 130, whereby the supply voltage to the electric power tool 50a or 50b can be transformed corresponding to the nominal voltage of the battery pack 10. As a result, a voltage corresponding to the rated voltage can be supplied to the electric power tool 50a or 50b to be used by the user, regardless of the nominal voltages of the battery packs 10. Therefore the user can use the first electric power tool 50a of which rated voltage is 36 V using battery packs 10 of which nominal voltages are 14.4 V and 18 V. According to this adapter 100, the user need not always prepare a battery pack of which nominal voltage is 36 V to use the first electric power tool 50a. Recently the power of electric tools is increasing, and the rated voltages thereof are becoming higher accordingly. For such an electric power tool that requires higher voltage, the user can effectively use already owned low voltage battery packs 10, without purchasing a new high voltage battery pack.

[0074] The configurations, functions and applications of the adapter 100 have been described. An example of the internal configuration of voltage regulator circuit 130 will now be described with reference to FIG. 3 and FIG. 4. As FIG. 3 illustrates, the voltage regulator circuit 130 is provided with the microcomputer 132, a battery connector circuit 134 and four step-up/down converters 140. The battery connector circuit 134 electrically connects the four battery interfaces 112 and the output ports 114. The four step-up/down converters 140 are disposed be-
tween the four battery interfaces 112 and the battery connector circuit 134.

**[0075]** Each step-up/down converter 140 is a DC-DC converter, and can transform the output voltage of the battery pack 10. Each step-up/down converter 140 is controlled by the microcomputer 132. The microcomputer 132 controls each step-up/down converter 140 according to the detected nominal voltage of the battery pack 10. Thereby the voltage regulator circuit 130 can regulate the output voltage outputted from the output port 114, that is, the supply voltage to the electric power tool 50a or 50b.

**[0076]** As FIG. 4 illustrates, the battery connector circuit 134 has a plurality of switching elements 136 and a diode 138 for each battery interface 112. By selectively changing the plurality of switching elements 136, the battery connector circuit 134 can connect the four battery interfaces 112 in series, or connect the four battery interfaces 112 in parallel, or connect the four battery interfaces 112 in a combination of a series and parallel connections. The plurality of switching elements 136 is controlled by the microcomputer 132. The voltage regulator circuit 130 can also regulate the output voltage outputted from the output port 114, that is, the supply voltage to the electric power tool 50a or 50b, by changing the mode of connection in the battery connector circuit 134.

**[0077]** The battery connector circuit 134 can also electrically disconnect each battery interface 112 from the other battery interfaces 112 by selectively changing the plurality of switching elements 136. Thereby, the battery connector circuit 134 can electrically interconnect only the battery interfaces 112 that have received battery packs 10, and electrically connect those battery interfaces 112 to the output port 114. Therefore regardless of the number of battery packs 10 attached to the battery-side unit 110, power can be supplied from the battery packs 10 to the electric power tool 50a or 50b. Furthermore, the battery connector circuit 134 can electrically disconnect a battery interface 112 that has not received a battery pack 10 from the battery interfaces 112 that have received the battery packs 10. Thereby it is prevented that applying voltage from a battery pack 10 is applied to a terminal exposed in a battery interface 112 that has not received a battery pack 10.

**[0078]** Here an example of voltage regulation by the voltage regulator circuit 130 is shown. For example, it is assumed that a user uses the first electric power tool 50a of which rated voltage is 36 V, and two battery packs 10 of which nominal voltages are 14.4 V (hereafter called "14.4 V battery packs 10"), and two battery packs 10 of which nominal voltages are 18 V (hereafter called "18 V battery packs 10"), are attached to the battery-side unit 110. In this case, the two a step-up/down converters 140 step-up the output voltage of the two 14.4 V battery packs 10 to 18 V respectively. The step-up/down converter 140 does not transform the 18 V battery packs 10. In the battery connector circuit 134, the two 14.4 V battery packs 10 are connected in parallel, and the two 18 V battery packs 10 are connected in parallel. The pair of 14.4 V battery packs 10 connected in parallel and the pair of 18 V battery packs 10 connected in parallel are interconnected in series. Since the output voltages of the 14.4 V battery packs 10 have been stepped up to 18 V, the four battery packs 10 can collectively output 36 V. In other words, 36 V voltage, corresponding to the rated voltage, is supplied to the first electric power tool 50a. If all the battery packs 10 are interconnected in parallel in the battery connector circuit 134, the four battery packs 10 collectively output 18 V.

**[0079]** As described above, the voltage regulator circuit 130 of this example can regulate the supply voltage from the battery packs 10 to the electric power tool 50a or 50b by a combination of the battery connector circuit 134 and the plurality of step-up/down converters 140. The voltage regulator circuit 130, however, can also regulate the supply voltage to the electric power tool 50a or 50b merely by the battery connector circuit 134 changing the mode of connection, without performing transformation using the step-up/down converter 140. In this case, the voltage regulator circuit 130 does not really need the step-up/down converter 140. Conversely, the voltage regulator circuit 130 may regulate the supply voltage to the electric power tool 50a or 50b using only the step-up/down converter 140, without the battery connector circuit 134 changing the mode of connection. In this case, the voltage regulator circuit 130 does not really need the battery connector circuit 134 which can change the mode of connection.

**[0080]** FIG. 5 illustrates another example of the voltage regulator circuit 130. In this voltage regulator circuit 130, one step-up/down converter 140 is disposed between the battery connector circuit 134 and the output port 114. In this voltage regulator circuit 130, one or a plurality of battery packs 10 attached to the battery-side unit 110 is electrically connected by the battery connector circuit 134, and the total output voltage of all the battery packs 10 is transformed by the step-up/down converter 140. By this configuration of the voltage regulator circuit 130 as well, the supply voltage to the electric power tool 50a or 50b can be regulated to a level corresponding to the rated voltage thereof. It is preferable that the battery packs 10, of which nominal voltages are different from one another, cannot be connected in parallel in the battery connector circuit 134.

**[0081]** FIG. 6 shows a modification of the adapter 100. As FIG. 6 illustrates, many battery packs 10 generally sold on the market do not enclose the storage device 14. In such a case, the microcomputer 132 may directly detect the output voltage of each battery pack 10. Thereby the mode of operation of the voltage regulator circuit 130 can be changed according to the output voltage (nominal voltage) of the battery pack 10.

**[0082]** FIG. 7 shows a modification of the circuit structure of the adapter 100. As FIG. 7 illustrates, the first electric power tool 50a and the second electric power tool 50b enclose the storage devices 56a and 56b re-
spective, where data to specify the rated voltage or data that can specify the rated voltage, such as product information, is stored respectively. In such a case, the microcomputer 132 may access the storage device 56a or 56b of the electric power tool 50a or 50b and read the stored information, so as to detect a rated voltage of the electric power tool 50a or 50b to be used. In this case, one tool-side unit 160 can be shared for the first electric power tool 50a and the second electric power tool 50b, and it is unnecessary to install the storage device 156a or 156b (see FIG. 2) in the tool-side unit 160.

SECOND EMBODIMENT

[0084] An adapter 200 of Second Embodiment will now be described with reference to the drawings. FIG. 8 is an external view of the adapter 200, and FIG. 9 is a schematic diagram of a circuit structure of the adapter 200. As FIG. 8 and FIG. 9 illustrate, the adapter 200 is an apparatus configured to alternatively connect a maximum of four battery packs 10 to one of a first electric power tool 50a, a second electric power tool 50b and a third electric power tool 50c. In FIG. 9, the third electric power tool 50c and a third tool-side unit 250c are omitted. The adapter 200 is provided with a battery-side unit 210, a first tool-side unit 250a, a second tool-side unit 250b and a third tool-side unit 250c.

[0085] The battery-side unit 210 has four battery interfaces 212. Each battery interface 212 removably receives one battery pack 10. This means that a maximum of four battery packs 10 can be attached to the battery-side unit 210. Each battery interface 212 mechanically and electrically connects the attached battery pack 10. Each battery pack 10 is the same as that described in First Embodiment, and encloses the plurality of battery cells 12 and the storage device 14.

[0086] Each battery interface 212 can alternatively receive a battery pack 10 of which nominal voltage is 14.4 V and a battery pack 10 of which nominal voltage is 18 V, just like the battery interface 112 described in First Embodiment. In the example in FIG. 8 and FIG. 9, four battery packs 10 of which nominal voltages are 18 V are attached to the battery-side unit 210. Four battery packs 10 need not always be attached to the battery-side unit 210, but at least one battery pack 10 can be attached.

[0087] The battery-side unit 210 is provided with a first output port 214a, a second output port 214b, a third output port 214c and an indicator 216. In the battery-side unit 210, a discharge power by the battery pack 10 is alternatively outputted from one of the three output ports 214a to 214c. The battery-side unit 210 encloses a voltage regulator circuit 230, and can output a 36 V voltage from the first output port 214a, an 18 V voltage from the second output port 214b, and a 14.4 V voltage from the third output port 214c, regardless of the output voltage (nominal voltage) of the battery pack 10. The indicator 216 indicates one of the output ports 214a to 214c from which the voltage is outputted, in other words, indicates a type of voltage that is outputted. The voltage regulator circuit 230 will be described in detail later.

[0088] The first tool-side unit 250a is designed exclusively for the first electric power tool 50a. Therefore the first tool-side unit 250a is configured to be removably attached to the battery interface 52a of the first electric power tool 50a, but not to be attached to the battery interface 52b of the second electric power tool 50b and the battery interface 52c of the third electric power tool 50c. Here the first electric power tool 50a encloses a motor 54a of which rated voltage is 36 V, and the rated voltage of the first electric power tool 50a is also predetermined to be 36 V. The first tool-side unit 250a has a first electric cord 260a, so as to be connected to the first output port 214a of the battery-side unit 210 via the first electric cord 260a. The first electric cord 260a has a plug 262a at the base end thereof, that interfits only with the first output port 214a. In other words, the plug 262a of the first electric cord 260a does not interfit with the second output port 214b and the third output port 214c.

[0089] The second tool-side unit 250b is designed exclusively for the second electric power tool 50b. Therefore the second tool-side unit 250b is configured to be removably attached to the battery interface 52b of the second electric power tool 50b, but not to be attached to the battery interface 52a of the first electric power tool 50a and the battery interface 52c of the third electric power tool 50c. Here the second electric power tool 50b encloses a motor 54b of which rated voltage is 18 V, and the rated voltage of the second electric power tool 50b is also predetermined to be 18 V. The second tool-side unit 250b has a second electric cord 260b so as to be connected to the second output port 214b of the battery-side unit 210 via the second electric cord 260b. The second electric cord 260b has a plug 262b at the base end thereof that interfits only with the second output port 214b. In other words, the plug 262b of the second electric cord 260b does not interfit with the first output port 214a and the third output port 214c. Because of this configuration, the second electric power tool 50b of which rated voltage is 18 V can always be connected to the second output port 214b.
output port 214b of which output voltage is 18 V, and cannot be connected to the first output port 214a of which output voltage is 36 V and the third output port 214c of which output voltage is 14.4 V.

[0090] The third tool-side unit 250c is designed exclusively for the third electric power tool 50c. Therefore the third tool-side unit 250c is configured to be removably attached to the battery interface 52c of the third electric power tool 50c, but not to be attached to the battery interface 52a of the first electric power tool 50a and the battery interface 52b of the second electric power tool 50b. Here the third electric power tool 50c encloses a motor 54c of which rated voltage is 14.4 V, and the rated voltage of the third electric power tool 50c is also predetermined to be 14.4 V. The third tool-side unit 250c has a third electric cord 260c so as to be connected to the third output port 214c of the battery-side unit 210 via the third electric cord 260c. The third electric cord 260c has a plug 262c at the base end thereof, that interferes only with the third output port 214c. In other words, the plug 262c of the third electric cord 260c does not interfit with the first output port 214a and the second output port 214b. Because of this configuration, the third electric power tool 50c of which rated voltage is 14.4 V can always be connected to the third port of the third electric power tool 214c of which output voltage is 14.4 V, and cannot be connected to the first output port 214a of which output voltage is 36 V and the second output port 214b of which output voltage is 18 V.

[0091] As FIG. 9 illustrates, in the battery-side unit 210, the four battery interfaces 212 are electrically connected to the three output ports 214a to 214c via the voltage regulator circuit 230. Therefore the power from the battery packs 10 is output from the three output ports 214a to 214c via the voltage regulator circuit 230. The voltage regulator circuit 230 is a circuit to transform DC voltage. The voltage regulator circuit 230 can output the 36 V voltage from the first output port 114a, the 18 V voltage from the second output port 114b, and the 14.4 V voltage from the third output port 114c, regardless of the output voltage (nominal voltage) of the battery pack 10.

[0092] The voltage regulator circuit 230 is provided with a microcomputer 232, and the microcomputer 232 controls the operation of the voltage regulator circuit 230. If a battery pack 10 is attached to the battery interface 212, the microcomputer 232 is electrically connected to the storage device 14 of the battery pack 10. The microcomputer 232 accesses the storage device 14 of the battery pack 10, and reads the product information stored therein. As a result, the microcomputer 232 can detect a nominal voltage of the attached battery pack 10. By accessing the storage device 14 of the battery pack 10, the microcomputer 232 can also detect the number of battery packs 10 attached to the battery-side unit 210. The microcomputer 232 switches the mode of operation of the voltage regulator circuit 230 according to the number of battery packs 10 attached to the battery-side unit 210 and the respective nominal voltages thereof. Thereby a corresponding voltage (36 V, 18 V, 14.4 V) can be output from each output port 214a to 214c, regardless of the number of battery packs 10 attached to the battery-side unit 210 and the nominal voltages thereof.

[0093] As described above, the adapter 200 of this example is provided with the voltage regulator circuit 230, whereby the supply voltage to the electric power tool 50a or 50b can be transformed corresponding to the nominal voltage of the battery pack 10. As a result, the output voltage corresponding to the rated voltage (36 V, 18 V, 14.4 V) can be supplied to the electric power tool 50a, 50b or 50c to be used by the user. Therefore the user can use the first electric power tool 50a of which rated voltage is 36 V using battery packs 10 of which nominal voltages are 14.4 V and 18 V. According to this adapter 200, the user need not always prepare a battery pack of which nominal voltage is 36 V to use the first electric power tool 50a. Furthermore, a voltage corresponding to the rated voltage can be supplied from the same battery packs 10 to the second electric power tool 50b of which rated voltage is 18 V and the third electric power tool 50c of which rated voltage is 14.4 V.

[0094] The configurations, functions and applications of the adapter 200 have been described. An example of the internal configuration of the voltage regulator circuit 230 will now be described with reference to FIG. 10 and FIG. 11. As FIG. 10 illustrates, the voltage regulator circuit 230 is provided with the microcomputer 232, a battery connector circuit 234 and four step-up/down converters 240. The battery connector circuit 234 alternatively connects the four battery interfaces 212 to one of the three output ports 214a to 214c. The four step-up/down converters 240 are disposed between the four battery interfaces 212 and the battery connector circuit 234. The configurations, functions and applications of the four step-up/down converters 240 are the same as those of the four step-up/down converters 140 described in First Embodiment (see FIG. 3), therefore the description thereof is omitted here.

[0095] As FIG. 11 illustrates, the battery connector circuit 234 has a plurality of switching elements 236 and diodes 238. Thereby the battery connector circuit 234 can connect the four battery interfaces 212 in series, or connect the four battery interfaces 212 in parallel, or connect the four battery interfaces 212 in a combination of a series and parallel connections. The battery connector circuit 234 can also alternatively connect the interconnected four battery interfaces 212 to one of the three output ports 214a to 214c. Thereby a 36 V voltage can be output from the first output port 214a if the user uses the first electric power tool 50a, an 18 V voltage can be output from the second output port 214b if the user uses the second electric power tool 50b, and a 14.4 V voltage can be output from the third output port 214c if the user uses the third electric power tool 50c.

THIRD EMBODIMENT

[0096] An adapter 300 of Third Embodiment will now
be described with reference to the drawings. FIG. 12 is an external view of the adapter 300, and FIG. 13 is a schematic diagram of a circuit structure of the adapter 300. The adapter 300 is an apparatus configured to connect one battery pack 10 of which nominal voltage is 18 V to the first electric power tool 50a (see FIG. 1 and FIG. 8) of which rated voltage is 36 V. As FIG. 12 and FIG. 13 illustrate, the adapter 300 is provided with a battery-side unit 310 and a tool-side unit 350. The battery-side unit 310 and the tool-side unit 350 are electrically connected via an electric cord 360. The tool-side unit 350 has a hook 318 so that the user can attach the tool-side unit 350 to a belt worn around the waist.

The battery-side unit 310 has one battery interface 312. The battery interface 312 mechanically and electrically connects the attached battery pack 10. This battery pack 10 is used by itself for an electric power tool of which rated nominal voltage is 18 V (e.g. second electric power tool 50b). The battery pack 10 of which nominal voltage is 18 V cannot be used directly for the first electric power tool 50a of which rated voltage is 36 V.

The tool-side unit 350 is designed exclusively for the first electric power tool 50a of which rated voltage is 36 V. For example, the tool-side unit 350 is configured to be removably attached to the battery interface 52a of the first electric power tool 50a, but not to be attached to the battery interface 52b of the second electric power tool 50b and the battery interface 52c of the third electric power tool 50c. The tool-side unit 350 can be mechanically and electrically connected to only the battery interface 52a of the first electric power tool 50a.

As FIG. 13 illustrates, the battery-side unit 310 encloses a step-up converter 330, and the battery pack 10 and the first electric power tool 50a are interconnected via the step-up converter 330. The step-up converter 330 is a DC-DC converter that steps up a DC voltage. The step-up converter 330 is designed to input an 18 V voltage and output a 36 V voltage. Thereby the supply voltage from the battery pack 10 to the first electric power tool 50a can be adjusted to a level corresponding to the rated voltage of the first electric power tool 50a (that is, 36 V).

As described above, the adapter 300 of this example is provided with the step-up converter 330, whereby 36 V DC voltage can be supplied from the battery pack 10 of which nominal voltage is 18 V to the first electric power tool 50a of which rated voltage is 36 V. As a result, the user can use the first electric power tool 50a of which rated voltage is 36 V using the battery pack 10 of which nominal voltage is 18 V. According to this adapter 300, the user need not always prepare a battery pack of which nominal voltage is 36 V to the first electric power tool 50a, just like the adapter 100 of First Embodiment and the adapter 200 of Second Embodiment. In this case, the adapter 300 may be configured to receive a plurality of battery packs 10 of which nominal voltages are the same, or to receive a plurality of battery packs 10 of which nominal voltages are different. In this case, the design of the number of step-up converters 330 installed in the adapter 300 and the specifications thereof are changed according to the number of battery packs 10 to be received and the nominal voltages thereof.

FOURTH EMBODIMENT

An adapter 400 of Fourth Embodiment will now be described with reference to the drawings. FIG. 14 is an external view of the adapter 400, and FIG. 15 is a schematic diagram of a circuit structure of the adapter 400. As FIG. 14 and FIG. 15 illustrate, the adapter 400 is an apparatus configured to connect a maximum of four battery packs 10 to the second electric power tool 50b. The adapter 400 is provided with a battery-side unit 410 and a tool-side unit 450. The battery-side unit 410 and the tool-side unit 450 are electrically connected to each other via an electric cord 460.

The battery-side unit 410 has four battery interfaces 412. Each battery interface 412 removably receives one battery pack 10. This means that a maximum of four battery packs 10 can be attached to the battery-side unit 410. Each battery interface 412 mechanically and electrically connects the attached battery pack 10. At least one battery pack 10 need be attached to the battery-side unit 410.

Each battery interface 412 is designed exclusively for a battery pack 10 of which nominal voltage is 18 V. This means that each battery interface 412 is configured to removably receive a battery pack 10 of which nominal voltage is 18 V, but not to receive a battery pack of which nominal voltage is not 18 V. As a result, it is prevented that a battery pack of which nominal voltage is not 18 V is attached to the battery-side unit 410.

The tool-side unit 450 is designed exclusively for the second electric power tool 50b of which rated voltage is 18 V. Therefore the tool-side unit 450 is configured to be removably attached to the battery interface 52b of the second electric power tool 50b, but not to be attached to the battery interface of an electric power tool of which rated voltage is not 18 V (e.g. first electric power tool 50a and the third electric power tool 50c). Thereby it is prevented that the tool-side unit 450 is attached to an electric power tool of which rated voltage is not 18 V.

As FIG. 15 illustrates, the battery-side unit 410 encloses a microcomputer 432 and a battery connector circuit 434. A battery pack 10 attached to the battery-side
unit 310 is connected, via the battery connector circuit 434, to the second electric power tool 50b to which the tool-side unit 350 is attached. FIG. 16 illustrates a circuit structure of the battery connector circuit 434. As FIG. 16 illustrates, the battery connector circuit 434 is a circuit to connect four battery interfaces 412 in parallel. The adapter 400 of this example is configured to connect one or a plurality of battery packs 10 of which nominal voltage is 18 V to the second electric power tool 50b of which rated voltage is 18 V. Therefore the battery connector circuit 434 connects all the battery packs 10, attached to the battery-side unit 410, in parallel so that the supply voltage from the battery packs 10 to the second electric power tool 50b becomes a level corresponding to the rated voltage of the second electric power tool 50b (that is, 18 V).

[0107] As FIG. 16 illustrates, the battery connector circuit 434 has a pair of switching elements 436 and a diode 438 for each battery interface 412. These switching elements 436 are controlled by the microcomputer 432. As described above, four battery packs 10 need not always be attached to the battery-side unit 410. In the battery-side unit 410, one or a plurality of battery packs 10 is often attached to only a part of the battery interfaces 412. In this case, a foreign substance could contact an exposed terminal in the remaining battery interfaces 412. Hence the microcomputer 432 normally turns each switching element 436 OFF, and only turns a pair of switching elements 436 ON that corresponds to a battery interface 412 that has received a battery pack 10. As a result, the battery interfaces 412 that have received the battery packs 10 are connected to one another, and a battery interface 412 that has not received a battery pack 10 is electrically disconnected from the battery interfaces 412 that have received the battery packs 10. Therefore it is prevented that the DC voltage from the battery pack 10 is applied to an exposed terminal of the battery interface 412. Whether a battery pack 10 has been attached to a battery interface 412 can be detected by monitoring the voltage of a terminal disposed in the battery interface 412. A switch configured to contact the attached battery pack 10 may be disposed in the battery interface 412.

[0108] As described above, with the battery connector circuit 434 being provided, the adapter 400 of this example can supply power from a plurality of battery packs 10 to the second electric power tool 50b. Thereby the user can continuously use the second electric power tool 50b for a long period of time. According to the adapter 400, the user can use the second electric power tool 50b for a dramatically longer time using a plurality of already purchased large capacity battery packs 10, without purchasing a new large capacity battery pack.

[0109] The adapter 400 of this example is designed exclusively for the battery pack 10 of which nominal voltage is 18 V and the electric power tool 50b of which rated voltage is 18 V, but the voltage values are not limited to 18 V, and [the adapter 400] can also be designed exclusively for a battery pack having a different nominal voltage and an electric power tool having a different rated voltage.

FIFTH EMBODIMENT

[0110] An adapter 500 of Fifth Embodiment will now be described with reference to the drawings. FIG. 17 and FIG. 18 are external views of the adapter 500, and FIG. 19 is a schematic diagram of a circuit structure of the adapter 500. As FIG. 17 to FIG. 19 illustrate, the adapter 500 is an apparatus configured to alternatively connect a maximum of two battery packs 10 to the first electric power tool 50a or the second electric power tool 50b. In FIG. 17 and FIG. 18, the first electric power tool 50a is omitted. Unlike the above mentioned adapter 100 of First Embodiment to the adapter 400 of Fourth Embodiment, the adapter 500 of this example is a cordless type, and is constituted by one housing.

[0111] The adapter 500 has two battery interfaces 512. The two battery interfaces 512 are disposed on a bottom face of the housing of the adapter 500. Each battery interface 512 removably receives one battery pack 10. This means that a maximum of two battery packs 10 can be attached to the adapter 500. Each battery interface 512 mechanically and electrically connects the attached battery pack 10. Each battery pack 10 is the same as that described in First Embodiment, and encloses a plurality of battery cells 12 and the storage device 14.

[0112] Each battery interface 512 can alternatively receive a battery pack 10 of which nominal voltage is 14.4 V and a battery pack 10 of which nominal voltage is 18 V, just like the battery interface 112 described in First Embodiment. In the example in FIG. 17 to FIG. 19, one battery pack 10 of which nominal voltage is 14.4 V and one battery pack 10 of which nominal voltage is 18 V are attached to the adapter 500. Two battery packs 10 need not always be attached to the adapter 500, but at least one battery pack 10 can be attached.

[0113] The adapter 500 is provided with a tool connector 550. The tool connector 550 is disposed on a top face of the housing of the adapter 500. The tool connector 550 is configured to be removably attached to the battery interface 52a of the first electric power tool 50a, and to also be removably attached to the battery interface 52c of the second electric power tool 50b. As described above, the rated voltage of the first electric power tool 50a is 36 V and the rated voltage of the second electric power tool 50b is 18 V. In this example, just like the embodiment illustrated in FIG. 7, each electric power tool 50a and 50b is provided with a storage device 56a or 56b storing the product information. Product information includes one datum that specifies the rated voltage of the electric power tool 50a or 50b.

[0114] As FIG. 19 illustrates, in the adapter 500, two battery interfaces 512 are electrically connected to the tool connector 550 via the voltage regulator circuit 530. Therefore the power from the battery pack 10 is output from the tool connector 550 via the voltage regulator circuit 530. The voltage regulator circuit 530 is a circuit to...
The voltage regulator circuit 530 is provided for the electric power tool 50a or 50b on at least two levels. The supply voltage from the battery pack 10 to the electric power tool 50a or 50b can be regulated to a level corresponding to the rated voltage thereof (that is, 18 V) or 50b can be transformed corresponding to the nominal voltage is 36 V. According to this adapter 500, the user need not always prepare a battery pack of which nominal voltage is 36 V to use the first electric power tool 50a. Furthermore, to the second electric power tool 50b of which rated voltage is 18 V as well, the voltage corresponding to the rated voltage thereof (18 V) can be supplied from the same battery pack 10.

The voltage regulator circuit 530 can regulate the voltage (nominal voltage) of the battery pack 10. In other words, the voltage regulator circuit 530 can regulate the supply voltage from the battery pack 10 to the electric power tool 50a or 50b on at least two levels.

[0115] The voltage regulator circuit 530 is provided with a microcomputer 532, and the microcomputer 532 controls the operation of the voltage regulator circuit 530. If the adapter 500 is attached to the first electric power tool 50a or the second electric power tool 50b, the microcomputer 532 is electrically connected to the storage device 56a or 56b of the electric power tool 50a or 50b. The microcomputer 532 accesses the connected storage device 56a or 56b and reads the product information stored therein. As a result, the microcomputer 532 can identify which of the electric power tools 50a or 50b the adapter 500 is attached. The microcomputer 532 determines a target value of the output voltage outputted from the tool connector 550 according to the electric power tool 50a or 50b to which the adapter 500 is connected. In other words, if the adapter 500 is connected to the first electric power tool 50a, the microcomputer 532 sets the target value of the output voltage outputted from the tool connector 550 to a level corresponding to the rated voltage of the first electric power tool 50a (that is, 36 V). If the adapter 500 is connected to the second electric power tool 50b, on the other hand, the microcomputer 532 sets the target value of the output voltage outputted from the tool connector 550 to a level corresponding to the rated voltage of the second electric power tool 50b (that is, 18 V). As a result, regardless of which of the electric power tools 50a or 50b the user uses, the supply voltage from the battery pack 10 to the electric power tool 50a or 50b can be regulated to a level corresponding to the rated voltage of the electric power tool 50a or 50b.

[0116] Furthermore, if a battery pack 10 is attached to the battery interface 512, the microcomputer 532 is electrically connected to the storage device 14 of the battery pack 10. The microcomputer 532 accesses the storage device 14 of the battery pack 10 and reads the product information stored therein. Then the microcomputer 532 switches the mode of operation of the voltage regulator circuit 530 according to the obtained product information. This aspect is the same as the voltage regulator circuit 130 described in First Embodiment, hence description thereof is omitted here.

[0117] As described above, the adapter 500 of this example is provided with the voltage regulator circuit 530, whereby the supply voltage to the electric power tool 50a or 50b can be transformed to the rated voltage corresponding to the nominal voltage of the battery pack 10. As a result, the voltage corresponding to the rated voltage thereof (36 V, 18 V) can be supplied to the electric power tool 50a or 50b to be used by the user. Therefore the user can use the first electric power tool 50a of which rated voltage is 36 V using the battery packs 10 of which nominal voltages are 14.4 V and 18 V. The voltage regulator circuit 530 of this example can be configured in the same way as the voltage regulator circuit 130 described in First Embodiment (see FIG. 3, FIG. 4 and FIG. 5). For example, the voltage regulator circuit 530 of this example can be configured using at least either a step-up/down converter to transform the DC voltage from the battery pack 10, or a battery connector circuit to switch the mode of connection of the two battery packs 10.

SIXTH EMBODIMENT

[0119] An adapter 600 of Sixth Embodiment will now be described with reference to the drawings. FIG. 20 and FIG. 21 are external views of the adapter 600, and FIG. 22 is a schematic diagram of a circuit structure of the adapter 600. The adapter 600 is an apparatus configured to connect one battery pack 10 of which nominal voltage is 18 V to the first electric power tool 50a of which rated voltage is 36 V. The adapter 600 of this example is a cordless type and is constituted by one housing.

[0120] The adapter 600 has one battery interface 612. The battery interface 612 is disposed on a bottom face of the housing of the adapter 600. The battery interface 612 removably receives a battery pack 10 of which nominal voltage is 18 V. The battery interface 612 mechanically and electrically connects the attached battery pack 10. Normally this battery pack 10 of which nominal voltage is 18 V cannot be used directly for the first electric power tool 50a of which rated voltage is 36 V.

[0121] The adapter 600 is provided with a tool connector 650. The tool connector 650 is disposed on a top face of the housing of the adapter 600. The tool connector 650 is designed exclusively for the first electric power tool 50a of which rated voltage is 36 V. Therefore the adapter 600 is configured to be removably attached to the battery interface 52a of the first electric power tool 50a, but not to be attached to an electric power tool having another rated voltage (e.g. second electric power tool 50b). In other words, the adapter 600 can be mechanically and electrically connected to only the battery interface 52a of the first electric power tool 50a.

[0122] As FIG. 22 illustrates, the adapter 600 encloses a step-up converter 630, and the battery pack 10 and the first electric power tool 50a are interconnected via the step-up converter 630. The step-up converter 630 is a DC-DC converter to step-up the DC voltage. The step-up converter 630 is designed to input an 18 V voltage and to output a 36 V voltage. Therefore the supply voltage from the battery pack 10 to the first electric power tool 50a is regulated to a level corresponding to the rated
As described above, the adapter 600 of this example is provided with a step-up converter 630, whereby a 36 V DC voltage can be supplied from the battery pack 10 of which nominal voltage is 18 V to the first electric power tool 50a of which rated voltage is 36 V. Therefore the user can use the first electric power tool 50a of which rated voltage is 36 V, using the battery pack 10 of which nominal voltage is 18 V. According to this adapter 600, the user need not always prepare a battery pack of which nominal voltage is 36 V to use the first electric power tool 50a. The user can use a battery pack 10 of which nominal voltage is 18 V not only for the second electric power tool 50b of which rated voltage is 18 V, but also for the first electric power tool 50a of which rated voltage is 36 V.

SEVENTH EMBODIMENT

An adapter 700 of Seventh Embodiment will now be described with reference to the drawings. FIG. 23 is an external view of the adapter 700, and FIG. 24 is a schematic diagram of a circuit structure of the adapter 700. The adapter 700 is an apparatus configured to connect a maximum of two battery packs 10 to the second electric power tool 50b. The adapter 700 of this example is a cordless type and is constituted by one housing.

The adapter 700 has two battery interfaces 712. The two battery interfaces 712 are disposed on a bottom face of the housing of the adapter 700. Each battery interface 712 removably receives one battery pack 10. This means that a maximum of two battery packs 10 can be attached to the adapter 700. Each battery interface 712 mechanically and electrically connects the attached battery pack 10. At least one battery pack 10 can be attached to the adapter 700. The battery pack 10 encloses at least a plurality of battery cells 12.

Each battery interface 712 is designed exclusively for a battery pack 10 of which nominal voltage is 18 V. Therefore each battery interface 712 is configured to removably receive a battery pack 10 of which nominal voltage is 18 V, but not to receive a battery pack 10 of which nominal voltage is not 18 V. Therefore it is prevented that a battery pack of which normal voltage is not 18 V is attached to the adapter 700.

The adapter 700 is provided with a tool connector 750. The tool connector 750 is disposed on a top face of the housing of the adapter 700. The tool connector 750 is designed exclusively for the second electric power tool 50b of which nominal voltage is 18 V. Therefore the adapter 700 is configured to be removably attached to the battery interface 52b of the second electric power tool 50b, but not to be attached to an electric power tool having another rated voltage (e.g. first electric power tool 50a). In other words, the adapter 700 can be mechanically and electrically connected to only the battery interface 52b of the second electric power tool 50b.

EIGHTH EMBODIMENT

An electric power tool 800 of Eighth Embodiment will now be described with reference to the drawings. FIG. 25 and FIG. 26 are external views of the electric power tool 800, and FIG. 27 is a schematic diagram of a circuit structure of the electric power tool 800. As FIG. 25 to FIG. 27 illustrate, the electric power tool 800 is an electric power tool powered by a maximum of two battery packs 10. The electric power tool 800 illustrated in FIG. 25 and FIG. 26 is an electric blower where a fan is driven by a motor 854, but the electric power tool 800 is an example not limited to the electric blower.

The electric power tool 800 has two battery interfaces 812. Each battery interface 812 removably receives one battery pack 10. Therefore a maximum of two battery packs 10 can be attached to the electric power tool 800. Each battery interface 812 mechanically and electrically connects the attached battery pack 10.
NINTH EMBODIMENT

[0138] The electric power tool 900 of Ninth Embodiment will now be described with reference to the drawings. FIG. 28 is a schematic diagram of a circuit structure of the electric power tool 900. As FIG. 28 illustrates, the electric power tool 900 is an electric power tool powered by a maximum of two battery packs 10.

[0139] The electric power tool 900 has two battery interfaces 912. Each battery interface 912 removably receives one battery pack 10. This means that a maximum of two battery packs 10 can be attached to the electric power tool 900. Each battery interface 912 mechanically and electrically connects the attached battery packs 10. Each battery pack 10 encloses at least a plurality of battery cells 12.

[0140] Each battery interface 912 is designed exclusively for a battery pack 10 of which nominal voltage is 18 V. This means that each battery interface 912 is configured to removably receive a battery pack 10 of which nominal voltage is 18 V, but not to receive a battery pack of which nominal voltage is not 18 V. As a result, it is prevented that a battery pack of which nominal voltage is not 18 V is attached to the electric power tool 900. Thus two battery packs 10 need not always be attached to the electric power tool 900, but at least one battery pack 10 can be attached.

[0141] The electric power tool 900 is provided with a microcomputer 932, a battery connector circuit 934 and a motor 954. The rated voltage of the motor 954 is 18 V. In the electric power tool 900, two battery interfaces 912 are electrically connected to the motor 954 via the battery connector circuit 934. The battery connector circuit 934 is a circuit to connect the two battery interfaces 912 in parallel. The electric power tool 900 of this example drives the motor 954 of which rated voltage is 18 V using one or a plurality of battery packs 10 of which nominal voltage is 18 V. Therefore the battery connector circuit 934 connects all the attached battery packs 10 in parallel, so that the supply voltage from the battery pack 10 to the motor 954 becomes a level corresponding to the rated voltage of the motor 954 (that is, 18 V).

[0142] The battery connector circuit 934 has a pair of switching elements 936 and a diode 938 for each battery interface 912. Each switching element 936 is controlled by the microcomputer 932. The configuration and operation of the battery connector circuit 934 are the same as those of the battery connector circuit 734 described in Seventh Embodiment (see FIG. 24), hence description thereof is omitted here.
As described above, the electric power tool 900 of this example is provided with the battery connector circuit 934, whereby the motor 954 can be driven by a plurality of battery packs 10. As a result, the user can continuously use the electric power tool 900 for a long period of time. According to this electric power tool 900, the user can operate the electric power tool 900 for a longer time using a plurality of already owned small capacity battery packs 10, without purchasing a new large capacity battery pack.

Specific embodiments of the present teachings is described above, but that merely illustrates some possibilities of the teachings and does not restrict the claims thereof. The art set forth in the claims includes variations and modifications of the specific examples set forth above.

The technical elements disclosed in the specification or the drawings may be utilized separately or in all types of combinations, and are not limited to the combinations set forth in the claims at the time of filing of the application. Furthermore, the art disclosed herein may be utilized to simultaneously achieve a plurality of aims or to achieve one of these aims.

Claims

1. An adapter for coupling at least one battery pack with an electric power tool, the adapter comprising:

   a battery-side unit configured to attach the at least one battery pack and be electrically connected to the at least one battery pack that is attached;

   a tool-side unit configured to attach the electric power tool and be electrically connected to the attached electric power tool; and

   a voltage regulator circuit configured to be interposed between the at least one battery pack attached to the battery-side unit and the electric power tool attached to the tool-side unit, and regulate a supply voltage from the at least one battery pack to the electric power tool to a level corresponding to a rated voltage of the electric power tool.

2. The adapter as in claim 1, wherein the voltage regulator circuit is configured to cause the supply voltage from the at least one battery pack to be higher than any nominal voltage of the at least one battery pack.

3. The adapter as in claim 1 or 2, wherein the voltage regulator circuit comprises means for detecting a nominal voltage of each battery pack, and is configured to change a mode of operation according to the respective nominal voltage that is detected.

4. The adapter as in claim 3, wherein the at least one battery pack each comprises storing means for storing data indicative of the nominal voltage, and the voltage regulator circuit is configured to read the data from the storing means of each battery pack to detect the nominal voltage of each battery pack.

5. The adapter as in any one of claims 1 to 4, wherein the voltage regulator circuit comprises means for detecting a rated voltage of the electric power tool, and is configured to regulate the supply voltage in at least two levels according to the detected rated voltage.

6. The adapter as in any one of claims 1 to 4, wherein the electric power tool comprises storing means for storing data indicative of the rated voltage, and the voltage regulator circuit is configured to read the data from the storing means of the electric power tool to detect the rated voltage of the electric power tool.

7. The adapter as in any one of claims 1 to 4, wherein:

   the tool-side unit comprises at least a first tool-side unit and a second tool-side unit;

   the first tool-side unit and the second tool-side unit are configured to be alternatively attachable to the battery-side unit;

   the first tool-side unit is configured to be attachable to an electric power tool having a first rated voltage and not to be attachable to an electric power tool having a second rated voltage;

   the second tool-side unit is configured to be attachable to the electric power tool having the second rated voltage and not to be attachable to the electric power tool having the first rated voltage; and

   the voltage regulator circuit is configured to regulate the supply power to a level being substantially equal to the first rated voltage when the battery-side unit is attached to the first tool-side unit, and regulate the supply power to a level being substantially equal to the second rated voltage when the battery-side unit is attached to the second tool-side unit.

8. The adapter as in claim 7, wherein:

   each tool-side unit is provided with storing means configured to store data by which an identification can be made from the other tool-side unit; and

   the voltage regulator circuit is configured to read the data from the storing means of the tool-side unit to identify the tool-side unit attached to the battery-side unit.

9. The adapter as in any one of claims 1 to 4, wherein:
the tool-side unit comprises at least a first tool-side unit and a second tool-side unit; the first tool-side unit comprises a first electric cord having a tip end coupled with the first tool-side unit; the second tool-side unit comprises a second electric cord having a tip end coupled with the second tool-side unit; the battery-side unit comprises a first cord connection for a base end of the first electric cord, and a second cord connection for connecting for a base end of the second electric cord; the first tool-side unit is configured to be attachable to an electric power tool having a first rated voltage and not to be attachable to an electric power tool having a second rated voltage; the second tool-side unit is configured to be attachable to an electric power tool having the second rated voltage and not to be attachable to the electric power tool having the first rated voltage; the base ends of the first and second electric cords have shapes different from one another; the first cord connection is configured to accept the base end of the first electric cord, and not to accept the base end of the second electric cord; the second cord connection is configured to accept the base end of the second electric cord, and not to accept the base end of the first electric cord; and the voltage regulator circuit is configured to output a voltage regulated to a level being substantially equal to the first rated voltage from the first cord connection, and output a voltage regulated to a level being substantially equal to the second rated voltage from the second cord connection.

10. The adapter as in any one of claims 1 to 9, wherein the voltage regulator circuit comprises means for detecting a number of battery packs attached to the battery-side unit, and is configured to change a mode of operation according to the detected number of battery packs.

11. The adapter as in any one of claims 1 to 10, wherein:

the battery-side unit comprises a plurality of battery interfaces configured to detachably receive battery packs; and the voltage regulator circuit is configured to electrically connect battery interfaces that have received the battery packs to one another, and disconnect a battery interface that has not received a battery pack from the battery interfaces that have received the battery packs.

12. An adapter for coupling a plurality of battery packs with an electric power tool, comprising:

a battery-side unit configured to attach the plurality of battery packs and be electrically connected to the attached battery packs; a tool-side unit configured to attach the electric power tool and be electrically connected to the attached electric power tool; and a battery connector circuit configured to be interposed between the plurality of battery packs attached to the battery-side unit and the electric power tool attached to the tool-side unit, and electrically connect at least some of the attached battery packs in parallel to regulate a supply voltage from the plurality of battery packs to the electric power tool to a level corresponding to a rated voltage of the electric power tool.

13. The adapter as in claim 12, wherein:

the battery-side unit is configured to be attachable to a battery pack having a nominal voltage equal to the rated voltage of the electric power tool, and not to be attachable to a battery pack having another nominal voltage; and the battery connector circuit is configured to electrically connect all of the battery packs attached to the battery-side unit in parallel.

14. The adapter as in claim 12 or 13, wherein:

the battery-side unit comprises a plurality of battery interfaces configured to attachably/detachably receives the battery packs; and the battery connector circuit comprises at least one switching element that is configured to electrically connect battery interfaces that have received the battery packs to one another, and disconnect a battery interface that has not received a battery pack from the battery interfaces that have received the battery packs.

15. The adapter as in any one of claims 1 to 14, wherein the battery-side unit and the tool-side unit are electrically connected to each other via an electric cord.

16. An electric power tool powered by at least one battery pack, comprising:

a motor configured to drive a tool; at least one battery interface configured to attach the at least one battery pack and be electrically connected to the at least one attached battery pack; and a voltage regulator circuit configured to be interposed between the at least one battery pack attached to the at least one battery interface and the motor, and regulate a supply voltage from the at least one battery pack to the motor to a level corresponding to a rated voltage of the mo-
17. An electric power tool powered by a plurality of battery packs, comprising:

- a motor configured to drive a tool;
- a plurality of battery interfaces configured to attach the battery packs and be electrically connected to the attached battery packs; and
- a battery connector circuit configured to be interposed between the plurality of battery packs attached to the battery interfaces and the motor, and electrically connect at least some of the attached battery packs in parallel to regulate a supply voltage from the plurality of battery packs to the motor to a level corresponding to a rated voltage of the motor.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
B25F3/00(2006.01)i, H01M2/10(2006.01)i, H01M10/44(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B25F3/00-5/02, H01M2/10, H01M10/44

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

** Special documents are listed in the continuation of Box C. **

*"A"* document defining the general state of the art which is not considered to be of particular relevance
*"E"* earlier application or patent but published on or after the international filing date
*"L"* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
*"O"* document referring to an oral disclosure, use, exhibition or other means document published prior to the international filing date but later than the priority date claimed

*"I"* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
*"X"* document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
*"Y"* document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such document, such combination being obvious to a person skilled in the art
*"R"* document member of the same patent family

Date of the actual completion of the international search
01 June, 2011 (01.06.11)

Date of mailing of the international search report
14 June, 2011 (14.06.11)

Name and mailing address of the ISA/ Japanese Patent Office
Authorized officer

Facsimile No.
Telephone No.

Form PCT/ISA/210 (second sheet) (July 2009)
## INTERNATIONAL SEARCH REPORT

### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>JP 11-262172 A (Hitachi Koki Co., Ltd.), 24 September 1999 (24.09.1999), paragraphs [0005] to [0013]; fig. 1 to 3 &amp; US 6172860 B1 &amp; DE 19844426 A1</td>
<td>1-6,10-15</td>
</tr>
<tr>
<td>Y</td>
<td>JP 2005-278375 A (Hitachi Koki Co., Ltd.), 06 October 2005 (06.10.2005), paragraphs [0030] to [0058]; fig. 1 to 4 (Family: none)</td>
<td>1-6,10-15</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (continuation of second sheet) (July 2009)
# INTERNATIONAL SEARCH REPORT

**Box No. II**  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. ☐ Claims Nos.:
   because they relate to subject matter not required to be searched by this Authority, namely:

2. ☐ Claims Nos.:
   because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. ☐ Claims Nos.:
   because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

**Box No. III**  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

It is considered that the special technical feature of the inventions in claims 1 - 15 is relevant to "adaptor which comprises a battery side-unit to which a battery pack can be attached and a tool side-unit which can be attached to an electric tool, and is equipped with a voltage regulation circuit which regulates a voltage supplied from the battery pack to the electric tool to a level in accordance with the rated voltage of the electric tool".

(continued to extra sheet)

1. ☐ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. ☐ As all searchable claims could be searched without effort justifying additional fees, this Authority did not invite payment of additional fees.

3. ☐ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. ☒ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.: 1 - 15

**Remark on Protest**

☐ The additional search fees were accompanied by the applicant’s protest and, where applicable, the payment of a protest fee.

☐ The additional search fees were accompanied by the applicant’s protest but the applicable protest fee was not paid within the time limit specified in the invitation.

☐ No protest accompanied the payment of additional search fees.

Form PCT/ISA/210 (continuation of first sheet (?)) (July 2009)
Furthermore, it is considered that the special technical feature of the inventions in claims 16 - 17 is relevant to “electric tool which comprises a battery reception unit to which a battery pack is attached and is equipped with a voltage regulation circuit which regulates a voltage supplied from the battery pack to a motor to a level in accordance with the rated voltage of the motor”.

Consequently, the inventions in claims 1 - 17 have no common matter which is considered to be a special technical feature, and therefore do not comply with the requirement of unity of invention.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description