Structural arrangement for access cover for fuel tank with composite coating

There is disclosed a structural arrangement (10) for an access window (30) to a fuel tank (20) with composite coating (40), this structural arrangement (10) comprising an external lid (11) associated to the access window (30) by fastening means (12), the structural arrangement (10) for an access window (30) to a fuel tank (20) with composite coating (40) further comprising a continuous metal frame (31) disposed on an internal portion of the fuel tank (20), fastened to the composite coating (40) internally and perimetrally circumventing the access window (30), the continuous metal frame (31) being cooperative with the external lid (11) in the conduction of an electric current.
Description

[0001] The present invention pertains to a structural arrangement for access window to a fuel tank, particularly applied to fuel tanks with composite coating, endowed with means for preventing sparking inside the tank, having an arrangement which prevents the accumulation of fuel at the tank access window and endowed with protection elements on the edges of the tank coating during maintenance.

Description of the state of the art

[0002] Aircraft comprise specific compartments for storing fuel which will be used during flight. These compartments are the fuel tanks disposed in portions designed in the aircraft such as, for example, inside the wings.

[0003] The fuel tanks of an aircraft should comprise access windows for the maintenance team, in order to inspect the inner surface of the tanks.

[0004] As known in the state of the art, these windows or inspection orifices are made so as to enable the entry of persons and access to the internal space of the tank, and are also endowed with a lid that guarantees the hermetic closure of this compartment. Generally these openings comprise a double lid, formed by a metal external access lid and internal external access lid which is also made of metal or a plain lid, formed by a metal access lid and a retaining ring of the metal access lid.

[0005] However, aircraft structures are more and more often made of composite materials, such as the wing and its structures which form the very tank disposed on the inside thereof. Accordingly, certain drawbacks are noted in the structural arrangement of access windows or inspection orifices used today, the main drawbacks being the lack of safety in the event of lightning and sparking to the fuel tank when the wing of the aircraft is made of composite material, the accumulation of fuel in the inner surface of the internal access lid and the protection of the edges of the coating of the wing against possible physical damage caused during maintenance.

[0006] With a view to solving the problem of sparking and electric discharge in these structural parts of the aircraft made of composite, document US 7,576,966 describes a system and a method pertaining to protection against lightning, with the objective of preventing sparking and arcing inside a fuel tank made of composite material when it is subjected to electrical discharge from lightning.

[0007] Accordingly, this method has a link between the tank access lid and the walls (coating) of this tank which provides direction for the electrical discharge of a bolt of lightning when it strikes the structure of the aircraft, particularly on the tank access lid. This link is formed by an electric bond disposed between the tank coating and the tank access door and by an electrical insulation layer disposed directly in the internal portion of the tank structure. The electric bond creates a path for the electric current to flow from the access lid to the tank coating, preventing this electric current from being directed towards the internal region of the tank, where it would then enter into contact with the fuel. The insulating layer assists to insulate the internal portion of the tank.

[0008] Therefore, when lightning strikes the tank access door, the electric current generated flows freely through an engagement ring disposed on a fastener of this lid to the tank coating, passing through the electric bond which is installed between the tank access door and the tank coating. Consequently, the current is prevented from entering into the tank and also sparking in the internal parts of the tank is prevented.

[0009] Although preventing the problem of sparking inside the fuel tank, the solution described in document US 7,576,966 can only be applied to lids or plain access doors of the tank and does not prevent the risk of damage to the edge of the tank coating during maintenance.

[0010] Document US 2009/0166473, in turn, describes a lid for access orifices to the fuel tank of an aircraft, for aircraft structures made of composite materials, particularly carbon fiber. Reinforcers are positioned on the coating panel with the objective of providing structural reinforcement to this coating and uniform support for the internal and external lids of the access orifice to the fuel tank. Sealing elements can be added between the lids, however, the objective of this arrangement is to provide structural reinforcement to the tank access orifice and is not focused on preventing sparking inside the tank, in the hypothesis that the access lid should receive an electrical discharge caused by lightning, for example.

[0011] Thus, in spite of the current studies designed to remedy the drawbacks noted in the structural arrangement of access windows or inspection orifices of aircraft tank structures made of composite materials, it is noted that there is no solution to prevent sparking inside the fuel tank and which also simultaneously prevents the accumulation of fuel on the inner surface of the internal access lid and provides protection for the edges of the coating against possible damage caused during maintenance.

Objectives of the invention

[0012] The objective of the present invention is to provide a structural arrangement for access window to a fuel tank made of composite material capable of preventing sparking inside the tank in the event of an electrical discharge on the aircraft.

[0013] It is also an objective of the present invention to provide a structural arrangement for access window to a fuel tank made of composite material which prevents accumulation of fuel at the tank access window.

[0014] Another objective of the present invention is to provide a structural arrangement for access window to a fuel tank made of composite material capable of protecting the edges of the tank coating during maintenance.
Brief description of the invention

[0015] The object of the invention is a structural arrangement for access window to a fuel tank with composite coating, this structural arrangement comprising an external lid associated to the access window by fastening means, the structural arrangement for access window to the fuel tank with composite coating further comprising a continuous metal frame disposed on an internal portion of the fuel tank, fastened to the composite coating internally and perimetrally circumventing the access window, a continuous metal frame being cooperative with the external lid in the conduction of an electric current.

Brief description of the drawings

[0016] The present invention shall now be described in greater detail based on an exemplary execution represented in the drawings. The drawings show:

Figure 1 - is a schematic cut view of a first preferred embodiment of the structural arrangement for access window to a fuel tank with composite coating, which is the object of this invention;

Figures 2A and 2B - illustrate a first preferred embodiment of the structural arrangement for access window to a fuel tank with composite coating, which is the object of this invention seen from inside the fuel tank;

Figures 3A and 3B - illustrate a first preferred embodiment of the structural arrangement for access window to a fuel tank with composite coating, which is the object of this invention seen from the outside the aircraft;

Figure 4 - is a schematic cut view of a second preferred embodiment of the structural arrangement for access window to the fuel tank with composite coating, which is the object of this invention;

Figure 5 - is a schematic cut view of a third preferred embodiment of the structural arrangement for access window to the fuel tank with composite coating, which is the object of this invention;

Figure 6 - is a schematic cut view of a fourth preferred embodiment of the structural arrangement for access window to the fuel tank with composite coating, which is the object of this invention;

Figure 7 - is a schematic cut view of a fifth preferred embodiment of the structural arrangement for access window to the fuel tank with composite coating, which is the object of this invention; and

Figure 8 - is a schematic view in perspective of the second or third preferred embodiment of the structural arrangement for access window to a fuel tank with composite coating, which is the object of this invention seen from inside the fuel tank.

Detailed description of the drawings

[0017] As illustrated in figures 1 to 8, the present invention pertains to a structural arrangement 10 for an access window 30 to the fuel tank 20 endowed with composite coating 40. This structural arrangement 10 comprises an external lid 11 associated to the access window 30 by fastening means 12, a continuous metal frame 31 disposed on an internal portion of the fuel tank 20 fastened to the composite coating 40 and internally and perimetrally circumventing the access window 30. The continuous metal frame 31 is cooperative with the external lid 11 in the conduction of an electric current, as detailed ahead.

[0018] Composite material has often been used to build aircraft structures. It generally consists of carbon fiber with resin which can be disposed in layers, laminated, or ground and agglutinated by the resin.

[0019] Carbon fiber is a low conductive material and when in contact with metal parts or elements, it may cause sparking at the juncture during the passage or discharge of an electric current. Therefore, one of the main problems in building aircraft structures that comprise elements made of composite material joined to metal elements, is the occurrence of sparking at these junctures when subjected to the passage of an electric current. This electric current may originate from lightning striking the aircraft during flight.

[0020] For this reason, one of the objectives of the structural arrangement 10 for an access window 30 to the fuel tank 20 with composite coating 40, which is the object of this invention, is to provide a flow route for the electric current that may impact the external lid 11 or the fastening means 12, such that this electric current, when flowing through the structural arrangement 10, does not produce sparking and is safely conducted to the outside environment.

[0021] Figure 1 illustrates a first preferred embodiment of the structural arrangement 10 for an access window 30 to the fuel tank 20 with composite coating 40, which is the object of this invention.

[0022] In this first embodiment, the access window 30 to the fuel tank 20 is disposed on a structure of the aircraft made of composite material. This structure may be the wing of the aircraft or another part which receives a fuel tank 20. Therefore, the coating 40 of the fuel tank 20 in question is made of composite material.

[0023] The access window 30 receives an external metal lid 11 and an internal lid 14 made of composite material. The continuous metal frame 31 is fastened to the composite coating 40 of the fuel tank 20 by way of fastening elements 32. More specifically, the continuous metal frame 31 comprises a first fastening portion 311.
The fastening elements 32 are made of metal and 3B. The first fastening portion 311 and the second portion 312, and a continuous contour inside the fuel tank 31 provides a continuous contour on the edges of the access window 30 to the fuel tank 20. With this fastening, the continuous metal frame 31 provides a continuous contour on the edges of the access window 30 by way of the second protection portion 312, and a continuous contour inside the fuel tank 20, on the composite coating 40 by way of the first fastening portion 311, as can be seen in figures 2A, 2B, 3A and 3B. The first fastening portion 311 and the second protection portion 312 form a continuous metal frame 31 in a single part.

[0024] The fastening elements 32 are made of metal and may consist of screws, pins, rivets or other equivalent elements, provided they are made of metal and are capable of fastening with safety and reliability, the continuous metal frame 31 on the composite coating 40.

[0025] Between the first fastening portion 311 of the continuous metal frame 31 and the composite coating 40 there is disposed a first layer of insulating material 21. The purpose of this layer of insulating material 21 is to insulate electrically the internal portion of the fuel tank 20. The insulating material 21 used can be made of any material already commercialized, as long as it electrically insulates the inside of the tank 20 fully and reliably.

[0026] Further according to figure 1, the second protection portion 312 of the continuous metal frame 31 comprises a first support surface 313 disposed in the internal portion of the fuel tank 20 and is endowed with a sealing ring 19. The function of the sealing ring 19 is to prevent fuel leakage through the access window 30.

[0027] The internal lid 14, which is made of composite material, is associated to the external metal lid 11 forming a double lid. The internal lid 14 comprises a perimeter 15 which is supported on the sealing ring 19 and the flange 16 projecting perpendicularly in relation to the perimeter 15 and towards the external lid 11. Accordingly, by way of the fastening means 12, which consist of self-sealing flange-nuts or other equivalent elements, the internal lid 14 is fastened to the external lid 11 and both supported on the second protection portion 312 of the continuous metal frame 31. This is, the perimeter 15 of the internal lid 14 is supported on the sealing ring 19 positioned on the first support surface 313 of the second protection portion 312, while the external lid 11 is supported on the second support surface 314 of the second protection portion 312, opposite the first support surface 313. The self-sealing flange-nuts 12 circumvent the perimeter 15 of the internal lid 14 guaranteeing the fastening of the internal 14 and external 11 lids on the continuous metal frame 31.

[0028] Between the flange 16 of the internal lid 14 and the external lid 11 there is disposed a second layer of insulating material 22. The function of this second layer of insulating material 22 is to prevent the flow of electric current from the external lid 11 to the internal lid 14 and, accordingly, prevent sparking in the internal portion of the fuel tank 20. The insulating material 22 used can be made of any material already commercialized, as long as it electrically insulates the inside of the tank 20 fully and reliably.

[0029] When lightning strikes an aircraft, the electric current flows through the structure of the aircraft, through the paths that offer least resistance to its passage until it exits to the outside environment. As already stated, when the current flows through a juncture of components in which one is made of composite material and the other is metal, sparking may occur. If this sparking occurs in a fuel tank, the safety of the aircraft may be placed at risk.

[0030] Accordingly, the structural arrangement 10 for an access window 30 to the fuel tank 20 with composite coating 40 as illustrated in figure 1 and described above, imposes a flow path for the electric current which prevents the occurrence of sparking in the internal portion of the fuel tank 20.

[0031] In this sense, if lightning strikes the external metal lid 11 or the fastening means 12, according to a first preferred embodiment illustrated in figure 1 the electric current will be forced to continue on through the external metal lid 11, passing on to the continuous metal frame 31 by way of the second protection portion 312, following on to the first fastening portion 311 and from then to the fastening elements 32 which are made of metal and which communicate with the external portion of the coating 40. From the external portion of the coating 40 the electric current flows to other parts of the aircraft without causing risk to the fuel tank 20.

[0032] The presence of the second layer of insulating material 22 between the external lid 11 which is made of metal and the internal lid 14 which is made of composite prevents the passage of the electric current between these lids and the formation of sparking. In the same way, the positioning of the first layer of insulating material 21 between the first fastening portion 311 of the continuous metal frame 31 and the composite coating 40 prevents the passage of the electric current through these components and the occurrence of sparking.

[0033] Hence, in this structural arrangement 10 the path having least resistance through which the electric current is forced to flow is formed by the external metal lid 11, the continuous metal frame 31 and the fastening elements 32 also made of metal, to the external portion of the coating 40.

[0034] Figures 2A and 2B illustrate the access window 30 to the fuel tank 20 containing the structural arrangement 10, according to a first preferred embodiment illustrated in figure 1, seen from the internal portion of the fuel tank 20. The inner edge of the access window 30 is enveloped by the first fastening portion 311 of the continuous metal frame 31 which is supported on the composite coating 40 in the internal portion of the fuel tank 20 while the second protection portion 312 protects the corners or ends of the composite coating 40.

[0035] With this, besides preventing sparking in the internal portion of the tank 20, the structural arrangement
The main difference between a first embodiment described above and illustrated in figure 1 and a second embodiment, lies in the fact that the access window 30 only receives the external metal lid 11, that is, in this second embodiment there is no internal lid 14. Accordingly, the external metal lid 11 presents a specific form which enables the reliable closure of the access window 30.

The continuous metal frame 31 is as described in the first embodiment and, therefore, bears the same characteristics of form and function.

The fastening elements 32 are also made of metal and may consist of screws, pins, rivets or other equivalent elements, provided they are made of and capable of fastening with safety and reliability, the continuous metal frame 31 on the composite coating 40.

Between the first fastening portion 311 of the continuous metal frame 31 and the composite coating 40 there is disposed a layer of insulating material 21 with the purpose of electrically insulating the internal portion of the fuel tank 20. The insulating material 21 used can be any material already commercialized, as long as it electrically insulates the inside of the tank 20 fully and reliably.

As can be seen in figure 4, the second protection portion 312 of the continuous metal frame 31 comprises a first support surface 313 disposed in the internal portion of the fuel tank 20 and endowed with a sealing ring 19. The function of the sealing ring 19 is to prevent fuel leakage through the access window 30.

In this second preferred embodiment the external metal lid 11 comprises a perimeter 151 which is supported on the sealing ring 19 positioned on the first support surface 313 of the second protection portion 312, and a recess 18 disposed on a surface opposite that of the perimeter 151. This recess 18 is parallel to the second support surface 314 of the second protection portion 312 and continuous along the perimeter of the access window 30.

On a second support surface 314 of the second protection portion 312 and the recess 18 of the external lid 11 there is supported a metal fastening ring 70, whose function is to enable the fastening of the external lid 11 on the continuous metal frame 31 by way of the fastening means 12, which consist of self-sealing flange-nuts or other equivalent elements.

A conductive web 71 is positioned between the second support surface 314 of the second protection portion 312 and the recess 18 of the external lid 11 and the fastening ring 70. The function of this conductive web is to provide a good path for conducting the electric current between the external lid 11 and the continuous metal frame 31.

The structural arrangement 10 for an access window 30 to the fuel tank 20 with composite coating 40 illustrated in figure 4 imposes a flow path for the electric current which prevents the occurrence of sparking in the internal portion of the fuel tank 20.

In this sense, if lightning strikes the lid 11, on the fastening ring 70 or on the fastening means 12, according to a second preferred embodiment illustrated in figure 4 the electric current will be forced to follow on through the external metal lid 11, passing on to the second protection portion 312 of the continuous metal frame 31 by way of the metal fastening ring 70 assisted by the conductive web 71, following on to the first fastening portion 311 of the continuous metal frame 31 and from there to the fastening elements 32 which are made of metal and which communicate with the external portion of the coating 40. From the external portion of the coating 40 the electric current flows to other parts of the aircraft without causing risk to the fuel tank 20.

The presence of a layer of insulating material 21 between the first fastening portion 311 of the continuous metal frame 31 and the composite coating 40 prevents the passage of the electric current through these components and the occurrence of sparking.

Hence, in this structural arrangement 10 the path of least resistance through which the electric current is forced to flow is formed by the external metal lid 11, the fastening ring 70 with the assistance of the conductive web 71, the continuous metal frame 31 and the fastening elements 32.
elements 32 also made of metal, to the external portion of the coating 40.

Additionally, in this second preferred embodiment the continuous metal frame 31 provides protection for the edges of the coating 40 during inspection or maintenance.

Figure 5 illustrates a third preferred embodiment of the structural arrangement 10 for an access window 30 with composite coating 40, which is the object of the present invention.

Also in this third embodiment the access window 30 to the fuel tank 20 is disposed on a structure of the aircraft made of composite material. This structure may be the wing of the aircraft or another part that receives a fuel tank 20. Therefore, the coating 40 of the fuel tank 20 in question is made of composite material.

The access window 30 only receives the external lid 11 and in this third embodiment, the external lid 11 is made of composite material. The form of this external lid 11 made of composite is the same as the external metal lid 11 of the second preferred embodiment, whereby enabling reliable closure of the access window 30.

The continuous metal frame 31 is as described in the prior embodiments and, therefore, bears the same characteristics of form and function.

The fastening elements 32 are also made of metal and may consist of screws, pins, rivets or other equivalent elements, provided they are made of metal and capable of fastening with safety and reliability, the continuous metal frame 31 on the composite coating 40.

In this third preferred embodiment the external lid 11 made of composite comprises a perimeter 151 which is supported on the sealing ring 19 positioned on the first support surface 313 of the second protection portion 312, and a recess 18 disposed on a surface opposite that of the perimeter 151. This recess 18 is parallel to the second support surface 314 of the second protection portion 312 and continuous along the perimeter of the access window 30.

On the second support surface 314 of the second protection portion 312 and the recess 18 of the external lid 11 there is supported a metal fastening ring 70, whose function is to allow the fastening of the external lid 11 made of composite on the continuous metal frame 31 by way of the fastening means 12, which consist of self-sealing flange-nuts or other equivalent elements.

A conductive web 71 is positioned between the second support surface 314 of the second protection portion 312 and the recess 18 of the lid 11 made of composite and the fastening ring 70.

In this embodiment, the function of this conductive web is to provide a good path for conducting the electric current between the external lid 11 and the continuous metal frame.

Since the external lid 11 is made of composite material, in this third preferred embodiment of the structural arrangement 10 a layer of insulating material 21 is disposed between the first fastening portion 311 of the continuous metal frame 31 and the composite coating 40 and there is also a layer of insulating material 21 between the side wall of the perimeter 151 of the external lid 11 and the continuous metal frame 31 wherein this layer of insulating material 21 also extends between the support surface 313 of the metal frame 31 and the lower portion of the perimeter 151 of the lid 11. This prevents the passage of the electric current of the external lid 11 to the continuous metal frame 31, whereby preventing the occurrence of sparking on this interface.

Therefore, in this structural arrangement 10 of the third preferred embodiment the path of least resistance through which the electric current is forced to flow is formed by the external lid 11 made of composite, the fastening ring 70 with the assistance of the conductive web 71, the continuous metal frame 31 and the fastening elements 32 also made of metal, to the external portion of the coating 40.

Figure 6 illustrates a fourth preferred embodiment of the structural arrangement 10 for an access window 30 to the fuel tank 20 with composite coating 40, which is the object of the present invention.

In this fourth embodiment, the external lid 11 is made of metal and the other components are as described in the second preferred embodiment illustrated in figure 4. The difference in this fourth embodiment in relation to the second embodiment is the fact that the self-sealing flange-nuts 12 which fasten the external lid 11 are replaced by threaded inserts 73 on the external lid 11 itself (figure 6).

Figure 7 illustrates a fifth preferred embodiment of the structural arrangement 10 for an access window 30 to the fuel tank 20 having composite coating 40, which is the object of the present invention.

In this embodiment, the external lid 11 is made of composite material and the other components are as described in the third preferred embodiment illustrated in figure 5. The difference in this fifth embodiment in relation to the third embodiment is the fact that the self-sealing flange-nuts 12 which fasten the external lid 11 are replaced by threaded inserts 73 on the external lid 11 itself (figure 7).

Figure 8 illustrates a second or third preferred embodiment of the structural arrangement 10 for an access window 30 to the fuel tank 20 with composite coating 40 seen from the internal portion of the fuel tank 20.

The inner edge of the access window 30 is enveloped by the first fastening portion 311 of the continuous metal frame 31 which is supported on the composite coating 40 in the internal portion of the fuel tank 20 while the second protection portion 312 protects the corners or ends of the composite coating 40.

Besides preventing sparking in the internal portion of the tank 20, the structural arrangement 10 prevents damage to the composite coating 40 when it is necessary to withdraw the external lid 11 for maintenance or inspection.

For the fourth and fifth embodiments of this in-
vention, the inner surface of the external lid 11 is the same, with the exception of the regions which form the threaded inserts 73, the difference being that the self-sealing flange-nuts are replaced by these threaded inserts 73 formed on the external lid 11 itself.

[0072] Thus, the structural arrangement 10 prevents the occurrence of sparking in the internal portion of the fuel tank 20 and decreases the accumulation of fuel at the access window 30 (in the case of the first preferred embodiment) and also provides protection against physical damage to the edge of the composite coating 40.

[0073] Having described an example of a preferred embodiment, it should be understood that the scope of the present invention encompasses other possible variations, being limited only by the content of the accompanying claims, potential equivalents included therein.

Claims

1. A structural arrangement (10) for an access window (30) a fuel tank (20) with composite coating (40), this structural arrangement (10) comprising an external lid (11) associated to the access window (30) by fastening means (12), the structural arrangement (10) for an access window (30) a fuel tank (20) with composite coating (40) being characterized by the fact that it further comprises a continuous metal frame (31) disposed on an internal portion of the fuel tank (20), fastened to the composite coating (40) internally and perimetral circumventing a access window (30), a continuous metal frame (31) being cooperative with an external lid (11) in the conduction of an electric current.

2. A structural arrangement, as claimed in claim 1, characterized by the fact that the continuous metal frame (31) is fastened to the coating made of composite (40) by way of metal fastening elements (32) which conduct the electric current to an external portion of the coating 40.

3. A structural arrangement, as claimed in claim 1, characterized by the fact that a continuous metal frame (31) comprises a first fastening portion (311) fastenable disposed on the coating made of composite (40) and a second protection portion (312) perpendicular to the first fastening portion (311) and disposed perimetral on the access window (30) to the fuel tank (20).

4. A structural arrangement, as claimed in claim 3, characterized by the fact that a first fastening portion (311) is fastened to the coating made of composite (40) by way of metal fastening elements (32) which conduct the electric current to an external portion of the coating 40.

5. A structural arrangement, as claimed in claim 4, characterized by the fact that it comprises a first layer of insulating material (21) disposed between the first fastening portion (311) of the continuous metal frame (31) and the composite coating (40).

6. A structural arrangement, as claimed in claim 3, characterized by the fact that the second protection portion (312) of the continuous metal frame (31) comprises a first support surface (313) disposed in the internal portion of the fuel tank (20) and endowed with a sealing ring (19).

7. A structural arrangement, as claimed in claim 6, characterized by the fact that it comprises an internal lid (14) associated to the external lid (11) and to the access window (30) by fastening means (12), the internal lid (14) containing a perimeter (15) supported on the sealing ring (19) and a flange (16) supported on the external lid (11).

8. A structural arrangement, as claimed in claim 7, characterized by the fact that it comprises a second layer of insulating material (22) disposed between the flange (16) of the internal lid (14) and the external lid (11).

9. A structural arrangement, as claimed in claim 6, characterized by the fact that the second protection portion (312) of the continuous metal frame (31) comprises a second support surface (314) opposite the first support surface (313) and on which the external lid (11) is supported.

10. A structural arrangement, as claimed in claim 9, characterized by the fact that the second protection portion (312) of the continuous metal frame (31) comprises a conductive web (71) positioned between a second support surface (314) of the second protection portion 312 and the recess 18 of the external lid 11 and the fastening ring (70).

11. A structural arrangement, as claimed in claim 10, characterized by the fact that it comprises a conductive web (71) supported on the sealing ring (19) in the internal portion of the fuel tank (20).

12. A structural arrangement, as claimed in claim 6, characterized by the fact that the external lid (11) is endowed with a perimeter (151) supported on the sealing ring (19) in the internal portion of the fuel tank (20).

13. A structural arrangement, as claimed in claim 3, characterized by the fact that the external lid (11) in contact with a second protection portion (312) of the continuous metal frame (31) connected to the
first fastening portion (311) of the continuous metal frame (31) and to the fastening elements (32) compose a path for conducting the electric current to an external portion of the coating 40.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- US 7576966 B [0006] [0009]  