A digital displacement measuring instrument includes: a body; a spindle; an encoder (40); a display (60); a speed information detector (71) that detects a moving speed of the spindle; a judging unit (72) that judges whether or not the spindle is stopped based on the moving speed detected by the speed information detector (71) and, when the judging unit judges that the spindle is stopped, judges whether or not the moving speed of the spindle just before the spindle is stopped exceeds a predetermined threshold; and a notifying unit (73) that notifies a judgment result provided by the judging unit (72).

FIG. 3
Description

BACKGROUND OF THE INVENTION

1. FIELD OF THE INVENTION

[0001] The present invention relates to a digital displacement measuring instrument for measuring a dimension or the like of an object to be measured based on a displacement of a spindle.

2. DESCRIPTION OF RELATED ART

[0002] A digital micrometer using a lead screw has been known as one of digital displacement measuring instruments.

[0003] A digital micrometer includes a body, a spindle that is screwed into the body to be axially moved, an encoder that detects a displacement of the spindle, and a display that digitally displays the displacement of the spindle detected by the encoder.

[0004] In a typical digital micrometer, a measuring force is controlled at a constant level is used for reducing variance of measurement values.

[0005] For example, there has been known a micrometer that includes a rotatable operation sleeve at an outer end of the spindle and a constant pressure mechanism (e.g., a ratchet mechanism) interposed between the spindle and the operation sleeve. In the micrometer, when a predetermined load or more is applied on the spindle, the constant pressure mechanism is actuated to idle the operation sleeve, thereby controlling a measuring pressure at a constant level (see Patent Literature 1: JP-A-2001-141402).

[0006] However, in the above-mentioned micrometer, even using the constant pressure mechanism in order to control the measuring force at a constant level, measurement results vary depending on a moving speed of the spindle when the spindle is brought into contact with an object to be measured. This is because, in an arrangement where the spindle is screwed into the body, threaded portions of the spindle and the body easily bite each other by a wedge effect. Particularly, since a bitting amount differs depending on the moving speed of the spindle when the spindle is brought into contact with an object, the measurement results vary.

[0007] Recently, in response to a demand for high efficiency, a lead of a threaded portion of the spindle is configured to be large. Since the moving speed of the spindle becomes higher in this configuration, the measurement results are more likely to vary.

SUMMARY OF THE INVENTION

[0008] An object of the present invention is to provide a digital displacement measuring instrument capable of reducing variance of measurement results caused by a moving speed of a spindle when the spindle is brought into contact with an object to be measured.

[0009] According to an aspect of the invention, a digital displacement measuring instrument includes: a body; a spindle that is screwed into the body to be axially moved; an encoder that detects a displacement of the spindle; a display that displays the displacement of the spindle detected by the encoder; a speed information detector that detects a moving speed of the spindle; a judging unit that judges whether or not the spindle is stopped based on the moving speed detected by the speed information detector and, when the judging unit judges that the spindle is stopped, judges whether or not the moving speed of the spindle just before the spindle is stopped exceeds a predetermined speed threshold, and a notifying unit that notifies a judgment result provided by the judging unit.

[0010] With this arrangement, when the spindle is rotated for measurement, the spindle is axially moved in accordance with rotation thereof. Since a displacement of the spindle is detected by the encoder, a dimension and the like of the object can be measured based on the displacement of the spindle.

[0011] In the above aspect of the invention, in the measurement, after a speed information detector detects the moving speed of the spindle, a judging unit judges whether the spindle is stopped or not based on the detected moving speed. Here, after the spindle is judged to have stopped, the judging unit judges whether or not the moving speed of the spindle just before the spindle is stopped (i.e., a moving speed in a sampling time by two of those prior to the sampling time when the spindle is judged to have stopped) exceeds a predetermined threshold. A judgment result is notified by the notifying unit. For instance, the notifying unit notifies that the moving speed of the spindle just before the spindle is stopped exceeds the predetermined threshold, or that the moving speed of the spindle just before the spindle is stopped does not exceed the predetermined threshold.

[0012] Accordingly, by this notification, an operator can recognize that the spindle has been brought into contact with the object at the moving speed of the spindle just before the spindle is stopped higher than the predetermined threshold, or that the spindle has been brought into contact with the object at an appropriate moving speed of the spindle just before the spindle is stopped within the predetermined threshold. Accordingly, when the spindle has been brought into contact with the object at the moving speed of the spindle just before the spindle is stopped higher than the predetermined threshold, the operator can restart the measurement. Consequently, variance of the measurement results caused by the moving speed of the spindle when the spindle is brought into contact with the object can be reduced. Furthermore, variance of the measurement results depending on the operator can be reduced.

[0013] In the digital displacement measuring instrument according to the above aspect of the invention, it is preferable that the speed information detector calculates the moving speed of the spindle based on the dis-
placement of the spindle detected by the encoder.

With this arrangement, the moving speed of the spindle can be calculated by sampling the displacement of the spindle, which is detected by the encoder, at every predetermined time. In other words, using the encoder of the digital displacement measuring instrument for detecting the displacement of the spindle, the moving speed of the spindle can be detected. Accordingly, since the digital displacement measuring instrument does not require another speed detector, the digital displacement measuring instrument can be produced economically.

In the digital displacement measuring instrument according to the above aspect of the invention, it is preferable that the speed information detector calculates an acceleration of the spindle just before the spindle is stopped based on the moving speed of the spindle, and the judging unit judges that the spindle is stopped when the moving speed detected by the speed information detector is zero and the acceleration is not zero.

With this arrangement, since the judging unit judges whether the spindle is stopped or not in consideration of acceleration just before the spindle is stopped (i.e., acceleration in a sampling time by one of that prior to the sampling time when the spindle is judged to have stopped) in addition to the moving speed of the spindle just before the spindle is stopped, the moving speed detected by the speed information detector, the judging unit can precisely judge that the spindle in a moving condition comes at the stop.

In the digital displacement measuring instrument according to the above aspect of the invention, it is preferable that the notifying unit notifies an alarm when the moving speed of the spindle just before the spindle is stopped exceeds the predetermined speed threshold, or when the acceleration of the spindle just before the spindle is stopped exceeds a predetermined acceleration threshold.

With this arrangement, the notifying unit notifies an alarm when the moving speed of the spindle just before the spindle is stopped exceeds the predetermined threshold or when the acceleration just before the spindle is stopped exceeds the predetermined threshold, for instance, by displaying an error message on the display, buzzing, or burning on/off a lamp. Accordingly, the operator can immediately recognize that the spindle has been brought into contact with the object at the moving speed or the acceleration of the spindle, which exceeds the predetermined threshold.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0019] Fig. 1 is a front elevation showing a digital micrometer according to an exemplary embodiment of the invention.

[0020] Fig. 2 is a partial cross section showing the digital micrometer.

**Arrangement of Digital Micrometer**

[0021] Although a digital displacement measuring instrument is exemplified by a digital micrometer in this exemplary embodiment, the invention is not limited to the digital micrometer.

An exemplary embodiment of the present invention will be described below with reference to drawings.

Fig. 1 is a front elevation showing a digital micrometer according to the exemplary embodiment.

Fig. 2 is a partial cross section showing the digital micrometer.

In Figs. 1 and 2, a digital micrometer 1 includes; a substantially U-shaped body 10; a spindle 2 that is screwed into the body 10 to be axially moved; an encoder 40 that detects a displacement of the spindle 2 inside the body 10; and a display 60 that displays the displacement (position detection value) of the spindle 2 which is detected by the encoder 40.

An anvil 10A is fixed to one end of the body 10 while a sleeve 11 for slidably supporting the spindle 2 is attached to the other end of the body 10. The sleeve 11 is formed substantially cylindrical. The spindle 2 is inserted in an inner circumference of the sleeve 11 and supported. Moreover, a substantially cylindrical inner sleeve 13 is attached to the body 10 coaxially with the sleeve 11. A thimble 3 provided on an outer circumference of the inner sleeve 13 is rotated to advance and retract the spindle 2 relative to the anvil 10A.

The spindle 2 includes: a spindle body 21 and a threaded shaft 22 which are in alignment; and a cross-sectionally V-shaped key groove 23 that is axially formed on an outer circumference of the spindle body 21.

One end of the inner sleeve 13 provided in an axial direction of the spindle 2 is held by the body 10. A female thread is formed on an inner circumference of the other end of the inner sleeve 13. The threaded shaft 22 of the spindle 2 is screwed in this female thread. A male thread is formed on an outer circumference of the other end of the inner sleeve 13. A tapered nut 14 is screwed to this male thread. In a predetermined position of the inner sleeve 13 where the male thread is threaded, three slits are axially formed to provide a three-way split portion 15. When the tapered nut 14 is rotated to be advanced and retracted in the axial direction of the inner sleeve 13, a degree of tightness of the three-way split portion 15 is...
changed, so that a degree of fitting between the spindle 2 and the inner sleeve 13 is adjusted.

[0027] An outer sleeve 17 is fixed to the outer circumference of the inner sleeve 13. The cylindrical thimble 3 covering an outer circumference of the outer sleeve 17 is connected to an outer end of the spindle 2 (an end opposite to the anvil 10(a)) via a support shaft 32 and a flange 37.

[0028] An operation sleeve 4 is provided from an outer circumference of the thimble 3 to the outer end of the spindle 2. The operation sleeve 4, which is rotatably provided to the spindle 2, includes: a first operation portion 4A that is disposed at the outer end of the spindle 2 and has a smaller diameter than a diameter of the outer sleeve 17; and a second operation portion 4B that is fitted into the first operation portion 4A and in which the outer circumference of the outer sleeve 17 is fitted.

[0029] A constant pressure mechanism 30 that runs idle when a predetermined load or more is applied on the spindle 2 is provided between the first operation portion 4A of the operation sleeve 4 and the outer end of the spindle 2. The constant pressure mechanism 30 may be alternatively provided between the second operation portion 4B of the operation sleeve 4 and the outer circumference of the spindle 2.

[0030] The constant pressure mechanism 30 includes: the support shaft 32 having one end screwed in the outer end of the spindle 2 and having the other end that rotatably supports the operation sleeve 4 via a screw 31; a first ratchet wheel 33 fixed to an inner circumference of the first operation portion 4A; a second ratchet wheel 35 engaged with the first ratchet wheel 33 and provided to the support shaft 32 via a key 34 in a manner incapable of rotating around the support shaft 32 and displaceable in the axial direction of the support shaft 32; a helical compression spring 36 that biases the second ratchet wheel 35 toward the first ratchet wheel 33; and a flange 37 that supports one end of the helical compression spring 36 and is fixed to the support shaft 32.

[0031] When the operation sleeve 4 is rotated, the first ratchet wheel 33 fixed to the first operation portion 4A is rotated together with the operation sleeve 4. Since the first ratchet wheel 33 is engaged with the second ratchet wheel 35, the second ratchet wheel 35 is also rotated. When the second ratchet wheel 35 is rotated, the support shaft 32 is rotated via the key 34, whereby the spindle 2 in which the support shaft 32 is screwed and the thimble 3 integrated with the spindle 2 are also rotated together with the operation sleeve 4.

[0032] On the other hand, under a predetermined load or more applied on the spindle 2, the second ratchet wheel 35 is difficult to rotate. Thus, when the operation sleeve 4 is further rotated to rotate the first ratchet wheel 33, the second ratchet wheel 35 is moved toward the helical compression spring 36 along the key 34 against the helical compression spring 36. In other words, a rotation power of the first ratchet wheel 33 is not transmitted to the second ratchet wheel 35 and therefore the operation sleeve 4 runs idle, thereby keeping constant pressure.

[0033] The encoder 40 is an electromagnetic-induction-type encoder, which includes a rotor 41 that rotates in a circumferential direction of the spindle 2 and a stator 42 that faces the rotor 41 with a predetermined gap therebetween and is fixed to the body 10.

[0034] The rotor 41, which is formed substantially in a doughnut-shaped plate, includes an electrode pattern of a coil (not shown) on a surface near the stator 42. A surface of the rotor 41 opposite to the stator 42 is engaged with a rotor bushing 44 (rotor holding member). The rotor bushing 44 includes an engaging key 43 engageable with the key groove 23 of the spindle 2. A position adjusting screw 51 for restraining the rotor bushing 44 from moving in a direction opposite to the stator 42 in the axial direction of the spindle 2 is screwed in an inner circumference of the sleeve 11 opposite to the stator 42 across the rotor bushing 44.

[0035] The stator 42 includes a substantially doughnut-plate-shaped stator ring provided on the outer circumference of the spindle 2 and a plate-shaped stator extension provided on an outer circumference of the stator ring to be stretched toward the inside of the body 10. The stator ring has an electrode pattern formed by a transmission coil and a receiver coil for detecting a rotation angle of the rotor 41 by electromagnetically coupling to the electrode pattern of the rotor 41. A surface of the stator ring, which is opposite to the rotor 41, is held by a stator bushing 45 fixed to the inner sleeve 13 (i.e., the body 10). In other words, the stator 42 is fixed to the inner sleeve 13 (i.e., the body 10) via the stator bushing 45 in the vicinity of the spindle 2 so as not to be displaceable in the axial direction of the spindle 2.

[0036] Fig. 3 shows a processor 70 that processes a signal from the encoder 40 and displays the processed signal on the display 60.

[0037] The processor 70 includes: a speed information detector 71 that collects at every predetermined time t the position detection value of the spindle 2 detected by the encoder 40 and calculates the moving speed and the acceleration of the spindle 2; a judging unit 72 that judges whether or not the spindle 2 is stopped based on the moving speed and the acceleration of the spindle 2 detected by the speed information detector 71 and, when the judging unit 72 judges that the spindle 2 is stopped, judges whether or not the moving speed of the spindle 2 just before the spindle is stopped and the acceleration of the spindle 2 just before the spindle 2 is stopped exceeds the respective predetermined thresholds; and a notifying unit 73 that notifies a judgment result of the judging unit 72.

[0038] In the exemplary embodiment, the notifying unit 73 performs an alarm notification process, specifically, displays an error message on the display 60 when the moving speed of the spindle 2 just before the spindle is stopped or the acceleration of the spindle 2 just before the spindle 2 is stopped exceeds the respective prede-
For measurement, the thimble \(3\) is rotated. Then the spindle \(2\) is advanced and retracted relative to the anvil \(10A\), whereby an end surface of the spindle \(2\) and the anvil \(10A\) are brought into contact with to-be-measured portions of the object. At this time, the rotation of the spindle \(2\) is transmitted to the rotor \(41\) through the key groove \(23\), the engaging key \(43\) and the rotor bushing \(44\). The rotation angle of the rotor \(41\) detected by the encoder \(40\) is converted into the axial displacement of the spindle \(2\) to be displayed on the display \(60\).

Subsequently when the judging unit 72 judges that the spindle \(2\) is stopped, in ST3, the judging unit 72 judges whether or not the moving speed \(Dn-2\) of the spindle \(2\) just before the spindle \(2\) is stopped is equal to or less than a predetermined speed threshold \(Dth\), in other words, whether or not the moving speed \(Dn-2\) of the spindle \(2\) just before the spindle \(2\) is stopped exceeds the speed threshold \(Dth\). When the moving speed \(Dn-2\) of the spindle \(2\) just before the spindle \(2\) is stopped is equal to or less than the speed threshold \(Dth\), the process proceeds to ST4. When the moving speed \(Dn-2\) of the spindle \(2\) just before the spindle \(2\) is stopped exceeds the speed threshold \(Dth\), the process proceeds to ST5 to perform the alarm notification process.

During the measurement, while the spindle \(2\) is rotating, the rotating power of the first ratchet wheel \(33\) is not transmitted to the second ratchet wheel \(35\) is moved toward the helical compression spring \(36\) along the key \(34\) against the helical compression spring \(36\). Accordingly, the rotation angle of the rotor \(41\) detected by the encoder \(40\) (i.e., the position detection value) is collected by the speed information detector \(71\) at every predetermined time \(t\) as \(Ln-1, Ln-2, Ln-3\) and so on, the displacement (moving speed) per predetermined time \(tn\) is defined as \(Ln, Ln-1, Ln-2, Ln-3\) and so on prior to the time of \(tn\) are detected by the encoder \(40\). In other words, using the speed information detector \(71\) can calculate the moving speed and the acceleration of the spindle \(2\) at the moving speed of the spindle \(2\) during the measurement which is higher than the predetermined threshold, the operator can restart the measurement. Consequently, variance of the measurement results caused by the moving speed of the spindle \(2\) when the spindle \(2\) is brought into contact with the object can be reduced.

In ST5, the notifying unit 73 displays an error message (e.g., "Error") on the display \(60\).

Accordingly, the operator can recognize, by the error message displayed on the display \(60\), that the spindle \(2\) has been brought into contact with the object at the moving speed of the spindle \(2\) during the measurement which is higher than the predetermined threshold, the operator can restart the measurement. Consequently, variance of the measurement results caused by the moving speed of the spindle \(2\) when the spindle \(2\) is brought into contact with the object can be reduced.

In the exemplary embodiment, the speed information detector \(71\) can calculate the moving speed and the acceleration of the spindle \(2\) by sampling at every predetermined time the displacement of the spindle \(2\) just before the spindle \(2\) is stopped detected by the encoder \(40\). In other words, using the encoder \(40\) for detecting the displacement of the spindle \(2\), which is typically provided in a measuring instrument, the moving speed and the acceleration of the spindle \(2\) can be calculated. Accordingly, since the digital micrometer does not require another speed detector, the digital micrometer can be produced economically.

Since the judging unit 72 judges that the spindle \(2\) is stopped when the moving speed detected by the
Moreover, since the notifying unit 73 notifies the alarm when the moving speed of the spindle 2 just before the spindle 2 is stopped exceeds the predetermined threshold or when the acceleration when the spindle 2 is stopped exceeds the predetermined threshold, the notifying unit 73 can precisely notify the operator that the spindle 2 has been brought into contact with the object when the moving speed or the acceleration of the spindle 2 exceeds the predetermined threshold.

**Modifications**

[0053] The scope of the invention is not limited to the above exemplary embodiment, but includes modifications and improvements as long as an object of the invention can be achieved.

[0054] In the above exemplary embodiment, the speed information detector 71 calculates the moving speed and the acceleration of the spindle 2 based on the position detection value detected by the encoder 40. However, the encoder 40 may not be used. For instance, alternatively, a speed detector for detecting the moving speed of the spindle 2 may be separately provided.

[0055] In the above exemplary embodiment, the judging unit 72 judges whether the spindle 2 is stopped or not based on the moving speed and the acceleration of the spindle 2. However, the judging unit 72 may judge that the spindle 2 is stopped only based on the moving speed of the spindle 2.

[0056] The judging unit 72 judges that the spindle 2 is stopped and then judges whether or not the moving speed of the spindle 2 just before the spindle 2 is stopped and the acceleration of the spindle 2 just before the spindle 2 is stopped are equal to or less than the threshold. However, only the moving speed of the spindle 2 just before the spindle 2 is stopped may be compared with the threshold.

[0057] In the above exemplary embodiment, the notifying unit 73 displays the error message on the display 60 when the moving speed of the spindle 2 just before the spindle 2 is stopped or the acceleration of the spindle 2 just before the spindle 2 is stopped is judged as exceeding the predetermined threshold, however, the arrangement of the notifying unit 73 is not limited thereto.

[0058] For instance, a buzzer or a display lamp may be provided. When the moving speed of the spindle 2 just before the spindle 2 is stopped or the acceleration of the spindle 2 just before the spindle 2 is stopped is judged as exceeding the predetermined threshold, the buzzer may be actuated, or the display lamp may be turned on/off.

[0059] Alternatively, the judgment result on whether or not the moving speed of the spindle 2 just before the spindle 2 is stopped or the acceleration of the spindle 2 just before the spindle 2 is stopped exceeds the predetermined threshold may be directly notified. In other words, when the moving speed of the spindle 2 just before the spindle 2 is stopped or the acceleration of the spindle 2 just before the spindle 2 is stopped is equal to or less than the predetermined threshold, the judgment result may be directly notified.

[0060] In the above exemplary embodiment, the digital displacement measuring instrument is exemplified by the digital micrometer 1, however, application of the invention is not limited thereto. For instance, the invention may be applied on any mechanisms such as a digital micrometer head, which includes a spindle 2 slidably provided to a body 10 and an encoder 40 for detecting the displacement of the spindle 2.

[0061] The constant pressure mechanism 30 that runs idle when a predetermined load or more is applied on the spindle 2 may not necessarily be provided.

[0062] The encoder 40 is not limited to the electromagnetic-induction-type encoder exemplarily described in the above exemplary embodiment. It is only required that the encoder 40 is a digital encoder capable of detecting the relative rotation of the rotor 41 to the stator 42. For example, the encoder 40 may be an optical encoder, electrostatic encoder or the like.

**Claims**

1. A digital displacement measuring instrument, comprising:

   a body (10);
   a spindle (2) that is screwed into the body (10) to be axially moved;
   an encoder (40) that detects a displacement of the spindle (2);
   a display (60) that displays the displacement of the spindle (2) detected by the encoder (40);
   a speed information detector (71) that detects a moving speed of the spindle (2);
   a judging unit (72) that judges whether or not the spindle (2) is stopped based on the moving speed detected by the speed information detector (71) and, when the judging unit judges that the spindle (2) is stopped, judges whether or not the moving speed of the spindle (2) just before the spindle (2) is stopped exceeds a predetermined speed threshold; and
   a notifying unit (73) that notifies a judgment result provided by the judging unit (72).

2. The digital displacement measuring instrument according to claim 1, wherein

   the speed information detector (71) calculates the moving speed of the spindle (2) based on the displacement of the spindle (2) detected by the encoder (40).
3. The digital displacement measuring instrument according to claim 2, wherein
the speed information detector (71) calculates an acceleration of the spindle (2) just before the spindle (2) is stopped based on the moving speed of the spindle (2), and
the judging unit (72) judges that the spindle (2) is stopped when the moving speed detected by the speed information detector (71) is zero and the acceleration is not zero.

4. The digital displacement measuring instrument according to claim 3, wherein
the notifying unit (73) notifies an alarm when the moving speed of the spindle (2) just before the spindle (2) is stopped exceeds the predetermined speed threshold, or when the acceleration of the spindle (2) just before the spindle (2) is stopped exceeds a predetermined acceleration threshold.
FIG. 3

ENCODER → PROCESSOR

SPEED INFORMATION DETECTOR → JUDGING UNIT

NOTIFYING UNIT → DISPLAY

DISPLAY
FIG. 5

START

~ST1

Dn=0?

Y

N

~ST2

An≠0?

Y

N

~ST3

Dn-2≤Dth?

Y

N

~ST4

An-1≤Ath?

Y

ALARM NOTIFICATION PROCESS

~ST5

END
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP 2 120 003 A2 (MITUTOYO CORP [JP]) 18 November 2009 (2009-11-18) * abstract; figure 1 * ------</td>
<td>1-4</td>
<td>INV. G01B3/18</td>
</tr>
<tr>
<td>A</td>
<td>US 4 035 922 A (VON VOROS GEZA) 19 July 1977 (1977-07-19) * abstract; claim 1; figures 1,2 * * column 16, lines 19-32 * ------</td>
<td>1-4</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP 0 787 991 A1 (NIPPON SIGNAL CO LTD [JP]) 6 August 1997 (1997-08-06) * abstract; claim 1; figure 1 * * column 19, lines 42-46 * ------</td>
<td>1-4</td>
<td></td>
</tr>
</tbody>
</table>

### TECHNICAL FIELDS SEARCHED (IPC)

G01B

The present search report has been drawn up for all claims

<table>
<thead>
<tr>
<th>Place of search</th>
<th>Date of completion of the search</th>
<th>Examiner</th>
</tr>
</thead>
<tbody>
<tr>
<td>Munich</td>
<td>22 March 2013</td>
<td>Passier, Martinus</td>
</tr>
</tbody>
</table>

### CATEGORY OF CITED DOCUMENTS

- **X**: particularly relevant if taken alone
- **Y**: particularly relevant if combined with another document of the same category
- **E**: technological background
- **D**: non-writen disclosure
- **T**: intermediate document
- **E**: member of the same patent family, corresponding document
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>JP 2009276137 A</td>
<td>26-11-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009282689 A1</td>
<td>19-11-2009</td>
</tr>
<tr>
<td>US 4035922 A</td>
<td>19-07-1977</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>EP 0787991 A1</td>
<td>06-08-1997</td>
<td>DE 69524117 D1</td>
<td>03-01-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69524117 T2</td>
<td>20-06-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0787991 A1</td>
<td>06-08-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3380254 B2</td>
<td>24-02-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3602538 B2</td>
<td>15-12-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5793197 A</td>
<td>11-08-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5861813 A</td>
<td>19-01-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9624463 A1</td>
<td>15-08-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9624852 A1</td>
<td>15-08-1996</td>
</tr>
</tbody>
</table>
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2001141402 A [0005]