CAPACITIVE SENSOR DEVICE AND RADIO TRANSCEIVER WITH A CAPACITIVE DEVICE AND A METHOD FOR ADJUSTING A TRANSMISSION POWER OF A HANDHELD RADIO TRANSCEIVER

KAPAZITIVE SENSORVORRICHTUNG UND FUNKSENDE-/EMPFANGSGERÄT MIT EINER KAPAZITIVEN VORRICHTUNG SOWIE VERFAHREN ZUR EINSTELLUNG EINER SENDELEISTUNG EINES HANDFUNKSENDE-/EMPFANGSGERÄTS

DISPOSITIF DE CAPTEUR CAPACITIF ET ÉMETTEUR-RÉCEPTEUR RADIO DOTÉ D’UN DISPOSITIF CAPACITIF ET PROCÉDÉ PERMETTANT DE RÉGLER LA PUISSANCE D’ÉMISSION D’UN ÉMETTEUR-RÉCEPTEUR RADIO PORTATIF

Designated Contracting States:
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Priority: 23.02.2011 DE 102011004622

Date of publication of application: 01.01.2014 Bulletin 2014/01

Proprietor: Microchip Technology Germany GmbH
85737 Ismaning (DE)

Inventor: ERKENS, Holger
82194 Gröbenzell (DE)

Representative: Grubert, Andreas et al
c/o Westphal, Mussgnug & Partner Patentanwälte mbB
Werinherstraße 79
81541 München (DE)

References cited:
Description

[0001] The invention relates to a capacitive sensor device for a handheld radio transceiver as well as to a handheld radio transceiver which comprises a capacitive sensor device according to the invention. The invention especially relates to a capacitive sensor device for a handheld radio transceiver for estimating a specific absorption rate (SAR) of the handheld radio transceiver. Moreover, the invention concerns a method for adjusting a transmission power of a handheld radio transceiver, which preferably comprises a capacitive sensor device according to the invention in order to minimize the absorption of electromagnetic fields, especially in biologic tissue.

[0002] The specific absorption rate SAR is a measure for the absorption of electromagnetic fields especially in biologic tissue. The specific absorption rate SAR is moreover an important indicator for the irradiation of a high-frequency transmission signal from a radio system, for example a handheld radio transceiver, and its coupling into the human body. The coupling of the high-frequency transmission signal into the human body represents a risk factor in the use of handheld radio transceivers, for example mobile phones, because the absorption of the electro-magnetic field energy leads in any case to a warming of the tissue, which can lead to changes in the tissue, which can be the cause of cancer.

[0003] There is therefore the necessity to hold the transmission power of handheld radio transceivers especially if they are situated near the human body, as low as possible, in order to reduce the level of contamination for the body. A statement concerning the coupling of the high-frequency transmission signals into the human body could be used in order to adapt the transmission power of the handheld radio transceiver accordingly.

[0004] Two different factors have a substantial influence on the specific absorption rate SAR of a handheld radio transceiver, i.e.

Factor 1: the transmission power effectively irradiated by the handheld radio transceiver (HF transmission power), and

Factor 2: the proximity of the antenna or antennas to the human body.

[0005] In order to be able to determine or estimate the specific absorption rate SAR as exactly as possible, it is advantageous to evaluate or to detect both factors. I.e., that advantageously both the HF transmission power effectively irradiated and the proximity of the antenna(s) to the body are considered in the determination or valuation of the specific absorption rate SAR. If both factors are considered, a good approximation of the power coupling to the real power coupling into the human body is possible.

[0006] If however only one of the two factors is considered, for the other factor the worst case has to be presumed in order to maintain the level of contamination for the body as low as possible. This however has the disadvantage that the transmission power has to be reduced beyond the necessary, which has a negative effect on the transmission properties of the radio system or handheld radio transceiver.

[0007] For the detection of the HF power effectively irradiated by an antenna of a handheld radio transceiver and for the detection of the distance of a human body from the handheld radio transceiver or from the antenna of the handheld radio transceiver, solutions are known from prior art. One solution for detecting the irradiated HF power is shown in regard to Fig. 1. Fig. 2 shows a solution for detecting the distance of a human body from an antenna of a handheld radio transceiver.

[0008] Fig. 1 shows an approach to a solution known from prior art for detecting the HF transmission power effectively irradiated by an antenna. A HF transmitter, which here consists of a signal generator for generating a HF-carrier signal, a signal production, by which the transmission information to be transmitted is provided, and a mixer, generates a modulated HF transmission signal which is led to a power amplifier PA. With the power amplifier PA the HF transmission signal is brought up to a transmission level. The amplifier signal is then, by a circulator and an antenna switch, led to the antenna A, where it is finally irradiated.

[0009] The circulator itself is not necessary for normal operation. The circulator is provided here in order to allow in the normal operation a SAR valuation of the signal irradiated at the antenna.

[0010] By the circulator the waves reflected by the antenna A are diverted to a demodulator, so that the reflected waves do not appear on the power amplifier PA. The power amplifier PA is always well adapted and delivers its rated power, so that the rated power can be supposed to be constant. In this way it is possible, exclusively based on the changing power of the reflected wave to make a statement concerning the power effectively irradiated by the antenna A. The demodulator here fulfills the function of a rectifier, because only a measure for the power is needed, but not for the transmission information itself. The demodulator is coupled with a SAR evaluation unit and can consist of a DC voltage amplifier and an analog-to-digital converter or a simple comparator. The exact configuration of the SAR evaluation unit mainly depends on how precisely the SAR-valuation has to be.

[0011] The approach to a solution shown in Fig. 1 for detecting the HF transmission power effectively irradiated by the antenna is especially suitable for systems with constant envelope, like for example GMSK-/GFSK systems (GSM/DECT). With this approach to a solution above all the direct correlation of the SAR estimation with the HF transmission signal is advantageously exploited, because the power effectively irradiated is detected exactly where the transmission signal produces the coupling into the human body, i.e. at the antenna.

[0012] Fig. 2 shows an approach to a solution known from prior art for detecting an object or human body near
the handheld radio transceiver. For detecting a distance or an approach of an object or human body to a handheld radio transceiver here a capacitive sensor is provided, which works according to a so-called loading method. In a capacitive sensor operating according to the loading method a sensor electrode is fed with an electric alternating signal of a generator $G_1$. By means of a receiver $E_1$ (or reception path $E_1$) an evaluating device can detect and evaluate the capacitive load of the generated signal. The evaluator can be a component of a SAR evaluation unit.

[0013] Generally speaking, the smaller the distance of the electrode from the object or the human body, the greater is the detectable capacitive load. It is however disadvantageous that for a sufficiently good correlation between the antenna signal and the sensor result of the capacitive sensor the electrode must be close to the antenna. By the proximity of the sensor electrode to the antenna the adjustment of the antenna is reduced, so that worse transmission/reception properties for the handheld radio transceiver result. In order to not substantially influence the transmission/reception properties of the radio system by the sensor electrode, it is therefore necessary to arrange the sensor electrode at a certain distance from the antenna. In this way however a correlation between the antenna signal and the sensor result of the capacitive sensor cannot always be guaranteed. In order to nevertheless ensure that the level of contamination for the human body does not exceed a predetermined value, it is therefore necessary to reduce the transmission power of the handheld radio transceiver more than necessary.


[0015] The object of the invention is therefore to provide solutions, which allow in a simple and efficient way to make a statement concerning the specific absorption rate SAR of a handheld radio transceiver, which avoid the disadvantages known from prior art and which especially allow to have to reduce the transmission power of a handheld radio transceiver not more than necessary, while at the same time it is guaranteed that the level of contamination for the human body by the handheld radio transceiver does not exceed a predetermined value.

[0016] This object can be achieved according to the invention with a capacitive sensor device for a handheld radio transceiver, with a handheld radio transceiver which comprises a capacitive sensor device according to the invention, and a method for operating such a device as defined in the independent claims. Advantageous embodiments and improvements of the invention are indicated in the respective dependent claims.

[0017] The solution thus provides a capacitive sensor device for a handheld radio transceiver, especially for estimating a specific absorption rate of the handheld radio transceiver, wherein the sensor device can be coupled with at least one first electrode, and in which during the operation of the handheld radio transceiver the first electrode is at the same time a sensor electrode of the capacitive sensor device and an antenna of the handheld radio transceiver.

[0018] In this way with the capacitive sensor device advantageously the distance of the antenna from an approaching object can be determined, for example a human body.

[0019] It is advantageous if the first electrode

- is coupled by means of a highpass filter with a transceiver circuit of the handheld radio transceiver, and
- by means of a lowpass filter is coupled with the sensor device.

[0020] The sensor device can have additionally a second electrode, which can be brought into a capacitive coupling with the first electrode, wherein one of the two electrodes is operable as transmitting electrode and the other electrode as receiver electrode, and wherein the transmitting electrode can be fed with an electric alternating signal.

[0021] As one of the two sensor electrodes is used at the same time as antenna, also in case of multi-electrode systems (capacitive sensor device with several sensor electrodes) advantageously the distance of the antenna from an approaching object, for example a human body, can be determined.

[0022] The first electrode can be operated as transmitting electrode, and the first electrode by means of the lowpass filter can be fed with the electric alternating signal.

[0023] The sensor device may additionally comprise a third electrode, which is arranged substantially between the first electrode and the second electrode and which can be fed with an electric alternating signal which is substantially inverse to the electric alternating signal fed to the transmitting electrode.

[0024] The lowpass filter can comprise a microstrip line.

[0025] An evaluation circuit of the sensor device can be designed to detect an approach of an object to the electrodes of the sensor device and / or a distance of an object from the electrodes of the sensor device.

[0026] The handheld radio transceiver can have a detection means for detecting the HF transmission power irradiated at the antenna, and the detected HF transmission power together with the detected approach to the electrodes of the sensor device, is included in the valuation of the specific absorption rate of the handheld radio transceiver.

[0027] Moreover the invention provides a handheld radio transceiver, which comprises at least one capacitive sensor device according to the invention, in which at least one antenna of the handheld radio transceiver can be coupled with the at least one capacitive sensor device and in which during the operation of the handheld radio transceiver the at least one antenna can be operated at
the same time as sensor electrode of the capacitive sen-
or device and as HF antenna of the handheld radio
Fig. 2 an approach to a solution known from prior art
transceiver.

[0028] The handheld radio transceiver is at least one

of the group two-way radio, mobile phone, cordless tele-

phone, WLAN device, minicomputer, and tablet PC.

[0029] The antenna of the handheld radio transceiver
can be formed by a MIMO antenna system.

[0030] Moreover the invention provides a method for
adjusting a transmission power of a handheld radio trans-
ceiver, in which

- an approach of an object to the handheld radio trans-
cceiver, preferably to an antenna of the handheld radio transceiver and / or a distance of an object from
the handheld radio transceiver, preferably from an
antenna of the handheld radio transceiver, is detect-
ed and a detection result is provided,
- a specific absorption rate of the handheld radio trans-
ceiver is estimated, the detection result being includ-
ed in the estimate of the SAR, and
- depending on the estimate the transmission power of
the handheld radio transceiver is increased or re-
duced.

[0031] For detecting the approach and / or the distance
a capacitive sensor device can be used, wherein an an-
tenna of the handheld radio transceiver is operated at
the same time as antenna and as sensor electrode of the
capacitive sensor device, and wherein the antenna by
means of a lowpass filter is coupled with the capacitive
sensor device.

[0032] The HF transmission power irradiated at the an-
tenna can be detected and the detected HF transmission
power can be included in the estimate of the SAR.

[0033] The antenna can be fed with an electric alter-
nating signal of the capacitive sensor device, wherein
the capacitive load of the alternating signal is detected
and wherein the capacitive load is a measure for the
approach and / or for the distance.

[0034] Preferably a second electrode of the capacitive
sensor device is brought into a capacitive coupling with
the antenna of the handheld radio transceiver, in which
either the second electrode or the antenna is operated
as transmitting electrode and wherein the transmitting
electrode is fed with an electric alternating signal of the
capacitive sensor device, in which at the other unit - an-
tenna or electrode - the capacitive coupling between the
antenna and the second electrode is detected, and
wherein the detected capacitive coupling is a measure
for the approach and / or for the distance.

[0035] A microstrip line can be used as lowpass filter.

[0036] Details and characteristics of the invention as
well as concrete embodiments of the invention result from
the following description in connection with the drawing.
The figures show:

Fig. 1 an approach to a solution known from prior art

for detecting a HF transmission power effective-
vantly irradiated by an antenna;

Fig. 2 an approach to a solution known from prior art

for detecting an object or human body, espe-
sially near a handheld radio transceiver;

Fig. 3 a schematic block scheme of a handheld radio
transceiver with an antenna, a capacitive sen-
or device, and a transceiver according to one
embodiment of the invention;

Fig. 4 an embodiment of a capacitive sensor device
according to the invention, which can be oper-
ated according to a loading method;

Fig. 5 an embodiment of a capacitive sensor device
according to the invention, which can be oper-
ated according to a transmission method;

Fig. 6 an embodiment of a capacitive sensor accord-
ing to the invention, which additionally compris-
es a compensation electrode;

Fig. 7 a differential capacitive sensor according to the
invention, wherein a sensor electrode is formed
by an antenna of a handheld radio transceiver;

and

Fig. 8 examples for a possible electrode arrangement
at a handheld radio transceiver for the embod-
iments shown in Fig. 4 to fig. 7.

[0037] With the help of a capacitive sensor or a capac-
tive sensor device the distance of an object, for example
a human body to the sensor electrodes of the capacitive
sensor or an approach of an object, for example a human
body, to the electrodes of the capacitive sensor can be
detected. Depending on the detected distance or the de-
tected approach an estimate of the power coupled into
the person of the high-frequency transmission signal ir-
radiated by an antenna of a handheld radio transceiver
can be done, so that also an estimate of the specific ab-
sorption rate SAR is possible. Based on this estimate the
transmission power or HF transmission power of the
handheld radio transceiver can be adapted. By the trans-
mision power control the exposure or level of contami-
nation for the human body can be reduced.

[0038] The best possible estimate of the specific ab-
sorption rate SAR on base of the detected distance or
the detected approach is however possible only if it is
not the distance or the approach to a sensor electrode
arranged near the antenna of a handheld radio transceiver
that is included in the SAR estimate but rather the
distance of the antenna from the object or the approach
of the object to the antenna are considered in the SAR
estimation.

[0039] According to the invention this is reached by the
fact that an electrode of the capacitive sensor device is at the same time a sensor electrode of the capacitive sensor device and an antenna of the handheld radio transceiver. "At the same time" in this context means that the electrode is operated at least during a SAR estimation both as antenna of the handheld radio transceiver and as sensor electrode of the capacitive sensor device. This means that at least during a SAR estimation a distance or proximity detection with the capacitive sensor device is possible, whereas parallelly to the distance or proximity detection a HF transmission signal is irradiated at the sensor electrode or antenna. It is advantageous that an antenna already present in a handheld radio transceiver is used as sensor electrode of the capacitive sensor device. Another advantage consists in the fact, that the real distance of an object, for example a human body, from the antenna of the handheld transceiver can be determined, which makes possible an improved transmission power control of the handheld radio transceiver. Another advantage consists in the fact that no separate sensor electrode for the approach or distance detection has to be provided.

[0040] Fig. 3 shows an embodiment of a handheld radio transceiver according to the invention with a capacitive sensor device according to the invention.

[0041] The handheld radio transceiver can have a memory/processing device. The storage device can comprise for example a hard disk memory, not transitory memory devices (e.g. flash memory) or transitory memory devices (e.g. DRAM). The processing device can be provided for example for the operation of the handheld radio transceiver and can comprise a processor unit, for example a microprocessor or further accordingly adapted integrated circuits. The processing device can be adapted for executing software on the handheld radio transceiver. The software can for example comprise an internet browser application, a voiceover IP application (VOIP), an e-mail application, operating system functions, control functions for the control of a HF power amplifier, and/or further HF transceiver devices of the handheld radio transceiver, and similar.

[0042] The memory/processing device can be especially adapted to implement communications protocols. The communications protocols can for example comprise internet protocols, mobile phone protocols, W-LAN protocols (for example the IEEE 802.11 protocol), or protocols for short-range cordless communication links, like for example the Bluetooth protocol.

[0043] The handheld radio transceiver can moreover comprise I/O devices. The I/O devices can for example comprise touchscreens or other user interfaces.

[0044] The handheld radio transceiver moreover comprises a transceiver-circuit 30, which for example can comprise a HF transceiver for a mobile phone, for a W-LAN interface or a Bluetooth interface.

[0045] The transceiver 30 is coupled with an antenna A (or with several antennas), which can serve both as transmitting antenna and as receiving aerial. The modulated HF transmission signal provided by the transceiver 30 is led to the antenna A, from which it is irradiated.

[0046] Moreover the handheld radio transceiver comprises a capacitive sensor device 40, which is also coupled with the antenna A (or with several antennas). The antenna A for the capacitive sensor device 40 assumes the function of a sensor electrode, whereas the antenna A for the transceiver assumes its intended function of a transmitting antenna and/or a receiving aerial. This means that the antenna A is used at the same time as sensor electrode for the capacitive sensor device 40 and as antenna for the transceiver 30.

[0047] As antenna A can be provided every antenna type suitable for a handheld radio transceiver. For example antennas of the type PIFA (Planar Inverted-F (shaped) Antenna) can be used.

[0048] For further embodiments of the capacitive sensor device (as described in regard to Figs. 5 to 7) further electrodes EL can be provided. Also when providing further sensor electrodes at least one sensor electrode of the capacitive sensor device 40 is formed by the antenna of the handheld radio transceiver, so that also in case of the embodiments described with regard to Fig. 5 to 7 the real distance of an object from the antenna or an approach of an object to the antenna can be detected. Moreover the embodiment of the capacitive sensor described in regard to Figs. 5 to 7 has the advantage that the number of the sensor electrodes is reduced, as at least one sensor electrode is formed by the antenna of the handheld radio transceiver.

[0049] Moreover the handheld radio transceiver can comprise a device not shown in Fig. 3 for control of the transmission power of the HF transmission signal irradiated at the antenna A. This control device can, on the basis of the detection results of the capacitive sensor device and/or on the basis of the HF transmission power effectively irradiated by the antenna, undertake a SAR estimation and, on the basis of the result of the SAR estimation, adjust the transmission power of the antenna accordingly.

[0050] Moreover the handheld radio transceiver can have several antennas, in which every antenna can be used as transmission and/or receiving aerial. The several antennas can for example be operated as a MIMO system (Multiple Input Multiple Output).

[0051] According to the invention each antenna of the handheld radio transceiver can be used as sensor electrode of a capacitive sensor device assigned to the respective antenna. Alternatively every antenna of the handheld radio transceiver can be used as sensor electrode for a selected capacitive sensor device. In the latter case the antennas can for example be coupled with the capacitive sensor device in a time-division multiplex method. According to the invention in this way the distance of an object, for example a human body, from each single antenna can be detected, so that for each antenna an own SAR estimation can be done. Also in case of several antennas in the respective SAR estimation also
the HF transmission power effectively irradiated by the respective antenna can be considered. According to the invention that antenna can be activated as transmitting antenna of the handheld radio transceiver, for which the lowest SAR-value was estimated.

[0052] In the following in regard to Fig. 4 to fig. 7 four principles according to the invention of a capacitive sensor device are described. The figures show: Fig. 4 a capacitive sensor device according to the invention according to the loading principle, Fig. 5 a capacitive sensor device according to the invention according to the transmission principle, Fig. 6 a capacitive sensor device according to the invention with a third electrode, the so-called compensation electrode, and Fig. 7 a differential capacitive sensor according to the invention.

[0053] Fig. 4 shows a capacitive sensor device according to the invention for a handheld radio transceiver for detecting an approach of an object to the electrodes of the sensor device and/or for detecting a distance of an object from the electrodes of the sensor device. It is essential that the antenna A is used at the same time as sensor electrode EL1 of the capacitive sensor device. In the capacitive sensor shown in Fig. 4, operating according to the loading principle, the capacitive load of an exchange point in an electric network to which the sensor electrodes EL1 or the antenna A connected, is measured. The capacity of the electrode EL1 or the antenna A and thus the capacitive load of the exchange point in the electric network vary with the approach of an object, for example a human body. The capacitive load of the exchange point is therefore a measure for the approach of the body to the electrode EL1 or for the distance of the body from the electrode EL1.

[0054] In the embodiment shown in Fig. 4 of the capacitive sensor according to the invention as well as in the capacitive sensors according to the invention shown in Fig. 5 to fig. 7 on the one hand the capacitive sensor device has to be connected to the antenna A serving as sensor electrode EL1 and on the other hand the transceiver circuit (HF transceiver) has to be connected to the antenna. The coupling described in the following of the antenna A to the HF transceiver and to the capacitive sensor device accordingly also applies for the capacitive sensor devices according to the invention described in relation to Figs. 5 to 7.

[0055] The HF transceiver circuit is connected to the antenna A by a coupling C. The coupling C acts here as pure HF passage (highpass filter). Behind the coupling C the HF path divides into a transmission path and a reception path, which are connected by means of an antenna switch S1 with the antenna or with the highpass filter. The antenna switch S1 can be configured for example as a frequency multiplexer.

[0056] By means of a coupling L or TL the capacitive sensor device is connected to the antenna A or sensor electrode EL1. The coupling L or TL acts here as a LF passage (lowpass filter). The coupling can be implemented for example with the aid of a coil L or a microstrip line TL. Preferably the microstrip line is very thin, which has no disadvantages for the sensor function of the capacitive sensor device. A very thin microstrip line presents a high radiation resistance. Such a line with high radiation resistance and the capacitive sensor device following the microstrip line only have a small influence on the HF circuit or on the HF transceiver, because HF circuits or HF transceivers are exclusively designed for low radiation resistances (roughly 50 Ω).

[0057] A microwave line compared to a coil has the advantage that it is printed on the board. Acquisition and assembly costs for a coil can be avoided in such a way. However for the microstrip line a determined minimum length is necessary, in order to obtain or guarantee a good decoupling of the capacitive sensor from the HF circuit.

[0058] Which variant of the coupling of the capacitive sensor device to the antenna A or electrode EL1 is selected, depends in the end from the concrete requirements as to the radio system or the handheld radio transceiver.

[0059] The highpass filter between antenna and HF transceiver ensures that the low frequency alternating signals of the capacitive sensor device do not negatively affect the HF transceiver, whereas the lowpass filter between antenna A and the capacitive sensor device ensures that the high-frequency signals of the HF transceiver do not negatively affect the capacitive sensor device.

[0060] According to the embodiment of the invention shown in Fig. 4, by a signal generator G1 an electrical alternating signal (sinuous or rectangular) is generated, which is fed by the lowpass filter of the antenna A or sensor electrode EL1. The antenna A or sensor electrode EL1 couples by means of a reserve capacity CSK with the human body, which by means of a reserve capacity CKE is connected to the surrounding ground potential. The sensor mass is also connected to ground by means of a reserve capacity CME.

[0061] If a body approaches the antenna, the total capacity of the reserve capacities connected in series increases, which leads to a growing capacitive load of the generator signal. This load can be detected in the receiver path EL of the capacitive sensor device and be fed to a following SAR evaluation unit, which can undertake a SAR estimation based on the detected capacitive load. As the detected capacitive load substantially corresponds to the distance of the human body from antenna A of the handheld radio transceiver, a SAR estimation can be done, in which the real distance of the human body from antenna A is included.

[0062] The SAR evaluating device can also be fed with an information on the power effectively irradiated by the antenna. This information can be obtained for example with a detection means according to Fig. 1. For the SAR estimation thus both the real distance of the human body from antenna A and the transmission power effectively irradiated by the antenna A can be considered. In this
way a particularly precise SAR estimation is possible, so that the transmission power of the handheld radio transceiver can be even better adapted, (especially increased) without the level of contamination exceeding a predetermined value for the human body.

[0063] Fig. 5 shows a capacitive sensor device according to the invention for a handheld radio transceiver which works according to the so-called transmission method. The capacitive sensor device operating according to the transmission method measures the transmission between a transmitting electrode EL1 and a receiving electrode EL2. The antenna A of the handheld radio transceiver assumes either the function of the transmitting electrode or that of the receiving electrode. In the embodiment shown in Fig. 5 the antenna A serves at the same time as transmitting electrode EL1 of the capacitive sensor device. Moreover another dedicated electrode EL2 is provided, which assumes the function of a receiving electrode. Whether the antenna A is used as transmitting electrode or as receiving electrode, depends in the end on the concrete requirements as to the handheld radio transceiver or as to the antenna A of the handheld radio transceiver.

[0064] The signal generator G1 is, as explained in regard to Fig. 4, coupled by means of a lowpass filter with the antenna A or transmitting electrode EL1. The SAR evaluating device on the other hand is coupled with the receiving electrode EL2.

[0065] If the antenna A is used as receiving electrode, the SAR evaluating device is to be coupled by means of the lowpass filter with the antenna A, for example as shown in fig. 4. The signal generator G1 can then be connected directly to the electrode EL2 operated as transmitting electrode.

[0066] Also in the embodiment of the invention shown in Fig. 5 the transceiver (HF transceiver) of the handheld radio transceiver is connected by means of a highpass filter to the antenna A. The highpass filter and the lowpass filter assume the function already described in regard to Fig. 4.

[0067] By the signal generator G1 an electrical alternating signal is generated and fed to the transmitting electrode EL1 or to the antenna A. The electric alternating signal is transmitted via the direct coupling path CSE between the electrode EL1 and the receiver electrode EL2 or via the coupling path formed by the human body CSK, CKE from the transmitting electrode EL1 to the receiving electrode EL2. The electric alternating signal transmitted to the receiving electrode EL2 is fed to the receiver El assigned to the receiving electrode EL2 and transmitted to a downstream SAR evaluating device.

[0068] In case of approach of a body to the electrodes EL1, EL2 of the capacitive sensor device the capacitive coupling between the electrodes over the body (CSK, CKE) increases whereas the ground coupling over CSE is reduced. In the evaluation of the electric signal tapped at the receiving electrode EL2 it is relevant which coupling path between the electrode EL1 and the electrode EL2 is dominant. I.e. the result of the signal evaluation of the electric signal tapped at the receiving electrode EL2 mainly depends on if the coupling path CSE or the coupling path CSK, CKE dominates.

[0069] Which of the two coupling paths is dominant, substantially depends on the geometry and the disposition of the electrodes in relation to each other. If the electrodes present a large electrode surface and the distance of the electrodes from each other is large, in case of an approach of a human body to the electrodes EL1, EL2 a signal rise of the electric signal tapped at the receiving electrode EL2 is detected. If the electrodes present a small electrode surface and the distance of the electrodes from each other is small, in case of an approach of a human body to the electrodes EL1, EL2 a reduction of the electric signal tapped at the receiving electrode EL2 is detected.

[0070] Preferably an electrode EL2 with a large electrode surface is selected and arranged at a large distance from the antenna A or electrode EL1, because in this way the influence of the electrode EL2 on the antenna can be reduced. In case of the reduction approach, i.e. in a solution with a small-surface electrode arranged near the antenna or electrode EL1, the electrode EL2 can cause a detuning of the antenna. The reduction approach can be used in case of an appropriate distance also with a large-surface electrode EL2 or with a large-surface antenna A. Which of the solutions is used in a concrete handheld radio transceiver, depends in the end on the concrete requirements as to the handheld radio transceiver. If there is relatively little space for arranging an electrode EL2, it can also be advantageous to implement a solution according to the reduction approach.

[0071] Fig. 6 shows another embodiment of a capacitive sensor device according to the invention for a handheld radio transceiver. In addition to the electrode EL2 shown in Fig. 5 here a third electrode EL3 is provided. Preferably the electrode EL3 is arranged between the transmitting electrode EL1 or antenna A and the receiving electrode EL2. In case of the embodiment shown in Fig. 6 the antenna A is used as transmitting electrode EL1 and the electrode EL2 is used as receiving electrode. Depending on the concrete requirements as to the radio system however also the antenna A can be used as receiving electrode and the electrode EL2 as transmitting electrode.

[0072] The coupling of the antenna A with the capacitive sensor device in this respect substantially corresponds, as already shown in regard to Fig. 4 and Fig. 5, i.e. by means of a lowpass filter. The coupling of the antenna with the transceiver (HF transceiver) of the handheld radio transceiver by means of a highpass filter also corresponds, as already shown in regard to Fig. 5 and Fig. 6. The lowpass filter and the highpass filter in this respect also fulfill the function described in regard to Fig. 4 and Fig. 5.

[0073] The electrode EL3, which is arranged between the transmitting electrode EL1 and the receiving elec-
trode EL2, is fed with an electric alternating signal, which can be substantially anti-phase to the electric alternating signal fed to the transmitting electrode EL1. The electric alternating signal fed to the third electrode EL3 can also be provided by the signal generator G1. By providing the third electrode EL3 a capacitive ground coupling between the transmitting electrode EL1 and the receiving electrode EL2 can be reduced or eliminated.

[0074] Also in the embodiment shown in Fig. 6 of a capacitive sensor device according to the invention the antenna A can be used both as transmitting electrode and as receiving electrode. Like in the embodiment shown in Fig. 5, also in the embodiment shown in Fig. 6 it depends on the concrete requirements as to a handheld radio transceiver, if the antenna A is used as transmitting electrode or as receiving electrode.

[0075] The receiving electrode and the third electrode EL3 can be used together for an absorption measurement for approximation detection in case of strong ground reference. In this case it is advantageous to use the antenna A as transmitting electrode, because the receiving electrode and the third electrode EL3 should be arranged near each other, and because the electrodes EL2, EL3 should be arranged possibly far from the antenna A in order to avoid or to minimize effects of the electrodes EL2, EL3 on the HF functionality of the antenna.

[0076] The capacitive ground coupling CSE between the transmitting electrode EL1 and the receiving electrode EL2, despite of the larger distance between the electrode EL1 and the electrode EL2, may entail a limitation of the dynamic range at the receiver. This limitation of the dynamic range at the receiver can be reduced or eliminated by the third electrode EL3, which is operated inversely to the transmitting electrode and over CCE couples with the receiving electrode EL2. By the signal inversion the composite signal at the receiving electrode EL2 is reduced, and so the dynamic range of the receiver is widened.

[0077] The capacitive sensor devices shown in Figs. 4 to 7 can be also combined with a device for HF power detection, as shown in Fig. 1. In this way an even more precise statement can be made concerning the power effectively coupled into the body, and in this way the radio system or handheld radio transceiver can operate more closely to the specified SAR limit. This means that the transmission power need not be reduced unnecessarily in order to ensure that a predetermined limit value for the level of contamination of a human body is not exceeded. Unlike in systems in which only a HF power detection or only an approach to the body is measured, as shown in Fig. 1 or Fig. 2, in case of an approach of a body to the handheld radio transceiver nevertheless a wider range can be obtained.

[0078] Fig. 7 shows another embodiment of a capacitive sensor according to the invention for a handheld radio transceiver, which is configured substantially as a differential capacitive proximity sensor. The capacitive differential proximity sensor substantially includes two sensor electrodes EL1, EL2, a signal generator, an electrical load device and an electric circuit for the separation of a differential mode portion from a common mode portion of an electric signal. In the embodiment shown in Fig. 7 either the sensor electrode EL1 or the sensor electrode EL2 can be formed by the antenna A of the handheld radio transceiver.

[0079] The sensor electrodes comprise a first sensor electrode EL1 and a second sensor electrode EL2, which in the sensor system operate on an equal basis and are at the same time transmission and reception electrodes. In the embodiment shown here the electrode EL1 is at the same time the antenna of the handheld radio transceiver. The signal generator is coupled by means of the electric load device LE with the two sensor electrodes EL1 and EL2. The signal generator provides a differential alternating voltage, which is fed by means of the electric load device LE to the sensor electrodes EL1 and EL2. The signal generator can comprise two asymmetric generators G1 and G2, which each generate an identical signal, the signal of the generator G1 having a phase difference of 180° from the signal of the generator G2. By means of the electric load LE the signal of the first generator G1 is fed to the first sensor electrode EL1 the signal of the generator G2 dephased by 180° is fed to the second sensor electrode EL2 by means of the load device LE.

[0080] The electric load LE together with the capacitive load to be measured, which is formed by an object approaching the sensor electrodes EL1, EL2, can form a low-pass filter of the first order. The electric load LE can be realized for example by means of resistors. The electric load can however also be realized by the load of an upstream differential amplifier. The load can be part of the differential amplifier.

[0081] Moreover between the electric load LE and the electrodes A/EL1 and EL2 each time a lowpass filter may be arranged, as shown in Fig. 4 to fig. 6.

[0082] The circuit for separating the differential mode portion from the common mode portion of an electric signal can be realized for example by means of a fully differential amplifier A1. The differential mode signal influenced by an electrically conductive object between the sensor electrodes EL1 and EL2 can be selected with the help of the fully differential amplifier A1 and be fed to a differential mode evaluating device (differential receiving and evaluating device). The differential mode evaluating device can be implemented separately or as part of a larger signal processing unit, for example a microcontroller. The differential mode evaluating device can be fed with the differential output signal of the amplifier A1. Alternatively also only one of the two signal conductors can be fed for further processing to the differential mode evaluating device. In a still further alternative the differential output signal of the fully differential amplifier A1 can be transformed into a grounded signal, which is fed to the differential mode evaluating device.
As can be seen in Fig. 7, the load LE of the fully differential amplifier A1 is switched in parallel with the electrode pair EL1 and EL2. Altogether this results in a low pass of the first order taking into account the capacitive network introduced by the person. The electric load LE is preferably sized in such a way that in case of an approach of a person to the sensor electrodes EL1, EL2 between the states "no person in the electric alternating field" and "maximum approach" a maximum change of amount in the transfer function of the lowpass filter results. The level is always reduced in case of an approach of a person to the sensor electrode, because the time constant of the filter rises and the effective cut-off frequency of the filter falls.

Main features of the capacitive proximity sensor are the differential signal, with which the filter is excited, as well as the downstream differential mode evaluation, provided with the help of the fully differential amplifier A1 and the differential mode evaluating device. Usually in a system with three conductors (two signal conductors and ground), as in the capacitive proximity sensor described here, the existence of two kinds of signal is possible, every signal presenting characteristic properties. The two kinds of signal comprise the so-called differential mode signals and the so-called common mode signals.

The differential mode signals are characterised by the same amplitude on both signal conductors with a phase offset of exactly 180°. The signals are thus identical except for the phase shift. As the signal voltage is directed each time against the other signal conductor, there is no current flowing between the antenna and the earth ground. Thus for an alternating signal virtual ground results, that has certain properties in common with the real earth ground. Between the two signals a so-called virtual ground results, which means that between them no flow of current takes place.

Common mode signals are characterized by the same amplitude on both signal conductors with perfectly identical phase. Since the common mode portion always comprises the same potential on both signal conductors, circuit parts independent of mass between the signal conductors are not crossed by common mode currents.

The signals on a pair of conductors can be always broken up in the two above-mentioned parts (differential mode portion and common mode portion). Essential for the capacitive proximity sensor according to the invention is the differential mode signal, which is generated and provided by the signal generators G1 and G2, fed to the electrodes EL1 and EL2 and afterwards is evaluated. Because parasitic signals couple into the sensor system or into the sensor electrodes EL1 and EL2 mostly as common mode interference, they are deleted in the differential mode evaluation and do not impair further processing. The capacitive proximity sensor according to the invention is therefore particularly robust against interferences.

In case of radio systems with several antennas, in case of appropriate arrangement of the antennas towards each other, also the second electrode EL2 may be formed by an antenna, so that in the end also for the differential proximity sensor shown in Fig. 7 no additional electrodes are needed.

Further embodiments of a differential capacitive proximity sensor are described in the German patent application also filed by the applicant DE 10 2011 002 447, in which each time one of the sensor electrodes is formed by an antenna of the handheld radio transceiver.

Fig. 8 shows three handheld radio transceivers, in which on the left a handheld radio transceiver with a capacitive sensor device according to the loading method is shown, in the middle a handheld radio transceiver with a capacitive sensor device according to the transmission method and on the right a handheld radio transceiver with a capacitive sensor device with an additional third electrode.

For a capacitive sensor which works according to the loading method no additional electrode is necessary, because the only electrode EL1 necessary for this purpose is formed by the antenna A of the handheld radio transceiver. As shown above, here the real distance between antenna A and the human body is detected, which corresponds most likely to a value for a coupling of the HF transmission power into the human body.

For the handheld radio transceiver shown in the middle with a capacitive sensor working according to the transmission method, additionally an electrode EL2 is necessary, which is to be arranged in a suitable position relatively to the electrode EL1 or antenna A on the handheld radio transceiver. The disposition of the electrode EL2 on or in the handheld radio transceiver should be selected in such a way that the electrode EL2 is possibly covered (for example by the housing shell) when also the antenna A is covered. Moreover a distance between the antenna A or electrode EL1 and the electrode EL2 has to be chosen in such a way that the capacitive ground coupling EL2 between the antenna and the electrode is not excessive, which may entail a detuning of the antenna.

For the elimination of the capacitive ground coupling between the antenna A or electrode EL1 and the second electrode EL2 an additional third electrode EL3 can be provided, which is to be arranged between the electrode EL1 and the electrode EL2, like in the right part of Fig. 8. As explained above, the electrode EL3 is to be fed with an electric alternating signal which is anti-phase to the electric alternating signal to be fed to the electrode EL1 (transmission electrode).

The simultaneous use of an antenna of a handheld radio transceiver as sensor electrode of the capacitive sensor device has several benefits:

- the number of the sensor electrodes necessary for a capacitive sensor device can be reduced. For example for a capacitive sensor device which works according to the loading method, no own or additional sensor electrode is necessary, because the antenna of the handheld radio transceiver acts as sen-
The capacitive sensor device according to the transmission method only one further sensor electrode is necessary, because one of the two sensor electrodes is formed by the antenna. Also in the three-electrode system, as shown in Fig. 6, only two additional electrodes are needed, because here too the antenna of the handheld radio transceiver is used as sensor electrode. This entails lower costs for the capacitive sensor device. Moreover there are less restrictions in the equipment design, because each time one electrode less has to be provided, which would have to be connected and positioned. Especially in very compact handheld radio transceivers, for example mobile phones, the space for arranging an electrode is restricted, so that especially in case of small handheld radio transceivers doing without an electrode is particularly advantageous.

- In handheld radio transceivers with several antennas (for example in a smart phone with a mobile phone antenna and a GPS antenna) in case of a suitable arrangement of the antennas in relation to each other, even in the transmission method shown in Fig. 6 the second electrode EL2 can be dispensed with, because one electrode for example can be formed by the mobile phone antenna and the other electrode for example by the GPS antenna.

- Moreover in multiple-antenna systems, for example MIMO systems, some or all of the antennas can be used as sensor electrode at the same time, so that for the transmission method no additional sensor electrodes are necessary.

- As the antenna both emits the HF radiation to be estimated and at the same time is part of the sensor path of the capacitive sensor, the statement of the capacitive sensor is strongly correlated with the HF irradiation.

- Especially the capacitive sensor devices according to the invention, compared to the sensor device known from prior art according to Fig. 2, have the advantage that the abovementioned correlation need not be generated by an approach of the sensor surfaces to the antenna. In this way it is prevented that with increasing approach of the sensor surfaces to the antenna the diffusion properties of the antenna are influenced negatively. The handheld radio transceiver is maybe no more well adapted and cannot emit its complete power in the transmission case and in the reception case does not have its full sensitivity.

[0095] The capacitive sensor device according to the invention has been described above in connection with a handheld radio transceiver. A handheld radio transceiver can be for example a mobile phone, a cordless telephone, a smart phone, a portable minicomputer, a tablet PC, a WLAN device, or similar.

Claims

1. Capacitive sensor device for a handheld radio transceiver connected with an antenna element (A/EL1) and for estimating a specific absorption rate of the handheld radio transceiver, wherein the sensor device is coupled with the antenna element (A/EL1), and wherein during the operation of the handheld radio transceiver (10) the antenna element (A/EL1) is at the same time a sensor electrode of the capacitive sensor device and an antenna (A) of the handheld radio transceiver characterized by a second electrode (EL2) configured to be brought into a capacitive coupling with the antenna element (A/EL1), wherein one of the antenna element (A/EL1) and the second electrode (EL2) is operable as a transmitting electrode and the respective other one as a receiver electrode, and wherein the transmitting electrode can be fed with an electric alternating signal.

2. Capacitive sensor device according to claim 1, wherein the antenna element (A/EL1)

- is coupled via a highpass filter with a transceiver circuit of the handheld radio transceiver, and
- is coupled via a lowpass filter with the sensor device.

3. Capacitive sensor device according to claim 1 or 2, wherein the antenna element (A/EL1) is operated as a transmitting electrode, and wherein the antenna element (A/EL1) receives an electric alternating signal via a lowpass filter.

4. Capacitive sensor device according to one of the claims 2 or 3, wherein the sensor device further comprises a third electrode (EL3), which is arranged substantially between the antenna element (A/EL1) and the second electrode (EL2) and which is fed with an electric alternating signal which is substantially inverse to the electric alternating signal fed to the transmitting electrode.

5. Capacitive sensor device according to one of the claims 1 to 4, wherein the lowpass filter comprises a microstrip line.

6. Capacitive sensor device according to any of the preceding claims, wherein an evaluation circuit of the sensor device is configured to detect an approach of an object to the electrodes of the sensor device and / or a distance of an object from the electrodes of the sensor device.
7. Capacitive sensor device according to any of the preceding claims, wherein the handheld radio transceiver comprises a detection means for detecting the HF transmission power irradiated at the antenna, wherein the detected HF transmission power together with the detected approach to the electrodes of the sensor device is included in the estimate of the specific absorption rate of the handheld radio transceiver.

8. Handheld radio transceiver, comprising a capacitive sensor device according to any of the preceding claims, wherein the antenna element (A/EL1) of the handheld radio transceiver is coupled with the capacitive sensor device and in which during the operation of the handheld radio transceiver (10) the antenna element (A/EL1) can be operated at the same time as sensor electrode of the capacitive sensor device and as HF antenna (A) of the handheld radio transceiver.

9. Handheld radio transceiver according to claim 8, which is at least one of the group two-way radio, mobile phone, cordless telephone, WLAN device, minicomputer, and tablet PC.

10. Method for operating a handheld radio transceiver according to one of the preceding claims 8 or 9, comprising:
- using the antenna element (A/EL1) of the handheld radio transceiver as a capacitive sensor to determine a capacitive value,
- estimating a specific absorption rate of the handheld radio transceiver from the capacitive value, and
- increasing or decreasing the transmission power of the handheld radio transceiver depending on the estimate.

11. Method according to claim 10, wherein for detecting the capacitive value, an alternating signal is fed to the antenna element (A/EL1) through a low pass filter (L) or transmission line (TL).

12. Method according to one of claims 10 or 11, wherein the HF transmission power irradiated by the antenna is detected and the detected HF transmission power is included in the estimate of the SAR.

13. Method according to one of claims 11 or 12, wherein the capacitive load of the alternating signal is detected as the capacitive value, the capacitive load being a measure for the approach and/or for the distance.

14. Method according to one of claims 10 to 12, wherein a second electrode (EL2) of the capacitive sensor device is brought into a capacitive coupling with the antenna of the handheld radio transceiver, and wherein either the second electrode (EL2) or the antenna element (A/EL1) is operated as a transmitting electrode and the other one as a receiving electrode and wherein the transmitting electrode is fed with an electric alternating signal of the capacitive sensor device, wherein the capacitive coupling between the antenna element (A/EL1) and the second electrode (EL2) is dependent on the proximity of an object and is detected as the capacitive value, and wherein the detected capacitive coupling is a measure for the approach and/or for the distance.

19

Patentansprüche

1. Kapazitive Sensorvorrichtung für ein Handfunksende-/Empfangsgerät das mit einem Antennenelement (A/EL1) verbunden ist und zum Abschätzen einer spezifischen Absorptionsrate des Handfunksende-/Empfangsgeräts, wobei die Sensoranordnung mit dem Antennenelement (A/EL1) gekoppelt ist, und wobei das Antennenelement (A/EL1) gleichzeitig eine Sendeelektrode der kapazitiven Sensorvorrichtung und eine Antenne (A) des Handfunksende-/Empfangsgeräts ist gekennzeichnet durch
   eine zweite Elektrode (EL2), die konfiguriert ist in eine kapazitive Kopplung mit dem Antennenelement (A/EL1) gebracht zu werden, wobei eines aus dem Antennenelement (A/EL1) und der zweiten Elektrode (EL2) als eine Sendeelektrode betreibbar ist und das entsprechend andere als eine Empfangselektrode, wobei die Sendeelektrode mit einem elektrischen Wechselsignal gespeist werden kann.

2. Kapazitive Sensorvorrichtung gemäß Anspruch 1, wobei das Antennenelement (A/EL1) über einen Hochpassfilter mit der Sendeelektrode gekoppelt ist, und über einen Tiefpassfilter mit der Sensoranordnung gekoppelt ist.

3. Kapazitive Sensorvorrichtung gemäß Anspruch 1 oder 2, wobei das Antennenelement (A/EL1) als eine Sendeelektrode betrieben wird, und wobei das Antennenelement (A/EL1) über einen Tiefpassfilter ein elektrisches Wechselsignal empfängt.

4. Kapazitive Sensorvorrichtung gemäß einem der Ansprüche 2 oder 3, wobei die Sensoranordnung weiterhin eine dritte Elektrode (EL3) aufweist, die im Wesentlichen zwischen dem Antennenelement (A/EL1) und der zweiten Elektrode (EL2) angeordnet ist und die mit einem elektrischen Wechselsignal gespeist wird, das im Wesentlichen invers zu dem elektrischen Wechselsignal ist, das in die Sendeelektrode gespeist wird.
5. Kapazitive Sensorvorrichtung gemäß einem der Ansprüche 1 bis 4, wobei der Tiefpassfilter einen Streifenleiter aufweist.


8. Handfunksende-/Empfangsgerät, das eine kapazitive Sensorvorrichtung gemäß einem der vorherigen Ansprüche aufweist, wobei das Antennenelement (A/EL1) des Handfunksende-/Empfangsgeräts mit der kapazitiven Sensorvorrichtung gekoppelt ist und in dem während des Betriebes des Handfunksende-/Empfangsgeräts (10) das Antennenelement (A/EL1) gleichzeitig als Sensorelektrode der kapazitiven Sensorvorrichtung und als HF Antenne (A) des Handfunksende-/Empfangsgeräts betrieben werden kann.

9. Handfunksende-/Empfangsgerät gemäß Anspruch 8, das zumindest eines aus der Gruppe aus Funk sprechergerät, Mobiltelefon, Drhtlostelefon, WLAN Anordnung, Minicomputer und Tablet-PC ist.

10. Verfahren zum Betrieb eines Handfunksende-/Empfangsgeräts gemäß einem der vorherigen Ansprüche 8 oder 9, das aufweist:

   Verwenden des Antennenelements (A/EL1) des Handfunksende-/Empfangsgeräts als einen kapazitiven Sensor, um einen kapazitiven Wert zu bestimmen,

   Abschätzen einer spezifischen Absorptionsrate des Handfunksende-/Empfangsgeräts aus dem kapazitiven Wert, und

   Erhöhen oder Verringern der Sendeleistung des Handfunksende-/Empfangsgeräts in Abhängigkeit von dem Schätzwert.

11. Verfahren gemäß Anspruch 10, wobei zur Erfassung des kapazitiven Werts ein Wechselsignal durch einen Tiefpassfilter (L) oder eine Übertragungsleitung (TL) in das Antennenelement (A/EL1) gespeist wird.

12. Verfahren gemäß einem der Ansprüche 10 oder 11, wobei die durch die Antenne abgestrahlte HF Sendeleistung erfasst wird und die erfasste HF Sendeleistung in den Schätzwert des SAR miteinbezogen wird.

13. Verfahren gemäß einem der Ansprüche 11 oder 12, wobei die kapazitiven Last des Wechselsignals als der kapazitiver Wert erfasst wird, wobei die kapazitive Last ein Maß für die Annäherung und / oder für den Abstand ist.

14. Verfahren gemäß einem der Ansprüche 10 bis 12, wobei eine zweite Elektrode (EL2) der kapazitiven Sensorvorrichtung in eine kapazitive Kopplung mit der Antenne des Handfunksende-/Empfangsgeräts gebracht wird, und wobei entweder die zweite Elektrode (EL2) oder das Antennenelement (A/EL1) als Sendeelektrode und das jeweils andere als eine Empfangselektrode betrieben wird und wobei die Sendeelektrode mit einem elektrischen Wechselsignal der kapazitiven Sensorvorrichtung gespeist wird, wobei die kapazitive Kopplung zwischen dem Antennenelement (A/EL1) und der zweiten Elektrode (EL2) von der Nähe eines Objekts abhängig ist und als der kapazitive Wert erfasst wird, und wobei die erfasste kapazitiv kapazitive Kopplung ein Maß für die Annäherung und / oder für den Abstand ist.

Revendications

1. Dispositif de capteur capacitif d’un émetteur - récepteur radio tenu dans la main, connecté à un élément d’antenne (A/EL1), et destiné à estimer le taux d’absorption spécifique de l’émetteur - récepteur radio tenu dans la main, dans lequel le dispositif de capteur est couplé à l’élément d’antenne (A / EL1), et dans lequel, au cours du fonctionnement de l’émetteur - récepteur radio tenu dans la main (10), l’élément d’antenne (A / EL1) est en même temps une électrode de détection du dispositif de capteur capacitif, et une antenne (A) de l’émetteur - récepteur radio tenu dans la main ;

   caractérisé par :

   une deuxième électrode (EL2) configurée de façon à être coupée de manière capacitif à l’élément d’antenne (A / EL1), dans lequel l’un de l’élément d’antenne (A / EL1) et de la deuxième électrode (EL2) est fonctionnel en tant qu’électrode d’émis sion, et l’autre respectif en tant qu’électrode de réception, et dans lequel l’électrode d’émision peut être alimentée avec un signal alternatif électrique.

2. Dispositif de capteur capacitif selon la revendication 1, dans lequel l’élément d’antenne (A / EL1) :

   - est couplé par l’intermédiaire d’un filtre passe-
Émetteur - récepteur radio tenu dans la main selon
8.

9.

Émetteur - récepteur radio tenu dans la main, comprenant un dispositif de capteur capacitif selon l'une quelconque des revendications précédentes, dans lequel l’élément d’antenne (A / EL1) de l’émetteur - récepteur radio tenu dans la main, est coupé au dispositif de capteur capacitif, et dans lequel, au cours du fonctionnement de l’émetteur - récepteur radio tenu dans la main (10), l’élément d’antenne (A / EL1) peut être actionné en même temps en tant qu’électrode de détection du dispositif de capteur capacitif, et en tant qu’antenne HF (A) de l’émetteur - récepteur radio tenu dans la main.

9. Émetteur - récepteur radio tenu dans la main selon la revendication 8, qui fait partie du groupe constitué par une radio bidirectionnelle, un téléphone mobile, un téléphone sans fil, un dispositif WLAN, un mini-ordinateur, et une tablette PC.

10. Procédé destiné à actionner un émetteur - récepteur radio tenu dans la main selon la revendication 8 ou la revendication 9, comprenant les étapes consistant à :

- utiliser l’élément d’antenne (A / EL1) de l’émetteur - récepteur radio tenu dans la main en tant que capteur capacitif de façon à déterminer une valeur de capacité ;
- estimer le taux d’absorption spécifique de l’émetteur - récepteur radio tenu dans la main à partir de la valeur de capacité ;
- augmenter ou diminuer la puissance d’émission de l’émetteur - récepteur radio tenu dans la main en fonction de l’estimation.

11. Procédé selon la revendication 10, dans lequel, afin de détecter la valeur de capacité, un signal alternatif est fourni à l’élément d’antenne (A / EL1) par l’intermédiaire d’un filtre passe-bas (L) ou d’une ligne de transmission (TL).

12. Procédé selon la revendication 10 ou la revendication 11, dans lequel la puissance d’émission à haute fréquence rayonnée par l’antenne, est détectée, et la puissance d’émission à haute fréquence détectée, est incluse dans l’estimation du taux d’absorption spécifique (SAR).

13. Procédé selon la revendication 11 ou la revendication 12, dans lequel la charge capacitif du signal alternatif est détectée en tant que valeur de capacité, la charge capacitif étant une mesure de l’approche et / ou de la distance.

14. Procédé selon l’une quelconque des revendications 10 à 12, dans lequel une deuxième électrode (EL2) du dispositif de capteur capacitif est coupée de manière capacitif à l’antenne de l’émetteur - récepteur radio tenu dans la main, et dans lequel la deuxième électrode (EL2) ou l’élément d’antenne (A / EL1) est actionné en tant qu’électrode d’émission, et l’autre en tant qu’électrode de réception, et dans lequel l’électrode d’émission est alimentée avec un signal alternatif électrique du dispositif de capteur capacitif, dans lequel le couplage capacitif entre l’élément d’antenne (A / EL1) et la deuxième électrode (EL2), dépend de la proximité d’un objet, et est détecté en tant que valeur de capacité, et dans lequel le couplage capacitif détecté est une mesure de l’approche et / ou de la distance.
Fig. 3
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- DE 102011002447 [0089]