A film containing alginate membrane and a manufacturing method of the same are revealed. A film carrier is used to absorb liquid and is treated by two separate and continuous coating processes. At least one surface of the film carrier is coated with a layer of alginate solution containing a certain percent of sodium alginate or potassium alginate by weight and then is coated with a layer of salt water solution containing a certain percent of divalent metal ions. Then crosslinking occurs between the alginate in the alginate solution and the divalent metal ions in the salt solution on the surface of the film carrier or infiltrating into the film carrier so as to form a hydrogel complex membrane having a network structure. Thus the continuous and fast mass-production of the film is achieved.
The present invention relates to a film containing at least one alginate membrane and a manufacturing method of the same. The film includes a film carrier and an alginate membrane. The film carrier absorbs liquid. At least a layer of alginate solution and a layer of salt water solution containing divalent metal ions are coated on a surface of the film carrier by two separate and continuous processes. Then crosslinking occurs between the two solutions on the surface of the film carrier to produce the film containing an alginate membrane.

Alginate is a natural copolymer, easily reacted with metal ions from salts to form various kinds of alginate for commercial uses. The water-soluble sodium alginate reacts with double charged calcium ion (Ca\(^{2+}\)) from salts so as to form insoluble calcium alginate gel. Alginate products for commercial use include sodium alginate, potassium alginate, ammonium alginate, etc. being applied to wound dressings or facial masks. There are several methods for making alginate gels available now, including:

(1) dialysis/diffusion method: this is the most commonly used method. The alginate solution is gelled by diffusion of calcium ions from an outer reservoir.

(2) in situ gelling: a calcium salt with limited solubility is mixed with a sodium alginate solution and then a slowly acting acid is added into the mixture. Due to the acid, the calcium ions are released to cross-link the alginate molecules so as to form calcium alginate gel.

(3) cooling method: at high temperature, calcium ions are unable to bond with alginic acid. Thus dissolve sodium alginate and calcium salts in hot solution. Then allow the solution to set and form gel by cooling.

(4) crosslinking method: the hydrogen groups contained in alginate molecules are cross-linked by epichlorohydrin (ECH) so as to form gel insoluble in solution.

Now the alginate or similar materials have been applied to wound dressings or facial masks, as the alginate revealed in US 6,080,420, US 6,258,995, US 6,203,845, US 6,201,164, US 6,372,248, US 6,326,524, US 5,144,016, US 5,230,853, US 5,622,666, US 5,660,857, US 5,675,957, GB 9419572, GB 9501514, GB 9516930, PCT/GB 9502284 (WO96/10106), PCT/GB 9601719 (WO97/03710) PCT/GB 9701098 (WO97/39781) PCT/ DK 9700292 (WO98/02196), WO2008/02817, TW 95218502, TW201100119A1, TW 1265814, etc. However, most of these prior arts focus on components of the materials or percent by weight of the components. The problems occur or practical requirements during manufacturing of the alginate membrane have not been mentioned, especially how to mass-produce the alginate membrane or how to reduce manufacturing cost of the alginate membrane.

Thus there is a need to provide a film containing an alginate membrane and a manufacturing method of the same related to water-soluble sodium alginate or potassium alginate for improving the performance and applications of the film. The manufacturers in this industry have more options.

It is another object of the present invention to provide a film containing at least one alginate membrane and a manufacturing method of the same. The film includes a film carrier and at least one alginate membrane. The film carrier can be non-woven fabric (non-woven cloth), textile, a porous sponge film, or a plastic film. The film carrier is made from synthetic fibers, natural fibers, one kind of high molecular polymers or their combinations. The synthetic fibers include polyethylene terephthalate (PET), nylon, acrylics, polypropylene (PP), poly lactic acid (PLA), etc. The natural fibers include cotton, linen, wool, silk, etc. The alginate membrane is a hydrogel complex membrane having a network structure, formed by following steps: provide an alginate solution containing a certain weight of sodium alginate or potassium alginate (in weight percent, wt%) and a salt water solution containing a certain weight of divalent metal ions such as calcium ions. The salt can be calcium lactate, calcium chloride, calcium gluconate, poly-glutamic acid calcium, calcium carbonate, calcium sulfate, etc. Then at least one surface of the film carrier is coated with a layer of the alginate solution and a layer of the salt water solution by at least two separate and continuous processes. There is no restriction on the order of the coating solution. Then crosslinking occurs between alginate and the divalent metal ions in the salt water solution, on the surface of the film carrier or infiltrating into the film carrier to form a hydrogel complex membrane having a network structure. Thus a film containing an alginate membrane is mass-produced continuously and quickly. Therefore, the production cost is reduced due to mass-production of the alginate membrane.

It is another object of the present invention to provide a film containing at least one alginate membrane and a manufacturing method of the same. When the surface of the film carrier (such as non-woven fabric (cloth), textile porous sponge film, etc.) is a rough surface, the alginate membrane formed is connected to the film carrier tightly, not separated easily. When the surface of the film carrier (such as plastic film) is a smooth surface, the alginate membrane formed is able to be separated from the film carrier and used for following processes.

It is a further object of the present invention to provide a film containing at least one alginate membrane and a manufacturing method of the same. After the crosslinking reaction being completed, one or two sur-
faces of the film carrier is/are spray-coated continuously with a layer of alginate solution and a layer of salt water solution in sequence. Thus the thickness of the alginate membrane formed is easy to be increased and controlled by at least one further crosslinking reaction.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008] Fig. 1 is a schematic drawing showing a cross section of an embodiment having an alginate membrane disposed on a surface of a film carrier according to the present invention; Fig. 2 is a schematic drawing showing a cross section of an embodiment having an alginate membrane disposed on a surface of a film carrier according to the present invention; Fig. 3 is a schematic drawing showing arrangement of coating equipments during manufacturing processes of the present invention; Fig. 4 is a flow chart showing manufacturing processes of a film containing alginate membrane according to the present invention; Fig. 5 is a flow chart showing manufacturing processes of an embodiment of a film containing alginate membrane according to the present invention; Fig. 6 is a flow chart showing manufacturing processes of another embodiment of a film containing alginate membrane according to the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

[0009] Refer to Fig. 1 and Fig. 2, a film 1 containing at least one alginate membrane according to the present invention includes a film carrier 10, and at least one alginate membrane 20. The film carrier 10 is a carrier that absorbs liquid. The film carrier 10 can be a plastic film with a smooth surface or a thin layer with a rough surface such as non-woven fabric (cloth), fabric or porous sponge. Moreover, the film carrier 10 is made from synthetic fibers, natural fibers, one kind of high molecular polymers or combinations of at least two kinds of high molecular polymers. The synthetic fibers include but not limited to polyethylene terephthalate (PET), nylon, acrylics, polypropylene (PP), poly lactic acid (PLA), etc. The natural fibers include but not limited to cotton, linen, wool, silk, etc. A surface 11 of the film carrier 10 can be a rough surface or a smooth surface according to users’ needs or applications.

[0010] The alginate membrane 20 is a hydrogel complex membrane having a network structure. Refer to Fig. 3, the alginate membrane 20 is produced by following steps:

(a) providing an alginate solution 21 containing a certain weight percent (wt%) of sodium alginate or potassium alginate; and a salt water solution 22 containing a certain weight percent (wt%) of divalent metal ions such as calcium ions;
(b) coating a layer of the alginate solution 21 and a layer of the salt water solution 22 evenly on at least one surface 11 of a film carrier 10 by two separate processes carried out successively;
(c) crosslinking the alginate in the alginate solution 21 with divalent metal ions in the salt water solution 22 on the surface 11 of the film carrier 10 so as to form a hydrogel complex membrane (20) with a network structure on the surface 11 of the film carrier 10 (as shown in Fig. 1), or filtrating into the surface 11 of the film carrier 10 (as shown in Fig. 2). As shown in Fig. 1 and Fig. 2, the alginate membrane 20 is formed by alginate (represented by solid lines) crosslinked with divalent metal ions (represented by dotted lines) to have a crosslinked network structure.

[0011] In the present invention, the surface 20 of the film carrier 10 is used to load the alginate solution 21 and the salt water solution 22 so that an alginate membrane 20 such as calcium alginate membrane is mass-produced on the surface 11 of the film carrier 10 fast and continuously. Therefore, the manufacturing cost is reduced due to mass-production of the alginate membrane.

[0012] Refer to Fig. 3 and Fig. 4, a manufacturing method of the film 1 containing at least one alginate membrane of the present invention includes following steps:

(a) providing a film carrier 10 that absorbs liquid, an alginate solution 21 containing a certain percent of sodium alginate or potassium alginate by weight (wt%) and a salt water solution 22 containing a certain percent of divalent metal ions such as calcium ions by weight(wt%);
(b) using at least two separate and successive processes to coat a layer of the alginate solution 21 and a layer of the salt water solution 22 respectively on at least one surface 11 of the film carrier 10;
(c) crosslinking the alginate in the alginate solution 21 with the divalent metal ions in the salt water solution 22 on the surface 11 of the film carrier 10 so as to form a hydrogel complex membrane 20 having a network structure, formed on the surface 11 of the film carrier 10, as shown in Fig. 1 or filtrating into the surface 11, as shown in Fig. 2.

[0013] In the above step (b), the order of coating the alginate solution 21 or the salt water solution 22 on the surface 11 of the film carrier 10 on at least one surface 11 of the film carrier 10 is not limited.

[0014] Refer to Fig. 5, in the step (b), firstly at least one surface 11 of the film carrier 10 is coated with a layer of the alginate solution 21. Then a layer of the salt water solution 22 is coated over the layer of the alginate solution 21. While crosslinking the alginate in the alginate solution...
Refer Fig. 6, in the step (b), at least one surface is not separated from the film carrier 10 easily. Solution 22. In this embodiment, the alginate membrane 20 is formed above or in the surface layer 11 of the film carrier 10. The position of the infiltration interface 12 is overlapped with the surface 11, not infiltrating into the inner surface of the surface 11, to crosslink with the divalent metal ions. The hydrogel complex membrane (20) having a network structure is only formed on the upper surface 11 of the film carrier 10, as shown in Fig. 1. The hydrogel complex membrane (20) is the alginate membrane 20 formed on the upper surface 11 of the film carrier 10 in Fig. 1. In this embodiment, the alginate membrane 20 is easy to be separated from the film carrier 10.

Moreover, for convenience of arrangement of coating equipments and coating processes, in the step (b), the first coating is performed by soaking the film carrier 10 into the solution while the second coating is run by spray coating. Take the equipment arrangement and coating procedures shown in Fig. 3 as an example. A roller of film carrier 10 absorbing liquid and having certain length is transported and soaked into a tank filled with an alginate solution 21 by a conveyor. This is the soaking process A shown in the Fig. 3. In this embodiment, the alginate solution 21 is produced by a certain amount of sodium alginate dissolved in water. The weight percent of the sodium alginate in solution ranges from 0.01 to 20 wt% while 1-5 wt% is preferred. In this embodiment, an upper and a lower surfaces (11) of the film carrier 10 are evenly coated with a layer of sodium alginate solution (21). Then the conveyor sends the film carrier 10 already soaked with the sodium alginate solution to be coated with a layer of salt water solution 22 containing a certain weight percent of divalent metal ions by a spray coating process B. In this embodiment, the salt water solution 22 contains divalent calcium ions. The weight percent of the divalent metal ions in the salt water solution ranges from 0.01 to 50 wt% while 1-10 wt% is preferred. The salt water solution 22 is coated over the layer of sodium alginate solution on the surface 11 of the film carrier 10 by spray coating. The salt water solution 22 containing divalent metal ions may further infiltrate into the film carrier 10 and react with the sodium alginate solution in the film carrier 10 for crosslinking, as shown in Fig. 2.

Furthermore, according to the requirement of the thickness of the alginate membrane 20, a plurality sets of spray coating process C is designed. Each set of spray coating process C includes at least one spray coating of the alginate solution 21 C1 and at least one spray coating of the salt water solution C2. After the completion of the spray coating process B, perform the spray coating processes of the alginate solution 21 and the salt water solution in sequence on one surface or two surfaces of the film carrier 10 until the alginate membrane 20 is having the thickness required.

The structure and formation of the film 1 containing at least one alginate membrane 20 of the present invention are revealed in details by following embodiments.

< Embodiment 1 >

A film carrier 10 is non-woven fabric or cloth made from polypropylene (PP) and is used to absorb 4 wt% calcium lactate that is used as the salt water solution 22. Then 2 wt% sodium alginate solution used as the alginate solution 21 and having the thickness of 1.1mm is coated over the film carrier 10 with the calcium lactate. After crosslinking, a layer of the alginate membrane 20 with the thickness of about 1mm is formed on the PP non-woven fabric. The alginate membrane 20 is a hydrogel complex membrane having a network structure. Moreover, when the PP non-woven fabric contacts the salt water solution 22 and the alginate solution 21 by a rough surface of the PP non-woven fabric, the alginate membrane 20 formed is connected with the non-woven fabric (the film carrier 10). When the PP non-woven fabric contacts the salt water solution 22 and the alginate solution 21 by a smooth surface of the PP non-woven fabric, the alginate membrane 20 formed is separated from the non-woven fabric (the film carrier 10).

< Embodiment 2 >

A film carrier 10 is non-woven fabric or cloth made from polypropylene (PP) and nylon and having the thickness of 0.42mm. The film carrier 10 absorbing liquid is soaked into 2wt% sodium alginate solution continuously. After removing extra solution, coat 4 wt% calcium lactate solution on an upper and lower surfaces (11) of the non-woven fabric (the film carrier 10) by spray coating so as to produce a film 1 containing an alginate membrane 20 and having the thickness of about 0.72mm continuously. This thickness of the film 1 includes the thickness of the fabric. If user wants to produce thicker alginate membrane 20, after the calcium lactate reacting with
A film carrier 10 is non-woven fabric or cloth made from polypropylene (PP) and nylon and having the thickness of 0.42mm. The film carrier 10 absorbing liquid is soaked into 4wt% calcium lactate solution continuously. After removing extra solution, coat 2 wt% sodium alginate solution on an upper and lower surfaces (11) of the non-woven fabric (the film carrier 10) by spray coating so as to produce a film 1 containing an alginate membrane 20 and having the thickness of about 0.72mm continuously. This thickness of the film 1 includes the thickness of the fabric. If user wants to produce thicker alginate membrane 20, after the sodium alginate reacting with the calcium lactate, continuously coat one surface or two surfaces of the film 1 with a layer of calcium lactate solution and a layer of sodium alginate solution for crosslinking of alginate. Repeat the above procedures until the thickness of the film 1 achieves the required thickness.

< Embodiment 3 >

A film carrier 10 is non-woven fabric or cloth made from polypropylene (PP) and nylon and having the thickness of 0.42mm. The film carrier 10 absorbing liquid is soaked into 4wt% calcium lactate solution continuously. After removing extra solution, coat 2 wt% sodium alginate solution on an upper and lower surfaces (11) of the non-woven fabric (the film carrier 10) by spray coating so as to produce a film 1 containing an alginate membrane 20 and having the thickness of about 0.72mm continuously. This thickness of the film 1 includes the thickness of the fabric. If user wants to produce thicker alginate membrane 20, after the sodium alginate reacting with the calcium lactate, continuously coat one surface or two surfaces of the film 1 with a layer of calcium lactate solution and a layer of sodium alginate solution for crosslinking of alginate. Repeat the above procedures until the thickness of the film 1 achieves the required thickness.

In addition, while producing the film containing alginate membrane of the present invention, the alginate solution 21 can be added with other materials (additives) such as bioactive components in cosmetics or pigments, vitamins, growth factors, peptides, proteins, minerals, etc. The bioactive components include nutrients in cosmetics, essences in cosmetics, and drug solutions in cosmetics. The pigments are animal/plant extracts.

Compared with the technique available now, a film containing at least one alginate membrane and a manufacturing method of the same have following advantages:

1. The film can be produced continuously and quickly. This beneficial to mass-production of the alginate membrane and the manufacturing cost is reduced.
2. The film can be produced by general coating equipments so that the cost of production equipments can be reduced.
3. After the first crosslinking reaction being completed, at least one surface of the film carrier is spray-coated continuously with a layer of alginate solution and a layer of salt water solution in sequence. Thus a further crosslinking reaction occurs on the surface of the film carrier. The thickness of the alginate membrane is easy to be increased and controlled by at least one further crosslinking reaction. Therefore the performance and applications of the alginate membrane are improved.

Additional advantages and modifications will readily occur to those skilled in the art. Therefore, the invention in its broader aspects is not limited to the specific details, and representative devices shown and described herein. Accordingly, various modifications may be made without departing from the spirit or scope of the general inventive concept as defined by the appended claims and their equivalents.

Claims

1. A film containing at least one alginate membrane comprising a film carrier that absorbs liquid and at least one alginate membrane; wherein the film carrier is a carrier that absorbs liquid; the alginate membrane is a hydrogel complex membrane having a network structure formed by crosslinking occurring between at least one layer of alginate solution coated on at least one surface of the film carrier and at least one layer of salt water solution coated on at least one surface of the film carrier; the alginate solution containing a certain percent of alginate such as sodium alginate or potassium alginate by weight while the salt water solution containing a certain percent of divalent metal ions by weight; the layer of the alginate solution and the layer of the salt water solution are coated on the surface of the film carrier to by two separate and continuous coating processes; crosslinking between the alginate in the alginate solution and the divalent metal ions in the salt water solution occurring on or into the surface of the film carrier creates the alginate membrane.

2. The film as claimed in claim 1, wherein the film carrier is non-woven fabric, textile, a porous sponge film, or a plastic film.

3. The film as claimed in claim 1, wherein the film carrier is made from synthetic fibers, natural fibers, high molecular polymers or their combinations.

4. The film as claimed in claim 3, wherein the synthetic fibers include polyethylene terephthalate (PET), nylon, acrylics, polypropylene (PP), and poly lactic acid (PLA).

5. The film as claimed in claim 3, wherein the natural fibers include cotton, linen, wool, and silk.

6. The film as claimed in claim 1, wherein the certain percent of sodium alginate or potassium alginate in the alginate solution by weight ranges from 0.01% to 20% by weight.

7. The film as claimed in claim 1, wherein the certain percent of sodium alginate or potassium alginate in the alginate solution by weight ranges from 1% to
5% by weight.

8. The film as claimed in claim 1, wherein the salt water solution containing a certain percent of the divalent metal ions by weight includes calcium lactate solution, calcium chloride solution, calcium gluconate solution, poly-glutamic acid calcium solution, calcium carbonate solution, and calcium sulfate solution.

9. The film as claimed in claim 1, wherein the certain percent of the divalent metal ions by weight ranges from 0.01% to 50% by weight.

10. The film as claimed in claim 1, wherein the certain percent of the divalent metal ions by weight ranges from 1% to 10% by weight.

11. The film as claimed in claim 1, wherein the alginate membrane is integrated with the film carrier when the surface of the film carrier is a rough surface.

12. The film as claimed in claim 1, wherein the alginate membrane is separated from the film carrier when the surface of the film carrier is a smooth surface.

13. The film as claimed in claim 1, wherein the alginate solution is added with additives including nutrients in cosmetics, essences in cosmetics, and drug solutions in cosmetics or pigments.

14. A manufacturing method of a film containing at least one alginate membrane comprising the steps of:

(a) providing a film carrier that absorbs liquid, an alginate solution containing a certain percent of sodium alginate or potassium alginate by weight and a salt water solution containing a certain percent of divalent metal ions by weight;
(b) using at least two separate and successive processes to coat a layer of the alginate solution and a layer of the salt water solution respectively on at least one surface of the film carrier;
(c) crosslinking the alginate in the alginate solution with the divalent metal ions in the salt water solution on the surface of the film carrier so as to produce an alginate membrane that is a hydrogel complex membrane having a network structure, formed on the surface of the film carrier, or formed infiltrating into the surface of the film carrier.

15. The method as claimed in claim 14, wherein the film carrier is non-woven fabric, textile, a porous sponge film, or a plastic film.

16. The method as claimed in claim 14, wherein the film carrier is made from synthetic fibers, natural fibers, high molecular polymers or their combinations.

17. The method as claimed in claim 14, wherein the synthetic fibers include polyethylene terephthalate (PET), nylon, acrylics, polypropylene (PP), and poly lactic acid (PLA).

18. The method as claimed in claim 14, wherein the natural fibers include cotton, linen, wool, and silk.

19. The method as claimed in claim 14, wherein the certain percent of sodium alginate or potassium alginate in the alginate solution by weight ranges from 0.01% to 20% by weight.

20. The method as claimed in claim 14, wherein the certain percent of sodium alginate or potassium alginate in the alginate solution by weight ranges from 1% to 5% by weight.

21. The method as claimed in claim 14, wherein the salt water solution containing a certain percent of the divalent metal ions by weight includes calcium lactate solution, calcium chloride solution, calcium gluconate solution, poly-glutamic acid calcium solution, calcium carbonate solution, and calcium sulfate solution.

22. The method as claimed in claim 14, wherein the certain percent of the divalent metal ions by weight ranges from 0.01% to 50% by weight.

23. The method as claimed in claim 14, wherein the certain percent of the divalent metal ions by weight ranges from 1% to 10% by weight.

24. The method as claimed in claim 14, wherein the alginate membrane is integrated with the film carrier when the surface of the film carrier is a rough surface.

25. The method as claimed in claim 14, wherein alginate membrane is separated from the film carrier when the surface of the film carrier is a smooth surface.

26. The method as claimed in claim 14, wherein in the step (b), a layer of the alginate solution is firstly coated on the at least one surface of the film carrier and then a layer of the salt water solution is coated over the layer of the alginate solution.

27. The method as claimed in claim 14, wherein in the step (b), a layer of the water salt solution is firstly coated on the at least one surface of the film carrier and then a layer of the alginate solution is coated over the layer of the alginate solution.

28. The method as claimed in claim 14, wherein in the step (b), a previous coating is performed by soaking and the next coating is performed by spray coating.
29. The method as claimed in claim 14, wherein after the crosslinking in the step (c) being completed, the method further includes a step of performing a spray coating process of the alginate solution and a spray coating process of the salt water solution in order on the surface of the film carrier for crosslinking and increasing thickness of the alginate membrane.

30. The method as claimed in claim 14, wherein alginate solution is added with additives including nutrients in cosmetics, essences in cosmetics, and drug solutions in cosmetics or pigments.
(a) Providing a film carrier that absorbs liquid, an alginate solution containing a certain percent of sodium alginate or potassium alginate by weight (wt%) and a salt water solution containing a certain percent of divalent metal ions such as calcium ions by weight (wt%).

(b) Using at least two separate and successive processes to coat a layer of the alginate solution and a layer of the salt water solution respectively on at least one surface of the film carrier.

(c) Crosslinking the alginate in the alginate solution with the divalent metal ions in the salt water solution on the surface of the film carrier so as to form a hydrogel alginate membrane having a network structure, formed on the surface of the film carrier.

FIG. 4
(a) Providing a film carrier that absorbs liquid, an alginate solution containing a certain percent of sodium alginate or potassium alginate by weight (wt%) and a salt water solution containing a certain percent of divalent metal ions such as calcium ions by weight (wt%).

(b) Firstly at least one surface of the film carrier is coated with a layer of the alginate solution. Then a layer of the salt water solution is coated over the layer of the alginate solution.

(c) Crosslinking the alginate in the alginate solution with the divalent metal ions in the salt water solution on the surface of the film carrier so as to form a hydrogel alginate membrane having a network structure, formed on the surface of the film carrier.

FIG. 5
(a) Providing a film carrier that absorbs liquid, an alginate solution containing a certain percent of sodium alginate or potassium alginate by weight (wt%) and a salt water solution containing a certain percent of divalent metal ions such as calcium ions by weight(wt%).

(b) At least one surface of the film carrier is coated with a layer of the salt water solution and then a layer of an alginate solution is coated over the layer of the salt water solution.

(c) Crosslinking the alginate in the alginate solution with the divalent metal ions in the salt water solution on the surface of the film carrier so as to form a hydrogel alginate membrane having a network structure, formed on the surface of the film carrier.

FIG. 6
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

See the extra sheet
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: C08J, A61L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

CNPAT, CNKL, WPI, EPDOC: film, alginate, calcium, crosslink+, fibre, coat+

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US5470576A(KENDALL CO) 28 Nov.1995(28.11.1995) Description, column 5, line 16 to column 6, line 63</td>
<td>1-30</td>
</tr>
<tr>
<td>A</td>
<td>CN1915440A(YUANZI HI-TECH CO LTD) 21 Feb.2007(21.02.2007) the whole document</td>
<td>1-30</td>
</tr>
<tr>
<td>A</td>
<td>CN10103564A(UNIV QINGDAO) 12 Sep.2007(12.09.2007) the whole document</td>
<td>1-30</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☑ See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search: 10 May 2012 (10.05.2012)
Date of mailing of the international search report: 28 June 2012 (28.06.2012)

Name and mailing address of the ISA
State Intellectual Property Office of the P. R. China
No. 6, Xitucheng Road, Jintianqiao
Haidian District, Beijing 100088, China
Facsimile No. (86-10)6206451

Authorized officer: ZHAO, Jie
Telephone No. (86-10)62084695

Form PCT/ISA/210 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Patent Documents referred in the Report</th>
<th>Publication Date</th>
<th>Patent Family</th>
<th>Publication Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US5470576A</td>
<td>28.11.1995</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP0243069B1</td>
<td>11.11.1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE3782529G</td>
<td>17.12.1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES2035857T</td>
<td>01.05.1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP0243069B2</td>
<td>09.06.1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IE60584B</td>
<td>27.07.1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IE871016L</td>
<td>17.10.1987</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU601726B</td>
<td>20.09.1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT82142T</td>
<td>15.11.1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE3782529T</td>
<td>03.02.2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG39493G</td>
<td>11.06.1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GR3006596T</td>
<td>30.06.1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK64393A</td>
<td>09.07.1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GR3031131T</td>
<td>31.12.1999</td>
</tr>
<tr>
<td>CN101033564A</td>
<td>12.09.2007</td>
<td>CN100457990C</td>
<td>04.02.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU3750495A</td>
<td>23.05.1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB2308846A</td>
<td>09.07.1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JPH10507942</td>
<td>04.08.1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB2308846B</td>
<td>27.01.1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP0788380B1</td>
<td>30.06.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE69533227E</td>
<td>05.08.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES2221931T</td>
<td>16.01.2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE69533227T</td>
<td>07.07.2005</td>
</tr>
</tbody>
</table>
## INTERNATIONAL SEARCH REPORT

### A. CLASSIFICATION OF SUBJECT MATTER

A61L 15/28 (2006.01) i
C08J 5/18 (2006.01) i
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader's convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 6201164 B [0003]
• GB 9419572 A [0003]
• GB 9501514 A [0003]
• GB 9516930 A [0003]
• GB 9502284 W [0003]
• GB 9610106 A [0003]
• GB 9601719 W [0003]
• WO 9703710 A [0003]
• GB 9701098 W [0003]
• DK 9700292 W [0003]
• WO 9802196 A [0003]
• WO 2008072817 A [0003]
• TW 95218502 [0003]
• TW 95218502 [0003]
• TW 201100119 A1 [0003]
• TW 1265814 [0003]