Low complexity and accurate cluster of beams selection

A method at user equipment 'UE', the method comprising: determining one or more radio channel estimates from received signals; selecting a precoding index fulfilling an optimisation criterion based on the one or more radio channel estimates and a reduced precoding matrix, wherein the reduced precoding matrix comprises properties of a single beam for each of one or more polarisation planes, and the reduced precoding matrix corresponds to an expanded precoding matrix comprising properties of a plurality of beams for each of one or more polarisation planes; and transmitting a precoding matrix indicator 'PMI' based on the selected precoding index.
FIELD OF THE TECHNOLOGY

[0001] The present disclosure relates to electronic devices, wireless communication systems, and methods of operation therefore, for facilitating channel state information (CSI) reporting.

BACKGROUND

[0002] The process of dynamically optimising signal and protocol parameters for a given instantaneous channel condition is known as link adaptation. With the example of an evolved Node B (eNb) base station communication with a user equipment (UE), the link adaptation process involves the UE sending feedback information to the eNb with details of channel conditions and suggested protocol parameters. By doing so, the eNb can adjust its transmission parameters to achieve higher throughput of data or increase the coverage.

[0003] One of the parameters sent in CSI reporting is an indication of a preferred precoding for the eNb to use, wherein a well-chosen precoding can allow the eNb to direct its transmission towards the UE’s location.

[0004] Improvements in determining an optimum precoding choice for CSI reporting are desirable.

BRIEF DESCRIPTION OF DRAWINGS

[0005] Examples of the present proposed approach will now be described in detail with reference to the accompanying drawings, in which:

[0006] Figure 1 is a simplified block diagram of an eNb and a UE communicating in an 8x2 antenna configuration in accordance with example embodiments of the present disclosure;

[0007] Figure 2 is an example matrix representing the properties of 32 different 4TxDFT (Discrete Fourier Transform) beams;

[0008] Figure 3 illustrates an example configuration and linear separation of transmission antennas in an eNb;

[0009] Figure 4 shows a polar diagram illustrating the signal strength in the antenna plane of example beams transmitted in an eNb, and also shows a corresponding matrix representing the properties of the beams;

[0010] Figures 5 is a polar diagram illustrating the signal strength in the antenna plane of example beams transmitted in an eNb with different index values;

[0011] Figures 6 is an example precoding matrix, W_1, for an index k=0 ;

[0012] Figures 7 illustrates a comparison of an example precoding matrix, W_1, for a cluster of beams, and a corresponding simplified precoding matrix, W_1,new in accordance with the proposed solution; and

[0013] Figure 8 is a polar diagram illustrating the difference in beam signal strengths of signals defined by an example precoding matrix, W_1, and the signals defined by a corresponding simplified precoding matrix, W_1,new in accordance with the proposed solution.

DETAILED DESCRIPTION

[0014] In one embodiment, the present disclosure provides a method at user equipment 'UE', the method comprising: determining one or more radio channel estimates from received signals; selecting a precoding index fulfilling an optimisation criterion based on the one or more radio channel estimates and a reduced precoding matrix, wherein the reduced precoding matrix comprises properties of a single beam for each of one or more polarisation planes, and the reduced precoding matrix corresponds to an expanded precoding matrix comprising properties of a plurality of beams for each of one or more polarisation planes; and transmitting a precoding matrix indicator 'PMI' based on the selected precoding index.

[0015] While a UE has an expanded precoding matrix defining multiple beams per polarisation plane, performing a selection based on the expanded precoding matrix may be computationally expensive given the large size of the expanded precoding matrix. By using a precoding matrix that defines only one beam per polarisation plane, the size of the reduced precoding matrix is smaller than the expanded precoding matrix and therefore the calculations involved in selecting an optimum precoding index are reduced.

[0016] In some example embodiments the properties of the single beam for each polarisation plane define a beam centred on the plurality of beams for each polarisation plane defined in the corresponding expanded precoding matrix.

[0017] The simplification of the precoding matrix used in the proposed solution is achieved by defining a single centred beam in the reduced precoding matrix, rather than a corresponding cluster of beams. Defining one beam instead of several in the reduced precoding matrix reduces the complexity of calculations at the UE. By choosing a single beam that is at the centre of the corresponding cluster ensures that the overall properties of the single beam are close to the
In some example embodiments the plurality of beams for each polarisation plane is a cluster of beams.

In some example embodiments the properties of the single beam are based on the Discrete Fourier Transform (DFT). The reduced precoding matrix may be a DFT based matrix defining phase shifts which, when applied to signals at transmitters, results in beamformed signals.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index defining a reduced precoding matrix such that a maximum mutual information of transmission link over an effective channel is achieved, wherein the effective channel is a combination of the radio channel estimates and reduced precoding matrices.

In some example embodiments the precoding index defines one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.

In some example embodiments the precoding index defines one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the reduced precoding matrix is of the form \( [X 0; 0 X] \) wherein \( X \) is a Tx1 matrix, where \( T \) is the number of the transmitter antennas.

In some example embodiments the reduced precoding matrix is a \((P*T) \times P\) matrix, where \( T \) is the number of transmitter antennas and \( P \) is the number of different polarisation planes of the received beam signals. The corresponding expanded precoding matrix may be of the form \((P*T) \times (P*T)\).

In some example embodiments the properties of the single beam are based on the Discrete Fourier Transform (DFT). The reduced precoding matrix may be a DFT based matrix defining phase shifts which, when applied to signals at transmitters, results in beamformed signals.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.

In some example embodiments the precoding index satisfies one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.

In some example embodiments the precoding index satisfies one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.

In some example embodiments the precoding index satisfies one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.

In some example embodiments the precoding index satisfies one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.

In some example embodiments the precoding index satisfies one reduced precoding matrix out of a plurality of reduced precoding matrices stored in a codebook.

In some example embodiments the precoding index fulfilling the optimisation criterion is a precoding index \( k \) such that

\[
    k = \arg \max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_{n(k)} \right)
\]

is a reduced precoding matrix selected from the codebook.
required.

[0035] The eNb 101 comprises a number of logical antenna ports 110, and the CSI-RS 106 is placed on eight of these antenna ports, AP15&16, AP17&18, AP19&20, and AP21&22, each using the same resource element (RE) at the same time using code division multiplexing (CDM) and are transmitted to the UE 150 via the physical antenna ports 120.

[0036] The CSI-RS 106 may be transmitted sparsely in time and frequency to preserve backward compatibility with earlier LTE releases. In TM9 up to eight CSI-RS antenna ports can be used, however the proposed solution is not limited to eight antenna ports and may, for example, apply for systems with many more antenna ports.

[0037] The CSI-RS 106 data transmitted to the UE 150 enables the measurement of one channel matrix H 130 per resource block (RB) by the UE 150. The UE 150 may use the measured channel matrix H to select an optimum precoder Wopt such that the mutual information of a transmission link based on an effective channel H_eff = H * Wopt is maximised. A well-selected Wopt may allow a narrow beam to be formed to enhance the signal-noise ratio (SNR) and provide good spatial channel conditions at the location of the UE 150.

[0038] The UE 150 may submit this optimum precoder Wopt to the eNb 101 as a precoding matrix indicator (PMI). The eNb 101 may apply the recommended Wopt 115 such that the PDSCH and DMRS data 105 at logical antenna ports AP7 111 and AP8 112 are precoded by Wopt 115 and subsequently transmitted via the physical antenna ports 120.

[0039] Box 160 illustrates a simplified block diagram showing how the PDSCH and DMRS data 105 are transmitted to the UE 150 such that the effective channel matrix H_eff is equal to H * Wopt.

[0040] In the example embodiment provided, where eight CSI-RS antenna ports and rank \( \leq 2 \) are used, the UE 150 may select an optimum precoding matrix Wopt out of 256 possible candidates per rank. To simplify this selection process, the selecting of an optimum precoding matrix Wopt may be divided into two parts, where the final reported precoder Wopt is a product of two precoding matrices \( W_1 \) and \( W_2 \).

[0041] The UE 150 may include two precoder codebooks, a first codebook containing the possible \( W_1 \) precoding matrices and the second codebook containing the possible \( W_2 \) precoding matrices. There may be 16 \( W_1 \) candidates in the first codebook and 16 \( W_2 \) candidates in the second codebook, so that there are 256 combinations of choice of \( W_1 \) and \( W_2 \) matrices.

[0042] The UE 150 may submit the index identifying \( W_1 \) and the index identifying \( W_2 \) to the eNb 101 separately as the PMI data in different CSI reports. This may be advantageous, as the index identifying \( W_1 \), corresponding to the whole cluster of beams, may not need to be reported as frequently as the \( W_2 \) index, relating to single beams or beam pairs. By reporting the \( W_1 \) index separately from the \( W_2 \) index, the \( W_1 \) index need not be reported more often than necessary, thereby reducing bandwidth usage. In an alternative CSI reporting mode, both precoding matrices may be reported together.

[0043] The \( W_1 \) and \( W_2 \) precoding matrices may correspond to particular channel properties. For example, the \( W_1 \) precoding matrix may target wideband or long term channel properties, or both. Specifically the \( W_1 \) precoding matrix may indicate the correlation properties of the channel. The \( W_1 \) precoding matrix may be an 8x8 matrix containing the properties of a cluster of beams for each of two polarisation planes, where each cluster of beams consists of four adjacent beams. This would correspond to the eight antennas of Figure 1, where four of those antennas are arranged in one polarisation to transmit a four-beam cluster of beams and the other four antennas are arranged in another polarisation to transmit a four-beam cluster of beams.

[0044] As the correlation properties of a cluster of beams are relatively stable over frequency and time, the \( W_1 \) precoding matrix may be reported less frequently than the reporting of the \( W_2 \) precoding matrix.

[0045] The \( W_2 \) precoding matrix may target frequency-selective or short-term channel properties, or both. Such properties may be instantaneous properties of an effective channel, such as phase alignment for constructive combining of transmitted signals on a receiver side, or orthogonalisation of the effective channel. Different to the \( W_1 \) precoding matrix, it may benefit from being reported often and in a frequency-selective manner.

[0046] Such a multi-granular two-stage precoder approach may offer a finer spatial resolution or quantization, while still limiting the feedback overhead by determining a coarse direction of the required beam cluster first, and then selecting an optimum beam within the optimum cluster of beams for each polarisation plane.

[0047] In the example embodiment provided, there are 32 possible beams that can be sent from four transmitter antennas transmitting in the same polarisation plane. The possible beams may be represented by a matrix \( B \) comprising the properties of a number of beams of beam index 0 to 31:

\[
B = [b_0, b_1, ..., b_{31}]
\]

[0048] The properties of the beams may be represented by Discrete Fourier Transforms (DFT) such that the elements of the argument matrix can be represented as:

\[ b_k = [b_{31-k}, ..., b_{1}, b_0] \]
Figure 2 illustrates the fully expanded $B$ matrix 200. Each column of the $B$ matrix 200 represents a single 4TxDFT beam, showing the spatial signature of a uniform linear array (ULA). The 4TxDFT beams defined in each column of $B$ matrix 200 indicate phase shifts that may be performed on the outputs of a ULA so that they constructively and destructively interfere to form a desired beam signal. Each row of the $B$ matrix represents real or complex output weighting factors related to the different transmitter antennas.

Figure 3 illustrates a correlated co-polarised ULA with a distance $0.5\lambda$ (half-wavelength) between antennas 301, 302, 303 and 304. Line 310 provides a reference point for measuring the spatial distribution of beam signals, where line 311 indicates the angular distance from reference line 310 and a point in question. Depending on the applied phase shifts according to the columns of matrix $B$ in Figure 2 the generated beam can be steered in direction, where the first column of matrix $B$ corresponds to the reference line 310 of Figure 3.

Figure 4 visualises the principle of beams and cluster of beams 410 of an example beam cluster on a polar diagram 400 with the $0^\circ$ point corresponding to the reference line 310 of Figure 3. Figure 4 illustrates a first cluster of beams 410 with beam cluster index 0 consisting of beams 401, 402, 403 and 404 with beam indexes of $n=0, 1, 2$ and $3$ respectively. These beams 401, 402, 403 and 404, correspond to the first four columns 430, 431, 432 and 433 of beam matrix $B$ 420. These first four columns define the beam cluster 440 of index 0.

Together, the 16 possible clusters of four-beams cover the whole sector (here a 180 degree sector is assumed). As there are a total of 32 beams covering the whole sector a single cluster of beams covers $1/(32/4) = 1/8$ (12.5%) of the sector area. The 16 clusters of beams are at least partially overlapping. For example, the cluster of beams with index 0 consists of beams 0, 1, 2, and 3, the cluster of beams with index 1 consists of beams 2, 3, 4, and 5, and the cluster of beams with index 15 consists of beams 30, 31, 0, and 1. Each of these correlated beam clusters have beams pointing in substantially the same direction.

Figure 5 is a polar diagram 500 illustrating the spatial signature of four example beams 501, 502, 503 and 504 with different index values of $n=0, 8, 16$ and 24. The polar diagram 500 illustrates how the whole $180^\circ$ sector can be addressed by the beams.

A set of matrices $X(k)$ comprises matrices that define the possible clusters of beams, in this example the 16 possible beam clusters:

$$X(k) = \{b_{2k}\text{mod}32, b_{(2k+1)\text{mod}32}, b_{(2k+2)\text{mod}32}, b_{(2k+3)\text{mod}32} \}, \quad k = 0, 1, \ldots, 15$$

A precoding matrix $W_1$ may then represent a cluster of beams for each polarisation plane in the form of:

$$W_1^{(k)} = \begin{bmatrix} X(k) & 0 \\ 0 & X(k) \end{bmatrix}$$

The precoding matrix $W_1$ may be of the form of a block diagonal matrix, where the non-diagonal block elements are 0 and each of the blocks within the diagonal represent a cluster of beams. In the example of a transmission mode where two different polarisations are used, the first block element of the diagonal may represent the beam cluster to be transmitted in a first polarisation, and the second block element of the diagonal may represent the beam cluster to be transmitted in a second polarisation. For example, a precoding matrix $W_1$ representing the beam cluster of index 0 (410) shown in Figure 4, may be of the form:

$$W_1^{(k=0)} = \begin{bmatrix} b_0 & b_1 & b_2 & b_3 & 0 & 0 & 0 & 0 \\ 0 & 0 & 0 & 0 & b_0 & b_1 & b_2 & b_3 \end{bmatrix}$$

Figure 6 shows the full precoding matrix $W_1$ 600 with beam cluster of index 0. The first block element 610 is the cluster of beams as shown in 440 of Figure 4. The next block element 620 in the diagonal is the DFT of the cluster.
of beams with index 0, but in a different polarisation plane. In this example, it is assumed that the polarisation planes are fully orthogonal such that there is no cross-correlation between the two polarisation planes, resulting in the block diagonal properties of the matrix 600.

A codebook for the precoding matrix $W_1$, also referred to as a first codebook, may comprise a set of precoding matrices $W_1$ where each of the precoding matrices $W_1$ define precoding properties for a different cluster of beams. Such a codebook could be represented as:

$$C_1 = \{W_1^{(0)}, W_1^{(1)}, W_1^{(2)}, \ldots, W_1^{(15)}\}$$

To select an optimum precoding matrix $W_1$, the UE 150 may take each element of the codebook and determine which of these elements, when combined with the channel matrix estimates determined from the CSI-RS data 106, would result the maximum effective channel power.

One example method of determining the optimum precoding matrix $W_1$ is to find the precoding index $k_{opt}$ such that:

$$k_{opt} = \arg\max_k \sum_{n=1}^{n_H} \text{trace}(P_{n,k})$$

where

$$P_{n,k} = (H_n \cdot W_1^{(k)}) \cdot (H_n \cdot W_1^{(k)})^H = H_{eff,n,k} \cdot H_{eff,n,k}^H = \begin{bmatrix} a_{n,k} & b_{n,k} \\ c_{n,k} & d_{n,k} \end{bmatrix}$$

so that

$$k_{opt} = \arg\max_k \sum_{n=1}^{n_H} a_{n,k} + d_{n,k}$$

for $n = 1 \ldots n_H$ and $k = 0 \ldots 15$

In other words, the UE 150 may calculate the value $H_{eff,n,k}$ for each combination of $H_n$ and $W_1^{(k)}$, find the value $P_{n,k}$ for each of these combination, and then determine which value of $k$ results in the greatest sum of the trace of $P_{n,k}$. This value of $k$, $k_{opt}$ indicates the precoding matrix $W_1$ within the first codebook that would result in the greatest mutual information of a transmission link.

However, if the precoding matrix $W_1$ is of the form shown in Figure 6, for example, it would be a large 8x8 matrix defining the properties of four beams for each beam cluster, and all 16 of these large 8x8 matrices would be involved in the calculation of the $P_{n,k}$ and therefore $k_{opt}$, resulting in a large number of computations required at the UE 150. As UEs 150 are often limited in processing power, storage space, and battery capacity, there is a need to ensure that the amount of computations required at the UE is kept at a minimum.

The proposed solution provides a lower complexity strategy for finding an optimum $W_1$ index. Different from the approach of using the full $W_1$ matrix defining all the beams in a cluster per polarisation plane, the proposed solution proposes the use of a single centred beam per polarisation plane, which may be located in the middle of each cluster of beams.

Figure 7 illustrates the difference in a full precoding matrix $W_1$, 700 that shows all the beams in a cluster of beams for each polarisation plane, compared to a reduced precoding matrix $W_{1,new}$ 730 which has only one beam per polarisation plane.

The 'centre' of the beam cluster in the first polarisation plane of the original $W_1$ 700 is represented by line 710. This centred beam is represented by the values of block 740 in the reduced precoding matrix $W_{1,new}$ 730. There are several
techniques for determining the values of this centred beam, for example, it could be made up of the average of values of the second and third beams shown in the cluster of beams of the full precoding matrix W₁, or it may take into account the other beams in the beam cluster as well.

[0067] The line 720 represents the centre of the beam cluster for the second polarisation plane shown in the expanded precoding matrix W₁ 700, and the centred beam representing this cluster of beams in the second polarisation plane is shown in block 750 of the W₁,new precoding matrix 730 of the proposed solution.

[0068] Figure 8 visualises the difference in the beams defined in the original precoding matrix W₁ 700 compared to the corresponding single centred beam of the corresponding reduced precoding matrix 730. The polar diagram 800 shows the four beams 801, 802, 803 and 804 of a beam cluster of index 0. The centred beam 810 is in the middle of these four beams. In the case of highly correlated channels, reducing a beam cluster to a single averaged beam may not reduce the accuracy of subsequent calculations too much as it is still in the same general direction of the original beam cluster as a whole. The reduction in computational complexity, however, by using precoding matrices with only a single beam defined per polarisation plane would be very large, requiring less than 50% of the computational complexity compared to using the larger precoding matrix.

[0069] Highly correlated channels, caused by high antenna correlation, are often necessary in methods such as TM9 in order to realise a multiple user MIMO (MU-MIMO) communication system in an efficient way via Spatial Division Multiple Access (SDMA). Even in the case of medium antenna correlation, the proposed approach has been found to have a 99.24% agreement with the approach using a full W₁ precoding matrix.

[0070] The UE 150 may include three codebooks, one containing the full 8x8 precoding matrices for W₁, another containing the corresponding reduced 8x2 precoding matrices for W₁, and the other containing the W₂ precoding matrices.

[0071] Alternatively, the UE 150 may originally only have the full W₁ and W₂ precoding matrices stored on the device, and may generate a codebook of reduced precoding matrices W₁,new itself based on the original W₁ codebook, before subsequently storing it within the device and using this reduced codebook for the calculation of optimum index for W₁.

[0072] Once the UE 150 has determined the index of an optimum precoding matrix W₁ using the reduced precoding matrices, it may go on to determine the index of an optimum W₂ matrix given the optimum W₁ matrix. In particular, the W₂ may be considered to be a 'selection matrix' where it may select from the optimum W₁ matrix a single or pair of beams (depending on if it is rank=1 or 2) per polarisation plane.

[0073] In an example scenario where there are 16 W₁ precoding matrices to select from, and there are 110 H channel estimates, the UE 150 may process all 110 H matrices with a first precoding matrix W₁(k=0) of the codebook using single centred beam, before repeating this 110 times for each precoding matrix in the codebook. This may be considered as a serial processing implementation of the proposed solution.

[0074] Different to the serial processing implementation, the proposed solution may use parallel processing, such that for each single H matrix, all 16 W₁ matrices are processed in parallel. Using parallel processing in this way may allow the UE 150 to exploit the redundancy in the data of the single centred beams. This may result in a quarter of the multiplications required for calculating the effective channel matrices H_eff = H * W₁ compared to an approach using full precoding matrices and no exploitation of the redundancy found within them.

[0075] To process H_eff = H * W₁ using the serial processing approach, where the W₁ matrices are 8x2 and the H matrices are 2x8 would result in 16 * [4 * (4M + 3A)] = 256M + 192A calculations, where M are complex multiplications and A are complex additions. To process H_eff using parallel processing on the other hand would require only 4 * [4 * (4M + 3A)] = 64M + 192A calculations. Both of these approaches compared to a non-optimized approach using full 8x8 precoding matrices would require substantially less computation power, as such an approach requires 16 * [16 * (4M + 3A)] = 1024M + 768A calculations.

[0076] The overall calculations also require the calculation of |H_eff|^2, which are 16 * [4 * (2M + A)] = 128M + 64A for the serial and parallel approaches of the proposed solution, and 16 * [4 * (8M + 7A)] = 1536M + 1216A for a non-optimized approach using the full 8x8 precoding matrices.

[0077] Assuming that the computational cost of multiplication is 20 times more than the computational cost of addition (i.e. M=20 and A=1), the overall complexity of the serial and parallel approaches to calculating H_eff may be represented by complexity numbers 7936 (384 * 20 + 256 * 1) and 4096 (192 * 20 + 256 * 1) respectively. When compared to the approach using the full 8x8 precoding matrices which has a complexity number of 31936 (1536 * 20 + 1216 * 1), the representative complexity numbers of the serial and parallel proposed solution are 24.85% and 12.83% respectively of the computational cost of the non-optimized traditional approach.

[0078] It is to be understood that the present disclosure includes permutations of combinations of the optional features set out in the embodiments described above. In particular, it is to be understood that the features set out in the appended dependent claims are disclosed in combination with any other relevant independent claims that may be provided, and that this disclosure is not limited to only the combination of the features of those dependent claims with the independent claim from which they originally depend.
Claims

1. A method at user equipment 'UE', the method comprising:
   determining one or more radio channel estimates from received signals;
   selecting a precoding index fulfilling an optimisation criterion based on the one or more radio channel estimates
   and a reduced precoding matrix, wherein the reduced precoding matrix comprises properties of a single beam
   for each of one or more polarisation planes, and the reduced precoding matrix corresponds to an expanded
   precoding matrix comprising properties of a plurality of beams for each of one or more polarisation planes; and
   transmitting a precoding matrix indicator 'PMI' based on the selected precoding index.

2. The method of claim 1, wherein the properties of the single beam for each polarisation plane define a beam centred
   on the plurality of beams for each polarisation plane defined in the corresponding expanded precoding matrix.

3. The method of claim 1 or 2, wherein the plurality of beams for each polarisation plane is a cluster of beams.

4. The method of any preceding claim, wherein the properties of the single beam are based on the Discrete Fourier
   Transform 'DFT'.

5. The method of any preceding claim, wherein the precoding index fulfilling the optimisation criterion is a precoding
   index defining a reduced precoding matrix such that a maximum mutual information of transmission link over an
   effective channel is achieved, wherein the effective channel is a combination of the radio channel estimates and
   reduced precoding matrices.

6. The method of any preceding claim, wherein the precoding index defines one reduced precoding matrix out of a
   plurality of reduced precoding matrices stored in a codebook.

7. The method of claim 6, wherein the precoding index fulfilling the optimisation criterion is a precoding index $k$ such
   
   $k = \arg\max \sum_{n=1}^{N} \text{trace} \left( H_n \cdot W_1^{(k)} \right) \cdot \left( H_n \cdot W_1^{(k)} \right)^{H}$,

   wherein $H_n$ is one of the radio channel estimates and $W_1^{(k)}$ is a reduced precoding matrix selected
   from the codebook.

8. The method of any preceding claim, wherein the received signals are received from a plurality of transmitter antennas
   at a base station for transmitting signals within one or more polarisation planes.

9. The method of claim 8, wherein the reduced precoding matrix is of the form $[X \ 0; \ 0 \ X]$ wherein $X$ is a Tx1 matrix,
   where $T$ is the number of the transmitter antennas.

10. The method of claim 8 or 9, wherein the reduced precoding matrix is a $(P^T \times T) \times P$ matrix, where $T$ is the number of
    transmitter antennas and $P$ is the number of different polarisation planes.

11. The method of any preceding claim, wherein the determining one or more radio channel estimates comprises
    estimating a channel matrix from received reference signal data.

12. The method of any preceding claim, wherein the PMI comprises the selected precoding index.

13. The method of claim 12, wherein the PMI further comprises a second precoding index corresponding to a second
    precoding matrix $W_2$.

14. A user equipment 'UE' comprising computer executable instructions for performing the method of any preceding
    claim.
$\mathbf{B} = \begin{bmatrix}
1 & e^{j\frac{2\pi}{32}} & e^{j\frac{4\pi}{32}} & e^{j\frac{6\pi}{32}} & \cdots & e^{j\frac{60\pi}{32}} & e^{j\frac{62\pi}{32}} \\
1 & e^{j\frac{8\pi}{32}} & e^{j\frac{12\pi}{32}} & e^{j\frac{120\pi}{32}} & \cdots & e^{j\frac{124\pi}{32}} \\
1 & e^{j\frac{12\pi}{32}} & e^{j\frac{18\pi}{32}} & e^{j\frac{180\pi}{32}} & \cdots & e^{j\frac{186\pi}{32}}
\end{bmatrix}_{4\text{Tx}}$

**FIG. 2**

**FIG. 3**
FIG. 4
FIG. 7
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>* paragraph [0020] - paragraph [0021] *</td>
<td></td>
<td>H04L25/03</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0026] - paragraph [0027] *</td>
<td></td>
<td>H04B7/00</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0029] - paragraph [0031] *</td>
<td></td>
<td>H04L1/00</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0004] *</td>
<td></td>
<td>H04B7/04</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0023] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0024] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0034] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0036] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0039] - paragraph [0040] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0055] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>WO 2011/162422 A1 (PANTECH CO LTD [KR]; JIANJUN [KR]; PARK KYOUNGMIN [KR])</td>
<td>1-6,8-14</td>
<td></td>
</tr>
<tr>
<td></td>
<td>29 December 2011 (2011-12-29)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraphs [0036] - [0045] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraphs [0079] - [0086] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0049] *</td>
<td></td>
<td>H04B</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0055] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0069] - paragraph [0070] *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>10 November 2011 (2011-11-10)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0082] - paragraph [0083] *</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.

---

**Place of search:** The Hague

**Date of completion of the search:** 4 September 2013

**Examiner:** Anghel, Paul
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
</table>

The present search report has been drawn up for all claims.

<table>
<thead>
<tr>
<th>Place of search</th>
<th>Date of completion of the search</th>
<th>Examiner</th>
</tr>
</thead>
<tbody>
<tr>
<td>The Hague</td>
<td>4 September 2013</td>
<td>Anghel, Paul</td>
</tr>
</tbody>
</table>

CATEGORY OF CITED DOCUMENTS:
- X: particularly relevant if taken alone
- Y: particularly relevant if combined with another document of the same category
- A: technological background
- O: non-written disclosure
- P: intermediate document
- T: theory or principle underlying the invention
- E: earlier patent document, but published on, or after the filing date
- D: document cited in the application
- L: document cited for other reasons
- A: member of the same patent family, corresponding document
## ANNEX TO THE EUROPEAN SEARCH REPORT
ON EUROPEAN PATENT APPLICATION NO. EP 13 17 2918

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 04-09-2013. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2012269290 A1</td>
<td>25-10-2012</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2592763 A2</td>
<td>15-05-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20120003781 A</td>
<td>11-01-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013114763 A1</td>
<td>09-05-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012005476 A2</td>
<td>12-01-2012</td>
</tr>
<tr>
<td>WO 2011162422 A1</td>
<td>29-12-2011</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2011305263 A1</td>
<td>15-12-2011</td>
<td>TW 201208283 A</td>
<td>16-02-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011305263 A1</td>
<td>15-12-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011159217 A1</td>
<td>22-12-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011140062 A1</td>
<td>10-11-2011</td>
</tr>
<tr>
<td>WO 2011124012 A1</td>
<td>13-10-2011</td>
<td>CN 102714647 A</td>
<td>03-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2556638 A1</td>
<td>13-02-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 201220746 A</td>
<td>16-05-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013058424 A1</td>
<td>07-03-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011124012 A1</td>
<td>13-10-2011</td>
</tr>
<tr>
<td>US 2011080969 A1</td>
<td>07-04-2011</td>
<td>CN 102668434 A</td>
<td>12-09-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2494730 A1</td>
<td>05-09-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 201141120 A</td>
<td>16-11-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011080969 A1</td>
<td>07-04-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011039725 A1</td>
<td>07-04-2011</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/62