A polymer composition comprising a polyolefin produced in a high pressure process, a high pressure process and an article

The invention relates to a polymer composition with improved DC electrical properties, to a method for producing the polymer composition and to a cable surrounded by at least one layer comprising the polymer composition.
Description

Field of invention

[0001] The invention relates to a polymer composition comprising a polyolefin, a process for producing a polyolefin in a high pressure process and to an article, preferably a cable for wire or cable (W&C) applications, produced using the polymer composition, as well as the use of the polyolefin in power cable layer.

Background art

[0002] Polyolefins produced in a high pressure (HP) process are widely used in demanding polymer applications wherein the polymers must meet high mechanical and/or electrical requirements. For instance in power cable applications, particularly in medium voltage (MV) and especially in high voltage (HV) and extra high voltage (EHV) cable applications the electrical properties of the polymer composition has a significant importance. Furthermore, the electrical properties may differ in different cable applications, as is the case between alternating current (AC) and direct current (DC) cable applications.

[0003] A typical power cable comprises a conductor surrounded, at least, by an inner semiconductive layer, an insulation layer and an outer semiconductive layer, in that order.

Space charge

[0004] There is a fundamental difference between AC and DC with respect to electrical field distribution in the cable. The electric field in an AC cable is easily calculated since it depends on one material property only, namely the relative permittivity (the dielectric constant) with a known temperature dependence. The electric field will not influence the dielectric constant. On the other hand, the electric field in a DC cable is much more complex and depends on the conduction, trapping and build-up of electric charges, so called space charges, inside the insulation. Space charges inside the insulation will distort the electric field and may lead to points of very high electric stress, possibly that high that a dielectric failure will follow.

[0005] Preferably there should be no space charges present as it will make it possible to easily design the cable as the electric field distribution in the insulation will be known.

[0006] Normally space charges are located close to the electrodes; charges of the same polarity as the nearby electrode are called homocharges, charges of opposite polarity are called heterocharges. The heterocharges will increase the electric field at this electrode, homocharges will instead reduce the electric field.

Electrical conductivity

[0007] The DC electrical conductivity is an important material property e.g. for insulating materials for HV DC cables. First of all, the strong temperature and electric field dependence of this property will influence the electric field distribution via space charge build-up as described above. The second issue is the fact that heat will be generated inside the insulation by the electric leakage current flowing between the inner and outer semiconductive layers. This leakage current depends on the electric field and the electric conductivity of the insulation. High conductivity of the insulating material can even lead to thermal runaway under high stress/high temperature conditions. The conductivity must therefore be kept as low as possible to avoid thermal runaway.

Compressor lubricants

[0008] HP process is typically operated at high pressures up to 4000 bar. In known HP reactor systems the starting monomer(s) need to be compressed (pressurised) before introduced to the actual high pressure polymerisation reactor. Compressor lubricants are conventionally used in the hyper-compressor(s) for cylinder lubrication to enable the mechanically demanding compression step of starting monomer(s). It is well known that small amounts of the lubricant normally leaks through the seals into the reactor and mixes with the monomer(s). In consequence the reaction mixture contains traces (up to hundreds of ppm) of the compressor lubricant during the actual polymerisation step of the monomer(s). These traces of compressor lubricants can have an effect on the electrical properties of the final polymer.

[0009] As examples of commercial compressor lubricants e.g. polyalkylene glycol (PAG): $R \cdot \left[C_\text{x} \cdot R \cdot H_\text{2} \cdot O\right]_\text{n} \cdot H$, wherein $R$ can be H or straight chain or branched hydrocarbyl and x, y, x, n are independent integers that can vary in a known manner, and lubricants based on a mineral oil (by-product in the distillation of petroleum) can be mentioned. Compressor lubricants which are based on mineral oils that meet the requirements set for the white mineral oil in European Directive 2002/72/EC, Annex V, for plastics used in food contact, are used e.g. for polymerising polymers especially for the food
and pharmaceutical industry. Such mineral oil-based lubricants contain usually lubricity additive(s) and may also contain other type of additive(s), such as antioxidants.

WO2009012041 of Dow discloses that in high pressure polymerisation process, wherein compressors are used for pressurising the reactants, i.e. one or more monomer(s), the compressor lubricant may have an effect on the properties of the polymerised polymer. The document describes the use of a polyol polyether which comprises one or none hydroxyl functionality as a compressor lubricant for preventing premature crosslinking particularly of silane-modified HP polyolefins. WO2009012092 of Dow discloses a composition which comprises a HP (i) polyolefin free of silane functionality and (ii) a hydrophobic polyether polyol of PAG type wherein at least 50% of its molecules comprise no more than a single hydroxyl functionality. The component (ii) appears to originate from a compressor lubricant. The composition is i.a. for W&C applications and is stated to reduce dielectrical losses in MV and HV power cables, see page 2, paragraph 0006.

In both applications it is stated that hydrophilic groups (e.g. hydroxyl groups) present in the compressor lubricant can result in increased water uptake by the polymer which in turn can increase electrical losses or, respectively, pre-mature scorch, when the polymer is used as a cable layer material. The problems are solved by a specific PAG type of lubricant with reduced amount of hydroxyl functionalities.

There is a continuous need in the polymer field to find polymers which are suitable for demanding polymer applications such as wire and cable applications with high requirements and stringent regulations.

Objects of the invention

One of the objects of the present invention is to provide an alternative polymer composition which comprises a polyolefin with highly advantageous properties for use in a cable layer, preferably in a layer of an alternating current (AC) or direct current (DC) cable, more preferably in a layer of a DC cable.

A further object of the invention is to provide a process for polymerising a polyolefin in a high pressure reactor resulting in a polyolefin with highly advantageous properties for use in a cable layer, preferably in a layer of an AC or DC cable, more preferably in a layer of a DC cable.

Another object of the invention is to provide a power cable wherein at least one layer comprises a polymer composition comprising a polyolefin, which is preferably obtainable by a high pressure process and has highly advantageous properties for use in a cable layer, preferably in a layer of an AC or DC cable, more preferably in a layer of a DC cable.

Moreover, the invention provides a method for improving the electrical properties of a polymer composition comprising a polyolefin, which is preferably obtainable by a high pressure process.

The invention and further objects thereof are described and defined in details below.

Description of the invention

The present invention provides a polymer composition comprising a polyolefin, wherein the polymer composition has an electric conductivity of 0.50 x 10^-15 S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described below under "Determination Methods".

The polymer composition of the invention is also referred herein as "Polymer composition" or "polymer composition".

The unexpectedly low electrical conductivity of the Polymer composition is very advantageous i.a. for power cable applications and highly preferable for DC cable applications. The invention is particularly advantageous for DC power cables.

The polyolefin of the Polymer composition is preferably obtainable by a high pressure process.

As well known the high pressure reactor system typically comprises a compression zone for a) compressing one or more starting monomer(s) in one or more compressor(s) which are also known as hyper-compressor(s), a polymerisation zone for b) polymerising the monomer(s) in one or more polymerisation reactor(s) and a recovery zone for c) separating unreacted products in one or more separators and for recovering the separated polymer. Moreover, the recovery zone of the HP reactor system typically comprises a mixing and pelletising section, such as pelletising extruder, after the separator(s), for recovering the separated polymer in form of pellets. The process is described in more details below.

It has now surprisingly been found that when in a HP reactor system for compressing the starting monomer(s) a compressor lubricant comprising a mineral oil is used in compressors for cylinder lubrication, then the resulting polyolefin has highly advantageous electrical properties such as reduced, i.e. low, electrical conductivity which is preferably as defined above and below. This is unexpected, since mineral oils are conventionally used for producing polymers for medical and food industry, wherein health aspects are of concern, and not the reduced conductivity, as required for W&C applications.

Compressor lubricant means herein a lubricant used in compressor(s), i.e. in hypercompressor(s), for cylinder
"Reduced" or "low" electrical conductivity as used herein interchangeably mean that the value obtained from the DC conductivity method is low, i.e. reduced.

Accordingly the polyolefin of the Polymer composition is preferably obtainable by a high pressure process comprising

(a) compressing one or more monomer(s) under pressure in a compressor, using a compressor lubricant for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

The invention further provides method for reducing, i.e. providing low, electric conductivity of a Polymer composition comprising a polyolefin, wherein the method comprises the step of producing the polyolefin in a high pressure process comprising:

(a) compressing one or more monomer(s) under pressure in a compressor, using a compressor lubricant for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) a compressor lubricant is used which comprises a mineral oil.

A preferred embodiment of this method the electric conductivity of a polymer composition of a cable, preferably of a direct current (DC) power cable, comprising a conductor which is surrounded at least by an insulation layer, preferably at least by an inner semiconductive layer, an insulation layer and an outer semiconductive layer, is reduced by using the polymer composition of the invention for producing at least the insulation layer.

The invention further provides an article comprising the Polymer composition as defined above or below. The preferred article is a power cable, preferably a direct current (DC) power cable.

The expressions "obtainable by the process" or "produced by the process" are used herein interchangeably and mean the category "product by process", i.e. that the product has a technical feature which is due to the preparation process.

The invention also provides, independently from the above first cable, a second power cable, preferably direct current (DC) power cable, comprising a conductor surrounded by one or more layers, wherein at least one of said layer(s) comprises a polymer composition comprising a polyolefin which is obtainable by a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, using a compressor lubricant for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

The expressions "obtainable by the process" or "produced by the process" are used herein interchangeably and mean the category "product by process", i.e. that the product has a technical feature which is due to the preparation process.
Compressor lubricant

The compressor lubricant used in the polymerization process for producing the preferred polyolefin of the Polymer composition comprises mineral oil which is a known petroleum product. Mineral oils have a well known meaning and are used i.a. for lubrication in commercial lubricants. "Compressor lubricant comprising a mineral oil" and "mineral oil-based compressor lubricants" are used herein interchangeably.

Mineral oil can be a synthetic mineral oil which is produced synthetically or a mineral oil obtainable from crude oil refinery processes. Typically, mineral oil, known also as liquid petroleum, is a by-product in the distillation of petroleum to produce gasoline and other petroleum based products from crude oil.

The mineral oil of the compressor lubricant of the invention is preferably a paraffinic oil. Such paraffinic oil is derived from petroleum based hydrocarbon feedstocks.

Mineral oil is preferably the base oil of the compressor lubricant. The compressor lubricant may comprise other components, such as lubricity additive(s), viscosity builders, antioxidants, other additive(s) or any mixtures thereof, as well known in the art.

More preferably, the compressor lubricant comprises a mineral oil which is conventionally used as compressor lubricants for producing plastics, e.g. LDPE, for food or medical industry, more preferably the compressor lubricant comprises a mineral oil which is a white oil. Even more preferably the compressor lubricant comprises white oil as the mineral oil and is suitable for the production of polymers for food or medical industry. White oil has a well known meaning. Moreover such white oil based compressor lubricants are well known and commercially available. Even more preferably the white oil meets the requirements for a food or medical white oil.

It is preferred that any mineral oil present in the Polymer composition of the invention originates from the compressor lubricant used in the process equipment during the polymerisation process of the polyolefin. Accordingly, it is preferred that no mineral oil is added to the Polymer composition or to the polyolefin after the polymerisation thereof.

Mineral oil comprises a mineral oil which is a known petroleum product. Mineral oils have a well known meaning and are used i.a. for lubrication in commercial lubricants. "Compressor lubricant comprising a mineral oil" and "mineral oil-based compressor lubricants" are used herein interchangeably.

The compressor lubricant used in the polymerization process for producing the preferred polyolefin of the Polymer composition comprises mineral oil which is a known petroleum product. Mineral oils have a well known meaning and are used i.a. for lubrication in commercial lubricants. "Compressor lubricant comprising a mineral oil" and "mineral oil-based compressor lubricants" are used herein interchangeably.

Mineral oil can be a synthetic mineral oil which is produced synthetically or a mineral oil obtainable from crude oil refinery processes. Typically, mineral oil, known also as liquid petroleum, is a by-product in the distillation of petroleum to produce gasoline and other petroleum based products from crude oil.

The mineral oil of the compressor lubricant of the invention is preferably a paraffinic oil. Such paraffinic oil is derived from petroleum based hydrocarbon feedstocks.

Mineral oil is preferably the base oil of the compressor lubricant. The compressor lubricant may comprise other components, such as lubricity additive(s), viscosity builders, antioxidants, other additive(s) or any mixtures thereof, as well known in the art.

More preferably, the compressor lubricant comprises a mineral oil which is conventionally used as compressor lubricants for producing plastics, e.g. LDPE, for food or medical industry, more preferably the compressor lubricant comprises a mineral oil which is a white oil. Even more preferably the compressor lubricant comprises white oil as the mineral oil and is suitable for the production of polymers for food or medical industry. White oil has a well known meaning. Moreover such white oil based compressor lubricants are well known and commercially available. Even more preferably the white oil meets the requirements for a food or medical white oil.

It is preferred that the compressor lubricant is according to each of the above three embodiments 1-3.


The compressor lubricant of the invention can be a commercially available compressor lubricant or can be produced by conventional means, and is preferably a commercial lubricant used in high pressure polymerisation processes for producing plastics for medical or food applications. Non-exhaustive examples of preferable commercially available compressor lubricants are e.g. Exxonco R Series compressor lubricant for production of polyethylene used in food contact and supplied i.a. by ExxonMobil, Shell Corena for producing polyethylene for pharmaceutical use and supplied by Shell, or CL-1000-SONO-EU, supplied by Sonneborn.

The compressor lubricant contains preferably no polyalkyleneglycol based components.

It is preferred that any mineral oil present in the Polymer composition of the invention originates from the compressor lubricant used in the process equipment during the polymerisation process of the polyolefin. Accordingly, it is preferred that no mineral oil is added to the Polymer composition or to the polyolefin after the polymerisation thereof.

Traces of the mineral oil originating from the compressor lubricant and present, if any, in the produced polyolefin would typically amount in maximum of up to 0.4 wt% based on the amount of the polyolefin. The given limit is the absolute maximum based on the calculation of the worst scenario where all the lost compressor lubricant (average leakage) would go to the final polyolefin. Such worst scenario is unlikely and normally the resulting polyolefin contains clearly lower level
of the mineral oil.

[0051] The compressor lubricant of the invention is used in a conventional manner and well known to a skilled person for the lubrication of the compressor(s) in the compressing step (a) of the invention.

[0052] Polyolefin

[0053] The following preferable embodiments, properties and subgroups of the polyolefin component suitable for the Polymer composition are generalisable so that they can be used in any order or combination to further define the preferable embodiments of the Polymer composition.

[0054] The polyolefin of the Polymer composition is preferably produced in a high pressure process. The term polyolefin means both an olefin homopolymer and a copolymer of an olefin with one or more comonomer(s). As well known "comonomer" refers to copolymerisable comonomer units.

[0055] More preferably the polyolefin is a polyethylene produced in a high pressure process, more preferably a low density polyethylene (LDPE) polymer selected from LDPE homopolymer or LDPE copolymer of ethylene with one or more comonomer(s). The meaning of LDPE polymer is well known and documented in the literature. Although the term LDPE is an abbreviation for low density polyethylene, the term is understood not to limit the density range, but covers the LDPE-like polyethylenes with low, medium and higher densities. The term LDPE describes and distinguishes only the nature of HP polyethylenes with typical features, such as different branching architecture, compared to the PE produced in the presence of an olefin polymerisation catalyst.

[0056] In case of polyolefin copolymer, preferably LDPE copolymer of ethylene, the one or more comonomer(s) may be selected from non-polar comonomer(s) or polar comonomer(s), or from any mixtures thereof, as well known.

[0057] As the polar comonomer, comonomer(s) containing hydroxy group(s), alkoxy group(s), carbonyl group(s), ether group(s) or ester group(s), or a mixture thereof, can be used. More preferably, comonomer(s), if present, containing carboxyl and/or ester group(s) are used as said polar comonomer. Still more preferably, the polar comonomer(s) of the polyolefin, preferably of a LDPE copolymer of ethylene, is selected from the groups of acrylate(s), methacrylate(s) or acetate(s), or any mixtures thereof. If present in said polyolefin, preferably in a LDPE copolymer of ethylene, the polar comonomer(s) is preferably selected from the group of alkyl acrylates, alkyl methacrylates or vinyl acetate, or a mixture thereof. Further preferably, said polar comonomers are selected from C1- to C6-alkyl acrylates, C1- to C6-alkyl methacrylates or vinyl acetate. Still more preferably, said polyolefin, preferably a LDPE copolymer of ethylene, is a copolymer of ethylene with C1- to C4-alkyl acrylate, such as methyl, ethyl, propyl or butyl acrylate, or vinyl acetate, or any mixture thereof.

[0058] Non-polar comonomer means herein comonomer(s) which do not contain hydroxy group(s), alkoxy group(s), carbonyl group(s), carboxyl group(s), ether group(s) or ester group(s). Preferred non-polar comonomer(s) are selected from the group comprising, preferably consisting of, monounsaturated (= one double bond) comonomer(s), preferably olefins, preferably alpha-olefins, more preferably C3- to C10-alpha-olefins, such as propylene, 1-butene, 1-hexene, 4-methyl-1-pentene, styrene, 1-octene, 1-nonene; polyunsaturated (= more than one double bond) comonomer(s); a silane group containing comonomer(s), or any mixtures thereof. Polysaturated comonomer(s) are further described below under Process.

[0059] If the LDPE polymer is a copolymer, it preferably comprises 0.001 to 50 wt.-%, more preferably 0.05 to 40 wt.-%, still more preferably less than 35 wt.-%, still more preferably less than 30 wt.-%, more preferably less than 25 wt.-%, of one or more comonomer(s).

[0060] The polyolefin, preferably a LDPE polymer, may optionally have an unsaturation which preferably originates from vinyl groups, vinylidene groups and trans-vinylene groups. The unsaturation can be provided by polymerizing monomer, preferably ethylene, in the presence of a chain transfer agent (CTA), which introduces double bonds, e.g. vinyl groups to the polymer chain, or in the presence of one or more polysaturated comonomer(s), as mentioned above, and optionally in the presence of a chain transfer agent which introduces e.g. vinyl groups to the polymer chain. The unsaturated polyolefins and the preferable unsaturated LDPE polymers are well known. The unsaturation level can be influenced by the selected polymerization conditions such as peak temperatures and pressure, as well known in the field.

[0061] It is well known that e.g. propylene can be used as a comonomer or as a chain transfer agent (CTA), or both, whereby it can contribute to the total amount of the C-C double bonds, preferably to the total amount of the vinyl groups. Herein, when a compound which can also act as comonomer, such as propylene, is used as CTA for providing double bonds, then said copolymerisable comonomer is not calculated to the comonomer content.

[0062] Typically, and preferably in W&C applications, the density of the ethylene homo- or copolymer as said polyolefin, preferably of a LDPE polymer, is higher than 0.860 g/cm³. Preferably the density of the ethylene homo- or copolymer is not higher than 0.960 g/cm³. The MFR (2.16 kg, 190 °C) of the ethylene homo- or copolymer as said preferred polymer is preferably from 0.01 to 50 g/10min, more preferably is from 0.1 to 20 g/10min, and most preferably is from 0.2 to 10 g/10min.

[0063] The preferred polyolefin of the invention is a LDPE homopolymer or LDPE copolymer as defined above, which may optionally be unsaturated. If the LDPE homopolymer is unsaturated, then the unsaturation is provided by a chain
transfer agent (CTA) and/or by polymerization conditions. If the LDPE copolymer is unsaturated, then the unsaturation can be provided by one or more of the following means: by a chain transfer agent (CTA), by one or more polyunsaturated comonomer(s) and/or by polymerization conditions. In case of LDPE copolymer, it is preferably an unsaturated LDPE copolymer of ethylene with at least one polyunsaturated comonomer, preferably a diene, and optionally with other comonomer(s), such as polar comonomer(s) which is preferably selected from acrylate or acetoate comonomer(s), more preferably an unsaturated LDPE copolymer of ethylene with a polyunsaturated comonomer, preferably a diene.

[0064] Process

[0065] The high pressure (HP) process is the preferred process for producing a polyolefin of the Polymer composition, preferably a low density polyethylene (LDPE) polymer selected from LDPE homopolymer or LDPE copolymer of ethylene with one or more comonomers.

[0066] The invention further provides a process for polymerising a polyolefin in a high pressure process which comprises the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone(s),
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) a compressor lubricant comprises a mineral oil including the preferable embodiments thereof.

[0067] Accordingly, the polyolefin of the invention is preferably produced at high pressure by free radical initiated polymerisation (referred to as high pressure radical polymerization). The preferred polyolefin is LDPE homopolymer or LDPE copolymer of ethylene with one or more comonomer(s), as defined above. The LDPE polymer obtainable by the process of the invention preferably provides the advantageous electrical properties as defined above or below. The high pressure (HP) polymerisation and the adjustment of process conditions for further tailoring the other properties of the polyolefin depending on the desired end application are well known and described in the literature, and can readily be used by a skilled person.

Compression step a) of the process of the invention:

[0068] Monomer, preferably ethylene, with one or more optional comonomer(s), is fed to one or more compressor(s) or intensifiers at compressor zone to compress the monomer(s) up to the desired polymerization pressure and to enable handling of high amounts of monomer(s) at controlled temperature. Typical compressors, i.e. hyper-compressors, for the process can be piston compressors or diaphragm compressors. The compressor zone usually comprises several compressors that can work in series or in parallel. The compressor lubricant of the invention is used for cylinder lubrication in at least one, preferably in all of the hyper-compressor(s), present in the compressor zone. The compression step a) comprises usually 2-7 compression steps, often with intermediate cooling zones. Temperature is typically low, usually in the range of less than 200°C, preferably of less than 100°C. Any recycled monomer, preferably ethylene, and optional comonomer(s) can be added at feasible points depending on the pressure.

Polymerisation step b) of the process:

[0069] Preferred high pressure polymerisation is effected at a polymerisation zone which comprises one or more polymerisation reactor(s), preferably at least a tubular reactor or an autoclave reactor, preferably a tubular reactor. The polymerization reactor(s), preferably a tubular reactor, may comprise one or more reactor zones, wherein different polymerization conditions may occur and/or adjusted as well known in the HP field. One or more reactor zone(s) are provided in a known manner with means for feeding monomer and optional comonomer(s), as well as with means for adding initiator(s) and/or further components, such as CTA(s). Additionally, the polymerization zone may comprise a preheating section which is preceding or integrated to the polymerization reactor. In one preferable HP process the monomer, preferably ethylene, optionally together with one or more comonomer(s) is polymerized in a preferable tubular reactor, preferably in the presence of chain transfer agent(s).

Tubular reactor:

[0070] The reaction mixture is fed to the tubular reactor. The tubular reactor may be operated as a single-feed system (also known as front feed), wherein the total monomer flow from the compressor zone is fed to the inlet of the first reaction zone of the reactor. Alternatively the tubular reactor may be a multifeed system, wherein e.g. the monomer(s), the optional comonomer(s) or further component(s) (like CTA(s)) coming from the compression zone, separately or in any combina-
tions, is/are split to two or more streams and the split feed(s) is introduced to the tubular reactor to the different reaction zones along the reactor. For instance 10-90 % of the total monomer quantity is fed to the first reaction zone and the other 90-10% of the remaining monomer quantity is optionally further split and each split is injected at different locations along the reactor. Also the feed of initiator(s) may be split in two or more streams. Moreover, in a multifeed system the split streams of monomer/comonomer) and/or optional further component(s), such as CTA, and, respectively, the split streams of initiator(s) may have the same or different component(s) or concentrations of the components, or both.

[0071] The single feed system for the monomer and optional comonomer(s) is preferred in the tubular reactor for producing the polyolefin of the invention.

[0072] First part of the tubular reactor is to adjust the temperature of the feed of monomer, preferably ethylene, and the optional comonomer(s); usual temperature is below 200°C, such as 100-200°C. Then the radical initiator is added. As the radical initiator, any compound or a mixture thereof that decomposes to radicals at an elevated temperature can be used. Usable radical initiators, such as peroxides, are commercially available. The polymerization reaction is exothermic. There can be several radical initiator injections points, e.g. 1-5 points, along the reactor usually provided with separate injection pumps. As already mentioned also the monomer, preferably ethylene, and optional comonomer(s), is added at front and optionally the monomer feed(s) can be split for the addition of the monomer and/or optional comonomer(s), at any time of the process, at any zone of the tubular reactor and from one or more injection point(s), e.g. 1-5 point(s), with or without separate compressors.

[0073] Furthermore, one or more CTA(s) are preferably used in the polymerization process of the Polyolefin. Preferred CTA(s) can be selected from one or more non-polar and one or more polar CTA(s), or any mixtures thereof.

[0074] Non-polar CTA, if present, is preferably selected from

i) one or more compound(s) which does not contain a polar group selected from nitrile (CN), sulfide, hydroxyl, alkoxy, aldehyd (HC=O), carbonyl, carboxyl, ether or ester group(s), or mixtures thereof. Non-polar CTA is preferably selected from one or more non-aromatic, straight chain branched or cyclic hydrocarbyl(s), optionally containing a hetero atom such as O, N, S, Si or P. More preferably the non-polar CTA(s) is selected from one or more cyclic alpha-olefin(s) of 5 to 12 carbon or one or more straight or branched chain alpha-olefin(s) of 3 to 12 carbon atoms, more preferably from one or more straight or branched chain alpha-olefin(s) of 3 to 6 carbon atoms. The preferred non-polar CTA is propylene.

[0075] The polar CTA, if present, is preferably selected from

i) one or more compound(s) comprising one or more polar group(s) selected from nitrile (CN), sulfide, hydroxyl, alkoxy, aldehyd (HC=O), carbonyl, carboxyl, ether or ester group(s), or mixtures thereof;

ii) one or more aromatic organic compound(s), or

iii) any mixture thereof.

[0076] Preferably any such polar CTA(s) have up to 12 carbon atoms, e.g. up to 10 carbon atoms preferably up to 8 carbon atoms. A preferred option includes a straight chain or branched chain alkane(s) having up to 12 carbon atoms (e.g. up to 8 carbon atoms) and having at least one nitrile (CN), sulfide, hydroxyl, alkoxy, aldehyd (HC=O), carbonyl, carboxyl or ester group(s).

[0077] More preferably the polar CTA(s), if present, is selected from i) one or more compound(s) containing one or more hydroxyl, alkoxy, HC=O, carbonyl, carboxyl and ester group(s), or a mixture thereof, more preferably from one or more alcohol, aldehyde and/or ketone compound(s). The preferred polar CTA(s), if present, is a straight chain or branched chain alcohol(s), aldehyde(s) or ketone(s) having up to 12 carbon atoms, preferably up to 8 carbon atoms, especially up to 6 carbon atoms, most preferably, isopropanol (IPA), methylethylketone (MEK) and/or propionaldehyde (PA).

[0078] The amount of the preferable CTA(s) is not limited and can be tailored by a skilled person within the limits of the invention depending on the desired end properties of the final polymer. Accordingly, the preferable chain transfer agent(s) can be added in any injection point of the reactor to the polymer mixture. The addition of one or more CTA(s) can be effected from one or more injection point(s) at any time during the polymerization.

[0079] In case the polymerization of the polyolefin is carried out in the presence of a CTA mixture comprising one or more polar CTA(s) as defined above and one or more non-polar CTA(s) as defined above, then the feed ratio by weight% of polar CTA to non-polar CTA is preferably

1 to 99 wt% of polar CTA and
1 to 99wt % of non-polar CTA, based on the combined amount of the feed of polar CTA and the non-polar CTA into the reactor.

[0080] The addition of monomer, comonomer(s) and optional CTA(s) may include and typically includes fresh and recycled feed(s).

[0081] The reactor is continuously cooled e.g. by water or steam. The highest temperature is called peak temperature
and the reaction starting temperature is called initiation temperature.

[0082] Suitable temperatures range up to 400 °C, preferably from 80 to 350°C and pressure from 700 bar, preferably 1000 to 4000 bar, more preferably from 1000 to 3500 bar. Pressure can be measured at least after compression stage and/or after the tubular reactor. Temperature can be measured at several points during all steps. High temperature and high pressure generally increase output. Using various temperature profiles selected by a person skilled in the art will allow control of structure of polymer chain, i.e. Long Chain Branching and/or Short Chain branching, density, branching factor, distribution of comonomers, MFR, viscosity, Molecular Weight Distribution etc.

[0083] The reactor ends conventionally with a valve a so-called production control valve. The valve regulates reactor pressure and depressurizes the reaction mixture from reaction pressure to separation pressure.

Recovering step c) of the process:

Separation:

[0084] The pressure is typically reduced to approx 100 to 450 bar and the reaction mixture is fed to a separator vessel where most of the unreacted, often gaseous, products are removed from the polymer stream. Unreacted products comprise e.g. monomer or the optional comonomer(s), and most of the unreacted components are recovered. The polymer stream is optionally further separated at lower pressure, typically less than 1 bar, in a second separator vessel where more of the unreacted products are recovered. Normally low molecular compounds, i.e. wax, are removed from the gas. The gas is usually cooled and cleaned before recycling.

Recovery of the separated polymer:

[0085] After the separation the obtained polymer is typically in a form of a polymer melt which is normally mixed and pelleted in a pelleting section, such as pelleting extruder, arranged in connection to the HP reactor system. Optionally, additive(s), such as antioxidant(s), can be added in this mixer in a known manner to result in the Polymer composition.


[0087] As to polymer properties, e.g. MFR, of the polymerised Polymer, preferably LDPE polymer, the properties can be adjusted by using e.g. chain transfer agent during the polymerisation, or by adjusting reaction temperature or pressure (which also to a certain extent have an influence on the unsaturation level).

[0088] When an unsaturated LDPE copolymer of ethylene is prepared, then, as well known, the C-C double bond content can be adjusted by polymerising the ethylene e.g. in the presence of one or more polyunsaturated comonomer(s), chain transfer agent(s), process conditions, or any combinations thereof, e.g. using the desired feed ratio between monomer, preferably ethylene, and polyunsaturated comonomer and/or chain transfer agent, depending on the nature and amount of C-C double bonds desired for the unsaturated LDPE copolymer. I.a. WO 9308222 describes a high pressure radical polymerisation of ethylene with polyunsaturated monomers, such as an α,ω- alkadienes, to increase the unsaturation of an ethylene copolymer. The non-reacted double bond(s) thus provides i.a. pendant vinyl groups to the formed polymer chain at the site, where the polyunsaturated comonomer was incorporated by polymerization. As a result the unsaturation can be uniformly distributed along the polymer chain in random copolymerisation manner. Also e.g. WO 9635732 describes high pressure radical polymerisation of ethylene and a certain type of polyunsaturated α,ω-divinylsiloxanes. Moreover, as known, e.g. propylene can be used as a chain transfer agent to provide said double bonds.

Polymer composition

[0089] The Polymer composition of the invention may contain further components such as polymer component(s) and/or additive(s), preferably additive(s), such as antioxidant(s), free radical generating agent(s), such as crosslinking agent(s), e.g. organic peroxide(s), scorch retarder(s) (SR), crosslinking booster(s), stabiliser(s), processing aid(s), flame retardant additive(s), water tree retardant additive(s), acid scavenger(s), inorganic filler(s) and voltage stabilizer(s), as known in the polymer field.

[0090] The Polymer composition comprises preferably conventionally used additive(s) for W&C applications, such as one or more antioxidant(s) and optionally one or more scorch retarder(s), preferably at least one or more antioxidant(s). The used amounts of additives are conventional and well known to a skilled person, e.g. as already described above under "Description of the invention".

[0091] The Polymer composition of the invention comprises typically at least 50 wt%, preferably at least 60 wt%, more preferably at least 70 wt%, more preferably at least 75 wt%, more preferably from 80 to 100 wt% and more preferably
from 85 to 100 wt%, of the polyolefin based on the total weight of the polymer component(s) present in the Polymer composition. The preferred Polymer composition consists of polyolefin as the only polymer component. The expression means that the Polymer composition does not contain further polymer components, but the polyolefin as the sole polymer component. However, it is to be understood herein that the Polymer composition may comprise further components other than polymer components, such as additive(s) which may optionally be added in a mixture with a carrier polymer, i.e. in so called master batch.

The Polymer composition preferably consists of the polyolefin, preferably polyethylene, more preferably LDPE homo or copolymer which may optionally be unsaturated, as the sole polymer component. Preferably, the polyolefin provides the advantageous claimed electrical properties of the invention to the Polymer composition. Accordingly, the polyolefin, preferably polyethylene, more preferably LDPE homo or copolymer which may optionally be unsaturated, of the Polymer composition has an electric conductivity of 0.50 x 10⁻¹⁵ S/m or less, preferably 0.48 x 10⁻¹⁵ S/m or less, 0.40 x 10⁻¹⁵ S/m or less, preferably 0.38 x 10⁻¹⁵ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, as described below under "Determination Methods". More preferably, e.g. in some demanding embodiments, the electric conductivity of the Polymer composition is more preferably of 0.35 x 10⁻¹⁵ S/m or less, preferably 0.30 x 10⁻¹⁵ S/m or less, or even as low as of 0.25 x 10⁻¹⁵ S/m or less, depending on the end application, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, as described below under "Determination Methods".

The Polymer composition preferably consist of the polyolefin, preferably polyethylene, more preferably LDPE homo or copolymer which may optionally be unsaturated, as the sole polymer component. Accordingly, the polyolefin, preferably polyethylene, more preferably LDPE homo or copolymer which may optionally be unsaturated, of the Polymer composition has an electric conductivity of 0.50 x 10⁻¹⁵ S/m or less, preferably 0.48 x 10⁻¹⁵ S/m or less, 0.40 x 10⁻¹⁵ S/m or less, preferably 0.38 x 10⁻¹⁵ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer, as described below under "Determination Methods". More preferably, e.g. in some demanding embodiments, the electric conductivity of the polyolefin, preferably polyethylene, more preferably the optionally unsaturated LDPE homo or copolymer, is more preferably of 0.35 x 10⁻¹⁵ S/m or less, preferably 0.30 x 10⁻¹⁵ S/m or less, or even as low as of 0.25 x 10⁻¹⁵ S/m or less, depending on the end application, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer, as described below under "Determination Methods".

The Polymer composition preferably consist of the polyolefin, preferably polyethylene, more preferably LDPE homo or copolymer which may optionally be unsaturated, as the sole polymer component. The preferred Polymer composition is very suitable for power cables, especially for power cables operating at voltages higher than 1 kV. The voltage applied to the power cable can be alternating (AC), direct (DC), or transient (impulse). The polymer composition of the invention is very suitable for power cables, especially for power cables operating at voltages higher than 6 kV to 36 kV (known as medium voltage (MV) cables) and power cables operating at voltages higher than 36 kV, known as high voltage (HV) cables and extra high voltage (EHV) cables, which EHV cables operate, as well known, at very high voltages. The terms have well known meanings and indicate the operating level of such cables. For HV and EHV DC power cables the operating voltage is defined herein as the electric voltage between ground and the conductor of the high voltage cable. HV DC power cable and EHV DC power cable can operate e.g. at voltages of 40 kV or higher, even at voltages of 50 kV or higher. EHV DC power cables operate at very high voltage ranges e.g. as high as up to 800 kV, however without limiting thereto.

The new Polymer composition of the invention is highly useful in wide variety of end applications of polymers. The preferred use of the Polymer composition is in W&C applications, more preferably in one or more layers of a power cable.
In addition to reduced electrical conductivity, the Polymer composition has preferably also very good space charge properties which are advantageous for power cables, particularly for DC power cables.

The invention further provides the use of the polyolefin of the invention, which is obtainable by the high pressure (HP) process of the invention, for producing a power cable, preferably a DC power cable. Also the use of a polyolefin which is obtainable by the HP process of the invention in at least one layer, preferably at least in an insulation layer, of a DC power cable is provided. Naturally the polyolefin is used in the polymer composition of the invention.

The invention further provides the use of the polyolefin of the invention, which is obtainable by the high pressure (HP) process of the invention, for producing a power cable, preferably a DC power cable. Also the use of a polyolefin which is obtainable by the HP process of the invention in at least one layer, preferably at least in an insulation layer, of a DC power cable is provided. Naturally the polyolefin is used in the polymer composition of the invention.

The first independent Power cable, preferably a direct current (DC) power cable, comprises a conductor surrounded by one or more layers, wherein at least one of said layer(s) comprises a polymer composition comprising a polyolefin as defined above which is obtainable by a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) a compressor lubricant comprises a mineral oil as defined above.

The second independent Power cable, preferably a direct current (DC) power cable, comprises a conductor surrounded by one or more layers, wherein at least one of said layer(s) comprises a polymer composition comprising a polyolefin as defined above, wherein the polymer composition, preferably the polyolefin, has an electric conductivity of $0.50 \times 10^{-15}$ S/m or less, preferably of $0.48 \times 10^{-15}$ S/m or less, preferably of $0.40 \times 10^{-15}$ S/m or less, more preferably $0.38 \times 10^{-15}$ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, or respectively the polyolefin, as described below under "Determination Methods". More preferably, the polymer composition of the power cable has the electric conductivity of $0.35 \times 10^{-15}$ S/m or less, preferably of $0.30 \times 10^{-15}$ S/m or less, or even as low as of $0.25 \times 10^{-15}$ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, as described below under "Determination Methods".

The preferred Power cable, preferably a direct current (DC) Power cable, comprises a conductor surrounded by one or more layers, wherein at least one of said layer(s) comprises a polymer composition comprising a polyolefin, wherein

i) the polymer composition, preferably the polyolefin, has an electric conductivity of $0.50 \times 10^{-15}$ S/m or less, preferably of $0.48 \times 10^{-15}$ S/m or less, preferably of $0.40 \times 10^{-15}$ S/m or less, preferably of $0.38 \times 10^{-15}$ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, or, respectively, of the polyolefin polymer, as described below under "Determination Methods", more preferably, the polymer composition, preferably the polyolefin, of the power cable has the electric conductivity of $0.35 \times 10^{-15}$ S/m or less, preferably of $0.30 \times 10^{-15}$ S/m or less, or even as low as of $0.25 \times 10^{-15}$ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, or, respectively, of the polyolefin polymer, as described below under "Determination Methods",

and wherein the polyolefin is obtainable by a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) a compressor lubricant comprises a mineral oil as defined above.

The preferred properties and embodiments of the compressor lubricant, HP process and components of the Polymer composition of the Power cable are as defined above, below or in claims.

The term "conductor" means herein above and below that the conductor comprises one or more wires. Moreover, the cable may comprise one or more such conductors. Preferably the conductor is an electrical conductor and comprises one or more metal wires.

In one preferable embodiment of the Power cable of the invention, the at least one layer is an insulation layer which comprises said polymer composition of the invention. It is generally known that insulation layers have high requirements for electrical properties.

In a preferred embodiment, the Power cable is a DC cable, which comprises at least an inner semiconductive layer, insulation layer and an outer semiconductive layer, in that order, wherein at least one of said layers, preferably at
least the insulation layer, comprises said polymer composition as defined above or in claims.

0110  As well known the cable can optionally comprise further layers, e.g. layers surrounding the insulation layer or, if present, the outer semiconductive layers, such as screen(s), a jacketing layer(s), other protective layer(s) or any combinations thereof.

0111  More preferably the Power cable is crosslinkable and is crosslinked before the end use application.

0112  The invention also provides a process for producing a Power cable, preferably a crosslinkable Power cable, more preferably a crosslinkable DC Power cable, comprising steps of applying, preferably by (co)extrusion, one or more layers on a conductor wherein at least one layer comprises said polymer composition of the invention as defined in terms of product-by-process according to the first cable invention or in terms of electrical conductivity according to the second cable invention, preferably in terms of product-by-process and electrical conductivity.

0113  The power cable production process of the invention is preferably carried out by

- providing the Polymer composition of the invention as defined above or below in claims,
- mixing, preferably meltmixing in an extruder, the Polymer composition optionally together with further component(s), such as further polymer component(s) and/or additive(s),
- applying a meltmix of the Polymer composition obtained from the previous step, preferably by (co)extrusion, on a conductor to form one or more layers, wherein at least one layer comprises said polymer composition of the invention, and
- optionally crosslinking at least the layer comprising said polymer composition of the invention

0114  Melt mixing means mixing above the melting point of at least the major polymer component(s) of the obtained mixture and is typically carried out in a temperature of at least 10-15°C above the melting or softening point of polymer component(s).

0115  Preferably, said Polymer composition is used in form of powder, grain or pellets when provided to the cable production process. Pellets can be of any size and shape and can be prepared by any conventional pelletising method using any conventional pelletising device, such as pelletising extruder.

0116  The polymer composition may thus contain additive(s) such as additive(s) conventionally used in W&C polymer applications. Part or all of the optional additive(s) can be added e.g. to the polyolefin before the above preferable pellet formation to obtain the Polymer composition. As an alternative, part or all of the optional additive(s) can be added to the Polymer composition after the preferable pelletisation step and optionally the Polymer composition is then further pelletised before the use in cable preparation process. Also alternatively, part or all of the optional additive(s) can be added to the Polymer composition in connection with the preparation process of a cable thereof. The additive(s) may be used in conventional amounts. In the preferred embodiment the polymer composition of the invention is provided to the cable production process in a form of premade pellets.

0117  The processing temperatures and devices are well known in the art, e.g. conventional mixers and extruders, such as single or twins screw extruders, are suitable for the process of the invention.

0118  It is preferred that the meltmix of the Polymer composition obtained from meltmixing step consists of the polyolefin as the sole polymer component. The optional, and preferable, additive(s) can be added to the Polymer composition as such or as a mixture with a carrier polymer, i.e. in a form of so-called master batch.

0119  The term "(co)extrusion" means herein that in case of two or more layers, said layers can be extruded in separate steps, or at least two or all of said layers can be coextruded in a same extrusion step, as well known in the art. The term "(co)extrusion" means herein also that all or part of the layer(s) are formed simultaneously using one or more extrusion heads. For instance triple extrusion can be used for forming three cable layers.

0120  More preferably the at least one layer comprising the Polymer composition of obtained Power cable is crosslinkable and crosslinked by a free radical generating agent. "Crosslinkable" means that the cable layer is crosslinked before the use in the end application thereof. In crosslinking reaction of a polymer i.a. interpolymer crosslinks (bridges) are primarily formed.

0121  The free radical generating agent, preferably a peroxide, can be present in the Polymer composition, e.g. in the pellets, before it is provided to the cable production process or the free radical generating agent can be added to Polymer composition in connection to the cable production line. The crosslinking can be carried out in an elevated temperature in a manner known in the art.

0122  The crosslinking step may be carried out in connection with the production line of the Power cable as a subsequent step and optionally in a different equipment following the cable formation equipment, whereafter the crosslinked article is recovered.

Determination methods

0123  Unless otherwise stated in the description or experimental part the following methods were used for the property
determinations.

[0124] **Wt%**: % by weight

**Melt Flow Rate**

[0125] The melt flow rate (MFR) is determined according to ISO 1133 and is indicated in g/10 min. The MFR is an indication of the flowability, and hence the processability, of the polymer. The higher the melt flow rate, the lower the viscosity of the polymer. The MFR is determined at 190 °C for polyethylenes and may be determined at different loadings such as 2.16 kg (MFR2) or 21.6 kg (MFR21).

**Density**

[0126] The density was measured according to ISO 1183-2. The sample preparation was executed according to ISO 1872-2 Table 3 Q (compression moulding).

**Molecular weight**

[0127] The Mz, Mw, Mn, and MWD are measured by Gel Permeation Chromatography (GPC) for low molecular weight polymers as known in the field.

**Comonomer contents**

[0128] 

a) Quantification of alpha-olefin content in linear low density polyethylenes and low density polyethylenes by NMR spectroscopy:

The comonomer content was determined by quantitative 13C nuclear magnetic resonance (NMR) spectroscopy after basic assignment (J. Randall JMS - Rev. Macromol. Chem. Phys., C29(2&3), 201-317 (1989)). Experimental parameters were adjusted to ensure measurement of quantitative spectra for this specific task.

[0129] Specifically solution-state NMR spectroscopy was employed using a Bruker AvanceIII 400 spectrometer. Homogeneous samples were prepared by dissolving approximately 0.200 g of polymer in 2.5 ml of deuterated-tetrachloroethene in 10 mm sample tubes utilising a heat block and rotating tube oven at 140 °C. Proton decoupled 13C single pulse NMR spectra with NOE (powergated) were recorded using the following acquisition parameters: a flip-angle of 90 degrees, 4 dummy scans, 4096 transients an acquisition time of 1.6s, a spectral width of 20kHz, a temperature of 125 °C, a biplevel WALTZ proton decoupling scheme and a relaxation delay of 3.0 s. The resulting FID was processed using the following processing parameters: zero-filling to 32k data points and apodisation using a gaussian window function; automatic zeroth and first order phase correction and automatic baseline correction using a fifth order polynomial restricted to the region of interest.

[0130] Quantities were calculated using simple corrected ratios of the signal integrals of representative sites based upon methods well known in the art.

b) Comonomer content of polar comonomers in low density polyethylene

(1) Polymers containing > 6 wt.% polar comonomer units

[0131] Comonomer content (wt%) was determined in a known manner based on Fourier transform infrared spectroscopy (FTIR) determination calibrated with quantitative nuclear magnetic resonance (NMR) spectroscopy. Below is exemplified the determination of the polar comonomer content of ethylene ethyl acrylate, ethylene butyl acrylate and ethylene methyl acrylate. Film samples of the polymers were prepared for the FTIR measurement: 0.5-0.7 mm thickness was used for ethylene butyl acrylate and ethylene ethyl acrylate and 0.10 mm film thickness for ethylene methyl acrylate in amount of >6wt%. Films were pressed using a Specac film press at 150°C, approximately at 5 tons, 1-2 minutes, and then cooled with cold water in a not controlled manner. The accurate thickness of the obtained film samples was measured.

[0132] After the analysis with FTIR, base lines in absorbance mode were drawn for the peaks to be analysed. The absorbance peak for the comonomer was normalised with the absorbance peak of polyethylene (e.g. the peak height for butyl acrylate or ethyl acrylate at 3450 cm⁻¹ was divided with the peak height of polyethylene at 2020 cm⁻¹). The NMR spectroscopy calibration procedure was undertaken in the conventional manner which is well documented in the
For the determination of the content of methyl acrylate a 0.10 mm thick film sample was prepared. After the analysis the maximum absorbance for the peak for the methacrylate at 3455 cm\(^{-1}\) was subtracted with the absorbance value for the base line at 2475 cm\(^{-1}\) (\(A_{\text{methacrylate}} - A_{2475}\)). Then the maximum absorbance peak for the polyethylene peak at 2660 cm\(^{-1}\) was subtracted with the absorbance value for the base line at 2475 cm\(^{-1}\) (\(A_{2660} - A_{2475}\)). The ratio between (\(A_{\text{methacrylate}} - A_{2475}\)) and (\(A_{2660} - A_{2475}\)) was then calculated in the conventional manner which is well documented in the literature.

The weight-% can be converted to mol-% by calculation. It is well documented in the literature.

The comonomer content was determined by quantitative nuclear magnetic resonance (NMR) spectroscopy after basic assignment (e.g. "NMR Spectra of Polymers and Polymer Additives", A. J. Brandolini and D. D. Hills, 2000, Marcel Dekker, Inc. New York). Experimental parameters were adjusted to ensure measurement of quantitative spectra for this specific task (e.g. "200 and More NMR Experiments: A Practical Course", S. Berger and S. Braun, 2004, Wiley-VCH, Weinheim). Quantities were calculated using simple corrected ratios of the signal integrals of representative sites in a manner known in the art.

(2) Polymers containing 6 wt.% or less polar comonomer units

Comonomer content (wt.%) was determined in a known manner based on Fourier transform infrared spectroscopy (FTIR) determination calibrated with quantitative nuclear magnetic resonance (NMR) spectroscopy. Below is exemplified the determination of the polar comonomer content of ethylene butyl acrylate and ethylene methyl acrylate. For the FT-IR measurement a film samples of 0.05 to 0.12 mm thickness were prepared as described above under method 1). The accurate thickness of the obtained film samples was measured.

After the analysis with FT-IR base lines in absorbance mode were drawn for the peaks to be analysed. The maximum absorbance for the peak for the comonomer (e.g. for methacrylate at 1164 cm\(^{-1}\) and butyralcylate at 1165 cm\(^{-1}\)) was subtracted with the absorbance value for the base line at 1850 cm\(^{-1}\) (\(A_{\text{polar comonomer}} - A_{1850}\)). Then the maximum absorbance peak for polyethylene peak at 2660 cm\(^{-1}\) was subtracted with the absorbance value for the base line at 1850 cm\(^{-1}\) (\(A_{2660} - A_{1850}\)). The ratio between (\(A_{\text{comonomer}} - A_{1850}\)) and (\(A_{2660} - A_{1850}\)) was then calculated. The NMR spectroscopy calibration procedure was undertaken in the conventional manner which is well documented in the literature, as described above under method 1).

The weight-% can be converted to mol-% by calculation. It is well documented in the literature.

**Tape measurement procedure on tape samples**

A Collin Teach-Line E 20T extruder is used to make the tape of thickness 0.15 mm.

A die specially designed for tape extrusion is used: The opening is 100 mm wide and 0.35 mm high.

Set temperatures:

Zon 1: 60°C
Zon 2: 115°C
Zon 3: 120°C
Zon 4: 125°C
Zon 5: 125°C (the die)
Screw speed: 30 rpm.
Line speed: 1 m/min.

The tape samples consisted of the test polymer composition, or in the preferable embodiment of the polyolefin. In the below examples the polyolefin base resin was used without any additives.

Prior to measurements the tapes were conditioned in 50°C oven at 1 atm for 120 hours. Conduction current measurements are performed by a three-terminal cell, in nitrogen at a pressure of 3 bar and temperature at 20°C. Specimens are tested with gold-coated electrodes obtained by cold sputtering. The low voltage electrode has a diameter of 25 mm (measurement area is thus 490 mm\(^2\)). A guard electrode is situated around, but separated from the low voltage electrode. The high voltage electrode has a diameter of 50 mm, the same dimension of the external diameter of the
A DC voltage (U) equal to target electric stress (E) x measured tape thickness (d) is applied on the high voltage electrode. The current through the tape between the high voltage and the low voltage electrode is measured with an electrometer. The measurements are terminated when the current has reached a steady-state level, normally after 24-48 hours. The reported conductivity $\sigma$ (S/m) is calculated from the steady-state current (I) by the equation

$$\sigma = I / (A \times E)$$

where A is the cross-section, in this case 490 mm$^2$, and E is the electric stress, in this case 40 kV/mm.

Experimental part

Preparation of polymers of the examples of the present invention and the comparative example

In the below measurements, such as density, MFR and electrical properties, of the inventive and comparative examples, polymer composition where used which consisted of the polyolefin base resin without any additives. As to CTA feeds, e.g. the PA content can be given as liter/hour or kg/h and converted to either units using a density of PA of 0.807 kg/liter for the recalculation.

Inventive composition 1

Ethylene with recycled CTA was liquefied by compression and cooling to a pressure of 90 bar and a temperature of -30 °C and split up into to two equal streams of roughly 15-16 tons/hour each. The CTA (methyl ethyl ketone (MEK)), air and a commercial peroxide radical initiator dissolved in a solvent were added to the two liquid ethylene streams in individual amounts. The two mixtures were separately pumped through an array of 4 intensifiers to reach pressures of 2200-2300 bar and exit temperatures of around 40 °C. These two streams were respectively fed to the front (zone 1) (50%) and side (zone 2) (50%) of a split-feed two-zone tubular reactor. The inner diameters and lengths of the two reactor zones were 32mm and 215 m for zone 1 and 38 mm and 480 m for zone 2. MEK was added in amounts of 113 kg/h to the front stream to maintain a MFR$_2 = 1.8$ g/10 min. The front feed stream was passed through a heating section to reach a temperature sufficient for the exothermal polymerization reaction to start. The reaction reached peak temperatures of 250 °C and 321 °C in the first and second zones, respectively. The side feed stream cooled the reaction to an initiation temperature of the second zone of 167 °C. Air and peroxide solution was added to the two streams in enough amounts to reach the target peak temperatures. The reaction mixture was depressurized by a product valve, cooled and polymer was separated from unreacted gas.

Inventive composition 2

Purified ethylene was liquefied by compression and cooling to a pressure of 90 bar and a temperature of -30 °C and split up into to two equal streams of roughly 14 tons/hour each. The CTA (methyl ethyl ketone (MEK)), air and a commercial peroxide radical initiator dissolved in a solvent were added to the two liquid ethylene streams in individual amounts. The two mixtures were separately pumped through an array of 4 intensifiers to reach pressures of 2300 bar and exit temperatures of around 40 °C. These two streams were respectively fed to the front (zone 1) (50%) and side (zone 2) (50%) of a split-feed two-zone tubular reactor. The inner diameters and lengths of the two reactor zones were 32mm and 200 m for zone 1 and 38 mm and 400 m for zone 2. MEK was added in amounts of 189 kg/h to the front stream to maintain a MFR$_2 = 0.74$ g/10 min. The front feed stream was passed through a heating section to reach a temperature sufficient for the exothermal polymerization reaction to start. The reaction reached peak temperatures of 245 °C and 324 °C in the first and second zones, respectively. The side feed stream cooled the reaction to an initiation temperature of the second zone of 165 °C. Air and peroxide solution was added to the two streams in enough amounts to reach the target peak temperatures. The reaction mixture was depressurized by a product valve, cooled and polymer was separated from unreacted gas.
Inventive composition 3

[0147] Ethylene with recycled CTA was compressed in a 5-stage precompressor and a 2-stage hyper compressor with intermediate cooling to reach initial reaction pressure of ca 2600 bar. The total compressor throughput was ca 30 tons/hour. In the compressor area approximately 4.2 kg/hour of propion aldehyde (PA, CAS number: 123-38-6) was added together with approximately 98 kg propylene/hour as chain transfer agents to maintain an MFR of 2.1 g/10 min. Here also 1,7-octadiene was added to the reactor in amount of 25 kg/h. The compressed mixture was heated to 165 °C in a preheating section of a front feed two-zone tubular reactor with an inner diameter of ca 40 mm and a total length of 1200 meters. A mixture of commercially available peroxide radical initiators dissolved in isododecane was injected just after the preheater in an amount sufficient for the exothermal polymerisation reaction to reach peak temperatures of ca 281 °C after which it was cooled to approximately 203 °C. The subsequent 2nd peak reaction temperature was 274 °C. The reaction mixture was depressurised by a kick valve, cooled and polymer was separated from unreacted gas.

Inventive composition 4

[0148] Ethylene with recycled CTA was compressed in a 5-stage precompressor and a 2-stage hyper compressor with intermediate cooling to reach initial reaction pressure of ca 2600 bar. The total compressor throughput was ca 30 tons/hour. In the compressor area approximately 150 kg propylene/hour was added as chain transfer agents to maintain an MFR of 2.3 g/10 min. The compressed mixture was heated to 165 °C in a preheating section of a front feed three-zone tubular reactor with an inner diameter of ca 40 mm and a total length of 1200 meters. A mixture of commercially available peroxide radical initiators dissolved in isododecane was injected just after the preheater in an amount sufficient for the exothermal polymerisation reaction to reach peak temperatures of ca 284 °C after which it was cooled to approximately 208 °C. The subsequent 2nd and 3rd peak reaction temperatures were 274 °C and 268 °C respectively, with a cooling in between down to 238°C. The reaction mixture was depressurised by a kick valve, cooled and polymer was separated from unreacted gas.

Inventive composition 5

[0149] Ethylene with recycled CTA was compressed in a 5-stage precompressor and a 2-stage hyper compressor with intermediate cooling to reach initial reaction pressure of ca 2600 bar. The total compressor throughput was ca 30 tons/hour. In the compressor area approximately 14.3 kg/hour of propion aldehyde (PA) was added as chain transfer agent to maintain an MFR of 2.05 g/10 min. The compressed mixture was heated to 165 °C in a preheating section of a front feed three-zone tubular reactor with an inner diameter of ca 40 mm and a total length of 1200 meters. A mixture of commercially available peroxide radical initiators dissolved in isododecane was injected just after the preheater in an amount sufficient for the exothermal polymerisation reaction to reach peak temperatures of ca 305 °C after which it was cooled to approximately 208 °C. The subsequent 2nd and 3rd peak reaction temperatures were 286 °C and 278 °C respectively, with a cooling in between down to 237°C. The reaction mixture was depressurised by a kick valve, cooled and polymer was separated from unreacted gas.

Inventive composition 6

[0150] Ethylene with recycled CTA was compressed in a 5-stage precompressor and a 2-stage hyper compressor with intermediate cooling to reach initial reaction pressure of ca 2600 bar. The total compressor throughput was ca 30 tons/hour. In the compressor area approximately 2.8 kg/hour of propion aldehyde (PA) was added together with approximately 93 kg propylene/hour as chain transfer agents to maintain an MFR of 1.9 g/10 min. The compressed mixture was heated to 165 °C in a preheating section of a front feed three-zone tubular reactor with an inner diameter of ca 40 mm and a total length of 1200 meters. A mixture of commercially available peroxide radical initiators dissolved in isododecane was injected just after the preheater in an amount sufficient for the exothermal polymerisation reaction to reach peak temperatures of ca 280 °C after which it was cooled to approximately 211°C. The subsequent 2nd and 3rd peak reaction temperatures were 282 °C and 260 °C respectively, with a cooling in between down to 215°C. The reaction mixture was depressurised by a kick valve, cooled and polymer was separated from unreacted gas.

Inventive composition 7

[0151] Ethylene with recycled CTA was compressed in a 5-stage precompressor and a 2-stage hyper compressor with intermediate cooling to reach initial reaction pressure of ca 2700 bar. The total compressor throughput was ca 30 tons/hour. In the compressor area approximately 3.6 kg/hour of propion aldehyde (PA) was added together with approximately 78 kg propylene/hour as chain transfer agents to maintain an MFR of 1.9 g/10 min. Here also 1,7-octadiene was...
added to the reactor in amount of 30 kg/h. The compressed mixture was heated to 159 °C in a preheating section of a front feed three-zone tubular reactor with an inner diameter of ca 40 mm and a total length of 1200 meters. A mixture of commercially available peroxide radical initiators dissolved in isododecane was injected just after the preheater in an amount sufficient for the exothermal polymerisation reaction to reach peak temperatures of ca 285 °C after which it was cooled to approximately 220°C. The subsequent 2nd and 3rd peak reaction temperatures were 275 °C and 267 °C respectively, with a cooling in between down to 240°C. The reaction mixture was depressurised by a kick valve, cooled and polymer was separated from unreacted gas.

Reference Composition 1

[0152] Purified ethylene was liquefied by compression and cooling to a pressure of 90 bar and a temperature of -30 °C and split up into two equal streams of roughly 14 tons/hour each. The CTA (nonene), air and a commercial peroxide radical initiator dissolved in a solvent were added to the two liquid ethylene streams in individual amounts. The two mixtures were separately pumped through an array of 4 intensifiers to reach pressures of 2000-2200 bar and exit temperatures of around 40 °C. These two streams were respectively fed to the front (zone 1) (50%) and side (zone 2) (50%) of a split-feed two-zone tubular reactor. The inner diameters and lengths of the two reactor zones were 32 mm and 200 m for zone 1 and 38 mm and 400 m for zone 2. Nonene was added in amounts of 146 kg/h to the front stream to maintain a MFR₂ = 0.26 g/10 min. The front feed stream was passed through a heating section to reach a temperature sufficient for the exothermal polymerization reaction to start. The reaction reached peak temperatures of 271 °C and 304 °C in the first and second zones, respectively. The side feed stream cooled the reaction to an initiation temperature of the second zone of 162 °C. Air and peroxide solution was added to the two streams in enough amounts to reach the target peak temperatures. The reaction mixture was depressurized by a product valve, cooled and polymer was separated from unreacted gas.

Reference Composition 2

[0153] Purified ethylene was liquefied by compression and cooling to a pressure of 90 bar and a temperature of -30 °C and split up into two equal streams of roughly 14 tons/hour each. The CTA (methyl ethyl ketone (MEK)), air and a commercial peroxide radical initiator dissolved in a solvent were added to the two liquid ethylene streams in individual amounts. The two mixtures were separately pumped through an array of 4 intensifiers to reach pressures of 2100-2200 bar and exit temperatures of around 40 °C. These two streams were respectively fed to the front (zone 1) (50%) and side (zone 2) (50%) of a split-feed two-zone tubular reactor. The inner diameters and lengths of the two reactor zones were 32 mm and 200 m for zone 1 and 38 mm and 400 m for zone 2. MEK was added in amounts of 180 kg/h to the front stream to maintain a MFR₂ = 0.71 g/10 min. The front feed stream was passed through a heating section to reach a temperature sufficient for the exothermal polymerization reaction to start. The reaction reached peak temperatures of 256 °C and 305 °C in the first and second zones, respectively. The side feed stream cooled the reaction to an initiation temperature of the second zone of 168 °C. Air and peroxide solution was added to the two streams in enough amounts to reach the target peak temperatures. The reaction mixture was depressurized by a product valve, cooled and polymer was separated from unreacted gas.

Density

[0154]

<table>
<thead>
<tr>
<th>Example</th>
<th>Density (kg/m³)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inventive Composition 1</td>
<td>922</td>
</tr>
<tr>
<td>Inventive Composition 2</td>
<td>922</td>
</tr>
<tr>
<td>Inventive Composition 3</td>
<td>923</td>
</tr>
<tr>
<td>Inventive Composition 4</td>
<td>920</td>
</tr>
<tr>
<td>Inventive Composition 5</td>
<td>923</td>
</tr>
<tr>
<td>Inventive Composition 6</td>
<td>922</td>
</tr>
</tbody>
</table>
Data and results on the electrical testing:

**DC conductivity test**

[0156] The sample preparation and determination method were carried out as described under "Electric Conductivity measurement procedure on tape samples".

[0157] Also the compression lubricant (commercially available products) and chain transfer agent (CTA) used for producing the inventive and comparative LDPEs are identified in table 1. The inventive polymer compositions (Inv Composition) and Reference polymer compositions (RE Composition) consisted of the corresponding LDPE prepared in the above examples. No additives were added.

<table>
<thead>
<tr>
<th>Composition examples no.</th>
<th>Compressor lubricant</th>
<th>Electric conductivity (10^{-15} S/m) - tape consisting of polyolefin base resin</th>
</tr>
</thead>
<tbody>
<tr>
<td>RE Composition 1</td>
<td>Klueber Syntheso D 201N, PAG-based lubricant supplied by Klueber</td>
<td>1.12</td>
</tr>
<tr>
<td>Inv Composition 1</td>
<td>MO 200, Mineral oil-based lubricant supplied by Hansen &amp; Rosenthal</td>
<td>0.20</td>
</tr>
<tr>
<td>RE Composition 2</td>
<td>Klueber Syntheso D 201N, PAG-based lubricant supplied by Klueber</td>
<td>2.05</td>
</tr>
<tr>
<td>Inv Composition 2</td>
<td>MO 200, Mineral oil-based lubricant supplied by Hansen &amp; Rosenthal</td>
<td>0.30</td>
</tr>
<tr>
<td>Inv Composition 3</td>
<td>Shell Corena E 150, Mineral oil-based lubricant supplied by Shell</td>
<td>0.15</td>
</tr>
<tr>
<td>Inv Composition 4</td>
<td>Shell Corena E150, Mineral oil-based lubricant supplied by Shell</td>
<td>0.35</td>
</tr>
<tr>
<td>Inv Composition 5</td>
<td>Shell Corena E150, Mineral oil-based lubricant supplied by Shell</td>
<td>0.30</td>
</tr>
<tr>
<td>Inv Composition 6</td>
<td>Shell Corena E150, Mineral oil-based lubricant supplied by Shell</td>
<td>0.23</td>
</tr>
<tr>
<td>Inv Composition 7</td>
<td>M-RARUS PE KPL 201, Mineral oil supplied by ExxonMobil</td>
<td>0.092</td>
</tr>
</tbody>
</table>

"Mineral oil-based" means that contains also additives not specified by product supplier.

[0158] The data in Table 2 demonstrate the importance of type of compressor lubricant on the DC electric conductivity of the polyolefin tape samples. A very low DC conductivity value gives an improved performance. Excellent low values are achieved with the use of mineral oil-based compressor lubricants compared to PAG lubricants in the high pressure process.

[0159] The present invention comprises the following embodiments:

In a first embodiment: A polymer composition comprising a polyolefin, wherein the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described under "Determination Methods".
In a second embodiment: The polymer composition of the first embodiment, wherein

- the polymer composition has an electric conductivity of $4.8 \times 10^{-15}$ S/m or less, preferably $4.0 \times 10^{-15}$ S/m or less, preferably $3.8 \times 10^{-15}$ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, as described under "Determination Methods", more preferably

- the polyolefin of the polymer composition has an electric conductivity of $5.0 \times 10^{-15}$ S/m or less, preferably of $4.8 \times 10^{-15}$ S/m or less, preferably of $4.0 \times 10^{-15}$ S/m or less, preferably of $3.8 \times 10^{-15}$ S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer, as described under "Determination Methods".

In a third embodiment: The polymer composition of the first or second embodiment, wherein the polyolefin is a low density polyethylene (LDPE) selected from a LDPE homopolymer or LDPE copolymer of ethylene with one or more comonomer(s), which LDPE homopolymer or LDPE copolymer of ethylene may optionally be unsaturated.

In a fourth embodiment: The polymer composition of any of the first to third embodiments, wherein the polyolefin is produced in a high pressure process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,

(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,

(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

In a fifth embodiment: A process for producing a polyolefin of the polymer composition according to any of the first to fourth embodiments, wherein the polyolefin is produced in a high pressure process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,

(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,

(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

In a sixth embodiment: The process of the fifth embodiment, wherein

- in step a) the mineral oil of the compressor lubricant is a white mineral oil; more preferably a white mineral oil which meets the requirements given for white mineral oil in European Directive 2002/72/EC of 6 August 2002, Annex V, for plastics used in food contact.

In a seventh embodiment: The process according to the fifth or sixth embodiment, wherein the polymerisation step b) is operated at a pressure up to 4000 bar, preferably from 700 to 4000 bar, and at a temperature of up to 400°C, preferably from 80 to 350°C.

In an eighth embodiment: A method for reducing, i.e. for providing low, electrical conductivity of a polymer composition comprising a polyolefin, wherein the method comprises a step of producing the polyolefin in a high pressure process comprising:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,

(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,

(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

whereby a compressor lubricant which comprises a mineral oil, preferably a mineral oil as defined in the fourth
embodiment, is used in step a) for the lubrication.

In a ninth embodiment: The method of the eighth embodiment, comprising a further step, wherein the polymer composition, preferably polymer composition according to any of the first to fourth embodiments, is used for producing one or more layers of a direct current (DC) cable comprising a conductor surrounded at least by an inner semiconductive layer, an insulation layer and an outer semiconductive layer, preferably for producing at least the insulation layer.

In a tenth embodiment: A power cable, preferably a direct current (DC) power cable, comprising a conductor surrounded by one or more layers, preferably at least an insulation layer, more preferably at least one inner semiconductive layer, an insulation layer and an outer semiconductive layer, in that order, wherein at least one of said layer(s), preferably at least the insulation layer, comprises a polymer composition comprising a polyolefin which is obtainable by a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

In an eleventh embodiment: The cable of the tenth embodiment, wherein

- in step a) the compressor lubricant comprises white oil as the mineral oil and is suitable for production of polymers for food or medical industry; more preferably the mineral oil of the compressor lubricant is a white mineral oil which meets the requirements given for white mineral oil in European Directive 2002/72/EC of 6 August 2002, Annex V, for plastics used in food contact; and wherein
- the polymerisation step b) is operated at a pressure up to 4000 bar, preferably from 1000 to 3500 bar, and at a temperature of up to 400°C, preferably at a temperature of 80 to 350°C.

In a twelfth embodiment: The cable of the tenth or eleventh embodiment, wherein

- the polymer composition is according to any of the first to fourth embodiments and has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described under “Determination Methods”; more preferably wherein
- the polyolefin of the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer as described under “Determination Methods”.

In a thirteenth embodiment: A power cable, preferably a direct current (DC) power cable, comprising a conductor surrounded by one or more layers, preferably at least an insulation layer, more preferably at least an inner semiconductive layer, insulation layer and an outer semiconductive layer, in that order, wherein at least one of said layer(s), preferably at least the insulation layer, comprises a polymer composition according to any of the first to fourth embodiments comprising a polyolefin, wherein

- the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described under “Determination Methods”; more preferably wherein
- the polyolefin of the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, more preferably of 0.35 x 10^{-15} S/m or less, preferably of 0.30 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer as described under “Determination Methods”.

In a fourteenth embodiment: The power cable of the thirteenth embodiment, wherein the polyolefin is obtainable by
EP 2 865 690 A1

a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) a compressor lubricant comprises a mineral oil.

In a fifteenth embodiment: The power cable of the fourteenth embodiment, wherein

- in step a) the compressor lubricant comprises white oil as the mineral oil and is suitable for production of polymers for food or medical industry; more preferably the mineral oil of the compressor lubricant is a white mineral oil which meets the requirements given for white mineral oil in European Directive 2002/72/EC of 6 August 2002, Annex V, for plastics used in food contact; and wherein
- the polymerisation step b) is operated at a pressure up to 4000 bar, preferably from 1000 to 3500 bar, and at a temperature of up to 400°C, preferably at a temperature of 80 to 350°C.

In a sixteenth embodiment: A process for producing a power cable according to any of the tenth to fifteenth embodiments, preferably a crosslinkable power cable, more preferably a crosslinkable DC power cable, comprising steps of applying, preferably by (co)extrusion, one or more layer(s) on a conductor wherein at least one layer comprises a polymer composition of any of the first to fourth embodiments; an optionally, and preferably, crosslinking at least the obtained layer of the cable.

In a seventeenth embodiment: The use of the polymer composition as defined in any of the first to fourth embodiments for producing, at least one layer, preferably at least an insulation layer, of a direct current (DC) power cable comprising a conductor surrounded by at least one layer, preferably at least by an inner semiconductive layer, insulation layer and an outer semiconductive layer, in that order.

Claims

1. A polymer composition comprising a polyolefin, wherein the polymer composition has an electric conductivity of $0.50 \times 10^{-15} \text{ S/m}$ or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described under “Determination Methods”.

2. The polymer composition according to claim 1, wherein

- the polymer composition has an electric conductivity of $0.48 \times 10^{-15} \text{ S/m}$ or less, preferably $0.40 \times 10^{-15} \text{ S/m}$ or less, preferably $0.38 \times 10^{-15} \text{ S/m}$ or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition, as described under “Determination Methods”, more preferably
- the polyolefin of the polymer composition has an electric conductivity of $0.50 \times 10^{-15} \text{ S/m}$ or less, preferably of $0.48 \times 10^{-15} \text{ S/m}$ or less, preferably $0.40 \times 10^{-15} \text{ S/m}$ or less, preferably of $0.38 \times 10^{-15} \text{ S/m}$ or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer, as described under “Determination Methods”.

3. The polymer composition according to any of the preceding claims, wherein the polyolefin is a low density polyethylene (LDPE) selected from a LDPE homopolymer or LDPE copolymer of ethylene with one or more comonomer(s), which LDPE homopolymer or LDPE copolymer of ethylene may optionally be unsaturated.

4. The polymer composition according to any of the preceding claims, wherein the polyolefin is produced in a high pressure process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in
5. A process for producing a polyolefin of the polymer composition according to any of the preceding claims 1-4, wherein the polyolefin is produced in a high pressure process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

6. The process according to claim 5, wherein

- in step a) the mineral oil of the compressor lubricant is a white mineral oil; more preferably a white mineral oil which meets the requirements given for white mineral oil in European Directive 2002/72/EC of 6 August 2002, Annex V, for plastics used in food contact.

7. The process according to any of the preceding claims 5 or 6, wherein the polymerisation step b) is operated at a pressure up to 4000 bar, preferably from 700 to 4000 bar, and at a temperature of up to 400°C, preferably from 80 to 350°C.

8. A method for reducing, i.e. for providing low, electrical conductivity of a polymer composition comprising a polyolefin, wherein the method comprises a step of producing the polyolefin in a high pressure process comprising:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

whereby a compressor lubricant which comprises a mineral oil, preferably a mineral oil as defined in claim 4, is used in step a) for the lubrication.

9. The method of claim 8, comprising a further step, wherein the polymer composition, preferably polymer composition according to any of the previous claims 1-4, is used for producing one or more layers of a direct current (DC) cable comprising a conductor surrounded at least by an inner semiconductive layer, an insulation layer and an outer semiconductive layer, preferably for producing at least the insulation layer.

10. A power cable, preferably a direct current (DC) power cable, comprising a conductor surrounded by one or more layers, preferably at least an insulation layer, more preferably at least an inner semiconductive layer, an insulation layer and an outer semiconductive layer, in that order, wherein at least one of said layer(s), preferably at least the insulation layer, comprises a polymer composition comprising a polyolefin which is obtainable by a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,
(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,
(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) the compressor lubricant comprises a mineral oil.

11. The cable of claim 10, wherein
12. The cable of claim 10 or 11, wherein

- the polymer composition is according to any of the preceding claims 1-4 and has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described under "Determination Methods"; more preferably wherein

- the polyolefin of the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer as described under "Determination Methods".

13. A power cable, preferably a direct current (DC) power cable, comprising a conductor surrounded by one or more layers, preferably at least an insulation layer, more preferably at least an inner conductive layer, insulation layer and an outer conductive layer, in that order, wherein at least one of said layer(s), preferably at least the insulation layer, comprises a polymer composition according to any of the preceding claims 1-4 comprising a polyolefin, wherein

- the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polymer composition as described under "Determination Methods"; more preferably wherein

- the polyolefin of the polymer composition has an electric conductivity of 0.50 x 10^{-15} S/m or less, preferably of 0.48 x 10^{-15} S/m or less, preferably 0.40 x 10^{-15} S/m or less, preferably 0.38 x 10^{-15} S/m or less, preferably 0.35 x 10^{-15} S/m or less, preferably 0.30 x 10^{-15} S/m or less, when measured according to DC conductivity method using a tape sample consisting of the polyolefin polymer as described under "Determination Methods".

14. The power cable of claim 13, wherein the polyolefin is obtainable by a high pressure polymerisation process comprising the steps of:

(a) compressing one or more monomer(s) under pressure in a compressor, wherein a compressor lubricant is used for lubrication,

(b) polymerising a monomer optionally together with one or more comonomer(s) in a polymerisation zone,

(c) separating the obtained polyolefin from the unreacted products and recovering the separated polyolefin in a recovery zone,

wherein in step a) a compressor lubricant comprises a mineral oil.

15. The power cable of claim 14, wherein

- in step a) the compressor lubricant comprises white oil as the mineral oil and is suitable for production of polymers for food or medical industry; more preferably the mineral oil of the compressor lubricant is a white mineral oil which meets the requirements given for white mineral oil in European Directive 2002/72/EC of 6 August 2002, Annex V, for plastics used in food contact; and wherein

- the polymerisation step b) is operated at a pressure up to 4000 bar, preferably from 1000 to 3500 bar, and at a temperature of up to 400°C, preferably at a temperature of 80 to 350°C.

16. A process for producing a power cable according to any of the previous claims 10-15, preferably a crosslinkable power cable, more preferably a crosslinkable DC power cable, comprising steps of applying, preferably by (co)extrusion, one or more layer(s) on a conductor wherein at least one layer comprises a polymer composition of any of the previous claims 1-4; an optionally, and preferably, crosslinking at least the obtained layer of the cable.

EP 2 865 690 A1
17. The use of the polymer composition as defined in any of claims 1-4 for producing, at least one layer, preferably at least an insulation layer, of a direct current (DC) power cable comprising a conductor surrounded by at least one layer, preferably at least by an inner semiconductive layer, insulation layer and an outer semiconductive layer, in that order.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>X,D</td>
<td>WO 2009/012041 A1 (DOW GLOBAL TECHNOLOGIES INC [US]; EATON ROBERT F [US]) 22 January 2009 (2009-01-22) * claims 1,14,20 * * page 1, line 1 - line 25 * * page 7, line 12 - page 8, line 7 * * page 11, line 3 - line 11 * -----</td>
<td>1-16</td>
<td>INV. C08F10/02 C10M101/02 H01B3/44</td>
</tr>
<tr>
<td>X</td>
<td>WO 2009/000326 A1 (PRYSMIAN S P A [IT]; PEREGO GABRIELE [IT]; BAREGGI ALBERTO [IT]; BELL!) 31 December 2008 (2008-12-31) * claims 1,17,19 * * page 10, line 7 - line 15 * -----</td>
<td>1-16</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.
ANNEX TO THE EUROPEAN SEARCH REPORT
ON EUROPEAN PATENT APPLICATION NO. EP 14 19 3050

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

23-03-2015

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CA 2692812 A1</td>
<td>22-01-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101802021 A</td>
<td>11-06-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2173776 A1</td>
<td>14-04-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010533739 A</td>
<td>28-10-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20100055411 A</td>
<td>26-05-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 200911843 A</td>
<td>16-03-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010222535 A1</td>
<td>02-09-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009012041 A1</td>
<td>22-01-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2693704 A1</td>
<td>22-01-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101602079 A</td>
<td>11-08-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104151666 A</td>
<td>19-11-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2170989 A1</td>
<td>07-04-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5427780 B2</td>
<td>25-02-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010533741 A</td>
<td>28-10-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20100057805 A</td>
<td>01-06-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 2009000503 A</td>
<td>01-03-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010319959 A1</td>
<td>23-12-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009012092 A1</td>
<td>22-01-2009</td>
</tr>
<tr>
<td>WO 2009000326 A1</td>
<td>31-12-2008</td>
<td>AR 0671777 A1</td>
<td>30-09-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2160739 A1</td>
<td>10-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2392768 T3</td>
<td>13-12-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010163269 A1</td>
<td>01-07-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009000326 A1</td>
<td>31-12-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H0439815 A</td>
<td>10-02-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5304619 A</td>
<td>19-04-1994</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- WO 9308222 A [0088]
- WO 9635732 A [0088]

Non-patent literature cited in the description

- R. KLIMESCH; D. LITTMANN; F.-O. MÄHLING. Polyethylene: High-pressure, 7181-7184 [0086]