A dyeing base body (1) to be used in a dyeing step of dyeing a resin body (8) by heating a sublimable dye attached to the dyeing base body by electromagnetic waves to sublime the dye toward the resin body. The dyeing base body includes a metal base (2) made in sheet form and an electromagnetic wave absorption layer (4) formed on at least an opposite side to the side to which the dye will be attached. The electromagnetic wave absorption layer has a higher electromagnetic wave absorption rate than the base.

**FIG. 2A**
Description

BACKGROUND

[0001] This disclosure relates to a dyeing base body to be used in a vapor deposition transfer dyeing process, a method for producing a dyed resin body using the dyeing base body, and a method for producing the dyeing base body.

[0002] Conventionally, various techniques have been proposed for dyeing a resin body (e.g., a plastic lens). For instance, in a vapor deposition transfer dyeing method disclosed in Patent document 1, a sublimable dye attached or adhered to a dyeing base body is heated and then the heated sublimable dye is deposited on a resin body. Patent Document 2 teaches the use of inorganic material (e.g., glass), organic material (e.g., paper), and metal material (e.g., aluminum) as the material of a dyeing base body.

RELATED ART DOCUMENTS

PATENT DOCUMENTS

[0003]


SUMMARY

[0004] In a conventional dyeing base body, it would be difficult to readily enhance the quality and the efficiency of vapor deposition transfer dyeing. When paper is used as the dyeing base body, for instance, the sublimable dye attached to one surface of the dyeing base body may strike or pass through to its opposite surface, resulting in a problem with nonuniform dyeing quality. Alternatively, when glass and metal material are used as the dyeing base body, the efficiency of heating the sublimable dye is decreased as compared with the case of using paper.

[0005] This disclosure is directed to provide a dyeing base body, a method for producing a dyed resin body, and a method for producing the dyeing base body to enhance both the quality and the efficiency of vapor deposition transfer dyeing.

[0006] A dyeing base body provided as a typical aspect is a dyeing base body to be used in a dyeing step of dyeing a resin body by heating a sublimable dye attached to the dyeing base body by electromagnetic waves to sublimate the dye toward the resin body, characterized in that the dyeing base body includes: a metal base made in sheet form; and an electromagnetic wave absorption layer formed on at least an opposite side to a surface to which the dye will be attached, the electromagnetic wave absorption layer having a higher electromagnetic wave absorption rate than the base.

[0007] A method for producing a dyed resin body provided as a typical aspect includes: a placement step of placing a dyeing base body under vacuum, the dyeing base body including a metal base made in sheet form and an electromagnetic wave absorption layer having a higher electromagnetic wave absorption rate than the base, the dyeing base body being attached with a sublimable dye, so that a surface of the dyeing base body to which the dye is attached is opposed to a resin body; a depositing step of irradiating electromagnetic waves to the electromagnetic wave absorption layer of the dyeing base body placed in the placement step to heat the dye, thereby causing the dye to sublimate toward the resin body; and a fixation step of heating the resin body attached with the dye in the depositing step to fix the dye to the resin body.

[0008] A method for producing a dyeing base body provided as a typical aspect includes: a dye layer forming step of forming a dye layer containing a dye on a base body including a metal base made in sheet form and an electromagnetic wave absorption layer formed on at least one surface of the base, the electromagnetic wave absorption layer having a higher electromagnetic wave absorption rate than the base, wherein, in the dye layer forming step, the dye layer is formed so that the electromagnetic wave absorption layer is disposed on at least an opposite surface to the dye layer.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] FIG. 1 is a schematic configuration view showing a dyeing system;
FIG. 2A is a front view of a dyeing base body;
FIG. 2B is a plan view of the dyeing base body;
FIG. 3 is a flowchart showing a process of producing a dyed resin body;
FIG. 4 is a table showing estimation results on dyeing base bodies before a dyeing process; and
FIG. 5 is a table showing estimation results on plastic lenses after the dyeing process.

DETAILED DESCRIPTION OF THE EXEMPLARY EMBODIMENTS

<Schematic configuration of dyeing system>

[0011] An embodiment which is one of typical embodiments of this disclosure will be explained below referring to accompanying drawings. The following explanation shows an example of dyeing a plastic lens 8 which is one example of a resin body by a vapor deposition transfer dyeing method to produce a dyed plastic lens. However,
the technique exemplified below is also applicable to the
case of dyeing any resin body (e.g., cell-phone covers,
light-fitting covers, accessories, toys, etc.) other than the
plastic lens 8 by the vapor deposition transfer dyeing
method to produce a dyed resin body.

0012  According to the embodiment, for example, it is
possible to dye the plastic lens 8 made of highly reflective
material such as polycarbonate-based resin (e.g., dieth-
ylene glycol bis-allyl carbonate polymer (CR-39)), poly-
urethane-based resin, allyl-based resin (e.g., allyl digly-
col carbonate and its copolymer, diallyl pthalate and its
copolymer), fumarate-based resin (e.g., benzyl fumarate
copolymer), styrene-based resin, polyacrylate-based
resin, fiber-based resin (e.g., cellulose propionate), thiourethane-based or thioepoxy.

0013  Referring to FIG. 1, a schematic configuration of
a dyeing system 100 in the present embodiment will
be first explained. The dyeing system 100 in this embod-
iment is provided with a dye attaching unit 10, a depos-
iting unit 30, and a dye fixing unit 50.

[Dye Attaching Unit]

0014  The dye attaching unit 10 is arranged to attach
or adhere a sublimable dye to be deposited later on the
plastic lens 8 to a dyeing base body 1, thereby forming
a dye layer or layers 6 (see FIGs. 2A and 2B). The dyeing
base body 1 is a medium which bears once the dye
to be used for dyeing the plastic lens 8. The details of the
dyeing base body 1 will be described later.

0015  The dye attaching unit 10 in the present embod-
iment is configured to, as one example, attach (print in
the present embodiment) liquid ink containing a sublima-
ble dye to the dyeing base body 1 with use of an inkjet
printer 11. Accordingly, the dye attaching unit 10 can at-
tach a dye of the color desired by an operator more
accurately to the dyeing base body 1. This unit 10 specifi-
cally enhances correctness of quantity, color tone, gra-
dation level, and others of the dye to be attached to the
dyeing base body 1. Further, the operator can easily han-
dle dyes. Using the inkjet printer 11 makes it possible to
reduce the quantity of dye to be used. In the present
embodiment, a process of drying the ink printed by the
inkjet printer 11 is performed, so that the dye is more
firmly retained by the dyeing base body 1.

0016  In the present embodiment, printing data used
for driving control of the inkjet printer 11 is created by a
personal computer (hereinafter, referred to as a "PC")
12. The operator can easily adjust color tone, intensity,
brightness, presence/absence of gradation, and grada-
tion level, and others of the dye(s) (ink(s)) to be adhered
to the dyeing base body 1 by use of for example drawing
software and others installed in the PC 12. The operator
can also store printing data in a memory of the PC 12, a
memory of the inkjet printer 11, a USB memory, and so
on so that the same color inks can be repeatedly attached
to a plurality of dyeing base bodies. The operator can
also select one from a plurality of printing data created
in advance by a maker or the like and operates the inkjet
printer 11 to execute printing based on the selected data.

0017  It is to be noted that attachment of dyes to the
dyeing base body 1 can also be performed without using
the inkjet printer 11. For instance, the dye attaching unit
10 may be configured to drive a dispenser (a liquid quan-
titative coating device), a roller, and others to attach ink(s)
to the dyeing base body 1. Screen printing, offset printing,
gravure printing, flexographic printing, and others may
be adopted. The operator may also apply ink(s) to the
dyeing base body 1 by using a brush(s), roller(s), and so
on by himself.

0018  In the present embodiment, at least three color
dyes; red, blue, and yellow, are attached to the dyeing
base body 1 by the inkjet printer 11. The dyes need to
be sublimable and resistant to heat during sublimation.
One example thereof in the present embodiment is a sub-
limable quinophthalone-based dye or a sublimable an-
thaquinone-based dye.

[Depositing Unit]

0019  The depositing unit 30 is arranged to heat the
dye attached to the dyeing base body 1 by electromagnetic
waves, thereby causing sublimation of the dye to-
ward the plastic lens 8. As a result, the dye is deposited
to the plastic lens 8. The plastic lens 8 may have with
various types of layers such as a dye acceptance layer
to facilitate fixing of the dye in a fixing step mentioned
later, and others. The depositing unit 30 in the present
embodiment includes an electromagnetic wave generat-
ing part 31, a depositing jig 32, a pump 36, and a valve 37.

0020  The electromagnetic wave generating part 31
is configured to generate electromagnetic waves to be
absorbed by an electromagnetic wave absorption layer
or layers 4 (see FIGs. 2A and 2B: mentioned later) of the
dyeing base body 1. In the present embodiment, as one
example, a halogen lamp that generates infrared light is
used as the electromagnetic wave generating part 31.
However, the electromagnetic wave generating part 31
has only to generate electromagnetic waves easily ab-
sorbable to the electromagnetic wave absorption layer(s)
described later. Accordingly, instead of the halogen
lamp, any configuration that generates electromagnetic
waves having other wavelengths such as ultraviolet light
and microwave may be used. In the depositing unit 30,
the electromagnetic waves are irradiated to the dyeing
base body 1, thereby increasing the temperature of the
dye in short time. To sublimate the dye on the dyeing
base body 1, it is also conceivable to heat the dye by
bringing an iron plate or the like heated to a high temper-
ate into contact with the dyeing base body 1. However,
it is difficult to bring the dyeing base body and the iron
plate or the like into uniform contact (for example, without
gaps) with each other. Unless the contact state is uniform,
the dye is not uniformly heated, resulting in color une-
venness and so on. On the other hand, the depositing
unit 30 in the present embodiment enables uniform heat-
ing of the dye with the electromagnetic waves from the electromagnetic wave generating part 31 placed at a distance from the dyeing base body 1.

[Dye Fixing Unit]

[0024] The dye fixing unit 50 is configured to heat the plastic lens 8 on which the dye has been deposited, thereby fixing the dye on the plastic lens 8. In the present embodiment, an oven is used as the dye fixing unit 50. Using the oven (particularly, a blower type constant temperature device) allows gradual increase of the temperature of the plastic lens 8 over a long time, so that the temperature difference is less likely to occur. Thus, the dye is easily uniformly fixed to the plastic lens 8.

[0025] It is to be noted that the configuration of the dye fixing unit 50 may be changed. For instance, the dye fixing unit 50 may be arranged to scan a laser over the plastic lens 8 to heat this lens 8. In this case, the dye fixing unit 50 may also be configured to intentionally cause a temperature difference between portions of the plastic lens 8. For instance, in a case of performing dyeing with gradation and so on, the dye fixing unit 50 may control the laser scanning according to a target gradation state. The dye fixing unit 50 may also control the laser scanning according to thickness and others of the plastic lens 8 so that the temperature of each portion of the plastic lens 8 becomes a desired temperature. Moreover, the dye fixing unit 50 may be arranged to directly irradiate electromagnetic waves to the plastic lens 8 to heat this lens 8.

[0026] Furthermore, two or more of steps to be executed in each of the dye attaching unit 10, the depositing unit 30, and the dye fixing unit 50 may be performed by a single unit. For example, a dyeing device may be used to carry out both a depositing step to be performed by the depositing unit 30 and the fixing step to be performed by the dye fixing unit 50. In this case, for example, heating the dyeing base body 1 in the depositing step and heating the plastic lens 8 in the fixing step may be conducted by the same heating means (e.g., an infrared heater, etc.). The dyeing device may be configured to automatically perform a sequence of a plurality of steps (e.g., the depositing step to the fixing step).

<Dyeing base body>

[0027] Referring to FIGs. 2A and 2B, the dyeing base body 1 in the present embodiment will be explained. FIG. 2A is a front view and FIG. 2B is a plan view. In FIG. 2A, for easy viewing of each layer, the length of the dyeing base body 1 in a thickness direction (an up-down direction in FIG. 2B) is illustrated longer than the actual length. The dyeing base body 1 exemplified in FIGs. 2A and 2B has already been applied with the dye formed into a dye layer or layers 6. However, the term “dyeing base body 1” used in this disclosure includes a dyeing base body 1 on which the dye layers 6 are not formed yet. The dyeing base body 1 in the present embodiment includes a base 2, the electromagnetic wave absorption layers 4, and a dye holding layer or layers 5, and the dye layers 6.
The base 2 is a base material for holding other layers (the electromagnetic wave absorption layers 4 and others). This base 2 is made of metal in sheet form (e.g., deformable plate-like shape, plate-like shape having rigidity, etc.). Since the base 2 is made of metal, the sublimed dye is prevented from passing through the base 2 to its back side (an upper side in FIG. 2A). When the metal material forming the base 2 is a material with high heat conductivity, the time needed to increase the temperature of the dye in the depositing step can be shortened. In the present embodiment, aluminum high in heat conductivity, light in weight, and low in cost is used as the material of the base 2. However, another metal (e.g., iron) may be selected as the material of the base 2.

If the thickness d (the width in an up-down direction in FIG. 2A) of the base 2 is less than 1 μm, the strength of the base 2 is deteriorated. In this case, the dyeing base body 1 is difficult for an operator to handle. On the other hand, if the thickness d of the base 2 is larger than 1000 μm, its cost increases and disposal is troublesome. The energy required to heat the dye (e.g., heating time and power) also increases. When the dyeing base body 1 is to be made disposable, in particular, the thickness d is preferably designed to be thinner. In the present embodiment, furthermore, the dye is attached to the base 2 by the inkjet printer 11. In this case, if the dye is left on the dyeing base body 1 after termination of a last dyeing step, the operator is required only to be able to absorb at least electromagnetic waves having a waveform generated by the electromagnetic wave generating part 31 at a higher absorption rate than the base 2. In the present embodiment, a halogen lamp that generates electromagnetic waves of visible range to near infrared range is used as the electromagnetic wave generating part 31. In the present embodiment, accordingly, a colored layer (in detail, a black or dark color layer) with a higher absorption rate of electromagnetic waves of visible range to near infrared range than the absorption rate of the base 2 is used as the electromagnetic wave absorption layers 4.

In the present embodiment, as one example, the electromagnetic wave absorption layers 4 are each formed of a dried coating with color ink containing heat resistant resin material (polyamide-imide resin in the present embodiment) and black or dark color (black in the present embodiment) pigment. In this case, the electromagnetic wave absorption layers 4 have sufficient heat resistance and suppress generation of corrugation of the base 2 made of an aluminum foil. As a solvent for dissolving the resin, at least any one of ethanol, toluene, methyl ketone, dimethylacetamide, and others may be adopted. The method for attaching (applying) color ink onto the surface of the base 2 may be selected for example from gravure printing, screen printing, spraying, a method using a brush, a method using a roller, and others. It is to be noted that another material and another method may be used to form the electromagnetic wave absorption layers 4. For instance, when electromagnetic waves having another wavelength such as ultraviolet light are to be used, the electromagnetic wave absorption layers 4 have only to have the property of absorbing the electromagnetic waves having the selected wavelength.

As shown in FIGs. 2A and 2B, each electromagnetic wave absorption layer 4 in the present embodiment is formed in a region occupying a part of one surface of the dyeing base body 1. Thus, the cost of the dyeing base body 1 is lower than that when the electromagnetic wave absorption layers 4 are to be formed on both surfaces or when the electromagnetic wave absorption layer 4 is formed entirely over one surface. Each electromagnetic wave absorption layer 4 in the present embodiment is formed in a region covering the back side of a region formed with each dye layer 6 (the details thereof will be described later). In the present embodiment, each dye layer 6 is formed in a circular shape almost equal in size to the diameter of the plastic lens 8. Thus, each of the electromagnetic wave absorption layers 4 is formed in a circular shape equal or almost equal in size to the dye layer 6 so as to cover the back side of the dye layer 6. In this case, the heat generated in the electromagnetic wave absorption layers 4 resulting from absorption of the electromagnetic wave is efficiently transferred to the corresponding dye layers 6. Of the dyeing base body 1, a portion not formed with the electromagnetic wave absorption layers 4 little absorbs the electromagnetic waves and hence the temperature of those layers 4 is less likely
to rise. The operator is therefore allowed to easily treat the dyeing base body by hands even immediately after termination of the depositing step.

The following assumes the case of forming an electromagnetic wave absorption layer on a base made of paper. In this case, the electromagnetic wave absorption layer also has an effect of suppressing the sublimed dye from striking or passing therethrough to the back side. Accordingly, in a case of placing significance on suppression of strike-through of the dye, it is preferable to form the electromagnetic wave absorption layer in a wide range. In the present embodiment, however, the base 2 is made of metal. It is thus possible to determine the region of each electromagnetic wave absorption layer to be formed without taking into consideration the suppression of strike-through of the dye. In the present embodiment, the electromagnetic wave absorption layer 4 orayers 4 can also be formed entirely over one surface of the dyeing base body 1. As another alternative, the electromagnetic wave absorption layer or layers 4 can also be formed on both surfaces of the base 2.

[Dye Holding Layer]

The dye holding layer(s) 5 is formed on the surface of the base 2, on which the dye is to be attached. In the case where the base 2 is made of metal, even when the liquid ink containing the dye is directly attached to the surface of the base 2, it is difficult to hold the dye contained in the ink due to ink blurring, ink spread, and others. If ink is attached or adhered to the dye holding layer 5, however, the dye in the ink is held in a stable state as compared with the case where the ink is directly attached to the surface of the base 2.

The material of the dye holding layer 5 may be selected from various materials. However, the present embodiment uses hydrophilic macromolecule material. In the present embodiment, particularly, in light of results of an evaluation test mentioned later, the hydrophilic macromolecule material including polyethylene oxide or polyethylene glycol is used as the material of the dye holding layer 5. In this case, the dyeing base body 1 can firmly hold the ink. Since the viscosity is decreased as the dye holding layer 5 is dried, furthermore, it is easier for the operator to handle the dyeing base body 1. The dye in the ink attached to the dye holding layer 5 is caused to sublimate when heated. Since the dye holding layer 5 is enough resistant to heat, the material of the dye holding layer 5 is less likely to cause sublimation or the like.

It has also been found that the materials other than polyethylene oxide and polyethylene glycol are usable for the dye holding layer 5. For example, in the case of using at least any one of polyvinyl pyrrolidone, polyvinyl alcohol, and copolymer of polyvinyl pyrrolidone and vinyl acetate, the dye is held in a stable state by the dye holding layer 5.

A region in which the dye holding layer 5 is formed has only to be a region including a region in which at least the dye layer 6 will be formed. In the present embodiment, on the assumption that a formation region of the dye layer 6 is displaced from a target position, a formation region of the dye holding layer 5 is designed to be slightly wider than the formation region of the dye layer 6. However, this formation region of the dye holding layer 5 may be appropriately changed. For instance, the dye holding layer 5 may be formed entirely over one surface of the base 2. Further, a layer serving as both the electromagnetic wave absorption layer 4 and the dye holding layer 5 may be formed on for example each surface of the base 2.

In the present embodiment, an intermediate layer (not shown) between the base 2 and the dye holding layer(s) 5 or the material of the dye holding layer(s) 5 includes a coloring material different in color from the base 2. Accordingly, the dye layer(s) 6 is formed on the coloring material. This allows the operator to appropriately ascertain an attaching state of the dye as compared with the case where the dye layer(s) 6 is formed on the metal base 2. It is to be noted that the present embodiment uses white coloring material to facilitate ascertainment of the dye attaching state. As an alternative, any other coloring material (e.g., milk white, black, etc.) other than white may also be used. The color of the coloring material may be selected according to the color of the dye layer 6 to be formed. Further, the “coloring material different in color from the base 2” includes a material of simply suppressing light reflection (reducing glazing) of the metal base 2. When the grazing is lower, an attaching state of the dye may be easily ascertained even in the same color.

[Dye Layer]

The dye layer 6 is a layer including a sublimable dye. In the present embodiment, as described above, the dye layer 6 is formed on the dye holding layer 5 by the inkjet printer 11. The ejected coloring ink is then dried, forming the dye layer 6.

One example of a method for producing the dyeing base body formed with dye layer 6 will be explained. In the present embodiment, the method for producing the dyeing base body formed with the dye layers 6 includes an electromagnetic wave absorption layer forming step, a dye holding layer forming step, and a dye layer forming step.

The electromagnetic wave absorption layer forming step is a step of forming the electromagnetic wave absorption layers 4 on one surface of the metal
base 2 made in sheet form. The dye holding layer forming step is a step of forming the dye holding layers 5 on an opposite side to the surface formed with the electromagnetic wave absorption layers 4. Either one of the electromagnetic wave absorption layer forming step and the dye holding layer forming step may be performed first. The dye layer forming step is a step of forming the dye layers 6 on the opposite side to the surface formed with the electromagnetic wave absorption layers 4. The dye layer forming step is executed after the electromagnetic wave absorption layer forming step and the dye holding layer forming step are performed. Accordingly, differently from the case where the dye layer forming step is performed first, it is possible to prevent generation of denaturation of the dye, unintended sublimation, smudge of the jig, and others by influence of heat and the like during other steps. Concrete methods for forming the electromagnetic wave absorption layers 4, the dye holding layers 5, and the dye layers 6 are as explained above. For instance, the dye layers 6 may be formed by use of the inkjet printer 11.

<Dyed resin body producing step>

[0042] Referring to FIG. 3, a step of producing a dyed resin body in the present embodiment will be explained. As an example, the producing step shown in FIG. 3 provides the case of producing a dyed resin body by use of the dyeing base body 1 on which the dye layers 6 are not formed yet. Firstly, the dye is attached (e.g., ink is applied and dried) to the dyeing base body 1 to form the dye layers 6 (S1). In the present embodiment, specifically, the inkjet printer 11 is driven according to data created by the PC 12 as described above, thereby applying ink of the color desired by the operator to the dyeing base body 1. The ink is applied on the dye holding layers 5 of the dyeing base body 1. This applied ink is dried and formed into the dye layers 6.

[0043] Subsequently, the dyeing base body 1 and the resin bodies (the plastic lenses 8) are placed in respective predetermined positions in the depositing unit 30 (S2). In the present embodiment, as described above, the dyeing base body 1 is disposed in the base body supporting part 34 and the plastic lenses 8 are set in the lens supporting part 33. Specifically, the dyeing base body 1 is placed so that the dye layers 6 are opposed to the plastic lenses 8.

[0044] The depositing step is successively performed (S3). In the depositing step in the present embodiment, the atmospheric pressure around the plastic lenses 8 and the dyeing base body 1 is lowered by the pump 36. The electromagnetic wave generating part 31 is then driven to irradiate electromagnetic waves to the electromagnetic wave absorption layers 4 of the dyeing base body 1. As a result, the temperature of the electromagnetic wave absorption layers 4 is raised and thus the heat is transferred to the dye layers 6, thereby sublimating the dye. The sublimed dye gets deposited on a surface of each plastic lens 8 opposed to the dyeing base body 1. Since this deposition is performed under vacuum or nearly vacuum, the generation of color unevenness in each plastic lens 8 is suppressed. It is to be noted that the surface of each plastic lens 8, on which the dye is deposited, may have a dye acceptance layer in advance as described above.

[0045] The fixing step is thereafter performed (S4). In the present embodiment, the dye fixing unit 50 heats the plastic lenses 8 under atmospheric pressure or nearly atmospheric pressure (the pressure may be pressurized to be higher than atmospheric pressure). This causes the dye to be fixed on the plastic lenses 8 while the deposited dye is suppressed from subliming again. Through the above steps, the dyed resin body is produced.

[0046] The above explained producing process is a mere example. Thus, a part of the process may be changed. For instance, as described above, the depositing step (S3) and the fixing step (S4) may be performed by the same device. Further, all the producing steps are not necessarily conducted by the same operator at the same place. For instance, a maker may perform the above step S1 and sell the dyeing base body 1 already formed with the dye layers 6. In this case, a user or buyer who buys the dyeing base body 1 will perform the above steps S2 to S4. The maker that produces the dyeing base body 1 may also sell a dyeing base body 1 on which the dye layers 6 are not formed yet. Of course, the maker may carry out the above producing steps in-house and sell a produced dyed resin body.

<Evaluation Test 1>

[0047] The inventor carried out an evaluation test to evaluate the effect resulting from that the dye holding layer 5 is provided on the dyeing base body 1 and the adequacy of the material of the dye holding layer 5. In this evaluation test, the inventor performed dyeing of six plastic lenses 8 by the method shown in the above embodiment by changing only the condition of the dye holding layer 5 (see FIGs. 2A and 2B) for each lens. Various conditions in the evaluation test are as follows. The following items (2) to (4) are common in the six tests. The printing condition (i.e., hue) of the dye (coloring ink) used in the inkjet printer 11 is also common in the tests.

(1) Condition of the dye holding layer 5

- No. 1: No dye holding layer
- No. 2: PEG (Polyethylene glycol) 1000 (9.7%-dilution with water)
- No. 3: ND-1 by Dairiki Co., Ltd. (47.3%-dilution with water)
- No. 4: PEO-1 by Sumitomo Seika Chemicals Co., Ltd. (9.9%-dilution with water)
- No. 5: PEO-8 by Sumitomo Seika Chemicals Co., Ltd. (3.5%-dilution with water)
- No. 6 (Comparative Example): Use of a con-
ventional dyeing base body including paper as a base, No dye holding layer

(2) Type of plastic lens 8: CR39 Plano-lens
(3) Irradiation time of electromagnetic waves in the depositing step: 20 seconds
(4) Heating temperature and time in the fixing step: 140°C, 90 minutes

[0048] It is to be noted that PEO-1 and PEO-8 are both hydrophilic polymer (polyethylene oxide, polyethylene glycol); however, PEO-1 has a molecular weight of 150000 to 400000 and PEO-8 has a molecular weight of 170000 to 2200000. The component of ND-1 is not disclosed. In the present evaluation test, any of the dye holding layers 5 was formed by applying respective materials to the bases 2 with brushes and drying them in an oven at 70°C for 30 minutes.

[0049] FIG. 4 is a table showing evaluation results on the dyeing base bodies 1 before dyeing (i.e., before the depositing step). The inventor visually evaluated five dyeing base bodies 1 excepting the comparative example using the paper about the state of each dye holding layer 5 and the state of each dye attached onto the correspondign dye holding layers 5 by the inkjet printer 11 (i.e., the coloring ink state). In No. 1 (no holding layer), the coloring ink flowed, forming some liquid accumulated portions. In No. 2 (PEG1000), the material of the dye holding layer 5 was attached in the form of droplets in spots. This coloring ink attached to the dye holding layer 5 also flowed as in No. 1, forming some liquid accumulated portions. In No. 3 (ND-1), the dye holding layer 5 was finely applied. However, the coloring ink attached to the dye holding layer 5 partly blured. In No. 4 (PEO-1), even though slight white linear unevenness came about in the dye holding layer 5, the dot shape of the coloring ink was substantially maintained. In No. 5 (PEO-8), more white linear unevenness was caused in the dye holding layer 5 than in No. 4 and the coloring ink more largely blurred than in No. 4. The above results reveal that the quality of the dye holding layer 5 in No. 4 is best.

[0050] Subsequently, the inventor evaluated the quantity of dyeing using the dyeing base bodies 1 in Nos. 3, 4, and 5 where the quality of each dye holding layer 5 was good and the quality of dyeing using the conventional dyeing base body 1 made of paper in the comparative example. The inventor first visually checked the dye state of the dyeing base bodies 1 after the depositing step. The dyeing base bodies 1 in No. 4 (PEO-1) and the No. 5 (PEO-8) were finely sublimed. In the dyeing base body 1 in No. 3 (ND-1), discolored black substances remained. This residual substance is conceived as some kind of substance that was carbonized. However, this discoloration is conceived as not having any influence on the dye quality (mentioned later) of the plastic lens 8.

[0051] FIG. 5 is a table showing evaluation results on the plastic lenses 8 after dyeing (i.e., after the depositing and fixing steps). The inventor evaluated the plastic lenses 8 dyed with use of the corresponding dyeing base bodies 1 in Nos. 3, 4, and 5 and the comparative example. Specifically, the inventor measured Tv (luminous transmittance) and L* value, a* value, and b* value (CIE chromaticity system) of each of the four plastic lenses 8 and visually evaluated those plastic lenses 8.

[0052] As shown in FIG. 5, the density of each of the plastic lenses 8 in Nos. 3, 4, and 5 each using the base 2 made of metal (aluminum in the present embodiment) is darker by about 6% than the density of the plastic lens 8 using the conventional dyeing base body 1 made of paper in the comparative example. In the dyeing step in Nos. 3, 4, and 5, different from the dyeing step in the comparative example, no dye was attached to a plate-like glass placed on an upper surface of each dyeing base body 1 (i.e., a surface opposite the dye layer 6). The reason thereof is because the metal bases 2 suppressed strike-through of the sublimed dye to the back side (i.e., the electromagnetic wave absorption layer 4 side).

[0053] In the visual evaluation, no color unevenness was found in any of the plastic lenses 8. Regarding the plastic lens 8 in No. 3, some substances were attached or stuck to the surface of the plastic lens, but they were removed by wiping the plastic lens with acetone. The substances are conceived as the sublimed substances contained in the material of the dye holding layer 5. Even in the plastic lens 8 in the comparative example, impure substances conceived as the substances contained in paper were somewhat attached to the surface. In the plastic lenses 8 in Nos. 4 and 5, it was confirmed that no substance was attached to the surface.

[0054] The above results of the evaluation test reveal that the dye quality is not deteriorated even by preparing the dyeing base body 1 with use of the metal base 2. Rather, the base 2 suppresses strike-through of the dye to the back side and enables an increase in dye density. Furthermore, it is also conceived that suppression of dye strike-through enables increasing the color reproducibility. It is further found that, as the material used for the dye holding layer 5, hydrophilic macromolecule material containing polyethylene oxide or polyethylene glycol can be adopted. However, even ND-1 could provide good dyeing quality itself.

<Evaluation Test 2>

[0055] The inventor performed another evaluation test to determine the adequacy of the material of the dye holding layer 5 that was a material (polyvinyl alcohol (PVA) or polyvinyl pyrrolidone (PVP)) different from the materials in <Evaluation Test 1>. In <Evaluation Test 2>, the inventor applied four materials listed below one each to the bases 2 by a bar-coat method and evaluated (1) the state of each dye holding layer 5, (2) the state of dye (i.e., the state of coloring ink) attached to each dye holding layer 5 by the inkjet printer 11, and (3) the quality after dyeing.
The above results show that PVA and PVP are orating the dyeing quality due to impure substances is metal material, the sublimable dye is unlikely to strike conventional dyeing base body using inorganic material or ing in deterioration of dyeing quality. Further, in the con-

body, causing the need to clean the resin body or result-

ing in the case, there is a possibility that the sublimable dye passes through to the opposite side of the base 2. Thus, there is little influence of the impure substances contained in the material of the base 2. Furthermore, the efficiency in heating the sublimable dye is increased. According to the present embodiment, therefore, both the quality and the efficiency of vapor deposition transfer dyeing are enhanced. In the present embodiment, the thickness of the base 2 is 1 μm or more and 1000 μm or less. In this case, the operator is allowed to efficiently perform the vapor deposition transfer dyeing.

When the ink (dye) is directly attached to the metal base 2, the ink is apt to blur and spread, and thus the ink is unlikely to be surely held. The dyeing base body 1 in the present embodiment including the dye holding layer 5 can enhance the dyeing quality and efficiency while stably holding the ink.

The dyeing base body 1 in the present embodiment includes a coloring material between the base 2 and the dye holding layer 5 or in the dye holding layer 5. In this case, the sublimable dye (the dye layer 6 in the present embodiment) is attached on or above the coloring material. Accordingly, the operator can appropriately ascertain the attaching state of the dye as compared with the case where the dye is attached on the color of the metal base 2.

The hydrophilic macromolecule material used for the dye holding layers 5 more preferably includes for example polyethylene oxide or polyethylene glycol. In this case, the dyeing base body 1 can firmly hold ink. As the ink is dried, its viscosity lowers, which makes easier to handle the dyeing base body 1 (for instance, a plurality of dyeing base bodies 1 may also be stacked). The dye in the ink attached to the dye holding layer 5 is sufficiently sublimed when heated. Furthermore, the dye holding layer 5 has sufficient heat resistance and thus the material of the dye holding layer 5 is less likely to sublime. As alternatives, any other material than polyethylene oxide and polyethylene glycol may be used. For example, the dye holding layer 5 may include at least any one of polyvinyl pyrrolidone, polyvinyl alcohol, and copolymer of polyvinyl pyrrolidone and vinyl acetate. Specifically, any hydrophilic macromolecule material may be used as long as it has hydrophilicity that causes no degradation or re-

action at 250°C or less and allows permeation of water-
based ink and further has gaps (pores) through which the water-based ink is allowed to permeate therein.

The material of the electromagnetic wave absorption layers 4 in the present embodiment includes
A dyeing base body (1) to be used in a dying step of a dyeing resin body (8) by heating a sublimable dye attached to the dyeing base body by electromagnetic waves to sublimate the dye toward the resin body, characterized in that the dyeing base body includes:

1. The dyeing base body (1) according to claim 1, wherein the base has a thickness of 1 \( \mu \text{m} \) or more and 1000 \( \mu \text{m} \) or less.

2. The dyeing base body (1) according to claim 1 or 2, further including a dye holding layer (5) on at least the surface to which the dye will be attached, the dye holding layer serving to hold the dye.

3. The dyeing base body (1) according to any one of claims 1 to 8, further including a dye layer (6) containing the dye.

4. The dyeing base body (1) according to claim 3, wherein the dye holding layer includes a hydrophilic macromolecule material.

5. The dyeing base body (1) according to claim 4, wherein the hydrophilic macromolecule material includes at least one of polyethylene oxide, polyethylene glycol, polyvinyl pyrrolidone, polyvinyl alcohol, and copolymer of polyvinyl pyrrolidone and vinyl acetate.

6. The dyeing base body (1) according to any one of claims 3 to 5, further including a coloring material in a layer interposed between the base and the dye holding layer or in the dye holding layer, the coloring material having a different color from the base.

7. The dyeing base body (1) according to any one of claims 1 to 6, wherein material of the electromagnetic wave absorption layer includes black or dark color pigment and heat resistant resin material.

8. The dyeing base body (1) according to any one of claims 1 to 7, wherein the electromagnetic wave absorption layer (4) is formed in a region occupying a part of one surface of the dyeing base body and covering a back side of a region to which the dye will be attached.

9. The dyeing base body (1) according to any one of claims 1 to 8, further including a dye layer (6) containing the dye.

10. A method for producing a dyed resin body (8), including:

black or dark color pigment and heat-resistant resin material. In this case, the electromagnetic wave absorption layer that is unlikely to cause peel-off and thermal denaturation is easily formed. In the dyeing base body 1 in the present embodiment, particularly, polyamide imide resin which is heat resistant resin is used as the electromagnetic wave absorption layers 4. Accordingly, the dyeing base body 1 in the present embodiment has a high heat resistant temperature (about 275°C) and high abrasion resistance and high slidability.

The region in which the electromagnetic wave absorption layer 4 is formed in the present embodiment is a region occupying a part of one surface of the dyeing base body 1 and a region covering the back side of the dye attached region (the region formed with the dye layer 6). This achieves a reduced cost as compared with the case where the electromagnetic wave absorption layer 4 is formed on the entire surface. A portion not formed with the electromagnetic wave absorption layer 4 is less likely to rise in temperature. This makes it easy for the operator to handle the dyeing base body 1 by hands even immediately after heating.

The content disclosed in the above embodiment is a mere example and thus may be changed or modified. The dyeing base body 1 in the above embodiment includes the base 2, the electromagnetic wave absorption layers 4, and the dye holding layers 5. However, the layer configuration of the dyeing base body 1 may be changed. For instance, in a case where the electromagnetic wave absorption layer 4 is formed on the entire surface. A portion not formed with the electromagnetic wave absorption layer 4 is less likely to rise in temperature. This makes it easy for the operator to handle the dyeing base body 1 by hands even immediately after heating.

The region in which the electromagnetic wave absorption layer 4 is formed in the present embodiment is a region occupying a part of one surface of the dyeing base body 1 and a region covering the back side of the dye attached region (the region formed with the dye layer 6). This achieves a reduced cost as compared with the case where the electromagnetic wave absorption layer 4 is formed on the entire surface. A portion not formed with the electromagnetic wave absorption layer 4 is less likely to rise in temperature. This makes it easy for the operator to handle the dyeing base body 1 by hands even immediately after heating.

The content disclosed in the above embodiment is a mere example and thus may be changed or modified. The dyeing base body 1 in the above embodiment includes the base 2, the electromagnetic wave absorption layers 4, and the dye holding layers 5. However, the layer configuration of the dyeing base body 1 may be changed. For instance, in a case where the electromagnetic wave absorption layer 4 is formed on the entire surface. A portion not formed with the electromagnetic wave absorption layer 4 is less likely to rise in temperature. This makes it easy for the operator to handle the dyeing base body 1 by hands even immediately after heating.

The content disclosed in the above embodiment is a mere example and thus may be changed or modified. The dyeing base body 1 in the above embodiment includes the base 2, the electromagnetic wave absorption layers 4, and the dye holding layers 5. However, the layer configuration of the dyeing base body 1 may be changed. For instance, in a case where the electromagnetic wave absorption layer 4 is formed on the entire surface. A portion not formed with the electromagnetic wave absorption layer 4 is less likely to rise in temperature. This makes it easy for the operator to handle the dyeing base body 1 by hands even immediately after heating.
a placement step of placing a dyeing base body (1) under vacuum, the dyeing base body including a metal base (2) made in sheet form and an electromagnetic wave absorption layer (4) having a higher electromagnetic wave absorption rate than the base, the dyeing base body being attached with a sublimable dye, so that a surface of the dyeing base body to which the dye is attached is opposed to a resin body;
a depositing step of irradiating electromagnetic waves to the electromagnetic wave absorption layer of the dyeing base body placed in the placement step to heat the dye, thereby causing the dye to sublime toward the resin body; and
a fixation step of heating the resin body attached with the dye in the depositing step to fix the dye to the resin body.

11. A method for producing a dyeing base body (1) to be used in a dying step of dyeing a resin body (8) by heating a sublimable dye attached to the dyeing base body by electromagnetic waves to sublime the dye toward the resin body, characterized in that the method includes:

a dye layer forming step of forming a dye layer (6) containing a dye on a base body including a metal base (2) made in sheet form and an electromagnetic wave absorption layer (4) formed on at least one surface of the base, the electromagnetic wave absorption layer having a higher electromagnetic wave absorption rate than the base,
wherein, in the dye layer forming step, the dye layer is formed so that the electromagnetic wave absorption layer is disposed on at least an opposite surface to the dye layer.
FIG. 1
FIG. 3

DYED RESIN BODY PRODUCING PROCESS

APPLY DYE TO DYEING BASE BODY

PLACE DYEING BASE BODY AND RESIN BODY

DEPOSITING STEP

FIXING STEP

END
FIG. 4

<EVALUATION OF DYEING BASE BODY BEFORE DYEING>

<table>
<thead>
<tr>
<th>CONDITIONS</th>
<th>SUBJECT TO BE EVALUATED</th>
<th>EVALUATION DETAILS</th>
</tr>
</thead>
<tbody>
<tr>
<td>No. 1</td>
<td>State of Holding layer</td>
<td>No Holding Layer</td>
</tr>
<tr>
<td>No Holding Layer</td>
<td>State of Ink</td>
<td>Ink flowed and came into a nonuniform state</td>
</tr>
<tr>
<td>No. 2</td>
<td>State of Holding layer</td>
<td>In the form of droplets adhered in spots</td>
</tr>
<tr>
<td>(PEG1000)</td>
<td>State of Ink</td>
<td>Ink flowed and came into a nonuniform state</td>
</tr>
<tr>
<td>No. 3</td>
<td>State of Holding layer</td>
<td>Finely applied</td>
</tr>
<tr>
<td>(ND-1)</td>
<td>State of Ink</td>
<td>Partly blurred</td>
</tr>
<tr>
<td>No. 4</td>
<td>State of Holding layer</td>
<td>With some linear unevenness</td>
</tr>
<tr>
<td>(PE0-1)</td>
<td>State of Ink</td>
<td>With dots almost maintained</td>
</tr>
<tr>
<td>No. 5</td>
<td>State of Holding layer</td>
<td>With large linear unevenness</td>
</tr>
<tr>
<td>(PE0-8)</td>
<td>State of Ink</td>
<td>Blurred in large range</td>
</tr>
</tbody>
</table>
FIG. 5

<EVALUATION OF PLASTIC LENS AFTER DYEING>

<table>
<thead>
<tr>
<th>CONDITIONS</th>
<th>Tv</th>
<th>L*</th>
<th>a*</th>
<th>b*</th>
<th>Evaluation Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>No. 3 (ND-1)</td>
<td>43.29</td>
<td>71.75</td>
<td>-22.90</td>
<td>-38.05</td>
<td>No color unevenness</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>Something attached on lens surface</td>
</tr>
<tr>
<td>No. 4 (PE0-1)</td>
<td>43.77</td>
<td>72.08</td>
<td>-22.03</td>
<td>-38.74</td>
<td>No color unevenness</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>Finely dyed</td>
</tr>
<tr>
<td>No. 5 (PE0-8)</td>
<td>43.27</td>
<td>71.74</td>
<td>-21.96</td>
<td>-39.01</td>
<td>No color unevenness</td>
</tr>
<tr>
<td>Paper (Comparative Example)</td>
<td>49.42</td>
<td>75.71</td>
<td>-21.26</td>
<td>-32.78</td>
<td>No color unevenness</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>Slight impure substance on lens surface</td>
</tr>
</tbody>
</table>
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
</table>

**TECHNICAL FIELDS SEARCHED (IPC)**

- B41M
- B29D
- D06P

---

The present search report has been drawn up for all claims.
## ANNEX TO THE EUROPEAN SEARCH REPORT
ON EUROPEAN PATENT APPLICATION NO.

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 11-03-2015. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CN 101988267 A</td>
<td>23-03-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2284312 A1</td>
<td>16-02-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2011048340 A</td>
<td>10-03-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011126364 A1</td>
<td>02-06-2011</td>
</tr>
<tr>
<td>US 2006046197 A1</td>
<td>02-03-2006</td>
<td>CN 1744776 A</td>
<td>08-03-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2006070357 A</td>
<td>16-03-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20060021210 A</td>
<td>07-03-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006046197 A1</td>
<td>02-03-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005506915 A</td>
<td>10-03-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03035406 A1</td>
<td>01-05-2003</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader's convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description