Bearing-hub assembly with a light alloy hub

- a rolling bearing provided with a stationary radially outer ring (2), at least a rotatable radially inner ring (4) and at least a row (31, 32) of rolling bodies (3).
- a light alloy hub (9), provided with a flanged portion (10) and a cylindrical housing (11), wherein the cylindrical housing (11) is axially located inside the radially inner ring (4) and is provided with an external lateral surface (91) having a complementary shape with an internal lateral surface (41) of the radially inner ring (4).

**Fig. 1**
Description

Technical field

[0001] The present invention is related to a bearing-hub assembly comprising a light alloy hub, for example an aluminum hub. Said assembly is particularly suitable for applications having a rotatable hub, since the hub is engaged with a rotatable element, for example a motor-vehicle wheel, and having said hub steadily coupled with a bearing inner ring.

Background art

[0002] In the state of the art, flanged bearing-hub assembly for applications to a motor-vehicle-hub are known. An example is described in the European patent EP 1031439 B1, such embodiment comprising a radially outer ring, a pair of radially inner rings and two rows of rolling bodies (in the example, spheres), radially interposed between the outer ring and the pair of inner rings. The outer ring has an external cylindrical surface, suitable for press fit operations, to insert the bearing into a cylindrical seat, formed in a suspension knuckle. The radially inner rings are press fit on a flanged hub, which is angularly connected in a known way with the end portion of a spindle, in other words an axle shaft of a motor-vehicle powertrain. The rings are typically made of high resistance steel for rolling bearings, since the ring must support high hertzian loads, which are transmitted between rolling bodies and raceways.

[0003] The bearing-hub assembly also comprises a hub, which has a flange portion inside of which holes are provided for a plurality of fastening means (for instance, bolts), which connect in a known way an element of the motor-vehicle wheel, for example the brake disc, to the flanged hub.

[0004] The flanged hub can also be defined as assembly structural portion, since it supports loads transmitted by the element of the motor-vehicle wheel. Advantageously, the flanged hub can be made of light alloy, anyway of a lighter material than the hertzian portion material, in order to decrease the assembly overall weight. According to state of art teaching, the hub can be co-molded to the hertzian portion, in other words to a rolling ring.

[0005] Several co-molding technologies require the light alloy to be transformed in a state different from the solid state, by means of a light alloy heating. The hertzian portion material has a different thermal behavior with respect to the structural portion material (as known a light alloy, for example aluminum, has a greater thermal dilatation than the steel one). Therefore, particularly in applications with a hub rotatable and steadily engaged to the bearing inner ring, it is particularly difficult to ensure that the two portions remain perfectly adherent each other, that is to say, they do not disjoin neither after cooling nor during working operations.

Invention summary

[0006] Aim of the present invention is to realize a bearing-hub assembly comprising a light alloy hub, said assembly overcoming the above described inconveniences.

[0007] According to the present invention, a bearing-hub assembly, with an aluminum or other light alloy hub, is described, the assembly having the characteristics as in the enclosed independent claim.

[0008] Further embodiments of the invention, preferred and/or particularly advantageous, are described according to the characteristics as in the enclosed dependent claims.

Brief description of the drawing

[0009] A preferred embodiment of the invention will be now described, in an exemplifying and not limitative way, by reference to the enclosed drawing, in which:

- Figure 1 is an axisymmetric section of the bearing-hub assembly, according to a preferred embodiment of the present invention;
- Figure 2 is a detail of Fig. 1 showing the coupling surfaces between the hub and the radially inner ring.

Detailed description

[0010] With reference to Fig. 1, a bearing-hub assembly 1 is shown and comprises a radially outer ring 2, stationary, a radially inner ring 4 and an annular insert 5, both rotatable, and two rows 31, 32 of rolling bodies 3 (in this example spheres). The rolling bodies of the two rows 31, 32 are radially interposed, respectively, between the outer ring 2 and the inner ring 4 and between the outer ring 2 and the annular insert 5. The insert 5 can be considered as a second radially inner ring and, to the aims of the present invention, so as in this embodiment, can be contained inside the inner ring 4, in a way which will be further described, or can be put aside the inner ring 4 or can be missed at all.

[0011] Throughout the present description and in the claims, the terms and expressions indicating positions and orientations such as "radial" and "axial" are to be taken to refer to the axis of rotation A of the assembly 1. Instead, expressions as "axially external" and "axially internal" are to be referred to the assembled condition, in this case respectively to a motor-vehicle wheel side and to an opposite side.

[0012] The radially outer ring 2 comprises an annular portion, in which the raceways 6 for the rolling bodies 3 are provided. In the non-limitative embodiment of Fig. 1, the rolling bodies 3 also rotate on the raceways 7, 8 of the radially inner rings 4, 5. In particular, the two rows 31 and 32 of rolling bodies 3 are distinguished, with respect to the rotation axis A, in an axially outer row 31 and in an axially inner row 32. While the axially outer raceway 7 is...
in one piece with the inner ring 4, the axially inner raceway 8 is realized on the annular insert 5. Said annular insert 5 is engaged to the inner ring 4 by means of a rolled edge 4', which is located at an inner ring 4 end and extends radially outwards and axially close to the annular insert 5.

[0013] In the above described rolling bearing, the diameter De of the centers of the spheres 3 of the more axially external row 31 is greater than the diameter Di of the centers of the spheres 3 of the more axially internal row 32. This is the configuration of an asymmetric rolling bearing, which presents functional advantages with respect to symmetric bearings, bearings having the diameter De equal to the diameter Di. Of course, the embodiment of the asymmetric bearing is only exemplifying, since the present invention is also suitable for symmetric rolling bearings.

[0014] On the radially inner ring 4, a light alloy hub 9 is assembled. The hub comprises a flange portion 10 and a cylindrical body 11, in one piece with the flange portion and made of the same material.

[0015] With reference to Fig. 2, the cylindrical body 11 is located radially inside the inner ring 4 and presents an external lateral surface 91, having a complementary shape with an internal lateral surface 41 of the inner ring 4, in other words, the assembly hertzian portion.

[0016] According to the present invention, the complex co-molding operation can be avoided. In fact, the hub 9 is cold formed, close to the inner ring 4. In particular, the radially internal surface 41 of the radially inner ring 4 is provided with annular grooves 42, which are alternated to annular protrusions 43. Due to cold forming, the radially external surface 91 of the hub 9 perfectly copies the profile of the radially internal surface 41 of the inner ring 4 and therefore in the grooves 42 correspondent protrusions 93 of the hub 9 will be engaged. At the same time, the protrusions 43 of the inner ring 4 will engage correspondent grooves 92 of the hub 9.

[0017] The hub cold forming process can be carried out, by using different known technologies, for example, orbital forming, hydroforming, elastomeric forming.

[0018] Therefore, the invented solution allows obtaining a low weight bearing-hub assembly, since the hub is made of light alloy. Moreover, such solution avoids the complex co-molding operation and the consequent risks of detachment of the hub from the inner ring. In fact, the detachment can be due to the shrinkage of the light alloy during solidification. As known, the light alloy has a coefficient of thermal expansion greater than the one of the inner ring material and, consequently, the hub shrinks more than the inner ring. This problem is solved, by adopting the cold forming process.

[0019] Finally, adopting a profile with grooves and protrusions also helps during the bearing lifetime. In fact, the assembly use under vehicle working conditions, i.e. at high temperature (anyway, a higher temperature than the cold forming one), the light alloy expands more than the ring material. The adhesion between hub and ring will be then ensured by the contact between surfaces 94 of the hub and surfaces 44 of the inner ring, while the hub will be free expanding in the area of its axially internal edge 95. On the other hand, at a vehicle start, operating the bearing at low temperature (anyway at a lower temperature than the cold forming one), protrusions 43 always act as anchoring points, thus avoiding the detachment between the two components.

[0020] Other than the embodiments of the invention, as above disclosed, it is to be understood that a vast number of variations exist. It should also be appreciated that the exemplary embodiment or exemplary embodiments are only examples and are not intended to limit the scope, applicability, or configuration in any way. Rather, the foregoing summary and detailed description will provide those skilled in the art with a convenient road map for implementing at least one exemplary embodiment, it being understood that various changes may be made in the function and arrangement of elements described in an exemplary embodiment without departing from the scope as set forth in the appended claims and their legal equivalents.

Claims

1. Bearing-hub assembly (1) comprising:

- a rolling bearing provided with a stationary radially outer ring (2), at least a rotatable radially inner ring (4) and at least a row (31, 32) of rolling bodies (3),

- a light alloy hub (9), comprising a flanged portion (10) and a cylindrical housing (11), axially located inside the radially inner ring (4) and provided with an external lateral surface (91) having a complementary shape with an internal lateral surface (41) of the radially inner ring (4),

the assembly being characterized in that the external lateral surface (91) of the cylindrical housing (11) is obtained by cold forming of the hub (9) on the radially inner ring (4).

2. Assembly (1) according to claim 1, characterized in that along the internal lateral surface (41) of the radially inner ring (4), a plurality of annular grooves (42) is alternated to a plurality of annular protrusions (43).

3. Assembly (1) according to claim 2, characterized in that along the external lateral surface (91) of the hub (9) a plurality of annular grooves (92) is alternated to a plurality of annular protrusions (93) and in the grooves (42) of the inner ring (4) the protrusions (93) of the hub (9) are located, while in the grooves (92) of the hub (9) the protrusions (43) of the inner ring (4) are located.
4. Assembly according to any of the preceding claims, characterized in that the two rows (31, 32) of rolling bodies (3) have pitch diameters (De, Di) of different size.

5. Assembly according to any of the preceding claims, characterized in that a radially inner race (7) of the first ball row (31) is formed integrated in the radially inner ring (4), while a radially inner race (8) of the second ball row (32) is formed on an annular insert (5), being part of the inner ring (4) and integrated in the inner ring (4) by means of a rolled edge (4'), the rolled edge (4') being localized at an inner ring (4) end and protruding radially towards outside and axially towards the annular insert (5).
# EP 2 871 067 A1

## EUROPEAN SEARCH REPORT

**Application Number**
EP 14 19 2073

### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraph [0016] - paragraph [0020];</td>
<td></td>
<td>F16C33/64</td>
</tr>
<tr>
<td></td>
<td>figures 1-4 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO 2010/063299 A1 (SKF AB [SE]; VISSERS CORNELIUS PETRUS ANTON [NL]; KAPAAN HENDRIKUS JAN) 10 June 2010 (2010-06-10)</td>
<td>1-5</td>
<td></td>
</tr>
<tr>
<td></td>
<td>* abstract; figures 1,5 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP 2 505 383 A1 (SKF AB [SE]) 3 October 2012 (2012-10-03)</td>
<td>1-5</td>
<td></td>
</tr>
<tr>
<td></td>
<td>* abstract; figure 1 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* abstract; claims 1,7-10; figure 1 *</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### TECHNICAL FIELDS SEARCHED (IPC)

- B60B
- F16C

---

The present search report has been drawn up for all claims.

**Place of search**  
Munich

**Date of completion of the search**  
3 December 2014

**Examiner**  
Singer, Gerhard

### CATEGORY OF CITED DOCUMENTS

- **X**: particularly relevant if taken alone
- **Y**: particularly relevant if combined with another document of the same category
- **A**: technological background
- **P**: intermediate document
- **T**: theory or principle underlying the invention
- **E**: earlier patent document, but published on, or after the filing date
- **D**: document cited in the application
- **L**: document cited for other reasons
- **&**: member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report.

The members are as contained in the European Patent Office EDP file on

The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

03-12-2014

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 2754564 A1</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20140091471 A</td>
<td>21-07-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014197677 A1</td>
<td>17-07-2014</td>
</tr>
<tr>
<td>WO 2010063299 A1</td>
<td>10-06-2010</td>
<td>CN 102239337 A</td>
<td>09-11-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2373896 A1</td>
<td>12-10-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011235957 A1</td>
<td>29-09-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010063299 A1</td>
<td>10-06-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012248859 A1</td>
<td>04-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011255819 A1</td>
<td>20-10-2011</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• EP 1031439 B1 [0002]