Accessory and method for forming an accessory

An accessory (200) suitable for an electronic device (100) is provided. The electronic device (100) has a display area (102). The accessory (200) includes a coupling portion (210) and a cover portion (220). The coupling portion (210) is suitable to be coupled to the electronic device (100). The cover portion (220) is connected to the coupling portion (210) and is suitable for covering the display area (102) of the electronic device (100). The cover portion (220) has a plurality of light-transmitting areas (220a), and the light-transmitting areas (220a) are arranged on the display area (102) in an array. An image generated by the display area is projected out of the cover portion through the light-transmitting areas (220a). Moreover, an electronic assembly (50) containing the electronic device (100) and the accessory (200) is also provided. Furthermore, a control method is also provided for controlling the electronic assembly (50). A method is also provided for forming an accessory.
Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] This application is a continuation-in-part application of and claims the priority benefit of a prior application serial no. 14/094,799, filed on December 03, 2013, now pending. This application also claims the priority benefits of U.S. provisional application serial no. 61/932,780, filed on January 29, 2014. The entirety of each of the above-mentioned patent applications is hereby incorporated by reference herein and made a part of this specification.

BACKGROUND OF THE INVENTION

Field of the Invention

[0002] The application is related to an accessory, and more particularly, to an accessory applied in an electronic device and a relevant control method.

Description of Related Art

[0003] Due to their diverse functions and thin design, tablet devices such as the smart phone and the tablet computer are very popular among consumers. As a result, relevant accessories are also vigorously developed. In particular, accessories such as the protective sleeve and the protective cover are most popular among consumers. One protective sleeve utilizes a wallet-style or a book-style design, and this type of protective sleeve may cover the display area (such as the touch display screen) of the tablet device through the cover body of the protective sleeve to avoid damage to the display area. Similarly, the protective cover also has a cover body to achieve similar protection. However, when receiving a notification, a user needs to open the cover body to be able to see the content of the notification in the display area. For instance, when receiving a call, the user needs to open the cover body to be able to see the caller in the display area to decide whether to answer the call. These issues all cause inconvenience in use.

SUMMARY OF THE INVENTION

[0004] The application is directed to an accessory for protecting an electronic device and projecting an image of a display area of the electronic device.
[0005] The application is directed to an electronic assembly. An accessory of the electronic assembly may project an image of a display area of the electronic device of the electronic assembly.
[0006] The application is directed to a control method for controlling an electronic device having a display area covered by a cover portion of an accessory.
[0007] The application provides an accessory suitable for an electronic device. The electronic device has a display area. The accessory includes a coupling portion and a cover portion. The coupling portion is suitable to be coupled to the electronic device. The cover portion is connected to the coupling portion and is suitable for covering the display area of the electronic device. The cover portion has a plurality of light-transmitting areas, and the light-transmitting areas are arranged on the display area in an array. An image generated by the display area is projected out of the cover portion through the light-transmitting areas.
[0008] The application provides an electronic assembly including an electronic device and an accessory. The electronic device has a display, a touch sensor, and a processing unit forming a display area. The touch sensor is overlapped with the display. The processing unit is coupled to the touch sensor and the display. The accessory includes a coupling portion and a cover portion. The coupling portion is suitable to be coupled to the electronic device. The cover portion is connected to the coupling portion and is suitable for covering the display area of the electronic device. The cover portion has a plurality of light-transmitting areas, and the light-transmitting areas are arranged on the display area in an array. An image generated by the display area is projected out of the cover portion through the light-transmitting areas.
[0009] The application provides a control method. The control method is suitable for controlling an electronic assembly. The electronic assembly includes an electronic device and an accessory. The electronic device has a display area. The accessory has a cover portion for covering the display area of the electronic device. The cover portion has a plurality of light-transmitting areas. The light-transmitting areas are arranged on the display area in an array. The control method includes the following steps. An event is received through the electronic device. Next, an image is generated through the display area according to the event, and the image generated by the display area is projected out of the cover portion through the light-transmitting areas.
[0010] Based on the above, in the application, a plurality of light-transmitting areas arranged in an array, a matrix or a dot matrix are formed on a cover portion of an accessory. The plurality of light-transmitting areas are arranged in an array, and configured for an image generated by the display area to be projected out of the cover portion to form a dotted character, a dotted symbol, or a dotted pattern. When the cover portion covers the display area of the electronic device, the image of the display area may still be projected out of the cover portion through the light-transmitting areas of the cover portion. The image projected out of the cover portion may form a dot matrix pattern of text, number or image. The image projected out of the cover portion may form lattice pattern of text, number, symbol or image. Therefore, a user may still view the image displayed in the display area through the light-transmitting areas of the cover portion without opening or moving the cover portion. Moreover, a high-resolution image may be displayed in the display area.
not covered by the cover portion, and the display area covered by the cover portion may display a low-resolution image according to the density of the light-transmitting areas. Moreover, in the application, the electronic device is controlled under such hardware settings by corresponding to an event received by the electronic device to achieve diverse applications.

[0011] To make the above features and advantages of the application more comprehensible, several embodiments accompanied with drawings are described in detail as follows.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012]

FIG. 1 is a schematic view of an electronic assembly of an embodiment of the application before assembly. FIG. 2 is a schematic view of the electronic assembly of FIG. 1 after assembly. FIG. 3 is a front view of the electronic device of FIG. 1. FIG. 4 is a front view of the cover portion of the accessory of FIG. 1. FIG. 5 is a front view of the cover portion of the accessory of FIG. 1 covering the display area of the electronic device. FIG. 6 is a partial cross-sectional view of the cover portion of the accessory of FIG. 1 overlapped with the display area of the electronic device. FIG. 7 is a schematic view of an electronic assembly of another embodiment of the application before assembly. FIG. 8 is a cross-sectional view of a cover portion of an accessory of another embodiment of the application. FIG. 9 is a cross-sectional view of a cover portion of an accessory of another embodiment of the application. FIG. 10 is a cross-sectional view of a cover portion of an accessory of another embodiment of the application. FIG. 11 is a flow chart of a control method of another embodiment of the application. FIG. 12 is a circuit block diagram of the electronic device of FIG. 1. FIG. 13 is a front view of an electronic assembly of another embodiment of the application before assembly. FIG. 14 is a cross-sectional view of the cover portion of the accessory and the electronic device in FIG. 13 taken along line I-I. FIG. 15 is a cross-sectional view of the cover portion of the accessory and the electronic device in FIG. 13 taken along line II-II. FIG. 16 is a cross-sectional view of the cover portion of the accessory and the electronic device in FIG. 13 taken along line III-III.

FIG. 17 is a front view of the accessory in FIG. 13 with the cover portion opened. FIG. 18 is a cross-sectional view of the cover portion and the flexible portion in FIG. 13 taken along line IV-IV. FIG. 19 is a cross-sectional view of the accessory in FIG. 13 taken along line IV-IV. FIG. 20 is a flow chart of a method for forming an accessory of another embodiment of the application. FIG. 21 is a schematic view of the layout of the non-transparent layer on the transparent layer, disclosed in FIG. 20. FIG. 22 is a front perspective view of the transparent layer with the non-transparent layer thereon, disclosed in FIG. 20. FIG. 23 is a rear perspective view of the transparent layer and the first element, disclosed in FIG. 20. FIG. 24 is an exploded view of the mold, the transparent layer in FIG. 20 and the materials. FIG. 25 is another explodes view of the mold, the transparent layer and the materials after forming the covering portion and the flexible portion. FIG. 26 is a cross-sectional view of the mold, the transparent layer and the materials after forming the covering portion and the flexible portion. FIG. 27 is a perspective view of the covering portion, the flexible portion and the coupling portion before the flexible portion being attached to the coupling portion.

DETAILED DESCRIPTION OF DISCLOSED EMBODIMENTS

[0013] Referring to FIG. 1, FIG. 2, and FIG. 3, an electronic assembly 50 of the present embodiment includes an electronic device 100 and an accessory 200 applied to the coupling portion 210 and is suitable for covering the display area of the electronic device. The accessory 200 includes a coupling portion 210, a cover portion 220, and a flexible portion 230. The coupling portion 210 is suitable to be coupled to the electronic device having a display. In the present embodiment, the electronic device 100 may be a smart phone, PDA, tablet PC, notebook or any kind of electronic device having a display. However, in other embodiments not shown, the electron device 100 may also be a tablet computer or a similar tablet device. The electronic device 100 has a display area 102. The display area 102 may be used to display an image such as a liquid crystal display (LCD) display, electronic ink display or an organic light-emitting diode (OLED) display, and the display area 102 may be an entire display or a portion of a display. The display area 102 is used to display user interface, graphic, image or figures. The electronic device 100 may further comprise a touch sensor overlapping the display area so a user may interact with the user interface, graphic or figures directly by using or touching the touch sensor. The accessory 200 includes a coupling portion 210, a cover portion 220, and a flexible portion 230. The coupling portion 210 is suitable to be coupled to the electronic device 100. The cover portion 220 is connected or coupled to the coupling portion 210 and is suitable for cov-
erating the display area 102 of the electronic device 100. The flexible portion 230 connects between the cover portion 220 and the coupling portion 210. In particular, the location of the cover portion 220 relative to the coupling portion 210 may be changed by bending the flexible portion 230 to decide whether to cover the display area 102 of the electronic device 100. The flexible portion 230 and the cover portion 220 may be formed as one by mold injection process or any process that form the flexible portion 230 and the cover portion 220 as one piece. The coupling portion 210 may be coupled to the electronic device 100 at four corner of the electronic device 100 for securing the coupling portion 210 on the electronic device 100. The cover portion 220 and coupling portion 210 may be made by different type of material which has different flexibility. The flexible portion 230 may retain a curve shape that may restore to its curve shape after a force is applied. The cover portion 220 may cover the display area 102 when the flexible portion 230 in its original shape. The force is applied on the cover portion 220 in result change the shape of the flexible portion 230 so that the cover portion 220 is not cover the display area 102.

[0014] Referring to FIG. 1 and FIG. 2, in order to couple the coupling portion 210 to the electronic device 100 to fix the location of the coupling portion 210 relative to the electronic device 100, the coupling portion 210 is concave and is suitable for structurally covering the outside and the bottom of the electronic device 100, so as to fix the location of the coupling portion 210 relative to the electronic device 100. Moreover, in another embodiment, as shown in FIG. 7, the electronic device 100 has a magnetic coupling member 112, the coupling portion 210 has another magnetic coupling member 212, and the magnetic coupling member 112 and the magnetic coupling member 212 are suitable to be magnetically attracted to each other. The magnetic coupling member 112 and the magnetic coupling member 212 may be a combination of a pair of permanent magnetic members or a combination of a permanent magnetic member and a magnetic sensing portion.

[0015] Referring further to FIG. 1 and FIG. 2, to fix the location of the cover portion 220 relative to the display area 102, the electronic device 100 has a magnetic attachment member 122, the cover portion 220 has another magnetic attachment member 222, and the magnetic attachment member 122 and the magnetic attachment member 222 are suitable to be magnetically attracted to each other. The magnetic attachment member 122 and the magnetic attachment member 222 may be a combination of a pair of permanent magnetic members or a combination of a permanent magnetic member and a magnetic sensing portion.

[0016] Referring further to FIG. 1 and FIG. 2, to determine whether the cover portion 200 covers the display area 102, the electronic device 100 has a sensor 124, the cover portion 200 has a first element 224, and whether the sensor 124 senses the first element 224 determines whether the cover portion 200 covers the display area 102. In the present embodiment, the sensor 224 may be a sensor that senses the magnetic field, electric field, force or light such as a magnetic sensor, a Hall effect sensor, a hall sensor, pressure sensor, or light sensor, and the first element 224 may be an element that generate magnetic field, electric field, light or force such as a permanent magnet, electronic magnet, LED light, dead weight, or magnetic test member. The first element may be an active element which generates a wireless signal. The wireless signal may be coded or having a determined frequency. The wireless signal is detected by the sensor 224 to determine the cover portion covering the display area. The received wireless signal may be verified by processing unit of the electronic device so that an image to be displayed on the display area for the cover portion. In another embodiment not shown, the magnetic attachment member 222 and the first element 224 may be a single magnetic member. The sensor 124 may sense the magnetic polarity, characteristic of the magnetic field, such as direction of the magnetic field or magnetic flux or magnetic field of the first element. Therefore, according to the location and/or the magnetic polarity of the first element 224 that is sensed by the sensor 224, the electronic device 100 may identify the appearance type of the accessory 200 and adjusts the properties of an image output by the display area 102. For example, when the accessory 200 of red color is sensed, a character, a symbol, or a picture of the image is shown in red color on the display area 102. For another example, when the accessory 200 of one color (such as red) is sensed, a character, a symbol, or a picture of the image is shown in the contrasting/complementary color of the one color (such as green) on the display area 102. When the sensor 124 senses the first element 224 having or generating a first direction of magnetic field, the electronic device 100 determines to display a first image on the display area 102. When the sensor 124 senses the first element 224 having a second direction of magnetic field, the electronic device 100 determines to display a second image on the display area 102. The first image has different image characteristic, such as brightness, color contrast, color, hue, tint, shade, tone, saturation, chroma, luminosity, grayscale, or combination of the above, then the second image. Another example of the sensor and the first element is disclosed as follow. The electronic device 100 may have a plurality of sensor 124 disposed in various place on the electronic device 100. The cover portion may has a plurality of first element 224 disposed on the cover portion. The plurality of sensor 124 senses the plurality of first elements 224. Each plurality of sensor 124 may sense a least one of the plurality of first element 224. The plurality of sensor 124 sense a combination of the magnetic field according the magnetic field of the each plurality of first elements 224. When the plurality of sensors 124 senses the plurality of first elements 224 having a first combination of magnetic field, the electronic device 100 determines to display a first image on the display area 102. When the plurality of sensors 124 sens-
es the plurality of first elements 224 having a second combination of magnetic field, the electronic device 100 determines to display a second image on the display area 102.

[0017] Referring further to FIG. 1 and FIG. 2, the electronic device 100 has a pair of audio output areas 106 (such as two sets of speaker holes) located on two opposite sides of the display area 102, the cover portion 220 covers the pair of audio output areas 106, the cover portion 220 has a pair of audio output holes 226, and the pair of audio output holes 226 respectively expose the pair of audio output areas 106. Moreover, the electronic device has a third sensor for detecting a presence of nearby objects, and the cover portion has an opening for the third sensor to detect the presence of nearby objects via the opening of the cover portion. For example, the electronic device has a distance sensing area 108 (for instance, the distance sensor of the electronic device 100 is in the window on the case), the cover portion 220 covers the distance sensing area 108, the cover portion 220 has a distance sensing hole 228, and the distance sensing hole 228 exposes the distance sensing area 108.

[0018] Referring to FIG. 4 and FIG. 5, the cover portion 220 has a plurality of light-transmitting area 220a. The plurality of light-transmitting areas 220a are arranged on the display area 102 in an array, a matrix or lattice, and an image generated by the display area 102 is suitable to be projected out of the cover portion 220 through the light-transmitting areas 220a to be viewed by the user. When the image projected out of the plurality of the light-transmitting areas, the light from the display area resulting from the image displayed on the display area transmits through at least one of the plurality of light-transmitting areas and the plurality of the light-transmitting areas with no light transmitted through and the plurality of the light-transmitting areas with light transmitted through form a representation of at least a character, a symbol or the image. The plurality of light-transmitting areas are arranged in an array, and configured for an image generated by the display area to be projected out of the cover portion to form a dotted character, a dotted symbol, or a pattern. The light-transmitting area 220a may be a ditch, through hole that light may pass through, or an area that light may transmit through. The plurality of light-transmitting area 220a may be arranged in row and column to form a matrix or array. Each row or column of light-transmitting area 220a may have different area or height. The adjacent row or column of light-transmitting area 220a may have different area or height. The plurality of light-transmitting area 220a may arrange to form a pattern or shape. Therefore, when a call or a notification is received, the user does not need to open the cover portion 220, and may directly view the image generated by the display area 102 from the light-transmitting areas 220a of the cover portion 220. The image projected out of the cover portion 220 may form a dot matrix pattern of text, number or image. Moreover, the touch sensitivity of the display area 102 may be manually or automatically increased. The display area 102 is an area on the display or touch display. The touch display has a touch panel disposed on the display. The change of the touch sensitivity of the display area 102 is the change of the touch sensitivity of the touch panel. The touch sensitivity of the touch panel may be increased by changing the frequency of charging the touch panel or increasing the voltage or current applied to the touch panel. Therefore, the user may perform a touch operation or a gesture operation on the display area 102 via the cover portion 220. The touch operation or the gesture operation may be sensed by the touch panel. The array may be, for instance, a linear array, a triangular array, a square array, a rectangular array, a pentagonal array, a hexagonal array, or a polygonal array. When the electronic device 100 generates an event or receiving an event to display information on the display area and the sensor 124 senses the first element 224 indicated that the covering portion 220 is disposed or moved to cover the display area 102, the electronic device 100 may change the touch sensitivity of the touch panel so the touch panel may sense the touch gesture on the covering portion 220.

[0019] Referring to FIG. 3, FIG. 5, and FIG. 6, in the present embodiment, the cover portion 220 has a plurality of through-holes 221 to form the light-transmitting areas 220a. Moreover, an image 800 output by the display area 102 contains a plurality of blocks 810, the blocks 810 respectively correspond to the light-transmitting areas 220a, and each of the blocks 810 further contains a plurality of pixels 811. Specifically, the pixels 811 refer to minimum pixels located in the display area 102 (such as a display screen) capable of generating an image, and the blocks 810 may be a pixel array formed by the plurality of pixels 811. Therefore, as shown in FIG. 3, a character, a symbol, or a picture, that is meaningful to the users, may be pieced together through the blocks 810, and the pixels 811 of the same block 810 may still display color gradient. In the present embodiment, a maximum width W1 of each of the light-transmitting areas 220a may be less than 3 millimeters to project an image with enough resolution. A high-resolution image may be displayed in the display area 102 not covered by the cover portion 220, and the display area 102 covered by the cover portion 220 may display a low-resolution image according to the density of the light-transmitting areas 220a.

[0020] Referring to FIG. 5 and FIG. 6, in the present embodiment, a minimum width W2 of each of the blocks 810 is greater than the maximum width W1 of each of the corresponding light-transmitting areas 220a. Therefore, when the cover portion 220 is not completely aligned with the display area 102 of the electronic device 100, the blocks 810 may still be projected out of the cover portion 220 through the corresponding light-transmitting areas 220a. Moreover, the minimum width W2 of each of the blocks 810 is greater than a shortest distance D between any two adjacent light-transmitting areas 220a.
to prevent the blocks 810 from being completely shielded by an opaque portion of the cover portion 220.

[0021] Referring to FIG. 8, in comparison to the column through-holes 221 in FIG. 6 that may limit the viewing angle of the user, the through-holes 221 of FIG. 8 have a truncated pyramid shape and may increase the viewing angle of the user. Moreover, referring to FIG. 9, in comparison to the light-transmitting areas 220a in FIG. 6 formed by the through-holes 221, the cover portion 220 of FIG. 9 further includes a plurality of light-transmitting bodies 221a. The light-transmitting bodies 221a are respectively located inside the through-holes 221 to form the light-transmitting areas 220a. Moreover, referring to FIG. 10, different from the cover portion 220 of FIGs. 6, 7, and 8, a cover portion 320 of FIG. 10 has a first opaque layer 321, a second opaque layer 322, and a light-transmitting layer 323 disposed between the first opaque layer 321 and the second opaque layer 322. The first opaque layer 321 has a plurality of first openings 321a, the second opaque layer 322 has a plurality of second openings 322a, and the first openings 321a are respectively aligned with the second openings 322a to form light-transmitting areas 320a. In the present embodiment, the light-transmitting layer 323 has a plurality of first columns 323a and a plurality of second columns 323b. The first columns 323a are respectively extended to the first openings 321a and the second columns 323b are respectively extended to the second openings 322a.

[0022] Referring to FIG. 11 and FIG. 12, the control method of the present embodiment is suitable for controlling the electronic assembly 50 of FIG. 1. In particular, FIG. 12 illustrates a circuit block diagram of the electronic device 100 of the electronic assembly 50. In the present embodiment, the electronic device 100 has a display 130, a touch sensor 132, and a processor 134 forming the display area 102. The touch sensor 132 is overlapped with the display 130. The processing unit 134 is coupled to the display 130 and the touch sensor 132.

[0023] In the present embodiment, the processing unit 134 includes a processor 134a, a display driving circuit 134b, a touch sensor driving circuit 134c, and a sensing circuit 134d. The display driving circuit 134b is coupled to the display 130 and the processor 134a and drives the display 130 according to a command of the processor 132a. The touch sensor driving circuit 134c is coupled to the touch sensor 132 and the processor 134a and drives the touch sensor 132 according to the command of the processor 132a. The sensing circuit 134d is coupled to the touch sensor 132 and the processor 134a and sends the sensing result of the touch sensor 132 to the processor 132a.

[0024] Referring to FIG. 3, FIG. 5, FIG. 11, and FIG. 12, first, as shown in step S110, the method may be generally carried out by performing at least the following operations: detecting the passive information of the first element by a detection mechanism in the electronic device, determining the accessory device information based upon the detecting, and altering the operating state of the electronic device in accordance with the accessory device information. A detection mechanism detects the presence of the first element only when the cover portion is in proximity to the display. The detection mechanism may be a touch sensor, a magnet field sensor, a hall sensor, a pressure sensor, a switch, a light sensor, or a capacitive sensor. The first element may be an active element that generates an information or energy such as magnetic field. The first element may be a passive element that is trigger by the sensor and change the property of the sensor. Please refer to the following for more detail. A first element 224 on the cover portion 220 is detected through a first detection mechanism of the electronic device 100 such as the sensing function of a sensor 124. Then, as shown in step S120, whether the cover portion 220 covers the display area 102 and the appearance type of the accessory 200 (such as the color of the accessory 200) is determined through the detection of the electronic device 100. The electronic device 100 may have a computer readable medium which includes at least computer code for detecting the passive information of the first element by a detection mechanism in the electronic device, computer code for determining accessory information based upon the detecting of the passive information of the first element, and computer code for altering the operating state of the electronic device in accordance with the accessory information. The detection mechanism provides the accessory information to the processor unit. The processor unit uses the accessory information to alter an operating state of the electronic device. Generally, the detection occurs only when the cover portion and the display are in close proximity to each other. Therefore, the processing unit determines a characteristic of at least one element on the cover portion with a first detection mechanism of the electronic device, when the cover portion covers the display area and displays an image on the display area according to the determined characteristic, wherein when the image being projected out of the cover portion through the plurality of light-transmitting areas. The plurality of light-transmitting areas represents at least a character, a symbol or the image. The characteristic of the element may be direction of the magnetic field, magnetic polarity, and characteristic of the magnetic field, such as direction of the magnetic field or magnetic flux or magnetic field of the element.

[0025] As shown in step S130, an event is received through the electronic device 100. The event includes the pressing of a key (such as a power key) of the electronic device 100, the touching of the display area 102 of the electronic device 100, the covering of the display area 102 of the electronic device 100 by the cover portion 220 of the accessory 200, or the electronic device 100 receiving a notification. The notification is, for instance, a caller ID, an alarm alert, a new message, or a new mail.

[0026] Then, as shown in step S140, when the processing unit 134 determines the cover portion 220 covers the display area 102, the processing unit 134 displays an image on the display area 102 according to the
first event, and the image is projected out of the cover portion 220 through the light-transmitting areas 220a. Alternatively, when the processing unit 134 determines the cover portion 220 covers the display area 102, the processing unit 134 turns off the display 130. In the present embodiment, in step S140, when the processing unit 134 determines the cover portion 220 covers the display area 102, the touch sensitivity of the touch sensor 132 is increased. When the touch sensitivity of the touch sensor 132 is increased, the user may perform a touch operation or a gesture operation on the touch sensor 132 with the cover portion 220 in between.

Moreover, as shown in step S150, when the processing unit 134 displays the image on the display 130 according to the first event, the processing unit 134 detects a second event. The second event includes the pressing of a key (such as a power key) or another key of the electronic device 100, or the image displayed in the display area 102 displaying a preset time when the touch sensor 132 is not touched. Then, as shown in step S160, the display 130 is turned off according to the second event. Moreover, as shown in step S170, the distance of an object is detected with a second detection mechanism of the electronic device 100. For instance, the distance sensor 108 may be used to sense whether the head of the user is close. Then, as shown in step S180, when the processing unit 134 determines the distance of the object is less than a threshold value, the processing unit 134 turns off the display 130.

In step S150, the image 800, applied here and shown in FIG. 3, also contains a plurality of blocks 810, the plurality of blocks 810 respectively correspond to the plurality of light-transmitting areas 220a, each of the blocks 800 contains a plurality of pixels 811 shown in FIG. 6, the plurality of blocks 810 pieces a character, a symbol, or a picture, shown in FIG. 5, that is meaningful to a user. Besides, the properties of the image 800 are varied according to the appearance type of the accessory 200. For example, when the accessory 200 of red color is sensed, a character, a symbol, or a picture, faced by the blocks 810 of the image 800, is shown in red color on the display area 102. For another example, when the accessory 200 of one color (such as red) is sensed, a character, a symbol, or a picture, included by the blocks 810 of the image 800, is shown in the contrasting/complementary color of the one color (such as green) on the display area 102.

The following refers to the electronic assembly and the control method of the embodiments above and presents usage variations in a plurality of different conditions.

In an OFF state (the display is turned off), the power key may be pressed to wake the display and enter a clock interface. When the cover portion of the accessory is removed from the display, the display displays a lock screen. The volume key and the touch sensor do not have an effect.

In a clock face state (the clock interface state), the power key may be pressed to make the system enter a sleep state. The ringer volume may be adjusted by pressing the volume key. The touch sensor may sense lateral sliding to display the next prompt. When the cover portion of the accessory is removed from the display, the display is awakened to the most recent application screen. When still not touched after the preset time (such as 3 seconds), the system enters the sleep state.

When the clock face is in the state of just closed case (the clock interface state when the display is covered by the cover portion), the power key may be pressed to make the system enter the sleep state. The ringer volume may be adjusted by pressing the volume key. The touch sensor may sense lateral sliding to display the next prompt. When the cover portion of the accessory is removed from the display, the display is awakened to the nearest program screen. When not touched after the preset time (such as 3 seconds), the system enters the sleep state.

In an alert state, the power key may be pressed to dismiss an alert and enter the sleep state. The volume key may be pressed to mute the alert. The cover portion of the accessory is brought close to the distance sensor to dismiss the alert. When the cover portion of the accessory is removed from the display, the display displays the lock screen and an alert user interface. When the alert is dismissed longer than the preset predetermined time (such as 3 seconds), the system enters the sleep state.

In a notification state (such as the notification of an SMS and or an e-mail), the power key may be pressed to dismiss the alert and enter the sleep state. The ringer volume may be adjusted by pressing the volume key. The cover portion of the accessory is brought close to the distance sensor to dismiss the notification. When the cover portion of the accessory is removed from the display, the display displays a program showing a notification to the most recent notification; alternatively, the display is directly unlocked and enters the program. When the notification is not unlocked after the preset time (such as 8 seconds), the system enters the sleep state.

In an incoming call state, the power key may be pressed to dismiss an incoming call. The volume key may be pressed to mute the ringer. The touch sensor may sense a sliding-up to receive a call; the cover portion of the accessory is brought close to the distance sensor to mute the ringer. When the cover portion of the accessory is removed from the display, the call is answered and an answering screen is displayed. When the caller is disconnected longer than the preset time (such as 3 seconds), the system directly enters the sleep state without dismissing the command.

In an in call state, the power key may be pressed to turn off the screen. The call volume may be adjusted by pressing the volume key. The touch sensor does not have an effect. When the cover portion of the accessory is removed from the display, an in call screen is displayed. If the command is not dismissed after the preset time
In an in call and screen off state, the power key (such as 3-5 seconds), then the screen is turned off.

Based on the above, in the application, a plurality of light-transmitting areas is arranged in an array and covering the display area of an electronic device, an image of the display area may still be projected out of the cover portion through the light-transmitting areas of the cover portion. Therefore, a user may still view the image displayed in the display area through the light-transmitting areas of the cover portion without opening or moving the cover portion. Moreover, a high-resolution image may be displayed in the display area not covered by the cover portion, and the display area covered by the cover portion may display a low-resolution image according to the density of the light-transmitting areas. Moreover, in the application, the electronic device is controlled under such hardware settings by corresponding to an event received by the electronic device to achieve diverse applications.

Referring to FIG. 3, 4, 5 and 13, for another embodiment of the present application, the electronic device 100 in FIG. 13 may have a display 101, having a display area 102, and at least one speaker 105, having audio output areas 106, disposed adjacent to the display 101. The cover portion 220 has a plurality of light-transmitting areas 220a, and the light-transmitting areas 220a are arranged on the display area 102 in an array. An image generated by the display area 102 is projected out of the cover portion 220 through the light-transmitting areas 220a. The electronic device 100 may be placed under the cover portion 220 or inside the accessory 200. The display 101 may generate an image. The image projected out of the cover portion 220 may form a dot matrix pattern or lattice of text, number or image.

Referring to FIGs. 14 and 15, the cover portion 220 may be made out of stacking structure. The cover portion 220 or the structure has three layers. For the portion covering the display area 102, the cover portion 220 includes a transparent layer 602, a first layer 601 disposed on one side of the transparent layer 602 and a second layer 603 disposed on the other side of the transparent layer 602. The plurality of light-transmitting areas is arranged in an array and overlapping with the transparent layer. The first layer 601 has a plurality of first apertures 605, such as openings, cavities, windows or holes. The second layer 603 has a plurality of second apertures 606, such as openings, cavities, windows or holes. Each of the plurality of first apertures 605 of the first layer 601 corresponds to one of the plurality of second apertures 606 of the second layer 603. When an image displayed in the display area is projected out of the cover portion via the plurality of light-transmitting areas and the transparent layer, the plurality of light-transmitting areas represents at least a character, a symbol or the image. Therefore, light 608, generated from the LCD module 101a of the display 101 and transmitted through the touch panel 101b and the cover glass 101c, may transmit through the cover portion 220 via the apertures 605, 606 on the first and second layer 601, 603 and the transparent layer 602. The plurality of the first and second apertures 605, 606 with the portion of a transparent layer 602 which the light 608 transmitted through forms the plurality of the light-transmitting areas 220a.

Referencing to FIG. 14, a third layer 607 may be disposed between the first layer 601 and the transparent layer 602, and another opaque or non-transparent layer 604 may be also disposed between the transparent layer 602 and the second layer 603. Each of the opaque or non-transparent layers 604 has a plurality of apertures 604a, such as openings, cavities, windows or holes, corresponding to the plurality of the first apertures 605. Each of the plurality of third apertures 604a of the opaque or non-transparent layers 604 corresponds to one of the plurality of first apertures 605 of the second layer 603. In another embodiment not shown, the upper or lower one of the opaque or non-transparent layer 604 may be omitted.

Referencing to FIG. 14, a third layer 607 may be disposed on the first layer 601 or on the first layer 601 and the plurality of first apertures 605 and the transparent layer 602. The third layer 607 is disposed on the first layer so that the fraction generated between an object and the first layer is reduced. In turn, the third layer generates less fraction then the first layer when an object is pressed against it. The third layer 607 has lubricity, and is disposed on the surface area of the transparent layer 602 corresponding the plurality of the first apertures 605. The third layer 607 may be a lubricant which made out of material that is non-sticking or low coefficients of friction against solid, for example the third layer 607 may be Polytetrafluoroethylene (PTFE), fluoropolymer, fluorocarbon or Teflon. When the cover portion 220 placed or disposed above the electronic device 100, the second layer 603 faces toward the electronic device 100. The image, text or number which is generated by the display 101 of the electronic device 100 projects through the cover portion 220 via the plurality of the second apertures 606 of the second layer 603, the transparent layer 602 and the plurality of the first apertures 605 of the first layer 601. The display 101 may include the LCD module 101a, the cover glass 101b, and the touch panel 101c, all of which are stacking in order to have function of display image and sense user touch on the LCD module 101a or the touch panel 101b.
transparency of the material. The transparent layer 602 may further comprise at least one cavity 611, such as a dint, dip, hole, through hole or cut. The first element 612 such as magnet, permanent magnet, electronic magnet or material or component that can produces a magnetic or electric field may be placed or disposed in the cavity 611. The first layer 601 and second layer 603 may be disposed to cover the first element 612. The first element 612 such as magnet has polarity and the electronic device 100 may identify the accessory 200 based on the polarity of the magnet by using the sensor 124 to sense the polarity of the magnet. For example, when the first element 612 generates a first magnetic field in a first direction toward the sensor 124, the sensor 124 senses the magnetic field is in the first direction and the process unit of the electronic device 100 determines the covering portion 220 disposed on the electronic device 100 is an standard non-transparent or non-light transmitting cover and the display 101 is disable or not display any image.

[0046] Referring to FIG. 16, the electronic device 100 may further comprise at least one speaker 105. The speaker 105 is placed or disposed adjacent or in close proximity to the display 101 of the electronic device 100. The cover portion 220 may be disposed or covers the speaker 105 and/or surrounding area. The portion of the cover portion 220 which covers the speaker 105 and/or surrounding area has a plurality of first through holes 602a. The sound or voice generated by the speaker 105 may be transmitted through the first through holes 602a and toward the outside environment of the accessory 200. In turns of three layers structure, the transparent layer 602 has a plurality of first through holes 602a corresponding to the position of the speaker 105 of the electronic device 100 and/or the surrounding area of the speaker 105. The first layer 601 disposed on one side of the transparent layer 602 and the second layer 603 disposed on the other side of the transparent layer 602 around the portion of the cover portion 220 which covers the speaker 105 and/or surrounding area. The first layer 601 has a plurality of first apertures 605, such as openings, cavities, windows or holes. The second layer 603 has a plurality of second apertures 606, such as openings, cavities, windows or holes. Each of the plurality of first through holes 602a corresponds to one of the plurality of second apertures 606 of the second layer 603 and one of the plurality of first apertures 605 of the first layer 601. Therefore, sound or voice may transmit through the cover portion 220 via the apertures 605, 606 on the first and second layer 601, 603 and the first through holes 602a of the transparent layer 602. The second layer 603 may have a depression 609 such as dip, embrasure, cavity or sink around the close proximity of the speaker 105 and/or surrounding area. The depression 609 forms a chamber or spacing between the second layer 603 and the speaker when the cover portion 220 is disposed or covering the speaker 105. The sound of the speaker 105 may be produced more efficiently and transmits more efficiently through the cover portion 220 and be resonated in the spacing to produce better sound quality.
The coupling portion 210 may further comprise a second element 704a placed or disposed close to the flexible portion 230. The second element 704a may be interfered with detection of the sensor 124 from the back side of the coupling portion 210. By placing the second element 704a on the coupling portion 210 in the place corresponding to the position of the sensor 124 on the coupling portion 210, the second element 704a shields the sensor 124 from the magnetic field generated by the first element 612.

Please refer to Figs. 17, 18 and 19 for the cross section of the cover portion 220 and flexible portion 230. The flexible portion 230 has a first secure component 705. The first secure component 705 is bond to the coupling portion 210. The coupling portion 210 has a second secure component 706. The first secure component 705 and the second secure component 706 may be coupled together through the use of ultrasonic bonding. The cover portion 220 and the flexible portion 230 may be formed as one piece with the transparent layer 602 and/or non-transparent layer 604 shown in Fig. 14.

The method of forming the accessory 200 including the coupling portion 210, the cover portion 220 and the flexible portion 230 is described in Fig. 20. The first process 901 is printing the non-transparent layer on the transparent layer. The second process 902 is placing the first element (such as a magnet) on the transparent layer. Next process 903 is placing the transparent layer in a mold and the first secure element in the mold. The next process 904 is forming the covering portion and flexible portion. Finally, the next process 905 is placing the flexible portion with the first secure element on the coupling portion together and bond the first secure element on the coupling portion by using ultrasonic welding. Each process is further illustrated as following.

Referring to Figs. 21 and 22, in the process (901 in Fig. 20), the first step is to have the transparent layer 602. The transparent layer 602 may be transparent PCB or transparent board. Next, a non-transparent layer 604 such as color ink is printed on the transparent layer 602. The non-transparent layer 604 surrounds the light-transmitting areas 220a, and surrounds the first through holes 602a that are formed later or earlier. The color ink may be any ink that is non-transparent to the light. This process is to decrease the light transmittance of the area having the color printing. Next, the first through holes 602a and the second through hole 701 are made on the transparent layer 602. The step of printing of the ink on the transparent layer 602 to form the non-transparent layer 604 and the step of making of the first through holes 602a and the second through hole 701 may be changed. The process may be first making the first through holes 602a and the second through hole 701 on the transparent layer 602 and then printing ink on the transparent layer 602 to form the non-transparent layer 604.

Referring to Fig. 23, in the next process (902 in Fig. 20), the first element 612 is placed in the cavity 611 of the transparent layer 602. The first element 612 may have the same color as the color ink printed on the transparent layer 602. In one embodiment, color ink may be printed on both the transparent layer 602 and the first element 612 at once. Therefore, the non-transparent layer 604 by ink printing may be formed on the first element 612 and the side of the transparent layer 602 where the first element 612 is placed.

Referring to Figs. 24 and 25, in the next process (903 in Fig. 20), the transparent layer 602 (such as a transparent PCB or a transparent board) is placed in the mold. The mold may be casting mold and have three molding pieces, including an upper molding piece 801 (male die), a middle molding piece 802 (mold core), and a bottom molding piece 803 (female die). A first material 805 is placed or disposed on the middle molding piece 802, and a second material 806 is placed or disposed on the bottom of the upper molding piece 801 which has an air suction to keep the second material 806 on the bottom of the upper molding piece 801. Next, the transparent layer 602 is placed in the middle molding piece 802 and/or on the first material 805. The first secure component 705, also as disclosed in Fig. 18, is placed on the bottom molding piece 802. In one embodiment, the first and second materials 805, 806 may be rubber, such as silicon rubber, while the first secure component 705 may be made of plastic. Regardless of the material, the elasticity of the first and second materials 805, 806 is larger than the elasticity of the first secure component 705.

Next referring to Figs. 18, 25 and 26, in the next process (904 in Fig. 20), the mold is closed and having the middle molding piece 802 enclosed by the upper and bottom molding pieces 801, 802. The first and second materials 805, 806 may be heated to form the flexible portion 230, the first layer 601 and second layer 603 as one piece. The first and second materials 805, 806 may be heated and flow in to the space in the mold, between the upper molding pieces 801, the middle molding piece 802 and the bottom molding piece 803. The first and second materials 805, 806 may flow down toward the space between the bottom molding piece 803 and middle piece 802 and attached to the first secure component 705. The mold is opened so that the piece formed in the mold is taken out, and thus the covering portion 220 and the flexible portion 230 is formed as one piece as disclosed in...
The accessory as claimed in claim 1, wherein the electronic device has a display area and the accessory comprises:

3. The accessory as claimed in claim 1, wherein the cover portion further comprises an opaque layer disposed between the transparent layer and the second layer.

4. The accessory as claimed in claim 1, wherein the cover portion further comprises a third layer disposed on the first layer so that fraction generated between an object and the third layer is less than fraction generated between the object and the first layer.

5. The accessory as claimed in claim 1, wherein the electronic device comprises a speaker disposed adjacent or in close proximity to the display area, and the transparent layer has a plurality of third apertures and each of the plurality of third apertures corresponds to one of the plurality of first apertures to the position of the speaker and/or the surrounding area of the speaker.

6. The accessory as claimed in claim 1, wherein the electronic device comprises a display and a speaker placed or disposed adjacent or in close proximity to the display area, and the second layer has a depression, and the depression forms a chamber or spacing between the second layer and the speaker.

7. The accessory as claimed in claim 1, wherein the electronic device comprises a first sensor and the cover portion has a first element, and when the cover portion covers the display area, the first sensor senses the first element in proximity with the electronic device.

8. The accessory as claimed in claim 1, wherein the electronic device comprises a plurality of first sensors and the cover portion has a plurality of first elements, and when the plurality of the first elements generates a first combination of magnetic field, the plurality of first sensors senses the first combination of magnetic field, the display area displays the first image to be projected out of the cover portion.

9. The accessory as claimed in claim 1, further comprises a flexible portion having a first secure component and a coupling portion having a second secure component, the coupling portion coupled to the electronic device, the cover portion connected to the coupling portion wherein the first secure component is bonded to the second secure component.

10. The accessory as claimed in claim 9, wherein the coupling portion further comprises a second element disposed on the coupling portion corresponding to the position of the first sensor, and the first sensor does not detect the first element with the second element between the first sensor and the first ele-
11. The accessory as claimed in claim 9, further comprises a coupling portion suitable to be coupled to the electronic device and the cover portion coupled to the coupling portion.

12. The accessory as claimed in claim 1, further comprises a flexible portion and a coupling portion, wherein the flexible portion connects between the cover portion and a coupling portion, wherein a location of the cover portion relative to the coupling portion is changed by bending the flexible portion to decide whether to cover the display area of the electronic device.

13. The accessory as claimed in claim 1, wherein the electronic device has a first magnetic coupling member and the coupling portion has second magnetic coupling member, wherein the first magnetic coupling member and the second magnetic coupling member are suitable to be magnetically attracted to each other to fix a location of the coupling portion relative to the electronic device.

14. The accessory as claimed in claim 1, wherein the electronic device has a third sensor for detecting a presence of nearby objects, and the cover portion has an opening for the third sensor to detect the presence of nearby objects via the opening of the cover portion.

15. A method for forming an accessory, comprising:

placing a first element on the transparent layer;
forming a flexible portion, a first layer with a plurality of first apertures arranged in an array on a first side of transparent layer, and a second layer with a plurality of second apertures arranged in an array on a second side of transparent layer, wherein the first layer, the second layer and the flexible portion is formed as one piece; and bonding the flexible portion on a coupling portion.

16. The method as claimed in claim 15, further comprise printing a non-transparent layer with a plurality of third apertures on a transparent layer before forming a flexible portion, a first layer, and a second layer.

17. The method as claimed in claim 15, wherein in the process of forming a flexible portion, a first layer, and a second layer by molding, a first secure component is connected to the flexible portion.

18. The method as claimed in claim 17, wherein in the process of bonding the flexible portion on a coupling portion, the first secure component is bonded on a second secure component on the coupling portion.

19. The method as claimed in claim 18, wherein in the process of forming a flexible portion, a first layer, and a second layer comprising:

placing a first material on the middle molding piece, a second material on the bottom of an upper molding piece, the transparent layer in the middle molding piece and on the first material, and the first secure component on a bottom molding piece;
enclosing the middle molding piece by the upper molding piece and the bottom molding piece; and
heating the first material and the second material to form the flexible portion, the first layer with a plurality of first apertures and the second layer with a plurality of second apertures as one piece, wherein the first secure component is attached to the flexible portion.
FIG. 6
Detect an element on a cover portion through a first detection mechanism of an electronic device

Determine whether the cover portion covers a display area according to the detection of the electronic device

Receive an event through the electronic device

When the processing unit determines the cover portion covers the display area, the processing unit displays a first image in the display area according to the first event, and the first image is projected out of the cover portion through the light-transmit

When the processing unit displays the first image is displayed in the display according to the first event, the processing unit detects a second event

Turn off the display according to the second event

Detect the distance of an object with a second detection mechanism of the electronic device

When the processing unit determines the distance of the object is less than a threshold value, the processing unit turns off the display

FIG. 11
FIG. 12
FIG. 18

FIG. 19
Printing the non-transparent layer on the transparent layer

Placing the first element (magnet) on the transparent layer

Placing the transparent layer in a mold and the first secure element in the mold

Forming the covering portion and flexible portion

Bonding the first secure element on the coupling portion by using ultrasonic welding

FIG. 20
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>* abstract</td>
<td>1-19</td>
<td>G06F1/16</td>
</tr>
<tr>
<td></td>
<td>* figures 1, 2, 4</td>
<td></td>
<td>A45C13/00</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0012]</td>
<td></td>
<td>G06F3/14</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0040]</td>
<td></td>
<td>H04M1/02</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0048]</td>
<td></td>
<td>H04M1/725</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0057]</td>
<td></td>
<td>ADD.</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>A45C11/00</td>
</tr>
<tr>
<td></td>
<td>* abstract</td>
<td>1-19</td>
<td>G06F</td>
</tr>
<tr>
<td></td>
<td>* paragraph [0037]</td>
<td></td>
<td>A45C</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>H04M</td>
</tr>
</tbody>
</table>

**TECHNICAL FIELDS SEARCHED (IPC)**

- G06F
- A45C
- H04M

The present search report has been drawn up for all claims

Place of search: The Hague
Date of completion of the search: 12 December 2014
Examiner: Dhondt, Erik
ANNEX TO THE EUROPEAN SEARCH REPORT
ON EUROPEAN PATENT APPLICATION NO. EP 14 17 4776

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 12-12-2014. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US 2007268202 A1</td>
<td>22-11-2007</td>
</tr>
<tr>
<td>US 2013076614 A1</td>
<td>28-03-2013</td>
<td>CN 103123525 A</td>
<td>29-05-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 203178852 U</td>
<td>04-09-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2760308 A2</td>
<td>06-08-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20140042897 A</td>
<td>07-04-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 201325387 A</td>
<td>16-06-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013076614 A1</td>
<td>28-03-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013049010 A2</td>
<td>04-04-2013</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- US 14094799 B [0001]
- US 61932780 A [0001]