SYSTEM FUNCTION CALL METHOD, APPARATUS AND TERMINAL

The present invention discloses a system function invoking method and apparatus, and a terminal and relates to the field of computer technologies. The method includes: acquiring an installation package of a first application program; granting a first permission of a system to the first application program according to the installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program, and forbidding the second application program from invoking the at least one system function. The apparatus includes: a first acquiring module, an authorization module, and an invoking module. The present invention resolves problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced, and achieves effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced.

![Diagram of System Function Call Method, Apparatus, and Terminal](IMAGE)
Description

[0001] This application claims priority to Chinese Patent Application NO. CN 201310201782.0, filed with the Chinese Patent Office on May 27, 2013 and entitled "SYSTEM FUNCTION INVOKING METHOD AND APPARATUS, AND TERMINAL", which is incorporated herein by reference in its entirety.

TECHNICAL FIELD

[0002] The present invention relates to the field of computer technologies, and in particular, to a system function invoking method and apparatus, and a terminal.

BACKGROUND

[0003] To perform control on security and stability of a system of a terminal, an invocation permission may be set for a system function provided by the system. Only an application program that has a permission to invoke the system function can invoke the system function, and the system function may be implemented by an API (Application Programming Interface, application programing interface).

[0004] In the prior art, a system function invoking method is provided. After acquiring a highest permission of the system, a management program may read permission information of each application program and present the read permission information to a user, so that the user performs disabling setting on some permissions in the permission information, and forms permissions for which disabling is set into a permission database, and the management program may forbid the application program from invoking a system function corresponding to a permission in the permission database.

[0005] An existing management program needs to acquire the highest permission of the system, but the acquiring of the highest permission brings an insecure factor; in addition, disabling setting of a system function is applicable only to one application program, and if another application program also needs to disable the system function, the user needs to separately perform disabling setting for the system function in the another application program. When there are multiple application programs, the user needs to frequently perform disabling setting, which increases operation complexity of system function invocation and reduces efficiency of system function invocation.

SUMMARY

[0006] To resolve problems that acquiring of a highest permission brings an insecure factor, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced, embodiments of the present invention provide a system function invoking method and apparatus, and a terminal.

The technical solutions are as follows:

[0007] According to a first aspect, the present invention provides a system function invoking method, and the method includes:

acquiring an installation package of a first application program;
granting a first permission of a system to the first application program according to the installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and
running the first application program, and forbidding the second application program from invoking the at least one system function.

[0008] In a first possible implementation manner of the first aspect, before the granting a first permission of a system to the first application program according to the installation package, the method further includes:

acquiring a configuration file of the first application program from the installation package; and
the granting the first permission of the system to the first application program according to the installation package includes:
reading configuration information of the first permission from the configuration file; and
granting the first permission of the system to the first application program according to the configuration information.

[0009] In a second possible implementation manner of the first aspect, the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

[0010] With reference to the first aspect, or the first possible implementation manner of the first aspect, or the second possible implementation manner of the first aspect, in a third possible implementation manner of the first aspect, the forbidding the second application program from invoking the at least one system function includes:

for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspending or ending the invocation of the system function by the second application program; and
for each system function of the at least one system function, if the second application program did not
invoking the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbidding subsequent invocation of the system function by the second application program.

According to a second aspect, the present invention provides a system function invoking method, and the method includes:

configuring a first mode in a system; when a first application program is installed, granting a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and running the first application program, and forbidding the second application program from invoking the at least one system function.

In a first possible implementation manner of the second aspect, the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

In a second possible implementation manner of the second aspect, after the forbidding the second application program from invoking the at least one system function, the method further includes:

if the first application program exits running, switching the first mode to a second mode, where the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

With reference to the second aspect, or the first possible implementation manner of the second aspect, or the second possible implementation manner of the second aspect, in a third possible implementation manner of the second aspect, the forbidding the second application program from invoking the at least one system function includes:

for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspending or ending the invocation of the system function by the second application program; and for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbidding subsequent invocation of the system function by the second application program.

According to a third aspect, the present invention provides a system function invoking apparatus, and the apparatus includes:

a first acquiring module, adapted to acquire an installation package of a first application program; an authorization module, adapted to grant a first permission of a system to the first application program according to the installation package acquired by the first acquiring module, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and an invoking module, adapted to run the first application program, and forbid, according to the first permission granted by the authorization module, the second application program from invoking the at least one system function.

In a first possible implementation manner of the third aspect, the apparatus further includes:

a second acquiring module, adapted to: before the authorization module grants the first permission of the system to the first application program according to the installation package, acquire a configuration file of the first application program from the installation package; and the authorization module includes:

a reading unit, adapted to read configuration information of the first permission from the configuration file; and an authorization unit, adapted to grant the first permission of the system to the first application program according to the configuration information read by the reading unit.

With reference to the second aspect, or the first possible implementation manner of the second aspect, or the second possible implementation manner of the second aspect, in a third possible implementation manner of the third aspect, the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

With reference to the third aspect, or the first possible implementation manner of the third aspect, or the second possible implementation manner of the third aspect, in a third possible implementation manner of the third aspect, the invoking module includes:
a first invoking unit, adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspend or end the invocation of the system function by the second application program; and
a second invoking unit, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

[0019] According to a fourth aspect, the present invention provides a system function invoking apparatus, and the apparatus includes:
a configuring module, adapted to configure a first mode in a system;
an authorization module, adapted to: when a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode configured by the configuring module, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and
an invoking module, adapted to run the first application program, and forbid, according to the second permission granted by the authorization module, the second application program from invoking the at least one system function.

[0020] In a first possible implementation manner of the fourth aspect, the second application program is any application program of some application programs other than the first application program in the system.

[0021] In a second possible implementation manner of the fourth aspect, the apparatus further includes:
a switching module, adapted to: after the invoking module forbids the second application program from invoking the at least one system function, if the first application program exits running, switch the first mode to a second mode, where the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

[0022] With reference to the fourth aspect, or the first possible implementation manner of the fourth aspect, or the second possible implementation manner of the fourth aspect, in a third possible implementation manner of the fourth aspect, the invoking module includes:
a first invoking unit, adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspend or end the invocation of the system function by the second application program; and
a second invoking unit, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

[0023] According to a fifth aspect, the present invention provides a terminal, and the terminal includes: the system function invoking apparatus according to the third aspect; or includes the system function invoking apparatus according to the fourth aspect.

[0024] Beneficial effects brought by the technical solutions provided in the embodiments of the present invention are as follows:
[0025] By granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved.

BRIEF DESCRIPTION OF DRAWINGS

[0026] To describe the technical solutions in the embodiments of the present invention more clearly, the following briefly introduces the accompanying drawings required for describing the embodiments. Apparently, the accompanying drawings in the following description show merely some embodiments of the present invention, and a person of ordinary skill in the art may still derive other drawings from these accompanying draw-
ings without creative efforts.

FIG. 1 is a method flowchart of a system function invoking method according to Embodiment 1 of the present invention; FIG. 2 is a method flowchart of a system function invoking method according to Embodiment 2 of the present invention; FIG. 3A and FIG. 3B are a schematic application diagram of the system function invoking method according to Embodiment 2 of the present invention; FIG. 4 is a method flowchart of a system function invoking method according to Embodiment 3 of the present invention; FIG. 5 is a method flowchart of a system function invoking method according to Embodiment 4 of the present invention; FIG. 6A and FIG. 6B are a first schematic application diagram of the system function invoking method according to Embodiment 4 of the present invention; FIG. 7A and FIG. 7B are a second schematic application diagram of the system function invoking method according to Embodiment 4 of the present invention; FIG. 8 is a structural block diagram of a system function invoking apparatus according to Embodiment 5 of the present invention; FIG. 9 is a structural block diagram of a system function invoking apparatus according to Embodiment 6 of the present invention; FIG. 10 is a structural block diagram of a system function invoking apparatus according to Embodiment 7 of the present invention; FIG. 11 is a structural block diagram of a system function invoking apparatus according to Embodiment 8 of the present invention; FIG. 12 is a structural block diagram of a system function invoking apparatus according to Embodiment 9 of the present invention; and FIG. 13 is a structural block diagram of a system function invoking apparatus according to Embodiment 11 of the present invention.

DESCRIPTION OF EMBODIMENTS

[0027] To make the objectives, technical solutions, and advantages of the present invention clearer, the following further describes the embodiments of the present invention in detail with reference to the accompanying drawings.

Embodiment 1

[0028] Referring to FIG. 1, FIG. 1 shows a method flowchart of a system function invoking method according to Embodiment 1 of the present invention. The system function invoking method may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking method includes:

Step 101: Acquire an installation package of a first application program.

[0029] The first application program is an application program installed on a system. Therefore, the system needs to acquire the installation package of the first application program so as to install the first application program according to the installation package.

[0030] Multiple methods for acquiring the installation package of the first application program are available for the system. For example, the system may access a network by using the terminal to download the installation package from the network; or the system may establish a wired or wireless connection to another terminal by using the terminal to acquire the installation package from the other terminal, which is not limited in this embodiment.

[0031] Step 102: Grant a first permission of a system to the first application program according to the installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function.

[0032] When installing the first application program according to the installation package of the first application program, the system may grant a first permission pre-recorded in the installation package to the first application program, and configures the at least one system function whose invocation is controlled by the first application program, so that when the first application program is in a running state, the system forbids the second application program from invoking the at least one system function. The second application program is an application program other than the first application program in the system.

[0033] Step 103: Run the first application program, and forbid the second application program from invoking the at least one system function.

[0034] When running the first application program, the system sets the configured at least one system function to forbidding invocation of the second application program.

[0035] In conclusion, according to the system function invoking method provided in this embodiment of the present invention, by granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of sys-
Embodiment 2

[0036] Referring to FIG. 2, FIG. 2 shows a method flow-chart of a system function invoking method according to Embodiment 2 of the present invention. The system function invoking method may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking method includes:

Step 201: Acquire an installation package of a first application program.

[0037] The first application program is an application program installed on a system. Therefore, the system needs to acquire the installation package of the first application program so as to install the first application program according to the installation package.

[0038] Multiple methods for acquiring the installation package of the first application program are available for the terminal. For example, the system may access a network by using the terminal to download the installation package from the network; or the system may establish a wired or wireless connection to another terminal by using the terminal to acquire the installation package from the another terminal, which is not limited in this embodiment.

[0039] Step 202: Acquire a configuration file of the first application program from the installation package.

[0040] The installation package of the first application program includes the configuration file of the first application program, and the system may acquire the configuration file and configure the first application program according to information recorded in the configuration file. The configuration file may be edited by a developer as required when the first application program is developed.

[0041] Step 203: Read configuration information of a first permission from the configuration file, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function.

[0042] The first application program may control the invocation of the at least one system function in the system and permission check is needed for invocation of a system function; and therefore configuration information of the permission may be set in the configuration file so that the system grants the corresponding permission to the first application program according to the configuration information.

[0043] Specifically, the configuration information of the first permission may be set in the configuration file, and when installing the first application program according to the installation package, the system may read the configuration information, and perform processing on the first application program according to the configuration information. The first permission is used to, when the first application program is in a running state, forbid the second application program from invoking the at least one system function.

[0044] The second application program may be any application program of all application programs except the first application program in the system, so that only the first application program in the system can invoke the at least one system function, thereby improving system security; or the second application program may be any application program of some application programs other than the first application program in the system, so that, besides the first application program, some application programs in the system can also invoke at the least one system function, thereby improving flexibility of system function invocation. The some application programs may be preset and modified, and a setting manner is not limited in this embodiment.

[0045] In this embodiment, an Android (Android) system is used as an example for description. Then the configuration file may be an AndroidManifest.xml file, and the configuration information of the first permission in the configuration file may be <uses-permission android:name="android.permission.PERMISSION_DISABLE"/>

[0046] Step 204: Grant the first permission of the system to the first application program according to the configuration information.

[0047] To improve system security, after reading configuration information of all permissions in the configuration file, the system may present a function introduction of each permission to a user, so that the user may determine whether the permission is granted to the first application program according to the function introduction. If the user determines to grant the permission to the first application program, the system grants the permission to the first application program according to the configuration information and acquires installation information of the first application program, for example, an application component of the first application program, to implement an installation process of the first application program; and if the user forbids granting the permission to the first application program, the system exits the installation of the first application program and ends the process.

[0048] After the installation process of the first application program is complete, the system may further record, the configuration information of all permissions in an installation file of the system, so that when the system starts next time, the configuration information recorded in the installation file may be loaded into a memory, thereby implementing control of invocation of the system function according to the configuration information of the first permission in the configuration information. In this
After the installation process of the first application program is complete, the system also needs to configure the at least one system function whose invocation is controlled by the first application program, so that when the first application program is in a running state, the system forbids the second application program from invoking the at least one system function. Specifically, one system function may be implemented by one API, and a specific permission needs to be checked for invocation of the API; and therefore, disabling information of the permission corresponding to the API may be preset in the configuration file. After reading the disabling information of the permission, the system sets the permission to be such a permission that when the first application program is in a running state, the second application program cannot pass system check, so that the second application program is forbidden to invoke the API corresponding to the permission, that is, the control of system function invocation is implemented. For example, the disabling information of the permission in the configuration file is disabling information of an SMS receiving permission. Then, when the first application program is in a running state, the second application program cannot pass a check of the SMS receiving permission and the system forbids the second application program from invoking an SMS receiving API, so that the application program is forbidden to invoke an SMS receiving system function.

In this embodiment, an Android system is still used as an example for description. Then, the disabling information of the permission in the configuration file may be <disable-permission android:name="android.permission.PERMISSION_A" />, or the like. After reading the disabling information of the permission, the system sets permission A to be such a permission that when the first application program is in a running state, the second application program cannot pass system permission check. Further, the system may also record disabling information of all permissions in the installation file of the system, so that when the system starts next time, the disabling information of the permissions recorded in the installation file is loaded into a memory, thereby implementing control of invocation of a system function corresponding to an API by controlling invocation of the API corresponding a permission. Timing for recording API information in the installation file is not limited in this embodiment. For example, the API information is recorded after a primary application program is installed, or the API information is recorded after the system restarts.

[0054] For ease of understanding, in this embodiment, an example in which the system function is acquiring a geographic location of a terminal and the second application program is microblog is used for description. If microblog already invoked the service of acquiring the geographic location of the terminal before the first application program runs, and microblog is still using the service of acquiring the geographic location of the terminal when the first application program is in a running state, the terminal suspends or ends the service of acquiring the geographic location of the terminal by microblog; and if microblog already invoked the service of acquiring the geographic location of the terminal before the first application program runs but microblog stops invocation of the service of acquiring the geographic location of the terminal when the first application program is in a running state, or microblog did not invoke the service of acquiring the geographic location of the terminal before the first application program runs, the terminal forbids microblog from invoking the service of acquiring the geographic location of the terminal when subsequently detecting by monitoring that microblog attempts to invoke the service of acquiring the geographic location of the terminal.

Specifically, when the second application program invokes the at least one system function, the system may return a null value NULL to the second application program, or may return a false value FALSE to the second application program, which is not limited in this embodiment.

It should be additionally noted that, if the first application program exits running, the system may allow the second application program to invoke the at least one system function. The system may determine the running state of the first application program by monitoring a system process, and certainly, the running state of the first application program may also be determined in another manner, which is not limited in this embodiment.

Referring to FIG. 3A and FIG. 3B, this embodiment further provides a schematic application diagram of the system function invoking method, where a voice recorder is a second application program that invokes a disabled system function before the first application pro-
In conclusion, according to the system function invoking method provided in this embodiment of the present invention, by granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved. In addition, the second application program is any application program of some application programs other than the first application program in the system, so that a problem that flexibility of system function invocation is reduced because all application programs except the first application program are forbidden to invoke the at least one system function is resolved and a problem that the flexibility of system function invocation is improved is achieved.

Embodiment 3

[0059] Referring to FIG. 4, FIG. 4 shows a method flowchart of a system function invoking method according to Embodiment 3 of the present invention. The system function invoking method may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking method includes:

Step 401: Configure a first mode in a system.

Step 402: When a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function.

Step 403: Run the first application program, and the system may grant the second permission pre-recorded in an installation package to the first application program, so that when the first application program is in a running state, the system is in the first mode. The second application program is an application program other than the first application program in the system.

Step 404: The voice recorder invokes an API for which permission check is required, where the API corresponds to a system function that needs to be disabled.

Step 405: Start the first application program.

Step 406: The first application program requests the system to disable an API corresponding to the at least one system function.

Step 407: According to a record in the system, if the voice recorder is invoking the API for which permission check is required, suspend or end the at least one system function corresponding to the API.

Step 408: When the system is in the first mode, the system notifies the first application program that the system has disabled the API corresponding to the at least one system function.

Step 409: Run the first application program.

Step 410: Microblog invokes an API for which permission check is required.

Step 411: The system searches for disabling information of the invoked API.

Step 412: If the system finds the disabling information of the API, return a null value or a false value to microblog.

Step 413: The first application program exits running.

Step 414: The first application program notifies the system that the first application program exits running.

Step 415: The system allows the voice recorder or microblog to invoke the at least one system function.
that is configured during the configuration of the first mode to be forbidden to be invoked by the second application program.

[0065] In conclusion, according to the system function invoking method provided in this embodiment of the present invention, by configuring a first mode in a system; granting, when a first application program is installed, a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are achieved.

Embodiment 4

[0066] Referring to FIG. 5, FIG. 5 shows a method flowchart of a system function invoking method according to Embodiment 4 of the present invention. The system function invoking method may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking method includes:

Step 501: Configure a first mode in a system.

[0067] When the system is in the first mode, the system forbids a second application program from invoking at least one system function of the system. In this embodiment, the system may configure at least one first mode, and may configure at least one system function for each mode. For example, system functions of SMS receiving and calling may be configured in the first mode; or a system function of acquiring a geographic location of a terminal may be configured in the first mode. Therefore, when configuring the first mode, the system needs to configure the at least one system function.

[0068] One system function may be implemented by one API, and a specific permission needs to be checked for invocation of the API; and therefore, disabling information of the permission corresponding to the API may be preset. After reading the disabling information of the permission, the system sets the permission to be such a permission that when the system is in the first mode, the second application program cannot pass system check, so that the second application program is forbidden to invoke the API corresponding to the permission, that is, control of system function invocation is implemented. For example, the disabling information of the permission is disabling information of an SMS receiving permission. Then, when the first application program is in a running state, the second application program cannot pass SMS receiving permission check and the system forbids the second application program from invoking an SMS receiving API, so that the application program is forbidden to invoke an SMS receiving system function.

[0069] Step 502: When a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function.

[0070] Because the first application program may enable the system to be in the first mode, and the second application program may be forbidden to invoke the at least one system function in the system when the system is in the first mode, while permission check is needed for invocation of a system function, the second permission of the first application program may be set.

[0071] In a first setting manner, configuration information of the second permission is set in a configuration file in an installation package of the first application program, so that when installing the first application program, the system grants the second permission to the first application program according to the configuration information.

The first application program may have at least one second permission, and each second permission may correspond to one first mode. Because a same second permission may exist, the first mode may correspond to at least one first application program.

[0072] In this embodiment, an Android (Android) system is used as an example for description. Then, the configuration file may be an AndroidManifest.xml file, and the configuration information of the second permission in the configuration file may be "<need-permission android:name="android.permission.PERMISSION_NEED_DISABLE" />". Specifically, a process in which the system acquires the configuration information of the second permission is the same as the process in which the system acquires the configuration information of the first permission, and for details, refer to the description of step 203; and a process in which the system grants the second permission to the first application program according to the configuration information is the same as the process in which the system grants the first permission to the first application program according to the configuration information, and for details, refer to the description of step 204, which is not described herein again.

[0073] In a second setting manner, the system may present at least one first mode that is preset in the system to a user, so that the user selects, from the presented at least one first mode, at least one first mode that the sys-
In this embodiment, the second application program may be any application program of all application programs except the first application program in the system, so that only the first application program in the system may invoke the at least one system function, thereby improving system security; or the second application program may be any application program of some application programs other than the first application program in the system, so that, besides the first application program, some application programs in the system can also invoke the at least one system function, thereby improving flexibility of system function invocation. The some application programs may be preset and modified, and a setting manner is not limited in this embodiment.

Specifically, if the second application program is an application program that the user trusts, for each first mode, presentation may be performed for at least one system function configured in the first mode, so that the user selects, from the at least one system function, a system function that allows invocation by the second application program. Further, whether the second application program is an application program that the user trusts may also be selected, which is not limited in this embodiment.

Step 503: Run the first application program, and forbid the second application program from invoking the at least one system function.

When the first application program runs in the system, the system may be enabled to be in the at least one first mode according to the setting in step 402, and the second application program is forbidden to invoke the at least one system function.

The forbidding the second application program from invoking the at least one system function may include:

for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspending or ending the invocation of the system function by the second application program; and
for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbidding subsequent invocation of the system function by the second application program.

Specifically, for a process in which the system forbids the second application program from invoking the at least one system function, refer to the description of step 205, which is not described herein again.

Step 504: If the first application program exits running, switch the first mode to a second mode, where the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

In this embodiment, the system may also configure a second mode, where no system function is configured in the second mode. Then, after the first application program exits running, the system may switch the first mode to the second mode and allow the second application program to invoke the at least one system function. The system may determine the running state of the first application program by monitoring a system process, and certainly, the running state of the first application program may also be determined in another manner, which is not limited in this embodiment.

It should be additionally noted that, if another first application program in a running state further exists in the system, the system may further be in a first mode corresponding to the another first application program, and only a system function configured in the first mode corresponding to the first application program that exits running is recovered.

Referring to FIG. 6A and FIG. 6B, this embodiment further provides a first schematic application diagram of the system function invoking method. The system function invoking method is specifically as follows:

Step 601: Configure at least one first mode in a system, and configure at least one system function for each first mode.

Step 602: When a first application program is developed, add a "PERMISSION_NEED_DISABLE" permission to the first application program, where the permission is used to, when the first application program is in a running state, enable the system to be in the first mode.

Step 603: When the first application program is installed, the first application program applies for the "PERMISSION_NEED_DISABLE" permission from the system.

Step 604: The system grants the "PERMISSION_NEED_DISABLE" permission to the first application program.

Step 605: Start the first application program.

Step 606: The system acquires a message that the first application program is started.

Step 607: According to a record in the system, the system is enabled to be in the first mode.

Step 608: The system notifies the first application program that the system has disabled an API corresponding to the at least one system function.

Step 609: Run the first application program.

Step 610: The second application program invokes
an API for which permission check is required.
Step 611: The system searches for disabling information of the invoked API.
Step 612: If the system finds the disabling information of the API, return a null value or a false value to the second application program.
Step 613: The first application program exits running.
Step 614: The first application program notifies the system that the first application program exits running.
Step 615: The system exits the first mode, and allows the second application program to invoke the at least one system function.

Referring to FIG. 7A and FIG. 7B, this embodiment further provides a second schematic application diagram of the system function invoking method. The system function invoking method is specifically as follows:

Step 701: Configure at least one first mode in a system, configure at least one system function for each first mode, and present the at least one first mode.
Step 702: A user selects, from the at least one first mode presented by the system, a first mode that the system is in when a first application program is in a running state.
Step 703: Configure the system so that when the first application program is in a running state, the system is in the first mode.
Step 704: Start the first application program.
Step 705: The system acquires a message that the first application program is started.
Step 706: According to a record in the system, the system is enabled to be in the first mode.
Step 707: The system notifies the first application program that the system has disabled an API corresponding to the at least one system function.
Step 708: Run the first application program.
Step 709: The second application program invokes an API for which permission check is required.
Step 710: The system searches for disabling information of the invoked API.
Step 711: If the system finds the disabling information of the API, return a null value or a false value to the second application program.
Step 712: The first application program exits running.
Step 713: The first application program notifies the system that the first application program exits running.
Step 714: The system exits the first mode, and allows the second application program to invoke the at least one system function.

[0084] In conclusion, according to the system function invoking method provided in this embodiment of the present invention, by configuring a first mode in a system; granting, when a first application program is installed, a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved. In addition, the second application program is any application program of some application programs other than the first application program in the system, so that a problem that flexibility of system function invocation is reduced because all application programs except the first application program are forbidden to invoke the at least one system function is resolved and a problem that the flexibility of system function invocation is improved is achieved.

Embodiment 5

[0085] Referring to FIG. 8, FIG. 8 shows a structural block diagram of a system function invoking apparatus according to Embodiment 5 of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes:

1. A first acquiring module 810, adapted to acquire an installation package of a first application program;
2. An authorization module 820, adapted to grant a first permission of a system to the first application program according to the installation package acquired by the first acquiring module 810, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and
3. An invoking module 830, adapted to run the first application program, and forbid, according to the first permission granted by the authorization module 820, the second application program from invoking the at least one system function.

[0086] In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application pro-
gram from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are that improved and that complexity of system function invocation is reduced are achieved.

**Embodiment 6**

[0087] Referring to FIG. 9, FIG. 9 shows a structural block diagram of a system function invoking apparatus according to Embodiment 6 of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes: a first acquiring module 810, an authorization module 820, and an invoking module 830.

[0088] The first acquiring module 810 is adapted to acquire an installation package of a first application program.

[0089] The authorization module 820 is adapted to grant a first permission of a system to the first application program according to the installation package acquired by the first acquiring module 810, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function.

[0090] The invoking module 830 is adapted to run the first application program, and forbid, according to the first permission granted by the authorization module 820, the second application program from invoking the at least one system function.

[0091] Further, the apparatus may further include:

  - a second acquiring module 840, adapted to: before the authorization module 820 grants the first permission of the system to the first application program according to the installation package, acquire a configuration file of the first application program from the installation package; and
  - the authorization module 820 may include:

    - a reading unit 821, adapted to read configuration information of the first permission from the configuration file; and
    - an authorization unit 822, adapted to grant the first permission of the system to the first application program according to the configuration information read by the reading unit 821.

[0092] Further, the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

[0093] Further, the invoking module 830 may include:

  - a first invoking unit 831, adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspend or end the invocation of the system function by the second application program; and
  - a second invoking unit 832, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

[0094] In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved. In addition, the second application program is any application program of some application programs other than the first application program in the system, so that a problem that flexibility of system function invocation is reduced because all application programs except the first application program are forbidden to invoke the at least one system function is resolved and a problem that the flexibility of system function invocation is improved is achieved.

**Embodiment 7**

[0095] Referring to FIG. 10, FIG. 10 shows a structural block diagram of a system function invoking apparatus according to Embodiment 7 of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes:
a configuring module 1010, adapted to configure a first mode in a system;
an authorization module 1020, adapted to: when a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode configured by the configuring module 1010, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and
an invoking module 1030, adapted to run the first application program, and forbid, according to the second permission granted by the authorization module 1020, the second application program from invoking the at least one system function.

In conclusion, according to the system function
first application program is in a running state, enable the system, where the second permission is used to, when the second permission of the system to the first application program is granted, when a first application program is installed, grant a second permission to, when the system is in the first mode, forbid a second application program from invoking at least one system function;
and
an invoking module 1030, adapted to run the first application program.

Referring to FIG. 11, FIG. 11 shows a structural block diagram of a system function invoking apparatus according to Embodiment 8 of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes: a configuring module 1010, an authorization module 1020, and an invoking module 1030.

Embodiment 8

[0097] Referring to FIG. 11, FIG. 11 shows a structural block diagram of a system function invoking apparatus according to Embodiment 8 of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes: a configuring module 1010, an authorization module 1020, and an invoking module 1030.

[0098] The configuring module 1010 is adapted to configure a first mode in a system.

[0099] The authorization module 1020 is adapted to: when a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode configured by the configuring module 1010, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function.

[0100] The invoking module 1030 is adapted to run the first application program, and forbid, according to the second permission granted by the authorization module 1020, the second application program from invoking the at least one system function.

Further, the second application program is an application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

[0102] Further, the apparatus may further include:

a switching module 1040, adapted to: after the invoking module 1030 forbids the second application program from invoking the at least one system function, if the first application program exits running, switch the first mode to a second mode, where the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

[0103] Further, the invoking module 1030 may include:

a first invoking unit 1031, adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspend or end the invocation of the system function by the second application program; and

a second invoking unit 1032, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by configuring a first mode in a system; granting, when a first application program is installed, a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function.
Referring to FIG. 12, FIG. 12 shows a structural embodiment of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes a processor 1210 and a memory 1220, and the processor 1210 is coupled with the memory 1220.

Embodiment 9

[0105] Referring to FIG. 12, FIG. 12 shows a structural diagram of a system function invoking apparatus according to Embodiment 9 of the present invention. The system function invoking apparatus is a structural diagram of a system function invoking apparatus according to Embodiment 9 of the present invention. The system function invoking apparatus includes a processor 1210 and a memory 1220, and the processor 1210 is coupled with the memory 1220.

[0106] The memory 1220 stores a computer program, and the processor 1210 may execute the following operations by accessing the computer program.

[0107] The processor 1210 is adapted to: acquire an installation package of a first application program; grant a first permission of a system to the first application program according to the installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and run the first application program and forbid the second application program from invoking the at least one system function.

[0108] In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved; and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved.

Embodiment 10

[0109] An embodiment of the present invention provides a system function invoking apparatus. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes a processor 1210 and a memory 1220, and the processor 1210 is coupled with the memory 1220.

[0110] The memory 1220 stores a computer program, and the processor 1210 may execute the following operations by accessing the computer program.

[0111] The processor 1210 is adapted to: acquire an installation package of a first application program; grant a first permission of a system to the first application program according to the installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and run the first application program and forbid the second application program from invoking the at least one system function.

[0112] Further, the processor 1210 is further adapted to: before the first permission of the system is granted to the first application program according to the installation package, acquire a configuration file of the first application program from the installation package.

[0113] The processor 1210 is further adapted to: read configuration information of the first permission from the configuration file; and grant the first permission of the system to the first application program according to the configuration information.

[0114] Further, the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

[0115] Further, the processor 1210 is adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspend or end the invocation of the system function by the second application program; and for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

[0116] In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by granting a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and run the first application program and forbid the second application program from invoking the at least one system function.
Embodiment 11

[0117] Referring to FIG. 13, FIG. 13 shows a structural block diagram of a system function invoking apparatus according to Embodiment 11 of the present invention. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes a processor 1310 and a memory 1320, and the processor 1310 is coupled with the memory 1320.

[0118] The memory 1320 stores a computer program, and the processor 1310 may execute the following operations by accessing the computer program.

[0119] The processor 1310 is adapted to: configure a first mode in a system; when a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and run the first application program and forbid the second application program from invoking the at least one system function.

[0120] In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by configuring a first permission of a system to a first application program according to an installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved.

Embodiment 12

[0121] An embodiment of the present invention provides a system function invoking apparatus. The system function invoking apparatus may be applied to a terminal, and the terminal may be a smart television set, a smartphone, a tablet computer, or the like. The system function invoking apparatus includes a processor 1310 and a memory 1320, and the processor 1310 is coupled with the memory 1320.

[0122] The memory 1320 stores a computer program, and the processor 1310 may execute the following operations by accessing the computer program.

[0123] The processor 1310 is adapted to: configure a first mode in a system; when a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and run the first application program and forbid the second application program from invoking the at least one system function.

[0124] Further, the second application program is any application program of all application programs other than the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

[0125] Further, the processor 1310 is further adapted to: after the second application program is forbidden to invoke the at least one system function, if the first application program exits running, switch the first mode to a second mode, where the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

[0126] Further, the processor 1310 is adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application pro-
gram, suspend or end the invocation of the system function by the second application program; and for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

[0127] In conclusion, according to the system function invoking apparatus provided in this embodiment of the present invention, by configuring a first mode in a system; granting, when a first application program is installed, a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and running the first application program and forbidding the second application program from invoking the at least one system function, problems that acquiring of a highest permission brings an insecure factor, that a user needs to frequently perform disabling setting, that operation complexity of system function invocation is increased, and that efficiency of system function invocation is reduced are resolved, and effects that security and efficiency of system function invocation are improved and that complexity of system function invocation is reduced are achieved. In addition, the second application program is any application program of some application programs other than the first application program in the system, so that a problem that flexibility of system function invocation is reduced because all application programs except the first application program are forbidden to invoke the at least one system function is resolved and a problem that the flexibility of system function invocation is improved is achieved.

[0128] It should be noted that, when the system function invoking apparatus provided in the foregoing embodiments performs system function invocation, division of the foregoing functional modules is merely used as an example for description. In actual application, the foregoing functions may be allocated to different functional modules for implementation as required, that is, an internal structure of the system function invoking apparatus is divided into different functional modules to complement all or some of the functions described above. In addition, the system function invoking apparatus and the system function invoking method that are provided in the foregoing embodiments are based on a same concept. For a specific implementation process of the system function invoking apparatus and the system function invoking method, refer to the method embodiments, which is not described herein again.

[0129] The sequence numbers of the foregoing embodiments of the present invention are merely for illustrative purposes, and are not intended to indicate priorities of the embodiments.

[0130] A person of ordinary skill in the art may understand that all or some of the steps of the embodiments may be implemented by hardware or a program instructing related hardware. The program may be stored in a computer-readable storage medium. The foregoing storage medium may be a read-only memory, a magnetic disk, an optical disc, or the like.

[0131] The foregoing descriptions are merely exemplary embodiments of the present invention, but are not intended to limit the present invention. Any modification, equivalent replacement, and improvement made without departing from the spirit and principle of the present invention shall fall within the protection scope of the present invention.

Claims

1. A system function invoking method, wherein the method comprises:

   acquiring an installation package of a first application program;
   granting a first permission of a system to the first application program according to the installation package, wherein the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and running the first application program, and forbidding the second application program from invoking the at least one system function.

2. The system function invoking method according to claim 1, wherein before the granting a first permission of a system to the first application program according to the installation package, the method further comprises:

   acquiring a configuration file of the first application program from the installation package; and granting the first permission of a system to the first application program according to the installation package comprises:

   reading configuration information of the first application program from the configuration file; and granting the first permission of the system to the first application program according to the configuration information.

3. The system function invoking method according to claim 1, wherein the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program.
program of some application programs other than the first application program in the system.

4. The system function invoking method according to any one of claims 1 to 3, wherein the forbidding the second application program from invoking the at least one system function comprises:

for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspending or ending the invocation of the system function by the second application program; and

for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbidding subsequent invocation of the system function by the second application program.

5. A system function invoking method, wherein the method comprises:

configuring a first mode in a system;
when a first application program is installed, granting a second permission of the system to the first application program, wherein the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and
running the first application program, and forbidding the second application program from invoking the at least one system function.

6. The system function invoking method according to claim 5, wherein the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

7. The system function invoking method according to claim 5, wherein after the forbidding the second application program from invoking the at least one system function, the method further comprises:

if the first application program exits running, switching the first mode to a second mode, wherein the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

8. The system function invoking method according to any one of claims 5 to 7, wherein the forbidding the second application program from invoking the at least one system function comprises:

for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspending or ending the invocation of the system function by the second application program; and

for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbidding subsequent invocation of the system function by the second application program.

9. A system function invoking apparatus, wherein the apparatus comprises:

a first acquiring module, adapted to acquire an installation package of a first application program;
an authorization module, adapted to grant a first permission of a system to the first application program according to the installation package acquired by the first acquiring module, wherein the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and
an invoking module, adapted to run the first application program, and forbid, according to the first permission granted by the authorization module, the second application program from invoking the at least one system function.

10. The system function invoking apparatus according to claim 9, wherein the apparatus further comprises:

a second acquiring module, adapted to: before the authorization module grants the first permission of a system to the first application program according to the installation package acquired by the first acquiring module, wherein the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function; and
an invoking module, adapted to run the first application program, and forbid, according to the first permission granted by the authorization module, the second application program from invoking the at least one system function.
tion information of the first permission from the configuration file; and
an authorization unit, adapted to grant the first permission of the system to the first application program according to the configuration information read by the reading unit.

11. The system function invoking apparatus according to claim 9, wherein the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

12. The system function invoking apparatus according to any one of claims 9 to 11, wherein the invoking module comprises:

a first invoking unit, adapted to: for each system function of the at least one system function, if the second application program invoked the system function and the system function is currently in an invoked state of being invoked by the second application program, suspend or end the invocation of the system function by the second application program; and

a second invoking unit, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

13. A system function invoking apparatus, wherein the apparatus comprises:

a configuring module, adapted to configure a first mode in a system;
an authorization module, adapted to: when a first application program is installed, grant a second permission of the system to the first application program, wherein the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode configured by the configuring module, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function; and

an invoking module, adapted to run the first application program, and forbid, according to the second permission granted by the authorization module, the second application program from invoking the at least one system function.

14. The system function invoking apparatus according to claim 13, wherein the second application program is any application program of all application programs except the first application program in the system; or the second application program is any application program of some application programs other than the first application program in the system.

15. The system function invoking apparatus according to claim 13, wherein the apparatus further comprises:

a switching module, adapted to: after the invoking module forbids the second application program from invoking the at least one system function, if the first application program exits running, switch the first mode to a second mode, wherein the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function.

16. The system function invoking apparatus according to any one of claims 13 to 15, wherein the invoking module comprises:

a first invoking unit, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program; and

a second invoking unit, adapted to: for each system function of the at least one system function, if the second application program did not invoke the system function or the second application program invoked the system function but the system function is currently not in the invoked state of being invoked by the second application program, forbid subsequent invocation of the system function by the second application program.

17. A terminal, wherein the terminal comprises:

the system function invoking apparatus according to any one of claims 9 to 12; or
the system function invoking apparatus according to any one of claims 13 to 16.
Acquire an installation package of a first application program

Grant a first permission of a system to the first application program according to the installation package, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function

Run the first application program, and forbid the second application program from invoking the at least one system function

FIG. 1

Acquire an installation package of a first application program

Acquire a configuration file of the first application program from the installation package

Read configuration information of the first permission from the configuration file, where the first permission is used to, when the first application program is in a running state, forbid a second application program from invoking at least one system function

Grant a first permission of a system to the first application program according to the configuration information

Run the first application program, and forbid the second application program from invoking the at least one system function

FIG. 2

19
301 Add a "PERMISSION_DISABLE" permission to the first application program, and configure at least one system function that needs to be disabled.

302 Apply for the "PERMISSION_DISABLE" permission.

303 Grant the "PERMISSION_DISABLE" permission to the first application program.

FIG. 3A
304 Invoke an API for which permission check is required, where the API corresponds to a system function that needs to be disabled.

307 According to a record in the system, if a voice recorder invokes an API for which permission check is required, suspend or end the at least one system function corresponding to the API.

310 Invoke the API for which permission check is required.

311 Search for disabling information of the invoked API.

312 If the system finds the disabling information of the API, return a null value or a false value.

315 Allow invocation of the at least one system function.

FIG. 3B
FIG. 4

Configure a first mode in a system

When a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function

Run the first application program, and forbid the second application program from invoking the at least one system function

FIG. 5

Configure a first mode in a system

When a first application program is installed, grant a second permission of the system to the first application program, where the second permission is used to, when the first application program is in a running state, enable the system to be in the first mode, and the first mode is used to, when the system is in the first mode, forbid a second application program from invoking at least one system function

Run the first application program, and forbid the second application program from invoking the at least one system function

If the first application program exits the running, switch the first mode to a second mode, where the second mode is used to, when the system is in the second mode, allow the second application program to invoke the at least one system function
602 Add a "PERMISSION_NEEDED_DISABLE" permission to the first application program, where the permission is used to, when the first application program is in a running state, enable the system to be in the first mode.

601 Configure at least one first mode in a system, and configure at least one system function for each first mode.

Develop the first application program.

603 Apply for the "PERMISSION_NEEDED_DISABLE" permission.

604 Grant the "PERMISSION_NEEDED_DISABLE" permission to the first application program.

FIG. 6A
605 Start the first application program

CONT. FROM FIG. 6A

606 Acquire a message that the first application program is started

CONT. FROM FIG. 6A

607 According to a record in the system, the system is enabled to be in the first mode

CONT. FROM FIG. 6A

608 Notify the first application program that the system has disabled an API corresponding to at least one system function

609 Run the first application program

610 Invoke an API for which permission check is required

611 Search for disabling information of the invoked API

612 If the system finds the disabling information of the API, return a null value or a false value

613 Exit the first application program

614 Notify the system that the first application program is exited

615 Exit the first mode, and allow invocation of the at least one system function

FIG. 6B
701. Configure at least one first mode in a system, configure at least one system function for each first mode, and present the at least one first mode

702. Select, from the at least one first mode presented by the system, a first mode that the system is in when the first application program is in a running state

703. Configure the system so that when the first application program is in a running state, the system is in the first mode

704. Start the first application program

705. Acquire a message that the first application program is started

FIG. 7A
707 Notify the first application program that the system has disabled an API corresponding to the at least one system function.

706 According to a record in the system, the system is enabled to be in the first mode.

709 Invoke an API for which permission check is required.

710 Search for disabling information of the invoked API.

711 If the system finds the disabling information of the API, return a null value or a false value.

712 Exit the first application program.

713 Notify the system that the first application program is exited.

714 Exit the first mode, and allow invocation of the at least one system function.

FIG. 7B
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>PX</td>
<td>CN 103510149 A (HUWEI DEVEICE CO., LTD.), 18 September 2013 (18.09.2013), claims 1-17</td>
<td>1-17</td>
</tr>
<tr>
<td>Y</td>
<td>CN 102209922 A (YULONG COMPUTER TELECOMMUNICATION SCIENTIFIC (SHENZHEN) CO., LTD.), 28 September 2011 (28.09.2011), description, paragraphs 0034-0036 and 0077, and figures 1-11</td>
<td>1-17</td>
</tr>
<tr>
<td>Y</td>
<td>CN 10245414 A (INTERNATIONAL BUSINESS MACHINES CORP.), 07 March 2007 (07.03.2007), claim 17</td>
<td>1-17</td>
</tr>
<tr>
<td>A</td>
<td>CN 103049692 A (BEIJING XIAOMI TECHNOLOGY CO., LTD.), 17 April 2013 (17.04.2013), the whole document</td>
<td>1-17</td>
</tr>
<tr>
<td>A</td>
<td>US 2012117615 A1 (MACKINNON, R. et al.), 30 May 2012 (30.05.2012), the whole document</td>
<td>1-17</td>
</tr>
<tr>
<td>A</td>
<td>CN 102521548 A (ZTE CORP.), 27 June 2012 (27.06.2012), the whole document</td>
<td>1-17</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

A Special categories of cited documents:
- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier application or patent but published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"K" document member of the same patent family

Date of the actual completion of the international search
01 August 2014 (01.08.2014)

Date of mailing of the international search report
22 August 2014 (22.08.2014)

Name and mailing address of the ISA/CN:
State Intellectual Property Office of the P. R. China
No. 6, Xitucheng Road, Jinchengqiao
Haidian District, Beijing 100088, China
Facsimile No.: (86-10) 62019453

Authorized officer
WANG, Ping
Telephone No.: (86-10) 62413666

Form PCT/ISA/210 (second sheet) (July 2009)
# INTERNATIONAL SEARCH REPORT

Information on patent family members

<table>
<thead>
<tr>
<th>Patent Documents referred in the Report</th>
<th>Publication Date</th>
<th>Patent Family</th>
<th>Publication Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 103310149 A</td>
<td>18 September 2013</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>CN 102200922 A</td>
<td>28 September 2011</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007065846 A</td>
<td>01 March 2007</td>
</tr>
<tr>
<td>CN 103049692 A</td>
<td>17 April 2013</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004177276 A1</td>
<td>09 September 2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2003279950 A1</td>
<td>04 May 2004</td>
</tr>
<tr>
<td>CN 102521548 A</td>
<td>27 June 2012</td>
<td>WO 2013075419 A1</td>
<td>30 May 2013</td>
</tr>
</tbody>
</table>

Form PCT/ISA/2.10 (patent family annex) (July 2009)
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• CN 201310201782 [0001]