FIG.2

A sheet conveying device (3) includes a first tray (30), a conveying portion (32), a second tray (31), and a conveyance control portion (50). The conveying portion (32) has: a first conveying path (32A) that extends from the first tray (30); a second conveying path (32B) that makes the first conveying path (32A) and the second tray (31) communicate with each other and is provided with an ejecting roller pair (328); a third conveying path (32C) that makes the second conveying path (32B) and an ejecting space (3S) communicate with each other and is provided with a reverse roller pair (329). After a first sheet (P1) passes through a reference position (X), the conveyance control portion (50) stops rotation of the ejecting roller pair (328) with the first sheet (P1) conveyed in the second conveying path (32B) nipped by the sheet ejecting roller pair (328), and after a second sheet (P2) passes through the reference position (X), the conveyance control portion (50) rotates the reverse roller pair (329) with the rotation of the ejecting roller pair (328) stopped.
The present disclosure relates to a sheet conveying device and an image forming apparatus that includes the sheet conveying device.

Conventionally, as a sheet conveying device that conveys a sheet, an automatic document conveying device is known. The automatic document conveying device conveys a document sheet placed on a document tray to a reading position, thereafter, ejects the sheet to an ejection space. Besides, an automatic document conveying device is known, which includes a reverse conveying path to read duplex (both-surface) document images of a document sheet.

It is an object of the present disclosure to deter a defective alignment of an ejected sheet in a sheet conveying device that includes a reverse conveying path for reversing a sheet and in an image forming apparatus that includes the sheet conveying device.

A sheet conveying device according to an aspect of the present disclosure includes a first tray, a conveying portion, a second tray, and a conveyance control portion. A sheet is loaded in the first tray. The conveying portion conveys the sheet placed in the first tray in such a way that the sheet passes through a predetermined reference position. The second tray is disposed under the first tray via an ejection space and the sheet conveyed by the conveying portion is ejected in the second tray. The conveyance control portion controls the conveying portion. The conveying portion includes: a first conveying path that is formed to extend from the first tray to the reference position; a second conveying path that is formed to extend from the reference position to the second tray; a third conveying path that is separated from the second conveying path and communicates with the ejection space above the second tray; a fourth conveying path that is separated from the third conveying path and communicates with the first conveying path; an ejecting roller pair that is disposed in the second conveying path and rotates in a first rotation direction to eject the sheet to the second tray; a reverse roller pair that is disposed in the third conveying path and rotates in the first rotation direction to make one end of the sheet protrude from the third conveying path into the sheet ejecting space.

Still other objects of the present disclosure and specific advantages obtained by the present disclosure will become more apparent from the following detailed description of preferred embodiments.

Fig. 1 is a cross-sectional view of an image forming apparatus including an automatic document conveying device according to the present disclosure. Fig. 2 is a side cross-sectional view of an automatic document conveying device according to an embodiment of the present disclosure. Fig. 3A is a block diagram showing a portion of a driving mechanism of an automatic document conveying device according to the present embodiment. Fig. 3B is a perspective view showing a portion of a driving mechanism of an automatic document conveying device according to the present embodiment. Fig. 4 is a view showing a relationship among rotation directions of a motor, a reverse roller, and a sheet ejecting roller of an automatic document conveying device according to the present embodiment. Fig. 5 is a flow chart showing a sheet conveying procedure of an automatic document conveying device according to the present embodiment. Fig. 6A is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in an automatic document conveying device according to the present embodiment, namely, a view showing a form in which a first sheet is conveyed in a first conveying path. Fig. 6B is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in an automatic document conveying device according to the present embodiment, namely, a view showing a form in which a first sheet is conveyed in such a way that the sheet passes through the reference position with a second surface opposing the reference position opposite to the first surface, thereafter, the sheet is ejected to the second tray; and in a case where the conveyance control portion applies continuously the duplex conveyance control to a plurality of sheets, after a first sheet passes through the reference position with the second surface opposing the reference position, the conveyance control portion stops the rotation of the ejecting roller pair with a rear end side of the first sheet conveyed in the second conveying path nipped by the ejecting roller pair, and after a second sheet following the first sheet passes through the reference position with the first surface opposing the reference position, the conveyance control portion rotates the reverse roller pair in the first rotation direction with the rotation of the ejecting roller pair stopped, thereby making one end of the second sheet protrude from the third conveying path into the sheet ejecting space.
veyed in a second conveying path.
Fig. 6C is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in an automatic document conveying device according to the present embodiment, namely, a view showing a form in which a second sheet is conveyed into a first conveying path.

Fig. 7A is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in an automatic document conveying device according to the present embodiment, namely, a view showing a form in which a tip end portion of a second sheet protrudes from a third conveying path onto a document ejecting tray with a rear end portion of a first sheet nipped by a sheet ejecting roller pair.

Fig. 7B is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in an automatic document conveying device according to the present embodiment, namely, a view showing a form in which a first sheet is ejected onto a document ejecting tray and a second sheet is conveyed in a switchback manner in a third conveying path.

Fig. 7C is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in an automatic document conveying device according to the present embodiment, namely, a view showing a form in which a first sheet is ejected onto a document ejecting tray and a second sheet is conveyed in a first conveying path.

Fig. 8 is a cross-sectional view showing a form in which a plurality of sheets are successively conveyed in a conventional automatic document conveying device.

DETAILED DESCRIPTION

Hereinafter, with reference to the drawings, an embodiment of the present disclosure is described. Fig. 1 is an internal cross-sectional view of an image forming apparatus 1 including an automatic document conveying device 3 according to the present disclosure. The image forming apparatus 1 shown in Fig. 1 is a so-called monochromatic printer, but in another embodiment, the image forming apparatus may be a color printer, a facsimile apparatus, a multi-functional peripheral that includes these functions, or another apparatus that forms a toner image on a sheet. In the meantime, the terms “over”, “below”, “front”, “rear”, “left”, “right”, which indicate directions, are merely intended for the sake of clarity of the description and do not limit the principle of the image forming apparatus. Besides, in the following description, the term “sheet” means a copy sheet, a coated paper, an OHP sheet, a cardboard, a postcard, a tracing paper, another sheet material that undergoes an image forming process, or a sheet material that undergoes an arbitrary process other than the image forming process.

The image forming apparatus 1 includes a main housing 2 that has a substantially rectangular parallelepiped shape. The main housing 2 includes a lower housing 21 that has a substantially rectangular parallelepiped shape, an upper housing 22 that is disposed over the lower housing 21 and has a substantially rectangular parallelepiped shape, and a connecting housing 23 that connects the lower housing 21 and the upper housing 22 to each other. The connecting housing 23 extends along a right edge and rear edge of the main housing 2. A sheet PS after undergoing a printing process is ejected into an ejecting space 24 enclosed by the lower housing 21, the upper housing 22, and the connecting housing 23. Especially, in the present embodiment, the sheet PS is ejected to a sheet ejecting portion 241 disposed on an upper surface of the lower housing 21 and to a sheet ejecting tray 242 disposed over the sheet ejecting portion 241. An operating portion 221 disposed in a front portion of the upper housing 22 includes an LCD touch panel 241. An operating portion 221 disposed in a front portion of the upper housing 22 includes an LCD touch panel 241 for example. The operating portion 221 is formed to be able to input information relevant to an image forming process.

The image forming apparatus 1 includes a sheet feeding cassette 110, a sheet feeding portion 111, and an image forming portion 120. The sheet feeding portion 111 includes a pickup roller 112 and a sheet feeding roller 113. The sheet feeding portion 111 feeds a sheet P in a right direction (conveying direction) from the sheet feeding cassette 110 to a sheet conveying portion PP. The sheet conveying path PP is a conveying path that is disposed from the sheet feeding portion 111, and passes through a transfer position TP disposed in the image forming portion 120 via the registration roller pair 116.

The sheet feeding cassette 110 stores therein the sheet PS. The sheet feeding cassette 110 is drawable from the lower housing 21 in a front direction (direction toward the front of the paper surface of Fig. 1). The sheet feeding cassette 110 includes a lifting plate 111 that supports the sheet PS. The lifting plate 111 inclines to push up a tip end edge of the sheet P.

The pickup roller 112 is disposed over the tip end edge of the sheet P that is pushed up by the lifting plate 111. When the pickup roller 112 rotates, the sheet PS is drawn from the sheet feeding cassette 110. The sheet feeding roller 113 is disposed on a downstream side of the pickup roller 112 in the sheet conveying direction. The sheet feeding roller 113 sends further the sheet PS downstream in the sheet conveying direction.

The registration roller pair 116 conveys the sheet PS to the image forming portion 120 in accordance with a timing when a toner image is transferred to the sheet PS in the image forming portion 120. Besides, the registration roller pair 116 has a function in which when a sheet hits a nip portion of the registration roller pair 116, an inclination movement (skew) of the sheet PS with respect to the sheet conveying direction is corrected.

The image forming portion 120 includes a pho-
A document reading position X is disposed in the upper housing and rear surface (second surface) of the document sheet P. The document reading position X is inclined in such a way that a right end side rises upward obliquely. The second conveying path 32B communicates with the ejecting space 3S. And, a document ejection opening 31A is formed at a downstream end of the second conveying path 32B. The document sheet P is ejected from the document ejection opening 31A into the ejecting space 3S.

The third conveying path 32C is a conveying path that is separated from the second conveying path 32B and communicates with the ejecting space 3S above the document ejecting tray 31. The third conveying path 32C extends from a downstream-side position very close to the document reading position X to rise obliquely upward to a right upper position, and a right end side extends substantially horizontally. And, a reverse ejection opening 31B is formed at a downstream end of the third conveying path 32C. During a duplex printing time, a portion of the document sheet P protrudes from the reverse ejection opening 31B into the ejecting space 3S. The fourth conveying path 32D is a conveying path that makes the third conveying path 32C and the first conveying path 32A communicate with each other. The fourth conveying path 32D is extended further leftward from a left end portion of the third conveying path 32C. The fourth conveying path 32D joins a position that is located on a more upstream side than the document reading position X of the first conveying path 32A in the conveying direction and on a downstream side of a sheet feeding belt portion 322. The fourth conveying path 32D functions as a reverse conveying path that reverses the document sheet P.

Besides, the document conveying portion 32 includes a pickup roller 321, the sheet feeding belt 322, an opposing roller 323, a first conveying roller pair 324, a second conveying roller pair 325, a third conveying roller pair 326, a fourth conveying roller pair 327, a sheet ejecting roller pair 328, and a reverse roller pair 329.

The pickup roller 321 sends the document sheet P placed on the document feeding tray 30 to the first...
The sheet feeding belt portion 322 conveys further the document sheet P sent by the pickup roller 321. The sheet feeding belt portion 322 is composed of a pair of mounting rollers and a belt mounted between the mounting rollers. The opposing roller 323 is a roller that is in contact with the belt between the pair of mounting rollers of the sheet feeding belt portion 322. In a case where a plurality of the document sheets P are sent by the pickup roller 321, only one document sheet P is conveyed into the first conveying path 32A by the sheet feeding belt portion 322 and the opposing roller 323.

[0024] The first conveying roller pair 324 is a roller pair that is disposed in the first conveying path 32A. The first conveying roller pair 324 is disposed at a downstream-side position very close to the joining portion where the fourth conveying path 32D joins the first conveying path 32A. The first conveying roller pair 324 functions as a registration roller pair that adjusts a timing when the document sheet P is conveyed to the document reading position X and corrects an oblique movement of the of the document sheet P. The second conveying roller pair 325 is a roller pair that is disposed on a more downstream side than the first conveying roller pair 324 in the conveying direction and at an upstream-side position very close to the document reading position X. The document sheet P is conveyed to the document reading position X by the first conveying roller pair 324 and the second conveying roller pair 325. The third conveying roller pair 326 is a roller pair disposed on a downstream side of the document reading position X in the conveying direction. The document sheet P is conveyed into the second conveying path 32B or the third conveying path 32C by the third conveying roller pair 326. The fourth conveying roller pair 327 is a roller pair disposed in the second conveying path 32B.

[0026] The sheet ejecting roller pair 328 is a roller pair disposed at a position that is located in a downstream-side end portion of the second conveying path 32B and near the document ejection opening 31A. The document sheet P is ejected from the document ejection opening 31A to the ejecting space 3S (document ejecting tray 31) by rotation of the sheet ejecting roller pair 328. The sheet ejecting roller pair 328 is rotated by a third motor 51C described later. Besides, the sheet ejecting roller pair 328 has a function to temporarily nip the document sheet P.

[0027] The reverse roller pair 329 is a roller pair disposed in the third conveying path 32C. The reverse roller pair 329 conveys the document sheet P to the ejecting space 3S. Besides, the reverse roller pair 329 conveys the document sheet P to the fourth conveying path 32D.

In other words, the reverse roller pair 329 has a function in which by rotating forward the reverse roller pair 329, one end of the document sheet P is made to protrude into the ejecting space 3S, thereafter, by rotating backward the reverse roller pair 329, the document sheet P is conveyed in a switchback manner, whereby the document sheet P is reconveyed from the fourth conveying path 32D to the first conveying path 32A. The reverse roller pair 329 is rotated by the third motor 51C described later.

Further, the document conveying portion 32 includes a first switching guide 331, a second switching guide 332, and an actuator 333 (detecting portion).

[0029] The first switching guide 331 is a guide member that is disposed on a downstream side of the third conveying roller pair 326. The first switching guide 331 is pivotable about a not-shown fulcrum portion as a pivotal point. The first switching guide 331 has a substantially triangular shape in the cross-sectional view shown in Fig. 2. When a vertex portion disposed on a left end side of the first switching guide 331 is moved upward, the document sheet P is conveyed into the second conveying path 32B. On the other hand, when the vertex portion of the first switching guide 331 is moved downward, the document sheet P is conveyed into the third conveying path 32C.

[0030] The second switching guide 332 is a guide member disposed above the first switching guide 331. The second switching guide 332 is disposed near a boundary between the third conveying path 32C and the fourth conveying path 32D. The second switching guide 332 is pivotable about a not-shown fulcrum portion as a pivotal point. The second switching guide 332 has a substantially triangular shape in the cross-sectional view shown in Fig. 2. When a vertex portion disposed on a right end side of the second switching guide 332 is moved upward, the document sheet P conveyed in the third conveying path 32C is conveyed to the ejecting space 3S via the reverse ejection opening 31B. On the other hand, when the vertex portion of the second switching guide 332 is moved downward, the document sheet P is conveyed from the third conveying path 32C into the fourth conveying path 32D.

[0031] The actuator 333 is disposed in a region that is inclined to rise obliquely upward toward the ejecting space 3S of the second conveying path 32B. The actuator 333 is located at an upstream-side position very close to the sheet ejecting roller pair 328. The actuator 333 detects a tip end portion or rear end portion of the document sheet P in the conveying direction. The detection result of the document sheet P detected by the actuator 333 is transmitted to a control portion 50 and checked during a later-described conveyance control time of the document sheet P.

[0032] The automatic document conveying device 3 includes the control portion 50 (conveyance control portion), a first motor 51A, a second motor 51B, the third motor 51C (driving portion), a clutch 52, and a transmit-
the reverse roller pair 329 that are described above. Further, the third motor 51C is a reversing and ejecting motor that rotates and drives the sheet ejecting roller pair 328 and the reverse roller pair 329 that are described above. [0033] The third motor 51C is rotatable forward and backward. In other words, the third motor 51C is rotatable in a first rotation direction and a second rotation direction opposite to the first rotation direction. The third motor 51C generates a rotating force for rotating the sheet ejecting roller pair 328 and the reverse roller pair 329. The clutch 52 is a known one-way clutch. The transmitting gear portion 53 is a gear group composed of a plurality of gears. The transmitting gear portion 53 includes a first transmitting portion 53A and a second transmitting portion 53B. The first transmitting portion 53A transmits a rotating force to the sheet ejecting roller pair 328. Besides, the second transmitting portion 53B transmits a rotating force to the reverse roller pair 329. Especially, as shown in Fig. 3B, the first transmitting portion 53A is connected to a rotation shaft of a sheet ejecting roller 328A that is one roller of the sheet ejecting roller pair 328. Besides, the second transmitting portion 53B is connected to a rotation shaft of a reverse roller 329A that is one roller of the reverse roller pair 329. As a result of this, the transmitting gear portion 53 transmits the rotating force from the third motor 51C to the sheet ejecting roller 328A and the reverse roller 329A. In the meantime, in the present embodiment, a rotation direction of the sheet ejecting roller 328A and a rotation direction of the reverse roller 329A are the same as each other. Because of this, the sheet ejecting roller 328A is an upper roller of the sheet ejecting roller pair 328, and the reverse roller 329A is a lower roller of the reverse roller pair 329. As a result of this, as described later, by controlling the rotation direction of the third motor 51C, it becomes possible to control the ejection and reverse of the document sheet P. In the meantime, in another embodiment, the sheet ejecting roller 328A may be a lower roller of the sheet ejecting roller pair 328, and the reverse roller 329A may be an upper roller of the reverse roller pair 329. Besides, the other roller of the sheet ejecting roller pair 328 and the other roller of the reverse roller pair 329 rotate following the sheet ejecting roller pair 328 and the reverse roller pair 329, respectively. The above clutch 52 is disposed to exist between the third motor 51C and the sheet ejecting roller 328A. And, the clutch 52 composes a portion of the first transmitting portion 53A. [0034] The rotations of the first motor 51A, second motor 51B, and third motor 51C are controlled by the control portion 50. Besides, the control portion 50 controls the rotation of the sheet ejecting roller pair 328 in accordance with a detection result from the actuator 333. [0035] Fig. 4 is a view showing a relationship among the rotation directions of the third motor 51C, reverse roller 329A, and sheet ejecting roller 328A of the automatic document conveying device 3 according to the present embodiment. With reference to Fig. 4, when the third motor 51C is rotated forward (first rotation direction), the rotating force (first rotating force) of the third motor 51C rotates the reverse roller 329A in a sheet re-feeding direction. The sheet re-feeding direction is a rotation direction of the reverse roller 329A by which a tip end side of the document sheet P is ejected from the third conveying path 32C into the ejecting space 3S via the fourth conveying path 32D. Besides, the sheet ejecting roller 328A is rotated in an ejecting direction by the first rotating force. The ejecting direction is a rotation direction of the sheet ejecting roller 328A by which the document sheet P is ejected from the second conveying path 32B into the ejecting space 3S. [0036] On the other hand, when the third motor 51C is rotated backward (second rotation direction), the reverse roller 329A is rotated in a temporary ejecting direction by the rotating force (second rotating force) of the third motor 51C. The temporary ejecting direction is a rotation direction of the reverse roller 329A by which a tip end side of the document sheet P is ejected from the third conveying path 32C into the ejecting space 3S via the reverse ejection opening 31B. Besides, when the third motor 51C is rotated backward, the transmission of the rotating force to the sheet ejecting roller 328A is interrupted by the clutch 52. [0037] Next, as to the automatic document conveying device 3 according to the present embodiment, a form in which the document sheet P is conveyed is described. Fig. 5 is a flow chart showing a conveying procedure of the document sheet P in the automatic document conveying device 3 according to the present embodiment. Fig. 6A to Fig. 6C, and Fig. 7A to Fig. 7C are each a cross-sectional view showing a form in which a plurality of the document sheets P are successively conveyed in the automatic document conveying device 3. Further, Fig. 8 is a cross-sectional view showing a form in which the plurality of the document sheets P are successively conveyed in a conventional automatic document conveying device that is compared with the automatic document conveying device 3 according to the present embodiment. [0038] In the conventional automatic document conveying device shown in Fig. 8, during a duplex conveying time when the plurality of the document sheets P (first sheet P1, second sheet P2) loaded in the document feeding tray 30 are conveyed in the first conveying path 32A, the second conveying path 32B, the third conveying path
To solve such problems, in the automatic document conveying device 3 according to the present embodiment, the control portion 50 controls the rotation operations of the sheet ejecting roller pair 328 and reverse roller pair 329. Furthermore, in the automatic document conveying device 3 corresponding to the present embodiment, the control portion 50 feeds the second sheet P2 from the document feeding tray 30 with the first sheet P1 nipped by the sheet ejecting roller pair 328 and reverse roller pair 329 in the switchback manner.

[0039] To solve such problems, in the automatic document conveying device 3 according to the present embodiment, the control portion 50 controls the rotation operations of the sheet ejecting roller pair 328 and reverse roller pair 329.

[0040] With reference to Fig. 5, a conveying procedure when the duplex conveyance of the document sheet P is performed in the automatic document conveying device 3 according to the present embodiment is described. In the meantime, an N-th document sheet P in Fig. 5 corresponds to the first sheet P1 in Fig. 6A to Fig. 7C, and an N+1-th document sheet P in Fig. 5 corresponds to the second sheet P2. When each motor is controlled by the control portion 50 and the first sheet P1 is fed from the document feeding tray 30 (step S1, Fig. 6A), an image on a front surface of the first sheet P1 is read by the not-shown reading device at the document reading position X (step S2). Thereafter, the first sheet P1 is conveyed in the third conveying path 32C in the switchback manner (step S3), and re-fed from the fourth conveying path 32D to the first conveying path 32A (step S4). And, an image on a rear surface of the first sheet P1 is read at the document reading position X (step S5).

[0041] Thereafter, an ejecting conveyance of the first sheet P1 is executed (step S6). In the present embodiment, the first sheet P1 whose image on the rear surface is read is guided again to the third conveying path 32C and conveyed in the switchback manner, thereafter, conveyed from the fourth conveying path 32D into the first conveying path 32A. Thereafter, the first sheet P1 passes through the document reading position X and is conveyed into the second conveying path 32B. And, the control portion 50 rotates forward the third motor 51C, whereby the sheet ejecting roller pair 328 is rotated in the ejecting direction. During this time, the document sheet P does not exist in the third conveying path 32C, but the reverse roller pair 329 is being rotated in the sheet re-feeding direction. A tip end portion of the first sheet P1 is ejected from the document ejection opening 31A into the ejecting space 3S (Fig. 6A). Thereafter, the control portion 50 continues to refer to a detection result from the actuator 333 until a rear end portion of the first sheet P1 reaches the actuator 333 (YES in the step S7). Thereafter, when the rear end portion of the first sheet P1 reaches the actuator 333 (YES in the step S7), the control portion 50 immediately stops the rotation of the third motor 51C (step S8). As a result of this, the rotation of the sheet ejecting roller pair 328 stops with the rear end portion of the first sheet P1 nipped by the sheet ejecting roller pair 328 (Fig. 6C).

[0042] The control portion 50 feeds the second sheet P2 from the document feeding tray 30 with the first sheet P1 nipped by the sheet ejecting roller pair 328 (step 9 of Fig. 5). An image on the front surface of the second sheet P2 is read by the not-shown reading device at the document reading position X (step S10). Thereafter, the second sheet P2 is conveyed into the third conveying path 32C. During this time, the control portion 50 rotates backward the third motor 51C. As a result of this, the reverse roller pair 329 is rotated in the temporary ejecting direction, and the tip end portion of the second sheet P2 is ejected from the reverse ejection opening 31B into the ejecting space 3S (step S11 of Fig. 5, Fig. 7A). In the meantime, during this time, the rotation of the sheet ejecting roller pair 328 is kept in the stop state by operation of the clutch 52. Accordingly, as shown in Fig. 7A, even if the tip end portion of the second sheet P2 sags down, the first sheet P1 nipped by the sheet ejecting roller pair 328 is not pushed out rightward.
[0043] When the tip end side of the second sheet P2 is ejected into the ejecting space 3S, and the rear end portion of the second sheet P2 passes through the second switching guide 332 (Fig. 2) (Fig. 7B), the control portion 50 switches the rotation direction of the third motor 51C from the backward rotation to the forward direction. At this moment, the sheet ejecting roller pair 328 is rotated in the ejecting direction, and the first sheet P1 is ejected to the document ejecting tray 31. At the same time, the reverse roller pair 329 is rotated in the sheet refeeding direction (reversed), and the second sheet P2 is conveyed in the switchback manner (step S12, Fig. 7C). Thereafter, the second sheet P2 is re-conveyed into the first conveying path 32A, and an image on a rear surface of the second sheet P2 is read at the document reading position X (step S13). Further, the second sheet P2, whose image on the rear surface is read, is guided again to the third conveying path 32C, conveyed in the switchback manner, thereafter, conveyed from the fourth conveying path 32D into the first conveying path 32A. Thereafter, the second sheet P2 passing through the document reading position X is conveyed into the second conveying path 32B, and ejected to the document ejecting tray 31 in accordance with the forward rotation of the third motor 51C. In the meantime, in a case where the document sheet P following the second sheet P2 is further fed, like the first sheet P1, the control portion 50 stops the rotation of the third motor 51C with the second sheet P2 nipped by the sheet ejecting roller pair 328. In the meantime, as described above, the document sheet P, whose image on the rear surface is read, is reversed again via the third conveying path 32C and the fourth conveying path 32D, thereafter, ejected to the document ejecting tray 31. A bundle of document sheets ejected to the document ejecting tray 31 are ejected with the rear surface facing upward in such a way that the lowermost document sheet P becomes the first document. In other words, by taking out and reversing the bundle of the document sheets P ejected to the document ejecting tray 31, the bundle of the document sheets P returns to the state of being placed on the document feeding tray 30.

[0044] In the meantime, as to the document sheet P ejected to the document ejecting tray 31, the rear end passes through the sheet ejecting roller pair 328, obliquely climbs up the inclination of the document ejecting tray 31 with the aid of inertial force, thereafter, slides down along the inclination, and loaded at the lowermost portion of the inclination with the rear end aligned. Here, if the second sheet P2 is conveyed in the switchback manner and protrudes from the third conveying path 32C to the document ejecting tray 31 before the first sheet P1 is aligned and loaded, there is a risk that the first sheet P1 being loaded would be pushed out from the document ejecting tray 31 by the second sheet P2 to disturb the load state.

[0045] But, when the second sheet P2 is in a second switchback, the first sheet P1 already slides down along the inclination of the document ejecting tray 31 and is loaded with the rear end aligned. Accordingly, there is no risk that the second sheet P2 would protrude from the third conveying path 32C to the document ejecting tray 31 to disturb the load state. Besides, even when a one-surface conveyance of the document sheet P is performed, the same state as in the second switchback time occurs, and at the ejecting time of the second sheet P2, the first sheet P1 is already aligned and loaded. Accordingly, there is almost no influence on the load state.

[0046] As described above, in the present embodiment, the front surface and rear surface of the first sheet P1 pass through the document reading position X, thereafter, the control portion 50 stops the rotation of the sheet ejecting roller pair 328 with the rear end side of the first sheet P1 conveyed in the second conveying path 32B nipped by the sheet ejecting roller pair 328. And, the front surface of the second sheet P2 passes through the document reading position X, thereafter, the second sheet P2 is conveyed into the third conveying path 32C with the rotation of the sheet ejecting roller pair 328 stopped. Because of this, the first sheet P1 ejected earlier is deferred from being pushed out by the second sheet P2 that is temporarily ejected in the ejecting space 3S for the switchback. As a result of this, the defective alignment of the ejected document sheet P is prevented.

[0047] Further, according to the present embodiment, as described above, it is not necessary to dispose another tray between the document feeding tray 30 and the document ejecting tray 31 and right under the reverse ejection opening 31B (Fig. 2). Because of this, it is possible to alleviate the cost increase of the automatic document conveying device 3. Further, the ejecting space 3S is sufficiently secured between the document ejecting tray 30 and the document ejecting tray 31. Accordingly, the takeability of the document sheet P ejected to the document ejecting tray 31 is kept good. Further, the takeability of the document sheet P is also good in a case where the document sheet P is stuck around the document ejection opening 31A (Fig. 2).

[0048] Further, according to the present embodiment, the clutch 52 is disposed in the transmitting gear portion 53. Accordingly, the rotation direction of the third motor 51C is switched, whereby it is possible to control the conveying directions of the first sheet P1 and second sheet P2. Further, the clutch 52 is composed of the one-way clutch. Accordingly, the transmission of the rotating force to the sheet ejecting roller pair 328 and the interruption of the transmission are achieved easily and at low cost. Besides, it is possible to decide the rotation stop timing of the sheet ejecting roller pair 328 in accordance with the output result from the actuator 333. In the meantime, it is possible to use the actuator 333 as a sensor to detect that the document sheet P is smoothly conveyed from the first conveying path 32A to the second conveying path 32B, namely, that the document sheet P is stuck in the first conveying path 32A or the second conveying path 32B.

[0049] Hereinbefore, the image forming apparatus 1,
which includes the automatic document conveying device 3 according to the embodiment of the present disclosure, is described. According to the present disclosure, the alignment of a plurality of sheets whose image reading is completed is stably kept in the document ejecting tray 31. As a result of this, in the image forming apparatus 1, the image forming operation is achieved stably. In the meantime, the present disclosure is not limited to this, and for example, the following modifications are employable.

(1) In the above embodiment, the form is described, in which the rotation of the sheet ejecting roller pair 328 is stopped based the fact that the actuator 333 detects the rear end portion of the document sheet P. But, the present disclosure is not limited to this. A form may be employable, in which the actuator 333 detects the tip end portion of the document sheet P; thereafter, the rotation of the sheet ejecting roller pair 328 is stopped at a predetermined timing.

(2) Further, in the above embodiment, as the sheet conveying device according to the present disclosure, the automatic document conveying device 3 is described. But, the present disclosure is not limited to this. The present disclosure may be applied to another sheet conveying device which includes a first tray, a second tray, and a conveying portion; wherein a sheet is conveyed in a switchback manner above the second tray.

According to the present disclosure, it is possible to deter the defective alignment of an ejected sheet in a sheet conveying device that includes a reverse conveying path for reversing a sheet and in an image forming apparatus that includes the sheet conveying device.

The above embodiments of the invention as well as the appended claims and figures show multiple characterizing features of the invention in specific combinations. The skilled person will easily be able to consider further combinations or sub-combinations of these features in order to adapt the invention as defined in the claims to his specific needs.

Claims

1. A sheet conveying device (3) comprising:
   a first tray (30) in which a sheet is loaded;
   a conveying portion (32) that conveys the sheet placed in the first tray (30) in such a way that the sheet passes through a predetermined reference position (X);
   a second tray (31) which is disposed under the first tray (30) via an ejecting space (3S) and in which the sheet conveyed by the conveying portion (32) is ejected;
   a conveyance control portion (50) that controls
   the conveying portion (32),
   the conveying portion (32) includes:
   a first conveying path (32A) that is formed to extend from the first tray (30) to the reference position (X);
   a second conveying path (32B) that is formed to extend from the reference position (X) to the second tray (31);
   a third conveying path (32C) that is separated from the second conveying path (32B) and communicates with the first conveying path (32A); an ejecting roller pair (328) that is disposed in the second conveying path (32B) and rotates in a first rotation direction to eject the sheet to the second tray (31);
   a reverse roller pair (329) that is disposed in the third conveying path (32C) and rotates in the first rotation direction to make one end of the sheet protrude into the ejecting space (3S), thereafter, rotates in a second rotation direction opposite to the first direction to convey the sheet in a switchback manner, and reconvey the sheet from the fourth conveying path (32D) into the first conveying path (32A); and
   a driving portion (51C) that generates a rotating force to rotate the ejecting roller pair (328) and the reverse roller pair (329); wherein the conveyance control portion (50) is able to execute duplex conveyance control in which the sheet passes through the reference position (X) with a first surface opposing the reference position (X) is reversed, the sheet is conveyed in such a way that the sheet passes through the reference position (X) with a second surface opposite to the first surface opposing the reference position, thereafter, the sheet is ejected onto the second tray (31); and
   in a case where the conveyance control portion (50) continuously applies the duplex conveyance control to a plurality of the sheets, after a first sheet (P1) passes through the reference position (X) with the second surface opposing the reference position (X), the conveyance control portion (50) stops the rotation of the ejecting roller pair (328) with a rear end side of the first sheet (P1) conveyed in the second conveying path (32B) nipped by the ejecting roller pair (328), and after a second sheet (P2) following the first sheet (P1) passes through the reference position (X) with the first surface opposing the reference position (X), the conveyance control portion (50) rotates the reverse roller pair (329) in the first
rotation direction with the rotation of the ejection roller pair (328) stopped, thereby making one end of the second sheet (P2) protrude from the third conveying path (32C) into the ejecting space (3S).

2. The sheet conveying device (3) according to claim 1, wherein in the duplex conveyance control, the conveyance control portion (50) makes the one end of the second sheet (P2) protrude from the third conveying path (32C) into the ejecting space (3S), thereafter, when rotating the reverse roller pair (329) in the second rotation direction to convey the second sheet (P2) in the switchback manner, the conveyance control portion (50) rotates the ejection roller pair (328) in the first rotation direction to eject the first sheet (P1) onto the second tray (31).

3. The sheet conveying device (3) according to claim 1 or 2, wherein the driving portion (51C) is composed of a single motor that rotates in the first rotation direction and in the second rotation direction opposite to the first rotation direction, the conveying portion (32) has a drive transmitting mechanism (53) that transmits a first rotating force generated by rotation of the driving portion (51C) in the first rotation direction to the reverse roller pair (329) and to the ejection roller pair (328), transmits a second rotating force generated by rotation of the driving portion (51C) in the second rotation direction to the reverse roller pair (329) and interrupts transmission of the second rotating force to the ejection roller pair (328), the ejection roller pair (328) is rotated in the first rotation direction by the first rotating force and ejects the sheet to the second tray (31), in a case where the reverse roller pair (329) is rotated in the second rotation direction by the first rotating force, the reverse roller pair conveys the sheet, whose one end protrudes into the ejecting space (3S), from the third conveying path (32C) into the fourth conveying path (32D), and in a case where the reverse roller pair is rotated in the first rotation direction by the second rotating force, the reverse roller pair conveys the sheet in such a way that the one end of the sheet protrudes from the third conveying path (32C) into the ejecting space (3S).

4. The sheet conveying device (3) according to claim 3, wherein the drive transmitting mechanism (53) includes:

   a first transmitting portion (53A) that transmits the rotating force generated by the driving portion (51C) to the ejection roller pair (328),
   a second transmitting portion (53B) that transmits the rotating force to the reverse roller pair (329), wherein the first transmitting portion (53A) includes a one-way clutch that transmits the first rotating force only to the ejection roller pair (328).

5. The sheet conveying device (3) according to any one of claims 1 to 4, further comprising:

   a detecting portion (333) that is disposed in the second conveying path (32B) and detects a tip end portion or rear end portion of the sheet, wherein the conveyance control portion (50) stops the rotation of the ejection roller pair (328) in accordance with a detection result from the detecting portion (333).

6. The sheet conveying device (3) according to claim 5, wherein the conveyance control portion (50) switches the rotating and driving of the driving portion (51C) from the first rotation direction to the second rotation direction in accordance with the detection result from the detecting portion (333).

7. The sheet conveying device according to any one of claims 1 to 6, wherein the reference position (X) is a document reading position (X) that is disposed to oppose a reading device that reads document images formed on the first surface and second surface of the sheet.

8. An image forming apparatus (1) which incorporates a sheet conveying device (3) according to any one of claims 1 to 7.
FIG. 1
FIG. 3B

FIG. 4

<table>
<thead>
<tr>
<th></th>
<th>reverse roller</th>
<th>sheet ejecting roller</th>
</tr>
</thead>
<tbody>
<tr>
<td>forward rotation</td>
<td>sheet re-feeding direction</td>
<td>sheet ejecting direction</td>
</tr>
<tr>
<td>backward rotation</td>
<td>temporary sheet ejecting direction</td>
<td>not rotated</td>
</tr>
</tbody>
</table>
FIG.5

START

N-th sheet feeding

N-th sheet front surface reading

N-th sheet reverse conveying

N-th sheet re-feeding

N-th sheet rear surface reading

N-th sheet ejection conveying

N-th sheet rear end detected?

YES

N-th sheet conveying stop

NO

N+1-th sheet feeding

N+1-th sheet front surface reading

N+1-th sheet reverse conveying

N+1-th sheet re-feeding

N-th sheet ejecting

N+1-th sheet rear surface reading

N+1-th sheet ejection conveying

END
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 6 529 259 B1 (KONO YOSHINOBU [JP]) 4 March 2003 (2003-03-04) * figures 1-10 *</td>
<td>1-8</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.

**Place of search**: Munich

**Date of completion of the search**: 29 August 2016

**Examiner**: Guidet, Johanna

**CATEGORY OF CITED DOCUMENTS**

- **T**: theory or principle underlying the invention
- **E**: earlier patent document, but published on, or after the filing date
- **D**: document cited in the application
- **L**: document cited for other reasons
- **M**: member of the same patent family, corresponding document

**TECHNICAL FIELDS SEARCHED (IPC)**

- G03G
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 29-08-2016.

The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2009200733 A1</td>
<td>13-08-2009</td>
<td>CN 101510060 A</td>
<td>19-08-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009190809 A</td>
<td>27-08-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009200733 A1</td>
<td>13-08-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011206435 A1</td>
<td>25-08-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001122532 A</td>
<td>08-05-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6529259 B1</td>
<td>04-03-2003</td>
</tr>
<tr>
<td>JP 2005289565 A</td>
<td>20-10-2005</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82.