SYSTEMS AND METHODS FOR INCREMENTALLY FORMING A COMPOSITE PART

Systems and methods for incrementally forming a composite part are disclosed herein. The systems include a forming mandrel, which includes a forming surface, and a forming machine. The forming machine includes a forming bladder, a pressure-regulating device, and a positioning device. The forming bladder is configured to be inflated to a forming pressure and to press the ply of composite material against the forming surface. The methods include placing a ply of composite material on a forming surface of a forming mandrel and pressing a forming bladder against the ply of composite material at a selected location to press a selected portion of the ply of composite material against the forming surface and conform the selected portion of the ply of composite material to a surface profile of the forming surface. The methods further include repeating the pressing a plurality of times at a plurality of selected locations.
Description

FIELD

[0001] The present disclosure relates to systems and methods for incrementally forming a composite part, and more particularly to systems and methods that include and/or utilize a forming machine that includes a forming bladder to incrementally form the composite part.

BACKGROUND

[0002] Fabrication of large composite parts, such as components of aircraft, often may involve kitting, layup, assembly, and/or curing of elongate composite parts that may be many tens, or even over a hundred feet long. Fabrication of such elongate composite parts presents unique manufacturing challenges.

[0003] Traditional manufacturing methods for fabricating composite parts include manually locating a plurality of plies of composite material on a layup mandrel to form a composite layup, with each ply of the plurality of plies generally being coextensive with a remainder of the plurality of plies in the composite part. The composite layup subsequently is cured, on the layup mandrel, to form the composite part. While such traditional manufacturing methods may be effective at forming smaller composite parts, they may be inefficient when applied to forming larger composite parts. As an example, a manufacturing floor space needed to fabricate large composite parts utilizing traditional manufacturing methods may be substantial. As another example, an amount of time required to fabricate large composite parts utilizing traditional manufacturing methods may be quite large. As yet another example, there may be ergonomic concerns when large composite parts are fabricated manually.

[0004] Any of these manufacturing constraints may increase the cost of, or present safety challenges during, fabrication of the large composite part. Thus, there exists a need for improved composite part fabrication systems and methods.

SUMMARY

[0005] Systems and methods for incrementally forming a composite part are disclosed herein. The systems include a forming mandrel, which includes a forming surface. A surface profile of the forming surface corresponds to a surface profile of the composite part and the forming surface is configured to receive a ply of composite material. The systems also include a forming machine. The forming machine includes a forming bladder, which defines an internal volume, a pressure-regulating device, which is configured to regulate a pressure within the internal volume, and a positioning device, which is configured to selectively position the forming bladder relative to the forming surface at a plurality of selected locations. The forming bladder is configured to be inflated to a forming pressure and to press the ply of composite material against the forming surface at each of a plurality of selected locations to conform corresponding portions of the ply of composite material to the surface profile of the forming surface and at least partially define the composite part.

[0006] The methods include placing a ply of composite material on a forming surface of a forming mandrel and pressing a forming bladder against the ply of composite material at a selected location to press a selected portion of the ply of composite material against the forming surface and conform the selected portion of the ply of composite material to a surface profile of the forming surface. The methods also include repeating the pressing a plurality of times at a plurality of selected locations to selectively and operatively press the ply of composite material against the forming surface at each of the plurality of selected locations and to conform corresponding portions of the ply of composite material to the surface profile of the forming surface.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] Fig. 1 is an example of an aircraft that includes a composite structure that may be formed using the systems and methods according to the present disclosure.

Fig. 2 is an example of a wing that may form a portion of the aircraft of Fig. 1.

Fig. 3 is a schematic representation of examples of a system, according to the present disclosure, for incrementally forming a composite part.

Fig. 4 is a less schematic profile view of a system, according to the present disclosure, for incrementally forming a composite part.

Fig. 5 is a less schematic side view of the system of Fig. 4.

Fig. 6 is a less schematic transverse cross-sectional view of the system of Fig. 4.

Fig. 7 is a schematic top view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 8 is a schematic top view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 9 is a schematic top view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 10 is a schematic top view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 11 is a schematic top view of a process flow for
incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 12 is a schematic top view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 13 is a schematic cross-sectional view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 14 is a schematic cross-sectional view of a process flow for incrementally forming a composite part utilizing the systems and methods according to the present disclosure.

Fig. 15 is a schematic cross-sectional view of a composite part that has been formed on a forming mandrel utilizing the systems and methods according to the present disclosure.

Fig. 16 is a schematic cross-sectional view of a composite part that has been formed on a forming mandrel utilizing the systems and methods according to the present disclosure.

Fig. 17 is flowchart depicting methods, according to the present disclosure, of incrementally forming a composite part.

Fig. 18 is a flow diagram of aircraft production and service methodology.

Fig. 19 is a block diagram of an aircraft.

DESCRIPTION

[0008] Figs. 1-19 provide examples of aircraft 700 that include one or more composite parts 100 that may be formed utilizing the systems and methods according to the present disclosure, for incrementally forming a composite part, and/or of methods 200, according to the present disclosure, of incrementally forming the composite part. Elements that serve a similar, or at least substantially similar, purpose are labeled with like numbers in each of Figs. 1-19, and these elements may not be discussed in detail herein with reference to each of Figs. 1-19. Similarly, all elements may not be labeled in each of Figs. 1-19, but reference numerals associated therewith may be utilized herein for consistency. Elements, components, and/or features that are discussed herein with reference to one or more of Figs. 1-19 may be included in and/or utilized with any of Figs. 1-19 without departing from the scope of the present disclosure.

[0009] In general, elements that are likely to be included in a given (i.e., a particular) embodiment are illustrated in solid lines, while elements that are optional to a given embodiment are illustrated in dashed lines. However, elements that are shown in solid lines are not essential to all embodiments, and an element shown in solid lines may be omitted from a given embodiment without departing from the scope of the present disclosure.

[0010] Fig. 1 is an example of an aircraft 700 that includes a composite structure 800 that may include a composite part 100 that may be at least partially constructed utilizing systems 20 and/or methods 200, according to the present disclosure. Fig. 2 is an example of a wing 740 that may form a portion of aircraft 700. Aircraft 700 may include a plurality of components, including an airframe 710, a fuselage barrel 730, wing 740, and/or a stabilizer 750.

[0011] Composite structure 800 of aircraft 700 may include a plurality of plies 110 of composite material, which may form composite part 100 and/or which may form a portion of any suitable component of aircraft 700. As an example, and as illustrated in Fig. 1, aircraft 700 may include skin segments 790 that may form, cover, and/or be an outer surface of any suitable portion of aircraft 700 and/or a plurality of stringers 770 that, together with a plurality of frames 780, may support an inner surface of skin segments 790. As another example, and as illustrated in Fig. 2, wing 740 may include a plurality of wing stringers 742, which may extend along a length of the wing. Wing 740 also may include a plurality of ribs 744, which also may be referred to herein as spars 744. Wing stringers 742 and ribs 744 together may form and/or define at least a portion of an inner support structure 746 for wing 700, which may support an inner surface 748 of skin segments 790 that cover wing 740. These skin segments also may be referred to herein as wing skin segments 790. It is within the scope of the present disclosure that skin segments 790 (or wing skin segments 790), stringers 770, frames 780, wing stringers 742, ribs 744, and/or inner support structure 746 may be at least partially, or even completely, formed from plies 110 of composite material and/or may be a composite part 100 that may be formed utilizing the systems and/or methods disclosed herein.

[0012] Fig. 3 is a schematic representation of examples of a system 20, according to the present disclosure, for incrementally forming a composite part. Fig. 4 is a less schematic profile view of a system 20, according to the present disclosure, for incrementally forming a composite part 100, while Fig. 5 is a less schematic side view of system 20 of Fig. 4 and Fig. 6 is a less schematic transverse cross-sectional view of system 20 of Fig. 4. Figs. 4-6 may include and/or be more detailed representations of system 20 of Fig. 3. As such, any structure, element, component, feature, and/or function that is discussed herein with reference to one of Figs. 3-6 may be included in and/or utilized with any of Figs. 3-6 without departing from the scope of the present disclosure.

[0013] System 20 includes a forming mandrel 30 that includes and/or defines at least one forming surface 32. System 20 also includes a forming machine 36, which may be adapted, configured, designed, and/or constructed to press one or more plies 110 of composite material against forming surface 32 to deform the one or more plies 110 and/or to conform the one or more plies 110 to a surface profile of forming surface 32.
system 20, forming surface 32 may include those portion(s) of an outer surface of forming mandrel 30 that operatively contact ply 110 and/or that deform ply 110 when forming machine 36 presses ply 110 there against.

[0014] Forming machine 36 includes a forming bladder 40 that defines an internal volume 42. As illustrated in solid lines in Fig. 3, forming machine 36 also includes a pressure-regulating device 50 that is configured to regulate, control, establish, and/or maintain a pressure (e.g., a pressure that is greater than atmospheric pressure) within internal volume 42. Forming machine 36 also includes at least one positioning device 60, which is configured to selectively position and/or orient forming bladder 40 relative to, or with respect to, forming surface 32 of forming mandrel 30. This may include orienting at least a portion of forming machine 36, such as forming bladder 40 thereof, at a plurality of selected, or different, locations. As an example, Fig. 3 illustrates forming machine 36 in solid lines when at a first selected location and not operatively pressing ply 110 against forming surface 32. In addition, Fig. 3 illustrates forming machine 36 in dash-dot lines when at a second selected location that is different from the first selected location and operatively pressing ply 110 against forming surface 32.

[0015] As used herein, the phrases "operatively press," "operatively presses," and/or "operatively pressing," as well as the words "press," "presses," and/or "pressing," may indicate direct and/or indirect contact between a given ply 110 and forming surface 32 and/or forming bladder 40. As an example, and while being pressed against forming surface 32 by forming bladder 40, the given ply 110 may be in direct physical contact with forming surface 32, with forming bladder 40, and/or with both forming surface 32 and forming bladder 40. As another example, and while being pressed against forming surface 32, another ply 110, or even another material and/or film, may extend between the given ply 110 and forming surface 32 and/or forming bladder 40. As a more specific example, an intermediate film 120 may extend between the given ply 110 and forming bladder 40.

[0016] During operation of system 20, forming bladder 40 is configured to be inflated to a forming pressure, such as by pressure-regulating device 50 providing a fluid to internal volume 42, and to selectively and operatively press ply 110 of composite material against forming surface 32 at each of the plurality of selected locations. This operative pressing of ply 110 against forming surface 32 may conform corresponding portions of ply 110 to the surface profile of forming surface 32, thereby at least partially defining a composite part 100. Generally, forming bladder 40 may be maintained at, or near, the forming pressure while ply 110 is pressed against forming surface 32, as discussed in more detail herein with reference to process flow 150 of Figs. 7-15 and methods 200 of Fig. 17. As such, pressure-regulating device 50 may be configured to permit fluid to leave forming bladder 40 responsive to a decrease in internal volume 42 and/or may add fluid to forming bladder 40 responsive to an increase in internal volume 42.

[0017] Forming mandrel 30 may include and/or be any suitable structure that may have, define, and/or include forming surface 32, and a surface profile of forming surface 32 may correspond to a surface profile, or a desired surface profile, of composite part 100. As such, forming surface 32 may be adapted, configured, designed, and/or constructed to receive one or more plies 110 of composite material such that forming machine 36 may conform the one or more plies 110 of composite material to the surface profile of forming surface 32.

[0018] As discussed, forming machine 36 may be configured for incremental forming of composite part 100. As such, a surface area of forming surface 32 may be greater than a contact area between forming surface 32 and forming bladder 40 when forming bladder 40 presses ply 110 against forming surface 32. This is illustrated in dashed lines in Fig. 3, where an extent 33 of forming surface 32 is such that forming bladder 40 will not contact an entirety of forming surface 32 when forming bladder 40 operatively presses ply 110 against forming surface 32. It is within the scope of the present disclosure that extent 33 may include and/or be any suitable dimension of forming surface 32, such as a length 34, or longitudinal length 34, and/or a width 35 of forming surface 32. As an example, Figs. 4-5 illustrate that length 34 of forming surface 32 may be greater than a corresponding length of forming machine 36 and/or of forming bladder 40 thereof.

[0019] The contact between forming surface 32 and forming bladder 40 is discussed in more detail herein with reference to process flow 150 of Figs. 7-15. As used herein, the word "contact" may include direct and/or indirect contact. As an example, and with reference to Fig. 3, ply 110 may extend between forming bladder 40 and forming surface 32. Thus, forming bladder 40 may directly contact ply 110 and/or may indirectly contact forming surface 32 when pressing ply 110 against forming surface 32. However, and as illustrated in dashed lines in Fig. 3, an intermediate film 120 may extend between forming bladder 40 and ply 110. Under these conditions, forming bladder 40 may directly contact intermediate film 120 and may indirectly contact both ply 110 and forming surface 32. Examples of intermediate film 120 include a contact film, a release film, a fluoropolymer film, and/or a film that is approved for contact with ply 110.

[0020] With continued reference to Fig. 3, and when length 34 of forming surface 32 is greater than a corresponding length 44 of forming bladder 40, positioning device 60 may be configured to selectively move forming bladder 40 along length 34. Additionally or alternatively, and when width 35 of forming surface 32 is greater than a corresponding width 45 of forming bladder 40, positioning device 60 may be configured to selectively move forming bladder 40 across width 35.

[0021] It is within the scope of the present disclosure that forming surface 32 may have and/or define any suitable shape. As an example, forming surface 32 may be a planar, or at least substantially planar, forming surface...
32. As another example, forming surface 32 may be accurate in at least one dimension, as illustrated in Figs. 4-5.

Forming bladder 40 may include any suitable structure that may define and/or surround internal volume 42 and/or that may operate to press ply 110 against forming surface 32 while forming bladder 40 is inflated to the forming pressure. As an example, forming bladder 40 may include an elastomeric body that defines internal volume 42. As additional examples, forming bladder 40 may include and/or be a fluid bladder, an air bladder, and/or a resilient forming bladder.

It is within the scope of the present disclosure that, subsequent to inflation of forming bladder 40, such as to the forming pressure, forming bladder 40 may be shaped, designed, and/or configured to operate to press a central region of a pressed portion of ply 110 against forming surface 32 prior to operatively pressing a peripheral region of the pressed portion against forming surface 32. This is discussed in more detail herein with reference to process flow 150 of Figs. 7-15.

As illustrated in Fig. 3, forming surface 32 may be configured to receive a plurality of stacked plies 110 of composite material. Under these conditions, the plurality of stacked plies 110 may be layered, one on top of the other, to form and/or define composite part 100. When forming surface 32 receives the plurality of stacked plies 110, it is within the scope of the present disclosure that forming bladder 40 may be configured to operate to press each of the plurality of stacked plies 110 against forming surface 32. This may include concurrently pressing at least two, or even the plurality of, stacked plies 110 of composite material against forming surface 32 and/or sequentially pressing at least two different, or even each of the plurality of, stacked plies 110 of composite material against forming surface 32.

Pressure-regulating device 50 may include any suitable structure that may be adapted, configured, designed, and/or constructed to regulate the pressure within internal volume 42, to inflate forming bladder 40, and/or to maintain the pressure within internal volume 42 at, or near, the forming pressure prior to, during, and/or subsequent to forming a given ply 110 against forming surface 32. This may include supplying fluid to internal volume 42 and/or permitting fluid to flow from internal volume 42 responsive to changes in internal volume 42 and/or responsive to shroud 80 acting against internal forming bladder 40. As an example, pressure-regulating device 50 may include and/or be a fluid bladder that is configured to selectively inflate forming bladder 40 to the forming pressure.

It is within the scope of the present disclosure that pressure-regulating device 50 further may be configured to selectively inflate forming bladder 40 to a compaction pressure that is greater than the forming pressure. Under these conditions, and subsequent to forming bladder 40 being utilized to operatively press ply 110 against forming surface 32, as illustrated in dash-dot lines in Fig. 3, the pressure within internal volume 42 may be increased to the compaction pressure to compact ply 110 against forming surface 32.

Positioning device 60 may include any suitable structure that may be adapted, configured, designed, and/or constructed to selectively position forming bladder 40 relative to forming surface 32 at the plurality of selected locations. As examples, forming device 60 may include an automated positioning device, a motorized positioning device, and/or a manually actuated positioning device. As a more specific example, and as illustrated in Figs. 4-6, positioning device 60 may include and/or be a linear guide and/or a linear actuator. As illustrated in dashed lines in Fig. 3, positioning device 60 further may include a locking mechanism that is configured to selectively and operatively retain positioning device 60 at a selected one, or even each of, the plurality of selected locations.

It is within the scope of the present disclosure that positioning device 60 may be configured to operatively translate forming machine 36 and/or forming bladder 40 thereof in any suitable direction, along any suitable axis, and/or within any suitable plane. As an example, positioning device 60 may be configured to operatively translate forming machine 36 and/or forming bladder 40 horizontally, or at least substantially horizontally, in a horizontal plane, and/or within an at least substantially horizontal plane, along a length of forming mandrel 30, and/or across a width of forming mandrel 30.

It is within the scope of the present disclosure that system 20 may be configured such that forming bladder 40 selectively and operatively presses ply 110 against forming surface 32 responsive to being inflated to the forming pressure. Alternatively, and as illustrated in dashed lines in Fig. 3 and in solid lines in Figs. 4-6,
system 20 further may include an engagement structure 70, or even a plurality of engagement structures 70, that may be adapted, configured, designed, and/or constructed to selectively and operatively engage forming bladder 40 with ply 110 and/or with forming surface 32. This may include selectively and operatively engaging forming bladder 40 with ply 110 and/or with forming surface 32 subsequent to inflation of forming bladder 40 to the forming pressure.

[0032] As an example, engagement structure 70 may be configured to operatively translate forming bladder 40 relative to forming surface 32. This may include operative translation of forming bladder 40 toward forming surface 32, operative translation of forming bladder 40 away from forming surface 32, operative translation of forming bladder 40 vertically, operative translation of forming bladder 40 at least substantially vertically, operative translation of forming bladder 40 in a vertical direction, and/or operative translation of forming bladder 40 in an at least substantially vertical direction. Additionally or alternatively, this also may include selectively varying a distance, or a vertical distance, between forming surface 32 and forming bladder 40.

[0033] It is within the scope of the present disclosure that engagement structure 70, when present, may include and/or be any suitable structure. As examples, engagement structure 70 may be separate and/or distinct from positioning device 60, may form a portion of positioning device 60, and/or may be operatively interlinked with positioning device 60, such as via a support structure 72, which also may be referred to herein as a support tower 72. As additional examples, engagement structure 70 may include and/or be an automated engagement structure 70, a motorized engagement structure 70, and/or a manually actuated engagement structure 70. As a more specific example, engagement structure 70 may include and/or be a screw jack 74, a linear actuator, a motor, an electric motor, and/or a pneumatic motor.

[0034] It is within the scope of the present disclosure that engagement structure 70 may include and/or be a pivoting engagement structure 70 that is configured to permit forming bladder 40 and/or shroud 80 to pivot relative to forming surface 32 about a pivot axis 78, as illustrated in Figs. 3-6. Pivot axis 78 may be defined by a pivot structure 76 that may form a portion of engagement structure 70 and/or that may operatively interlink engagement structure 70 to forming bladder 40. Such a configuration may improve operative contact between forming bladder 40 and ply 110 when forming bladder 40 operatively presses ply 110 against forming surface 32, especially when forming surface 32 is nonplanar, arcuate, contoured, and/or complex. Examples of pivot structure 76 include a knuckle joint, a u-joint, and/or a constant velocity joint.

[0035] It is within the scope of the present disclosure that pivot axis 78 may extend in any suitable direction. As an example, pivot axis 78 may extend along, be parallel to, and/or be aligned with a longitudinal axis of forming surface 32 and/or of forming die 30 (i.e., may extend along a length of forming surface 32 and/or of forming die 30). Additionally or alternatively, pivot axis 78 may extend along, be parallel to, and/or be aligned with a transverse axis of forming surface 32 and/or of forming die 30 (i.e., may extend perpendicular, or at least substantially perpendicular, to the length of forming surface 32 and/or of forming die 30).

[0036] As discussed in more detail herein, system 20 and/or engagement structure 70 thereof may be adapted, configured, designed, constructed, and/or programmed to selectively regulate and/or control a rate at which forming bladder 40 operatively presses ply 110 against forming surface 32. Such regulation and/or control may regulate and/or control the pressure within internal volume 42 and/or may permit system 20 to maintain the pressure within internal volume 42 to within the threshold pressure differential of the forming pressure while ply 110 is conformed to forming surface 32 by forming machine 36.

[0037] As illustrated in dashed lines in Fig. 3 and in solid lines in Figs. 4-6, system 20 and/or forming machine 36 thereof further may include a shroud 80. Shroud 80 may be adapted, configured, designed, constructed, and/or shaped to surround at least a portion of forming bladder 40. As examples, shroud 80 may surround and/or extend at least partially around at least 1, at least 2, or at least 3 sides of forming bladder 40. As illustrated, shroud 80 may have and/or define a U-shaped, or at least substantially U-shaped transverse cross-sectional shape; however, this is not required. As discussed in more detail herein with reference to process flow 150 of Figs. 7-15, shroud 80 may be configured to press forming bladder 40 against both a horizontal portion of forming surface 32 and also against a vertical portion of forming surface 32.

[0038] Shroud 80 may be formed from any suitable material, or materials, and/or may have any suitable property, or properties. As an example, shroud 80 may include and/or be a rigid, or at least substantially rigid, shroud 80.

[0039] As illustrated in dashed lines in Fig. 3, system 20 further may include a controller 90. Controller 90 may be adapted, configured, and/or programmed to control the operation of at least a portion of system 20. As examples, controller 90 may control the operation of pressure-regulating device 50, positioning device 60, and/or engagement structure 70, when present. This may include controlling system 20 to perform any suitable portion of methods 200, which are discussed in more detail herein with reference to Fig. 17.

[0040] As an example, controller 90 may be programmed to regulate a rate at which forming bladder 40 presses ply 110 against forming surface 32, such as to regulate a pressure within internal volume 42. As another example, controller 90 may be programmed to control the operation of pressure-regulating device 50 to regulate the pressure within internal volume 42. As yet another example, and subsequent to ply 110 being operatively pressed against forming surface 32, controller 90 may
be programmed to increase the pressure within internal volume 42 to the compaction pressure and/or to compact ply 110 against forming surface 32.

[0041] It is within the scope of the present disclosure that system 20 and/or forming machine 36 thereof further may include a pressure detector 92. Pressure detector 92 may be configured to monitor the pressure within internal volume 42 and/or to convey a pressure signal 94, which may be indicative of the pressure within internal volume 42, to controller 90. Under these conditions, controller 90 may be programmed to control the operation of system 20 based, at least in part, on pressure signal 94. Additionally or alternatively, pressure detector 92 may include and/or be a pressure gauge 92 and/or a mechanical pressure gauge 92 that may not, necessarily, generate and/or convey pressure signal 94.

[0042] It is also within the scope of the present disclosure that system 20 and/or forming machine 36 thereof may include a proximity indicator 97. Proximity indicator 97, when present, may be configured to monitor and/or detect a distance between at least a portion of forming machine 36 and forming surface 32 and/or to monitor and/or detect when the portion of forming machine 36 is within a threshold distance of forming surface 32. In addition, proximity indicator 97 also may be configured to convey a proximity signal 98 to controller 90. Proximity signal 98 may be indicative of the distance between the portion of forming machine 36 and forming surface 32 and/or may be indicative of whether or not the portion of forming machine 36 is within the threshold distance of forming surface 32. Examples of the portion of forming machine 36 include forming bladder 40 and/or shroud 80. Examples of proximity indicator 97 include a distance sensor, a force sensor, and/or a pressure sensor.

[0043] Composite part 100 may include and/or be any suitable composite part 100 that may be formed from the plurality of plies 110 of composite material. Examples of composite part 100 include a stringer for an aircraft, a spar for an aircraft, and/or an angular composite part for an aircraft. However, system 20 may be utilized to form composite parts 100 that are not designed to form a portion of an aircraft.

[0044] It is within the scope of the present disclosure that plies 110 within composite part 100 may be single, continuous plies 110 that may extend across an entirety of forming surface 32. Additionally or alternatively, it is also within the scope of the present disclosure that one or more ply 110 may be formed from a plurality of ply segments 112 that together extend across the entirety of forming surface 32. Stated another way, a given layer, or ply 110, within composite part 100 may be formed from a single, continuous sheet of composite material and/or may be formed from a plurality of segments, sections, or pieces of composite material, with these segments, sections, and/or pieces of composite material being referred to herein as ply segments 112 and abutting one another to form and/or define the given layer.

[0045] Plies 110 of composite material may include any suitable structure and/or structures. As examples, plies 110 may include a plurality of fibers, such as a plurality of carbon, polymeric, and/or glass fibers. As additional examples, plies 36 may include a resin material, such as an epoxy, an adhesive, and/or a polymeric resin. As further examples, plies 110 may include a pre-impregnated, or pre-preg, material that includes the plurality of fibers and the resin material.

[0046] As illustrated in dashed lines in Fig. 3, system 20 further may include an indexing structure 96. Indexing structure 96, when present, may be configured to operatively locate each ply segment 112 at a desired, target, or specified location on forming surface 32. Examples of indexing structure 96 include physical indexing structures 96, such as an indexing fence, and/or optical indexing structures 96, such as an optical layout template.

[0047] Figs. 7-12 are schematic top views of a process flow 150 for incrementally forming composite part 100 utilizing the systems and methods according to the present disclosure, while Figs. 13-15 are schematic cross-sectional views of process flow 150. As illustrated in Fig. 7, forming machine 36 initially may be located at a first selected location along the length of a forming mandrel 30 and may operatively press a first portion of a ply 110 of composite material against a forming surface 32 that is defined by forming mandrel 30.

[0048] An example of the process that may be utilized to operatively press ply 110 against forming surface 32 is illustrated in Figs. 13-15. As illustrated in Fig. 13, forming machine 36 may include a forming bladder 40 that initially may operatively press a central region 114 of ply 110 against forming surface 32 prior to operatively pressing a peripheral region 116 against forming surface 32.

[0049] Subsequently, and as illustrated in Fig. 14, forming bladder 40 may operatively contact an entirety, or at least substantially the entirety, of an exposed, upper, or bladder-facing surface 118 of ply 110 may press ply 110 toward, against, and/or into contact with forming surface 32. This may include directing ply 110 to bend around one or more surface contours of forming surface 32 and/or pressing ply 110 into contact with both horizontal and vertical portions of forming surface 32, as illustrated. As illustrated in Fig. 15, forming bladder 40 may be pressed even further over forming mandrel 30, thereby pressing an entirety of ply 110 against forming surface 32, and a shroud 80 may constrain forming bladder 40 such that forming bladder 40 presses the entirety of ply 110 against forming surface 32. Subsequently, and as discussed, a pressure within an internal volume 42 of forming bladder 40 may be increased to compact ply 110 against forming surface 32.

[0050] Returning to Figs. 7-12, and as illustrated in Figs. 8-9, forming machine 36 may be progressively moved along and/or across forming surface 32 to operatively press ply 110 against forming surface 32 at each of the plurality of selected locations, thereby conforming an entirety of ply 110 to forming surface 32. In the example of Figs. 7-10, a given ply 110 is formed from a plurality
of ply segments 112; however, this is not required. As an example, and as illustrated in Fig. 11, a single, continuous sheet of composite material may form and/or define a given ply 110. Additionally or alternatively, Fig. 12 illustrates that, when a given ply 110 includes the plurality of ply segments 112, ply segments 112 may be arranged with any suitable relative orientation and/or may have any suitable size.

[0051] Process flow 150 may be repeated any suitable number of times to locate and/or build-up any suitable number of plies 110 of composite material on forming surface 32 of forming mandrel 30 and to thereby form and/or define composite part 100. This is illustrated in Fig. 16, which is a schematic cross-sectional view of a composite part 100 that has been formed on a forming mandrel 30 utilizing the systems and methods according to the present disclosure. As illustrated, composite part 100 includes a plurality of stacked and/or layered plies 110 of composite material that may be located and/or built-up on forming surface 32 in a sequential manner, as discussed.

[0052] Fig. 17 is flowchart depicting methods 200, according to the present disclosure, of incrementally forming a composite part. Methods 200 include placing a ply of composite material at 205 and may include inflating an internal volume of a forming bladder at 210. Methods 200 further include pressing the forming bladder against the ply of composite material at 215 and may include maintaining a pressure at 220, constraining the forming bladder at 225, compacting the ply of composite material at 230, separating the forming bladder from the ply of composite material at 235, and/or moving the forming bladder at 240. Methods 200 further include repeating at least a portion of the methods at 245 and may include curing the composite structure at 250.

[0053] Placing the ply of composite material at 205 may include placing the ply of composite material on a forming surface of a forming mandrel. Examples of the forming surface, of the forming mandrel, and of the ply of composite material are disclosed herein. It is within the scope of the present disclosure that the placing at 205 may include bringing at least a portion of the ply of composite material into direct and/or indirect contact with the forming surface such that the ply of composite material is at least partially supported by the forming surface.

[0054] It is also within the scope of the present disclosure that the placing at 205 may include utilizing an indexing structure to aid in the placing and/or to operatively locate the ply of composite material at a desired, target, or specified location on the forming surface. Examples of the indexing structure are disclosed herein.

[0055] As discussed in more detail herein, the placing at 205 may include, or consist of, placing a single, continuous ply of composite material that extends across an entirety of the forming surface. Under these conditions, the pressing at 215 may include pressing a selected portion of the single, continuous ply of composite material against the forming surface while a remainder of the ply of composite material is not pressed against the forming surface. Additionally or alternatively, the placing at 205 may include placing at least two discrete and/or separate ply segments that together define the ply of composite material. Under these conditions, the pressing at 215 may include pressing either an entirety of a given ply segment or less than the entirety of the given ply segment against the forming surface.

[0056] Inflating the internal volume of the forming bladder at 210 may include inflating the internal volume to a forming pressure. This may include inflating in any suitable manner and/or utilizing any suitable pressure-regulating device, examples of which are disclosed herein. It is within the scope of the present disclosure that the inflating at 210 may be performed prior to the pressing at 215 and/or that the pressing at 215 may be a result of, or responsive to, the inflating at 210.

[0057] Pressing the forming bladder against the ply of composite material at 215 may include pressing at a selected location to press a selected portion of the ply of composite material against the forming surface and/or to conform the selected portion of the ply of composite material to a surface profile of the forming surface. The pressing at 215 may be accomplished in any suitable manner. As an example, the pressing at 215 may be a result of, or may be responsive to, the inflating at 210, as discussed. As another example, the pressing at 215 may include lowering the forming bladder into contact with the selected portion of the ply of composite material and/or moving the forming bladder in a vertical direction, such as via utilizing an engagement structure, to deform the selected portion of the ply of composite material between the forming bladder and the forming surface and/or to conform the selected portion of the ply of composite material to the surface profile of the forming surface.

[0058] In general, the systems and methods disclosed herein utilize incremental forming to conform the ply of composite material to the forming surface and/or to form the composite part. As such, and as discussed herein with reference to process flow 150 of Figs. 7-15, the forming surface and the ply of composite material generally are larger than the forming bladder. Thus, the repeating at 245 is utilized to form an entirety of a given ply of composite material.

[0059] As an example, a surface area of the forming surface may be greater than a contact area between the forming surface and the forming bladder during the pressing at 215. As another example, a surface area, an exposed surface area, and/or an upper surface area of the ply of composite material may be greater than a surface area, an exposed surface area, and/or an upper surface area of the selected portion of the ply of composite material and/or may be greater than the contact area between the forming surface and the forming bladder during the pressing at 215.

[0060] The pressing at 215 further may include conforming the forming bladder to the forming surface such that a surface profile of the forming bladder corresponds
to the surface profile of the forming surface. As discussed herein, the pressing at 215 may include operatively contacting the forming bladder with a central, or upper, region of the selected portion of the ply of composite material prior to operatively contacting the forming bladder with a peripheral, or side, region of the selected portion of the ply of composite material. Such a method may retain the ply of composite material on the forming surface during the pressing at 215 and/or may decrease a potential for wrinkling of the ply of composite material during the pressing at 215.

[0061] As discussed herein, the ply of composite material may include and/or be defined by a plurality of ply segments. Under these conditions, the pressing at 215 may include pressing a given ply segment of the plurality of ply segments. A surface area, an exposed surface area, or an upper surface area of the given ply segment may be less than the contact area between the forming surface and the forming bladder during the pressing at 215. Thus, the pressing at 215 may include pressing an entirety of the given ply segment at one time. Additionally or alternatively, the surface area, the exposed surface area, and/or the upper surface area of the given ply segment may be greater than the contact area between the forming surface and the forming bladder during the pressing at 215. Thus, the repeating at 245 may include repeating to press the entirety of the given ply segment.

[0062] As also discussed herein, a proximity indicator may be utilized to monitor and/or detect a distance between at least a portion of the forming machine and the forming surface and/or to monitor and/or detect when the portion of the forming machine is within a threshold distance of the forming surface. Under these conditions, the methods 200 further may include ceasing the pressing at 215 responsive to the proximity indicator detecting that the portion of the forming machine is within the threshold distance of the forming surface.

[0063] Maintaining the pressure at 220 may include maintaining the pressure within the internal volume during the pressing at 215. This may include maintaining the pressure at, or near, the forming pressure and/or maintaining the pressure to within a threshold pressure differential of the forming pressure. Additionally or alternatively, the maintaining at 220 also may include maintaining with, or utilizing, a pressure-regulating device. Examples of the threshold pressure differential and the pressure-regulating device are disclosed herein.

[0064] The maintaining at 220 may include permitting fluid, such as air, to exit the forming bladder during the pressing at 215. This may include permitting the fluid to exit through, or via, the pressure-regulating device. Additionally or alternatively, the maintaining at 220 also may include regulating a rate at which the forming bladder presses the ply of composite material against the forming surface, such as during the pressing at 215.

[0065] As discussed, a pressure detector may be utilized to monitor the pressure within the internal volume of the forming bladder. Under these conditions, methods 200 further may include measuring the pressure within the internal volume with the pressure detector and the maintaining at 220 may include maintaining based, at least in part, on the measured pressure.

[0066] Constraining the forming bladder at 225 may include constraining deformation and/or expansion of the forming bladder in at least one direction. As an example, the constraining at 225 may include constraining with a shroud, examples of which are disclosed herein. It is within the scope of the present disclosure that the constraining at 225 may include constraining to permit the forming bladder to press the ply of composite material against the forming surface across an entirety of the surface profile of the forming surface and/or across an entirety of the ply of composite material. The constraining at 225 may include restricting expansion, motion, and/or deformation of the forming bladder on one, two, three, or more than three sides of the forming bladder.

[0067] Compacting the ply of composite material at 230 may include compacting the ply of composite material against the forming surface and may be accomplished in any suitable manner. As an example, the compacting at 230 may include increasing the pressure within the internal volume of the forming bladder to a compaction pressure, which may be greater than the forming pressure. Under these conditions, the pressure may be increased subsequent to the pressing at 215 and/or subsequent to completion of the pressing at 215. As an additional example, the compacting at 230 may include vacuum compacting the ply of composite material, such as via covering the ply of composite material with a vacuum bag and evacuating a space between the ply of composite material and the vacuum bag.

[0068] Separating the forming bladder from the ply of composite material at 235 may include establishing a spaced-apart relationship between the forming bladder and the ply of composite material and may be performed subsequent to the placing at 205, subsequent to the inflating at 210, and/or subsequent to the pressing at 215. The separating at 235 may include separating at each of the plurality of selected locations, separating to permit and/or facilitate the moving at 240, and/or separating to permit and/or facilitate the repeating at 245. The separating at 235 may be performed in any suitable manner. As examples, the separating at 235 may include translating the forming bladder in a vertical direction and/or translating the forming bladder with the engagement structure.
Repeating at least the portion of the methods are disclosed herein.

[0070] Repeating at least the portion of the methods at 245 may include repeating a plurality of times and/or at the plurality of selected locations to selectively and operatively press the ply of composite material against the forming surface at each of the plurality of selected locations. This may include conforming corresponding portions of the ply of composite material to the surface profile of the forming surface to at least partially define the composite part.

[0071] As discussed, the ply of composite material may be defined by the plurality of discrete ply segments. Under these conditions, the repeating at 245 also may include repeating the placing at 205 for each discrete ply segment in the plurality of discrete ply segments and subsequently repeating the pressing at 215 to press the forming bladder against each ply segment. This process may define the ply of composite material and/or may conform the ply of composite material to the surface profile of the forming surface.

[0072] Additionally or alternatively, and as also discussed, the ply of composite material may consist of a single, continuous ply of composite material. Under these conditions, the repeating at 245 may include repeating the pressing at 215 a plurality of times and/or at a plurality of different locations on the single, continuous ply of composite material.

[0073] As discussed, the ply of composite material may be a first ply of composite material, and the composite part may include a plurality of plies of composite material that may be stacked, one on top of the other, to define a layered stack of composite material. Under these conditions, the repeating at 245 additionally or alternatively may include placing a second ply of composite material on the first ply of composite material and subsequently pressing the forming bladder against the second ply of composite material to form the layered stack of composite material.

[0074] Curing the composite structure at 250 may include curing to generate, form, harden, consolidate, and/or define the composite part and may be accomplished in any suitable manner and/or with any suitable timing and/or sequence during methods 200. As an example, the curing at 250 may be performed subsequent to the repeating at 245. As another example, the curing at 250 may include heating the ply of composite material and/or the plurality of stacked plies of composite material.

[0075] Referring now to Figs. 18-19, embodiments of the disclosure may be described in the context of an aircraft manufacturing and service method 900, as shown in Fig. 18, and/or an aircraft 700, as shown in Fig. 19. During pre-production, exemplary method 900 may include specification and design 905 of the aircraft 700 and material procurement 910. During production, component and subassembly manufacturing 915 and system integration 920 of the aircraft 700 take place. Thereafter, the aircraft 700 may go through certification and delivery in order to be placed in service 930. While in service by a customer, the aircraft 700 is scheduled for routine maintenance and service 935 (which also may include modification, reconfiguration, refurbishment, and so on).

[0076] Each of the processes of method 900 may be performed or carried out by a system integrator, a third party, and/or an operator (e.g., a customer). For the purposes of this description, a system integrator may include without limitation any number of aircraft manufacturers and major-system subcontractors; a third party may include without limitation any number of vendors, subcontractors, and suppliers; and an operator may be an airline, leasing company, military entity, service organization, and so on.

[0077] As shown in Fig. 19, aircraft 700 produced by exemplary method 900 may include an airframe 710 with a plurality of systems 712 and an interior 714. Examples of high-level systems 712 include one or more of a propulsion system 715, an electrical system 716, a hydraulic system 717, and an environmental system 718. Any number of other systems may be included. Although an aerospace example is shown, the principles of the invention may be applied to other industries, such as the automotive industry.

[0078] Systems and methods embodied herein may be employed during any one or more of the stages of the manufacturing and service method 900. For example, components or subassemblies corresponding to component and subassembly manufacturing process 915 may be fabricated or manufactured in a manner similar to components or subassemblies produced while the aircraft 700 is in service. Also, one or more of system embodiments, method embodiments, or a combination thereof may be utilized during the production stages 915 and 920, for example, by substantially expediting assembly or reducing the cost of an aircraft 700. Similarly, one or more of system embodiments, method embodiments, or a combination thereof may be utilized while the aircraft 700 is in service, for example and without limitation, to maintenance and service 935.

[0079] Examples of inventive subject matter according to the present disclosure are described in the following enumerated paragraphs:

A1. A system for incrementally forming a composite part, the system comprising:

- a forming mandrel that includes a forming surface, wherein a surface profile of the forming surface corresponds to a surface profile of the composite part, and further wherein the forming surface is configured to receive a ply of composite material; and
- a forming machine including:
  (i) a forming bladder that defines an internal volume;
  (ii) a pressure-regulating device configured
to regulate a pressure within the internal volume; and
(iii) a positioning device configured to selectively position the forming bladder relative to the forming surface at a plurality of selected locations;

wherein the forming bladder is configured to be inflated to a forming pressure and to selectively and operatively press the ply of composite material against the forming surface at each of the plurality of selected locations to conform corresponding portions of the ply of composite material to the surface profile of the forming surface and at least partially define the composite part.

A2. The system of paragraph A1, wherein a surface area of the forming surface is greater than a contact area between the forming surface and the forming bladder when the forming bladder presses the ply of composite material against the forming surface.

A3. The system of any of paragraphs A1-A2, wherein a length of the forming surface is greater than a corresponding length of the forming bladder.

A4. The system of paragraph A3, wherein a longitudinal length of the ply of composite material is greater than the corresponding length of the forming bladder.

A5. The system of any of paragraphs A3-A4, wherein the positioning device is configured to selectively move the forming bladder along the length of the forming surface.

A6. The system of any of paragraphs A1-A5, wherein a width of the forming surface is greater than a corresponding width of the forming bladder.

A7. The system of paragraph A6, wherein a width of the ply of composite material is greater than the corresponding width of the forming bladder.

A8. The system of any of paragraphs A6-A7, wherein the positioning device is configured to selectively move the forming bladder across the width of the forming surface.

A9. The system of any of paragraphs A1-A8, wherein the forming surface is planar, or at least substantially planar, forming surface.

A10. The system of any of paragraphs A1-A9, wherein the forming surface is arcuate in at least one dimension.

A11. The system of any of paragraphs A1-A10, wherein the forming bladder includes at least one of a fluid bladder and an air bladder.

A12. The system of any of paragraphs A1-A11, wherein the forming bladder includes an elastomeric body that defines the internal volume.

A13. The system of any of paragraphs A1-A12, wherein the forming bladder is a resilient forming bladder.

A14. The system of any of paragraphs A1-A13, wherein the forming bladder is configured to selectively and operatively press the ply of composite material against the forming surface while the forming bladder is inflated to the forming pressure.

A15. The system of any of paragraphs A1-A14, wherein, subsequent to inflation of the forming bladder, the forming bladder is shaped to operatively press a central region of a pressed portion of the ply of composite material against the forming surface prior to operatively pressing a peripheral region of the pressed portion of the ply of composite material against the forming surface.

A16. The system of any of paragraphs A1-A15, wherein the pressure-regulating device includes a pressurizing fluid supply configured to selectively inflate the forming bladder to the forming pressure.

A17. The system of any of paragraphs A1-A16, wherein the pressure-regulating device is configured to selectively inflate the forming bladder to a compaction pressure that is greater than the forming pressure subsequent to pressing the ply of composite material against the forming surface.

A18. The system of any of paragraphs A1-A17, wherein the pressure-regulating device is configured to maintain the pressure within the internal volume of the forming bladder to within a threshold pressure differential of the forming pressure while the forming bladder operatively presses the ply of composite material against the forming surface.

A19. The system of paragraph A18, wherein the threshold pressure differential is less than 5 kilopascals (kPa), less than 10 kPa, less than 15 kPa, less than 20 kPa, less than 25 kPa, less than 30 kPa, less than 50 kPa, or less than 75 kPa.

A20. The system of any of paragraphs A18-A19, wherein the pressure-regulating device is configured to permit fluid and/or a gas to exit the forming bladder while the forming bladder operatively presses the ply of composite material against the forming surface.

A21. The system of any of paragraphs A1-A20, wherein the pressure-regulating device includes at least one of a fan, a blower, a cyclone, a tornado, a venturi pump, and a pressure relief valve.

A22. The system of any of paragraphs A1-A21, wherein the pressure-regulating device is not a positive-displacement device.

A23. The system of any of paragraphs A1-A22, wherein the positioning device is an automated positioning device.

A24. The system of any of paragraphs A1-A23, wherein the positioning device is at least one of a motorized positioning device and a manually actuated positioning device.

A25. The system of any of paragraphs A1-A24, wherein the positioning device includes at least one of a linear guide and a linear actuator.

A26. The system of any of paragraphs A1-A25, wherein the positioning device includes a positioning device locking mechanism configured to selectively
and operatively retain the positioning device at a selected one of the plurality of selected locations.

A27. The system of any of paragraphs A1-A26, wherein the positioning device is configured to operatively translate the forming bladder relative to the forming mandrel horizontally, or at least substantially horizontally, and/or along a length of the forming mandrel.

A28. The system of any of paragraphs A1-A27, wherein the forming machine further includes an engagement structure configured to selectively and operatively engage the forming bladder with the forming surface, optionally subsequent to inflation of the forming bladder to the forming pressure.

A29. The system of paragraph A28, wherein the engagement structure is configured to operatively translate the forming bladder relative to the forming mandrel vertically, or at least substantially vertically.

A30. The system of any of paragraphs A28-A29, wherein the engagement structure is configured to selectively vary a distance, and optionally a vertical distance, between the forming surface and the forming bladder.

A31. The system of any of paragraphs A28-A30, wherein the engagement structure is an automated engagement structure.

A32. The system of any of paragraphs A28-A31, wherein the engagement structure is a motorized engagement structure.

A33. The system of any of paragraphs A28-A32, wherein the engagement structure is configured to selectively regulate a rate at which the forming bladder operatively presses the ply of composite material against the forming surface to regulate the pressure within the internal volume.

A34. The system of any of paragraphs A28-A33, wherein the engagement structure pivots to permit the forming bladder to pivot relative to the forming surface about a pivot axis, optionally wherein the engagement structure includes a pivot structure that defines the pivot axis.

A35. The system of paragraph A34, wherein the pivot axis is parallel, or at least substantially parallel, to a longitudinal axis of the forming surface.

A36. The system of any of paragraphs A34-A35, wherein the pivot axis is parallel, or at least substantially parallel to a transverse axis of the forming surface.

A37. The system of any of paragraphs A28-A36, wherein the forming machine includes a plurality of engagement structures.

A38. The system of any of paragraphs A28-A37, wherein the engagement structure includes a screw jack.

A39. The system of any of paragraphs A28-A38, wherein the forming machine further includes a support structure that operatively links the engagement structure to the positioning device.

A40. The system of paragraph A39, wherein the support structure includes a support tower.

A41. The system of any of paragraphs A1-A40, wherein the forming machine further includes a shroud that surrounds at least a portion of the forming bladder.

A42. The system of paragraph A41, wherein the shroud surrounds at least three sides of the forming bladder.

A43. The system of any of paragraphs A41-A42, wherein the shroud has a U-shaped transverse cross-sectional shape.

A44. The system of any of paragraphs A41-A43, wherein the shroud is configured to press the forming bladder against a horizontal portion of the forming surface and also against a vertical portion of the forming surface.

A45. The system of any of paragraphs A41-A43, wherein the shroud is a rigid, or at least substantially rigid, shroud.

A46. The system of any of paragraphs A1-A45, wherein the forming machine further includes a controller programmed to control the operation of at least a portion of the system.

A47. The system of paragraph A46, wherein the controller is programmed to control the operation of at least one of:

(i) the pressure-regulating device;
(ii) the positioning device; and
(iii) the engagement structure.

A48. The system of any of paragraphs A46-A47, wherein the controller is programmed to perform the method of any of paragraphs B1-B36.

A49. The system of any of paragraphs A46-A48, wherein the controller is programmed to regulate a rate at which the forming bladder presses the ply of composite material against the forming surface to regulate the pressure within the internal volume of the forming bladder.

A50. The system of any of paragraphs A46-A49, wherein the controller is programmed to control the operation of the pressure-regulating device to regulate the pressure within the internal volume of the forming bladder.

A51. The system of any of paragraphs A46-A50, wherein the forming machine further includes a pressure detector configured to monitor the pressure within the internal volume of the forming bladder and convey a pressure signal to the controller.

A52. The system of any of paragraphs A46-A51, wherein, subsequent to the ply of composite material being operatively pressed against the forming surface by the forming bladder, the controller is programmed to increase the pressure within the internal volume of the forming bladder to compact the ply of composite material against the forming surface.
A53. The system of any of paragraphs A1-A52, wherein the system further includes an intermediate film that extends between the forming bladder and the ply of composite material.

A54. The system of paragraph A53, wherein the intermediate film includes at least one of a contact film, a release film, and a fluoropolymer film.

A55. The system of any of paragraphs A1-A54, wherein the system includes the ply of composite material.

A56. The system of paragraph A55, wherein the ply of composite material is pressed against the forming surface by the forming bladder.

A57. The system of any of paragraphs A55-A56, wherein the ply of composite material is in direct operative contact with both the forming surface and the forming bladder.

A58. The system of any of paragraphs A55-A57, wherein the ply of composite material is in indirect operative contact with both the forming surface and the forming bladder.

A59. The system of any of paragraphs A55-A58, wherein a surface profile of the ply of composite material corresponds to the surface profile of the forming surface.

A60. The system of any of paragraphs A1-A59, wherein the ply of composite material is a single, continuous ply of composite material that extends across an entirety of the forming surface.

A61. The system of any of paragraphs A1-A60, wherein the ply of composite material includes a plurality of discrete ply segments that together extend across an entirety of the forming surface.

A62. The system of any of paragraphs A1-A61, wherein the system further includes an indexing structure configured to operatively locate each discrete ply segment in a plurality of discrete ply segments at a desired location on the forming surface.

A63. The system of paragraph A62, wherein the indexing structure includes at least one of an optical layout template and an indexing fence.

A64. The system of any of paragraphs A1-A63, wherein the forming surface is configured to receive a plurality of stacked plies of composite material to define the composite part.

A65. The system of paragraph A64, wherein the plurality of stacked plies of composite material is received on the forming surface.

A66. The system of any of paragraphs A64-A65, wherein the forming bladder is configured to sequentially press each of the plurality of stacked plies of composite material against the forming surface.

A67. The system of any of paragraphs A64-A66, wherein the forming bladder is configured to concurrently press at least two of the plurality of stacked plies of composite material against the forming surface.

A68. The system of any of paragraphs A1-A67, wherein the composite part includes at least one of a stringer for an aircraft, a spar for an aircraft, and/or an angular composite part for an aircraft.

B1. A method of incrementally forming a composite part, the method comprising:

- placing a ply of composite material on a forming surface of a forming mandrel;
- placing a forming bladder against the ply of composite material at a selected location to press a selected portion of the ply of composite material against the forming surface and conform the selected portion of the ply of composite material to a surface profile of the forming surface;
- repeating the pressing a plurality of times at a plurality of selected locations to selectively and operatively press the ply of composite material against the forming surface at each of the plurality of selected locations to conform corresponding portions of the ply of composite material to the surface profile of the forming surface and at least partially define the composite part.

B2. The method of paragraph B1, wherein the placing includes utilizing an indexing structure to operatively locate the ply of composite material at a desired location on the forming surface.

B3. The method of any of paragraphs B1-B2, wherein the placing consists of placing a single, continuous ply of composite material.

B4. The method of any of paragraphs B1-B3, wherein the placing includes placing at least two discrete ply segments that together define the ply of composite material.

B5. The method of any of paragraphs B1-B4, wherein the pressing includes lowering the forming bladder into contact with the selected portion of the ply of composite material to deform the selected portion of the ply of composite material between the forming bladder and the forming surface.

B6. The method of any of paragraphs B1-B5, wherein a surface area of the forming surface is greater than a contact area between the forming surface and the forming bladder during the pressing.

B7. The method of any of paragraphs B1-B6, wherein a surface area of the ply of composite material is greater than a surface area of the selected portion of the ply of composite material.

B8. The method of any of paragraphs B1-B7, wherein a surface area of the ply of composite material is greater than a/the contact area between the forming surface and the forming bladder during the pressing.

B9. The method of any of paragraphs B1-B8, wherein the pressing includes deforming the forming bladder such that a surface profile of the forming bladder corresponds to the surface profile of the forming sur-
face.
B10. The method of any of paragraphs B1-B9, wherein the pressing includes operatively contacting the forming bladder with a central region of the selected portion of the ply of composite material prior to operatively contacting the forming bladder with a peripheral region of the selected portion of the ply of composite material.
B11. The method of any of paragraphs B1-B10, wherein the pressing includes pressing a given ply segment of a plurality of discrete ply segments that together define the ply of composite material.
B12. The method of paragraph B11, wherein a surface area of the given ply segment is less than a/the contact area between the forming surface and the forming bladder during the pressing.
B13. The method of any of paragraphs B11-B12, wherein a surface area of the given ply segment is greater than a/the contact area between the forming surface and the forming bladder during the pressing.
B14. The method of any of paragraphs B1-B13, wherein the repeating further includes repeating the placing for each ply segment in a/the plurality of discrete ply segments on the forming surface and subsequently repeating the pressing to press the forming bladder against each discrete ply segment to define the ply of composite material and to conform the ply of composite material to the surface profile of the forming surface.
B15. The method of any of paragraphs B1-B14, wherein the repeating includes repeating the pressing a plurality of times on a single, continuous ply of composite material.
B16. The method of any of paragraphs B1-B15, wherein the ply of composite material is a first ply of composite material, wherein the repeating further includes placing a second ply of composite material on the first ply of composite material and subsequently pressing the forming bladder against the second ply of composite material to form a layered stack of composite material.
B17. The method of any of paragraphs B1-B16, wherein the repeating further includes moving the forming bladder to each location of the plurality of selected locations prior to pressing the forming bladder against the ply of composite material at each location of the plurality of selected locations.
B18. The method of paragraph B17, wherein the moving includes translating the forming bladder along a length of the forming mandrel.
B19. The method of any of paragraphs B17-B18, wherein the moving includes translating the forming bladder across a width of the forming mandrel.
B20. The method of any of paragraphs B1-B19, wherein, prior to the pressing, the method further includes inflating an internal volume of the forming bladder to a forming pressure.
B21. The method of any of paragraphs B1-B20, wherein, during the pressing, the method further includes maintaining a pressure within an internal volume to within a threshold pressure differential of a/the forming pressure with a pressure-regulating device.
B22. The method of paragraph B21, wherein the threshold pressure differential is less than 5 kilopascals (kPa), less than 10 kPa, less than 15 kPa, less than 20 kPa, less than 25 kPa, less than 30 kPa, less than 50 kPa, or less than 75 kPa.
B23. The method of any of paragraphs B21-B22, wherein the maintaining the pressure includes permitting fluid and/or a gas to exit the forming bladder, via the pressure-regulating device, during the pressing.
B24. The method of any of paragraphs B21-B23, wherein the maintaining the pressure further includes regulating a rate at which the forming bladder presses the ply of composite material against the forming surface.
B25. The method of any of paragraphs B1-B24, wherein the repeating further includes separating the forming bladder from the ply of composite material at each of the plurality of selected locations.
B26. The method of paragraph B25, wherein the separating includes separation to permit the repeating the pressing at another location of the plurality of selected locations.
B27. The method of any of paragraphs B1-B26, wherein, subsequent to the repeating, the method further includes curing the ply of composite material, and optionally a plurality of plies of composite material, to generate the composite part.
B28. The method of paragraph B27, wherein the curing includes heating the ply of composite material, and optionally the plurality of plies of composite material.
B29. The method of any of paragraphs B1-B28, wherein, during the pressing, the method further includes constraining the forming bladder with a shroud.
B30. The method of paragraph B29, wherein the constraining includes constraining to permit the forming bladder to press the ply of composite material against the forming surface across an entirety of the surface profile of the forming surface.
B31. The method of any of paragraphs B29-B30, wherein the constraining includes restricting expansion of the forming bladder on one, optionally two, optionally three, and further optionally more than three sides of the forming bladder.
B32. The method of any of paragraphs B1-B31, wherein the method further includes compacting the ply of composite material against the forming surface.
B33. The method of paragraph B32, wherein the compacting includes increasing a/the pressure within an/the internal volume of the forming bladder sub-
sequent to the pressing.
B34. The method of paragraph B33, wherein the increasing includes increasing to a compaction pressure that is greater than the forming pressure.

B35. The method of paragraph B34, wherein the compacting includes vacuum compacting the ply of composite material.

B36. The method of any of paragraphs B1-B35, wherein the method is performed utilizing any suitable component and/or structure of the system of any of paragraphs A1-A68.

C1. A system for incrementally forming a composite part, the system comprising: a forming mandrel that includes a forming surface, wherein a surface profile of the forming surface corresponds to a surface profile of the composite part, and further wherein the forming surface is configured to receive a ply of composite material; and a forming machine including:

(i) a forming bladder that defines an internal volume;
(ii) a pressure-regulating device configured to regulate a pressure within the internal volume; and
(iii) a positioning device configured to selectively position the forming bladder relative to the forming surface at a plurality of selected locations;

wherein the forming bladder is configured to be inflated to a forming pressure and to selectively and operatively press the ply of composite material against the forming surface at each of the plurality of selected locations to conform corresponding portions of the ply of composite material to the surface profile of the forming surface and at least partially define the composite part.

C2. The system of C1., wherein a surface area of the forming surface is greater than a contact area between the forming surface and the forming bladder when the forming bladder presses the ply of composite material against the forming surface.

C3. The system of C1. or C2. wherein a length of the forming surface is greater than a corresponding length of the forming bladder.

C4. The system of C1., C2, or C3, wherein a width of the forming surface is greater than a corresponding width of the forming bladder.

C5. The system of any one of C1. to C4., wherein the pressure-regulating device is configured to maintain the pressure within the internal volume of the forming bladder to within a threshold pressure differential of the forming pressure while the forming bladder operatively presses the ply of composite material against the forming surface.

C6. The system of any one of C1. to C5., wherein the pressure-regulating device is configured to permit a gas to exit the forming bladder while the forming bladder operatively presses the ply of composite material against the forming surface.

C7. The system of any one of C1. to C6., wherein the positioning device is configured to operatively translate the forming bladder relative to the forming mandrel along a length of the forming mandrel.

C8. The system of any one of C1. to C7., wherein the forming machine further includes an engagement structure configured to selectively and operatively engage the forming bladder with the forming surface, wherein the engagement structure is configured to operatively translate the forming bladder relative to the forming mandrel vertically.

C9. The system of claim C8., wherein the engagement structure is configured to selectively regulate a rate at which the forming bladder operatively presses the ply of composite material against the forming surface to regulate the pressure within the internal volume.

C10. The system of claim C8. or C9., wherein the engagement structure pivots to permit the forming bladder to pivot relative to the forming surface about a pivot axis.

C11. The system of any one of C1. to C10., wherein the forming machine further includes a shroud that surrounds at least a portion of the forming bladder.

C12. The system of claim C11., wherein the shroud has a U-shaped transverse cross-sectional shape that surrounds at least three sides of the forming bladder.

C13. A method of incrementally forming a composite part, the method comprising: placing a ply of composite material on a forming surface of a forming mandrel; pressing a forming bladder against the ply of composite material at a selected location to press a selected portion of the ply of composite material against the forming surface and conform corresponding portions of the ply of composite material to the surface profile of the forming surface; and repeating the pressing a plurality of times at a plurality of selected locations to selectively and operatively press the ply of composite material against the forming surface at each of the plurality of selected locations to conform corresponding portions of the ply of composite material to the surface profile of the forming surface and at least partially define the composite part.

C14. The method of claim C13., wherein the pressing includes operatively contacting the forming bladder with a central region of the selected portion of the ply of composite material prior to operatively contacting the forming bladder with a peripheral region of the selected portion of the ply of composite material.

C15. The method of claim C13. or C14., wherein the repeating further includes repeating the placing for each ply segment in a plurality of discrete ply segments on the forming surface and subsequently repeating the pressing to press the forming bladder against each discrete ply segment to define the ply
of composite material and to conform the ply of composite material to the surface profile of the forming surface.

C16. The method of claim C13., C14., or C15., wherein the ply of composite material is a first ply of composite material, wherein the repeating further includes placing a second ply of composite material on the first ply of composite material and subsequently pressing the forming bladder against the second ply of composite material to form a layered stack of composite material.

C17. The method of any one of C13. to C16., wherein, during the pressing, the method further includes maintaining a pressure within an internal volume of the forming bladder to within a threshold pressure differential of a forming pressure with a pressure-regulating device.

C18. The method of claim C17., wherein the maintaining the pressure includes permitting a gas to exit the forming bladder, via the pressure-regulating device, during the pressing.

C19. The method of claim C17. or C18., wherein the maintaining the pressure further includes regulating a rate at which the forming bladder presses the ply of composite material against the forming surface.

C20. The method of any one of C13. to C19., wherein, during the pressing, the method further includes constraining the forming bladder with a shroud.

[0080] As used herein, the terms "selective" and "selectively," when modifying an action, movement, configuration, or other activity of one or more components or characteristics of an apparatus, mean that the specific action, movement, configuration, or other activity is a direct or indirect result of user manipulation of an aspect of, or one or more components of, the apparatus.

[0081] As used herein, the terms "adapted" and "configured" mean that the element, component, or other subject matter is designed and/or intended to perform a given function. Thus, the use of the terms "adapted" and "configured" should not be construed to mean that a given element, component, or other subject matter is simply "capable of" performing a given function but that the element, component, and/or other subject matter is specifically selected, created, implemented, utilized, programmed, and/or designed for the purpose of performing the function. It is also within the scope of the present disclosure that elements, components, and/or other recited subject matter that is recited as being adapted to perform a particular function may additionally or alternatively be described as being configured to perform that function, and vice versa. Similarly, subject matter that is recited as being configured to perform a particular function may additionally or alternatively be described as being operative to perform that function.

[0082] The various disclosed elements of apparatuses and systems, and steps of methods disclosed herein are not required to all apparatuses, systems, and methods according to the present disclosure, and the present disclosure includes all novel and non-obvious combinations and subcombinations of the various elements and steps disclosed herein. Moreover, one or more of the various elements and steps disclosed herein may define independent inventive subject matter that is separate and apart from the whole of a disclosed apparatus, system, or method. Accordingly, such inventive subject matter is not required to be associated with the specific apparatuses, systems, and methods that are expressly disclosed herein, and such inventive subject matter may find utility in apparatuses, systems, and/or methods that are not expressly disclosed herein.

[0083] As used herein, the phrase, "for example," the phrase, "as an example," and/or simply the term "example," when used with reference to one or more components, features, details, structures, embodiments, and/or methods according to the present disclosure, are intended to convey that the described component, feature, detail, structure, embodiment, and/or method is an illustrative, non-exclusive example of components, features, details, structures, embodiments, and/or methods according to the present disclosure. Thus, the described component, feature, detail, structure, embodiment, and/or method is not intended to be limiting, required, or exclusive/exhaustive; and other components, features, details, structures, embodiments, and/or methods, including structurally and/or functionally similar and/or equivalent components, features, details, structures, embodiments, and/or methods, are also within the scope of the present disclosure.

Claims

1. A system (20) for incrementally forming a composite part (100), the system (20) comprising:

   a forming mandrel (30) that includes a forming surface (32), wherein a surface profile of the forming surface (32) corresponds to a surface profile of the composite part (100), and further wherein the forming surface (32) is configured to receive a ply (110) of composite material; and a forming machine (36) including:

   (i) a forming bladder (40) that defines an internal volume (42); (ii) a pressure-regulating device (50) configured to regulate a pressure within the internal volume (42); and (iii) a positioning device (60) configured to selectively position the forming bladder (40) relative to the forming surface (32) at a plurality of selected locations;

   wherein the forming bladder (40) is configured to be inflated to a forming pressure and to se-
lectively and operatively press the ply (110) of composite material against the forming surface (32) at each of the plurality of selected locations to conform corresponding portions of the ply (110) of composite material to the surface profile of the forming surface (32) and at least partially define the composite part (100).

2. The system (20) of claim 1, wherein a surface area of the forming surface (32) is greater than a contact area between the forming surface (32) and the forming bladder (40) when the forming bladder (40) presses the ply (110) of composite material against the forming surface (32).

3. The system (20) of claim 1 or 2, wherein a length (34) of the forming surface (32) is greater than a corresponding length (44) of the forming bladder (40) and wherein a width (35) of the forming surface (32) is greater than a corresponding width (45) of the forming bladder (40).

4. The system (20) of claim 1, 2, or 3, wherein the pressure-regulating device (50) is configured to maintain the pressure within the internal volume (42) of the forming bladder (40) to within a threshold pressure differential of the forming pressure while the forming bladder (40) operatively presses the ply (110) of composite material against the forming surface (32).

5. The system (20) of any one of the preceding claims, wherein the pressure-regulating device (50) is configured to permit a gas to exit the forming bladder (40) while the forming bladder (40) operatively presses the ply (110) of composite material against the forming surface (32).

6. The system (20) of any one of the preceding claims, wherein the positioning device (60) is configured to operatively translate the forming bladder (40) relative to the forming mandrel (30) along a length of the forming mandrel (30).

7. The system (20) of any one of the preceding claims, wherein the forming machine (36) further includes an engagement structure (70) configured to selectively and operatively engage the forming bladder (40) with the forming surface (32), wherein the engagement structure (70) is configured to operatively translate the forming bladder (40) relative to the forming mandrel (30) vertically.

8. The system (20) of claim 7, wherein the engagement structure (70) is configured to selectively regulate a rate at which the forming bladder (40) operatively presses the ply (110) of composite material against the forming surface (32) to regulate the pressure within the internal volume (42).

9. A method (200) of incrementally forming a composite part (100), the method (200) comprising:
   placing (205) a ply (110) of composite material on a forming surface (32) of a forming mandrel (30);
   pressing (215) a forming bladder (40) against the ply (110) of composite material at a selected location to press a selected portion of the ply (110) of composite material against the forming surface (32) and conform the selected portion of the ply (110) of composite material to a surface profile of the forming surface (32); and
   repeating (245) the pressing (215) a plurality of times at a plurality of selected locations to selectively and operatively press the ply (110) of composite material against the forming surface (32) at each of the plurality of selected locations to conform corresponding portions of the ply (110) of composite material to the surface profile of the forming surface (32) and at least partially define the composite part (100).

10. The method (200) of claim 9, wherein the pressing (215) includes operatively contacting the forming bladder (40) with a central region (114) of the selected portion of the ply (110) of composite material prior to operatively contacting the forming bladder (40) with a peripheral region (116) of the selected portion of the ply (110) of composite material.

11. The method (200) of claim 9 or 10, wherein the ply (110) of composite material is a first ply (110) of composite material, wherein the repeating (245) further includes placing (205) a second ply (110) of composite material on the first ply (110) of composite material and subsequently pressing (215) the forming bladder (40) against the second ply (110) of composite material to form a layered stack of composite material.

12. The method (200) of claim 9, 10 or 11, wherein, during the pressing (215), the method (200) further includes maintaining (220) a pressure within an internal volume (42) of the forming bladder (40) to within a threshold pressure differential of a forming pressure with a pressure-regulating device (50).

13. The method (200) of claim 12, wherein the maintaining (220) the pressure further includes regulating a rate at which the forming bladder (40) presses the ply (110) of composite material against the forming surface (32).
Fig. 4
Fig. 5

Fig. 6
Fig. 7

Fig. 8

Fig. 9

Fig. 10

Fig. 11

Fig. 12
Fig. 18

Fig. 19
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>15</td>
<td>WO 2013/097854 A1 (VESTAS WIND SYS AS [DK]) 4 July 2013 (2013-07-04) * claims 1,4; figures 4-6 *</td>
<td>1,9</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.

Place of search: The Hague
Date of completion of the search: 19 January 2017
Examiner: Boone, John
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on.

The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

19-01-2017

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2010269979 A1</td>
<td>28-10-2010</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014327178 A1</td>
<td>06-11-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013097854 A1</td>
<td>04-07-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2012525276 A</td>
<td>22-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011193264 A1</td>
<td>11-08-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011009229 A1</td>
<td>27-01-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104718065 A</td>
<td>17-06-2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2906412 A1</td>
<td>19-08-2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014103585 A1</td>
<td>17-04-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2016023409 A1</td>
<td>28-01-2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014058545 A1</td>
<td>17-04-2014</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82.