EUROPEAN PATENT APPLICATION

(43) Date of publication: 05.04.2017 Bulletin 2017/14

(21) Application number: 16198993.4

(22) Date of filing: 15.10.2012

(84) Designated Contracting States:
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR


(62) Document number(s) of the earlier application(s) in accordance with Art. 76 EPC: 12787562.3 / 2 766 238

(71) Applicant: Polaris Industries Inc. Medina, MN 55340 (US)

(72) Inventors:
• NELSON, Stephen, L. Osceola, WI 54020 (US)
• GILLINGHAM, Brian. R. Osceola, WI 54020 (US)
• WENGER, Urs 4539 Rumisberg (CH)
• KOHLER, Beat 3422 Kirchberg (CH)

(74) Representative: reuterle & cie SA Chemin de la Vuarpillière 29 1260 Nyon (CH)

Remarks: This application was filed on 15.11.2016 as a divisional application to the application mentioned under INID code 62.

(51) Int Cl.: B60W 30/188 (2012.01) B60W 10/06 (2006.01)
B60W 10/107 (2012.01) B60W 10/02 (2006.01)
F16H 9/18 (2006.01) F16H 61/662 (2006.01)
B60W 30/19 (2012.01) F16H 59/36 (2006.01)
F16H 59/08 (2006.01) B60W 50/08 (2012.01)

(54) ELECTRONIC CONTROLLER FOR A CVT RATIO

(57) The invention relates to a method of controlling a continuously variable transmission of a vehicle, the vehicle including an engine operative to drive the continuously variable transmission. According to the invention, the method includes:
controlling a first clutch (50) of the continuously variable transmission of the vehicle by transmission control logic to an initial fixed position in a manual mode of operation, the continuously variable transmission including the first clutch (50), a second clutch (52), and a belt (54) coupled to the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission, the first clutch of the continuously variable transmission in the manual mode of operation being adjustable between a plurality of discrete fixed positions based on shift requests initiated with a shift request device (55); receiving a shift request identifying a target fixed position of the first clutch of the continuously variable transmission; shifting the continuously variable transmission from the initial fixed position to the target fixed position; and initiating a torque reduction of the engine during the shifting to reduce a torque generated by the engine, wherein at least one of a magnitude and a duration of the torque reduction is adjustable based on an operator input device (111).
FIG. 31

T0 = Torque Reduction Request Initiation
T1 = Onset of Torque Reduction
T2 = Start of Full Reduction
T3 = End of Full Reduction
T4 = End of Torque Reduction
The present disclosure relates to electronically controlled transmissions, and more particularly to systems and methods for controlling an electronically controlled continuously variable transmission (CVT) for recreational and utility vehicles.

Some recreational vehicles, such as all-terrain vehicles (ATV’s), utility vehicles, motorcycles, etc., include a continuously variable transmission (CVT). In these vehicles, an actuator adjusts the position of one of the primary and secondary clutches of the CVT. The thrust requirement of the actuator for moving the clutch is generally dependent on the sliding friction between the movable sheave and the sliding coupling.

Available space is often limited around the CVT for placing the components of the actuator assembly. As such, actuator components having a large package size are often difficult to place in close proximity to the CVT. Further, the removal of some or all of the actuator components is often required when replacing the CVT belt.

A starting clutch is sometimes used to engage the CVT. The starting clutch is positioned at the driven or secondary clutch of the CVT to engage the secondary clutch when the CVT is in a low gear ratio condition. Due to the low speeds and high torques of the secondary clutch when the starting clutch engages the secondary clutch, the starting clutch is generally large in size.

In some recreational vehicles with CVT’s, such as snowmobiles, the electrical system does not include a battery. As such, the rotational motion of the engine is used to generate power for the vehicle. In these vehicles, or in vehicles that experience a sudden power loss, the clutch assembly of the CVT may require a manual reset to a home position prior to starting the vehicle.

In an exemplary embodiment of the present disclosure, a recreational vehicle is provided including a chassis and a drive train. The drive train includes an engine supported by the chassis, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis. The continuously variable transmission includes a first clutch and a second clutch. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle includes a suspension system coupled between the chassis and the ground engaging mechanism. The vehicle further includes at least one of a speed sensor and a suspension sensor. The speed sensor is configured to detect a speed of the drive train, and the suspension sensor is configured to detect a height of the suspension system. The vehicle further includes a controller configured to control the first clutch of the continuously variable transmission. The controller is operative to detect an airborne state of the vehicle based on at least one of the detected speed of the drive train and the detected height of the suspension system. The controller is operative to adjust the first clutch upon a detection of the airborne state to reduce an acceleration of the drive train.

In another exemplary embodiment of the present disclosure, a method of controlling a continuously variable transmission of a vehicle is provided. The method includes providing a vehicle including a chassis, a suspension system, and a drive train. The drive train includes an engine, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis. The continuously variable transmission includes a first clutch and a second clutch. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The method includes detecting a speed of the drive train with a speed sensor and detecting an airborne state of the vehicle based on at least one of an acceleration of the drive train and a height of the suspension system. The acceleration is determined based on the detected speed of the vehicle. The method further includes adjusting the first clutch of the continuously variable transmission upon detection of the airborne state of the vehicle to reduce an acceleration of the drive train.

In yet another exemplary embodiment of the present disclosure, a method of controlling a continuously variable transmission of a vehicle is provided. The method includes providing a vehicle including a chassis, a suspension system, and a drive train. The drive train includes an engine, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis. The continuously variable transmission includes a first clutch, a second clutch, and a belt coupled to the first and second clutches. The actuator is configured to move the first clutch to adjust a gear ratio of the continuously variable transmission. The method includes detecting a speed of the drive train with a speed sensor and detecting an airborne state of the vehicle based on at least one of an acceleration of the drive train and a height of the suspension system. The acceleration is determined based on the detected speed of the vehicle. The method further includes adjusting the first clutch of the continuously variable transmission upon detection of the airborne state of the vehicle to reduce an acceleration of the drive train.

In still another exemplary embodiment of the present disclosure, a recreational vehicle is provided including a chassis and a drive train. The drive train includes an engine supported by the chassis, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis. The continuously variable transmission includes a first clutch and a second clutch. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes an actuator coupled to continuously variable transmission for adjusting the first clutch. The vehicle further includes an auxiliary power connector configured to route electrical power to the actuator from an external power source. The vehicle further includes a controller operative to control routing of the electrical power from the external power source to the actuator.
to power the actuator. The controller is operative to detect a connection of the external power source to the auxiliary power connector and to control the actuator with the electrical power to move the first clutch to a home position upon detection of the external power supply.

[0010] In another exemplary embodiment of the present disclosure, a method of controlling a continuously variable transmission of a vehicle is provided. The method includes providing a vehicle having a continuously variable transmission, an actuator coupled to the continuously variable transmission, a power generator configured to provide electrical power to the vehicle during operation of the vehicle, and an energy storage device. The continuously variable transmission includes a first clutch and a second clutch. The actuator is configured to adjust a position of the first clutch to modulate a gear ratio of the continuously variable transmission. The method includes controlling the first clutch of the continuously variable transmission with the electrical power provided with the power generator. The method further includes charging the energy storage device with the electrical power provided with the power generator during operation of the vehicle while the energy storage device is electrically decoupled from the actuator. The method further includes detecting a loss of electrical power from the power generator. The method further includes routing electrical power from the energy storage device to the actuator to move the first clutch to a home position upon detecting a loss of electrical power from the power generator.

[0011] In yet another exemplary embodiment of the present disclosure, a recreational vehicle is provided that includes a chassis and a drive train. The drive train includes an engine supported by the chassis, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis. The continuously variable transmission includes a first clutch, a second clutch, and a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle includes a power generator coupled to and driven by the engine for providing electrical power to the vehicle. The vehicle includes an energy storage device configured to store electrical power provided by the power generator. The vehicle further includes at least one controller operative to route power from the power generator to the actuator to control the position of first clutch of the continuously variable transmission during vehicle operation. The at least one controller is further operative to route electrical power stored at the energy storage device to the actuator to move the first clutch to a home position upon detection by the at least one controller of a loss of electrical power from the power generator.

[0012] In still another exemplary embodiment of the present disclosure, a method of controlling a continuously variable transmission of a vehicle is provided. The vehicle includes an engine operative to drive the continuously variable transmission. The continuously variable transmission of the vehicle includes a first clutch and a second clutch. The first clutch is moveable by an actuator to modulate a gear ratio of the continuously variable transmission. The method includes determining a speed of the engine, detecting a throttle demand, and determining a clutch control variable based on an operator input device. The method includes calculating a target engine speed based on the throttle demand and the clutch control variable. The method further includes calculating a target position of the first clutch of the continuously variable transmission based on the calculated target engine speed and the determined speed of the engine.

[0013] In another exemplary embodiment of the present disclosure, a vehicle is provided that includes a chassis, a ground engaging mechanism configured to support the chassis, an engine supported by the chassis, and a continuously variable transmission driven by the engine. The continuously variable transmission includes a first clutch, a second clutch, and a belt coupled to the first and second clutches. The first clutch is adjustable with an actuator to modulate a gear ratio of the continuously variable transmission. The vehicle includes a throttle valve configured to regulate a speed of the engine. The vehicle includes at least one controller including engine control logic operative to control a position of the throttle valve and transmission control logic operative to control a position of the first clutch of the continuously variable transmission. The vehicle further includes an engine speed sensor in communication with the at least one controller, and the position sensor is configured to detect a position of the throttle operator. The vehicle further includes an operator input device in communication with the at least one controller and configured to adjust a clutch control variable provided to the at least one controller. The transmission control logic is operative to calculate a target speed based on the clutch control variable and the position of the throttle operator. The transmission control logic is further operative to calculate a target position of the first clutch of the continuously variable transmission based on the target engine speed and the detected engine speed.

[0014] In yet another exemplary embodiment of the present disclosure, a method of controlling a continuously variable transmission of a vehicle is provided. The vehicle includes an engine operative to drive the continuously variable transmission. The method includes controlling, by transmission control logic, a first clutch of the continuously variable transmission of the vehicle to an initial fixed position in a manual mode of operation. The continuously variable transmission includes the first clutch, a second clutch, and a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The first clutch of the continuously variable transmission in the manual mode of operation is adjustable between a plurality of discrete fixed positions based on shift requests initiated with a shift request device. The method further includes receiving a shift request identifying a target fixed position
of the first clutch of the continuously variable transmission. The method further includes shifting the continuously variable transmission from the initial fixed position to the target fixed position. The method further includes initiating a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from a fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on an operator input device.

In still another exemplary embodiment of the present disclosure, a vehicle is provided that includes a chassis, a ground engaging mechanism configured to support the chassis, an engine supported by the chassis, and a continuously variable transmission driven by the engine. The continuously variable transmission includes a first clutch, a second clutch, and a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation. The vehicle further includes a shift request device in communication with the at least one controller. In the manual mode of operation, the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device. The vehicle further includes an operator input device in communication with the at least one controller. The at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

In another exemplary embodiment of the present disclosure, a continuously variable transmission includes a first clutch including a first sheave and a second sheave moveable relative to the first sheave; a second clutch; a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation. The vehicle further includes a shift request device in communication with the at least one controller. In the manual mode of operation, the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device. The vehicle further includes an operator input device in communication with the at least one controller. The at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

In yet another exemplary embodiment of the present disclosure, a continuously variable transmission includes a first clutch including a first sheave and a second sheave moveable relative to the first sheave; a second clutch; a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation. The vehicle further includes a shift request device in communication with the at least one controller. In the manual mode of operation, the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device. The vehicle further includes an operator input device in communication with the at least one controller. The at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

In still another exemplary embodiment of the present disclosure, a continuously variable transmission includes a first clutch including a first sheave and a second sheave moveable relative to the first sheave; a second clutch; a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation. The vehicle further includes a shift request device in communication with the at least one controller. In the manual mode of operation, the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device. The vehicle further includes an operator input device in communication with the at least one controller. The at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

In another exemplary embodiment of the present disclosure, a continuously variable transmission includes a first clutch including a first sheave and a second sheave moveable relative to the first sheave; a second clutch; a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation. The vehicle further includes a shift request device in communication with the at least one controller. In the manual mode of operation, the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device. The vehicle further includes an operator input device in communication with the at least one controller. The at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

In yet another exemplary embodiment of the present disclosure, a continuously variable transmission includes a first clutch including a first sheave and a second sheave moveable relative to the first sheave; a second clutch; a belt coupled to the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. The vehicle further includes at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation. The vehicle further includes a shift request device in communication with the at least one controller. In the manual mode of operation, the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device. The vehicle further includes an operator input device in communication with the at least one controller. The at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position. At least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.
In still another exemplary embodiment of the present disclosure, a recreational vehicle includes a chassis; a ground engaging mechanism configured to support the chassis; an engine supported by the chassis; and a continuously variable transmission driven by the engine. The continuously variable transmission includes a first clutch and a second clutch, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission. An electro-hydraulic circuit is configured to control the first clutch, the electro-hydraulic circuit including a motor, a hydraulic pump driven by the motor, and an actuator driven by the hydraulic pump and configured to adjust the first clutch, the actuator being coupled adjacent the continuously variable transmission and at least one of the motor and the hydraulic pump being positioned away from the continuously variable transmission.

In another exemplary embodiment of the present disclosure, a vehicle includes a chassis; a ground engaging mechanism configured to support the chassis; an engine supported by the chassis and having an output; a continuously variable transmission driven by the engine. The continuously variable transmission includes a first clutch driven by the engine, a second clutch driven by the first clutch, and a belt coupled between the first and second clutches. The first clutch is adjustable to modulate a gear ratio of the continuously variable transmission. A centrifugal starting clutch is coupled to the output of the engine, the centrifugal starting clutch being configured to engage the first clutch upon a speed of the engine reaching a threshold speed.

In yet another exemplary embodiment of the present disclosure, a vehicle includes a chassis; a drive train including an engine supported by the chassis, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis. The continuously variable transmission includes a first clutch and a second clutch, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission. A suspension system is coupled between the chassis and the ground engaging mechanism. The vehicle further comprises at least one of a speed sensor and a suspension sensor, the speed sensor being configured to detect a speed of the drive train and the suspension sensor being configured to detect a height of the suspension system. A controller is configured to control the first clutch of the continuously variable transmission, the controller being operative to detect an airborne state of the vehicle based on at least one of the detected speed of the drive train and the detected height of the suspension system, the controller being operative to adjust the first clutch upon a detection of the airborne state to reduce an acceleration of the drive train.

The embodiments of the present disclosure will now be described by way reference to the drawings, where:

FIG. 1 is a perspective view of an exemplary vehicle incorporating the electronic CVT of the present disclosure;

FIG. 2 is a perspective view of an exemplary drive system of the vehicle of FIG. 1 including a continuously variable transmission (CVT);

FIGS. 3a and 3b are diagrammatic views of the CVT of FIG. 2 according to one embodiment;

FIG. 4 is a front perspective view of an exemplary CVT of the vehicle of FIG. 1 according to one embodiment including a housing with a cover and a mounting bracket;

FIG. 5 is a front perspective view of the CVT of FIG. 4 with the cover removed from the mounting bracket;

FIG. 6 is a side view of a primary clutch of the CVT of FIG. 4;

FIG. 7 is a rear perspective view of the CVT of FIG. 4 illustrating an actuator assembly;

FIG. 8 is a front perspective view of the CVT of FIG. 4 illustrating a moveable sheave of the primary clutch in an open position;

FIG. 9 is a front perspective view of the CVT of FIG. 4 illustrating the moveable sheave of the primary clutch in a closed position;

FIG. 10 is an exploded front perspective view of the actuator assembly of FIG. 7 with the mounting bracket partially cut away;

FIG. 11 is an exploded rear perspective view of the actuator assembly of FIG. 7 with the mounting bracket partially cut away;

FIG. 12 is an exploded front perspective view of the primary clutch of FIG. 6 and a launch clutch;
FIG. 13 is an exploded rear perspective view of the primary clutch of FIG. 6 and the launch clutch of FIG. 12;

FIG. 14 is a cross-sectional view of the primary clutch of FIG. 6 taken along line 14-14 of FIG. 8;

FIG. 15 is a cross-sectional view of the primary clutch of FIG. 6 taken along line 15-15 of FIG. 9;

FIG. 16 is a perspective view of the primary clutch of FIG. 14 illustrating the cross-section taken along line 14-14 of FIG. 8;

FIG. 17 is a perspective view of the primary clutch of FIG. 6 partially cut away illustrating a sliding interface of the moveable sheave;

FIG. 18 is a partially exploded front perspective view of the primary clutch and the launch clutch of FIG. 12;

FIG. 19 is a partially exploded rear perspective view of the primary clutch and the launch clutch of FIG. 12;

FIG. 20 is a diagrammatic view of an exemplary electro-hydraulic circuit for controlling the CVT of FIG. 2 according to one embodiment;

FIG. 21 is a block diagram illustrating an exemplary control strategy for moving a clutch of the CVT of FIG. 2 to a home position;

FIG. 22 is a diagrammatic view of an exemplary control system of the vehicle of FIG. 1 without a system battery;

FIG. 23 is a block diagram illustrating an exemplary control strategy of the control system of FIG. 22 for moving a clutch of the CVT of FIG. 2 to a home position;

FIG. 24 is a block diagram illustrating an exemplary method for calculating a target position of the primary clutch of FIG. 6;

FIG. 25 illustrates an exemplary input device for adjusting a clutch control variable used in the selection of a drive profile of the vehicle of FIG. 1;

FIG. 26 is an exemplary graph illustrating the clutch control variable as a function of signal output from the input device of FIG. 25;

FIG. 27 is a graph illustrating an exemplary target engine speed map based on throttle demand;

FIG. 28 is a graph illustrating an exemplary target clutch velocity as a function of vehicle acceleration for calculating the target clutch position;

FIG. 29 is a block diagram illustrating an exemplary method for calculating a control signal provided to the actuator assembly of FIG. 7 for controlling the position of the primary clutch of FIG. 6;

FIG. 30 is a graph illustrating an exemplary applied voltage limit for the motor of FIG. 2 based on the position of the primary clutch;

FIG. 31 is a graph illustrating an exemplary maximum available engine torque as a function of time for interrupting engine torque during a gearshift in the manual operating mode of the CVT of FIG. 2;

FIG. 32 is a graph illustrating an exemplary shifting scheme for a standard manual transmission;

FIG. 33 is a graph illustrating an exemplary shifting scheme for the CVT of FIG. 2 operating in the manual mode; and

FIG. 34 is a block diagram illustrating an exemplary method for transitioning between automatic and manual operating modes of the CVT of FIG. 2 during vehicle operation.

[0025] Corresponding reference characters indicate corresponding parts throughout the several views. The exempli-
The embodiments disclosed herein are not intended to be exhaustive or limit the disclosure to the precise forms
disclosed in the following detailed description. Rather, the embodiments are chosen and described so that others skilled
in the art may utilize their teachings.

The term “logic” or “control logic” as used herein may include software and/or firmware executing on one or
more programmable processors, application-specific integrated circuits (ASICs), field-programmable gate arrays (FPGAs),
digital signal processors (DSPs), hardwired logic, or combinations thereof. Therefore, in accordance with the
embodiments, various logic may be implemented in any appropriate fashion and would remain in accordance with the
embodiments herein disclosed.

Referring initially to FIG. 1, an exemplary vehicle 10 having an electronically controlled CVT is illustrated.
Vehicle 10 is illustratively a side-by-side ATV 10 including a front end 12, a rear end 14, and a frame or chassis 15 that
is supported above the ground surface by a pair of front tires 22a and wheels 24a and a pair of rear tires 22b and wheels
24b. ATV 10 includes a pair of laterally spaced-apart bucket seats 18a, 18b, although a bench style seat or any other
style of seating structure may be used. Seats 18a, 18b are positioned within a cab 17 of ATV 10. A protective cage 16
extends over cab 17 to reduce the likelihood of injury to passengers of ATV 10 from passing branches or tree limbs and
to act as a support in the event of a vehicle rollover. Cab 17 also includes front dashboard 31, adjustable steering wheel
28, and shift lever 29. Front dashboard 31 may include a tachometer, speedometer, or any other suitable instrument.

Front end 12 of ATV 10 includes a hood 32 and a front suspension assembly 26. Front suspension assembly
26 pivotally couples front wheels 24 to ATV 10. Rear end 14 of ATV 10 includes an engine cover 19 which extends over
an engine and transmission assembly (see Fig. 2). Rear end 14 further includes a rear suspension assembly (not shown)
pivotally coupling rear wheels 24 to ATV 10. Other suitable vehicles may be provided that incorporate the CVT of the
present disclosure, such as a snowmobile, a straddle-seat vehicle, a utility vehicle, a motorcycle, and other recreational
and non-recreational vehicles.

Referring to FIG. 2, an exemplary drive system 40 of vehicle 10 of FIG. 1 is illustrated including an engine 42
and CVT 48. CVT 48 includes a primary or drive clutch 50 and a secondary or driven clutch 52. An endless, variable
speed belt 54 is coupled to the primary and secondary clutches 50, 52. Engine 42 includes an engine case or housing
43 and an output shaft 44 configured to drive primary clutch 50 of the CVT 48. Rotation of primary clutch 50 is transferred
to secondary clutch 52 via belt 54. An output shaft 46 of secondary clutch 52 is coupled to and drives a sub-transmission
56 which is coupled to the final drive 58 for driving wheels 24 (see FIG. 1). In one embodiment, sub-transmission 56 is
geared to provide a high gear, a low gear, a reverse gear, and a park configuration for vehicle 10 of FIG. 1. Fewer or
additional gears may be provided with sub-transmission 56.

A controller 36 of drive system 40 is operative to control CVT 48 and engine 42, as described herein. Controller
36 includes at least one processor 38 that executes software and/or firmware stored in memory 39 of controller 36. The
software/firmware code contains instructions that, when executed by processor 38, causes controller 36 to perform the
functions described herein. Controller 36 may alternatively include one or more application-specific integrated circuits
ASICs), field-programmable gate arrays (FPGAs), digital signal processors (DSPs), hardwired logic, or combinations
thereof. The at least one processor 38 of controller 36 illustratively includes engine control logic 34 operative to control
engine 42 and CVT control logic 35 operative to control CVT 48. Controller 36 may be a single control unit or multiple
control units functioning together to perform the functions of controller 36 described herein. Engine control logic 34 and
CVT control logic 35 may be provided on a same processing device or different processing devices. For example, CVT
control logic 35 may be provided on a designated clutch control unit physically separate from and in communication with
an engine control unit (ECU) of vehicle 10 that contains engine control logic 34.

Memory 39 is any suitable computer readable medium that is accessible by processor 38. Memory 39 may be
a single storage device or multiple storage devices, may be located internally or externally to controller 36, and may
include both volatile and non-volatile media. Exemplary memory 39 includes random-access memory (RAM), read-only
memory (ROM), electrically erasable programmable ROM (EEPROM), flash memory, CD-ROM, Digital Versatile Disk
(DVD) or other optical disk storage, a magnetic storage device, or any other suitable medium which is configured to
store data and which is accessible by controller 36.

CVT control logic 35 is operative to control an actuator assembly 80 for controlling the position of primary clutch
50 and thus the gear ratio of CVT 48, as described herein. In particular, actuator assembly 80 includes a motor 76
controlled by CVT control logic 35 that moves primary clutch 50. In an exemplary embodiment, motor 76 is an electrical
stepper motor, although motor 76 may alternatively be a brushed motor or other suitable electrical or hydraulic motor.
In one embodiment, actuator assembly 80 and/or controller 36 includes a motor drive that controls motor 76 based on
control signals provided with CVT control logic 35. Alternatively, CVT control logic 35 may control a relay for selectively
routting power to motor 76 for controlling motor 76.

In the illustrated embodiment, a throttle operator 116 including a position sensor is coupled to controller 36,
and engine control logic 34 electronically controls the position of a throttle valve 117 of engine 42 based on the detected
position of throttle operator 116 to regulate air intake to and thus the speed of engine 42. Throttle operator 116 may include an accelerator pedal, a thumb actuated lever, or any other suitable operator input device that, when actuated by an operator, is configured to provide an operator throttle demand to controller 36. One or more suspension sensors 119 provide feedback to controller 36 indicative of a suspension (e.g., compression) height of the vehicle suspension system. A display 53 is coupled to controller 36 for displaying vehicle operation information to an operator. Exemplary information provided on display 53 includes vehicle speed, engine speed, fuel level, clutch position or gear ratio, selected operation mode (e.g., auto, manual, hydrostatic), indicated gear in manual mode, etc. Vehicle 10 further includes one or more shifters 55 for shifting between discrete gear ratios when vehicle 10 operates in manual mimic mode, as described herein. Speed sensors 59 provide signals to controller 36 representative of an engine speed, a vehicle (ground) speed, a rotational speed of primary clutch 50 and/or secondary clutch 52, and/or a speed of other components of the vehicle drive train. In one embodiment, controller 36 communicates with one or more sensors/devices of vehicle 10 and/or other vehicle controllers via controller area network (CAN) communication.

[0035] One or more mode selection devices 113 in communication with controller 36 are used by an operator to select an operating mode of vehicle 10. Exemplary operating modes include an automatic mode, a manual mimic mode, and a hydrostatic mode. In one embodiment, vehicle 10 further includes a cruise switch for selecting a cruise control mode. Further, an input device 111 is used to select a drive profile (i.e., target engine speed curve) of vehicle 10 in the automatic mode to adjust vehicle operating characteristics to range from economic operation with improved fuel economy to sport operation with increased vehicle performance (e.g., torque, acceleration, etc.), as described herein. In the illustrated embodiment, input device 111 is further used to adjust a shift intensity associated with a gear shift in the manual mimic mode, as described herein. An exemplary input device 111 is illustrated in FIG. 25 and described herein.

[0036] In the illustrated embodiment, secondary clutch 52 is a mechanically controlled clutch 52 and includes a stationary sheave and a moveable sheave (not shown). Secondary clutch 52 is configured to control the tension of belt 54 of CVT 48 as primary clutch 50 is adjusted. In one embodiment, secondary clutch 52 includes a spring and a torque-sensing helix (not shown). The helix applies a clamping force on belt 54 proportional to the torque on secondary clutch 52. The spring applies a load proportional to the displacement of the moveable sheave. In one embodiment, secondary clutch 52 provides mechanical load feedback for CVT 48. In an alternative embodiment, controller 36 and actuator assembly 80 may further control secondary clutch 52 of CVT 48.

[0037] As illustrated in FIGS. 3A and 3B, primary clutch 50 is coupled to and rotates with a shaft 70, and secondary clutch 52 is coupled to and rotates with a shaft 72. Shaft 70 is driven by the output shaft 44 of engine 42 (see FIG. 2). Shaft 72 of secondary clutch 52 drives sub-transmission 56 (see FIG. 2). Belt 54 wraps around the primary and secondary clutches 50, 52 and transfers rotational motion of primary clutch 50 to secondary clutch 52.

[0038] Referring to FIG. 4, a housing 60 for CVT 48 is illustrated with a cover 61 coupled to a back plate or mounting bracket 62. Flanged portions 64a, 64b of mounting bracket 62 and cover 61, respectively, are illustratively configured to receive fasteners 74 (see FIG. 7) to couple cover 61 to mounting bracket 62. Fasteners 74 are illustratively bolts or screws, although other suitable fasteners 74 may be used. Cover 61 includes a pipe portion 68 forming an opening 69 to provide access to belt 54 of CVT 48. For example, opening 69 may be used to visually inspect belt 54 and/or secondary clutch 52 (see FIG. 2) or to check the tension of belt 54. Mounting bracket 62 includes a vent structure 66 including a pair of vents 67a, 67b extending into the interior of housing 60 (see FIG. 5). Vents 67a, 67b and opening 69 cooperate to provide airflow to CVT 48 to reduce the likelihood of the components of CVT 48 overheating. Vent structure 66 is illustratively coupled to mounting bracket 62 via fasteners 75 (see FIG. 7), although vent structure 66 may alternatively be integrally formed with mounting bracket 62 or cover 61. Cover 61 is removable from mounting bracket 62 upon removing fasteners 74 from flanged portions 64a, 64b. As illustrated in FIG. 5, cover 61 is adapted to be pulled away from mounting bracket 62 in a direction substantially perpendicular to the surface of mounting bracket 62.

[0039] Referring to FIG. 5, primary clutch 50 of CVT 48 is secured to mounting bracket 62 via a bracket 90. Bracket 90 includes flanged portions 94 each adapted to receive a fastener (not shown) to couple bracket 90 to mounting bracket 62. Bracket 90 illustratively includes an end wall 96 and a curved wall 98 (see FIG. 10) that extends perpendicularly between end wall 96 and mounting bracket 62. In the illustrated embodiment, curved wall 98 extends partially around the outer circumference of primary clutch 50. A pair of posts 92 further support bracket 90 between end wall 96 and mounting bracket 62. Posts 92 are illustratively press fit between flanged portions 99 of end wall 96 and mounting bracket 62, although posts 92 may alternatively be coupled to end wall 96 and/or mounting bracket 62 with fasteners. A position sensor 114 is coupled to a flange 115 (see FIG. 11) of bracket 90 for detecting the axial location of a moveable sheave 102 of primary clutch 50. In one embodiment, position sensor 114 is a rotary sensor with a bell crank, although a linear sensor or other suitable sensor may be provided. Sensor 114 provides position feedback to controller 36 (FIG. 2).

[0040] As illustrated in FIG. 5, primary clutch 50 includes a pair of sheaves 100, 102 that are supported by and rotate with shaft 70. Sheaves 100, 102 cooperate to define a pulley or slot 104 within which belt 54 (see FIG. 2) rides. As illustrated in FIG. 6, slot 104 is substantially V-shaped due to slanted inner surfaces 110, 112 of respective sheaves 100, 102. Accordingly, belt 54 has a substantially V-shaped cross-section to cooperate with inner surfaces 110, 112 of the sheaves 100, 102. Primary clutch 50 further includes a screw assembly including an outer screw assembly 120 and
In the illustrated embodiment, sheave 100 is stationary axially in a direction parallel to the axis of shaft 70, and sheave 102 is movable axially in a direction parallel to the axis of shaft 70. In particular, sheave 102 is configured to slide along shaft 70 to a plurality of positions between a fully extended or open position (see FIGS. 8 and 14) and a fully closed or retracted position (see FIGS. 9 and 15). With movable sheave 102 in a fully extended or open position, slot 104 is at a maximum axial width, and belt 54 rides near the radial center of primary clutch 50, as illustrated in FIG. 14. In the illustrated embodiment, belt 54 does not contact a tube portion 216 of a sliding support 200 of primary clutch 50 when movable sheave 102 is at the fully open position of FIG. 14. With movable sheave 102 in a fully retracted or closed position, slot 104 is at a minimum axial width, and belt 54 rides near the outer periphery of primary clutch 50, as illustrated in FIG. 15. Secondary clutch 52 (see FIG. 2) is similarly configured with a pair of sheaves (not shown) supported by and rotatable with shaft 72. One sheave of secondary clutch 52 is axially movable, and the other sheave is axially stationary. In one embodiment, secondary clutch 52 is configured to control the tension of belt 54. For purposes of illustrating primary clutch 50, secondary clutch 52 and belt 54 are not shown in FIGS. 5, 8, and 9.

Movement of sheave 102 of primary clutch 50 and movement of the movable sheave of secondary clutch 52 provides variable effective gear ratios of CVT 48. In one embodiment, CVT 48 is configured to provide an infinite number of effective gear ratios between minimum and maximum gear ratios based on the positions of the movable sheaves of the clutches 50, 52. In the configuration illustrated in FIG. 3A, the movable sheave 102 (see FIG. 6) of primary clutch 50 is substantially opened, and the movable sheave (not shown) of secondary clutch 52 is substantially retracted. Accordingly, a low gear ratio is provided by CVT 48 in the configuration of FIG. 3A such that shaft 72 of secondary clutch 52 rotates slower than shaft 70 of primary clutch 50. Similarly, in the configuration illustrated in FIG. 3B, the movable sheave 102 (see FIG. 6) of primary clutch 50 is substantially retracted, and the movable sheave (not shown) of secondary clutch 52 is substantially opened. Accordingly, a high gear ratio is provided by CVT 48 in the configuration of FIG. 3B such that shaft 72 of secondary clutch 52 rotates faster than shaft 70 of primary clutch 50.

As illustrated in FIG. 7, actuator assembly 80 is coupled to the back of mounting bracket 62. Actuator assembly 80 is configured to move the movable sheave 102 (see FIG. 5) of primary clutch 50, as described herein. In the illustrative embodiment, engine 42 and sub-transmission 56 (see FIG. 2) are configured to be positioned adjacent the back of mounting bracket 62 on either side of actuator assembly 80. In particular, engine 42 is positioned to the right of actuator assembly 80 (as viewed from FIG. 7), and the output of engine 42 couples to shaft 70 of primary clutch 50 through an opening 82 of mounting bracket 62. Similarly, sub-transmission 56 is positioned to the left of actuator assembly 80 (as viewed from FIG. 7), and shaft 72 of secondary clutch 52 (see FIG. 3A) extends through an opening 84 of mounting bracket 62 to drive sub-transmission 56.

As illustrated in FIGS. 10 and 11, actuator assembly 80 includes motor 76 with a geared output shaft 132, a reduction gear 130 housed within a gear housing 78, and a main gear drive 86 extending outwardly from the front of mounting bracket 62. Reduction gear 130 includes first and second gears 134, 136 coupled to a shaft 135. First gear 134 engages geared output shaft 132 of motor 76, and second gear 136 engages a first gear 106 coupled to an end of a shaft 109 of main gear drive 86. Main gear drive 86 further includes a second gear 108 coupled to an end of shaft 109 opposite first gear 106. Second gear 108 engages an outer gear 126 of screw assembly 120 (see FIG. 6) of primary clutch 50.

Gear housing 78 includes flange portions 156 each configured to receive a fastener 158 (see FIG. 7) for coupling gear housing 78 to the back of mounting bracket 62. Gear housing 78 includes a first portion 150, a second or intermediate portion 152, and a third portion 154. First portion 150 includes an opening 151 (see FIG. 11) that receives output shaft 132 of motor 76. Second portion 152 includes an opening 153 (see FIG. 10) that receives reduction gear 130. Reduction gear 130 is supported at one end by second portion 152 and at the other end by a support member 140 mounted on the front face of mounting bracket 62. Bearings 142, 146 are positioned at opposite ends of shaft 135 to facilitate rotation of reduction gear 130 within second portion 152 and support member 140, respectively. Third portion 154 of housing 78 houses a portion of first gear 106 and supports the end of shaft 109 adjacent first gear 106. Similarly, end wall 96 of bracket 90 supports the other end of shaft 109 adjacent second gear 108. As illustrated in FIG. 11, bearings 144, 148 are coupled at opposite ends of shaft 109 to facilitate rotation of main gear drive 86 relative to gear housing 78 and bracket 90. In particular, bearing 148 is received within third portion 154 of gear housing 78, and bearing 144 is received within an opening 95 formed in end wall 96 of bracket 90.

Referring to FIGS. 12-16, outer screw assembly 120 of primary clutch 50 includes a neck portion 128 and a threaded screw portion 127. Neck portion 128 extends through an opening 97 formed in end wall 96 of bracket 90 (see FIG. 10). An outer bearing support 184 is rotatably coupled to neck portion 128 via bearing assembly 183 and is fixedly coupled to an end 71 of shaft 70. As such, shaft 70 and outer bearing support 184 rotate together independently from outer screw assembly 120. In the illustrated embodiment, end 71 of shaft 70 is press fit into outer bearing support 184. End 71 further includes a circumferential channel 73 that engages an inner ridge 189 of outer bearing support 184 (see FIG. 14). End 71 of shaft 70 may also be fastened to outer bearing support 184 with an adhesive or other suitable fastener.

Inner screw assembly 122 includes a plate portion 186 and a threaded screw portion 188 positioned radially...
still referring to FIGS. 12-16, a sliding assembly of primary clutch 50 includes a bushing assembly 172, a sliding
near the outer perimeter of plate portion 186. Receive posts 92 of bracket 90 (see FIGS. 8 and 9). Plate portion 186 further includes slots 194 circumferentially spaced near the outer perimeter of plate portion 186.

[0048] Still referring to FIGS. 12-16, a sliding assembly of primary clutch 50 includes a bushing assembly 172, a sliding support 200, and a bearing assembly 190 positioned between bushing assembly 172 and inner screw assembly 122. Bushing assembly 172 of primary clutch 50 includes a neck portion 176 that receives shaft 70 therethrough and a plurality of flanges 174 that couple to circumferentially spaced seats 202 of moveable sheave 102. A plurality of fasteners 173, illustratively screws 173, are received by corresponding apertures of flanges 174 and seats 202 to couple bushing assembly 172 to sheave 102. A bushing 178 positioned within neck portion 176 engages shaft 70 and supports the outboard end of moveable sheave 102. Shaft 70 is configured to rotate inside of bushing 178 at engine idle (when primary clutch 50 is disengaged) and to rotate with bushing 178 when primary clutch 50 is engaged. Bushing 178 is configured to provide a low-friction surface that slides along shaft 70 during movement of sheave 102. Bushing 178 may alternatively be a needle bearing.

[0049] Neck portion 176 of bushing assembly 172 is rotatably coupled to screw portion 188 of inner screw assembly 122 via bearing assembly 190 positioned within screw portion 188. A collar 182 and a toothed lock washer 180 are coupled to neck portion 176 extending through screw portion 188 (see FIGS. 14-16). Lock washer 180 illustratively includes an inner tab 181 (see FIG. 12) that engages a corresponding slot 177 (see FIG. 12) in the outer surface of neck portion 176 such that lock washer 180 rotates with bushing assembly 172. Collar 182 is threaded onto neck portion 176 and is rotatably fixed in place on neck portion 176 with tabbed lock washer 180. Accordingly, bushing assembly 172, sheaves 100, 102, collar 182, washer 180, and outer bearing support 184 are configured to rotate with shaft 70, while outer screw assembly 120 and inner screw assembly 122 do not rotate with shaft 70. Bushing assembly 172 is configured to slide axially along shaft 70 via bearing 178.

[0050] Sliding support 200 is coupled to sheaves 100, 102 to provide a sliding interface for moveable sheave 102 relative to stationary sheave 100. As illustrated in FIGS. 14-16, sliding support 200 includes a tube portion 216 and a plate portion 214 coupled to and substantially perpendicular to tube portion 216. In one embodiment, plate portion 214 and tube portion 216 are molded together, although plate and tube portions 214, 216 may be coupled together with a fastener or by other suitable coupling means. Plate and tube portions 214, 216 each rotate with sheaves 100, 102 and shaft 70. A pair of seals 220a, 220b and a clutch 218 positioned between seals 220a, 220b are coupled between tube portion 216 and shaft 70. Clutch 218 is illustratively a one-way clutch 218 that free-wheels during vehicle idle and that locks tube portion 216 to shaft 70 during engine braking. As such, one-way clutch 218 acts as a bearing between tube portion 216 and shaft 70 during idling conditions and locks tube portion 216 to shaft 70 when CVT 48 is being driven faster than engine 42 (i.e., when belt 54 and clutch 50 work to overdrive engine 42 of FIG. 2).

[0051] As illustrated in FIG. 12, plate portion 214 includes a plurality of sliding couplers 206 that are circumferentially spaced around the outer diameter of plate portion 214. In the illustrated embodiment, the outer diameter of plate portion 214 is nearly the same as the outer diameter of moveable sheave 102 such that couplers 206 of plate portion 214 are immediately adjacent an inner cylindrical wall 203 of sheave 102. Couplers 206 are illustratively clips 206 that are configured to slidingly receive corresponding sliding members or ridges 204 that are circumferentially spaced around inner wall 203 of moveable sheave 102. Ridges 204 extend radially inward from and substantially perpendicular to cylindrical inner wall 203. Ridges 204 illustratively include a radial width and a radial height that is substantially greater than the radial width. As illustrated in FIG. 17, a low-friction liner 208 is positioned in each clip 206 to engage the sliding surface of ridges 204. In one embodiment, liner 208 is a low-friction composite or plastic material, such as polyether ether ketone (PEEK), polyimide-based plastic (e.g. Vespel), or nylon, for example, with additives to reduce friction. As illustrated in FIGS. 14-16, a cylindrical bearing or bushing 222 and an o-ring seal 224 are positioned between moveable sheave 102 and tube portion 216 to locate sheave 102 radially onto tube portion 216. Bushing 222 provides a low friction sliding surface for sheave 102 relative to tube portion 216. In one embodiment, grease is provided in the interfaces between ridges 204 and clips 206 and between bushing 222 and tube portion 216 to reduce sliding friction.

[0052] Moveable sheave 102 is configured to slide relative to sliding support 200 along ridges 204 of FIG. 12. In one embodiment, the sliding friction between sheave 102 and sliding support 200 is minimized with the sliding interface between couplers 206 and ridges 204 being near the outer diameter of moveable sheave 102. In the illustrated embodiment, the outer diameter of moveable sheave 102 is large relative to the outer diameters of shaft 70 and tube portion 216. In one embodiment, the outer diameter of moveable sheave 102 is at least three times greater than the outer diameters of shaft 70 and tube portion 216.

[0053] As illustrated in FIGS. 14-16, bearing assemblies 183 and 190 are each positioned outside of the outer profile
of moveable sheave 102. In particular, referring to FIG. 14, bearing assemblies 183, 190 are positioned axially outside of the end of sheave 102 lying in plane 198. As such, bearing assemblies 183, 190 are axially spaced apart from the sliding interfaces formed with couplers 206 and ridges 204 and with bushing 222 and tube portion 216. In one embodiment, bearing assemblies 183, 190 include angular contact bearings, although other suitable bearings may be used. Neck portion 176 of bushing assembly 172 is also illustratively positioned outside of the outer profile of moveable sheave 102, as illustrated in FIG. 14.

[0054] In operation, the actuation of gear drive 86 by motor 76 (see FIG. 10) is configured to modulate the gear ratio provided by primary clutch 50. Referring to FIG. 10, the output of motor 76 is transferred through reduction gear 130 to main gear drive 86 to thereby rotate outer screw assembly 120 (see FIG. 8) of primary clutch 50. Outer screw assembly 120 is stationary axially and rotates due to the rotation of main gear drive 86 independent of a rotation of shaft 70. Referring to FIGS. 8 and 14, rotation of outer screw assembly 120 in a first direction unscrews threaded screw portion 188 of inner screw assembly 122 from threaded screw portion 127 of outer screw assembly 120, thereby causing inner screw assembly 122 to slide axially along posts 92 towards stationary sheave 100 while remaining rotationally stationary.

[0055] Referring to FIG. 14, the axial movement of inner screw assembly 122 provides a thrust force against moveable sheave 102 via bushing assembly 172 to move sheave 102 towards stationary sheave 100. As described herein, bushing assembly 172 rotates within the rotationally stationary inner screw assembly 122 via bearing assembly 190. As such, the thrust force provided by inner screw assembly 122 is applied to bushing assembly 172 through bearing assembly 190. Similarly, rotation of outer screw assembly 120 in a second, opposite direction causes inner screw assembly 122 to move axially away from stationary sheave 100 along posts 92 (see FIG. 8) and to apply a pulling force on bushing assembly 172 and moveable sheave 102 through bearing assembly 190. Bearing assemblies 183, 190 provide axial movement of inner screw assembly 122, busheing assembly 172, and sheave 102 relative to shaft 70 that is independent from the rotational movement of shaft 70, sheaves 100, 102, sliding support 200, and bushing assembly 172. In the illustrated embodiment, the range of axial motion of inner screw assembly 122 relative to outer screw assembly 120 defines the maximum and minimum gear ratios provided with primary clutch 50, although other limit stops may be provided.

[0056] As illustrated in FIGS. 18 and 19, a clutch assembly 170 is coupled to shaft 70 to serve as a starting or launch clutch for primary clutch 50. Clutch assembly 170 is illustratively a dry centrifugal clutch 170 integrated into primary clutch 50. Clutch assembly 170 is configured to be positioned external to the engine case 43 (see FIG. 2) of engine 42. As such, clutch assembly 170 is not integrated with the engine case 43 of engine 42 and is therefore not positioned in the engine oil. Rather, clutch assembly 170 is positioned outside of the engine case 43 and is coupled to the output shaft 44 of engine 42 to operate as a dry starting clutch for primary clutch 50. As such, clutch assembly 170 is removable from engine 42 by pulling the clutch assembly 170 from shaft 44.

[0057] In assembly, clutch assembly 170 is positioned in an interior 209 of primary clutch 50 (see FIG. 19). Clutch assembly 170 includes an end plate 232 coupled to shaft 70 and having a plurality of posts 234. In the illustrated embodiment, shaft 70 and end plate 232 are integrally formed, although shaft 70 may be coupled to end plate 232 using a fastener or press-fit configuration. As illustrated in FIG. 14, shaft 70 includes substantially cylindrical outer and inner surfaces 226, 228, respectively. Inner surface 228 forms a hollow interior region 229 of shaft 70. Outer and inner surfaces 226, 228 illustratively taper from end plate 232 towards end 71. The outer surface of shaft 70 further includes a step 88 such that the diameter of the portion of shaft 70 received by bushing assembly 172 and outer bearing support 184 is smaller than the diameter of the portion of shaft 70 positioned in tube portion 216 of sliding support 200. In the illustrated embodiment, the output shaft 44 of engine 42 (see FIG. 2) is received by interior region 229 of shaft 70 to drive rotation of clutch assembly 170. As such, clutch assembly 170 and shaft 70 rotate with engine 42.

[0058] Referring to FIGS. 18 and 19, clutch assembly 170 further includes shoes or arms 238 pivotally mounted to posts 234 via fasteners 240. Arms 238 each include an aperture 236 that receives a corresponding post 234 of end plate 232. Fasteners 240 illustratively include bolts and washers. Each arm 238 includes a friction pad 230 coupled to the outer circumferential surface of each arm 238. A spring 242 is coupled between adjacent arms 238 at seats 244 to bias arms 238 into spaced relation with each other.

[0059] In the illustrated embodiment, clutch assembly 170 is disengaged from primary clutch 50 when engine 42 (see FIG. 2) is at or below engine idle speed. As the engine speed and the corresponding rotational speed of clutch assembly 170 increases, the centrifugal force acting on arms 238 overcomes the biasing force of springs 242 and causes ends 246 of arms 238 to swing radially outward, thereby forcing friction pads 230 into engagement with an inner friction surface 210 (see FIG. 13) of stationary sheave 100. The engagement of clutch assembly 170 with stationary sheave 100 transfers torque to sliding support 200 and moveable sheave 102. As such, sheaves 100, 102, sliding support 200, and bushing assembly 172 all rotate with shaft 70. When the rotational speed of shaft 70 decreases to a threshold speed, the reduced centrifugal force causes arms 238 to move radially inward away from surface 210 of sheave 100. As such, clutch assembly 170 disengages primary clutch 50. Stationary sheave 100 illustratively includes a plurality of circumferentially spaced cooling fins 212 configured to reduce the heat generated by the engagement of clutch assembly 170.

[0060] In the illustrated embodiment, upon removing cover 61 and bracket 90 from mounting bracket 62 (see FIG. 5), a disengaged centrifugal starting clutch 170 allows primary clutch 50 to be pulled off shaft 70 as one assembled unit.
Belt 54 (see FIG. 2) may be removed and/or replaced upon removing primary clutch 50 from shaft 70. Further, actuator assembly 80 (see FIGS. 9 and 10) remains coupled to mounting bracket 62 when primary clutch 50 is removed from shaft 70 such that the gears of actuator assembly 80 (e.g., reduction gear 130) are not required to be removed and reset or recalibrated. In one embodiment, primary clutch 50 and belt 54 are removable from shaft 70 without removing main gear drive 86 (see FIG. 5).

[0061] Centrifugal starting clutch 170 serves to separate the shifting function of primary clutch 50 from the engagement function of the primary clutch 50. In particular, the shifting function is performed by the primary clutch 50 via CVT control logic 35 of controller 36 (see FIG. 2), while the engagement of primary clutch 50 is controlled by starting clutch 170. As such, controller 36 is not required to control the engagement of primary clutch 50 because starting clutch 170 automatically engages primary clutch 50 upon reaching a predetermined rotational speed.

[0062] In an alternative embodiment, primary clutch 50 may be configured to operate without a starting clutch 170. For example, in this embodiment, primary clutch 50 of CVT 48 is directly coupled to the output of engine 42. When vehicle 10 is at idle or not running, CVT control logic 35 positions moveable sheave 102 away from stationary sheave 100 such that belt 54 is positioned radially inward towards shaft 70, as illustrated in FIG. 6. In one embodiment, CVT control logic 35 positions sheave 102 at a maximum open position when engine 42 is idling or not running such that moveable sheave 102 does not contact belt 54. In one embodiment, sheave 102 is disengaged from belt 54 during shifting of sub-transmission 56 (see FIG. 2). As such, secondary clutch 52 is rotating at a zero or minimal speed upon shifting sub-transmission 56. Engagement of sheave 102 and belt 54 is initiated upon engine driving torque being requested, e.g., upon throttle request by an operator. In another embodiment, sheave 102 is moved into engagement with belt 54 after sub-transmission 56 is shifted out of neutral and into gear. In another embodiment, moveable sheave 102 is springloaded away from belt 54 during engine idle, and the shifting of sub-transmission 56 into gear mechanically causes sheave 102 to move back into engagement with belt 54.

[0063] In one embodiment, CVT control logic 35 of FIG. 2 provides functionality for spike load reduction of the drive train by automatically shifting CVT 48 (i.e., adjust primary clutch 50) upon detection of vehicle 10 being airborne. For example, when vehicle 10 of FIG. 1 is airborne, wheels 24 may accelerate rapidly due to the wheels 24 losing contact with the ground while the throttle operator 116 (see FIG. 2) is still engaged by the operator. When the wheels 24 again make contact with the ground upon vehicle 10 landing, the wheel speed may decelerate abruptly, possibly leading to damaged or stressed components of the CVT 48 and other drive train components. CVT control logic 35 initiates spike load control upon detection of vehicle 10 being airborne to slow drive train acceleration (e.g., the acceleration of final drive 58) of the airborne vehicle 10. In one embodiment, CVT control logic 35 slows the rate at which CVT 48 upshifts during spike load control. In one embodiment, CVT control logic 35 stops upshifting of CVT 48 at least momentarily during spike load control or downshifts CVT 48 to a lower gear ratio. As such, the drive train acceleration of vehicle 10 is slowed before vehicle 10 returns to the ground, and the ground loading on CVT 48 and other drive train components (e.g., sub-transmission 56, final drive 58, etc.) upon vehicle 10 landing is reduced or minimized.

[0064] In one embodiment, CVT control logic 35 automatically adjusts the gear ratio of CVT 48 of the airborne vehicle 10 such that the wheel speed is controlled to approach the wheel speed detected immediately prior to vehicle 10 becoming airborne. For example, CVT control logic 35 determines a wheel speed of vehicle 10 immediately prior to vehicle 10 becoming airborne or during a transition of vehicle 10 from the grounded state to the airborne state. The determined wheel speed is set as the target speed, and CVT control logic 35 adjusts CVT 48 upon detection of the airborne state to control the wheel speed to return towards the target speed. In one embodiment, CVT control logic 35 adjusts CVT 48 until the wheel speed reaches the target speed or until the vehicle 10 returns to ground. As such, in one embodiment CVT control logic 35 adjusts CVT 48 such that the wheel speed of vehicle 10 upon vehicle 10 returning to the ground is substantially the same as the detected wheel speed immediately prior to vehicle 10 becoming airborne.

[0065] In one embodiment, controller 36 determines that vehicle 10 is airborne upon detection of a sudden acceleration in drive train components. For example, controller 36 may detect the sudden acceleration based on feedback from a wheel speed sensor, engine speed sensor, transmission speed sensor, or other suitable speed sensor on the drive train of vehicle 10. In the illustrated embodiment, controller 36 continuously monitors the angular acceleration of the drive train by measuring the speed of one of the shafts of CVT 48 or sub-transmission 56 with a speed sensor 59. Vehicle 10 is determined to be airborne when the acceleration in wheel speed or drive train speed exceeds the design specifications of vehicle 10. For example, vehicle 10 has a maximum wheel acceleration based on available torque from engine 42, the frictional force from the ground, the weight of vehicle 10, and other design limits. When the monitored drive train components accelerate at a faster rate than vehicle 10 is capable under normal operating conditions (i.e., when wheels 24 are in contact with the ground), controller 36 determines that wheels 24 have lost contact with the ground. One or more predetermined acceleration limits are stored at memory 39 (FIG. 2) that correspond to the design limits of vehicle 10 to trigger the spike load control. Upon vehicle 10 returning to ground, controller 36 detects the grounded state of vehicle 10 and resumes normal control of CVT 48. In one embodiment, controller 36 detects the grounded state based on a detected compression of the vehicle suspension.

[0066] In one embodiment, the spike load reduction feature of CVT control logic 35 works in conjunction with the
Controller 36 may detect an airborne condition of vehicle 10 using other methods, such as by detecting the compression distance or height of a suspension system (e.g. front suspension assembly 26 of FIG. 1 and/or rear suspension) of vehicle 10 with a suspension height sensor and/or by monitoring engine torque and power, as described in the referenced U.S. Patent Application No. 13/153,037. For example, vehicle 10 includes one or more suspension sensors 119 (FIG. 2) configured to measure the height or longitudinal compression of vehicle suspension (e.g., shocks). With vehicle 10 positioned on the ground, the weight of vehicle 10 causes the suspension to compress to a first height. With tires 22a and/or tires 22b (FIG. 1) airborne, the weight of vehicle 10 is removed from the suspension system and the suspension compresses or extends to a second unloaded height. Based on feedback from sensors 119 (FIG. 2), controller 36 determines that vehicle 10 is airborne upon the suspension extending past the first height or to the second unloaded height. In one embodiment, the suspension must be extended for a threshold amount of time before controller 36 determines that vehicle 10 is airborne. In one embodiment, controller 36 uses the detected shock height in conjunction with the detected wheel speed acceleration to determine that vehicle 10 is airborne.

In one embodiment, CVT 48 further includes a planetary gear assembly to provide an infinitely variable transmission system. In one embodiment, the planetary gear assembly consists of a ring gear, several planetary gears coupled to a carrier, and a sun gear. The ring gear is driven directly off the output of engine 42 via a gear or chain. The planetary gears and the carrier are connected to and driven by the secondary clutch 52. The sun gear serves as the output of CVT 48 connected to the sub-transmission 56. Based on the gear ratios of the planetary gear assembly, the combined CVT 48 and planetary gear assembly are configured to provide both positive and negative speeds (forward and reverse) by varying the gear ratio of the CVT 48. In one embodiment, the hydrostatic mode provided with controller 36 and described herein is implemented in a CVT 48 having a planetary gear assembly.

In one embodiment, CVT 48 is electro-hydraulically actuated, as illustrated with the exemplary electro-hydraulic circuit 278 of FIG. 20. In the illustrated embodiment of FIG. 20, primary clutch 50 of CVT 48 is actuated by electro-hydraulic circuit 278 rather than by actuator assembly 80 of FIGS. 10 and 11. Circuit 278 may also be configured to control secondary clutch 52. Electro-hydraulic circuit 278 illustratively includes a hydraulic circuit 282 and an electric circuit 284. Controller 36 illustratively receives analog inputs 250, digital inputs 252, and CAN inputs 254. Exemplary analog and digital inputs 250, 252 include hydraulic system pressure sensors, a clutch position sensor (e.g. sensor 290 of FIG. 20), a servo valve position sensor, and other sensors detecting various parameters of vehicle 10. Exemplary CAN inputs 254 include an engine speed sensor, throttle position sensor, vehicle speed sensor, vehicle operating mode sensor, and other CAN based sensors that detect various parameters of vehicle 10. Controller 36 is configured to control an electric motor 262 of electric circuit 284 and a pump 264 and a servo valve 272 of hydraulic circuit 282 based on inputs 250, 252, 254.

A motor driver 256 is configured to control the power provided to motor 262 based on control signals from controller 36. Alternatively, a relay may be provided in place of motor driver 256 that is selectively actuated by controller 36 to provide fixed power to motor 262. Motor 262 may be any motor type suitable for driving pump 264. In the illustrated embodiment, motor 262 is a DC electric motor. A voltage supply 261, illustratively 12 VDC, is provided to motor 262, and the speed of motor 262 is controlled by controller 36 via motor driver 256. An output 263 of motor 262 drives pump 264. In the illustrated embodiment, pump 264 is a variable displacement pump 264. A pump control unit 258 of controller 36 modulates the displacement of pump 264 to control hydraulic pressure of hydraulic circuit 282 based on inputs 250, 252, 254. Pump 264 may alternatively be a fixed displacement pump.

A hydraulic accumulator 268 stores pressurized hydraulic fluid to assist pump 264 and motor 262 with meeting the pressure demands of hydraulic circuit 282. For example, accumulator 268 is configured to achieve required pressure demands of hydraulic circuit 282 during peak shift rates of CVT 48. As such, the likelihood of spike loads being induced on the electric circuit 284 during peak shift rates of CVT 48 is reduced. A pressure relief valve 270 is provided to maintain the pressure on hydraulic line 288 below a predetermined maximum threshold pressure. Pressure relief valve 270, pump 264, and servo valve 272 are coupled to a hydraulic return reservoir 280.

Servo valve 272 regulates the flow of hydraulic fluid from line 288 to actuator 274 to adjust the position of moveable sheave 102. Servo valve 272 is illustratively a three-way electro-hydraulic servo valve 272 controlled by a servo valve driver 260 of controller 36. Servo valve driver 260 of controller 36 controls servo valve 272 based on inputs 250, 252, 254. Actuator 274, illustratively a linear hydraulic actuator, includes a piston 275 coupled to moveable sheave...
102 via a rotary bearing 276. In one embodiment, rotary bearing 276 is a flanged bearing or a face bearing, although another suitable bearing 276 may be provided. In one embodiment, actuator 274 is coupled to chassis 15 of vehicle 10 (see FIG. 1), and moveable sheave 102 rotates about piston 275 of actuator 274 and moves axially relative to actuator 274 via bearing 276. Servo valve 272 is coupled to actuator 274 via hydraulic lines 286. In one embodiment, lines 286 are small diameter, high pressure hydraulic lines 286. By regulating the fluid flow to actuator 274 with servo valve 272, linear displacement of actuator 274 is adjusted to cause corresponding axial adjustment of moveable sheave 102.

In one embodiment, electric circuit 284 and hydraulic circuit 282 are positioned on vehicle 10 (see FIG. 1) away from CVT 48, and actuator 274 is positioned immediately adjacent or within housing 60 (see FIG. 4) of CVT 48. As such, hydraulic lines 286 are routed from servo valve 272 to the actuator 274 positioned near CVT 48. For example, electric circuit 284 and hydraulic circuit 282 may be placed beneath hood 32 and/or seats 18a, 18b (see FIG. 1), and CVT 48 and actuator 274 may be positioned towards the rear end 14 of vehicle 10 beneath engine cover 19 (see FIG. 1). As such, the actuation components (i.e. actuator 274) of the moveable sheave(s) 102 of CVT 48 occupy a small space at the location of CVT 48 while some or all of the remaining components of electro-hydraulic circuit 282 are positioned elsewhere on vehicle 10.

In one embodiment, the pressure applied to moveable sheave 102 via actuator 274 is modulated to achieve a desired gear ratio of CVT 48 and/or a desired pinch force on belt 54. As illustrated in FIG. 20, a position sensor 290 is configured to detect the linear position of moveable sheave 102 and provide a corresponding signal to controller 36 with the detected position data. As such, the position of sheave 102 may be monitored during operation. In one embodiment, controller 36 implements a fail-safe mode in the control of moveable sheave 102. In particular, when a system failure or signal loss is detected by controller 36, moveable sheave 102 is positioned to a maximum low ratio or open position such that the pinch force on belt 54 is minimized or removed, as described herein. An exemplary system failure is when no or inadequate hydraulic pressure in hydraulic circuit 282 is detected with inputs 250, 252.

Referring again to drive system 40 of FIG. 2, the electronically controlled clutch 50, 52 of CVT 48 is configured to move to a home position prior to or upon shutting down vehicle 10. For example, the controlled clutch 50, 52 moves to its fully open position (see FIG. 8, for example) or to its fully closed position (see FIG. 9, for example). In the illustrated embodiment, upon vehicle shutdown, moveable sheave 102 of primary clutch 50 moves to its furthest open position, as illustrated in FIG. 8. As such, moveable sheave 102 is positioned away from and out of contact with belt 54 prior to vehicle 10 being started, thereby reducing the likelihood of vehicle 10 accelerating upon starting engine 42. In one embodiment, for an electronically controlled secondary clutch 52, the moveable sheave (not shown) of secondary clutch 52 is moved to its furthest closed position upon or prior to vehicle shutdown.

Referring to FIG. 2, vehicle 10 includes a system battery 118 (e.g. 12 VDC) configured to provide power to starting vehicle 10 and to provide peripheral power to vehicle 10 during operation. The system battery 118 provides power to actuator assembly 80 to move moveable sheave 102 to the home position upon vehicle 10 being shutdown or being stopped and shifted into neutral. Primary clutch 50 of CVT 48 is also configured to return to a home position upon vehicle 10 suffering an abrupt power loss, as described herein with reference to FIGS. 21-23.

In another embodiment, vehicle 10 does not have a system battery 118. For example, vehicle 10 may include a mechanical rope and recoil assembly that is pulled by an operator to start engine 42. In particular, the pull of the rope by an operator rotates a power generator that starts engine 42 of vehicle 10, and the power generator when driven by rotating engine 42 provides peripheral power to the electronic components of vehicle 10 during operation. See, for example, generator 304 of FIG. 22. As such, power from a system battery 118 is not available to move primary clutch 50 to its home position while vehicle 10 is shut down. In this embodiment, primary clutch 50 is moved to its home position prior to shutting down vehicle 10 using the power provided with generator 304, as described herein.

Referring to FIG. 21, an exemplary control strategy 350 is illustrated for moving primary clutch 50 to its home position in a vehicle 10 not having a system battery 118. Control strategy 350 is illustratively implemented by controller 36 of FIG. 2. At block 352, an indicator (e.g. audible or visual) is provided on vehicle 10 upon moving the vehicle key to the ON position to indicate to the operator if primary clutch 50 is at its home position. In one embodiment, the indicator, such as a light, for example, is powered by a small, low-voltage battery. The indicator may alternatively be mechanically linked to the CVT 48 to detect the position of clutch 50. If primary clutch 50 is at its home position, engine 42 is started by the operator, as illustrated at blocks 354, 356, and 358. For example, an operator may start engine 42 via a manual start system, such as a rope/recoil assembly or kick start assembly. In one embodiment, actuation of the manual start system is blocked when primary clutch 50 is not at its home position at block 352.

Upon an operator commanding engine 42 to stop at block 360 (e.g. turning the vehicle key to OFF), primary clutch 50 automatically returns to its home position at block 362 prior to controller 36 allowing engine 42 to power down. In particular, controller 36 executes a shut down sequence at block 362 wherein controller 36 retains engine power despite the operator commanding shutdown, moves sheave 102 of primary clutch 50 to its home position by routing power from generator 304 (FIG. 22) to actuator assembly 80, and then allows engine 42 to shut down (block 364). At block 366, engine 42 shuts down. Accordingly, primary clutch 50 is at the home position before engine 42 shuts down such that vehicle 10 may be properly started up again at a future time without having to reset clutch 50.
If primary clutch 50 is not at its home position at block 352, primary clutch 50 must be moved to its home position prior to starting vehicle 10, as illustrated at blocks 368, 370, and 372. For example, clutch 50 may require a reset when vehicle 10 abruptly loses power before controller 36 is able to reset clutch 50 to its home position. Primary clutch 50 may be reset manually or via automated control. In the manual reset of block 374, an operator removes cover 61 (see FIG. 5) of CVT 48 and manually resets moveable sheave 102 to its home position by turning outer screw assembly 120 (see FIG. 5). In the automated reset of block 376, vehicle 10 includes an auxiliary power connector 330 for connecting vehicle 10 to an external power supply 322 (e.g., 12 VDC), as illustrated in the exemplary control system 300 of FIG. 22. In one embodiment, the external power supplied through auxiliary power connector 330 is routed to controller 36 to power the controller 36, as illustrated in FIG. 22. Upon detecting the presence of external power, controller 36 moves primary clutch 50 to its home position via actuator assembly 80. In another embodiment, power provided through auxiliary power connector 330 is routed to a switch 324 or other tool (e.g., diagnostic tool) that an operator actuates to return primary clutch 50 to the home position. For example, switch 324 includes a closed position that allows current to pass to actuator 80 to move clutch 50 to the home position and an open position that blocks current from actuator 80. An operator actuates switch 324 to control the delivery of power to actuator 80 and thus to control the position of clutch 50.

In one embodiment, switch 324 is used in conjunction with controller 36 (as illustrated in FIG. 22) such that switch 324 enables and disables the automated return of clutch 50 to the home position controlled by controller 36. Alternatively, switch 324 may bypass controller 36 such that switch 324 controls the delivery of power to actuator 80 and the position of clutch 50 without controller 36. At block 378, if primary clutch 50 is at the home position, the operator is able to start engine 42 at blocks 354 and 356. If primary clutch 50 is not at the home position at block 378, the process returns to block 372 for additional manual or automated movement of clutch 50.

Referring to FIG. 22, the exemplary control system 300 is further configured to provide a fail safe for returning clutch to the home position upon sudden power loss in a vehicle 10 not having a system battery 318 (FIG. 2). Control system 300 illustratively includes a microcontroller 302 that controls a switch 320 to selectively route power stored at a capacitor 316 to controller 36. Microcontroller 302 includes a processor and a memory accessible by the processor and containing software with instructions for monitoring vehicle power 306, detecting power interruption, and controlling switch 320. Microcontroller 302 and controller 36 may alternatively be integrated in a single controller that includes logic that performs the functions described herein of both controllers 302, 36. Generator 304, driven by engine 42 (FIG. 2) during vehicle operation, provides vehicle power 306 (illustratively 12 VDC) for controller 36, microcontroller 306, and other vehicle components and for charging capacitor 316 during vehicle operation. Capacitor 316 may alternatively be charged by external power supply 322 via auxiliary connection 330. Capacitor 316 is charged during vehicle operation while electrically decoupled from actuator 80 (i.e., with switch 320 open). A fuse 308 and a diode 310, illustratively a Zener diode 310, are provided in series between vehicle 306 and controllers 302, 36 to provide reverse voltage protection. A diode 312, illustratively a transient voltage suppression diode 312, is coupled between the output of diode 310 and ground to provide over-voltage protection for controllers 302, 36. A resistor 314 is provided for charging capacitor 316.

Microcontroller 302 is configured to close switch 320 upon detection of a power loss at vehicle power 306. For example, upon vehicle 10 abruptly losing power and generator 304 shutting down, microcontroller 302 senses the drop or loss of vehicle power 306 and closes switch 320. In one embodiment, microcontroller 302 includes a power source (e.g., capacitor) that powers microcontroller 302 after a vehicle power loss so that microcontroller 302 can close switch 320 after the power loss. With switch 320 closed, power stored at capacitor 316 is routed to controller 36 for moving primary clutch 50 of CVT 48 to the home position. In one embodiment, capacitor 316 is an ultra-capacitor. Capacitor 316 may include another suitable energy storage device 316, such as a lithium ion battery or another lightweight battery that is smaller than a typical vehicle system battery 318 (FIG. 2).

Referring to FIG. 23, an exemplary control strategy 400 is illustrated for control system 300 of FIG. 22. With engine running at block 402, an operator signals a vehicle shutdown at block 404, and the normal shutdown process for vehicle 10 is performed at block 406. For example, the shutdown process illustrated in blocks 360, 362, 364, and 366 of FIG. 21 and described herein is performed at block 406 of FIG. 23. If an abrupt power loss is detected by controller 302 (FIG. 22) at block 410, controller 302 determines at block 412 if capacitor 316 is charged and functioning properly. If controller 302 determines capacitor 316 is not functioning properly, switch 320 is not closed and primary clutch 50 is moved to its home position at block 418 manually or via auxiliary power connection 320, as described with blocks 374 and 376 of FIG. 21. If capacitor 316 is functioning properly at block 412, microcontroller 302 closes switch 320 to route power from capacitor 316 to controller 36 at block 414. Controller 36 uses the power from capacitor 316 to drive actuator assembly 80 to move primary clutch 50 of CVT 48 to its home position. At block 416, controller 36 (or microcontroller 302) determines if clutch 50 is at its home position based on feedback from a position sensor (e.g., sensor 290 of FIG. 20). If clutch 50 is at its home position, the shutdown of vehicle 10 is determined to be proper at block 408. If clutch 50 is not at its home position at block 416, process 400 proceeds to block 418 for a manual (or automated) reset of clutch 50, as described herein with blocks 374, 376 of FIG. 21. In one embodiment, capacitor 316 is sized to contain enough energy for moving clutch 50 to its home position based on a predetermined worst-case set of initial operating conditions where power interruptions could occur.
In another embodiment, vehicle 10 includes a mechanical return system for automatically positioning primary clutch 50 at the home position upon system power being removed. For example, in this embodiment, a mechanical spring/linkage system is coupled to moveable sheave 102 (see FIG. 5) of primary clutch 50 to position primary clutch 50 in its home position upon vehicle 10 being powered down. When power is returned to vehicle 10, controller 36 operates normally to control primary clutch 50, as described herein.

CVT control logic 35 (FIG. 2) is operative to implement traction control upon detecting a loss of tire traction. In particular, controller 36 determines a loss of traction has occurred upon detecting a high rate of change of the speed of one or more wheels 24 (FIG. 1), i.e., when the rate of change of speed exceeds a threshold rate. For example, one or more wheels 24 may accelerate or decelerate rapidly upon loss of traction, indicating that the wheel(s) 24 have spun out or have locked up. In one embodiment, upon detection of traction loss, CVT control logic 35 inhibits shifting of CVT 48 and holds the gear ratio of CVT 48 substantially constant until determining that traction has been regained. By holding the gear ratio constant, undesirable shifting of CVT 48 due to the rapid change in speed of wheels 24 during traction loss is avoided. In one embodiment, CVT control logic 35 determines that traction has been regained based on the monitored speed of wheels 24.

Controller 36 provides a plurality of operating modes for CVT 48 selectable with one or more mode selection devices 113 (FIG. 2). Exemplary operating modes include automatic, manual mimic, and hydrostatic modes. Further, controller 36 provides a cruise control mode selectable with a cruise switch. In the cruise control mode, at least one of the engine throttle position and the gear ratio of CVT 48 is held constant to hold the vehicle speed at a target vehicle speed. In one embodiment, the vehicle speed upon selection of the cruise control mode by an operator is set as the target vehicle speed, although the target vehicle speed may be entered by an operator via a user interface of vehicle 10. In one embodiment, the throttle position of engine 42 is locked or held constant by engine control logic 34 in cruise mode to hold the engine torque substantially constant, and the gear ratio of CVT 48 is varied by CVT control logic 35 based on vehicle speed feedback to maintain the target vehicle speed. In another embodiment, the gear ratio of CVT 48 is held constant during cruise control while the throttle position of engine 42 is varied to maintain the target vehicle speed. Alternatively, both the throttle position and the gear ratio of CVT 48 may be held substantially constant or may be simultaneously adjusted to control vehicle speed to the target speed.

In the hydrostatic mode, the engine speed and the gear ratio of CVT 48 are controlled independently by an operator. For example, the engine speed is selected (e.g. with throttle operator 116 or another suitable operator input device) based on a particular use or application of vehicle 10, i.e., for powering vehicle implements with a power take-off, for charging system capacity, etc. The gear ratio of CVT 48 is selected by an operator with a separate input device, such as a pedal lever, or joystick. In one embodiment, the hydrostatic operating mode is selectable only when vehicle 10 is substantially stopped or when vehicle 10 is moving below a threshold vehicle speed (e.g., 5 mph).

CVT 48 is controlled by CVT control logic 35 to operate in either the manual mimic mode or the automatic mode based on an operator’s selection of the manual or automatic mode via mode selection device 113. In the automatic mode, CVT control logic 35 actively adjusts CVT 48 across a continuum of available gear ratios based on the detected engine speed, the position of throttle operator 116, and a target engine speed, as described herein. In the manual mimic mode, CVT control logic 35 shifts CVT 48 between a plurality of discrete gear ratios to simulate a traditional manual or automatic transmission. In particular, primary clutch 50 is moved to predetermined fixed positions based on an operator shift input (e.g., input from shifter 55 of FIG. 2), and each position provides a different discrete gear ratio. For example, in a first indicated gear, primary clutch 50 is moved to a first predetermined position providing a first gear ratio. When a second indicated gear is selected with shifter 55, primary clutch 50 is moved to a second predetermined position providing a second gear ratio higher than the first gear ratio.

In the illustrated embodiment, an operator inputs a shift command to controller 36 to initiate the discrete gear shift in the manual mimic mode. In one embodiment, the actuation of shifter 55 (FIG. 2) signal shifts to controller 36 to shift the discrete gear ratio of CVT 48. Exemplary shifters 55 include paddles, switches, knobs, shift lever 29 (FIG. 1), or other suitable shift devices. In one embodiment, an upshifter 55 and a downshifter 55 are mounted adjacent steering wheel 28 (FIG. 1) such that an operator may shift gears in manual mimic mode without having to completely remove their hand from the steering wheel 28. In one embodiment, primary clutch 50 is moved to five or six predetermined positions across the displacement range of primary clutch 50 to provide five or six discrete gear ratios of CVT 48, although fewer or additional gear ratios may be provided. In another embodiment, CVT control logic 35 is operative to shift CVT 48 automatically between each predefined discrete gear ratio.

In the automatic mode of operation, CVT control logic 35 continually calculates a target engine speed during vehicle operation based on the detected throttle operator position. Based on the calculated target engine speed and the current engine speed, CVT control logic 35 proactively shifts CVT 48 to a gear ratio that will cause engine control logic 34 (FIG. 2) to control engine 42 to the calculated target engine speed, as described below. An operator is able to adjust the clutch shift profile of CVT 48, and thus the target engine speed corresponding to throttle input, based on input via input device 111 to adjust the desired performance and/or fuel economy of vehicle 10.

Referring to FIG. 24, a flow diagram 450 of an exemplary method performed by CVT control logic 35 is illustrated.
for calculating a target position of primary clutch 50 in the automatic mode of operation. Reference is made to CVT 48 of FIGS. 2-19 throughout the description of FIG. 24. Flow diagram 450 illustrates a control loop that is executed by CVT control logic 35 to continually adjust the target clutch position (i.e., the target gear ratio of CVT 48) during vehicle operation based on the detected engine speed, the throttle demand, and the target engine speed, as described herein. Based on the target clutch position, CVT control logic 35 is further operative to provide a control signal delivered to actuator assembly 80 to move primary clutch 50 to the target clutch position, as described herein with respect to flow diagram 500 of FIG. 29.

[0092] At block 452, CVT control logic 35 detects the current engine speed based on feedback from an engine speed sensor 59. At block 454, CVT control logic 35 determines if the position of primary clutch 50 is currently within operating range limits based on position sensor 114 (FIG. 5). In particular, if moveable sheave 102 is positioned (or is commanded by actuator assembly 80 to be positioned) beyond its predetermined limits of travel along shaft 70, CVT control logic 35 enters a protection mode at block 456 by controlling motor 76 according to the maximum voltage curve illustrated in FIG. 30 and described herein. In one embodiment, the protection mode includes disabling motor 76 and holding sheave 102 at the nearest maximum position within the travel range limits. Upon generating a clutch command signal to move clutch 50 to another position within the range limits, motor 76 is enabled and controlled to move clutch 50 accordingly. As such, the likelihood of damaging clutch components and/or burning out motor 76 is reduced. If the current clutch position is within the travel limits at block 454, CVT control logic 35 proceeds to block 462.

[0093] At block 462, CVT control logic 35 calculates a preliminary target clutch position (i.e., position of moveable sheave 102 along shaft 70) based on the current engine speed detected at block 452, a target engine speed calculated at block 460, and the current clutch position. In the illustrated embodiment, the target engine speed is calculated at block 460 based on a target engine speed map 480, illustrated in FIG. 27 and described below. CVT control logic 35 receives user inputs at block 458 and calculates the target engine speed based on the user inputs. In the illustrated embodiment, the user inputs received at block 458 are the throttle operator position (e.g., pedal position) and a clutch control variable (i.e., a calibration factor used in clutch control). The throttle operator position is provided with the position sensor of throttle operator 116 (FIG. 2). The clutch control variable, also referred to herein as the "K factor," is illustratively selected with input device 111 (FIG. 2). In particular, input device 111 is manipulated by an operator to select the value of the clutch control variable provided as input to CVT control logic 35 for modifying the clutch shift profile of CVT 48. For example, based on the clutch control variable, CVT control logic 35 implements operating characteristics of vehicle 10 ranging from an economic operation with maximized fuel economy to a sport operation with maximized vehicle performance.

[0094] Referring to FIG. 25, an exemplary input device 111 is illustrated as a rotary knob 111. In one embodiment, rotary knob 111 is coupled to a potentiometer or other suitable sensing device for providing position feedback to CVT control logic 35. The magnitude (e.g., voltage magnitude) of the signal provided with knob 111 to CVT control logic 35 corresponds to the position of knob 111. Each position of knob 111 corresponds to a different value of the clutch control variable used in the calculation of the target engine speed at block 460 of FIG. 24. Rotary knob 111 is illustratively mounted to front dashboard 31 of vehicle 10. A vehicle performance indication 430 and a shift intensity indication 432 are illustratively provided adjacent rotary knob 111. In the automatic mode of operation, the vehicle performance indication 430 illustrates the vehicle performance corresponding to the position of knob 111. In the manual mimic mode of operation, the shift intensity indication 432 illustrates the shift quality or shift intensity selected based on the position of knob 111 (described further herein). Rotary knob 111 includes a pointer or selection tab 434 that points to the desired performance level (automatic mode) or the desired shift intensity (manual mode) provided on respective indications 430, 432. To maximize average fuel economy in the automatic mode, rotary knob 111 is rotated fully counterclockwise such that tab 434 points towards the "economy" mode illustrated on indication 430. To maximize vehicle performance (e.g., acceleration, torque, etc.) in the automatic mode, rotary knob 111 is rotated fully clockwise such that tab 434 points to the "sport" mode illustrated on indication 430. As the position of knob 111 is rotated from the economy indication to the sport indication, the performance of vehicle 10 corresponding to the throttle demand increases while the average fuel economy decreases.

[0095] In the illustrated embodiment, the clutch control variable selected with rotary knob 111 has normalized values ranging from -1.0 to +1.0, and each value corresponds to a desired performance of vehicle 10. Referring to FIG. 26, a graph 475 illustrates a curve 476 representing exemplary values of the clutch control variable (i.e., K-factor values) on the y-axis that correspond to a voltage magnitude or position of rotary knob 111 on the x-axis. Curve 476 is illustratively a polynomial regression curve that is fit to several K-factor values, although other suitable curves may be provided depending on the configuration of knob 111. A K-factor value of -1.0 (point 477) corresponds to the economy mode wherein rotary knob 111 of FIG. 25 is rotated fully counterclockwise. A K-factor value of +1.0 (point 478) corresponds to the sport mode wherein rotary knob 111 of FIG. 25 is rotated fully clockwise. Intermediate K-factor values between -1.0 and +1.0 correspond to different performance levels of vehicle 10 (and thus different rotational positions of knob 111). For example, as the K-factor value increases from -1.0 to +1.0, the performance of vehicle 10 associated with throttle demand increases while the average fuel economy decreases. A K-factor value of 0.5 (point 479) illustratively
corresponds to a normal mode of operation wherein the average fuel economy and vehicle performance are both at average or unmodified levels. In the illustrated embodiment, the clutch control variable may be set to any intermediate value continuously through the range between -1.0 and +1.0. Other suitable mappings of the voltage from rotary knob 111, or from another input device 111, to the clutch control variable may be provided.

In another embodiment, shifters 55 (FIG. 2) are used to adjust the value of the clutch control variable in the automatic mode (block 458 of FIG. 24). For example, each actuation of the upshifter 55 or downshifter 55 increments the clutch control variable up or down respectively to adjust the clutch shift profile of CVT 48 incrementally. As such, a discrete number of available clutch shift profiles are selectable with shifters 55 ranging from the peak economy mode to the peak performance mode.

As described above, CVT control logic 35 calculates the target engine speed at block 460 (FIG. 24) based on the clutch control variable selected with rotary knob 111 (or with shifters 55) and the throttle demand. Referring to FIG. 27, an exemplary engine target map 480 is shown illustrating target engine speeds (in rpm) corresponding to a particular throttle demand, i.e., a position of throttle operator 116. Depending on the selected value of the clutch control variable, a different target engine speed curve is calculated and/or selected by CVT control logic 35. Based on the selected target engine speed curve, CVT control logic 35 determines at block 460 of FIG. 24 a target engine speed that corresponds to the detected throttle operator position.

The x-axis of FIG. 27 illustrates the entire range of throttle operator positions from 0% (throttle operator 116 fully released) to 100% (throttle operator 116 fully depressed or actuated by the operator). The y-axis of FIG. 27 illustrates the entire range of target engine speeds. Line 490 represents an exemplary maximum engine speed of engine 42 of about 8300 rpm. Line 492 illustrates the maximum throttle operator position of 100%. Curve 482 of FIG. 27 identifies target engine speeds corresponding to the throttle demand when the K factor is equal to zero. Curve 482 illustrates a linear relationship between the throttle demand and engine speed. Curve 484 corresponds to a K factor of -1.0 and identifies the target engine speeds for the maximized economy mode. Curve 486 corresponds to a K factor of +1.0 and identifies the target engine speeds for the maximized sport mode. Another exemplary curve 488 corresponds to a K factor of +0.75 and illustrates target engine speeds for a mode having increased but not maximized performance characteristics. In one embodiment, each curve includes an associated array of points (e.g., 20 points, etc.), and linear interpolation is used to calculate the target engine speed curve from the array of points.

In one embodiment, CVT control logic 35 calculates a target engine speed curve in real-time during vehicle operation upon detecting the selected value of the clutch control variable. In particular, a group of points from at least one target engine speed curve of map 480 is stored in memory 39 of controller 36. For example, an array of 20 points from linear curve 482 is stored in memory 39. Based on the K-factor value selected with input device 111, an offset or distance from each point in the stored array is calculated and stored in an offset array having the same size as the point array for curve 482. Each offset may be proportional to the K-factor value. Based on the offset array and the point array for curve 482, CVT control logic 35 determines a new array of points that define a new target engine speed curve. In one embodiment, linear interpolation is used to calculate the target engine speed curve from the determined new set of points. In another embodiment, multiple target engine speed curves may be stored in a lookup table in memory 39, and CVT control logic 35 may retrieve and utilize a target engine speed curve that corresponds to the selected value of the clutch control variable. Only four curves are shown in map 480 of FIG. 27 for illustrative purposes. However, CVT control logic 35 is operative to calculate a different curve for each K-factor value. In an embodiment wherein the magnitude of the signal from input device 111 is continuously adjustable, the range of engine speed curves that may be calculated is therefore also continuous.

Referring again to the method of FIG. 24, CVT control logic 35 calculates the target engine speed at block 460 by calculating the curve based on the K-factor and determining the target engine speed corresponding to the throttle demand. With the target engine speed calculated, CVT control logic 35 then determines the target position of primary clutch 50 of CVT 48 that would allow vehicle 10 to achieve that target engine speed, i.e., the clutch position that would cause engine control logic 34 to control engine 42 from the current engine speed to the target engine speed. As such, CVT control logic 35 calculates a preliminary target clutch position at block 462 based on the detected engine speed (block 452), the determined target engine speed, and the current clutch position. In the illustrated embodiment, CVT control logic 35 calculates the preliminary clutch position at block 462 using a PID (proportional-integral-derivative) control loop with the current engine speed, the target engine speed, and the current clutch position as the input variables. In an alternative embodiment, vehicle speed is further considered by CVT control logic 35 in the calculation of the target clutch position.

At block 468, CVT control logic 35 manipulates the preliminary target clutch position at block 470 based on the current vehicle acceleration detected at block 464. In one embodiment, CVT control logic 35 detects the current acceleration based on speed feedback from a ground speed sensor 59 (FIG. 2). CVT control logic 35 calculates a target clutch velocity at block 466 based on the detected vehicle acceleration and modifies the preliminary target clutch position at block 468 based on the target clutch velocity. The target clutch velocity is the rate at which clutch 50 (i.e., moveable sheave 102) is to be moved to its new position, e.g., the rate of change of the gear ratio of CVT 48. By modifying the
target clutch position based on the vehicle acceleration, CVT control logic 35 implements feedforward control of clutch 50 by predicting where the clutch 50 needs to be moved to in order for the engine control logic 34 to react and control engine 42 to the target engine speed identified at block 460. As such, the gear ratio of CVT 48 is proactively shifted based on the vehicle acceleration such that engine 42 achieves the target engine speed. For example, if the target engine speed is higher than the current engine speed of vehicle 10, and vehicle 10 is accelerating rapidly, CVT control logic 35 calculates a clutch velocity configured to shift CVT 48 quickly to reduce the likelihood that engine control logic 34 overshoots the target engine speed. The target clutch velocity determined at block 466 thus serves as a manipulation variable to modify the preliminary target clutch position calculated at block 462.

[0102] In one embodiment, the target velocity of clutch 50 is determined based on a lookup table or other predetermined mapping. FIG. 28 illustrates an exemplary graph 494 that maps the vehicle acceleration values (x-axis) to corresponding clutch velocities (y-axis). In the exemplary mapping of FIG. 28, the target clutch velocity increases gradually around region 495 as the vehicle acceleration increases. As the vehicle acceleration continues to increase, the target clutch velocity increases more rapidly around region 496 before increasing exponentially around region 497. As such, the higher the vehicle acceleration, the more quickly the target clutch velocity increases. The mapping of FIG. 28 illustrates an exemplary clutch control strategy, and other suitable target clutch velocities may be selected for a given vehicle acceleration.

[0103] Upon calculating the target clutch position at block 472, CVT control logic 35 applies travel range limits of CVT 48 at block 474. In particular, if the target clutch position is outside of predetermined limits of travel along shaft 70, CVT control logic 35 resets the target clutch position to the nearest maximum position before proceeding to block 474. If the target clutch position is within the travel limits at block 472, CVT control logic 35 proceeds to block 474. At block 474, CVT control logic 35 sends the calculated target clutch position to the position control algorithm described in FIG. 29.

[0104] Referring to FIG. 29, a flow diagram 500 of an exemplary method performed by CVT control logic 35 is illustrated for generating a control signal for adjusting CVT 48 to the target clutch position. The control signal is provided to actuator assembly 80 during vehicle operation to control CVT 48 based on the calculated target clutch position. At block 502, CVT control logic 35 determines the current position of primary clutch 50 based on position sensor 114 (FIG. 5). Blocks 504 and 506 are identical to blocks 454 and 456 of FIG. 24. In particular, if the current or commanded clutch position is out of range, CVT control logic 35 enters a PID loop with the detected current clutch position and the target clutch position (block 508) as input variables. In the automatic mode, the target clutch position of block 508 is calculated with the method of FIG. 24, as described above.

In the manual mimic mode, the target clutch position is determined based on the discrete gear ratio selected by the operator via shifters 55 (FIG. 2). The output of the PID loop of block 510 is the calculated direction (block 512) and magnitude (514) of clutch movement. In particular, at block 512 the rotational direction of motor 76 and thus the axial direction of moveable sheave 102 are determined. At block 514, the magnitude (e.g., voltage or current magnitude) of the clutch control signal to be provided to motor 76 is determined based on the comparison of the current clutch position and the target clutch position. At block 516, CVT control logic 35 applies the travel range limits of CVT 48 to the target clutch position, as described herein with respect to block 472 of FIG. 24. At block 518, CVT control logic 35 transfers the clutch control signal to motor 76 (or to a motor driver of motor 76) for controlling the gear ratio of CVT 48. In one embodiment, the clutch control signal defines a percentage of pulse-width modulation to be applied to motor 76 as well as the direction of rotation of motor 76.

[0105] In one embodiment, the travel range limits implemented at block 472 of FIG. 24 and block 516 of FIG. 29 are based on the maximum applied voltage limits illustrated in graph 530 of FIG. 30. Graph 530 illustrates an exemplary maximum applied voltage (y-axis) as a function of the position of clutch 50 (x-axis). Moveable sheave 102 of primary clutch 50 has a minimum position limit and a maximum position limit defined by the physical limits of travel, i.e., hard stops, of moveable sheave 102. The minimum position limit corresponds to a fully closed clutch 50 wherein moveable sheave 102 is positioned against fixed sheave 100. The maximum position limit corresponds to a fully open clutch wherein screw portion 188 of inner screw assembly 122 is fully received within screw portion 127 of outer screw assembly 120 (FIG. 14). Clutch 50 further includes a target operating range illustratively defined between positions X1 and X2 of graph 530 that is a smaller travel range than the range defined by the physical limits of travel. In the target operating range, the voltage applied to motor 76 is limited to a maximum limit 534, as illustrated with line 532. Between end position X1 of the target operating range and the minimum physical limit, the maximum applied voltage is ramped down along line 536 from limit 534 to a zero voltage when clutch 50 reaches position Y1. Similarly, between end position X2 of the target operating range and the maximum physical limit, the maximum applied voltage is ramped down along line 538 from limit 534 to a zero voltage when clutch 50 reaches position Y2. Voltage is removed from motor 76 at clutch positions Y1 and Y2 before moveable sheave 102 can reach the respective minimum and maximum travel limits. As such, when the position of clutch 50 is outside the target operating range, the applied voltage is gradually reduced, illustratively linearly, and is removed entirely from motor 76 prior to clutch 50 reaching the minimum/maximum positions to reduce the likelihood of driving moveable sheave 102 into the physical hard stops of CVT 48.

[0106] In the manual mimic mode of operation of CVT 48, controller 36 (FIG. 2) is operative to interrupt engine torque
during the transition between discrete gear ratios. Torque interruption includes reducing or removing engine torque temporarily during the gear shift. Such torque interruption serves to simulate the inertia shift or shift feel associated with shifting gears in a traditional sequential manual or automatic transmission. In one embodiment, the torque interruption further serves to improve the shift speed provided by motor 76 by reducing the axial loads on primary clutch 50 due to engine torque during the shift transient. In the illustrated embodiment, the torque interruption is implemented during an upshift, although torque interruption may also be implemented during downshifts. In one embodiment, CVT control logic 35 detects the shift request from shifter 55 and sends a message or command to engine control logic 34 requesting the torque interruption. In the exemplary embodiment, torque reduction is implemented by engine control logic 34 by temporarily inhibiting or suppressing engine ignition during the transition between discrete gear ratios (i.e., inhibiting or cutting spark from one or more spark plugs of engine 42). Other suitable methods for interrupting engine torque during shift transients may be implemented, such as, for example, by retarding ignition timing, reducing the throttle or air intake, reducing or cutting fuel injection, etc. In one embodiment, vehicle or driveline brakes may be temporarily applied during shift transients to reduce vehicle torque.

[0107] Referring to FIG. 31, an exemplary torque interruption profile 550 calculated by CVT control logic 35 is illustrated with the percentage of the maximum available engine torque on the y-axis and time on the x-axis. At time $T_0$, the torque interruption request is received by engine control logic 34 from CVT control logic 35 upon an operator requesting a gear shift with one of shifters 55. An onset delay between times $T_0$ and $T_1$ serves to delay the onset of the torque reduction. At time $T_1$, implementation of the torque reduction begins. In one embodiment, voltage is applied to motor 76 at about time $T_1$ such that primary clutch 50 begins moving to the new discrete position at about time $T_1$. Between times $T_1$ and $T_2$, the torque reduction is ramped up to reduce the available engine torque from $Torq_{max}$ to $Torq_{min}$. In the illustrated embodiment, $Torq_{max}$ is equal to the maximum available torque (i.e., 100% of available engine torque). In the illustrated embodiment, $Torq_{min}$ is a fraction of the maximum available torque, such as, for example, 30% or 40% of the maximum available torque. Any suitable $Torq_{min}$ may be provided that is less than $Torq_{max}$. Between times $T_2$ and $T_3$, full torque reduction is implemented for a predetermined duration, i.e., the available torque is held at $Torq_{min}$. At time $T_3$, the full torque reduction is ramped back down to increase the available torque from $Torq_{min}$ to $Torq_{max}$ between times $T_3$ and $T_4$. At time $T_4$, the torque reduction ends, and engine control logic 34 allows full available engine torque. In the illustrated embodiment, the available engine torque is linearly decreased between times $T_1$ and $T_2$ and linearly increased between times $T_3$ and $T_4$, although other reduction profiles may be implemented. In one embodiment, the primary clutch 50 completes movement to the new discrete gear position at about time $T_4$ or between times $T_3$ and $T_4$.

[0108] The torque interruption request provided by CVT control logic 35 identifies several parameters that define torque interruption profile 550. In the illustrated embodiment, the onset delay (time from $T_0$ and $T_1$), the magnitude (i.e., difference between $Torq_{min}$ and $Torq_{max}$), the duration (time from $T_1$ and $T_4$), and the ramp rates (time from $T_1$ to $T_2$ and from $T_3$ to $T_4$) of the torque reduction are all included in the torque interruption request to define torque interruption profile 550. The intensity of each upshift is dependent on the values of these parameters.

[0109] In the illustrated embodiment, torque interruption profile 550 of FIG. 31 is modified by an operator with input device 111 to adjust the shift intensity. In particular, referring again to FIG. 25, the rotational position of knob 111 in the manual mimic mode corresponds to a desired shift intensity or quality. The shift intensity is continuously adjustable between "soft" intensity with minimized torque interruption (tab 434 fully counterclockwise) to "firm" shift intensity with maximized torque interruption (tab 434 fully clockwise), as illustrated with indication 432 of FIG. 25. In the illustrated embodiment, the magnitude and/or the duration of the torque interruption are modified based on the position of knob 111. In some embodiments, the onset delay is also adjustable with input device 111. Any other suitable parameters of the torque reduction profile 550 may be adjusted with input device 111 and/or with other operator input. As such, CVT control logic 35 is operative to generate the torque interruption request based on the position of knob 111.

[0110] In one embodiment, the torque interruption profile 550 is further dependent on the current discrete gear ratio and the discrete gear ratio requested with the shifter 55. For example, a shift from the first indicated gear to the second indicated gear in manual mimic mode may be controlled by controller 36 to have a greater shift intensity than a shift from the fourth indicated gear to the fifth indicated gear. Other suitable adjustments of the torque interruption profile may be implemented based on the gear transition.

[0111] In the exemplary embodiment, five indicated gears (first through fifth) are provided in the manual mode, i.e., an operator may select with shifters 55 between five indicated gears. Fewer or additional indicated gears may be provided. In the illustrated embodiment, the indicated first gear has a gear ratio that is variable across a low range, and the other indicated gears (second through fifth) have fixed discrete gear ratios. In particular, in the first indicated gear the actual gear ratio of CVT 48 is continuously adjusted between a minimum low gear ratio and a higher gear ratio. As such, when the indicated first gear is selected by an operator in the manual mode, CVT control logic 35 continuously varies the gear ratio across a predetermined low range (similar to variable clutch operation in the automatic mode). Once an operator selects the indicated second gear with shifter 55, CVT control logic 35 shifts CVT 48 to a discrete gear ratio that is higher than the gear ratios provided in the low range of the indicated first gear. In one embodiment, such variable clutch operation in the indicated first gear reduces the speed at which an operator must shift between the first and second indicated gears.
while still providing the low-end power available in low gear ratios.

[0112] For example, FIG. 32 illustrates an exemplary shifting scheme for a standard six-speed manual sequential transmission. Each indicated gear on the x-axis (i.e., selected by an operator with a shift device) corresponds to a single fixed, physical gear ratio on the y-axis. Indicated sixth gear of FIG. 32 corresponds to vehicle overdrive, for example. FIG. 33 illustrates an exemplary shifting scheme provided with the manual mimic mode of CVT 48. When the indicated first gear is selected (with shifters 55), CVT control logic 35 controls the gear ratio to vary between a minimum low gear ratio 570 (e.g., 3.0 ratio) and a maximum low gear ratio 572 (e.g., 2.1 ratio). As such, the control of CVT 48 in the indicated first gear of manual mode is similar to the control in automatic mode over the low clutch travel range. Each of indicated gears two through five of the exemplary manual mode of FIG. 33 has a corresponding single fixed gear ratio. In the illustrated embodiment, gear ratios 570, 572 of the indicated first gear correspond to the first and second gear ratios of the exemplary standard shifting scheme of FIG. 32.

[0113] CVT control logic 35 further includes shift protection logic operative to monitor vehicle operating characteristics before allowing an upshift or a downshift in the manual operating mode. In particular, CVT control logic 35 determines whether it will execute a shift request based on the monitored engine speed. For each indicated gear in the manual mimic mode, a low engine speed threshold and a high engine speed threshold are stored in memory 39. For a downshift request, CVT control logic 35 does not implement the downshift if the detected engine speed is above the high engine speed threshold that is associated with the current indicated gear. For an upshift request, CVT control logic 35 does not implement the upshift if the detected engine speed is below the low engine speed threshold that is associated with the current indicated gear. In one embodiment, the high engine speed threshold for each indicated gear is set to reduce the likelihood that a downshift causes the engine 42 to overspeed or redline. In one embodiment, the low engine speed threshold for each indicated gear is set to reduce the likelihood that an upshift causes the engine 42 to fall below a minimum ideal operating speed while the vehicle is moving. As such, the likelihood that the starting clutch 170 disengages or slips relative to primary clutch 50 during vehicle operation is reduced, for example. Further, the low engine speed threshold further ensures that CVT 48 is at a minimum clutch ratio (i.e., the indicated first gear) when vehicle 10 comes to a stop. In the illustrated embodiment, CVT control logic 35 does not consider vehicle speed when determining whether a shift request is allowed during normal vehicle operation. Because vehicle speed is not considered, the protection control is implemented with the same low and high engine speed thresholds regardless of the final drive ratio (e.g., low or high gear) provided with sub-transmission 56 (FIG. 2). In one embodiment, upon a detected failure of the engine speed signal, the vehicle speed is considered by control logic 35 to determine whether to execute the shift request.

[0114] In one embodiment, CVT control logic 35 forces a downshift in the manual mimic mode when the detected engine speed drops below a predetermined threshold speed. Each indicated gear other than first gear has an associated predetermined threshold speed that dictates when a downshift will be automatically executed by CVT control logic 35. For each indicated gear, the predetermined threshold speed for forcing a downshift is lower than the low threshold speed for preventing execution of an upshift request described above.

[0115] CVT control logic 35 is operative to allow an operator to switch between automatic and manual modes on the fly during movement of vehicle 10. An operator may request a change between the automatic and manual modes with mode selection device 113 at any time during vehicle operation. CVT control logic 35 monitors operating parameters of vehicle 10 to determine whether the mode change request is safe for execution. Referring to FIG. 34, a flow diagram 600 of an exemplary mode change operation of CVT control logic 35 is illustrated. At block 602, CVT control logic 35 determines the current mode of operation (automatic or manual). At block 606, CVT control logic 35 detects a mode change request from mode selection device 113 (block 604). Upon detection of the mode change request, CVT control logic 35 implements one of two mode change strategies - manual to automatic or automatic to manual. For a manual to automatic mode change request (block 608), CVT control logic 35 determines a target clutch position based on the throttle demand, the current engine speed, and the target engine speed, as described herein with respect to FIG. 24. CVT control logic 35 then compares the target clutch position to the current fixed clutch position of the manual mode, and calculates the transition from the current fixed clutch position to the target clutch position. CVT control logic 35 then switches from the manual mode to the automatic mode at block 610 and implements the transition.

[0116] For an automatic to manual mode change request (block 612), CVT control logic 35 determines the next lowest discrete gear ratio of the manual mode at block 614 as compared with the current clutch position. The clutch position corresponding to the next lowest discrete gear ratio is pre-selected and loaded into the gear state before the mode transition occurs. At block 616, CVT control logic 35 determines if the selected discrete gear ratio is within predetermined limits based on the engine speed. In particular, CVT control logic 35 calculates the distance between the current clutch position and the desired clutch position corresponding to the discrete gear selected at block 614. CVT control logic 35 compares this distance to the total distance between the desired clutch position (of the selected discrete gear) and the clutch position of the next highest discrete gear above the selected lower discrete gear. A high engine speed threshold is calculated based on these parameters as follows:
the target position of the first clutch of the continuously variable transmission further based on the acceleration of the engine.

of the continuously variable transmission based on the calculated target engine speed and the determined speed of the speed based on the throttle demand and the clutch control variable; and calculating a target position of the first clutch moveable by an actuator to modulate a gear ratio of the continuously variable transmission; calculating a target engine continuously variable transmission of the vehicle including a first clutch and a second clutch, the first clutch being of the vehicle; detecting a throttle demand; determining a clutch control variable based on an operator input device, the intruder level of vehicle stability control.

Various aspects of embodiments of the present invention disclosed herein are described in paragraphs [00155] to [00243] here below:

A method of controlling a continuously variable transmission of a vehicle, the vehicle including an engine operative to drive the continuously variable transmission, the method including: determining a speed of the engine of the vehicle; detecting a throttle demand; determining a clutch control variable based on an operator input device, the continuously variable transmission of the vehicle including a first clutch and a second clutch, the first clutch being moveable by an actuator to modulate a gear ratio of the continuously variable transmission; calculating a target engine speed based on the throttle demand and the clutch control variable; and calculating a target position of the first clutch of the continuously variable transmission based on the calculated target engine speed and the determined speed of the engine.

The method of paragraph [00155], further including determining an acceleration of the vehicle and calculating the target position of the first clutch of the continuously variable transmission further based on the acceleration of the vehicle.
[0125] The method of paragraph [00155] or [00156], the actuator being configured to move the first clutch from an initial position to the target position, the method further including determining a target velocity of the first clutch based on the vehicle acceleration for a movement of the first clutch from the initial position to the target position, wherein the calculating the target position of the first clutch of the continuously variable transmission is further based on the target velocity.

[0126] The method of any of paragraphs [00155] to [00157], further including providing a control signal to the actuator to adjust the first clutch of the continuously variable transmission to the target position.

[0127] The method of any of paragraphs [00155] or [00158], further including adjusting the target engine speed upon detection of an adjustment of the clutch control variable with the operator input device, wherein adjustment of the target engine speed is operative to adjust a performance level of the vehicle corresponding to the throttle demand.

[0128] The method of paragraph [00159], wherein adjusting the performance level of the vehicle includes adjusting between a peak fuel economy performance level and a peak engine torque performance level.

[0129] The method of any of paragraphs [00155] to [00160], wherein calculating the target engine speed includes accessing a target engine speed map stored in memory of the at least one controller and determining the target engine speed associated with the throttle demand from the target engine speed map based on the clutch control variable.

[0130] The method of any of paragraphs [00155] to [00161], wherein the throttle demand is based on a detected position of a throttle operator device, the throttle operator device being actuated by an operator during vehicle operation.

[0131] The method of any of paragraphs [00155] to [00162], wherein the operator input device is moveable between a plurality of positions each corresponding to a different performance level of the vehicle, and wherein the clutch control variable is determined based on the position of the operator input device.

[0132] A vehicle including: a chassis; a ground engaging mechanism configured to support the chassis; an engine supported by the chassis; a continuously variable transmission driven by the engine, the continuously variable transmission including a first clutch, a second clutch, and a belt coupled to the first and second clutches, the first clutch being adjustable with an actuator to modulate a gear ratio of the continuously variable transmission; a throttle valve configured to regulate a speed of the engine; at least one controller including engine control logic operative to control a position of the throttle valve and transmission control logic operative to control a position of the first clutch of the continuously variable transmission; an engine speed sensor in communication with the at least one controller for detecting a speed of the engine; a throttle operator device moveable by an operator and including a position sensor in communication with the at least one controller, the position sensor being configured to detect a position of the throttle operator; and an operator input device in communication with the at least one controller configured to adjust a clutch control variable provided to the at least one controller, the transmission control logic being operative to calculate a target engine speed based on the clutch control variable and the position of the throttle operator device, the transmission control logic being operative to calculate a target position of the first clutch of the continuously variable transmission based on the target engine speed and the detected engine speed.

[0133] The vehicle of paragraph [00164], the transmission control logic being operative to determine an acceleration of the vehicle and to calculate the target position of the first clutch further based on the vehicle acceleration.

[0134] The vehicle of paragraph [00164] or [00165], the transmission control logic being operative to control the actuator to move the first clutch from an initial position to the target position, the transmission control logic further determining a target velocity of the first clutch based on the vehicle acceleration for a movement of the first clutch from the initial position to the target position, wherein the transmission control logic calculates the target position of the first clutch of the continuously variable transmission further based on the target velocity.

[0135] The vehicle of any of paragraphs [00164] to [00166], the transmission control logic being further operative to generate a control signal provided to the actuator to adjust the first clutch of the continuously variable transmission to the target position.

[0136] The vehicle of any of paragraphs [00164] to [00167], the transmission control logic being further operative to adjust the target engine speed corresponding to the position of the throttle operator device upon detection of an adjustment of the clutch control variable with the operator input device, wherein adjustment of the target engine speed is operative to adjust a performance level of the vehicle corresponding to the position of the throttle operator device.

[0137] The vehicle of paragraph [00168], wherein adjusting the performance level of the vehicle includes adjusting between a peak fuel economy performance level and a peak engine torque performance level.

[0138] The vehicle of any of paragraphs [00164] to [00169], wherein the transmission control logic calculates the target engine speed by accessing a target engine speed map stored in memory of the at least one controller and determining the target engine speed associated with the position of the throttle operator device from the target engine speed map based on the clutch control variable.

[0139] The vehicle of any of paragraphs [00164] to [00170], wherein the operator input device is moveable between a plurality of positions each corresponding to a different performance level of the vehicle, and wherein the clutch control variable is determined based on the position of the operator input device.

[0140] The vehicle of any of paragraphs [00164] to [00171], wherein the target position of the first clutch corresponds to...
A method of controlling a continuously variable transmission of a vehicle, the vehicle including an engine operative to drive the continuously variable transmission, the method including: controlling a first clutch of the continuously variable transmission of the vehicle by transmission control logic to an initial fixed position in a manual mode of operation, the continuously variable transmission including the first clutch, a second clutch, and a belt coupled to the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission, the first clutch of the continuously variable transmission in the manual mode of operation being adjustable between a plurality of discrete fixed positions based on shift requests initiated with a shift request device; receiving a shift request identifying a target fixed position of the first clutch of the continuously variable transmission; shifting the continuously variable transmission from the initial fixed position to the target fixed position; and initiating a torque reduction of the engine during the shifting to reduce a torque generated by the engine, wherein at least one of a magnitude and a duration of the torque reduction is adjustable based on an operator input device.

The method of paragraph [00173], further including adjusting the at least one of the magnitude and the duration of the torque reduction based on an adjustment request initiated with the operator input device.

A vehicle including: a chassis; a ground engaging mechanism configured to support the chassis; an engine supported by the chassis; a continuously variable transmission driven by the engine, the continuously variable transmission including a first clutch, a second clutch, and a belt coupled to the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission; at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation; a shift request device in communication with the at least one controller, wherein in the manual mode of operation the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device; and an operator input device in communication with the at least one controller, wherein the at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position, wherein at least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

The vehicle of paragraph [00180], wherein the at least one controller includes engine control logic operative to control operation of the engine and transmission control logic operative to control operation of the continuously variable transmission, wherein the transmission control logic generates a torque reduction request received by the engine control logic to initiate the torque reduction of the engine.

The vehicle of paragraph [00180] or [00181], wherein the torque reduction includes at least one of suppressing engine ignition and retarding engine ignition timing during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

The vehicle of paragraph [00180] or [00181], wherein the torque reduction includes at least one of cutting and retarding the timing of ignition to the engine during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

The vehicle of any of paragraphs [00173] to [00176], wherein the torque reduction includes reducing an opening of a throttle valve of the engine during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

The vehicle of paragraph [00180], wherein the at least one controller includes engine control logic operative to control operation of the engine and transmission control logic operative to control operation of the continuously variable transmission, wherein the transmission control logic generates a torque reduction request received by the engine control logic to initiate the torque reduction of the engine.

The vehicle of paragraph [00180] or [00181], wherein the torque reduction includes at least one of suppressing engine ignition and retarding engine ignition timing during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

The vehicle of any of paragraphs [00173] to [00176], wherein the torque reduction includes at least one of suppressing engine ignition and retarding engine ignition timing during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position; and initiating a torque reduction of the engine based on shift requests initiated with the shift request device; and an operator input device in communication with the at least one controller, wherein in the automatic mode of operation the position of the first clutch of the continuously variable transmission is varied across a continuous range based on a speed of the engine and a throttle demand.

The vehicle of any of paragraphs [00180] to [00184], wherein an onset delay of the torque reduction is adjustable based on an operator input device.
A continuously variable transmission including: a shaft; and a clutch having a first sheave and a second sheave each supported by the shaft, the second sheave having an outer profile and being configured to move relative to the first sheave along the shaft, the bearing being positioned between the bushing assembly and the screw assembly.

The transmission of paragraph [0167], wherein the bearing is an angular contact bearing.

A continuously variable transmission including: a shaft; and a clutch further including a sliding assembly configured to move the second sheave relative to the first sheave along the shaft, the sliding assembly including a bearing configured to move with the second sheave along the shaft, the second sheave having an outer profile, the bearing being positioned outside of the outer profile of the second sheave.

The transmission of any of paragraphs [0168] to [0169], wherein the sliding assembly includes a bushing assembly coupled to the shaft, and the bearing is positioned between the bushing assembly and the screw assembly.

A continuously variable transmission including: a shaft; and a clutch having a first sheave and a second sheave each supported by the shaft, the clutch further including a sliding assembly configured to move the second sheave relative to the first sheave along the shaft, the sliding assembly including a bearing configured to move with the second sheave along the shaft, the second sheave having an outer profile, and being configured to move relative to the first sheave along the shaft, the clutch further including a bushing assembly configured to move with the second sheave,
at least a portion of the bushing assembly being positioned outside of the outer profile of the second sheave.

[0168] The transmission of paragraph [00199], the clutch further including a screw assembly and a bearing positioned between the screw assembly and the bushing assembly, a rotation of the screw assembly causing axial movement of the bushing assembly and the second sheave relative to the first sheave.

[0169] The transmission of paragraph [00199] or [00200], the bushing assembly including a neck portion configured to engage the bearing, the neck portion of the bushing assembly being positioned outside of the outer profile of the second sheave.

[0170] A continuously variable transmission including: a shaft; and a clutch having a first sheave and a second sheave each coupled to the shaft, the second sheave having an inner diameter near the shaft and an outer diameter, the clutch further including a sliding assembly coupled to the shaft and to the second sheave, the sliding assembly and the second sheave cooperating to form a sliding interface near the outer diameter of the second sheave.

[0171] The transmission of paragraph [00202], wherein the second sheave includes a plurality of ridges and the sliding interface includes a plurality of clips configured to engage the plurality of ridges to form the sliding interface.

[0172] A continuously variable transmission including: a first clutch including a first sheave and a second sheave moveable relative to the first sheave; a second clutch; a belt coupled between the first and second clutches; and an actuator configured to move the second sheave of the first clutch relative to the first sheave of the first clutch, the actuator being positioned between the first clutch and the second clutch.

[0173] The transmission of paragraph [00204], wherein the first clutch has an outer profile and the actuator is positioned completely outside the outer profile of the first clutch.

[0174] The transmission of paragraph [00204] or [00205], wherein the actuator includes a motor, a reduction gear, and a gear shaft, the gear shaft being positioned between the first clutch and the second clutch.

[0175] The transmission of any of paragraphs [00204] to [00206], wherein the continuously variable transmission further includes a housing, the first and second clutches are positioned in the housing, and at least a portion of the motor and at least a portion of the reduction gear are positioned outside of the housing.

[0176] A recreational vehicle including: a chassis; a ground engaging mechanism configured to support the chassis; an engine supported by the chassis; a continuously variable transmission driven by the engine, the continuously variable transmission including a first clutch and a second clutch, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission; and an electro-hydraulic circuit configured to control the first clutch, the electro-hydraulic circuit including a motor, a hydraulic pump driven by the motor, and an actuator driven by the hydraulic pump and configured to adjust the first clutch, the actuator being coupled adjacent the continuously variable transmission and at least one of the motor and the hydraulic pump being positioned away from the continuously variable transmission.

[0177] The vehicle of paragraph [00208], wherein the actuator and the continuously variable transmission are positioned at a first end of the vehicle, and the at least one of the motor and the hydraulic pump is positioned at a second end of the vehicle opposite the first end or at a middle portion of the vehicle between the first and second ends.

[0178] A vehicle including: a chassis; a ground engaging mechanism configured to support the chassis; an engine supported by the chassis and having an output; a continuously variable transmission driven by the engine, the continuously variable transmission including a first clutch driven by the engine, a second clutch driven by the first clutch, and a belt coupled between the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission; and a centrifugal starting clutch coupled to the output of the engine, the centrifugal starting clutch being configured to engage the first clutch upon a speed of the engine reaching a threshold speed.

[0179] The vehicle of paragraph [00210], wherein the engine includes an engine case and an output shaft, and the centrifugal starting clutch is coupled to the output shaft and is external to the engine case.

[0180] The vehicle of paragraph [00211], wherein the centrifugal starting clutch is positioned in an interior region of the first clutch.

[0181] A continuously variable transmission including: a shaft; and a clutch having a first sheave and a second sheave each coupled to the shaft, the second sheave having an inner diameter near the shaft and an outer diameter, the clutch further including a sliding assembly coupled to the shaft and to the second sheave, the sliding assembly and the second sheave cooperating to form a sliding interface near the outer diameter of the second sheave.

[0182] The transmission of paragraph [00213], wherein the controller adjusts the first clutch upon detection of the airborne state to reduce an acceleration of the drive train.

[0183] The vehicle of paragraph [00213] or [00214], wherein the target speed is based on the detected speed of the drive train when the vehicle is in the grounded state.
drive train immediately prior to the vehicle being in the airborne state.

[0184] The vehicle of any of paragraphs [00213] to [00215], wherein the controller adjusts the first clutch upon detection of the airborne state by reducing a rate of upshifting of the continuously variable transmission.

[0185] The vehicle of any of paragraphs [00213] to [00216], wherein the controller adjusts the first clutch upon detection of the airborne state by at least one of downshifting the continuously variable transmission to a lower gear ratio and holding the gear ratio of the continuously variable transmission substantially constant.

[0186] The vehicle of any of paragraphs [00213] to [00217], wherein the controller determines the acceleration of the drive train based on the detected speed of the drive train, and the controller detects the airborne state of the vehicle based on the acceleration of the drive train exceeding a threshold acceleration.

[0187] The vehicle of any of paragraphs [00213] to [00218], wherein the controller detects the airborne state of the vehicle based on the detected height of the suspension system exceeding a threshold height.

[0188] The vehicle of any of paragraphs [00213] to [00219], further including a throttle valve configured to regulate fuel to the engine, the controller being operable to control a position of the throttle valve, wherein the controller is operative to adjust the first clutch and to reduce an opening of the throttle valve upon detection of the airborne state of the vehicle to reduce the acceleration of the drive train.

[0189] A method of controlling a continuously variable transmission of a vehicle, the method including: providing a vehicle including a chassis, a suspension system, and a drive train, the drive train including an engine, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis, the continuously variable transmission including a first clutch and a second clutch, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission; detecting a speed of the drive train with a speed sensor; detecting an airborne state of the vehicle based on at least one of an acceleration of the drive train and a height of the suspension system, the acceleration being determined based on the detected speed of the vehicle; and adjusting the first clutch of the continuously variable transmission upon detection of the airborne state of the vehicle to reduce the acceleration of the drive train.

[0190] The method of paragraph [00221], wherein the adjusting the first clutch of the continuously variable transmission reduces the speed of the drive train to a target speed, and the target speed is based on a speed of the drive train when the vehicle is in the grounded state prior to being in the airborne state.

[0191] The method of paragraph [00221] or [00222], wherein the adjusting the first clutch of the continuously variable transmission includes at least one of downshifting the continuously variable transmission to a lower gear ratio and reducing a rate of upshifting of the continuously variable transmission.

[0192] The method of any of paragraphs [00221] to [00223], wherein the vehicle further includes a throttle valve configured to regulate an amount of fuel provided to the engine, the method further including reducing an opening of the throttle valve upon detection of the airborne state of the vehicle to reduce the acceleration of the drive train.

[0193] A method of controlling a continuously variable transmission of a vehicle, the method including the steps of: providing a vehicle having a continuously variable transmission, an actuator coupled to the continuously variable transmission, and an auxiliary power connector configured to route electrical power from an external power supply to the actuator, the continuously variable transmission including a first clutch, a second clutch, and a belt coupled to the first and second clutches, the actuator being configured to move the first clutch to adjust a gear ratio of the continuously variable transmission; detecting a connection of the external power supply to the auxiliary power connector; routing to the actuator electrical power from the auxiliary power connector upon detecting the external power supply; and controlling the actuator with the electrical power to move the first clutch to a home position.

[0194] The method of paragraphs [00225], wherein the vehicle further includes an engine and a power generator coupled to and driven by the engine, the power generator is configured to provide electrical power to the vehicle only during operation of the engine, and the detecting, the routing, and the controlling are performed while the engine of the vehicle is shut down.

[0195] The method of paragraph [00225] or [00226], wherein the vehicle further includes a controller operative to receive the electrical power from the auxiliary power connector and to control the delivery of the electrical power to the actuator to control the actuator, and the controller automatically controls the actuator to move the first clutch to the home position upon detection by the controller of the electrical power from the external power supply.

[0196] The method of any of paragraphs [00225] to [00227], wherein the first clutch includes a first sheave and a second sheave that is moveable relative to the first sheave, the belt is positioned between the first sheave and the second sheave, and in the home position of the first clutch the second sheave is positioned away from contact with the belt.

[0197] The method of any of paragraphs [00225] to [00228], the vehicle further including a switch moveable by an operator between a first position blocking the electrical power from the actuator and a second position routing the electrical power to the actuator.

[0198] A recreational vehicle including: a chassis; a drive train including an engine supported by the chassis, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis, the continuously variable transmission including a first clutch, a second clutch, and a belt coupled to the first
and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission; an actuator coupled to the continuously variable transmission for adjusting the first clutch; an auxiliary power connector configured to route electrical power to the actuator from an external power source; and a controller operative to control routing of the electrical power from the external power source to the actuator to power the actuator, wherein the controller is operative to detect a connection of the external power source to the auxiliary power connector and to control the actuator with the electrical power to move the first clutch to a home position upon detection of the external power supply.

[0199] The recreational vehicle of paragraph [00230], further including a power generator coupled to and driven by the engine, wherein the power generator is configured to provide electrical power to the vehicle during operation of the engine, and wherein the controller is operative to detect the connection of the external power source to the auxiliary power connector and to control the actuator with the electrical power to move the first clutch to the home position while the power generator is shut down.

[0200] The recreational vehicle of paragraph [00231], wherein the first clutch includes a first sheave and a second sheave that is moveable relative to the first sheave, the belt is positioned between the first sheave and the second sheave, and in the home position the second sheave is positioned away from contact with the belt.

[0201] The recreational vehicle of paragraph [00231] or [00232], further including a switch moveable between a first position blocking the electrical power from the actuator and a second position routing the electrical power to the actuator, wherein manual actuation of the switch by an operator is operative to move the switch between the first and second positions to control the position of the first clutch.

[0202] A method of controlling a continuously variable transmission of a vehicle, the method including: providing a vehicle having a continuously variable transmission, an actuator coupled to the continuously variable transmission, a power generator configured to provide electrical power to the vehicle during operation of the vehicle, and an energy storage device, the continuously variable transmission including a first clutch and a second clutch, the actuator being configured to adjust a position of the first clutch to modulate a gear ratio of the continuously variable transmission; controlling the first clutch of the continuously variable transmission with the electrical power provided with the power generator; charging the energy storage device with the electrical power provided with the power generator during operation of the vehicle while the energy storage device is electrically decoupled from the actuator; detecting a loss of electrical power from the power generator; and routing electrical power from the energy storage device to the actuator to move the first clutch to a home position upon detecting the loss of electrical power from the power generator.

[0203] The method of paragraph [00234], wherein the vehicle further includes a controller and a switch controlled by the controller, the switch is coupled between the energy storage device and the actuator, and the controller closes the switch upon detection by the controller of the loss of electrical power from the power generator to route the electrical power from the energy storage device to the actuator.

[0204] The method of paragraph [00234] or [00235], wherein the energy storage device is an ultra-capacitor.

[0205] The method of any of paragraphs [00234] to [00236], wherein the continuously variable transmission further includes a belt coupled to the first and second clutches, the first clutch includes a first sheave and a second sheave that is moveable relative to the first sheave, and in the home position the second sheave is positioned away from contact with the belt.

[0206] A recreational vehicle including: a chassis; a drive train including an engine supported by the chassis, a continuously variable transmission driven by the engine, and a ground engaging mechanism configured to support the chassis, the continuously variable transmission including a first clutch, a second clutch, and a belt coupled to the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission; a power generator coupled to and driven by the engine for providing electrical power to the vehicle; an energy storage device configured to store electrical power provided by the power generator; and at least one controller operative to route power from the power generator to the actuator to control the position of first clutch of the continuously variable transmission during vehicle operation, the at least one controller further being operative to route electrical power stored at the energy storage device to the actuator to move the first clutch to a home position upon detection by the at least one controller of a loss of electrical power from the power generator.

[0207] The recreational vehicle of paragraph [00238], wherein the at least one controller includes a first controller and a second controller, the first controller is operative to route electrical power from the power generator to the actuator to control the position of first clutch during vehicle operation, and the second controller is operative to route electrical power stored at the energy storage device to the actuator to move the first clutch to the home position upon detection by the second controller of a loss of electrical power from the power generator.

[0208] The recreational vehicle of paragraph [00238] or [00239], wherein the at least one controller detects the loss of power from the generator by detecting a shutdown of the engine.

[0209] The recreational vehicle of any of paragraphs [00238] to [00240], wherein the energy storage device is an ultra-capacitor.

[0210] The recreational vehicle of any of paragraphs [00238] to [00241], wherein the first clutch includes a first sheave and a second sheave that is moveable relative to the first sheave, and in the home position the second sheave is
positioned away from contact with the belt.

[0211] The recreational vehicle of any of paragraphs [00238] to [00242], wherein during operation of the engine the energy storage device is decoupled from the actuator, and wherein the at least one controller controls a switch to couple the energy storage device to the actuator upon detection of the loss of electrical power from the power generator.

Claims

1. A method of controlling a continuously variable transmission of a vehicle, the vehicle including an engine operative to drive the continuously variable transmission, the method including:

controlling a first clutch of the continuously variable transmission of the vehicle by transmission control logic to an initial fixed position in a manual mode of operation, the continuously variable transmission including the first clutch, a second clutch, and a belt coupled to the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission, the first clutch of the continuously variable transmission in the manual mode of operation being adjustable between a plurality of discrete fixed positions based on shift requests initiated with a shift request device;

receiving a shift request identifying a target fixed position of the first clutch of the continuously variable transmission;

shifting the continuously variable transmission from the initial fixed position to the target fixed position; and

initiating a torque reduction of the engine during the shifting to reduce a torque generated by the engine, wherein at least one of a magnitude and a duration of the torque reduction is adjustable based on an operator input device.

2. The method of claim 1, further including adjusting the at least one of the magnitude and the duration of the torque reduction based on an adjustment request initiated with the operator input device.

3. The method of claim 1 or 2, wherein the initiating the torque reduction of the engine includes generating a torque reduction request that identifies the at least one of the magnitude and the duration of the torque reduction.

4. The method of claim 3, wherein the torque reduction includes at least one of suppressing engine ignition and retarding engine ignition timing during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

5. The method of any of claims 1 to 4, wherein the torque reduction includes at least one of cutting and retarding the timing of ignition to the engine during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

6. The method of any of claims 1 to 4, wherein the torque reduction includes reducing an opening of a throttle valve of the engine during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

7. The method of any of claims 1 to 6, wherein an onset delay of the torque reduction is adjustable based on the operator input device, the onset delay including a delay between the receipt of the shift request and the initiation of the torque reduction of the engine.

8. A vehicle including:

a chassis;

a ground engaging mechanism configured to support the chassis;

an engine supported by the chassis;

a continuously variable transmission driven by the engine, the continuously variable transmission including a first clutch, a second clutch, and a belt coupled to the first and second clutches, the first clutch being adjustable to modulate a gear ratio of the continuously variable transmission;

at least one controller configured to control a position of the first clutch of the continuously variable transmission in a manual mode of operation;

a shift request device in communication with the at least one controller, wherein in the manual mode of operation the first clutch of the continuously variable transmission is shifted by the at least one controller between a plurality of discrete fixed positions based on shift requests initiated with the shift request device; and
an operator input device in communication with the at least one controller, wherein the at least one controller is operative to initiate a torque reduction of the engine during a shift of the first clutch of the continuously variable transmission from an initial fixed position to a target fixed position, wherein at least one of a magnitude and a duration of the torque reduction is adjustable based on the operator input device.

9. The vehicle of claim 8, wherein the at least one controller includes engine control logic operative to control operation of the engine and transmission control logic operative to control operation of the continuously variable transmission, wherein the transmission control logic generates a torque reduction request received by the engine control logic to initiate the torque reduction of the engine.

10. The vehicle of claim 8 or 9, wherein the torque reduction includes at least one of suppressing engine ignition and retarding engine ignition timing during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

11. The vehicle of any of claims 8 to 10, further including a throttle valve controlled by the at least one controller and configured to regulate a speed of the engine, wherein the torque reduction includes reducing an opening of a throttle valve of the engine during a transition of the first clutch of the continuously variable transmission from the initial fixed position to the target fixed position.

12. The vehicle of any of claims 8 to 11, further including an operating mode selection device in communication with the at least one controller for selecting between an automatic mode of operation and the manual mode of operation, wherein in the automatic mode of operation the position of the first clutch of the continuously variable transmission is varied across a continuous range based on a speed of the engine and a throttle demand.

13. The vehicle of any of claims 8 to 12, wherein an onset delay of the torque reduction is adjustable based on the operator input device, the onset delay including a delay between a receipt of a shift request and the initiation of the torque reduction of the engine.
Vehicle Key On. OK to Start Indicator?

Yes

Operator Starts via Recoil

Engine Running

Operator Commands Engine to Stop

eCVT Returns to Home Position

ECU Allows Engine to Power Down

Engine Powers Down

No

Clutch Must be Moved

Clutch Requires Move

Manual

Cover off. Returned to Start Position

Auto

Provide aux 12V - Return to Start Position

Clutch at Home?

Yes

No

Fig. 21
Fig. 23

1. Engine Running
2. Abrupt Power Loss Detected
3. Operator Signals Shutdown
4. Normal Shutdown Process
5. System Shutdown OK
6. Use Ultra-Capacitor to Return System to Home
7. System OK?
8. Yes
9. No
10. Flag - Go to Manual Clutch Mode
11. 4.10
12. 4.12
13. 4.14
14. 4.16
15. 4.18
16. 4.02
17. 4.04
18. 4.06
19. 4.08
FIG. 24
K-Factor vs. Knob Position
(with polynomial response fit)

FIG. 26
Engine Target MAP Visualization

FIG. 27
FIG. 29

1. DETECT CURRENT CLUTCH POSITION
2. CURRENT CLUTCH POSITION WITHIN RANGE?
   - NO: PROTECTION MODE
   - YES: TARGET POSITION
3. PID LOOP
4. CALCULATE DIRECTION
5. CALCULATE MAGNITUDE
6. APPLY RANGE LIMITS
7. TRANSFER CONTROL SIGNAL TO MOTOR
FIG. 30
FIG. 31

T0 = Torque Reduction Request Initiation
T1 = Onset of Torque Reduction
T2 = Start of Full Reduction
T3 = End of Full Reduction
T4 = End of Torque Reduction
FIG. 34

1. DETERMINE CURRENT MODE
2. DETECT MODE CHANGE REQUEST?
   - NO
   - YES → MANUAL TO AUTO
3.手动到自动
   - SWITC TO AUTO MODE CONTROL BASED ON CURRENT GEAR RATIO
4. AUTO TO MANUAL
   - CALCULATE NEXT LOWEST GEAR RATIO
   - DESIRED GEAR RATIO WITHIN LIMITS?
     - NO
     - YES → SWITCH TO MANUAL MODE CONTROL
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>WO 98/50248 A1 (ROVER GROUP [GB]; JACKSON NEIL DAVID [GB]) 12 November 1998 (1998-11-12)</td>
<td>1-13</td>
<td>B60W30/188</td>
</tr>
<tr>
<td></td>
<td>* page 2, line 10 - page 4, line 3 *</td>
<td></td>
<td>B60W10/06</td>
</tr>
<tr>
<td></td>
<td>* page 7, line 1 - page 11, line 8 *</td>
<td></td>
<td>B60W10/02</td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
<td>F16H9/18</td>
</tr>
<tr>
<td></td>
<td>* paragraphs [0006], [0023], [0024] *</td>
<td></td>
<td>B60W30/19</td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* the whole document *</td>
<td></td>
<td>F16H59/08</td>
</tr>
<tr>
<td></td>
<td>* paragraphs [0057], [0078], [0079]; claim 10 *</td>
<td></td>
<td>B60W50/08</td>
</tr>
<tr>
<td></td>
<td>* the whole document *</td>
<td></td>
<td>F16H</td>
</tr>
<tr>
<td></td>
<td>* the whole document *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* paragraphs [0028] - [0036], [0063] - [0065]; figures 1-6 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* column 4, line 52 - column 5, line 31; claim 9; figures 1-5 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>* the whole document *</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
</table>

The present search report has been drawn up for all claims

**Place of search**: Munich  
**Date of completion of the search**: 21 February 2017  
**Examiner**: Nielles, Daniel

### CATEGORY OF CITED DOCUMENTS

- T: theory or principle underlying the invention
- E: earlier patent document, published before the filing date
- D: document cited in the application
- L: document cited for other reasons
- M: member of the same patent family, corresponding document

### TECHNICAL FIELDS SEARCHED (IPC)

- 13
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

21-02-2017

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>DE 69800331 D1</td>
<td>02-11-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69800331 T2</td>
<td>04-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2154938 T3</td>
<td>16-04-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2325033 A</td>
<td>11-11-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 200524178 A</td>
<td>27-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6322478 B1</td>
<td>27-11-2001</td>
</tr>
<tr>
<td>US 2005049772 A1</td>
<td>03-03-2005</td>
<td>DE 102004037864 A1</td>
<td>31-03-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005049772 A1</td>
<td>03-03-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4376034 B2</td>
<td>02-12-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005140174 A</td>
<td>02-06-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005096822 A1</td>
<td>05-05-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007327574 A</td>
<td>20-12-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007287589 A1</td>
<td>13-12-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3341633 B2</td>
<td>05-11-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H1120512 A</td>
<td>26-01-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5976054 A</td>
<td>02-11-1999</td>
</tr>
<tr>
<td>US 2011166755 A1</td>
<td>07-07-2011</td>
<td>CN 102159438 A</td>
<td>17-08-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4818337 B2</td>
<td>16-11-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010069966 A</td>
<td>02-04-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011166755 A1</td>
<td>07-07-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010032666 A1</td>
<td>25-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 59201036 D1</td>
<td>02-02-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2066617 T3</td>
<td>01-03-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3279562 B2</td>
<td>30-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H06508905 A</td>
<td>06-10-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5514046 A</td>
<td>07-05-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9300532 A1</td>
<td>07-01-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4622865 A</td>
<td>18-11-1986</td>
</tr>
</tbody>
</table>

For more details about this annex : see Official Journal of the European Patent Office, No. 12/82.
**ANNEX TO THE EUROPEAN SEARCH REPORT**  
**ON EUROPEAN PATENT APPLICATION NO.**  
EP 16 19 8993

This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 21-02-2017. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>DE 69014534 T2</td>
<td>04-05-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H0718483 B2</td>
<td>06-03-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5114383 A</td>
<td>19-05-1992</td>
</tr>
<tr>
<td>US 2011160969 A1</td>
<td>30-06-2011</td>
<td>CN 102109038 A</td>
<td>29-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102010061279 A1</td>
<td>28-07-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011160969 A1</td>
<td>30-06-2011</td>
</tr>
<tr>
<td>DE 10231210 A1</td>
<td>22-01-2004</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82

68
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 15303711 A [0066]  
• US 153037 A [0067]