A printing apparatus includes a printer having a first processor and a printing unit. A registration device is connected to the printer. The registration device includes a second processor and has a printer driver. The printer stores a control program that when executed by the first processor causes the printer to request the printer driver to request first maintenance information of the registration device from the printer driver. The printer, under control of the control program, acquires second maintenance information, which represents maintenance information of the printer, and outputs at least one of the first and second maintenance information.

**FIG. 1**
The present invention relates to printing technologies in general and embodiments described herein relate in particular to a print system or apparatus, a printer driver, and a program.

A printer with a maintenance mode is known. In a maintenance mode, this type of printer may have a function of printing out maintenance information of the printer.

In addition, an apparatus other than a printer connected to the printer may have a function of generating an image representing maintenance information of the apparatus and making the printer print the image.

According to the function, a maintenance worker or the like can obtain a printed material representing maintenance information of a printer and an apparatus connected to the printer. However, in order to obtain the printed material representing the maintenance information of the printer and the apparatus connected to the printer, the maintenance worker or the like has to operate each of the printer and the apparatus.

Under such circumstances, a print system, a printer driver, and a program which can easily print maintenance information of a printer and an apparatus other than the printer, are required.

To solve such problems, there is provided a printing apparatus, comprising:

- a printer including a first processor and a printing unit that is capable of printing on a print medium; and
- a registration device connected to the printer and including a second processor and storing a printer driver, wherein
  - the printer stores a control program that when executed by the first processor causes:
    - the printer to request first maintenance information of the registration device from the printer driver,
    - the printer to acquire second maintenance information of the printer, and
    - the printer to output at least one of the first and second maintenance information.

- an external apparatus connected to the registration device, wherein
  - the printer driver is configured to acquire third maintenance information of the external apparatus and transmit the third maintenance information to the printer.

In the above printing apparatus, the external apparatus is preferably one of a customer display, a magnetic card reader, or a cash register drawer.

Suitably, the control program, when executed by the first processor, further causes the printer to output the third maintenance information.

In the above printing apparatus, the output of at least one of the first and second maintenance information is by printing at least one of the first and second maintenance information on the print medium.

Typically, the printing apparatus further comprises:

- a wireless communication unit configured to wirelessly transmit data including at least one of the first and second maintenance information to an external information terminal, wherein
  - the output of at least one of the first and second maintenance information is by transmission of data including at least one of the first and second maintenance information to the external information terminal.

Suitably, the printing apparatus includes a near field communication interface unit.

Also in the above printing apparatus, a near field communication unit is preferably a near field communication interface unit.

Preferably, the printer includes an operation panel including a button that when pressed for a predetermined time period while the printer is in a standby mode causes the printer to enter a maintenance mode during which the control program is executed by the first processor.

The invention also relates to a printer driver stored in a registration device connected to a printer, the printer driver being configured to:

- control the printer to print information on a print medium;
- acquire first maintenance information of the registration device upon a request being received from the printer; and
- transmit first maintenance information from the registration device to the printer after the first maintenance information has been acquired.

Preferably, when executed, the control program causes the printer to store the first maintenance information in a storage medium.

Preferably still, the printing unit is one of a thermal printing unit, an inkjet printing unit, or a dot impact printing unit.

Preferably yet, the registration device is a point-of-sale terminal.
Preferably, the first maintenance information includes at least one of a version number of the printer driver, a version number of an operating system running on the registration device, or a cumulative operation time of the registration device.

Preferably still, the printer driver is further configured to:

acquire second maintenance information of an external apparatus connected to the registration device upon the request being received from the printer; and transmit the second maintenance information from the registration device to the printer.

In the above printer driver, the registration device includes a second processor and a printer driver. The printer stores a control program that when executed by the first processor causes the printer to request the printer driver to cause the printer to a request unit that is included in the printer and requests the printer driver to cause acquisition of for first maintenance information by the registration device and then transmit the first maintenance information from the registration device to the printer, which represents maintenance information of the registration device, the printer to collect second maintenance information, the second maintenance information being which represents maintenance information of the printer, and the printer to output at least one of the first and second maintenance information.

Hereinafter, a specific embodiment will be described with reference to the drawings, using an example of an accounting system in which a print system is incorporated. This example is used for the purposes of illustrations only. Accordingly, the scope of the invention should not be considered limited to those specific applications.

FIG. 1 is a perspective view illustrating a configuration of an accounting system according to an embodiment.

FIG. 2 is a block diagram illustrating a schematic circuit configuration of a receipt printer.

FIG. 3 is a block diagram illustrating a circuit configuration of a receipt printer.

FIG. 4 is a flowchart of control processing which is performed by a central processor unit (CPU).

FIG. 5 is a flowchart of collection processing which is performed by a CPU.

DETAILED DESCRIPTION

In general, according to one embodiment, a printing apparatus comprises a printer including a first processor and a printing unit that is capable of printing on a print medium. The printing apparatus also comprises a registration device connected to the printer. The registration device includes a second processor and a printer driver. The printer stores a control program that when executed by the first processor causes the printer to request the printer driver to cause the printer to a request unit that is included in the printer and requests the printer driver to cause acquisition of for first maintenance information by the registration device and then transmit the first maintenance information from the registration device to the printer, which represents maintenance information of the registration device, the printer to collect second maintenance information, the second maintenance information being which represents maintenance information of the printer, and the printer to output at least one of the first and second maintenance information.

Preferably, the first maintenance information includes at least one of a version number of the printer driver, a version number of an operating system running on the registration device, or a cumulative operation time of the registration device.

Preferably still, the printer driver is further configured to:

acquire second maintenance information of an external apparatus connected to the registration device upon the request being received from the printer; and transmit the second maintenance information from the registration device to the printer.

In the above printer driver, the registration device includes a second processor and a printer driver. The printer stores a control program that when executed by the first processor causes the printer to request the printer driver to cause the printer to a request unit that is included in the printer and requests the printer driver to cause acquisition of for first maintenance information by the registration device and then transmit the first maintenance information from the registration device to the printer, which represents maintenance information of the registration device, the printer to collect second maintenance information, the second maintenance information being which represents maintenance information of the printer, and the printer to output at least one of the first and second maintenance information.

Preferably, the first maintenance information includes at least one of a version number of the printer driver, a version number of an operating system running on the registration device, or a cumulative operation time of the registration device.
[0033] The receipt printer 20 prints a paper receipt according to the request from the registration device 10 or wirelessly transmits an electronic sheet data to an information terminal 200. Alternatively, the receipt printer 20 has a maintenance mode as one of its possible operation modes. In the maintenance mode, the receipt printer 20 prints a maintenance sheet listing maintenance information, or wirelessly transmits maintenance data including the maintenance information to an information terminal 200. The receipt printer 20 includes an outlet 20a, an operation panel 25, and antenna 28a, which will be described below. The information terminal 200 accepts, manages, and displays the electronic sheet data and maintenance information that the receipt printer 20 wirelessly transmits. The information terminal 200 is typically a mobile device (e.g., a laptop computer, a smart phone, a tablet computer, or other mobile device). However, the information terminal 200 may be any other type of computing device.

[0034] The customer display 30 is provided toward a side (rear side of FIG. 1) at which the customer is located. The customer display 30 displays information to the customer according to instruction from the registration device 10. A conventional display device such as a fluorescent tube display or a liquid crystal display can be used as the customer display 30.

[0035] The magnetic card reader 40 reads information magnetically recorded in a magnetic card. The magnetic card reader 40 outputs the information to the registration device 10.

[0036] The drawer 50 stores money or the like in an internal storage tray. The drawer 50 opens the storage tray according to the instruction from the registration device 10 such that the money can be stored and withdrawn.

[0037] FIG. 2 is a block diagram illustrating a circuit configuration of registration device 10.

[0038] The registration device 10 includes a central processing unit (CPU) 11, a read-only memory (ROM) 12, a random-access memory (RAM) 13, an auxiliary storage unit 14, a touch panel 15, a printer interface (printer I/F) 16, and an apparatus interface (apparatus I/F) 17, and a bus 18.

[0039] In the registration device 10, the CPU 11, the ROM 12, the RAM 13, and the auxiliary storage unit 14 are connected to each other through the bus 18, thereby, configuring a computer which controls the registration device 10.

[0040] The CPU 11 corresponds to a central processor unit of the computer. The CPU 11 controls each element of the registration device 10 so as to realize various operations of the registration device 10, based on an operating system, middleware, and an application program which can be stored in the ROM 12 and the RAM 13.

[0041] ROM 12 stores the operating system. There is also a case where the ROM 12 stores the middleware or the application program. In addition, there is also a case where the ROM 12 stores data which is referred to when the CPU 11 performs various types of processing.

[0042] RAM 13 stores data which is referred to when the CPU 11 performs various types of processing. Furthermore, the RAM 13 stores data which is temporarily used when the CPU 11 performs various types of processing, and is used as a so-called work area. A part of a storage area of the RAM 13 is used as a merchandise list area for managing information on merchandise whose sales registration is to be performed.

[0043] The auxiliary storage unit 14 corresponds to an auxiliary storage unit of the computer. For example, an electrically erasable programmable read-only memory (EEPROM), a hard disk drive, a solid state drive (SSD), or the like can be used as the auxiliary storage unit 14. The auxiliary storage unit 14 stores data which is used when the CPU 11 performs various types of processing or data which is generated by processing of the CPU 11. There is also a case where the auxiliary storage unit 14 stores programs such as the middleware and the application program. A program which can be stored in the auxiliary storage unit 14 includes a printer driver program 14a. Instructions for the CPU 11 to operate receipt printer 20 are stored in the printer driver program 14a. In general, the registration device 10 may be transferred to an end user without the printer driver program 14a being stored in the auxiliary storage unit 14. The printer driver program 14a may be stored in a removable storage medium and separately transferred to the end user, or transferred via a network. Subsequent to the transfers of the registration device 10 and the printer driver program 14a, the user or the like may store the printer driver program 14a in the auxiliary storage unit 14 of the registration device 10. In one or more embodiments, a magnetic disk, a magneto-optical disk, an optical disk, a semiconductor memory, or the like can be used as the removable storage medium. However, the registration device 10 may also be transferred to the end user with the printer driver program 14a stored in the ROM 12 or the auxiliary storage unit 14.

[0044] The touch panel 15 functions as an input device of the registration device 10 for an operator to input data and a display device for displaying information on the operator. The touch panel 15 may be located toward a side (front side of FIG. 1) where the operator is located. The touch panel 15 may be located on an upper side of the registration device 10, for example, as illustrated in FIG. 1.

[0045] The printer interface 16 permits data communication between the CPU 11 and the receipt printer 20. A conventional device based on an interface standard, such as universal serial bus (USB), can be used as the printer interface 16.

[0046] The apparatus interface 17 is connected to various apparatuses which are externally attached to the registration device 10, other than the receipt printer 20 (hereinafter, referred to as "external apparatus"). In the present embodiment, the customer display 30, the magnetic card reader 40, and the drawer 50 are connected to the apparatus interface 17, and thus, those correspond to the external apparatuses. However, in one or more
embodiments, at least a part or all of the customer display 30, the magnetic card reader 40, and the drawer 50 may not be connected to the apparatus interface 17. In addition, the apparatus interface 17 may be connected to other apparatuses, such as an automatic change machine, a non-contact type integrated chip (IC) card reader, a touch panel, or a bar code reader. That is, types of connected external apparatuses depend on the intended operational form of the registration device 10. In one or more embodiments, external apparatuses may not be present or attached depending on the operational form of the registration device 10. The apparatus interface 17 permits data communication between the connected apparatus and the CPU 11. A conventional device based on an interface standard, such as USB or RS-232C, can be used as the apparatus interface 17.

[0047] The bus 18 connects the CPU 11, the ROM 12, the RAM 13, the auxiliary storage unit 14, the touch panel 15, the printer interface 16, and the apparatus interface 17 to each other.

[0048] FIG. 3 is a block diagram illustrating a circuit configuration of the receipt printer 20.

[0049] The receipt printer 20 includes a CPU 21, a ROM 22, a RAM 23, an auxiliary storage unit 24, an operation panel 25, a print unit 26, a communication interface (communication I/F) 27, an antenna 28a, a communication interface (NFC) unit 28, and a bus 29.

[0050] In the receipt printer 20, the CPU 21, the ROM 22, the RAM 23, and the auxiliary storage unit 24 are connected to each other through the bus 29, thereby, configuring a computer which controls the receipt printer 20.

[0051] The CPU 21 corresponds to a central processing unit of the computer. The CPU 21 controls each element of the receipt printer 20 so as to realize various operations of the receipt printer 20, based on an operating system, middleware, and an application program which are stored in ROM 22 and RAM 23.

[0052] ROM 22 stores the operating system. There is also a case where the ROM 22 stores the middleware and the application program. In addition, there is also a case where the ROM 22 stores data which is referred to when the CPU 21 performs various types of processing.

[0053] RAM 23 stores data which is referred to when the CPU 21 performs various types of processing. Furthermore, the RAM 23 stores data which is temporarily used when the CPU 21 performs various types of processing, and is used as a so-called work area.

[0054] The auxiliary storage unit 24 corresponds to an auxiliary storage unit of the computer. For example, an EEPROM, a hard disk drive, an SSD, or the like can be used as the auxiliary storage unit 24. The auxiliary storage unit 24 stores data which is used when the CPU 21 performs various types of processing or data which is generated by processing of the CPU 21. There is also a case where the auxiliary storage unit 24 stores the middleware or the application program. In one or more embodiments, the auxiliary storage unit 24 may not be included in the receipt printer 20.

[0055] The programs which are stored in the ROM 22 or the auxiliary storage unit 24 include a control program described in control processing, which will be described below. In general, the receipt printer 20 may be transferred to an end user with the control program stored in the ROM 22 or the auxiliary storage unit 24. However, the receipt printer 20 may be transferred to the end user without the control program stored in the ROM 22 or the auxiliary storage unit 24. In this case, the control program may be stored in a removable storage medium and separately transferred to the end user, or transferred via a network. Subsequent to the transfers of the receipt printer 20 and the control program, the end user or the like may store the control program in the auxiliary storage unit 24 of the receipt printer 20. In one or more embodiments, a magnetic disk, a magneto-optical disk, an optical disk, a semiconductor memory, or the like can be used as the removable storage medium.

[0056] The operation panel 25 is included on a front surface of the receipt printer 20, for example, as illustrated in FIG. 1. The operation panel 25 includes operation buttons for operating the receipt printer 20, and a display device for displaying an operation mode of the receipt printer 20.

[0057] The print unit 26 prints an arbitrary image on a receipt paper (a print medium). The print unit 26 may have a conventional printer configuration, including a print head of a thermal printer and a transport mechanism which is configured to transport the receipt paper for printing. The print unit 26 prints an image representing content of transaction on the receipt paper (i.e., receipt) and discharges out of the receipt printer 20 from the outlet 20a illustrated in FIG. 1. A print head of any other types of printers, such as a dot impact printer or an ink jet printer, may be used for the print head of the print unit 26. The print unit 26 corresponds to a printing mechanism which prints an image, inclusive of a text image, on the receipt paper that is an example of a print medium.

[0058] The communication interface 27 allows data communication between the registration device 10 and the CPU 21. A conventional device based on an interface standard such as USB or RS-232C can be used as the communication interface 27.

[0059] The NFC unit 28 includes an antenna 28a disposed to face an upper surface of the receipt printer 20, as illustrated in FIG. 1. The NFC unit 28 performs wireless communication with the information terminal 200 close to the antenna 28a by using an NFC communication method.

[0060] The bus 29 connects the CPU 21, the ROM 22, the RAM 23, the auxiliary storage unit 24, the operation panel 25, the print unit 26, the communication interface 27, and the NFC unit 28 to each other.

[0061] Next, an operation of the accounting system 100 configured as described above will be described below, using an example of contents of certain types of processing. Contents of other types of processing may
be used without departing from the scope of the invention.

[0062] In the accounting system 100, an operation relating to accounting for a transaction is performed. Registration device 10 provides, for example, registration processing relating to transactions. If the transaction involves payment, the accounting system 100 further performs payment processing. For example, if the transaction is sales of merchandise, the registration device 10 performs registration of merchandise being sold and generates a list of the sold merchandise for each transaction. After the registration is completed, the registration device 10 performs processing for paying a payment amount relating to the merchandise included in the list. Hereinafter, description will be made by assuming that the transaction to be registered as registration target is a sale of merchandise between a merchandising store and a customer.

[0063] The customer display 30 displays an image representing information to the customer in accordance with instruction from the registration device 10 when registration processing or payment processing is performed. If card information for the payment processing is required, the magnetic card reader 40 reads the card information recorded in a magnetic card, controlled by an operator, and outputs the card information to the registration device 10. The drawer 50 opens in accordance with the instruction from the registration device 10 if withdrawal/storage of money relating to the payment processing is required.

[0064] If the payment has been completed, the registration device 10 transmits receipt data including transaction details and also requests (sends a print request to) the receipt printer 20 to print a receipt. The print request is performed by the CPU 11 of the registration device 10 executing a printer driver program 14a.

[0065] The communication interface 27 of the receipt printer 20 receives the print request. Then, the CPU 21 instructs the print unit 26 to print a paper receipt if a predetermined standby time has elapsed without performing any NFC communication with the information terminal 200 or if a print instruction is given by a predetermined button operation or the like on the operation panel 25. That is, the CPU 21 controls the print unit 26 such that a transaction receipt is printed on a print medium according to the receipt data received by the communication interface 27. However, if NFC communication with the information terminal 200 can be established prior to the expiration of the predetermined standby time or the print instruction being given, then CPU 21 performs wireless transmission of electronic receipt data to the information terminal 200. That is, the CPU 21 generates the electronic receipt data based on the receipt data received by the communication interface 27, and wirelessly transmits the electronic receipt data via the near field communication unit 28 to the information terminal 200.

[0066] Thus, when the receipt printer 20 is in a standby mode or the like, if an operation such as long pressing of a button on the operation panel 25 is performed, the CPU 21 switches the receipt printer 20 from the standby mode to a maintenance mode. In the maintenance mode, CPU 21 performs control processing based on a control program stored in ROM 22 or auxiliary storage unit 24.

[0067] FIG. 4 is a flowchart of a control processing which can be performed by the CPU 21.

[0068] In Act 1, the CPU 21 determines whether or not an external collection flag stored in the auxiliary storage unit 24 is set to "1". The external collection flag represents whether or not maintenance data of apparatuses other than the receipt printer 20 will be collected, and a state "1" represents the maintenance data of the apparatuses other than the receipt printer 20 will be collected. The CPU 21 sets the external collection flag to "0" or "1", according to a predetermined operation, such as a button operation or the like on the operation panel 25. Either "0" or "1" may be a default value for the external collection flag. Here, when the external collection flag is set to "1", the CPU 21 determines that an answer is Yes and proceeds to Act 2.

[0069] In Act 2, the CPU 21 requests the registration device 10 to transmit external maintenance data. Specifically, the CPU 21 transmits a command from the communication interface 27 to the registration device 10 to request the external maintenance data. As the command is received by the printer interface 16 of the registration device 10, the request is accepted by the registration device 10. Subsequently, the CPU 11 of the registration device 10 starts collection processing, which will be described below, according to the printer driver program 14a. Thus, the collection processing is performed by a printer driver as the CPU 11 executes the printer driver program 14a. That is, the printer driver program 14a starts the collection processing after receiving the request. Hence, as the CPU 21 performs the control processing based on the control program, a computer, which comprises the CPU 21, functions as a request unit which requests the printer driver to transmit the maintenance information.

[0070] FIG. 5 is a flowchart of a collection processing which can be performed by the CPU 11.

[0071] In Act 21, the CPU 11 collects maintenance information of the registration device 10, and stores the maintenance information in the RAM 13 or the auxiliary storage unit 14. Here, the maintenance information is data relating to maintenance of the registration device 10. Types of data which the CPU 11 collects as the maintenance information of the registration device 10 may be arbitrarily determined by, for example, a designer, a creator, or the like of the printer driver program 14a. For example, the maintenance information of the registration device 10 may include a version number of the operation system, a version number of the printer driver program 14a, a cumulative time for which the registration device 10 has been in operation, a property/condition of the auxiliary storage unit 14, or the like. Hence, as the CPU 11 performs the control processing based on the printer driver program 14a, the computer, which comprises CPU 11, functions as an acquisition unit which acquires the main-
maintenance information of the registration device 10.

[0072] In Act 22, the CPU 11 determines whether or not there are any other external apparatuses. In the present embodiment, the customer display 30, the magnetic card reader 40, and the drawer 50 are external apparatuses. In this case, the CPU 11 determines that the answer is Yes and proceeds to Act 23.

[0073] In Act 23, the CPU 11 collects maintenance information of the external apparatuses and stores the maintenance information in the RAM 13 or the auxiliary storage unit 14. Here, maintenance information for the external apparatuses is data relating to maintenance of the external apparatuses. Types of data which the CPU 11 collects as the maintenance information of the external apparatuses may be arbitrarily determined by, for example, a designer, a creator, or the like of the printer driver program 14a. For example, the maintenance information of the external apparatuses may be cumulative time for which the customer display 30 has been displayed, a cumulative number of readings by the magnetic card reader 40, a cumulative number of releases of the drawer 50, any abnormality (error) occurrences for each apparatus, or the like.

[0074] If collection and storage of the maintenance information of the external apparatuses has been completed, the CPU 11 proceeds to Act 24. If there are no external apparatuses, the CPU 11 determines that the answer is No in Act 22 and bypasses Act 23 to proceed to Act 24.

[0075] In Act 24, the CPU 11 generates total maintenance data. Specifically, the CPU 11 includes the maintenance information of the registration device 10 (stored in Act 10) in the external maintenance data. In addition, if the maintenance information of the external apparatuses (stored in Act 23) exists, the CPU 11 also includes the maintenance information of the external apparatuses in the external maintenance data.

[0076] In Act 25, the CPU 11 instructs the printer interface 16 to transmit the external maintenance data generated as described above, and then ends the collection processing. The printer interface 16 transmits the external maintenance data to the receipt printer 20, according to the instruction. If the external maintenance data is transmitted to the receipt printer 20, the communication interface 27 receives the external maintenance data. Hence, the printer interface 16 is an example of a communication device which transmits the maintenance information of the registration device 10 to the receipt printer 20. As the CPU 11 performs the control processing based on the printer driver program 14a, the computer, which comprises the CPU 11, functions as a transmission control unit which controls the printer interface 16 to transmit the maintenance information of the registration device 10. Thereby, a function as a transmission unit which transmits the maintenance information of the registration device 10 to the receipt printer 20 is realized by cooperation of the computer having the CPU 11 as a central unit and the printer interface 16. In addition, the communication interface 27 is an example of a reception unit.

[0077] Thus, the CPU 21 of the receipt printer 20 ends Act 2 of FIG. 4, and thereafter, proceeds to Act 3.

[0078] In Act 3, the CPU 21 waits for reception of the external maintenance data. If the external maintenance data is received by the communication interface 27 as described above, the CPU 21 determines that the answer is Yes, and proceeds to Act 4.

[0079] In Act 4, the CPU 21 stores the external maintenance data received by the communication interface 27 in the RAM 23 or the auxiliary storage unit 24. After that, the CPU 21 proceeds to Act 5. If it is determined that the answer is No in Act 1 since the external collection flag is set to "0", the CPU 21 passes Act 2 to Act 4 to proceed to Act 5.

[0080] In Act 5, the CPU 21 collects maintenance information of the receipt printer 20 and stores the maintenance information in the RAM 23 or the auxiliary storage unit 24. Types of data which the CPU 21 collects as the maintenance information of the receipt printer 20 may be arbitrarily determined by, for example, a designer, a creator, or the like of the control program for the CPU 21. For example, the maintenance information of the receipt printer 20 may be a total print volume, a print volume generated by using attached print head, or the like.

[0081] In Act 6, the CPU 21 generates total maintenance data. Specifically, the CPU 21 includes the maintenance information of the receipt printer 20 stored in Act 5 in the total maintenance data. If the external maintenance data is stored in Act 4, the CPU 21 includes the external maintenance data in the external maintenance data.

[0082] In Act 7, the CPU 21 determines whether or not transmission is requested. If the transmission is not requested, the CPU 21 determines that the answer is No and proceeds to Act 8.

[0083] In Act 8, the CPU 21 determines whether or not print instruction is given. If the print instruction is not given by a predetermined button operation on the operation panel 25, the CPU 21 determines that the answer is No and proceeds to Act 9.

[0084] In Act 9, the CPU 21 determines whether or not the predetermined standby time is expired. If the predetermined standby time is not expired, the CPU 21 returns to Act 7.

[0085] Hence, in Act 7 to Act 9, the CPU 21 waits for whether the transmission is requested, the print instruction is given, or the predetermined standby time is expired.

[0086] If printing of a maintenance sheet is requested, a maintenance worker instructs printing by operating buttons on the operation panel 25 by using a predetermined method. Then, the CPU 21 determines that the answer is Yes in Act 8, and proceeds to Act 10.

[0087] If elapsed time in the standby mode of Act 7 to Act 9 reaches the predetermined standby time, the CPU 21 determines that the answer is Yes in Act 9. In this case, the CPU 21 also proceeds to Act 10.
In Act 10, the CPU 21 instructs the print unit 26 to print the maintenance sheet. Specifically, the CPU 21 instructs the print unit 26 to print an image representing the total maintenance data generated in Act 6. The print unit 26 prints the maintenance sheet by printing the image on a print medium, according to the instruction. That is, the maintenance sheet is obtained by printing the image representing the maintenance data on the print medium. The image may be an image of a character string or the like representing the maintenance data such that the maintenance worker can directly understand, or may be an image which is mechanically readable by using a QR code® or the like. Hence, as the CPU 21 performs the control processing based on the control program, the computer, which comprises the CPU 21, functions as a control unit which controls the print unit 26 to print the maintenance information of the registration device 10, the receipt printer 20, and the external apparatuses. If printing of the maintenance sheet ends, the CPU 21 ends the control processing illustrated in FIG. 4.

Meanwhile, if the maintenance worker wants to acquire maintenance information of the accounting system terminal 200 other than setting an operation mode of Act 7 to Act 9. Hence, as the CPU 21 performs the control processing based on the control program, the computer, which comprises the CPU 21, functions as a control unit which controls the print unit 26 to print an image representing the maintenance information of the registration device 10, the receipt printer 20, and the external apparatuses, three maintenance sheets which separately represent the maintenance information of the registration device 10, the receipt printer 20, and the external apparatuses, together with the maintenance information of the receipt printer 20, or the total maintenance data including the maintenance information of the receipt printer 20, or the total maintenance data further including the maintenance information of the external apparatuses together with the maintenance information of the receipt printer 20, or the total maintenance data further including the maintenance information of the external apparatuses together with the maintenance information of the receipt printer 20. Thereby, the maintenance worker can confirm the maintenance information of the registration device 10, the receipt printer 20, and the external apparatuses on the maintenance sheet. At this time, the maintenance worker cannot perform any operation with the external apparatus.

If the external collection flag is set to "0", the receipt printer 20 does not request the printer driver to collect the maintenance information. Thereby, if only the maintenance information of the receipt printer 20 may be collected, the maintenance worker can set the external collection flag to "0" only for the receipt printer 20.

A printer which prints a printed material other than a sheet can also perform the substantially the same operation as the receipt printer 20. An apparatus which performs processing other than the registration processing of a sales transaction can also perform substantially the same operation as the registration device 10.

In Act 10, the CPU 21 may instruct the print unit 26 to print a plurality of maintenance sheets. That is, the CPU 21 may instruct the print unit 26 to print, for example, three maintenance sheets which separately represent the maintenance information of the registration device 10, the receipt printer 20, and the external apparatuses, respectively. Alternatively, the CPU 21 may instruct the print unit 26 to print, for example, a maintenance sheet which represents the maintenance information of two of the registration device 10, the receipt printer 20, and the external apparatuses and a maintenance sheet which...
represents the maintenance information of the other of
the registration device 10, the receipt printer 20, and the
external apparatuses. The CPU 21 may control the print
unit 26 to print the maintenance information of one of the
registration device 10, the receipt printer 20, and the ex-
ternal apparatuses on a plurality of print media.
[0100] It is also possible for the printer driver to be pro-
vided in a dedicated computer that is mounted in an appa-
ratus along with another computer which controls other
operations of the apparatus such as operations of the regis-
tration device 10.
[0101] In some embodiments, any other communica-
tion methods other than the NFC communication method,
may be used for the communication between the receipt
printer 20 and the information terminal 200.
[0102] In some embodiments, the NFC unit 28 or the
antenna 28a may be externally attached to the receipt
printer 20 without being embedded therein.
[0103] In some embodiments, the CPU 21 may per-
form Act 10 and Act 11 simultaneously, and may provide
instructions to print the maintenance sheet and transmit
the total maintenance data.
[0104] While certain embodiments have been de-
scribed, these embodiments have been presented by
way of example only, and are not intended to limit the
scope of the inventions. Indeed, the novel embodiments
described herein may be embodied in a variety of other
forms; furthermore, various omissions, substitutions and
changes in the form of the embodiments described herein
may be made without departing from the framework of
the inventions. The accompanying claims and their
equivalents are intended to cover such forms or modifi-
cations as would fall within the scope and framework of
the inventions.

Claims

1. A printing apparatus, comprising:

   a printer including a first processor and a printing
   unit that is capable of printing on a print medium;
   and

   a registration device connected to the printer
   and including a second processor and storing a
   printer driver, wherein

   the printer stores a control program that when
   executed, the control program causes the
   printer to store the first maintenance information in
   a storage medium.

2. The printing apparatus according to claim 1, wherein,

3. The printing apparatus according to claim 1 or 2,
   wherein the printing unit is one of a thermal printing
   unit, an inkjet printing unit, or a dot impact printing
   unit.

4. The printing apparatus according to any one of
   claims 1 to 3, wherein the registration device is a
   point-of-sale terminal.

5. The printing apparatus of according to any one of
   claims 1 to 4, further comprising:

   an external apparatus connected to the regist-
   ration device, wherein

   the printer driver is configured to acquire third
   maintenance information of the external appa-
   ratus and transmit the third maintenance infor-
   mation to the printer.

6. The printing apparatus according to claim 5, wherein
   the control program, when executed by the first proc-
   essor, further causes the printer to output the third
   maintenance information.

7. The printing apparatus according to any one of
   claims 1 to 6, further comprising:

   a wireless communication unit configured to
   wirelessly transmit data including at least one of
   the first and second maintenance information to
   an external information terminal, wherein

   the output of at least one of the first and second
   maintenance information is by transmission of
   data including at least one of the first and second
   maintenance information to the external infor-
   mation terminal.

8. The printing apparatus according to any one of
   claims 1 to 7, wherein the printer includes an oper-
   ation panel including a button that when pressed for
   a predetermined time period while the printer is in a
   standby mode causes the printer to enter a mainte-
   nance mode during which the control program is ex-
   ecuted by the first processor.

9. A printer driver stored in a registration device con-
   nected to a printer, the printer driver being configured to:

   control the printer to print information on a print
   medium;
   acquire first maintenance information of the reg-
   istration device upon a request being received
   from the printer; and
transmit first maintenance information from the registration device to the printer after the first maintenance information has been acquired.

10. The printer driver according to claim 9, wherein the first maintenance information includes at least one of a version number of the printer driver, a version number of an operating system running on the registration device, or a cumulative operation time of the registration device.

11. The printer driver according to claim 9 or 10, further configured to:

acquire second maintenance information of an external apparatus connected to the registration device upon the request being received from the printer; and
transmit the second maintenance information from the registration device to the printer.

12. A non-transitory computer readable medium storing program instructions for a printer driver that when executed by a processor in a registration device connected to a printer causes the registration device to perform the steps to:

control the printer to print information on a print medium;
acquire first maintenance information of the registration device upon a request being received from the printer; and
transmit first maintenance information from the registration device to the printer after the first maintenance information has been acquired.

13. The non-transitory computer readable medium according to claim 12, wherein the first maintenance information includes at least one of a version number of the printer driver, a version number of an operating system running on the registration device, or a cumulative operation time of the registration device.

14. The non-transitory computer readable medium according to claim 13, wherein the printer driver further causes the registration device to:

acquire second maintenance information of an external apparatus connected to the registration device upon the request being received from the printer; and
transmit the second maintenance information from the registration device to the printer.

15. A computer program product comprising program code means stored in the non-transitory computer readable medium according to claims 12 to 14 for performing the steps when the program product is run on a computer.
FIG. 2

- CPU
- ROM
- RAM
- AUXILIARY STORAGE UNIT
- PROGRAM FOR PRINTER DRIVER
- TOUCH PANEL
- PRINTER I/F
- APPARATUS I/F
- REGISTRATION DEVICE
- RECEIPT PRINTER
- CUSTOMER DISPLAY
- MAGNETIC CARD READER
- DRAWER
FIG. 3

RECEIPT PRINTER

CPU

ROM

RAM

AUXILIARY STORAGE UNIT

OPERATION PANEL

PRINT UNIT

COMMUNICATION I/F

NFC UNIT

REGISTRATION DEVICE

INFORMATION TERMINAL
FIG. 4

Start

Act1

EXTERNAL COLLECTION
FLAG = 1?

Act2

Yes

REQUEST EXTERNAL MAINTENANCE DATA

Act3

No

Is it received?

Act4

Yes

STORE EXTERNAL MAINTENANCE DATA

Act5

COLLECT AND STORE MAINTENANCE INFORMATION OF RECEIPT PRINTER

Act6

GENERATE TOTAL MAINTENANCE DATA

Act7

Yes

Is transmission requested?

Act8

No

Is print instructed?

Act9

No

Is time up?

Act10

Yes

ISSUE MAINTENANCE SHEET

Act11

TRANSMIT TOTAL MAINTENANCE DATA

End
FIG. 5

Start

ACT21: Collect and store maintenance information of registration device

ACT22: Is there external apparatus?

No

ACT23: Collect and store maintenance information of receipt printer

ACT24: Generate external maintenance data

ACT25: Transmit external maintenance data

End
## Documents Considered to Be Relevant

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>Classification of the Application (IPC)</th>
</tr>
</thead>
</table>

G06F

---

The present search report has been drawn up for all claims

Place of search: The Hague

Date of completion of the search: 29 November 2017

Examiner: Kochev, Miroslav

**Category of Cited Documents**

- T: theory or principle underlying the invention
- E: earlier patent document, but published on, or after the filing date
- D: document cited in the application
- L: document cited for other reasons
- A: technological background
- P: intermediate document
- X: particularly relevant if taken alone
- Y: particularly relevant if combined with another document of the same category
- O: non-written disclosure

&: member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on. The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

29-11-2017

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 6702488 B1</td>
<td>09-03-2004</td>
<td>US 6702488 B1</td>
<td>09-03-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6761493 B1</td>
<td>13-07-2004</td>
</tr>
<tr>
<td>US 2006069824 A1</td>
<td>30-03-2006</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82