METHODS AND APPARATUS TO SEQUENCE A NUCLEIC ACID

Methods, systems, apparatus and machine readable media are disclosed to sequence nucleic acid. An example method includes subjecting a sequence of target nucleotide bases captured on a microtransponder to a plurality of sequencing reactions to build a sequence of labeled nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases. The example method also includes identifying each labeled nucleotide base of the sequence of labeled nucleotide bases and each respective complementary target nucleotide base of the sequence of target nucleotide bases to which the labeled nucleotide base is bound after each sequencing reaction. In addition, each labeled nucleotide base of the sequence of labeled nucleotide bases and each respective complementary target nucleotide base of the sequence of target nucleotide bases to which the labeled nucleotide base is bound is associated with a microtransponder identification number.
Description

FIELD OF THE DISCLOSURE

This disclosure relates generally to medical diagnostic equipment and, more particularly, to methods and apparatus to sequence a nucleic acid.

BACKGROUND

Nucleic acids are formed by chains of linked units called nucleotides. Nucleotides are molecules that are joined to create structural units of the nucleic acids ribonucleic acid (RNA) and deoxyribonucleic acid (DNA). A nucleotide includes a phosphate group, a sugar (ribose in the case of RNA and deoxyribose for DNA) and a nucleobase. The nucleobases are used in base pairing of strands of nucleotides to form higher-level structures such as the well-known double helix. The four bases found in DNA are adenine (A), cytosine (C), guanine (G) and thymine (T). In a DNA double helix, each type of nucleobase on one strand normally interacts with just one type of nucleobase on the other strand, which is known as complementary base pairing. Specifically, A only bonds to T and C only bonds to G. The RNA nucleobases include uracil (U) instead of thymine. Because of the importance of DNA and RNA, knowledge of a DNA or RNA sequence is useful for many purposes including, for example, to identify, diagnose and develop treatments for pathological, contagious or genetic diseases.

Nucleic acid sequencing chemistries include sequencing-by-synthesis (SBS) or sequencing-by-ligation (SBL) strategies. These strategies typically use random or ordered two-dimensional (2D) arrays for tracking sequence identity data. These array densities are extremely high, ranging from $10^5$ to $10^7$ features (or higher for single molecule detection). As the nucleotide chain grows from the action of the polymerase (SBS) or ligase (SBL), labels are incorporated and detected by readers. When a base or nucleic acid associated with a label is identified, the base is assigned a feature on the array by capturing a 2D optical image. However, the optical resolution needed to separate spectral data from these high densities arrays requires very long exposure times, resulting in average run times of hours to several days. In addition, the optical images acquired from successive sequencing cycles can easily reach the terabyte size, which creates a huge demand on algorithm computation time and data storage.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram of an example micro-transponder.
FIG. 2 is a block diagram of an example system for sequencing nucleic acids using the example micro-transponder of FIG. 1.
FIG. 3 is a flow chart representative of an example method that may be used to implement example systems disclosed herein.
FIG. 4 is a flow chart representative of an example method that may be used to implement example systems disclosed herein.
FIG. 5 illustrates an example processor platform that may execute instructions to perform the method of FIGS. 3 and/or 4 and/or, more generally, to implement any or all of the example methods, systems and/or apparatus disclosed herein.

DETAILED DESCRIPTION

This disclosure relates to methods and apparatus to sequence a nucleic acid as used, for example, in medical diagnostic equipment. The examples disclosed herein may be used to determine the nucleic acid sequence of an organism, a gene, and/or an amplified target using a combination of microtransponder technology and next-generation sequencing, including but not limited to sequencing-by-synthesis (SBS) or sequencing-by-ligation (SBL) chemistry. These examples may be used as general diagnostic systems and methods for detection of pathogenic organisms (bacterial and/or viral), RNA detection, DNA detection, whole genome de novo sequencing, gene expression, single-nucleotide polymorphism (SNP) and/or genetic testing where next-generation sequencing is used as a back end detection system. These examples may be used in many applications such as, for example, clinical diagnostics, hospital-acquired infections diagnosis, epidemiologic surveillance, forensics, research discovery and/or other suitable uses.

Sequencing may be by any method known in the art. In certain embodiments, sequencing is sequencing by synthesis. In other embodiments, sequencing is single molecule sequencing by synthesis. And, in some embodiments, sequencing is by sequencing by ligation (SBL). Other sequencing technologies that are encompassed by the technology are discussed throughout. Sequencing by synthesis can include the incorporation of dye labeled nucleotides, chain termination, ion/proton sequencing, pyrophosphate sequencing, or the like. Single molecule techniques can include staggered sequencing, where the sequencing reaction is paused to determine the identity of the incorporated nucleotide.

In certain embodiments, sequencing involves hybridizing a primer to a template (e.g., a nucleic acid to be sequenced) to form a template/primer duplex, contacting the duplex with a polymerase enzyme in the presence of detectably labeled nucleotides under conditions that permit the polymerase to add nucleotides to the primer in a template-dependent manner, detecting a signal from the incorporated labeled nucleotide, and sequentially repeating the contacting and detecting steps at least once, wherein sequential detection of incorporated labeled nucleotides determines the sequence of the nucle-
ic acid. Exemplary detectable labels include radiolabels, metallic labels, quantum dots, fluorescent labels, luminescent labels, mass labels, enzymatic labels, etc. In particular embodiments, the detectable label may be an optically detectable label, such as a fluorescent label. Exemplary fluorescent labels (for sequencing and/or other purposes such as labeling a nucleic acid, primer, probe, etc.) include cyanine, rhodamine, fluorescein, coumarin, BODIPY, alexa, or conjugated multi-dyes.

[0008] In some embodiments, a target nucleic acid (e.g., a DNA and/or RNA) is immobilized. For example, in some embodiments a target nucleic acid is bound to another entity such as a capture probe, e.g., a complementary nucleic acid (e.g., that hybridizes to the target nucleic acid(s)), an antibody, or another capture technology (e.g., in some embodiments, the nucleic acid comprises a tag or other moiety that is recognized (e.g., bound) by a capture entity, e.g., in the case of a biotinylated nucleic acid bound to an immobilized avidin moiety).

[0009] A particular and exemplary SBS process involves segmenting a DNA sample and attaching a poly(A) tail at one end, which is washed over, for example, a glass cover slip coated in poly(T) molecules. A hybridizes with T and holds the DNA segment in place. Different DNA bases, which are joined to labels such as, for example, dye molecules, are washed over the fixed segments multiple times. Base pairs form to build the double helix. The labels indicate what bases are bound in pairs. An image is taken and the sequence is determined by reading the labels.

[0010] A particular and exemplary SBL process includes a strand of an unknown DNA sequence that is flanked on at least one end by a known sequence. An anchor strand is introduced to bind to the known sequence. A mixed pool of labeled oligonucleotides (short nucleic acid polymers, typically with 50 or fewer bases) is introduced. The oligonucleotides hybridize to the target next to the anchor. DNA ligase joins the oligonucleotide to the anchor when the bases of the oligonucleotide match the unknown (target) DNA sequence. Based on the label (e.g., radiolabels, metallic labels, quantum dots, fluorescent labels, luminescent labels, mass labels, enzymatic labels), the unknown target nucleotide sequence can be identified.

[0011] The example systems and methods disclosed herein use microtransponders to selectively identify added nucleotides in a sequencing reaction. In some embodiments, the technology comprises use of an identification tool such as, for example, a flow reader, that identifies both a unique identification tag for each of a plurality of microtransponders and a label associated with a nucleotide base added to the nucleotide sequence. In some embodiments, the identification tool (e.g., an identification station and/or a flow meter) comprises a detector to detect the label associated with a nucleotide base. In some embodiments, the detector is a CCD, a CMOS, an ion sensor, such as an ion sensitive layer overlying a CMOS, a current detector, or the like. In some embodiments the detector is associated with an excitation system to cause a label, such as a fluorescent dye, to emit a signal. In some embodiments, the detector is associated with an illumination source, such as arc lamp, a laser, a light emitting diode (LED), or the like. In particular embodiments, the detector is associated with optics for the transmission of light from an illumination source to the sample or from the sample to the imaging or detection sensor. Alternatively, in some embodiments the detector is not associated with include an illumination source, such as for example, when a signal is produced spontaneously as a result of a sequencing reaction. For example, a signal can be produced by the interaction of a released moiety, such as a released ion interacting with an ion sensitive layer, or a pyrophosphate reacting with an enzyme or other catalyst to produce a chemiluminescent signal. In another example, a detector detects changes in an electrical current, voltage, or resistance without the need for an illumination source.

[0012] Accordingly, use of the technology according to embodiments described (e.g., comprising identifying both a unique identification tag for each of a plurality of microtransponders and a label associated with a nucleotide base added to the nucleotide sequence) changes the detection format from a two-dimensional (2D) array to a three-dimensional (3D) array, thereby eliminating the use of 2D Cartesian coordinates for sequence identification.

[0013] The example microtransponders are read with an identification device (e.g., comprising an identification tool) such as, for example, a flow meter (e.g., a flow reader comprising a detector, e.g., as described herein) and, therefore, there is no need to optically detect random or ordered high density arrays. After each round of synthesis or ligation, the microtransponders are passed through the flow reader where each transponder is identified and the label, e.g. fluorescence, is detected. A positive fluorescence indicates an added base; a negative fluorescence indicates no base was added. After each detection, the microtransponders may be re-suspended in a reagent for subsequent rounds of base addition and detection. There is no need for complex optical imaging hardware to resolve high density 2D array features. Thus, run times are significantly reduced. In addition, a digital "yes"or "no" detection signal from the microtransponders save significant storage space compared to traditional systems in which large data image files are stored during each run. Furthermore, high throughput is possible with the flow reader. An example flow reader can handle a transfer rate of, for example, about 1,000 microtransponders per second, which translates to approximately 3.5 million detect events per hour. An example memory or storage comprises a 64-bit ROM, which translates to more than 10^17 different identifications, which is more than enough information to sequence the human genome.

[0014] An example system disclosed herein includes
a microtransponder having a surface to which a nucleic acid target is to be captured via a capture probe. In some embodiments, systems include an amplification station to clonally amplify the nucleic acid target on the surface to form surface-bound clonal targets. In addition, the example system includes a reaction station to subject the surface-bound targets (e.g., in some embodiments, the amplified clonal targets) to a sequencing reaction (e.g., a first sequencing reaction) (e.g., a polymerization reaction (e.g., a first polymerization reaction), a ligation reaction (e.g., a first ligation reaction), etc.) to add a first nucleobase (e.g., a labeled nucleobase) or nucleotide base that is complementary to a nucleotide base (e.g., a first nucleotide base) in a sequence of the nucleic acid target. The example system also includes a wash station to remove an extraneous sequencing reaction reagent and/or byproduct (e.g., a polymerization reagent resulting from a polymerization reaction (e.g., the first polymerization reaction) or an extraneous ligation reagent resulting from a ligation reaction (e.g., the first ligation reaction)). Furthermore, the example system includes an identification station to determine an identity of a (e.g., each) nucleotide base (e.g., the first nucleotide base) in the sequence of the nucleic acid target and/or an identity of a nucleotide base (e.g., the first nucleotide base; e.g., a labeled nucleotide base) using a microtransponder identification number and, in some embodiments, a label (e.g., a first label) of a labeled nucleotide base (e.g., the first labeled nucleotide base), respectively.

[0015] The amplification station is to subject the surface-bound clonal targets to a second through an nth number of subsequent polymerization or ligation reaction(s) to sequentially add a second through nth labeled nucleotide base that are respectively complementary to a second through nth nucleotide base in the sequence of the nucleic acid target, wherein the nth number is based on the number of nucleotide bases in the sequence of the nucleic acid target. In addition, the wash station is to remove the extraneous polymerization or ligation reagent resulting from the second through nth polymerization or ligation reagents after the addition of each of the second through nth label nucleotide bases. Furthermore, the identification station is to determine, after the addition of each of the second through nth label nucleotide bases, an identity of each of the second through nth nucleotide bases using the microtransponder identification number and a second through nth label of the second through nth labeled nucleotide base, respectively.

[0016] In some examples, the capture probe may comprise DNA or RNA and the nucleic acid target may comprise DNA or RNA. Also, in some examples, the amplification station is to clonally amplify the nucleic acid target using emulsion polymerase chain reaction.

[0017] The technology is not limited in the nucleic acid sequencing technology. Various embodiments of nucleic acid sequencing platforms (e.g., a nucleic acid sequencer) include components as described below. According to various embodiments, a sequencing instrument includes a fluidic delivery and control unit, a sample processing unit, a signal detection unit, and a data acquisition, analysis and control unit. Various embodiments of the instrument provide for automated sequencing that is used to gather sequence information from a plurality of sequences in parallel and/or substantially simultaneously.

[0018] In some embodiments, the fluidics delivery and control unit includes a reagent delivery system. The reagent delivery system includes a reagent reservoir for the storage of various reagents. The reagents can include RNA-based primers, forward/reverse DNA primers, nucleotide mixtures for sequencing-by-synthesis, buffers, wash reagents, blocking reagents, stripping reagents, and the like. Additionally, the reagent delivery system can include a pipetting system or a continuous flow system that connects the sample processing unit with the reagent reservoir.

[0019] In some embodiments, a data acquisition analysis and control unit monitors various system parameters. The system parameters can include temperature of various portions of the instrument, such as sample processing unit or reagent reservoirs, volumes of various reagents, the status of various system subcomponents, such as a manipulator, a stepper motor, a pump, or the like, or any combination thereof.

[0020] It will be appreciated by one skilled in the art that various embodiments of the instruments and systems are used to practice sequencing methods such as sequencing by synthesis, single molecule methods, and other sequencing techniques. Sequencing by synthesis can include the incorporation of dye labeled nucleotides, chain termination, ion/proton sequencing, pyrophosphate sequencing, or the like. Single molecule techniques can include staggered sequencing, where the sequencing reactions are paused to determine the identity of the incorporated nucleotide.

[0021] In some embodiments, the sequencing instrument determines the sequence of a nucleic acid, such as a polynucleotide or an oligonucleotide. The nucleic acid can include DNA or RNA, and can be single stranded, such as ssDNA and RNA, or double stranded, such as dsDNA or a RNA/cDNA pair. In some embodiments, the nucleic acid can include or be derived from a fragment library, a mate pair library, a ChIP fragment, or the like. In particular embodiments, the sequencing instrument can obtain the sequence information from a single nucleic acid molecule or from a group of substantially identical nucleic acid molecules.

[0022] In some embodiments, the sequencing instrument can output nucleic acid sequencing read data in a variety of different output data file types/formats, including, but not limited to: *.txt, *.fasta, *.csfasta, *seq.txt, *qseq.txt, *.fastq, *.sff, *.prb.txt, *.sms, *.srs, and/or *.qv.

[0023] In some embodiments, the technology comprises a next-generation sequencing technology. Particular
sequencing technologies contemplated by the technology are next-generation sequencing (NGS) methods that share the common feature of massively parallel, high-throughput strategies, with the goal of lower costs in comparison to older sequencing methods (see, e.g., Voelkerding et al., Clinical Chem., 55: 641-658, 2009; MacLean et al., Nature Rev. Microbiol., 7: 287-296; each herein incorporated by reference in their entirety). NGS methods can be broadly divided into those that typically use template amplification and those that do not. Amplification-requiring methods include pyrosequencing commercialized by Roche as the 454 technology platforms (e.g., GS FLX), the Solexa platform commercialized by Illumina, and the Supported Oligonucleotide Ligation and Detection (SOLiD) platform commercialized by Applied Biosystems. Non-amplification approaches, also known as single-molecule sequencing, are exemplified by the HeliScope platform commercialized by Helicos Biosciences, and emerging platforms commercialized by VisiGen, Oxford Nanopore Technologies Ltd., Life Technologies/Ion Torrent, and Pacific Biosciences, respectively.

[0024] In pyrosequencing (Voelkerding et al., Clinical Chem., 55: 641-658, 2009; MacLean et al., Nature Rev. Microbiol., 7: 287-296; U.S. Pat. No. 6,210,895; U.S. Pat. No. 6,258,568; each herein incorporated by reference in its entirety), the NGS fragment library is clonally amplified in-situ by capturing single template molecules with beads bearing oligonucleotides complementary to the adaptors. Each bead bearing a single template type is compartmentalized into a water-in-oil microvesicle, and the template is clonally amplified using a technique referred to as emulsion PCR. The emulsion is disrupted after amplification and beads are deposited into individual wells of a picotitre plate functioning as a flow cell during the sequencing reactions. Ordered, iterative introduction of each of the four dNTP reagents occurs in the flow cell in the presence of sequencing enzymes and luminescent reporter such as luciferase. In the event that an appropriate dNTP is added to the 3' end of the sequencing primer, the resulting production of ATP causes a burst of luminescence within the well, which is recorded using a CCD camera. It is possible to achieve read lengths greater than or equal to 400 bases, and 106 sequence reads can be achieved, resulting in up to 500 million base pairs (Mb) of sequence.

[0025] In the Solexa/Illumina platform (Voelkerding et al., Clinical Chem., 55: 641-658, 2009; MacLean et al., Nature Rev. Microbiol., 7: 287-296; U.S. Pat. No. 6,833,246; U.S. Pat. No. 7,115,400; U.S. Pat. No. 6,969,488; each herein incorporated by reference in its entirety), sequencing data are produced in the form of shorter-length reads. In this method, the fragments of the NGS fragment library are captured on the surface of a flow cell that is studded with oligonucleotide anchors. The anchor is used as a PCR primer, but because of the length of the template and its proximity to other nearby anchor oligonucleotides, extension by PCR results in the "arching over" of the molecule to hybridize with an adjacent anchor oligonucleotide to form a bridge structure on the surface of the flow cell. These loops of DNA are denatured and cleaved. Forward strands are then sequenced with reversible dye terminators. The sequence of incorporated nucleotides is determined by detection of post-incorporation fluorescence, with each fluor and block removed prior to the next cycle of dNTP addition. Sequence read length ranges from 36 nucleotides to over 100 nucleotides, with overall output exceeding 1 billion nucleotide pairs per analytical run.

[0026] Sequencing nucleic acid molecules using SOLiD technology (Voelkerding et al., Clinical Chem., 55: 641-658, 2009; MacLean et al., Nature Rev. Microbiol., 7: 287-296; U.S. Pat. No. 5,912,148; U.S. Pat. No. 6,130,073; each herein incorporated by reference in their entirety) also involves clonal amplification of the NGS fragment library by emulsion PCR. Following this, beads bearing template are immobilized on a derivatized surface of a glass flow-cell, and a primer complementary to the adaptor oligonucleotide is annealed. However, rather than utilizing this primer for 3' extension, it is instead used to provide a 5' phosphate group for ligation to interrogation probes containing two probe-specific bases followed by 6 degenerate bases and one of four fluorescent labels. In the SOLiD system, interrogation probes have 16 possible combinations of the two bases at the 3' end of each probe, and one of four fluor colors at the 5' end. Fluor color, and thus identity of each probe, corresponds to specified colobarce coloring schemes. Multiple rounds (usually 7) of probe annealing, ligation, and fluor detection are followed by denaturation, and then a second round of sequencing using a primer that is offset by one base relative to the initial primer. In this manner, the template sequence can be computationally re-constructed, and template bases are interrogated twice, resulting in increased accuracy. Sequence read length averages 35 nucleotides, and overall output exceeds 4 billion bases per sequencing run.


[0028] In some embodiments, 454 sequencing by Roche is used (Margulies et al. (2005) Nature 437: 376-380). 454 sequencing involves two steps. In the first step, DNA is sheared into fragments of approximately 300-800 base
strand generally includes a plurality of subunits coupled
produced by a template-directed synthesis. The daughter
strand typically includes providing a daughter strand pro-

vention was developed by Stratos Genomics, Inc. and
approach that may be adapted for use with the present in-

The accuracy for homopolymer repeats of 5 repeats in
length is \( \sim 98\% \). The benefits of ion semiconductor se-
quencing based on the detection of hydrogen ions that
are released during the polymerization of DNA (see, e.g.,
Nos. 20090026082, 20090127589, 20100301398,
20100197507, 20100188073, and 20100137143, incor-
porated by reference in their entireties for all purposes).
A microwell contains a fragment of the NGS fragment
library to be sequenced. Beneath the layer of microwells
is a hypersensitive ISFET ion sensor. All layers are con-
tained within a CMOS semiconductor chip, similar to that
used in the electronics industry. When a dNTP is incor-
porated into the growing complementary strand a hydro-

ion is released, which triggers a hypersensitive ion
sensor. If homopolymer repeats are present in the tem-
plate sequence, multiple dNTP molecules will be incor-
porated in a single cycle. This leads to a corresponding
number of released hydrogens and a proportionally high-
er electronic signal. This technology differs from other
sequencing technologies in that no modified nucleotides
or optics are used. The per-base accuracy of the Ion Tor-
rent sequencer is \( \sim 99.6\% \) for 50 base reads, with \( \sim 100
Mb \) generated per run. The read-length is 100 base pairs.
The accuracy for homopolymer repeats of 5 repeats in
length is \( \sim 96\% \). The benefits of ion semiconductor se-
quencing are rapid sequencing speed and low upfront
and operating costs. However, the cost of acquiring a
pH-mediated sequencer is approximately \$50,000, ex-
ccluding sample preparation equipment and a server for
data analysis.

Another exemplary nucleic acid sequencing ap-
proach that may be adapted for use with the present in-
vension was developed by Stratos Genomics, Inc. and
involves the use of Xpandomers. This sequencing proc-
cess typically includes providing a daughter strand pro-
duced by a template-directed synthesis. The daughter
strand generally includes a plurality of subunits coupled
in a sequence corresponding to a contiguous nucleotide
sequence of all or a portion of a target nucleic acid in
which the individual subunits comprise a tether, at least
one probe or nucleobase residue, and at least one se-
lectively cleavable bond. The selectively cleavable bond(s)
are cleaved to yield an Xpandomer of a length longer
than the plurality of the subunits of the daughter
strand. The Xpandomer typically includes the tethers and
reporter elements for parsing genetic information in a se-
quence corresponding to the contiguous nucleotide se-
quence of all or a portion of the target nucleic acid. Re-
porter elements of the Xpandomer are then detected.
Additional details relating to Xpandomer-based ap-
proaches are described in, for example, U.S. Pat. Pub
No. 20090035777, entitled “HIGH THROUGHPUT NU-
CLEIC ACID SEQUENCING BY EXPANSION,” filed
June 19, 2008, which is incorporated herein in its entirety.

Other single molecule sequencing methods in-
clude real-time sequencing by synthesis using a VisiGen
platform (Voelkerding et al., Clinical Chem., 55: 641-58,
11/671956; U.S. Pat. App. Ser. No. 11/781166; each
herein incorporated by reference in their entirety) in which
fragments of the NGS fragment library are immobilized,
primed, then subjected to strand extension using a fluo-
rescently-modified polymerase and florescent acceptor
molecules, resulting in detectible fluorescence reso-
nance energy transfer (FRET) upon nucleotide addition.

Another real-time single molecule sequencing system
developed by Pacific Biosciences (Voelkerding et al.,
Clinical Chem., 55: 641-658, 2009; MacLean et al.,
7,170,050; U.S. Pat. No. 7,302,146; U.S. Pat. No.
7,313,308; U.S. Pat. No. 7,476,503; all of which are here-
in incorporated by reference) utilizes reaction wells
50-100 nm in diameter and encompassing a reaction vol-
ume of approximately 20 zeptoliters (10-21 l). Sequenc-
ing reactions are performed using immobilized template,
modified phi29 DNA polymerase, and high local concen-
trations of fluorescently labeled dNTPs. High local concen-
trations and continuous reaction conditions allow in-
corporation events to be captured in real time by fluor
signal detection using laser excitation, an optical
waveguide, and a CCD camera.

In certain embodiments, the single molecule re-
time (SMRT) DNA sequencing methods using zero-
mode waveguides (ZMWs) developed by Pacific Bio-
sciences, or similar methods, are employed. With this
technology, DNA sequencing is performed on SMRT
chips, each containing thousands of zero-mode
waveguides (ZMWs). A ZMW is a hole, tens of nanom-
eters in diameter, fabricated in a 100 nm metal film de-
posited on a silicon dioxide substrate. Each ZMW be-
comes a nanophotonic visualization chamber providing
a detection volume of just 20 zeptoliters (10 l). At this
volume, the activity of a single molecule can be detected
amongst a background of thousands of labeled nucle-
otides. The ZMW provides a window for watching DNA
polymerase as it performs sequencing by synthesis. Within each chamber, a single DNA polymerase molecule is attached to the bottom surface such that it permanently resides within the detection volume. Phospholinked nucleotides, each type labeled with a different colored fluorophore, are then introduced into the reaction solution at high concentrations which promote enzyme speed, accuracy, and processivity. Due to the small size of the ZMW, even at these high, biologically relevant concentrations, the detection volume is occupied by nucleotides only a small fraction of the time. In addition, visits to the detection volume are fast, lasting only a few microseconds, due to the very small distance that diffusion has to carry the nucleotides. The result is a very low background.

In some embodiments, nanopore sequencing is used (Soni G V and Meller A. (2007) Clin Chem 53: 1996-2001). A nanopore is a small hole, of the order of 1 nanometer in diameter. Immersion of a nanopore in a conducting fluid and application of a potential across it results in a slight electrical current due to conduction of ions through the nanopore. The amount of current which flows is sensitive to the size of the nanopore. As a DNA molecule passes through a nanopore, each nucleotide on the DNA molecule obstructs the nanopore to a different degree. Thus, the change in the current passing through the nanopore as the DNA molecule passes through the nanopore represents a reading of the DNA sequence.

In some embodiments, a sequencing technique uses a chemical-sensitive field effect transistor (chem-FET) array to sequence DNA (for example, as described in US Patent Application Publication No. 20090026082). In one example of the technique, DNA molecules are placed into reaction chambers, and the template molecules are hybridized to a sequencing primer bound to a polymerase. Incorporation of one or more triphosphates into a new nucleic acid strand at the 3' end of the sequencing primer can be detected by a change in current by a chemFET. An array can have multiple chemFET sensors. In another example, single nucleic acids can be attached to beads, and the nucleic acids can be amplified on the bead, and the individual beads can be transferred to individual reaction chambers on a chemFET array, with each chamber having a chemFET sensor, and the nucleic acids can be sequenced.

In some embodiments, a sequencing technique uses an electron microscope (Moudrianakis E. N. and Beer M. Proc Natl Acad Sci USA. 1965 March; 53:564-71). In one example of the technique, individual DNA molecules are labeled using metallic labels that are distinguishable using an electron microscope. These molecules are then stretched on a flat surface and imaged using an electron microscope to measure sequences.


In some examples, at least one of the labeled nucleotide bases comprises one or more of a radioactive label, metallic label, quantum dot, or a bioluminescent moiety. In some embodiments, the label comprises a fluororesently detectable moiety that is based on a dye, wherein the dye is a xanthene, fluorescein, rhodamine, BODIPY, cyanine, coumarin, pyrene, phthalocyanine, phycobiliprotein, ALEXA FLUOR® 350, ALEXA FLUOR® 405, ALEXA FLUOR® 430, ALEXA FLUOR® 488, ALEXA FLUOR® 514, ALEXA FLUOR® 532, ALEXA FLUOR® 546, ALEXA FLUOR® 555, ALEXA FLUOR® 568, ALEXA FLUOR® 568, ALEXA FLUOR® 594, ALEXA FLUOR® 610, ALEXA FLUOR® 633, ALEXA FLUOR® 647, ALEXA FLUOR® 660, ALEXA FLUOR® 680, ALEXA FLUOR® 700, ALEXA FLUOR® 750, a fluorescent semiconductor crystal, or a squaraine dye. In some embodiments, the tag or label comprises a radioisotope, a spin label, a quantum dot, or a bioluminescent moiety. In some embodiments, the label is a fluorescently detectable moiety as described in, e.g., Haugland (September 2005) MOLECULAR PROBES HANDBOOK OF FLUORESCENT PROBES AND RESEARCH CHEMICALS (10th ed.), which is herein incorporated by reference in its entirety.

In some embodiments, the label comprises a fluorescent nucleotide analog and uses thereof. In some embodiments, the label comprises a fluorescent nucleotide analog and uses thereof. In some embodiments, the label comprises a fluorescent nucleotide analog and uses thereof. In some embodiments, the label comprises a fluorescent nucleotide analog and uses thereof. In some embodiments, the label comprises a fluorescent nucleotide analog and uses thereof.
In some example systems, the identification station comprises a flow meter. In some examples, the reaction station is to use a different label for each nucleotide base to differentiate different nucleotide bases. In some examples, the reaction station is to add at least one of the first, second or nth labeled nucleotide base as a single base. In some examples, the reaction station is to add at least one of the first, second or nth labeled nucleotide bases as an oligonucleotide. In some examples, the oligonucleotide comprises up to about thirty nucleotides.

Some example systems disclosed herein include a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target. Also, some example systems disclosed herein include a microfluidic device comprising one or more of the amplification station, the reaction station, the wash station or the identification station.

In some examples, the nth number represents an end of substantially an entire sequence. An example method disclosed herein includes subjecting a sequence of target nucleotide bases captured on a microtransponder to a plurality of sequencing reactions to build a sequence of labeled nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases. The example method also includes identifying each labeled nucleotide base of the sequence of labeled nucleotide bases and each respective complementary target nucleotide base of the sequence of target nucleotide bases to which the labeled nucleotide base is bound after each sequencing reaction and prior to a subsequent sequencing reaction. In addition, the example method includes associating each labeled nucleotide base of the sequence of labeled nucleotide bases and each respective complementary target nucleotide base of the sequence of target nucleotide bases to which the labeled nucleotide base is bound with an identification number of the microtransponder.

Some examples also include clonally amplifying the target nucleotide bases via an emulsion polymerase chain reaction prior to sequencing reaction. In some examples, identifying the labeled nucleotide base comprises detecting the labeled nucleotide base with a flow meter.

Also, some example methods disclosed herein include using a single label for a plurality of nucleotide bases. Some example methods include using a different label for each nucleotide base to differentiate different nucleotide bases. Also, some example methods include adding the labeled nucleotide base as a single base. In addition, some example methods disclosed herein include adding the nth labeled nucleotide base as an oligonucleotide. Some example methods include using a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target. Also, some example methods include performing at least a portion of the method in a micro fluidic chip device. Furthermore, in some examples, the sequencing reactions repeat until substantially an entirety of the sequence of target nucleotide bases is identified.

Another example method disclosed herein includes capturing a nucleic acid target on a surface of a microtransponder via a capture probe, clonally amplifying the nucleic acid target on the surface to form surface-bound clonal targets and subjecting the surface-bound clonal targets to a first polymerization reaction or a first ligation reaction to add a first labeled nucleotide base that is complementary to a first nucleotide base in a sequence of the nucleic acid target. The example method also includes removing an extraneous polymerization reagent resulting from the first polymerization reaction or an extraneous ligation reagent resulting from the first ligation reaction and determining an identity of the first nucleotide base in the sequence of the nucleic acid target and an identity of the first labeled nucleotide base using a microtransponder identification number and a first label of the first labeled nucleotide base, respectively. Furthermore, the example method includes subjecting the surface-bound clonal targets to a second through an nth number of subsequent polymerization or ligation reactions to sequentially add a second through nth labeled nucleotide base that are respectively complementary to a second through nth nucleotide base in the sequence of the nucleic acid target. The nth number is based on the number of nucleotide bases in the sequence of the nucleic acid target. In addition, the example method includes removing the extraneous polymerization or ligation reagent resulting from the second through nth polymerization or ligation reagents after the addition of each of the second through nth label nucleotide bases and determining, after the addition of each of the second through nth label nucleotide bases, an identity of each of the second through nth nucleotide bases in the sequence of the nucleic acid target and an identity of each of the second through nth labeled nucleotide bases using the microtransponder identification number and a second through nth label of the second through nth labeled nucleotide base, respectively.

In some embodiments, the technology provided herein relates to a method (e.g., a method for sequencing a nucleic acid), the method comprising subjecting a sequence of target nucleotide bases captured on a microtransponder to a plurality of sequencing reactions to add a sequence of nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases; identifying each added nucleotide base after each sequencing reaction; and associating each added nucleotide base with an identification number of the microtransponder.
tide base of the sequence with an identification number of the microtransponder. In some embodiments, the target nucleotide bases are captured via a capture probe. In some embodiments, the target nucleotide bases comprise DNA or RNA. In some embodiments, the methods further comprise clonally amplifying the target nucleotide bases (e.g., an emulsion polymerase chain reaction, or e.g., prior to the sequencing reaction). In some embodiments at least one of the added nucleotide bases comprises a label. The technology is not limited in the types of labels used, e.g., in some embodiments at least one of the added nucleotide bases comprises an optical label and in some embodiments at least one of the added nucleotide bases comprises an electrochemical label.

[0051] In some embodiments, identifying the added nucleotide base comprises detecting the added nucleotide base by employing a flow meter. In some embodiments, identifying comprises moving said added base from a reaction station of an apparatus to an identification station of said apparatus using said flow meter. In some embodiments, the identification station comprises a detector for detecting said added base, wherein said detector detects one or more of an optical signal, an electrical signal, and a chemical signal. The technology is not limited in the type of detector and/or detection mode, e.g., used to detect a label or a nucleotide. For instance, in some embodiments an added base is detected by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity. Moreover, in some embodiments a single base is used for a plurality of added nucleotide bases and in some embodiments a plurality of different labels is used for each added nucleotide base to differentiate different added nucleotide bases. And, in some embodiments the added base is added as a single base and in some embodiments the added base is added as an oligonucleotide (e.g., an oligonucleotide comprising up to about thirty nucleotides, e.g., 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32, 33, 34, or 35 nucleotides).

[0052] In further embodiments, the methods comprise using a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target. And, some embodiments provide a method comprising performing at least a portion of the method in a microfluidic chip device. The method finds use in sequencing a nucleic acid; thus in some embodiments the sequencing reactions repeat until substantially an entirety of the sequence of target nucleotide bases is identified.

[0053] Additional embodiments provide an apparatus comprising a microtransponder having a surface to which a nucleic acid target is to be captured via a capture probe; a reaction station to subject the surface-bound nucleic acid target to a plurality of sequencing reactions to add a sequence of nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases; a wash station to remove an extraneous sequencing reagent resulting from the plurality of sequencing reactions; and an identification station to identify each added nucleotide base after each sequencing reaction. In some embodiments, the apparatus further comprises an amplification station to clonally amplify the nucleic acid target on the surface to form surface-bound clonal targets (e.g., in some embodiments, the amplification station is to subject the surface-bound nucleic acid target to a second through an nth number of subsequent sequencing reactions). In some embodiments, the second through the nth number of subsequent sequencing reactions add a second through an nth nucleotide base that are complementary to a second through an nth nucleotide base in the sequence of the nucleic acid target, wherein n is equal to or less than the number of nucleotide bases in the sequence of the nucleic acid target.

[0054] In embodiments comprising a wash station, some embodiments provide that the wash station is to remove the extraneous sequencing reagent resulting from the second through the nth sequencing reactions after the addition of each of the second through the nth nucleotide bases. Furthermore, in some embodiments the identification station is to determine an identity of each of the second through the nth nucleotide bases in the sequence of the nucleic acid target. And, moreover, embodiments are provided wherein the identification station associates each added nucleotide base of the sequence with an identification number of the microtransponder.

[0055] In some embodiments, a nucleotide base comprises a label. The apparatus is not limited in the type of label used for detection, e.g., in some embodiments a nucleotide base comprises an optical label and in some embodiments a nucleotide base comprises an electrochemical label. In some embodiments, the reaction station is to use a single label for a plurality of nucleotide bases. In some embodiments the reaction station is to use a different label for each nucleotide to differentiate different nucleotide bases.

[0056] In some embodiments, the capture probe comprises DNA or RNA. In some embodiments, the nucleic acid target comprises DNA or RNA.

[0057] In some embodiments, the amplification station is to clonally amplify the nucleic acid target using emulsion polymerase chain reaction. In some embodiments the identification station comprises a flow meter. In some embodiments, the identification station comprises a detector for detecting each added nucleotide base.

[0058] The apparatus is not limited in the type of signal detected. For example, in some embodiments a detector detects one or more of an optical signal, an electrical signal, and a chemical signal. In some embodiments the detector detects said added base by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity.

[0059] In some embodiments the identification station moves said added base from the reaction station of the apparatus to the identification station of said apparatus using said flow meter.

[0060] In some embodiments, each added nucleotide
base is added as a single base and in some embodiments each added nucleotide base is added as a as an oligo-nucleotide (e.g., an oligonucleotide comprising up to about thirty nucleotides, e.g., 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32, 33, 34, or 35 nucleotides).

Further embodiments provide an apparatus comprising a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target. In addition, some embodiments provide an apparatus comprising a microfluidic chip device, e.g., a microfluidic chip device comprising one or more of the reaction station, the wash station, or the identification station, and/or, in some embodiments, the amplification station.

The apparatus finds use in providing a nucleotide sequence; thus, in some embodiments the nth number represents an end of substantially an entire sequence.

Additional method embodiments provide a method comprising subjecting a sequence of target nucleotide bases captured on a microtransponder to a plurality of sequencing reactions to add a sequence of nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases; moving each added nucleotide base from a reaction station of an apparatus to an identification station of said apparatus using a flow meter; and identifying each added nucleotide base after each sequencing reaction. In some embodiments methods further comprise capturing a nucleic acid target on the surface of the microtransponder, e.g., in some embodiments the nucleic acid target is captured by a capture probe. In still further embodiments, the technology provides a method comprising amplifying the nucleic acid target to form surface-bound clonal targets. In some embodiments, methods further comprise clonally amplifying the target nucleotide bases, e.g., in some embodiments that provide a method wherein the clonally amplifying comprises an emulsion polymerase chain reaction (e.g., prior to the sequencing reaction).

In some embodiments the methods comprise removing an extraneous sequencing reagent. And, in some embodiments methods comprise repeating the sequencing reactions until substantially an entirety of the sequence of target nucleotide bases is identified.

In some embodiments, the target nucleotide bases comprise DNA or RNA.

The technology comprises use, in some embodiments, of a nucleotide comprising an electrochemical label. In some embodiments, the added base is added as a single base and in some embodiments the added base is added as an oligonucleotide (e.g., an oligonucleotide comprising up to about thirty nucleotides, e.g., 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32, 33, 34, or 35 nucleotides).

In some embodiments, identifying the added nucleotide base comprises detecting the added nucleotide base by employing a flow meter. In some embodiments the identification station comprises a detector for detecting said added base, wherein said detector detects one or more of an optical signal, an electrical signal, and a chemical signal. In some embodiments the added base is detected by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity.

In some embodiments of the methods, methods comprise using a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target. Some embodiments comprise performing at least a portion of the method in a microfluidic chip device, e.g., a microfluidic chip device comprising one or more of the reaction station, amplification station, washing station, and/or the identification station.

In some embodiments, the technology provided herein relates to a method (e.g., a method for sequencing a nucleic acid, the method comprising (e.g., comprising performing one or more of the following steps in any order on a microfluidic chip device) subjecting a sequence of target nucleotide bases (e.g., DNA and/or RNA) captured (e.g., by a capture probe) on a microtransponder (e.g., a plurality of microtransponders, e.g., used for a multiplex assay containing more than one nucleic acid target) to a plurality of sequencing reactions to add a sequence of nucleotide bases (e.g., comprising a label (e.g., an optical label, an electrochemical label, a mass label, etc.), e.g., a single label used for a plurality of added nucleotide bases and/or a plurality of different labels used for each added nucleotide base to differentiate different added nucleotide bases) that are complementary to and bound to the sequence of target nucleotide bases (e.g., adding the bases as a single base and/or as an oligonucleotide (e.g., an oligonucleotide comprising up to about thirty nucleotides, e.g., 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32, 33, 34, or 35 nucleotides)); identifying each added nucleotide base after each sequencing reaction (e.g., detecting the added nucleotide base by employing a flow meter, e.g., moving said added base from a reaction station of an apparatus to an identification station (e.g., comprising a detector for detecting said added base, wherein said detector detects one or more of an optical signal, an electrical signal, and a chemical signal, e.g., detecting the added base by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity) of said apparatus using said flow meter); associating each added nucle-
otide base of the sequence with an identification number of the microtransponder; clonally amplifying the target nucleotide bases (e.g., an emulsion polymerase chain reaction, e.g., prior to the sequencing reaction); and/or repeating one or more steps until substantially an entirety of the sequence of target nucleotide bases is identified. **[0070]** Additional embodiments provide an apparatus (e.g., comprising a microfluidic chip device, e.g., a microfluidic chip device comprising one or more of the following described reaction station, wash station, identification station, and/or amplification station) comprising a microtransponder (e.g., a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target) having a surface to which a nucleic acid target (e.g., DNA and/or RNA) is to be captured via a capture probe (e.g., comprising DNA and/or RNA); a reaction station to subject the surface-bound nucleic acid target to a plurality of sequencing reactions to add a sequence of nucleotide bases (e.g., comprising a label (e.g., an optical label, an electrochemical label, a mass label); e.g., a single label used for a plurality of nucleotide bases and/or a different label used for each nucleotide to differentiate different nucleotide bases) that are complementary to and bound to the sequence of target nucleotide bases (e.g., added as a single base and/or as an oligonucleotide (e.g., an oligonucleotide comprising up to about thirty nucleotides, e.g., 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32, 33, 34, or 35 nucleotides)); a wash station to remove an extraneous sequencing reagent resulting from the plurality of sequencing reactions (e.g., to remove the extraneous sequencing reagent resulting from the second through the nth sequencing reactions after the addition of each of the second through the nth nucleotide bases); and an identification station (e.g., comprising a flow meter and/or a detector for detecting each added nucleotide base (e.g., by an optical signal, an electrical signal, and/or a chemical signal; and/or by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity)) to identify each added nucleotide base after each sequencing reaction (e.g., to determine an identity of each of the second through the nth nucleotide bases in the sequence of the nucleic acid target; e.g., to associate each added nucleotide base of the sequence with an identification number of the microtransponder) and/or to move said added base from the reaction station of the apparatus to the identification station of said apparatus using the flow meter; an amplification station to clonally amplify the nucleic acid target on the surface to form surface-bound clonal targets (e.g., to clonally amplify the nucleic acid target using emulsion polymerase chain reaction; e.g., to subject the surface-bound nucleic acid target to a second through an nth number of subsequent sequencing reactions, e.g., to add a second through an nth nucleotide base that are complementary to a second through an nth nucleotide base in the sequence of the nucleic acid target, wherein n is equal to or less than the number of nucleotide bases in the sequence of the nucleic acid target and the nth number represents an end of substantially an entire sequence). **[0071]** Example tangible machine readable storage medium having instructions, which when executed cause a machine to perform, for example, the disclosed example methods are disclosed herein. Example instructions cause a machine to capture a nucleic acid target on a surface of a microtransponder via a capture probe, clonally amplify the nucleic acid target on the surface to form surface-bound clonal targets and subject the surface-bound clonal targets to a first polymerization reaction or a first ligation reaction to add a first labeled nucleotide base that is complementary to a first nucleotide base in a sequence of the nucleic acid target. The example instructions also cause the machine to remove an extraneous polymerization reagent resulting from the first polymerization reaction or an extraneous ligation reagent resulting from the first ligation reaction and determine an identity of the first nucleotide base in the sequence of the nucleic acid target and an identity of the first labeled nucleotide base using a microtransponder identification number and a first label of the first labeled nucleotide base, respectively. Furthermore, the example instructions cause the machine to subject the surface-bound clonal targets to a second through an nth number of subsequent polymerization or ligation reactions to sequentially add a second through nth labeled nucleotide base that are respectively complementary to a second through nth nucleotide base in the sequence of the nucleic acid target. The nth number is based on the number of nucleotide bases in the sequence of the nucleic acid target. In addition, the example instructions cause a machine to remove the extraneous polymerization or ligation reagent resulting from the second through nth polymerization or ligation reagents after the addition of each of the second through nth label nucleotide bases and determining, after the addition of each of the second through nth label nucleotide bases, an identity of each of the second through nth nucleotide bases in the sequence of the nucleic acid target and an identity of each of the second through nth labeled nucleotide bases using the microtransponder identification number and a second through nth label of the second through nth labeled nucleotide base, respectively. **[0072]** Turning now to the figures, FIG. 1 shows an example microtransponder 100 for use with the systems and methods disclosed herein. The example microtransponder 100 is a small chip-based device comprising, for example, silicon. In some examples, the microtransponder 100 has the dimensions 250 μm × 250 μm × 100 μm. The example microtransponder 100 includes a unique numerical identification number or tag 102, which may be, in some examples, a radio frequency identification (RFID) tag. The example microtransponder 100 includes an antenna 104 such as, for example, a loop antenna. The antenna 104 allows the microtransponder 100 to transmit the identification of the microtransponder stored.
on or associated with the identification tag 102 to an identification device (or reader) to identify the microtransponder 100. In some examples, the identification of the microtransponder is unique alphanumeric code or number. The microtransponder 100 also includes a phototile 106 that detects resident fluorescence of any labeled nucleotide base bound to the microtransponder 100, which is converted and transmitted as a digital "yes" or "no" signal as disclosed in more detail below.

[0073] The example microtransponder 100 has a surface that is derivatized with surface chemistry to carry capture probes. The capture probes are capable of hybridizing with specific nucleic acid sequences and are used to capture nucleic acid targets that are to be identified. In some examples, the capture probe comprises DNA or RNA.

[0074] A sample such as, for example, a blood or other bodily fluid sample containing unknown nucleic acid and/or potentially one or more nucleic acid targets is washed over or otherwise introduced to the surface of the microtransponder 100. In some examples, the nucleic acid target comprises DNA or RNA. In some examples, as shown in the example system 200 of FIG. 2, a plurality of microtransponders 100 are added to a sample 202. In the example system 200, the plurality of microtransponders 100 may be used for example, for a multiplex assay containing multiple nucleic acid targets. Also, the sample 202 and the microtransponders 100 may be added (e.g., via a pipette or other delivery mechanism) to a microchip, which is processed in a diagnostic component or device 204.

[0075] The example diagnostic component 204 includes several stations, which are illustrated in FIG. 2 as discrete stations, but may be integral components. The diagnostic component 204 includes an amplification station 206. The nucleic acid target is clonally amplified on the surface of the microtransponder 100 at the amplification station 206. In some examples, the amplification is achieved through emulsion polymerase chain reaction. The amplified targets form surface-bound clonal targets.

[0076] The example system 200 also includes a reaction station 208. The microtransponder 100 is transported from the amplification station 206 to the reaction station 208, where the stations are positioned in different physical locations, through a transport mechanism 210 including, for example, a robotic arm, a microfluidic capillary or any other transport mechanism(s). At the reaction station 208, the surface-bound clonal targets are subject to a polymerization reaction (SBS) or a ligation reaction (SBL) to add a first labeled nucleotide base. If the nucleotide base to which the target is exposed during the SBS or SBL reaction, the microtransponder 100 and captured target proceed with no added base. In some examples, the added labeled nucleotide base is a set of labeled nucleotide bases. Also, the label may be an optical label, a fluorescent dye, a radioactive label and/or an electrochemical label. In some examples, a single type of label is used for a plurality of nucleotide bases. However, in other examples, different types of labels (e.g., different colors) are used to differentiate different nucleotide bases. In some examples, labeled nucleotide bases are added as single bases. However, in other examples, labeled nucleotide bases are added as an oligonucleotide. Oligonucleotides may include a number of nucleotide bases such as, for example, about thirty nucleotide bases.

[0077] The example system 200 includes a wash station 212 that is used to remove any extraneous polymerization reagent resulting from the polymerization reaction or an extraneous ligation reagent resulting from the ligation reaction. Each microtransponder 100 is left with the capture target and a first complementary, labeled nucleotide base of the sequence, if the added labeled nucleotide base was complementary with the first nucleotide base of the target. As noted above, if the labeled nucleotide base was not complementary with the first nucleotide base of the target, microtransponders 100 with such targets proceed with no added nucleotide base.

[0078] The example system 200 also includes an identification station 214 to determine an identity of the first nucleotide base in the sequence of the nucleic acid target. In some examples, the identification station 214 is a flow reader or meter that reads signals transmitted by the antenna 104 to detect, for example, a digital 1 or 0, representing a yes/no indicative of the presence/absence of the label. In some examples, the flow reader detects a presence or absence of the fluorescence or other color to determine whether the nucleotide base introduced at the reaction station 208 bounded to the first nucleotide base of the captured target. Also, in some examples, the flow reader can determine an intensity of the color. If, for example, the first two nucleotide bases of the captured target are the same, and the labeled nucleotide base introduced at the reaction station 208 is complementary, two of the introduced labeled nucleotide bases bind in sequence to the target. The intensity of the detectable color is doubled because two nucleotide bases with labels are bound. For example, if the target contains two sequential Ts, and the reaction station 208 introduces As to the sample, two As bind with the first two Ts. The identification station 214 detects a peak fluorescence that is double the fluorescence for a single joined A base.

[0079] In some examples, chain-terminating nucleotides are used. In such examples, one nucleotide base is added as a complementary base pair to the target se-
sequence and the reaction stops. The added nucleotide is identified and the process may be repeated to add a subsequent nucleotide base. In these examples, four labels for the four types of nucleotide bases may be used, and the sample may be exposed to all four (or some combination of the four) nucleotide bases at the same time. The different labels can be discerned by the identification station 214 to determine which nucleotide base was added to which microtransponder 100.

[0080] The identification station 214 also detects the identification or transponder number associated with the identification tag 102 of the microtransponder 100, which is transmitted from the antenna 104. The digital signal representing the presence or absence of the nucleotide is matched with the microtransponder number. The microtransponder number is kept in a database 216 with the first nucleotide base of the target sequence, which is determined based on the complementary pair of the labeled nucleotide base that was added at the reaction station 208. If no nucleotide base was added during the reaction station 208, the identification station 214 reads the microtransponder number, but does not add a nucleotide base to the sequence stored in the database.

[0081] The example system 200 also includes an output interface 218 that may be, for example, a screen, for instance a display device, or any other type of display and/or any suitable communication device. The output interface 218 may be used to display the nucleotide bases of the target sequence as the nucleotide bases are detected. Therefore, an operator of the system 200 can view the detection and identification of the target sequence in real time.

[0082] After the microtransponders 100 are sent through the identification station 214, the microtransponders 100 return to the reaction station 208 for mixing with a second introduced nucleotide base. The transport mechanism 210 may be used to transport the microtransponders 100 back to the reaction station 208. An additional nucleotide base is introduced to the sample. The second nucleotide base of the target, when complementary, binds with the additional labeled nucleotide when the first nucleotide base bound with the labeled nucleotide base of the first reaction. If the first nucleotide base of the target did not bind with the first labeled nucleotide base during the first reaction, the second labeled nucleotide base of the second reaction may bind with the first nucleotide base of the target, if complementary. If two of the first labeled nucleotide bases in the first reaction bind with the first two nucleotide bases of the target during the first reaction (where chain-terminating nucleotides were not used), the second labeled nucleotide base of the second reaction may bind with the third nucleotide base of the target, when complementary. In other words, during the second SBS or SBL reactions at the reaction station 208, a second type of labeled nucleotide base is introduced and binds to the target sequence at the next nucleotide base in the chain (whether that nucleotide base is the first, second, third, etc.) if complementary to the added labeled nucleotide base. Thus, a chain of the target sequence and complementary base pairs begin to form.

[0083] The operations at the wash station 212 and the identification station 214 are repeated, and the next sequence in the chains of the target is identified, stored in the database 216 and presented to the operator via the output interface 218. The microtransponders 100 are again reintroduced into the reaction station 208 for the introduction of yet another additional labeled nucleotide base. The process continues through the series of stations 208, 212, 214 a number of times (e.g., n times) until the target sequence is identified. The n number of cycles may be based on the number of nucleotides in the sequence of the nucleic acid target. In some examples, the n number of times the operations are repeated may correspond to an end of substantially an entire sequence.

[0084] While an example manner of implementing an example system 200 to identify a nucleic acid sequence has been illustrated in FIG. 2, one or more of the elements, processes and/or devices illustrated in FIG. 2 may be combined, divided, re-arranged, omitted, eliminated and/or implemented in any other way. Further, one or more portions of one or more of the example microtransponder(s) 100, the example diagnostic component 204, the example amplification station 206, the example reaction station 208, the example wash station 212, the example identification station 214, the example database 216, the example output interface 218 and/or, more generally, the example system 200 of FIGS. 1 and 2 may be implemented by hardware, software, firmware and/or any combination of hardware, software and/or firmware. Thus, for example, any of one or more portions of one or more of the example microtransponder(s) 100, the example diagnostic component 204, the example amplification station 206, the example reaction station 208, the example wash station 212, the example identification station 214, the example database 216, the example output interface 218 and/or, more generally, the example system 200 of FIGS. 1 and 2 could be implemented by one or more circuit(s), programmable processor(s), application specific integrated circuit(s) (ASIC(s)), programmable logic device(s) (PLD(s)) and/or field programmable logic device(s) (FPLD(s)), etc. Further still, the example system 200 of FIG. 2 may include one or more elements, processes and/or devices in addition to, or instead of, those illustrated in FIG. 2, and/or may include more than one of any or all of the illustrated elements, processes and devices.

[0085] Flowcharts representative of an example method for implementing the apparatus and systems of FIGS. 1 and 2 are shown in FIGS. 3 and 4. In this example, the method may be implemented using a program for execution by a processor such as the processor 512 shown in the example computer 500 discussed below in connection with FIG. 5. The program may be embodied in software stored on a tangible computer readable medium such as a CD-ROM, a floppy disk, a hard drive, a digital versatile disk (DVD), a Blu-ray disk, or a memory asso-
associated with the processor 512, but the entire program and/or parts thereof could alternatively be executed by a device other than the processor 512 and/or embodied in firmware or dedicated hardware. Further, although the example program is described with reference to the flow-charts illustrated in FIGS. 3 and 4, many other methods of implementing the example system 200 may alternatively be used. For example, the order of execution of the blocks may be changed, and/or some of the blocks described may be changed, eliminated, or combined.

[0086] As mentioned above, the example processes or methods of FIGS. 3 and 4 may be implemented using coded instructions (e.g., computer readable instructions) stored on a tangible computer readable medium such as a hard disk drive, a flash memory, a read-only memory (ROM), a compact disk (CD), a digital versatile disk (DVD), a cache, a random-access memory (RAM) and/or any other storage media in which information is stored for any duration (e.g., for extended time periods, permanently, brief instances, for temporarily buffering, and/or for caching of the information). As used herein, the term tangible computer readable medium is expressly defined to include any type of computer readable storage and to exclude propagating signals. Additionally or alternatively, the example methods of FIGS. 3 and 4 may be implemented using coded instructions (e.g., computer readable instructions) stored on a non-transitory computer readable medium such as a hard disk drive, a flash memory, a read-only memory, a compact disk, a digital versatile disk, a cache, a random-access memory and/or any other storage media in which information is stored for any duration (e.g., for extended time periods, permanently, brief instances, for temporarily buffering, and/or for caching of the information). As used herein, when the phrase "at least" is used as the transition term in a preamble of a claim, it is open-ended in the same manner as the term "comprising" is open ended. Thus, a claim using "at least" as the transition term in its preamble may include elements in addition to those expressly recited in the claim.

[0087] FIG. 3 illustrates a method 300 of sequencing a nucleic acid. The example method 300 includes the capture of a target nucleic acid sequence (block 302) on, for example, a surface of a microtransponder (e.g., the microtransponder 100 of FIG. 1). The example method 300 also includes amplifying the target nucleic acid sequence (block 304) via, for example, a polymerase chain reaction (e.g., at the amplification station 206 of FIG. 2).

[0088] In addition, the example method 300 includes a reaction of the target sequence with an added nucleotide base such as, for example, a labeled nucleotide base (blocks 306, 308). The reactions could be a polymerization reaction (block 306) such as, for example, SBS or a ligation reaction (block 308) such as, for example, SBL. The reactions may occur, for example, at the reaction station 208 of FIG. 2. The reactions enable a labeled nucleotide base to bind with a nucleotide base of the target nucleic acid sequence to form the next base pair of the target nucleic acid chain, as disclosed above. When the reaction is a polymerization reaction, the example method 300 includes removing extraneous polymerization reagent (block 310), and when the reaction is a ligation reaction, the example method 300 includes removing extraneous ligation reagent (block 312). The extraneous reagent removal may occur, for example at the wash station 212 of FIG. 2.

[0089] The example method 300 also includes identifying a nucleotide base in the target sequence (block 314). The identification determines, based on the detected label of an added nucleotide base and the identification/microtransponder number, what nucleotide base was added to what microtransponder surface. Because of the restrictive nature of base pairing (each type of nucleotide base only binds with one or type of nucleotide base), knowing what nucleotide base was added to the microtransponder leads to identification of nucleotide base is in the target nucleic acid sequence. A record may be kept (e.g., in the example database 216 of FIG. 2), to chart what nucleotide bases are added to what chain of the target sequences, and the results of what nucleotide bases are added may be presented to an operator in real time, i.e., as the chains of base pairs of added nucleotide bases and the target sequence are built.

[0090] The example method 300 determines if additional nucleotide bases in the target are to be added (block 316). If there are additional nucleotide bases to sequence, the example method 300 returns to the reaction at either block 306 (for polymerization) or block 308 (for ligation). The example method 300 continues to add and identify the next nucleotide in the sequence. The method 300 repeats as necessary n number of times until all or substantially all of the target sequence has been identified. Then, if there are no more nucleotide bases to sequence (block 316), the example process ends (block 318). At the end of the method 300 all or substantially all of a target nucleic acid has been identified.

[0091] FIG. 4 illustrates another example method 400 of sequencing a nucleic acid. The example method 400 includes a plurality of sequencing reactions to which a sequence of target nucleotide bases captured on one or more microtransponders are subjected (block 402). In this example, the microtransponders may be, for example, the microtransponders 100 of FIGS. 1 and 2. Also, the sequencing reactions may be, for example, SBS or SBL, as disclosed above and may occur, for example, at the reaction station 208 of FIG. 2. In the example method 400, the sequencing reactions build a sequence of labeled nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases.

[0092] The example method 400 also includes identifying each labeled nucleotide base of the sequence of labeled nucleotide bases (e.g., added labeled nucleotide bases) and each respective complementary target nucleotide base of sequence of target nucleotide bases to which the labeled nucleotide base is bound after each sequencing reaction (block 404). The identification por-
The example method 400 also reads an identification number of the microtransponder (block 404). In this example, the identification at block 404 may occur in the identification station 214 of FIG. 2, and the identification number of the microtransponder may be read from the identification tag 102 of the microtransponder 100 of FIG. 1. Also, each labeled nucleotide base of the sequence of labeled nucleotide bases and each respective complementary target nucleotide base of sequence of target nucleotide bases to which the labeled nucleotide base is bound may be associated with the identification number of the microtransponder. The identification(s) may be output to an operator as disclosed above.

The example method 400 of FIG. 4 also determines if there are additional target nucleotide bases to sequence (block 406). If there are additional target nucleotide bases to sequence, control returns to block 402 for subsequent sequencing reaction(s) to add additional labeled nucleotide bases. The method 404 then continues through subsequent identification (block 404). In some examples, each added labeled nucleotide base is identified between each subsequent sequencing reaction. If there are not additional target nucleotide bases to sequence (block 406), the example method ends (block 408).

FIG. 5 is a block diagram of an example computer 500 capable of executing the methods of FIGS. 3 and 4 to implement the system 200 FIG. 2. The computer 500 can be, for example, a server, a personal computer, or any other type of computing device.

The computer 500 of the instant example includes a processor 512. For example, the processor 512 can be implemented by one or more microprocessors or controllers from any desired family or manufacturer.

The processor 512 includes a local memory 513 (e.g., a cache) and is in communication with a main memory including a volatile memory 514 and a non-volatile memory 516 via a bus 518. The volatile memory 514 may be implemented by Synchronous Dynamic Random Access Memory (SDRAM), Dynamic Random Access Memory (DRAM), Rambus Dynamic Random Access Memory (RDRAM) and/or any other type of random access memory device. The non-volatile memory 516 may be implemented by flash memory and/or any other desired type of memory device. Access to the main memory 514, 516 is controlled by a memory controller.

The computer 500 also includes an interface circuit 520. The output devices 524 can be implemented, for example, by display devices (e.g., a liquid crystal display, a cathode ray tube display (CRT), a printer and/or speakers). The interface circuit 520, thus, typically includes a graphics driver card.

The interface circuit 520 also includes a communication device such as a modem or network interface card to facilitate exchange of data with external computers via a network 526 (e.g., an Ethernet connection, a digital subscriber line (DSL), a telephone line, coaxial cable, a cellular telephone system, etc.).

The computer 500 also includes one or more mass storage devices 528 for storing software and data. Examples of such mass storage devices 528 include floppy disk drives, hard drive disks, compact disk drives and digital versatile disk (DVD) drives.

The coded instructions 532 of FIG. 5 may be stored in the mass storage device 528, in the volatile memory 514, in the non-volatile memory 516, and/or on a removable storage medium such as a CD or DVD.

From the foregoing, it will appreciated that the above disclosed methods, apparatus, systems and articles of manufacture can be used to identify unknown nucleic acid sequences such as, for example, those sequences associated with the DNA of pathogens or genetic disorders, which may be used in the diagnosis of diseases. The examples disclosed here may be used to simultaneously determine the nucleic acid sequence of a plurality of targets at a high throughput rate with low processing and storage requirements. In addition, the examples disclosed herein provide real-time identification of the unknown targets to an operator as the nucleic acid(s) are sequenced.

Although certain example methods, apparatus and articles of manufacture have been described herein, the scope of coverage of this patent is not limited thereto. On the contrary, this patent covers all methods, apparatus and articles of manufacture fairly falling within the scope of the claims of this patent.

Embodiments of the invention.

1. A method, comprising:

subjecting a sequence of target nucleotide bases captured on a microtransponder to a plurality of sequencing reactions to add a sequence of nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases;

identifying each added nucleotide base after each sequencing reaction; and

associating each added nucleotide base of the sequence with an identification number of the microtransponder.

...
2. The method of embodiment 1, wherein the target nucleotide bases are captured via a capture probe.

3. The method of embodiment 1, wherein the target nucleotide bases comprise DNA or RNA.

4. The method of embodiment 1 further comprising clonally amplifying the target nucleotide bases.

5. The method of embodiment 4, wherein said clonally amplifying comprises an emulsion polymerase chain reaction prior to the sequencing reaction.

6. The method of embodiment 1, wherein at least one of the added nucleotide bases comprises a label.

7. The method of embodiment 1, wherein at least one of the added nucleotide bases comprises an optical label.

8. The method of embodiment 1, wherein at least one of the added nucleotide bases comprises an electrochemical label.

9. The method of embodiment 1, wherein identifying the added nucleotide base comprises detecting the added nucleotide base by employing a flow meter.

10. The method of embodiment 9, wherein said identifying comprises moving said added base from a reaction station of an apparatus to an identification station of said apparatus using said flow meter.

11. The method of embodiment 10, wherein said identification station comprises a detector for detecting said added base, wherein said detector detects one or more of an optical signal, an electrical signal, and a chemical signal.

12. The method of embodiment 11, wherein said added base is detected by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, and radioactivity.

13. The method of embodiment 6 wherein a single label is used for a plurality of added nucleotide bases.

14. The method of embodiment 6 wherein a plurality of different labels is used for each added nucleotide base to differentiate different added nucleotide bases.

15. The method of embodiment 1 wherein said added base is added as a single base.

16. The method of embodiment 1 wherein said added base is added as an oligonucleotide.

17. The method of embodiment 16, wherein the oligonucleotide comprises up to about thirty nucleotides.

18. The method of embodiment 1 further comprising using a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target.

19. The method of embodiment 1 further comprising performing at least a portion of the method in a micro fluidic chip device.

20. The method of embodiment 1, wherein the sequencing reactions repeat until substantially an entirety of the sequence of target nucleotide bases is identified.

21. An apparatus comprising:

   a microtransponder having a surface to which a nucleic acid target is to be captured via a capture probe;
   a reaction station to subject the surface-bound nucleic acid target to a plurality of sequencing reactions to add a sequence of nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases;
   a wash station to remove an extraneous sequencing reagent resulting from the plurality of sequencing reactions; and
   an identification station to identify each added nucleotide base after each sequencing reaction.

22. The apparatus of embodiment 21 further comprising an amplification station to clonally amplify the nucleic acid target on the surface to form surface-bound clonal targets.

23. The apparatus of embodiment 21 wherein the amplification station is to subject the surface-bound nucleic acid target to a second through an nth number of subsequent sequencing reactions.

24. The method of embodiment 23 wherein the second through the nth number of subsequent sequencing reactions add a second through an nth nucleotide base that are complementary to a second through an nth nucleotide base in the sequence of the nucleic acid target, wherein n is equal to or less than the number of nucleotide bases in the sequence of the nucleic acid target.

25. The apparatus of embodiment 23 wherein the wash station is to remove the extraneous sequencing reagent resulting from the second through the nth sequencing reactions after the addition of each of the second through the nth nucleotide bases.
26. The apparatus of embodiment 23 wherein the identification station is to determine an identity of each of the second through the nth nucleotide bases in the sequence of the nucleic acid target.

27. The apparatus of embodiment 21 wherein the identification station associates each added nucleotide base of the sequence with an identification number of the microtransponder.

28. The apparatus of embodiment 21 wherein a nucleotide base comprises a label.

29. The apparatus of embodiment 21, wherein the capture probe comprises DNA or RNA.

30. The apparatus of embodiment 21, wherein the nucleic acid target comprises DNA or RNA.

31. The apparatus of embodiment 21, wherein the amplification station is to clonally amplify the nucleic acid target using emulsion polymerase chain reaction.

32. The apparatus of embodiment 21, wherein a nucleotide base comprises an optical label.

33. The apparatus of embodiment 21, wherein a nucleotide base comprises an electrochemical label.

34. The apparatus of embodiment 21, wherein the identification station comprises a flow meter.

35. The apparatus of embodiment 21, wherein the identification station comprises a detector for detecting each added nucleotide base.

36. The apparatus of embodiment 35 wherein said detector detects one or more of an optical signal, an electrical signal, and a chemical signal.

37. The apparatus of embodiment 34 wherein the identification station moves said added base from the reaction station of the apparatus to the identification station of said apparatus using said flow meter.

38. The apparatus of embodiment 35 wherein the detector detects said added base by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity.

39. The apparatus of embodiment 28, wherein the reaction station is to use a single label for a plurality of nucleotide bases.

40. The apparatus of embodiment 28, wherein the reaction station is to use a different label for each nucleotide to differentiate different nucleotide bases.

41. The apparatus of embodiment 21, wherein each added nucleotide base is added as a single base.

42. The apparatus of embodiment 21, wherein each added nucleotide base is added as a as an oligonucleotide.

43. The apparatus of embodiment 42, wherein the oligonucleotide comprises up to about thirty nucleotides.

44. The apparatus of embodiment 21 comprising a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target.

45. The apparatus of embodiment 21, further comprising a microfluidic chip device.

46. The apparatus of embodiment 45 wherein the microfluidic chip device comprises one or more of the reaction station, the wash station, or the identification station.

47. The apparatus of embodiment 23, wherein the nth number represents an end of substantially an entire sequence.

48. A method comprising:

subjecting a sequence of target nucleotide bases captured on a microtransponder to a plurality of sequencing reactions to add a sequence of nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases;

moving each added nucleotide base from a reaction station of an apparatus to an identification station of said apparatus using a flow meter; and identifying each added nucleotide base after each sequencing reaction.

49. The method of embodiment 48 further comprising capturing a nucleic acid target on the surface of the microtransponder.

50. The method of embodiment 49 wherein the nucleic acid target is captured by a capture probe.

51. The method of embodiment 48 further comprising amplifying the nucleic acid target to form surface-bound clonal targets.

52. The method of embodiment 48 further comprising removing an extraneous sequencing reagent.
53. The method of embodiment 48 comprising repeating the sequencing reactions until substantially an entirety of the sequence of target nucleotide bases is identified.

54. The method of embodiment 48, wherein the target nucleotide bases comprise DNA or RNA.

55. The method of embodiment 48 further comprising clonally amplifying the target nucleotide bases.

56. The method of embodiment 55, wherein said clonally amplifying comprises an emulsion polymerase chain reaction prior to the sequencing reaction.

57. The method of embodiment 48, wherein at least one of the added nucleotide bases comprises a label.

58. The method of embodiment 48, wherein at least one of the added nucleotide bases comprises an optical label.

59. The method of embodiment 48, wherein at least one of the added nucleotide bases comprises an electrochemical label.

60. The method of embodiment 48, wherein said identifying the added nucleotide base comprises detecting the added nucleotide base by employing a flow meter.

61. The method of embodiment 48, wherein said identification station comprises a detector for detecting said added base, wherein said detector detects one or more of an optical signal, an electrical signal, and a chemical signal.

62. The method of embodiment 61, wherein said added base is detected by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity.

63. The method of embodiment 57 wherein a single label is used for a plurality of added nucleotide bases.

64. The method of embodiment 57 wherein a plurality of different labels is used for each added nucleotide base to differentiate different added nucleotide bases.

65. The method of embodiment 48 wherein said added base is added as a single base.

66. The method of embodiment 48 wherein said added base is added as an oligonucleotide.

67. The method of embodiment 66, wherein the oligonucleotide comprises up to about thirty nucleotides.

68. The method of embodiment 48 further comprising using a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target.

69. The method of embodiment 48 further comprising performing at least a portion of the method in a microfluidic chip device.

70. The method of embodiment 69 wherein the microfluidic chip device comprises one or more of the reaction station or the identification station.

Claims

1. An apparatus comprising:

   a microtransponder having a surface to which a nucleic acid target is to be captured via a capture probe, wherein said surface is derivatized to carry said capture probe;

   a reaction station configured to subject the surface-bound nucleic acid target to a plurality of sequencing-by-synthesis reactions to add a sequence of single nucleotide bases that are complementary to and bound to the sequence of target nucleotide bases;

   a wash station to remove an extraneous sequencing reagent resulting from the plurality of sequencing reactions; and

   an identification station to identify each added nucleotide base after each sequencing reaction.

2. The apparatus of claim 1 further comprising an amplification station to clonally amplify the nucleic acid target on the surface to form surface-bound clonal targets.

3. The apparatus of claim 2, wherein, when in use, the amplification station is to clonally amplify the nucleic acid target using emulsion polymerase chain reaction.

4. The apparatus of claim 1 wherein, when in use, the identification station associates each added nucleotide base of the sequence with an identification number of the microtransponder.

5. The apparatus of claim 1, further comprising the capture probe, wherein the capture probe comprises DNA or RNA that hybridizes with at least one specific nucleic acid sequence of said nucleic acid target.

6. The apparatus of claim 1, wherein the nucleic acid target comprises DNA or RNA.
7. The apparatus of claim 1, wherein at least one of the added nucleotide bases comprises a label.

8. The apparatus of claim 7, wherein at least one of the added nucleotide bases comprise an optical label or an electrochemical label.

9. The apparatus of claim 1, wherein the identification station comprises a flow meter.

10. The apparatus of claim 1, wherein the identification station comprises a detector for detecting each added nucleotide base, wherein optionally said detector detects one or more of an optical signal, an electrical signal, and a chemical signal.

11. The apparatus of claim 10 wherein the detector detects said added base by a change in fluorescence, luminescence, pH, heat, hydrogen ion concentration, pyrophosphate concentration, or radioactivity.

12. The apparatus of claim 7, wherein a single type of label is used for a plurality of nucleotide bases.

13. The apparatus of claim 7, wherein a plurality of labels are used to differentiate a plurality of nucleotide bases.

14. The apparatus of claim 1 comprising a plurality of microtransponders for a multiplex assay containing more than one nucleic acid target.

15. The apparatus of claim 1, further comprising a microfluidic chip device.
FIG. 3

1. Nucleic Acid Sequencing
2. Capture Target
3. Amplify Target

4. Polymerization Reaction
   - Remove Extraneous Polymerization Reagent
   - Identify Nucleotide in Sequence of Target

5. Ligation Reaction
   - Remove Extraneous Ligation Reagent

6. Additional Nucleotides in the Sequence of the Target?
   - Yes
   - No

7. End
Nucleic Acid Sequencing

Sequencing Reaction(s) to Add Labeled Nucleotide Base

Identify
- Added Labeled Nucleotide Base
- Complementary Target Nucleotide Base
- Associated Microtransponder ID Number

Additional Target Nucleotide to Sequence?

Yes

No

End

FIG. 4
FIG. 5
**DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>* pages 2, 10; claims 1, 7-8 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>WO 2010/097775 A1 (KONINKL PHILIPS ELECTRONICS NV [NL]; VAN DE STOLPE ANJA [NL]; DEN TOON) 2 September 2010 (2010-09-02)</td>
<td>1-15</td>
<td></td>
</tr>
<tr>
<td></td>
<td>* pages 8, 12-14; claims 1,4 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>BRAECKMANS KEVIN ET AL: &quot;Encoding microcarriers: present and future technologies&quot;, NATURE REVIEWS. DRUG DISCOVERY, NATURE PUBLISHING GROUP, GB, vol. 1, no. 6, 1 June 2002 (2002-06-01), pages 447-456, XP002437064, ISSN: 1474-1784, DOI: 10.1038/00817 * abstract * * page 451, column 2 - page 452, column 1 *</td>
<td>1-15</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>MICHAEL L. METZKER: &quot;Sequencing technologies - the next generation&quot;, NATURE REVIEWS GENETICS, vol. 11, no. 1, 1 January 2010 (2010-01-01), pages 31-46, XP055256196, GB ISSN: 1471-0056, DOI: 10.1038/nrg2626 * the whole document *</td>
<td>1-15</td>
<td>C12Q B01J</td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.

- **Place of search**: Munich
- **Date of completion of the search**: 5 November 2018
- **Examiner**: Dolce, Luca

**CATEGORY OF CITED DOCUMENTS**

- **X**: particularly relevant if taken alone
- **Y**: particularly relevant if combined with another document of the same category
- **A**: technological background
- **N**: non-written disclosure
- **P**: intermediate document
- **T**: theory or principle underlying the invention
- **E**: earlier patent document, but published on, or after the filing date
- **D**: document cited in the application
- **L**: document cited for other reasons
- **M**: member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report.
The members are as contained in the European Patent Office EDP file on.
The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CA 2238645 A1</td>
<td>05-06-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0864000 A1</td>
<td>16-09-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2000502886 A</td>
<td>14-03-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5736332 A</td>
<td>07-04-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6046003 A</td>
<td>04-04-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2001044109 A1</td>
<td>22-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003143619 A1</td>
<td>31-07-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9720073 A1</td>
<td>05-06-1997</td>
</tr>
<tr>
<td>WO 2010097775 A1</td>
<td>02-09-2010</td>
<td>BR P11006411 A2</td>
<td>31-01-2017</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 102333890 A</td>
<td>25-01-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2401398 A1</td>
<td>04-01-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2011139296 A</td>
<td>10-04-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011311975 A1</td>
<td>22-12-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010097775 A1</td>
<td>02-09-2010</td>
</tr>
<tr>
<td>KR 20120056944 A</td>
<td>05-06-2012</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 6210891 B [0024]
• US 6258568 B [0024]
• US 6833246 B [0025]
• US 7115400 B [0025]
• US 6969488 B [0025]
• US 5912148 A [0026]
• US 6130073 A [0026]
• US 7169560 B [0027]
• US 7282337 B [0027]
• US 7482120 B [0027]
• US 7501245 B [0027]
• US 6818395 B [0027]
• US 6911345 B [0027]
• US 20090026082 A [0029] [0035]
• US 20090127589 A [0029]
• US 20100301398 A [0029]
• US 20100197507 A [0029]
• US 20100188073 A [0029]
• US 20100137143 A [0029]
• US 20090035777 A [0030]
• US 7329492 B [0031]
• US 781166 A [0031]
• US 7170050 B [0032] [0038]
• US 7302146 B [0032] [0038]
• US 7313308 B [0032] [0038]
• US 7476503 B [0032]
• US 20100332350 A [0037]
• US 20100063743 A [0037]
• US 20100195931 A [0037]
• US 2010035253 A [0037]
• US 20100152050 A [0037]
• US 7405281 B [0038]
• US 7315019 B [0038]
• US 2008012960 A [0038]
• US 20080206764 A [0038]
• US 2008019932 A [0038]
• US 20080199874 A [0038]
• US 20080176769 A [0038]
• US 20080176316 A [0038]
• US 20080176241 A [0038]
• US 20080165346 A [0038]
• US 20080160531 A [0038]
• US 2008157009 A [0038]
• US 20080153905 A [0038]
• US 20080152281 A [0038]
• US 20080152280 A [0038]
• US 20080145278 A [0038]
• US 20080126827 A [0038]
• US 20080108082 A [0038]
• US 20080095488 A [0038]
• US 20080080059 A [0038]
• US 20080050747 A [0038]
• US 20080032301 A [0038]
• US 20080030628 A [0038]
• US 2008009007 A [0038]
• US 20070238679 A [0038]
• US 20070231804 A [0038]
• US 20070206187 A [0038]
• US 20070196846 A [0038]
• US 2007188750 A [0038]
• US 20070161017 A [0038]
• US 20070141598 A [0038]
• US 20070134128 A [0038]
• US 20070128133 A [0038]
• US 20070077564 A [0038]
• US 20070072196 A [0038]
• US 20070036511 A [0038]
• US 20070023677 A [0041]
• US 20110194868 A [0041]
• US 20110172420 A [0041]
• US 20060179585 A [0041]
• US 20030003486 A [0041]
• US 7935822 B [0041]

Non-patent literature cited in the description

• VOELKERDING et al. Clinical Chem., 2009, vol. 55, 641-658 [0023] [0024] [0025] [0026] [0027] [0032]
• MACLEAN et al. Nature Rev. Microbiol., vol. 7, 287-296 [0023] [0024] [0025] [0026] [0027] [0032]
• Science, 2010, vol. 327 (5970), 1190 [0029]
• MOUDRIANAKIS E. N.; BEER M. Proc Natl Acad Sci USA, March 1965, vol. 53, 564-71 [0036]
• TURRO et al. PNAS, 2006, vol. 103, 19635-40 [0037]

• HAUGLAND. MOLECULAR PROBES HANDBOOK OF FLUORESCENT PROBES AND RESEARCH CHEMICALS. September 2005 [0040]