MEDICAL IMAGE MANAGEMENT SYSTEM

Inventors: Robert M. Judd, Chapel Hill, NC
           (US); Enn-Ling Chen, Chapel Hill, NC
           (US); Raymond J. Kim, Chapel Hill, NC (US)

Correspondence Address:
NEAL, GERBER, & EISENBERG
SUITE 2200
2 NORTH LASALLE STREET
CHICAGO, IL 60602 (US)

Assignee: Heart Imaging Technologies LLC,
Chapel Hill, NC

Appl. No.: 11/238,409
Filed: Sep. 29, 2005

Related U.S. Application Data:
Continuation of application No. 10/999,544, filed on Nov. 30, 2004, which is a continuation of application No. 09/742,575, filed on Dec. 20, 2000, now Pat. No. 6,934,698.

Publication Classification:
Int. Cl.
G06F 7/00 (2006.01)

U.S. Cl. ____________________________________________ 707/100

ABSTRACT
A method of managing medical information is disclosed. A plurality of units of medical information is received at a plurality of networked computers. Each of the plurality of units of medical information is converted into a format compatible with the World Wide Web. Each of the units of medical information received by one of the plurality of networked computers contains medical information distinct from medical information received the other of the plurality of networked computers. An identifier is assigned to each of the plurality of units of medical information, the identifier being unique. Finally, user access is provided to any of the plurality of units of medical information based on inputting the identifier into a World Wide Web browser.
USER REQUESTS SINGLE IMAGE (OR MOVIE) AS WEB PAGE

200

IMAGES READ FROM DATABASE

1100

SECONDS TO MINUTES

1200

SECONDS TO MINUTES

1300

JAVA CODE DOWNLOADED TO ALLOW USER TO ADJUST BRIGHTNESS, MOVIE SPEED, ETC

USER MUST WAIT

NO USER INTERACTION

1000

IMAGES STORED IN DATABASE (NON-WEB PAGE FORMAT)

100

IMAGES ACQUIRED BY SCANNER

USER REQUESTS NEXT SINGLE IMAGE (OR MOVIE) FROM SAME PATIENT

400

USER ADJUSTS BRIGHTNESS, MOVIE SPEED, MAGNIFICATION, ETC

300

SECONDS TO MINUTES

USER VIEWS SINGLE IMAGE (OR MOVIE) WITH DESIRED BRIGHTNESS, MOVIE SPEED MAGNIFICATION, ETC

1400

SECONDS TO MINUTES

FIG. 1 (PRIOR ART)
100  SCANNER ACQUIRES IMAGES

2000  "TRANSFER ENGINE"
      IMAGES TRANSFERRED (NON-WEB PAGE FORMAT)

3000  "DECODING ENGINE"
      RAW PIXEL DATA EXTRACTED FROM IMAGE FILES

4000  "PHYSIOLOGIC KNOWLEDGE ENGINE"
      IMAGE BRIGHTNESS, MOVIE SPEED, MAGNIFICATION, ETC. ADJUSTED BASED ON KNOWLEDGE OF DIAGNOSTIC QUESTION

5000  "ENCODING ENGINE"
      IMAGES CONVERTED TO WEB-COMPATIBLE FORMAT

6000  "POST ENGINE"
      ALL IMAGES OF PATIENT ASSEMBLED INTO SINGLE WEB PAGE

7000  "WEB-COMPATIBLE DATABASE"
      WEB PAGE AND IMAGES STORED IN DATABASE OF "STATIC" WEB-COMPATIBLE FILE

20  USER REQUESTS ALL IMAGES AS SINGLE WEB PAGE

300  ALL IMAGE DATA FOR PATIENT DOWNLOADED

400  USER VIEWS ALL IMAGES (OR MOVIES) WITH DESIRED BRIGHTNESS, MOVIE SPEED, MAGNIFICATION, ETC.

FIG. 3
METHOD 1

USER SUBMITS REQUEST TO TRANSFER IMAGES VIA BROWSER

CGI SCRIPT IS INITIATED WHICH PASSES DATA TO SYSTEM SOFTWARE

SYSTEM SOFTWARE LOGS INTO SCANNER USING STANDARD FTP OR DICOM COMMANDS

SCANNER IP ADDRESS, FTP OR DICOM USERNAME, AND FTP OR DICOM PASSWORD PREVIOUSLY DEFINED

SYSTEM SOFTWARE DOWNLOADS IMAGES USING STANDARD FTP OR DICOM COMMANDS

METHOD 2

USER INSERTS A DISK WITH IMAGES (EG. A COMPACT DISK)

SYSTEM SOFTWARE COPIES IMAGES TO HARD DISK

FIG. 4A

FIG. 4B
METHOD 1 FOR "STANDARD" IMAGE FORMATS (E.G. DICOM)

3010

SYSTEM SOFTWARE
READS IMAGE
HEADERS TO DETERMINE
WHERE RAW PIXEL
DATA BEGIN

3020

SYSTEM SOFTWARE
READS IN RAW PIXEL
DATA FOR ALL IMAGES

FIG. 5A

-OR-

METHOD 2
FOR "NON-STANDARD" IMAGE FORMATS

3011

SYSTEM SOFTWARE
USES A PRIORI KNOWLEDGE
OF IMAGE MATRIX OR
HEADER SIZE TO DETERMINE
WHERE RAW PIXEL
DATA BEGIN

3021

SYSTEM SOFTWARE
READS IN RAW PIXEL
DATA FOR ALL IMAGES

FIG. 5B
IMAGES ARE GROUPED INTO SINGLES, RELATED SINGLES, MOVIES, AND RELATED MOVIES. EACH IS DEFINED AS AN "ITEM"

BRIGHTNESS/CONTRAST OF CURRENT ITEM IS ADJUSTED BASED ON A PRIORI KNOWLEDGE OF THE DIAGNOSTIC QUESTION

IMAGE CROPPING OF CURRENT ITEM IS PERFORMED BASED ON A PRIORI KNOWLEDGE OF THE DIAGNOSTIC QUESTION

IMAGE FILE SIZE REDUCED BY PACKING INTO 8-BITS WHICH IMPROVES INTERNET TRANSFER TIMES

IMAGE FILE SIZE BECOMES DRAMATICALLY REDUCED WHICH IMPROVES INTERNET TRANSFER TIMES

FOR MOVIES, FRAME SPEED IS ADJUSTED BASED ON A PRIORI PHYSIOLOGIC KNOWLEDGE

ELIMINATES NEED FOR USER TO ADJUST MOVIE SPEED AFTER REQUESTING TO VIEW IMAGES

MAGNIFICATION IS ADJUSTED BASED ON A PRIORI KNOWLEDGE OF THE DIAGNOSTIC QUESTION

ELIMINATES NEED FOR USER TO ADJUST MAGNIFICATION AFTER REQUESTING TO VIEW IMAGES

OTHER PARAMETERS ADJUSTED DEPENDING ON DIAGNOSTIC QUESTION

FIG. 6
STEP 4020 – DEFINE SEARCH REGION AS SUBREGION WITHIN IMAGE WHICH CONTAINS THE ORGAN OF INTEREST (EG. HEART) AND SEARCH ALL MOVIE FRAMES FOR THE SINGLE BRIGHTEST PIXEL. SCALE ALL MOVIE FRAMES BY SAME AMOUNT TO MAKE SINGLE BRIGHTEST PIXEL EQUAL TO 2 TO THE 8TH POWER MINUS 1, EG. 255 (1 BYTE/PIXEL, 8–BIT IMAGE).

STEP 4030 – CREATE THUMBNAIL MOVIES BY CROPPING IMAGES SUCH THAT ONLY THE ORGAN OF INTEREST IS SHOWN (EG. HEART).

STEP 4040 – CONVERT ALL MOVIE FRAMES INTO A SINGLE MOVIE WITH FRAME RATE CHOSEN TO SIMULATE REAL TIME MOTION (EG. BEATING HEART)

STEP 4050 – CREATE A FULL–FIELD–OF–VIEW VERSION OF EACH THUMBNAIL SO THAT USER CAN DOUBLE–CLICK TO VIEW ADDITIONAL DETAILS.

FIG. 7A
EG. STEP 4050
FULL FIELD-OF-
VIEW MOVIE
FULLY DISPLAYED
WHEN THUMBNAIL
CLICKED (16
FRAMES=400KB)

EG. STEP 4040
THUMBNAIL MOVIE
OF
BEATING HEART
(16 FRAMES=100KB)

FIG. 7C
REPEAT FOR each "ITEM"

5010

CURRENT "ITEM"
(eg. each thumbnail and full-screen view)
converted to web-compatible format (eg. "GIF")

5020

CURRENT "ITEM"
written to disk

FIG. 8
HTML SOURCE CODE GENERATED TO DEFINE ONE TABLE ELEMENT FOR EACH "ITEM"

"ITEM"S ARE GROUPED BASED ON RELATED QUESTION (EG. ALL MOVIES, ALL STILL FRAMES, ETC)

HTML POINTERS SET SUCH THAT TABLE ELEMENTS POINT TO GIF FILES OF EACH "ITEM"

HTML CODE GENERATED TO DISPLAY PATIENT NAME, MODALITY, SCAN DATE, ETC

ALL HTML WEB PAGES AND ALL GIF FILES FOR CURRENT PATIENT WRITTEN TO "WEB-COMPATIBLE DATABASE"

USER DEFINES RELATED "ITEM"S VIA BROWSER

CGI SCRIPT PASSES DATA TO SYSTEM (PRE OR POST SUBMISSION OF IMAGE DATA)

FIG. 9
FIG. 10
COMPUTER LOCATED AT
IP ADDRESS 10.1.0.0
RECEIVES ALL IMAGE REQUESTS
FOR EARTH. CGI SCRIPT RUNNING ON
THIS COMPUTER SEARCHES REQUESTED ADDRESS
AND ROUTES REQUEST TO APPROPRIATE COUNTRY

USA
COMPUTER
LOCATED
AT 10.1.1.0

EUROPE
COMPUTER
LOCATED
AT 10.1.2.0

JAPAN
COMPUTER
LOCATED
AT 10.1.3.0

ETC

COMPUTER
LOCATED
AT 10.1.1.1
STORES
IMAGES FOR
SOCIAL SECURITY
NUMBERS
000–00–0000
THROUGH
099–99–9999

COMPUTER
LOCATED
AT 10.1.1.2
STORES
IMAGES FOR
SOCIAL SECURITY
NUMBERS
100–00–0000
THROUGH
199–99–9999

COMPUTER
LOCATED
AT 10.1.1.3
STORES
IMAGES FOR
SOCIAL SECURITY
NUMBERS
200–00–0000
THROUGH
299–99–9999

DEDICATED "DUMB"
STORAGE COMPUTERS
DOWNLOAD IMAGES
TO USERS
OVER INTERNET

ALL US HOSPITALS
SUBMIT
WEB-PAGE
BASED IMAGES
OVER THE INTERNET

FIG. 11
USER REQUESTS TO
VIEW IMAGES AT
"http://www.imagedatabase.com/usa/123456789/mri/23sep2027"

COMPUTER LOCATED AT "www.imagedatabase.com"
(IP ADDRESS 10.1.0.0) SEARCHES FIELD, FINDS "usa",
AND TELLS USER'S BROWSER TO FORWARD THE
REQUEST TO COMPUTER LOCATED AT
IP ADDRESS 10.1.1.0

COMPUTER LOCATED AT IP ADDRESS 10.1.1.0
SEARCHES FIELD, FINDS "123456789",
AND TELLS USER'S BROWSER TO FORWARD THE
REQUEST TO COMPUTER LOCATED AT
IP ADDRESS 10.1.1.2

COMPUTER LOCATED AT IP ADDRESS 10.1.1.2
RETURNS THE REQUESTED IMAGE DATA
DIRECTLY TO USER

FIG. 12
<table>
<thead>
<tr>
<th>Name</th>
<th>Size</th>
<th>Modification Data</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cath</td>
<td>42</td>
<td>Wed, 07 Jun 2000 22:22</td>
</tr>
<tr>
<td>Echo</td>
<td>-</td>
<td>Wed, 07 Jun 2000 22:23</td>
</tr>
<tr>
<td>MRI</td>
<td>-</td>
<td>Wed, 07 Jun 2000 22:23</td>
</tr>
</tbody>
</table>
MEDICAL IMAGE MANAGEMENT SYSTEM

FIELD OF THE PRESENT INVENTION

[0001] The Present Invention relates to medical imaging. Specific exemplary embodiments discussed relate to cardiac medical imaging.

BACKGROUND OF THE PRESENT INVENTION

[0002] The description of the references in this Section is not intended to constitute an admission that any reference referred to herein is “Prior Art” with respect to the Present Invention, unless specifically designated as such.

[0003] Medical imaging is important and widespread in the diagnosis of disease. In certain situations, however, the particular manner in which the images are made available to physicians and their patients introduces obstacles to timely and accurate diagnoses of disease. These obstacles generally relate to the fact that each manufacturer of a medical imaging system uses different and proprietary formats to store the images in digital form. This means, for example, that images from a scanner manufactured by General Electric Corp. are stored in a different digital format compared to images from a scanner manufactured by Siemens Medical Systems. Further, images from different imaging modalities, such as, for example, ultrasound and magnetic resonance imaging (MRI), are stored in formats different from each other. Although it is typically possible to “export” the images from a proprietary workstation to an industry-standard format such as “Digital Imaging Communications in Medicine” (DICOM), Version 3.0, several limitations remain as discussed subsequently. In practice, viewing of medical images typically requires a different proprietary “workstation” for each manufacturer and for each modality.

[0004] Currently, when a patient describes symptoms, the patient’s primary physician often orders an imaging-based test to diagnose or assess disease. Typically, days after the imaging procedure, the patient’s primary physician receives a written report generated by a specialist physician who has interpreted the images. The specialist physician, however, typically has not performed a clinical history and physical examination of the patient and often is not aware of the patient’s other test results. Conversely, the patient’s primary physician typically does not view the images directly but rather makes a treatment decision based entirely on written reports generated by one or more specialist physicians. Although this approach does allow for expert interpretation of the images by the specialist physician, several limitations are introduced for the primary physician and for the patient, such as, for example:

[0005] (1) The primary physician does not see the images unless he travels to another department and makes a request;

[0006] (2) It is often difficult to find the images for viewing because there typically is no formal procedure to accommodate requests to show the images to the primary physician;

[0007] (3) Until the written report is forwarded to the primary physician’s office, it is often difficult to determine if the images have been interpreted and the report generated;

[0008] (4) Each proprietary workstation requires training in how to use the software to view the images;

[0009] (5) It is often difficult for the primary physician to find a technician who has been trained to view the images on the proprietary workstation;

[0010] (6) The workstation software is often “upgraded” requiring additional training;

[0011] (7) The primary physician has to walk to different departments to view images from the same patient but different modalities;

[0012] (8) Images from the same patient but different modalities cannot be viewed side-by-side, even using proprietary workstations;

[0013] (9) The primary physician cannot show the patient his images in the physician’s office while explaining the diagnosis; and

[0014] (10) The patient cannot transport his images to another physician’s office for a second opinion.

[0015] It would be desirable to allow digital medical images to be viewed by multiple individuals at multiple geographic locations without loss of diagnostic information.

[0016] “Teleradiology” allows images from multiple scanners located at distant sites to be transferred to a central location for interpretation and generation of a written report. This model allows expert interpreters at a single location to examine images from multiple distant geographic locations. Teleradiology does not, however, allow for the examination of the images from any site other than the central location, precluding examination of the images by the primary physician and the patient. Rather, the primary physician and the patient see only the written report generated by the interpreters who examined the images at the central location. In addition, this approach is based on specialized “workstations” (which require substantial training to operate) to send the images to the central location and to view the images at the central location. It would be advantageous to allow the primary physician and the patient to view the images at other locations, such as the primary physician’s office, at the same time he/she and the patient see the written report and without specialized hardware or software.

[0017] In principle, medical images could be converted to Internet Web Pages for widespread viewing. Several technical limitations of current Internet standards, however, create a situation where straightforward processing of the image data results in images which transfer across the Internet too slowly, lose diagnostic information or both. One such limitation is the bandwidth of current Internet connections which, because of the large size of medical images, result in transfer times which are unacceptably long. The problem of bandwidth can be addressed by compressing the image data before transfer, but compression typically involves loss of diagnostic information. In addition, due to the size of the images the time required to process image data from an original format to a format which can be viewed by Internet browsers is considerable, meaning that systems designed to create Web Pages “on the fly” introduce a delay of seconds to minutes while the person requesting to view the images waits for the data to be processed. Workstations allow images to be reordered or placed “side-by-side” for viewing, but again, an Internet system would have
to create new Web Pages “on the fly” which would introduce further delays. Finally, diagnostic interpretation of medical images requires the images are presented with appropriate brightness and contrast. On proprietary workstations these parameters can be adjusted by the person viewing the images but control of image brightness and contrast are not features of current Internet standards (such as, for example, http or html).

[0018] It is possible to allow browsers to adjust image brightness and contrast, as well as other parameters, using “Java” programming. “Java” is a computer language developed by Sun Microsystems specifically to allow programs to be downloaded from a server to a client’s browser to perform certain tasks. Using the “Java” model, the client is no longer simply using the browser to view “static” files downloaded from the server, but rather in addition the client’s computer is running a program that was sent from the server. There are several disadvantages to using “Java” to manipulate the image data. First, the user must wait additional time while the “Java” code is downloaded. For medical images, the “Java” code is extensive and download times are long. Second, the user must train to become familiar with the controls defined by the “Java” programmer. Third, the user must wait while the “Java” code processes the image data, which is slow because the image files are large. Fourth, “Java” code is relatively new and often causes browsers to “crash.” Finally, due to the “crashing” problem “Java” programmers typically only test their code on certain browsers and computers, such as Microsoft Explorer on a PC, precluding widespread use by owners of other browsers and other computer platforms.

[0019] Wood et al., U.S. Pat. No. 5,891,035 (“Wood”), the contents of which are hereby incorporated by reference in their entirety, describe an ultrasound system which incorporates an http server for viewing ultrasound images over the Internet. The approach of Wood, however, creates Web Pages “on the fly,” meaning that the user must wait for the image processing to complete. In addition, even after processing of the image data into a Web Page the approach of Wood does not provide for processing the images in such a way that excessive image transfer times due to limited bandwidth are addressed or provide for “brightness/contrast” to be addressed without loss of diagnostic information. In addition, the approach of Wood is limited to ultrasound images generated by scanners manufactured by a single company, and does not enable viewing of images from modalities other than ultrasound.

[0020] FIG. 1 summarizes a common prior art approach currently used by companies to serve medical images to Internet browsers (e.g., General Electric’s “Web-Link” component of their workstation-based “Picture Archiving and Communication System” (PACS)). As can be seen in FIG. 1, serial processing of image data “on the fly” combined with extensive user interaction results in a slow, expensive, and unstable system.

[0021] Referring to FIG. 1, after a scanner acquires images (Step 100) a user may request single image as a webpage (Step 200) whereby the image data is downloaded (Step 300) to allow the user to view a single image with the single image (Step 400). Steps 1000-1400 result in extensive user interaction which results in the system being slow, expensive and unstable.

[0022] While the Present Invention relates to medical imaging generally, it will be better understood within the discussion of exemplary embodiments directed toward cardiac imaging.

SUMMARY OF THE PRESENT INVENTION

[0023] The Present Invention proceeds from the realization that if medical images of different formats could be processed in such a way that limitations of current Internet standards could be overcome, any standard Internet browser could be used as a diagnostic workstation to allow any medical image to be viewed from any location on earth without specialized hardware or software. Once this goal has been achieved, the following actions becomes possible:

[0024] (1) To notify the primary physician via e-mail or pager as soon as the imaging has been completed;

[0025] (2) For the primary physician to view the images with a single “double click”;

[0026] (3) To view the images at the same time the primary physician and/or the patient reads the written report;

[0027] (4) To view images of the same patient but from different modalities side-by-side;

[0028] (5) To view images of the same patient and same modality but different time points side-by-side to assess the progression of disease;

[0029] (6) For the primary physician to discuss the images over the telephone with another physician who is viewing the same images simultaneously at another location;

[0030] (7) To make diagnoses and clinical treatment plans from anywhere in the World, including the physician’s home;

[0031] (8) To discuss the images with the patient in the physician’s office or over the telephone with the patient at home;

[0032] (9) For the patient to present the images to another physician for a second opinion; and

[0033] (10) For the patient to move to a different city/state/country and have the images “move” with him/her.

[0034] Furthermore, once the standard Internet browser can be used as a diagnostic workstation, it becomes feasible to construct a Worldwide database of medical images using a predefined hierarchical Internet addressing structure. This structure would allow for the unique address of all medical images for all persons throughout their lifetime.

[0035] Accordingly, one embodiment of the Present Invention is directed toward a method of managing medical images. A plurality of medical images created by a plurality of medical imaging devices, each of which processes the medical image using a unique image format, is received. The medical images are then converted to a common image format suitable for display on a computer screen. Preferably the method comprises posting the converted images for access via a client computer. Browser compatible pages
having embedded tags corresponding to the converted images are preferably generated and posted with the converted images.

[0036] Another embodiment of the Present Invention is directed towards a medical image database comprising images corresponding to a plurality of different modalities. The database is preferably organized in a hierarchical data structure where the data structure comprises a patient identifier parameter and an image modality identifier parameter. The image identifier parameter is associated with at least one of the plurality of modalities. The patient identifier parameter is preferably at a higher level in the hierarchical data structure than the image modality identifier parameter.

[0037] In one method of managing medical images according to the Present Invention, images are pulled from a scanner in response to a user request. The pulled images are converted to a common image format compatible for display at a computer. The converted images are then posted for display at a client computer. Preferably, the method includes displaying to a user at the client computer a selection comprising images associated with at least two different modalities. The method also preferably comprises simultaneously displaying on a screen a medical image to a first user at a first location and a second user at a second location.

[0038] A medical image system, according to the Present Invention, comprises a medical image management system. In a preferred embodiment, the medical image management system comprises a transfer engine for receiving image data from a scanner; a converter engine connected to receive images from the transfer engine and convert the images to a browser compatible format; and a post engine connected to receive images from the converter engine and post the images for subsequent access by a user.

[0039] In a preferred embodiment, the converter engine comprises a decoding engine for extracting raw image data; and a physiologic knowledge engine adapted to receive data from the decoding engine. The physiologic knowledge engine adjusts the image quality and reduces the size of the image data, which is then transferred to a post engine. The physiologic knowledge engine is primarily responsible for reducing the image file size without loss of diagnostic data though other aspects of the Present Invention are used to reduce file size while maintaining viability of the data. The encoding engine converts the image data to browser compatible image data.

[0040] Other objects and advantages of the Present Invention will be apparent to those of skill in the art from the teachings herein.

Brief Description of the Drawings

[0041] In the interest of enabling one of skill in the art to practice the Present Invention, exemplary embodiments are shown and described. For clarity, details apparent to those of skill in the art and reproducible without undue experimentation are generally omitted from the drawings and description.

[0042] FIG. 1 depicts a prior art method for user to view images from a scanner;

[0043] FIG. 2 depicts a block diagram of an imaging managing system according to an embodiment of the Present Invention;

[0044] FIG. 3 depicts a system overview of an embodiment of the Present Invention for providing a user with images from a scanner;

[0045] FIG. 4A depicts steps for affecting transfer of images from a scanner;

[0046] FIG. 4B depicts an alternate method for obtaining images from a scanner via a disk having the images stored thereon;

[0047] FIG. 5A depicts a method for extracting raw pixel data from a standard image data format;

[0048] FIG. 5B depicts a method for extracting raw pixel data from a non-standard image format;

[0049] FIG. 6 depicts a method for reducing image data files without loss of diagnostic data;

[0050] FIG. 7A describes a method for reducing image data file size without loss of diagnostic information;

[0051] FIG. 7B pictorially depicts selecting a bright pixel in a diagnostic search region;

[0052] FIG. 7C depicts the diagnostic search area in both representative thumbnail size and full screen size with corresponding file sizes indicated;

[0053] FIG. 8 depicts steps for converting the image to a browser compatible format;

[0054] FIG. 9 depicts a method for posting the browser compatible image to a database;

[0055] FIG. 10 is a diagram of a file structure for a web compatible database;

[0056] FIG. 11 depicts a possible interface structure for accessing web compatible database via the Internet;

[0057] FIG. 12 depicts a method for displaying an image stored on a web compatible database accessible via the Internet;

[0058] FIG. 13 depicts a selection of modalities for a patient, namely Doc, John;

[0059] FIG. 14 shows an image identification data obtained from a separate file displayed with the medical image;

[0060] FIG. 15 depicts a web page comprising ECG medical image data;

[0061] FIG. 16 depicts MRI medical image; and

[0062] FIG. 17 depicts SPECT medical image data.

Description of Exemplary Embodiments of the Present Invention

[0063] The Present Invention is discussed in relation to imaging with specific applications discussed in relation to cardiac images; however, other uses will be apparent from the teachings disclosed herein. The Present Invention will be better understood from the following detailed description of exemplary embodiments, with reference to the attached figures, wherein like reference numerals and characters refer to like parts, and by reference to the following Claims.

[0064] It will be apparent to one possessing ordinary skill in the art that the structure, methods and systems described
herein regarding a medical image management system are additionally and inherently applicable to the management of multiple types of medical information, such as, for example, medical imaging reports, electrocardiograms, medical test results, patient demographics, clinic reports, procedure reports, in-patient summary reports and the like.

[0065] The herein-described Present Invention has been constructed and tested on images of the heart acquired using a variety of modalities. The images have been pulled from commercial scanners, processed without loss of diagnostic information, adjusted with respect to brightness and contrast, and posted on Internet Web Pages for viewing.

[0066] FIGS. 2 and 3 show the process in schematic form. In FIG. 2, a medical image management system 10 is connected via a Hospital Intranet or the Internet 12 to a number of scanners 14 (such as, for example, Microsoft Explorer™ or Netscape Navigator™). The connection 12 to the scanners is used to: 1) Accept commands to pull images from the scanners 16; 2) To navigate through images which have already been posted as web pages; and 3) To arrange and organize images for viewing. The medical image management system 10 is also connected to a number of medical imaging systems (scanners) 16 via a Hospital Intranet or the Internet 12. The connection 12 to the scanners 16 is used to pull the images by Internet-standard file transfer protocols (FTP). Alternately, images can be transferred to the system 10 via a disk drive or disk 18 (see FIGS. 2 and 3).

[0067] Preferably the scanner, and hence modality, is associated with magnetic resonance imaging, echocardiographic imaging, nuclear scintigraphic imaging (e.g., SPECT, or single photon emission computed tomography), positron emission tomography, x-ray imaging and combinations thereof.

[0068] Responsibility for the entire process is divided amongst a series of software engines. The processes of the transfer engine 20, decoding engine 22, physiologic knowledge engine 24, encoding engine 26 and post engine 28 (FIGS. 2 and 3) are preferably run automatically by computer and do not require the person using the browser, the user, to wait for completion of the associated tasks. The decoding engine 22, physiologic knowledge engine 24 and encoding engine 26 are, preferably, combined to form a converter engine. The post engine 28 sends an e-mail notification, via an e-mail server 30 (FIG. 2) to the person submitting the request when the computations are complete, thereby allowing the requester to do other tasks. Similarly, text messages could be sent to a physician’s pager. The time necessary for these computations depends on the size of the images and the speed of the network, but was measured for the MRI images of FIG. 16 to be approximately 3 minutes over a standard Ethernet 10BASET line (10 Mbps) using a 400 MHz computer.

[0069] The transfer engine 20 is responsible for pulling the images from the scanner 16 for example, in response to a user request (Step 2010). (FIGS. 2 and 3, details in FIG. 4). Using previously recorded information such as, for example, a username and password (Step 2020), the transfer engine 20 logs into the scanner 16 over the Internet 12 (Step 2030) and pulls the appropriate images from the scanner 16, using standard Internet FTP or DICOM commands (Step 2040). Alternatively, images can be acquired by the transfer engine 20 by use of a disk drive 18 such as, for example, a CD-ROM drive (FIGS. 2-4) (Steps 2011-2022). When the transfer process is complete, all images from the scan will exist within the transfer engine 20 but are still in their original digital format. This format may be specific to the scanner 16 manufacturer, or may be one of a variety of formats which are standard but cannot be displayed by browsers, such as, for example, DICOM. The images are then passed to the decoding engine (Step 3000).

[0070] The decoding engine 22 (FIG. 5) is responsible for extracting the raw image pixel data from the original, differing, non-Web compatible digital formats that the transfer engine 20 acquired. In the case of standard formats, such as, for example, DICOM, this can be accomplished by reading published file structures and writing computer code to read this format (Steps 3010-3020). In the case of non-standard formats, successful extraction of the image data proceeds from the realization that all formats differ from each other mainly in the header region of the image file, i.e., the part which contains information like the patient name, scan date, name of hospital, etc. (Steps 3011-3021.) Because the most important information such as patient name and scan date can be input via the web-based form pages upon submission (see FIGS. 14-17, for example), extraction of the image data for non-standard formats can be accomplished by ignoring the header data entirely and reading only the image data. Typically, the image data are stored as a series of pixel values starting at the upper left corner of the image and proceeding across each row of pixels from left to right and then repeating this process for all rows of the image (i.e., top to bottom).

[0071] The physiologic knowledge engine 24 (FIG. 6) is responsible for adjusting image brightness and contrast, adjusting image magnification, adjusting movie frame speed and other image parameters important for diagnosis (Step 4010-4020). The physiologic knowledge engine 24 is also responsible for reducing the size of the images to allow acceptable transfer times at current Internet bandwidths without loss of diagnostic information (Step 4030). These tasks are achieved in part by the use of a priori knowledge of physiology, anatomy, the diagnostic question or any combination of the three. One aspect of this is the realization that the human eye is capable of distinguishing less than 256 distinct levels of gray in a medical image, and that most of the field-of-view (FOV) of the image is not of diagnostic interest. The grayscale limitations of the human eye imply that any medical image can be compressed to 8-bits of grayscale levels and that, if appropriately scaled, the resulting image will have appropriate brightness/contrast without the need to adjust these using the Web browser (FIG. 7A, Step 4020). This is important because adjustment of brightness/contrast by the browser is not part of existing Internet standards. Another important piece of a priori information is that much of the FOV is not of diagnostic interest (Step 4030 and FIG. 7B). This implies that the images can be cropped which allows a significant reduction in 16/25 the size of the image file. This is important because limitations of existing Internet bandwidths result in excessive image transfer times if the file size is not reduced.

[0072] An example of how the physiologic knowledge engine 24 functions is given in FIGS. 7A-7C for the specific case of MRI of the heart. In Step 4020, the region of the image which contains the organ of diagnostic interest is defined (e.g., the heart). For the general case of a group of
images which are intended to be played as a movie to depict time-varying quantities (e.g., heart motion), the physiologic knowledge engine 24 searches all movie frames for the single brightest pixel within the search region (e.g., within the heart). All pixels of all movie frames are then scaled such that the single brightest pixel within the search region of all frames equal 255 (e.g., 8-bit image). After this Step, the image brightness/contrast are appropriate for the organ of interest without loss of diagnostic information.

[0073] In Step 4030, thumbnail movies are extracted for which the FOV is reduced by cropping the images to contain only the organ of interest (e.g., the heart). For a typical file size of 2,000 KB for a movie with 16 frames, the processes herein described would result in a 20-fold reduction in movie file size for the thumbnails (to 100 KB) and 6-fold for full FOV images (to 300 KB) (See FIG. 7C). These file sizes imply that every still-frame and every movie from an entire patient scan can be transferred over the Internet as thumbnails in a few seconds.

[0074] In Step 4040, the frame rate is chosen to simulate real-time motion (e.g., a beating heart would have all frames play within one heart beat or about 1 second). In Step 4050, full FOV images are created with a magnification which fills the user’s entire 17.25 screen because this is what a cardiologist would like to see for a heart image. Each thumbnail can be “clicked” by the mouse to initiate transfer of the entire FOV for that movie, also in a few seconds. Importantly, this is achieved without loss of diagnostic information, without the need to adjust brightness/contrast, and without the need to adjust the frame rate of the movie. Step 4060 comprises adjusting other parameters, if warranted. When the physiologic knowledge engine 24 has completed these tasks on all images from a given patient, they are passed to the encoding engine 26.

[0075] The encoding engine 26 (FIG. 8) is responsible for converting the images from the raw pixel format to a new format which can be displayed by browsers 14 (Steps 5010-5020). One such format is the graphics interchange format (GIF), which can be used to display images in gray scale or color with or without animation (movies). The conversion is achieved using published definitions of web-compatible image formats and writing appropriate computer code. The images are then saved to disk and the post engine 28 is called.

[0076] The post engine 28 (FIG. 9) is responsible for generating the html pages within which the images will be displayed (Steps 6010-6030). These html pages may contain coding to display text such as the patient name, exam date, etc. (Step 6040). In addition, the html page will contain html-standard image tags which instruct the browser 14 to display the converted images. The methods by which the html pages are constructed and the image tags embedded are standard to the Internet and are published elsewhere. The final responsibilities (Step 6050) of the post engine 28 are: 1) To transfer the completed html pages and the converted images to the Web-Compatible Database 32 (FIGS. 2 and 3, details FIG. 10) located on the “http Server”34 for viewing over the Internet; and 2) To send e-mail notification to the physician (or technician) via the e-mail server 30 (FIG. 2) stating that the images have been posted; and 3) Providing the html address for the images within the e-mail message such that the physician can “double-click” to immediately view the images.

[0077] Once the images are posted as Web Pages, additional Web Pages can be used to allow the technician or physician to rearrange the order of the images on the Web Page according to the diagnostic question. For example, echocardiographic images are often acquired before and after a drug to increase heart rate has been given (e.g., dobutamine). The images before and after the administration of dobutamine are best viewed side-by-side for comparison. Arranging the images side-by-side can be achieved by allowing the user to select images using html standard Web Page “forms.” The form data can then be submitted using Web-standard Common Gateway Interface (CGI) protocols and processed by the server using a CGI program written specifically for this purpose. The CGI program could then create a new Web Page in which the image contains are arranged side-by-side and the html “image tags” are set to point to the images defined by the user. Rearrangement of the images occurs very quickly because the images do not require further processing or transfer across the Internet.

[0078] FIG. 11 shows how the Web-Compatible Database 32 of FIG. 10 can be used as the basic building block of a Worldwide database which can be interrogated from any location on earth, for example, using any browser 14. In practice, some form of security such as password protection would be provided to prevent unauthorized viewing of the image data.

[0079] As shown in FIG. 10, the database 32 is constructed as a hierarchical directory-tree with the patient’s name 36 at a higher level than the modality 38. Within each modality subdirectory, a series of directories with names corresponding to the scan date 40 would appear to allow for serial examinations over the patient’s lifetime.

[0080] Using this type of structure, one can now define a hierarchical Internet addressing system in which any image from any modality for any person acquired on any date will have an unique, pre-determined Internet address. For example, the hierarchical address could involve, first, the Social Security Number of the patient, then the imaging modality, followed by the scan date (See FIG. 12, Step 7010, for example). With this scheme, if a child were born in the U.S. on 11 Jul. 2015, assigned a social security number of 123456789, and later scanned by MRI on 23 Sep. 2027, everyone in the world would know, a priori, that those images will be located at, for example, Internet address: http://www.imagetdatabase.com/usa/123456789/mri/23sept2027. Further, it is, a priori, known that any MRI images of that patient taken anywhere, anytime in his/her lifetime are listed by scan date at: http://www.imagetdatabase.com/usa/123456789/mri, and further that all images of any modality that have ever been acquired of that patient in his/her lifetime are listed at: http://www.imagetdatabase.com/usa/123456789.

[0081] The section of the URL “www.imagetdatabase.com” refers to the company offering to serve the images over the Internet. Such a company would not process the images in any way because the images have already been processed as described herein. Rather, the sole function of such a company is to provide computing hardware which reads the “static” image data from a hard disk and pushes the data over the Internet (note that both still-frame images and movies are contained in “static” computer files). Because the images are already stored in the format of Internet Web
Pages, no processing of the data is required resulting in maximum speeds for image access and transfer and ensuring minimum cost for the overall system.

[0082] In fact, specialized computers which are capable of no function other than reading from a hard disk and pushing the data over the Internet already exist and could easily be assembled into a array of servers providing access to an extremely large amount of data over the Internet for minimum cost. For example, currently a commercial system of this type provides 120 GB of storage for $3000. With 10 MB of image data per patient scan (typical), this system would provide permanent Internet access to 12,000 complete MRI patient scans for a cost of 25 cents each (exclusive of electrical and maintenance costs). Importantly, this type of World-wide database would be difficult if not impossible to construct if the processes described herein were not employed.

[0083] FIG. 12 shows how a user’s request to view images (Step 7010) would be processed (Steps 7020-7040) by the World-wide database system of FIG. 11 using the basic building block of FIG. 10. FIG. 13 shows the resultant Web Page 40 displaying in response to a user sending a request to view “Dr. John” via a browser 14. FIG. 14 shows the result of clicking on “Cath” 42 (see FIG. 13) followed by clicking on the scan date (not shown). Identification data 43 is displayed with the image 44 corresponding to the examination data indicated. The html page 40 and the embedded images 44 are sent by the http server 34 to the browser 14. The images 44 can be still frames or movies depending on how they were originally acquired by the scanner 16. In the case of movies, animated GIF format can be used by the encoding engine 26. FIGS. 15, 16 and 17 show the result of clicking on ECG, MRI, and SPECT, respectively. The time necessary to transfer the images 44 from the http Server 34 to the browser 14 will depend on the size of the images 44 and the speed of the network, but was measured to be approximately 3 seconds for the entire set of MRI images of FIG. 16 over a standard ethernet 10BASET line (note that the top row of MRI images in FIG. 16 are movies displaying heart contraction).

[0084] Thus, using the Present Invention a database of images can be constructed with maximum Internet performance and without loss of diagnostic information. Importantly, the processes described herein allow viewing of images from multiple modalities side-by-side by the primary physician and/or the patient. Further, the database structure facilitates the storage of image data from multiple modalities and multiple scans over a patient’s lifetime in a single location identified by the patient’s name, social security number or other unique identifier. This ability would be expected to significantly enhance the ability of the primary physician to determine the course of action which is in the best interest of the patient.

[0085] While the Present Invention has been particularly shown and described with reference to particular embodiments thereof, it will be understood by those skilled in the art that various changes in form and detail may be made therein without departing from the spirit and scope of the Present Invention. The scope of the Present Invention, as claimed, is intended to be defined by following Claims as they would be understood by one of ordinary skill in the art with appropriate reference to the specification, including the drawings, as warranted.

What is claimed is:

1. A method of managing medical information comprising:

   receiving a plurality of units of medical information at a plurality of networked computers;

   converting each of the plurality of units of medical information into a format compatible with the World Wide Web;

   assigning an identifier to each of the plurality of units of medical information, the identifier being unique; and

   providing user access to any of the plurality of units of medical information based on inputting the identifier into a World Wide Web browser;

   wherein each of the units of medical information received by one of the plurality of networked computers contains medical information distinct from medical information received the other of the plurality of networked computers.

2. The method of claim 1, further comprising routing user requests for one of the plurality of units of medical information from a centralized computing system to one of the plurality of networked computers.

3. The method of claim 2, further comprising storing the user requested unit of medical information based on the identifier.

4. The method of claim 1, further comprising associating a subset of the identifiers corresponding to a patient, forming an electronic medical record.

5. The method of claim 1, further comprising routing user requests for the electronic medical record from a centralized computing system to one of the plurality of networked computers.

6. The method of claim 5, further comprising storing a portion of the electronic medical record on the one of the plurality of networked computers which received the routed user request.

7. The method of claim 1, further comprising connecting the networked computers to a system.

8. The method of claim 7, wherein the system is the public internet.

* * * * *