A device for origin of light absorbance used in an optical measuring instrument for measuring light absorption characteristics of a light diffusion sample. The device includes a light transmission terminal configured to irradiate a measurement light onto the light diffusion sample at a point of incidence of the light diffusion sample and a light diffusion plate through the interior of which the measurement light can be diffused and transmitted. A light receiving terminal is configured to receive the measurement light from the light diffusion sample for measurement at a point of detection of the light diffusion sample that is separate from the point of incidence. Optionally, the device can include a cleaning unit that cleans the light transmission terminal and light receiving terminal.
Figure 2
STANDARD DEVICE FOR ORIGIN OF LIGHT ABSORBANCE AND METHOD OF USING THE SAME
CROSS-REFERENCE TO RELATED APPLICATION


FIELD OF THE INVENTION

[0002] The present invention relates to a standard device for origin of light absorbance and method of using the same used in order to determine the origin of light absorbance in an optical measuring instrument to measure the optical characteristics (for example, changes in light absorbance, etc.) of a light diffusion sample such as a living body, and in particular, relates to a standard device for origin of light absorbance and method of using the same used in order to determine the origin of light absorbance in an optical measuring instrument using light to measure metabolism in a living body (for example, a living body oxygen monitor).

BACKGROUND

[0003] Light with a wavelength \( \lambda \) of 700 to 1000 nm can pass through the interior of a living body relatively easily compared to light of other wavelengths, and therefore, there have been attempts to use 700 to 1000 nm light to non-invasively measure the fluctuation volumes of hemoglobin, oxygenated hemoglobin, and cytochrome aa3, which have absorption bands of 700 to 1000 nm.

[0004] For example, a method (refer, for example, to non-patent literature 1) has been disclosed to obtain the oxygenated hemoglobin fluctuation volume, the reduced hemoglobin fluctuation volume, and the total hemoglobin fluctuation volume based on the light absorbance changes \( \Delta A(780) \), \( \Delta A(805) \), and \( \Delta A(830) \) at various wavelengths \( \lambda \) calculated by transmitting 3 types of light, with wavelengths \( \lambda \) of 780, 805, and 830 nm, into a living body, and receiving the reflected light and transmitted light from within the living body.

[0005] With this kind of measurement method, the light absorbance changes \( \Delta A(780) \), \( \Delta A(805) \), and \( \Delta A(830) \) at various wavelengths \( \lambda \) are calculated and the fluctuation volume from a given standard of oxygenated hemoglobin fluctuation volume, etc. is thus obtained. For example, the standard for the measurement of light absorbance changes \( \Delta A(780) \), \( \Delta A(805) \), and \( \Delta A(830) \) is the level of light absorbance, etc. at the time of mounting the optical measuring instrument (for example, an oxygen monitor for a living body, etc.) on the patient (living body), and the level obtained is the amount of change when taking that initial level as the standard. However, no information about the condition of the patient can be obtained at all at the time of mounting the optical measuring instrument on the patient, and therefore, there are the problems that the measurement results from a different day cannot be compared, and that measurement results obtained between different patients cannot be compared.

[0006] In order to compare measurement results obtained on a different day or to compare measurement results obtained from different patients, it is necessary to calculate the absolute value \( A(\lambda) \) of light absorbance (called "absolute light absorbance" hereinafter) rather than calculating the light absorbance change \( \Delta A(\lambda) \) that takes the level of light absorbance at the time of mounting the optical measuring instrument on the patient as the standard. In order to calculate the absolute value \( A(\lambda) \), the origin of light absorbance must be set.

[0007] When the target of measurement is a chemical substance and not a living body such as a patient, there are the well-known methods of taking a fluid that does not contain any components to be measured (for example, distilled water, etc.) as the origin of light absorbance, or using barium sulfate powder as a standard of 100% reflectivity for measuring fabric and printed material. On the other hand, in order to apply this to an optical measuring instrument that irradiates measurement light on one part of a diffusion material such as a living body, which is the measurement target of the present invention, and detects the measurement light that exits from another part, it is desirable that the origin of light absorbance fulfill the conditions of having the same diffusion transmissivity as the living body, of having the same photosensitivity \( T(\lambda) \) as the living body, and of also changing very little over time.

[0008] Here, "photosensitivity" \( T(\lambda) \) shall be the value calculated by formula (1) below.

\[
T(\lambda) = \frac{I(\lambda)}{I(\lambda_0)}
\]

(1)

\( I(\lambda) \) is the light intensity of the light transmitted, and \( I(\lambda_0) \) is the light intensity of the light received.

[0009] Moreover, the "light absorbance" \( A(\lambda) \) shall be the value calculated by formula (2) below.

\[
A(\lambda) = -\log(T(\lambda))
\]

(2)

[0011] Thus, because the condition of having the same photosensitivity \( T(\lambda) \) as the living body is fulfilled, a standard device for origin of light absorbance may be offered that can set the origin of light absorbance (for example, refer to patent literature 1). FIG. 5 indicates a perspective view indicating the configuration of a conventional standard device for origin of light absorbance. In addition, FIG. 4 is a diagram for explaining the measurement method using living body oxygen monitor 26.

[0012] This kind of conventional standard device for origin of light absorbance 20 comprises a polyacetal resin plate (light diffusion plate) 3 through the interior of which measurement light can be diffused and transmitted, and a neoprene rubber plate 4 affixed to the back surface of the polyacetal resin plate 3.

[0013] Meanwhile, the living body oxygen monitor 26 provides a light transmission light guide 6 for transmitting the measurement light, a light receiving light guide 8 for receiving the measurement light, an operating key 28 for operating the living body oxygen monitor 26, a liquid crystal display panel 30, and a recorder 32. Moreover, a light transmitting unit (light transmission terminal) 7 that irradiates light onto the target for measurement (a living body, standard device for origin of light absorbance) is provided on the end of the light transmission light guide 6, and a light receiving unit (light receiving terminal) 9 that receives measurement light from the target for measurement is provided on the end of the light reception light guide 8.

[0014] When setting up the origin of the light absorbance using this kind of standard device for origin of light absorbance 20, the light transmitting unit 7 and the light receiving unit 9 come into contact with the surface of the polyacetal resin plate 3, and the light absorbance \( a(\lambda) \) is calculated by
using the light receiving unit 9 to detect the measurement light that passes through the interior of the polycrystalline resin plate 3. Then, by conducting automatic gain settings, etc., using the living body oxygen monitor 26 main unit, calibration is conducted such that the output of the light absorbance \( a(\lambda) \) is "0" \( (\text{origin}) \).

[0015] As indicated in FIG. 4, when measuring the absolute light absorbance \( A(\lambda) \) of the interior of the brain of the patient using the living body oxygen monitor 26, the light transmitting unit 7 and the light receiving unit 9 come into contact with the surface of the head of the patient, and the change in light absorbance \( \Delta a(\lambda) \) from the origin "0" is derived by using the light receiving unit 9 to detect the measurement light that has passed through the brain of the patient. Then, the absolute light absorbance \( A(\lambda) \) is calculated by adding the light absorbance \( a(\lambda) \) to the derived change in light absorbance \( \Delta a(\lambda) \).


[0018] Nonetheless, as indicated in FIG. 4 for example, when obtaining the absolute light absorbance \( A(\lambda) \) of the brain of the patient, the light transmitting unit 7 and light receiving unit 9 of the living body oxygen monitor contacted the surface of the patients head, but, because contamination such as dandruff or oils and the like on the surface of the head of the patient could adhere to the light transmitting unit 7 and the light receiving unit 9, after the measurement was completed, it was necessary to use a cotton swab or the like immersed in alcohol or the like to remove the contamination adhering to the light transmitting unit 7 and the light receiving unit 9; and this required labor.

[0019] In addition, while the contamination adhering to the light transmitting unit 7 and the light receiving unit 9 was not completely removed and the origin of light absorbance was set using the standard device for origin of light absorbance 20, the origin of light absorbance was set while the specified light absorbance still could not be obtained, and errors were included in the measurements as a result.

SUMMARY OF THE INVENTION

[0020] An object of the present invention is to provide a standard device for origin of light absorbance that can easily clean the light transmission terminal and light receiving terminal of the optical measuring instrument when setting up the origin of light absorbance.

[0021] The standard device for origin of light absorbance of the present invention for resolving the aforementioned problem is a standard device for origin of light absorbance used in an optical measuring instrument, which, with the point of incidence of the measurement light onto a light diffusion sample separate from the position of the detection of the measurement light from said light diffusion sample, measures light absorption characteristics of said light diffusion sample; comprising in a single unit a light diffusion plate through the interior of which said measurement light can be diffused and transmitted, and a cleaning unit that cleans the light transmission terminal and light receiving terminal of said optical measuring instrument.

[0022] According to the standard device for origin of light absorbance of the present invention, first, contamination adhering to the light transmission terminal and receiving terminal of the optical measuring instrument is eliminated by the cleaning unit when setting up the origin of light absorbance. Then, with the contamination adhering to the light transmission terminal and receiving terminal of the optical measuring instrument removed, measurement light emitted from the light transmission terminal is made to enter into the interior of the light diffusion plate from the surface of the light diffusion plate, pass through the interior of the light diffusion plate, exit to the exterior of the light diffusion plate from the surface of the light diffusion plate, and arrive at the light receiving terminal.

[0023] As indicated above, according to the standard device for origin of light absorbance of the present invention, the light transmission terminal and receiving terminal of the optical measuring instrument can be easily cleaned when setting up the origin of light absorbance without preparing a cotton swab or the like immersed in alcohol.

[0024] Moreover, when a specified light intensity cannot be obtained by the light receiving terminal, contamination can be easily eliminated by the cleaning unit once again, and therefore, the origin of light absorbance can be set accurately while confirming whether or not the specified light intensity can be obtained by the light receiving terminal. Consequently, even if multiple light transmission terminals and light receiving terminals are combined in the optical measuring instrument, fluctuations caused by combining the light transmission terminals and light receiving terminals can be controlled, and S/N differences caused by combining the light transmission terminals and light receiving terminals can be kept to a minimum.

[0025] With the standard device for origin of light absorbance of the present invention, the aforementioned cleaning unit may comprise a cleaning tank formed by side walls such that the surface of said light diffusion plate is taken to be the bottom surface of the tank, and an ultrasonic transducer that generates ultrasonic vibrations in a cleaning solution that has been filled into the interior of the aforementioned cleaning tank.

BRIEF DESCRIPTION OF THE DRAWINGS

[0026] FIG. 1 is a perspective diagram indicating the configuration of a standard device for origin of light absorbance that is an embodiment of the present invention;

[0027] FIG. 2 is a cross-sectional diagram of the standard device for origin of light absorbance indicated in FIG. 1;

[0028] FIG. 3 is a diagram for explaining the method of setting up a standard device for origin of light absorbance;

[0029] FIG. 4 is a diagram for explaining the method of measuring using a living body oxygen monitor;

[0030] FIG. 5 is a perspective diagram indicating the configuration of a conventional standard device for origin of light absorbance;

[0031] FIG. 6 is a perspective diagram indicating another example of a standard device for origin of light absorbance that is an embodiment of the present invention; and

[0032] FIG. 7 a perspective diagram indicating another example of a standard device for origin of light absorbance that is an embodiment of the present invention.

DETAILED DESCRIPTION OF CERTAIN PREFERRED EMBODIMENTS

[0033] According to the present invention, cleaning solution is filled inside a cleaning tank and the light transmission terminal and light receiving terminal are immersed in the
cleaning solution. With the light transmission terminal and light receiving terminal immersed in the cleaning solution, ultrasonic vibration of the cleaning solution causes an air bubble crushing phenomenon based on cavitation, and the impact waves associated with this air bubble crushing effectively peel off and crush contamination adhering to the light transmission terminal and the light receiving terminal. Then, after the contamination adhering to the light transmission terminal and the light receiving terminal has been removed, with the light transmission terminal and light receiving terminal remaining immersed in the cleaning solution, the measurement light emitted from the light transmission terminal can be made to enter into the interior of the light diffusion plate through the surface of the light diffusion plate; pass through the interior of the light diffusion plate, exit to the exterior of the light diffusion plate from the surface of the light diffusion plate, and arrive at the light receiving terminal.

[0034] As indicated above, according to the present invention, when the specified light intensity cannot be obtained by the light receiving terminal, contamination adhering to the light transmission terminal and the light receiving terminal can be removed just by causing ultrasonic vibration of the cleaning solution once again without requiring movement of the light transmission terminal and the light receiving terminal.

[0035] Moreover, with the standard device for origin of light absorbance of the present invention, the aforementioned cleaning unit may be a fabric laminated on the surface of the aforementioned light diffusion plate.

[0036] With the standard device for origin of light absorbance of the present invention, a drive mechanism may be comprised to rotate the laminar body of the aforementioned fabric and light diffusion plate such that the direction perpendicular to said fabric and light diffusion plate is the axis of rotation.

[0037] According to the present invention, the transmission terminal and the light receiving terminal contact the surface of the fabric. With the transmission terminal and the light receiving terminal contacting the surface of the fabric, contamination adhering to the transmission terminal and the light receiving terminal is removed by rotating the laminar body. Then, after removing the contamination adhering to the transmission terminal and the light receiving terminal of the optical measuring instrument, with the transmission terminal and the light receiving terminal remaining in contact with the surface of the fabric, measurement light emitted from the light transmission terminal is made to enter into the interior of the light diffusion plate from the surface of the light diffusion plate, pass through the interior of the light diffusion plate, exit to the exterior of the light diffusion plate from the surface of the light diffusion plate, and arrive at the light receiving terminal.

[0038] As indicated above, according to the present invention, when the specified light intensity cannot be obtained by the light receiving terminal, contamination adhering to the light transmission terminal and the light receiving terminal can be removed just by causing rotation of the laminar body once again without requiring movement of the light transmission terminal and the light receiving terminal.

[0039] Then, the method of using a standard device for origin of light absorbance of the present invention used in an optical measuring instrument, which, with the point of incidence of the measurement light onto a light diffusion sample separate from the point of detection of the measurement light from the applicable light diffusion sample, measures light absorption characteristics of the aforementioned light diffusion sample, comprising in a single unit a light diffusion plate through the interior of which the aforementioned measurement light can be diffused and transmitted, and a cleaning unit that cleans the light transmission terminal and light receiving terminal of the aforementioned optical measuring instrument, and the aforementioned cleaning unit comprises a cleaning tank formed by side walls such that the surface of the aforementioned light diffusion plate is taken to be the bottom surface of the tank, and an ultrasonic transducer that generates ultrasonic vibrations in a cleaning solution that has been filled into the interior of the aforementioned cleaning tank, wherein with the light transmission terminal and light receiving terminal immersed in the aforementioned cleaning solution, after contamination adhering to the aforementioned light transmission terminal and light receiving terminal has been removed by causing ultrasonic vibration of the aforementioned cleaning solution, with the light transmission terminal and light receiving terminal remaining immersed in the aforementioned cleaning solution, measurement light emitted from the aforementioned light transmission terminal is made to enter into the interior of the light diffusion plate from the surface of the aforementioned light diffusion plate, pass through the interior of the aforementioned light diffusion plate, exit to the exterior of the light diffusion plate from the surface of the light diffusion plate, and arrive at the aforementioned light receiving terminal.

[0040] In addition, the method of using a standard device for origin of light absorbance of the present invention used in an optical measuring instrument, which, with the point of incidence of the measurement light onto a light diffusion sample separate from the point of detection of the measurement light from the aforementioned light diffusion sample, measures light absorption characteristics of the aforementioned light diffusion sample, comprising a light diffusion plate through the interior of which the aforementioned measurement light can be diffused and transmitted, a fabric laminated on the surface of the aforementioned light diffusion plate, a rotating drive mechanism that causes the laminar body of the aforementioned fabric and light diffusion plate to rotate such that the direction perpendicular to the aforementioned fabric and light diffusion plate is the axis of rotation, wherein, with the light transmission terminal and light receiving terminal contacting the surface of the aforementioned fabric, after contamination adhering to the aforementioned light transmission terminal and light receiving terminal has been removed by causing ultrasonic vibration of the aforementioned cleaning solution, with the light transmission terminal and light receiving terminal remaining in contact with the surface of the aforementioned fabric, measurement light emitted from the aforementioned light transmission terminal is made to enter into the interior of the light diffusion plate from the surface of the aforementioned light diffusion plate, pass through the interior of the aforementioned light diffusion plate, exit to the exterior of the light diffusion plate from the surface of the light diffusion plate, and arrive at the aforementioned light receiving terminal.

[0041] Further, in a preferable form of the standard device for origin of light absorbance of the present invention, a light absorption plate is comprised on the back side of the light diffusion plate.

[0042] Here, a milk white resin plate, etc. can, for example, be used as the aforementioned light diffusion plate.
tally, polycrystalline resin plate (product name: Duracon), polypropylene resin plate, polyethylene tetrafluoride resin plate, or foam styrofoam plate may be used.

[0043] Black colored plate and the like can, for example, be used as the aforementioned light absorption body; specifically, black-colored neoprene rubber plate, and black alumina processed aluminum may be used.

[0044] Water, alcohol and the like may be used, for example, as the aforementioned cleaning solution.

[0045] An ultrasonic oscillator may, for example, be used as the aforementioned ultrasonic transducer; specifically, a device may be used that has a structure in which metal blocks back both ends of a piezoelectric element, and ultrasonic vibration is generated by applying an alternate voltage source to the piezoelectric element.

[0046] Embodiments of the present invention will be explained using the diagrams. Further, the present invention is not limited to the following embodiments, and includes a variety of forms within a range that does not deviate from the thrust of the present invention.

[0047] FIG. 1 is a perspective drawing indicating the configuration of an embodiment of the present invention. FIG. 2 is a cross-sectional diagram of the standard device for origin of light absorbance indicated in FIG. 1.

[0048] The standard device for origin of light absorbance 1 comprises a polycrystalline resin plate (light diffusion plate) 3 through the interior of which measurement light can be diffused and transmitted, a neoprene rubber plate (light absorption body) 4 that is affixed to the back side of the polycrystalline resin plate 3 and that absorbs the measurement light, and container main body 14 that is open only on the upper surface.

[0049] The measurement light can be diffused and transmitted through the interior of the polycrystalline resin plate 3, which is formed using Duracon (registered trademark). In addition, approximate dimensions of a length of 50 mm×width of 80 mm×depth of 20 mm are, for example, suitable for the size of the polycrystalline resin plate 3.

[0050] The neoprene rubber plate 4 is affixed to the back surface of the polycrystalline resin plate 3, and absorbs the measurement light. In addition, approximate dimensions of a length of 50 mm×width of 80 mm×depth of 3 mm are, for example, suitable for the size of the neoprene rubber plate 4.

[0051] The details will be described later, but when the light transmission unit 7 is set to turn on, the light receiving unit 9 is set to turn off, and then the control unit 10 is set to turn on, the light receiving unit 9 is turned on and the light receiving unit 9 is turned off, and then the control unit 10 is turned off, and then the light receiving unit 9 is turned off.

[0052] Here, the thickness L of the polycrystalline resin plate 3 is formed to make a preferable absorbency a(λ), and if the thickness L is small, the absorbency a(λ) becomes large because a large amount of measurement light is absorbed by the polycrystalline resin plate 3, and as the thickness L becomes larger, the absorbency a(λ) becomes smaller because the effect of the neoprene rubber plate 4 absorbing the measurement light becomes smaller, and finally the absorbency a(λ) is determined independently by the polycrystalline resin plate 3. Further, a light absorbency a(λ) of approximately 5.0 is obtained when the light transmission unit 7 and the light receiving unit 9 are 44 mm apart and come into contact with the surface of the head of a living body; and therefore, with the standard device of origin of light absorbance 1, when the light transmission unit 7 and the light receiving unit 9 are 44 mm apart and come into contact with the surface of the polycrystalline resin plate 3, the absorbency a(λ) in the polycrystalline resin plate 3 is formed at 20 mm so that the absorbency a(λ) is approximately 5.0.

[0053] Further, the thickness of the neoprene rubber plate 4 is not particularly limited.

[0054] A container main unit 13 is a receptacle open only on the top, and the interior space is formed to a size large enough to match the polycrystalline resin plate 3 and the neoprene rubber plate 4. Approximate dimensions of a length of 50 mm×width of 80 mm×height of 30 mm are, for example, suitable.

[0055] Thus configured, when the laminar body, comprising a lamination of the polycrystalline resin plate 3 and the neoprene rubber plate 4, is placed in the interior space of the receptacle main unit 13 so that the neoprene plate 4 is to the bottom, a cleaning tank 11 formed by side walls 11a is formed so that the surface of the polycrystalline resin plate 3 comprises the bottom.

[0056] Water (cleaning solution) W is filled into the interior of the cleaning tank 11 formed in this way to a height of 5 mm from the bottom (surface of the polycrystalline resin plate 3). Further, a water depth (height from the surface of the polycrystalline resin plate 3) of 2.5 to 7.5 mm is preferable.

[0057] The details will be explained later, but next the light transmission unit 7 and the light receiving unit 9 are immersed in the water W. At this time, it is preferable to immerse in the water W by positioning the light transmission unit 7 and the light receiving unit 9 at a height of 2.5 mm from the bottom (surface of the polycrystalline resin plate 3), and by having the light transmission unit 7 and the light receiving unit 9 be 44 mm apart. Specifically, it is preferable to set the light transmission unit 7 and the light receiving unit 9 apart at the same interval as that when the light transmission unit 7 and the light receiving unit 9 are positioned on the patient and measurements are taken.

[0058] Moreover, an ultrasonic transducer 12 is installed at the bottom of the container main unit 13, and a power source switch 5 of the ultrasonic transducer 12 is installed on the side wall of the container main unit 13.

[0059] Then, the irradiation surface of the ultrasonic vibration of the ultrasonic transducer is bonded to the bottom surface of the container main unit 13, and ultrasonic vibration is irradiated such that it advances upward from the irradiation surface. When the power switch 5 is turned ON, an air bubble crushing phenomenon based on cavitation is thereby produced in the water W by causing ultrasonic vibration of the water W, and contamination adhering to the light transmission unit 7 and the light receiving unit 9 arranged in the water W can be peeled off and pulverized by the impact waves associated with this air bubble crushing.

[0060] Further, a cleaning unit 2 comprises the cleaning tank 11 and the ultrasonic transducer 12.

[0061] Next, an example will be explained of a method to set up the origin of light absorbance of the living body oxygen monitor 26 using the standard device for origin of light absorbance 1. FIG. 3 is a diagram for explaining the set-up method based on the standard device for origin of light absorbance 1.

[0062] The living body oxygen monitor 26 comprises a light transmission light guide 6 to transmit measurement
light, a light receiving light guide 8 to receive the measurement light, a operating key 28 to operate the living body oxygen monitor 26, a liquid crystal display panel 30, and a recorder 32. Moreover, the tip of the light transmission light guide 6 comprises the light transmission unit 7 that irradiates light on the measurement target (living body, standard device for origin of light absorbance 1), and the tip of the light receiving light guide 8 comprises the light receiving unit 9 that receives the measurement light from the measurement target.

[0063] Then, when the origin of light absorbance setting up, first, the water W is filled into the cleaning tank 11 of the standard device for origin of light absorbance 1 to make a height of 5 mm from the bottom surface (surface of the polyacetal resin plate 3), and the light transmission unit 7 and the light receiving unit 9 are immersed in the water W. At this time, the light transmission unit 7 and the light receiving unit 9 are immersed in the water W positioned at a height of 2.5 mm from the bottom surface (surface of the polyacetal resin plate 3), and the light transmission unit 7 and the light receiving unit 9 are set 44 mm apart.

[0064] Next, with the light transmission unit 7 and the light receiving unit 9 immersed in the water W, the power switch 5 is turned ON, the air bubble crushing phenomenon based on cavitation is generated by causing ultrasonic vibration of the water W, and the contamination adhering to the light transmission unit 7 and the light receiving unit 9 are peeled off and crushed by the impact waves associated with this air bubble crushing.

[0065] Then, after the contamination adhering to the light transmission unit 7 and the light receiving unit 9 has been removed, the power switch is turned OFF, and with the light transmission unit 7 and the light receiving unit 9 remaining immersed in the water W, the measurement light emitted from the light transmission terminal 7 enters into the interior of the light diffusion plate 3 from the surface of the light diffusion plate 3, passes through the interior of the light diffusion plate 3, exits to the exterior of the light diffusion plate 3 from the surface of the light diffusion plate 3, and arrives at the light receiving terminal 9.

[0066] Next, whether or not the light absorbance $a(\lambda)$ derived in this way enters within the preset range of light absorbance (for example, 3 to 7) is confirmed, and that there are no anomalies in the living body oxygen monitor 26 is verified.

[0067] If the specified light intensity cannot be obtained by the light receiving unit 9 at this time, ultrasonic vibration of the water W is conducted once again, and the contamination adhering to the light transmission unit 7 and the light receiving unit 9 is removed. Then, if it can be verified that there are no anomalies with the living body oxygen monitor 26, the light transmission unit 7 and the light receiving unit 9 is taken out from the water W.

[0068] Next, calibration is conducted by setting the light absorbance $a(\lambda)$ output to “0” (origin) using the automatic guide setting or the like of the living body oxygen monitor 26. Further, if the absolute light absorbance $A(\lambda)$ is measured using multiple wavelengths $\lambda$, then calibration is conducted respectively by setting those multiple light absorbance $a(\lambda)$ outputs of various wavelengths to “0” (origin).

[0069] Next, an example of the measurement method to measure the brain of the patient using the living body oxygen monitor 26 will be explained (refer to FIG. 4).

[0070] First, the light transmission unit 7 and the light receiving unit 9 are mounted on the patient targeted for measurement. At this time, the light transmission unit 7 and the light receiving unit 9 are mounted 44 mm apart. Then, the light absorbance change $\Delta A(\lambda)$ is measured.

[0071] Next, the absolute light absorbance $A(\lambda)$ is calculated by adding the light absorbance $a(\lambda)$ to the output of the light absorbance-change $\Delta A(\lambda)$ when the multiple wavelengths $\lambda$ are measured, the absolute light absorbance $A(\lambda)$ is obtained for each wavelength $\lambda$.

[0072] According to the standard device for origin of light absorbance of the present invention described above, when measuring the origin of light absorbance, the light transmission unit 7 and the light receiving unit 9 of the living body oxygen monitor 26 can be easily cleaned without preparing a cotton swab or the like immersed in alcohol.

[0073] If the specified light intensity cannot be obtained by the light receiving unit 9, the contamination can be removed once again by the cleaning unit 2, and the origin of light absorbance can be reliably set while confirming whether or not the specified light intensity can be obtained by the light receiving unit 9.

[0074] In addition, if the specified light intensity cannot be obtained by the light receiving unit 9, the contamination adhering to the light transmission unit 7 and the light receiving unit 9 can be removed just by causing ultrasonic vibration of the water W once again, without requiring movement of the light transmission unit 7 and the light receiving unit 9.

[0075] (1) In the standard device for origin of light absorbance described above, the cleaning unit 2 is configured by comprising the cleaning tank 11 and the ultrasonic transducer 12, but the standard device may also be configured by forming cotton on the side surface of the laminar body in which the polyacetal resin plate 3 and the neoprene rubber plate 4 are laminated.

[0076] (2) FIG. 6 is a perspective diagram indicating another example of the configuration of a standard device for origin of light absorbance that is an embodiment of the present invention. Further, the same codes are used for the items that are the same as the standard device for origin of light absorbance 1 described above. As indicated in FIG. 6, the standard device for origin of light absorbance 1 is configured by mounting a fabric 14 on the surface of the polyacetal resin plate 3. According to this kind of configuration, the contamination can be removed by soaking the fabric 14 with alcohol, bringing the light transmission unit 7 and the light receiving unit 9 into contact with the surface of the fabric 14, and manually causing the light transmission unit 7 and the light receiving unit 9 to move horizontally so that they are pressed onto the surface of the fabric 14. Then, after removing the contamination, with the light transmission unit 7 and the light receiving unit 9 remaining in contact with the fabric 14, the measurement light emitted from the light transmission unit 7 enters the interior of the polyacetal resin plate 3 from the surface of the polyacetal resin plate 3, passes through the interior of the polyacetal resin plate 3, exits to the exterior of the polyacetal resin plate 3 from the polyacetal resin plate 3, and then arrives at the light receiving unit 9.

[0077] (3) FIG. 7 is a perspective diagram indicating another example of a configuration of a standard device for origin of light absorbance that is an embodiment of the present invention. Further, the same codes are used for the items that are the same as the standard device for origin of light absorbance 1 described above. As indicated in FIG. 7,
the standard device for origin of light absorbance 1 is configured so that the entire unit of the fabric 14, the light diffusion plate 3 and the light absorption body 4 (laminar body in the shape of a circular disk) can be manually or electrically rotated using the central axis as the center of rotation. According to this kind of configuration, after the light transmission unit 7 and the light receiving unit 9 have contacted the surface of the fabric 14, contamination between the surface of the fabric 14 and light transmission unit 7 and light receiving unit 9 can be removed by rotating the entire unit of the fabric 14, the light diffusion plate 3 and the light absorption body 4. Then, after the contamination has been removed, with the light transmission unit 7 and light receiving unit 9 remaining in contact with the fabric 14, the measurement light emitted from the light transmission unit 7 enters the interior of the polycrystalline resin plate 3 from the surface of the polycrystalline resin plate 3, passes through the interior of the polycrystalline resin plate 3, exits to the exterior of the polycrystalline resin plate 3 from the polycrystalline resin plate 3 and then arrives at the light receiving unit 9.

[0078] The present invention can be used in light measuring instruments that measure the optical characteristics of light diffusion samples such as living bodies.

**LEGEND**

[0079] 1, 20 Standard device for origin of light absorbance
[0080] 2 Cleaning unit
[0081] 3 Polycrystalline resin plate (light diffusion plate)
[0082] 7 Light transmission unit (light transmission terminal)
[0083] 9 Light receiving unit (light receiving terminal)
[0084] 26 Living body oxygen monitor (optical measuring instrument)

We claim:

1. A device for origin of light absorbance used in an optical measuring instrument for measuring light absorption characteristics of a light diffusion sample, comprising:
   a light transmission terminal configured to irradiate a measurement light onto the light diffusion sample at a point of incidence of the light diffusion sample;
   a light diffusion plate through the interior of which the measurement light can be diffused and transmitted;
   a light receiving terminal configured to receive the measurement light from the light diffusion sample for measurement at a point of detection of the light diffusion sample, the point of detection being separate from the point of incidence; and
   a cleaning unit that cleans the light transmission terminal and light receiving terminal.

2. The device for origin of light absorbance according to claim 1 wherein the cleaning unit includes
   a cleaning tank formed by a plurality of side walls and a bottom surface, the bottom surface including the light diffusion plate,
   a cleaning solution contained within the cleaning tank, and
   an ultrasonic transducer that generates ultrasonic vibrations in the cleaning solution.

3. The device for origin of light absorbance according to claim 1 wherein the cleaning unit includes a fabric laminated on the surface of said light diffusion plate.

4. The device for origin of light absorbance according to claim 3 further comprising a drive mechanism configured to rotate the laminated fabric relative to the light transmission terminal and the light receiving terminal.

5. A method of using a device for origin of light absorbance used in an optical measuring instrument for measuring light absorption characteristics of a light diffusion sample, the method comprising
   filling a cleaning tank at least partially with a cleaning solution, the cleaning tank formed by a plurality of side walls and a bottom, the bottom including a surface of the light diffusion plate;
   immersing in the cleaning solution a light transmission terminal and a light receiving terminal, generating ultrasonic vibrations in the cleaning solution using an ultrasonic transducer so as to remove contaminations from the light transmission terminal and the light receiving terminal, irradiating a measurement light from the light transmission terminal at a point of incidence of the light diffusion sample and through the light diffusion plate, the light diffusion plate diffusing and transmitting the measurement light; receiving at the light receiving terminal the measurement light reflected from a point of detection of the light diffusion sample, the point of detection being separate from the point of incidence; and measuring at said light receiving terminal the measurement light irradiated from said light transmission terminal into the interior of the light diffusion plate, through the interior of said light diffusion plate, and reflecting from and exiting to the exterior of the light diffusion plate.

6. A method of using a device for origin of light absorbance used in an optical measuring instrument for measuring light absorption characteristics of a light diffusion sample, the method comprising
   filling a cleaning tank with a cleaning solution, the cleaning tank formed by a plurality of side walls and a bottom, a bottom including a surface of the light diffusion plate;
   immersing in the cleaning solution a light transmission terminal and a light receiving terminal, generating ultrasonic vibrations in the cleaning solution using an ultrasonic transducer so as to remove contaminations from the light transmission terminal and the light receiving terminal, rotating a drive mechanism configured to rotate a laminar body of a fabric and a light diffusion plate, bringing the light transmission terminal and the light receiving terminal into contact with the fabric surface during the rotation of the drive mechanism, irradiating a measurement light from the light transmission terminal at a point of incidence of the light diffusion sample and through the light diffusion plate, the light diffusion plate diffusing and transmitting the measurement light; receiving at the light receiving terminal the measurement light reflected from a point of detection of the light diffusion sample, the point of detection being separate from the point of incidence; and measuring at said light receiving terminal the measurement light irradiated from said light transmission terminal into the interior of the light diffusion plate, through the interior of said light diffusion plate, and reflecting from and exiting to the exterior of the light diffusion plate.

* * * * *