**Title:** A HEXAGONAL BOX

**Abstract**

A box for instance for storing powder and comprising six side walls. At least three of said side walls are extended to form the top and/or the bottom cover with at least one panel (10) connected with the three side walls. This panel comprises a central main flap (11) and two pairs of side flaps connected thereto through folding rims. These side flaps comprise an oblique triangular rigid portion (12) extending from the main flap (11) and abutting the side walls and furthermore forming an inner obtuse angle therewith, whereas smaller triangular flap(s) (14) in the closed position but the side walls in question and - in case of the bottom cover - preferably all are connected to these side walls through folding lines, the main flap being connected to both adjacent side walls. A cut and scored blank is also provided for producing the box. In this manner a tight and simple box is obtained.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Country</th>
<th>Code</th>
<th>Country</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>DE</td>
<td>Germany, Federal Republic of</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>HU</td>
<td>Hungary</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>JP</td>
<td>Japan</td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
Title: A Hexagonal Box

Technical Field

The invention relates to a box for instance for storing powder and comprising six side walls, at least three of said side walls being extended to form a cover, and to a cut and scored blank therefor.

Background Art

Hexagonal boxes are known, cf. for instance Danish patent specification No. 127,280 and US patent specification No. 3,174,675. These known boxes are, however, provided with a higher number of panels at the ends, said panels having to be individually folded, whereby the opening and closing of the boxes are complicated. Furthermore, the high number of separated panels implies that leaks between the panels easily occur, which permits penetration of the content such as for instance powder, of the box.

Disclosure of Invention

The object of the invention is to provide a hexagonal box permitting a quick opening and closing, and whereby both the top and the bottom cover comprises a high tightness and rigidity in such a manner that the box may be employed for storing powdered material.

The hexagonal box according to the invention is characterised in that the top and/or the bottom cover comprises at least one panel, which at folding lines is connected with the end rims of three side walls and comprises a central main flap and two pairs of side flaps connected thereto through folding rims, said side
flaps comprising two or three triangles connected through folding rims, whereby the main flap forms a central portion, which in the closed position extends to at least four corners and usually is substantially perpendicular to the side walls of the box, each pair of side flaps comprising an oblique triangular rigid portion extending from the main flap and abutting the side walls at a varying distance from the upper hexagonal rim of the box and furthermore forming an inner obtuse angle therewith, whereas the smaller triangular flap(s) in the closed position abut the side walls in question and - in case of the bottom cover - preferably all are connected to these side walls through folding lines, and whereby the main flap is connected to both adjacent side walls through folding lines.

In this manner the box may be closed quickly and simply by means of only one or optionally two panels. The connection between the panels and the side walls as well as the particular shaping of the triangle flaps permit a tight cover and simultaneously provide the box with a certain rigidity, as the oblique triangle flaps projecting inwards are slightly fixed between the main flap and the adjacent side walls. Furthermore, the oblique flaps keep the content away from the end rim of the adjacent side walls, whereby the tightness of the box is improved.

The said cover is particularly suited for forming a bottom, as the box may then be formed in a very simple manner by folding an oblong cut and scored blank comprising a top cover, three side walls located side by side, a rectangular bottom cover, and three additional side walls also located side by side, and optionally an additional top cover. The bottom of the box is produced by situating the side walls perpendicular to the rectan-
gular panel of the bottom, whereafter the side walls are assembled to form a hexagonal cylinder by bending the two largest triangle flaps of the bottom into an oblique position in such a manner that the side walls merely abut each other. At the same time the four smallest triangle flaps thereby abut the adjacent side walls. At the end of the thus situated side walls, the top cover is present, which may subsequently be folded and closed downwards into the hexagonal cylinder.

10 According to a particularly preferred embodiment of the box according to the invention the cover comprises only one panel with one main flap and six triangular side flaps, two of said side flaps being isosceles and oblique, whereas the four remaining side flaps closely abut the adjacent longitudinal sides. Like the cover, the bottom comprises a main flap and six triangular side flaps shaped in the same manner as the corresponding portions of the cover, and whereby the bottom panel in both ends is connected to the adjacent six side walls along the folded rim (bend). In this manner it is obtained that the box is completely tight and very simple to assemble. Furthermore, the blank for producing the box may be produced in an almost rectangular shape, whereby waste of material is avoided.

20 According to a particularly simple embodiment of the box according to the invention, the width of the side walls is equal.

According to the invention, the cover of the box may comprise two successively folded panels. The panel finally folded may then be shaped in the same manner as the first panel provided only two of the triangle flaps on the panel finally folded are disengaged from the two side walls. As a result, the two panels cover each other completely
and co-operate in ensuring the bottom and the cover, respectively, and in increasing the rigidity of the box. The panel finally folded is then slightly fixed between the side walls and the panel initially folded and thereby ensures that the panel initially folded is unfoldable since the panel initially folded primarily presses on the portion of the panel finally folded being adjacent its hinged folding rim (bend) on the side wall. The above disengaged triangle flaps may be bent upwards in such a manner that the inner sides thereof oppose the inner sides of the adjacent side walls. Such a cover implies that the triangle flaps closely abut the side walls in such a manner that the bottom and the cover, respectively, are closely sealed towards all six side walls, and furthermore in such a manner that a predetermined friction is provided between the triangle flaps and the side walls, thereby providing an improved fixing of the cover.

Moreover according to the invention, the panel finally folded may comprise a main flap and two isosceles triangle flaps connected to the main flap through folding lines, and furthermore two equilateral triangle flaps connected along folding lines with the two isosceles triangle flaps and along folding lines connected to the two adjacent side walls. In this manner all the side walls are hinged to the two panels, whereby an improved tightness is obtained. After the folding of the final panel, all the flaps of this panel are located in almost the same horizontal plane and ensure a good rigidity of the box when this panel is fixed by means of an adhesive wafer or label.

According to a fourth embodiment of the invention, each panel may be an extension of two adjacent side walls and comprise such scored lines that these by folding divide
the panel into two or more triangular locking, in fact trapezoidal, portions tightly abutting the two side walls, of which they optionally form an extension, and a large central portion comprising two trapezoidal rigid portions connected through a folding line and which at closing are folded in a roof-like manner so as to abut all the side walls in their entire width, and which form an inner obtuse angle with the side walls at a distance from the upper rim of the side walls, as well as optionally two additional triangular side flaps, which in the closed position like the two first-mentioned triangular side flaps closely abut the adjacent side walls and whereby - in case of a bottom cover - said bottom cover comprises only one panel comprising two larger trapezoidal portions and four smaller triangular (in fact trapezoidal) side flaps, which in the unfolded position is shaped like a rectangle, as well as rectangular side flaps, and whereby the triangular side flaps are connected preferably through folding lines to the four adjacent side walls, while the two rectangular side flaps are secured to the adjacent side walls, e.g. by means of an adhesive. In this manner a closing is obtained which is particularly rigid in the direction indicated by the folding rim between the two hinged trapezoidal portions. The tightness in the box is good, the content being kept away from the end rims of the side surfaces by the oblique, top-forming portions, especially away from the end rims not comprising hinged extensions to form panels.

Furthermore according to the invention, the panel finally folded inwards may be provided with flaps on at least two of the free rims, whereby these flaps are bent upwards at the folding inwards of the panel in such a manner that the inner sides of the flaps oppose the inner side of their respective side walls. If desired, the
flaps turning upwards may be rugged on the inner side or comprise an adhesive coating. As a result a friction of such a size between the flaps and the side walls may be provided that the cover is locked in the closed position.

5 The main flap on the cover panel of the box may be extended by a tear-off strip, which along a folding line is bent downwards and secured to the adjacent side wall, e.g. by means of an adhesive.

In this manner a safe securing of the cover panel in the closed position is obtained, until a user opens the box by tearing off the strip.

In the outer triangular side flaps of the cover and in the adjacent side walls, the box may in both sides comprise cut hinged locking flaps to secure the cover upon an opening of the box.

**Brief Description of Drawings**

The invention will be described below with reference to the accompanying drawing, in which

Fig. 1 illustrates a cut blank for a box according to the invention,

Fig. 2 is a top view of the box in the closed position,

Fig. 3 is a front view of the box of Fig. 2,

Fig. 4 is a bottom view of the box of Fig. 2,

Fig. 5 is an oblique top view of the box of Fig. 2,

25 Fig. 6 is an oblique top view of the box of Fig. 2,
but whereby the cover is open,

Fig. 7 is an oblique front top view of another embodiment of a box according to the invention and comprising two panels, whereby only the first panel is folded downwards.

Fig. 8 corresponds to Fig. 7, but whereby the final panel is almost folded downwards.

Fig. 9 is an oblique top view of the embodiment of Fig. 7, whereby the box is closed.

Fig. 10 is an oblique top view of a third embodiment of the box, whereby both panels are partly unfolded.

Fig. 11 is an oblique front top view of the embodiment of Fig. 10, whereby the first panel is folded downwards.

Fig. 12 is an oblique top view of the embodiment of Fig. 10, but in a closed position.

Fig. 13 is an oblique top view of a fourth embodiment of the box, whereby the first panel is folded inwards.

Fig. 14 is an oblique top view of the embodiment of Fig. 13, whereby the second panel is almost folded downwards.

Fig. 15 is an oblique top view of the embodiment of Fig. 13, whereby the closed position appears.

Fig. 16 illustrates a cut and scored blank according to the second embodiment of the invention,

Fig. 17 illustrates a cut and scored blank according to the third embodiment of the invention, and
Fig. 18 illustrates a cut and scored blank according to the fourth embodiment of the invention.

**Best Mode for Carrying Out the Invention**

Figs. 1 to 6 illustrate a particularly advantageous embodiment. The cut blank of Fig. 1 is shaped as an oblong rectangle apart from some narrow assembling flaps 63, 65 projecting a short distance beyond the rectangle. The blank scored as shown is divided into a top cover 10a, three side walls 17, 18, 19, a bottom cover 10b, and three additional side walls 17, 18, 19. These additional side walls may be assembled in a very simple manner by bending said side walls upwards so as to be perpendicular to the bottom portion 10b. The triangle flaps 12, 14, 14 on each side of the bottom cover 10b are then bent inwards and upwards into the box in such a manner that the four smallest triangle flaps 14, 14 abut their respective adjacent side wall 17, 19, whereby the side walls are assembled to form a hexagonal cylinder, and are secured by means of the assembling flaps 65. Subsequently, the top cover 10a may be bent downwards into the hexagonal cylinder in such a manner that the main flap 11 connects two opposing side walls 18 and furthermore in such a manner that the two isosceles triangle flaps 12 incline to their respective side from the main flap 11 and obliquely downwards towards the side walls 17, 19. The smallest triangle flaps 14, 15 thereby abut these side walls, cf. Fig. 2 being a top view of the box. The free rims of the triangle flaps 15, the side walls 17, 19, and the assembling flaps 65 are in Fig. 2 indicated by double lines, whereas the folded rims (the bends) are indicated by a single line.

Fig. 3 is a front view of the box comprising a tear-off
strip 63. This tear-off strip 63 is along a scored line 60 connected to the main flap 10 and bent downwards over and secured to the adjacent side wall, e.g. by means of an adhesive. Fig. 3 furthermore illustrates the assembling of the side walls by means of the assembling flaps 65, e.g. by means of an adhesive. The box comprises locking flaps 64, 66 applicable for securing the cover panel 10 in the closed position after the box has been opened and the tear-off strip 63 removed. The locking flaps 64, 66 are cut both in the triangle flaps 15 of the top cover and in the side walls 17, 19. These locking flaps oppose each other when the box is closed and may be pressed inwards in such a manner that the locking flap 66 is pressed through the aperture appearing in the triangle flap 15 at pressing inwards of the locking flap 64 (by means of the flap 66).

Fig. 4 is a bottom view of the box, whereby all the rims illustrated are folded rims apart from the lower rims of the assembling flaps, said assembling flaps therefore being indicated by double lines. As it appears from this Fig. 4 all the side walls are connected through folding rims 60 to the bottom cover, thereby ensuring a great tightness.

Fig. 5 is an oblique top view of the box showing the oblique, isosceles triangular flap 12 projecting into the hexagonal cylinder and furthermore tightening and stiffening the box.

Fig. 6 is an oblique top view of an opened box.

The box illustrated in Figs. 7 to 9 and 16 comprises three pairs of opposing uniform side walls 17a, 17b, 18a, 18b, and 19a, 19b with extensions for forming a cover. These extensions are formed into two panels. The panel 10
to be initially folded inwards comprises a main flap 11 being an extension of the side wall 18a, and triangular side flaps 12, 13, 14, and 15 being extensions of the side walls 17a and 19a. The scored lines 52 and 53, cf. Fig. 16, connect the main flap 11 to the side flaps 12, 13, and the scored lines 51 and 54 connect the side flaps to two additional side flaps 14, 15 connected to the side walls 17a and 19a.

When the panel 10 is folded downwards, the entire panel 10 is bent inwards along the folding line 60. The triangle flaps 12 and 13 are pressed slightly inwards towards each other, and the scored lines 51 and 54 are bent downwards into the box together with the associated triangles 12, 13, 14, and 15. When the panel is correctly situated, the main flap 11 forms a horizontal, plane connection between the side walls 18a and 18b. The side flap triangles 14 and 15 tightly abut the associated side walls 17a and 19a. The side flap triangles 12 and 13 form oblique surfaces for tightening and stiffening the box, just like the first embodiment.

Fig. 7 also illustrates the panel to be folded inwards finally. This panel is shaped in the same manner as the panel initially folded inwards, but the side flaps are cut free of the side walls 17b and 19b. The final panel 25 is folded inwards by pressing the triangle flaps 22 and 23 a short distance towards each other in such a manner that they may slide downwards over the triangle flaps 12 and 13. When the panel is completely folded, the side flaps 24 and 25 tightly abut the side walls 19b and 17b in such a manner that friction arises between the side walls and the side flaps if it is tried to open the panel. These surfaces may be rugged or be particularly treated with adhesive or a friction-increasing material to ensure the cover. The oblique surfaces 12, 13 imply
in the closed box that the content is kept away from the end rims of the side walls 17b, 19b cut along the line 60.

Fig. 9 illustrates the closed box. The side walls 17a, 17b, 19a, 19b have in this embodiment been reinforced by the side flap triangles 14, 25, 15, 24, and the cover or the end surface is double and comprises the flaps 22, 21, 23 and 12, 11, 13, of which the last three do not appear from Fig. 9.

Figs. 10 to 12 illustrate a third embodiment according to the invention. The shape of the cut and scored blank appears from Fig. 17. When comparing Fig. 16 and Fig. 17, it appears that the panel 10 initially folded inwards is identical in these two embodiments. The panel 30 finally folded inwards comprises a main flap 31 and four triangular side flaps 32, 33, 34, and 35, the main flap and two of said side flaps being situated in extension of the side walls 17b, 18b, and 19b. At the closing, the panel is folded along the scored line 60 inwards over the panel 10 initially folded inwards by means of the scored lines 65, 68, 56, and 57. Thereby, the side flaps are situated in almost the same plane. Subsequently, the main flap 31 is secured, e.g. by means of adhesive, to the main flap 11 or the side wall 18a. The resulting cover is rigid in all directions across the side walls.

Figs. 13 to 15, and 18 illustrate a fourth embodiment according to the invention. By this embodiment, the first panel 40 extends from two side walls 17a and 18a and comprises folding lines 43, 44, and 45 dividing the panel into two smaller triangle-like, in fact trapezoidal side flaps 46, 47, and a large central portion comprising two trapezoidal rigid portions 48, 49 connected through a folding line 45 and which at closing are folded in a
roof-like manner so as to abut all the side walls in
their entire width, and which form an inner obtuse angle
with the side walls 19 at a distance from the upper rim
of the side walls while the smaller side flaps 46, 47
after the closing tightly abut the side walls 17a and
18a. When the panel is completely folded downwards, the
folding line 45 extends from the corner 41 to the corner
42 a short distance below the rim of the box.

The final panel 50 is folded downwards by folding about
the folding line 60 in a similar manner as the first
panel 40. The panel 50, is; however, also provided with
side flaps 61 and 62, which at the folding inwards of
the panel are bent upwards and tightly abut the side
walls 19a and 19b. The inner sides of these flaps oppose
the inner sides of the side walls. These inner sides may
be rugged or treated with an adhesive in such a manner
that friction arises between the side flaps and the side
walls, whereby the panel finally folded inwards is fixed
in its closed position folded inwards.

20 The box according to the invention may also comprise a
carrying strap.
Claims:

1. A box for instance for storing powder and comprising six side walls (17, 18, 19), at least three of said side walls being extended to form a cover, characterized in that the top and/or the bottom cover comprises at least one panel, which at folding lines (60) is connected with the end rims of three side walls and comprises a central main flap (11) and two pairs of side flaps connected thereto through folding rims (52), said 10 side flaps comprising two or three triangles (12, 14, 15) connected through folding rims (51), whereby the main flap (11) forms a central portion, which in the closed position extends to at least four corners and usually is substantially perpendicular to the side walls of the box, each pair of side flaps comprising an oblique triangular rigid portion (12) extending from the main flap (11) and abutting the side walls (17, 19) at a varying distance from the upper hexagonal rim of the box and furthermore forming an inner obtuse angle therewith, 20 whereas the smaller triangular flap(s) (14, 15) in the closed position abut the side walls (17, 19) in question and - in case of the bottom cover - preferably all are connected to these side walls (17, 19) through folding lines (60), and whereby the main flap (11) is connected to both adjacent side walls (18, 18) through folding lines (60).

2. A box as claimed in claim 1, characterized in that the panel comprises the main flap (11) and the two pairs of side flaps, whereby each pair of 30 side flaps includes three triangular flaps (12, 14, 15) connected through folding rims and shaped in such a manner that the unfolded flap forms a rectangle.

3. A box as claimed in claim 1, characterized...
is ed in that the panel comprises the main flap (11) and the two pairs of side flaps, whereby each pair of side flaps includes two triangular flaps connected through folding rims, viz. the rectangular triangle flap (14) connected at the folding line (60) to a side wall and the isosceles triangle flap (12) connected to the main flap (11) through a folding line (52, 53).

4. A box as claimed in claim 1, characterized in that a cover is present in both ends.

5. A box as claimed in claim 1, characterized in that it comprises a top cover at one end and a bottom cover at the opposite end, whereby the bottom cover is formed in such a manner that it is connected to all six side walls through folding lines (60).

6. A box as claimed in claim 1, 2, 3, 4 or 5, characterized in that the cover comprises two successively folded panels, and that the panel (20) finally folded is formed in substantially the same manner as the panel (10) initially folded, and that the side flaps (24, 25) on the panel (20) finally folded are disengaged from the two adjacent side walls (17b, 19b) and bent upwards in such a manner that the inner sides of the side flaps (24, 25) oppose the inner sides of the adjacent side walls (17b, 19b).

7. A box as claimed in one or more of the preceding claims, characterized in that the side walls are of an equal width to form a regular hexagon.

8. A box as claimed in claim 1, 3, 4, 5 or 7, characterized in that the cover comprises two successively folded panels, and that the panel (30) finally folded comprises a main flap (31) and two
isosceles triangle flaps (32, 33) connected to the main flap (31) through folding lines (56, 57), and furthermore two equilateral triangle flaps (34, 35) connected along folding lines (68) with the two isosceles triangle flaps and along folding lines (60) connected to the two adjacent side walls (17b, 19b).

9. A box as claimed in claim 1, characterized in that one or more of the triangle flaps abutting the side walls comprise friction-providing, optionally adhesive inner sides to produce a good adhesion to the inner side of the adjacent side wall.

10. A box as claimed in one or more of the preceding claims, characterized in that a carrying strap is secured to the oblique triangle flaps (12).

11. A box as claimed in one or more of the preceding claims, characterized in that the main flap (11) of the cover panel is extended by a tear-off strip (63) which is bent downwards and secured to the adjacent side wall (18a).

12. A box as claimed in one or more of the preceding claims, characterized in that pairs of hinged locking flaps (64, 66) are cut out in the outer triangular side flaps (15) of the cover (10) and in the adjacent side walls (17, 19) in both sides of the box.

13. A cut and scored blank for producing a box as claimed in claims 1, 2, and 5, characterized in that the blank comprises a top cover (10), three side walls (17, 18, 19) and optionally one or two assembling flaps (65) connected through folding lines, a bottom cover (10) and three additional side walls (17, 18, 19) and optionally one or more assembling flaps (65) connec-
ted through scored lines, said portions in turn being interconnected through scored lines (60) in said sequence, whereby the top cover and the bottom cover in the unfolded condition (10) are rectangular and comprise scored lines (52) in extension of the scored lines of the side walls, as well as are of such a size that a central portion, i.e. the main flap (11), defined by the scored lines (52, 60) may just extend from one side wall (18) to the opposite side wall (18) in the closed box, and furthermore comprise scored lines (51) extending from each corner of the main flap (11) to centres on the outer rims of the cover, said outer rims being extensions of the outer rims or scored lines of the side walls.

14. A cut and scored blank as claimed in claim 13, characterised in that the top cover (10) comprises a tear-off strip (63) connected to the main flap (11) of the top cover through a scored line (60).

15. A cut and scored blank as claimed in claim 13, characterised in that a cover panel is present at both ends of the blank.

16. A cut and scored blank as claimed in one or more of the claims 13 to 15, characterised in that one or two outer triangle flaps of a cover panel are omitted in such a manner that each pair of side flaps only includes two triangle flaps (12, 14) connected through scored lines (51), viz. the rectangular triangle flap (14) connected at the scored line (60) to a side wall (17, 19) and the equilateral triangle flap (12) connected at a scored line (52, 53) to the main flap (11).

17. A cut and scored blank as claimed in claim 15 for forming a box as claimed in claim 8, characterised in that said blank has a cover panel in each end,
and that the panel (30) finally folded comprises a main flap (31) and two isosceles triangle flaps (32, 33) connected to the main flap (31) through scored lines (56, 57), and furthermore two equilateral triangle flaps (34, 35) connected along scored lines (68) with the two isosceles triangle flaps and along scored lines (60) connected to the two adjacent side walls (17b, 19b).

18. A box for instance for storing powder and comprising six side walls (17, 18, 19), at least two of said side walls being extended to form a cover, characterized in that the top cover comprises at least one panel (40, 50), which through scored lines (60) is connected to the end rims of two side walls, and comprises folding lines (43, 44, 45) dividing the panel into two smaller triangle-like, in fact trapezoidal, side flaps (46, 47), and a large central portion comprising two trapezoidal rigid portions (48, 49, 58, 59) connected through a folding line (45, 55) and which at closing are folded in a roof-like manner so as to abut all the side walls in their entire width, and which form an inner obtuse angle with the side walls (19) at a distance from the upper rim of the side walls, as well as optionally two additional rectangular side flaps (61, 62) and two triangular side flaps, which in the closed position like the two first-mentioned triangular side flaps (46, 47) closely abut the adjacent side walls (17, 18, 19), and - in case of a bottom cover - that said bottom cover comprises only one panel comprising two larger trapezoidal portions and four smaller triangular (in fact trapezoidal) side flaps, said bottom cover in the unfolded position being shaped like a rectangle, as well as rectangular side flaps (61, 62), and whereby the triangular side flaps are connected preferably through scored lines (60) to the four adjacent side walls, while the two rectangular side flaps are secured to the adja-
cent side walls, e.g. by means of an adhesive.

19. A cut and scored blank for producing a box as claimed in claim 17, characterised in that the blank comprises a top cover, three side walls (17, 18, 19) and optionally one or two assembling flaps (65) connected through scored lines, a bottom and three additional side walls (17, 18, 19) and optionally one or two assembling flaps connected through scored lines, said portions in turn being interconnected through scored lines (60) optionally in said sequence, whereby the cover and the bottom are formed as rectangles with folding lines in extension of the scored lines of the side walls, and comprising four rectangular triangle-like side flaps (46, 47) - which in fact are quadrangles with a very short fourth side - in extension of a scored line between the side walls - as well as two trapezoidal quadrangles (48, 49, 58, 59) together forming a hexagon with a diagonal folding line (45), the length of which corresponds to the distance between two opposite vertical bends in the folded box, the free rims of said trapezoids possibly being extended by side flaps (61, 62).
INTERNATIONAL SEARCH REPORT
International Application No: PCT/380/000079

I. CLASSIFICATION OF SUBJECT MATTER (If several classification symbols apply, indicate all)
According to International Patent Classification (IPC) or to both National Classification and IPC

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>IPC 3</td>
<td>B 65 D 5/00, 5/02, 5/06, 5/08, 5/18, 5/54, 5/66, 5/70, 5/72</td>
</tr>
<tr>
<td>US Cl.</td>
<td>222:16, 26, 37, 38, 40, 5/5, 18</td>
</tr>
<tr>
<td>National Cl.</td>
<td>81c:14</td>
</tr>
</tbody>
</table>

II. FIELDS SEARCHED
Minimum Documentation Searched

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>IPC 3</td>
<td>B 65 D 5/00, 5/02, 5/06, 5/08, 5/18, 5/54, 5/66, 5/70, 5/72</td>
</tr>
<tr>
<td>US Cl.</td>
<td>222:16, 26, 37, 38, 40, 5/5, 18</td>
</tr>
<tr>
<td>National Cl.</td>
<td>81c:14</td>
</tr>
</tbody>
</table>

Documentation Searched other than Minimum Documentation to the extent that such Documents are included in the Fields Searched

SE, NO, DK, FI classes as above

III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, 14 with indication, where appropriate, of the relevant passages 11</th>
<th>Relevant to Claim No. 12</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 4 020 988 published 1977, May 3, Michael A Klipp</td>
<td>1, 2, 13</td>
</tr>
<tr>
<td>X</td>
<td>US, A, 3 109 574 published 1963, November 5, Ferdinand Lange</td>
<td>1, 13</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 2 385 898 published 1945, October 2, Harry F Waters</td>
<td>18, 19</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 2 377 533 published 1945, June 5, Harry F Waters</td>
<td>18, 19</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 1 009 465 published 1911, November 21, Charles T Bloomer</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>DE, A1, 2 641 791 published 1978, March 23, Schroeder &amp; Wagner</td>
<td></td>
</tr>
</tbody>
</table>

IV. CERTIFICATION

Date of the Actual Completion of the International Search 1
1981-05-31

Date of Mailing of this International Search Report 2
1981-04-01

International Searching Authority 1
Swedish Patent Office

Signature of Authorized Officer 13
Leif Hagström