The liquid crystal display (14) of a portable computer is pivotally mounted with respect to a base fixed to the computer chassis (20). The pivot mount is effected by means of a pivot shaft (104) arrangement that operates, in addition, to secure the opposite end portions of a circuit strip (136, 142) extending between and electrically connecting the terminals on the display and the base, respectively. The pivot shaft is axially split to secure an intermediate portion of the circuit strip whereby that portion of the circuit strip that extends from the base is windingly received on the exterior of the shaft to accommodate pivotal movement of the display. The other end of the strip is secured within the split segments of the shaft and extends axially therefrom within the display housing.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Country</th>
<th>Code</th>
<th>Country</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>ES</td>
<td>Spain</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>DE</td>
<td>Germany, Federal Republic of</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>ML</td>
<td>Mali</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>MW</td>
<td>Malawi</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
Contact Strip-to-Flex Bushing Connector

Field of the Invention

The present invention relates to personal computer apparatus. More particularly, the invention concerns portable computer apparatus of the type commonly termed, "lap-top" computers.

Background of the Invention

Lap-top computers are characterized by design demands that are unique as compared with personal or other computers of conventional design. Most importantly, in addition to being durable, they must be of compact construction in order that they will be sufficiently small and of light weight to enable their being readily carried, held and manipulated for lap-top use. Also, due the portable nature of the apparatus, recognition must be given to the fact that the computer will be employed in locations presenting diverse positional requirements and operational demands that must be accommodated. Furthermore, it is desirable that such apparatus be sufficiently versatile in design as to enable utilization also as a desk top apparatus. Consequently, the apparatus must be readily convertible from one form of apparatus to the other.

In furtherance of satisfaction of the above demands it is necessary that apparatus be provided to conduct electric power between various components of the apparatus, including components that are movable with respect to one another. It is desirable that such apparatus be of compact form and light weight so as not to detract from the portability of the computer. Additionally, in order that the equipment is imparted with long life, it is required that such means be durable and free from the risk of damage.
It is to the attainment of these objectives, therefore, to which the present invention is directed.

Summary of the Invention

Accordingly, there is provided a lap top computer apparatus the design of which incorporates features that are embodied in the following patent applications that are filed concurrently herewith and that are assigned to the assignee hereof. These applications include:

Serial No. __________ for "Display Fastening Rods";

Serial No. __________ for "Torsion Bar and Band Break";

Serial No. __________ for "Locking Mechanism and Support Legs for Removable Display Assembly";

Serial No. __________ for "Locking Arrangement for Battery Pack";

Serial No. __________ for "Three-Position Closure Panel"; and

Serial No. __________ for "Docking Module".

According to the invention in its broader sense, there is provided apparatus for securing an electrical conductor for extension between a fixed member and a pivoted member mounted for angular movement with respect to the fixed member. The apparatus comprises a connector for securing the electrical conductor at one end to the fixed member and another connector for securing the electrical conductor at the other end to the pivoted member. A shaft is fixed to the pivoted member for angular movement therewith. Means are provided on the shaft for windingly receiving a first portion of the conductor extending from the fixed member. Second means on the shaft are operative to attach a second portion of the conductor extending to the pivoted member for movement coincident with the movement of the conductor other end.

The shaft is defined by a body that is axially split into semicylindrical segments. These segments cooperate
to receive one portion of the conductor for winding engagement with the shaft exterior. Another portion of the conductor is secured between the opposed shaft segments and extends axially therefrom. The exterior surface of the shaft possesses an annular recess enabling the shaft to receive the conductor and, at the same time, serve as the pivot mount for the pivoted member.

In a more specific sense the invention is adapted to secure an electrical circuit strip between terminals on a liquid crystal display housing of a portable computer and on the display base attached to the computer chassis.

For a better understanding of the invention, its operating advantages and the specific objectives obtained by its use, reference should be made to the accompanying drawings and description which relate to a preferred embodiment thereof.

**Brief Description of the Drawings**

Figure 1 is an isometric representation of a personal computer apparatus incorporating the present invention;

Figure 2 is an isometric representation of the personal computer apparatus of Figure 1 in the closed condition;

Figure 3 is an exploded isometric representation of the personal computer apparatus of Figure 1 illustrating the principal subassemblies thereof;

Figure 4 is a rear elevational view of the computer chassis with the rear closure panel closed;

Figure 5 is a rear elevational view similar to Figure 4 but showing the rear closure panel horizontal;

Figure 6 is an exploded isometric view of the computer display;

Figure 7 is an isometric view of the computer display with the back cover partially cut away;

Figure 8 is an enlarged partial sectional view of the display housing taken along line 8-8 of Figure 3;
Figure 9 is a partial plan view of the display housing;

Figure 10 is an enlarged partial sectional view of the display housing taken along line 10-10 of Figure 3;

Figure 11 is a partial plan view of the display base and display housing with the backing covers removed;

Figure 12 is an enlarged isometric view of the circuit strip and connector employed in the computer display;

Figure 13 is a partial plan view of the circuit strip and connector of Figure 12;

Figure 14 is a partial sectional elevational view of the circuit strip and connector taken along line 14-14 of Figure 13;

Figure 15 is a partial sectional elevational view similar to Figure 14 showing the condition of the circuit strip and connector with the display housing in the closed position;

Figure 16 is an isometric representation of the computer display in the detached, free-standing condition;

Figure 17 is a side elevational view of the detached computer display;

Figure 18 is a front elevational view of the computer display base;

Figure 19 is a side elevational view, partly in section, of the computer display base taken along line 19-19 of Figure 18;

Figure 20 is an enlarged side elevational view, partly in section, illustrating the computer display mounting connection to the chassis;

Figure 21 is a view taken along line 21-21 of Figure 20;

Figure 22 is a top plan view of the battery pack;

Figure 23 is a side elevational view of the battery pack;

Figure 24 is a bottom plan view of the computer chassis;
5

Figure 25 is an enlarged partial elevational view, partly in section, illustrating the battery pack latch mechanism;

Figure 26 is a partial top plan view of the latch mechanism of Figure 25;

Figure 27 is an isometric view of the latch mechanism actuator slide;

Figure 28 is a partial rear elevational view of the computer apparatus with its rear end elevated;

Figure 29 is a partial side elevational view of the computer apparatus with its rear end elevated;

Figure 30 is a partial side sectional view of the rear side of the chassis and closure panel;

Figure 31 is a partial plan view taken along line 31-31 of Figure 30;

Figure 32 is a front elevational view of the docking module;

Figure 33 is a rear elevational view of the docking module;

Figure 34 is a plan view of the docking module with parts broken away to illustrate the toggle latching mechanisms;

Figure 35 is an exploded isometric view illustrating the principal components parts of a toggle latching mechanism utilized with the docking module of Figure 32;

Figure 36 is a view taken along line 36-36 of Figure 32 illustrating one form of a docking module connector mounting;

Figure 37 is a view taken along line 37-37 of Figure 32 illustrating another form of docking module connector mounting; and

Figures 38 to 41 are partial plan views of the docking module and computer chassis illustrating various stages of the mounting procedure.
**Description of a Preferred Embodiment**

With particular reference to Figures 1 and 2 of the drawings there is shown a computer apparatus 10 particularly adapted for utilization alternately as a portable, so-called lap-top computer, or as a desk-top computer. The computer organization comprises four main sub-assemblies; namely a central processing unit (CPU) 12, a display 14, a battery pack 16 and a docking module 18. The display 14 is mounted for pivotal movement with respect to the CPU 12 and, as shown in Figure 2, when closed forms part of the computer enclosure structure. As explained in greater detail hereinafter, each of the sub-assemblies, including the display 14, the battery pack 16 and the docking module 18 is detachable from the CPU 12 in order to enhance the versatility of application of the computer apparatus 10.

**Central Processing Unit (CPU)**

The CPU 12 comprises a metal casing structure forming a chassis or housing 20 containing a plurality of components, many of which are not germane to the present invention, as for example, data processing means, such as one or more microprocessor or microcomputer chips; a small random access memory; and means for electrically connecting the various components of the computer. Electric power to the computer is derived from the battery pack 16 during the lap-top mode of operation, while, for operating during the desk-top mode, power can be input from a house source of electric power.

The chassis 20 is formed of generally rectangularly positioned front and rear walls 22 and 24 and left and right side walls, 26 and 28, respectively, that extend between, and interconnect, a bottom wall 30 and a top wall 32. As shown best in Figure 1, the top wall 32 has a stepped configuration containing a keyboard 34 in the forward portion thereof and mounting the display 14 at a slightly elevated position in the rearward portion. A
disc access opening 36 is disposed in the right side wall 28 with a depressible disc release actuator 38 conveniently located adjacent thereto.

The rear side wall 24 of the chassis 20 (Figure 4) is provided with a pivotally mounted single pole power switch 40 located adjacent the left side wall 26. Adjacent the switch 40 and closed by a closure cover 42 is a region 44 in which the connectors for various peripheral equipment are contained. Such connectors include various female connectors, 46 through 54, having multiple prongs for connection with mating connectors of individual pieces of peripheral equipment, or with an assemblage of such connectors, such as contained in the docking module 18, discussed in detail hereinafter.

The bottom surface 34 of the CPU 12 may be provided with a plurality of resilient feet 229 to cushion engagement of the chassis 20 with a support surface when the battery pack 16 is removed.

Display

As is well known, the display 14 in such apparatus provides the output of computer graphics to the operator. In the described organization the display 14 is of the liquid crystal-type being contained in a display housing 60. The display housing 60 is connected to the rearward portion of the top wall 32 of the CPU 12 via a base or jamb 62 that is adapted for releasable attachment to the CPU. The display housing 60 is connected to the base 62 for pivotal movement between a position, shown in Figure 2 as being essentially horizontal, in which the housing effectively covers and encloses, via a skirt 61, the computer top wall 32 in order to protect the keyboard 34. From the horizontal attitude the housing 60 is pivotable to a maximum angularly extended position for graphics display, shown in Figure 1 to be approximately 135 degrees angularly displaced from the first position. Position control means, as described hereinafter, enable the
display housing 60 to be retained in any angular position between the horizontal position and its maximum extended position. Releasable latches 64, each having an associated actuator 66, are retained in the left and right side walls, 26 and 28, for releasably securing the display housing 60 in its closed position.

With reference to Figure 6 the display housing 60 comprises an assembly of oppositely disposed metal panels formed of cast aluminum or magnesium-alloy and including front panel 68 and rear panel 70. Interposed between the panels 68 and 70 in sandwiched relation thereto, are a forwardly positioned liquid crystal display (LCD) plate 72 and an electric luminescent panel 74 therebehind. Surrounding the LCD plate 72 are rectangularly arranged printed circuit boards 76 that form part of the electrical connection between the CPU 12 and the display 14. The sub-assembly consisting of the plate 72 and circuit boards 76 are resiliently cushioned by generally U-shaped shock mounts 78 disposed substantially at the intersecting corners of the sub-assembly and adapted to be received into seats 80 integrally formed on the interior surface of the front panel 68.

The panels 68 and 70 that form the display housing 60 are retained in assembled relation by a connection arrangement that comprises the interengagement of oppositely directed lips 82 and 84 (Figure 8) that extend along the longitudinal edges of the respective panels that form the upper or free side of the display 14. The connection arrangement further includes along each of the remaining three sides of the housing 60 the provision on the oppositely facing, interior surfaces of the front and rear panels 68 and 70 of alternately spaced projections 86 containing longitudinal recesses 88. The projections 86 on the rear panel 70 are integrally formed along the inturned panel edge 90 to face inwardly therefrom. The projections 86 on the front panel 68, however, are formed as part of an integrally formed strip 92 spaced inwardly
from the panel edge and upstanding from the interior
surface of the panel with the projections 86 being dis-
posed on the outwardly facing side of the strip.

The projections 86 on the respective panels are on
alternate spacing and organized to be mutually interfitt-
ing when the panels are brought together in assembled
relation. The recesses 88 in the respective projections
86, moreover, are so arranged as to be axially aligned
upon assembly of the panels so as to form an elongated
opening for reception of a straight, elongated fastening
pin 94. The fastening pins 94 are of a diameter to be
snugly received in the elongated opening formed by the
aligned recesses 88. The pins 94, at their rear ends, are
provided with threads 95 that permit them to be attached
to a tool (not shown) by which they can be rotated as they
are inserted into their associated elongated opening.
Rotating the pins in this manner facilitates their inser-
tion and extension along the elongated openings. To
further facilitate passage of the pins 94 through these
openings their leading ends may be pointed as shown at 97
in Figure 9.

In order to improve the appearance of the assembly
about the locus of the terminal end of each pin 94 a
closure plug 96 may be installed to cover the threaded end
of each pin 94 by resilient engagement with the wall of a
counterbore 98 formed in the panels. The plugs 96 are
each sized to substantially fill the respective counter-
bores 98 and are located at the bottom ends of the respec-
tive side edges of the display housing 60 and at one end
along the bottom or pivot side of the housing. These
openings 98, as shown, are formed by semi-cylindrical
segments in the respective panels 68 and 70 and are
completed when the panels are brought together upon
assembly.

When it is desired to disassemble the housing 60, the
closure plugs 96 are first removed from the respective
openings 98 and the aforementioned tool threadedly at-
tached to the end of the respective fastening pins 94 for their withdrawal from the openings in which they are disposed. Following withdrawal of the pins 94, the panels 68 and 70 can be manipulated with respect to each other thereby disengaging the lips 82 and 84 and permitting the panels to be separated.

Display Position Control

The display housing 60 is journalled for pivotal movement in the base or jamb 62, the latter being comprised of a metal casting containing integrally formed journals 100 and 102 (Figure 11) disposed at opposite ends thereof and a cast metal cover 63 (not shown in Figure 11) that closes the casting. In the journal 100 a pivot shaft 104, that is fixedly secured to the display housing 60 and that extends from one lateral end thereof, serves as the pivot axle. This shaft 104 possesses the supplemental function of guidingly attaching a flexible circuit strip 106 that provides the electrical connection between the CPU 12 and the display 14, the details of which attachment are described hereinafter. At its other end the housing 60 of display 14 is pivoted in the journal 102 by means of a pivot sleeve 108 which forms part of an apparatus, indicated generally as 109, for controlling the angular position of the display housing 60 with respect to the base 62. This position control apparatus 109 comprises an elongated cylindrical rod 110 formed of spring steel extending end-to-end between the lateral sides of the display assembly and received in a receptacle 112 formed in the display housing panel 68 adjacent the fastening pin 94 that secures the bottom edges of the housing panels 68 and 70. At one end the rod 110 contains a substantially perpendicular offset portion 114 that is received in a receptacle 116 formed by spaced projections cast along the side portion of the front panel 68. At its other end the rod 110 contains a substantially perpendicular offset portion 120 that, as shown in Figure 6, is angularly
offset about 80° with respect to the offset portion 114. The offset
to offset portion 120 is adapted to be received in a
receptacle 122 (Figure 11) formed in the base 62 by cast
projections. It will be appreciated that the respective
offset end portions 114 and 120 of the rod 110 serve to
anchor opposite ends of the rod to the display housing 60
and base 62, respectively, so that the rod incurs tor-
sional stressing during pivoting of the display housing
with respect to the base.

The rod 110 is designed to contain a torsional
prestress selected such that it is essentially zero psi
when the display housing 60 is disposed about 10° beyond
its vertical position with respect to the upper surface 32
of the CPU 12. When the display housing 60 is angularly
displaced on opposite sides forwardly or rearwardly of
this position, the torsional stress developed in the rod
110 in one direction or the other serves to counteract the
gravitational effect of the display so as to reduce its
effective weight. This facilitates manual movement of the
display 14, and also reduces the amount of braking force
required to retain the display in its respective angular
positions as hereinafter described. Moreover, by dispos-
ing the position of zero prestress slightly beyond the
vertical position of the housing, the stress profile is
such that, when the latches 64 are actuated to release the
housing 60 from the sides of the chassis 20, the housing
will automatically spring to a slightly raised position
above the upper surface of the chassis. This facilitates
its being manually gripped for further manipulation.

As shown best in Figures 6 and 7, the rod 110 teles-
copically receives the pivot sleeve 108 about the offset
portion 120. The pivot sleeve 108, when assembled on the
rod 110 extends beyond the end of the display panels, 68
and 70, and is received in the journal 122 provided in the
casting forming the base 62, wherein it is anchored in
place by the assembly of the cover 63 and whereby it forms
the other display pivot axle.
Retention of the display housing 60 in its various angular positions is effected by a band brake 130. The band brake 130 is formed of resilient material, such as spring steel, and has a portion 132 formed as a segment of a cylinder that surrounds the pivot sleeve 108 about three-fourths of the way around its circumference. The brake 130 has divergent ends 134 that extend from the cylindrical portion 132 and, when constricted upon assembly of the display panels 68 and 70, cause the cylindrical portion to frictionally engage the pivot sleeve 108. The friction retention force generated by the band brake 130 is effective to retain the display 60 in any angular position between its initial, slightly raised, unlatched position and its maximum full open position, thereby to enable adjustment of the display in any angular position between these positions. The display is held in its various angular positions principally by the friction force developed by the cylindrical portion 132 of the band brake 130 on the pivot sleeve 108. The torsion rod 110, besides being useful in reducing the gravitational effects of the display 14 and thereby the amount of effort required to move it, interacts with the band brake 130 to reduce significantly the amount of friction force necessary to be generated by the band brake for retaining the display. Therefore, the size of the respective elements required to retain the display is minimized such that the display housing structure required for their containment is small.

Circuit Strip Connector

The electrical interconnection between the CPU 12 and the display 14 is effected by a flat, flexible plastic circuit strip 106, of generally known construction, in which a plurality of electrical conductors are embedded. As shown in Figure 11, the circuit strip 106 has one terminal end electrically connected to a multi-pronged terminal plug 138 centrally disposed in the base 62 of the
display 14. The plug 138 is adapted for connection in a mating plug (not shown) that is accessible through opening 140 in the upper wall 32 of the CPU 12 which is closed by depressible, spring-biased closure covers 142. At its other terminal end the strip 106 is adapted for connection to one or more of the printed circuit boards 76.

As shown, the strip 106 contains a pair of parallel leg portions 142 and 144 and a nexus portion 146. One leg portion 144 extends to the nexus portion 146 from the terminal plug 138 and is fixedly secured in a track 148 formed in the base casting upon assembly of the base 62. The other leg portion 142 extends to the nexus portion 146 of the strip from that terminal end which is connected to the circuit board 76. The leg portion 142 is fixedly secured between the panels 68 and 70 that form the display housing 60 and is adapted to undergo movement with the housing when it is pivoted about the base 62.

In order to retain the circuit strip 106 such that its respective leg portions 142 and 144 can remain fixedly anchored, the former in the stationary base 62 and the latter in the display 14 that undergoes pivotal movement with respect to the base 62, there is provided a flex bushing 150 that defines the pivot shaft 104. The flex bushing 150 has a body having a generally cylindrical section 152 and a generally rectangular sided anchor section 154 separated by an enlarged diameter flange 156. The bushing 150 is retained between the display housing panels 68 and 70 with the anchor section 154 being seated in a cast receptacle in the panels so that the bushing remains stationary with respect to the display housing 60 for angular movement therewith. The cylindrical section 152 of the bushing body extends from an opening in the housing and is mounted for pivotal movement in the journal 100 formed in the casting defining the display base 62. This opening is effectively closed by the close proximity of the flange 156 on the bushing body to the opening. It
will be appreciated that the bushing body thus forms the other pivot axle for the display 14.

As shown in Figure 12, the body of bushing 150 extends in a direction transversely of the nexus portion 146 of the circuit strip 136, thus to grasp the strip 136 substantially along the longitudinal axis of the leg portion 142. Grasping of the strip 106 in this manner is effected by the fact that the bushing body contains a longitudinal slot 157 produced by the body's being fabricated in half sections that are joined by a flexible connector strip 158 that permits the sections to be folded upon each other. As a result of this construction, therefore, the attached portion of the strip 106 is retained on the bushing 150 by being sandwiched between the respective half sections. The cylindrical section 152 of the body is formed as a recess that is shouldered at each end, as shown at 160, within which recess the exposed part of the nexus portion 146 of the circuit strip 106 is wound as the bushing rotates in journal 100 upon pivotal movement of the display 14.

The action of the strip 106 formed by the nexus portion 146 is best illustrated in Figures 14 and 15, wherein it is evident that sufficient slack is made available in the strip to create an undulation or wave of sufficient longitudinal extent to permit the bushing body 150 to undergo about 135° of rotation in the journal 100 without applying undue tension to the strip material.

As is evident from observation of the drawing figures, as the bushing body 150 rotates with pivotal movement of the display 14, the material forming the nexus portion 146 of the circuit strip 106 winds upon the reduced diameter portion 152 of the bushing and is confined thereto by the shoulders 160 formed at the respective ends of the recess. By means of this construction the strip material is caused to undergo controlled movement as the display 14 moves with respect to the base 62, thereby preventing the creation of snarls in the strip
that might create damage or breakage thereof or might, otherwise, cause a system malfunction.

**Removable Display**

In order to impart further versatility to the described computer apparatus, particularly when it is in a desk-top operational mode, the display 14, including the housing 60 and base 62, can be completely detached from the CPU chassis 20 and made to be independently standing. This desirable feature is obtained by the provision, on the underside of the base 62 adjacent opposite ends thereof, of locking cams 162 fixedly attached to operating levers 164. As shown in Figures 16 and 17, the organization is such that, when the display 14 is detached from the CPU 12, the operating levers 164 of the locking cams 162 advantageously serve as support legs for the free standing assembly and the locking cams 162 serve as support feet to raise the front end of the assembly with respect to its back end. In this way a greater degree of inclination can be imparted to the display housing 60, to both enhance viewing of the projected graphics and to improve stability of the free standing structure by moving its center of gravity rearwardly.

The structural organization by which these features are obtained is described in connection with Figures 11 and 18 through 20. Figures 11 and 18 depict a plan view and a rear view, respectively, of the base 62 on which the locking cams 162 are mounted. As shown, the cams 162 comprise bodies having parallel, somewhat elongated, linear sides 166 and rounded, generally circular ends 168. The cam bodies are integrally formed on one end of the respective levers 164, with the assembly being connected for pivotal movement via a spring-biased fastener 163 to the casting forming the base 62. When the levers 164 are in their extended positions, and normal to the longitudinal axis of the base 62, the sides 166 of the cams 162 are caused to be aligned with the base axis. From this
position, the levers 164 are rotatable 90° to be received in openings 169 formed in the base 62, whereupon the sides 166 of the cams 162 are made to be disposed perpendicular to the base axis, thus to effect a locking mode, as hereinafter explained.

With reference to Figures 3, 20 and 21, it is seen that the top wall 32 of the chassis 20 adjacent its rear end contains three openings, indicated as the centrally disposed plug opening 140 and openings 172 spaced on opposite sides of the central opening 140. As explained earlier, the central opening 140 provides access to a female terminal connector (not shown) for the terminal plug 138 located on the underside of the housing base 62. It will be appreciated that, when the display 14 is directly mounted on the computer chassis 20, the plug 138 attaches directly to the mating female connector in the chassis 20. When the display 14 is detached from the CPU chassis 20, however, an elongated electrical connector indicated as 174 in Figure 16 is made to connect between the respective aforementioned terminal connectors. The electrical connector 174 may be arranged to carry a body 175 forming a foot for stabilizing the display 14 when it is separated from the computer 12.

Each of the openings 172 is, as shown, rectangular in shape and is closed by a flat closure plate 176 that is mounted in cantilever-fashion via a base 178 having openings that move along a pair of depending sleeved posts 180 and that is biased upwardly by means of springs 182 positioned between the head of the posts 180 in each pair and the base that moves therealong.

To attach the display 14 to the CPU chassis 20, the levers 164 are moved to their extended position perpendicular to the base axis. This positions the locking cams 162 with their sides 166 parallel to the base axis and in a position to be received by the respective openings 172 in the upper surface 32 of the chassis 20. The base 62 is caused to be moved downwardly toward the chassis top wall.
32 such that the cams 162 simultaneously enter the openings 172 and the plug 138 enters the opening 140 pivoting the closures 142 open therein for connection of the plug 138 to the mating female plug. When the locking cams 162 are brought to bear on the plates 176 and, thereby depress them to their lower limit position the respective levers 164 are thereafter rotated to be moved into the elongated openings 169 formed in the display base 62. This action causes the locking cams 162 to rotate 90°, whereupon the elongated sides 166 of the cams are made to extend transversely beyond the short sides of the openings 172 thus to prevent withdrawal of the cams from the openings. The top surfaces 185 of the cams, upon rotation, are urged into locking engagement with the undersurface of the chassis top wall 32 by means of the curvature of the surface 185, thereby to securely attach the display 14 to the CPU 12.

Battery Pack

The computer apparatus 10 is equipped with a battery pack 16 of particular design that is releasable from attachment to the CPU 12 for recharging or for other purposes. The battery pack 16 comprises a plurality of rechargeable cells (not shown) that are housed within a container 186 of reduced vertical dimension having generally rectangular shaped, parallel upper and lower walls 188 and 190 that are interconnected by rectangularly arranged upstanding front, rear and oppositely spaced side walls 192, 194, 196 and 198, respectively. A contact assembly 199 formed of a plurality of resilient contact elements is here shown as being located adjacent the corner formed by the intersection of the rear wall 194 and side wall 196. The contact elements 199a of the assembly 199 are arranged to resiliently engage contact elements (199b) (Figure 24) disposed on the chassis bottom wall 34
in overlying relation to the contact assembly on the battery pack 16 when in its latched, operative position.

Upstanding from the upper wall 188 are a plurality of hook-like securing members 200, here shown as being four in number and being positioned, two each along the respective side walls 196 and 198 and adjacent the respective corners thereof. As shown in Figure 22, the securing members 200 are formed of generally flat bodies each having its longitudinal axis extending parallel to the adjacent battery side wall. The members 200 are adapted to be received in slots 201 provided in the bottom wall of the CPU chassis 20. The slots 201 have a shape corresponding to the sectional shape of the members 200, but are slightly elongated in the longitudinal direction and have their hook-forming openings 202 facing in the direction of the battery rear wall 194.

The particular shape of the securing members 200 dictates that, upon both installation and removal of the battery pack 16 to and from the bottom wall 34 of the chassis 20, there will be relative sliding contact between the contact elements 199a on the battery pack body 186 and the mating contacts 199b on the chassis bottom wall 34 so that damaging oxide accumulation on the respective contacts is prevented.

A releasable latching mechanism, indicated generally as 203, is employed to couple the battery pack 16 to the chassis 20 of CPU 12. The latching mechanism 203 comprises a depressible detent 204 that is adapted to be received in a mating slot 205 in the bottom wall 34 of the chassis. The detent 204 is integrally formed on an operator arm 206 having a composite shape that enables it to be retained within the battery pack container structure for pivotal movement; to be spring biased; and to be cam actuated within a restricted space. As shown, the operator arm 206 is formed of a sheet metal body that is housed within a cast portion 208 of the battery pack frame structure, from which the detent 204 is vertically exten-
sible and retractable by pivotal movement of the operator arm. For pivoting, the operator arm 206 is formed at one end with a substantially circularly formed pivot portion 210 that rests in a pivot seat 212 of complementary shape in the cast portion 208. At its other end, the arm 206 contains a longitudinal extension 214, the bottom surface of which engages a spring 216 that is contained within a spring seat 218 in the cast portion 208 and that normally biases the engaged end of the arm upwardly. Intermediate its length the arm 206 possesses a cam surface 220 that is inclined upwardly in the direction of the detent 204 and adapted for reception of a movable boss 222 formed on an actuator slide 224.

As shown in Figures 26 and 27, the actuator slide 224 contains two laterally spaced body portions 226 and 228 joined by connector 227. The spacing between the body portions 226 and 228 and the position of the connector 227 therebetween is such as to permit the actuator slide 224 to be retained for longitudinal sliding movement on the battery pack frame structure. The body portion 226 containing the boss 222 also contains a post 232 to which one end of a spring 234 is attached. At its other end the spring 234 is attached to a post 236 on the cast portion 208 such that the actuator slide 224 is normally biased to its retracted position with the boss 222 positioned in the deepest part of the recess forming the cam surface 220 so that the detent 204 is normally located in its vertically extended position. The other actuator body portion 228 is disposed exteriorly of the battery pack container and may be provided with a knurled, or otherwise roughened surface, to facilitate its manual operation.

To remove the battery pack 16 from the chassis 20 of the CPU 12, the actuator 224 is manually moved to the right as it appears in Figures 22, 25 and 26 so as to pivotally depress the operator arm 206 and withdraw the detent 204 from the mating slot 205 in the CPU chassis. Withdrawal of the detent 204 from its mating slot 205
permits the battery pack 16, and thus the securing members 200, to be moved rearwardly for release of the members from the slots 201 in which they extend. This longitudinal movement of the battery pack with respect to the chassis 20 effects a sliding action of the contact elements 199a on the battery pack with the contact elements 199b on the chassis, thereby advantageously wiping any accumulated metal oxide from the surface of the respective contacts.

It will be appreciated that, to install the battery pack 16 on the CPU chassis 20, the detent 204 will, when the facing surfaces of the chassis and the battery pack bear against each other, be forced downwardly depressing the operator arm 206 against the spring 216. When the securing members 200 are positioned in the slots 201 in the chassis bottom wall 30 and the battery pack 16 moved forwardly, the detent 204, being upwardly biased by spring 216 will automatically enter the mating slot 205 to secure the battery pack to the chassis.

The facing surface 188 of the body 186 of the battery pack 16 contain recesses 230 formed and located to provide clearance for the respective feet 229 on the bottom surface 34 of computer chassis 20.

**Chassis Closure Panel**

As shown in Figures 5 and 28, the chassis 20 of CPU 12, in the region 44 of the rear wall 24, mounts the various aforementioned electrical connectors including principally the expansion bus connector 46, video connector 48, a connector 25 for a printer or the like, modem connections 52, and a keyboard connection 54. Other connections, such as that indicated as 53 for a mouse, and connector ports 55 to accommodate connection of other compatible apparatus can also be provided. Also disposed on the rear wall 24 is the computer power switch 40, the
actuation of which activates the computer, either by power from the battery pack 16 or from an external power source.

The region 44 of the rear wall that contains the respective electrical connector members 46 through 55 is made to be slightly recessed from the lateral end portions of the rear wall. Closing the recessed region 44 is a closure panel 42 formed by a plate 246, the external surface of which is substantially coplanar with the adjacent portions of the rear wall. The plate 246 is mounted via pivot pins 248 disposed at opposite ends of the panel lower portion and journalled in the facing sides 250 of the recess that forms region 44. The plate 246 is angularly displaceable through a range of movement of about 180°, from the vertically upright position shown in Figures 4 and 30, in which it serves to enclose and cover the region 44, to the vertically downturned position of Figures 28 and 29 in which the plate 246 serves as a support standard for raising the rear of the chassis 20, thereby to permit the CPU 12 to be supported in an inclined attitude, if desired.

The plate 246, as shown in Figure 5, is also arranged to assume a third position, intermediate the other two positions, in which it is disposed substantially parallel to the bottom wall 32 of the CPU chassis 20. In this position the plate is effective to permit access to the various connectors in the region 44 of the chassis rear wall 24 with the chassis 20 oriented in an essentially horizontal position.

Mechanism is provided to effectively secure the plate 246 in each of its three operative positions. This mechanism comprises, at each opposite end of the plate 246 adjacent the pivot pins 248, a camming surface, indicated generally as 252, having four rectangularly disposed sides, three of which, indicated as sides 254, 256 and 258, are cam surfaces engageable by a spring biased follower 260. Each follower 260 comprises a pressing foot 262 that is separated by an enlarged shoulder 264 from a
guide post 266. The pressing foot 262 on each follower is adapted to extend through an opening 268 in the chassis rear wall 24 in order to access the surface 252. The follower 260 is biased outwardly by a spring 270 that surrounds the guide post 266 and extends between the shoulder 264 and a spring retainer 272 integrally formed on, and upstanding from, the interior surface of the chassis bottom wall 30. The movement of the pressing foot 262 is guided by a pair of retainers 272 that are also upstanding from the interior surface of chassis wall 30.

As shown in Figure 30, the side 254 of the camming surface 252 of the cover 427 is engaged by the pressing foot 262 of the follower 260 with the closure plate 246 in its vertically upright position. The spring force imposed on the follower 260 by spring 270 is of the order of magnitude of about 50 pounds to, thus, secure the plate 246 in the selected position. As the plate 246 is moved to its other positions, the follower 260 is depressed against the spring 270, to be returned to pressing engagement with the surfaces 256 and 258 when the plate has been moved to dispose one or the other of the surfaces to a disposition normal to the axis of the pressing foot.

The camming surface 252 is advantageously arranged to permit relatively easy movement of the plate 246 between its vertically upright position and its intermediate position parallel to the chassis bottom wall 30. This relative ease of movement is effected by a depression 274 at the intersection of the sides 254 and 256. Such depression may be formed by either a curved surface extending between the two sides or, as shown, by a linear diagonal surface that intersects the two sides at about 45°.

As also shown in Figure 30, the intersection between the sides 256 and 258 of camming surface 252 is maintained essentially at right angles. This is to increase the force required to depress the follower 260 and, concomitantly, the force necessary to move the plate 246
between its intermediate and its standard-forming position. More importantly, this device increases the retrograde force required to move the cover plate 246 between its standard-forming position back to its intermediate position, so as to reduce the danger of collapse of the support for the rear end of the chassis 20 when it is in its raised position.

Consequently, it will be appreciated that the configuration of the camming surface 252, in cooperation with the follower 260, is such as will permit relative ease of movement of the closure plate 246 from its position closing the recessed region 44 of the chassis rear wall 24 to its open position. The configuration of the camming surface 252 is also such as will render it difficult for the plate 246 to be accidently dislodged from its vertically downturned position, where a sudden collapse of the support standard could damage the computer apparatus.

**Docking Module**

With particular reference to Figures 32 to 34, there is shown the docking module 18, whose function it is to effect connection between the computer chassis 20 and various pieces of ancillary equipment without the need for individual cable connections, thereby to facilitate conversion of the computer between its lap-top mode of operation and its desk-top operating mode. As shown, the docking module 18 comprises a metallic casing 283 formed by the assembly of an upper shell 284, a lower shell 286, a front bezel 288 and a rear bezel 290. The opposite side surfaces 292 and 294 of the docking module 18 are formed by the cooperation between perpendicularly offset wall portions such as those indicated as 286a and 286b that extend from the upper and lower shells 284 and 286, respectively. Mounted on the respective side surfaces 292 and 294 and separated from the interior region of the docking module by an arcuately formed shielding partition 295 are toggle latch mechanisms 296, each consisting
principally of a latch hook 300, and a toggle lever 302, and each of which is formed of a rigid material. Since the sole structural difference existing between the respective toggle latch mechanisms 296 is the opposite facing disposition of the gripping projections 304 on the latch hooks 300 only one such toggle latch mechanism will be described in detail.

As shown in Figure 35, the toggle lever 302 is a substantially U-shaped member having a body 306 containing oppositely spaced arms 308 and 310. The arms 308 and 310 adjacent their leading ends contain axially aligned pivot holes 312 adapted for reception on pins 314 which are integrally formed on the upper and lower shells 284 and 286, respectively, in oppositely facing relation to one another. The space between the arms 308 and 310 receives the latch hook 300 that is connected via a pivot pin 316 to the toggle lever 320 and that has formed thereon the inturned hook-like gripping projection 304.

Each toggle latch element is spring biased by a compound leaf spring assembly 318 that is fixedly attached at one end in a recess 320 integrally formed in standards 322 cast in the upper and lower shells 284 and 286, respectively. Each spring assembly 318 comprises a central spring element 324 whose free end is angularly offset and adapted to engage a cam element 326 formed on the rear end 328 of the latch hook 300 and operable to bias the end 328 outwardly and, thus, the leading end that contains the projection 304 inwardly.

Straddling the central spring element 324 is a lever spring 330 adapted at its free end to alternately engage angularly disposed cam surfaces 332 and 334 formed on a cam nose 336 that is integrally formed on the toggle lever body 306 extending between the arms 308 and 310. The disposition of the cam surfaces 332 and 334 on the cam nose 336 is such as, in cooperation with the lever spring 330, to biasly retain the lever 302 alternatively in its
angularly outer or released position and in its latching or angularly inner position.

The toggle mechanisms 296 and 298 are arranged to secure the docking module 380 to the computer chassis 20 by the cooperation of the projections 304 on the latch hooks 300 with recessed depressions 340 (Figure 29) formed on the left and right side walls 26 and 28 of the computer chassis 20 adjacent the rear ends thereof and formed to receive and grip the projections 304 so as to draw the docking module 18 and the computer chassis 20 toward each other and to secure them together.

Advantageously, the location of the respective depressions 340 vis-a-vis the toggle mechanisms 296 and 298 is such that the mechanisms operate to emit an audible signal when the projections 304 formed on the leading ends of the respective latch hooks 300 enter their respective associated depressions 340 to indicate that all of the complementary connectors on the docking module 18 and computer chassis 20 are properly aligned so as to permit actuation of the toggle levers 302 to draw the respective apparatus together and thereby further extend the pins on the male connectors into the receptacles on the female connectors without danger of damaging any of the connectors. The biasing force of the central spring elements 324 on the latch hooks 300 accordingly serve, not only to bias the projections 304 inwardly into the inserted relation with the depressions 340 but, do so with such force that an audible noise results which serves as the aforementioned signal.

As regards the configuration of the docking module casing structure, the face of the front bezel 288 mounts connectors that complement the connectors 46 through 55 mounted on the rear wall of the chassis 20. To assist connection of the respective complementary connectors, those connectors mounted on the front bezel 288 and indicated by the same numeral but with a prime superscript as the reference numeral that designates the connector on
the CPU 12 with which it connects, are adapted to float to a limited degree by the provision of slightly oversized holes in which the respective connectors are mounted, thereby to impart a self-alignment feature to the concerned connectors.

Figures 36 and 37 depict examples of the two typical forms of connector mountings existing in the docking module. In Figure 36 is shown a multi-pin connector similar to the connector 55', adapted for reception in a mounting hole 344 of slightly oversized, conforming shape. The connector 55' comprises a frame 346 adapted for reception of screws 347 at the opposite lateral ends thereof. To receive the connectors the mounting hole 344 is provided with oppositely spaced lateral recesses 348 into which is inserted a flexible grommet 350 configured to fit snugly in the recess in concentric, surrounding relation to the neck of a tubular nut 352. The grommets 350 and nuts 352 are inserted into the recesses 348 in alignment with openings in a flange 354 for reception of screws 347.

Figure 37 depicts another form of electrical connector 358 typically formed of plastic material whose body 360 is provided at one end with an outwardly extending flange 362 adapted to engage one side of the inturned flange 364 that extends about the periphery of the mounting hole 366 in the front bezel 288. Spaced rearwardly from, and extending toward, the flange 362 are a plurality of flexible fingers 368 whose gripping faces oppose the flange 362 and in cooperation therewith are adapted to engage the opposite side of the flange 364. Appropriate sizing of the hole 366 vis-a-vis the body 360 provides the connector 358 with a limited degree of float both horizontally and vertically on the docking module 18 thus to impart the connector with a self-alignment capability.

Assisting in the alignment of the electrical connectors on the docking module 18 with those on the chassis 20 are a pair of alignment pins 370 that are flexibly secured
to the front bezel 288 by a spring or other flexible connection. The pins 370 are desirably disposed on laterally oblique spacing on the front bezel and extend forwardly from the surface thereof to be received in mating holes 372 formed in the chassis rear wall 24.

For accessing the power switch 40 on the chassis rear wall 24 from the rear bezel 290 on the docking module 18 when the docking module is operatively fixed to the computer chassis 20 is a pusher linkage 374 comprising an actuating lever 376 accessible from the rear face of the docking module and an operating lever 378 that protrudes through an opening in the front bezel 288 to engage the switch 40 on the CPU chassis 20. The levers 376 and 378 are each mouted for pivotal movement on pivot pins 380 and 382 upstanding from the front and rear edges, respectively, of the lower shell 286. A link 384 extends between and interconnects corresponding arms on the respective levers such that a pivoted action imposed on the actuating lever 376 will be directly imparted to the operating lever 378 and, concomitantly, to the power switch 40 on the computer chassis.

The operation of the described docking module 18 is as follows. In a typical application the docking module 18 will be disposed on a support surface at a location at which desk-top operation of the computer apparatus is intended. The electrical contact configuration on the rear bezel 290 of the docking module 18, as shown, substantially duplicates that on the rear wall 24 of the computer. Accordingly, each connector is identified by a corresponding reference numeral but bearing a double-prime superscript. To each of these connectors on the rear bezel 290 are connected via appropriate cabling the ancillary equipment intended for use with the computer 10. Such equipment may include a video apparatus, a printer, a modem, etc. It will be appreciated that cabling, once attached to the docking module 18, is intended to remain
essentially permanently attached regardless of whether the computer 10 is attached to the docking module, or not.

The electrical connectors mounted on the front bezel 288 complement and are electrically connected to those on the rear bezel 290. They also complement those on the computer chassis rear wall 24. Consequently, the mating connection of the connectors on the computer chassis 20 to those on the docking module 18 will effectively connect the computer 10 to all apparatus from which cabling is extended and attached to the connectors on the docking module rear bezel 290. The effect of this is to greatly facilitate conversion of the computer from its lap-top or portable, operating mode to a desk-top mode, or vice-versa, in that the need to independently and individually make or break connections to the various equipment attached to the computer is eliminated. Instead, only a single connection need be made of the computer 10 to the docking module 18 that simultaneously effects all of the connections to be made.

To attach the docking module 18 to the computer chassis 20, with the levers 302 disposed in their normally open position as shown in Figure 38, the front of the docking module and the rear of the chassis are placed in a face-to-face relation and the alignment pins 370 on the docking module are caused to enter the mating holes 372 in the computer chassis 20 (Figure 39). The computer chassis 20 and the docking module 18 are thereafter moved closer together with the projections 304 on the latch hooks 300 of the toggle latch mechanisms in sliding contact with the wall surfaces rearwardly of the depressions 340. Once the pins or other protrusions on the respective male connectors have been aligned with, and have initially penetrated the mating holes in the respective complementary connectors, the interstitial space between the docking module 18 and the computer chassis 20 is such that the projections 304 on the latch hooks 300 are caused to enter the depressions 340 in the chassis side walls 26 and 28. Moreover,
because the latch hooks 300 are spring biased by the central spring elements 324, the projections 304 are caused to enter the depressions 340, as shown in Figure 40, with sufficient force as to produce an audible signal indicating that proper alignment of all of the connectors has been made and that the toggle levers 302 may be actuated to draw the chassis 20 and docking module 18 closer together into tight final engagement without fear of damaging any of the connectors (Figure 41).

By means of the disclosed toggle latch mechanisms 296 a manual five pound actuating force on the levers 302 produces about an eighty pound attachment force between the hook projections 304 and the engaged edges of the depressions 340 on the chassis. With the levers 302 in their latched position substantially parallel to the docking module side surfaces the spring force between the lever springs 330 on the surface 334 on the respective cam noses 336 serves to retain the levers in place. Thereafter, utilization of the computer can commence upon actuation of the power switch 40 via actuation of the pusher linkage 374.

To detach the docking module 18 from the CPU chassis 20, the levers 302 are released from their locked position of Figure 41, whereupon, in returning to their open position under the influence of the spring 330 the reactive force generated between the tip 303 of the hook 300 and the adjacent edge of the depression 340 in the chassis 20 effects a slight retrograde movement of the docking module from the chassis. To release the projection 304 from the depression 340, the lever 302 is moved slightly forwardly from its open position whereupon by action of the cam surface 305 on the front bezel 288 and the follower 307 on the hook 300, the latter is urged laterally outwardly from the depression so as to enable
final separation of the docking module from the computer.

It will be appreciated that by practice of the invention hereof apparatus is provided that is effective to control the movement undergone by the delicate, flexible circuit strip that electrically connects the CPU 12 to the display 14 such that the strip material will incur no damage notwithstanding that it must undergo such movement in a confined space. The apparatus is beneficially organized in such a way, moreover, as to permit it to serve the additional function of providing the pivot axle for the display 14 on one side of the housing.

It should be further understood that, although a preferred embodiment of the invention has been illustrated and described herein, changes and modifications can be made in the described arrangement without departing from the scope of the appended claims.

What is claimed is:
Claims

1. Apparatus for securing an electrical conductor for extension between a fixed member and a pivoted member mounted for angular movement with respect to said fixed member, comprising:
   5 means for securing said electrical conductor at one end to said fixed member;
   means for securing said electrical conductor at the other end to said pivoted member;
   a shaft fixed to said pivoted member for angular movement therewith;
   means on said shaft for windingly receiving a first portion of said conductor extending from said fixed member; and
   means on said shaft for attaching a second portion of said conductor extending to said pivoted member for movement coincident with the movement of said conductor other end.

2. Apparatus according to claim 1 in which said shaft contains an axially extending separation for securing said conductor; said first portion of said conductor extending to said separation radially over the external surface of said shaft; and said second portion extending substantially parallel to said separation.

3. Apparatus according to claim 2 in which said shaft is cylindrically formed for journaled rotation in said fixed member.

4. Apparatus according to claim 3 in which said shaft is a load bearing member for securing said pivoted member to said fixed member for pivoted movement with respect thereto.

5. Apparatus according to claim 4 in which said shaft is formed with an annular recess for guidingly
receiving said conductor during winding upon the exterior surface of said shaft.

6. Apparatus according to claim 5 in which said shaft includes an integrally formed anchor portion for preventing relative angular movement between said shaft and said pivoted member.

7. Apparatus according to any one of claims 1 to 6 in which said electrical conductor comprises an elongated flexible strip containing a plurality of electrical circuits.

8. Apparatus according to claim 7 in which said first and second portions of said electrical conductor are substantially mutually parallel in extent and said conductor includes a third portion intermediate said first and second portions and perpendicular thereto for engagement by said shaft.

9. Apparatus according to claim 8 in which said shaft engages said third portion closely adjacent said second portion to define a region of slack in said conductor between said first portion and said shaft.

10. Apparatus according to any of claims 3 to 6 in which said shaft is defined by a body containing oppositely spaced semicylindrical body portions; and a flexible connector portion integral with said body portions permitting folding of said body portions to form said cylindrical shaft.

11. For use with a computer having a chassis, a display carried by said chassis, a base for mounting said display for pivoted movement therebetween, and electrical terminals in said display and said base respectively,
apparatus for securing an electrical conductor for extension between said respective terminals, comprising:

means for securing said electrical conductor at one end to said terminal in said base;

means for securing said electrical conductor at the other end to said terminal in said display;

a shaft fixed to said display for pivoted movement therewith;

means on said shaft for windingly receiving a first portion of said conductor extending from said one end; and

means on said shaft for attaching a second portion of said conductor extending from said other end for movement coincident with movement of said display.

12. Apparatus according to claim 11 in which said shaft contains an axially extending separation for securing said conductor; said first portion of said conductor extending to said separation radially over the external surface of said shaft; and said second portion extending substantially parallel to said separation.

13. Apparatus according to claim 12 in which said shaft is cylindrically formed for journalled rotation in said fixed member.

14. Apparatus according to claim 13 in which said shaft is a load bearing member for securing said display to said base for pivoted movement therewith.

15. Apparatus according to claim 14 in which said shaft is formed with an annular recess for windingly receiving said conductor during winding upon the exterior surface of said shaft.

16. Apparatus according to claim 15 in which said shaft includes an integrally formed anchor portion for
preventing relative angular movement between said shaft and said display.

17. Apparatus according to any one of claims 11 to 16 in which said electrical conductor comprises an elongated flexible strip containing a plurality of electrical circuits.

18. Apparatus according to claim 17 in which said first and second portions of said electrical conductor are substantially mutually parallel in extent and said conductor includes a third portion intermediate said first and second portions and perpendicular thereto for engagement by said shaft.

19. Apparatus according to claim 18 in which said shaft engages said third portion closely adjacent said second portion to define a region of slack in said conductor between said first portion and said shaft.

20. Apparatus according to any of claims 13 to 16 in which said shaft is defined by a body containing oppositely spaced semicylindrical body portions; and a flexible connector portion integral with said body portions permitting folding of said body portions to form said cylindrical shaft.
AMENDED CLAIMS
[received by the International Bureau
on 21 August 1990 (21.08.90);
original claims 1-3 cancelled, claims 4,5,7-10, 18,
19 amended, claim 21 added, all other claims unchanged (5 pages)]

4. Apparatus according to claim 21 in which said
   shaft is a load bearing member for securing said pivoted
   member to said fixed member for pivoted movement with
   respect thereto.

5. Apparatus according to claim 4 in which said
   shaft is formed with an annular recess for guidingly
receiving said conductor first portion during winding upon the exterior surface of said shaft.

6. Apparatus according to claim 5 in which said shaft includes an integrally formed anchor portion for preventing relative angular movement between said shaft and said pivoted member.

7. Apparatus according to any one of claims 21 and 4 to 6 in which said electrical conductor comprises an elongated flexible strip of generally C-shape containing a plurality of electrical circuits.

8. Apparatus according to claim 7 in which said C-shaped conductor has mutually parallel legs each terminating in the respective ends of said conductor and said conductor includes a section containing said first and second portions disposed intermediate said legs and perpendicular thereto for engagement by said shaft.

9. Apparatus according to claim 8 in which said shaft attaches said intermediate section closely adjacent said second portion to define a region of slack in said conductor between said first portion and said shaft.

10. Apparatus according to claim 21 in which said shaft includes a flexible connector portion integral with said body.

11. For use with a computer having a chassis, a display carried by said chassis, a base for mounting said display for pivoted movement therebetween, and electrical terminals in said display and said base respectively,
apparatus for securing an electrical conductor for extension between said respective terminals, comprising:

means for securing said electrical conductor at one end to said terminal in said base;

means for securing said electrical conductor at the other end to said terminal in said display;

a shaft fixed to said display for pivoted movement therewith;

means on said shaft for windingly receiving a first portion of said conductor extending from said one end; and

means on said shaft for attaching a second portion of said conductor extending from said other end for movement coincident with movement of said display.

12. Apparatus according to claim 11 in which said shaft contains an axially extending separation for securing said conductor; said first portion of said conductor extending to said separation radially over the external surface of said shaft; and said second portion extending substantially parallel to said separation.

13. Apparatus according to claim 12 in which said shaft is cylindrically formed for journaled rotation in said fixed member.

14. Apparatus according to claim 13 in which said shaft is a load bearing member for securing said display to said base for pivoted movement therewith.

15. Apparatus according to claim 14 in which said shaft is formed with an annular recess for guidingly receiving said conductor during winding upon the exterior surface of said shaft.

16. Apparatus according to claim 15 in which said shaft includes an integrally formed anchor portion for
preventing relative angular movement between said shaft and said display.

17. Apparatus according to any one of claims 11 to 16 in which said electrical conductor comprises an elongated flexible strip containing a plurality of electrical circuits.

18. Apparatus according to claim 17 in which said electrical conductor is of generally C-shape having legs that are substantially mutually parallel in extent and including a section intermediate said legs and perpendicular thereto, said section containing said first and second portions for engagement by said shaft.

19. Apparatus according to claim 18 in which said shaft engages said section closely adjacent said second portion to define a region of slack in said conductor between said first portion and said shaft.

20. Apparatus according to any of claims 13 to 16 in which said shaft is defined by a body containing oppositely spaced semicylindrical body portions; and a flexible connector portion integral with said body portions permitting folding of said body portions to form said cylindrical shaft.

21. Apparatus for securing an electrical conductor for extension between a fixed member and a pivoted member mounted for angular movement with respect to said fixed member, comprising:

means for securing said electrical conductor at one end to said fixed member;

means for securing said electrical conductor at the other end to said pivoted member;

a generally cylindrical body forming a shaft fixed to said pivoted member for journalled movement in said fixed member;

means on said shaft for windingly receiving a first portion of said conductor intermediate the ends thereof and extending from said fixed member;
an axially extending separation in said shaft forming opposed semicylindrical body portions securing a second portion of said conductor adjacent said first portion therebetween coincident with the movement of the movable end of said conductor, said first portion of said conductor extending to said separation radially over the external surface of said shaft and said second portion of said conductor being substantially parallel to said separation in extending to said pivoted member.
# INTERNATIONAL SEARCH REPORT

## I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

**IPC(5):** HOIR 39/00; HOIR 39/02

**U.S. CL.:** 439/15; 439/165

## II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S.</td>
<td>439/15; 439/164; 439/165</td>
</tr>
<tr>
<td></td>
<td>174/117F; 174/117FF</td>
</tr>
</tbody>
</table>

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

## III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>GB, A, 518,098, BLANCHE, Published 18 February 1940 Entire document</td>
<td>1-9</td>
</tr>
<tr>
<td>X</td>
<td>FR, A, 972,006, COUPIER, Published 24 January 1951 Entire document</td>
<td>1-9</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,842,531, TAKEMURA, Published 27 June 1989</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

  - **A** document defining the general state of the art which is not considered to be of particular relevance
  - **E** earlier document but published on or after the international filing date
  - **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - **O** document referring to an oral disclosure, use, exhibition or other means
  - **P** document published prior to the international filing date but later than the priority date claimed
  - **T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step
  - **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  - **&** document member of the same patent family

## IV. CERTIFICATION

Date of the Actual Completion of the International Search: 18 MAY 1990

Date of Mailing of this International Search Report: 20 JUL 1990

International Searching Authority: ISA/US

[Signature of Authorized Officer]

EUGENE F. DESMOND