**Title:** UNDERCARRIAGE ASSEMBLY FOR A VEHICLE

**Abstract**

An undercarrigae assembly (20) for a work vehicle (10) includes first and second roller frame assemblies (22, 24), one on each side of the vehicle (10), an idler wheel assembly (28, 30) connected to one end of each roller frame assembly (22, 24), and a drive wheel (32, 34) connected to the opposite end of each roller frame assembly (22, 24). An endless elastomeric track belt (39) encircles a respective drive wheel (32, 34), roller frame assembly (22, 24), and idler wheel assembly (28, 30) on each side of the vehicle (10). A rigid support beam (26) connects each roller frame assembly (22, 24) to the main frame (12) of the vehicle (10). Each idler wheel assembly (28, 30) includes first and second self-aligning mechanisms (72, 90) to provide that the track belt (39) runs true and straight. The roller frame assemblies (22, 24) can be spaced laterally from the vehicle (10), using various size spacers, to provide various gage settings of the endless track belt (39). During adjustment of the roller frame assemblies (22, 24), a supporting arrangement (142) supports one track roller assembly (22) by the other track roller assembly (24).
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>MB</td>
<td>Mauritania</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GB</td>
<td>United Kingdom</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IT</td>
<td>Italy</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>JP</td>
<td>Japan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KR</td>
<td>Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LZ</td>
<td>Liechtenstein</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LK</td>
<td>Sri Lanka</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LU</td>
<td>Luxembourg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LV</td>
<td>Latvia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>MC</td>
<td>Monaco</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>MG</td>
<td>Madagascar</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>ML</td>
<td>Mali</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MN</td>
<td>Mongolia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- AT: Austria
- AU: Australia
- BB: Barbados
- BE: Belgium
- BF: Burkina Faso
- BG: Bulgaria
- BJ: Benin
- BR: Brazil
- BY: Belarus
- CA: Canada
- CF: Central African Republic
- CG: Congo
- CH: Switzerland
- CI: Côte d'Ivoire
- CM: Cameroon
- CN: China
- CS: Czechoslovakia
- CZ: Czech Republic
- DE: Germany
- DK: Denmark
- ES: Spain
- FI: Finland
- FR: France
- GA: Gabon
- GB: United Kingdom
- GN: Guinea
- GR: Greece
- HU: Hungary
- IE: Ireland
- IT: Italy
- JP: Japan
- KP: Democratic People's Republic of Korea
- KR: Republic of Korea
- LZ: Liechtenstein
- LK: Sri Lanka
- LU: Luxembourg
- LV: Latvia
- MC: Monaco
- MG: Madagascar
- ML: Mali
- MN: Mongolia
- MB: Mauritania
- MW: Malawi
- NE: Niger
- NL: Netherlands
- NO: Norway
- NZ: New Zealand
- PL: Poland
- PT: Portugal
- RO: Romania
- RU: Russian Federation
- SD: Sudan
- SE: Sweden
- SI: Slovenia
- SK: Slovak Republic
- SN: Senegal
- TD: Chad
- TG: Togo
- UA: Ukraine
- US: United States of America
- UZ: Uzbekistan
- VN: Viet Nam
Description

Undercarriage Assembly For A Vehicle

Technical Field

This invention relates generally to an undercarriage assembly for a work vehicle and more particularly to an undercarriage assembly which includes first and second roller frame portions, a plurality of guide rollers, first and second idler wheels, an endless elastomeric belt, and first and second self-contained hydraulic tensioning assemblies connected between respective first and second idler wheels and first and second roller frame portions.

Background Art

Construction, earthmoving, and agricultural type work vehicles are often equipped with endless self-laying track chain assemblies for support and propulsion of the vehicle. Such prior art track type vehicles, utilizing metal track chain assemblies, are generally low speed, noisy vehicles and work in environments which do not require any adjustment to the track gauge. More recently, work vehicles having endless elastomeric track belts have been utilized to perform work tasks previously accomplished by metal track equipped vehicles. The vehicles having elastomeric track belts have many advantages over metal track vehicles and also over wheel type work vehicles. Some of these advantages include less weight and maintenance, lower soil compaction, lower noise levels, and the ability to travel on improved roadways.

One type of prior belted vehicle is disclosed in U.S. Patent No. 4,817,746, issued to R. J. Purcell et al. on April 4, 1989. In this patent, each of the
endless elastomeric belts is driven by a pair of elevated drive wheels and is guided and supported by a pair of large diameter idler wheels and a plurality of smaller diameter guide rollers. The idler wheels and guide rollers are supported and suspended by a plurality of links, levers, and fluid cylinders. This large number of components in the undercarriage and suspension adds complexity, weight, and cost to the vehicle.

Another type of belted vehicle having a track roller frame assembly is disclosed in U.S. Patent No. 4,836,318 issued to A. J. Tonsor et al. on June 6, 1989. This patent discloses a vehicle having a track roller frame which is connected to the front of the vehicle by a pivot joint, and is connected to the rear of the vehicle by a collar which extends between the two drive wheels. The track roller frame also has an inside support device which connects the roller frame to the vehicle on the inside of the drive wheels.

Although this type of suspension and track roller frame would appear to function satisfactorily for this particular type of vehicle, it is rather complex and limits the ground clearance under the vehicle. The roller frame supports between the drive wheels and to the inside of the drive wheels would also tend to collect dirt and debris.

The present invention is directed toward overcoming one or more of the problems as set forth above.

Disclosure of the Invention

In one aspect of the present invention, an undercarriage assembly for a vehicle having a main frame and first and second drive axles includes first and second roller frame assemblies connected
respectively to the drive axles, a support beam connected to the vehicle main frame and to each roller frame assembly, first and second self-aligning idler wheel assemblies, and first and second endless track assemblies and the idler wheel assemblies. The undercarriage assembly further includes first and second track tensioning mechanisms, a first self-aligning mechanism connecting each track tension mechanism to one of the idler wheel assemblies, and a second self-aligning mechanism connecting each track roller frame assembly to one of the idler wheel assemblies.

Prior art belted track vehicles generally incorporate endless belts having guide blocks on the inner side of the belt which guide and center the belt as the belt rotates around the drive wheel, guide rollers, and idler wheel. Each of the wheel and roller assemblies generally include a pair of spaced wheels with the space accommodating the guide blocks. If the belt does not run straight, the guide blocks contact the wheels and rollers, which generated excessive heat and accelerated wear.

The prior art belted track vehicles also utilize hydraulic cylinders to tension the belts and provide recoil functions. The tensioning cylinders, which are supported by the track roller frames, are connected by hydraulic lines to the vehicle hydraulic system. These lines are subject to wear and rupture which causes contamination of the entire vehicle hydraulic system.

The subject invention provides an undercarriage assembly having self-aligning idler wheel assemblies which adjust to properly center the drive belt. The subject invention further provides a self-contained
hydraulic tensioning ram having no hydraulic connecting lines between the ram and the vehicle.

**Brief Description of the Drawings**

5 Fig. 1 is a diagrammatic side elevational view of a vehicle incorporating the subject invention;

Fig. 2 is a diagrammatic cross-sectional view taken generally along the lines 2-2 of Fig. 1;

Fig. 3 is a diagrammatic side elevational view, partly in section, of a self-aligning mechanism of the present invention;

Fig. 4 is a diagrammatic cross-sectional view taken generally along the lines 4-4 of Fig. 3;

Fig. 5 is a diagrammatic front elevational view, partly in section, of a portion of the support beam, the vehicle frame, and the undercarriage roller frame;

Fig. 6 is a diagrammatic side elevational view, partly in section, taken generally along the lines 6-6 of Fig. 5;

Fig. 7 is a diagrammatic top plan view, partly in section, of a rear drive wheel, a drive axle, a portion of a roller frame assembly, and the connection between the roller frame assembly and the drive axle;

Fig. 8 is a diagrammatic top plan view, partly in section, similar to Fig. 7, with spacers between the drive wheel and the axle and between the roller frame assembly and the support beam; and

Fig. 9 is a diagrammatic side elevational view of the self-contained hydraulic ram of the subject invention.

**Best Mode for Carrying Out the Invention**
Referring to the drawings, a belted track vehicle 10 has a main frame 12, an engine 14, and first and second drive axles 16, 18 which are powered by the engine 14. An undercarriage assembly 20 for the vehicle includes first and second roller frame assemblies 22, 24, a support beam 26, first and second self-aligning idler wheel assemblies 28, 30, first and second drive wheels 32, 34, and first and second endless track assemblies 36, 38 encircling respectively the first and second drive wheels 32, 34, the first and second roller frame assemblies 22, 24, and the first and second idler wheel assemblies 28, 30.

Each of the track assemblies 36, 38 includes an endless elastomeric belt 39 which supports and propels the vehicle. The belt 39 has a plurality of inwardly facing guide blocks 41. The undercarriage assembly 20 further includes first and second self-contained hydraulic belt tensioning mechanisms 40, 42. It is to be understood that most of the components of the undercarriage assembly 20 on the left hand side of the vehicle 10, as shown in Fig. 1, are duplicated and are substantially similar to those components on the right hand side.

Each of the roller frame assemblies 22, 24 has first and second end portions 44, 46 and a middle portion 48, with the second end portions 46 being releasably connected to a respective first and second drive axle 16, 18. The support beam 26 has first and second end portions 50, 52 and a middle portion 54 which is releasably connected to the vehicle main frame 12. The first and second end portions 50, 52 are releasably connected to the middle portion 48 of a respective first and second roller frame assembly 22, 24.
Each of the idler wheel assemblies 28, 30 has a spindle 56 and first and second spaced wheels 58, 60 rotatably supported on the spindle 56. Each spindle 56 includes first and second spaced apart shaft portions 61, 63, a middle portion 65, and first and second plates 67, 69 rotatably connected to respective first and second shaft portions 61, 63. The wheels 58, 60 are connected to respective first and second plates 67, 69. Each spindle 56 also has first and second radially extending flange or ear portions 62, 64, with the first ear portion 62 having first and second spaced flanges 66, 68 which define a space 70 therebetween. A first self-aligning mechanism 72, including a spherical bearing assembly 74, is positioned between the flanges 66, 68 and within the space 70. Each of the track tensioning mechanisms 40, 42 includes an hydraulic ram assembly 76 having a first end portion 78 connected to a respective first spindle ear portion 62. A second end portion 80 of each ram assembly 76 is connected to a respective roller frame assembly 22, 24. The first self-aligning mechanism 72 serves to connect the first end portion 44 of each track tensioning mechanism 40, 42 to the first ear portion 62 of each spindle 56 by way of a retaining pin 82. The retaining pin 82 has a radially extending connecting portion 84 which is connected to the first flange or ear portion 62.

The second ear portions 64 include third and fourth spaced flanges 86, 88, and a second self-aligning mechanism 90 is positioned between and connected to these flanges 86, 88. A means 92 for pivotally connecting the second self-aligning mechanism 90 to the roller frame 22 includes a lever member 93 and a cap member 95. The first end portion 44 of each roller frame assembly 22, 24 has a
forwardly extending nose portion 92 and the second self-aligning mechanism 90 connects the nose portion 92 to the second flange, or ear, portion 64 of each spindle 56. The second self-aligning mechanism 90 serves to releasably connect each spindle 56 to the first end portion 44 of each roller frame assembly 22, 24.

The second self-aligning mechanism 90 includes a universal type apparatus 94 having a block portion 96 having first and second connecting portions 98, 100. The first connecting portion 98 includes first and second connecting pins 102, 104 and the second connecting portion 100 includes a third connecting pin 106. The third connecting pin 106 is positioned at an angle which is substantially normal to the first and second pins 102, 104. The third and fourth spaced flanges 86, 88 are adapted to be pivotally connected to said third connecting pin 106. The universal type apparatus 94 includes the lever member 93 and the cap member 95, with the block portion 96 forming a portion of the lever member 93. The cap member 95 has a mounting portion 108 and a pin receiving portion 110, with the mounting portion 108 being connected to the roller frame assembly 22 by a plurality of threaded fasteners 112. The pin receiving portion 110 is adapted to receive the second connecting pin 104 of the universal type apparatus 94.

The lever member 93 includes a bifurcated yoke portion 114 at one end and the block portion 96 at the opposite end. The yoke portion 114 is adapted to surround the mounting portion 108 of the cap member 95. The block portion 96 has a bore 116 extending therethrough at an angle which is substantially normal to the first and second connecting pins 102, 104. The third connecting pin 106 is positioned within the bore
116 and, as previously noted, pivotally connects the third and fourth flanges 86, 88 to the block portion 96. A securing means 118, such as a circumferential groove 120 in the pin 106 and a threaded fastener 121 extending through the block portion 96, secures the pin 106 within the bore 116.

The forwardly extending nose portion 92 is adapted to receive the first connecting pin 102, and in combination with the cap member 95 and the second connecting pin 104, pivotally connects the idler wheel assembly 28 to the roller frame assembly 22. A bore 122 in the extending nose portion 92, a threaded bore 124 in the pin receiving portion 110 of the cap member 95, and a threaded fastener 125 which penetrated the bore 120 and engages the threaded bore 122, provides a means 126 for connecting the extending nose portion 92 to the pin receiving portion 110.

First and second threaded fasteners 128, 130, and corresponding first and second threaded holes 132, 134 in the yoke portion 114 of the lever member 93 provide a means for moving the yoke portion 114 laterally relative to the cap member 95. The threaded fasteners 128, 130 are adapted to engage an extension 136 of the roller frame assembly 22. First and second lock nuts 138, 140 engage the respective first and second threaded fasteners 128, 130 and the yoke portion 114 to provide a means for locking the yoke portion 114 at a plurality of positions.

With particular reference to Figures 1 and 5, a means 142 is provided for supporting the first roller frame assembly 22 by the second roller frame assembly 24 when the first roller frame assembly 22 is disconnected from the first drive axle 16 and from the support beam 26. The means 142 includes first and second heavy walled tube sections 144, 146 connected,
as by welding, to the first roller frame assembly 22, and third and fourth heavy walled tube sections 148, 150 connected to the second roller frame assembly 24. The supporting means 142 further includes a first bar 152 extending through the first and third tubes 144, 148 and a second bar 154 extending through the second and fourth tubes 146, 150. The same supporting means 142 is used to support the second roller frame assembly 24 by the first roller frame 22 when the second roller frame assembly 24 is disconnected from the second drive axle 18 and from the support beam 26. The first and third tube sections 144, 148 are substantially axially aligned. The first and second bars 152, 154, extend completely across the vehicle 10 and beneath the main frame 12 to engage and extend through the respective tube sections 144, 148 and 146, 150.

With particular reference to Figures 5, 6, 7, and 8, a means 156 is provided for positioning each of the roller frame assemblies 22, 24 at a plurality of locations laterally spaced from the main frame 12. The positioning means 156 includes a plurality of first and second spacers 158, 160. The first spacers 158 are adapted to be connected between the second end portions 46 of the roller frame assemblies 22, 24, and the drive axles 16, 18. The second spacers 160 are adapted to be connected between the middle portions 48 of the roller frame assemblies 22, 24 and the first and second ends 50, 52 of the support beam 26. The spacers 158, 160 provide adjustment of the gage setting of the endless track assemblies 36, 38. Although only one set of spacers 158, 160 is illustrated, it is understood that a plurality of different sizes of spacers can be used for varying the
gage settings. The supporting means 142 are utilized during the changing of the track gage.

First and second brackets 162, 164 releasably connect the middle portion 54 of the support beam 26 to the main frame 12 of the vehicle 10. The brackets 162, 164 are connected to the main frame 12 by a plurality of first threaded fasteners 166 and to the support beam 26 by a plurality of second threaded fasteners 168. A plurality of resilient spaces 170 are positioned between the support beam and the brackets 162, 164, and between a clamp plate 172 and the brackets 162, 164 and are compressed by the second threaded fasteners 168. This provides a resilient mounting of the support beam 26.

With particular reference to Figures 1 and 9, each of the track tensioning mechanisms 40, 42 includes the hydraulic ram assembly 76, an accumulator 174, and a manifold block 176. The hydraulic ram assembly 76 includes a rod 178 and a pressure chamber 180. The accumulator 174 is in direct fluid communication with the pressure chamber 180 through the manifold block 176. The rod 178 includes an eye portion 182 which connects with the first flange portion 62 of the idler assemblies 28, 30. The manifold block 176 includes a fill and shut-off valve assembly 184 and a bleed valve 186. The pressure chamber 180 and accumulator 174 are initially pressurized from a remote hydraulic source, such as the hydraulic implement circuit of the vehicle 10.

Once pressurized, the track tensioning mechanisms 40, 42 are substantially self sustaining, since they are void of any hydraulic connections to the vehicle 10. One of more pressure seals 188, which seal on the polished surface of the rod 178, prevent any appreciable fluid leakage from the pressure chamber
180. If the pressure chamber ever needs recharging, the fill and shut-off valve 184 is used. The second end portions 80 of each ram assembly 76 is connected to the roller frame assemblies 22, 24 by mounting pins 192.

**Industrial Applicability**

With reference to the drawings, the subject invention is particularly useful on agricultural type work vehicles, and more specifically on work vehicles which are supported and propelled by endless elastomeric track belts. It is advantageous that such vehicles have good traction, low ground pressure, low soil compaction, relatively high ground clearance, and have variable gage capabilities. The variable gage is especially useful for operating the vehicle in agricultural fields having different row crop spacings.

The vehicle 10 is supported and propelled by an undercarriage assembly 20 which includes first and second roller frame assemblies 22, 24, first and second idler assemblies 28, 30, first and second drive wheels 32, 34, and first and second endless track assemblies 36, 38. A self-contained hydraulic belt tensioning mechanism 40, 42 is connected at one end to the roller frame assembly 22, 24 by a pin 192, and is connected at the opposite end to the first self-aligning mechanism 72 by the eye portion 182. The second self-aligning mechanism 90 connects each idler assembly 28, 30 to the roller frame assemblies 22, 24 and provides pivoting of the idler assemblies 28, 30 about the third pin 106 and against the force of the tensioning mechanism 40, 42. The first and second self-aligning mechanism 72, 90 provide for self alignment of the belt 39 on the idler assemblies 28,
30 and prevent extended contact between the guide blocks 41 and the wheels 58, 60.

The gage of the track belts is changed by disconnecting the first end portion 44 and the middle portion 48 of the roller frame assembly 22 from the respective drive axle 16 and the support beam 26. A predetermined spacer 158 and 160 is connected between the drive axle 16 and the roller frame assembly 22 and between the support beam 26 and the roller frame assembly. This procedure is then repeated for the opposite side of the vehicle 10 with the second roller frame assembly 24. While the first roller frame assembly 22 is disconnected from the axle 16 and the support beam 26, it is supported by the supporting means 142 and the second roller frame assembly 24. Likewise, when the second roller frame assembly 24 is disconnected from the axle 16 and the support beam 26, it is supported by the supporting means 142 and the first roller frame assembly 22. During adjustment of the track gage, additional mechanical means are required to move the roller frame assemblies 22, 24 to the proper position along the supporting means 142.

Recoil function is provided by the tensioning mechanisms 40, 42. If debris or foreign material become lodged between the idler wheel assembly 28 and the belt 39, the idler wheel assembly 28 swings rearwardly against the tensioning mechanism 40. The rod 178 moves into the pressure chamber 180 and forces hydraulic fluid into the accumulator 174, which further compresses the gas in the accumulator 174. Once the foreign material exits the area between the idler wheel assembly 28 and the belt 39, the force in the accumulator returns the idler wheel assembly 28 to its original position.
Other aspects, objects and advantages of this invention can be obtained from a study of the drawings, the disclosure, and the appended claims.
Claims

1. An undercarriage assembly (120) for a vehicle (10), said vehicle (10) having a main frame (12), an engine (14), and first and second drive axles (16,18) powered by said engine (14), said undercarriage assembly (20) comprising:
   first and second roller frame assemblies (22,24), each having first and second end portions (44,46) and a middle portion (48), said second end portions (46) being releasably connected to a respective first and second drive axle (16,18);
   a support beam (26) having first and second end portions (50,52) and a middle portion (54), said first and second end portions (50,52) being releasably connected to a respective middle portion (54) of said first and second roller frame assemblies (22,24), said support beam middle portion (54) being releasably connected to said vehicle main frame (12);
   first and second self-aligning idler wheel assemblies (28,30), each having a spindle (56) and first and second spaced wheels (58,60) rotatably supported on said spindle (56), said spindle (56) being releasably connected to a first end portion of a respective roller frame assembly (22,24), each of said spindles (56) having first and second radially extending ear portions (62,64);
   first and second endless track assemblies (36,38) encircling respectively said first and second roller frame assemblies (22,24) and said first and second idler wheel assemblies (28,30);
   first and second track tensioning mechanisms (40,42), each including a hydraulic ram assembly (76) having a first end portion (78) connected to a respective first spindle ear portion (62) and a second
end portion (80) connected to a respective roller frame assembly (22,24); and

a first self-aligning mechanism (72) connecting the first end portion (44) of each track tensioning mechanism (40,42) to said first ear portion (62) of each spindle (56), and a second self-aligning mechanism (90) connecting the first end portion (44) of each roller frame assembly (22,24) to said second ear portion (64) of each spindle (56).

2. An undercarriage assembly (20), as set forth in claim 1, wherein said first self-aligning mechanisms (72) include a spherical bearing assembly (74).

3. An undercarriage assembly (20), as set forth in claim 1, wherein said first ear portions (62) include first and second spaced flanges (66,68) and said first self-aligning mechanisms (72) are positioned between said first and second flanges (66,68).

4. An undercarriage assembly (20), as set forth in claim 2, wherein each of said ear portions (62,64) include first and second flanges (66,68) defining a space (70) therebetween and said spherical bearing assembly (74) is positioned within one of said spaces (70).

5. An undercarriage assembly (20), as set forth in claim 1, wherein said second ear portions (64) include third and fourth spaced flanges (86,88) and said second self-aligning mechanism (90) is positioned between said third and fourth flanges (86,88).
6. An undercarriage assembly (20), as set forth in claim 1, wherein said second self-aligning mechanism (90) includes an universal type apparatus (94) having first and second connecting portions (98,100), said first connecting portion (98) being positioned normal to said second connecting portion (100).

7. An undercarriage assembly (20), as set forth in claim 6, wherein said universal type apparatus (94) includes a lever member (93), said lever member (93) having a yoke portion (114) and a block portion (96), said first and second connecting portions (98,100) forming a portion of said block portion (96), said first connecting portion (98) having first and second connecting pins (102,104), and said block portion (96) having a bore (116) extending through said block portion (96) at an angle substantially normal to said first and second connecting pins (102,104), and a third connecting pin (106) positioned within said bore (116).

8. An undercarriage assembly (20), as set forth in claim 7, wherein said universal type apparatus (94) includes a cap member (95) having a mounting portion (108) and a pin receiving portion (110), said mounting portion (108) adapted to be connected to said roller frame assembly (22) and said pin receiving portion (110) adapted to receive said second connecting pin (104), said yoke portion (114) of said lever member (93) being adapted to surround said mounting portion (108).

9. An undercarriage assembly (20), as set forth in claim 1, including means (142) for supporting
said first roller frame assembly (22) by said second roller frame assembly (24) when said first roller frame assembly (22) is disconnected from said first drive axle (16) and from said support beam (26), and means for supporting said second roller frame assembly (24) by said first roller frame assembly (22) when said second roller frame assembly (24) is disconnected from said second drive axle (18) and from said support beam (26).

10. An undercarriage assembly (20), as set forth in claim 9, wherein said supporting means (142) include a plurality of first tubular members (144) connected to said first roller frame assembly (22) and a plurality of second tubular members (146) connected to said second roller frame assembly (24), each of said first tubular members (144) being axially aligned with one of said second tubular members (146), and a plurality of elongated bars (152, 154), each bar (152, 154) being adapted to extend through respective pairs of first and second tubular members (144, 146).

11. An undercarriage assembly (20), as set forth in claim 1, wherein each of said track tensioning mechanism (40, 42) includes an hydraulic ram assembly (76) having an hydraulic pressure chamber (180), an accumulator (174), and a manifold block (176), said pressure chamber (180) and said accumulator (174) being in direct fluid communication through said manifold block (176).

12. An undercarriage assembly (20), as set forth in claim 1, including means (156) for positioning each of said roller frame assemblies
(22,24) at a plurality of locations laterally spaced from said main frame (12).

13. An undercarriage assembly (20), as set forth in claim 12, wherein said positioning means (156) includes a plurality of spacers (158,160) adapted to be connected between said roller frame assemblies (22,24) and said drive axles (16,18) and between said roller frame assemblies (22,24) and said support beam (26).

14. An idler wheel assembly (28), as set forth in claim 7, including means (118) for securing said third connecting pin (106) within said bore (116), said means including a circumferential groove (120) in said third pin (106) and a threaded fastener (121) extending through said block portion (96) and engaging said groove (120).

15. An idler wheel assembly (28) as set forth in claim 8, wherein said universal type apparatus (94) includes means for moving said yoke portion (114) laterally relative to said cap member (95) and means for locking said yoke portion (114) at a plurality of positions.

16. An idler wheel assembly (28) as set forth in claim 15, wherein said moving and locking means includes first and second threaded fasteners (128,130) and first and second lock nuts (138,140) associated with respective first and second threaded fasteners (128,130).

17. An undercarriage assembly (20) for a vehicle (10), said vehicle (10) having a main frame
(12) and first and second drive axles (16,18), said undercarriage assembly (20) comprising:

first and second roller frame assemblies (22,24), each having first and second end portions (44,46) and a middle portion (48), said second end portions (46) being releasably connected to a respective first and second drive axle (16,18); a support beam (26) having first and second end portions (50,52) and a middle portion (54), said first and second end portions (50,52) being releasably connected to a respective middle portion (54) of said first and second roller frame assemblies (22,24);

first and second self-aligning idler wheel assemblies (28,30), each having a spindle (56) having first and second radially extending flange portions (62,64), said first end portion (62) of a respective roller frame assembly (22,24) being connected to a second flange portion (64);

first and second endless track assemblies (36,38) encircling respectively said first and second roller frame assemblies (22,24) and said first and second idler wheel assemblies (28,30);

first and second track tensioning mechanism (40,42), each including a hydraulic ram assembly (76) having a first end portion (78) connected to a respective first flange portion (62) of each spindle (56) and a second end portion (80) connected to a respective roller frame assembly (22,24); and means (142) for supporting said first and second roller frame assemblies (22,24), one supported by the other, when one of said roller frame assemblies (22,24) is disconnected from the drive axle (16,18) and from the supporting beam (26).
18. An undercarriage assembly (20), as set forth in claim 17, wherein each of said track tensioning mechanisms (40,42) includes an accumulator (174) and a manifold block (176), said accumulator (174) being in direct fluid communion with said hydraulic ram (76) through said manifold block (176).

19. A self-aligning idler wheel assembly (28) for a vehicle (10) having a roller frame (22,24) and an endless elastomeric belt (39) which encircles the idler wheel assembly (28) and which supports and propels the vehicle (10), said idler wheel assembly (28) comprising:
   a spindle (56) having first and second spaced apart portions (61,63) and a middle portion (65) having first and second radially extending flange portions (62,64);
   first and second plates (67,69) rotatably connected to respective first and second shaft portions (61,63);
   first and second wheels (58,60) connected to respective first and second plates (67,69); and
   first and second self-aligning mechanisms (72,90) connected to respective first and second flange portions (62,64).

20. An idler wheel assembly (28), as set forth in claim 19, wherein said vehicle (10) includes an hydraulic belt tensioning mechanism (40,42), said first self-aligning mechanism (72) being connected to said belt tensioning mechanism (40,42), and said second self-aligning mechanism (90) being connected to said roller frame (22,24).
21. An idler wheel assembly (28), as set forth in claim 20, including a retaining pin (82) adapted to connect said first self-aligning mechanism to said belt tensioning mechanism (40,42), said retaining pin (82) having a radially extending connecting portion (84) which is connected to a said first flange portion (62).

22. A self-aligning idler wheel assembly (28) for a vehicle (10) having a roller frame (22), said idler wheel assembly (28) comprising:

a spindle (56) having first and second spaced apart shaft portions (61,63) and a middle portion (65) having first and second flange portions (62,64);

first and second spaced apart wheels (58,60) rotatably connected to respective first and second shaft portions; (61,63)

a fist self-aligning mechanism (72), including a spherical bearing assembly (74), connected to said first flange portion (62);

a second self-aligning mechanism (90), including a universal type apparatus (94), connected to said second flange portion (64); and

means (92) for pivotally connecting said second self-aligning mechanism (90) to said roller frame (22).

23. An idler wheel assembly (28) as set forth in claim 22, wherein said vehicle (10) includes an hydraulic tensioning mechanism (40,42) and said first self-aligning mechanism (72) is connected to said hydraulic tensioning mechanism (40,42).
24. An idler wheel assembly (28) as set forth in claim 22, wherein said connecting means (92) includes a lever member (93) having first, second, and third connecting pins (102, 104, 106) said second flange portion (64) being pivotally connected to said third connecting pin (106), and said roller frame (22) being pivotally connected to said first and second connecting pins (102, 104).

25. An idler wheel assembly (28), as set forth in claim 24, wherein said connecting means (92) further includes a cap member (95) having a mounting portion (108) and a pin receiving portion (110), said mounting portion (108) adapted to be connected to said roller frame (22) and said pin receiving portion (110) adapted to receive said second connecting pin (104).

26. An idler wheel assembly (28), as set forth in claim 25, wherein said roller frame (22) includes a forwardly extending nose portion (92) which is adapted to receive said first connecting pin (102), and means (126), for releasably connecting said extending nose portion (92) to said pin receiving portion (110) of said cap member (95).

27. An idler wheel assembly (28), as set forth in claim 25, wherein said lever member (93) has a yoke portion (114) which is adapted to surround said cap member mounting portion (108), and means (126) for moving said yoke portion (114) relative to said cap member (95) and means for locking said yoke portion (114) at a plurality of positions.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 5   B62D55/08   B62D55/30   B62D55/084

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 5   B62D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US A 1 450 472 (E. E. WICKERSHAM) 3 April 1923</td>
<td>1,17</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US A 1 725 817 (H. L. MITCHELL) 27 August 1929</td>
<td>2,19,22</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>DE B 11 58 379 (H. CORDES) 28 November 1961</td>
<td>11</td>
</tr>
<tr>
<td></td>
<td>see column 2, line 46 - column 3, line 29; figures 1,2</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US A 4 341 276 (T. FURUCHI) 27 July 1982</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>see column 6, line 64 - column 7, line 24; figures 4-6</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

* Special categories of cited documents:
  * 'A' document defining the general state of the art which is not considered to be of particular relevance
  * 'E' earlier document but published on or after the international filing date
  * 'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  * 'O' document referring to an oral disclosure, use, exhibition or other means
  * 'P' document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"A" document member of the same patent family

Date of the actual completion of the international search

8 December 1993

Date of mailing of the international search report

14-12-93

Name and mailing address of the ISA

European Patent Office, P.B. 5118 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: 31 651 epo nl,
Fax (+31-70) 340-3016

Chiosta, P

Authorized officer

Form PCT/ISA/2/10 (second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US-A-1450472</td>
<td>NONE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US-A-1725817</td>
<td>NONE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE-B-1158379</td>
<td>NONE</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 56021979</td>
<td>28-02-81</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-B- 57050711</td>
<td>28-10-82</td>
</tr>
</tbody>
</table>