FUSION BONDING OF CATHETER COMPONENTS

The catheter of the invention generally has component parts made of polymeric materials and a fusion bond between these catheter parts containing a compatibilizing material which enhances the miscibility of the polymeric materials to facilitate the formation of the fusion bond. The catheter parts formed of polymeric materials may not be sufficiently miscible to readily form a fusion bond. The compatibilizing material increases the miscibility of the catheter parts in the molten state to effect the fusion bond between the polymeric materials. Chemical primer and plasma surface treatments may be used to provide the catheter parts to be bonded with functional groups which improve miscibility with the compatibilizing material.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AL</th>
<th>Albania</th>
<th>ES</th>
<th>Spain</th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslav</td>
</tr>
<tr>
<td>GR</td>
<td>Greece</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>HU</td>
<td>Hungary</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>IE</td>
<td>Ireland</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>IL</td>
<td>Israel</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>IS</td>
<td>Iceland</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>JP</td>
<td>Japan</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>KE</td>
<td>Kenya</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>KR</td>
<td>Republic of Korea</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>LK</td>
<td>Sri Lanka</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>LR</td>
<td>Liberia</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>TJ</td>
<td>Tajikistan</td>
<td>TM</td>
<td>Turkmenistan</td>
</tr>
<tr>
<td>TR</td>
<td>Turkey</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td>YU</td>
<td>Yugoslavia</td>
</tr>
<tr>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
FUSION BONDING OF CATHETER COMPONENTS

BACKGROUND OF THE INVENTION

This invention relates to the field of intravascular catheters, and more particularly to the means to sealingly affix catheter components together.

Intravascular balloon catheters such as those used in percutaneous transluminal angioplasty (PTA) and percutaneous transluminal coronary angioplasty (PCTA) generally have an inflatable balloon mounted along the distal region of the catheter, surrounding the catheter shaft. A catheter shaft lumen is configured for the delivery of inflation media to the interior of the balloon, to inflate the balloon once it is positioned at the desired location within the patient’s vasculature.

Typically, the balloon catheter has an outer tubular member with a distal extremity terminating within the balloon interior and an inner tubular member with a distal extremity extending through and slightly beyond the distal end of the balloon. The annular space between the inner and outer members defines the inflation lumen in communication with the balloon interior. The integrity of the balloon interior is maintained, thereby enabling the balloon interior to hold inflation media, by fluid tight bonds located at proximal and distal extremities of the balloon which secure the balloon to the outer tubular member and the inner tubular member respectively.

However, a variety of catheter designs are known. For example, the balloon can be coextruded with the catheter outer tubular member with a fluid tight bond securing the balloon distal extremity to the inner tubular member. Similarly, a single catheter shaft provided with a plurality of lumens can be used in place of the inner and outer membered shaft.

In the manufacture of balloon catheters, a number of techniques may be used to bond the balloon to the catheter shaft, including use of heat shrinkable balloon material, adhesives or fusion bonding. One attractive method of fusion bonding involves the use of laser energy. In this instance, the balloon and shaft mating surfaces are rapidly heated by a laser at the desired location of the bond. The temperature of the surfaces exposed to the intense and focused heat of the laser beam changes at a rate of approximately $10^{10}$ degrees C per second. This heat
from the application of the laser beam melts the interface of the two surfaces, which 
 fuse together upon subsequently cooling down and a solid fusion bond is formed.

While laser bonding is a known technique for bonding balloons to catheter 
shafts, see for example U.S. Patent No. 4,958,634 (Jang) and also U.S. Patent No. 
5 5,267,959 (Forman), one difficulty has been forming a balloon catheter using laser 
bonds between immiscible polymeric materials. Laser bonding typically requires the 
use of polymeric materials which are materially soluble or miscible when in the 
molten state. For example, materials from the same polymer family, such as 
10 polyethylene terephthalate (PET) and HYTREL® which are both polyesters, will form 
strong laser bonds together, whereas, PET and nylon will not.

Laser bonding provides bonds suitable for use in balloon catheter 
manufacture which are fluid tight, and sufficiently strong to withstand the fluid 
pressures produced by the inflation media which sometimes can exceed 400 psi. 
Moreover, because laser bonding generally provides superior repeatability in 
15 manufacturing, it is a preferred bonding method. However, because the ideal 
catheter shaft and balloon materials are chosen based on factors such as strength, 
flexibility and stiffness, the ideal materials are not necessarily compatible polymeric 
materials capable of being effectively fusion bonded together. Therefore, what has 
been needed is the ability to fusion bond dissimilar materials together to form the 
20 invention claimed, which is a catheter with a fusion bond. The present invention 
satisfies these and other needs.

SUMMARY OF THE INVENTION

The invention is directed to a catheter having a first polymeric component 
25 fusion bonded to a second polymeric component.

The catheter of the invention generally has a first catheter part formed of a 
first polymeric material and a second catheter part formed of a second polymeric 
material fusion bonded to the first catheter part, with the fusion bond containing a 
30 compatibilizing material which enhances the miscibility of the polymeric materials 
during the fusion bonding. Although the polymer materials of the catheter parts may 
not be compatible and therefore completely miscible in the molten state, a fusion
bond is formed due to the compatibilizing material which is itself miscible with the polymeric materials of both catheter parts in the molten state.

In one aspect of the invention, the catheter of the invention is a balloon catheter generally having an elongated catheter shaft comprising at least one tubular member with at least one lumen extending therein. An inflatable balloon on a distal portion of the shaft has an interior in fluid communication with the shaft lumen. The balloon is secured to the catheter shaft by one or more fusion bonds, as when a distal skirt of the balloon is sealed about and secured to a tubular member of the catheter shaft by a distal fusion bond, and a proximal skirt of the balloon is sealed about and secured to the catheter shaft by a proximal fusion bond at a point proximal to the distal fusion bond. Alternatively, the balloon may be formed from the same tubing as the catheter shaft with the distal skirt of the balloon sealed about and secured to the distal end of an inner tubular member of the catheter by a single fusion bond.

A compatibilizing agent is provided between the shaft and balloon which facilitates the laser bonding of the balloon to the shaft. Even if the shaft and balloon are made of dissimilar polymeric materials which normally are not capable of being fusion bonded together, a fluid tight fusion bond can be created by selecting the compatibilizing agent that generates sufficient miscibility between the two dissimilar polymer materials so that an effective fusion bond can be formed between the two. The shaft and balloon are bonded together when heat is applied which is sufficient to melt the opposed surfaces with the compatibilizing agent present between the two members. The melted materials are subsequently allowed to cool down and solidify into a fusion bond containing the compatibilizing material.

The compatibilizing agent must be in intimate contact with both the balloon and shaft surfaces for the fusion bond to form. In one presently preferred embodiment, well known extrusion techniques are used to form a polymer compatibilizer as a short cylindrical collar configured to be slidingly received within the annular interface between the catheter shaft and balloon. Alternatively, the compatibilizing agent can be in a solution which is solvent cast onto the surface of the catheter shaft and/or balloon using conventional techniques for applying solutions to surfaces, such as spraying, dipping or painting, or the compatibilizing
agent may be added as an integral co-component of one or both of the catheter parts.

The compatibilizing agent, which is the compatibilizing material prior to fusion bonding, melts along with the balloon and shaft surfaces during fusion bonding. After cooling, the fusion bond is formed which contains balloon, shaft, and compatibilizing material intimately intermixed with no remaining compatibilizing agent independent of the shaft and balloon material. The compatibilizing agent interface with the balloon and shaft surfaces is fused to each of the balloon and shaft. A balloon-compatibilizer-shaft interface is thereby created by the fusion bond which results in a fused molten polymer interface.

The polymer compatibilizing agent may be used alone or in combination with a surface treatment of one or both of the opposed surfaces to provide improved miscibility with the compatibilizing agent. In accordance with one embodiment of the invention, the surface treatment consists of a plasma treatment applied to either the surface of the balloon, the surface of the shaft, or both. A suitable plasma treatment is achieved from a 100% Argon plasma stream at about 200 watts power applied to the surfaces for about 8 minutes. Alternatively, the surface treatment may consist of a chemical primer applied to the surfaces of the balloon and shaft. Suitable chemical primers are LOCTITE PRISM 7701, containing butoxy-propanol, and LOCTITE PRISM 794, containing n-heptane. The surface treatment acts by providing functional groups, and in some cases increased surface area on the shaft and balloon surfaces, which facilitates fusion bond formation between the compatibilizing agent and the shaft and balloon.

In accordance with one aspect of the invention, the shaft and balloon are made from materials which may not be readily miscible in the molten state. For example, the shaft may be made from a material in the polyethylene family of polymers such as high density polyethylene (HDPE), while the balloon is a polyamide material such as nylon. A presently preferred shaft material is a flexible material such as HDPE, or HYTREL® which is available from DUPONT. A presently preferred balloon material is nylon. These preferred materials from different polymer families could not be readily fusion bonded together without the compatibilizing material. In accordance with the invention, the compatibilizing agent or material is a
polymer which is capable of forming fusion bonds to both the shaft and balloon. One group of presently preferred polymer compatibilizing agents are hot melt adhesives which are miscible in the molten state with the preferred catheter materials discussed above. These presently preferred polymer compatibilizing agents or material by trade name and chemical structure, include ADMER NF 482A, a functionalized polyolefin; LOTADAR 3700, an ethylene acrylic ester maleic anhydride; MORTHANE CA 100-200 and CA-116, a hot melt polyurethane; and PRIMACOR 1420, an ethylene and acrylic acid copolymer.

The method of forming a fusion bond between the shaft and balloon involves positioning the catheter shaft and balloon in surrounding relation to one another, and positioning the compatibilizing agent between the balloon and shaft so that it contacts both the balloon and shaft surfaces. For example, a compatibilizing agent in the shape of a collar, i.e. a hollow tube, may be slidingly mounted on the catheter shaft between the shaft and balloon at the desired location of the fusion bond, and a skirt of the balloon disposed around the compatibilizing agent and catheter shaft. Heat sufficient to melt the polymeric materials is then controllably directed at the location of the bond, and the materials are allowed to cool and solidify to form a fusion bond. The presently preferred fusion heat source for producing the fusion bonds is a CO₂ laser. The preferred laser power is about 140 mW.

In a presently preferred embodiment, a sheath is provided around the balloon skirt, compatibilizing agent, shaft assembly, before the area is exposed to the fusion heat source. This sheath provides an external force on the catheter components, thus ensuring intimate contact between the materials as they melt together. A suitable sheath is tubing formed of a heat shrinkable material such as a fluoropolymer.

In the presently preferred embodiment, the catheter of the invention has a catheter shaft and balloon made from dissimilar materials, yet bonded together by a fluid tight fusion bond. This produces a catheter with superior trackability and smaller, softer catheter tips, due to the short and flexible fusion bond. Catheter designs which use two dissimilar materials such as nylon and HDPE, but which do not incorporate fusion bonds, must resort to bonding techniques such as adhesive bonds between these materials. This compromises catheter tractability due to the
longer bond lengths needed for adhesive bonds, and produces a stiff catheter distal extremity which would preferably be made softer for maneuverability and vascular trauma prevention. Moreover, because laser bonding generally provides superior repeatability in manufacturing, it is a preferred bonding method. Balloon catheters made using coextruded members have similar drawbacks to adhesive bonding. For example, even though a catheter shaft made from HDPE coextruded with a nylon coating could be fusion bonded to a nylon balloon, the coextruded shaft tends to be disadvantageously stiff. Finally, the fusion bonded balloon catheter of the invention has low profiled catheter tips for improved maneuverability. These and other advantages of the invention will become more apparent from the following detailed description of the invention and the accompanying exemplary drawings.

**BRIEF DESCRIPTION OF THE DRAWINGS**

FIG. 1 is an elevational view of a balloon catheter which embodies features of the invention.

FIG. 2 is a longitudinal cross-sectional view of the catheter shown in FIG. 1 within the lines 2-2.

FIG. 3 is a longitudinal cross-sectional view of an alternative embodiment of a balloon catheter which embodies features of the invention.

FIG. 4 is an enlarged longitudinal cross-sectional view of one embodiment of the invention showing a fused interface between the balloon and catheter shaft.

FIG. 5 is an elevational view of one embodiment of the compatibilizer of the invention.

FIG. 6 illustrates fusion heat application during fusion bond formation in a catheter which embodies features of the invention.

**DETAILED DESCRIPTION OF THE INVENTION**

In the embodiment illustrated in FIG. 1, the catheter 10 of the invention is a balloon catheter having an elongated catheter shaft 11 with an inflatable balloon 12 on a distal portion of the shaft. The balloon 12 is sealingly secured to the shaft 11 by one or more fusion bonds. For example, the catheter is provided with either a
proximal fusion bond 13 located at the balloon proximal extremity, a distal fusion bond 14 at the balloon distal extremity, or both. The shaft lumen 15 is in fluid communication with the balloon interior 16.

The fusion bond is formed at an interface between the shaft and balloon. As shown in Fig. 2, a compatibilizing agent 18, which enhances the miscibility of the polymeric materials during fusion bonding of the balloon to the shaft, is located between the shaft and balloon at the desired location of the fusion bonds 13 and 14 prior to fusion bonding. The compatibilizing agent 18 is in surrounding relation to both the balloon 12 and shaft 11 surfaces. The fusion bond 13, 14 formed by the application of fusion heat contains the compatibilizing material.

In the embodiment illustrated in FIG. 2, the catheter shaft 11 comprises an outer tubular member 19 and an inner tubular member 20. The balloon 12 is fusion bonded to the outer tubular member 19 by the proximal fusion bond 13, and to the inner tubular member 20 by the distal fusion bond 14. In an alternative embodiment illustrated in FIG. 3, a coextruded balloon and catheter shaft 21 is fusion bonded to the shaft inner tubular member 20 by the distal fusion bond 14.

To form the fusion bond, the compatibilizing agent 18 must intimately contact both the balloon 12 and shaft 11 surfaces. In the embodiment illustrated in FIG. 4, shrink tubing 22 surrounds the interface between the shaft 11, compatibilizer 18 and balloon 12 surfaces, and forces the surfaces into intimate contact prior to exposure to the laser energy. The strength of the fusion bond that the compatibilizing agent forms with the balloon and shaft can be improved by providing a primer or a functionalizing treatment on the surface of the balloon and shaft (not shown).

In the embodiment illustrated in FIGS. 2, 3, and 4, the compatibilizing agent 18 contacts the outer wall of the shaft and inner wall of the balloon. The compatibilizing agent 18 may have been applied as a solution to the member surfaces to be bonded, or as a cylindrical collar formed at least in part of compatibilizing agent which was disposed around the catheter shaft. As illustrated in more detail in FIG. 5, when the compatibilizing agent is formed as a cylindrical collar 23, it is configured to be slidingly received in the annular interface between the catheter shaft and balloon. When the compatibilizer is applied by dipping the substrate surfaces into a solution of the compatibilizing agent 18, the compatibilizing
agent may be applied to both the inner and outer surfaces of the substrates (not shown). Whether applied as a solution or as a solid, the compatibilizing agent thickness should range from about 0.5 mm to about 4.0 mm, and the compatibilizing agent length is sized to approximate the desired fusion bond length which should be about 5.0 mm to about 25 mm.

In the method of forming the balloon catheter 10 of the invention, the compatibilizing agent 18 is provided in contact with the surfaces of the balloon 12 and catheter shaft 11 at the desired location of the fusion bond. The shrink tubing 22 is then placed around the balloon, compatibilizer, shaft assembly interface and heated to induce shrinking and form a tight fit between the surfaces to be bonded. Heat sufficient to melt the substrates is controllingly directed from a heat source 26 to the assembly interface, as illustrated in Fig. 6. As mentioned above, the presently preferred fusion heat source is a CO₂ laser. The laser power is about 50 mW to about 250 mW, the laser rotation speed about the members to be bonded is about 75 to about 300, and the laser absolute focus is about .30 to about .50. The materials are heated at temperatures between about 100°C to about 200°C for about 30 to about 150 seconds. The melted substrates are then allowed to cool down and fuse together into a fusion bond.

EXAMPLE

A nylon balloon and HDPE shaft were bonded together at a proximal juncture using PRIMACOR 1420 as the compatibilizing agent. The heat source was a CO₂ laser set at 140 mW power, 0.35 absolute focus, and a rotation speed of 250. 10 samples resulted, having a fused bond containing a compatibilizing material, with an average rupture failure pressure of 496 psi with a standard deviation of 25 psi. None of the failures were at the proximal seal formed by the fused bond.
While the invention has been described in terms of certain embodiments, modifications and improvements may be made to the invention. For example, while the fusion bonds described were between a balloon and catheter shaft, a variety of catheter components made of polymers may be fusion bonded together in accordance with the invention. Also, the compatibilizing agent 18 may be used to enhance the miscibility of polymers of various degrees of miscibility with one another, ranging from miscible to completely immiscible together. Additionally, any number of balloon catheter designs may be used, and the orientation of the balloon and shaft may be varied as when the shaft is slidingly disposed over the balloon. Other modifications may be made without departing from the scope thereof.
WHAT IS CLAIMED IS:

1. A catheter assembly, comprising:
   a) a first catheter part formed of a first polymeric material;
   b) a second catheter part formed of a second polymeric material;
   c) a fused bond between the first and second catheter parts containing a compatibilizing material which enhances the miscibility of the polymeric materials of the first and second catheter parts during the fusion bonding.

2. The catheter assembly of claim 1 wherein
   a) the first catheter part comprises an elongated shaft; and
   b) the second catheter part comprises an inflatable balloon secured to the catheter shaft.

3. The catheter of claim 2 wherein the balloon is a dilatation balloon.

4. The catheter of claim 1 wherein the first polymeric material is chosen from the group consisting of polyesters, polyolefins, and polyamides.

5. The catheter of claim 1 wherein the second polymeric material is chosen from the group consisting of polyamides and polyesters.

6. The catheter of claim 1 wherein the first polymeric material comprises polyethylene or polyester, and the second polymeric material comprises nylon.
7. The catheter of claim 1 wherein the first polymeric material is incompatible with the second polymeric material.

8. The catheter of claim 1 wherein the compatibilizing material prior to formation of a fusion bond is a compatibilizing agent that is a hot melt adhesive polymer comprising a fusion bonding functional group selected from the group consisting of functionalized polyolefin, ethylene acrylic ester maleic anhydride, hot melt polyurethane, and ethylene/acrylic copolymer groups, wherein the functional group is capable of forming a fusion bond with a polymer selected from the group consisting of polyester, polyolefin, and polyamide.

9. A balloon catheter, comprising:
   a) a polymeric elongated shaft having proximal and distal ends and at least one lumen extending therein and formed of a polymeric material;
   b) a polymeric inflatable balloon secured to the catheter shaft, having proximal and distal ends and an interior in fluid communication with the lumen of the catheter shaft;
   c) at least one fused bond between the catheter shaft and the balloon, containing a compatibilizing material which enhances the miscibility of the polymeric shaft and balloon during the fusion bonding.

10. The catheter of claim 9 wherein the compatibilizing material prior to formation of a fusion bond is a compatibilizing agent that is a hot melt adhesive polymer comprising a fusion bonding functional group selected from the group consisting of functionalized polyolefin, ethylene acrylic ester maleic anhydride, hot melt polyurethane, and ethylene/acrylic copolymer groups,
wherein the functional group is capable of forming a fusion bond with a polymer selected from the group consisting of polyester, polyolefin, and polyamide.

5 11. A method of fusion bonding catheter parts, comprising

   a) providing a first catheter part formed of a first polymeric material and a second catheter part formed of a second polymeric material;

   b) providing a compatibilizing agent which enhances the miscibility of the polymeric materials of the first and second catheter parts in the fused state;

   c) positioning the first and second catheter parts adjacent to one another, with the compatibilizing agent between the parts so that the compatibilizing material is in contact with the surfaces of both the first and second catheter parts;

15   d) directing energy from an energy source sufficient to melt at least the interfaces between the first and second catheter parts and the compatibilizing agent there between so that the melted materials are intermixed; and

   e) allowing the melted materials to cool and solidify, so that a fusion bond containing a compatibilizing material is formed between the first and second catheter parts.

20 12. The method of claim 11 further including the step of providing a laser as the energy source.
13. The method of claim 11 wherein the first catheter part is an elongated shaft, and the second catheter part is an inflatable balloon.

14. The method of claim 11 wherein step b) further includes the step of disposing a collar of the compatibilizing agent between the first and second catheter parts.

15. The method of claim 11 further including the step of applying a surface treatment selected from the group consisting of exposure to a plasma stream or a chemical primer, to at least one of the first catheter part surface and second catheter part surface.

16. The method of claim 15 wherein the surface treatment comprises exposing the surface to a plasma stream of about 100% Argon at about 200W power for about 8 minutes.

17. The method of claim 15 wherein the surface treatment comprises exposing the surface to a primer selected from the group consisting of butoxy propanol and n-heptane.

18. The method of claim 11 further including the step of providing a sheath at the location of the first part, second part, and compatibilizing agent interface, surrounding these parts and holding them in intimate contact with one another prior to fusion bonding.
# INTERNATIONAL SEARCH REPORT

## A. CLASSIFICATION OF SUBJECT MATTER

| IPC 6 | A61M25/00 |

According to International Patent Classification (IPC) or to both national classification and IPC

## B. FIELDS SEARCHED

| Minimum documentation searched (classification system followed by classification symbols) | IPC 6 A61M |

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category *</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4 661 095 A (TALLER) 28 April 1987</td>
<td>1-3, 7, 9, 11, 13, 14</td>
</tr>
<tr>
<td></td>
<td>see column 2, line 8 - column 4, line 50</td>
<td></td>
</tr>
<tr>
<td></td>
<td>see figures 1-3</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>WO 94 23781 A (SCHNEIDER (USA) INC.) 27 October 1994</td>
<td>1-7, 9, 11-13</td>
</tr>
<tr>
<td></td>
<td>see page 4, line 27 - page 6, line 8</td>
<td></td>
</tr>
<tr>
<td></td>
<td>see figure 1</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>US 4 886 689 A (KOTLIAR ET AL.) 12 December 1989</td>
<td>1-7, 9, 11-13</td>
</tr>
<tr>
<td></td>
<td>see column 2, line 9 - column 3, line 2</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP 0 697 219 A (ADVANCED CARDIOVASCULAR SYSTEMS, INC.) 21 February 1996</td>
<td>8, 10</td>
</tr>
<tr>
<td></td>
<td>see page 3, line 5 - line 30</td>
<td></td>
</tr>
<tr>
<td></td>
<td>see page 4, line 13 - page 5, line 56</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:

- **A** document defining the general state of the art which is not considered to be of particular relevance
- **E** earlier document but published on or after the international filing date
- **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- **O** document referring to an oral disclosure, use, exhibition or other means
- **P** document published prior to the international filing date but later than the priority date claimed
- **S** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
- **Z** document member of the same patent family

Date of the actual completion of the international search

21 September 1998

Date of mailing of the international search report

29/09/1998

Name and mailing address of the ISA

European Patent Office, P. B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel: (+31-70) 340-2040, Tx 31 651 epo nl
Fax: (+31-70) 340-3019

Authorized officer

Schönleben, J
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US 4737219 A</td>
<td>12-04-1988</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2158861 A</td>
<td>27-10-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69412082 D</td>
<td>03-09-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0692992 A</td>
<td>24-01-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2735388 B</td>
<td>02-04-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8504649 T</td>
<td>21-05-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5425712 A</td>
<td>20-06-1995</td>
</tr>
<tr>
<td>US 4886689 A</td>
<td>12-12-1989</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2154516 A</td>
<td>26-01-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8127677 A</td>
<td>21-05-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5565523 A</td>
<td>15-10-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5747591 A</td>
<td>05-05-1998</td>
</tr>
</tbody>
</table>