(54) Title: STORAGE BIN WITH COUNTERBALANCED DOOR

(57) Abstract

An assembly includes panels forming a bin or cabinet, and a flipper door operably attached to the bin by a pair of opposing modules. Each module includes a body forming a groove forming a curvilinear track along its upper edge, and the door includes a follower operably engaging the track. Each module further includes a spring–biased lever pivoted to the body of the module at a mid–lever pivot. A first leg of the lever is pivoted to the door at a door pivot, and an oppositely extending second leg is connected to a spring–biased force–generating device. The arrangement is constructed to counterbalance a weight of the door in most intermediate positions.
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Albania</td>
<td>AL</td>
<td>Spain</td>
<td>ES</td>
<td>Lesotho</td>
<td>LS</td>
<td>Slovenia</td>
<td>SI</td>
</tr>
<tr>
<td>Armenia</td>
<td>AM</td>
<td>Finland</td>
<td>FI</td>
<td>Lithuania</td>
<td>LT</td>
<td>Slovakia</td>
<td>SK</td>
</tr>
<tr>
<td>Austria</td>
<td>AT</td>
<td>France</td>
<td>FR</td>
<td>Luxembourg</td>
<td>LU</td>
<td>Senegal</td>
<td>SN</td>
</tr>
<tr>
<td>Australia</td>
<td>AU</td>
<td>Gabon</td>
<td>GA</td>
<td>Latvia</td>
<td>LV</td>
<td>Swaziland</td>
<td>SZ</td>
</tr>
<tr>
<td>Azerbaijan</td>
<td>AZ</td>
<td>United Kingdom</td>
<td>GB</td>
<td>Monaco</td>
<td>MC</td>
<td>Chad</td>
<td>TD</td>
</tr>
<tr>
<td>Bosnia and Herzegovina</td>
<td>BA</td>
<td>Georgia</td>
<td>GE</td>
<td>Republic of Moldova</td>
<td>MD</td>
<td>Togo</td>
<td>TG</td>
</tr>
<tr>
<td>Barbados</td>
<td>BB</td>
<td>Ghana</td>
<td>GH</td>
<td>Madagascar</td>
<td>MG</td>
<td>Tajikistan</td>
<td>TJ</td>
</tr>
<tr>
<td>Belgium</td>
<td>BE</td>
<td>Guinea</td>
<td>GN</td>
<td>The former Yugoslav Republic of Macedonia</td>
<td>MK</td>
<td>Turkmenistan</td>
<td>TM</td>
</tr>
<tr>
<td>Burkina Faso</td>
<td>BF</td>
<td>Greece</td>
<td>GR</td>
<td>Mali</td>
<td>ML</td>
<td>Turkey</td>
<td>TR</td>
</tr>
<tr>
<td>Bulgaria</td>
<td>BG</td>
<td>Hungary</td>
<td>HU</td>
<td>Mongolia</td>
<td>MN</td>
<td>Trinidad and Tobago</td>
<td>TT</td>
</tr>
<tr>
<td>Benin</td>
<td>BJ</td>
<td>Israel</td>
<td>IL</td>
<td>Mauritania</td>
<td>MR</td>
<td>Ukraine</td>
<td>UA</td>
</tr>
<tr>
<td>Brazil</td>
<td>BR</td>
<td>Iceland</td>
<td>IS</td>
<td>Mauritania</td>
<td>MR</td>
<td>Uganda</td>
<td>UG</td>
</tr>
<tr>
<td>Belarus</td>
<td>BY</td>
<td>Italy</td>
<td>IT</td>
<td>Malawi</td>
<td>MW</td>
<td>United States of America</td>
<td>US</td>
</tr>
<tr>
<td>Canada</td>
<td>CA</td>
<td>Japan</td>
<td>JP</td>
<td>Mexico</td>
<td>MX</td>
<td>Uzbekistan</td>
<td>UZ</td>
</tr>
<tr>
<td>Central African Republic</td>
<td>CF</td>
<td>Kenya</td>
<td>KE</td>
<td>Niger</td>
<td>NE</td>
<td>Viet Nam</td>
<td>VN</td>
</tr>
<tr>
<td>Congo</td>
<td>CG</td>
<td>Kyrgyzstan</td>
<td>KG</td>
<td>Netherlands</td>
<td>NL</td>
<td>Yugoslavia</td>
<td>YU</td>
</tr>
<tr>
<td>Switzerland</td>
<td>CH</td>
<td>Democratic People's Republic of Korea</td>
<td>KP</td>
<td>Norway</td>
<td>NO</td>
<td>Zimbabwe</td>
<td>ZW</td>
</tr>
<tr>
<td>Côte d'Ivoire</td>
<td>CI</td>
<td>Republic of Korea</td>
<td>KR</td>
<td>New Zealand</td>
<td>NZ</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Cameroon</td>
<td>CM</td>
<td></td>
<td></td>
<td>Poland</td>
<td>PL</td>
<td></td>
<td></td>
</tr>
<tr>
<td>China</td>
<td>CN</td>
<td></td>
<td></td>
<td>Portugal</td>
<td>PT</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Cuba</td>
<td>CU</td>
<td></td>
<td></td>
<td>Romania</td>
<td>RO</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Czech Republic</td>
<td>CZ</td>
<td></td>
<td></td>
<td>Russian Federation</td>
<td>RU</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Germany</td>
<td>DE</td>
<td></td>
<td></td>
<td>Sudan</td>
<td>SD</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Denmark</td>
<td>DK</td>
<td></td>
<td></td>
<td>Sweden</td>
<td>SE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Estonia</td>
<td>EE</td>
<td></td>
<td></td>
<td>Singapore</td>
<td>SG</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
STORAGE BIN WITH COUNTERBALANCED DOOR

BACKGROUND OF THE INVENTION

The present invention relates to binder bins and storage cabinets having a closeable door.

Doors are often hinged or otherwise operably supported on bins and cabinets for movement between opened and closed positions. In such cabinets, hinge mechanisms are often provided that positions the door, when in the opened position, in or on the cabinets. A problem is that these doors can accidentally fall downwardly with gravity if the doors are prematurely released. Some bin and cabinet manufacturers have constructed mechanisms to reduce the potential or likelihood of such accidental downward movement, such as by use of dampeners, biasing devices, and other mechanisms to control the movement of the doors. However, most known alternatives are costly, include an unacceptable number of components, are mechanically complex, and/or are difficult to assemble. Further, many of these known alternatives take up a significant amount of space within the bins or are unattractive in appearance. Another disadvantage is that many known alternatives are not easily adapted to different cabinet shapes and constructions.

An apparatus is desired solving the aforementioned problems, and having the aforementioned advantages. In particular, an apparatus is desired that is mechanically simple, low in cost, easy to install, and yet that provides an attractive feel to users. Further, an apparatus is desired that is potentially retrofittable into existing bin and cabinet assemblies.

SUMMARY OF THE INVENTION

The present invention concerns a bin assembly having a door that is operably supported on the bin assembly for optimal self-controlled movement, and also counterbalanced to move easily between opened and closed positions. The present invention further concerns a hinge assembly constructed to facilitate a modular assembly.

In one aspect of the present invention, an assembly includes a bin having sides, a bottom, and a top defining an access opening. A door is configured to close the access opening and a track is located along each side of the bin proximate the top. A lever is pivoted to each side at a lever pivot and spaced from the track. The door includes followers that slidably engage the tracks...
and bottom connectors pivotally attached to the levers. The tracks and the followers are configured to slidingly guide a top of the door, and the levers are configured to pivotally guide a bottom of the door as the door is moved between a closed position and an opened position. A force-generating device is attached to the lever for balancing a weight of the door as the door is opened and closed.

In another aspect of the present invention, an assembly includes a bin having sides and curvilinear tracks defining an access opening. The curvilinear tracks on the sides extend along the top and are located near the top. A door includes followers engaging the tracks.

In yet another aspect of the present invention, a furniture apparatus includes a shelf and side modules connected together to define a space on the shelf and an access opening to the space. The side modules each include a lever and a track spaced from the lever. A door is pivotally connected to the levers at a first location and slidably engages the tracks at a second location. The door is operably supported by the levers and the tracks for movement between a first position closing the access opening and a second position uncovering the access opening.

In still another aspect of the present invention, an assembly includes a bin having sides defining an access opening. A pair of opposing levers is each pivotally supported on a respective one of the sides by fixed lever pivots. Each lever includes first and second legs that extend in opposing directions from their respective lever pivots. A door is pivoted to the first legs for movement between opened and closed positions. A biasing device is connected to the second legs. The biasing device and levers are constructed to impart a lifting force to the door that approximates a weight of the door on the levers, so that the door remains stationary when released in a range of intermediate positions between the opened and closed positions.

In still another aspect of the present invention, an assembly includes a bin defining an access opening. A door is configured to close the opening when in a closed position to allow access through the access opening when in an opened position, and to move through intermediate positions between the opened and closed positions. A door-biasing-and-supporting module is attached to the bin and the door, and is configured to hold the door in a stationary position when released in one of the intermediate positions, but is configured to move the door to the closed position when the door is released within a predetermined distance from the closed position.

In still another aspect of the present invention, a method includes steps of providing a bin having an access opening for accessing the bin. A door selectively covers the opening and is
operably supported on the bin for movement between a closed position, an opened position, and at least one intermediate position. The method further includes holding the door in a stationary position when the door is released by an operator in the at least one intermediate position.

In yet another aspect of the present invention, a module for operably mounting a door to a bin for movement between opened, intermediate, and closed positions includes a body having a top section defining a track, a bottom section, and an intermediate section defining a lever pivot. A lever is pivoted to the lever pivot and includes a first leg extending from the lever pivot that is configured for operable attachment to the door. A biasing device is anchored to the body and operably attached to the lever. The biasing device is configured to bias the lever between the opened, intermediate, and closed positions in a manner that, when the biasing device is connected to the door, at least partially balances a weight of the door.

These and other features, advantages, and objects of the present invention will be further understood and appreciated by those skilled in the art by reference to the following specification, claims, and appended drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

Fig. 1 is a perspective view of an assembly embodying the present invention, with a door of the assembly being shown in a partially opened position;

Fig. 2 is a cross-sectional view taken along the line II-II in Fig. 1, but showing the door in a closed position;

Figs. 2A and 2B are exploded fragmentary perspective views of the upper and lower corners, respectively, of the door shown in Fig. 1;

Fig. 3 is a cross-sectional view taken along the line III-III in Fig. 2;

Figs. 4 and 5 are cross-sectional views similar to Fig. 2, but showing the door in a partially opened position and a fully opened position, respectively;

Fig. 6 is an exploded perspective view of the cabinet assembly shown in Fig. 1;

Fig. 7 is a front view of a modified cabinet assembly embodying the present invention;

Fig. 8 is a side elevational view of the cabinet assembly shown in Fig. 7; and

Fig. 9 is a perspective view of a further modified construction, wherein multiple storage spaces are formed by three vertically spaced shelves supported by two vertical panels, each of the storage spaces being provided with doors.
DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS

For purposes of description herein, the terms "upper," "lower," "left," "rear," "front," "vertical," "horizontal," and derivatives thereof shall relate to the invention as oriented with a person standing in front of the door and opening the same, as shown in Fig. 1. However, it is to be understood that the invention may assume various orientations and step sequences, except where expressly specified to the contrary. It is also to be understood that the specific devices and processes illustrated in the attached drawings and described in the following specification are simply exemplary embodiments of the inventive concepts defined in the appended claims. Hence, specific dimensions and other physical characteristics relating to the embodiments disclosed herein are not to be considered as limiting, unless the claims expressly state otherwise.

The illustrated/preferred structure comprises a binder bin or cabinet assembly 10 (Fig. 1) including panels forming a bin or cabinet 11, and further including a flipper door 12 operably attached to the cabinet 11 by a pair of opposing modules 13. Each module 13 includes a body 14 (Fig. 6) having a groove forming a curvilinear track 15 along its upper edge, and the door 12 includes a follower or slide bearing 16 operably engaging the track 15. Each module 13 further includes a spring-biased lever 17 pivoted to the body 14 of the module 13 at a mid-lever pivot 18. A first leg 19 of the lever 17 is pivoted to the door 12 at a door pivot 20, and an oppositely extending second leg 21 is connected to a spring-biased force-generating device 22 at location 21°. The arrangement is constructed to counterbalance a weight of the door 12 in a range of intermediate positions, such that the door 12 remains stationary in most positions if released. However, the door 12 is easily moved from any selected stationary position without having to overcome substantial braking forces and without having to overcome a weight of the door 12. Further, the construction is such that the door 12 is biased to a fully closed position if released at a predetermined distance relatively close to the closed position, and also is such that the door 12 is biased to a fully opened position if released at a predetermined location relatively close to the opened position. For example, the illustrated construction will gently automatically close on its own if the door 12 is positioned within about 5 to 8 centimeters from the fully closed position. Similarly, the door 12 will gently automatically open if positioned within about 5 to 8 centimeters from the fully opened position. Notably, the module 13 greatly facilitates assembly by providing a preassembled modular unit that can be easily positioned adjacent a side of the cabinet 11 and attached to the side of the cabinet 11 and to the door 12 with minimal effort.
The cabinet 11 (Fig. 2) includes panels forming sides 24, a top 25, a bottom 26, and a back 27 that define a front opening 26° (Fig. 4). Notably, it is contemplated that the back 27 can be omitted, and even the top 25 or bottom 26 can be omitted, with the side-mounted modules 13 still being functional and working to support a door 12. For example, this could be done on a shelf arrangement with sidewall dividers (see Fig. 9). If the back 27 were omitted, the cabinet 11 would still be secure if the cabinet 11 was securely fastened to a partition panel (not specifically shown), for example. The illustrated top 25 is curved from front to rear with a concave surface having a raised middle section. This shape provides added clearance for the door 12 as it is opened and closed (see Fig. 4). The arcuate shape is aesthetically pleasing. Nonetheless, it is contemplated that the present invention can be used on a bin with a flat top. Notably, the shape of the curvature can be varied and can be made to correspond to the shape of the track 15, if desired, so that an upper edge of the door 12 closely follows the top 25 as the door 12 is opened, although such parallel shape is not required for proper function. The panels 24-27 are stiffened and reinforced as required, such as by additional stiffeners 28 (Fig. 2), or by forming bends 29 in the panels, or by providing materials having sufficient thickness and strength to achieve the desired stiffness. The cabinet 11 can be a standalone furniture item or can be constructed for attachment to partitions or other structures in ways known in the art, such as by incorporation of hooks 29° (Fig. 6) and/or other connectors to a rear of the cabinet 11. The panels 24-27 are constructed from various materials, such as metal, wood, plastic, and composites, and are assembled together by ways known in art including welding, adhering, bonding, screwing, and numerous other mechanical and chemical means.

The door 12 (Fig. 6) includes a panel constructed of materials known in the art, such as plastic, wood, metal, composites, and the like. It is noted that illustrated door 12 is flat, although it could be curved if desired to match the top 25. The door follower 16 includes a laterally extending protrusion 31 (Fig. 2B), such as a shafted or threaded fastener screwed into a side surface of the door 12 proximate its upper edge. The protrusion 31 includes an end extending laterally, and a lubricious hat-shaped bearing 32 is engaged with the protruding end. The bearing 32 can be made lubricious by coating it with grease or by making it from a low friction polymer. The hat-shaped bearing 32 includes a hole that receives the protrusion 31, and further includes a small end 33 that slidingly engages the track 15, and still further includes a larger washer-like end 34 that spaces the side edge of the door 12 from the side panel 24 of the cabinet 11. It should be
noted that some friction is inherent in the system, and in fact is desired to better hold the door 12 in a stationary position when the door is released in an intermediate position. Nonetheless, the amount of friction is contemplated to be only a very low amount in a preferred form of the present bin assembly 10. Notably, the door 12 can include a door lock 75A, a handle, and other hardware commonly associated with cabinet doors (see Figs. 7 and 8). Also, it is noted that the door could be curved, such as to aesthetically and functionally match the curved top 25.

The modules 13 (Fig. 6) include the module body 14, which is about a ½ inch in total thickness. The module body 14 is generally rectangular to fit mateably into an end of the cabinet 11 against a side panel 24. The module body 14 can be made of several different materials, such as metal or plastic, and can be formed in many different ways, such as by injection molding, machining, stamping, or welding. Further, the body 14 can be substantially the size of the sides 24, or can be smaller than the sides 24 in one or more directions, or can replace the sides 24 (if properly constructed) per se.

In the illustrated module body 14, the track 15 is integrally formed therein and extends generally arcuately rearwardly across a top edge thereof. A rear section of the track 15 is recessed downwardly at location 36 to form a detent that the follower 16 drops into upon fully opening the door 12. This recess can assist in moving the door its last few inches during opening. The body 14 defines a cavity for operably receiving the force-generating device 22, and further includes bosses or the like for operably mounting parts of the force-generating device 22, as discussed below.

The lever 17 (Fig. 3) comprises a stiff metal stamping that is pivoted to the mid-lever pivot 18 by an axle 36 fixed to module body 14. The axle 36 is strategically located to provide an optimal counterbalancing force in the arrangement. The illustrated mid-lever pivot 18 is located at about 3 to 5 centimeters rearward from a front of the cabinet 11, and is located at or about 1 to 2 centimeters above a middle of the cabinet 11, for the cabinet that is about 40 to 45 centimeters tall at its front. The mid-lever pivot 18 divides the lever 17 into the first leg 19 and the second leg 21. The first leg 19, when the door 12 is closed, extends forwardly and downwardly to a bottom of the door 12 (see Fig. 2). The door 12 includes a slot 37 (see Fig. 2A) in its rear surface 37' located near its outer/upper corner. The door pivot 20 includes a screw or pin 38 that extends through a blind hole 39 that is formed into a side edge of the door 12 through the slot 37. The pin 38 extends through a hole in the end of the first leg 19, pivotally capturing the first leg 19.
in the slot 37 and to the door 12. As illustrated, the first leg 19 extends a dimension “A” that is about 22 to 23 centimeters (Fig. 3). In the closed position, the first leg 19 extends vertically downwardly from lever pivot 18 (Fig. 2) first angularly toward the door, and then parallel and adjacent the door, and then angularly into the door. This shape is important so that the first leg 19 is located adjacent the door to take up a minimum of storage space in the assembly 10. The shape and pivot locations of first leg 19 are further important since they affect weight distribution and the operation of the door 12 as it is moved between opened and closed positions.

The second leg 21, when the door 12 is closed, extends radially upwardly from mid-lever pivot 18 a dimension “B” that is about 6 to 7 centimeters in a direction generally opposite to first leg 19 (Fig. 3). A connector 39 is attached to an outer end of the second leg 21. In the closed position, the second leg 21 extends vertically above the lever pivot 18 in an over-center position relative to the cable 44. This is important to proper door function.

The spring-biased force-generating device 22 (Fig. 2) includes a roller wheel 41 located on the module 13, so that the roller wheel 41 is located approximately at a bottom and front of the cabinet side 24 when the module 13 is installed. When installed, the roller wheel 41 is located about 5 to 6 centimeters upward from and about 5 to 6 centimeters rearward from the front lower corner of the cabinet 11. An anchor 42 is provided on the module 13 and is located toward a rear of the cabinet 11 when the module is installed. A long coil spring 43 is anchored to the anchor 42 and extends along bottom 26. It is contemplated that the coil spring 43 could be replaced with a gas spring or a gas-piston-and-cylinder-dampening device to control door movement. A cable 44 is connected to an opposite end of the spring 43 and extends from spring 43 around roller wheel 41 up to lever 17, where it is connected to the connector 39 on the end of second leg 21. Notably, it is contemplated that only a single force-generating device 22 is needed for functioning, but a pair of such devices are desired to provide a balance force that does not tend to twist or bind the door 12. The friction-generating device 22 can be added to wheel 41 to better hold the door 12 in a selected position when released. It is also contemplated that a dampener can be added to wheel 41 to dampen the movement of the door 12.

To assemble the present construction, the cabinet 11, the door 12, and the modules 13 are separately constructed. The modules 13 are then positioned in the cabinet 11 against the sides 24 and attached thereto, such as by screws 46 (Fig. 6) that extend through body 14 into brackets 47. Notably, the illustrated modules 13 are right and left handed, but it is contemplated that non-
handed parts could be constructed by making both sides of the body 14 flat with a cavity
therebetween for receiving levers 17 and force-generating device 22, if desired. The door 12 is
then attached, with the followers 16 being positioned in the tracks 15, and then with the levers 17
being attached to the door pivots 20. In the non-handed version, the body 14 would provide
depressions forming the track 15 on each side of the body 14.

In operation of the illustrated assembly 10, the tension of spring 43 pulls on cable 44,
urging second leg 21 downwardly and urging first leg 19 upwardly. Depending on angular
position of the lever 17, the interaction of the torque arm defined by the second leg 21 and the
spring force results in a net force that counterbalances a weight of the door 12. Notably, the net
force (or torque) provided by force-generating device 22 changes as the door 12 is opened, but so
does the net weight of the door 12 on the lever 17 relative to the mid-lever pivot 18. This is
because the center of gravity of the door 12 shifts relative to the mid-lever pivot 18 and follower
16. Testing has shown that by selecting an appropriate set of dimensions, spring constant, and
spring pretension, the door 12 will stay stationary if released in partially opened, intermediate
positions. Concurrently, testing shows that in the illustrated assembly 10, the door 12 will also
automatically close or will automatically open if positioned within about 7 to 8 centimeters of the
fully opened or fully closed positions. Advantageously, the illustrated door 12 will automatically
close (or open) in about the last 7 to 8 centimeters of stroke for the door with a gentle but positive
motion. The position and shape of the levers 17 and the pivots 18, 20, and 21 are very important
to this feature. The recesses or downwardly extending depressions 36 formed in the ends of the
track 15 also help and/or affect this function. Notably, the recesses can be located either at a
front or at a rear of the track 15, or only need to be located in a rear. The curvilinear shape of
the track 15 helps significantly in this automatic closure and/or the automatic opening.
Minimizing the friction on the followers 16 and on the pivots 18 and 20 can also help, although it
is also important to provide enough friction so the door 12 remains in a selected intermediate
position when the door is released. Testing has shown that the friction necessary to hold the door
in the illustrated intermediate position is relatively low, such that pressure from a single finger of
a user can move the door. Nonetheless, it is contemplated that some significant designed-in
friction or braking device could be added, if desired. Further, a counterbalance weight could be
added to the second leg 21 to further assist in providing the optimal counterbalancing force
desired. The construction of the bin assembly 10, such as the door weight, the inherent friction,
the rigidity of the bin and door against twisting, and the like dictates the spring force requirements, which requirements are easily determinable by testing. It is noted that the shape and arrangement as shown in Figs. 2, 4, and 5 are very close to scale of an exemplary embodiment, such that ratios of dimensions and the resultant torque and forces can be determined from the drawings, if desired, to better understand the relationship of components as the door 12 is opened.

In Figs. 2, 4, and 5, it is noted that a curvilinear line 48 highlights an outer boundary of the storage area within the cabinet 11. Articles must be stored within that outer boundary to avoid being struck by the door 12 as the door 12 is opened. The line 48 is particularly useful as a visual reference for users when storing items within the cabinet 11.

The constructions 10A and 10B shown in Figs. 7 and 9, respectively, are labeled by using the same numbers for identical and similar features and components, but with the addition of the letters “A” and “B”, respectively. This is done to reduce redundant discussion.

The construction 10A comprises a cabinet 11A having an open back 27A. Further, the bottom 26A extends completely to a front of the cabinet 11A and the door 12A is cut short of the bottom 26A, such that the door 12A fits into a rectangular perimeter formed by the sides 24A, the top 25A and the bottom 26A. For this reason, a handle 76A is provided that can be grasped to pull the door 12A open. The door 12A is also shown with a lock 75A for illustrative purposes. Notably, the top 25A comprises a flat panel. The track 15A and also the front edge of the top 25A are modified in shape to permit the door 12A to open with an acceptable motion and function, while maintaining minimum gaps and clearances at a top edge of the door 12A. It is noted that the curvilinear shape of the tracks 15A are selected to keep the top edge of the door 12A close to but at optimal clearance to the top 15A at all times, even though the
followers are positioned rearward and below the top edge of the door. Also important, the levers 17A reduce the forward movement of the door 12A as it is opened, thus reducing the clearances needed in front of the door to, for example, avoid hitting the head of a user.

The construction 10B includes vertically spaced shelves 70, 71, and 71’, and a pair of horizontally spaced blades 72 and 73, all of which are supported on a partition panel or wall 74. Notably, as illustrated, the blades 72 and 73 include hooks 29B’, so that they can be easily hung on and supported on a freestanding partition panel. Notably, the blades 72 and 73 can be extended above and below the shelves 70, 71, and 71’, if desired. However, it is contemplated that instead the shelves 70 and 71 could be extended horizontally beyond the blades 72 and 73, with the blades 72 and 73 being vertically short enough to fit between the shelves 70 and 71. Notably, as shown, the top shelf 71’ acts as a cover for the space above the middle shelf 70, and
middle shelf 70 forms a top for bottom shelf 71, thus effectively forming cabinet spaces above shelves 70 and 71.

In the foregoing description, it will be readily appreciated by those skilled in the art that modifications may be made to the invention without departing from the concepts disclosed herein. Such modifications are to be considered as included in the following claims, unless these claims by their language expressly state otherwise.
The invention claimed is:

1. An assembly comprising:
   a bin including sides, a bottom, and a top defining an access opening;
   a door configured to close the access opening;
   a track located along each side of the bin proximate the top;
   a lever pivoted to each side at a lever pivot and spaced from the track, the door including
   followers slidably engaging the tracks and bottom connectors pivotally attached to the levers, the
   tracks and the followers being configured to slindingly guide a top of the door, and the levers being
   configured to pivotally guide a bottom of the door as the door is moved between a closed position
   and an opened position; and
   a force-generating device attached to the lever for balancing a weight of the door as the
   door is opened and closed.

2. The assembly defined in claim 1 including modules attached to the sides, the modules each
   including at least one of the tracks and at least one of the levers.

3. The assembly defined in claim 2 wherein the modules are each preassembled and attached
   as a modular unit to the sides.

4. The assembly defined in claim 3 wherein the modules are releasably attached to the side.

5. The assembly defined in claim 1 wherein the force-generating device is constructed to
   counterbalance a weight of the door.

6. The assembly defined in claim 1 wherein the levers each include a first leg that extends
   from the lever pivot to the door and a second leg that extends from the lever pivot to the force-
   generating device.

7. The assembly defined in claim 6 wherein the second leg extends in a direction generally
   opposite the first leg.
8. The assembly defined in claim 6 wherein the force-generating device includes a spring that extends along the bottom, and further includes a cable operably extending from the spring to the lever, the cable being connected to the lever at a location spaced from the lever pivot, the spring generating a torsional force about the lever pivot on the lever.

9. The assembly defined in claim 1 wherein the lever and the spring are configured to generate a counterbalance force that offsets a weight of the door, such that the door is held in a stationary position when released within a range of partially opened positions.

10. The assembly defined in claim 1 wherein the tracks are curvilinear.

11. The assembly defined in claim 10 wherein the top is curvilinear from a front edge to a rear edge of the bin.

12. The assembly defined in claim 11 wherein the tracks and the top are generally parallel to each other.

13. The assembly defined in claim 2 wherein the side includes brackets attached to an interior surface of the sides, the brackets being configured to receive screws to attach the respective module thereto.

14. The assembly defined in claim 1 wherein the levers each include a first leg that extends from the lever pivot to the door and a second leg that extends from the lever pivot in a substantially opposite direction from the first leg, and wherein the second legs are configured to extend vertically relative to the lever pivot when the door is in the closed position.

15. The assembly defined in claim 14 wherein the door includes a slot in its rear surface and a blind hole in a side surface, and wherein the first leg includes an end section that extends into the slot and that includes a second hole aligned with the blind hole, and further including a pivot pin that extends through the blind hole and through the second hole to pivotally connect the first leg to the door.
16. The assembly defined in claim 1 wherein at least one follower and its respective lever pivot provides sufficient friction to hold the door in a selected intermediate position when released, the intermediate position being between the opened and closed positions.

17. The assembly defined in claim 16 wherein the follower provides sufficient friction in combination with the force-generating device to hold the door in the intermediate position when released.

18. The assembly defined in claim 1 wherein the tracks are curvilinearly shaped to promote automatic closure by the force-generating device when the door is near the closed position.

19. The assembly defined in claim 1 wherein the tracks include a recessed area that promotes the door moving to a fully opened position when the door is near the opened position.

20. The assembly defined in claim 1 wherein a rear section of the track is recessed downwardly to form a detent that receives the followers and assists in holding the door in the opened position.

21. An assembly comprising:
   a bin including sides and curvilinear tracks defining an access opening;
   curvilinear tracks on the sides that extend along the top and that are located near the top;
   and
   a door including followers engaging the tracks.

22. The assembly defined in claim 21 including a pair of levers pivoted to the sides at lever pivots, the levers each including a first leg pivoted to the door and a second leg that extends from the first leg generally to an opposite side of the associated lever pivot from the first leg, and a force-generating device operably attached to at least one of the second legs and configured to create a torque on the one lever as the door is moved between opened and closed positions for torsionally balancing a weight of the door as the door is opened and closed.
23. The assembly defined in claim 21 wherein the top has a concave shape that faces downwardly and that closely matches a shape of the curvilinear tracks.

24. The assembly defined in claim 22 wherein the force-generating device provides a variable torque as an associated one of the second leg rotates around its associated lever pivot, the variable torque varying in a manner generally corresponding with a movement of the center of gravity of the door relative to the lever pivots, such that the force-generating device operatively holds the door in a stationary position when the door is released, despite differences in the torsional forces generated by the center of gravity of the door as the door is moved between opened and closed positions.

25. A furniture apparatus comprising:
   a shelf and side modules connected together to define a space on the shelf and an access opening to the space, the side modules each including a lever and a track spaced from the lever; and
   a door pivotally connected to the levers at a first location and slidably engaging the tracks at a second location, the door being operably supported by the levers and the tracks for movement between a first position closing the access opening and a second position uncovering the access opening.

26. The furniture apparatus defined in claim 25 including a second shelf attached to the sides and spaced above the first-mentioned shelf and supported by the sides, the second shelf generally covering a top of the space defined by the first-mentioned shelf.

27. An assembly comprising:
   a bin including sides defining an access opening;
   a pair of opposing levers each pivotally supported on a respective one of the sides by fixed lever pivots, each said lever including first and second legs that extend in opposing directions from their respective lever pivots;
   a door pivoted to the first legs for movement between opened and closed positions; and
a biasing device connected to the second legs, the biasing device and levers being constructed to impart a lifting force to the door that approximates a weight of the door on the levers, so that the door remains stationary when released in a range of intermediate positions between the opened and closed positions.

28. The assembly defined in claim 25 wherein the biasing device includes a coil spring.

29. The assembly defined in claim 26 wherein the coil spring is substantially elongated and provides a relatively constant coefficient of elasticity during stretching of the spring.

30. The assembly defined in claim 29 wherein the biasing device includes a cable operably connected between the spring and the second leg.

31. The assembly defined in claim 30 wherein the biasing device includes a wheel located generally at a front and bottom of the bin and the cable wraps around the wheel.

32. The assembly defined in claim 31 wherein the spring extends parallel a bottom of the bin.

33. The assembly defined in claim 26 wherein each first leg is located directly above its respective lever pivot when the door is in the closed position.

34. The assembly defined in claim 33 wherein the location of the lever pivots is slightly above a midpoint of the bin between a bottom of the bin and a top of a bin, and further the second legs are positioned vertically over their respective lever pivots in an over-center position when the door is in the closed position.

35. An assembly comprising:
   a bin defining an access opening;
   a door configured to close the opening when in a closed position to allow access through the access opening when in an opened position, and to move through intermediate positions between the opened and closed positions; and
a door-biasing-and-supporting module attached to the bin and the door and configured to hold the door in a stationary position when released in one of the intermediate positions, but configured to move the door to the closed position when the door is released within a predetermined distance from the closed position.

36. The assembly defined in claim 35 wherein the door-biasing-and-supporting module is constructed to move the door to the closed position when the door is released at a location where a bottom edge of the door is less than about 5 to 8 centimeters from the closed position.

37. The assembly defined in claim 36 wherein the door-biasing-and-supporting module is constructed to move the door to the opened position when a top edge of the door is less than about 8 centimeters from a rear end of the opened position.

38. The assembly defined in claim 35 wherein the door-biasing-and-supporting module is constructed to detentingly hold the door in the opened position.

39. A method comprising steps of:
   providing a bin having an access opening for accessing the bin;
   providing a door for selectively covering the opening, the door being operably supported on the bin for movement between a closed position, an opened position, and at least one intermediate position; and
   holding the door in a stationary position when the door is released by an operator in the at least one intermediate position.

40. The method defined in claim 39 including a step of automatically moving the door to the closed position when the door is released relatively near to the closed position.

41. The method defined in claim 40 wherein the position that is relatively near to the closed position is defined by a lower edge of the door being within about 8 centimeters or less of the closed position.
42. The method defined in claim 39 including moving the door to the opened position when the door is released relatively near to the opened position.

43. The method defined in claim 42 wherein the position that is relatively near to the opened position is defined by a top edge of the door being within about 8 centimeters of the opened position.

44. The method defined in claim 39 including counterbalancing the door by providing a variable force-generating device that approximates forces generated by a center of gravity of the door as the door moves relative to the bin between the opened and closed positions.

45. A module for operably mounting a door to a bin for movement between opened, intermediate, and closed positions comprising:

   a body having a top section defining a track, a bottom section, and an intermediate section defining a lever pivot;

   a lever pivoted to the lever pivot and including a first leg extending from the lever pivot that is configured for operable attachment to the door; and

   a biasing device anchored to the body and operably attached to the lever, the biasing device being configured to bias the lever between the opened, intermediate, and closed positions in a manner that, when the biasing device is connected to the door, at least partially balances a weight of the door.

46. The module defined in claim 45 wherein the biasing device includes a coil spring.

47. The module defined in claim 46 including a cable that extends from the coil spring to the lever to operably connect the coil spring to the lever.

48. The module defined in claim 47 wherein the spring extends parallel the bottom section.

49. The module defined in claim 48 including a wheel pivoted to the bottom section, the cable extending around the wheel.
50. The module defined in claim 45 wherein the body includes a line that corresponds to a path of the door as the door is moved between opened and closed positions for indicating an interference region.

51. The assembly defined in claim 1 wherein at least one of the sides includes a line that corresponds to a path of the door as the door is moved between the opened and closed positions to define an interference region within the cabinet.

52. A storage assembly comprising:
   a body defining a storage space; and
   a door arranged, in use, to open in a vertical direction; wherein the door has a region arranged to slide relative to a guide on the storage assembly body and is pivoted at a point spaced from said region to a first pivot point on a support arm, said support arm being pivoted at a second point, spaced from the first point, relative to the storage assembly body and being connected to a counterbalance means for counterbalancing the weight of the door at a third point spaced from the first and second points.

53. A module for a storage assembly as claimed in claim 52, the module being arranged to be mounted in or on the storage space and comprising said guide, said support arm, pivoted at said second point to the module, and said counterbalance means.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7  E06B3/50  E05D15/42

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7  E06B  E05D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>GB 397 949 A (POLLARD &amp; COMPANY) 7 September 1933 (1933-09-07) the whole document</td>
<td>21,25, 26,39-42 1,5-7, 9-12,14, 18-20, 22,24, 28,29, 33,34</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

---

Special categories of cited documents:

A: document defining the general state of the art which is not considered to be of particular relevance.

E: earlier document but published on or after the international filing date.

L: document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another document or other special reason (as specified).

O: document referring to an oral disclosure, use, exhibition or other means.

P: document published prior to the international filing date but later than the priority date claimed.

T: later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention.

X: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone.

Y: document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

* document member of the same patent family.

Date of the actual completion of the international search: 3 February 2000

Date of mailing of the international search report: 11/02/2000

Name and mailing address of the ISA
European Patent Office, P.B. 5618 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epc nl
Fax: (+31-70) 340-3016

Authorized officer
Depooter, F
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
| X        | US 3 055 724 A (MAZURE)  
25 September 1962 (1962-09-25) | 27, 35-42, 44-46, 52,53   |
|          | column 1, line 51 -column 4, line 64;  
figures | 1,5-7, 9-12,14, 18-20, 22,24, 28,29, 33,34 |
| A        | GB 2 226 586 A (KEMEN INDUSTRIAL)  
4 July 1990 (1990-07-04) | 1-3,25, 26,35, 39,52,53 |
|          | page 7, paragraph 4 -page 8, paragraph 2;  
figures | --- |
| A        | DE 36 38 503 C (ZEITZ)  
2 July 1987 (1987-07-02) | ----- |
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>GB 397949 A</td>
<td></td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 3055724 A</td>
<td>25-09-1962</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>GB 2226586 A</td>
<td>04-07-1990</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 3638503 C</td>
<td>02-07-1987</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>