DUAL ZONE SOLAR SENSOR

The present invention relates to a dual zone solar sensor (10) incorporating a calibratable diffuser (50) overlaying a vertically oriented circuit board (20) having at least one photodetector (21, 22) affixed to either side of the circuit board (20) in a vertical plane. Each detector (21, 22) preferably has a mutually exclusive hemispherical view. By mounting the photodetectors (21, 22) in the vertical plane, the dual zone solar sensor device (10) is capable of providing information about the intensity of a source of incident solar radiation and the relative position of that source of radiation. While the angular responses of the photodetectors (21, 22) in their vertical orientation are very close to those desired by skilled artisans for a dual zone sensor, the addition of a diffuser (50) that is slidable, and therefore calibratable, provides a method by which the angular response of each photodetector (21, 22) may be permanently calibrated to achieve a precise desired angular response. The present inventive combination of features eliminates the need for complex and bulky electronic signal processing circuitry and decreases the number of parts necessary to achieve functions previously achieved only by larger sensors having a far greater number of component parts.

Published

With international search report.
Before the expiration of the time limit for amending the claims and to be republished in the event of the receipt of amendments.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

| AL | Albania       | ES | Spain          | LS | Lesotho       |
| AM | Armenia       | FI | Finland        | LT | Lithuania     |
| AT | Austria       | FR | France         | LU | Luxembourg    |
| AU | Australia     | GA | Gabon          | LV | Latvia        |
| AZ | Azerbaijan    | GB | United Kingdom | MC | Monaco        |
| BA | Bosnia and Herzegovina | GE | Georgia       | MD | Republic of Moldova |
| BB | Barbados      | GH | Ghana          | MG | Madagascar    |
| BE | Belgium       | GN | Guinea         | MK | The former Yugoslav |
| BF | Burkina Faso  | GR | Greece         | ML | Mali          |
| BG | Bulgaria      | HU | Hungary        | MN | Mongolia      |
| BJ | Benin         | IE | Ireland        | MR | Mauritania    |
| BR | Brazil        | IL | Israel         | MW | Malawi        |
| BY | Belarus       | IS | Iceland        | MX | Mexico        |
| CA | Canada        | IT | Italy          | NE | Niger         |
| CF | Central African Republic | JP | Japan        | NL | Netherlands   |
| CG | Congo         | KE | Kenya          | NO | Norway        |
| CH | Switzerland   | KG | Kyrgyzstan     | NZ | New Zealand   |
| CI | Côte d'Ivoire | KP | Democratic People's Republic of Korea | PL | Poland |
| CM | Cameroon      | KR | Republic of Korea | PT | Portugal     |
| CN | China         | KZ | Kazakhstan     | RO | Romania       |
| CU | Cuba          | LC | Saint Lucia    | RU | Russian Federation |
| CZ | Czech Republic | LI | Liechtenstein | SD | Sudan         |
| DK | Denmark       | LK | Sri Lanka      | SE | Sweden        |
| EE | Estonia       | LR | Liberia        | SG | Singapore     |
| SI | Slovenia      | SK | Slovakia       |
| SN | Senegal       | SZ | Swaziland      |
| TD | Chad          | TG | Togo           |
| TJ | Tujkistan     | TM | Turkmenistan   |
| TR | Turkey        | TT | Trinidad and Tobago |
| UA | Ukraine       |UG | Uganda         |
| US | United States of America | UZ | Uzbekistan   |
| VN | Viet Nam      | YU | Yugoslavia     |
| ZW | Zimbabwe      |
DUAL ZONE SOLAR SENSOR

TECHNICAL FIELD OF THE INVENTION

The present invention relates generally to sensors for detecting solar radiation and, more particularly, to a dual zone solar sensor.

BACKGROUND OF THE INVENTION

There exist numerous prior art designs for solar sensors, most of which are complex and expensive and have associated therewith electronic signal analysis systems that are bulky and comprise many minute parts. The complexity of these prior art designs makes them very difficult to manufacture and even more difficult to employ successfully in space-restricted environments such as the interiors of motor vehicles. Additionally, most prior art sensor designs cannot be calibrated to obtain an ideal angular response before leaving the factory, and therefore these designs require the use of complex correction circuitry.

Many prior art sensor designs employ a diffuser to modulate the angular response of a photodetector. For example, U.S. Patent No. 4,632,542 to Whiteside discloses an exposure control system for use in a photographic camera wherein a diffuser may move into and out of the field of view of a photodetector. Additionally, U.S. Patent No. 4,477,172 to Yokota discloses a light measuring device for a camera that includes a diffusion plate having three areas of different diffusion characteristics. The diffusion plate is stepwise movable so that one of the diffusion areas is axially aligned with the photodetector at any given time.

While such prior art devices provide desirable features, these desirable features still do not permit one to calibrate the angular response of a photodetector prior to installing the sensor in its end-use location. Therefore, these prior art devices must use complex and expensive electronic signal analysis systems and/or
bulky and time-consuming manual movement mechanisms to provide the end user with the desired angular response from the photodetector.

There is therefore a need for a simple and inexpensive solar sensor that can determine the position of a source of incident solar radiation without requiring any special location computation or response correction processing system. That is, there exists a need for a solar sensor that can be calibrated initially to obtain a desired angular response and then fixed with that calibration for the life of the sensor. The present invention is directed toward meeting this need.
SUMMARY OF THE INVENTION

The present invention relates to a dual zone solar sensor incorporating a vertically mounted circuit board having photodetectors mounted on either side of the circuit board. In this vertical orientation, the photodetectors automatically have angular responses close to those desired in a dual zone solar sensor by persons of ordinary skill. The precise desired angular response may be obtained by modifying the original angular response with two diffusers. One diffuser is positioned over each photodetector and is movable horizontally with respect to those photodetectors in order to calibrate the sensor.

Such a configuration permits the skilled artisan to calibrate the sensor and then permanently install the diffusers in the calibrated orientation to thereby minimize part-to-part variation. The simplicity of this design minimizes the number of parts necessary to provide the desired light position information, while simultaneously making it easier to obtain high responses to light close to the horizon. This latter benefit is especially important for controlling the interior environments of motor vehicles.
BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of a preferred embodiment of the present invention.

FIG. 2 is a perspective view of a circuit board of the preferred embodiment of FIG. 1.

FIG. 3 is an exploded perspective view of a cap, an optic separator, a diffuser, a diffuser retainer, and a housing of the preferred embodiment of FIG. 1.

FIG. 4 is an exploded side elevational view of the circuit board of FIG. 2 and the diffuser retainer of FIG. 3.

FIG. 5 is a perspective view of the housing of FIG. 3.
DESCRIPTION OF THE PREFERRED EMBODIMENTS

For the purposes of promoting an understanding of the principles of the invention, reference will now be made to the preferred embodiments thereof, and specific language will be used to describe the same. It will nevertheless be understood that no limitation of the scope of the invention is thereby intended, such alterations, modifications, and further applications of the principles of the invention being contemplated as would normally occur to one skilled in the art to which the invention relates.

Referring to FIG. 1, there is illustrated a preferred embodiment of the present invention, indicated generally at 10. The dual zone solar sensor 10 comprises several components that are illustrated in detail in FIGS. 2 and 3. The dual zone sensor 10 as fully assembled in FIG. 1 shows a cap 70 and a housing 40.

Turning now to consider FIG. 2, a circuit board 20 according to a preferred embodiment of the present invention is illustrated therein. The circuit board 20 comprises at least one photodetector 21, 22 (see FIG. 4) disposed on each side of the circuit board 20. The circuit board 20 also comprises at least one aperture for each photodetector through which a terminal may pass and be connected to the circuit board 20. In a most preferred embodiment illustrated in FIGS. 2 and 4, there are two apertures 23 defined through the circuit board 20 that are connected by circuits to the photodetector 21. This most preferred embodiment also comprises apertures 24 defined through the circuit board 20 and connected by circuitry to the photodetector 22 on an opposite side of the circuit board 20 from the side containing the photodetector 21. The apertures 23 are adapted to receive long terminals 25 and the same are illustrated in their attached position on the circuit board 20. Similarly, apertures 24 are adapted to receive short terminals 26 and the same are illustrated in their attached configuration.

Although the apertures 23 are illustrated with the long terminals 25 and the apertures 24 are illustrated with the short terminals 26, those of ordinary skill will recognize that the positions of the apertures 23, 24 are unimportant, so long as at
least one terminal of a desired length may be mounted to the circuit board 20 and connected by circuitry to at least one photodetector. Therefore, all variations in the placement and size of the apertures 23, 24 and the terminals 25, 26 that are capable of transferring an electronic signal from a photodetector to a remote electronic processor are contemplated by and intended to come within the scope of the present invention. It is also to be understood that, in other embodiments of the invention, the photodetectors 21, 22 could have other configurations besides those in FIG. 2, such as circular configurations, or any shape.

With reference to FIGS. 3 and 4, the components comprising the most preferred embodiment of the present invention are illustrated therein. The dual zone sensor 10 comprises the cap 70, an optic separator 60, a diffuser retainer 30 adapted to retain the difuser 50 in position over the circuit board 20, and the housing 40. The housing 40 is adapted to slidably mate with the diffuser retainer 30 to thereby maintain the optic separator 60, the diffuser 50, the circuit board 20, and the diffuser retainer 30 in place and protect the circuit board 20 from damage. The cap 70 is adapted to overlie the optic separator 60, the diffuser 50, the diffuser retainer 30, and the circuit board 20 when these components are assembled in order to protect these components from damage.

The diffuser retainer 30 comprises an upper surface 31, a lower surface 32 having a short side 33 and a long side 34, and a vertical channel 35 disposed within an interior circumference of the diffuser retainer 30. The channel 35 is preferably provided with a channel width x that corresponds closely to a width x' of the circuit board 20. As demonstrated in the exploded view of FIG. 4, the channel 35 is adapted to slidably receive the circuit board 20 and maintain it in a substantially vertical orientation with regard to the housing 40 and the diffuser 50.

The short side 33 and the long side 34 of the diffuser retainer 30 are adapted to maintain a spaced relationship between the diffuser retainer 30 and the terminals 25, 26 of the circuit board 20. More precisely, the short side 33 is adapted to maintain a spaced relationship between the diffuser retainer 30 and the long terminals 25 of the circuit board 20, while the long side 34 is adapted to
maintain a spaced relationship between the diffuser retainer 30 and the short terminals 26, when the circuit board 20 engages the channel 35. In this way, the most preferred embodiment of the present invention prevents upward movement of the terminals 25, 26, and the fatigue associated therewith, during installation of the dual zone sensor 10 in its end-use location. This stepped configuration of the most preferred embodiment of the diffuser retainer 30 therefore helps prevent damage to the terminals 25, 26 and makes the dual zone sensor 10 easier to manufacture.

As shown in FIG. 3, the most preferred embodiment of the present invention contemplates use of the housing 40, which is adapted to slidably receive and mate with the diffuser retainer 30 and the circuit board 20. The external stepped configuration of the lower surface 32 of the diffuser retainer 30 is mirrored in certain interior surfaces of the housing 40. For example, a first mating surface 41 defined within the housing 40 is adapted to receive and mate with the long side 34 of the diffuser retainer 30. Similarly, a second mating surface 42 is defined within the interior surface of the housing 40 that is adapted to receive and mate with the short side 33 of the diffuser retainer 30. Apertures 43 are defined through the first mating surface 41 and the second mating surface 42. These apertures are adapted to slidably receive the terminals 25, 26 of the circuit board 20 and are sized to minimize lateral movement of the terminals 25, 26 throughout the life of the dual zone sensor 10.

As shown more clearly in FIG. 5, the apertures 43 of the housing 40 extend from the first and second mating surfaces 41, 42 to a plug cavity 44 defined within an underside of the housing 40. When the circuit board 20 and diffuser retainer 30 are installed within and mated with the housing 40, the terminals 25, 26 protrude into the plug cavity 44 to create a male-type plug configuration that may be mated with any suitable female-type receptacle (not shown).

Those of ordinary skill will recognize that the most preferred embodiment of the housing 40 is provided with a clip 45 that is adapted to receive and releasably engage a suitable wiring harness (not shown). It will be understood that this clip 45 may take any of a number of configurations adapted to retain wiring,
and such configurations are intended and contemplated to come within the scope of the present invention. The present invention also contemplates the use of no clip when space demands dictate that the relevant wiring be located away from the dual zone sensor 10.

Referring again to the exploded view of FIG. 3, the calibratable diffuser feature of the present invention will now be described. The diffuser 50 comprises a base 51 having an upper surface 53 and a lower surface 54 and at least one diffuser lens 52 formed integral with the upper surface 53. While the most preferred embodiment of the present invention displays two diffuser lenses 52 placed in a parallel configuration and having a space between them sufficient to accommodate the width x' of the circuit board 20, those of ordinary skill in the art will recognize that there exist many configurations for the diffuser lenses 52 that would accomplish the objective of providing a calibratable angular response to a photodetector, such as, for example, a single diffuser lens, with or without a base, that would overlie each of the photodetectors 21, 22 and be movable relative thereto. As well, the shape of the diffuser 50 may be designed so that its angular response matches that desired for a given application. These configurations are therefore contemplated by and intended to come within the scope of the present invention.

The lower surface 54 of the diffuser 50 is substantially planar in order to allow for lateral sliding movement of the diffuser 50 on the substantially planar upper surface 31 of the diffuser retainer 30. This lateral sliding movement allows the dual zone solar sensor 10 to be calibrated by moving the diffuser 50 on the upper surface 31 of the diffuser retainer 30 until the precise desired angular response is obtained from the photodetectors 21, 22.

The optic separator 60 defines apertures 61 therethrough through which the diffuser lenses 52 of the diffuser 50 protrude when the diffuser 50 and the optic separator 60 are assembled. The optic separator 60 is adapted to overlie the diffuser 50, and the apertures 61 are adapted to receive the diffuser lenses 52 therewithin. The optic separator 60 is also provided with clips 62 with which
corresponding détenes 71 in the interior of the cap 70 can releasably engage to thereby lock the cap in position over the entire assembly of the diffuser retainer 30, the circuit board 20, the diffuser 50, and the optic separator 60. As with the other components of the present invention, those of ordinary skill will recognize that the optic separator 60 may assume a number of configurations that would be effective to create a bounded field of view for each photodetector 21, 22 and thereby enhance the ability of the photodetectors 21, 22 to obtain high responses to light close to the horizon. Those various configurations are therefore intended and contemplated to come within the scope of the present invention.

Once all the components except the cap 70 have been assembled as described above, the angular response of each of the photodetectors 21, 22 is measured and, if any deviations from the precise desired angular response are present, the diffuser 50 and the overlying optic separator 60 are laterally adjusted to calibrate the device and thereby obtain the precise desired angular responses from each of the photodetectors 21, 22. The diffuser 50 and the optic separator 60 are then attached to the upper surface 31 of the diffuser retainer 30 by any means known in the art, including, by way of example and not of limitation, by ultrasonic welding or the like.

After the diffuser 50 and optic separator 60 are so attached, the cap 70 may be installed over the optic separator 60 and the clips 62 engaged with the détenes 71 of the cap to thereby lock the cap in place and form the dual zone sensor 10 as shown in FIG. 1. The cap 70 is preferably not a light modulator and is present mainly to protect the sensitive components contained thereunder. Those of ordinary skill in the art, however, will recognize that, although the cap 70 is not a light modulator in the most preferred embodiment of the present invention, there exist uses to which the present invention may be put for which a light-modulating cap would be desirable. A light-modulating cap is therefore contemplated and intended to come within the scope of the present invention.

In operation, the dual zone sensor 10 is installed, for example in the interior of a motor vehicle, in a location where it is capable of receiving incident solar
radiation. The optic separator 60 ensures that the photodetector 21 will receive incident solar radiation from a direction opposite that of the incident radiation received by the photodetector 22 and that both photodetectors 21, 22 will have strong responses to incidental radiation close to the horizon.

Each of the photodetectors 21, 22 is provided with a respective output terminal 25, 26 for providing an output electrical signal that is responsive to an input light from the source of incident radiation. In this manner, the output electrical signals, in combination, are responsive to the position of the source of light. Because each photodetector 21, 22 is mounted on an opposite side of the circuit board 20, each detector 21, 22 therefore has a mutually exclusive hemispherical view. The maximum response of a given detector occurs when the light source is perpendicular to the detector, and when one detector’s response is at its maximum, the other detector will have a very low response. The only light reaching the other detector in this situation would presumably be from stray light leakage or reflections. The device therefore provides information about the intensity of the light source and basic information about the relative position of the light source with respect to the photodetector 21, 22.

The most preferred embodiment of the present invention is designed for use in an automobile in order to obtain information about light source intensity and relative position of the light source in order to adjust the vehicle’s air conditioning system. It will be appreciated by those of skill in the art, however, that while the dual zone solar sensor 10 is suitable for use as an air conditioning control element or the like, it may find application in numerous other areas. Because the dual zone sensor of the present invention is small, easy to manufacture, and has very few parts, this sensor may be used in any application that requires use of a rugged sensor to determine the position and intensity of a source of radiation.

The foregoing arrangement provides several advantages over prior art solar sensors. First, because the photodetectors 21, 22 are mounted on opposite sides of the circuit board 20 and their respective fields of view are bounded by the optic separator 60, the dual zone solar sensor 10 of the present invention does not need
to calculate the position of the sun using complex, delicate, and bulky circuitry and other electronic signal processing components. Second, as another result of the photodetectors’ 21, 22 orientation, the present invention does not require use of an external light modulator to limit the detectors’ field of view. Rather, the detectors of the present invention are mounted to the circuit board 20 so that their respective fields of view are determined by their orientation on the circuit board 20.

A further advantage of the dual zone solar sensor 10 of FIG. 1 results from the fact that the diffuser 50 is movable with respect to the diffuser retainer 30 and is therefore calibratable with respect to the photodetectors 21, 22. Once calibrated, the device of the present invention may be permanently mounted in place, thereby eliminating the need for any correction factor processing circuitry and eliminating the problems associated with such circuitry.

It will be appreciated from the above description that the dual zone solar sensor device of the present invention offers significant advantages over prior art devices. No prior art device offers the desirable combination of features including a vertically mounted circuit board having at least one photodetector mounted on either side; a component configuration that minimizes lateral and vertical movement, and thus fatigue, on the terminals attached to the circuit board; and a manufacturer-calibratable diffuser, all of which features allow the dual zone solar sensor of the present invention to be simple, compact, and rugged. All of these features are conveniently provided for in the present invention.

While the invention has been described in detail in the foregoing description, the same is to be considered as illustrative and not restrictive in character, it being understood that only the preferred embodiments have been shown and described, and that all changes and modifications that come within the spirit of the invention are desired to be protected.
WHAT IS CLAIMED IS:

1. A photosensor arrangement comprising:
   a circuit assembly having a vertical axis, said vertical axis defining a
   vertical plane, at least one first side, and at least one second side opposite said at
   least one first side, said at least one first side and said at least one second side
   being located substantially in said vertical plane;
   at least one first photosensor attached to said at least one first side;
   at least one second photosensor attached to said at least one second side;
   and
   a diffuser arranged substantially perpendicular to said vertical axis to
   overlie said at least one first and second photosensors, said diffuser being movable
   with respect to said at least one first and second photosensors; wherein
   said at least one first and second photosensors, respectively, have a
   substantially planar light-sensitive surface for receiving an input light from a
   source of light and further having an output terminal for providing an output
   electrical signal responsive to said input light; and wherein
   horizontal movement of said diffuser assembly determines a quantity of
   said input light transmitted to each of said at least one first and second
   photosensors.

2. The photosensor arrangement of claim 1, wherein said diffuser
   comprises:
   a diffuser support; and
   at least one diffuser lens mounted on said diffuser support.

3. The photosensor arrangement of claim 2, and further comprising a
   cap arranged substantially perpendicular to said vertical axis to overlie said
   diffuser and said circuit assembly.

4. The photosensor arrangement of claim 1, and further comprising an
   optic separator arranged substantially perpendicular to said vertical axis to overlie
said diffuser and said circuit assembly to thereby create a bounded field of view for said at least one first and second photosensors.

5. The photosensor arrangement of claim 1, and further comprising a diffuser support configured to protect the circuit assembly from mechanical fatigue.

6. The photosensor arrangement of claim 4, and further comprising a diffuser support configured to protect the output terminals from mechanical fatigue.

7. A photosensor arrangement comprising:

a circuit assembly having a vertical axis, said vertical axis defining a vertical plane, at least one first side, and at least one second side opposite said at least one first side, said at least one first side and said at least one second side being located substantially in said vertical plane;

at least one first photosensor attached to said at least one first side;

at least one second photosensor attached to said at least one second side;

a diffuser arranged substantially perpendicular to said vertical axis to overlie said at least one first and second photosensors, said diffuser being movable with respect to said at least one first and second photosensors, said diffuser including:

a diffuser support; and

at least one diffuser lens mounted on said diffuser support;

an optic separator arranged substantially perpendicular to said vertical axis to overlie said diffuser and said circuit assembly to thereby create a bounded field of view for said at least one first and second photosensors; and

a cap arranged substantially perpendicular to said vertical axis to overlie said optic separator; wherein

said at least one first and second photosensors, respectively, have a substantially planar light-sensitive surface for receiving an input light from a source of light and further having an output terminal for providing an output electrical signal responsive to said input light; and wherein
horizontal movement of said diffuser assembly determines a quantity of said input light transmitted to each of said at least one first and second photosensors.

8. The photosensor arrangement of claim 7, and further comprising a diffuser support configured to protect the output terminals from mechanical fatigue.

9. A heating/cooling system control element for a vehicle, the heating/cooling system control element comprising:

   a circuit assembly having a vertical axis, said vertical axis defining a vertical plane, at least one first side, and at least one second side opposite said at least one first side, said at least one first side and said at least one second side being located substantially in said vertical plane;
   at least one first photosensor attached to said at least one first side;
   at least one second photosensor attached to said at least one second side;

   and

   a diffuser arranged substantially perpendicular to said vertical axis to overlie said at least one first and second photosensors, said diffuser being movable with respect to said at least one first and second photosensors; wherein said at least one first and second photosensors, respectively, have a substantially planar light-sensitive surface for receiving an input light from the source of light and further having an output terminal for providing an output electrical signal responsive to said input light; and wherein horizontal movement of said diffuser assembly determines a quantity of said input light transmitted to each of said at least one first and second photosensors.

10. The heating/cooling system control element of claim 9, wherein said diffuser comprises:

    a diffuser support; and

    at least one diffuser lens mounted on said diffuser support.
11. The heating/cooling system control element of claim 10, and further comprising a cap arranged substantially perpendicular to said vertical axis to overlie said diffuser and said circuit assembly.

12. The heating/cooling system control element of claim 9, and further comprising an optic separator arranged substantially perpendicular to said vertical axis to overlie said diffuser and said circuit assembly to thereby create a bounded field of view for said at least one first and second photosensors.

13. The heating/cooling system control element of claim 9, and further comprising a diffuser support configured to protect the output terminals from mechanical fatigue.

14. The heating/cooling system control element of claim 13, and further comprising a diffuser support configured to protect the output terminals from mechanical fatigue.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(6) : G01J 01/20; G08B 17/12
US CL : 250/203.4; 236/1B, 49.3, 91C; 126/573

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

U.S. : 250/203.4; 236/1B, 49.3, 91C; 126/573

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

NONE

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

USPTO EAST DATABASE

search terms: diffus$, solar adj sens$, dual$

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A,P</td>
<td>US 5,957,375 A (WEST) 28 September 1999 (28.09.99), see entire document.</td>
<td>1-14</td>
</tr>
<tr>
<td>A</td>
<td>US, 5,518,176 A (TURNER ET AL) 21 May 1996 (21.05.96) see entire document,</td>
<td>1-14</td>
</tr>
<tr>
<td>A</td>
<td>US 5,234,049 A (PALAZZETTI ET AL) 10 August 1993 (10.08.93), see entire document.</td>
<td>1-14</td>
</tr>
<tr>
<td>A</td>
<td>US 4,320,288 A (SCHLARLACK) 16 March 1982 (16.03.82), see entire document.</td>
<td>1-14</td>
</tr>
<tr>
<td>A</td>
<td>US 4,933,550 A (HEGYI) 12 June 1990 (12.06.90), see entire document.</td>
<td>1-14</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☐ See patent family annex.

Date of the actual completion of the international search

10 FEBRUARY 2000

Date of mailing of the international search report

07 MAR 2000

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks

Box PCT
Washington, D.C. 20231

Facsimile No. (703) 305-3230

Authorized officer

STEPHANE B. ALLEN

Telephone No. (703) 308-4828

Form PCT/ISA/210 (second sheet)(July 1992)