Title: A BATH WITH INTERCHANGEABLE FITTING

Abstract: A bath includes in or associated with an upper wall or rim section of the bath at least one water connection, a neck water outlet fitting 2 interchangeably connectable to the water connection to when connected direct a flow of water generally centrally on to the neck and/or upper back of a bather reclining against the adjacent bath wall, and a shoulders water outlet fitting or fittings 15 interchangeably connectable to the water connection to when connected direct a flow of water on to the shoulders or front shoulder regions of a bather reclining against the adjacent bath wall.
FIELD OF INVENTION

The invention comprises an improved form of bath with one or more of an interchangeable neck jet pillow fitting and a fitting (or fittings) which deliver water on to the shoulders of a bather.

BACKGROUND OF THE INVENTION

A standard bath typically is filled generally with warm water, from taps or a mixer and spout, and is used for bathing.

A spa bath also incorporates an intake and a number of spa jets positioned in the bath side walls, and piping around the exterior of the bath, through which water is circulated from an intake to the jets in the side walls of the bath by one or more pumps. A spa bath provides the bather(s) with a more luxuriant bathing experience.

A whirlpool available from Kohler Co may include a pillow with one or more associated neck jets that deliver water at the base of a reclining bathers neck (see www.kohlerco.com).

SUMMARY OF THE INVENTION

It is an object of the invention to provide an improved or at least alternative form of bath, which enables further enhancement of the bathing experience.

In broad terms in one aspect the invention comprises a bath including: in or associated with an upper wall or rim section of the bath at least one water connection, a neck water outlet fitting interchangeably connectable to the water connection to when connected direct a flow of water generally centrally on to the neck and/or upper back of a bather reclining against the adjacent bath wall, and a shoulders water outlet fitting or fittings
interchangeably connectable to the water connection to when connected direct a flow of water on to the shoulders or front shoulder regions of a bather reclining against the adjacent bath wall.

Preferably the bath includes in or associated with each of two or more spaced upper wall or rim sections of the bath at least one water connection to which either said neck or water outlet fitting or shoulders water outlet fitting(s) can be interchangeably connected.

Preferably each of said water connections incorporates a one way valve which is opened by connection of either of said neck or shoulders water outlet fittings to the water connection and is closed to prevent water flow from the connection when the water outlet fitting is removed.

The neck water outlet fitting is arranged to deliver a flow of water which is wider than it is deep.

Preferably the shoulders water outlet fitting(s) provide two spaced water outlets one positioned to direct a water flow onto the left-side upper body of a bather and the other positioned to direct a water flow at the same temperature onto the right-side upper body of the bather.

The shoulders water outlets may be each arranged to deliver a flow of water which is wider than it is deep.

Preferably the bath includes a pump and water recirculation system arranged to recirculate a flow of water from the bath through the neck and shoulders water outlet fittings. The bath may also include a suction inlet from which water is drawn and a number of spa outlets or jets in the walls of the bath through which water is recirculated back into the bath.

In broad terms another aspect of the invention comprises a bath including: one or more water connections provided in an upper wall or rim section of the bath at at least two space
locations about the bath, a neck water outlet fitting interchangeably connectable to said water connection(s) at any of said locations about the bath to deliver water from above the water level in the bath onto the neck and/or upper back of a bather reclining against the bath wall below the neck water outlet fitting, and a pair of left and right shoulders water outlet fittings connectable to the water connection(s) at any of said locations about the bath so that when connected said shoulders water outlet fittings comprise left and right side fittings positioned to direct a water flow from above the water level in the bath onto the left side and right side respectively of a bather reclining against the bath wall below the shoulders water outlet fittings.

The neck and shoulders fittings can be interchangeably connected to the water connection(s) of the bath provided for this purpose, which is/are typically positioned in one or more junction portions of the bath which each join a wall section of the bath which defines the bath cavity, with a surrounding rim section around the bath cavity, without the use of tools ie manually by a bather before using the bath, who may select which fitting to use, if any.

In a preferred form the shoulders fitting comprises two spaced apart water outlets which will in use direct a flow of water onto the shoulders and/or front upper body of a person sitting in the bath between the two shoulders outlets, against the bath wall. The two spaced water outlets may be provided by two separate fittings, one positioned so that it will in use direct a water flow onto the left-side upper body of the bather and the other positioned so that it will direct a water flow into the right-side of the upper body of the bather.

Preferably the separate shoulder fittings are rotatably or pivotably mounted so that each may be pivoted to alter the angle of water flow, enabling a bather to optimise the water flow onto the bather. However in an alternative form the shoulders water outlet fitting may for example be arranged to direct a wide flow of water across the shoulders region of a bather, from behind. The water flow may be the bath water recirculated by one or more pumps such as the spa pump in the case of a spa bath or similar, or by another dedicated pump, or fresh warm (or cold) water (non-recirculated).
In a preferred form the neck water outlet fitting is associated with a pillow formed of a compressible material such as synthetic foam which may be fitted to a junction portion of the bath which joins a wall section of the bath which defines the bath cavity with a surrounding rim section around the bath cavity. The pillow includes one or more apertures through which water is delivered (through the pillow) onto the back of the neck and top of the back of a bather. Alternatively the pillow may be formed of a water permeable material or comprise a water permeable covering material.

A standard (single person) bath may include a water supply connection at one end of the bath only. A bath designed to accommodate two persons sitting in the bath against opposite ends of the bath may incorporate water supply connections at both ends of the bath. A bath designed to accommodate two persons sitting side by side may incorporate side by side water supply connections side by side. A spa bath or pool designed to accommodate up to three or more persons may incorporate water supply connections in accordance with the invention at a number of seating positions around the bath or pool. In this specification the term "bath" is intended to also include spa baths and spa pools, including and also known as spas, whirlpools, and jacuzzis.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The invention is further illustrated by the following description of an embodiment of a bath of the invention, which is described by way of example and without intending to be limiting. In the drawings:

Figure 1 is a perspective view generally showing a bath with interchangeable neck pillow and shoulders fittings of the invention,

Figure 2 is a close up view of the neck pillow fitting of the bath,

Figure 3 shows the pillow removed, but with a pipe fitting on which the neck pillow sits and which delivers water through the pillow in place,
Figure 4 is a view similar to Figure 3 but with the pipe fitting disconnected from two water connections in the bath,

Figure 5 is a close up view of the shoulders water outlet fittings of the bath, which also incorporate a neck pillow between,

Figure 6 is a view similar to Figure 5 but with one of the shoulders water outlet fittings disconnected from one of the water connections in the bath, and with the neck pillow removed,

Figure 7 is a view from above of one of the shoulders water fittings,

Figure 8 is a front view of the shoulders water fitting, and

Figure 9 is a cross-section view of one of the shoulders water fittings.

DETAILED DESCRIPTION OF PREFERRED FORM

Referring to Figure 1, the bath shown therein is a spa bath designed to accommodate up to three persons. The bath incorporates an inlet from which water is drawn and a number of spa outlets or jets from which water is pumped back into the bath. Parts 1 of the walls of the bath are shaped so as to be comfortable for bathers sitting in the bath and leaning back against the side of the bath.

The bath is shown in Figure 1 configured with a neck water outlet fitting indicated generally at 2, a shoulders water outlet fitting at 3, and a simple pillow at 4. Referring particularly to Figures 4 and 6, water connections 5 are provided above each position 1, in the upper wall of the bath and in particular as shown in a junction portion of the bath which joins the wall of the bath with the surrounding rim section around the bath cavity.

When the bath is filled with water and a pump operated (which may be the spa pump of a spa bath or a separate pump), water is delivered from the water connections 5. Where a
neck fitting is provided as at 2, water is directed by the neck fitting to flow onto the back of the neck and/or the upper back of a person sitting in the bath and leaning against the bath wall, and typically resting their head on the associated compressible pillow. The shoulders fittings 3 will deliver water onto the shoulders and/or front upper body of a bather. The neck and shoulders fittings are interchangeable they may be unplugged from and swapped between the water connections 5. Alternatively the neck and/or shoulders fittings at one or more of the bathing position(s) maybe removed altogether and optionally replaced with a simple pillow. For example in the case of a bath for two persons having a bathing position at either end, two neck pillows/fittings 2 may be provided at either end of the bath or alternatively two shoulders fittings 3, or neck fittings at one end and shoulder fittings at the other. In a three or four person bath the neck and or shoulder fittings of each bathing position are similarly interchangeable or removable. Preferably the water supply connections 5 each incorporate a one way valve which is normally closed to prevent water from flowing, and which is opened (only) when a neck fitting or shoulders fitting is plugged into the water supply connection.

Referring in particular to Figures 2, 3 and 4, the neck fitting in the preferred form comprises an optional pillow 7 formed for example of a compressible material such as synthetic foam, and a pipe fitting 8 with water outlets 9, and a plug fitting 10 at either end which enables the pipe fitting to be connected to the bath by plugging its either end 10 into water outlets 5 as shown in Figure 3. The pillow 7 is then placed over the pipe fitting 8. The pillow 7 incorporates an aperture 13 through which water is in use delivered, which will gently hit the back of the neck and upper back of the bather (depending on the height of the bather). Alternatively the pillow maybe formed of a water permeable material or comprises a water permeable covering material and water is delivered through the pillow onto the back of the neck and/or upper back of a bather.

Referring to Figures 1, 4 and 5, to provide shoulders fittings a pillow 7 is optionally provided which may again be formed from a synthetic foam material for example, and on either side of the pillow are mounted left and right shoulders water fittings 15 including outlets 16, which are also when in place connected to the water connections 5 so that they will in use direct a flow of water onto the shoulders and/or upper body of a bather sitting in
the bath, on both the left and right sides as shown. Preferably the fittings 15 provide water outlets 16 which are elongate in shape as shown so that the flow of water from each fitting 15 is wider than it is deep, or laminar, so that when the water flows impact the shoulders of a bather they will cover and warm as much of the bather’s upper body exposed above the water in the bath, as possible. It has been found optimal for achieving a flat laminar flow that the slot-shaped water outlets have a slightly larger dimension at either end of the slot relative to the centre width of the slot. Alternatively however the outlets 16 may comprise a number of smaller elongate or circular outlets for example.

Figures 7 to 9 show one form of a single fitting 15 by way of example. The fitting which has a hollow interior also has a hollow mounting neck 20 which can removably plug into a water supply connection 5 shown in cross-section and separate from the bath wall. A user can pivot the fitting 15 in the direction of arrows P by pushing or pulling the top of the fitting. A pipe 21 from the water pump of the bath or alternatively a separate pump, connects to the part 5 and an more O-ring seals between the mounting neck 20 and the water connection 5.

In the bath shown by way of example each fitting 15 can pivot inwardly around its mounting neck 20 in water outlet 5, which enables a bather sitting in the bath to perfect the aim of the water flow onto the bather’s upper body. In an alternative form the shoulders water fittings similar to those shown may be fixed rather than having the ability to be pivoted by a bather as described.

Preferably the shoulders outlet fittings are shaped so that they blend smoothly into the shape of the bath as shown.

The foregoing describes the invention including a preferred form thereof. Alterations and modifications as will be obvious to those skilled in the art are intended to be incorporated in the scope hereof as defined in the accompanying claims.
WHAT WE CLAIM IS:

1. A bath (as herein defined) including:

   in or associated with an upper wall or rim section of the bath at least one water connection,

   a neck water outlet fitting interchangeably connectable to the water connection to when connected direct a flow of water generally centrally on to the neck and/or upper back of a bather reclining against the adjacent bath wall, and

   a shoulders water outlet fitting or fittings interchangeably connectable to the water connection to when connected direct a flow of water on to the shoulders or front shoulder regions of a bather reclining against the adjacent bath wall.

2. A bath according to claim 1 including in or associated with each of two or more spaced upper wall or rim sections of the bath at least one water connection to which either said neck or water outlet fitting or shoulders water outlet fitting(s) can be interchangeably connected.

3. A bath according to either one of claims 1 and 2 wherein each of said water connections incorporates a one way valve which is opened by connection of either of said neck or shoulders water outlet fittings to the water connection and is closed to prevent water flow from the connection when the water outlet fitting is removed.

4. A bath according to either one of claims 2 and 3 wherein said water connections are provided in different upper wall or rim sections of the bath each above a wall section of the bath which is shaped to accommodate a bather sitting in the bath and reclining against the shaped wall section of the bath.

5. A bath according to any one of claims 1 to 4 wherein the neck water outlet fitting is associated with a pillow formed of a compressible material which can be fitted to the bath.
6. A bath according to claim 5 wherein the pillow includes one or more apertures through which water is delivered through the pillow onto the back of the neck and/or upper back of a bather.

7. A bath according to claim 5 wherein the pillow is formed of a water permeable material or comprises a water permeable covering material and water is delivered through the pillow onto the back of the neck and/or upper back of a bather.

8. A bath according to any one of claims 5 to 7 wherein the pillow fits over and is a separate component from the neck water outlet fitting.

9. A bath according to any one of claims 1 to 8 including associated with a said upper wall or rim section of the bath two water connections and wherein the neck water outlet fitting is interchangably connectable at two ends to said two water connections and where the neck water outlet fitting comprises one or more water outlets intermediate of the fitting between the two ends thereof.

10. A bath according to any one of claims 1 to 9 where the neck water outlet fitting is arranged to deliver a flow of water which is wider than it is deep.

11. A bath according to any one claims 1 to 10 wherein the shoulders water outlet fitting(s) provide two spaced water outlets one positioned to direct a water flow onto the left-side upper body of a bather and the other positioned to direct a water flow at the same temperature onto the right-side upper body of the bather.

12. A bath according to claim 11 wherein the shoulders water outlets are each arranged to deliver a flow of water which is wider than it is deep.

13. A bath according to any one of claims 1 to 12 wherein the shoulders water outlet fitting(s) include two spaced apart left and right side shoulders fittings one positioned to
direct a water flow onto the left-side of a bather and the other positioned to direct a water flow at the same temperature onto the right-side upper body of the bather.

14. A bath according to any one of claims 11 to 14 wherein the left and right side shoulders water outlet fittings are provided on either side of a central pillow.

15. A bath according to any one of claims 12 to 14 wherein the left and right side shoulders water outlet fittings are pivotally mounted to enable adjustment of the direction of water flow from the fittings onto the bathers upper body.

16. A bath according to claim 15 wherein the left and right side shoulders water outlet fittings each comprise a hollow interior and a hollow mounting neck by which the fitting is pivotally connectable to a said water connection in said upper wall or rim section of the bath.

17. A bath according to either one of claims 15 and 16 wherein the left and right side shoulders water outlet fittings are integral with a pillow and comprise flexible side portions of said pillow.

18. A bath according to any one of claims 1 to 17 wherein said upper wall or rim section of the bath is part of an end wall section which is approximately convexly curved over at least a part of the height of the wall section.

19. A bath according to any one of claims 1 to 18 including a pump and water recirculation system arranged to recirculate a flow of water from the bath through the neck and shoulders water outlet fittings.

20. A bath according to any one of claims 1 to 19 which also includes a suction inlet from which water is drawn and a number of spa outlets or jets in the walls of the bath through which water is recirculated back into the bath.
21. A bath according to claim 19 wherein one or more of said spa outlets or jets are provided in a wall section of the bath to direct water against the back of the bather.

21. A bath (as herein defined) including:

    one or more water connections provided in an upper wall or rim section of the bath at at least two space locations about the bath,

    a neck water outlet fitting interchangeably connectable to said water connection(s) at any of said locations about the bath to deliver water from above the water level in the bath onto the neck and/or upper back of a bather reclining against the bath wall below the neck water outlet fitting, and

    a pair of left and right shoulders water outlet fittings connectable to the water connection(s) at any of said locations about the bath so that when connected said shoulders water outlet fittings comprise left and right side fittings positioned to direct a water flow from above the water level in the bath onto the left side and right side respectively of a bather reclining against the bath wall below the shoulders water outlet fittings.

22. A bath according to claim 21 including a pillow associated with the neck water outlet fitting and wherein the left and right shoulders water outlet fittings are provided on either side of a second pillow component.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
Int. Cl. 7: A47K 3/00, 3/02, 3/10, A61H 33/02.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC: A47K 3/00, 3/02, 3/10, A61H 33/02.

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
AU IPC: A47K 3/00, 3/02, 3/10, A61H 33/02.

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
DWPI: (BATH+ OR SPA+ OR JACUZZI+ OR +TUB+ OR POOL+) AND (JET+ OR SPRAY+) AND (ATTACH+ OR FIT+ OR INTERCHANG+ OR DETACH+ OR NECK+ OR SHOULDER+ OR BACK+ OR TORSO+)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

[Checkmark] Further documents are listed in the continuation of Box C  [Checkmark] See patent family annex

* Special categories of cited documents:

*A* document defining the general state of the art which is not considered to be of particular relevance

'E' earlier application or patent but published on or after the international filing date

'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

'O' document referring to an oral disclosure, use, exhibition or other means

'P' document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X' document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y' document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'*&' document member of the same patent family

Date of the actual completion of the international search
23 February 2005

Date of mailing of the international search report
25 FEB 2004

Name and mailing address of the ISA/AU
AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
E-mail address: pct@ipaaustralia.gov.au
Facsimile No. (02) 6285 3929

Authorized officer
R. WEBER
Telephone No: (02) 6283 2546

Form PCT/ISA/210 (second sheet) (January 2004)
### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
This Annex lists the known "A" publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>US 4912782</td>
<td>EP 440842</td>
</tr>
<tr>
<td>US 5276926</td>
<td>NIL</td>
</tr>
<tr>
<td>US 5537696</td>
<td>AU 39929/93</td>
</tr>
<tr>
<td>US 20020053105</td>
<td>NIL</td>
</tr>
<tr>
<td>CA 2305988</td>
<td>NIL</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.

END OF ANNEX