Abstract: A DC-DC converter is provided with a first estimator unit (RAE, RLPF, RHPF) for performing an accurate control signal estimation and a second estimator unit (FEU, Δ VEU) for performing a fast control signal estimation. In addition, a switching unit (SU) is provided for switching to an output of the first estimator unit (RAE, RLPF, RHPF) during almost constant control signal conditions and for switching to an output of the second estimator unit (FEU, Δ VEU) during changing control signal conditions to provide an estimation on the required control signal.
DC-DC converter with switchable estimators

Field of the invention

The invention relates to a DC-DC converter, a method for converting DC voltages and a device with a DC-DC converter, particularly a mobile device.

Background of the invention

Converters for converting a DC voltage in a DC voltage, typically measure the inductor current and the output/capacitor voltage and use these measurements as input for the controller for the DC-DC conversion. As a response to the occurrence of errors in the state is desired, the errors in the state need to be known so besides the measured current state, also the required state should be known, which may consist of the required inductor current and the required capacitor/output voltage. Typically the output voltage corresponds to the state variable which will be controlled, and the value thereof will typically be known. However, the also required inductor current is more difficult to obtain. The relation between the inductor current and other system parameters may differ depending on the particular type of DC-DC converter.

However, the inductor current will always depend on the load current. If this load current is not known, it may be considered as a disturbance from the outside of the system.

Instead of determining the particular load current, it may also be possible to determine further currents or voltages within the circuit to determine the required inductor current indirectly or the error in the inductor current directly. For example, in a so-called buck converter, the error in the inductor current will correspond to the capacitor current and can be determined directly.

The load current may be determined by measuring the load current. However, in order to measure the current, a resistor typically is placed in series with the load. If a relatively large resistance is used, accurate measurements will be enabled, but this will on the other hand lead to a greater power dissipation and a greater voltage drop during transients. On the other side, a smaller resistor will make it
more difficult to measure the current accurately and a very sensitive and accurate operation amplifier will be required. Furthermore, if the load current is to be determined by measurement, these current measurements of the inductor current and the load current need to be matched as the error in the inductor current is a function of the measured actual inductor current and the load current.

Alternatively, the load current is not measured in several control systems but it can be compensated via a control loop. For the case that the load current is present in the control loop, such a situation is referred to as estimation of the load current. In other words, such an estimator for a disturbance from the outside may be referred to as a disturbance estimator.

Fig.1 shows a block diagram of a complete converter system according to the prior art. The converter comprises a switching converter unit SCU, an estimator unit EU with a required estimator unit REU and a controller CU. The switching converter SCU comprises three inputs, namely the input voltage $V_{in}$, the load current $I_{load}$ and the duty-cycle $d$. It should be noted that merely the duty-cycle $d$ of these three inputs can be controlled by the controller CU. The other two inputs are determined by further external elements. The outputs of the switching converter SCU are the inductor current $i_L$ and the capacitor voltage $v_c$. These two outputs can be measured and constitute the output signals. The inductor current $i_L$ and the capacitor voltage $v_c$ are input to the estimator unit EU. Furthermore, the capacitor voltage $v_c$ is forwarded to a summation unit SUM where a reference voltage $V_{ref}$ is subtracted from the capacitor voltage $V_c$ in order to determine the error $e_{v_c}$ in the capacitor voltage. In the estimator unit EU the error $EIE$ in the inductor current is determined. Apart from the error $e_{v_c}$ in the capacitor voltage and the error in the inductor current $EIE$, also the required capacitor voltage $V_{c_ref}$, the required inductor current $i_{s,REF}$, the input voltage $V_i$ and possibly some other parameters may constitute inputs for the controller CU. The controller CU outputs the duty-cycle $d$ as output signal. The estimator EU may receive the inductor current $i_L$, the capacitor voltage $v_c$ and the duty-cycle as input signals. The outputs of the estimator unit EU constitute the required inductor current $RIE$ and the error in the inductor current $EIE$. Accordingly, the controller CU does not need to
know the load current as the relation of the required inductor current on the load current is dealt with in the estimator.

In the article "Discrete sliding mode control for DC/DC converters", Power Electronics Congress, 2000 CIEP 2000, VII IEEE International, 15-19 Oct. 2000, Pages 231-236 by Orosco et al., a DC-DC converter is shown, wherein an estimation of the error in the inductor current is obtained by high pass filtering of the measured inductor current.

Summary of the invention

It is an object of the invention to provide a DC-DC converter that allows an improved control signal estimation.

This object is solved by a DC-DC converter according to claim 1, by a method for DC-DC conversion according to claim 10 and a mobile device according to claim 11.

Therefore, a DC-DC converter comprises a first estimator unit for performing an accurate control signal estimation and a second estimator unit for performing a fast control signal estimation. In addition, a switching unit is provided for switching to an output of the first estimator unit during almost or substantially constant control signal conditions and for switching to an output of the second estimator unit during substantially changing control signal conditions to provide an estimation on the required control signal.

Accordingly, the estimation of the control signal can be performed by an estimator which is best for the particular estimation according to the current signal condition. Hence, an accurate but slow estimator is used during substantially constant control signal conditions and a fast but less accurate estimator is used during changing control signal conditions.

According to an aspect of the invention, the DC-DC converter comprises an inductor and an output capacitor which are coupled to a load. Here, the first estimator unit estimates a required inductor current for a load by measuring a low frequency part of an inductor current, wherein the required inductor current constitutes a control signal. The second estimator estimates a required inductor current for a load by measuring voltage changes on the output capacitor. Hence, this DC-DC converter
can estimate a required inductor current accurately or fast according to the current signal conditions.

According to a further aspect of the invention, the second estimator unit receives the voltage of the output capacitor and the inductor current at the start and the end of a last period and outputs an estimation on the required inductor current based on a subtraction of a capacitor current from the measured inductor current. The capacitor current is determined by multiplying the voltage changes on the output capacitor with a value of the output capacitance and by dividing the result thereof by the time period. Therefore, the required inductor current can be estimated by simple multiplication and division steps.

According to still a further aspect of the invention, the second estimator unit receives the voltage of the output capacitor and a duty cycle and outputs an estimation on the required inductor current based on a subtraction of the capacitor current from the measured inductor current. A derivative of the output capacitor voltage is multiplied with the value of the output capacitance in order to determine the capacitor current.

According to an aspect of the invention, the second estimator unit receives the voltage of the output capacitor and a duty cycle and outputs an estimation on the required inductor current. The estimation is performed by subtracting the capacitor current from the result of a multiplication of the measured inductor current by one minus the duty cycle. The result of the subtraction is divided by a result of a low pass filtering of one minus the duty cycle. The capacitor current is determined by multiplying the voltage changes on the output capacitor with the value of the output capacitance and by dividing this by the time period.

According to still a further aspect of the invention, the second estimator unit receives the voltage of the output capacitor and the output inductor current as well as the duty cycle. The second estimator outputs an estimation on the required inductor current. The estimation is performed by subtracting a capacitor current from the result of a multiplication of the measured inductor current by one minus the duty cycle. The result of the subtraction is divided a result of low pass filtering of one minus the duty cycle. A derivative of the output capacitor voltage is multiplied by the value of the output capacitance to determine the capacitor current.
The invention also relates to a method for DC-DC conversion. An accurate control signal estimation, and a fast control signal estimation is performed. It is switched to the output of the accurate control signal estimation during substantially constant control signal conditions and to an output of the fast control signal estimation during substantially changing control signal conditions in order to provide an estimation on the required control signal.

The invention furthermore relates to a mobile device with a DC-DC converter comprising a first estimator for performing an accurate control signal estimation and a second estimator for performing a fast control signal estimation. In addition, a switching unit is provided for switching to an output of the first estimator during almost or substantially constant control signal conditions and for switching to an output of the second estimator unit during substantially changing control signal conditions to provide an estimation on the required control signal.

The invention relates to the idea to provide a switching estimator which combines two estimating principles into a single estimator. The accurate estimator is slow but accurate such that it constitutes a good solution for constant load conditions while the fast estimator is fast but not very accurate. Accordingly, for constant conditions with a constant current load, the accurate estimation will be used while during changing conditions after a load change the fast estimator is used. Therefore, the different load conditions are differentiated. During constant load conditions the capacitor voltage is constant while a significant change in the load conditions will result in a change in the capacitor voltage. Accordingly, the capacitor voltage can be used to differentiate between load conditions. If the delta of the capacitor voltage is small, the load conditions are constant and the accurate estimator can be used. If the delta of the capacitor voltage $V_c$ exceeds a predetermined limit, the load conditions are changing and the fast estimator will be required.

Other aspects of the invention are defined in the dependent claims.

The embodiments of the invention, and their the advantages are now described in more detail with reference to the drawings:

**Brief description of the drawings**

Fig. 1 shows a block diagram of a complete converter system according to the prior art;
Fig. 2 shows a block diagram of a switching estimator according to a first embodiment;

Fig. 3 shows a block diagram of a DC converter according to the second embodiment;

Fig. 4 shows a block diagram of a DC converter according to the third embodiment;

Fig. 5 shows a block diagram of a switching estimator according to a fourth embodiment;

Fig. 6 shows a block diagram of a switching estimator according to a fifth embodiment;

Fig. 7 shows a block diagram of a switching estimator according to a sixth embodiment;

Fig. 8 shows a block diagram of a switching estimator according to a seventh embodiment;

Fig. 9 shows a block diagram of a load current estimator according to an eighth embodiment of the invention;

Fig. 10 shows a block diagram of a load current estimator according to a ninth embodiment;

Fig. 11 shows a graph of the estimated load current and the output voltage response for a converter according to Fig. 3;

Fig. 12 shows a graph of a response of the estimated load current, an inductor current and a capacitor voltage;

Fig. 13 shows a block diagram of the converter system according to a tenth embodiment;

Fig. 14 shows a graph of the measurement capacitor voltage error as a function of time for steady state conditions;

Fig. 15 shows a graph of measured capacitor voltage error and inductor current during steady state conditions;

Fig. 16 shows a graph of the measured capacitor voltage error and the inductor current;

Fig. 17 shows a graph of the measured capacitor voltage error and inductor current;
Fig. 18 shows a block diagram of a switching error estimator according to the eleventh embodiment.

**Description of the preferred embodiments**

A first embodiment of the invention relates to a DC-DC converter which comprises a switching estimator. The switching estimator is able to switch between an accurate estimator and a fast estimator based on the load conditions of the DC-DC converter.

Estimating a required inductor current can be performed by a first estimator, i.e. an accurate estimator, wherein an averaging is used to achieve an accurate estimation. However, such an accurate estimator has a slow response to changes. The estimation is performed by using the low frequency part of the measured inductor current, i.e. a low pass filter estimator is used. Within a steady state, the average of the inductor current over an amount of several periods corresponds to the required inductor current for the average of the present load current. In other words, low frequency components of both these currents should correspond to each other. Accordingly, the low frequency parts of the inductor current can be used to estimate the required inductor current. However, due to the low pass filtering characteristics such an estimator is slow although accurate and not noise sensitive.

According to a second estimator, which is referred to as a fast estimator, the most recent data for responding to any changes of the loads is used. Such an estimator is fast but not very accurate. Such an estimator may also be referred to as delta capacitor voltage $\Delta V_c$ estimator as it uses the measured capacitor voltage and the inductor current in order to perform an estimation of the required inductor current for the present load current. If any changes in the capacitor voltage $V_c$ are measured and the output capacitance is known, the capacitor current can be calculated. Accordingly, it can be seen to what extent the current supply to the load originates from the switched inductor current itself. If both these currents are equal, the capacitor current will be zero. If the error in the current supply to the load is known, the difference between the present inductor current and the required inductor current may be calculated. This can be performed by utilizing the relation between the load current and the inductor current within a steady state depending on the converter type and input versus output voltage ratio. For the case of a buck converter the average inductor
current equals the average load current in steady state. Although the delta voltage estimator can respond very fast to changes, it is also very sensitive to noise and is thus less accurate in particular during almost constant conditions when compared to the accurate estimator.

Fig. 2 shows a block diagram of a switching estimator according to a first embodiment. Such a switching estimator SEU may be used in the converter system according to Fig. 1, wherein the estimator EU is replaced by the switching estimator according to Fig. 2. The switching estimator comprises a resettable accurate estimator RAE, a fast estimator FEU, an amplitude detector ADU and a switching unit SU for switching between the resettable accurate estimator RAE and the fast estimator FEU. Both these estimators use different input signals according to the particular type of the DC converter. According to the state of the switching unit SU, the output of one of the estimators is used as output signal, namely the required inductor current estimation RIE. The switching unit SU is coupled to the amplitude detector unit ADU and is thus controlled as a function of the variations in the capacitor voltage $V_c$. The derivative of the capacitor voltage $V_c$ is determined in the $d/dt$ block $ddt$. The amplitude detector ADU unit decides based on this derivative whether the variations in the capacitor voltage is large enough to switch to the fast estimator FEU as this estimator should be used during and after load changes. The resettable accurate estimator RAE can be reset and can start with a new initial reset value RESV. The last estimation from the fast estimator FEU which constitutes the best available estimation after a load change may be used as reset value RESV.

Fig. 3 shows a block diagram of a DC converter according to the second embodiment. Here, a buck converter is depicted, wherein the relation between the load current and the inductor current during steady state is quite simple as they are equal. Accordingly, the required inductor current is equal to the load current and the required inductor current estimation can be referred to as load current estimation. The converter comprises a converter CVU, an estimator unit EU having a load estimator unit LEU and a duty-cycle controller DCC. The estimator unit receives the inductor current $i_L$ and the capacitor voltage $V_c$ as input and outputs a load current estimation IE and an error in the inductor current estimation EIE. Accordingly, the duty-cycle
controller DCC is used to control the overall buck converter. The output of the duty-cycle controller DCC corresponds to the duty-cycle of the converter CVU. Accordingly, the output of the duty-cycle controller DCC constitutes the input signal of the converter CVU.

Fig. 4 shows a block diagram of a DC converter according to the third embodiment. The converter comprises a converter CVU, an estimator unit EU, a current mode controller CMC and an inner current control loop CCLU. Here, a linear current mode controller CMC is used to control the buck converter. The output of the current mode controller CMC constitutes the desired current which should flow through the inductor. A separate inner current control loop CCLU is therefore required. The output of the inner current control loop CCLU constitutes the information regarding the inductor current and is output to the estimator unit EU.

Within an alternative embodiment, a boost converter instead of a buck converter may be implemented which corresponds to the general converter system as shown in Fig. 1.

Fig. 5 shows a diagram of a switching estimator DSLEU according to a fourth embodiment. Here, a fast estimator FEU is implemented as a discrete-time implementation using the measured capacitor voltage \( V_c \) and the inductor current \( i_L \) at the start and the end of the last period in order to estimate the load current. In other words, a delta capacitor voltage estimator is implemented.

If the change in capacitor voltage \( v_c \) during one period is accurately measured and the output capacitance \( C \) is known, then the average capacitor current during this period can be calculated, according to (1), by multiplying the voltage change with the capacitance value \( C \) and dividing it by period \( T \).

\[
\bar{i}_c[k] = |r(v_c^{[*]} - v_c^{[*-1]}) \rightarrow \bar{i}_c(z) = \frac{C}{T} \frac{(z - 1)}{z} v_c(z) \quad (1)
\]

In (1), the right hand side expresses the \( z \)-domain equivalent of the discrete-time expression on the left hand side. The inductor current \( i_L \) is also measured, such that the average inductor current during one period can be calculated too, by taking the average of the inductor current at the start and end of the last period, as shown in (2).
\[
\bar{i}_L[k] = \frac{1}{2}(i_L[k] + i_L[k-1]) \rightarrow \bar{i}_L(z) = \frac{z+1}{\Delta z} i_L(z)
\] (2)

As the load current \(i_{\text{load}}\) is equal to the inductor current minus the capacitor current, the average load current during the last period can be calculated in (3), by subtracting the result of (2) from (1).

\[
\bar{i}_{\text{load}}[k] = \bar{i}_L[k] - \bar{i}_c[k]
\] (3)

The estimation for the load current \(\dot{i}_{\text{load}}\) corresponds to the average that was calculated for the last period.

Accordingly, Fig.5 shows a block diagram of the \(\Delta v_c\) estimator, implementing Equs (1), (2) and (3), and which forms a part of the total switching estimator. The estimator comprises a resettable low pass filter RLPF which corresponds to the resettable accurate estimator RAE according to Fig.2. The fast estimator unit FEU is implemented by the discrete time \(\Delta v_c\) estimator.

Fig.6 shows a block diagram of a switching estimator CSLEUI according to a fifth embodiment. Here, the fast estimator is implemented as a continuous time implementation which constitutes an equivalent implementation as compared to the load estimator according to Fig.5. Here, the measured capacitor voltage \(V_c\) and inductor current \(i_L\) are used to estimate the load current \(i_{\text{load}}\). Accordingly, this estimator may also be referred to as delta capacitor voltage estimator. In this continuous time case, the derivative of the capacitor voltage \(\dot{vc}\) obtained by the \(\frac{d}{dt}\) block \(\frac{d}{dt}\) is used to calculate the capacitor current by multiplying it with the capacitance value of \(C\). By subtracting this capacitor current \(i_c\) from the measured inductor current \(i_L\) in the summation unit SUM, the load current \(\dot{i}_{\text{load}}\) results, which then forms the load current estimation of the \(\Delta v_c\) estimator. The resettable accurate estimator is implemented by a resettable low pass filter RLPF. The switching unit SU decides according to the output of the amplitude detection unit ADU to switch to the output of the resettable low pass filter RLPF (the accurate estimator) or to the output of the summation unit SUM which constitutes the output of the fast estimator.

Fig.7 shows a block diagram of a switching estimator according to a sixth embodiment. In Fig.7, a detailed implementation of a low pass filter estimator RLPF which is resettable is shown for a discrete-time implementation of the converter.
according to Fig.5. Here, the low pass filter RLPF is shown in more detail. In particular, the low pass filter RLPF comprises low pass filter units RLPF1 - RLPF3. The cut off frequency of the low pass filter RLPF should not be higher than the resonance frequency of the LC filter of the buck converter. Furthermore, the bandwidth of the low pass filter RLPF should not be chosen to small because the estimator might become very slow. By choosing the low pass filter RLPF as a first order HR filter, the estimated load current $i_{\text{load-est}}[k]$ at the clock cycle $k$ is given in equation (4):

$$i_{\text{load-est}}[k] = \left(1 - e^{-\frac{\tau}{4\sqrt{LC}}}\right) i_L[k] + e^{-\frac{\tau}{4\sqrt{LC}}} i_{\text{load-est}}[k-1]$$  \hspace{1cm} (4)

Here, the LPF cut-off frequency is chosen at $\frac{1}{4}$ of the LC resonance frequency.

For providing the ability of the estimator to be reset, the feedback loop RLPF2, RLPF3 is provided from a position behind the switch SU. As the low pass filter estimation is based on an infinite impulse response, the estimation will depend on more than two previous periods. Accordingly, additional measures (as in extra action/circuitry is required) may be required if the conditions are constant after previous changes and the switch unit SU within the estimator switches from the delta capacitor voltage estimation to the low pass filter estimation. As any previous values from the low pass filter estimation is not relevant anymore, the low pass filter estimation needs to be reset. The last value from the delta capacitor voltage estimator may be used as an initial value for the low pass filter estimator if a switching is performed from the delta capacitor voltage estimator to the low pass filter estimator.

As the value after the switch SU is used as feedback information, this feedback is automatically achieved for the correct moment and the most relevant information is used for the low pass filter estimator.

Fig. 8 shows a block diagram of a switching estimator according to the seventh embodiment. In particular, an embodiment of a switching estimator DSLEU2 for a boost converter is shown wherein the accurate estimator is implemented as a resettable low pass filter estimator RLPF which can be set and wherein the fast
estimator is implemented as a delta capacitor voltage estimator. It should be noted that
the implementation of a delta capacitor voltage estimator as fast estimator for a boost
converter is different than the implementation for a buck converter as the duty cycle is
also used as an input signal for the estimator. The capacitor voltage change in one
period \( \Delta v_c \) can be used in order to calculate the average capacitor current \( i_c \) during the
previous period. This can be performed by multiplying the average capacitor current \( i_c \)
with the capacitance \( C \) and by dividing it by the period \( T \).

The average current during the last period flowing through the
synchronous switch to the output is calculated by multiplying the inductor current \( i_L \)
(the current flowing through the switch) in a multiplication unit \( MUI \) by one minus
the duty-cycle: \( 1-d \) (the part of the period time this current is flowing). By subtracting
the average capacitor current \( i_c \) obtained from a \( C/T \) block \( CT \) from the average
switch current, i.e. the output from the multiplication unit \( MUI \), the average load
current \( IE \), i.e. the load current estimation during the last period is achieved. Now the
required inductor current \( i_L \) can be determined if the relation between the load and
required inductor current is known. For steady state this relation is given by the duty-
cycle \( d \), as the load current then equals the inductor current times \( 1-d \). If the average of
\( 1-d \) is taken over a large enough amount of time by using a low pass filter \( LPF \), then
the average \( 1-D \) results and this should be more or less equal to the steady state \( 1-d \).

So load current estimation \( IE \) is multiplied with \( 1/(1-D) \) in the multiplication unit
\( MU2 \) to obtain the required inductor current estimation of the fast estimator.

Now the principle of a state feedback is described in more detail: The
idea of feedback control is to make the control inputs of a system responsive to the
present condition of the system. For optimal control the complete state of the system,
described by the state variables of that system, needs to be known. With state
feedback control, each controller output is a function of the errors in all state
variables. The errors in the state variables relate to the differences between the current
and the desired state variables of the system.

In case of the buck converter only one controllable input, namely the
duty cycle \( d \) is present, so the controller will have one output. The state of the buck
converter consists of two state variables, the inductor current \( i_L \) and capacitor voltage
\( v_c \), so the state feedback controller will have two inputs for the errors in both state
variables.
The outputs of a linear state feedback controller are linear combinations of all errors in the state variables. The buck converter controller thus consists of two gains, one for the error in the inductor current and one for the capacitor voltage error. The linear combination of the errors gives the desired halfbridge voltage. By dividing this desired halfbridge voltage by the converter input voltage, the controller output, the duty cycle results.

The system consisting of the buck converter and the linear state feedback controller is a 2\textsuperscript{nd} order system, having two state variables and two feedback gains. The poles of the system can be placed at the desired position by choosing the appropriate gains.

If the controller is implemented in the digital domain, AD converters are used to measure the inductor current and the capacitor voltage.

The errors in the state variables required for the state feedback control constitute the deviations of the current state variables from the desired state variable values. For the buck converter, both current state variables, the inductor current and capacitor voltage are measured. The desired value for the capacitor voltage is the desired output voltage of the buck converter, which of course is known. The desired average inductor current is equal to the load current, because only then the output voltage will remain constant, as the average current into the output capacitor will be zero. A standard approach to measure the current would be to insert a resistor in series with the load. This has the drawback that when choosing a relative large resistance to enable accurate measurement, there will be a considerable dissipation in the resistor and the voltage drop during transients will be larger. With a small resistance value on the other hand, it is difficult to measure the voltage drop over the resistor accurately. In contrast, the estimator according to the invention does not suffer from either of these drawbacks.

Instead of measuring the load current, it is also possible to estimate it, based on the available information. This estimated load current can then be subtracted from the measured inductor current to get the estimated error in the inductor current, which is required as input for the state feedback controller.

Fig.9 shows a block diagram of a load current estimator according to an eighth embodiment of the invention. Here, low pass filter load current estimator
CPFEU is implemented which uses low frequency part of the measured inductor current. The average of the inductor current over an amount of periods is equal to the average of the load current during steady state. Accordingly, the low frequency content of both currents should be the same. The low frequency part of the inductor current is now used as an estimate for the load current.

For reasons of stability, the LPF cut-off frequency should not be chosen too high, and should certainly not be higher than the resonance frequency of the LC filter in the converter. On the other hand, the LPF bandwidth should not be too small, because that would make the estimator very slow. Good results can be obtained by choosing the LPF as a first order IIR filter, resulting in the estimated load current \( i_{\text{load}}^{estf\kappa j} \) at clock cycle \( k \) as given in (4).

The LPF cut-off frequency is chosen at \( \frac{1}{4} \) of the LC resonance frequency.

Fig. 10 shows a block diagram of a load current estimator according to a ninth embodiment. Here, a delta capacitor voltage estimator \( \Delta \text{VEU} \) is shown which implements the equation (2-4). The delta capacitor voltage \( \Delta v_c \) estimator \( \Delta \text{VEU} \) uses both the measured capacitor voltage and inductor current at the start and end of the last period, to estimate the load current. If the change in capacitor voltage \( v_c \) during one period is accurately measured and the output capacitance \( C \) is known, then the average capacitor current during this period can be calculated, as described above with reference to equ. (1), by multiplying the voltage change with the capacitance value \( C \) and dividing it by period \( T \).

The inductor current \( i_l \) is measured such that the average inductor current during one period can be calculated as well by taking the average of the inductor current at the start and end of the last period as shown in equ. (2). As the load current \( i_{\text{load}} \) is equal to the inductor current minus the capacitor current, the average load current during the last period can be calculated as described in equ. (3) by subtracting the result of equ. (2) from equ. (1). The estimation for the load current \( i_{\text{load}}^{est} \) now is the average that was calculated for the last period.

Fig. 11 shows a graph of the estimated load current and the output voltage response for a converter according to Fig.3. A first analysis is the step
response to a load current step of 1 unit at time 0. Here, the response of the load current estimator in the upper graph and the response of the output voltage of the buck converter in the lower graph are shown. The solid lines represent the response for the $\Delta v_c$ estimator and it can be seen that the estimate of the load current is correct in 1 period. With the chosen controller gains, the output voltage error is back to almost zero in 5 periods. The dashed lines give the response for the LPF estimator and it can directly be seen that it takes much more time for this estimator to come to the correctly estimated load current. Because of that, it also takes longer for the complete state feedback system to regulate the output voltage error to zero again. Clearly, for a fast response of the system to load changes the $\Delta v_c$ estimator is the best solution.

Fig. 12 shows a graph of a response of the estimated load current $i_{load}$, inductor current $i_i$ and capacitor voltage $V_c$. A second analysis considers the sensitivity of the estimator and the system to variations and noise in the measured state variables. Because of the use of AD converters in a controller, there will always be quantization noise in the measured signals. Especially the noise in the measured capacitor voltage can have significant influence. The $\Delta v_c$ estimator is sensitive for changing voltages in order to respond fast, but this makes it also sensitive for noise. For large $\Delta v_c$, the relative error because of quantization is small, but for $\Delta v_c$ around zero the relative error is large. The following calculation shows this should not be neglected.

Assume the load is constant and the capacitor voltage has a small ripple around the desired value. Because the capacitor voltage is measured with an AD converter, the output can toggle between two quantization levels. With a quantization stepsize of 5mV, the output capacitor of 10µF and the period time of 0.8µs (1.25MHz), the step in the load current estimation due to a single voltage quantization step will be $10\mu F / 0.8\mu s * 5mV = 12.5 * 5m = 62.5mA$. Hence when the capacitor voltage changes marginally but results in one quantization step of 5mV, the controller will respond to this by trying to change the inductor current by a huge 62.5mA. The adverse effect of this can be seen in Fig. 12, where the response of the estimated load current, inductor current and capacitor voltage with closed loop control is given for the case of a voltage quantization step of 1 at time=0. The solid lines give the response in case the $\Delta v_c$ estimator is used. It is clear that because of the voltage quantization
step, the estimated load current in the top graph is different for one period. The controller responds by trying to make the inductor current equal to the estimated load current, which can be seen in the middle graph. In the bottom graph the effect on the capacitor voltage is shown.

The dashed lines show the response if the LPF estimator is used and it is clear, that this estimator does not depend on the voltage quantization step. The LPF estimation only depends on the measured inductor current and the accuracy during constant conditions of this estimation can be at least as high as the measured inductor current itself. This makes the LPF estimator the best solution during constant conditions.

As shown above, the estimator with the LPF is slow but accurate, thus perfect for constant load conditions, while the Δvc estimator is fast but very noise sensitive. To get an estimator, which is both fast and accurate, both types need to be combined: for constant conditions with a constant load current, the LPF estimation will be used. During changing conditions after a load change, the Δvc estimator is used. To make this possible it is necessary to differentiate between the load conditions. During constant load conditions, the capacitor voltage is constant, while a significant change in the load condition will always give a noticeable change in the capacitor voltage. So the capacitor voltage can be used to differentiate between the load conditions; when the delta vc is small, the load condition is constant and the LPF estimator will be used. When the delta vc exceeds a certain limit, the conditions are changing and the Δvc estimator will be used.

The Δvc estimation only depends on the measurement data from the last two periods, so it can directly be used when conditions are changing. The LPF estimation, because of its infinite impulse response, depends on more than two periods from the past. Hence extra measures are necessary, when the conditions are constant again after they changed and the estimator switches back from the Δvc estimation to the LPF estimation. The influence from the past on the LPF estimation needs to be reset, because this is not relevant anymore for the new constant condition. This is achieved by using the last value from the Δvc estimator as the initial value for the LPF estimator.
Fig. 13 shows a block diagram of the converter system according to a
tenth embodiment. The converter includes the converter CVU, the estimator EU,
controller and reference input ICU. An integrator is added to the controller to
compensate for all types of offset and delay in the system.

5

Fig. 14 shows a graph of the measurement capacitor voltage error as a
function of time for steady state conditions. Measurements were performed on the
prototype board. The ripple on the capacitor voltage during steady state and the
loadstep responses are of main interest.

10 The complete system including buck converter and measurement
circuit were modeled in Matlab Simulink to simulate the system. The clock frequency
used for the duty cycle generator was 160MHz. This gives 160MHz/25MHz=128
possible steps for the duty cycle. The quantization stepsizes for respectively the
inductor current and capacitor voltage measurement were 12.5mA and 3.125mV. With
6 bit AD converters, this gives a measurement range of 0.8A and 0.2V. The estimator
and controller were also written in VHDL. This VHDL code could then be
programmed into a FPGA prototype board, also containing the buck converter and
measurement circuit with AD converters.

When looking at the ripple on the capacitor voltage, different sources
can be distinguished. Firstly, a ripple is present because of the switching action of the
converter as the capacitor is partly charged and discharged each period, here called
switching ripple. Secondly, the controller adds ripple, because of its finite resolution,
here called control ripple. Together both types of ripple give the total ripple seen at the
capacitor voltage. The switching ripple depends on the system characteristics and for
the given buck converter, with an input voltage of 3V, a reference voltage of 1.5V and
the ESR of the capacitor neglected, it can be calculated to be around 2.7mV peak-peak
and 1mV RMS.

Fig.15 shows a graph of measured capacitor voltage error $v_c$ and
inductor current $i_L$ during steady state conditions. Here, the steady state capacitor
voltage error and inductor current are shown on a smaller timescale. This is done for
in total 3 measurements, for different input voltages of 3V, 4V and 2V. The difference
in the inductor current, because of the different input voltage is clear. The
measurement results of the error in the capacitor voltage are shown for the steady state condition, with a load of 50Ω giving a load current of 30mA. The RMS total ripple voltage is only 1.8mV. The peak-to-peak total ripple voltage is around 10mV. By looking at one sample per switching period, the RMS control ripple voltage is determined to be 1.4mV.

Fig. 16 shows a graph of the measured capacitor voltage error \( V_c \) and the inductor current \( i_L \), and Fig. 17 shows a graph of the measured capacitor voltage error and inductor current. To measure the loadstep response, a load of 6 ohm was switched on and off at 5 kHz. With the output voltage of 1.5V this means load current steps of 250mA. In Fig. 16 and Fig. 17, the responses on respectively the negative and positive loadstep are shown for input voltages of 3V and 2V. It can be seen that the response of the controller is very fast. The capacitor voltage only drops or rises around 40mV, for the given load current steps of 250mA. Also the capacitor voltage is regulated back to the reference voltage very fast, within 4μs or 5 switching periods. The response is the same for both input voltages shown, except for the positive load current step according to Fig. 17. Here the small difference between the input voltage of 2V and the capacitor voltage of 1.5V limits the rate with which the inductor current can increase, thereby increasing the voltage drop a little.

Fig. 18 shows a block diagram of a switching error estimator according to the eleventh embodiment. Here, a continuous time switching error estimator SEEU is shown for a buck converter. The switching error estimator unit SEEU receives the inductor current and the capacitor voltage \( v_c \) and outputs an estimation on the error of the inductor current \( i_L \). The switching error estimator unit SEEU comprises a resettable high-pass filter unit RHPF, a \( d/dt \) block \( ddt \) and an amplitude detector unit ADU. Instead of using the low-pass filter as in the above-mentioned embodiments, the switching error estimator SEEU according to the eleventh embodiment uses a resettable high-pass filter RHPF for receiving the inductor current \( i_L \) and for outputting an error estimation HPFE. Accordingly, the resettable high-pass filter RHPF constitutes the accurate estimator. The capacitor voltage \( v_c \) is received by the \( d/dt \) block \( ddt \) and a derivative of the capacitor voltage is obtained and multiplied with
the capacitance value $C$. The output dee thereof constitutes an estimation on the error
of the required inductor current.

As in the above embodiments, the amplitude detector ADU is used to
switch between the output of the resettable high-pass filter RHPF and the output of the
multiplying unit $C$.

In contrast to the above-mentioned embodiments, the switching error estimator unit SEEU according to the eleventh embodiment does not estimate the
required inductor current but the error in the required inductor current. Accordingly,
this estimation can directly be used by the controller. As in the other above-mentioned
embodiments, a first estimator is used during constant conditions when an accurate
control is important and a second estimator is used during changing conditions, when
a fast response is important. The accurate control in the first estimator, i.e. RHPF is
possible as the measured inductor current $i_L$ is used as input. A fast response is
possible by using the changes in the capacitor voltage $v_C$.

According to a further embodiment of the invention based on the
eleventh embodiment, an estimator may also be provided for a discrete time case.

In addition or alternatively, the fast response estimator may also use the
capacitor current as input signal if it is possible to measure this capacitor current
correctly.

Accordingly, load current can be estimated very accurately as well as
very fast with a combination of two different approaches: low-pass filtering the
inductor current and measuring the voltage change on the output capacitor. The
method has the advantage over a classical current measurement through a series
resistance that no additional dissipation is introduced, and that there is no need for a
highly sensitive opamp. This provides a means to apply highly accurate control
algorithms, which are known to be close to optimal, such as the state feedback
algorithm. Measurements on a prototype implementation of such a state feedback
algorithm with the load current estimator confirm that the step response of such a
controller is less than 5 switching periods, and that the final output voltage is obtained
highly accurately.

The above described DC-DC converter can be implemented as a DC-
DC down and up converter, in particular for battery application used for example with
cellular phones and MP3 or media players. Alternatively, the above described
converters may also include point of load (POL) DC-DC converters or VRA for higher power applications.

It should be noted that the above-mentioned embodiments illustrate rather than limit the invention, and that those skilled in the art will be able to design many alternative embodiments without departing from the scope of the appended claims. In the claims, any reference signs placed between parentheses shall not be construed as limiting the claim. The word "comprising" does not exclude the presence of elements or steps other than those listed in a claim. The word "a" or "an" preceding an element does not exclude the presence of a plurality of such elements. In the device claim enumerating several means, several of these means can be embodied by one and the same item of hardware. The mere fact that certain measures are recited in mutually different dependent claims does not indicate that a combination of these measures cannot be used to advantage.

Furthermore, any reference signs in the claims shall not be construed as limiting the scope of the claims.
CLAIMS:

1. DC-DC converter, comprising:
   a first estimator unit (RAE, RLPF, RHPF) for performing an accurate control signal estimation,
   a second estimator unit (FEU, ΔVEU) for performing a fast control signal estimation, and
   a switching unit (SU) for switching to an output of the first estimator unit (RAE, RLPF) during substantially constant control signal conditions and for switching to an output of the second estimator unit (FEU, ΔVEU) during substantially changing control signal conditions to provide an estimation on the required control signal.

2. DC-DC converter according to claim 1, further comprising
   an inductor (L) and an output capacitor (C) coupled to a load,
   wherein the first estimator unit (RAE, RLPF) is adapted for estimating a required inductor current for a load by measuring a low frequency part of an inductor current,
   wherein the second estimator unit (FEU, ΔVEU) is adapted for estimating a required inductor current for a load by measuring voltage changes on the output capacitor.

3. DC-DC converter according to claim 2, wherein
   the first estimator unit (RAE, RLPF) comprises a low pass filter (LPF) which is resettable.

4. DC-DC converter according to claim 2, wherein the second estimator unit (FEU, ΔVEU) receives the voltage \( V_C \) of the output capacitor (C) and the inductor current \( I_L \) at the start and the end of a previous period and outputs an estimation on the required inductor current based on a subtraction of a capacitor...
current \((ic)\) from the measured inductor current \((i_L)\), wherein the capacitor current \((ic)\) is determined by multiplying the voltage changes \((\Delta v_c)\) on the output capacitor \((C)\) with the value of the output capacitance \((C)\) and by dividing this by the time period \((T)\).

5. DC-DC converter according to claim 2, wherein the second estimator unit \((FEU, \Delta VEU)\) receives the voltage \((V_c)\) of the output capacitor and the inductor current \((i_L)\) and outputs an estimation on the required inductor current based on a subtraction of a capacitor current \((ic)\) from the measured inductor current \((t)\), wherein a derivative of the output capacitor voltage is multiplied with the value of the output capacitance \((C)\) to determine the capacitor current \((ic)\).

6. DC-DC converter according to claim 2, wherein the second estimator unit \((FEU, \Delta VEU)\) receives the voltage \((v_c)\) of the output capacitor \((C)\) and a duty cycle \((d)\) and outputs an estimation on the required inductor current, wherein the estimation is performed by subtracting the capacitor current \((ic)\) from a result of a multiplication of a measured inductor current with one minus the duty cycle \((d)\) and by dividing the result of the subtraction by a result of low pass filtering of one minus the duty cycle \((d)\), wherein the capacitor current \((ic)\) is determined by multiplying the voltage changes \((\Delta v_c)\) on the output capacitor \((C)\) with the value of the output capacitance \((C)\) and by dividing the result thereof by the time period \((t)\).

7. DC-DC converter according to claim 2, wherein the second estimator unit \((FEU, \Delta VEU)\) receives the voltage of the output capacitor and the input inductor current and the duty cycle and outputs an estimation on the required inductor current, wherein the estimation is performed by subtracting the capacitor current \((ic)\) from a result of a multiplication of a measured inductor current with one minus the duty cycle \((d)\) and by dividing the result of the subtraction by a result of low pass filtering of one minus the duty cycle \((d)\), wherein a derivative of the output capacitor voltage \((v_c)\) is multiplied with the value of the output capacitance \((C)\) to determine the capacitor current \((ic)\).
8. DC-DC converter according to claim 1, further comprising an inductor (L) and an output capacitor (C) coupled to a load, wherein the first estimator unit (RHPF) is adapted for estimating an error in a required inductor current for a load by measuring a high frequency part of an inductor current,

wherein the second estimator unit (FEU, ΔVEU) is adapted for estimating an error in the required inductor current for a load by measuring voltage changes on the output capacitor.

9. DC-DC converter according to claim 8, wherein the first estimator unit (RHPF) comprises a high pass filter (HPF) which is resettable.

10. Method for DC-DC conversion, comprising the steps of:

    performing an accurate control signal estimation,
    performing a fast control signal estimation, and
    switching to the output of the accurate control signal estimation during substantially constant control signal conditions and switching to an output of the fast control signal estimation during substantially changing control signal conditions in order to provide an estimation on the required control signal.

11. Device, comprising a DC-DC converter having a first estimator unit (RAE, RLPF, RHPF) for performing an accurate control signal estimation, a second estimator unit (FEU, ΔVEU) for performing a fast control signal estimation, and a switching unit (SU) for switching to an output of the first estimator unit (RAE, RLPF, RHPF) during substantially constant control signal conditions and for switching to an output of the second estimator unit (FEU, ΔVEU) during substantially changing control signal conditions to provide an estimation on the required control signal.
FIG. 13
FIG. 14

FIG. 15

1. input voltage 3V
2. input voltage 4V
3. input voltage 2V