Abstract: Techniques to search for signals while in an out-of-service state are described. In an aspect, a network entity may collect information for wireless devices within a designated area, determine at least one search parameter (e.g., a scan rate) based on the collected information, and provide the search parameters to wireless devices within the designated area. The wireless devices may perform searches for signals in accordance with the search parameter(s) when they are out of service. In another aspect, a wireless device may collect information related to out-of-service events encountered by the wireless device, send the collected information to the network entity, receive the search parameters from the network entity, and perform searches in accordance with the search parameter(s) when out of service. In yet another aspect, the wireless device may determine the search parameter(s) based on the collected information.
Published:

- as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))
- as to the applicant's entitlement to claim the priority of the earlier application (Rule 4.17(Hi))
METHOD AND APPARATUS FOR SEARCHING FOR SIGNALS IN A WIRELESS COMMUNICATION SYSTEM

BACKGROUND

I. Field
[0001] The present disclosure relates generally to communication, and more specifically to techniques for searching for signals in a wireless communication system.

II. Background
[0002] Wireless communication systems are widely deployed to provide various communication services such as voice, video, packet data, messaging, broadcast, etc. These systems may be multiple-access systems capable of supporting multiple users by sharing the available system resources. Examples of such multiple-access systems include Code Division Multiple Access (CDMA) systems, Time Division Multiple Access (TDMA) systems, Frequency Division Multiple Access (FDMA) systems, Orthogonal FDMA (OFDMA) systems, and Single-Carrier FDMA (SC-FDMA) systems.
[0003] A wireless device (e.g., a cellular phone) may be able to receive service from one or more wireless communication systems. Upon power up, the wireless device may search for signals from a system from which it may receive service. If a system is found, then the wireless device may register with the system. The wireless device may then actively communicate with the system or go into an idle mode if communication is not required. If the wireless device subsequently loses the system, then it may enter an out-of-service state and attempt to re-acquire a signal from which service may be obtained.
[0004] The wireless device may not have any knowledge of its operating environment while in the out-of-service state. The wireless device may not know whether or when it can re-acquire a signal since this may depend on various factors such as system deployment, user mobility, channel conditions, system loading, etc. The wireless device may consume a large amount of battery power if it continuously searches for signals while in the out-of-service state. This heavy battery power consumption may significantly reduce both standby time and talk time.
SUMMARY

[0005] Techniques to efficiently search for signals while in the out-of-service state are described herein. In an aspect, a network entity may collect information for a plurality of wireless devices. The collected information may comprise out-of-service durations, locations of wireless devices, frequency of out-of-service events, network loading, dropped calls, weather conditions, etc. The network entity may receive the information from the wireless devices and/or from other network entities such as base stations. The network entity may determine at least one search parameter based on the collected information. For example, the network entity may estimate an average out-of-service time for the wireless devices based on the collected information and may determine a scan rate based on the estimated average out-of-service time. The scan rate is the rate at which a wireless device performs a search for signals. The network entity may provide the at least one search parameter to wireless devices for use in performing searches for signals when these wireless devices are out of service.

[0006] In another aspect, a wireless device may collect information related to out-of-service events encountered by the wireless device. The collected information may comprise out-of-service durations, locations of the wireless device, frequency of out-of-service events, signal strength, etc. The wireless device may send the collected information to the network entity. The wireless device may receive at least one search parameter (e.g., a scan rate) determined by the network entity based on information collected for a plurality of wireless devices. The wireless device may perform searches in accordance with the at least one search parameter when it is out of service.

[0007] In yet another aspect, a wireless device may collect information related to out-of-service events encountered by the wireless device and may determine at least one search parameter based on the collected information. The wireless device may perform searches in accordance with the at least one search parameter when it is out of service. In one design, the wireless device may determine a first scan rate based on the collected information, receive a second scan rate from the network entity, determine a third scan rate based on the first and second scan rates, and perform searches in accordance with the third scan rate.
Various aspects and features of the disclosure are described in further detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a wireless communication system.
FIG. 2 shows a design of periodically performing searches.
FIG. 3 shows a process for supporting searches for signals.
FIG. 4 shows an apparatus for supporting searches for signals.
FIG. 5 shows a process for operating a wireless device.
FIG. 6 shows an apparatus for operating a wireless device.
FIG. 7 shows another process for operating a wireless device.
FIG. 8 shows another apparatus for operating a wireless device.
FIG. 9 shows a block diagram of a wireless device, a base station, and a network entity.

DETAILED DESCRIPTION

The techniques described herein may be used for various wireless communication systems such as CDMA, TDMA, FDMA, OFDMA and SC-FDMA systems. The terms "system" and "network" are often used interchangeably. A CDMA system may implement a radio technology such as Universal Terrestrial Radio Access (UTRA), cdma2000, etc. UTRA includes Wideband CDMA (WCDMA) and other variants of CDMA. cdma2000 covers IS-2000, IS-95 and IS-856 standards. IS-2000 is also referred to as CDMA2000 IX, IX, etc. IS-856 is also referred to as High Rate Packet Data (HRPD), IxEV-DO, etc. A TDMA system may implement a radio technology such as Global System for Mobile Communications (GSM). An OFDMA system may implement a radio technology such as Evolved UTRA (E-UTRA), Ultra Mobile Broadband (UMB), IEEE 802.16 (WiMAX), IEEE 802.20, Flash-OFDM®, etc. UTRA and E-UTRA are part of Universal Mobile Telecommunication System (UMTS). Long Term Evolution (LTE) is an upcoming release of UMTS that uses E-UTRA. UTRA, E-UTRA, UMTS, LTE and GSM are described in documents from an organization named "3rd Generation Partnership Project" (3GPP). cdma2000 and UMB
are described in documents from an organization named "3rd Generation Partnership Project 2" (3GPP2).

[0019] FIG. 1 shows a wireless communication system 100, which may also be referred to as an access network (AN) or a radio access network (RAN). System 100 may include a number of base stations 120. A base station is generally a fixed station that communicates with the wireless devices and may also be referred to as a Node B, an evolved Node B, an access point, etc. Each base station provides communication coverage for a particular geographic area. In 3GPP, the term "cell" can refer to the coverage area of a base station and/or a base station subsystem serving this area, depending on the context in which the term is used. In 3GPP, the term "sector" can refer to the coverage area of a base station and/or a base station subsystem serving this area.

[0020] A Base Station Controller (BSC) 122 may couple to a set of base stations and provide coordination and control for these base stations. A Mobile Switching Center (MSC) 124 may couple to a set of BSCs and support communication services for wireless devices. BSC 122 and MSC 124 may also be referred to by other names in other systems. System 100 may include other network entities not shown in FIG. 1. A network entity 130 may provide functionality to facilitate searches by wireless devices, as described below. Network entity 130 may be a separate entity that may couple to BSC 122 (as shown in FIG. 1), MSC 124, base stations 120, and/or other network entities. Network entity 130 may also be part of a base station, a BSC, an MSC, or some other network entity. Network entity 130 may also be referred to as a central entity, a network server, etc.

[0021] Wireless devices 110 may be dispersed throughout the system, and each wireless device may be stationary or mobile. A wireless device may also be referred to as a mobile station (MS), a user equipment (UE), a terminal, an access terminal, a subscriber unit, a station, etc. A wireless device may be a cellular phone, a personal digital assistant (PDA), a wireless modem, a handheld device, a laptop computer, etc. A wireless device may communicate with a base station on the forward and/or reverse link to obtain communication services. In FIG. 1, a solid line with arrows at both ends may represent active communication between a wireless device and a base station. A dashed line with an arrow at one end may represent a wireless device searching for a signal.
[0022] A wireless device may have positioning capability and may receive signals from satellites 140, which may be part of the United States Global Positioning System (GPS), the European Galileo system, the Russian GLONASS system, or a Global Navigation Satellite System (GNSS). The wireless device may measure signals from satellites 140 and obtain pseudo-range measurements for the satellites. Alternatively or additionally, the wireless device may measure signals from base stations 120 and obtain timing measurements for the base stations. The pseudo-range measurements and/or timing measurements may be used to derive a location estimate for the wireless device.

[0023] A wireless device may search for signals from a system upon power up. If a system is found, then the wireless device may operate in either (i) a connected mode and actively communicate with the system to obtain communication service or (ii) an idle mode and camp on the system if communication is not required. The wireless device may fail to acquire a system at power up (e.g., if the wireless device is in an area with no service) or may lose an acquired system while in the idle or connected mode (e.g., due to user mobility or radio link failure). The wireless device may then enter an out-of-service state and search for signals.

[0024] The wireless device may periodically perform searches to detect for a signal while in the out-of-service state. A search may also be referred to as a scan, a system search, a cell search, signal re-acquisition, etc. A search may be performed in different manners for different systems, as described below.

[0025] FIG. 2 shows a design of periodically performing searches while in the out-of-service state. In this design, the wireless device may wake up every scan period of $T_{\text{scan,period}}$ seconds and perform a search for $T_{\text{awake}}$ seconds. The wireless device may sleep for $T_{\text{sleep}}$ seconds after the awake period and may power down as much circuitry as possible while asleep in order to conserve battery power. Each scan period may thus include an awake/on period of $T_{\text{awake}}$ seconds and a sleep/off period of $T_{\text{sleep}}$. The scan period and scan rate may be given as:

$$T_{\text{scan,period}} = T_{\text{awake}} + T_{\text{sleep}} > T_{\text{awake}}$$

$$R_{\text{scan}} = \frac{1}{T_{\text{scan,period}}}$$

where $R_{\text{scan}}$ is the scan rate.
In the design shown in FIG. 2, searches may be performed with a fixed awake period and a fixed scan period. In another design, searches may be performed with a fixed awake period and a variable scan period. In yet another design, searches may be performed with a variable scan period and a fixed duty cycle for the awake period. For all designs, the scan rate and/or awake period may be selected based on a tradeoff between battery life and signal re-acquisition performance. A faster scan rate and/or a longer awake period may be selected for faster signal re-acquisition. A slower scan rate and/or a shorter awake period may be selected for longer battery life.

The wireless device may perform searches in various manners while in the out-of-service state. In one design, which may be referred to as uniform searches, the wireless device may perform searches at a fixed scan rate for the entire duration of the out-of-service state. In another design, which may be referred to as telescopic searches, the wireless device may perform searches at progressively slower scan rates while in the out-of-service state. For example, the wireless device may perform searches at an initial scan rate for the first X seconds, then perform searches at a slower scan rate for the next Y seconds, then perform searches at an even slower scan rate for the next Z seconds, etc. For both designs, the scan rate(s) and the awake period may be determined \textit{apriori} (e.g., during the design phase of the wireless device) and may be used whenever the wireless device goes out of service. Using pre-configured scan rate(s) and awake period may provide sub-optimal performance in many scenarios.

In an aspect, the scan rate and/or some other parameters for searches may be determined based on one or more of the following:

- Network information - any information related to the operational characteristics of the system such as system loading, the number of dropped calls, etc.,
- Device information - any information related to the status of the wireless device such as the amount of available battery, etc., and
- Environmental information - any information that is not network information or device information.

In general, any information that may be pertinent in determining parameters for searches may be collected. The collected information may be used to determine a single scan rate to use for uniform searches for the entire duration of the out-of-service state. The collected information may also be used to determine progressively slower
scan rates for telescopic searches. In general, the collected information may be used to
determine one or more search parameters such as scan rate, awake time, sleep time,
search duty cycle (which is the ratio of the awake time to the scan period), etc. For
simplicity, the use of the collected information to determine a scan rate is described
below. This scan rate may be the single scan rate used for uniform searches for the
entire duration of the out-of-service state, the initial scan rate among the progressively
slower scan rates for telescopic searches, etc. The slower scan rates may be determined
based on the initial scan rate.

In one design, a wireless device may collect environmental and device
information. The wireless device may use the collected information to determine its
scan rate. Alternatively or additionally, the wireless device may send the collected
information to network entity 130, which may use the collected information from many
wireless devices to determine the scan rate to use by the wireless devices.

The wireless device may collect some or all of the following environmental
information:

- When (e.g., date and time) the wireless device goes out of service,
- The location of the wireless device when it goes out of service,
- When the wireless device re-acquires a signal,
- The location of the wireless device when it re-acquires a signal,
- Whether the wireless device is mobile or stationary when it goes out-of-service,
- The duration of each out-of-service event,
- How frequently the wireless device goes out-of-service, and
- Signal strength, system identifier (ID), time, and location of the wireless device.

The out-of-service duration is the amount of time from when the wireless
device goes out of service to when the wireless device re-acquires a signal. The out-of-
service duration may also be referred to as out-of-service time, re-acquisition time, etc.

The wireless device may collect some or all of the information listed above,
depending on its capability. For example, the location of the wireless device may be
available if the wireless device has positioning capability and may be unavailable
otherwise. The location of the wireless device may have fine or coarse accuracy
depending on the positioning capability of the wireless device, e.g., fine accuracy for
satellite-based positioning and coarse accuracy for network-based positioning. The wireless device may also collect other types of environmental information.

[0034] The wireless device may collect some or all of the following device information:

- The amount of battery power available at the wireless device,
- Whether the wireless device is in the connected mode or the idle mode when it goes out of service, and
- Whether the wireless device has a voice or data call when it goes out of service.

The wireless device may also collect other types of device information.

[0035] The wireless device may determine the scan rate based on the collected information. The wireless device may also send the collected information to network entity 130, e.g., after the wireless device re-acquires a signal. The wireless device may also aggregate the collected information and send the information to network entity 130 at a convenient time, e.g., during off-peak hours. The wireless device may automatically report the collected information to network entity 130 as a background task without requiring inputs from the user.

[0036] In another design, network entity 130 may collect information from wireless devices and/or information from other network entities such as base station 120, BSC 122, MSC 124, etc. In general, network entity 130 may collect information for a designated area of any size. For example, the designated area may comprise the coverage area of a base station, the coverage area of a set of base stations, the coverage area of a BSC, the coverage area of an MSC, etc.

[0037] Network entity 130 may collect some or all of the following environmental information:

- The environmental information collected by the wireless devices,
- How many wireless devices are out of service,
- The durations of the out-of-service events encountered by the wireless devices,
- How often the wireless devices go out of service,
- The locations of the wireless devices, e.g., before going out of service and after re-acquiring a signal,
- How many calls are dropped in the designated area, and
• Weather conditions in the designated area.

[0038] The locations of the wireless devices may be determined by the wireless devices and reported to network entity 130. The locations of the wireless devices may also be determined based on reverse link signals sent by the wireless devices and measured by the base stations. Network entity 130 may also collect other types of environmental information.

[0039] Network entity 130 may collect some or all of the following network information:

• Network loading in the designated area,
• Types of calls made by wireless devices in the designated area,
• Throughputs of the calls made by the wireless devices, and
• Number of base stations in an active set of each wireless device.

[0040] Network entity 130 may also collect other types of network information. Network entity 130 may also collect device information from the wireless devices in the designated area.

[0041] In general, network entity 130 and/or a wireless device may determine the scan rate based on various schemes or algorithms. Different schemes may be used depending on the types of information available and the desired optimization criteria, e.g., to extend battery life, to improve re-acquisition performance, or both. Several example schemes for determining the scan rate are described below.

[0042] In one design, the scan rate may be determined based on an average out-of-service time. An entity (e.g., a wireless device or network entity 130) may collect information on the duration of each out-of-service event and may determine the average out-of-service time. For example, the wireless device may determine the duration of each out-of-service event encountered by the wireless device and may determine the average out-of-service time for the wireless device. Network entity 130 may obtain the duration of each out-of-service event encountered by wireless devices within the designated area and may determine the average out-of-service time for all wireless devices within the designated area. The average out-of-service time may also be estimated based on environmental information, network information, and/or device information. In any case, the scan rate may be set based on the average out-of-service
time. In one design, if the average out-of-service time is $T$ seconds, then the scan rate may be equal to $T$ seconds or to $\eta \cdot T$ seconds, where $\eta$ is a scaling factor that may be dependent on the desired optimization criterion. For example, $\eta$ may be a smaller value (e.g., $\eta < 1$) to improve re-acquisition performance or a larger value (e.g., $\eta > 1$) to extend battery life.

[0043] The design described above determines the scan rate such that good performance (in terms of battery life and/or re-acquisition performance) can be obtained on average. Location information is not used in determining the average out-of-service time and the scan rate. The wireless device may determine the scan rate based on its average out-of-service time and use this scan rate whenever it goes out of service. Network entity 130 may also determine the scan rate based on the average out-of-service time for all wireless devices within the designated area and may provide this scan rate to the wireless devices. Each wireless device may then use the scan rate provided by network entity 130 whenever that wireless device goes out of service.

[0044] In one design, the scan rate may be adaptively updated by network entity 130 to improve re-acquisition performance and/or battery life. Network entity 130 may determine a scan rate of $R$ (e.g., $R = \text{once every 10 seconds}$) based on the collected information, e.g., as described above. The wireless devices within the designated area may perform searches at the scan rate of $R$ determined by network entity 130.

[0045] The average re-acquisition time of the wireless devices may be dependent on (e.g., may be approximately equal to) the scan period, which is $T = 1/R$. Network entity 130 may hypothesize that a higher scan rate might improve the average re-acquisition time. Network entity 130 may then direct the wireless devices to use the higher scan rate of $R_{\text{higher}}$ (e.g., $R_{\text{higher}} = \text{once every 5 seconds}$) in an attempt to decrease the average re-acquisition time. Network entity 130 may then collect information on the out-of-service durations and determine the average re-acquisition time with the wireless devices using the higher scan rate. If the new average re-acquisition time is shorter than $T$, then the higher scan rate improves the average re-acquisition time. Network entity 130 may then use the higher scan rate of $R_{\text{higher}}$ instead of the original scan rate of $R$.

[0046] Network entity 130 may attempt to further improve the scan rate for faster re-acquisition time. In the example above, if the average re-acquisition time is close to
1/R_{\text{higher}} with the higher scan rate of R_{\text{higher}}, then network entity 130 may select an even higher scan rate of R_{\text{higher}2}, e.g., \( R_{\text{higher}2} = \text{once every 2.5 seconds} \). Network entity 130 may then collect information on the out-of-service durations, determine whether the higher scan rate of \( R_{\text{higher}2} \) improves the average re-acquisition time, and select the scan rate accordingly. Conversely, in the example above, if the average re-acquisition time is close to \( T \) with the higher scan rate of \( R_{\text{higher}} \), then network entity 130 may select a scan rate between \( R_{\text{higher}} \) and \( R \), e.g., \( R_{\text{higher}3} = \text{once every 7.5 seconds} \). Network entity 130 may then collect information on the out-of-service durations, determine whether the scan rate of \( R_{\text{higher}3} \) improves the average re-acquisition time, and select the scan rate accordingly. Network entity 130 may iteratively adjust the scan rate (e.g., using a binary search or a linear search) until the average re-acquisition time no longer improves or is adequate.

[0047] In another design, a coverage map may be determined based on the collected information and may be used to determine the scan rate. Network entity 130 may obtain the locations of the wireless devices, the out-of-service durations, and/or other information when the wireless devices go out of service. Network entity 130 may identify areas of good coverage with short out-of-service durations and areas of poor coverage with long out-of-service durations. Network entity 130 may determine suitable scan rates for different areas based on the average out-of-service durations for these areas. Network entity 130 may provide the scan rate for each area to wireless devices located within that area. Each wireless device may perform searches based on the scan rate applicable for its current location.

[0048] In another design, additional information may be used to further refine the scan rate. The scan rate may be a function of one or more types of information collected by network entity 130. Network entity 130 may obtain the out-of-service durations, network loading, weather conditions, time of day, and/or other information when the wireless devices go out of service. Network entity 130 may determine the scan rate for different values of the collected information. For example, network entity 130 may determine the average out-of-service time for different weather conditions such as sunny, cloudy, rainy, etc. Network entity 130 may then determine the scan rate for each weather condition based on the average out-of-service time for that weather condition. Network entity 130 may provide the scan rate for the current weather condition to the wireless devices.
In general, network entity 130 may determine the scan rate based on a function of any type of information or any combination of information. For example, network entity 130 may determine the scan rate based on a function of network loading, a function of time of day, etc. The function(s) for scan rate versus different types of information may be implemented with look-up tables, linear and/or non-linear equations, etc. Network entity 130 may provide the appropriate scan rate to the wireless devices based on the current operating conditions for the wireless devices.

In another design, different scan rates may be defined for different optimization criteria. For example, a faster scan rate of $R_{fast}$ may be used for faster re-acquisition time, a slower scan rate of $R_{slow}$ may be used to extend battery life, and a nominal scan rate of $R_{nom}$ may be used for both, where $R_{slow} < R_{nom} < R_{fast}$. One scan rate (e.g., $R_{nom}$) may be determined based on the collected information. The other scan rates (e.g., $R_{fast}$ and $R_{slow}$) may be a function of the determined scan rate. A wireless device may use a suitable scan rate depending on the desired performance. For example, the wireless device may use the slower scan rate of $R_{slow}$ when its battery is low or when it goes out of service in the idle mode. The wireless device may use the faster scan rate of $R_{fast}$ when its battery is fully charged or when it goes out of service in the connected mode.

In general, the various designs described above for determining the scan rate may be performed by network entity 130 and/or by a wireless device. Network entity 130 may determine the scan rate based on collected information for all wireless devices within the designated area covered by network entity 130. Network entity 130 may provide the scan rate to the wireless devices, e.g., when they enter the designated area. Network entity 130 may also update the scan rate, e.g., as described above, and may provide the updated scan rate to the wireless devices at any time while these wireless devices are serviced by network entity 130. A wireless device may receive the scan rate from network entity 130 while the wireless device is in service, store the scan rate, and perform searches in accordance with the scan rate at a later time when the wireless device goes out of service.

A wireless device may determine its scan rate based on information collected by the wireless device. In one design, the wireless device may perform searches based on the scan rate determined by the wireless device. In another design, the wireless
device may determine a scan rate of $R_{wd}$ based on its collected information and may also receive a scan rate of $R_{ne}$ determined by network entity 130 based on collected information for wireless devices within the designated area. In one design, the wireless device may determine a final scan rate of $R_{\text{final}}$ based on its computed scan rate and the received scan rate, as follows:

$$R_{\text{final}} = \langle wd - R_{wd} + \alpha_{ne} - R_{ne} \rangle$$  \hspace{1cm} \text{Eq (3)}$$

where $\alpha_{wd}$ is a weight for the scan rate determined by the wireless device, and $\alpha_{ne}$ is a weight for the scan rate received from network entity 130.

[0053] Each weight may have a value within a range of 0 to 1. A larger value of $\alpha_{wd}$ may be used to give more weight to the scan rate determined by the wireless device. A larger value of $\alpha_{ne}$ may be used to give more weight to the scan rate determined by network entity 130. The weights may be constrained such that $\alpha_{wd} + \alpha_{ne} = 1$. The wireless device may perform searches based on the final scan rate.

[0054] In one design, which may be referred to as fixed rate scanning, a scan rate may be obtained for a wireless device at a predetermined time. This scan rate may be determined by the wireless device, provided by network entity 130, or derived based on the scan rate determined by the wireless device and the scan rate provided by the network entity, as described above. The wireless device may use this scan rate for the entire duration in which it is within the designated area and serviced by network entity 130.

[0055] In another design, which may be referred to as variable rate scanning, the scan rate for the wireless device may be changed by network entity 130 and/or the wireless device. The change in the scan rate may occur at any time while the wireless device is within the designated area and covered by network entity 130.

[0056] For clarity, the techniques have been specifically described above for determining the scan rate for searches. The techniques may also be used to determine (i) other search parameters such as awake time, sleep time, etc., (ii) signal processing parameters such as coherent accumulation time, non-coherent accumulation time, etc., and/or (iii) other parameters applicable for searches.
[0057] For clarity, the techniques have been specifically described above for searches performed by a wireless device when it is out of service and not receiving a suitable signal from any base station. The techniques may also be used to determine search parameters for other types of searches such as searches for signals from other systems or radio technologies (i.e., inter-system searches), searches for signals on other frequency channels (i.e., inter-frequency searches), searches for signals from other cells, etc. The term "out of service" may thus encompass any of the scenarios described above and may refer to being out of service with respect to another system, another radio technology, another frequency channel, another cell, etc.

[0058] FIG. 3 shows a design of a process 300 for supporting searches for signals in a wireless communication system. Process 300 may be performed by network entity 130 (as described below) or by some other entity. Network entity 130 may collect information for a plurality of wireless devices (block 312). The collected information may comprise out-of-service durations, locations of wireless devices, frequency of out-of-service events, network loading, dropped calls, weather conditions, other types of information given above, or a combination thereof. Network entity 130 may receive the information from the plurality of wireless devices and/or from at least one other network entity, e.g., base stations 120, BSC 122, MSC 124, etc.

[0059] Network entity 130 may determine at least one search parameter based on the collected information (block 314). In one design, the at least one search parameter may comprise a scan rate corresponding to a rate for performing searches. In another design, the at least one search parameter may comprise (i) a first scan rate to use in performing searches when longer battery life is desired and (ii) a second scan rate to use in performing searches when faster signal re-acquisition is desired, with the second scan rate being faster than the first scan rate. The at least one search parameter may comprise other parameters, as described above.

[0060] In one design of block 314, network entity 130 may estimate an average out-of-service time for the plurality of wireless devices based on the collected information. Network entity 130 may then determine a scan rate based on the estimated average out-of-service time. Network entity 130 may also adjust the scan rate, determine an updated average out-of-service time with the adjusted scan rate, and use the adjusted scan rate if the updated average out-of-service time is improved over (i.e., shorter than) the estimated average out-of-service time. Network entity 130 may iteratively adjust the
scan rate until a termination condition is encountered, which may occur when the average out-of-service time is acceptable or cannot be further improved. Network entity 130 may then use the scan rate obtained when the termination condition is encountered. In another design of block 314, network entity 130 may determine a coverage map based on the collected information for the plurality of wireless devices. The coverage map may be obtained by identifying areas of poor coverage with long average out-of-service time and areas of good coverage with short average out-of-service time. These different areas may be identified based on the out-of-service durations and the locations of the plurality of wireless devices, which may be provided by the collected information. The average out-of-service time may be deemed to be long if it exceeds a first threshold or short if it is less than a second threshold, with the thresholds being suitably selected values. Network entity 130 may determine at least one scan rate for at least one area based on the coverage map. For example, the areas of poor coverage may be associated with slower scan rates, and the areas of good coverage may be associated with faster scan rates.

Network entity 130 may provide the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service (block 316). Network entity 130 may collect information for wireless devices located within a designated area and may provide the at least one search parameter to wireless devices located within the designated area.

FIG. 4 shows a design of an apparatus 400 for supporting searches for signals. Apparatus 400 includes a module 412 to collect information for a plurality of wireless devices, a module 414 to determine at least one search parameter (e.g., a scan rate) based on the collected information, and a module 416 to provide the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service.

FIG. 5 shows a design of a process 500 for operating a wireless device. The wireless device may collect information related to out-of-service events encountered by the wireless device (block 512). The collected information may comprise out-of-service durations, locations of the wireless device, frequency of out-of-service events, signal strength, any of the information described above, or a combination thereof. The wireless device may send the collected information to a network entity for use in determining at least one search parameter (block 514). The wireless device may receive
the at least one search parameter determined by the network entity based on information collected by the network entity for a plurality of wireless devices (block 516). The wireless device may thereafter perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service (block 518).

[0065] The at least one search parameter may comprise a scan rate to use for the entire duration in which the wireless device is covered by the network entity. Alternatively, the at least one search parameter may comprise a scan rate that is changeable by the network entity during the time in which the wireless device is covered by the network entity. In any case, the wireless device may perform searches at the scan rate when it is out of service. In one design, the wireless device may determine its current operating conditions, e.g., its location, received signal strength, operating mode, available battery power, etc. The wireless device may adjust the scan rate based on its current operating conditions and may perform searches at the adjusted scan rate.

[0066] FIG. 6 shows a design of an apparatus 600 for operating a wireless device. Apparatus 600 includes a module 612 to collect information related to out-of-service events encountered by the wireless device, a module 614 to send the collected information to a network entity, a module 616 to receive at least one search parameter determined by the network entity based on information collected by the network entity for a plurality of wireless devices, and a module 618 to perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service.

[0067] FIG. 7 shows a design of a process 700 for operating a wireless device. The wireless device may collect information related to out-of-service events encountered by the wireless device, e.g., the information described above for FIG. 5 (block 712). The wireless device may determine at least one search parameter based on the collected information (block 714). The wireless device may perform searches for signals in accordance with the at least one search parameter when it is out of service (block 716).

[0068] In one design of block 714, the wireless device may estimate an average out-of-service time for the wireless device based on the collected information. The wireless device may then determine a scan rate based on the estimated average out-of-service time. In one design, the wireless device may determine its current operating conditions, e.g., its location, received signal strength, operating mode, available battery power, etc.
The wireless device may determine the scan rate based further on its current operating conditions.

[0069] In one design, the wireless device may determine a first scan rate based on the collected information and may receive a second scan rate from a network entity. The wireless device may determine a third scan rate based on the first and second scan rates. The wireless device may then perform searches in accordance with the third scan rate when it is out of service.

[0070] FIG. 8 shows a design of an apparatus 800 for operating a wireless device. Apparatus 800 includes a module 812 to collect information related to out-of-service events encountered by the wireless device, a module 814 to determine at least one search parameter based on the collected information, and a module 816 to perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service.

[0071] The modules in FIGS. 4, 6 and 8 may comprise processors, electronics devices, hardware devices, electronics components, logical circuits, memories, etc., or any combination thereof.

[0072] A wireless device may perform a search in different manners for different systems or radio technologies. For a search in WCDMA, the wireless device may perform one or more frequency scans to detect for strong frequency channels in a frequency band. The wireless device may then attempt acquisition on each strong frequency channel, e.g., using a three-step process. In step one, the wireless device may search for a 256-chip primary synchronization code (PSC) sent on a primary synchronization channel (SCH) by correlating a received signal at the wireless device with a locally generated PSC at different time offsets. The wireless device may use the PSC to detect for the presence of a cell and to ascertain slot timing of that cell. In step two, the wireless device may determine a pattern of secondary synchronization codes (SSCs) used by each cell for which the PSC has been detected. The wireless device can determine frame timing and a scrambling code group used for a cell based on the detected SSC pattern for that cell. In step three, the wireless device may determine the scrambling code used by each cell for which the SSC pattern has been detected. Each SSC pattern is associated with a group of eight scrambling codes. The wireless device may evaluate each of the eight scrambling codes to determine which scrambling code is used by the cell.
[0073] For a search in GSM, the wireless device may perform a power scan to measure received power of each radio frequency (RF) channel in a frequency band and may identify strong RF channels. The wireless device may then attempt acquisition on each strong RF channel by (i) detecting for a tone sent on a frequency correction channel (FCCH), (ii) decoding a burst sent on a synchronization channel (SCH) to obtain a base transceiver station identity code (BSIC) for a GSM cell, and (iii) decoding a broadcast control channel (BCCH) to obtain system information.

[0074] For a search in IX or HRPD, the wireless device may search for pilots on different frequency channels, e.g., on one or more most recently used frequency channels and/or one or more frequency channels in a preferred roaming list (PRL). The wireless device may then attempt acquisition on each frequency channel in which pilot is detected.

[0075] In one design, the wireless device may complete a search prior to going to sleep. In this design, the awake period may be variable and may be dependent on various factors such as the number of frequency channels detected, the received signal strength, etc. In another design, the wireless device may perform a search for a fixed awake period. If the search is not completed during the awake period, then state information for the search may be saved, and the search may be resumed in the next awake period.

[0076] FIG. 9 shows a block diagram of a design of wireless device 110, base station 120, and network entity 130 in FIG. 1. At wireless device 110, a modem processor 924 may receive data to be sent by the wireless device, process (e.g., encode and modulate) the data, and generate output chips. A transmitter (TMTR) 932 may condition (e.g., convert to analog, filter, amplify, and frequency upconvert) the output chips and generate a reverse link signal, which may be transmitted via an antenna 934. On the forward link, antenna 934 may receive forward link signals from base station 120 and/or other base stations. A receiver (RCVR) 936 may condition (e.g., filter, amplify, frequency downconvert, and digitize) the received signal from antenna 934 and provide samples. Modem processor 924 may process (e.g., demodulate and decode) the samples and provide decoded data. Modem processor 924 may also perform searches in accordance with a suitable scan rate when wireless device 110 is out of service. Modem processor 924 may perform processing and searches in accordance with a radio technology (e.g., CDMA IX, HRPD, WCDMA, GSM, etc.) utilized by the system.
A controller/processor 920 may direct the operation at wireless device 110. Controller/processor 920 may perform or direct process 500 in FIG. 5, process 700 in FIG. 7, and/or other processes for the techniques described herein. Controller/processor 920 may also collect information related to out-of-service events encountered by wireless device 110. A memory 922 may store program codes and data for wireless device 110. Memory 922 may also store the collected information, which may be used by controller/processor 920 to determine a scan rate and/or may be sent to network entity 130. A digital signal processor 926 may perform various types of processing for wireless device 110. Processors 920, 924 and 926 and memory 922 may be implemented on an application specific integrated circuit (ASIC) 910. Memory 922 may also be implemented external to the ASIC.

At base station 120, transmitter/receiver (TMTR/RCVR) 946 may support radio communication with wireless device 110 and/or other wireless devices. A controller/processor 940 may perform various functions for communication with the wireless devices. Controller/processor 940 may also perform or direct process 300 in FIG. 3 and/or other processes for the techniques described herein. Controller/processor 940 may also collect information for wireless devices served by base station 120, e.g., the environment and network information described above. A memory 942 may store program codes and data for base station 120. Memory 942 may also store the collected information, which may be used by controller/processor 940 to determine a scan rate and/or may be sent to network entity 130. A communication (Comm) unit 944 may support communication with other network entities, e.g., network entity 130. In general, base station 120 may include any number of controllers, processors, memories, transmitters, receivers, communication units, etc.

At network entity 130, a controller/processor 950 may perform various functions to support searches by the wireless devices. Controller/processor 950 may perform or direct process 300 in FIG. 3 and/or other processes for the techniques described herein. A memory 952 may store program codes and data for network entity 130. Memory 952 may also store collected information, which may be received from the wireless devices, base stations, and/or other network entities. Controller/processor 950 may determine the scan rate and/or other search parameters based on the collected information. A communication unit 954 may support communication with other network entities, e.g., base station 120, BSC 122, MSC 124, etc. In general, network
entity 130 may include any number of controllers, processors, memories, communication units, etc.

Those of skill in the art would understand that information and signals may be represented using any of a variety of different technologies and techniques. For example, data, instructions, commands, information, signals, bits, symbols, and chips that may be referenced throughout the above description may be represented by voltages, currents, electromagnetic waves, magnetic fields or particles, optical fields or particles, or any combination thereof.

Those of skill would further appreciate that the various illustrative logical blocks, modules, circuits, and algorithm steps described in connection with the disclosure herein may be implemented as electronic hardware, computer software, or combinations of both. To clearly illustrate this interchangeability of hardware and software, various illustrative components, blocks, modules, circuits, and steps have been described above generally in terms of their functionality. Whether such functionality is implemented as hardware or software depends upon the particular application and design constraints imposed on the overall system. Skilled artisans may implement the described functionality in varying ways for each particular application, but such implementation decisions should not be interpreted as causing a departure from the scope of the present disclosure.

The various illustrative logical blocks, modules, and circuits described in connection with the disclosure herein may be implemented or performed with a general-purpose processor, a digital signal processor (DSP), an application specific integrated circuit (ASIC), a field programmable gate array (FPGA) or other programmable logic device, discrete gate or transistor logic, discrete hardware components, or any combination thereof designed to perform the functions described herein. A general-purpose processor may be a microprocessor, but in the alternative, the processor may be any conventional processor, controller, microcontroller, or state machine. A processor may also be implemented as a combination of computing devices, e.g., a combination of a DSP and a microprocessor, a plurality of microprocessors, one or more microprocessors in conjunction with a DSP core, or any other such configuration.

The steps of a method or algorithm described in connection with the disclosure herein may be embodied directly in hardware, in a software module executed by a processor, or in a combination of the two. A software module may reside in
RAM memory, flash memory, ROM memory, EPROM memory, EEPROM memory, registers, hard disk, a removable disk, a CD-ROM, or any other form of storage medium known in the art. An exemplary storage medium is coupled to the processor such that the processor can read information from, and write information to, the storage medium. In the alternative, the storage medium may be integral to the processor. The processor and the storage medium may reside in an ASIC. The ASIC may reside in a user terminal. In the alternative, the processor and the storage medium may reside as discrete components in a user terminal.

[0084] In one or more exemplary designs, the functions described may be implemented in hardware, software, firmware, or any combination thereof. If implemented in software, the functions may be stored on or transmitted over as one or more instructions or code on a computer-readable medium. Computer-readable media includes both computer storage media and communication media including any medium that facilitates transfer of a computer program from one place to another. A storage media may be any available media that can be accessed by a general purpose or special purpose computer. By way of example, and not limitation, such computer-readable media can comprise RAM, ROM, EEPROM, CD-ROM or other optical disk storage, magnetic disk storage or other magnetic storage devices, or any other medium that can be used to carry or store desired program code means in the form of instructions or data structures and that can be accessed by a general-purpose or special-purpose computer, or a general-purpose or special-purpose processor. Also, any connection is properly termed a computer-readable medium. For example, if the software is transmitted from a website, server, or other remote source using a coaxial cable, fiber optic cable, twisted pair, digital subscriber line (DSL), or wireless technologies such as infrared, radio, and microwave, then the coaxial cable, fiber optic cable, twisted pair, DSL, or wireless technologies such as infrared, radio, and microwave are included in the definition of medium. Disk and disc, as used herein, includes compact disc (CD), laser disc, optical disc, digital versatile disc (DVD), floppy disk and blu-ray disc where disks usually reproduce data magnetically, while discs reproduce data optically with lasers. Combinations of the above should also be included within the scope of computer-readable media.

[0085] The previous description of the disclosure is provided to enable any person skilled in the art to make or use the disclosure. Various modifications to the disclosure
will be readily apparent to those skilled in the art, and the generic principles defined herein may be applied to other variations without departing from the scope of the disclosure. Thus, the disclosure is not intended to be limited to the examples and designs described herein but is to be accorded the widest scope consistent with the principles and novel features disclosed herein.

[0086] WHAT IS CLAIMED IS:
CLAIMS

1. A method of supporting searches for signals in a wireless communication system, comprising:
   collecting information for a plurality of wireless devices;
   determining at least one search parameter based on the collected information;
   and
   providing the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service.

2. The method of claim 1, wherein the collecting information comprises collecting information on out-of-service durations, locations of wireless devices, frequency of out-of-service events, network loading, dropped calls, weather conditions, or a combination thereof.

3. The method of claim 1, further comprising:
   receiving the information for the plurality of wireless devices from the plurality of wireless devices, or from at least one network entity, or both.

4. The method of claim 1, wherein the at least one search parameter comprises a scan rate corresponding to a rate for performing searches.

5. The method of claim 1, wherein the at least one search parameter comprises a first scan rate to use in performing searches when longer battery life is desired, and a second scan rate to use in performing searches when faster signal re-acquisition is desired, the second scan rate being faster than the first scan rate.

6. The method of claim 1, wherein the determining the at least one search parameter comprises
   estimating an average out-of-service time for the plurality of wireless devices based on the collected information, and
   determining a scan rate based on the estimated average out-of-service time.
7. The method of claim 6, wherein the determining the at least one search parameter further comprises
   adjusting the scan rate,
   determining an updated average out-of-service time with the adjusted scan rate,
   and
   using the adjusted scan rate if the updated average out-of-service time is improved over the estimated average out-of-service time.

8. The method of claim 7, wherein the determining the at least one search parameter further comprises
   iteratively performing the adjusting the scan rate and the determining the updated average out-of-service time until a termination condition is encountered, and
   using a final adjusted scan rate obtained when the termination condition is encountered.

9. The method of claim 1, wherein the determining the at least one search parameter comprises
   determining a coverage map based on the collected information for the plurality of wireless devices, and
   determining at least one scan rate for at least one area based on the coverage map.

10. The method of claim 9, wherein the determining the coverage map comprises
    obtaining out-of-service durations and locations of the plurality of wireless devices from the collected information, and
    identifying areas of poor coverage with long out-of-service time and areas of good coverage with short out-of-service time based on the out-of-service durations and the locations of the plurality of wireless devices.

11. The method of claim 10, wherein the areas of poor coverage are associated with scan rates slower than scan rates for areas of good coverage.
12. The method of claim 1, wherein the collecting information comprises collecting information for the plurality of wireless devices located within a designated area, and wherein the providing the at least one search parameter comprises providing the at least one search parameter to wireless devices located within the designated area.

13. An apparatus supporting searches for signals, comprising:

   at least one processor configured to collect information for a plurality of wireless devices, to determine at least one search parameter based on the collected information, and to provide the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service.

14. The apparatus of claim 13, wherein the at least one processor is configured to collect information on out-of-service durations, locations of wireless devices, frequency of out-of-service events, network loading, dropped calls, weather conditions, or a combination thereof.

15. The apparatus of claim 13, wherein the at least one processor is configured to estimate an average out-of-service time for the plurality of wireless devices based on the collected information, and to determine a scan rate based on the estimated average out-of-service time.

16. The apparatus of claim 15, wherein the at least one processor is configured to adjust the scan rate, to determine an updated average out-of-service time with the adjusted scan rate, and to use the adjusted scan rate if the updated average out-of-service time is improved over the estimated average out-of-service time.

17. The apparatus of claim 13, wherein the at least one processor is configured to determine a coverage map based on the collected information for the plurality of wireless devices, and to determine at least one scan rate for at least one area based on the coverage map.

18. An apparatus supporting searches for signals, comprising:
means for collecting information for a plurality of wireless devices;
means for determining at least one search parameter based on the collected information; and
means for providing the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service.

19. The apparatus of claim 18, wherein the means for collecting information comprises means for collecting information on out-of-service durations, locations of wireless devices, frequency of out-of-service events, network loading, dropped calls, weather conditions, or a combination thereof.

20. The apparatus of claim 18, wherein the means for determining the at least one search parameter comprises
means for estimating an average out-of-service time for the plurality of wireless devices based on the collected information, and
means for determining a scan rate based on the estimated average out-of-service time.

21. The apparatus of claim 18, wherein the means for determining the at least one search parameter comprises
means for determining a coverage map based on the collected information for the plurality of wireless devices, and
means for determining at least one scan rate for at least one area based on the coverage map.

22. A computer program product, comprising:
a computer-readable medium comprising:
code for causing at least one computer to collect information for a plurality of wireless devices;
code for causing the at least one computer to determine at least one search parameter based on the collected information; and
code for causing the at least one computer to provide the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service.

23. The computer program product of claim 22, wherein the computer-readable medium further comprises:
   code for causing the at least one computer to estimate an average out-of-service time for the plurality of wireless devices based on the collected information; and
   code for causing the at least one computer to determine a scan rate based on the estimated average out-of-service time.

24. The computer program product of claim 22, wherein the computer-readable medium further comprises:
   code for causing the at least one computer to determine a coverage map based on the collected information for the plurality of wireless devices; and
   code for causing the at least one computer to determine at least one scan rate for at least one area based on the coverage map.

25. A method of operating a wireless device, comprising:
   receiving at least one search parameter determined by a network entity based on information collected by the network entity for a plurality of wireless devices; and
   performing searches for signals in accordance with the at least one search parameter when the wireless device is out of service.

26. The method of claim 25, further comprising:
   collecting information related to out-of-service events encountered by the wireless device; and
   sending the collected information to the network entity for use in determining the at least one search parameter.

27. The method of claim 25, wherein the at least one search parameter comprises a scan rate, the method further comprising:
   determining current operating conditions of the wireless device; and
adjusting the scan rate based on the current operating conditions, and wherein searches are performed in accordance with the adjusted scan rate

28. The method of claim 25, wherein the at least one search parameter comprises a scan rate to use for entire duration in which the wireless device is covered by the network entity, and wherein searches are performed at the scan rate.

29. The method of claim 25, wherein the at least one search parameter comprises a scan rate changeable by the network entity during duration in which the wireless device is covered by the network entity, and wherein searches are performed at the scan rate.

30. An apparatus for wireless communication, comprising:
   at least one processor configured to receive at least one search parameter determined by a network entity based on information collected by the network entity for a plurality of wireless devices, and to perform searches for signals in accordance with the at least one search parameter when a wireless device is out of service.

31. The apparatus of claim 30, wherein the at least one processor is configured to collect information related to out-of-service events encountered by the wireless device, and to send the collected information to the network entity for use in determining the at least one search parameter.

32. The apparatus of claim 30, wherein the at least one processor is configured to receive a scan rate from the network entity, to determine current operating conditions of the wireless device, to adjust the scan rate based on the current operating conditions, and to perform searches in accordance with the adjusted scan rate.

33. A method of operating a wireless device, comprising:
   collecting information related to out-of-service events encountered by the wireless device;
   determining at least one search parameter based on the collected information; and
performing searches for signals in accordance with the at least one search parameter when the wireless device is out of service.

34. The method of claim 33, wherein the collecting information comprises collecting information on out-of-service durations, locations of the wireless device, frequency of out-of-service events, signal strength, or a combination thereof.

35. The method of claim 33, wherein the determining the at least one search parameter comprises
   determining current operating conditions of the wireless device, and
   determining the at least one search parameter based further on the current operating conditions.

36. The method of claim 33, wherein the determining the at least one search parameter comprises
   estimating an average out-of-service time for the wireless device based on the collected information, and
   determining a scan rate based on the estimated average out-of-service time.

37. The method of claim 33, wherein the at least one search parameter comprises a first scan rate determined based on the collected information, the method further comprising:
   receiving a second scan rate determined by a network entity based on information collected by the network entity for a plurality of wireless devices; and
   determining a third scan rate based on the first and second scan rates, and
   wherein searches are performed in accordance with the third scan rate when the wireless device is out of service.

38. An apparatus for wireless communication, comprising:
   at least one processor configured to collect information related to out-of-service events encountered by a wireless device, to determine at least one search parameter based on the collected information, and to perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service.
39. The apparatus of claim 38, wherein the at least one processor is configured to collect information on out-of-service durations, locations of the wireless device, frequency of out-of-service events, signal strength, or a combination thereof.

40. The apparatus of claim 38, wherein the at least one processor is configured to determine current operating conditions of the wireless device, and to determine the at least one search parameter based further on the current operating conditions.

41. The apparatus of claim 38, wherein the at least one processor is configured to estimate an average out-of-service time for the wireless device based on the collected information, and to determine a scan rate based on the estimated average out-of-service time.

42. The apparatus of claim 38, wherein the at least one processor is configured to determine a first scan rate based on the collected information, to receive a second scan rate determined by a network entity based on information collected by the network entity for a plurality of wireless devices, to determine a third scan rate based on the first and second scan rates, and to perform searches in accordance with the third scan rate when the wireless device is out of service.
FIG. 2

FIG. 3

Start

Collect information for a plurality of wireless devices

Determine at least one search parameter (e.g., a scan rate) based on the collected information

Provide the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service

End

Module to collect information for a plurality of wireless devices

Module to determine at least one search parameter (e.g., a scan rate) based on the collected information

Module to provide the at least one search parameter to wireless devices for use in performing searches for signals when the wireless devices are out of service

FIG. 4
Start

Collect information related to out-of-service events encountered by a wireless device

Send the collected information to a network entity

Receive at least one search parameter (e.g., a scan rate) determined by the network entity based on information collected by the network entity for a plurality of wireless devices

Perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service

End

Module to collect information related to out-of-service events encountered by a wireless device

Module to send the collected information to a network entity

Module to receive at least one search parameter (e.g., a scan rate) determined by the network entity based on information collected by the network entity for a plurality of wireless devices

Module to perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service

FIG. 5

FIG. 6
Start

Collect information related to out-of-service events encountered by a wireless device

Determine at least one search parameter (e.g., a scan rate) based on the collected information

Perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service

End

FIG. 7

Module to collect information related to out-of-service events encountered by a wireless device

Module to determine at least one search parameter (e.g., a scan rate) based on the collected information

Module to perform searches for signals in accordance with the at least one search parameter when the wireless device is out of service

FIG. 8
## A. CLASSIFICATION OF SUBJECT MATTER

INV. H04U52/02

According to International Patent Classification (IPC) or to both national classification and IPC.

## B. RELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

H04U

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, COMPENDEX, INSPEC, IBM-TDB

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 2005/101887 A (KONINKL PHILIPS ELECTRONICS NV [NL]; BUCKNELL PAUL [GB]; BAKER MATTHEW) 27 October 2005 (2005-10-27) abstract page 9 - page 10 figures 1,3</td>
<td>1-32</td>
</tr>
<tr>
<td>X</td>
<td>US 6 167 268 A (SOUSSI SLIM [US] ET AL) 26 December 2000 (2000-12-26) abstract column 7, line 9 - column 8, line 56 claims 13-17 figures 1,7</td>
<td>1-32</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

- Special categories of cited documents
  - 'A' document defining the general state of the art which is not considered to be of particular relevance
  - 'B' earlier document but published on or after the international filing date
  - 'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - 'O' document referring to an oral disclosure, use, exhibition or other means
  - 'P' document published prior to the international filing date but later than the priority date claimed

- 'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- 'X' document of particular relevance the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- 'Y' document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
- 'Z' document member of the same patent family

Date of the actual completion of the international search: 3 September 2009

Date of mailing of the international search report: 10/09/2009

Name and mailing address of the ISA/
European Patent Office, P B 5818 Patentaan 2 NL-2280 HV Rijswijk
Tel (+31-70) 340-2040,
Fax (+31-70) 340-2016

Authorized officer
Rosken, W I Fried
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 98/27766 A (SIEMENS AG [DE]; LILLIE FRANK [DE]; BOETZEL ULRICH [DE]; GUNZELMANN BE) 25 June 1998 (1998-06-25) abstract page 2, line 5 - page 3, line 18 page 4, line 26 - page 5, line 29 page 7, line 11 - page 8, line 15 page 9, line 32 - page 10, line 13 claims 1-14 figure 4</td>
<td>33-42</td>
</tr>
<tr>
<td>A</td>
<td>US 5 574 996 A (RAITH ALEX K [US]) 12 November 1996 (1996-11-12) abstract Column 4, line 51 - line 61 Column 5, line 5 - line 24 Column 6, line 10 - line 21 Column 7, line 10 - Column 8, line 39 claims 1,11,13,15 figures 3a, 3b, 6</td>
<td>1-42</td>
</tr>
<tr>
<td>A</td>
<td>WO 2007/009928 A (SIEMENS AG [DE]; DILLINGER MARKUS [DE]; NIEDERMEIER CHRISTOPH [DE]; SC) 25 January 2007 (2007-01-25) abstract page 1, line 31 - page 2, line 5 page 3, line 9 - page 4, line 2 page 5, line 9 - page 7, line 13 page 8, line 4 - line 6 page 9, line 1 - page 10, line 7 page 11, line 28 - page 12, line 32 page 19, line 1 - line 9 claims 1-14</td>
<td>1-42</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>WO 2005101887</td>
<td>27-10-2005</td>
<td>NONE</td>
</tr>
<tr>
<td>us 61*7268</td>
<td>26-12-2000</td>
<td>AU 2980600 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0049818 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0947117 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6400961 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 8131494 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9405705 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2152943 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1117330 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0679304 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FI 953268 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8508629 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 276006 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG 43316 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9512932 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20060101515 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005096053 A1</td>
</tr>
</tbody>
</table>