Title: REPLACEABLE DECORATIVE COVER FOR WATCHES WITH DIGITAL DISPLAY

Fig. 1

Abstract: The present invention relates to a replaceable decorative cover adapted to be snap-coupled with one of those watches formed of a monolithic rubber bracelet provided in the centre with a tapering enlarged section that contains the display of the watch.
**Description**

*Replaceable decorative cover for watches with digital display.*

The present patent application relates to a replaceable decorative cover for watches with digital display.

As it is known, a particular type of inexpensive watches with digital face has recently become popular on the market.

Reference is made to watches provided with a thin monolithic rubber bracelet, in which a basically rectangular space is obtained to exactly receive a corresponding block with digital display.

In particular, such a block contains the miniaturised electronic parts used to "calculate" time and show the relevant information on the display for the user.

It must be noted that this type of watches is especially targeted to young and very young customers, who largely appreciate them not only for their essential and inexpensive structure, but also for their capacity to characterise the global look of the user in terms of casual and modern elegance.

A careful examination of the state of the art, however, has identified a disadvantageous aspect of said watches.

In a time when young people tend to change their look continuously, it is possible for users of one of the above digital watches to lose the appreciation because of its well-defined and standardised look.

A further aspect of this problem is related to the fact that, especially if purchased in a version characterised by an especially "bright" colour, such a watch may not match the garments or accessories worn by the user.

The cover of the present invention has been devised further to a careful examination of the prior art, as solution to the aforementioned drawbacks.

It consists in a plastic moulded cover adapted to be easily coupled or uncoupled to or from one of said watches composed of a monolithic bracelet.
that integrates a small rectangular display.

In particular, the cover is inserted along the bracelet at the height of the rectangular display, in order to surround it completely.

Moreover, said rectangular cover has large dimensions and pronounced corners.

In view of the above, the cover of the invention can considerably affect the general look of the watch, making it less linear and more eye-catching.

It can be otherwise said that, after being coupled with the cover of the invention, such a watch tends to acquire a peculiar appearance that can induce the observer to think that it is not the original watch.

Moreover, the cover of the invention can be produced with any type of colour, in such a way to be purchased by the user from time to time in the desired colour, possibly according to the current fashion taste or the chromatic characteristics of his clothes.

For purposes of clarity, the description of the invention continues with reference to the enclosed drawing, which is intended for purposes of illustration only and not in a limiting sense, wherein:

- Figure 1 is an axonometric view of the cover of the invention above the watch, before coupling
- Figure 2 is an axonometric view that illustrates the internal configuration of the cover of the invention
- Figure 3 is an axonometric view of a section of the cover of the invention coupled with the watch
- Figure 4 is a partial front view of fig. 3 that illustrates in detail the coupling of the cover of the invention with the watch.
- Figure 5 is basically the same as Figure 3, except that it refers to an alternative constructive embodiment of the cover of the invention.

Referring to the above figures, the cover of the invention (1) is mounted on a watch (O) of the type composed of a thin monolithic bracelet (11) with circular section, provided with a longitudinal tapering enlarged section (12) with lower flat side (12a).

The upper side of the enlarged section (12) is provided with a basically
rectangular space that firmly houses a digital watch formed of a parallelepiped block (13) that contains the necessary electronic parts and is provided on top with a small display with basically rectangular shape and rounded profile from a longitudinal edge to the other edge of the parallelepiped block (13).

The block (13) has a slightly higher height and a slightly lower width than the corresponding housing.

In view of the above, the upper convex section of the block (13), including the display, slightly protrudes from the housing, and narrow longitudinal slots (14) are formed on the two sides of the block (13) as result of possible elastic deformation imposed on the lateral walls of said space.

The cover of the invention (1) can be easily snap-coupled and uncoupled to and from said enlarged section (12) of the watch (O), while leaving the digital display visible.

It consists in a basically rectangular boxed cover moulded from plastic materials and provided with intrinsic flexibility.

The cover (1) is formed of a basically rectangular horizontal wall (2) that is bordered by two opposite pairs of downward edges (3, 4).

The horizontal wall (2) is longitudinally provided with a rectangular window (2a) with shape and dimensions compatible with the display of the watch (O).

Each longitudinal edge (3) of the cover (1) is provided on the lower border with a slightly inward-protruding axial rib (3a), whereas each of the two transversal edges (4) of the cover (1) is provided with a basically semicircular notch (4a).

The height of the four edges of the cover (1) is slightly lower than the enlarged section (12) of the watch (O).

The distance between the two longitudinal edges (3) of the cover (1) is slightly lower than the maximum width of said enlarged section (12) of the watch (O), whereas the distance between the transversal edges (4) is basically equal to the length of the same enlarged section (12).

Referring to Fig. 2, the horizontal wall (2) of the cover (1) is provided
with two thin vertical partitions (5) that protrude from the internal side, in slightly more external position with respect to the longitudinal edges of the window (2a).

Likewise, the lower side of the horizontal wall (2) is provided with two basically semi-elliptical impressions (6) in symmetrically opposite position, having higher width and higher depth on the transversal edges of the window (2a).

After illustrating the structure of the cover of the invention (1), this description continues by explaining the way the cover cooperates with the watch (O).

The cover (1) must be slightly forced from above on the enlarged section (12) of the watch (O).

During the downward movement, the ribs (3a) of the longitudinal edges (3) of the cover (1) gradually interfere with the longitudinal edges of the enlarged section (12) of the watch (O), causing a slight divarication of the longitudinal edges (3).

The downward movement ends when the lower side of the horizontal wall (2) of the cover (1) touches against the upper side of the enlarged section (12) of the watch (O).

In such a lower stop position, the following simultaneous consequences are noted:

- the upper section of the parallelepiped block (13) with display is exactly arranged in the opening of the window (2a) of the cover (1), remaining perfectly visit from outside thereof
- the two impressions (6) obtained on the lower side of the horizontal wall (2) of the cover (1) are "flat" coupled with the tapered ends of the tapering enlarged section (12) of the watch (O)
- the two basically semicircular notches (4a) obtained on the transversal edges (4) of the cover (1) exactly embrace and surround the tapered ends of the enlarged section (12) of the watch (O) from above and on the two sides.
- the two longitudinal partitions (5) that protrude under the horizontal wall (2) of the cover (1) exactly engage into the corresponding slots (14) provided on
the upper side of the enlarged section (12) of the watch (O) at the sides of
the display of the parallelepiped block (13).
- the ribs provided at the base of the longitudinal edges (3) of the cover (1)
are arranged under the longitudinal centre-line (12b) of the enlarged section
(12) of the watch (O).

With special reference to the latter condition, it must be noted that the
longitudinal edges (3) of the cover (1), which were subject to forced
divarication during the downward movement, are intrinsically flexible and
spontaneously tend to recover their perfect vertical position.

Because of this tendency, the longitudinal edges (3) exert a sort of
energetic embrace with respect to the enlarged section (12) of the watch (O)
from opposite sides.

Considering that the ribs (3a) are situated under the centre-line (12b)
of the enlarged section (12), it can be easily understood that the entire cover
(1) can be uncoupled from the enlarged section (12) only by means of a new
sufficiently energetic upward traction to generate a new divarication of the
longitudinal edges (3).

In such a situation the function of the internal longitudinal partitions (5)
of the cover (1) must be pointed out, when the same are inserted in the
corresponding lateral slots (14) of the enlarged section (12) of the watch (O).

Likewise the base ribs (3a) of the longitudinal edges (3) of the
cover (1) prevent the risk of accidental uncoupling, being inserted in the slots
(14) of the enlarged section (12) of the watch (O), the partitions (6) prevent
the cover (1) from accidentally rotating around the enlarged section (12),
losing the necessary alignment between the display of the parallelepiped
block (13) and the window (2a) of the cover (1).

Referring to figure 5, the cover of the invention (1) can be obtained
according to an alternative embodiment adapted to be mounted on watches
having a slightly different structure from the one illustrated in Figures 1 to 4.

In such a case, the central enlarged section (12) of the watch (O) is
centrally provided with a through axial space that cuts its entire thickness.

Said space is adapted to receive the digital component consisting in
the usual parallelepiped block (13) that supports the display suitably provided in this case with height approximately equal to the height of the space.

The above is done to ensure that, also in this case, the display can protrude shortly on the outside of the space that houses the block (13).

Moreover, said block (13) is provided with a lower section having a lower width than the upper section (which supports the display) and said two sections are joined on opposite sides by means of two identical longitudinal steps (13a) with horizontal direction.

In any case, it must be noted that said block (13) is arranged inside the corresponding space in such a way that two lateral slots (14) are generated between its longitudinal walls and the sides of the space as result of possible elastic deformation imposed on the lateral walls of the space.

As mentioned above, the presence on the market of a similar constructive embodiment of a typical "rubber" watch (O) has imposed the realisation of a dedicated embodiment (1) of said interchangeable cover.

In particular, the latter is characterised in that each vertical partition (5) is provided at the base of its internal side with a longitudinal rib (5a) with horizontal direction, and basically has the same height as the distance between the top of the parallelepiped block (13) and the height of the lateral steps (13a) of the block (13).

It appears evident that, because of the above, the cover (1) is joined directly with the parallelepiped block (13).

Because of the deep insertion of the partitions (5) inside the slots (14), as result of the intrinsic elastic deformation of said partitions (5), the longitudinal ribs (5a) are snap-fitted under the steps (13a) provided on the sides of the parallelepiped block (13), as expressly shown in Figure 5.
Claims

1) Replaceable decorative cover for watches formed of a thin monolithic bracelet with circular section (11) and with a longitudinal tapering enlarged section (12) provided on top with a rectangular space that houses, for the majority of its height, a corresponding parallelepiped block (13) that contains the electronic parts of a digital watch (O) and is provided on top with display, cover (1) characterised in that:

- it has a rectangular boxed structure obtained from moulding plastic materials and provided with intrinsic flexibility
- it is composed of a rectangular wall (2), which is longitudinally provided with a rectangular window (2a) with shape and dimensions compatible with the digital display of the watch (O) and bordered by two opposite pairs of downward edges (3, 4), of which the longitudinal edges (3) are provided on the lower border with a slightly inward protruding axial rib (3a), whereas the transversal edges (4) are provided with a basically semicircular notch (4a) on the lower border with shape and dimensions compatible with the tapered ends of the tapering enlarged section (12) of the watch (O)
- the distance between the two longitudinal edges (3) is slightly lower than the maximum width of the tapering enlarged section (12) of the watch (O)
- the longitudinal edges (3) have a height higher than half of the thickness of the tapering enlarged section (12) of the watch (O).

2) Cover as claimed in claim 1, characterised in that it is provided on the internal side of the horizontal wall (2), in slightly more external position with respect to the longitudinal edges of the through window (2a), with two vertical partitions (5) adapted to be exactly engaged in corresponding slots (14) obtained in the tapering enlarged section (12) of the watch (O) at the sides of said parallelepiped block (13).

3) Cover as claimed in claim 2, characterised in that the vertical partitions (5) are provided at the base of the internal side with longitudinal ribs (5a) with horizontal direction, adapted to be snap-fitted under longitudinal steps (13a) provided on the sides of said parallelepiped block (13), after inserting said
partitions (5) completely inside the slots (14).

4) Cover as claimed in one or more of the preceding claims, characterised in that it is provided, on the internal side of the horizontal wall (2) in symmetrically opposite position, with two basically semi-elliptical impressions (6) with higher width and higher depth on the transversal edges of the window (2a) that can be exactly coupled with the tapered ends of the tapering enlarged section (12) of the watch (O).
A. CLASSIFICATION OF SUBJECT MATTER
INV. G04B37/00 G04G17/08
According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
G04B G04G

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practical, search terms used)
EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 91/02299 A1 (BE &amp; JOY SA [CH])</td>
<td>1-4</td>
</tr>
<tr>
<td>A</td>
<td>US 4396 298 A (RIPLEY RICHARD)</td>
<td>1-4</td>
</tr>
<tr>
<td>A</td>
<td>EP 0276 701 A2 (BRIZIO GIORGIO)</td>
<td>1-4</td>
</tr>
</tbody>
</table>

D. Further documents are listed in the continuation of Box C

X See patent family annex

* Special categories of cited documents

'A' document defining the general state of the art which is not considered to be of particular relevance

'E' earlier document but published on or after the international filing date

'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

'O' document referring to an oral disclosure use, exhibition or other means

'P' document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X' document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y' document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'S' document member of the same patent family

Date of the actual completion of the international search: 12 March 2010

Date of mailing of the international search report: 23/03/2010

Name and mailing address of the ISA/
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel (+31-70) 340-2040,
Fax (+31-70) 340-3016

Authorized officer

Bream, Philip
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>AU 5967690 A</td>
<td>11-03-1991</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 681412 A</td>
<td>31-03-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69029031 D1</td>
<td>05-12-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4500859 T</td>
<td>13-02-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5319616 A</td>
<td>07-06-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 8662482 A</td>
<td>10-02-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1167262 A1</td>
<td>15-05-1984</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 649186 A</td>
<td>15-05-1985</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 3228369 A1</td>
<td>17-02-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2510776 A1</td>
<td>04-02-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2104689 A</td>
<td>09-03-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 43785 A</td>
<td>14-06-1985</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 58061484 A</td>
<td>12-04-1983</td>
</tr>
<tr>
<td>EP 0276701 A2</td>
<td>03-08-1988</td>
<td>IT 209854 Z2</td>
<td>04-11-1988</td>
</tr>
</tbody>
</table>