(51) International Patent Classification:
F04D 17/12 (2006.01) F04D 27/02 (2006.01)

(21) International Application Number:
PCT/BE20 11/000019

(22) International Filing Date:
8 April 2011 (08.04.2011)

(25) Filing Language:
Dutch

(26) Publication Language:
English

(30) Priority Data:
2010/0253 20 April 2010 (20.04.2010) BE

(71) Applicant (for all designated States except US): ATLAS COPCO AIRPOWER [BE/BE]; Naamloze Vennootschap, Boomsesteenweg 957, B-2610 Wilrijk (BE).

(72) Inventors; and

(74) Agent: P. VAN VARENBERG - E. Donne; Bureau M.F.J. Bockstael nv, Arenbergstraat 13, B-2000 Antwerpen (BE).


(82) Designated States (unless otherwise indicated, for every kind of regional protection available): ARIPO (BW, GH, GM, KE, LR, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European (AL, AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV, MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, ...

Declarations under Rule 4.17:
— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))
— of inventorship (Rule 4.17(iv))

Published:
— without international search report and to be republished upon receipt of that report (Rule 48.2(g))
Method for controlling a compressor.

The present invention relates to a method for controlling a compressor that has one or more compressor elements, whereby each compressor element is equipped with an inlet and an outlet, and whereby the compressor can be connected to a load that makes use of compressed gas.

More specifically, the invention is intended for saving energy during a transition from full load or partial load to zero load or vice versa, whereby the compressor contains a control unit that controls the speed of the aforementioned compressor element or the aforementioned compressor elements at nominal speed, or within a certain nominal speed range.

In many cases it is desirable for the flow of the compressed gas at the compressor outlet to be controllable to a certain extent, for example if the compressor supplies a pressure network with compressed gas. In such a situation the gas flow supplied is preferably adjusted according to the consumption in the pressure network.

If at least one of the compressor elements belonging to the compressor is of the screw type, the gas flow supplied can be controlled in a known way without this essentially being at the expense of efficiency.

In such a case the inlet pressure of the compressor element is typically reduced at constant speed (however, the
foregoing is not the case if the compressor element is constructed according to the turbo type).

If the compressor is of the turbo type, it preferably operates at a more or less constant flow, whereby the turbo compressor runs at nominal speed. At nominal speed the compressor operates at full load whereby the compressor operates at its optimum operating point.

The outlet flow can be varied to a limited extent in an energy-efficient way by varying the speed of the compressor or by means of inlet guide vanes and/or diffuser guide vanes.

When the demanded flow is reduced further, other methods are applied to control the outlet flow.

Traditionally the surplus proportion of compressed gas at the compressor outlet is blown off by making use of a blow-off valve.

Another known method consists of regularly blowing off the full flow at the outlet of the compressor, or recirculating it until the pressure in a pressure network falls below a certain value, after which the compressor again supplies the full flow.

In this way the turbo compressor can always adjust the supplied flow to the demanded flow.
An important disadvantage of the known methods is that they are energy intensive.

Another, more energy-efficient way to reduce the flow supplied, is to install adjustable inlet guide vanes, or alternatively diffuser guide vanes, whereby the angle of incidence of the flow is adjusted each time the flow rate changes (at the inlet and outlet of the compressor stage respectively). A disadvantage of this is the relatively high complexity and production costs attached to this.

In all methods described, the speed of the compressor is kept the same when going from the loaded to the unloaded state or vice versa.

Another way of further reducing the supplied flow for a speed-controlled centrifugal compressor is to reduce its speed, whereby the outlet pressure is first or simultaneously reduced by means of a blow-off valve so that a low unloaded power can be obtained. The compressor then does not supply any flow to the pressure network.

A disadvantage of this, however, is that significant losses arise in the transition between the loaded and unloaded states and vice versa, because the power of the centrifugal compressor is not very dependent on the final pressure.

The purpose of the present invention is to provide a solution to one or more of the aforementioned disadvantages and/or other disadvantages by providing a method for controlling a compressor that has one or more compressor
elements, whereby each compressor element has an inlet and an outlet, whereby during a transition from full load or partial load to zero load, at least a first compressor element goes through a process A that comprises the following steps:

- the at least temporary reduction of the inlet pressure of this first compressor element; and
- the subsequent or simultaneous or partly simultaneous and partly subsequent reduction of the speed and/or the drive torque of this first compressor element to a lower value or zero,

and/or whereby during a transition from zero load to partial load or full load, at least a first compressor element goes through a process B that comprises the following steps:

- increase of the speed and/or the drive torque of the first compressor element to a nominal value or within a nominal value range; and
- the subsequent or simultaneous or partly simultaneous and partly subsequent controlled increase of the inlet pressure of the first compressor element concerned.

The "controlled increase of the inlet pressure" means actively increasing this inlet pressure by controlling certain components of the compressor such as valves, compressor elements or similar by means of a control unit, for example.

Preferably, before reducing the inlet pressure of the first compressor element, the process A also comprises the step
of reducing the outlet pressure, for example by opening a
blow-off valve on the pressure side of this first
compressor element.

According to a preferred aspect of the invention, after
bringing the inlet pressure of the first compressor element
to the right level, process B also comprises the step of
increasing the outlet pressure, for example by closing a
blow-off valve on the pressure side of this first
compressor element.

An advantage of the method according to the invention is
that the energy losses in the transitional period between
full load and partial load or zero load and/or vice versa
are limited compared to the existing methods for
controlling the speed of a compressor element.

For example, when going through a process A, the first
compressor element absorbs less power. Alternatively, when
driving the compressor element with a certain torque during
this process A, the speed of the first compressor element
decreases less quickly during a transition from full load
to partial load or zero load. A specific case can be that
this drive torque is equal to zero, such that the first
compressor element only slows down as a result of its own
air resistance.

If after a certain time the first compressor element does
not receive a command again to operate at full load, the
speed is stabilised at a set minimum speed.
Because, when going through such a process A, the inlet pressure is reduced and the first compressor element remains at speed for a longer time, a transfer to full load during this timespan requires little energy. An additional advantage of the reduced inlet pressure is that the set minimum speed is relatively close to the nominal speed, subject to minimum torque, and thus can be done with minimum energy requirements without a lot of energy being required for this. Also, if the compressor element runs at minimum speed, a transfer to full load requires less energy compared to the existing methods.

In addition, when going through a process B, less energy is employed in bringing the compressor element to nominal speed when switching from part load or zero load to full load.

Alternatively - for the same available motor torque or with a certain torque control - the total time required for the transition to full load can be reduced, which means an energy advantage. In addition the compressor is then able to respond more quickly to changes in the compressed air demand. In this way the user can realise a more accurate, more efficient pressure control for a certain available installation. A specific case of this can be that the drive torque is equal to the maximum torque to be supplied by the motor, whereby the compressor element is brought to nominal speed as quickly as possible.

With the intention of better showing the characteristics of the invention, a preferred method according to the
Invention is described hereinafter by way of an example without any limiting nature, with reference to the accompanying drawings, wherein:

Figure 1 schematically shows a compressor that is controlled according to a method according to the invention;

Figure 2 shows a variant according to figure 1.

Figure 1 shows a compressor 1 which, in this non-limiting example, only contains one compressor element 2, in this case of the turbo type, and this compressor element supplies compressed gas to a pressure network 3.. to which one or more compressed gas users are connected.

An inlet pipe on the intake side of the compressor element 2 has an inlet valve 5 and is connected to the inlet for the gas to be compressed of the compressor element 2.

The inlet valve 5 in this case is, but not necessarily so, constructed such that, even in the fully closed state, it allows a certain minimum gas flow through to the compressor element 2. Such an inlet valve 5 can, according to a variant not shown in the drawings, for example but not necessarily so, be realised by constructing the inlet valve 5 in the form of a shut-off valve across which there is a bypass pipe that, in the fully closed state of the shut-off valve, allows a flow across this shut-off valve.

Alternatively such an inlet valve 5 can contain a valve body that does not fully close a passage through a seat in
the closed state, for example by providing a flow-through opening through this valve body and/or this seat.

The outlet of the compressor element 2 for compressed gas is connected to the pressure network 3 via an outlet pipe 6 with a non-return valve 7. The aforementioned non-return valve 7 can be constructed in the conventional way and consist of a valve body that is pressed against a seat by means of a spring, but according to the invention it is not excluded that the aforementioned non-return valve 7 is constructed as another type of valve, such as a pneumatic or electrically driven valve, or even a 3-way valve.

According to the invention it is not excluded that the compressor element 2 is constructed in the form of another type of compressor element other than the turbo type, for example in the form of a speed-controlled screw compressor element.

Between the outlet of the compressor element 2 and the non-return valve 7, there is a branch 8 with a blow-off valve 9 in it, on which a noise damper 10 is preferably, but not necessarily, mounted. In the aforementioned case, whereby the non-return valve 7 is replaced by a 3-way valve, this 3-way valve can also replace the blow-off valve 9.

In such a case the compressor element 2 is driven directly by a shaft 11 of a motor 12 that has a control unit 13, in which case it is called a directly driven compressor element.
The driving of a compressor 1 according to a method according to the invention is very simple and as follows.

The compressor element 2 draws in gas, for example but not necessarily air, through the inlet pipe 4. The air is compressed in a known way in the compressor element 2 and supplied to a pressure network 3 via an outlet pipe 6.

At full load the compressor element 2 supplies a certain flow of compressed air to its outlet. In this mode the compressor element 2 operates at a nominal speed, or within a certain nominal speed range, and the inlet valve 5 is open and the blow-off valve 9 closed.

The compressor element 2 is designed and driven at nominal speed so that at full load the compressor element 2 performs optimally, or in other words the energy consumption per quantity of air supplied, also called the specific energy consumption, is the lowest. Of course, the aim is to have the compressor element 2 operate in the aforementioned optimum operating region at all times.

If no compressed air is taken off the pressure network 3, the pressure in the aforementioned network will increase as the compressor element 2 is still operating in full load mode and continually supplies compressed air. The pressure in the pressure network 3 rises. According to the invention, during this transition from full load to zero load, a process A can be gone through that preferably contains the step of opening the blow-off valve 9 to reduce the outlet pressure of the compressor element 2. As a
result the compressed air is blown off into the atmosphere. The blow-off valve 9 can also open into a reservoir for recirculating the blown-off gas.

The opening of the blow-off valve 9 results in a pressure reduction at the outlet of the compressor element 2, such that the non-return valve 7, which as stated can also consist of another type of valve such as a controlled valve, for example a three-way valve, is closed and the compressor element 2 is isolated from the pressure network 3.

Then, in going through the process A, the pressure at the inlet of the compressor element 2 is reduced, which for example is realised by closing the inlet valve 5. The term "the closing of the inlet valve" does not necessarily mean here that this inlet valve is effectively completely closed. In practice it can be that the inlet valve 5 is not 100% shut off in the fully closed state, such that a small flow is still possible through this inlet valve 5. At this reduced inlet pressure, the speed of the compressor element 2 is reduced, for example by the motor 12 supplying a reduced torque.

According to the invention, the reduction of the speed can also be realised by using a VSD motor, for example with frequency control, and controlling it in an appropriate way.

The step of reducing the speed according to the invention is done either after the aforementioned step of the inlet
pressure reduction, or together with this inlet pressure reduction, or partially together with and partially after this inlet pressure reduction.

As a result of the reduced inlet pressure the power needed for compression decreases greatly, such that the compressor element 2, even in the event of a reduced torque, stays at speed for a longer period of time.

When the speed of the compressor element 2 falls, the mass flow drawn in will also fall, which results in the pressure drop across the inlet valve 5 falling. The pressure drop across the aforementioned valve 5 can be increased by further closing the valve 5 as the speed falls.

Increasing the pressure drop across the inlet valve 5 by further closing the valve 5 is appropriate if a screw type compressor is used. In such a case, as an alternative, the inlet valve 5 can also be put in its final closed state in one go.

If a centrifugal compressor is used, it can be chosen to keep the valve in the same state and to allow the inlet pressure to rise again. As is known, a centrifugal compressor is not able to realise significant heads at low speeds.

If, finally, an unloaded state with a very low speed needs to be reached, this implies that the inlet and outlet pressure of such a compressor element must be close to one another.
If the compressed air offtake in the pressure network 3 does not increase, the speed will ultimately stabilise at a value that can depend on a set reduced torque, for example.

If the compressed air offtake in the pressure network 3 increases, which means that there is a transition from zero load to partial load or full load, then according to the invention, during this transient state, a process B can be gone through whereby, for example by an increase in motor torque, the speed is again increased to the nominal speed or to the nominal speed range, after which the inlet pressure of the compressor element 2 is increased in a controlled manner, for example by opening the inlet valve 5, and preferably until the inlet pressure reaches the nominal value, and whereby the outlet pressure of the compressor element 2 is preferably increased.

Again the speed control can also be realised by frequency control of the motor.

In this case the outlet pressure is raised by closing the blow-off valve 9. The non-return valve 7 opens and in this way the compressor element 2 can again supply compressed air to the pressure network 3.

A specific example of this is a situation in which the inlet valve 5 is initially (almost) closed. If the initial speed is low it means that the pressure drop across the inlet valve 5 is almost zero (because the mass flow through the valve is very low) and thus the inlet pressure of the
first compressor element is then almost equal to atmospheric pressure (assuming that the inlet valve 5 is mounted on an atmospheric inlet). By increasing the speed — with the same valve states — the inlet pressure will first fall as a result of the increased pressure drop across the inlet valve 5. When the nominal speed is reached, the inlet valve 5 can be opened such that the inlet pressure rises back to atmospheric pressure, and the blow-off valve is then closed such that the outlet pressure rises and the non-return valve opens. During this transition the inlet pressure is equally low.

In the transition from full load to partial load or vice versa the torque is not used to compress the air. During these transitional phases the inlet valve 5 is closed such that the compressor element 2 operates at a reduced inlet pressure.

It is clear that as a result, a relatively high minimum stabilised speed can be maintained, and with a minimum torque the speed can again be increased to the nominal speed, or with the same torque a faster acceleration to the nominal speed can be realised.

If the speed of the compressor element 2 is changed by controlling the torque of the motor 12, it is preferably constructed so that during a transition from full load to zero load the torque is equal to zero and during a transition from zero load to full load, the compressor element 2 is driven with the maximum motor torque.
In this way the energy losses during the transitional periods between full load or partial load to zero load and vice versa can be limited. This is also the most important advantage of the method according to the invention.

Moreover the invention described is relatively cost favourable compared to relatively expensive inlet or diffuser guide vanes, for example.

The aforementioned steps in the transition from full load to partial load or zero load or vice versa can be done in the aforementioned order or simultaneously or partly simultaneously.

In figure 1 the inlet valve 5 and the blow-off valve 9 are shown as two separate components. It is also possible to integrate the blow-off valve 9 and inlet valve 5 into one component.

In another embodiment the blow-off valve 9 and the inlet valve 5 can be coupled together mechanically and/or electrically or in another way so that they can also be controlled together.

The inlet pressure is adjusted in the examples described above by closing the inlet valve 5, which is in the inlet pipe 4 of the compressor element 2, such that the air supply is choked. However, the aforementioned pressure change at the inlet can also be brought about in other ways without acting outside the scope of the invention. For example – if the inlet pressure is greater than atmospheric
pressure - a blow-off valve can be opened that blows off the gas to the atmosphere. As a result the inlet pressure will also fall.

Thus in the situation illustrated in figure 2, the aforementioned pressure decrease is realised by adjusting the operating mode of a second compressor element 2A upstream from the compressor element 2B concerned, that preferably but not necessarily is constructed in the form of a screw compressor element with controllable speed. Alternatively it can be a screw compressor element equipped with a blow-off valve or inlet valve or similar.

A multistage compressor also enables the outlet pressure of the compressor element to be changed by adjusting the operating mode of a compressor element downstream from the compressor element concerned. Alternatively the compressor element downstream from the compressor element concerned can be a screw compressor element with controllable speed.

The method according to the invention can also be applied to a compressor that has at least two compressor elements, which, directly are otherwise, are driven by one and the same motor.

The present invention is by no means limited to the embodiment described as an example and shown in the drawings, but such a method can be realised in all kinds of variants, without departing from the scope of the invention.
1. Method for controlling a compressor that has one or more compressor elements (2, 2A, 2B), that each have an inlet and an outlet, characterised in that during a transition from full load or partial load to zero load, at least a first aforementioned compressor element (2, 2A, 2B) goes through a process A that comprises the following steps:
   - the at least temporary reduction of the inlet pressure of this first compressor element; and
   - the subsequent or simultaneous, partly simultaneous and partly subsequent, reduction of the speed and/or the drive torque of this first compressor element to a lower value or zero,

   and/or that during a transition from zero load to partial load or full load, at least a first compressor element (2, 2A, 2B) goes through a process B that comprises the following steps:
   - increase of the speed and/or the drive torque of this first compressor element to a nominal value or to within a nominal value range; and
   - the subsequent or simultaneous or partly simultaneous and partly subsequent controlled increase of the inlet pressure of this first compressor element.

2. Method according to claim 1, characterised in that the process A comprises the step of, at least before reducing
the inlet pressure of the first compressor element, reducing its outlet pressure.

3. - Method according to claim 2, characterised in that the outlet pressure of the first compressor element is reduced by opening a blow-off valve (9) on the pressure side of this first compressor element or on the outlet of a compressor element downstream from the first compressor element concerned.

4. - Method according to claim 1, characterised in that the process B comprises the step of, at least after increasing the inlet pressure of the first compressor element, increasing its outlet pressure.

5. - Method according to claim 4, characterised in that the outlet pressure of the first compressor element (1) is raised by closing a blow-off valve (9) on the pressure side of this first compressor element or on the outlet of a compressor element downstream from the first compressor element concerned.

6. - Method according to claim 1, characterised in that the process B comprises the step of increasing the inlet pressure of the first compressor element to the nominal value.

7. - Method according to claim 1, characterised in that the inlet pressure of the first compressor element (2, 2A, 2B) is changed by opening or closing an inlet valve (5) on the inlet of this first compressor element concerned or on the
inlet of a compressor element upstream from the first compressor element concerned.

8.- Method according to claim 1, characterised in that the inlet pressure of the first compressor element \((2, 2A, 2B)\) is changed by opening or closing a blow-off valve \((9)\) upstream from the first compressor element concerned.

9.- Method according to claim 1, characterised in that the inlet pressure of the first compressor element \((2, 2A, 2B)\) is changed by adjusting the operating mode of a compressor element upstream from the first compressor element concerned.

10.- Method according to claim 1, characterised in that the inlet pressure of the first compressor element \((2, 2A, 2B)\) is changed by controlling a compressor element upstream from the first compressor element concerned, which is constructed in the form of a screw compressor element with controllable speed.

11.- Method according to claim 2 and/or 4, characterised in that the outlet pressure of the first compressor element \((2A, 2B)\) is changed by adjusting the operating mode of a compressor element downstream from the first compressor element concerned.

12.- Method according to claim 11, characterised in that the compressor element downstream from the first compressor element concerned is a screw compressor element with controllable speed.
13. - Method according to any of the previous claims, characterised in that it is applied to a directly driven compressor element or a compressor with at least one directly driven compressor element.

14. - Method according to claim 7 and/or 8 in combination with claim 3 and/or 5, characterised in that the said inlet and/or blow-off valves are integrated into one component.

15. - Method according to claim 14 and/or according to claim 7 and/or 8 in combination with claim 3 and/or 5, characterised in that the said inlet and/or blow-off valves are mechanically and/or electrically coupled together and that they are controlled together.

16. - Method according to any of the previous claims, characterised in that it is applied to a compressor element (2, 2A, 2B) that is constructed in the form of a directly driven turbo compressor element.

17. - Method according to any of the previous claims, characterised in that it is applied to a compressor element (2, 2A, 2B) that is constructed in the form of a speed-controlled screw compressor element.

18. - Method according to any of the previous claims, characterised in that all the aforementioned compressor elements are incorporated in one housing.