A door latch assembly particularly for use in doors in self storage facilities. The door latch assembly comprises a latch, handle and locking arrangement in a single assembly. The assembly can be recessed to be substantially flush with the face of the door so as not to protrude into a passageway. The latch assembly can be inverted for right or left hand use. The assembly includes a base plate (1) having a grip aperture (18), a tongue (12) with a protruding grip portion (19) at the distal end from the locking end, a back guide (13) to locate and retain the tongue (12) with the base plate (1), said back guide (13) is fixable to the base plate (1), a handle member (14) comprising a finger grip recess (29) fixable to the base plate (1), wherein when assembled the grip portion (19) protrudes through the grip aperture (18) and the tongue (12) can slide between a laterally extended and a non-extended position relative to the base plate. The assembly further includes holes (22, 22, 25, 25) to accommodate the shackle of a padlock. On the base plate (1) adjacent the grip aperture (18) is two tabs (20, 21) with holes (22) which can align with two tabs (23, 24) also with holes (25) on the grip portion (19), when the holes align at either the extended or non-extended positions, the shackle of a padlock can pass through the aligned holes (22, 22, 25, 25) and lock the tongue (12) from moving.
DOOR LATCH ASSEMBLY

FIELD OF INVENTION

The present invention relates to latches and locks for doors. The present invention has particular but not exclusive application for doors in warehouses and storage facilities including self-storage facilities. The invention will be described in the specification with reference to self-storage facilities but this is by way of example only and the invention is not limited to this example.

BACKGROUND OF THE INVENTION

A self-storage facility usually consists of a building with multiple partitioned units where a person renting the space can store their goods. Each unit usually has a door to access the internal space and is lockable to secure the stored goods. The door of each unit usually opens to a corridor that can connect with other corridors to provide a person with access to their storage space and allow a trolley loaded with their goods to pass there along.

The units are usually built to one of several standard sizes to enable repeatable modular construction and rapid installation. The corridors are relatively narrow to make use of the maximum usable space. However, door handles, latches and locks often protrude outwardly from the doors into the corridor causing safety problems and interference with the mobility of the trolleys. As well, the door handle and latch are separately located thereby compounding the problem. There is currently no satisfactory way to address these problems.
OBJECT OF THE INVENTION

It is an object of the present invention to provide a door latch assembly that can be used on a door that overcomes at least in part one or more of the aforementioned problems.

SUMMARY OF THE INVENTION

In one aspect the present invention broadly resides in a door latch assembly including

- a base plate having a grip aperture;
- a tongue with a protruding grip portion;
- a back guide to locate and retain the tongue with the base plate, said back guide is fixable to the base plate; and
- a handle member fixable to the base plate, wherein when assembled the grip portion protrudes through the grip aperture and the located and retained tongue can slide between a laterally extended and non-extended position relative to the base plate.

In a preferred form the base plate is recessed with a proud peripherally lip portion. The grip aperture and the handle member are preferably located in the recess section of the base plate.

The base plate is preferably substantially rectangular. More preferably the base plate is substantially rectangular with one end having a curved or arcuate shape. Preferably the tongue extends laterally from the curved or arcuate shaped end.

Preferably the base plate has at least one plate lug with an aperture and an associated grip lug with an aperture, wherein when the tongue is laterally extended
the respective apertures align, thereby allowing a padlock or the like to be positioned through the apertures to lock the tongue relative to the base plate. More preferably there are two plate lugs each of which has an aperture and two associated grip lugs each of which has an aperture, wherein when the tongue is laterally extended each corresponding plate lug aperture and grip lug aperture align to provide two position options for locking the latch assembly.

The two plate lugs and the two grip lugs are preferably arranged to provide a locking position when the base plate and assembled latch assembly is in either a normal or inverted position to accommodate right hand and left hand opening doors.

Preferably the grip portion is retained within the grip aperture and the movement of the grip portion is limited by the opposing peripheral edges of the grip aperture.

The base plate is preferably fixable to the back guide by one or more fasteners. Preferably there are four fasteners positionable near corners of the substantially rectangular base plate. Preferably the fasteners are bolts with locking nuts. Preferably the fasteners are also used to fix the door latch assembly to the door.

Preferably the handle member is positionable adjacent the curved end of the base plate. Preferably the handle member is substantially arcuate with an internal recess to serve as a hand grip. Preferably one or more of the fasteners fixing the base plate to the back guide fix the handle member to the base plate.

There is preferably a keyed lock mountable to the base plate to provide an alternative or complementary lock. The keyed lock preferably locks the tongue relative to the base plate. The keyed lock is preferably positioned between the grip aperture and the handle member. The keyed lock is preferably a bezel-type lock.
The door latch assembly of the current aspect preferably includes different combinations and permutations of the preferred features and optional features described above.

Preferably the door latch assembly can be used with swing doors, sliding doors and roller doors.

In another aspect the invention broadly resides in a door with the door latch assembly as described above. This aspect includes all the variations and combinations of the door latch assembly as described above.

Preferably the door has a recess for the positioning of the door latch assembly so that the peripheral lip of the base plate is substantially flush with the face of the door when assembled and fitted to the door.

Preferably the door has one or more stiffening members extending across the width of the door. More preferably there is at least one stiffening member positionable within the door frame and at least in-part fixed in position by the one or more fasteners which fasten the door latch assembly to the door.

BRIEF DESCRIPTION OF THE DRAWINGS

In order that the present invention can be more readily understood reference will now be made to the accompanying drawings which illustrates a preferred embodiment of the invention and wherein:

Figure 1 is a diagrammatic front side view of the assembled door latch assembly of the preferred embodiment;

Figure 2 is a diagrammatic front view of the assembled door latch assembly of the preferred embodiment;
Figure 3 is a diagrammatic rear side view of the assembled door latch assembly of the preferred embodiment;

Figure 4 is a diagrammatic rear view of the assembled door latch assembly of the preferred embodiment;

Figure 5 is a diagrammatic right side view of the assembled door latch assembly of the preferred embodiment;

Figure 6 is a diagrammatic top view of the assembled door latch assembly of the preferred embodiment;

Figure 7 is an exploded view of the assembled door latch assembly of the preferred embodiment;

Figure 8 is a diagrammatic front view of a door with the assembled door latch assembly of the preferred embodiment; and

Figure 9 is a diagrammatic rear view of a door with the assembled door latch assembly of the preferred embodiment.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

With reference to figures 1 to 6, there is shown an assembled door latch assembly 10 which includes base plate 11, tongue 12, back guide 13 and handle 14. The base plate 11 is substantially rectangular with a curved end portion 16. The base plate 11 has a raised peripheral lip 17. The base plate 11 has a grip aperture 18 through which projects a grip portion 19 from the tongue 12. The grip portion 19 can move within the grip aperture 18 so that when the grip portion 19 is in a forward position the tongue 12 is laterally extended and when the grip portion 19 is in a rearward position, the tongue 12 is retracted.
Plate lugs 20, 21 are formed from a punched and bent section of the base plate 11. Each of the plate lugs 20, 21 have an aperture 22. There are also two grip lugs 23, 24 which extend laterally in opposite directions from opposing ends of the grip portion 19. Each of the grip lugs 23, 24 have an aperture 25. When the grip portion 19 is moved forward and the tongue 12 is laterally extended, the plate lugs 20 and 21 overlap the grip lugs 23 and 24 respectively so that the apertures 22 and 25 are aligned to allow the placement of a padlock or the like.

The handle 14 is positioned adjacent the curved end portion 16. The handle 14 has a recess 29 to provide a finger grip to assist with the opening and closing of the door. The handle 14 is preferably made of plastics material. The handle 14 is symmetrically shaped so that when the handle 14 is fixed to the base plate 11, the base plate 11 can be inverted and the handle 14 can provide the same functionality.

The back guide 13 is positionable on the rear face of the base plate 11. The back guide 13 is substantially elongate with a longitudinal channel 30 that accommodates the tongue 12. During assembly the tongue 12 is retained by the back guide 13.

The tongue 12 is a substantially elongate arm that includes a grip portion 19 at one end and an angled section 31 at the opposing end. With further reference to figure 7, the grip portion 19 includes a two part grip section 32 with a grip support 33 that has the laterally extending grip lugs 23, 24. The tongue 12 also has a lock aperture 36 where a locking pin can project there through. The handle 14 and back guide 13 are fixed in the assembled position with the base plate 11 by fasteners 33 and nuts 34. The fasteners 33 and nuts 34 are also used to mount the latch assembly 10 to the door.
In the figures there is also shown a keyed lock housing 35 substantially centrally located on the base plate 11. A bezel type lock can be fitted to the keyed lock housing 35 to provide additional security to lock the latch assembly 10. Within the keyed lock housing 35, the base plate 11 has an aperture to enable a locking pin to project from the bezel type lock and through the tongue aperture 36.

The door latch assembly 10 can be positioned on the right hand side or left hand side of the door depending on how the door opens. The door latch assembly 10 is positioned so that the curved end portion 16 is adjacent the opening edge of the door. Because of the symmetry in the design of the door latch assembly, the same door latch assembly 10 can be used for both left hand and right hand opening by inverting the door latch assembly 10. The symmetry of the design substantially resides in the base plate 11, the grip portion 19 and associated plate lugs 20, 21 and the handle 14. The door latch assembly 10 provides the advantage that only one door latch assembly is required rather than having the need to have a right hand and a left hand door latch.

With reference to figures 8 and 9, there is shown a door 40 with a door latch assembly 10 attached thereto. In figure 8, a front surface 41 of the door 40 is shown. The door latch assembly 10 is positioned within a recess (not shown) in the front surface 41 of the door 40 so that the lip 17 of the door latch assembly 10 is substantially flush with the front surface 41. With the door latch assembly 10 being substantially flush with the front surface 41, there are no outwardly extending projections or sharp edges to cause injury or interference with a person walking past or opening the door 40. In addition the flush finish provided by the door latch assembly 10 is comparatively more aesthetically pleasing than current latches.
In figure 9, the rear side 42 of the door 40 is shown. The door 40 is strengthened by three horizontally positioned ribs 43 spaced apart from each other. The ribs 43 are substantially U-shaped with an internal channel. There is a rib 43 positioned adjacent the top of the door 40, bottom of the door 40 and substantially in the middle of the door 40. The middle rib 45 is in part fixed in position by the mounting fasteners 33 and nuts 34 for the door latch assembly 10. With the fastening by fasteners 33 and nuts 34, the middle rib 45 can be positioned by direct placement rather than sliding into position from either the top or bottom ends. The use of fasteners 33 and nuts 34 avoids the need for the middle rib 45 to fit tightly within the opposing turned door ends and thus avoid the associated problems of fastening or gluing the middle rib 45 in position.

ADVANTAGES

The preferred embodiment of the present invention provides a door with a latch, handle and locking arrangement in a single assembly. Furthermore the preferred embodiment of the latch assembly is recessed so as to not protrude into the corridor or interfere with passage along the corridor. The preferred embodiment of the latch assembly can be inverted to accommodate both right hand and left hand opening doors.

VARIATIONS

It will of course be realised that while the foregoing has been given by way of illustrative example of this invention, all such and other modifications and variations thereto as would be apparent to persons skilled in the art are deemed to fall within the broad scope and ambit of this invention as is herein set forth.
Throughout the description and claims this specification the word "comprise" and variations of that word such as "comprises" and "comprising", are not intended to exclude other additives, components, integers or steps.
1. A door latch assembly including
   a base plate having a grip aperture;
   a tongue with a protruding grip portion;
   a back guide to locate and retain the tongue with the base plate, said back
guide is fixable to the base plate; and
   a handle member fixable to the base plate, wherein when assembled the grip
portion protrudes through the grip aperture and the located and retained tongue can
slide between a laterally extended and non-extended position relative to the base
plate.

2. A door latch assembly according to claim 1 wherein the base plate is
recessed with a proud peripherally lip portion.

3. A door latch assembly according to claim 2 wherein the grip aperture and the
handle member are located in the recess section of the base plate.

4. A door latch assembly according to any one of claims 1 to 3 wherein the base
plate is substantially rectangular with one end having a curved or arcuate shape.

5. A door latch assembly according to claim 4 wherein the tongue extends
laterally from the curved or arcuate shaped end.
6. A door latch assembly according to any one of claims 1 to 5 wherein the base plate has at least one plate lug with an aperture and an associated grip lug with an aperture, wherein when the tongue is laterally extended the respective apertures align, thereby allowing a padlock or the like to be positioned through the apertures to lock the tongue relative to the base plate.

7. A door latch assembly according to claim 6 wherein the base plate has two plate lugs each of which has an aperture and two associated grip lugs each of which has an aperture, wherein when the tongue is laterally extended each corresponding plate lug aperture and grip lug aperture align to provide two position options for locking the latch assembly.

8. A door latch assembly according to claim 7 wherein the two plate lugs and the two grip lugs are arranged to provide a locking position when the base plate and assembled latch assembly is in either a normal or inverted position to accommodate right hand and left hand opening doors.

9. A door latch assembly according to any one of claims 1 to 8 wherein the grip portion is retained within the grip aperture and the movement of the grip portion is limited by the opposing peripheral edges of the grip aperture.

10. A door latch assembly according to any one of claims 1 to 8 wherein the base plate is fixable to the back guide by one or more fasteners.
11. A door latch assembly according to any one of claims 4 to 10 wherein the base plate is fixable to the back guide by four fasteners positionable near corners of the substantially rectangular base plate.

12. A door latch assembly according to claim 11 wherein the fasteners are also used to fix the door latch assembly to the door.

13. A door latch assembly according to any one of claims 4 to 12 wherein the handle member is positionable adjacent the curved end of the base plate.

14. A door latch assembly according to claim 13 wherein the handle member is substantially arcuate with an internal recess to serve as a hand grip.

15. A door latch assembly according to claim 10 wherein the one or more of the fasteners fixing the base plate to the back guide fix the handle member to the base plate.

16. A door latch assembly according to any one of claims 1 to 15 wherein there is a keyed lock mountable to the base plate to provide an alternative or complementary lock.

17. A door with a door latch assembly according to any one of claims 1 to 16.

18. A door with a door latch assembly according to any one of claims 2 to 16 wherein there is a recess for the positioning of the door latch assembly so that the
peripheral lip of the base plate is substantially flush with the face of the door when assembled and fitted to the door.

19. A door according to claim 17 or claim 18 wherein the door has one or more stiffening members extending across the width of the door.

20. A door according to claim 19 wherein there is at least one stiffening member positionable within the door frame and at least in-part fixed in position by one or more fasteners which fasten the door latch assembly to the door.
INTERNATIONAL SEARCH REPORT

INTERNATIONAL application No.
PCT/AU20 11/000457

A . ; CLASSIFICATION OF SUBJECT MATTER

Int. Cl.
E05C 1/04 (2006.0 1)

According to International Patent Classification (IPC) or to both national classification and IPC

B . ; FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

Derwent WPI, EPDOC: E05C 1/04, E05B 5, E05B55, E05C1 : keywords; housing, casing, base, hole, aperture, opening, slot, guide, channel, handle, thumb, hand, grip, push, padlock, shackle in various combinations & exclusions and like terms

C . ; DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>GN 201 152095Y (ZHOU) 19 November 2008. See figs 1 &amp; 2.</td>
<td>1-5</td>
</tr>
<tr>
<td>A</td>
<td>DE 193301 8 A (SIMON) 7 January 1971. See Figs.</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 3894760 A (CHARITY) 15 July 1975. See figs.</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 4676534 A (HIX, Jr) 30 June 1987. See figs 1-3</td>
<td>1-6</td>
</tr>
<tr>
<td>A</td>
<td>US 515059 1 A (NORDEN Jr) 29 September 1992. See figs 1, 10.</td>
<td>1, 14</td>
</tr>
<tr>
<td>A</td>
<td>US 6477872 B1 (DENTON Jr) 12 November 2002. See fig 3.</td>
<td>1, 16</td>
</tr>
<tr>
<td>A</td>
<td>US 6719334 B1 (CURTIS) 13 April 2004. See figs 12, 13, Column 4Tines 16-23.</td>
<td>1-6, 13, 14</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

X See patent family annex

* Special categories of cited documents
  "A": document defining the general state of the art which is not considered to be of particular relevance
  "E": earlier application or patent but published on or after the international filing date
  "L": document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O": document referring to an oral disclosure, use, exhibition or other means
  "P": document published prior to the international filing date but later than the priority date claimed
  "T": later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  "X": document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  "Y": document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  "Z": document member of the same patent family

Date of the actual completion of the international search
13 May 2011

Date of mailing of the international search report
23 May 2011

Name and mailing address of the ISA/AU

AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
E-mail address: pct@ipaaustralia.gov.au
Facsimile No. +61 2 6283 7999

Authorized officer
DAVID LEE,
AUSTRALIAN PATENT OFFICE
(ISO 9001 Quality Certified Service)
Telephone No: +61 2 6283 2107

Form PCT/ISA/2/1 0 (second sheet) (July 2009)
This Annex lists the known "A" publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 201152095</td>
<td>NONE</td>
</tr>
<tr>
<td>DE 1933018</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2001049212</td>
<td>EP 1132556</td>
</tr>
<tr>
<td></td>
<td>JP 2001248350</td>
</tr>
<tr>
<td></td>
<td>SG 100631</td>
</tr>
<tr>
<td></td>
<td>US 6499775</td>
</tr>
<tr>
<td>US 3894760</td>
<td>NONE</td>
</tr>
<tr>
<td>US 4676534</td>
<td>NONE</td>
</tr>
<tr>
<td>US 5150591</td>
<td>NONE</td>
</tr>
<tr>
<td>US 6477872</td>
<td>NONE</td>
</tr>
<tr>
<td>US 6719334</td>
<td>NONE</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.

END OF ANNEX