Antero; PAAHO, Inventors:

Publication Data:

FI-02610 Espoo (FI).

Date:

July 05.2014)

Publication Number:

WO 2015/007944 A1

Agents: NOKIA CORPORATION et al; Virpi Tognetty, IPR Department, Karakari 7, FI-02610 Espoo (FI).


Title: PIEZOELECTRIC ACTUATOR AND METHOD

Abstract: An apparatus (10) including a display (74); and at least one piezoelectric member (75a, 75b, 75c, 75d) connected to the display (74). The at least one piezoelectric member (75a, 75b, 75c, 75d) is configured to move the display (74). When the display (74) is pressed to mechanically stress the at least one piezoelectric member (75a, 75b, 75c, 75d), the apparatus (10) is configured to wake up the apparatus (10) from a sleep mode based upon electricity from the at least one piezoelectric member (75a, 75b, 75c, 75d), and/or determine a location where the display (74) was pressed based upon respective signals from at least two of the piezoelectric members (75a, 75b, 75c, 75d).
TR), OAPI (BF, BJ, CF, CI, CM, GA, GN, GQ, GW, KM, ML, MR, NE, SN, TD, TG). Published: — with international search report (Art. 21(3))
Piezoelectric Actuator And Method

BACKGROUND

Technical Field

[0001] The exemplary and non-limiting embodiments relate generally to an input device and method and, more particularly, to a device and method which uses a piezoelectric member.

Brief Description of Prior Developments

[0002] Use of a piezoelectric member as an input device is known. Providing a piezoelectric member behind an electronic display for haptic feedback is known.

SUMMARY

[0003] The following summary is merely intended to be exemplary. The summary is not intended to limit the scope of the claims.

[0004] In accordance with one aspect, an example embodiment is provided in apparatus including a display; and at least one piezoelectric member connected to the display. The at least one piezoelectric member is configured to move the display. When the display is pressed to mechanically stress the at least one piezoelectric member, the apparatus is configured to wake up the apparatus from a sleep mode based upon electricity from the at least one piezoelectric member, and/or determine a location where the display was pressed based upon respective signals from at least two of the piezoelectric members, and/or signal a gesture made on the display based upon respective signals from at least two of the piezoelectric members.
In accordance with another aspect, an example method comprises pressing a display of an apparatus to mechanically stress at least one piezoelectric member connected to the display; and generating electricity from the at least one piezoelectric member from the mechanical stress to wake up the apparatus from a sleep mode, and/or determine a location where the display was pressed based upon the respective electricity from at least two of the piezoelectric members.

In accordance with another aspect, an example embodiment is provided in non-transitory program storage device readable by a machine, tangibly embodying a program of instructions executable by the machine for performing operations, the operations comprising waking up an apparatus from a sleep mode based upon electricity from the at least one piezoelectric member which has been mechanically stressed to generate the electricity from pressing of a display of the apparatus connected to the at least one piezoelectric member, and/or determining a location where the display was pressed based upon respective electricity from at least two of the piezoelectric members generated by the pressing of the display.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing aspects and other features are explained in the following description, taken in connection with the accompanying drawings, wherein:

Fig. 1 is a front view of an example embodiment of an apparatus;

Fig. 2 is a schematic diagram illustrating some of the components of the apparatus shown in Fig. 1;
Fig. 3 is a schematic sectional view of one of the audio display modules shown in Fig. 1;

Fig. 4 is a schematic exploded side view of portion of the apparatus shown in Fig. 1;

Fig. 5 is a perspective view of the apparatus shown in Fig. 1 illustrating the location of the vibrating elements relative to the display;

Figs. 6A-6C illustrate movements associated with a piezoelectric member;

Fig. 7 is a graph illustrating voltage from a piezoelectric member under the display experiencing a touch mechanical stress;

Fig. 8 is a graph illustrating voltage from the piezoelectric members under the display shown in Fig. 5 experiencing a touch mechanical stress;

Fig. 9 is diagram illustrating a use case of touching the display of the apparatus shown in Figs. 1 and 5;

Fig. 10 is a graph illustrating voltages from a piezoelectric members under the display corresponding to the touch indicated in Fig. 9;

Fig. 11 is diagram illustrating a use case of touching an alternate example display having four piezoelectric members;

Fig. 12 is a graph illustrating a voltage from a piezoelectric member under a display corresponding to a touch and release using two different size forces;
Fig. 13 is a diagram illustrating a first type of method of using the voltage(s) from the piezoelectric members;

Fig. 14 is a diagram illustrating a second type of method of using the voltage(s) from the piezoelectric members;

Fig. 15 is a diagram illustrating a third type of method of using the voltage(s) from the piezoelectric members;

Fig. 16 is a diagram illustrating a fourth type of method of using a voltage from a piezoelectric member;

Fig. 17 is a diagram of the apparatus shown in Figs. 1 and 5 indicating a location for a user to touch for a boot-up process after an additional user interface (UI) item is pressed;

Fig. 18 is a diagram of the apparatus shown in Figs. 1 and 5 indicating a motion for a user to copy by touch on the display for a boot-up process after an additional user interface (UI) item is pressed;

Fig. 19 is a chart of an example method;

Fig. 20 is a diagram of the apparatus shown in Figs. 1 and 5 illustrating a motion of a finger on the display which may be used to unlock the apparatus;

Fig. 21 is a diagram of the apparatus shown in Figs. 1 and 5 to illustrate using the display module as an input without powering the capacitive touch sensor; and

Fig. 22 is a diagram illustrating voltages with different resistances.
DETAILED DESCRIPTION OF EMBODIMENTS

[0030] Referring to Fig. 1, there is shown a front view of an apparatus 10 incorporating features of an example embodiment. Although the features will be described with reference to the example embodiments shown in the drawings, it should be understood that features can be embodied in many alternate forms of embodiments. In addition, any suitable size, shape or type of elements or materials could be used.

[0031] The apparatus 10 is a hand-held communications device which includes a telephone application. In an alternate example the apparatus might not comprise a telephone application. In the example shown in Fig. 1, the apparatus 10 may also comprise an Internet browser application, camera application, video recorder application, music player and recorder application, email application, navigation application, gaming application, and/or any other suitable electronic device application, such as may be provided on a smartphone or tablet computer for example. Referring to both Figs. 1 and 2, the apparatus 10, in this example embodiment, comprises a housing 12, a display module 14, a receiver 16, a transmitter 18, a rechargeable battery 26, and a controller 20 which may include at least one processor 22, at least one memory 24, and software 28. However, all of these features are not necessary to implement the features described below. For example, features as described herein may be used in a non-portable apparatus which does not have a battery.

[0032] The receiver 16 and transmitter 18 form a wireless mobile communication interface to allow the apparatus 10 to communicate with a wireless telephone system, such as a mobile telephone base station for example. The wireless mobile communication interface 16, 18 may allow the apparatus 10 to
communicate such as by 4G, 4G LTE, 3G, CDMA, etc. for example. However, in an alternate example embodiment the receiver 16 and transmitter 18 might not be provided, such as when the apparatus 10 does not have telephone capabilities. For example, the apparatus 10 might merely be a gaming device or a music/video player. However, for a device having telephone capability, cellular circuit switched telephony or VoIP may be provided for example. So, a cellular system transmitter and receiver are not necessarily needed, such as if the device has only VoIP call functionality. However, even with a device which has VoIP call functionality, the device most likely may have a transmitter and a receiver for Wi-Fi. Internet access for the apparatus 10 might be provided by a short range communications system through a television console or a wireless WLAN for example. These are only some examples, and should not be considered as limiting.

[0033] Referring also to Fig. 3, the display module 14 forms a speaker 70 comprising a vibrating element 72 and a display element 74. The display element 74, in this example, is a touch screen display which functions as both a display screen and as a user input. The display element 74 may comprise a touch input device (TID) 30, such as a capacitive sensor 31 for example (see Fig. 1). However, features described herein may be used in a display which does not have a capacitive touch sensor. Alternatively, another example may comprise an apparatus which has a touchpad or touch-panel which is not part of an electronic display screen. The electronic circuitry inside the housing 12 may comprise a printed wiring board (PWB) having components such as the controller 20 thereon. The circuitry may include a sound transducer provided as a microphone.
In this example the vibrating element 72 comprises at least one piezoelectric member 75 connected to a printed circuit board 76. Piezoelectric material may be on either one, or both sides of a carrier plate. The display element 74 is an electronic display. A member 78 connects the piezoelectric member 75 to the back side of the display element 74. The piezoelectric member 75 is flexed by the printed circuit board 76. This causes the piezoelectric member 75 to move the electronic display 74 in and out as illustrated by arrow 634 to generate sound waves from the front of the electronic display 74.

Referring also to Figs. 4 and 5, in this example the apparatus comprises two of the piezoelectric members 75 connected to the back side of the display element 74. The piezo actuators may be directly coupled to the display module or might not be directly coupled to the display module. The speaker in a broader definition may comprise additional element (8). For example, a speaker may have a plate under the display module where the piezos may be used to actuate the plate so that the plate could move/vibrate the display in a z-direction (634). A window plate 80 may be provided on the front face of the display element 74. In an alternate example embodiment, rather than a piezoelectric member, the vibrating element may comprise vibrating of the display with a dynamic actuator such as speaker or vibra.

Features as described herein may fundamentally utilize implementation of an "Audio Display" or "panel speaker" concept which has been developed by Nokia Corporation. In the Audio Display concept, generally, at least one piezo actuator may be suitably coupled to the display module for sound generation so that the display module can be used as a conventional display, but further for sound generation and perhaps tactile feedback.
In alternative embodiments of Audio Display integrations, the piezo actuator may be coupled to the display window (in front of the display module) for sound generation. There are various ways of reproducing sound waves in the direction of the display module. The audio display module 14 is configured to function as a display and also function as a speaker or sound transducer.

[0037] As seen in Fig. 2, the audio display module 14 is connected to the controller 16. The controller 16 is configured to control display of images on the display element 74, and also control generation of sound from the audio display module 14. The source of the images and sounds may comprise any suitable source(s), such as applications, video, data from the Internet, television signals, etc. The audio signals sent to the audio display module 14 may be formed or controlled by the controller. The audio signals may be telephone voice signals from a telephone conversation. In this example the audio display module 14 is configured to provide an electronic display feature, an audio speaker feature and a haptic feedback feature. However, the haptic feedback feature might not be provided in an alternate embodiment. In another alternate example the haptic feedback feature might be provided without the display module 14 providing an audio speaker feature.

[0038] The panel speaker concept is able to drive the display stack with actuators under the stack to produce localized haptics and also audio. The actuators are connected to the display usually from the middle and to the device frame usually from the ends, or visa versa. The used actuator may be a piezoelectric, such as a piezoceramic for example, which will deform when electric field is applied to it. In conjunction with non-piezoelectric material, the piezo will bend and thus it works as an actuator. Respectively, electric
charge accumulates in the piezo in response to applied mechanical stress such as bending. Fig. 6A illustrates a piezoelectric member 75 in a home position. Fig. 6B illustrates the piezoelectric member 75 when mechanical stress is applied. This mechanical stress results in generation of electricity which may be used by the apparatus as described further below. Fig. 6C illustrates the piezoelectric member 75 when a voltage is applied. This may be used for haptic feedback and/or audio from the display 74 for example. Fig. 6B also corresponds to when a voltage is applied opposite to that as shown in Fig. 6C. Features as described herein may use two or more piezoelectric actuators under the display 74 to detect touch location and force on the display, detect the movement of an object (such as a finger for example) on the display, and recognize movement patterns on the display.

[0039] Since piezos can create electric charge as a result of mechanical stress, that feature can be used to trigger some functionality in the apparatus 10, such as waking a CPU that is in sleep mode for example. As a result of that, this mechanism can be used instead of a separately powered touch sensor, at least in some use cases, resulting in better power efficiency. The piezos used may be provided primarily for other purpose(s) such as for providing haptics and/or audio. Thus, features as described herein may use piezos which are already in the apparatus and available for use.

Fig. 7 shows a graph of voltage as a function of time in one of the piezoelectric actuators 75 when the apparatus is touched using a "normal" touch UI force by a user's finger for example. One can see that the voltage level is so high that it can be easily measured when the finger touches the display (32 on the left). One square means 200 mV in this graph. Lifting the finger from the display can be
measured as well (34 on the right). These measurements were with a 10 kOhm load resistance connected to the piezo, and voltage was measured with an oscilloscope in AC coupling mode.

[0041] Fig. 8 shows voltage as a function of time for the two piezoelectric actuators 75 when touched using a "normal" touch UI force over the other piezo. One can see, the voltage difference between the piezos is so high that it can be easily measured. Line 36a is for the first piezoelectric actuator shown in Figs. 4-5 and line 36b is for the second piezoelectric actuator shown in Figs. 4-5. In this example the finger touched the display closer to the first piezo than the second piezo. Thus, the curve 36a is the voltage of the first, closer piezo and the curve 36b is the voltage of the second, farther piezo. One can also see that the voltage difference between the piezos is so high that it can be easily measured that the finger lifting from the display (as indicated by 34) was closer to the first piezo than the second piezo.

[0042] Fig. 9 shows when the display of the apparatus 10 is touched using a "normal" touch UI force over the first piezo 75a, then the finger was moved towards the second piezo 75b. The finger is touching the display during the movement, and then the finger is lifted from the display near the second piezo 75b. T stands for touch, and L stands for lift. Fig. 10 shows the voltages as a function of time in the two piezoelectric actuators during the touch T, movement and subsequent lift L of Fig. 9. From the voltage differences it can be seen that the finger touched the display near the first piezo 75a (curve 36a), because the first piezo 75a has a higher voltage than the second piezo 75b (curve 36b) at event 32. During finger movement the voltage in the first piezo 75a decreases and voltage in the second piezo 75b increases. The apparatus may be able to recognize the gesture T-L on the
display shown in Fig. 9 via the signals shown in Fig. 10 and perform a predetermined function based upon that recognized gesture.

[0043] Fig. 11 shows a concept of the apparatus 10 where there are four piezos 75a-75b under the display 74. All of the piezos are connected to the display 74 from the middle and to the housing 12 from from the ends. With this mechanism, movement of the finger on the device's x-axis can also be measured. When the display is touched at location T, piezo 75a provides the highest voltage. When the finger is moved on the display towards the device bottom end, the relative voltage between the piezos changes. The same happens when the finger is moved towards the top and right side of the device. The apparatus may be able to recognize the gesture T-L shown in Fig. 11 on the touchscreen display 74 which is otherwise OFF, and perform a predetermined function based upon that recognized gesture.

[0044] As the voltage measured from the piezos depends on the "amount" of bending (stress) of the piezo, it is possible to distinguish between touches of different strengths of force. Fig. 12 shows the voltage as a function of time when the apparatus 10 is touched using first a "normal" touch UI force 32 and then released 34, and then touched again 32' using more force and then released 34'.

[0045] Referring also to Fig. 13, one approach is to provide the apparatus 10 with an application-specific integrated circuit (ASIC) 40 designed for the purpose that wakes up when a certain voltage has been reached in any of the four piezos shown. The examples in Figs. 13-15 work equally well with the apparatus 10 having only two piezos. That ASIC 40 may then be
used to wake up the main processor 22 and pass the voltage values to the main processor 22 for further processing.

[0046] Referring also to Fig. 14, another approach is that there is an ASIC 40' designed for this purpose that wakes up when a predetermined voltage has been reached in any of the piezos. That ASIC 40' may then wake up the main processor 22, analyze the voltages and pass the touch coordinates to the main processor $(x, y, z)$ for further processing. The ASIC may have a programmable CPU and memory so that it can adapt to different manufacturing device sizes and shapes and piezo positions.

[0047] Referring also to Fig. 15, a third approach is that there is an ASIC 40" designed for this purpose that wakes up when certain voltage has been reached in any of the piezos. That ASIC may then wake up the main processor 22, analyze the voltages over time, detect a gesture made with the finger, and pass that gesture ID to the main processor. One example gesture is shown in Fig. 11. The ASIC may have a programmable CPU and memory so that it can detect multiple gestures.

[0048] Referring also to Fig. 15, a fourth approach is that the voltage threshold detector may provide a trigger (e.g. an interrupt) in the main processor 22 that then starts reading the voltage values directly from the piezos. Fig. 16 shows a simplified example that uses just one piezo.

[0049] Features described herein enable new ways to interact with the apparatus. It enables touch based control of the apparatus without using the active capacitive touch sensor 31 of the TID 30 (see Fig. 1). Thus, the device can be locked and the user may still be able to use it. In one example, when the display 74 is switched OFF, the use cases
may be limited due to a lack of visual feedback and many of them would be context dependent.

[0050] One example use case is if music is played to headphones. A swipe as described in Fig 9 could result in decreasing music volume (by one step or by multiple steps depending on the length of the swipe). This would be practical, for example, when the user is jogging and wants to adjust the volume of the apparatus in a pocket. These features allow an apparatus to be provided without side volume keys, such as if volume can be adjusted from the display when display is switched ON, or using locked-swipe when the display switched OFF. Similar logic could be used for telephony audio volume control when the device is unlocked.

[0051] Another example use case is swiping sideways to result in playing a clock time to headphones or loudspeaker using text-to-speech. Thus, a person who is jogging does not have to look at the display, but would hear the clock time.

[0052] Another example use case is swiping sideways for changing a FM radio station to a next one when playing to headphones and the device is locked.

[0053] Another example use case is that a certain gesture (e.g. drawing a circle) on the display could result in unlocking the device.

[0054] In all of these examples force detection may be used while the display is OFF.

[0055] As the Tactile Audio Display construction has a floating display stack, it can be used as a button. The piezos may be used as a power button while the display 74 is OFF. When the apparatus 10 is switched OFF, and the voltage of a
piezo or multiple piezos goes over a certain threshold, a separate ASIC 40 may be started up and then wake up and start a normal boot-up process. In an alternate example the display and window may be rigidly connected to phone mechanics. Features as described herein are not limit to a floating display stack, but take into account also embodiments comprising rigid and substantially rigid connections between the glass and the device frame. The performance is not the same, but some use cases may be done with a more rigid connection too.

[0056] In order to avoid accidental boot-up, for example if the phone is in the back pocket of a person's jeans, the apparatus may be configured such that the actual boot-up process may start only after an additional user interface (UI) item 50 is pressed (requires touch and display to work) as in Fig. 17 or an additional gesture 52 is done (requires touch to work) as in Fig. 18. This would be a likely use case, but as described in this application, gestures can be recognized also without touch so using a touch sensor (such as 31 shown in Fig. 1 for example) is not a requirement.

[0057] The boot-up can be also done as a series of presses. For example, long strong press initiates the process and an additional double tap (detected using the piezos or accelerometer) would then result in the actual start of the boot-up process. This use case is not limited to any specific gesture or frequency of taps.

[0058] The apparatus shut-down could be done respectively. Fig. 19 shows an example of an overall process and includes the shutdown and the UI for that. The ASIC works as described in Fig. 15 with the addition that it can send a boot-up signal to main processor.
[0059] Features may also be used to enter the security code without the need to first unlock the device and thus enable touch sensor 31. Here the use case enables a pattern being entered without first unlocking the apparatus (see Fig. 20 that shows an example finger movement path 54 on an unlocked display). This with one gesture 54 the user can both unlock the device and be entry of the security code. This would be a lot faster than in a conventional device, such as in a Windows Phone. In a Windows Phone, for example, the user needs to:

- Press power button to unlock
- Swipe up to enter the security code application
- Enter the 5 digit security code

[0060] Naturally, the user may have a way to define his/her own security pattern. This method does not necessarily have to be mutually exclusive with the existing one, but would offer a faster alternative.

[0061] The mentioned technology can be used also for example, as a low-power game control. Fig. 21 shows an example where the user could move his/her character 42 in the dungeon by tapping different parts of the display 74. There is no need to enable the touch sensor 31 that consumes power since the zero-power non-capacitive touch using the piezos can do that instead. Another example of game control would be a minigolf game where the strength of the press may signal the power of the putt and the location of the touch indicates the direction of the putt.

[0062] As described above, the measurements have been done using a 10 kOhm resistor, but if the impedance would be higher,
then the leakage current would be smaller and static force would be easier to measure. Fig. 22 shows two graphs. 44 illustrates the voltage measured using the 10 kOhm resistor and 45 illustrates the voltage using the oscilloscope's internal resistor which is higher than 100 kOhm. With higher impedance, the static force can be measured over much longer period of time. All the use cases can be implemented using a smaller impedance as described above, although only the changes can be reliably detected.

[0063] Features as described herein may utilize piezoelectric actuators under the display (Tactile Audio Display construction) to detect touch location and touch force on the display. This may include utilizing the knowledge of the touch information to conclude UI gestures. This may include utilizing the force sensing provided by piezos to use the display stack as a button and, more specifically, as an apparatus ON power button. Since the piezos can create electric charge, this solution may be used as a zero-power touch sensor. In some use cases this may replace utilizing the touch sensor 31. One good example use case is when the device is locked and display (including the touch sensor 31) is switched OFF.

[0064] Features may be used to provide touch detection without any power consumption from the touch sensor. Features may be used to utilizing the display stack as a button (such as a power button for example). Features may be used to provide two or more piezoelectric actuators under the display to detect touch location and force on the display, detect the movement of an object on the display, and recognize movement patterns on the display.
Since piezos can create electric charge as a result of mechanical stress, that feature can be used to trigger some functionality in the device. For example, the functionality may comprise waking a CPU that is in sleep mode. As a result of that, this mechanism can be used instead the touch sensor 31 at least in some use cases resulting in better power efficiency for the apparatus 10. This may provide a functional alternative for touch sensor 31 that does not use any power, because the construction itself produces electric charge. This enables the display stack to be used as a button without a need for a physical button.

An example embodiment may be provided comprising a display; and at least one piezoelectric member connected to the display, where the at least one piezoelectric member is configured to move the display, where, when the display is pressed to mechanically stress the at least one piezoelectric member, the apparatus is configured to: wake up the apparatus from a sleep mode based upon electricity from the at least one piezoelectric member, and/or determine a location where the display was pressed based upon respective signals from at least two of the piezoelectric members, and/or determine a force and/or impulse applied from a voltage measured from the at least one piezoelectric member.

The display may be an electronic display which is part of a panel speaker formed by the display and the at least one piezoelectric member. The at least one piezoelectric member may be connected to circuitry of the apparatus to supply the electricity to the circuitry, and where the circuitry is configured to wake up a processor of the apparatus based upon receiving a predetermined voltage from the at least one piezoelectric member. Based upon receiving the predetermined voltage from the at least one piezoelectric member, the
circuitry may be configured to supply a voltage value to the processor for processing. The circuitry may be configured to analyze the voltage(s) from the at least one piezoelectric member and signal the processor of coordinates where the display was pressed. The circuitry may be configured to analyze the voltages from the at least two piezoelectric members over time, determine a gesture as the press moves on the display, and signal a gesture identification to the processor. The circuitry may be configured to send a trigger signal to the processor to wake up the processor, and the processor is configured to read the voltage(s) directly from the at least one piezoelectric member. The display may comprise a touch input device (TID) comprising a touch sensor, where the apparatus is configured to wake up the apparatus from the sleep mode and/or determine the location where the display was pressed when the touch input device is not powered. The apparatus may comprise at least one processor, and at least one memory having software, where the processor(s), the memory(ies) and the software are configured to perform a predetermined function based upon the touch input device not being powered and a predetermined pressing motion along the display being determined based upon the respective signals from the at least two piezoelectric members. The apparatus may be configured to wake up the apparatus from the sleep mode, based upon the electricity from the at least one piezoelectric member, when within a predetermined time of the display being pressed: an additional user input item is actuated, and/or a predetermined touch gesture along the display is determined. The display may comprise a touch input device (TID) comprising a touch sensor, where a state of the apparatus is configured to be changed from locked to unlocked, while the touch input device is not powered, by a predetermined touch gesture along the display being determined from the respective signals from
the at least two piezoelectric members. The display may comprise a touch input device (TID) comprising a touch sensor, where the apparatus is configured to operate an application, while the touch input device is not powered, with input signals to the application from the at least one piezoelectric member generated by a user pressing on the display and sending the input signals from the at least one piezoelectric member based upon the pressing. The apparatus may further comprise a battery, at least one printed wiring board including a transmitter and a receiver, at least one processor, and at least one memory comprising software, where the software comprises a telephone application.

[0068] An example method may comprise pressing a display of an apparatus to mechanically stress at least one piezoelectric member connected to the display; and generating electricity from the at least one piezoelectric member from the mechanical stress to: wake up the apparatus from a sleep mode, and/or determine a location where the display was pressed based upon the respective electricity from at least two of the piezoelectric members.

[0069] The at least one piezoelectric member may be connected to circuitry of the apparatus to supply the electricity to the circuitry, where the circuitry wakes up a processor of the apparatus based upon receiving a predetermined voltage from the at least one piezoelectric member, where: based upon receiving the predetermined voltage from the at least one piezoelectric member, the circuitry supplies a voltage value to the processor for processing, and/or the circuitry analyzes the voltage(s) from the at least one piezoelectric member and signals the processor of coordinates where the display was pressed, and/or the circuitry analyzes the voltages from the at least two piezoelectric members over time, and determines
a gesture as the press moves on the display, and signals a gesture identification to the processor, and/or the circuitry sends a trigger signal to the processor to wake up the processor, and the processor directly reads the voltage(s) from the at least one piezoelectric member. The display may comprise a touch input device (TID) comprising a touch sensor, where the apparatus wakes up the apparatus from the sleep mode and/or determines the location where the display was pressed when the touch input device is not powered. The apparatus may comprise at least one processor, and at least one memory having software, where the processor(s), the memory(ies) and the software perform a predetermined function based upon the touch input device not being powered and a predetermined pressing motion along the display being determined. The apparatus may wake up from the sleep mode, based upon the electricity from the at least one piezoelectric member, when within a predetermined time of the display being pressed: an additional user input item is actuated, and/or a predetermined touch gesture along the display is determined. The display may comprise a touch input device (TID) comprising a touch sensor: where a state of the apparatus is changed from locked to unlocked, while the touch input device is not powered, by a predetermined touch gesture along the display being determined from the respective signals from the at least two piezoelectric members, and/or where the apparatus operates an application, while the touch input device is not powered, with input signals to the application from the at least one piezoelectric member generated by a user pressing on the display and sending the input signals from the at least one piezoelectric member based upon the pressing.

[0070] A non-transitory program storage device, such as memory 24 for example, readable by a machine, tangibly
embodying a program of instructions executable by the machine for performing operations may be provided, the operations comprising: waking up an apparatus from a sleep mode based upon electricity from the at least one piezoelectric member which has been mechanically stressed to generate the electricity from pressing of a display of the apparatus connected to the at least one piezoelectric member, and/or determining a location where the display was pressed based upon respective electricity from at least two of the piezoelectric members generated by the pressing of the display.

[0071] It should be understood that the foregoing description is only illustrative. Various alternatives and modifications can be devised by those skilled in the art. For example, features recited in the various dependent claims could be combined with each other in any suitable combination (s). In addition, features from different embodiments described above could be selectively combined into a new embodiment. Accordingly, the description is intended to embrace all such alternatives, modifications and variances which fall within the scope of the appended claims.
CLAIMS

What is claimed is:

1. An apparatus comprising:

   a display; and

   at least one piezoelectric member connected to the display, where the at least one piezoelectric member is configured to move at least a portion of the display,

   where, when the display is pressed to mechanically stress the at least one piezoelectric member, the apparatus is configured to:

   wake up the apparatus from a sleep mode based upon electricity from the at least one piezoelectric member, and/or

   determine a location where the display was pressed based upon respective signals from at least two of the piezoelectric members, and/or

   determine a force and/or impulse applied from a voltage measured from the at least one piezoelectric member.

2. An apparatus as in claim 1 where the display is an electronic display which is part of a panel speaker formed by the display and the at least one piezoelectric member.

3. An apparatus according to any preceding claim where the at least one piezoelectric member is connected to circuitry of the apparatus to supply the electricity to the circuitry, and where the circuitry is configured to wake up a processor of
the apparatus based upon receiving a predetermined voltage from the at least one piezoelectric member.

4. An apparatus as in claim 3 where, based upon receiving the predetermined voltage from the at least one piezoelectric member, the circuitry is configured to supply a voltage value to the processor for processing.

5. An apparatus according to any of claims 3-5 wherein the circuitry is configured to analyze the voltage from the at least one piezoelectric member and signal the processor of coordinates where the display was pressed.

6. An apparatus according to any preceding wherein the circuitry is configured to analyze the voltages from at least two piezoelectric members over time, determine a gesture as the press moves on the display, and signal a gesture identification to the processor.

7. An apparatus as in claim 3 where the circuitry is configured to send a trigger signal to the processor to wake up the processor, and the processor is configured to read the voltage directly from the at least one piezoelectric member.

8. An apparatus according to claim 1 where the display comprises a touch input device comprising a touch sensor, where the apparatus is configured to wake up the apparatus from the sleep mode and/or determine the location where the display was pressed when the touch input device is not powered.

9. An apparatus according to claim 8 where the apparatus comprises at least one processor, and at least one memory having software, where the processor (s), the memory (ies) and the software are configured to perform a predetermined function based upon the touch input device not being powered and a
predetermined pressing motion along the display being
determined based upon the respective signals from the at least
two piezoelectric members.

10. An apparatus according to claim 1 where the apparatus is
configured to wake up the apparatus from the sleep mode, based
upon the electricity from the at least one piezoelectric
member, when within a predetermined time of the display being
pressed:

   an additional user input item is actuated, and/or
   a predetermined touch gesture along the display is
determined.

11. An apparatus according to claim 1 where the display
comprises a touch input device comprising a touch sensor, where
a state of the apparatus is configured to be changed from
locked to unlocked, while the touch input device is not
powered, by a predetermined touch gesture along the display
being determined from the respective signals from at least two
piezoelectric members.

12. An apparatus according to claim 1 where the display
comprises a touch input device comprising a touch sensor, where
the apparatus is configured to operate an application, while
the touch input device is not powered, with input signals to
the application from the at least one piezoelectric member
generated by a user pressing on the display and sending the
input signals from the at least one piezoelectric member based
upon the pressing.

13. An apparatus according to any preceding claim where the
apparatus further comprises a battery, at least one printed
wiring board including a transmitter and a receiver, at least
one processor, and at least one memory comprising software, where the software comprises a telephone application.

14. A method comprising:

- pressing a display of an apparatus to mechanically stress at least one piezoelectric member connected to the display; and
- generating electricity from the at least one piezoelectric member from the mechanical stress to:
  - wake up the apparatus from a sleep mode, and/or
  - determine a location where the display was pressed based upon the respective electricity from at least two of the piezoelectric members, and/or
  - determine a force and/or impulse applied from a voltage measured from the at least one piezoelectric member.

15. A method as in claim 14, where the at least one piezoelectric member is connected to circuitry of the apparatus to supply the electricity to the circuitry, where the circuitry wakes up a processor of the apparatus based upon receiving a predetermined voltage from the at least one piezoelectric member, where:

- based upon receiving the predetermined voltage from the at least one piezoelectric member, the circuitry supplies a voltage value to the processor for processing, and/or
- the circuitry analyzes the voltage(s) from the at least one piezoelectric member and signals the processor of coordinates where the display was pressed, and/or
the circuitry analyzes the voltages from the at least two piezoelectric members over time, and determines a gesture as the press moves on the display, and signals a gesture identification to the processor, and/or

the circuitry sends a trigger signal to the processor to wake up the processor, and the processor directly reads the voltage(s) from the at least one piezoelectric member.

16. A method as in claim 14 where the display comprises a touch input device comprising a touch sensor, where the apparatus wakes up the apparatus from the sleep mode and/or determines the location where the display was pressed when the touch input device is not powered.

17. A method as in claim 14 where the apparatus comprises at least one processor, and at least one memory having software, where the processor(s), the memory(ies) and the software perform a predetermined function based upon the touch input device not being powered and a predetermined pressing motion along the display being determined.

18. A method as in claim 14 where the apparatus wakes up from the sleep mode, based upon the electricity from the at least one piezoelectric member, when within a predetermined time of the display being pressed:

   an additional user input item is actuated, and/or

   a predetermined touch gesture along the display is determined.

19. A method as in claim 14 where the display comprises a touch input device comprising a touch sensor:
where a state of the apparatus is changed from locked to unlocked, while the touch input device is not powered, by a predetermined touch gesture along the display being determined from the respective signals from the at least two piezoelectric members, and/or

where the apparatus operates an application, while the touch input device is not powered, with input signals to the application from the at least one piezoelectric member generated by a user pressing on the display and sending the input signals from the at least one piezoelectric member based upon the pressing.

20. A non-transitory program storage device readable by a machine, tangibly embodying a program of instructions executable by the machine for performing operations, the operations comprising:

waking up an apparatus from a sleep mode based upon electricity from the at least one piezoelectric member which has been mechanically stressed to generate the electricity from pressing of a display of the apparatus connected to the at least one piezoelectric member, and/or

determining a location where the display was pressed based upon respective electricity from at least two of the piezoelectric members generated by the pressing of the display, and/or

determine a force and/or impulse applied from a voltage measured from the at least one piezoelectric member.
### A. CLASSIFICATION OF SUBJECT MATTER

See extra sheet

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: G06F, H01L, H02N, H04R, H04M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

FI, SE, NO, DK: IPC G06F3/041, G06F3/0488, G06F1/32, H01L41/08

Electronic data base consulted during the international search (name of data base, and, where practicable, search terms used)

EPO-Internal, WPI, COMPDX, INSPEC, TDB, NPL

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 2315101 A1 (RESEARCH IN MOTION LTD [CA]) 27 April 2001 (27.04.2001) abstract: paragraphs [0001], [0016]-[0019], [0021], [0024], [0030], [0031], [0035]-[0036], [0038]-[0046], [0052]-[0063], [0066], [0068], [0070]-[0079], [0081], [0083]-[0084], [0090], [0092], [0094], [0096], [0098], [0101]-[0102], [0104]-[0106]: figures 3-10</td>
<td>1, 3-20</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C.  
[ ] See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

*"T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

*Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" member of the same patent family

Date of the actual completion of the international search: 02 October 2014 (02.10.2014)

Date of mailing of the international search report: 08 October 2014 (08.10.2014)

Name and mailing address of the ISA/FI

Authorized officer
Janne Viljas

Telephone No. +358 9 6939 500

P.O. Box 1160, FI-00101 HELSINKI, Finland
Facsimile No. +358 9 6939 5328
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 2479642 A1 (RESEARCH IN MOTION LTD [CA]) 25 July 2012 (25.07.2012) abstract; paragraphs [0026]-[0027], [0029], [0032], [0037]-[0038], [0050]; figure 2-4</td>
<td>14, 20</td>
</tr>
<tr>
<td>X</td>
<td>WO 2012114754 A1 (KYOCERA CORP [JP]) 30 August 2012 (30.08.2012) &amp; US 2013335211 A1 (KOBAYASHI RYOSUKE [JP]) 19.1.2.2013 abstract; paragraph [0054]-[0055], [0064], [0067], [0082]-[0084]; figures 4-6</td>
<td>1-2, 14, 20</td>
</tr>
<tr>
<td>Y</td>
<td>paragraphs [0067], [0082]-[0084]</td>
<td>2</td>
</tr>
<tr>
<td>X</td>
<td>WO 2012129247 A2 (APPLE INC [US]) 27 September 2012 (27.09.2012) abstract; page 3, line 23 - page 4, line 26; page 6, lines 11-25; page 14, lines 6-20; page 66, line 30 - page 74, line 20; page 76, line 8 - page 77, line 10; claims 7-8, 15; figures 36-38, 42-43</td>
<td>14, 20</td>
</tr>
<tr>
<td>Y</td>
<td>claim 15</td>
<td>2</td>
</tr>
<tr>
<td>A</td>
<td>US 2008055277 A1 (TAKENAKA MIKI [JP] et al.) 06 March 2008 (06.03.2008) abstract; paragraphs [0007], [0035], [0037], [0047]-[0049], [0065], [0071], [0078]</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2006140439 A1 (NAKAGAWA TAKAHIRO [JP]) 29 June 2006 (29.06.2006) abstract; paragraphs [0018]-[0021], [0028]</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO 2012052803 A1 (NOKIA CORP [FI]) 26 April 2012 (26.04.2012) abstract; page 11, lines 11-25; page 16, line 4 - page 17, line 27</td>
<td></td>
</tr>
<tr>
<td>IPC</td>
<td>Classification</td>
<td></td>
</tr>
<tr>
<td>--------------------</td>
<td>----------------------</td>
<td></td>
</tr>
<tr>
<td>G06F 3/041</td>
<td>(2006.01)</td>
<td></td>
</tr>
<tr>
<td>G06F 3/0488</td>
<td>(2013.01)</td>
<td></td>
</tr>
<tr>
<td>H01L 41/08</td>
<td>(2006.01)</td>
<td></td>
</tr>
<tr>
<td>G06F 1/32</td>
<td>(2006.01)</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family members(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>--------------------------</td>
</tr>
<tr>
<td>EP 231 5 101 A 1</td>
<td>27/04/201 1</td>
<td>EP 231 5 101 B 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 271 6699 A 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2004282826 A 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 18641 25 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 100449465 C</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1695199 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 200750861 9 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 201 1187076 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 200601 35628 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10 1113530 B 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005038639 A2</td>
</tr>
<tr>
<td>US 6492979 B 1</td>
<td>10/1 2/2002</td>
<td>None</td>
</tr>
<tr>
<td>EP 2479642 A 1</td>
<td>25/07/201 2</td>
<td>CA 2762681 A 1</td>
</tr>
<tr>
<td>WO 201 2 114754 A 1</td>
<td>30/08/201 2</td>
<td>JP 201 2 190450 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 201 333521 1 A 1</td>
</tr>
<tr>
<td>WO 201 2 129247 A2</td>
<td>27/09/201 2</td>
<td>AU 201 22230995 A 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 10341 6043 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2673944 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 201 4509028 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 201 301 26710 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 201 2242592 A 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 881 6977 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 201 2242588 A 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 201 2243151 A 1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 201 2243719 A 1</td>
</tr>
<tr>
<td>US 201 0225600 A 1</td>
<td>09/09/201 0</td>
<td>CN 102349035 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 201 0 104679 A 1</td>
</tr>
<tr>
<td>US 2008055277 A 1</td>
<td>06/03/2008</td>
<td>US 817451 1 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2008059027 A</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family members(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>--------------------------</td>
</tr>
<tr>
<td>JP 4697095 B2</td>
<td>08/06/2011</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 18 12665 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 18 12665 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1696691 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1696691 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 20061 86590 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4266923 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 201 3250502 A1</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (July 2009)