Title: A FITTING TO CONNECT WATER PIPES

Abstract: A fitting to interconnect water pipes or to connect pipes with valves or mountings. The connector housing (1) has an O-ring seat (lc), constituting two walls of a groove for an O-ring (2). The fitting comprises a clamping sleeve (3), having a first end provided with a flange (3a), which forms a third wall of the O-ring seat (lc) groove. The flange (3a) is retained against the coupling housing by a nut (4) screwed by hand onto outer threads on the coupling housing (1). The clamping sleeve (3) is adapted to be clamped against a pipe (6, 7) which is inserted into the clamping sleeve (3), and the O-ring seals against the outer surface of the pipe (6, 7).
A fitting to connect water pipes

The present invention relates to an interface for connecting pipes or connecting pipes to valves, especially in conjunction with water pipe connections, as stated in the preamble of the appended claim 1.

Background of the invention and prior art solutions

Today’s techniques for joining pipes to fittings or valves are mainly based on brass fittings with a conical end and with a nut and a conical clamping ring, where the nut clamps the ring against the taper, which, when the nut is tightened, both form a seal and acts to hold the pipe fixed to the fitting.

Due to deteriorating water quality, low PH and demands for reduced lead content in brass, from the current 2% to 0.2%, the problems caused by stress corrosion increase. The fittings house can rupture at the conical fit, with leaks and thereby water damage as a consequence.

Several years ago regular steel pipes was a good solution, then copper became common, but eventually it turned out that these pipes would not hold more than 20 years. Today metal pipes have been largely replaced with plastic pipes, both inside and outside the house (plumbing and water supply and sewage). Plastic pipes are today recognized as the best and most affordable solution, but it requires other solutions when it comes to fittings and valve connections, for maximum service life and leakage prevention.

There are a significant number of different fitting solutions for such connections. Examples include:

JP41 0281 367 shows an interface where a connector is equipped with an internal groove for an O-ring. A pipe is inserted into the connector and the connector is squeezed against the pipe to lock this in place. This fitting cannot be opened again without cutting the pipe. It is not possible to re-use the connector. It is not possible to use this fitting on a plastic tube, as it will not be
possible to attach the plastic tube sufficiently well by squeezing the connector against it.

KR 101273395 shows a fitting of the screw and clamp type, where a pipe end is inserted into the coupling. A nut is arranged around the pipe and screwed to the coupling. A gasket is pressed against the pipe due to a conical surface in the coupling and this clamping action will fixate the tube. It is, however, depending on the nut being screwed sufficiently tight. Too loose tightening may cause leakage. This solution is not suitable for use on plastic pipes unless a support sleeve is used. Even then a leakage may occur.

US 3393930 shows a solution where a bead is formed close to the pipe end. This bead is clamped between two fitting elements. A seal seals the connection. This solution requires the use of special tools for making the bead. It is only possible to use metal pipes. The fitting must also be screwed firmly to prevent leakage. The nut must be arranged on the pipe before the forming of the bead. This means that the connection cannot be delivered pre-assembled, and if it is not possible to thread the nut onto the pipe from the other end, the pipe must be produced according to measured length with the nut on the pipe.

CN 20273235 shows an interface, which also has a bead formed close to the tube end. This means that plastic pipes cannot be used. Here too, the fitting has to be screwed firmly to prevent leakage. This solution has the same disadvantages as US 3,393,930.

DE 9308146U also shows a solution in which a bead is formed close to the pipe end. This solution therefore has the same drawbacks as described above.

GB 2129081 describes a solution in which a bead is formed close to the pipe end. The solution is therefore encumbered by the same drawbacks as described above.
The objects of the invention

The present invention aims to provide a solution for a simple and tight connection of pipes, fittings, and valves. It is an object of the invention to facilitate the use of pipes and fittings made of plastic material. However, the invention does not prevent the use of other materials, such as steel, brass or copper.

It is also an object of the invention that the interconnection can take place without any significant stress effect on the connection parts.

This is achieved by the features stated in the appended claim 1.

These objects are also achieved by the features stated in the method of the appended claim 9.

The present invention may be used to provide a firm and tight connection that can withstand the pressure of water, such as hot water, or air at a pressure of up to 60 bar. The fitting is re-openable and it has no tapered seal that can initiate stress corrosion.

As noted above, the primary purpose of the invention to obtain a safe connection between a tube of any size and any material and a housing in the form of fittings or valves, of any dimension and material quality. In particular, it is a purpose to facilitate the use of a fittings- or valve housing that is moulded in plastic. These types of housings are not able to withstand the forces applied by the use of a conical seal.

The plastic material should be of a quality that can withstand a temperature of 10 bar and 180 degrees Celsius. Still these high quality plastic materials have a lower price than brass. Moreover, the quality of plastics is stable. The material is neutral, so that lime deposits on the inside of the housing rarely occurs. Lime deposits can reduce the diameter of the pipes, valves, and fittings. Lime deposits can also obstruct the functioning of valves.
It is also an object that the fitting should not twist the tube during installation. The fitting must be possible to disassemble and then reassemble, for example. In order to replace a valve or a part of the fitting, such as an O-ring.

Moreover, the fitting should be possible to install using standard plumber tools, such as press tools. The assembled coupling must be substantially free of tensions, except for tensions due to water pressure, and shall not deteriorate during disassembly and subsequent re-assembly. Thereby a fitting is achieved, which in function and quality is at the top of the market at a very affordable price.

**Detailed description of a preferred embodiment**

The invention will now be described referring to a specific exemplary embodiment, with reference to the accompanying drawings, where:

Figure 1 shows a fitting according to the invention split into individual components,

Figure 2 shows the fitting assembled and ready to receive the pipe ends,

Figure 3 shows the pipe ends of two different types of pipes connected to the fitting and

Figure 4 shows a fitting connected to another type of pipe.

Figure 1 shows an embodiment of the fitting according to the invention split into its components. The fitting comprises a housing 1 having a through bore with different inner diameters, as follows:

- Section 1a has a diameter corresponding to inner diameter of the pipe to be connected,
- Section 1b has a diameter corresponding to the external diameter of the pipe to be connected, and
- Section 1c has a diameter corresponding to the outside diameter of a first O-ring 2.

The illustrated fitting housing has two identical ends 1e, each with a portion 1b and 1c.

On the outside, the housing has a thread 1d at each end for a nut 4.

The fitting housing 1 can be manufactured by a simple moulding method of the plastic, wherein a non-rotating shaft is placed at each end of the tool, forming sections 1a, 1b and 1c. The outer part of the tool is split along a centre-line and forms the outer shape, including the threads 1d for the nut 4.

Further illustrated, an O-ring 2, which can be made of EPDM (ethylene propylene diene monomer) with peroxide, and the exterior can be coated with silicone for minimum friction. Such an O-ring will withstand high temperatures. However, also other types of rubber, natural or artificial, may be used as suitable.

A clamping sleeve 3 is provided by forming an outwardly projecting flange 3a at one end thereof. At the other end 3b, the pipe is chamfered internally. The clamping sleeve is preferably made of stainless steel.

The nut 4 is preferably also made from a thin stainless tube, with threads 4a formed on the inside, e.g., by rolling. At one end an inwardly extending flange 4b is formed.

Figure 2 shows pre-assembled the state in which it is intended to supply the fitting. With all the components shown in Figure 1 factory-assembled, it will be both quicker and easier for the plumber to make a connection with a pipe. Consequently, assembly has taken place where the O-ring 2 is first placed at
the interior seat 1c. Then the clamping sleeve 3 is placed against the O-ring 2 and the end 1e of the fitting housing 1. Finally, the nut is mounted over the clamping sleeve 3 and the housing 1, and screwed by hand until it firmly grips the flange 3a of the clamping sleeve 3. The flange 3a thereby forming a third wall for the O-ring 2 and providing a complete support for the O-ring 2. The O-ring will seal against the pipe as will be explained below. As the flange 3a has an outer diameter corresponding to, i.e. is slightly smaller than, the internal thread of the nut 4a, the flange 3a will abut the end 1e of the housing 1. This provides a correct fixed width of the groove for the specific material thickness of the O-ring 2.

In figure 2 is also shown a support sleeve 5, which preferably is a thin-walled stainless tube with an increased diameter portion 14 near one end and an outwardly extending flange 13 at the same end. The increased diameter portion 14 forms at, an outer surface, a seat for a second O-ring 11. A transition between the increased diameter portion 14 and the major part of the sleeve 5 forms an abutment surface 12 to rest against the end of a pipe 6. The support sleeve 5 with the second O-ring 11 is mounted within a plastic pipe 6, for example of the type Wirsbo, as explained below.

The second O-ring 11 is mounted on the support sleeve 5 and then the sleeve 5 is inserted into an end of the plastic pipe 6 until the abutment surface 12 abuts the end of the pipe 6. Thus is formed a groove consisting of surfaces of the flange 13, the increased diameter portion 14 and the end of the pipe 6. This groove has a fixed width adapted to the dimension of the O-ring 11. This end of the pipe 6 with the support sleeve 5 is then pushed into the coupling housing 1, as shown in Figure 3, and as will be explained further below.

At the opposite end of the coupling is shown a pipe 7 made of metal, such as stainless steel, copper, or other metals. How this pipe is connected to the coupling housing 1 will also be explained below.
Figure 3 shows the coupling housing 1 with its associated parts, O-ring 2, clamping sleeve 3 and nut 4, which have been factory fitted at each end. The plumber has mounted the support sleeve 5 with O-ring 11 into the plastic pipe 6, and then inserted the pipe 6 into the coupling housing until the flange 13 reaches the inner end of the section 1b and abuts the transition to section 1a.

On the opposite side, the left side of figure 3, the plumber has inserted a pipe 7 of stainless steel, without a support sleeve. Then he squeezes the clamping sleeves 3 with a pair of pliers, such as of the type "Mannesmann". This results in dented grooves 9, shown in both the clamping sleeves 3. On the inside, this dented groove presses against the pipe 5, 7 and fixates the pipe 5, 7. This way of mounting imposes no twisting of the pipes during the mounting. There is no stress on the fitting irrespective of the materials used.

As shown, the end of the fitting connected to the plastic pipe 6 has two O-ring seals. The fitting end with the metal pipe 7 has one O-ring seal. There is no stress imposed on the plastic coupling housing 1, which in conventional connectors can be a problem.

As will be explained now, a very quick dismantling of the connections can be made, without tools, and without any deterioration of the fitting components. To disassemble, either one side or on both sides of the fitting, all that is needed is to unscrew the nut 4. The nut 4 is tightened by hand at the factory, and will therefore not sit very firmly.

When the nut 4 is unscrewed, it is easy to pull the pipes 6, 7 out of the coupling housing to replace O-rings. The clamping sleeves will now be attached to the pipes, 6, 7, and will follow these when they are pulled out. The nut 4 will sit around the pipe 6, 7, and the clamping sleeve 3 will prevent the nut from sliding off the pipe 6, 7.
There is no need to remove the clamping sleeves 3. The pipes 6, 7 can simply be refitted to the coupling housing 1 with the same clamping sleeves 3 and the same nuts 4. The nut 4 will be tightened by hand again.

This means that replacement of O-rings and valves can be done without any use of tools.

A fitting according to the present invention has been tested at a pressure of 60 bar without showing any weakness.

Figure 4 illustrates that the coupling also can be used together with a pipe 10 in which there is formed a bead 10a on the pipe 10. This results in a fitting similar to some of the prior art described above. In this case, the coupling housing 1 is provided with an O-ring 2, but is not equipped with a clamping sleeve 3. Instead, a third wall of the O-ring groove is formed by the bead 10a of a prefabricated pipe made of a thin stainless steel or copper material. In an additional rolling operation, the bead 10a of this pipe 10 forms a double wall where one side supports the O-ring 2, and the other side abuts the nut 4.

The fitting of the invention may be a connector for connecting two pipes, or it can be part of a valve to which one or more pipes can be connected.
Patent Claims

1. A fitting to interconnect water pipes or to connect pipes with valves or mountings, comprising a coupling housing (1), an O-ring (2) and a nut (4), the connector housing (1) having an internal bore in which at the end of the bore is formed an O-ring seat (1c), constituting two walls of a groove for the O-ring (2), and an external thread (1d) on which the nut (4) is received, characterized in that it further comprises a clamping sleeve (3), having a first end provided with a flange (3a), said flange (3a) forming a third wall of the O-ring seat (1c) groove, the flange (3a) being retained against the coupling housing by the nut (4), the clamping sleeve (3) being adapted to be clamped against a pipe (6, 7) which is inserted into the clamping sleeve (3), and that the O-ring, when the pipe (6, 7) is mounted, seals against the outer surface of the pipe (6, 7).

2. The fitting according to claim 1, characterized in that the coupling housing (1) bore has a portion (1b) axially inside of the O-ring seat (1c) having a diameter corresponding to the pipe (6, 7) outer diameter.

3. The fitting according to claim 2, characterized in that the coupling housing (1) bore has a portion axially inside of the portion (1b) of a diameter corresponding to the pipe (6, 7) outer diameter, having a diameter corresponding to the pipe (6, 7) internal diameter.

4. The fitting according to one of the preceding claims, characterized in that it comprises a supporting sleeve (5) which is adapted to be inserted into the pipe (6) and that the supporting sleeve (5) has a flange (13) at its outer end with an outer diameter corresponding the pipe (6) outer diameter.
5. The fitting according to claim 4, characterized in that the flange (13) forms a part of a seat for a second O-ring (11), located between the tube (6) end and the flange (13).

6. The fitting according to claim 5, characterized in that the support sleeve (5) has a radial abutment surface (12) for bearing against the pipe (6) end, the pipe (6) end, the flange (13) and a cylindrical portion of the sleeve (5) forming the walls of a groove with fixed width for the second O-ring (11).

7. The fitting according to one of the preceding claims, characterized in that the coupling housing (1) and the nut (4) is made of a plastic material.

8. The fitting according to one of the preceding claims, characterized in that the coupling housing (1) is a part of a connector piece, a valve, a T-piece or an elbow.

9. A method of providing connection of a coupling housing (1) and a pipe (6, 7), where the coupling housing (1) has an internal bore where, at the outer end of the bore is formed an O-ring seat (1c), constituting two walls of a groove for an O-ring (2), and having an external thread (1d) for receiving a nut (4), characterized in that it comprises the following steps:
   - placing the O-ring (2) in the O-ring seat (1c),
   - placing a clamping sleeve (3) having a flange (3a) with the flange (3a) towards the O-ring (2),
   - screwing the nut (4) onto the external thread (1d) by hand until the flange (3a) is clamped between the nut (4) and the connector housing (1),
- inserting the pipe (6, 7) through the clamping sleeve (3) and into the connector housing (1) and bringing the outer surface of the pipe (6, 7) to bear against the O-ring (2) and
- clamping the clamping sleeve (3) firmly against the pipe (6, 7) to fixate the clamping sleeve onto the pipe (6, 7).

10.
The method of claim 9, characterized in that the clamping of the clamping sleeve (3) is done to an extent causing the formation of a clamping slot (9) by use of a per se known clamping pliers.
A. CLASSIFICATION OF SUBJECT MATTER
F16L 21/08 (2006.01), F16L 19/05 (2006.01), F16L 21/04 (2006.01), F16L 47/08 (2006.01), F16L 47/12 (2006.01), F16L 47/14 (2006.01), F16L 47/16 (2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

DK, NO, SE, FJ; Classes as above.

Electronic database consulted during the international search (name of data base and, where practicable, search terms used)

EPDOC, WPI, FULL TEXT: ENGLISH, GERMAN, FRENCH

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>CN 2024938 19 U (RIJIN) 2012.10.17 English translation of the claim, abstract and fig. 1</td>
<td>1-10</td>
</tr>
<tr>
<td>A</td>
<td>DE 20220837 U1 (F W OVENTROP GMBH &amp; CO KG) 2004.04.08 Abstract and fig. 1.2</td>
<td>1-10</td>
</tr>
<tr>
<td>A</td>
<td>KR 10 3273395 B1 (FORD CO LTD) 2013.06.17 Abstract and fig. 1</td>
<td>1-4, 9</td>
</tr>
<tr>
<td>A</td>
<td>GB 2129081 A (PLAS TIERS LTD) 1984.05.10 Claim 1-3 and fig. 1</td>
<td>1, 5, 7, 9</td>
</tr>
<tr>
<td>A</td>
<td>JPH1 028 1367 A (INUO TOSHIYUKI) 1998.10.23 Abstract and fig. 1</td>
<td>1.7</td>
</tr>
<tr>
<td>A</td>
<td>CN 202032207 U (QIYU HU) 2011.11.09 Abstract and fig. 1</td>
<td>1.7, 8</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 22/02/2016
Date of mailing of the international search report: 01/03/2016

Name and mailing address of the ISA
Nordic Patent Institute
Helgeshøl Alle 1
DK - 2630 Taastrup, Denmark.
Facsimile No. +45 43 50 80 08

Authorized officer
Tatiana P. Mortensen
Telephone No. +47 22 38 74 28

Form PCT/IS A/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report / Publication date</th>
<th>Patent family member(s) / Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 202493819U 2012.10.17</td>
<td>NONE</td>
</tr>
<tr>
<td>DE 20220837 U1 2004.04.08</td>
<td>NONE</td>
</tr>
<tr>
<td>KR 101273395 B1 2013.06.17</td>
<td>NONE</td>
</tr>
<tr>
<td>GB 2129081 A 1984.05.10</td>
<td>NONE</td>
</tr>
<tr>
<td>JPH10281367 A 1998.10.23</td>
<td>NONE</td>
</tr>
<tr>
<td>CN 202032207 U 2011.11.09</td>
<td>NONE</td>
</tr>
</tbody>
</table>